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MOTOROLA'S 
MICROPROCESSOR AND MICROCOMPUTER FAMILIES 



Serving as the "heart" of every microcomputer system is a microprocessor. 
Start with the chip set that precisely meets your design objective. Motorola 
manufacturers the industry's most complete selection of sold-state 
microcomputer components to give you the performance you need and the 
design flexibility you want. 

The family concept has been extremely popular in the microprocessor in- 
dustry. Motorola pioneered this family concept with the introduction of the 
M6800 Family in 1974. Since then the MPU/MCU Family has evolved in 
several directions, as shown in Figure 1-1, in order to fill expanding use 
concepts. In addition, the basic M6800 Family has been enhanced. A large 
number of peripheral devices have been developed to support the expan- 
ding family of microprocessors and microcomputers. 




8-BIT MICROPROCESSORS (MPUs) 

MC6800 — MC6802 — MC6803 — MC6808 — 

MC6809 - MC6809E - MC146805E2 

The MC6800 MPU was the first of the M6800 MPU Family and still remains 
a highly cost-effective processor for a great many process-control and 
data-communications applications. Seventy-two instructions and six dif- 
ferent addressing modes give it powerful capability, and a full range of 
compatible peripheral chips offer the widest possible latitude in system 
implementation. After years of field experience, the MC6800 has earned an 
enviable reputation as one of the easiest-to-use processors available. 

Moreover, to tailor the system to your specific needs at the lowest cost, the 
MC6800 (and its peripherals) is available in three different packages, three 
different temperature ranges, and three speed ranges, as follows: 
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FIGURE 1-1. GENEALOGY OF THE COHESIVE 
M6800 MICROPROCESSOR/MICROCOMPUTER FAMILY 
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The MC6802 MPU has all the attributes of the basic MC6800, but it 
reduces the component count of a minimum microcomputer system to only 
two. 

The MC6802 adds an on-chip clock oscillator and 128 bytes of RAM to the 
capability of an MC6800. Data in the first 32 bytes of the built-in RAM can 
be retained in a low-power mode by an external power source, allowing 
memory retention during a power-down situation. 

Using this microprocessor, a minimum microcomputer system consists of: 

1 — MC6802 Microprocessing Unit 
1 — MC6846 ROM-I/O-Timer Unit 

Of course, the system is expandable to any requirement with the adapters, 
expanders, and other peripheral chips that are a part of the M6800 Family. 

The MC6802 is available in both ceramic (suffix L) and plastic (suffix P) 
packages. 
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The MC6803 MPU is the microprocessor version of the MC6801 single- 
chip microcomputer. The MC6803 accomodates applications where exter- 
nal ROM is present. With 13 parallel input/output lines, a 16-bit timer, and a 
serial communications interface the MC6803 offers a great deal of freedom 
in system needs. One of the most desirable attributes of the multi- 
generation MC6803 is its compatibility with existing software and hard- 
ware. The MC6803 easily meets this goal by being thoroughly integrated in- 
to the total M6800 family of components. In addition, since the MC6803 is 
an HMOS device, it requires only a single +5 volt power supply and inter- 
faces with both TTL and MOS peripherals. The concept of an integrated 
family of devices is predicated on continuity in both design and develop- 
ment. As a member of the M6800 family, the MC6803 shares many of the at- 
tributes of the basic MC6800 MPU. For example, the MC6803 encompasses 
the full MC6800 instruction set, yet new instructions have been incor- 
porated for even greater system capability and ease of programming. Many 
MC6803 instructions execute in fewer cycles than on the MC6800. More 
and faster instructions increase throughput and reduce software conver- 
sion and development time. Some of the features of the MC6803 are: 

• Expanded MC6800 Instruction Set 

e Full Duplex Serial Communications Interface 

• Upward MC6800 Source and Object Code Compatibility 

• 16-Bit Timer with Three Modes 

• 16-Bit Multiplexed Address Bus Providing 64K-Byte Memory Space 

• 128 Bytes of On-Chip RAM (64 Bytes Retainable with Battery 
Backup) 

• 13 Parallel I/O Lines 

• Internal Clock (Divide-by-Four) 

• TTL-Compatible Inputs and Outputs 

• Interrupt Capability (Maskable and Non-Maskable) 

The MC6808 low-cost version of the MC6802 microprocessor has an on- 
chip clock oscillator and driver, but no on-chip memory. The MC6808 can 
use up to 64K of external RAM, ROM, or peripherals. 



The MC6809 microprocessor, with five internal 16-bit registers, offers up 
to five times higher performance than the MC6800, yet, due to the 8-bit bus 
is fully compatible with all M6800 bus-oriented supplementary circuits and 
peripherals. Here's how the MC6809 stacks up: 




Architectural Improvements: 

• Additional 16-Bit Index and Stack Registers 

• Direct Page Register 

• Increased Addressing Modes 
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• 16-Bit Operations and 16-Bit Accumulator 

• 8x8 Multiplier 

• Fast Interrupt 

Software Improvements: 

• Designed for efficient handling of high-level languages, including 
Pascal, Basic, MPL, Cobol, and Fortran. 

• Position-independent coding and reentrant-programming capability 
encourage development of "canned software," with modular 
program interchangeability. 

• Structural, high subroutined code enhanced by two 16-bit 
index registers and program counter usable for indexing. 

• Multi-task and multi-processor organization. 

• Stack-oriented compiler instructions with both user and hardware 
stack registers available. 

Although the MC6809 is compatible with the extensive existing M6800 
Family, Motorola is designing even more peripherals to enhance systems 
designed with the MC6809. These new peripherals (e.g., the MC6829 
Memory Management Unit, the MC6839 Floating Point ROM, and the 
MC6855 Serial DMA Processor) allow an MC6809 user to realize the full 
potential of the processor. 

The MC6809 is a logical step for applications that crowd the capacity limits 
of today's conventional 8-bit processor — yet, hardware and software 
(upward) compatibility with existing M6800 processors protects previous 
software investment. 



The MC6809E includes all the features of the MC6809 plus external clock- 
ing to provide the flexibility required in a multi-processor system. 

The MC146805E2 initiates the CMOS side of Motorola's microprocessor 
family. Battery-oriented and noise sensitive applications have long sought 
an M6800 MPU implemented in CMOS. The MC146805E2 includes an 8-bit 
optimized processor the equal of the MC6800 in speed and performance, 
plus on-chip RAM, timer, parallel I/O ports, and clock oscillator. Complete 
CMOS systems are assembled using the MC146823 Parallel Interface, 
MC146818 Real-Time Clock plus RAM, MCM65516 CMOS 2K ROM, and 
many MSI and SSI support parts. The MC146805E2 also serves as a ROM- 
less prototype device for the CMOS and HMOS M6805 Family single-chip 
MCUs. 

The processor has sixty-one basic instructions that are similar to those of 
the popular MC6800 microprocessor, plus some unique enhancements. A 
complete set of bit-manipulation and test instructions allow any bit in RAM 
or any I/O pin to be individually set or cleared or tested as a conditional 
branch, all with a single instruction. The table look-up indexing modes have 
also been enhanced and made more ROM efficient. 
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The very low power requirement of static CMOS make the MC146804E2 
family of processors and peripherals extremely attractive for those applica- 
tions where power is a major consideration (portable instruments, telecom- 
munications, point-of-sale terminals, remote instrumentation, industrial 
control, applicance controllers, etc.). The operating voltage range is from 3 
to 6 volts, while current usage ranges from microamps upward depending 
upon frequency, voltage, standby modes, and operating duty cycle. Other 
MC146805E2 features include: 

• Expansion Bus Addressing 8K Bytes of Memory 

• 112 Bytes of RAM 

• 16 Bidirectional I/O Lines in Addition to the Bus 

• 2 Program Initiated Low-Power Standby Modes 

• Timer/Counter: 

— 8-Bit Programmable Counter 

— 7-Bit Software-Selectable Prescaler 

— External Timer Input 

— Maskable Timer Interrupt 

• Maskable External Interrupt 

• 40-Pin Package 

• Fully Static Operation for Lower Power Needs 

• Oscillator Frequency to 5 MHz at 5 V 

• Compatible ROM Available — MCM65516 (2K x 8) 
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8-BIT MICROPROCESSORS FEATURES MATRIX 
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NOTES: 

1. Some Mnemonic Instructions can have many Opcode Instructions. As a result a Microprocessor 
normally has many more Opcode Instructions than Mnemonic Instructions. For instance the 
MC6809 has 59 Mnemonic Instructions and 1464 Opcode Instructions. 

2. Two megabytes when used with the MC6829 Memory Management Unit. 
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SINGLE-CHIP MICROCOMPUTERS (MCUs) 
THE M6801 — M6805 — M3870 — M141000 FAMILIES 

Take a basic MPU; add an on-chip clock oscillator and timer; put in enough 
Read-Only Memory (ROM) to handle the program routines for dedicated 
application, and enought Ready/Write (RAM) Memory capacity to handle 
the associated data manipulations; cap it off with sufficient input/output 
capability to interface with a number of parallel and serially oriented 
peripherals and you have a single-chip microcomputer. 

The single-chip system doesn't necessarily have all the flexibility of a 
multi-chip system, but with adequate capacity to handle a specific require- 
ment, it can save both component cost and equipment manufacturing cost. 

Motorola offers single-chip microcomputers across a broad spectrum of 
processor performance and system functionality. Motorola's first high 
volume production single-chip MCU is the second source of the popular 
3870. The 4-bit CMOS M141000 Family includes two ROM-based parts, plus 
a ROM-less version. The M6801 Family includes the high performance 
single-chip MCU, plus EPROM and ROM-less versions. The rapidly expan- 
ding M6805 Family includes a number of memory and package sizes with 
various special I/O functions, in both HMOS and CMOS. 

PERFORMANCE — Processor performance, or program efficiency, for 
the application is an important single-chip MCU selection criteria. The 
M6801 Family is the throughput leader with 16-bit data operations, binary 
multiply, and an average of only 3.7 cycles per instruction. Bit modify and 
test instructions and powerful indexing modes put the M6805 Family in 
second place on the performance scale. The MC3870 offers a very suc- 
cessful 8-bit architecture, while the M141000 Familv parts are clasic 4-bit 
processors. 

TECHNOLOGY — The very high production volumes of high-density 
NMOS (HMOS) permit low cost single-chip solutions. CMOS, as a relatively 
new microcomputer technology, offers very low power consumption and 
wide power supply tolerance at performance levels similar to HMOS. The 
M6801 Family, M6805 Family, and MC3870 are produced in HMOS while the 
M6805 and M141000 Families make CMOS benefits available. The M6805 
Family is the first microcomputer that allows you to look at the technology 
trade-offs independent of the architectural and supplier choices. 

ROM SIZE — The mask ROM capacities of the present single-chip MCUs 
range from 1K bytes for the M6805 and the M141000 Families up to 2.5K 
bytes on one M6805 Family version. However, the M6801 and M6805 
Families may in the future be implemented with as much as 64K bytes of 
on-chip ROM without any architectural changes. In selecting the ROM size, 
the ROM usage efficiency of the instruction set should be considered, 
along with the application to be programmed. Architectures of the 
M141000 and MC3870 class offer short one and two byte instructions. The 
M6801 and M6805 Families use many multi-function instructions such as 
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bit manipulation, memory modification, indexing, and multiply to do the 
function of two or more instructions in traditional MCUs. 

NON-MASK-ROM VERSIONS — EPROM versions and/or ROM-less ver- 
sions of practically all single-chip MCUs are offered. They serve for limited 
volume applications, prototype debugging, and field trials. EPROM ver- 
sions are available in the M6805 and M6801 Families. ROM-less versions 
are offered in the M6801, M6805, and M141000 Families. 

RAM SIZE — On-chip RAM sizes range from 32 bytes in the M141000 Fami- 
ly (organized as 64 nibbles) to 128 bytes in the M6801 Family. Between 
these present limits are the M6805 Family versions and the M3870 at 64 
bytes and 112 bytes. Architectures such as the M6801 and M6805 Families 
which permit multi-level subroutines plus ROM and RAM data tables allow 
you to trade-off ROM and RAM utilization. ROM usage can be minimized 
with subroutines and look-up tables, while RAM use can be optimized with 
ROM tables and fewer subroutines. 



DIGITAL I/O — Single-chip MCUs are available in 40-pin dual-in-line 
packages as well as the smaller (and lower cost) 28-pin packages. All four 
MCU families include 40-pin versions, while the M6805 and M141000 
Families also have 28-pin members. Five to seven pins serve power and 
control functions permitting up to 23 I/O pins in a 28-pin package and up to 
34 I/O pins in 40-pin versions (including interrupts, timers, and special I/O 
functions). The M141000 Family has four dedicated input pins, with all 
other I/O pins being outputs. All of the other MCUs offer essentially any mix 
of inputs and outputs. Higher output drive current is available in the M6805 
and M141000 Families. 

EXPANSION BUS — The ROM-less versions include a bus to access off- 
chip program memory and additional I/O. However, the M6801 Family 
single-chip MCUs also include three bus structure modes for off-chip ex- 
pansion. The three bus modes permit the number of bus pins to be optimiz- 
ed for the amount of address space needed off-chip. 



INTERRUPTS — When an application program must synchronize to two or 
more external events, interrupt hardware in some form is usually 
necessary. The M6801 and M6805 Families include fully automatic inter- 
rupts (registers are saved) with programmable vectors for both external 
pins and internal timers. The MC3870 interrupt scheme requires more pro- 
gram overhead. The M141000 Family serves the straight forward applica- 
tions that do not need interrupts. 



1-10 



TIMERS — On-chip timers are the most frequently used special I/O func- 
tion. Timers may generate interrupts to a program at a periodic rate, may 
measure external values, may count external events, and may generate 
measured output values. The M6801 Family includes a 16-bit timer that may 
be used to perform three of the above functions simultaneously. The M6805 
Family timer consists of a programmable 8-bit counter and a selectable 
7-bit prescaler. The MC3870 timer is 8 bits with a decimal prescaler. The 
M141000 Family does not include on-chip timers. 

SPECIAL FUNCTIONS — Various members of the MCU families include 
additional I/O functions. For example, the MC6801 Family includes a full 
8-bit UART with baud rate generator on-chip. A 4-channel 8-bit A/D con- 
verter is included on a few M6805 Family versions. A 7-segment display 
decoder is included on the M141000 Family parts. The digital portion of an 
RF frequency synthesizer is added to an M6805 Family member. 

DEVELOPMENT SUPPORT — All four families are fully supported on the 
EXORciser development system. Included are assemblers, keyboard 
debugging including breakpoints, user system emulation, and stand-alone 
emulation. The M6801 Family has the added benefit of various high level 
languages and compatibility with MC6800 programs. 



THE CMOS M6805 COMPONENTS 

Motorola offers an 8-bit CMOS processor in the MC146805E2. The CMOS 
portion of the M6805 Family of 8-bit microprocessors, peripherals, and 
single-chip microcomputers combines the low power characteristic of 
CMOS, with the application flexibility of the M6800 Family. 

The M6805 Family has evolved from the M6800 Family. The M6805 Family 
includes similar programmable bidirection I/O, flexible memory organiza- 
tion, many memory reference instructions, interrupts, and multi-level 
subroutine nesting. ROM use efficiency, bit manipulation instructions, and 
improved table look-up indexing are M6805 Family enhancements of the 
M6800 heritage. 

The benefits of CMOS are added to Motorola's microprocessor repertiore. 
Low operating power, and even lower standby power consumption, permit 
battery operation, cut cooling costs, and reduces power supply expense. 
The wider operating voltage range of CMOS offers higher noise immunity 
and easier switching to standby power. Static CMOS parts permit true 
standby operation plus power optimization with lower frequencies and 
voltages. 
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PROGRAMMING — The enhanced M6800 architectural features make the 
M6800 Family easy to program. The stack pointer permits up to 32 
subroutine levels. Three ROM-efficient indexed addressing modes allow 
for look-up tables anywhere in memory. Any I/O pin or RAM bit may be 
modified with a single instruction. A branch may be taken depending upon 
the bit state of any I/O pin or RAM bit with only a single instruction. RAM, 
ROM, and I/O registers are all accessed with the same powerful memory 
addressing instructions. An efficient instruction set permits programs to 
be written faster, more easily optimized, and, therefore, more reliable. 

INTERRUPTS — Real-time applications require sensing, measuring, and 
controlling system events. Five vectored interrupts, which stack the pro- 
gram registers, are included in M6805 Family processors to implement 
these applications. For time dependent tasks, a programmable 8-bit 
counter generates an interrupt when zero is reached. The timer includes a 
program-selectable 7-bit prescaler and a software selectable input. The 
timer input may be an external signal, pulse width measurement, or the on- 
chip oscillator. An external interrupt pin is also provided. Software tech- 
niques for external event synchronization are not needed. 



MOTEL — The MOTEL concept (for Motorola and InTEL bus compatibility) 
allows both types of processors to be interchanged on a bus without 
changing the design of the peripheral/memory system. The MOTEL circuit 
automatically detects which type of processor is connected, and interprets 
the bus control signals appropriately. The MCM65516 2K CMOS ROM, 
MC146818 Real-Time Clock plus RAM, and MC146823 Parallel Interface in- 
corporate the MOTELconcept to provide a high degree of system flexibility. 



SINGLE-CHIP MICROCOMPUTERS — Dedicated single-chip MCUs are 
also included in the M6805 Family. The MC146805F2 has 1K bytes of on- 
chip ROM, while the MC146805G2 has a 2K ROM. The MC146805G2 also in- 
cludes 112 RAM bytes, 32 input/output lines, programmable timer, external 
and timer interrupts, and high current output pins. The 1K MC146805F2 has 
the same interrupt features but fewer I/O lines, 28 pins, and a smaller RAM, 
64 bytes. The MC146805E2 microprocessor serves as the ROM-less pro- 
totyping part for both single-chip MCUs. 

PERIPHERALS — Two types of CMOS peripherals are being added to 
Motorola's CMOS family. Parallel bus-oriented peripherals support 
microprocessors such as the MC146805E2, while single-chip microcom- 
puters are supported by port-oriented I/O, usually using serial data transfer. 
The MC146823 Parallel Interface offers three 8-bit ports (24 lines) of digital 
interfacing, including port latch control signals, to multiplexed-bus 
microprocessors such as the MC146805E2. The MC146818 Real-Time Clock 
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plus RAM relieves the processor of maintaining the time and date, 
generates timed interrupts, and includes 50 bytes of CMOS RAM. Program 
memory is provided by the completely bus compatible MC65516 2K CMOS 
ROM. Other support circuits include LCD drivers (MC14500,0, MC145001, 
MC144115, and MC144117), LED drivers (MC14499 and MC144100), D/A con- 
verters (MC144110 and MC144111), A/D subsystem (MC14443 and 
MC14447), latches (MC14099, MC14597, MC14598, and MC14599), remote 
I/O (MC14469) and frequency synthesizers (MC14156 and MC145144). 

POWER SAVINGS — Energy efficiency is, of course, the chief CMOS at- 
traction. CMOS MPUs are seriously considered anywhere a battery is used, 
whether it be the primary or a back-up power source. The operating current 
can be orders-of-magnitude lower. Standby modes can have power usages 
order-of-magnitude lower yet. Since the M6805 Family is static in design, 
low-speed operating current is extremely low. 

STATIC DESIGN — The clock of a static CMOS microprocessor may be at 
any frequency below the specified maximum. CMOS users frequently lower 
the frequency, to conserve power, approaching the point where the pro- 
cessor is fully loaded during the worst-case program cycle. A static MPU 
allows operation at 1 kHz or 10 kHz in applications where battery drain is 
critical, and the work load light. A static processor can also be stopped dur- 
ing any cycle without losing any volatile information, which assures ex- 
tremely low standby current. 

PROGRAM CONTROL OF POWER — Typical CMOS microprocessor ap- 
plications require considerable attention to minimizing power consump- 
tion. The M6805 Family CMOS processors include program control of 
power usage, as well as the traditional external power optimizing tools. The 
program may initiate either of two standby modes, called Stop and Wait, 
which halt program execution. The external or timer interrupts automatical- 
ly turn the processor back on to allow execution to resume. Why not save 
power when the program has no work to do? The program can be restarted 
when there is work that needs doing. Battery drain is the average of 
operating and standby current for the average work duty cycle. 

LOW POWER DISSIPATION — A major side benefit of low power usage 
is that the heat dissipated is also low. The costs of cooling equipment is 
not needed. Fan noise in an office environment, as well as fan unreliability, 
need not be endured. Systems may be enclosed in smaller housings. Air 
tight systems need not have special heat conducting mechanisms. 

WIDER VOLTAGE RANGE — The initial CMOS MPU products are 
characterized to operate from 3.0 to 6.0 voltages. The voltage range is be- 
ing extended to higher voltages in upcoming versions. The wider voltage 
range permits lower cost power regulation, easier switching to back-up 
sources, and lower cost batteries. The higher voltage parts add noise im- 
munity to the wide voltage range benefits. 
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SINGLE-CHIP MICROCOMPUTER FAMILIES FEATURES MATRIX 



l 





141000 Family 




M6805 Family 




MC141000|MC141200|MC141099 


MC3870 


MC6805P2 | MC6805P4 | MC6805U2 | MC6805R2 | MC6805T2 


Processor 


Bits 

Instruction Set 

Registers 

Addressing Modes 

Basic Inst Types 

Total Instructions 

/xs/Avg Inst 

Subroutines 


4 Bits 

TMS1000 

7 Special Registers 

5 Addressing Modes 

43 Basic Inst Types 

43 Total Instructions 

10 ^s/lnstruction (600 kHz) 

1 Subroutine Level 


8 Bits 

F8 

7 Registers 

5 Addr Modes 

54 Basic Inst 

76 Total Inst 

4.7 jis/lnst 

1 Level 


8 Bits 

Control Optimization of MC6800 

2 General Purpose and 3 Special Registers 

10 Addressing Modes 

59 Basic Instruction Types 

207 Total Instructions 

4.9 to 5.4 us per Average Instruction (1 MHz) 

1 3 Subroutine Levels 


Technology 


CMOS 


NMOS 


HMOS 


Memory 


Mask ROM 

EPROM 
RAM Bytes 


1KR0M 
32 RAM 


1KR0M 
32 RAM 


No ROM 
32 RAM 


2KR0M 
64 RAM 


1KR0M 
64 RAM 


'IK ROM 
112 RAM 


2KR0M 
64 RAM 


2KR0M 
64 RAM 


2.5K ROM 
64 RAM 


Package Size 


28 Pins 


40 Pins 


48 Pins 


40 Pins 


28 Pins 


28 Pins 


40 Pins 


40 Pins 


28 Pins 


Input/ 
Output 
Pins 


Inputs 

Outputs 

Mask Bidir 

Prog Bidir 

Spec. Func 


4 Inputs 
19 Outputs 


4 Inputs 
24 Outputs 


4 Inputs 
21 Outputs 


32 1/0 


20 I/O 


20 1/0 


8 Inputs 
24 1/0 


2 to 5 In 

24 1/0 
1 to 4 Analog 


191/0 
2 Special 


Expansion Bus 


- 




fo ROM, PLA 


- 


_ 


Special 

Function 

I/O 


Display Decoder 

High Current Drive 

Analog Inputs 

Serial I/O 

Freq Synth 


7-Segment PLA 

20 mA, All Outputs 


- 


10 mA Drive on 8 Pins 

- - - 8-BitA/D 
Shift Register I/O with Bit Manipulation Instructions 

- - - - Freq Synth 


Standby RAM 


_ 


- 


Stby.RAM - 


Timer 


Prescale Bits 

Counter Bits 

Timer Functions 


No Timer 


*200 Prescale 

8-Bit Counter 

1 Function 


7 Prescaler Bits 

8-Bit Counter 

1 Timer Function at a Time 


Interrupts 


Timer Interrupt 
External IRQ 
Serial I/O IRQ 


No Interrupts 


Timer IRQ or 
1 Ext IRQ 


Timer Interrupt 
1 Ext IRQ I 2 Ext IRQs 


1 Ext IRQ 


Development 
Support 


ICs 

Dev System 

Emulation 

Assembler 

HL Language 


ROM-Less Version 

EXORciser® 

User System Emulator 

Assembler 


EXORciser® 

USE 

Assembler 


EPROM and ROM-Less Versions 

EXORciser® 

User System Emulator 

Macro Assembler 



SINGLE-CHIP MICROCOMPUTER FAMILIES SELECTOR GUIDE 



TECHNOLOGY 



PROCESSING POWER 



HMOS/NMOS 


Page 


CMOS 


Page 


4-Bit 


Page 


8-Bit 


Page 


MC6805P2 


4-146 


MC141000 


4-968 


MC141000 


4-968 


MC6805P2 


4-146 


MC6805P4 


4-168 


MC141099 


4-968 


MC141099 


4-968 


MC6805P4 


4-168 


MC6805R2 


4-191 


MC141200 


4-968 


MC141200 


4-968 


MC6805R2 


4-191 


MC6805T2 


4-216 


MC146805E2 


4-985 






MC6805T2 


4-216 


MC6805U2 


4-243 


MC146805F2 4-1019 






MC6805U2 


4-243 


MC68705P3 


4-894 


MC146805G2 4-1021 






MC68705P3 


4-894 


MC68705R3 


4-918 










MC68705R3 


4-918 


MC68705U3 


4-945 










MC68705U3 


4-945 


MC3870 


4-32 










MC3870 

MC146805E2 

MC146805F2 


4-32 
4-985 
4-1019 














MC146805G2 4-1021 
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MC6805 Family (continued) 


M6801 Family 




MC68705P3 |MC68705U3 |MC68705R3|MC146805G2|MC146805F2|MC146805E2 


MC8801 | MC68701 | MC6803 




8B 
Control Optimizal 
2 General Purpose an 
10 Address 
59 Basic Instruction Types 
207 Total Instructions 
.9 to 5.4 /xs per Average Instruction (1 MHz) 
13 Subroutine Levels 


its 

ion of MC6800 
d 3 Special Registers 
ing Modes 

61 Basic Inst Types 

209 Total Instructions 

3.9 to 4.0 /xs/Avg Inst (1 MHz) 

29 Levels | 13 Levels | 29 Levels 


8 Bits 

Super Set of MC6800 

2 General, 4 Special Reg. 

7 Addressing Modes 

75 Basic Inst Types 

219 Total Instructions 

3.7 M s/Avg Inst (1 MHz) 

Indefinite Levels 


Bits 

Instruction Set 

Registers 

Addressing Modes 

Basic Inst Types 

Total Instructions 

^ts/Avg Inst 

Subroutines 


Processor 


HMOS 


CMOS 


HMOS 


Technology 


1.8K EPROM 
112 RAM 


3.8K EPROM 
112 RAM 


3.8K EPROM 
112 RAM 


2KR0M 
112 RAM 


1KR0M 
64 RAM 


No ROM 
112 RAM 


2KR0M 
128 RAM 


2K EPROM 
128 RAM 


No ROM 
128 RAM 


Mask ROM 

EPROM 
RAM Bytes 


Memory 


28 Pins 


40 Pins 


40 Pins 


40 Pins 


28 Pins 


40 Pins 


40 Pins 


40 Pins 


40 Pins 


Package Size 


20 I/O 


8 Inputs 
24 1/0 


2 to 5 In 

24 1/0 
1 to 4 Analog 


32 I/O 


4 Inputs 
16 1/0 


16 1/0 


24 to 31 I/O 
to 7 Special Funct Pins 


Inputs 

Outputs 

Mask Bidir 

Prog Bidir 

Spec. Func 


Input/ 
Output 
Pins 


----- 8KAddr 


64K Addressability 


Expansion Bus 


1 mA Drive on 8 Pins 10 mA, 4 Pins 
8-Bit A/D 
Shift Register I/O with Bit Manipulation Instructions 


8-Bit UART + Bit Rate Gen. 


Display Decoder 

High Current Drive 

Analog Inputs 

Serial I/O 

Freq Synth 


Special 

Function 

I/O 


------ 


_ 


Standby RAM , 


7 Prescaler Bits 

8-Bit Counter 

1 Timer Function at a Time 


16- Bit Timer 
3 Simultaneous Timer Functions 


Prescale Bits 

Counter Bits 

Timer Functions 


Timer 


Timer Interrupt 
1 Ext IRQ I 2 Ext IRQs I 1 Ext IRQ 


3 Timer Interrupts 
2 Ext Interrupts 
2 Serial I/O IRQs 


Timer Interrupt 
External IRQ 
Serial I/O IRQ 


Interrupts 


EPROM and ROM-Less Versions 

EXORciser® 

User System Emulator 

Macro Assembler 


EPROM and ROM-Less Versions 

EXORciser® 

User System Emulator 

Macro Assembler 

Fortran, Basic, MPL 


ICs 

Dev System 

Emulation 

Assembler 

HL Language 


Development 
Support 



■ 



FUNCTIONAL BLOCKS 



MPU with 








On-Chip RAM 


Page 


MCU 


Page 


MC141099 


4-498 


MC6805P2 


4-146 


MC146805E2 


4-985 


MC6805P4 


4-168 






MC6805R2 


4-191 






MC6805T2 


4-216 






MC6805U2 


4-243 






MC68705P3 


4-894 






MC68705R3 


4-918 






MC68705U3 


4-945 






MC3870 


4-32 






MC141000 


4-968 






MC141200 


4-968 






MC146805F2 


4-1019 






MC146805G2 


4-1021 



LANGUAGE ORIENTATION 



Low- Level 




Language 


Page 


MC6805P2 


4-146 


MC6805P4 


4-168 


MC6805R2 


4-191 


MC6805T2 


4-216 


MC6805U2 


4-243 


MC68705P3 


4-894 


MC68705R3 


4-918 


MC68705U3 


4-945 


MC3870 


4-32 


MC141000 


4-968 


MC141099 


4-968 


MC141200 


4-968 


MC146805E2 


4-985 


MC146805F2 


4-1019 
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16-BIT MICROPROCESSORS (MRUs) 
THE M68000 FAMILY AN INVESTMENT IN THE FUTURE 

The family concept has been extremely popular in the Microprocessor in- 
dustry. Motorola pioneered this family concept with the introduction of the 
M6800 Family in 1974. Led by the MC68000 Microprocessing Unit (MPU) in 
1979 and followed by a host of peripherals, the M68000 Family offers the 
engineer a set of building blocks to construct cost-effective solutions to an 
ever-widening range of complex 16/32 bit applications. The tremendous 
popularity of the M68000 Family is not without warrant. HMOS technology, 
performance, and support are but a few of the many reasons why the 
M68000 Family continues to be the 16-bit industry leader. 

It should be noted that the M68000 Family is a not-so-distant relative of the 
MC6800. All M6800 Family peripherals interface directly with the MC68000, 
so upward compatibility is built-in. Where lost cost and medium perform- 
ance are required, they present a very attractive alternative. The plan for 
the M68000 Family is a simple one. Provide the marketplace with the best 
16-bit family and back it up with support that is second to none. And it's 
happening now. 

What about expandability? The M68000 Family is designed with this in 
mind. All the way from an internal microcoded 32-bit architecture to the 
third-generation EXORmacs development system. Efficient high level 
language support provided by Pascal allows upward compatibility of soft- 
ware from 8-bit to 16-bit to 32-bit machines. 

The majority of today's 16-bit microprocessor applications are quite 
complex, with long design times. Clearly, the required investment in design 
resources requires finished products to have increased longevity. Motorola 
understands this, and is committed to offering a family which will allow 
these products to remain state-of-the-art for years to come. Thus, the 
M68000 Family is an investment in the future. 

The following list represents the currently available 16-bit products. Con- 
tact your Motorola representative for additional information. 



16-BIT PRODUCT LISTING 

Processor Page 

MC68000 — 16-Bit Microprocessing Unit 4-661 

Peripherals 

MC68120/121 — Intelligent Peripheral Controller 4-711 

MC68122 — Cluster Terminal Controller 4-755 

MC68230 — Parallel Interface/Timer 4-783 

MC68450 — Memory Management Unit 4-812 

MC68451 — Direct Memory Access Controller 4-818 
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PERIPHERAL AND INTERFACE COMPONENTS 

Motorola manufactures and is continuing in new design efforts to provide 
you with an extensive selection of efficient, cost effective peripheral and 
interface components. 



PERIPHERAL AND INTERFACE COMPONENTS SELECTOR GUIDE 

FOR NMOS/HMOS MICROPROCESSOR SYSTEMS Page 

For MC6800 Two-Phase Clock Generation 

MC6870A, 6871 A, 6871 B — Two-Phase Microprocessor Clocks . . .4-605 
MC6875 — Two-Phase Clock Generator 4-612 

For Parallel-Oriented Applications 

MC6821 — Peripheral Interface Adapter 4-335 

MC6822 — Industrial Interface Adapter 4-345 

MC6828 — Priority Interrupt Controller 4-348 

MC6840 — Programmable Timer 4-406 

MC68488 — General Purpose Interface Adapter 4-836 

For Serial Applications 

MC6850 — Asynchronous Interface Adapter 4-527 

MC6852 — Synchronous Serial Data Adapter 4-536 

MC6854 — Advanced Data Link Controller 4-550 

MC6855 — Serial Direct Memory Access Controller 4-572 

MC6860 — Digital Modem 4-583 

MC6862 — Digital Modulator 4-597 

MC68122 — Cluster Terminal Controller 4-755 

For Complex Peripheral Control 

MC6829 — Memory Management Unit 4-356 

MC6835 — CRT Controller 4-371 

MC6839 — Floating Point ROM 4-392 

MC6843 — Floppy Disk Controller 4-419 

MC6844 — Direct Memory Access 4-441 

MC6855 — Serial Direct Memory Access Processor 4-572 

MC6859 — Data Security Device 4-574 

MC68120/MC68121 — Intelligent Peripheral Controller 4-711 

For Television Display 

MC1372 — Color TV Video Modulator 4-5 

MC6847 — Video Display Generator 4-499 
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PERIPHERAL AND INTERFACE COMPONENTS 
SELECTOR GUIDE (CONTINUED) 

FOR SYSTEM EXPANSION Page 

MC3446 — Quad Bidirectional Bus Transceiver 4-13 

MC3447 — Octal Bidirectional Inst. Bus (GPIA) Transceiver 4-16 

MC3448 — Quad Bidirectional Inst. Bus (GPIB) Transceiver 4-22 

MC3482/MC6882 — Quad Buffer Latch 4-28 

MC6880A/MC68T26 — Quad Bus Transceiver 4-624 

MC6889/MC8T28 — Quad Bus Transceiver 4-655 

FOR CMOS SYSTEMS 

MC146818 — Real-Time Clock plus RAM 4-1046 

MC146823 — Parallel Interface 4-1066 
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The Motorola M6800 Generic Bus 

Concept and Use 




2-1 




2-2 



THE M6800 GENERIC BUS CONCEPT AND USE 

M6800 — M6801 — M6802 — M6809 — 

M6800 FAMILY PERIPHERALS 

After more than 5 years of experience shipping many millions of 
microprocessors and peripherals, Motorola has collected, coordinated, 
and improved the bus timing parameters for these 8-bit devices. The 
smaller geometries and reduced capacitances obtained by introduction of 
optical reductions of existing mask sets, the use of new process tech- 
niques such as HMOS I and HMOS II, and the natural improvement in prod- 
uct yield that comes with experience have allowed Motorola to improve 
many performance parameters. 

The new enhanced peripheral bus timing specifications allow their use in 
even wider ranges of applications and yet maintain complete compatibility 
with existing systems. This section provides a discussion about: 

• The Generic Bus concept for both 8-bit NMOS/HMOS and CMOS 
devices. 

• A complete set of bus timing for all of the 8-bit microprocessors 
(except the MC6800) and peripherals in one table (grouped by 
speed). 

• A set of equations for calculating worst-case bus timing. These 
appear as notes under appropriate Generic Bus timing diagram. 

The bus timing diagram shown in Figure 2-1 illustrates the waveforms 
needed for or generated by all but two of Motorola's mid-range family of 
8-bit microprocessors and peripherals. (The MC6800, although it began the 
family, is not shown, due to the nature of the 01, 02, and DBE input signals.) 
A generic bus timing characteristics table gives a side-by-side comparison 
of major microprocessor types within the M6800 family, along with the in- 
put and output specifications common to all bus peripherals. These tables 
are shown as Tables 2-1 through 2-3. 

A subset of the generic bus timing diagram and characteristics table ap- 
pears in each data sheet (except the MC6800 and MCM6810) showing only 
the signals and identification numbers appropriate to that part. 

A standard bus specification such as this allows a comparison of 
multiplexed and non-multiplexed processors; all timings associated with a 
particular system are shown together, which makes worst-case design 
easier. 
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FIGURE 2-1. NMOS/HMOS GENERIC BUS TIMING DIAGRAM 



R/W, Address 
(Non-Muxed) 




NOTES. 

1 Not all signals are applicable to every part 

2. Voltage levels shown are Vi_^0 4 V, V[-| 2:2.4 V, unless otherwise specified 

3 Measurement points shown are 8 V and 2 V, unless otherwise specified 

4 For MC6800, write data is referenced to DBE, not E, see M6800 pages. 
5. For MC6800, address delay is referenced to <£1, not E, see M6800 pages 

6 Clock pulse rise and fall time for MC6800 measured to Vqc -0 6 V, see M6800 pages 
7. CS and CS on MC6810 have same timing 

8 Address valid on the occurrence of the latest of 11, 12, 16, 22, or 23 

9 Usable access time is computed by 1 - (4+ 11 + 17), or 12 + 4- 17, see note 8 (except for MC6809, 
forMC6809, by 1-4-7 max +10-17) 

10. Usable address buffer time is computed by 2- (1 1 + 13), see note 8 (except for MC6809, 
for MC6809, by. 2-7 max+ 10-13). 

11 Usable read data buffer time is computed by 3- (17 + 30) 

12 Usable write data buffer time is computed by 3- (19 + 31), except for MC6809; 
for MC6809, by: 1 -(4+7 max + 4 + 20 + 31) 
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TABLE 2-1. NMOS/HMOS GENERIC BUS TIMING CHARACTERISTICS 
FOR 1.0 MHz OPERATION 



Idem. 
Number 


Characteristics 


Symbol 


6800 


6801 


6802 


6809 


6821/ 
6859 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1.0 


10 


1 


2.0 


1 


10 


1 


10 


1 


10 


MS 


2 


Pulse Width, E Low (See Note 6) 


PWel 


405 


9500 


430 


1000 


450 


5000 


430 


5000 


430 


9500 


ns 


3 


Pulse Width, E High (See Note 6) 


PW EH 


450 


9500 


450 


1000 


450 


9500 


450 


9500 


450 


9500 


ns 


4 


Clock Rise and Fall Time (See Note 6) 


tr.tf 


- 


100 


- 


25 


- 


25 


- 


25 


- 


25 


ns 


5 


Pulse Width, Q High 


PWqh 














430 


5000 


- 


- 


ns 


6 


Pulse Width, Q Low 


PWq L 














450 


9500 


- 


- 


ns 


7 


Delay Time, E to Q Rise* 


*AVQ 














200 


250 


- 


- 


ns 


9 


Address Hold Time 


tAH 


30 


- 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


10 


Address Valid Time to Q Rise* 


*AQ 


- 


- 


- 


- 


- 


- 


50 


- 


- 


- 


ns 


11 


Address Delay from E Low (See Note 5) 


tAD 


- 


270 


















ns 


12 


Non-Muxed Address VahdTime to EMMPU) 


tAV 


- 


- 


200 


- 


160 


- 


- 


- 


- 


- 


ns 


13 


Addres Setup Time Before E (Periph ) 


tAS 


















80 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


















80 


- 


ns 


15 


Chip Select Hold Time 


tCH 


















10 


- 


ns 


16 


Non-Muxed Address Delay Time from AS 


tAD 






















ns 


17 


Read Data Setup Time 


tDSR 


100 


- 


80 


- 


100 


- 


80 


- 


- 


- 


ns 


18 


Read Data Hold Time 


T DHR 


10 


- 


10 


- 


10 


- 


10 


- 


20 


50 


ns 


19 


Write Data Delay Time (See Note 4) 


tDDW 


- 


225 


- 


225 


- 


225 


- 


- 


- 


- 


ns 


20 


Data Delay Time from Q 


*DDQ 


- 


- 


- 


- 


- 


- 


- 


200 


- 


- 


ns 


21 


Write Data Hold Time (See Note 4) 


tDHW 


10 


- 


20 


- 


30 


- 


30 


- 


10 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


tAVM 


- 


- 


200 


- 


- 


- 


- 


- 


- 


- 


ns 


23 


Muxed Address Delay Time from AS 


tADAS 






















ns 


24 


Muxed Address Valid Time to AS Fall* 


tASL 


- 


- 


60 


- 


- 


- 


- 


- 


- 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


- 


- 


20 


- 


- 


- 


- 


- 


- 


- 


ns 


26 


Delay Time, AS to E Rise* 


tASD 


- 


- 


90 


- 


- 


- 


- 


- 


- 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


- 


- 


220 


- 


- 


- 


- 


- 


- 


- 


ns 


28 


Delay Time, AS to E Rise* 


tASED 


- 


- 


90 


- 


- 


- 


- 


- 


- 


- 


ns 


29 


Usable Access Time* (See Note 9) 


tACC 


605 


- 


570 


- 


605 


- 


695 


- 


- 


- 


ns 


30 


Peripheral Output Data Delay Time 


*DDR 




















290 


ns 


31 


Peripheral Input Data Setup Time 


tDSW 


















165 


- 


ns 


32 


Buffer Logic Delay Time 
Address, CS, R/W (See Note 10) 


tBDA 


55 


- 


120 


- 


100 


- 


150 


- 


- 


- 


ns 


33 


Buffer Delay Time, Read Data 
(See Note 11) 


tBDR 


60 


- 


80 


- 


60 


- 


80 


- 


- 


- 


ns 


34 


Buffer Delay Time, Write Data 
(See Note 12) 


tBDW 


60 


- 


60 


- 


60 


- 


365 


- 


- 


- 


ns 




*At specified cycle time 
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TABLE 2-2. NMOS/HMOS GENERIC BUS TIMING CHARACTERISTICS 
FOR 1.5 MHz OPERATION 




idem. 
Number 


Characteristics 


Symbol 


68A00 


68A01 


68A02 


68A09 


68A21/ 
68A59 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


667 


10 


667 


2.0 


0.667 


10 


667 


10 


667 


10 


/IS 


2 


Pulse Width, E Low (See Note 6) 


PW EL 


230 


9500 


300 


1000 


280 


5000 


280 


5000 


280 


9500 


ns 


3 


Pulse Width, E High (See Note 6) 


PW EH 


280 


9500 


300 


1000 


280 


9700 


280 


9700 


280 


9500 




4 


Clock Rise and Fall Time (See Note 6) 


tr.tf 


- 


100 


- 


25 


- 


25 


- 


25 


- 


25 


ns 


5 


Pulse Width, Q High 


PWqh 














280 


5000 


- 


- 


ns 


6 


Pulse Width, Q Low 


PWq L 














280 


9700 


- 


- 


ns 


7 


Delay Time, E to Q Rise* 


*AVQ 














130 


165 


- 


- 


ns 


9 


Address Hold Time 


tAH 


30 


- 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


10 


Address Valid Time to Q Rise* 


*AQ 


- 


- 


- 


- 


- 


- 


25 


- 


- 


- 


ns 


11 


Address Delay from E Low (See Note 5) 


tAD 


- 


180 


















ns 


12 


Non-Muxed Address ValidTimetoE*(MPU) 


tAV 


- 


- 


115 


- 


100 


- 


- 


- 


- 


- 


ns 


13 


Address Setup Time Before E (Periph ) 


tAS 


















60 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


















60 


- 


ns 


15 


Chip Select Hold Time 


*CH 


















10 


- 


ns 


16 


Non-Muxed Address Delay Time from AS 


tAD 






















ns 


17 


Read Data Setup Time 


tDSR 


60 


- 


60 


- 


70 


_ 


60 


- 


- 


- 


ns 


18 


Read Data Hold Time 


T DHR 


10 


- 


10 


- 


10 


- 


10 


_ 


20 


50 


ns 


19 


Write Data Delay Time (See Note 4) 


tDDW 


- 


200 


- 


170 


- 


170 


- 


- 


- 


- 


ns 


20 


Data Delay Time from Q 


tDDQ 


- 


- 


- 


- 


- 


- 


- 


140 


- 


- 


ns 


21 


Write Data Hold Time (See Note 4) 


tDHW 


10 


- 


20 


- 


20 


- 


30 


- 


10 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


tAVM 


- 


- 


115 


- 


_ 


_ 


- 


- 


- 


- 


ns 


23 


Muxed Address Delay Time from AS 


tADAS 






















ns 


24 


Muxed Address Valid Time to AS Fall* 


tASL 


_ 


- 


40 


- 


- 


_ 


_ 


- 


- 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


- 


- 


20 


- 


- 


- 


- 


- 


- 


- 


ns 


26 


Delay Time, AS to E Rise* 


tASD 


- 


- 


60 


- 


- 


-- 


- 


- 


- 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


- 


- 


140 


- 


~ 


- 


- 


- 


- 


- 


ns 


28 


Delay Time, AS to E Rise* 


tASED 


- 


- 


60 


- 


- 


- 


- 


- 


- 


- 


ns 


29 


Usable Access Time* (See Note 9) 


tACC 


400 


- 


345 


- 


310 


- 


440 


- 


- 


- 


ns 


30 


Peripheral Output Data Delay Time 


*DDR 




















180 


ns 


31 


Peripheral input Data Setup Time 


*DSW 


















80 


- 


ns 


32 


Buffer Logic Delay Time 
Address, CS, R/W (See Note 10) 


tBDA 


40 


- 


55 


- 


40 


- 


80 


- 


- 


- 


ns 


33 


Buffer Delay Time, Read Data 
(See Note 11) 


tBDR 


30 


- 


40 


- 


20 


- 


30 


~ 


- 


- 


ns 


34 


Buffer Delay Time, Write Data 
(See Note 12) 


tBDW 





- 


50 


- 


30 


- 


230 


- 


- 


- 


ns 



•At specified cycle time 
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TABLE 2-3. NMOS/HMOS GENERIC BUS TIMING CHARACTERISTICS 
FOR 2.0 MHz OPERATION 



Ident. 
Number 


Characteristics 


Symbol 


68B00 


68B01 


68B02 


68B09 


68B21/ 
68B59 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


05 


10 


05 


20 


05 


10 


05 


10 


05 


10 


us 


2 


Pulse Width, E Low (See Note 6) 


PW EL 


210 


9500 


210 


1000 


210 


5000 


210 


5000 


210 


9700 


ns 


3 


Pulse Width, E High (See Note 6) 


PW EH 


220 


950 


220 


1000 


220 


9700 


220 


9700 


220 


9700 


ns 


4 


Clock Rise and Fall Time (See Note 6) 


tr.tf 


- 


100 


- 


20 


- 


20 


- 


20 


- 


20 


ns 


5 


Pulse Width, Q High 


PWqh 














210 


5000 


- 


- 


ns 


6 


Pulse Width, Q Low 


PWq L 














220 


9700 


- 


- 


ns 


7 


Delay Time, E to Q Rise* 


tAVQ 














80 


125 


- 


- 


ns 


9 


Address Hold 


*AH 


30 


- 


10 


- 


20 


- 


20 


- 


10 


- 


ns 


10 


Address Valid to Q Rise* 


tAQ 


- 


- 


- 


- 


- 


- 


15 


- 


- 


- 


ns 


11 


Address Delay from E Low (See Note 5) 


*AD 


- 


150 


















ns 


12 


Non-Muxed Address Valid Time to E*(MPU) 


tAV 


- 


- 


70 


- 


50 


- 


- 


- 


- 


- 


ns 


13 


Address Setup Time Before E (Penph ) 


tAS 


















40 


- 


ns 


14 


Chip Select Setup Time Before E 


*CS 


















40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


















10 


- 


ns 


16 


Non-Muxed Address Delay Time from AS 


tAD 






















ns 


17 


Read Data Setup Time 


*DSR 


40 


- 


40 


- 


60 


- 


40 


- 


- 


- 


ns 


18 


Read Data Hold Time 


T DHR 


10 


- 


10 


- 


10 


- 


10 


- 


20 


50 


ns 


19 


Write Data Delay Time (See Note 4) 


tDDW 


- 


160 


- 


120 


- 


160 


- 


- 


- 


- 


ns 


20 


Data Delay Time from Q 


tDDQ 


- 


- 


- 


- 


- 


- 


- 


110. 


- 


- 


ns 


21 


Write Data Hold Time (See Note 4) 


tDHW 


10 


- 


10 


- 


20 


- 


30 


- 


10 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


*AVM 


- 


- 


80 


- 


- 


- 


- 


- 


- 


- 


ns 


23 


Muxed Address Delay Time from AS 


*ADAS 






















ns 


24 


Muxed Address Valid Time to AS Fall* 


tASL 


- 


- 


20 


- 


- 


- 


- 


- 


- 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


- 


- 


10 


- 


- 


- 


- 


- 


- 


- 


ns 


26 


Delay Time, AS to E Rise* 


*ASD 


- 


- 


45 


- 


- 


- 


- 


- 


- 


- 


ns 


27 


Pulse Width, AS High* 


PW ASH 


- 


- 


110 


- 


- 


- 


- 


- 


- 


- 


ns 


28 


Delay Time, AS to E Rise* 


tASED 


- 


- 


45 


- 


- 


- 


- 


- 


- 


- 


ns 


29 


Usable Access Time* (See Note 9) 


*ACC 


290 


- 


260 


- 


235 


- 


330 


- 


- 


- 


ns 


30 


Peripheral Output Data Delay Time 


*DDR 




















150 


ns 


31 


Peripheral Input Data Setup Time 


*DSW 


















60 


- 


ns 


32 


Buffer Logic Delay Time 
Address, CS, R/W (See Note 10) 


tBDA 


20 


- 


30 


- 


10 


- 


60 


- 


- 


- 


ns 


33 


Buffer Delay Time, Read Data 
(See Note 11) 


tBDR 


30 


- 


30 


- 


15 


- 


30 


- 


- 


- 


ns 


34 


Buffer Delay Time, Write Data 
(See Note 12) 


*BDW 





- 


40 


- 





- 


160 


- 


- 


- 


ns 




*At specified cycle time 
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DIAGRAM/TABLE USE 




As an example of the use of the timing diagram, consider the simple bus 
connections of an MC6809 executing a read bus cycle with a peripheral 
such as the MC6821 shown in Figure 2-2. The bus cycle, identified as #1 in 
Figure 2-1 begins when E (#4) falls. The address output of the MC6809 is 
valid prior to the rising edge of Q by time #10. 

The MC6821, as well as all other bus peripherals, requires that the register 
select inputs, derived from the address bus, be valid prior to the rising edge 
of E by time #13. Similarly, address decoding for assertion of chip select(s) 
must be valid by time #14. The time available for address buffers and 
decoding logic is given by #32 and can be calculated from the equation in 
note 10. 



FIGURE 2-2. SIMPLE BUS CONNECTION — EXAMPLE 




RSO, 1 



Address 
Decode 



CSO 



CS1 



CS2 



MC6821 
PIA 
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At 1 MHz, the characteristics table for the MC6809 shows that 150 
nanoseconds are available for the combination of the two 74LS240 address 
buffers in series with the address decoding logic shown in Figure 2-2. Stan- 
dard LS-series buffers and gates may easily be used in such a case. At 
2 MHz, the MC6809 provides 60 nanoseconds for address decoding logic. 
Characteristic #32 on the 2 MHz table also illustrates the dramatic improve- 
ment in technology attendant with the introduction of the MC6801 and 
MC6809 when compared with the MC6800 and MC6802. Schottky buffering 
is easily done in a 2 MHz system with either of these newer processors; the 
MC6809 even allows ample time for use of LS-series buffers at 2 MHz. 

To continue with the example, data access occurs and output buffers are 
enabled within the MC6821 for the duration of E (#3) when chip select is 
asserted. The peripheral output data will be valid by time #30. Propagation 
through any data bus buffer must be done quickly to ensure valid data to 
the MC6809 on or before the read data setup time (#17). This read buffer 
delay time is #33. The overall time between the existence of a valid address 
output from the microprocessor and the required input data valid (read 
setup time) is called the usable access time and is characteristic #29. This 
is the time provided by the microprocessor at any given bus rate, for ad- 
dress buffers, address decoders, ROM/RAM access time, and data bus buf- 
fers. 

Table 2-4 shows a comparison of the different buffering arrangements 
possible in the various speed ranges for the MC6809 used in the example, 
and also for the MC6802 in a similar system. The buffers and gates listed 
are a representative sampling of those available. At 2 MHz, the MC68B02 
does not provide any buffer delay time for a write operation. As a result, 
when operating at 2 MHz, the MC68B02 is limited to small unbuffered 
systems. 
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TABLE 2-4. BUFFER TIME EXAMPLES 




MPU 


Available 

Address 

Buffer /Decode 

Time (ns) 


Available 

Buffers 

and Decode 

(ns) 


Margin 
(ns) 


Available 
Data 


Available 

Buffers 

(ns) 


Margin 
(ns) 


Buffer Time (ns) 


R 


W 


R 


W 


MC6809 


150 


MC6888/8T28 

+ 7440 
(10+10 + 22) 


108 


80 


365 


MC6880/ 

8T26 
(14+14) 


52 


337 


MC68A09 


80 


MC6888/8T28 
MC + 74LS40 
(10+10 + 24) 


36 


30 


230 


MC6880/ 

8T26 

(14 + 4) 


2 


202 


MC68B09 


60 


MC6888/8T28 
MC + 74LS40 
(10+10 + 24) 


16 


30 


160 


MC6880/ 

8T26 
(14+14) 


2 


132 


MC6802 


100 


MC74LS240 
MC + 74LS40 
(14+18 + 24) 


44 


60 


60 


MC74LS240 


28 


28 


MC68A02 


40 


MC74LS240 

MC + 74LS40 

(7 + 7 + 24) 


2 


20 


30 


74S240 
(7 + 7) 


6 


16 


MC68B02 


10 


74S40=(6) 


4 


15 





- 


15 






In the case of multiplexed-bus parts such as the MC6801 and MC68120, ad- 
ditional consideration must be given to the multiplexed address output. 
The address is defined to be valid, in the case of the MC6801, prior to the 
fall of address strobe by time #24. (In the MC68120, address is valid after 
the rise of address strobe by time #23.) This is sufficient time to allow cap- 
ture of the address by a transparent latch, such as the 74LS373. The prop- 
agation time required by this latch, and the location of address strobe 
within the E low time, reduces the time available for address decoding. 
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When this approach is used with processors that include an on-chip 
oscillator (e.g., MC6801, MC6802, MC6809),_specify address valid by 
xx (#10, #12, or #24) nanoseconds before E or Q rise or AS fall. 

When this approach is used with processors that require external E or AS 
input (e.g., MC6809E or MC68120), specify address valid by xx (#11 or #23) 
nanoseconds after E fall or AS rise. 

Do not consider the address output of any microprocessor valid until all ap- 
propriate parameters (#11, #12, #16, #22, or #23) have been considered. 



THE CMOS GENERIC BUS 

The timing diagrams shown in Figure 2-3 and the timing characteristics 
given in Table 2-5 may be considered as a special case of the generic bus. 
This information pertains to Motorola's rapidly expanding family of CMOS 
microprocessors and peripherals, beginning with the MC146805E2 and the 
MC146818. 

The identification numbers shown are consistent with those in Figure 2-1 
for the NMOS/HMOS generic bus. The waveforms have been drawn to in- 
dicate the input and output relationships of the MC146805E2 and 
MC146818. The characteristic table shows, in addition to the MC146805E2 
and the MC146818, timing characteristics for Motorola's CMOS ROM, the 
MCM65516, available in two speed ranges. Both the MCM65516 and the 
MC146818 contain the MOTEL circuit, allowing direct application to both 
the Motorola generic bus and the competitive 8085-type bus. Always refer 
to the latest data sheet or other technical documentation for up-to-date 
characteristics for all Motorola microcomponents. 
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FIGURE 2-3. CMOS GENERIC BUS TIMING DIAGRAM 





Notel 



NOTES: 

1 . Available access time: 

mux = 24(MPU) + 28 + 3-17 
non-mux = 27 + 28 + 3-17-16 

2. Buffer delay (address): 

mux = 24 (MPU)-24 (peripheral) 
non-mux = 27- 16-24 (peripheral) 

3. Buffer delay (data read) = 3-30- 17 

4. Buffer delay (data write) = 3- 19-31 

5. V Low = 0.5 V, V H igh = 2.0 V for V D D = 3 V; 

Vlow = 0.8V, VHigh = VDD-2.0VforVDD = 5V ±10%. 
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TABLE 2-5. CMOS GENERIC BUS TIMING CHARACTERISTICS 
FOR 1.0 MHz OPERATION 



Ident. 
Number 


Characteristic 


Symbol 


MC146805E2 


MC146818 


MC65516-43 


MC65516-55 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Bus Cycle Time 


tcyc 


1000 


DC 


953 


DC 


580 


DC 


725 


- 


ns 


2 


Pulse Width, DS Low 


pw D sl 


560 


- 


300 












ns 


3 


Pulse Width, DS High 


pwdsh 


375 


- 


325 












ns 


4 


Clock Rise and Fall Time 


V.tf 


- 


30 


- 


30 


- 


- 


- 


- 


ns 


8 


R/W Hold Time 


tRWH 


10 
















ns 


9 


Non-Muxed Address Hold Time 


*AH 


100 


- 


- 


- 


50** 


- 


80 


- 


ns 


11 


R/W Delay Time from DS 


tRWD 


- 


300 














ns 


13 


R/W Setup Time to DS 


tRWS 


- 


195 














ns 


14 


Chip Enable Setup Time to AS Fall 


*CES 


- 


- 


55 


- 


50 


- 


50 


- 


ns 


15 


Chip Enable Hold Time 


*CEH 


- 


- 





- 


50** 


- 


80 


- 


ns 


16 


Non-Muxed Address Delay Time from AS 


*AD 





100 














ns 


17 


Read Data Setup Time 


*DSR 


115 
















ns 


18 


Read Data Hold Time 


*DHR 





140 


10 


100 





160 





160 


ns 


19 


Write Data Delay Time 


*DDW 


- 


120 














ns 


21 


Write Data Hold Time 


*DHW 


55 


- 















ns 


23 


Muxed Address Delay Time from AS 


*ADAS 





120 














ns 


24 


Muxed Address Valid Time to AS Fall* 


*ASL 


55 


- 


55 


- 


50 


- 


50 


- 


ms 


25 


Muxed Address Hold Time 


tAHL 


60 


180 


20 


- 


50 


- 


80 


- 


ns 


26 


Delay Time, DS to AS Rise* 


*DSD 


160 


- 


50 


- 


50 


- 


50 


- 


ns 


27 


Pulse Width, AS High* 


pw ash 


175 


- 


100 


- 


150 


- 


175 


- 


ns 


28 


Delay Time, AS to DS Rise* 


tASDSD 


160 


- 


90 


- 


100 


- 


160 


- 


ns 


29 


Usable Access Time* (See Note 1) 


tACC 


475 


- 


- 


- 


- 


430 


- 


550 


ns 


30 


Peripheral Output Data Delay Time 


*DDR 


260 


- 


20 


240 


175 


- 


200 


- 


ns 


31 


Peripheral Input Data Setup Time 


tDSW 


- 


- 


220 


- 


- 


- 


- 


- 


ns 


32 


Buffer Logic Delay Time Address, CS, R/W 
(See Note 2) 


tBDA 


- 


- 


- 


- 


5 


- 


- 


- 


ns 


33 


Buffer Delay Time, Read Data (See Note 3) 


tBDR 


20 
















ns 


34 


Buffer Delay Time, Write Data (See Note 4) 


*BDW 


35 
















ns 




*At specified cycle time 
**Hold times for MCM65516 are from AS fall and are easily met by MC146805E2 
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Introduction 

Motorola conducts extensive reliability testing to evaluate new processes and 
materials, and to monitor performance levels. The test methods used to evaluate the 
MC6800 family of NMOS LSI microprocessors and peripheral device types are described 
in this report. Data reduction techniques and prediction models are included, in addition 
to a comprehensive summary of life and environmental test data. The life test data base 
consists of results obtained on 8,761 devices representing twenty different types, in- 
cluding two recently introduced circuits. Sixty percent of the life test data and all of the 
environmental test results constitute new information not available in previous reports. 
After five million device-hours of 125°C testing, an overall 70°C failure rate of 
0.032%/1000 hours was observed. This performance is particularly impressive when the 
complexity and density of microprocessors are considered. 

Also of significance is the exceptional environmental performance demonstrated by 
the MC68XX plastic package. The low operating potentials and moderate power levels of 
NMOS microprocessors result in excellent moisture resistance verified by temperature- 
humidity-bias testing. The integrity of die and wire bonds, as well as the matching of ex- 
pansion coefficients, are examined in the temperature cycle test where 40-pin packages 
were shown to perform as well as 14-pin devices. 

This report, describing MC68XX reliability, is the most comprehensive to date. The 
1980 reliability data bases are expanded and revised with new test information which im- 
proves the accuracy of the reliability predictions. In addition, the report includes applica- 
tion data useful in system design and qualification of MC68XX devices. The excellent 
reliability of the MC6800 family reflects the high priority given to reliability and quality 
standards by Motorola as an integral part of its corporate objectives. 

Accelerated Life Testing 

Accelerated operating life testing is used to simulate continuous system operation 
while decreasing the time required to observe long-term effects. The test is typically con- 
ducted at an ambient temperature of 125°C for 1008 hours with electrical measurements 
performed at the 0, 24, 168, 504, and 1008 hour points. The value of the resultant failure 
rate is dependent on many variables, the most important being: 

1. Temperature 

2. Voltage 

3. Biasing Technique 

4. Failure Criteria 

5. Acceleration Factor 

6. Confidence Limit 

Since the manipulation of these can produce a wide range of results, it is imperative that 
the customer have an adequate understanding of how these variables can contribute to 
the reported failure rate. This section provides a brief narrative describing the test condi- 
tions and results while more details are found in the appendices. 
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Methods 



The life test circuits were designed to simulate system operation by dynamically exer- 
cising the internal circuitry of each device type. Dynamic biasing is preferred to static 
biasing of LSI devices since the continual switching of internal nodes more closely 
simulates the application. Appendix B, Accelerated Life Test Techniques, describes the 
biasing arrangements used in life testing. 

Electrical measurements were obtained with Fairchild Sentry Systems and test pro- 
grams employing exhaustive functional routines under worst-case supply and clock con- 
ditions. Pass/fail criteria are established for each circuit type based on data sheet limits 
of AC, DC, and timing parameters. Devices which do not meet a test criterion are 
segregated by failure mode, data logged and analyzed, when appropriate, to determine 
specific failure mechanisms. 

Equivalent device-hours and individual MC68XX failure rates are based on junction 
temperatures measured on test samples. A significant characteristic of NMOS devices is 
a decreasing power versus temperature relationship; this characteristic improves device 
reliability in severe environments since the rate of junction temperature rise decreases 
with increasing ambient temperature. The calculation of acceleration factors and failure 
rates using junctions rather than ambient temperature is a more conservative approach 
and is employed in all MOS reliability data. The Chi-Square distribution was used at the 
60% confidence level to determine the failure rate values shown in this report (Tables 1 
and 2, Figure C2). Appendix B illustrates in detail the steps involved in this calculation. 




Results 

Table 1 summarizes the life test results obtained by Motorola on devices sourced from 
mask sets used in production during 1980. The system failure rate reflects the expected 
field performance due to catastrophic failures while the total failure rate also includes 
devices demonstrating parametric degradation which is not likely to impair system per- 
formance. 

The life test results presented in Table 2 include over three hundred million device- 
hours and an overall 70°C system failure rate of 0.018%/1000 hours (MTBF=: 5.6x106 
hours) measured on standard product without preconditioning. Plastic and ceramic 
devices demonstrated failure rates of 0.022%/1000 hours and 0.012%/1000 hours, respec- 
tively. For a detailed description of failure modes observed during accelerated life 
testing refer to Appendix D, Electrical Testing and Failure Characteristics. 

TABLE 1 
SUMMARY OF 1980 LIFE TEST DATA 



Device 
Grouping 


Wafer 
Lots 


Test 
Devices 


70 °C Equivalent 
Device-Hours 


70 °C System 

Failure Rate 

(%/1000Hrs.) 


70 °C Total 

Failure Rate 

(%/1000 Hrs.) 


Microprocessors 
Peripheral Devices 
RAMS 
ROMS 


92 

59 

5 

23 


4,462 

2,962 

353 

984 


120 1 x 106 

156 6x106 

17 9x106 

59 7x106 


027 
018 
017 
009 


039 
033 
040 
014 


Total 


179 


8,761 


354 3x106 


018 


032 
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TABLE 2 
MC6800 FAMILY RELIABILITY 




















Average 


70° 


70° Total 




MOS 
Technology 


Wafer 
Lots 


Test 
Devices 


Failures 




Actual 


70 °C 


Junction 


System 


Failure 


Device Type 






Device- 
Hours 


Equivalent 
Device- Hours 


Temperature at 
T A = 70°C 


Failure Rate 

%/ 

1000 Hrs. 


Rate 

%/ 

1000 Hrs. 


Catastrophic 


Total 


Ceramic 


Plastic 


Microprocessors 
























MC6800 


N 


25 


1,069 


13 


18 


895,628 


544x106 


83 


92 


025 


034 


MC6802/08 


N 


42 


1,665 


15 


24 


1,576,864 


46 0x106 


91 


116 


035 


051 


MC6805 


H 


19 


1,499 


2 


2 


234,672 


10 8x106 


88 


102 


028 


028 


MC6809 


H 


6 


229 


2 


3 


168,359 


8 9x106 


88 


107 


034 


045 


Peripheral Logic 
























MC6821 


N 


19 


1,113 


6 


13 


1,067,069 


59 2x106 


79 


92 


012 


023 


MC6840 


N 


4 


159 








159,632 


10 8x106 


80 


87 


0008 


0008 


MC6845 


N 


3 


135 








90,720 


5 0x106 


89 


105 


018 


018 


MC6846 


N 


5 


294 


5 


6 


356,688 


10 8x106 


89 


109 


057 


0066 


MC6847 


N 


3 


133 


2 


6 


110,040 


5 4x106 


83 


94 


052 


120 


MC6850 


N 


11 


477 


2 


3 


478,223 


27 1 x 106 


81 


92 


011 


015 


MC6852 


N 


3 


117 


1 


7 


129,360 


8 11x106 


83 


91 


025 


100 


MC6854 


N 


4 


207 


1 


3 


205,176 


9 1 x 106 


89 


101 


022 


045 


MC6860 


N 


2 


76 


4 


4 


72,984 


5 7x106 


79 


81 


091 


091 


MC6862 


N 


3 


170 


5 


7 


159,740 


12 2x106 


78 


84 


051 


0068 


MC68488 


N 


2 


81 


1 


2 


78,336 


3 2x106 


85 


98 


061 


095 


RAM 
























MCM6810 


N 


5 


353 


2 


6 


384,912 


17 9x106 


83 


92 


017 


0040 


ROMs 
























MCM6830/308 


N 


10 


361 


2 


4 


287,981 


21 0x106 


81 


88 


014 


025 


MCM68316 


N 


6 


218 








133,728 


5 7x106 


86 


96 


016 


016 


MCM68332 


N 


4 


274 


1 


2 


156,984 


10 8x106 


78 


83 


019 


029 


MCM68364 


H 


3 


131 


1 


1 


264,096 


22 2x106 


75 


78 


0009 


009 
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Plastic Package Environmental Performance 

Molded dual-in-line packages are an attractive, low-cost alternative to hermetically- 
sealed systems. Plastic is lighter, less expensive, and much more resistant to physical 
damage than a ceramic device. However, there are four primary concerns: contamina- 
tion, moisture resistance (corrosion), wire bond integrity, and thermal performance. The 
accelerated life test described in the previous section produced no significant difference 
in plastic and ceramic performance, thereby indicating the absence of a plastic con- 
tamination mechanism. This section addresses the moisture resistance and wire bond 
integrity of the product. Refer to Appendix A for additional descriptions of the packaging 
systems and their thermal characteristics. 



Temperature-Humidity-Bias Testing 

The Temperature-Humidity-Bias (THB) test is used to evaluate the moisture resistance 
of plastic devices by employing severe conditions (85°C, 85% RH, 5 V) to accelerate cor- 
rosion of the metallization. The biasing circuits used in THB testing create static electric 
fields between adjacent metal areas, thereby increasing the incidence of electrolytic 
cells while minimizing power dissipation. 

Each THB sample is sourced from a separate wafer lot and tested for a period of 1008 
hours. Electrical measurements are performed at the 0, 168, 336, 504, and 1008 hour 
points using Sentry test systems with complete parametric and functional test pro- 
grams. The pass/fail criteria used for life test samples are also employed with THB 
samples. A worst-case analysis is presented since all electrical failures are considered 
instead of only those associated with the corrosion mechanisms. 




TABLE 3 
TEMPERATUREHUMIDITY-BIAS (85°C/85% R.H./ + 5 V) TEST RESULTS 





Cumulative Test Time (Hr.) 


168 


336 


504 


1008 


Test Devices 


576 


338 


569 


561 


Failures 


2 


1 


4 


3 


Percent Defective 


35 


30 


70 


53 


Cumulative % Defective 


35 


65 


1 35 


1 88 



The data presented in Table 3 is based on testing of 576 devices in which ten failures 
were observed. A Weibull plot (Figure 1) shows a comparison of the performance 
measured in 1979 and 1980, respectively. This excellent performance is attributed to two 
factors. First, corrosion takes place because an electrolytic cell is present which is field- 
strength dependent and, therefore, has a lower reaction rate with 5-volt bias than with 
higher supply levels. Secondly, the cell requires an electrolyte which is created by the in- 
gression of moisture reacting with minute quantities of ionic material. The power 
dissipation of these devices Increases the temperature of the die surface, helping to 
drive off moisture which prevents cell formation. 
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FIGURE 1 
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Temperature Cycle Testing 

The integrity of wires and die bonds in plastic packages can be accurately evaluated 
through temperature cycle testing. MIL-STD-883B, Method 1010.4, Condition C is 
employed to permit easy comparison with other sources of data. Condition C dictates a 
cycle from -65°C to +150°C with a fifteen minute dwell time. This is a particularly 
severe range which induces stress on the wires and bonds due to differences in the ther- 
mal coefficients of expansion between the wire, lead frame, and encapsulant. Air-to-air 
cycling has been shown to be more severe than liquid-to-liquid thermal shock testing of 
this mechanism. This surprising difference is probably due to the longer dwell time for 
temperature cycle and the fact that the internal movement involves a relatively slow relax- 
ation of the package components. The predominant failure mechanism is wire breakage 
above the ball bond where the heat and stress of the bonding process reduce the 
strength of the wire. End point continuity testing at 125°C is used to detect potential in- 
termittents. 



TABLE 4 
TEMPERATURE-CYCLE TEST RESULTS 





Cumulative Test Cycles 


100 


250 


500 


750 


1000 


Test Devices 


2250 


2218 


2193 


2086 


2050 


Failures 


2 


7 


8 


5 


8 


Percent Defective 


09 


32 


36 


24 


39 


Cumulative % Defective 


09 


41 


77 


1 01 


1 40 
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The temperature cycle test results presented in Table 4 reflect the effort directed 
toward process control and Its achievement of a consistently reliable bonding system. 
Over two thousand plastic devices from thirty separate assembly lots were tested to 1000 
cycles resulting in thirty failures. Of these, twelve were caused by broken bond wires, 
while the remainder involved nonmechanical problems. 



Handling Precautions 

All MOS and many bipolar technologies require precautions against high static 
voltages. It is important that conductive or antistatic materials be employed at all work 
stations. Operators should use wrist straps and work surfaces should be conductive. At- 
tention should be paid to the completed boards as well as the components since high- 
impedance circuit nodes are readily accessible. Although most static damages cause 
failures immediately, a small portion may continue to function and fail in the field. 

A second type of precaution involves the CERDIP package. Since this device employs 
a glass seal, a high stress on the leads can cause hermeticity failure which will eventual- 
ly result in aluminum corrosion on the die. To avoid this, the leads should never be flexed 
above the seating plane. All insertion tools or automated equipment should contact the 
lead at its narrowest dimension allowing it to bend without affecting the wide portion 
above the seating plane. 




FIGURE 2 — CERDIP INSERTION PRECAUTIONS 
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Quality And Testing 



A complete Reliability and Quality Assurance System is in place to monitor and con- 
trol the performance of Motorola MOS products. Incoming Quality Control inspects start- 
ing wafers, masks, chemicals, package piece parts, and molding compounds. Process 
Engineering and In-Process Quality Control perform step-by-step inspections in the 
wafer area to check the oxidation, diffusion, photoresist, and metallization operations. 
Final visual, class probe and capacitance voltage plot screens complete the wafer area 
inspections. In the assembly area, In-Process Quality Control performs monitor (random 
sample) and gate (all lots) inspections at each of the major process steps. The Outgoing 
Quality Control group continues this philosophy in the final test area by gating electrical, 
mechanical, visual, and clerical requirements. Refer to Appendix A for descriptions of the 
process flow for ceramic and plastic MC68XX devices. 

The Reliability Engineering group performs qualifications of new designs and process 
changes prior to introduction. Many short term tests are performed on an ongoing basis 
to monitor the trends of all process lines; these provide rapid feedback to correct 
negative perturbations before they can affect device performance. Supporting the efforts 
of these groups are the Standards Laboratory, the Metrology Laboratory, the Chemical 
Laboratory, and a sophisticated Product Analysis Laboratory. 



FIGURE 3 — RELIABILITY AND QUALITY ASSURANCE ORGANIZATION 
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Conclusion 

The reliability data examined in this report represents the cumulative results of recent- 
ly completed test programs. The specific tests were chosen to be those most represen- 
tative of MC68XX field performance. Failure rate estimates were based on the outcome 
of tests and data analysis which are widely accepted and conservative. The level of per- 
formance predicted by this data is among the best available in the industry and far ex- 
ceeds the requirements of most applications. Comparison to previous reports verifies a 
history of continuous improvement which has made Motorola MOS LSI the optimum 
choice for system reliability. 

Copies of this and other reliability reports may be obtained from your local Motorola 
representative. For additional information, contact Reliability (512)928-6640 or Marketing 
(512)928-6800 organizations or write to: 

Reliability Engineering 
Motorola Inc. 
3501 Ed Bluestein Blvd. 
Austin, Texas 78721 
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APPENDIX A 
A COMPARISON OF PACKAGING SYSTEMS 



The MC6800 family of microcomputers and NMOS peripheral device types are produc- 
ed in plastic, CERDIP and sidebraze packages. The ceramic packages are hermetically 
sealed to protect the integrated circuit from environmental factors and permit operation 
over extreme temperature ranges. Although plastic devices are nonhermetic, modern 
epoxies exhibit extremely high moisture resistance and long lifetimes may therefore be 
expected from these integrated circuits in typical environments. Extensive reliability 
testing has been performed to evaluate the three package types as specified in Report 
7639-2, Package Qualification Program Plan. 



Plastic 

Encapsulated integrated circuits incorporate the simplest processing and package 
construction of the various systems available. The die is attached to a lead frame, wire 
bonded and encapsulated by a filled resin. The lead frame may be copper, or alloy 42, and 
the die attach may be epoxy, gold silicon eutectic, or a variety of eutectic forming metal 
foils. Wire bonding may be thermocompression or thermosonic, but the wire is always 
gold. This system has evolved from early industry experiments with aluminum ultrasonic 
wire bonding which experienced high rates of opens and intermittents. The encapsulant 
is the most critical component of the system since it controls contamination, moisture 
resistance, and stress effects. Epoxy novolacs have become the standard molding com- 
pound since they combine excellent characteristics in ail these areas. Silicones are very 
susceptible to moisture and contamination ingression, and die coats have induced 
disasterous stresses on the wire bonds. 

The plastic package is, by far, the most resistant to physical damage since the die is 
completely encapsulated and cavity hermeticity is not a concern. Since the package is 
light in weight and the plastic is less brittle than ceramic, chipping and cosmetic damage 
are not problems. The lead frame and plating are equivalent to CERDIP, and modern 
epoxies pose no danger from contamination. Only two areas have yielded poorer perfor- 
mance: moisture resistance and thermal resistance. Moisture resistance is a function of 
encapsulant porosity and adhesion to the lead frame. Vendors of molding compounds 
are constantly improving these parameters; but, even in their present state, the low 
voltage and moderate power dissipation of microprocessor devices provide excellent 
performance which is rarely distinguishable from hermetic performance (refer to 
Figure 1). Thermal resistance has been improved dramatically through the introduction 
of copper lead frames and heat spreaders with values even lower than those of currently 
available ceramic packages. 
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FIGURE A1 - PLASTIC PROCESS FLOW 



A-O 



rO 



Post Mold 
Bake 



Post Mold 
Clean 



6 



o 



Visual 
Inspection 



Visual 
Inspection 




Die 
High-Power 
Inspection 



Finished Goods 
Warehouse 



Outgoing 
Quality Control 

Visual/ 
Mechanical Gate 



Quality Control 

(IPQC) Die 
High-Power Gate 



<yo 



IPQC 
Solderability 

And 
Visual Gate 



zwx> 



Outgoing Quality 

Control 

Sample 

Electrical Test 



o-o 



IPQC Die 
Bond/Wire 
Bond Gate 



Die Bond/ 
Wire Bond 
Inspection 



6 



Wire Pull 
Monitor 




^•—^ Monitor 



Trim/Form/ 
Carrier Load 



IPQC 
Visual Gate 



<y 



Electrical 
Test 



Hermetic 

Two package styles are commonly used for dual-in-line hermetic applications. The 
CERDIP package is composed of two layers of black alumina with the seal formed be- 
tween these by a glass frit layer. The kovar or alloy 42 lead frame is embedded in the 
glass and has aluminum deposited on the internal lead tips to provide a compatible sur- 
face for ultrasonic aluminum wire bonding. The lead frame is formed into the dual-in-line 
configuration prior to assembly to prevent unnecessary stress of the glass seal. Both the 
lid and the base alumina have recesses to provide a cavity and the base recess is usually 
coated with a gold or paladium silver frit for die bonding. Glass die bonding is occa- 
sionally used for small die but LSI devices require a eutectic bond to minimize the ther- 
mal expansion mismatch. Tin plating is applied to the leads subsequent to the sealing 
operation. 
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The solder seal package is composed of three layers of alumina whibh are screened 
with a refractory metal such as tungsten or moly manganese and fired together to form 
the package body with a cavity for the die. The refractory metal is then plated and kovar 
or alloy 42 lead frames are brazed to the bottom, sides or top of the package, depending 
on the vendor. The advantage of the sidebraze version is accurate lead alignment without 
the need for forming. The final piece part operation is plating which may be gold or tin 
with a selective gold plate in the cavity. Versions are also available, without a metal seal 
ring, for a frit seal ceramic lid similar to the CERDIP package. Although epoxy die bond- 
ing is feasible in this package due to the lower sealing temperature, most manufacturers 
employ a eutectic bond. Both aluminum ultrasonic wire bonding and gold thermocom- 
pression bonding are used. 



FIGURE A2 - HERMETIC PROCESS FLOW 
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TABLE A1 

A COMPARISON OF PACKAGING 

MATERIALS AND PROPERTIES 





Sidebraze 


CERDIP 


Plastic 


Package Body 


Alumina 


Alumina 


Epoxy Novolac 


External Leads 


Brazed Kovar 


Formed Alloy 42 


Formed Alloy 42/ Copper 


Internal Leads 


Gold-Plated Tungsten 


Aluminum-Coated Alloy 42 


Gold-Plated Alloy 42/ 
Silver-Plated Copper 


External Lead Plating 


Tin 


Tin 


Tm/So'der 


Seal 


Solder 


Glass 


N A 


Die Bond 


Eutectic 


Eutectic 


Eutectic/ Epoxy 


Wire Bond 


Ultrasonic 


Ultrasonic 


Thermo- Compression 


Wire 


Aluminum-Silicon 


Aluminum-Silicon 


Gold 


Typical Thermal 








Resistance (0ja> 








Leads 








24 


52 


52 


120/80 


28 


50 


51 


112/74 


40 


40 


50 


95/42 


Marking Suffix 


L 


S 


P 




Some tradeoffs exist in the performance characteristics of the two hermetic packages 
as they are offered by Motorola. Both are ceramic, hermetic, employ a eutectic die bond, 
use ultrasonic aluminum wire bonding, and have tin plating. The thermal resistance of 
the packages is very similar, with the sidebraze having a slight advantage. Both 
packages perform well on the standard thermal and mechanical environmental tests, but 
each is susceptible to handling damage. Loose shipping rail packaging or high velocity 
impacts during testing can chip the sidebraze package and sever the interlayer metalliza- 
tion. This type of handling will not affect the 10 mil thick lead frame of the CERDIP 
package, but hermeticity failures can occur. The CERDIP package is slightly thicker and 
heavier, but no conductive surfaces are exposed so the shorting potential in dense 
packaging is reduced. Another difference is the fact that CERDIP devices employ an all 
aluminum wire bonding system and are immune to the intermetallic problems of 
multimetal systems. Extensive testing of 24-, 28-, and 40-lead CERDIP and sidebraze 
devices has indicated no significant difference in reliability. 
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APPENDIX B 
ACCELERATED LIFE TEST TECHNIQUES 



The test results reported in previous sections were obtained through the use of pro- 
cedures employed throughout the semiconductor industry. This section details those 
methods as applied by Motorola to perform accelerated tests and the subsequent 
analysis. 

TEST TECHNIQUES 

Accelerated Life Testing is used to simulate continuous system operation while 
decreasing the time required to observe long-term effects. This test method is designed 
to detect latent defects in the integrated circuit and some types of packaging defects 
which occur in accordance with the relatively well-defined models described in this sec- 
tion. The operating parameters of temperature, time, and voltage are controlled during 
the test, while moisture and other atmospheric constituents are assumed to be insignifi- 
cant. 

The accelerated life test is widely accepted as a qualification test method for in- 
tegrated circuits and is consistent with Method 1005.3, Steady State Life, Conditions D 
and F, contained in MIL-STD-883B. Each device type uses a distinct driver circuit capable 
of dynamically exercising internal nodes of the integrated circuit. Most of the waveforms 
are derivatives of a common clock signal and are therefore easily implemented with a 
minimum of circuitry. The Vdd supply levels are regulated at the nominal rated value of 
the devices. It is also important that supply lines be adequately decoupled and be of suf- 
ficient cross-sectional area to prevent excessive voltage drop. Signal-carrying metal 
traces on oven trays are limited to the shortest possible physical distances to prevent 
undesired reflections and cross talk between lines. In order to insure that test devices 
are properly exercised during the test, mid-range clock frequencies are chosen for each 
device type based on data sheet limits. Increasing clock speed does not have a signifi- 
cant effect on the power dissipation of MC68XX devices with unloaded outputs and is 
not, therefore, an important factor in determining reliability. These circuits permit high 
density testing and avoid the potential for accidental overstress of the parallel test 
devices. Some pins are electrically isolated from device to device, since parallel connec- 
tions may prevent device functions or lead to overstress; this is accomplished by remov- 
ing designated socket pins from the life-test oven board. 

The ambient test temperature is typically 125°C, although any value above the max- 
imum system temperature will provide acceleration. Junction temperatures become a 
limiting factor near 180°C for laminated ceramic devices and 150°C for plastic devices. 
At these temperatures gold-aluminum intermetallics begin to form in the ceramic 
packages and plastic encapsulants start to decompose. Junction temperature for CER- 
DIP devices is limited only by circuit leakages which affect all package types above 
150°C. A supply current measurement during the test will reveal the maximum permissi- 
ble ambient temperature. Since supply currents will decrease with temperature at an 
average rate of -0.25%/°C, extrapolations are possible if a reference point is obtained 
initially. Test duration is 1008 hours, and electrical measurements are performed at 0, 
168, 504, and 1008 hours. More frequent measurements are performed to observe infant 
mortality characteristics, but frequent handling increases the likelihood of physical or 
electrical damage to the sample. 
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ANALYSIS OF RESULTS 

Upon completion of the test, failed devices are examined to characterize failure modes 
and determine whether a pattern exists which would justify a physical analysis of the 
failure mechanism. Failure rates are expressed in failures-per-hour and are calculated 
using the Chi-Square distribution in the equation: 

x 2 (<*,d.f.) 
X " 2t 

Where: (1) 

X= Failure Rate 

x2 = Chi-Square Function 

100 - Confidence Level 
100 

d.f . = Degrees of Freedom = 2r + 2 

r = Numbers of Rejects 

t = Device-hours 

If a test has been conducted at the ambient temperature of the system, then device- 
hours can be calculated directly and substituted into Equation 1. Since it is not practical 
to observe long-term effects at system temperatures, the test is accelerated and 
therefore requires a basis for equating device-hours at the test temperature to device- 
hours at the temperature of operation. Acceleration factors express this ratio and are 
derived from the Arrhenius relationship in Equation 2. One electron-volt is used as the ac- 
tivation energy value based on Motorola's experience and data from other industry 
sources. 




F a = exp 



(0/K). 



\T Tt/ 



(2) 



Where: 

F a = Acceleration Factor 

= Activation Energy in eV 

K = Boltzman's Constant, 8.62x10-5 eV/°K 

Tq = Operating Temperature in °K 

Tt = Test Temperature in °K 
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Parameters Tt and T of Equation 2 are the average junction temperatures present 
during the test and in system operation, respectively. Motorola uses junction rather than 
ambient temperatures since they produce more conservative and representative ac- 
celeration factors. Junction temperatures can be derived from power dissipation 
measurements and Equation 3. The thermal resistance (0ja) values of MC68XX devices 
are given in Appendix A and may be measured using the procedure outlined in Reliability 
Report 7843, Thermal Resistance Measurement Method for Microcomponent Devices. 
These values were obtained under "still-air" conditions and are, therefore, slightly 
pessimistic for most systems. MIL-STD-883B Method 1005.3 provides a derating curve for 
thermal resistance based on linear air movement. 

Tj=Ta+Pd0JA 
Where: (3) 

Tj = Junction Temperature in °C 
Ta = Ambient Temperature in °C 
Pp = Average Power Dissipation in Watts 
0JA = Thermal Resistance. Junction-to-Ambient in °C/W 
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APPENDIX C 
APPLYING LIFE TEST DATA 



The reliability test results reported in previous sections, although obtained under 
severe conditions, can be extrapolated to predict failure rates expected in system ap- 
plications. The conservative methods employed by Motorola in determining acceleration 
factors and in electrical testing permit the calculation of system level failure rates with a 
high level of confidence. This section details the techniques used in applying the 
reported data to actual system conditions. 



FIGURE C1 
TIME DEPENDENT RELIABILITY 



Failure Rate 
X 




/ A 





OPERATING LIFETIME 

The time dependent reliability of semiconductor devices is illustrated by the "bathtub 
curve" of Figure C1. Three regions are presented: I, a region of relatively high declining 
failure rate known as "infant mortality"; II, a region of constant, random failures; and 
III, a region of increasing failure rate due to wear-out mechanisms. Careful attention to 
manufacturing details and process screens help to eliminate the effects observed in 
Region I. It is significant to note that wear-out phenomena have not been observed during 
life testing of MC68XX devices. Failure rates are expressed in percent failures-per- 
thousand hours. Mean-Time-Between-Failures (MTBF) is another frequently used 
parameter which is the reciprocal of the failure rate (failures-per-hour) and is expressed 
in units of time. 

MTBF =-i- 

A 

The failure rate characteristics of LSI circuits may be observed in a short period of 
time using the accelerating effects of temperature. The Arrhenius equation described in 
Appendix B establishes an exponential relationship between time and temperature 
which permits a quantitative extrapolation of the data. 
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FAILURE RATE DETERMINATION 




Table 2 provides 70°C failure rate values for twenty MC68XX device types. Explained in 
that section was the distinction between the Total Failure Rate, which includes all life 
test failures, and the System Failure Rate, which includes only catastrophic failures. Ex- 
trapolating this data to operating temperatures other than 70°C can be accomplished 
using the curves in Figure C2. For a specific device type, plot the 70°C failure rate value 
and corresponding junction temperature on the graph and draw a line through this point 
parallel to the 1 eV curves shown. This line represents the failure rate values at cor- 
responding junction temperatures for that device type. Measure the device power 
dissipation at the maximum operating temperature and compute the corresponding junc- 
tion temperature value using Equation 3. The failure rate for that temperature can then be 
determined directly from the graph and will represent the operating condition of the 
device in the system. 



FIGURE C2 
FAILURE RATE VERSUS JUNCTION TEMPERATURE 
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APPENDIX D 

ELECTRICAL TESTING AND FAILURE 

CHARACTERISTICS 



The electrical measurements performed on life test and temperature-humidity-bias 
(THB) samples were obtained using Fairchild Sentry Test Systems and programs employ- 
ing exhaustive functional routines under worst-case supply and clock conditions. 
Devices which do not meet a test criterion, including those failing for parametric 
reasons, are first segregated into "bin outs" defined by the test program. A data log is 
obtained from which each failing device is then assigned to one of six failure mode 
categories. An analysis to determine specific failure mechanisms is performed when the 
level or pattern of failure indicates that it is appropriate. THB rejects are routinely decap- 
sulated and inspected for corrosion of the metallization. 

The electrical test programs are typically constructed in the following manner: 

TABLE D1 
TYPICAL MC68XX ELECTRICAL TEST SEQUENCE 

1 "Opens" test 

2 "Shorts" test 

3 Functionality under nominal supply and clock conditions 

4 Input leakage 

5 Three-State leakage 

6 Functionality to data sheet limits during worst-case conditions 
of VrjQ level and clock frequency combinations 

7 Output buffer current drive capability 

8 Power dissipation test 

Failure modes categorized according to these tests do not always indicate a specific 
problem and individual test programs deviate from the sequence shown above as re- 
quired for complete testing of the specific device type. Microprocessors and other LSI 
logic circuits do not readily lend themselves to the identification of failure modes since 
their complexity creates an astronomical number of possible combinations, some of 
which are very subtle. Attempts to categorize these modes by the test sequence in- 
variably result in groupings which are not mutually exclusive or related to physical 
mechanisms. 

The most valuable method of classification is a dichotomy based on system func- 
tionality. Semiconductor devices failing a rigorous electrical test frequently function 
adequately under nominal operating conditions such that they would not cause a system 
failure. These units have parameters which exceed data sheet limits, but which do not 
impact system reliability to the extent of catastrophic failures. Nearly half of the failures 
observed in life testing were non-catastrophic in nature. The ultimate classification 
criterion must be predicated upon the maintenance of system operation and MC68XX life 
test failure modes are, therefore, categorized as being either catastrophic or non- 
catastrophic. Opens, shorts, or functional (logic state) failure modes are considered to 
be catastrophic, and are used in the determination of the "System Failure Rate." Input 
leakage, three-state leakage, and parametric failure modes are non-catastrophic and are 
combined with the catastrophic failures in the "Total Failure Rate." 
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TABLE D2 
FREQUENCY OF FAILURE MODES ON MC68XX DEPLETION-LOAD DEVICES 



Failure Modes 


Opens 


Shorts 


Functional 


Input 
Leakage 


Three- 
State 
Leakage 


Parametric 


Percentage of Occurrances 


7 2% 


6 0% 


37 9% 


22 7% 


4 8% 


21 4% 



TABLE D3 
DEFINITION OF FAILURE MODES 




CATASTROPHIC MODES 

A. Opens - No electrical connection between an external terminal and corresponding die circuitry (possibly intermittent) 
MOS inputs are normally high impedance ports and opens are detected by forward-biasing the substrate diode 

B. Shorts - An unintended resistive path of relatively low value between one terminal and any other terminal 

C. Functional - Failure of one or more output terminals to respond with a correct logical state under nominal supply, clock, 
and V|h/V||_ levels a violation of the internal Boolean relationships defined by the circuit design 

NON-CATASTROPHIC MODES 

A. Input Leakage - A current of either polarity which exceeds data sheet limits for input terminals Large values of leakage 
may be classified as shorts 

B. Three-State Leakage - A current of either polarity which exceeds data sheet limits for I/O terminals when under three- 
stated conditions This parameter is also timing dependent and when catastrophic is classified as a functional failure mode 

C Parametric — A broad classification of non-catastrophic failure modes which exclude leakages but include 

1 Failure to respond at one or more output terminals with a correct logical state under worst-case supply clock, and 
V|H/V|i_ conditions, usually the result of excessive propagation delays, improper VoH/VOL levels, noise, or a 
dynamic logic state which should be static, etc Must be 100% functional under nominal conditions and may be 
associated with leakage currents not previously detected 

2 Excessive power dissipation not caused by leakage currents Device is 100% functional 

3 Incorrect output analog voltage or current level not resulting in a functional failure 



The distribution of failure modes and medhanisms observed during life testing appear 
to be the result of random manufacturing anomalies and do not, therefore, indicate 
trends correctable to specific process or design deficiencies. These results are consis- 
tent with careful attention to process controls and reflect Motorola's high priority on 
quality and reliability. 
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POWER CONSIDERATIONS 

The previous paragraphs have shown that circuit performance and long- 
term circuit reliability are affected by die temperature. Performance and 
reliability are both improved by keeping junction temperatures low. Elec- 
trical power dissipation by the integrated circuit causes an increase in the 
die temperature relative to some reference point, usually the ambient 
temperature. This increase in temperature depends on the amount of 
power dissipated in the circuit and on the thermal resistance between the 
heat source and the reference point. The average chip-junction 
temperature, Tj, in degrees C can be obtained from: 



Tj = Ta+(Pd # 0JA> (1) 

Where: 

T/\s Ambient Temperature, °C 

0JA S Package Thermal Resistance, Junction-to-Ambient, °C/W 

PD-PINT+PPORT 

P|NT-'CC X VcC' Watts — Chip Internal Power 

PpQRT s Port Power Dissipation, Watts — User Determined 

For most applications PpORT^PlNT ar| d can De neglected. PpORT ma Y become 
significant if the device is configured to drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is: 

PD=K-MTj + 273°C) (2) 

Where K is a constant pertaining to the particular part. 
Solving equations 1 and 2 for K gives: 

K=Pd # (Ta + 273°C) + 0ja # Pd 2 (3) 



The constant K can be determined from equation (3) by measuring Pq at 
the Ta given in the data sheet (worst case), or by measuring Pq (at 
equilibrium) for a known Ta- Remember that power dissipation specifica- 
tions on Motorola's microprocessor, single-chip microcomputer, and 
peripheral data sheets are specified at steady state current, maximum 
power supply voltage, and minimum operating temperature. The value for 
0jA for a particular package can be found in the data sheet. Using the 
calculated value for K, the values of Pq and Tj can be obtained by solving 
equations (1) and (2) iteratively for any value of Ta. 

Example: 

In this example the power dissipation (Pq) and junction temperature (Tj) 
for the MC6821P are calculated for an ambient temperature (Ta) of 70°C. 

The MC6821P data sheet specifies Pd = 0.55 W @ Ta = 0°C. 0ja for a 
plastic 40-lead package is 100° C/W. 
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Solving for K: 

K=PD-(TA + 273 O C) + 0JA-PD 2 (3) 

K = 180.4 

Tj is calculated from equation (1) 

Tj = T A + (PD-0JA) (1) 

Tj = 0°C + (100°C/W)(0.55 W) = 55°C 

Equation 1 must be used to calculate Tj. This equation, however, assumes 
that Pp at the specified Ta is known. Since Pq at 70°C is not known, an 
iterative process must be used. Since the only known Pp is at 0°C, this 
number is used for the 1st pass iteration. Now Tj can be calculated. Once 
calculated, equation 2 can be used to calculate Pp given the Tj calculated 
from equation 1. If this Pp is different from the value used to calculate Tj, 
then another iteration is required. For successive iterations the value of Pq 
obtained from the last iteration should be used for the next calculations. 
When the calculated values of Pp and Tj satisfy both equations 1 and 2, 
the iteration is complete 

First Iteration: 

Equation (1)Tj=T A (Pd<JA) 

Tj = 70 + (0.55)(100) 
Tj = 125°C 



Equation (2) Pp = K -s- (Tj + 273°C) 
Pp = 180.4 -r (125 + 273) 
Pp = 0.453 W 

Second Iteration: 

Substituting Pp back into equation (1): 
Tj = 70 + (0.453)(100) 
Tj = 115.3°C 
PD = 180.4 + (115.3 + 273) 
Pp = 0.456 W 

Continuing in this iterative manner the values Tj = 116.3°C and 
Pq = 0.463 W satisfy both equations. 



I/O PORT POWER — Microcomputing units (MCUs) contain another source 
of power dissipation — the I/O ports (PpORT)- Fortunately, PpoRT 
becomes a significant value only if the port pin is configured to sink LED 
load currents or drive Darlington pair bases. If PpORT cannot be neglected, 
the following equation should be used to obtain a value for PpOFTH 
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LED Drive Darlington Drive 

PP0RT = E(V0L)*(|I|L|) + E(VCC-V0L)-(|I0H|) (4) 

1 1 

to to 

n n 

where n = # of port pins 

Once a number is obtained for PpoRT, it may be added directly to Pp to ge 
a total device power dissipation value. This total value should be used in 
place of Pq in equations (1) and (2). 

INSTANTANEOUS POWER — The junction temperature rise above ambient 
reaches equilibrium in a few minutes due to power dissipation. This ther- 
mal response should be considered when measuring power and must be 
considered when measuring power as part of a high-speed test. 

The maximum power demand by any device occurs during turn-on when 
Tj = Ta- The following example should be followed when calculating worst- 
case power supply values. 

Example: 

Continuing to use the MC6821 P example to determine Pq @ Ta = Tj = 0°C, 

Equation (2) Pp = K + (Tj + 273°C) 
PD = 180.4 + (0 + 273) 
PD = 0.66 W 

Thus, the maximum instantaneous power supply demand is 0.66 W. 

SUMMARY — The calculated value of Tj should not exceed the data sheet 
value of Tj (maximum) for a particular IC package. If Tj (calculated) is in ex- 
cess of Tj (maximum), something must be done to reduce the junction 
temperature. Equation (5) shows that 0ja consists of two parts, 0jc and 
0CA- 

0JA = 0JC + 0CA (5) 

0JC = thermal resistance, junction-to-case, °C/W 
#CA = thermal resistance, case-to-ambient, °C/W 

Junction-to-case thermal resistance (0jc) is a function of die construction 
and therefore cannot be changed. However, 0CA may be varied. Lowering 
0CA can be accomplished by increasing the surface area of the package 
with the addition of a heat sink, or by blowing air across the package to pro- 
mote improved heat dissipation. Alternatively, 0CA may be lowered by 
selecting a different package. 




3-25 



THE "BETTER" PROGRAM 



■ 



Motorola standard commerical integrated circuits are manufactured under 
stringent in-process controls and quality inspections combined with the in- 
dustry's finest outgoing quality inspections. The "BETTER" program offers 
three levels of extra processing, each tailored to meet different user needs 
at nominal costs. 

The program is designed to: 

• Eliminate Incoming Electrical Inspection 

• Eliminate Need for Independent Test Labs and Associated Extra Time 
and Costs 

• Reduce Field Failures 

• Reduce Service Calls 

• Reduce Equipment Downtime 

• Reduce Board and System Rework 

• Reduce Infant Mortality 

• Save Time and Money 

• Increase End-Customer Satisfaction 



BETTER PROCESSING — STANDARD PRODUCT PLUS: 

Level I (Suffix S) 

• 100% temperature cycling per MIL-STD-883A. Method 1010, ten cycles 
from -25°Cto +150°C. 

• 100% high temperature functional test at +100°C. 
Level II (Suffix D) 

• 100% burn-in to MIL-STD-883A test conditions equivalent to 160 hours 
at +125°C. 

• 100% post burn-in DC parametric test at 25°C. 
Level III (Suffix DS) 

• Combination of Levels I and II above. 

TABLE 4-5. "BETTER" AQL GUARANTEES 



Test 


Condition 


AQL 


Level i 


Level II 


Level III 


High Temperature Functional 


T"A = TMax 


0.15 


0.15* 


0.10 


DC Parametric 


T A =25°C 


0.28 


0.28 


0.28 


AC Parametric 


T A =25°C 


0.65 


0.65 


0.65 


External Visual and Mechanical 


Major 


0.11 


0.11 


0.11 




Minor 


2.50 


2.50 


2.50 


Hermeticity 


Gross 


0.46 


0.46 


0.46 


(Not applicable to plastic packages) 











^Max- Maximum Operating Temperature of Device Under Test 

# 25°C 

NOTES: 

1. Major Defects — Affects Form, Fit, or Function 
Minor Defects — Cosmetic 

2. General Inspection Level II 
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PART MARKING — The part is marked with a suffix letter(s) as shown to in- 
dicate the level of testing that the part received. 



MC68XXX 


CP 

T 

Standard 

Package 

Suffix 


S 


1 

1 

Part 

Identification 


T 

"BETTER" 

Processing 

Level 1 = Suffix S 

Level 11 = Suffix D 

Level 111 = Suffix DS 



ORDERING INFORMATION — The Standard Motorola part number with the 
corresponding "BETTER" suffix can be ordered from your local authorized 
Motorola distributor or Motorola sales offices. "BETTER" pricing will1)e 
quoted as an adder to standard commercial product price. 
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Data Sheets 
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DATA SHEETS 



Data sheets at Motorola are grouped into one of three categories depen- 
ding on the amount of information presented. These categories are: 

Product Preview — This is the first official information released about a 
potential device. It contains very basic information about a product and 
usually precedes sample devices by approximately six months. This type of 
data sheet is distinguished by the words "Product Preview" appearing in 
the header of the first page as shown in Figure 4-1. 

Advanced Information — This information is released with sample devices. 
It contains an extensive discussion of device operation and provides com- 
plete parametric information such as Maximum Ratings, Thermal 
Characteristics, Electrical Characteristics, Bus Timing, and I/O Port Timing 
as applicable. Timing diagrams are included to support the tabular 
material. All of the parametric information given is the result of early 
testing of initial product from the manufacturing process. Values given are 
subject to change without notice. This type of data sheet is distinguished 
by the words "Advanced Information" appearing in the header of the first 
page as shown in Figure 4-1. 

Final Data Sheet — This data sheet evolves from the Advanced Information 
data sheet. It is a result of test information collected from a fully- 
implemented manufacturing process. The parametric information has been 
analyzed and approved. Motorola considers this is a fully characterized 
device. This type of data sheet is distinguished by the absence of any designa- 
tion appearing in the header of the first page as shown in Figure 4-1. 



DATA SHEET ORGANIZATION 

The data sheets that follow are arranged in ascending numerical order 
disregarding the prefix letters and any speed designation letters. 

When device numbers are essentially identical as in the MC6805 and 
MC6809 families, the alphabetical letters used to distinguish the family 
members are arranged in ascending alphabetical order. When one data 
sheet covers closely related devices such as the MC6801, MC6803, and 
MC6803NR, it is sorted by the lowest part number — in this case, MC6801. 



MECHANICAL DATA 

The package availability for each device is indicated on the front page of 
the individual data sheet. Mechanical data for the different package types 
used is located in a separate chapter of the manual. The data is arranged 
by package size (pin count) and then package type (plastic, ceramic, etc.). 
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Figure 4-1. DATA SHEET TYPE DESIGNATIONS 




M) MOTOROLA 

SEMICONDUCTORS 

3501 ED BLUESTEIN BLVD., AUSTIN, TEXAS 78721 

Product Preview 

8-BIT MICROCOMPUTER UNIT 



r 



$A) MOTOROLA 

SEMICONDUCTORS 

3501 ED BLUESTEIN BLVD., AUSTIN, TEXAS 78721 

Advance Information 



16-BIT MICROPROCESSING UNIT 




(fiK) MOTOROLA 

SEMICONDUCTORS 

3501 ED BLUESTEIN BLVD., AUSTIN, TEXAS 78721 
MC6847/MC6847Y VIDEO DISPLAY GENERATOR (VDG) 
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MOTOROLA 



MC1372 



COLOR TV VIDEO MODULATOR 

. . . an integrated circuit used to generate an RF TV signal from 
baseband color-difference and luminance signals. 

The MCI 372 contains a chroma subcarrier oscillator, a lead and 
lag network, a quasi-quadrature suppressed carrier DSB chroma 
modulator, an RF oscillator and modulator, and an LSTTL com- 
patible clock driver with adjustable duty cycle. 

The MCI 372 is a companion part to the MC6847 Video Display 
Generator, providing and accepting the correct dc interconnection 
levels. This device may also be used as a general-purpose modulator 
with a variety of video signal generating devices such as video games, 
test equipment, video tape recorders, etc. 

• Single 5.0 Vdc Supply Operation for NMOS 

and TTL Compatibility 

• Minimal External Components 

• Compatible with MC6847 Video Display Generator 

• Sound Carrier Addition Capability 

• Modulates Channel 3 or 4 Carrier with Encoded Video Signal 

• Low Power Dissipation 

• Linear Chroma Modulators for High Versatility 

• Composite Video Signal Generation Capability 

• Ground-Referenced Video Prevents Overmodulation 



COLOR TV 

VIDEO 

MODULATOR CIRCUIT 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




P SUFFIX 

PLASTIC PACKAGE 
CASE 646 



Pin Connections 
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FIGURE 1 - BLOCK DIAGRAM 



Color B 

Input 

05 



Chrominance 

Oscillator 

and 

Clock 

Driver 



T 



RF 
ninance Modulator 

Input Output 

Q9 Q12 



Chroma 

Modulator 

B 



Chroma 
Modulator 



30 
Duty Cycle 
Adjust 



RF 
Modulator 



RF 
Oscillator 



70 60 13p 

Color A Color 
Input Reference 
Input 



_p. Chrominance 
Input 

8 Chroma 

-O Modulator 

Output 



140 

RF Tank 



4-5 



MC1372 



MAXIMUM RATINGS (T A = 25°C unless otherwise noted) 



Rating 


Value 


Unit 


Supply Voltage 


8.0 


Vdc 


Operating Ambient Temperature Range 


Oto +70 ' 


°C 


Storage Temperature Range 


-65 to +150 


°C 


Junction Temperature 


150 


°C 


Power Dissipation, Package 
Derate above 25°C 


1 25 
13 


Watts 
mW/°C 


RECOMMENDED OPERATING CONDITIONS 


Supply Voltage 


5.0 


Vdc 


Luma Input Voltage — Sync Tip 
Peak White 


1 
35 


Vdc 


Color Reference Voltage 


1.5 


Vdc 


Color A, B Input Voltage Range 


1 .0 to 2 


Vdc 



ELECTRICAL CHARACTERISTICS (V cc = +5 Vdc, T A = 25°C, Test Circuit 1 unless otherwise noted) 



Characteristic 


Mm 


Typ 


Max 


Unit 


Operating Supply Voltage 


4 75 


5.0 


5.25 


Volts 


Supply Current 


- 


25 


- 


mA 


CHROMA OSCILLATOR/CLOCK DRIVER (Measured at Pin 1 unless otherwise noted) 


Output Voltage (Vql> 

(V H> 


24 


_ 


0.4 


Vdc 


Rise Time (V1 = 4 to 2 4 Vdc) 


- 


- 


50 


ns 


Fall Time (V1 = 2 4 to 4 Vdc) 


- 


- 


50 


ns 


Duty Cycle Adjustment Range (V3 = 50 Vdc) 
(Measured at V1 = 1 4 V) 


70 


- 


30 


% 


Inherent Duty Cycle (No connection to Pin 3) 


- 


50 


- 


% 


CHROMA MODULATOR (V5 = V6 = V7 = 1 5 Vdc unless otherwise noted) 


Input Common Mode Voltage Range (Pins 5, 6, 7) 


08 


- 


23 


Vdc 


Oscillator Feedthrough (Measured at Pin 8) 


- 


15 


31 


mV(p-p) 


Modulation Angle [08(V7 = 20 Vdc) -08(V5 = 20 Vdc)] 


85 


100 


115 


degrees 


Conversion Gain [V8/(V7 - V6), V8/(V5 - V6)l 


- 


0.6 


- 


V(p-p)/Vdc 


Input Current (Pins 5, 6, 7) 


- 


- 


-20 


»A 


Input Resistance (Pins 5, 6, 7) 


100 


- 


- 


kn 


Input Capacitance (Pins 5, 6, 7) 


- 


- 


50 


PF 


Chroma Modulator Linearity 

(V5 = 1 to 2 V, V7 = 1 to 2 V) 


- 


40 


- 


% 


RF MODULATOR 


Luma Input Dynamic Range (Pin 9, Test Circuit 2) 





- 


1.5 


Volts 


RF Output Voltage (f = 67 25 MHz, V9 = 1 V) 


- 


15 


- 


mVrms 


Luma Conversion Gain 

(AV12/AV9, V9 = 1 to 1 Vdc) Test Circuit 2 




0.8 




V/V 


Chroma Conversion Gain 

(AV12/AV10, V10 = 1 5 Vp-p, V9 = 1 Vdc) Test Circuit 2 




0.95 




V/V 


Chroma Linearity (Pin 12, V10 = 1.5 Vp-p) Test Circuit 2 


- 


1 


- 


% 


Luma Linearity (Pin 1 2, V9 = to 1 5 Vdc) Test Circuit 2 


- 


20 


- 


% 


Input Current (Pin 9) 


- 


- 


-20 


juA 


Input Resistance (Pin 10) 


- 


800 


- 


n 


Input Resistance (Pin 9) 


100 


- 


- 


kn 


Input Capacitance (Pins 9, 10) 


_ 


_ 


50 


PF 


Residual 920 kHz (Measured at Pin 12) See Note 1 


- 


50 


_ 


dB 


Output Current (Pin 1 2, V9 = V) Test Circuit 2 


- 


1.0 


- 


mA 


TEMPERATURE CHARACTERISTICS (V cc = 5 Vdc, T A = to 70°C, IC only) 


Chroma Oscillator Deviation (f = 3.579545 MHz) 


- 


±50 


- 


Hz 


RF Oscillator Deviation (f = 67.25 MHz) 


- 


±250 


- 


kHz 


Clock Drive Duty Cycle Stability 


±5.0 


- 


- 


% 



NOTE 1 V9 = 1 .0 Vdc, V c = 300 mV(p-p) @ 3.58 MHz, 

V$ = 250 mV(p-p) @ 4.5 MHz, Source Impedance = 75 ft. 
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FIGURE 2 - TEST CIRCUIT 1 
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FIGURE 4 - SCHEMATIC DIAGRAM 
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OPERATIONAL DESCRIPTION 

Pin 1 - Clock Output 

Provides a rectangular pulse output waveform with 
frequency equal to the chrominance subcarrier oscillator. 
This output is capable of driving one LS-TTL load. 

Pin 2 - Oscillator Input 

Color subcarrier oscillator feedback input. Signal from 
the clock output is externally phase shifted and ac cou- 
pled to this pin. 

Pin 3 - Duty Cycle Adjust 

A dc voltage applied to this pin adjusts the duty cycle 
of the clock output signal. If the pin is left unconnected, 
the duty cycle is approximately 50%. 

Pin 4 — Ground 

Pin 5 - Color B Input 

Dc coupled input to Chroma Modulator B, whose 
phase leads modulator A by approximately 100°. The 
modulator output amplitude and polarity correspond to 
the voltage difference between this pin and the Color 
Reference Voltage at Pin 6. 

Pin 6 — Color Reference Input 

The dc voltage applied to this pin establishes the 
reference voltage to which Color A and Color B inputs 
are compared. 

Pin 7 -Color A Input 

Dc coupled input to Chroma Modulator A, whose 
phase lags modulator B by approximately 100°. The 
modulator output amplitude and polarity correspond to 
the voltage difference between this pin and the Color 
Reference Voltage at Pin 6. 

Pin 8 — Chroma Modulator Output 

Low impedance (emitter follower) output which 
provides the vectorial sum of chroma modulators A 
and B. 

Pin 9 — Luminance Input 

Input to RF modulator. This pin accepts a dc coupled 
luminance and sync signal. The amplitude of the RF signal 
output increases with positive voltage applied to the pin, 
and ground potential results in zero output (i.e., 100% 
modulation). A signal with positive-going sync should 
be used. 

Pin 10 - Chrominance Input 

Input to the RF modulator. This pin accepts ac coupled 
chrominance provided by the Chroma Modulator Output 
(pin 8). The signal is reduced by an internal resistor divider 
before being applied to the RF modulator. The resistor 
divider consists of a 300 ohm series resistor and a 500 
ohm shunt resistor. Additional gain reduction may be 
obtained by the addition of external series resistance 
to pin 10. 



Pin11-Vcc 

Positive supply voltage 

Pin 12 - RF Modulator Output 

Common collector of output modulator stage. Output 
impedance and stage gain may be selected by choice of 
resistor connected between this pin and dc supply. 

Pins 13 and 14 - RF Tank 

A tuned circuit connected between these pins deter- 
mines the RF oscillator frequency. The tuned circuit must 
provide a low dc resistance shunt. Applying a dc offset 
voltage between these pins results in baseband composite 
video at the RF Modulator Output. 

MC1372 CIRCUIT DESCRIPTION 

The chrominance oscillator and clock driver consist of 
emitter follower Q4 and inverting amplifier Q5. Signal 
presented at clock driver output pin 1 is coupled to 
oscillator input pin 2 through an external RC and crystal 
network, which provides 180° phase shift at the resonant 
frequency. The duty cycle of the output waveform is 
determined by the dc component at pin 1 internally 
coupled through R12 to the base of Q4. As pin 1 dc 
voltage increases, a smaller portion of the sinusoidal 
feedback signal at pin 2 exceeds the Q4 base voltage of 
two times Vbe required for conduction. As the dc level 
is reduced, device Q4 and thus Q5 is turned on for a 
longer percentage of the cycle. Transistors Q0, Q1, 
Q2 and diode D1 provide the biasing network which 
determines the dc operating level of the oscillator. The 
transistor Q2 and resistors R5, R6, and R7 form a voltage 
reference of four times VgE at the collector of Q2. The 
dc voltage at pin 1 is determined by the values of R4, 
R8, and R12 and the applied duty cycle adjust voltage 
at pin 3. Since these resistors are nominally equal, the 
voltage at pin 1 will always approximate the dc voltage 
at pin 3. 

The oscillator signal at pin 1 is internally coupled to 
active filter Q44. This filter reduces the frequency content 
above 4 MHz. The output of the filter at the emitter of 
Q44 is ac coupled through C3 to the input of the lead/lag 
network. R32 and C1 provide approximately 50° of phase 
lag, while C2 and R29 provide approximately 50° of 
phase lead. These two quasi-quadrature waveforms are 
used to switch chroma modulators B and A, respectively. 
The transistors Q22 through Q25 and Q32-Q33 form 
a doubly balanced modulator. The input signal applied 
at pin 5 is compared to the color dc reference voltage 
applied at pin 6 in differential amplifier Q32-Q33. The 
source current provided by transistor Q34 is partitioned 
in transistors Q32 and Q33 according to the differential 
input signal. The bases of transistors Q23 and Q24 are 
connected to the dc reference voltage at the emitter of 
Q30. The bases of transistors Q22 and Q25 are connected 
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to the phase delayed oscillator signal at the emitter of 
buffer transistor Q21. The differential signal currents 
provided by Q32 and Q33 are switched in transistors 
Q22 through Q25 and the resultant signal voltage is 
developed across R49. This signal has the phase and 
frequency of the oscillator signal at the emitter of Q21. 
The amplitude is proportional to the differential input 
signal applied between pins 5 and 6. Transistors Q26 
through Q29 and Q38-Q39 form chroma modulator B. 
This modulator develops a signal voltage which is propor- 
tional to the differential voltage applied between pins 
7 and 6. The phase and frequency of the output is equal 
to the phase advanced chroma oscillator at the emitter 
of buffer transistor Q20. Both chroma modulators A and 
B share the same output resistor, R49, so the output 
signal presented at the emitter of Q42 (pin 8) is the 
algebraic sum of modulators A and B. 

The RF oscillator consists of differential amplifier 
Q18 and Q19 cross-coupled through emitter followers 
Q16 and Q17. The oscillator will operate at the parallel 
resonant frequency of the network connected between 
pins 13 and 14. The oscillator output is used to switch 
the doubly balanced RF modulator, Q9 through Q1 5. 
Transistors Q7 and Q8 provide level shifting and a high 
input impedance to the luminance input pin 9. The 
bases of transistors Q9 and Q10 are both biased through 
resistors R17 and R18, respectively, to the same dc 
reference voltage at Q6 emitter. The base voltage at Q10 
may only be offset in a negative direction by luminance 
signal current source Q8. This design insures that over- 
modulation due to the luminance signal will never occur. 
The chrominance signal developed at pin 8 is externally 
ac coupled to pin 10 where it is reduced by resistor 
dividers R20 and R17, and added to the luminance 
signal in Q9. The resultant differential composite video 
currents are switched at the appropriate RF frequency 
inQ12 through Q15. The output signal current is presented 
at pin 12. 

Transistors Q36, Q41 and resistors R44, R47 provide 
a highly stable voltage reference for biasing current sources 
Q43,Q34,Q35,andQ11. 



MC1372 APPLICATION INFORMATION 

Chrominance Oscillator 

The oscillator is used as a clock signal for driving 
associated external circuitry, in addition to providing a 
switching signal for the chroma modulators. The IC uses 
an external crystal in a Colpitts configuration, as shown 
in Figure 5. Resistor R1 provides current limiting to 
reduce the signal swing. Capacitor C2 is adjusted for 
the exact frequency desired (3.579545 MHz). 

In some applications, the duty cycle of the clock signal 
at pin 1 must be modified to overcome gate delays in 



associated equipment. The duty cycle may be adjusted 
by varying the dc voltage applied to pin 3. This adjust- 
ment may be made with the use of a potentiometer 
(10 kH) between supply and ground. With no connection 
to pin 3, the duty cycle is approximately 50%. 

Chroma Modulator 

The chrominance oscillator is internally phase shifted 
and applied to chroma modulators A and B. No external 
lead/lag networks are necessary. The phase relationship 
between the modulators is approximately 100°, which 
was chosen to provide the best rendition of colors using 
equal amplitude color-difference signals. The voltage 
applied to pin 5, 6, or 7 must always be within the Input 
Common Mode Voltage Range. Since the amplitude of 
chrominance output is proportional to the voltage dif- 
ference between pins 5 and 6 or 7 and 6, it is desirable 
to select the Color Reference Voltage applied to pin 6 to 
be midway between V5 ma x and V5 min (which should 
be V7 max and V7 m j n ). The Chroma B Modulator will be 
defined as a (B-Y) modulator if a burst flag signal is 
applied to the Color B Input (pin 5) at the appropriate 
time. This voltage should be negative with respect to the 
Color Reference Voltage, and typically has an amplitude 
equal to 1/2[V6-V5 m j n ] . Since the phase of burst is 
always defined as -(B-Y), the Chroma A Modulator 
approximates an (R-Y) modulator; however, the phase 
is offset by 10° from the nominal 90°, to provide the 
100° phase shift as discussed previously. 

RF Modulator and Oscillator 

The coil and capacitor connected between pins 13 and 
14 should be selected to have a parallel resonance at the 
carrier frequency of the desired TV channel. The values 
of 56 pF and 0.1 /iH shown in Figure 5 were chosen 
for a Channel 4 carrier frequency of 67.25 MHz. For 
Channel 3 operation, the resonant frequency should 
be 61.25 MHz (C = 75 pF, L = 0.1 juH). Resistors R4 and 
R5 are chosen to provide an adequate amplitude of 
switching voltage, whereas R6 is used to lower the maxi- 
mum dc level of switching voltage below VrjC» thus 
preventing saturation within the IC. 

Composite Luminance and Sync should be decoupled 
to Luminance Input, pin 9. This signal must be within 
the Luma Input Dynamic Range to insure linearity. 
Since an increase in dc voltage applied to pin 9 results 
in an increase in RF output, the input signal should 
have positive-going sync to generate an NTSC compatible 
signal. As long as the input signal is positive, over- 
modulation is prevented by the integrated circuit. 

Chrominance information should be ac coupled to 
Chrominance Input, pin 10. This pin is internally con- 
nected to a resistor divider consisting of a series 300 
ohms and a shunt 500 ohms resistor. The input impedance 
is thus 800 ohms, and a coupling capacitor should be 
appropriately chosen. 
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FIGURE 5 - TYPICAL APPLICATION CIRCUIT 





The Luminance to Chrominance ratio (L:C) may be 
modified with the addition of an external resistor in series 
with pin 10 (as shown in Figure 5). The unmodified L:C 
(A Q ) is determined by the ratio of the respective Conver- 
sion Gain for equal amplitude signals (typically, 0.883 - 
-1.6 dB). The modified L:C will be governed by the 
equation A (1 + R ex t/800) for equal amplitude input 
signals. 

The internal chrominance modulators are not inter- 
nally connected to the RF modulator; therefore, the user 
has the option of connecting an externally generated 
chrominance signal to the RF modulator. In addition, 
the RF modulator is wideband, and a 4.5 MHz FM audio 
signal may be added to the chrominance input at pin 10. 
This may be accomplished by selecting an appropriate series 
input resistor to provide the correct Luminance:Sound 
ratio. 

The modulated RF signal is presented as a current 
at RF Modulator Output, pin 12. Since this pin represents 
a current source, any load impedance may be selected for 
matching purposes and gain selection, as long as the vol- 



tage at pin 12 is high enough to prevent the output 
devices from reaching saturation (approximately 4.5 V 
with components in Figure 5). The peak current out of 
pin 12 is typically 2 mA. Hence, a load resistance of up 
to 250 ohms may be safely used with a 5 V supply. 

Composite Video Signal Generation 

The RF modulator may be easily used as a composite 
video generator by replacing the RF oscillator tank 
circuit with a diode as shown in Figure 3. This results in 
the output modulator being biased so the summation of 
luminance and chrominance appears unswitched at 
pin 12. The polarity of the output waveform is con- 
trolled by the direction of the diode. Inverted video: 
Anode to pin 14, cathode to pin 13. Non-inverted 
video: Anode to pin 13, cathode to pin 14. Note that the 
supply resistor must always be connected to the anode 
of the diode. 

The amplitude of signal may be increased by increasing 
the load resistor on pin 12 and returning it to a higher 
supply voltage. Any voltage up to the Absolute Maximum 
Rating may be used. 
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RECOMMENDED CHROMA-LUMA SIGNALS 



Applications with MC6847 Video Display Generator 

The MC1372 may be easily interfaced to the MC6847 
as shown in Figure 5. The dc levels generated and required 
by the VDG are compatible with the MC1372, so that 
pins 1, 5, 6, 7, and 9 may be directly coupled to the 
appropriate MC6847 pins. Both integrated circuits as 
well as any associated NMOS MPU may be driven from 
a common 5 Vdc supply. 

Recommended Chroma-Luma Signals 

A chroma modulation angle of 100° was chosen to 
facilitate a desirable selection of colors with a minimum 
number of input signal levels. The following table demon- 
strates applicable signal levels for a variety of colors. 





Pin #9 

Luminance 

Input 

(Vdc) 


Pin #7 

Color A 
(Vdc) 


Pin #6 

Color Ref. 
(Vdc) 


Pin #5 

Color B 
(Vdc) 


Sync 


1 


1.5 


1.5 


1.5 


Blanking 


75 


1.5 


1.5 


1.5 


Burst 


0.75 


1.5 


1.5 


1.25 


Black 


0.70 


1.5 


1.5 


1.5 


Green 


0.50 


1.0 


1.5 


1.0 


Yellow 


0.38 


1.5 


1.5 


1.0 


Blue 


0.62 


1 5 


1.5 


20 


Red 


62 


2.0 


1.5 


1 5 


Cyan 


50 


1 


1 5 


1 5 


Magenta 


50 


20 


1.5 


2.0 


Orange 


50 


20 


1.5 


1 


Buff 


38 


1 5 


1.5 


1.5 



OUTLINE DIMENSIONS 



THERMAL INFORMATION 

The maximum power consumption an integrated circuit can 
tolerate at a given operating ambient temperature can be found 
from the equation 



Pd<t a > 



. Tjin 



|-T A 



where Pd(Ta) = P° wer Dissipation allowable at a given operating 
ambient temperature. This must be greater than the sum of the 
products of the supply voltages and supply currents at the worst- 
case operating condition 

Tj(max) = Maximum Operating Junction Temperature as listed 

in the Maximum Ratings Section 
T/\ = Maximum Desired Operating Ambient Temperature 
R,9jA(typ) = Typical Thermal Resistance Junction to Ambient 
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DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


18 03 


19 56 


0710 


770 


B 


6.10 


6 60 


240 


260 


C 


- 


5.08 


- 


200 


D 


38 


0.53 


0015 


021 


F 


102 


1.78 


040 


070 


G 


2 54 BSC 


100 BSC 


H 


132 


241 


0.052 


095 


J 


20 


38 


008 


0015 


K 


2 92 


- 


0115 


- 


L 


7 62 BSC 


300 BSC 


M 


0° 


15° 


0° 


15° 


N 


51 


- 


020 


- 


R 


- 


8 26 


- 


325 



P SUFFIX 

PLASTIC PACKAGE 

CASE 646-04 

R0 JA = 100°C/W Typical 



P- 



M— H 



u 



NOTES 

1 LEADS WITHIN 013 mm 
(0 005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION 

2 DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL 

3 DIMENSION "B" DOES NOT 
INCLUDE MOLD FLASH 

4 DIMENSION "R" TO BE 
MEASURED AT THE TOP OF 
THE LEADS (NOT AT THE 
TIPS) 
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QUAD GENERAL-PURPOSE INTERFACE 
BUS (GPIB) TRANSCEIVER 

The MC3446A is a quad bus transceiver intended for usage in 
instruments and programmable calculators equipped for interconnec- 
tion into complete measurement systems. This transceiver allows the 
bidirectional flow of digital data and commands between the various 
instruments. The transceiver provides four open-collector drivers and 
four receivers featuring hysteresis. 

• Tailored to Meet the IEEE Standard 488-1978 (Digital Interface 

for Programmable Instrumentation) and the Proposed I EC 
Standard on Instrument Interface 

• Provides Electrical Compatibility with General-Purpose Interface 

Bus (GPIB) 

• MOS Compatible with High Impedance Inputs 

• Driver Output Guaranteed Off During Power Up/Power Down 

• Low Power — Average Power Supply Current = 1 2 mA 

• Terminations Provided 



MC3446A 



QUAD INTERFACE 
BUS TRANSCEIVER 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 
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PIN CONNECTIONS 
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MAXIMUM RATINGS (T A * 2S°C unl«» otherwiw noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


'O(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


T A 


to +70 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°C 



ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted, 4.5 V < Vcc < 5.5 V and < T A < 70°C, typical values are at T A = 25°C, \ZqC = 5.0 V) 



Characteristic 



l Symbol [ Min [ Typ | 



DRIVER PORTION 



Input Voltage - High Logic State 


V IH(D) 


2.0 


- 


- 


V 


Input Voltage - Low Logic State 


V|L(D) 


- 


- 


0.8 


V 


Input Current - High Logic State 
(V, H = 24 V) 


'IH(D) 


- 


50 


40 


mA 


Input Current - Low Logic State 

( V, L = 0.4 V, V CC = 5 V, T A = 25°C) 


'IL(D) 


- 


-0.2 


-0.25 


mA 


Input Clamp Voltage 
(l|K = -12mA) 


V IK(D) 


- 


- 


-1.5 


V 


Output Voltage - High Logic State (1) 
<V)H(S) = 2.4 V or V, H (D) = 2.0 V) 


v OH(D) 


2.5 


33 


3 7 


V 


Output Voltage - low Logic State 

< V IL(S) =0 8 V,V| L (D) = 08 V, lOL(D) = 48 mA) 


v OL(D) 


- 


— 


05 




Input Breakdown Current 
(V,( D) = 5.5V) 


'lB(D) 


- 


- 


1 


mA 



RECEIVER PORTION 



Input Hysteresis 


- 


400 


625 


- 


mV 


Input Threshold Voltage - Low to High Output Logic State 


V|LH(R) 


- 


1.66 


2.0 


V 


Input Threshold Voltage — High to Low Output Logic State 


V IHL(R) 


0.8 


1.03 


- 


V 


Output Voltage - High Logic State 

<V|H(R) = 20 V. loH(R) = -400 mA) 


v OH(R) 


2.4 


- 


- 


V 


Output Voltage - Low Logic State 
(V|L(R)=08V,l O L(R)=80mA) 


V OL(R) 


~ 


- 


0.5 


V 


Output Short-Circuit Current 

(V|H(R) = 20 V) (Only one output may be shorted at a time) 


'OS(R) 


40 


- 


14 


mA 



BUS LOAD CHARACTERISTICS 



Bus Voltage 


(V|H(E) = 24V) 


V (BUS) 


25 


33 


3 7 


V 




BUS = -i2mA) 




- 


- 


-1 5 




Bus Current 


<V|H(D)=24 V,V BUS >50V) 


"(BUS) 


07 


- 


- 


mA 




(V| H (D) = 24V # V BUS = 0.5V) 




-1 3 


- 


-3 2 






(V BUS <5.5V) 






- 


25 






(Vcc = 0, V < V BUS < 2 75 V) 




- 


- 


0.04 





TOTAL DEVICE POWER CONSUMPTION 



Power Supply Current 


•cc 








mA 


(All Drivers OFF) 




- 


12 


19 




(All Drivers ON) 




- 


32 


40 





SWITCHING CHARACTERISTICS (V C c = 50 V, T A = 25°C) 



Characteristic 



| Symbol [ Min 



Typ 



DRIVER PORTION 



Propagation Delay Time from Driver Input to Low Logic State Bus Output 


l PHL(D) 


- 


- 


50 


ns 


Propagation Delay Time from Driver Input to High Logic State Bus Output 


tPLH(D) 


- 


- 


40 


ns 


Propagation Delay Time from Enable Input to Low Logic State Bus Output 


t PHL(E) 


- 


- 


50 


ns 


Propagation Delay Time from Enable Input to High Logic State Bus Output 


tPLH(E) 


- 


- 


50 


ns 



RECEIVER PORTION 



Propagation Delay Time from Bus Input to High Logic State Receiver Output 


tPLH(R) 


- 


- 


50 


ns 


Propagation Delay Time from Bus I nput to Low Logic State Receiver Output 


tPHL(R) 


- 


- 


40 


ns 
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FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER INPUT (BUS) TO OUTPUT 
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FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER AND COMMON ENABLE INPUTS TO OUTPUT (BUS) 




t PHL(D) 



* Includes Probe and Jig Capacitance 



FIGURE 3 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 



FIGURE 4 - TYPICAL BUS LOAD LINE 
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MC3447 



BIDIRECTIONAL INSTRUMENTATION 
BUS (GPIB) TRANSCEIVER 

This bidirectional bus transceiver is intended as the interface 
between TTL or MOS logic and the IEEE Standard Instrumentation 
Bus (488-1978, often referred to as GPIB). The required bus termi- 
nation is internally provided. 

Low power consumption has been achieved by trading a minimum 
of speed for low current drain on non-critical channels. A fast 
channel is provided for critical ATN and EOI paths. 

Each driver/receiver pair forms the complete interface between 
the bus and an instrument. Either the driver or the receiver of each 
channel is enabled by a Send/Receive input with the disabled output 
of the pair forced to a high impedance state. The receivers have 
input hysteresis to improve noise margin, and their input loading 
follows the bus standard specifications. 

• Low Power — Average Power Supply Current = 30 mA Listening 

75 mA Talking 

• Eight Driver/Receiver Pairs 

• Three-State Outputs 

• High Impedance Inputs 

• Receiver Hysteresis - 600 mV (Typ) 

• Fast Propagation Times — 15-20 ns (Typ) 

• TTL Compatible Receiver Outputs 

• Single +5 Volt Supply 

• Open Collector Driver Output with Terminations 

• Power Up/Power Down Protection (No Invalid 

Information Transmitted to Bus) 

• No Bus Loading When Power is Removed From Device 

• Required Termination Characteristics Provided 



OCTAL BIDIRECTIONAL 

BUS TRANSCEIVER 

WITH 

TERMINATION NETWORKS 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 



lidP 1 



P3 SUFFIX 

PLASTIC PACKAGE 
CASE 724 



L SUFFIX 

CERAMIC PACKAGE 




MAXIMUM RATINGS (T A = 25°C unless otherwise noted) 




Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


70 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


'O(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


T A 


to + 70 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°c 
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ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted 4 50 V< Vqc < 5 50 V and < T^ < 70°C, typical values are at T^ = 25°C, 


V CC = 50V) 




Characteristic — Note 2 


Symbol 


Min 


Typ 


Max 


Unit 


Bus Voltage 

(Bus Pin Open)(V|( S /R) = 8 V) 
('(Bus) =-12mA) 


v (Bus) 
v IC(Bus) 


25 


- 


3.7 
-1 5 


V 


Bus Current 

(5 V < V(B U s) < 55 V) 

(V(Bus) = 05V) 

(V CC = V, V < V( Bus ) < 2 75 V) 


•(Bus) 


07 
-1.3 


- 


2.5 
-3 2 
+ 04 


mA 


Receiver Input Hysteresis 
<V|( S /R-)=08V) 


- 


400 


600 


- 


mV 


Receiver Input Threshold 

t v l(S/R) = 08V) Low to High 

High to Low 


V ILH(R) 
V IHL(R) 


08 


1 6 
1 


20 


V 


Receiver Output Voltage — High Logic State 

(V MS /R) = 8 V, l H(R) = "200 M A, V (B us) = 2 V) 


v OH(R) 


24 


- 


- 


V 


Receiver Output Voltage — Low Logic State 

<V|( S /R) = 8 V, l 0L (R) = 4 mA, (V( Bu s) = 8 V 


v OL(R) 


- 


- 


05 


V 


Receiver Output Short Circuit Current 
(V|(S/R) = 08V,V, BUS )=20V) 


'OS(R) 


-4 


- 


-20 


mA 


Driver Input Voltage — High Logic State 
(V|(S/R)=20V) 


V IH(D) 


20 


- 


— 


V 


Driver Input Voltage — Low Logic State 
(V|(S/R) = 20V) 


V IL(D) 


- 


- 


08 


V 


Driver Input Current — Data Pins 
(V|(S/R) = 20V) 

(0 5< V|( D) < 27 V) 
(V|( D) = 55V) 


'l(D) 
'IB(D) 


-100 


- 


40 
200 


juA 


Input Current — Send/Receive 
(0 5<V I(S /R)<27V) 
(V,( S /R) = 55V) 


'KS/R) 
'lB(S/R) 


-250 


- 


20 
100 


MA 


Driver Input Clamp Voltage 

(V|(s/R) = 20V / l, C (D) = -18mA) 


V IC(D) 


— 


— 


-1 5 


V 


Driver Output Voltage — High Logic State 
(V,s/R) = 20V,V, H (D)=2.0V) 


v OH(D) 


25 


— 


— 


V 


Driver Output Voltage — Low Logic State (Note 1 ) 

< V KS/R) = 2 0V, V| L ( D ) = 0.8V, l L(D)=48mA) 


v OL(D) 


- 


- 


05 


V 


Power Supply Current 

(Listening Mode — All Receivers On) 
(Talking Mode — All Drivers On) 


'CCL 
>CCH 


_ 


30 
75 


45 
95 


mA 



SWITCHING CHARACTERISTICS (V C c = 50 V, T A = 25°C unless otherwise noted) 



Propagation Delay of Driver 
(Output Low to High) 
(Output High to Low) 


t PLH(D) 
tPHL(D) 


- 


70 
16 


15 
30 


ns 


Propagation Delay of Receiver (Channels to 5, 7) 
(Output Low to High) 
(Output High to Low) 


tPLH(R) 
tPHL(R) 


- 


28 
15 


50 
30 


ns 


Propagation Delay of Receiver (Channel 6, Note 3) 
(Output Low to High) 
(Output High to Low) 


tPLHtR) 
tPHLfR) 


- 


17 
12 


30 
22 


ns 



NOTES 1 . The IEEE 488-1978 Bus Standard changes Vql(D) from °- 4 to °- 5 v maximum to permit the use of Schottky technology 

2 Specified test conditions for V|(s/R) are 0.8 V (Low) and 2.0 V (High) Where V|(s/R) is specified as a test condition, V|(s/R) 

uses the opposite logic levels 
3. In order to meet the IEEE 488-1978 standard for total system delay on the ATN and EOI channels, a fast receiver has been 

provided on Channel 6 (pins 9 and 16). 
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SWITCHING CHARACTERISTICS (continued) (V cc = 5.0 V, T A = 25°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Propagation Delay Time — Send/Receiver to Data 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


tPHZ(R) 
tPZH(R) 
*PLZ(R) 
tPZL(R) 


- 


15 
15 
15 
10 


30 
30 
25 
25 


ns 


Propagation Delay Time — Send/Receiver to Bus 
Logic Low to Third State 
Third State to Logic Low 


tPLZ(D) 
tPZL(D) 


- 


13 
30 


25 
50 


ns 



PROPAGATION DELAY TEST CIRCUITS AND WAVEFORMS 



FIGURE 1 - BUS INPUT TO DATA OUTPUT (RECEIVER) 



1 



Input -| 5 v 



Output -) 5 



f = 1 MHz 

t TLH = t THL < 5 ns (10-90) 

Duty Cycle = 50% 



To Scope 
(Output) +5 0V 




< or E 



Send/ * Includes Jig 

Rec and Probe Capacitance 



FIGURE 2 - DATA INPUT TO BUS OUTPUT (DRIVER) 



To Scope 
(Input) 




i ►_-<)_^-_<^L__ I Send/ 
Data /^ 



~&z» 



* Includes Jrg 

and Probe Capacitance 



To Scope 
(Output) 3 0V 



I Rec 

Bus 



Driver Input 
or Enable 



t PLH(D)~ 
Output 



\ 



/ 1 5 V 

/\~ v OH 
2 0V \ 
8 VfV 
MN v OL 



«•— tpHL(D) 
OH 



f = 1 MHz 

*TLH = tTHL < 5 ns (10-90)\ 

Duty Cycle = 50% 



FIGURE 3 - SEND/RECEIVE INPUT TO BUS OUTPUT (DRIVER) 




C(_ = 30 pF (Includes Jig and 
Probe Capacitance 



~Y 



Output 
Low to Open 



JT 10% 



f 7 " 



V 
3.0 V 



tPLZ(D) — •*) j-^t PZL(D ) 

f = 1 MHz 

*TLH = tjHL = < 5 ns (10-90) 
Duty Cycle = 50% 
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FIGURE 4 - SEND/RECEIVE INPUT TO DATA OUTPUT (RECEIVER) 





ope I 3j<] 1 < 



Pulse (£9 ? C L = 15 P F (Includes Jig 

and Probe Capacitance) 



> 600 

2.0 V 



/ 



Output 
High to Open 



Output 
Low to Open 



1 5 V 


N 


r15V 


*PZH(R) 
r90% 


2 


/ v OH 

M5V 


* — tpHZ(R) 




,'10% 


\-1.5 V 


♦-tpLZ(R) 






■•-tpZL(R) 



f = 1 MHz 

tTLH = tTHL = < 5 ns (10-90) 

Duty Cycle = 50% 



FIGURE 5 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 
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FIGURE 6 - TYPICAL BUS LOAD LINE 
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FIGURE 7 - SUGGESTED PRINTED CIRCUIT BOARD LAYOUT USING MC3447s AND MC68488 



1 O 
O 

o 
o 
o 
o 
o 
o 
o 
o 
o 
o 
o 
o 
o 

DAVO- 
DACO 




/ cr y * vj 

2 i j j J/i O 




S/R (5) 0-S/R(1-4)- 



^ 



7 O 

S/R(6) OS/R(7) 



o -o 

Jumper or second 
level metal 



_ATN 
-EOI 
-REN 
-IFC 



4-19 



MC3447 



FIGURE 8 - SIMPLE SYSTEM CONFIGURATION 



I 



j 2 MC3447s 



HH 



Did -| 1 m m 

I 1 — nz 



'H= 



DIQ5 J 1 m W 



DI07 -I 1 * m 



■K 



IFC 



t-r^ 



) — 

SRQ-I r 



DI02-J— r 



DI04-J 1 « » 



8 H~ 



>K^ 



! ' — c 



ENJ-T^ 



Trig 



DB7 

R/W 

RS0 
RS2 



MC68488 
GPIA 



I 



D7 

R/W 

A0 



MC6800 
MPU 



NOTE 1 • Although the MC3447 transceivers 
are non-inverting, the 488-1978 bus callouts 
appear inverted with respect to the MC68488 
pin designations This is because the 488-1978 
Standard is defined for negative logic, while all 
M6800 MPU components make use of positive 
logic format. 
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FIGURE 9 - SUGGESTED PIN DESIGNATIONS FOR USE WITH MC68488 
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21 
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DIO 3 
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lB5 
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5 




20 


Bus 3 


DIO 5 


DIO 6 


IB6 
DAC 


fB7 
RFD 


Data 4 
Data 5 


6 

7 
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GPIB 

Transceiver 


19 
18 


Bus 4 
Bus 5 


DIO 7 
NDAC 


DIO 8 
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T/R 2 


S/R (5) 
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17 
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T/R 2 
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EOT 
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ATN 


Data 6 
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9 
10 




16 
15 


Bus 6 
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ATN 
REN 


REN 


T/R 1 


Gnd 


S/R (6) 
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Logic Gnd 
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13 
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OUTLINE DIMENSIONS 



nnnrn-innnr-innn 



JUUUUUUUUUUU - 



L SUFFIX 

CERAMIC PACKAGE 
CASE 623-04 

0JA< l YP) = 53°C/W 



-4P 



,-SEATING PLANE 



-laU 



JUd 






DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


3124 


32 77 


1230 


1290 


B 


12 70 


1549 


500 


610 


C 


4 06 


5 59 


0160 


220 


n 


41 


51 


016 


020 


F 


127 


152 


050 


060 


G 


25 


BSC 


0100 BSC 


J 


20 


30 


008 1 012 


K 


2 29 


4 06 


090 | 0160 


l. 


15 24BSC 


600 BSC 


M 


0° I 15° 


0° I 15° 


N 


51 I 1 27 


020 1 050 



NOTES 

1 DIM "L"T0 CENTER OF 
LEADS WHEN FORMED 
PARALLEL 

2 LEADSWITHIN0 13mm 
(0 005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION 
(WHEN FORMED PARALLEL) 



P3 SUFFIX 

PLASTIC PACKAGE 
CASE 724-02 

fljA^YP) = 90°C/W 



NOTE 

1 LEADS, TRUE POSITIONED WITHIN 
25 mm (0 010) DIA AT SEATING 
PLANE AT MAXIMUM MATERIAL 
CONDITION (DIM 0) 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


3124 


3213 


1230 


1265 


B 


6 35 


6 86 


250 


270 


C 


4 06 


4 57 


0160 


180 


D 


38 


51 


0015 


020 


F 


102 


152 


040 


060 


G 


2 54 BSC 


100 BSC 


H 


160 


211 


063 


083 


J 


018 


30 


007 


0012 


K 


2 92 


3 43 


0115 


0135 


L 


7 37 


7 87 


290 


310 


M 




10° 




10° 


N 


51 


102 


020 


040 



4 



H A ^ 

li n ir^i n ii n irti"ii"ii n ii"ii n ii"..".l 


G> I! 


1 


lyyyyvy vuy vuy 





Swwpf 

I i — — Jl— D 7 



E 



r L ~i 

f ,4L Jl- M 



THERMAL INFORMATION 




The maximum power consumption an integrated circuit 
can tolerate at a given operating ambient temperature, can 
be found from the equation 

D _Tj( ma x)-TA 

D(Ta) = RsjaCWp) 
Where Pd(Ta) = P° wer Dissipation allowable at a given 
operating ambient temperature This must be greater than 



the sum of the products of the supply voltages and supply 
currents at the worst case operating condition 

Tj(max) = Maximum Operating Junction Temperature 

as listed in the Maximum Ratings Section 
Ta = Maximum Desired Operating Ambient 

Temperature 
RfljA(Typ) = Typical Thermal Resistance Junction to 
Ambient 
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MOTOROLA 



MC3448A 



1 



BIDIRECTIONAL INSTRUMENTATION 
BUS (GPIB) TRANSCEIVER 

This bidirectional bus transceiver is intended as the interface 
between TTL or MOS logic and the IEEE Standard Instrumentation 
Bus (488-1978, often referred to as GPIB). The required bus 
termination is internally provided. 

Each driver/receiver pair forms the complete interface between 
the bus and an instrument. Either the driver or the receiver of each 
channel is enabled by its corresponding Send/Receive input with 
the disabled output of the pair forced to a high impedance state. An 
additional option allows the driver outputs to be operated in an 
open collector^) or active pull-up configuration. The receivers have 
input hysteresis to improve noise margin, and their input loading 
follows the bus standard specifications. 



Four Independent Driver/Receiver Pairs 

Three-State Outputs 

High Impedance Inputs 

Receiver Hysteresis — 600 mV (Typ) 

Fast Propagation Times — 15-20 ns (Typ) 

TTL Compatible Receiver Outputs 

Single +5 Volt Supply 

Open Collector Driver Output OptionO ) 

Power Up/Power Down Protection 

(No Invalid Information Transmitted to Bus) 
No Bus Loading When Power Is. Removed From Device 
Required Termination Characteristics Provided 



QUAD THREE-STATE 

BUS TRANSCEIVER WITH 

TERMINATION NETWORKS 

SILICON MONOLITHIC 
INTEGRATED CIRCUIT 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648 



(1) Selection of the "Open Collector" configuration, in fact, selects an open collector device 
with a passive pull-up load/termination which conforms to Figure 7, IEEE 488-1978 
Bus Standard. 
MAXIMUM RATINGS (T A = 25°C unless otherwise noted) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


7.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Driver Output Current 


'O(D) 


150 


mA 


Junction Temperature 


Tj 


150 


°C 


Operating Ambient Temperature Range 


T A 


0to+70 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°C 







I 


1 i 




I i 

> 


i 

TYPICAL MEASUREMENT 
SYSTEM APPLICATION 

> 




Instrument 

A 
(With GPIB) 


















< 


J 


< 


















Instrument 

B 
(With GPIB) 






















► 


u 


► 






Programmable 
Calculator 
(With GPIB) 












> 


i 
• 












' 1 
16 


Lines To 


tal 






1 


' 







Send/Rec. | — 
Input A L_" 



"V^" 



T|v C c 

-q Send/Rec. 
~ JLJ Input D 




-. Send/Rec. 
J Input C 



TRUTH TABLE 



Send/Rec 


Enable 


Info. Flow 


Comments 





X 


But -*■ Data 


- 


1 


1 


Data -* But 


Active Pull- Up 


1 





Data -* But 


Open Col. 
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ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted 4.75 V < Vqc < 5.25 V and < T A < 70°C; typical values are at T A = 25°C, V cc = 5.0 V) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Bus Voltage 

(Bus Pin Open)(V|(s/R) = 0.8 V) 
('(BUS) =-12mA) 


V (BUS) 
V IC(BUS) 


2.75 


- 


3.7 
-1.5 


V 


Bus Current 

(5.0 V< V( BUS ) <5.5 V) 

(V(BUS) = 0-5V) 

(V C C = V, V < V( BUS ) < 2.75 V) 


'(BUS) 


0.7 
-1.3 


- 


2.5 
-3.2 
+0.04 


mA 


Receiver Input Hysteresis 
(V|( S /R)=0.8V) 


— 


400 


600 


— 


mV 


Receiver Input Threshold 

( V I(S/R) = °- 8 v - Low to H| 9 h > 
(V|(s/R) = 0.8 V, High to Low) 


V|LH(R) 
V|HL(R) 


0.8 


1.6 
1.0 


1.8 


V 


Receiver Output Voltage — High Logic State 

< V KS/R) = 0-8 V, loH(R) = "800 nA, V( B US) = 2.0 V) 


VOH(R) 


2.7 


" 


" 


V 


Receiver Output Voltage — Low Logic State 

< V I(S/R) = 0-8 V, loL(R) = 16 mA, V( BUS ) = 0.8 V) 


VOL(R) 


~ 


— 


0.5 


V 


Receiver Output Short Circuit Current 
(V|( S /R)= 0.8 V,V( BUS ) = 2.0 V) 


'OS(R) 


-15 


~ 


-75 


mA 


Driver Input Voltage — High Logic State 
(V|( S /R) = 2.0V) 


V|H(D) 


2.0 


— 


" 


V 


Driver Input Voltage — Low Logic State 
(V|( S /R) = 2.0V) 


V IL(D) 


— 


~ 


0.8 


V 


Driver Input Current — Data Pins 

<V|(S/R)-V|(E)-20V) 
(0.5 < V|( D )<2.7 V) 
(V|( D ) = 5.5V) 


'l(D) 
'IB(D) 


-200 


- 


40 
200 


MA 


Input Current — Send/Receive 
(0.5 <V|( S /R)< 2.7 V) 
(V| (S /R) = 5.5V) 


'MS/R) 
•lB(S/R) 


-100 


- 


20 
100 


ma 


Input Current — Enable 
(0.5 < V|( E ) <2.7 V) 
(V|( E )=5.5V) 


'l(E) 
'IB(E) 


-200 


- 


20 
100 


A*A 


Driver Input Clamp Voltage 

(V|(S/R) = 2.0 V, l, C (D) = -18 mA) 


V IC(D) 


— 


— 


-1.5 


V 


Driver Output Voltage — High Logic State 

(V|(S/R) - 2.0 V, V, H (D) = 2.0 V, V, H (E) = 2.0 V, l 0H = "5-2 mA) 


VOH(D) 


2.5 


— 


— 


V 


Driver Output Voltage — Low Logic State (Note 1) 
< V I(S/R) = 2-0 V, l L(D) = 4 8 mA) 


v OL(D) 


— 


~ 


0.5 


V 


Output Short Circuit Current 

(V, (S /R) - 2.0 V, V, H (D) " 2.0 V, V, H (E) = 2.0 V) 


'OS(D) ' 


-30 


" 


-120 


mA 


Power Supply Current 

(Listening Mode — All Receivers On) 
(Talking Mode — All Drivers On) 


'CCL 
'CCH 


- 


63 
106 


85 
125 


mA 



SWITCHING CHARACTERISTICS (V cc = 5.0 V, T A = 25°C unless otherwise noted) 



Propagation Delay of Driver 
(Output Low to High) 
(Output High to Low) 


tPLH(D) 
tPHL(D) 


- 


- 


15 
17 


ns 


Propagation Delay of Receiver 
(Output Low to High) 
(Output High to Low) 


tPLH(R) 
tPHL(R) 


- 


- 


25 
23 


ns 



NOTE 1. A modification of the IEEE 488- 1978 Bus Standard changes Vql(D) fr om"0.4 to 0.5 V maximum to permit the use of 
Schottky technology. 
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SWITCHING CHARACTERISTICS (continued) (V cc = 5.0 V, T A = 25°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Propagation Delay Time — Send/Receive to Data | 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


tPHZ(R) 
tPZH(R) 
tPLZ(R) 
tPZL(R) 


- 


- 


30 
30 
30 
30 


ns 


Propagation Delay Time — Send/Receive to Bus | 
Logic High to Third State 
Third State to Logic High 
Logic Low to Third State 
Third State to Logic Low 


tPHZ(D) 
tPZH(D) 
tPLZ(D) 
tPZL(D) 


- 


- 


30 
30 
30 
30 


ns 


Turn-On Time — Enable to Bus 

Pull-Up Enable to Open Collector 
Open Collector to Pull-Up Enable 


tPOFF(E) 
tPON(E) 


- 


- 


30 
20 


ns 



PROPAGATION DELAY TEST CIRCUITS AND WAVEFORMS 
FIGURE 1 - BUS INPUT TO DATA OUTPUT (RECEIVER) 

-3 V 



To Scope 
(Output) +5QV 



Input -| 5 v 



Output -j 5 v 



V 3 0V 

V 1 5 V 
\— V 



t PLH(R) 
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(Input) 



/ 



f = 1 MHz 

t TLH = t THL < 5 ns (10-90) 

Duty Cycle = 50% 



t PHL(R) 
"OH 



Pulse 
Generator 



[{^- •— <^— * 1 

r* 1 JLc L * '.i 



-o~o * <6| — i 

I 

I * Includes Jig and I Sen< 

y Probe Capacitance j Rec 



1N916 
or Equiv 



FIGURE 2 - DATA INPUT TO BUS OUTPUT (DRIVER) 



To Scope 
(Output)' 2 3 V 
Send/ . k 




Generatorj 51 



* Includes Jig 

and Probe Capacitance 



Pull-Up Enable 



Driver Input 
or Enable 



/ 



t PLH(D)" 
Output 



/^ 



\ 



08 V 
f = 1 MHz 

tTLH = tjHL < 5 ns (10-90) 
Duty Cycle = 50% 



tPHL(D) 
VOH 



FIGURE 3 - SEND/RECEIVE INPUT TO BUS OUTPUT (DRIVER) 




Cl = 15 pF (Includes Jig and 
Probe Capacitance 



Output 
High to Open 



Output 
Low to Open 




/ 1 5 V 
/ 



tPZHfD) " 



tPHZ(D) 



" tPLZ(D) 
f = 1.0 MHz 

l TLH = tTHL = < 5.0 ns (10-90) 
Duty Cycle = 50% 




V z «H 1 V 



tPZL(D) 
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FIGURE 4 - SEND/RECEIVE INPUT TO DATA OUTPUT (RECEIVER) 
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nput)— t " ^ J_ JL 
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A 1 5 V 



Output 
High to Open 



Output 
Low to Open 



\l.5 V 



tPZH(R)- 



-tpHZ(R) 
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FIGURE 5 - ENABLE INPUT TO BUS OUTPUT (DRIVER) 




Cj_ = 15 pF (Includes Jig 

and Probe Capacitance 
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f = 1 MHz 

t TL H = tjHL = < 5 ns (10-90) 

Duty Cycle = 50% 



FIGURE 6 - TYPICAL RECEIVER HYSTERESIS 
CHARACTERISTICS 



FIGURE 7 - TYPICAL BUS LOAD LINE 
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FIGURE 8 - SIMPLE SYSTEM CONFIGURATION 



| 4-MC3448A 



r ■o.i-r^ 



»l-r= 




RENJ— I — ' 



: H^ 



<H^ 



=H~ 



(A C 

OQX 



NRFD + [ 



/" Did [-*—»► 



5 / 

2 S 



D104J — T 



I 



DI05-J r 

I 

DIO6-J — r 

I 



DI07H [ 



DI08-J 1 *+-+• 



<H>n 



«3- 



IB0 



DBfl 

DB7 
R/W 
RS0 
RS2 



MC68488 
GPIA 



I 



d* 



MC6802 

OR 
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MPU 



NOTE 1: Although the MC3448A transceivers 
are non-inverting, the 488-1978 bus callouts 
appear inverted with respect to the MC68488 
pin designations. This is because the 488-1978 
Standard is defined for negative logic, while 
all M6800 MPU components make use of 
positive logic format. 

NOTE 2. Unless proper considerations are 
provided, it is recommended that the pull-up 
enable pins on the MC3448As be grounded, 
selecting the open-collector mode. 
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OUTLINE DIMENSIONS 



.nnn nn nnn 



uuuuuuuu 



T 




NOTES 

1 LEADS WITHIN 013 mm (0 005) RADIUS 
OF TRUE POSITION AT SEATING PLANE 
AT MAXIMUM MATERIAL CONDITION 

2 PKG INDEX NOTCH IN LEAD 
NOTCH IN CERAMIC OR INK DOT 

3 DIM "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


19 05 


19 81 


750 


780 


B 


6 22 


698 


245 


275 


C 


4 06 


5 08 


0160 


200 


D 


38 


51 


0015 


020 


F 


140 


165 


055 


065 


G 


2.54 BSC 


100 BSC 


H 


51 


1 14 


020 


045 


J 


20 


30 


008 


0012 


K 


318 


4 06 


0125 


0160 


L 


7 37 


7 87 


290 


310 


M 


- 


15° 


- 


15° 


N 


051 


102 


020 


040 



CASE 620-02 



R 0JA = 60°C/W (Typical) 



. nnrinnnnn 




OPTIOMAL LEAD 
CONFIG (1,8,9,&16) 



P^ 



JhL ^^JL d sL» g kJ -*-i mJu 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


18 80 


21.34 


740 


840 


B 


6 10 


6 60 


240 


260 


C 


4 06 


5 08 


160 


200 


D 


38 


53 


0015 


021 


F 


102 


178 


040 


070 


G 


2 54 BSC 


0100 BSC 


H 


38 


2 41 


0015 


095 


J 


20 


38 


008 


0015 


K 


2 92 


3.43 


0115 


0135 


L 


7 62 BSC 


300 BSC 


M 


0° 1 10° 


0° I 10° 


N 


51 | 102 


020 | 040 



NOTES 

1 LEADSWITHIN0.13mm 
(0 005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION 

2 DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL 

3 DIMENSION'^" DOES NOT 
INCLUDE MOLD FLASH 

4 "F" DIMENSION IS FOR FULL 
LEADS "HALF" LEADS ARE 
OPTIONAL AT LEAD POSITIONS 
1,8, 9, and 16) 

5 ROUNDED CORNERS OPTIONAL 



CASE 648-05 



R 0JA = 100°C/W (Typical) 




THERMAL INFORMATION 



The maximum power consumption an integrated circuit 
can tolerate at a given operating ambient temperature, can 
be found from the equation: 

D _Tj( max )-TA 

D(TA) = R0JA(Ty P ) 
Where: Pd(Ta) = Power Dissipation allowable at a given 
operating ambient temperature. This must be greater than 



the sum of the products of the supply voltages and supply 
currents at the worst case operating condition. 

Tj(max) = Maximum Operating Junction Temperature 

as listed in the Maximum Ratings Section 
T/\ = Maximum Desired Operating Ambient 

Temperature 
R 0JA(Typ) = Typical Thermal Resistance Junction to 
Ambient 
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MC3482A/MC6882A 
MC3482B/MC6882B 

This device may be ordered under 
either of the above type numbers. 



OCTAL THREE-STATE BUFFER/LATCH 

This series of devices combines four features usually found 
desirable in bus-oriented systems: 1) High impedance logic inputs 
insure that these devices do not seriously load the 
bus; 2) Three-state logic configuration allows buffers not being 
utilized to be effectively removed from the bus; 3) Schottky 
technology allows for high-speed operation; 4) 48 mA drive 
capability. 

• Inverting and Non-Inverting Options of Data 

• SN74S373 Function Pmouts 

• Eight Transparent Latches/Buffers in a Single Package 

• Full Parallel-Access for Loading and Reloading 

• Buffered Control Inputs 

• All Inputs Have Hysteresis to Improve Noise Rejection 

• High Speed -8.0 ns (Typ) 

• Three-State Logic Configuration 

• Single +5 V Power Supply Requirement 

• Compatible with 74S Logic or M6800 Microprocessor Systems 

• High Impedance PNP Inputs Assure Minimal Loading of the Bus 



OCTAL THREE-STATE 
BUFFER/LATCH 




L SUFFIX 
CASE 732 







MICROPROCESSOR BUS EXTENDER APPLICATION 

(Clock) 
Gnd +5 V 01 02 












M6800 

MPU 


A 






















N 






^ 


. ^ 
















\ 


7... . 






MC3482A/MC6882A 
MC3482B/MC6882B 

Octal 
Buffer/Latch 






MC6880A/MC8T26A 
Bus Extender 














Data 
Bus 










Address 




fs 


MC6830 
ROMs 


rx 












and 

Control 

Bus 




V 


V 




1 1 1 1 




l\ 


MC6810 


a K 












V 






SI V 




I I I 






fs 


MC6820 
PI As 


a rv 














V 


sl V 




I I I I 




rs 


MC6850 
ACIAs 


a rs 










si \/ 






v 












I I I I 




To DAA 






MC6860 
Modem 







































INPUT EQUIVALENT 
CIRCUIT 




OUTPUT EQUIVALENT 
CIRCUIT 



J 



"1 



ORDERING INFORMATION 

(Temperature Range for the following 
devices = to +75°C ) 



Device 


Alternate 


Package 


MC3482AL 


MC6882AL 


Ceramic DIP 


MC3482BL 


MC6882BL 


Ceramic DIP 
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MAXIMUM RATINGS (T A = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Operating Ambient Temperature Range 


T A 


to +75 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°C 


Operating Junction Temperature 
Ceramic Package 


Tj 


175 


°C 



ELECTRICAL CHARACTERISTICS (Unless otherwise noted, 0°C <T A <75°C and 4.75 V < V C c <5.25 V) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input Voltage - High Logic State 
(V CC = 4.75V,T A = 25°C) 


V|H 


2.0 


- 


- 


V 


Input Voltage — Low Logic State 
(V CC = 4.75V,T A = 25°C) 


V|L 


- 


- 


0.8 


V 


Input Current — High Logic State 
(V CC = 5.25 V, V )H = 2.4 V) 


>IH 


- 


- 


40 


juA 


Input Current — Low Logic State 
(V CC = 5.25 V, V| L = 0.5 V, V| L (6~E) ' 0.5 V) 


IlL 


- 


- 


-250 


MA 


Output Voltage — High Logic State 
(V CC = 4.75 V, l H = -20 mA) 


V H 


2.4 


- 


- 


V 


Output Voltage — Low Logic State 
(l L = 4 8mA) 


vol 


- 


- 


0.5 


V 


Output Current — High Impedance State 
(V cc = 5.25 V, Vqh = 2.4 V) 
(V CC = 5.25 V, Vql = 0- 5 V) 


»OZ 


- 


- 


100 
-100 


m a 


Output Short-Circuit Current 
(Vcc = 5.25 V, Vq = 0) (only one output can be shorted at a time) 


'OS 


-30 


-80 


-130 


mA 


Power Supply Current MC3482A/MC6882A 
(V CC = 5.25 V) MC3482B/MC6882B 


'cc 


- 




130 
150 


mA 


Input Clamp Voltage 
(V CC = 4.75 V, I |K = -12 mA) 


V IK 


- 


- 


-1.2 


V 



SWITCHING CHARACTERISTICS (V cc = 5 V, 0°c < T A < +75° 


C, unless otherwise noted, typical @ T A 


= 25°C) 








MC3482A/ 






MC3482B/ 






Characteristics 


Symbol 




MC6882A 






MC6882B 




Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Propagation Delay Times 
















ns 


Data to Output 


















Low to High 


tPLH(D) 
















Ci_ = 50pF 




40 


90 


16 


40 


90 


16 




C L = 250pF 




- 


12 


20 


- 


12 


20 




C L = 375pF 




- 


14 


22 


- 


14 


22 




C|_ = 500pF 




10 


16 


24 


10 


16 


24 




High to Low 


*PHL(D) 
















C L = 50pF 




4.0 


8.0 


16 


40 


8.0 


16 




C L = 250pF 




- 


15 


22 


- 


15 


22 




C|_ = 375pF 




- 


18 


25 


- 


17 


24 




C L = 500pF 




16 


21 


28 


14 


18 


27 




Propagation Delay Times 
















ns 


Latch Disable (Low to High) 


















to Output 


















Low to High 


t PLH(L) 
















C L = 50pF 




- 


22 


30 


- 


18 


30 




High to Low 


tPHL(L) 
















C L = 50pF 




- 


23 


30 


- 


14 


25 




Propagation Delay Times 
















ns 


(C L = 20pF) 


















High Output Level to High Impedance 


tPHZ(OE) 


- 


8.0 


15 


- 


6.0 


13 




Low Output to High Impedance 


tPLZ(OE) 


- 


20 


27 


- 


15 


23 




High Impedance to High Output 


tPZHtOE) 


- 


9.0 


16 


- 


11 


18 




High Impedance to Low Output 


tPZL(OE) 


- 


13 


20 


- 


9.0 


16 
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AC SETUP CHARACTERISTICS (V cc = 5.0 V, 0°C < T A < +75°C, unless otherwise noted, typical @ T A = 25°C.) 



Characteristic 


Symbol 


MC3482A/ 
MC6882A 


MC3482B/ 
MC6882B 


Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Setup Time 
(Data to Negative Going Latch Enable) 


tsu(D) 


10 





- 


7.0 





- 


ns 


Hold Time 
(Data to Negative Going Latch Enable) 


l h(D) 


10 


- 


- 


8.0 


- 


- 


ns 


Minimum Latch Enable Pulse Width 
(High or Low) 


*W(L) 


- 


15 


- 


- 


15 


- 


ns 



PIN CONNECTIONS AND TRUTH TABLES 



MC3482A/MC6882A 
^ 

E 

E- 



n 1 H" -I L_-*__J L Til m 



In 2 ]4 1 j <> 1 | 17| In 7 

W 1ST 
u, 2 IT — -^TL ., JTE— ^] 0ut 7 



In 3 FT -I L—^^-J L TT] In 

ln4[I & W B> " 

Dut4[7— stl^h!teL_77] 0u 
3nd [77 L<p.b— 77] 



Output 
Enable 


Latch 


Input 


Output 





1 





1 





1 


1 











X 


Qo 


1 


X 


X 


z 



MC3482B/MC6882B 



Out 1 I 2 — IT— < > ■ " j I 1 



In 1 [7 - 
In 2 [7- 



Out 2 [5 -J I Hi 1 L- Til Out 7 



V 



Out 3 [IT -| i <> 1 p 77| Ol 

,n3[T— JtL h J3tL.771 ,n 



E— JT -HH-n_ . .77], 

'" 4CE W"^ 3in5 

Out 4191 — i I O 1 L- 771 Out £ 

-<^Lp — "l7]"LatdF 



m- 



Output 
Enable 


Latch 


Input 


Output 





1 











1 


1 


1 








X 


Qo 


1 


X 


X 


z 
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FIGURE 1 - TEST CIRCUIT FOR SWITCHING CHARACTERISTICS 

To Scope (Input) 



To Scope 
Output 



FIGURE 2 - WAVEFORMS FOR PROPAGATION DELAY 
TIMES DATA TO OUTPUT 

- 3 V 



Closed for 

tPLZtOE), tPZL(OE) only 
+ 5 V 




Output 
MC3482A/MC6882A 



tPLH(D)-^ 



15V 



C|_ Includes Probe and 
Jig Capacitance 



Output 
MC3482B/MC6882B 



T t PHZ(OE), t PZH(OE) onh 



Vl 5 V 



OH 



jf- 1 5 V 



OL 
••-tPHUD) 

VOH 



Input Pulse Conditions 

t THL ^ l TLH < 5 ns 
f = 10 MHz 



FIGURE 3 - WAVE FORMS FOR AC SETUP AND 
LATCH DISABLE TO OUTPUT DELAY 



Latch 1.5 V 


















NOTES 

1 LEADS WITHIN 25 mm (0 010) 
DIA, TRUE POSITION AT 
SEATING PLANE, AT MAXIMUM 
MATERIAL CONDITION 

2 DIM LTO CENTER OF LEADS 
WHEN FORMED PARALLEL 

3 DIM A AND B INCLUDES 
MENISCUS 




DIM 


MILLIMETERS 


INCHES 




MIN 


MAX 


MIN 


MAX 


A 


23 88 


25.15 


940 


990 


B 


6 60 


7 49 


260 


295 


C 


3 81 


5.08 


0.150 


0.200 


D 


38 


0.56 


0015 


0.022 


F 


1.40 


1,65 


0.055 


0.065 


G 


2.54 BSC 


0.10) BSC 


H 


0.51 


127 


0.020 


0.050 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


7.62 BSC 


0.30 > BSC 


M 


0o 1 150 


0o 


15° 




imn f\/\ 


N 


25 I 1.02 


0.010 


0.040 




20 n 

1 10 






CASE 732-03 




D\J\J _U\J 


B J 






— -i 


tf_ 


C 


r~ 


\ 










h 


( 

J 


ff 


mm 


£i 




t N 


h 






I, SEATING / ! 


— K-J 


JmV 









FIGURE 4- WAVEFORMS FOR PROPAGATION DELAY 



TIMES- OUTPUT ENABLE TO OUTPUT 



Output Enable 1.5 



A 



tpZLtOE)-— 



sv/ 



tPLZ(OE) 



X!l 



Output « 5.0 V 1.5 V 



\ 



tPZHfOE)' 



t PHZ(OE)-*- 



VOH 



Vol/V OL + 0.5V 



^OH"0.5V>i 

^ OV 
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Advance Information 



SINGLE-CHIP MICROCONTROLLER 

The MC3870 is a monolithic 8-bit microcomputer utilizing lon- 
implanted, N-channel silicon-gate technology and advanced circuit 
design techniques The single-chip 3870 offers maximum cost effec- 
tiveness in a wide range of control and logic replacement applications 

• Software Compatible with F8 Family 

• 2048 Byte Mask Programmable ROM 

• 64 Byte Scratchpad RAM 

• 32 Bits (4 Ports) TTL-Compatible I/O 

• Programmable Binary Timer 
Interval Timer Mode 

Pulse Width Measurement Mode 
Event Counter Mode 

• External Interrupt 

• Crystal, LC, RC, External 

• Low Power (275 mW Typ ) 

• Single +5 Volt ±10% Power Supply 



Operating Temperature 



ABSOLUTE MAXIMUM RATINGS* 



Temperature Under Bias 

Storage Temperature 

Voltage on any Pin with Respect to Ground 

(Except open-drain pins and TEST) 
Voltage on TEST with Respect to Ground 
Voltage to Open-Drain Pins with Respect 

to Ground 
Power Dissipation 

Power Dissipation by any One I/O Pin 
Power Dissipation by All I/O Pins 



'Stresses above those listed under "Absolute Maximum Ratings" may cause permanent dam- 
age to the device This is a stress rating only and functional operation of the device at these or 
any other conditions above those indicated in the operational sections of this specification is 
not implied Exposure to absolute maximum rating conditions for extended periods may af- 
fect device reliability 



to 70 °C 


-40 to +85°C 


-20°C to +85°C 


-50°Cto +100°C 


-65°Cto +150°C 


-65°Cto +150°C 


- 1 V to + 7 V 


- 1 V to + 7 V 


- 1 V to + 9 V 


-1 V to +9 V 


1 Vto +13 5 V 


-1 V to +13 5 V 


1 5W 


1 5 W 


60 mW 


60 mW 


600 mW 


600 mW 



MC3870 



MOS 



(N-CHANNEL, SILICON-GATE 
DEPLETION LOAD) 

SINGLE-CHIP 
MICROCONTROLLER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



FIGURE 1 - 


PIN ASSIGNMENT 


XTL1[ 


1 • 


W 40 


3 v cc 


XTL2C 


2 


39 


3 RESET 


prJoE 


3 


38 


]EXT INT 


pcmE 


4 


37 


]pTo 


P(K2[ 


5 


36 


IpTT 


Pf>3[ 


6 


35 


1pT2 


STROBE [ 


7 


34 


JP1-3 


pToI 


8 


33 


3p£o 


pTiE 


9 


32 


ipin 


pT2[ 


10 


31 


JP5^2 


PT3E 


11 


30 


3P53 


PT4( 


12 


29 


3p1M 


PT5[ 


13 


28 


]P5^B 


pTBE 


14 


27 


JP5=6 


PT7E 


15 


26 


3PJ>7 


PCT7E 


16 


25 


1pT7 


pcT6[ 


17 


24 


3pT6 


rmH 


18 


23 


3pTE 


KM I 


19 


22 


3pT4 


gndI 


20 


21 


3 TEST 
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FIGURE 2 - BLOCK DIAGRAM 



XTL 1 - 
XTL 2- 




Adder/ 
Inc. 



Test 
Logic 



ROM 

Address 

Registers 

PO, P, DC, DC1 



^> 



C> 



Indirect 

Scratchpad 

Address 

Register 



2048 X 8 K 

Program 
ROM 



V 



^> 



Scratchpad 
Registers 



^> 



Main Data Bus 



Interrupt 
Logic 






n 



STROBE 



■ EXT INT 



Accumulator 

and 

Status 

Register 



^> 



Control 
Logic 



Instruction 
Register 



Power 
On 
Clear 



RESET 




AC CHARACTERISTICS 



Signal 


Symbol 


Parameter 


to 70 °C 


-40° to +85°C 


Unit 


Notes 


Min 


Max 


Min 


Max 


XTL1 
XTL2 


to 

tex(H) 
tex(L) 


Time Base Period, all clock modes 

External clock pulse width high 
External clock pulse width low 


250 

90 
100 


1000 

700 
700 


250 

100 
110 


500 

390 
390 


ns 

ns 
ns 




<t> 


t0 


Internal </> clock 


2t0 






2t0 






WRITE 


tw 


Internal WRITE Clock period 


4t<*> 
6t<£ 






4t<J> 
6t<£ 




Short Cycle 
Long Cycle 


I/O 


tdl/0 


Output delay from internal WRITE clock 





1000 





1200 


ns 


50 pF plus 
one TTL ioad 


tsl/O 


Input setup time to internal WRITE clock 


1000 




1200 




ns 






tl/O-s 




-1000 


3tc/> 
+ 250 


3\<(> 
-1200 


3t<*> 
+ 300 


ns 


I/O load = 
50pF+1 TTL load 


Output valid to STROBE delay 


STROBE 


tsL 




8t</> 
-250 


12t<*> 
+ 250 


8ttf> 
-300 


12t<*> 
+ 300 


ns 


STROBE load = 
50 pF + 3 TTL loads 


STROBE low time 




tRH 




6t0 
+ 750 




6t0 
+ 1000 




ns 




RESET hold time, low 


tRPOC 


RESET hold time, low for power clear 


power 

supply 

rise 

time +0 1 




power 

supply 

rise 

time +0 15 




ms 




RESET 


EXT INT 


tEH 


EXT INT hold time in active and inactive state 


6t</> 
+ 750 




6t</> 
+ 1000 




ns 


To trigger 
interrupt 


2t<*> 




2t<£ 




ns 


To trigger timer 
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DC CHARACTERISTICS (I/O Power Dissipations 100 mW) (Note 2) 



Symbol 


Parameter 


0to70+C 


-40 to +85°C 


Unit 


Conditions 


Min Max 


Min Max 


vcc 


Power Supply Voltage 


45 55 


4 75 5 25 


V 




VlHEX 


External Clock Input High Level 


2 4 Vcc 


2 4 Vcc 


V 




V|LEX 


External Clock Input Low Level 


-03 06 


-03 06 


V 




'IHEX 


External Clock Input High Current 


100 


130 


ma 


V|HEX = VCC 


•ilex 


External Clock Input Low Current 


-100 


-130 


ma 


V|LEX = VSS 


V|HI/0 


Input High Level, I/O Pins 


2 VCC 
2 13 2 


2 2 Vcc 
22 132 


V 
V 


Standard Pullup 
Open Drain (1) 


V|HR 


Input High Level, RESET 


2 Vcc 


2 2 Vcc 


V 




VlHEl 


Input High Level, EXT INT 


2 Vcc 


2 2 VCC 






V|L 


Input Low Level 


-03 08 


-03 07 


V 


(1) 


hL 


Input Low Current, All Pins with Standard Pullup Resistor 


-16 


-19 


mA 


V| N = 04 V 


'L 


Input Leakage Current, Open Drain Pins, 
and Inputs with No Pullup Resistor 


+ 10 
-5 


+ 18 
-8 


M A 


V|N = 132 V 
V|N = 02 V 


'OH 


Output High Current Pins with Standard Pullup Resistor 


-100 


-90 


Hk 


V OH = 24V 


'OHDD 


Output High Current Direct Drive Pins 


-15 

-85 


-13 

-11 


mA 


V H=1 5V 
VOH = 07V 


'OHS 


STROBE Output High Current 


-300 


-270 


(iA 


Vol=24 V 


"OL 


Output Low Current 


1 8 


1 65 


mA 


Vol=04 V 


'OLS 


STROBE Output Low Current 


50 


45 


mA 


Vol=04 V 


•cc 


Power Supply Current 


85 


110 


mA 


Outputs Open 


PD 


Power Dissipation 


400 


525 


mW 


Outputs Open 



1 RESET and EXT INT have internal Schmitt triggers giving minimum 2 V hysteresis 

2 Power dissipation for I/O pins is calculated by £(Vcc-V|L_) (II|lI> = £< v CC- Voh><|IohI> = £(VolHIol> 



TIMER AC CHARACTERISTICS 



Definitions 
Error = Indicated time value - 
tpsc = *</> x Prescale Value 



actual time value 



Interval Timer Mode: 

Single interval error, free running (Note 3) 
Cumulative interval error free running (Note 3) 
Error between two Timer reads (Note 2) 
Start Timer to stop Timer error (Notes 1 , 4) 
Start Timer to read Timer error (Notes 1 , 2) 
Start Timer to interrupt request error (Notes 1 , 3) 
Load Timer to Stop Timer error (Note 1 ) 
Load Timer to read Timer error (Notes 1 , 2) 
Load Timer to interrupt request error (Notes 1 , 3) 

Pulse Width Measurement Mode: 

Measurement accuracy (Note 4) 
Minimum pulse width of EXT INT pin 

Event Counter Mode: 

Minimum active time of EXT INT pin 
Minimum inactive time of EXT INT pin 



+ 6t</> 



±<tpsc+t</>) 

+ t0to-(tp SC + ttf>> 

-5t</>to -(t psc + 7t(/>) 

- 2t<*> to - S\<f> 

+ t</>to -(t pcs + 2t0) 

-5t + to-(t psc + 8t0) 

- 2t0 to - 9ttf> 



Tt0to -(t psc + 2t<*>) 
2t0 



2t<£ 
2t</> 



NOTES 

1 All times which entail loading, starting, or stopping the Timer are referenced from the end of the last machine cycle of the OUT or OUTS 
instruction 

2 All times which entail reading the Timer are referenced from the end of the last machine cycle of the IN or INS instruction 

3 All times which entail the generation of an interrupt request are referenced from the start of the machine cycle in which the appropriate in- 
terrupt request latch is set Additional time may elapse if the interrupt request occurs during a privileged or multicycle instruction 

4 Error may be cumulative if operation is repetitively performed 
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FIGURE 3 - STROBE SOURCE CAPABILITY 
(TYPICAL AT V C C = 5 V, T A = 25°C) 



FIGURE 4 - STROBE SINK CAPABILITY 
(TYPICAL AT V C C = 5 V, T A = 25°C) 
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OUTPUT VOLTAGE 



FIGURE 5 - STANDARD I/O PORT SOURCE CAPABILITY 
(TYPICAL AT V C C = 5 V, Ta=25°C) 
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FIGURE 6 - DIRECT DRIVE I/O PORT SOURCE CAPABILITY 
(TYPICAL AT V C C = 5 V, Ta = 25°C) 
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FIGURE 7 - I/O PORT SINK CAPABILITY 
(TYPICAL AT V C c = 5 V, T A = 25 °C) 
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FIGURE 8 - MAXIMUM OPERATING TEMPERATURE 
vs I/O POWER DISSIPATION 
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FIGURE 9 - MC3870 IDD vs TEMPERATURE (Vcc = 5 V) 
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FIGURE 10 - AC TIMING DIAGRAM 
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FIGURE 11 - INPUT/OUTPUT AC TIMING 
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3870 CLOCKS 



The time base for the 3870 may originate from one of four 
sources The four configurations are shown in Figure 12 
There is an internal 26 pF capacitor between XTL 1 and GND 
and an internal 26 pF capacitor between XTL 2 and GND 
Thus, external capacitors are not necessarily required In all 
external clock modes the external time-base frequency is 
divided by two to form the internal <f> clock. The external 
clock frequency is divided by eight during short instruction 
cycles and is divided by twelve during long instruction cycles 
as given per instruction in the instruction set towards the end 
of this data sheet To get the total instruction cycle time, 
divide the external clock frequency by eight, invert the 
number, then multiply by the short number of cycles Then 
divide the external clock frequency by tweive and invert the 
number (Yx) then multiply by the number of long cycles 
Add these two numbers to get the number of nanoseconds 
per instruction for a given clock frequency 
CRYSTAL SELECTION 

The use of a crystal as the time base is highly recommend- 
ed as the frequency stability and reproducability from 



system-to-system is unsurpassed The 3870 has an internal 
divide-by-two to allow the use of inexpensive and widely 
available TV Color Burst Crystals (3 58 MHz) The following 
crystal parameters are suggested for 3870 applications 

a) Parallel Resonance, Fundamental Mode AT-Cut, 
HC-33/jt holder 

b) Frequency Tolerance measured with 18 pF load 
(0 1% accuracy) — drive level 10 mW 

c) Shunt capacitance (Co) = 7 pF max 

d) Series resistance (Rs) 



f=1 MHz 


Rs = 550 ohms max 


f = 2MHz 


Rs = 300 ohms max 


f = 3 MHz 


Rs=100 ohms max 


f = 3 58 MHz 


Rs= 100 ohms max 


f = 4MHz 


Rs= 100 ohms max 




FIGURE 12 - CLOCK CONFIGURATION 
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FUNCTIONAL PIN DESCRIPTION 

P(MJ - P(K7 AND FT5 - PV7 

Ports 1 and 2 are 16 lines which can be individually used as 
standard TTL-type inputs or latched outputs 

P£5 - P£7 AND P"£0 - PET7 

Ports 4 and 5 are 16 lines which can be individually used as 
standard, open drain, or direct drive type latched outputs or 
inputs Refer to Figure 15 for more information on port op- 
tions 



STROBE 

This output, which is normally high, pr ovide s a sin gle low 
pulse after valid data is present on port 4 (P4-0 - P4-7) during 
an output instruction 



RESET 

This active low input is used to reset the internal state of 
the microcomputer When allowed to go high, program ex- 
ecution begins at $000 

EXT/ INT 

This input is an external interrupt Its active state is soft- 
ware programmable The input is also used in conjunction 
with the timer for pulse width measurement and event coun- 
ting 

XTL 1 AND XTL 2 

These two inputs interface a crystal (1 to 4 MHz), LC net- 
work, RC network, or an external single-phase clock to the 
microcomputer 

TEST 

TEST is an input used only in testing the MC3870 For nor- 
mal circuit functionality, this pin is left unconnected or may 
be grounded 

v C c 

This is the power supply input ( 4- 5 V ± 10% ) 



Pin Name 


Description 


Type 


PCM)- P0~7 


I/O Port 


Bidirectional 


P1-0- P1-7 


I/O Port 1 


Bidirectional 


P4-0 P4-7 


I/O Port 4 


Bidirectional 


P5-0 - P5-7 


I/O Port 5 
Ready Strobe 


Bidirectional 
Output 


STROBE 


EXT INT 


External Interrupt 
External Reset 


Input 
Input 


RESET 


TEST 


Test Line 


Input 


XTL 1, XTL 2 


Time Base 


Input 


VCC- GND 


Power Supply Lines 


Input 



3870 ARCHITECTURE 

This section describes the basic functional elements of the 
3870 as shown in the block diagram of Figure 2 A program- 
ming model is shown in Figure 13 



MAIN CONTROL LOGIC 

The Instruction Register (IR) receives the operation code 
(OP code) or the instruction to be executed from the pro- 
gram ROM via the data bus During all OP code fetches eight 
bits are latched into the IR Some instructions are completely 
specified by the upper four bits of the OP code In those in- 
structions the lower four bits are an immediate register ad- 
dress or an immediate 4-bit operand Once latched into the 
IR the main control logic decodes the instruction and pro- 
vides the necessary control gating signals to all circuit 
elements 

ROM ADDRESS REGISTERS 

There are four 11 -bit registers associated with the 2K x 8 
ROM These are the Program Counter (P0), the Stack 
Register (P), the Data Counter (DC), and the Auxiliary Data 
Counter (DC1) The Program Counter is used to address in- 
structions or immediate operands P is used to save the con- 
tents of P0 during an interrupt or subroutine call Thus, P 
contains the return address at which processing is to resume 
upon completion of the subroutine or the interrupt routine 

The Data Counter (DC) is used to address data tables This 
register is auto-incrernenting Of the two data counters only 
DC can access the ROM However, the XDC instruction 
allows DC and DC1 to be exchanged 

Associated with the address registers is an 11 -bit Ad- 
der/ Incrementer This logic element is used to increment P0 
or DC when required an i is also used to add displacements 
to P0 on relative branches or to add the data bus contents to 
DC in the ADC (Add Data Counter) instruction 



2048x8 ROM 

The microcomputer program and data constants are 
stored in the program ROM When a ROM access is re- 
quired, the appropriate address register (P0 or DC) is gated 
onto the ROM address bus and the ROM output is gated on- 
to the main data bus The first byte in the ROM is location 
zero 



SCRATCHPAD AND IS 

The scratchpad provides 64 8-bit registers which may be 
used as general purpose RAM memory The Indirect Scrat- 
chpad Address Register (IS) is a 6-bit register used to ad- 
dress the 64 registers All 64 registers may be accessed using 
IS In addition, the lower order 12 registers may also be 
directly addressed 

IS can be visualized as holding two octal digits This divi- 
sion of IS is important since a number of instructions incre- 
ment or decrement only the least-sigmlicant three bits of IS 
when referencing scratchpad bytes via IS This makes it easy 
to reference a buffer consisting of contiguous scratchpad 
bytes For example, when the low order octal digit is in- 
cremented or decremented IS is incremented from octal 27 
(0'28') to 0'20') or is decremented from 0'20' to 0'27' This 
feature of the IS is very useful in many program sequences 
All six bits of IS may be loaded at one time or either half may 
be loaded independently 

Scratchpad registers 9 through 15 (decimal) are given 
mnemonic names (J, H, K, and Q) because of special 
linkages between these registers and other registers such as 
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the Stack Register These special linkages facilitate the im- 
plementation of multi-level interrupts and subroutine 
nesting For example, the instruction LR K,P stores the 
lower eight bits of the Stack Register into register 13 (K 
lower or KL) and stores the upper three bits of P into register 
12 (K upper or KU) 

ARITHMETIC AND LOGIC UNIT (ALU) 

After receiving commands from the mam control logic, the 
ALU performs the required arithmetic or logic operations 
(using the data presented on the two input buses) and pro- 
vides the result on the result bus The arithmetic operations 
that can be performed in the ALU are binary add, decimal ad- 



just, add with carry, decrement, and increment The logic 
operanons that can be performed are AND, OR, EXCLUSIVE 
OR, "1's" complement, shift right, and shift left Besides 
providing the result on the result bus, the ALU also provides 
four signals representing the status of the result These 
signals, stored in the Status Register (W), represent 
CARRY, OVERFLOW, SIGN, and ZERO condition of the 
result of the operation 

ACCUMULATOR (A) 

The Accumulator (A) is the principal register for data 
manipulation within the 3870 The A serves as one input to 
the ALU for arithmetic or logical operations The result of 
ALU operations are stored in the A 



FIGURE 13 - MC3870 PROGRAMMABLE REGISTERS, PORTS, AND MEMORY MAP 
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THE STATUS REGISTER (W) 

The Status Register (also called the W register) holds five 
status flags as shown in Figure 14 

FIGURE 14 - STATUS REGISTER (W) 
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INTERRUPT CONTROL BIT (ICB) 

The ICB may be used to allow or disallow interrupts in the 
MC3870 This bit is not the same as the two interrupt enable 
bits in the Interrupt Control Port (ICP) If the ICB is set and 
the MC3870 interrupt logic communicates an interrupt re- 
quest to the CPU section, the interrupt will be acknowledged 
and processed upon completion of the first non-privileged in- 
struction If the ICB is cleared an interrupt request will not be 
acknowledged or processed until the ICB is set 

I/O PORTS 

The MC3870 provides four complete bidirectional In- 
put/Output ports These are ports 0, 1, 4, and 5 In addition, 
the Interrupt Control Port is addressed as port 6 and the 
binary timer is addressed as poit 7 An output instruction 
(OUT or OUTS) causes the contents of A to be latched into 
the addressed port An input instruction (IN or INS) transfers 
the contents of the port to A (port 6 is an exception wnich is 
uescribed later) The schematic of an I/O pin and available 
output drive options are shown in Figure 15 

An output ready strobe is associated with port 4 This flag 
may be used to signal a peripheral device that the MC3870 
has just completed an output of new data to port 4 The 
strobe provides a single low pulse shortly after the output 
operation is completely finished, so either edge may be used 
to signal the peripheral STROBE may also be used as an in- 
put strobe simply by doing a dummy output of H '00' strobe 
to port 4 after completing the input operation 



FIGURE 15 - I/O PIN CONCEPTUAL DIAGRAM WITH OUTPUT BUFFER OPTIONS 




Standard Open Drain Direct Drive 

Output Output Output 

Ports and 1 are Standard Output type only 

Ports 4 and 5 may both be any of the three output options (programmable bit-by-bit) 

The STROBE output is always configured similar to a Direct Drive Output except that it is capable of driving 3 TTL loads 
RESET and EXT INT may have standard 6 kQ (typical) pullup or may have no pullup These two inputs have Schmitt trigger inputs 
with a minimum of 2 volts of hysteresis 
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TIMER AND INTERRUPT CONTROL PORT 

The Timer is an 8-bit binary down counter which is soft- 
ware programmable to operate in one of three modes the In- 
terval Timer Mode, the Pulse Width Measurement Mode, or 
the Event Counter Mode As shown in Figure 16, associated 
with the Timer are an 8-bit register called the interurpt con- 
trol port, a programmable prescaler, and an 8-bit modulo-N 
register A functional logic diagram is shown in Figure 17 

INTERRUPT CONTROL PORT (PORT 6) 

The desired timer mode, prescale value, starting and stop- 
ping the timer, active level of the EXT INT pin, and local 
enabling or disabling of interrupts are selected by outputtir.g 
the proper bit configuration from the Accumulator to the In- 
terrupt Control Port (port 6) with an OUT or OUTS instruc- 
tion Bits within the Interrupt Control Port are defined as 
follows 

Bit — External Interrupt Enable 

Bit 1 — Timer Interrupt Enable 

Bit 2 - EXT INT Active Level 

Bit 3 - Start/ Stop Timer 

Bit 4 - Pulse Width/ Interval Timer 

Bit 5 -- -2 Prescale 

Bit 6 - -5 Prescale 

Bit 7 20 Prescale 

A special situation exists when reading the Interrupt Con- 
trol Port (with IN or INS instruction) The Accumulator is not 
loaded with the content of the ICP, instead, Accumulator 
bits through 6 are loaded with "0's" while bit 7 is loaded 
with the logic level being applied to the EXT INT pin, thus 
allowing the status of EXT INT to be determined without the 
necessity of servicing an external interrupt request When 



reading the Interrupt Control Port (port 6) bit 7 of the Ac- 
cumulator is loaded with the actual logic level being applied 
to the EXT INT pin, regardless of the status of ICP bit 2 (the 
FXT INT Active Level bit), that is, if EXT INT is a + 5 V bit 7 
of the Accumulator is set to a logic "1", but if EXT INT is at 
GND then Accumulator bit 7 is reset to logic "0" This 
capability is useful in establishing a high speed polled hand- 
shake procedure or for using EXT INT as an extra input pin if 
external interrupts are not required and the Timer is used on- 
ly in the Interval Timer Mode However, if it is desirable to 
read the contents of the ICP then one of the 64 scratchpad 
registers or one byte of RAM may be used to save a copy of 
whatever is written to the ICP 

The rate at which the timer is clocked in the Internal Timer 
Mode is determined by the frequency of an internal clock 
and by the division value selected for the prescaler (The in- 
ternal </> clock operates at one-half the external time-base fre- 
quency) If ICP bit 5 is set and bits 6 and 7 are cleared, the 
prescaler divides </> by 2 Likewise, if bit 6 or 7 is individually 
set, the prescaler divides ^ by 5 or 20 respectively Combina- 
tions of bits 5, 6, and 7 may also be selected For example, if 
bits 5 and 7 are set while 6 is cleared the prescaler will divide 
by 40 Thus, possible prescaler values are -2, -5, -10, 
-20, -40, -100, and -200 

Any of three conditions will cause the prescaler to be 
reset whenever the timer is stopped by clearing ICP bit 3, 
execution of an output instruction to Port 7, (the timer is 
assigned port address 7), or on the trailing edge transition of 
the EXT INT pin when in the Pulse Width Measurement 
Mode These last two conditions are explained in more detail 
below 



FIGURE 16 - TIMER AND CONTROL PORT BLOCK DIAGRAM 
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FIGURE 17 - MC3870 TIMER/ INTERRUPT FUNCTIONAL DIAGRAM 
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An OUT or OUTS instruction to Port 7 will load the con- 
tent of the Accumulator to both the Timer and the 8-bit 
modulo-N register, reset the prescaler, and clear any 
previously stored timer interrupt request As previously 
noted, the Timer is an 8-bit down counter which is clocked 
by the prescaler in the Interval Timer mode and in the Pulse 
Width Measurement Mode The prescaler is not used in the 
Event Counter Mode The modulo-N register is a buffer 
whose function is to save the value which was most recently 
outputted to Port 7 The modulo-N register is used in all 
three timer modes 

Interval Timer Mode - When ICP bit 4 is cleared (logic 0) 
and at least one prescale bit is set, the Timer operates in the 
Interval Timer Mode when bit 3 of the ICP is set the Timer 
will start counting down from the modulo-N value After 
counting down to H '01', the Timer returns to the modulo-N 
value at the next count On the transition from H '01' to H 'N' 
the Timer sets a timer interrut request latch Note that the in- 
terrupt request latch is set by the transition to H 'N' and not 
be the presence of H 'N' in the timer, thus allowing a full 256 
counts if the modulo-N register is preset to H '00' If bit 1 of 
the ICP is set, the interrupt request .s passed on to the CPU 
section of the MC3870 However, if bit 1 of the ICP is a logic 
the interrupt request is not passed on to the CPU section 
but the interrupt request latch remains set If ICP bit 1 is 
subsequently set, the interrupt request will then be passed 
on to the CPU section (Recall from the discussion of the 
Status Register's Interrupt Control Bit that the interrupt re- 
quest will be acknowledged by the CPU section only if ICB is 
set ) Only two events can reset the timer interrupt request 
latch when the timer interrupt request latch is acknowledg- 
ed by the CPU section, or when a new load of the modulo-N 
register is performed 

Consider an example in which the modulo-N register is 
loaded with H '64' (decimal 100) The timer interrupt request 
latch will be set at the 100th count following the timer start 
and the timer interrupt request latch will repeatedly be set on 
precise 100 counter intervals If the prescaler is set at -40 
the timer interrupt request latch will be set every 400 clock 
periods For a 2 MHz clock (4 MHz time-base freuqency) 
this will produce 2 millisecond intervals 

The range of possible intervals is from 2 to 51 ,200 clock 
periods (1 /*s to 25 6 ms for a 2 MHz clock) However, ap- 
proximately 50 periods is a practical minimum because the 
time between setting the interrupt request latch and the ex- 
ecution of the first instruction of the interrupt service routine 
is at least 29 periods (the response time is dependent upon 
how many privileged instructions are encountered when the 
request occurs), 29 is based on the timer interrupt occunng 
at the beginning of a non-privilaged short instruction To 
establish time intervals greater than 51 ,200 clock periods is 
a simple matter of using the timer interrupt service routine to 
count the number of interrupts, saving the result in one or 
more of the scratchpad registers until the desired interval is 
achieved With this technique virtually any time interval, or 
several time intervals, may be generated 

The Timer may be read at any time and in any mode using 
an input instruction (IN 7 or INS 7) and may take place "on 
the fly" without interfering with normal timer operation 
Also, the Timer may be stopped at any time by clearing bit 3 
of the ICP The Timer will hold its current contents in- 



definitely and will resume counting when bit 3 is again set 
Recall however that the prescaler is reset whenever the 
Timer is stopped, thus a series of starting and stopping will 
result in a cumulative truncation error 

A summary of other timer errors is given in the timing sec- 
tion of their specification For a free running timer in the In- 
terval Timer Mode the time interval between any two inter- 
rupt requests may be in error by + 6 clock periods although 
the cumulative error over many intervals is zero The 
prescaler and Timer generate precise intervals for setting the 
timer interrupt request latch but the time out may occur at 
any time within a machine cycle (There are two types of 
machine cycles, short cycles which consist of 4 clock 
periods and long cycles which consist of 6 clock periods ) 
Interrupt requests are synchronized with the internal 
machine clock thus, giving rise to the possible ±6 error 
Additional errors may arise due to the interrupt request oc- 
cunng while a privileged instruction or multicycle instruction 
is being executed Nevertheless, for most applications all of 
the above errors are neghbible, especially if the desired time 
interval is greater than 1 ms 

Pulse Width Measurement Mode — When ICP bit 4 is set 

(logic 1) and at least one prescale bit is set, the Timer 
operates in the Pulse Width Measurement Mode This mode 
is used for accurately measuring the duration of a pulse ap- 
plied to the EXT INT pin The Timer is stopped and the 
prescaler is reset whenever EXT INT is at its inactive level 
The active level of EXT INT is defined by ICP bit 2, if cleared, 
EXT INT is active low, if set, EXT INT is active high If ICP bit 
3 is set, the prescaler and Timer will start counting when EXT 
INT transitions to the active level When EXT INT returns to 
the inactive level the Timer then stops, the prescaler resets, 
and if ICP bit is set an external interrupt request latch is set 
(Unlike timer interrupts, external interrupts are not latched if 
the ICP Interrupt Enable bit is not set ) 

As in the Interval Timer Mode, the Timer may be read at 
any time, may be stopped at any time by clearing ICP bit 3, 
the prescaler and ICP bit 1 function as previously described, 
and the Timer still functions as an 8-bit binary down counter 
with the timer interrupt request latch being set on the 
Timer's transition from H '01' to H 'N' Note that the EXT 
INT pin has nothing to do with loading the Timer, its action is 
that of automatically starting and stopping the Timer and of 
generating external interrupts Pulse widths longer than the 
prescale value times the modulo-N value are easily measured 
by using the timer interrupt service routine to store the 
number of timer interrupts in one or more scratchpad 
registers 

As for accuracy, the actual pulse duration is typically 
slightly longer than the measured value because the status of 
the prescaler is not readable and is reset when the Timer is 
stopped Thus, for maximum accuracy, it is advisable to use 
a small division setting for the prescaler 

Event Counter Mode — When ICP bit 4 is cleared and all 
prescale bits (ICP bits 5, 6, and 7) are cleared, the Timer 
operates in the Event Counter Mode This mode is used for 
counting pulses applied to the EXT INT pin If ICP bit 3 is set, 
the Timer will decrement on each transition from the inactive 
level to the active level of the EXT INT pin The prescaler is 
not used in this mode, but as in the other two timer modes, 
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the Timer may be read at any time, may be stopped at any 
time by clearing ICP bit 3, ICP bit 1 functions previously 
described, and the timer interrupt request latch is set on the 
Timer's transition from H '01' to H 'N' 

Normally ICP bit should be kept cleared in the Event 
Counter Mode, otherwise, external interrupts will be 
generated on the transition from the inactive level to the ac- 
tive level of the EXT INT pin 

For the Event Counter Mode, the minimum pulse width re- 
quired on EXT INT is 2 <f> clock periods and the minimum in- 
active time is 2 4> clock periods, therefore, the maximum 
repetition rate is 500 kHz 

External Interrupts — When the timer is in the Interval 
Timer Mode the EXT INT pin is available for non-timer 
related interrupts If ICP bit is set, an external interrupt re- 
quest latch is set when there is a transition from the inactive 
level to the active level of EXT INT (EXT INF is an edge- 
triggered input ) The interrupt request is latched until either 
acknowledged by the CPU section or until ICP bit is cleared 
(unlike timer interrupt requests which remain latched even 
when iCP bit 1 is cleared) External interrupts are handled in 
the same fashion when the Timer is in the Pulse Width 
Measurement Mode or in the Event Counter Mode, except 
that only in the Pulse Width Measurement Mode the external 
interrupt request latch is set on the trailing edge of EXT INT, 
that is, on the transition from the active level to the inactive 
level 

INTERRUPT HANDLING 

When either a timer or an external interrupt request is 
communicated to the CPU section of the MC3870, it will be 
acknowledged and processed at the completion of the first 
non-privileged instruction if the Interrupt Control Bit of the 
Status Register is set If the Interrupt Control Bit is not set, 
the interrupt request will continue until either the Interrupt 
Control Bit is set and the CPU section acknowledges the in- 
terrupt or until the interrupt request is cleared as previously 
described 

If there is both a timer interrupt request and an external in- 
terrupt request when the CPU section starts to process the 
requests, the timer interrupt is handled first 

When an interrupt is allowed the CPU section will request 
that the interrupting element pass its intenupt vector ad- 
dress to the Program Counter via the data bus The vector 



addiess for a timer interrupt is H '020' The vector address 
for external interrupts is H '0A0' After the vector address is 
passed to the Program Counter, the CPU section sends an 
acknowledge signal to the appropriate interrupt request latch 
which clears that latch The execution of the interrupt ser- 
vice routine will then commence The return address of the 
original program is automatically saved in the Stack Register, 
P 

The Interrupt Control Bit of W (Status Register) is 
automatically reset when an interrupt request is acknowledg- 
ed It is then the programmer's responsibility to determine 
when ICB will again be set (by executing an El instruction) 
This action prevents an interrupt service routine from being 
interrupted unless the programmer so desires 

Figure 18 details the interrupt sequence which occurs 
whether the interrupt request is from an external source via 
EXT INT or from the MC3870's internal timer Events are 
labeled with the letters A through G and are described 
below 

Event A - An interrupt request must satisfy a hold time 
requirement as specified in the AC Characteristics in order to 
guarantee that it is valid on the rising edge of the WRITE 
clock 

Event B — Event B represents the instruction being ex- 
ecuted when the interrupt occurs The last cycle of B is nor- 
mally the instruction fetch for the next cycle However, if B is 
not a privileged instruction and the CPU's Interrupt Control 
Bit is set, then the last cycle becomes a "freeze" cycle rather 
than a fetch At the end of the freeze cycle the interrupt re- 
quest latches are inhibited from altering the interrupt daisy- 
chain so that sufficient time will be allowed for the daisy- 
chain to settle (If B is a privileged instruction, the instruction 
fetch is not replaced by a freeze cycle, instead, the fetch is 
performed and the next instruction is executed Although 
unlikely to be encountered, a series of privileged instructions 
will be sequentially executed without interrupt One more in- 
struction, called a 'protected' instruction, will always be ex- 
ecuted after the last privileged instruction The last cycle of 
the protected instruction then performs the freeze ) 

The dashed lines on EXT INT illustrate the last opportunity 
for EXT INT to cause the last cycle of a non-protected in- 
struction to become a freeze cycle 



FIGURE 18 - INTERRUPT SEQUENCE 



Freeze Cycle 




INT REQ 
(Internal) 
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The freeze cycle is a short cycle (4 </> clock periods) in all 
cases except where B is the Decrement Scratchpad instruc- 
tion, in which case the freeze cycle is a long cycle (6 <j> clock 
periods). 

INT REQ goes low on the next negative edge of WRITE if 
both PRI IN is low and the appropriate interrupt enable bit of 
the Interrupt Control Port is set. Both INT REQ and WRITE 
are internal signals 

Event C — A NO-OP long cycle to allow time for the inter- 
nal priority chain to settle 

Event D — The Program Counter (PO) is pushed to trie 
stack register (P) in order to save the return address The in- 
terrupt circuitry places the lower 8 bits of the interrupt vector 
address onto the data bus This is always a long cycle 

Event E — A long cycle in which the interrupt circuitry 
places the upper 8 bits of the interrupt vector address onto 
the data bus 

Event F — A short cycle in which the interrupting interrupt 
request latch is cleared. Also, the CPU's Interrupt Control Bit 
is cleared, thus disabling interrupts until an El instruction is 
performed. The fetch of the next instruction from the inter- 
rupt address 

Event G — Begin execution of the first instruction of the 
interrupt service routine 

SUMMARY OF INTERRUPT SEQUENCE 

For the MC3870 the interrupt response time is defined as 
the time elapsed between the occurrence of EXT INT going 
active (or the Timer transitioning to H 'N') and the beginning 
of execution of the first instruction of the interrupt service 
routine The interrupt response time is a variable dependent 
upon what the microprocessor is doing when the interrupt 
request occurs As shown in Figure 18, the minimum inter- 



rupt response time is 3 long cycles plus 2 short cycles plus 
one WRITE clock pulse width plus a setup time of EXT INT 
prior to the leading edge of the WRITE pulse — a total of 27 
<j> clock periods plus the setup time At a 2 MHz <£ this is 
14 25 fis Although the maximum could theoretically be in- 
finite, a practical maximum is 35 ^s (based on the interrupt 
request occurring near the beginning of a PI and LR K, P se- 
quence) 

POWER-ON RESET 

The intent of the Power-On Reset circuitry on the MC3870 
is to automatically reset the device following a typical power- 
up situation, thus saving external reset circuitry in many ap- 
plications This circuitry is not guaranteed to sense a "Brown 
Out" (low voltage) condition nor is it guaranteed to operate 
under all possible power-on situations 

Three conditions are required before the MC387C will leave 
the reset state and begin operation Refer to Figure 19 as an 
aid to the following descriptions The On-Chip Vqc detector 
senses a minimum value of Vrjc before it will allow the 
MC3870 to operate The threshold of this detector is set by 
analog circuitry because a stable voltage reference is not 
available with n-channel MOS processing. Processing varia- 
tions will cause this threshold to vary from a low of 3 volts 
to a high of 4 3 volts with 3 5 volts being typical 

The MC3870 uses a substrate bias as a technique to pro- 
vide improved performances versus power consumption 
relative to conventional grounded substrate approaches 
This bias generator may start operating as low as 
Vcc = 3volts on some devices while others may require 
Vqq = 4 volts in order to get adequate substrate bias Until 
the substrate reaches the proper bias, the MC3870 will not 
be released from the reset state The final condition required 
is that the clocks of the MC3870 must be functioning 
Typically the clocks will start to function at \Zqc equal to 3 to 
3 5 volts but since the part is tested at 4 5 volts, Motorola 
can not guarantee any operation below 4 5 volts The output 
of the delay circuit in Figure 19 will stay low until the clocks 



FIGURE 19 - POWER ON RESET BLOCK DIAGRAM 
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start to function If the input to the delay circuit is high, 
typically after 100 cycles of the WRITE clock (800 cycles of 
the external clock) the output of the delay circuit will go high 
allowing the MC3870 to begin execution 

If Vcc falls to ground for at least a few hundred 
nanoseconds the output of the delay circuit will go low im- 
mediately and the MC3870 will reset 

The internal logic may detect a valid Vqc- bias and clocks 
at V'cc = 3 5 volts and allow the MC3870 to start executing 
after the time delay With a slowly rising power supply, the 
part may start running before Vcc is above 4 5 volts which is 
below the guaranteed voltage range When power-on-clear 
is required with a slowly rising power supply, an external 
capacitor must be used on the RESET pin to hold it below 
8 volts until Vqc is stable above 4 5 volts (Note The o p- 
tion to disconnect the internal pullup resistor on RESET is 
available which allows the use of a lar ger external pullup 
resistor and a small capacitor on RESET ) 

In many applications it is desirable if the unit does an 
automatic power-on-clear, but not mandatory The unit will 
have a RESET push button and if the unit does not power-up 
correctly or malfunctions because of some disturbance on 
the Vcc 'me, the operator will simply press RESET and 
restore normal operation It is for these applications that the 
internal power-on-clear circuitry was designed 

In some applications it is required that the microcomputer 
continue to run properly without operator intervention after 
brown-outs, power line disturbances, electrical noise, com- 
puter malfunction due to a programming bug, or any other 
disturbance except a catastrophic failure of some compo- 
nent 

One concept used to keep computers running is that of 
the "WATCHDOG TIMER" The computer is programmed 
to periodically reset the watchdog timer during the normal 
execution of its program (this is easily done in the MC3870 as 
its normal application is in some control function which is 
typically periodic) As long as the computer continues to ex- 
ecute its program the watchdog timer is continually reset 
and never times out Should the computer stop executing its 
program for whatever reason, the watchdog timer will time 
out producing a RESET pulse to the CPU re-starting execu- 
tion This is a very positive way to assure that the computer 
is doing its job, i e , executing the program It is important 
that the software driving the watchdog timer test as many 
functional blocks (timer, ALU, scratchpad RAM, and ports) 
of the MC3870 as possible before resetting the watchdog 
timer This is because operation of the MC3870, with an out 
of specification power supply, may allow some of the func- 
tions to operate correctly while other functions are not 
operable 

Motorola can guarantee correct operation of the MC3870 
only while the Vcc voltage remains within its specified 
limits If proper operation of the MC3870 must be 
guaranteed after a disturbance on the Vcc |ine - then an ex- 
ternal circuit must be used to monitor the Vcc l' ne and pro- 
duce RESET to the MC3870 whenever Vcc ' s out of the 
specified limits 

A related characteristic to power-on-clear is the startup 
time of the basic timing element The LC and RC oscillators 
begin to function almost immediately once Vcc 1S n >gh 
enough to allow the on-board oscillator to operate 
Wcc = 3 ^ ^ OP era tion with a crystal is partly mechanical 
and some start time is required to get the mass of the crystal 



into vibrational motion This time is basically dependent on 
the frequency (mass) of the crystal 4 MHz crystals typically 
require about 2-3 ms to start while 1 MHz crystals require 
60-70 ms to start oscillating Of course, this time may vary 
greatly from crystal to crystal and is also a function of the 
power supply rise time characteristic, however, the high- 
frequency crystals start faster and are definitely recommend- 
ed (i e , 3-4 MHz) 

The condition of the port pins during the power-in-clear 
sequence is often asked The port pins or the STROBE line 
cannot be specified until Vcc reaches 4 5V and the MC3870 
enters the RESET state Before this, the port pins may stay 
at Vss* rnay track Vcc as it rises, or they may track Vcc 
part way up then return to V$S (ports 4 and 5 will go to Vcc 
once the clocks are running and the MC3870 has sufficient 
Vcc t° properly operate the internal control logic and I/O 
ports) 

EXTERNAL RESET 



When RESET is taken low, the content of the Program 
Counter is pushed to the Stack Register and then the Pro- 
gram Counter and the ICB bit of the W Status Register are 
cleared The original Stack Register content is lost Ports 4, 
5, 6, and 7 are loaded with H '00' The contents of all other 
registers and ports are unchanged or undefined When 
RESET is taken high, the first program instruction is fetched 
from ROM location H '000' When an external reset of the 
MC3870 occurs, P0 is pushed into P and the old contents of 
P are lost It must be noted that an external reset is recog- 
nized at the start of a machine cycle and not necessarily at 
the end of an instruction Thus, if the MC3870 is executing a 
multi-cycle instruction, that instruction is not completed and 
the contents of P upon reset may not necessarily be the ad- 
dress of the instruction that would have been executed next 
It may, for example, point to an immediate operand if the 
reset occurred during the second cycle of an LI or CI instruc- 
tion Additionally, several instructions (JMP, PI, PI, LR, P0, 
Q) as well as the interrupt acknowledge sequence modify P0 
in parts That is, they alter P0 by first loading one part then 
the other and the entire operation takes more than one cycle 
Should reset occur during this modification process the 
value pushed into P will be part of the old P0 (the as yet un- 
modified part) and part of the new P0 (already modified 
part) Thus, care should be taken (perhaps by external 
gating) to insure that reset does not occur at an undesirable 
time if any significance is to be given to the contents of P 
after a reset occurs 

V C C DECOUPLING 

The MC3870 family devices have dynamic circuitry inter- 
nally which requires a good high frequency decoupling 
capacitor to surpress noise on the Vcc line A 01 /iF or 
1 piF ceramic capacitor should be placed between Vcc and 
ground, located physically close to the MC3870 device This 
will reduce noise generated by the MC3870 to about 
70-100 mV on the Vcc line 

TEST LOGIC 

Special test logic is implemented to allow access to the in- 
ternal main data bus for test purposes 

In normal operation, the TEST pin is unconnected or is 
connected to GND When TEST is placed at a TTL level 
(2 V to 2 6 V) port 4 becomes an output of the internal data 
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bus The data appearing on the port 4 pins is logically true 
whereas input data forced on port 5 must be logically false 
When TEST is placed at a high level (6 V to 7 V), the 
ports act as above and additionally the 2K x 8 program ROM 
is prevented from driving the data bus In this mode, 
operands and instructions may be forced externally through 
port 5 instead of being accessed from the program ROM 
When TE ST is in either the TTL state or the high state, 
STROBE ceases its normal function and becomes a machine 
cycle clock (identical to the F8 multi-chip system WRITE 
clock except inverted) 

Timing complexities render the capabilities associated with 
the TEST pin impractical for use in a user's application, but 
these capabilities are thoroughly sufficient to provide a rapid 
method for thoroughly testing the MC3870 



SUPPLEMENTARY NOTES 

The Interrupt Control Bit of the W Status Register is 
automatically reset when an interrupt request is acknow- 
ledgea It is then the programmer's responsibility to deter- 
mine when ICB will again be set (by execution an El instruc- 
tion) This action prevents an interrupt service routine from 
being interrupted unless the programmer so desires 

When reading the Interrupt Control Port (port 6), bit 7 of 
the Accumulator is loaded with the actual logic level being 
applied to tha EXT INT pin, regardless of the status of ICP 
bit 2 (the EX I" INT Active Level bit) This is, if EXT INT is at 



+ 5 V, bit 7 of the Accumulator is set to a logic "1", but, if 
EXT INT is at GND, then Accumulator bit 7 is reset to logic 
"0" 

In the MC3870 (F8 COMPATIBLE) INSTRUCTION SET 
summary, the number of cycles shown are "nominal" 
machine cycles A nominal machine cycle is defined as 4 
clock periods, thus, requiring 2 /xs for a 2 MHz <f> clock fre- 
quency (4 MHz external time-base frequency) 

Also, the summary uses an older nomenclature for register 
names The translation is as follows 

PC0=P0 Program Counter 

PC1 = P Stack Register 

DC0=DC Data Counter 

DC1 = DC1 Auxiliary Data Counter 
The nomenclature is used in order to be consistent with the 
assembly language mnemonics 

For the MC3870, execution of an INS or OUTS instruction 
requires 2 machine cycles for ports and 1 , whereas ports 4 
and 5 require 4 machine cycles 

INSTRUCTION EXECUTION 

This section details the timing and execution of the 
MC3870 instruction set Refer to Figure 20 for a MC3870 Pro- 
gramming Model 
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* These instructions set status 

t The value of the external interrupt input is loaded to Bit 7 of the accumulator (with Bits through 6 loaded with i 

when the instruction 'INS 6' is executed This instruction also sets status 
ttPO, P, DC, and DC1 are 12-bit registers 
NOTE The Instructions PI and PK are shown in two sequential parts (PI 1 , PI 2 and PK 1 , PK 2 ). 



2 

I 

o 



MC3870 



MC3870 INSTRUCTION SET 



ACCUMULATOR GROUP INSTRUCTIONS 



Operation 



Mnemonic 
Op Code 



Operand 



Machine 
Code 



Bytes 



Cycles 
Short Long 



Status Bits 
(2MHz</>) OVR ZERO CRY SIGN 



Add Carry 


LNK 




A— (A) + CRr' 


19 


1 


2 


1/0 


1/0 


1/0 


1/0 


Add Immediate 


Al 


it 


A— (A) + HV 


24n 


2 


1 5 


1/0 


1/0 


1/0 


1/0 


And Immediate 


Nl 


ii 


A— (A)AH'u' 


21n 


2 


1 5 





1/0 





1/0 


Clear 


CLR 




A— H'OO' 


70 


1 


2 


- 


- 


- 


- 


Compare Immediate 


CI 


ii 


HV +(A)+1 


25n 


2 


1 5 


1/0 


1/0 


1/0 


1/0 


Complement 


COM 




A— (A) + H'FF' 


18 


1 


2 





1/0 





1/0 


Exclusive or Immediate 


XI 


n 


A— (A) + HV 


23u 


2 


1 5 





1/0 





1/0 


Increment 


INC 




A— (A)+1 


1F 


1 


2 


1/0 


1/0 


1/0 


1/0 


Load Immediate 


LI 


ii 


A — HV 


20n 


2 


1 5 


- 


- 


- 


- 


Load Immediate Short 


LIS 


i 


A — H'Of 


7i 


1 


2 










OR Immediate 


01 


ii 


A— (A)vH'n' 


22n 


2 


1 5 





1/0 





1/0 


Shift Left One 


SL 


1 


Shift Left 1 


13 


1 


2 





1/0 





1/0 


Shift Left Four 


SL 


4 


Shift Left 4 


15 


1 


2 





1/0 





1/0 


Shift Right One 


SR 


1 


Shift Right 1 


12 


1 


2 





1/0 





1 


Shift Right Four 


SR 


4 


Shift Right 4 


14 


1 


2 





1/0 





1 



I 



BRANCH INSTRUCTIONS In all conditional branches PO— (PO) + 2 if the test condition is not met Execution is complete in 3 short cycles 



Operation 



Mnemonic ~ . _ 

OpCode 0perand Funct,on 



Machine 
Code 



Cycles Status Bits 

Bytes Short Long (2 MHz <t>) OVR ZERO CRY SIGN 



Branch on Carry 
Branch on Positive 
Branch on Zero 
Branch on True 



BC aa 

BP aa 

BZ aa 

BT taa 

TEST CONDITION 



PO— (P0) + 1 + H'aa' 

if CRY=1 

PO— (P0) + 1 + H'aa' 

if SIGN = 1 

PO— (P0) + 1+'Haa' 

if Zero =1 

PO— <P0) + 1 + 'Haa' 

if any test is true 



82aa 
81 aa 





22 


2 


2 


PO— (P0) + 1 + H'aa' 
if SIGN = 


91 aa 


2 


2 






ZERO 


CRY 


SIGN 




Branch if Negative 


8M 




aa 


7 


Branch if No Carry 


BNC 




aa 


PO— (P0)+1 + H'aa' 
if CARRY = 


92aa 


2 


2 


7 


Branch if No Overflow 


BNO 




aa 


PO— (P0) + 1 + H'aa' 
if OVR = 


98aa 


2 


2 


7 


Branch if Not Zero 


BNZ 




aa 


PO— (P0) + 1 + H'aa' 
if ZERO = 


94aa 


2 


2 


7 


Branch if False Test 

T 


BF 
EST CC 


)NDITI( 


taa 
DN 


PO— (P0) + 1 + H'aa' 
if all false test bits 


9taa 


2 


2 


7 




2' 


2' 


2' 


2' 






OVF 


ZERO 


CRY 


SIGN 





Branch if ISAR (Lower) 
*7 



Branch Relative 
Jump* 



BR 
JMP 



PO— (P0) + 1 + H'aa' 

ISARL#7 

PO— (P0) + 2if 

ISARL = 7 

PO— (P0) + 1 + H'aa' 

PO— H'aaaa' 



2 


2 




4 


2 


2 


1 


7 


3 


1 


3 


11 



'Privileged instruction, accumulator contents altered during execution JMP 
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MEMORY REFERENCE INSTRUCTIONS In all Memory Reference Instructions, the Data Counter is incremented DC~(DC) + 1 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine 
Code 



Bytes 



Cycles Status Bits 

Short Long (2 MHz 4>) OVR ZERO CRY SIGN 



Add Binary 


AM 


A — (AJ + UDC)] 


88 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


Add Decimal 


AMD 


A— (A) + [(DC)]. 
BCD Adjust 


89 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


AND 


NM 


A<— (A)Al(DC)] 


8A 1 


1 1 5 





1/0 





1/0 


Compare 


CM 


[(DC)] + (A)+1 


8D 1 


1 1 5 


1/0 


1/0 


1/0 


1/0 


Exclusive OR 


XM 


A— (A)el(DC)] 


8C 1 


1 1 5 





1/0 





1/0 


Load 


LM 


A— [(DC)] 


16 1 


1 1 5 


- 


- 


- 


- 


Logical OR 


OM 


A— (AM(DC)l 


8B 1 


1 1 5 





1/0 





1/0 


Store 


ST 


A— [(DO) 


17 1 


1 1 5 


- 


- 


- 


- 



ADDRESS REGISTER GROUP INSTRUCTIONS 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine 
Code 



Bytes 



Cycles 
Short Long 



Status Bits 
(2 MHz <t>) OVR ZERO CRY SIGN 



Add to Data Counter 


ADC 




DC— (DC) + (A) 


8E 


Call to Subroutine* 


PK 




POU — (r12), 
POL— (r13), 
P — (P0) 


0C 


Call to Subroutine 
Imirediate* 


PI 


aaaa 


P — (P0), 
P0— H'aaaa 


28aaaa 


Exchange DC 
Load Data Counter 


XDC 
LR 


DC, Q 


(DO — (DC!) 
DCU — (r14), 
DCL — (r15) 


2C 
OF 


Load Data Counter 


LR 


DC, H 


DCU — (rIO). 

DCL— (r11) 


10 


Load DC Immediate 


DCI 


aaaa 


DC H'aaaa' 


2Aaaaa 


Load Program Counter 


LR 


P0, Q 


POU — (r14), 
POL — (r15) 


OD 


Load Stack Register 


LR 


P, K 


PU — (r12). 
PL-M3) 


09 


Return from 
Subroutine* 


POP 




P0— (P) 


1C 


Store Data Counter 


LR 


Q, DC 


r14 — (DCU), 
r15 — (DCL) 


OE 


Store Data Counter 


LR 


H, DC 


r10 — DCU, 
r11 — (DCL) 


11 


Store Stack Register 


LR 


K, P 


r12— <PU), 
r13 — (PL) 


08 




SCRATCHPAD REGISTER INSTRUCTIONS (Refer to Scratchpad Addressing Modes) 



Operation 



Mnemonic 
Op Code 



Operand Function 



Machine 
Code 



Bytes 



Cycles 
Short Long 



Status Bits 
(2 MHz <*>) OVR ZERO CRY 



Add Binary 


AS 


r 


A — (A) + (r) 


Cr 


Add Decimal 


ASD 


r 


A— (A) + (r) 


Dr 


Decrement 


DS 


r 


r — (r) + H'FF' 


3r 


Load 


LR 


A, r 


A — (r) 


4r 


Load 


LR 


A, KU 


A — (M2) 


00 


Load 


LR 


A, KL 


A— (r13) 


01 


Load 


LR 


A, QU 


A — <r14) 


02 


Load 


LR 


A, QL 


A — (r15) 


03 


Load 


LR 


r, A 


r— (A) 


5r 


Load 


LR 


KU, A 


r12 — (A) 


04 


Load 


LR 


KL, A 


r13— (A) 


05 


Load 


LR 


QU, A 


r14— (A) 


06 


Load 


LR 


QL, A 


r15— (A) 


07 


AND 


NS 


r 


A — (A)A(r) 


Fr 


Exclusive OR 


XS 


r 


A — (A) + (r) 


Er 



2 


1/0 


1/0 


1/0 


1/0 


4 


1/0 


1/0 


1/0 


1/0 


3 
2 
2 
2 
2 
2 


1/0 


1/0 


1/0 


1/0 


2 
2 
2 
2 
2 
2 





1/0 





1/0 


2 





1/0 





1/0 



"Privileged instruction, accumulator contents altered during execution of PI instruction 
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MISCELLANEOUS INSTRUCTIONS 



1 



Operation 


Mnemonic 
Op Code 


Operand 


Function 


Machine 
Code 


Bytes 


Cycles 
Short Long 


(2 MHz <j>) OVR 


Status Bits 
ZERO CRY 


SIGN 


Disable Interrupt 


Dl 




Reset ICB 


1A 


1 


1 




2 


- 


- 


- 


- 


Enable Interrupt* 


El 




Set ICB 


1B 


1 


1 




2 


- 


- 


- 


- 


Input 


IN 


04,05,06,07 


A— (Input Port aa) 


26aa 


2 


1 


2 


8 





1/0 





1/0 


Input Short 


INS 


0, 1 


A«- (Input Port 
Oor 1) 


A0,A1 


1 


2 




4 





1/0 





1/0 


Input Short 


INS 


4,5,6,7 


A— (Input Port a) 


Aa 


1 


1 


2 


8 





1/0 





1/0 


Load ISAR 


LR 


IS, A 


IS~(A) 


0B 


1 


1 




2 


- 


- 


- 


- 


Load ISAR Lower 


LISL 


bbb 


ISL — bbb 


6(0bbb)*" 


1 


1 




2 


- 


- 


- 


- 


Load ISAR Upper 


LISU 


bbb 


ISU^bbb 


6(1bbb)"* 


1 


1 




2 


- 


- 


- 


- 


Load Status Register" 


LR 


W,J 


W-(r9) 


1D 


1 


2 




4 


1/0 


1/0 


1/0 


1/0 


No Operation 


NOP 


$ 


P0—(P0) + 1 


2B 


1 


1 




2 


- 


- 


- 


- 


Output" 


OUT 


04,05,06,07 Output Port 
aa—(A) 


27aa 


2 


1 


2 


8 


- 


- 


- 


- 


Output Short 


OUTS 


0, 1 


Output Port 
Oor 1 — (A) 


B0,B1 


1 


2 




4 


- 


- 


- 


- 


Output Short 


OUTS 


4,5,6,7 


Output Port a*- (A) 


Ba 


1 


1 


2 


8 


- 


- 


- 


- 


Store ISAR 


LR 


A, IS 


A— (IS) 


0A 


1 


1 




2 


- 


- 


- 


- 


Store Status Reg 


LR 


J,W 


r9~(W) 


1E 


1 


1 




2 


- 


- 


- 


- 



"Privileged instruction 
**b= 1-bit immediate operand 



NOTES 

Lower case denotes variables specified by programmer 

Function Definitions 

— is replaced by 

( ) the contents of 

( ) Binary "1s" complement of 

+ Arithmetic Add (Binary or Decimal) 

© Logical "OR" exclusive 

A Logical "AND" 

v Logical "OR" inclusive 

H" Hexadecimal digit 

[( )] Contents of memory specified by ( ) 

a Address Variable (four bits) 

A Accumulator 

b One bit immediate operand 

DC Data Counter (Indirect Address Register) 

DC1 Data Counter 1 (Auxiliary Data Counter) 

DCL Least significant 8 bits of Data Counter Addressed 

DCU Most significant 8 bits of Data Counter Addressed 

H Scratchpad Register 10 and 11 

i Immediate operand (four bits) 

ICB Interrupt Control Bit 

IS Indirect Scratchpad Address Register 

ISL Least Significant 3 bits of ISAR 

ISU Most Significant 3 bits of ISAR 

J Scratchpad Register 9 

K Registers 12 and 13 



KL Register 13 

KU Register 12 

P0 Program Counter 

POL Least Significant 8 Bits of Program Counter 

P0U Most Significant 8 bits of Program Counter 

P Stack Register 

PL Least Significant 8 bits of Program Counter 

PU Most Significant 8 bits of Active Stack Register 

Q Registers 14 and 15 

QL Reigster 15 

QU Register 14 

r Scratchpad Register (any address through B) 

(See Below) 

W Status Register 

Scratchpad Addressing Modes Using IS. (r*0 through B) 

r= H'C Register Addressed by IS is (Unmodified) 

r= H'D' Register Addressed by IS is Incremented 

r= H'F' Register Addressed by IS is Decremented 

r=H'F' Illegal OP Code 
Status Register 

— No change in condition 

1/0 is set to "1" or "0" depending on conditions 

CRY Carry Flag 

OVR Overflow Flag 

SIGN Sign of Result Flag 

ZERO Zero Flag 
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ORDERING INFORMATION 

The following information is required when ordering a 
custom MCU This information may be transmitted to 
Motorola in the following media 

PROM(s) MCM2716s or MCM2708s 

MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative 

PROMs - The MCM2708 or MCM2716 type PROMs, pro- 
grammed with the customer program (positive logic sense 
for address and data), may be submitted for pattern genera- 
tion The PROMs must be clearly marked to indicate which 
PROM corresponds to which address space (000-3FF HEX), 
(400-7FF) or (000-7FF) See Figure 21 for recommended 
marking procedure 

After the PROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 

FIGURE 21 - PROM MARKING 





xxx = Customer 

VERIFICATION MEDIA 

All original pattern media (PROMs or Floppy Disk) are filed 
for contractual purposes and are not returned A computer 
listing of the ROM code will be generated and returned along 



with a listing verification form The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program a blank 
2716 EPROM (supplied by the customer) from the data tile 
used to create the custom mask to aid in the verification pro- 
cess 



ROM VERIFICATION UNITS 

Ten MC3870s containing the customer's ROM pattern will 
be sent for program verification These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The floppies are not to be returned by 
Motorola as they are used for archival storage The minimum 
MDOS system files must De on the disk as well as the ab- 
solute binary object file Unename LO type of file) from the 
MC3870 cross assembler An object file made from a 
memory dump using the ROLLOUT command is also ad- 
missable Consider submitting a source listing as well as the 
following files filename LX (EXORciser® loadable format) 
and filename SA (ASCII Source Code) These files will of 
course be kept confidential and are used 1) to speed up the 
process in house if any problems arise, and 2) to speed up 
our customer to factory interface if a user finds any software 
errors and needs assistance quickly from the factory 
representatives 

MDOS is Motorola's Disk Operating System available on 
development svstems such as EXORcisers, or EXORsets, 
etc 
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Date . 



Customer Name « 
Address . 
City 



Country - 
Phone _ 



MC3870 ORDERING INFORMATION 

____ Customer PO Number _______ 



.Zip. 



Customer Part Number « 




Options 


Reset 


Puiiup CD 




No 


Puiiup CD 




External Interrupt 


Puiiup CD 




No Puiiup CD 


Port Options 


Standard TTL 


Open Drain 






Direct Drive 


P4-0 


CD 


CD 






CD 


P4-1 


a 


CD 






CD 


P4-2 


CD 


CD 






CD 


P4-3 


CD 


CD 






CD 


P4-4 


CD 


CD 






CD 


P4-5 


CD 


CD 






CD 


P4-6 


CD 


CD 






CD 


P4-7 


CD 


CD 






CD 


P5-0 


CD 


CD 






CD 


P5-1 


CD 


CD 






CD 


P5-2 


CD 


CD 






CD 


P5-3 


CD 


CD 






CD 


P5-4 


CD 


CD 






CD 


P5-5 


CD 


CD 






CD 


P5-6 


CD 


CD 






CD 


P5-7 


CD 


CD 






CD 


Pattern Media 












CD PROMs (MCM2716 or MCM2708) 

(Customer can send in two extra PROMs, 
Motorola will program the customer's 
code on these PROMs for code verification 




CD 


Floppy Disk 

OthPr 





Clock Mode . 
Clock Freq « 



Temp Range - 



CD XTAL CD RC CZJ LC CD External 



CD 0-70 °C 



Marking Information (12 Characters Maximum) 



NOTE All other media requires prior factory approval 
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8-BIT MICROPROCESSING UNIT (MPU) 

The MC6800 is a monolithic 8-bit microprocessor forming the central 
control function for Motorola's M6800 family. Compatible with TTL, the 
MC6800, as with all M6800 system parts, requires only one +5 0-volt 
power supply, and no external TTL devices for bus interface. 

The MC6800 is capable of addressing 64K bytes of memory with its 
16-bit address lines The 8-bit data bus is bidirectional as well as three- 
state, making direct memory addressing and multiprocessing applica- 
tions realizable. 

• 8-Bit Parallel Processing 

• Bidirectional Data Bus 

• 16-Bit Address Bus - 64K Bytes of Addressing 

• 72 Instructions — Variable Length 

• Seven Addressing Modes — Direct, Relative, Immediate, Indexed, 
Extended, Implied and Accumulator 

• Variable Length Stack 

• Vectored Restart 

• Maskable Interrupt Vector 

• Separate Non-Maskable Interrupt - Internal Registers Saved in 
Stack 

• Six Internal Registers - Two Accumulators, Index Register, 
Program Counter, Stack Pointer and Condition Code Register 

• Direct Memory Addressing (DMA) and Multiple Processor 
Capability 

• Simplified Clocking Characteristics 

• Clock Rates as High as 2.0 MHz 

• Simple Bus Interface Without TTL 

• Halt and Single Instruction Execution Capability 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6800, MC68A00, MC68B00 
MC6800C, MC68A00C 


T A 


T L toT H 

Oto +70 

- 40 to + 85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL RESISTANCE 



Rating 


Symbol 


Value 


Unit 


Plastic Package 
Cerdip Package 
Ceramic Package 


0JA 


100 
60 
50 


°C/W 



This device contains circuitry to protect the inputs against damage due to high 
static voltages or electrical fields, however, it is advised that normal precautions 
be taken to avoid application of any voltage higher than maximum-rated 
voltages to this high-impedance circuit Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic voltage (e g , either V$s or Vcc> 



MC6800 

(1.0 MHz) 

MC68A00 

(1.5 MHz) 

MC68B00 

(2.0 MHz) 



MOS 

(N-CHANNEL, SIUCON-GATE, 
DEPLETION LOAD) 

MICROPROCESSOR 




S SUFFIX 

CERDIP PACKAGE 



P SUFFIX 

PLASTIC PACKAGE 



L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



PIN ASSIGNMENT 



VssE 
halt[ 

TTOC 
vmaC 

NMlE 
BA[ 

vcct 

A0[ 

A1[ 

A2[ 

A3[ 

A4[ 

A5[ 

A6[15 

A7C 16 

A8[17 

A9[ 18 
A10l 19 
A11[ 20 



"V/" 



40 J RESET 
39 ]TSC 
38 ]N C 
37 3*2 
36 ]DBE 
35 ]N C 
34 ]R/W 
33 ] DO 
32 ]D1 
3D2 
3D3 
3D4 
]D5 
]D6 
3D7 
3A15 
3A14 
3A13 
3A12 
3VSS 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

tj = t a +(Pd»0ja) (1) 

Where: 

Ta = Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
P D *P|NT+PPORT 

P|NT* ICC X VCC» Watts - Chip Internal Power 
PpORf^Port Power Dissipation, Watts — User Determined 
For most applications PpfjRT^PlNT ar »d can De neglected. PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is: 

PD=K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd*'(Ta + 273°C) + 0ja«Pd 2 <3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta- Using this value of K the values of Pp and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 

DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc, ±5%, Vss = 0, Ta=T l to Th unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage Logic 


V|H 
V IHC 


VsS + 20 
Vcc-0 6 


- 


vcc 

Vcc+0 3 


V 


Input Low Voltage Logic 

</>1,02 


V|L 
VlLC 


VsS-03 
Vss-03 


_ 


Vss + 08 
Vss+04 


V 


Input Leakage Current 
(V !n = 0to5 25V,V C c=Max) Logic 
(V in = to 5.25 V, V C c = 0Vto5 25V) 01,02 


l.n 


- 


1 


25 
100 


ma 


Three-State Input Leakage Current D0-D7 
(V in = 0.4to2 4V,V C C=Max) A0-A15, R/W 


iiz 


— 


20 


10 
100 


ma 


Output High Voltage 
u Load = -205 M A, V C C=Mm) D0-D7 
<'Load= - 145ftA, VfjC= Mm) A0-A15, R/W, VMA 
(lLoad=-100/iA,Vcc=Min) BA 


VOH 


Vss+24 
Vss+24 
Vss+24 


- 


- 


V 


Output Low Voltage (lLoad= 1.6 mA, Vcc= Mm) 


vol 


- 


- 


Vss+04 


V 


Internal Power Dissipation (Measured at Ta = T|_) 


pint 


- 


05 


1 


w 


Capacitance 
(V in = 0,TA = 25°C,f=1.0MHz) 01 

02 

D0-D7 

Logic Inputs 

A0-A15, R/W, VMA 


Cm 
c out 


- 


25 
45 
10 
65 


35 
70 
12 5 
10 
12 


PF 
pF 



CLOCK TIMING (Vcc = 5 V. ±5%, VSS = 0> Ta=T|_ to Th unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Frequency of Operation MC6800 

MC68A00 
MC68B00 


f 


0.1 
01 
0.1 


- 


1.0 
1 5 
2.0 


MHz 


Cycle Time (Figure 1) MC6800 

MC68A00 
MC68B00 


tcyc 


1 000 
0.666 
0.500 


- 


10 
10 
10 


/ts 


Clock Pulse Width 01 , 02 - MC6800 
(Measured at V C c -0.6 V) 01,02 - MC68A00 

01,02- MC68B00 


PW^H 


400 
230 
180 


- 


9500 
9500 
9500 


ns 


Total 01 and 02 Up Time MC6800 

MC68A00 
MC68B00 


tut 


900 
600 
440 


- 


- 


ns 


Rise and Fall Time (Measured between Vss + 0.4 and Vcc -0.6) 


tr.tf 


- 


- 


100 


ns 


Delay Time or Clock Separation (Figure 1) 
(Measured at Vqv = Vss + 0.6 V@t r =tf£l00 ns) 
(Measured at Vqv = Vss+ 10 V@t r = tf^35 ns) 


td 






- 


9100 
9100 


ns 
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FIGURE 1 - CLOCK TIMING WAVEFORM 

T cyc - 




READ/WRITE TIMING (Reference Figures 2 through 6, 8, 9, 11, 12 and 13) 



Characteristic 


Symbol 


MC6800 


MC68A00 


MC68B00 


Unit 


Min 


Typ 


Max 


Min 


Typ 


Max 


Min 


Typ 


Max 


Address Delay 
C = 90pF 
C = 30pF 


tAD 




- 


270 
250 


- 


- 


180 
165 


- 


- 


150 
135 


ns 


Peripheral Read Access Time 
tacc = t ut -(tAD + tDSR> 


tacc 


605 


- 


- 


400 


- 


- 


290 


- 


- 


ns 


Data Setup Time (Read) 


tDSR 


100 


- 


- 


60 


- 


- 


40 


- 


- 


ns 


Input Data Hold Time 


tH 


10 


- 


- 


10 


- 


- 


10 


- 


- 


ns 


Output Data Hold Time 


tH 


10 


25 


- 


10 


25 


- 


10 


25 


- 


ns 


Address Hold Time (Address, R/W, VMA) 


tAH 


30 


50 


- 


30 


50 


- 


30 


50 


- 


ns 


Enable High Time for DBE Input 


tEH 


450 


- 


- 


280 


- 


- 


220 


- 


- 


ns 


Data Delay Time (Write) 


*DDW 


- 


- 


225 


- 


- 


200 


- 


- 


160 


ns 


Processor Controls 
Processor Control Setup Time 
Processor Control Rise and Fall Time 
Bus Available Delay 
Three-State Enable 
Three-State Delay 

Data Bus Enable Down Time During 01 Up Time 
Data Bus Enable Rise and Fall Times 


tpcs 

tPCr. tpcf 
*BA 
tTSE 
tTSD 
tDBE 
tDBEr- tQBEf 


200 
150 


- 


100 
250 
40 
270 

25 


140 
120 


- 


100 
165 
40 
270 

25 


110 
75 


- 


100 
135 
40 
220 

25 


ns 




FIGURE 2 - READ DATA FROM MEMORY OR PERIPHERALS 

„ Start of Cycle 



ERM 



Address 2.4 V 
From MPU Q.4 V 

2.4 V 



Data 
From Memory 
or Peripherals 

Data Not Valid 
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FIGURE 3 - WRITE IN MEMORY OR PERIPHERALS 









t 










CVC 


- 




to j 


04 V 


"A 


-04 V 


— 








<te \ 


/ 


\ 






— *AD - 








R/W 

0.4 V 


.^ 










-— 


^ t - t AH 


Address 2.4 V 
From MPU 0.4 V_ 


J§^X^ 




m~ 




-rrr.ViRrrrd 






2.4 V 

VMA 


— *AD - 








r*^ 







2.0 V 
-0.8 V 



-tDBEf. 



Data 
From MPU 



E M^ 



Data Not Valid 



/ 




1 



^ 



FIGURE 4 - TYPICAL DATA BUS OUTPUT DELAY 
versus CAPACITIVE LOADING (T DD w) 



lOH 


=-205 /iA max @ 2.4 V 
















" l0L = 1 b mA max <9> u.4 v 
- Vcc - 5.0 V 
















lA = 25°C 
































































































































































































































C|_ includes stray capacitance 



200 300 400 

Cl, LOAD CAPACITANCE (pF) 



FIGURE 5 - TYPICAL READ/WRITE, VMA, AND ADDRESS 
OUTPUT DELAY versus CAPACITIVE LOADING (T A d) 



bUU 


lOH 


=-145AiAmax@24V 


















"l0L = 1 bmAmaxiffUl 
. Vcc = 5.0 V 
T A = 25°C i 


V 
















bUU 












































4UU 












































-VMA 








300 


















I 




























i\ 




^UU 






























■"""" , 






















IUU 


























n 
















Cl includes stray capacitance 



200 300 400 

Cl, LOAD CAPACITANCE (pF) 
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R L = 2.2 kft 



Test Point O 




FIGURE 6 - BUS TIMING TEST LOADS 



C= 130 pF for D0-D7, E 

= 90 pF for A0-A15, R/W, and VMA 

(Except t AD2 ) 
= 30 pF for A0-A15, R/W, and VMA 

(t A D2 only) 
= 30 pF for BA 
R = 11 7 kft for D0-D7 

= 16 5 kn for A0-A15, R/W, and VMA 
= 24 k£l for BA 



TEST CONDITIONS 

The dynamic test load for the Data Bus is 
130 pF and one standard TTL load as> shown. 
The Address, R/W, and VMA outputs are tested 
under two conditions to allow optimum opera- 
tion in both buffered and unbuffered systems. 
The resistor (R) is chosen to insure specified 
load currents during V OH measurement. 

Notice that the Data Bus lines, the Address 
lines, the Interrupt Request line, and the DBE 
line are all specified and tested to guarantee 
4 V of dynamic noise immunity at both 
"1" and "0" logic levels. 



FIGURE 7 - EXPANDED BLOCK DIAGRAM 



A15 A14 A13 A12 A11 A10 A9 A8 
25 24 23 22 20 19 18 17 



A7 A6 A5 A4 A3 A2 A1 
16 15 14 13 12 11 10 



AO 
9 



t t t t t t t t t t H M t t 




Output 
Buffers 



Clock, <*>1 


3 


Clock, 02 


37 


RESET 


40 


Non-Maskable Interrupt 


6 


HALT 


2 


Interrupt Request 


4 


Three-State Control 


39 


Data Bus Enable 


36 


Bus Available 


7 


Valid Memory Address 


5 


Read/Write, R/W 


34 



Instruction 
Decode 

and 
Control 



Program 
Counter , 



Stack 



,r H 



Instruction 
Register 



Data 
Buffer 



Vss=Pms1,21 



mum 

26 27 28 29 30 31 32 33 
D7 D6 D5 D4 D3 D2 D1 DO 



Output 
Buffers 



Program 
Counter 



Index 
Register . 



Accumulator 
A 



Accumulator 
B 



Condition 

Code 
Register 



X 
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MPU SIGNAL DESCRIPTION 



Proper operation of the MPU requires that certain control 
and timing signals be provided to accomplish specific func- 
tions and that other signal lines be monitored to determine 
the state of the processor. 

Clocks Phase One and Phase Two (01, 02) - Two pins 
are used for a two-phase non-overlapping clock that runs at 
the Vcc voltage level. 

Figure 1 shows the microprocessor clocks. The high level 
is specified at Vihc and the low level is specified at V||_C 
The allowable clock frequency is specified by f (frequency). 
The minimum 01 and 02 high level pulse widths are specified 
by PW^h (pulse width high time) To guarantee the required 
access time for the peripherals, the clock up time, %, is 
specified. Clock separation, td, is measured at a maximum 
voltage of Vov (overlap voltage). This allows for a multitude 
of clock variations at the system frequency rate. 



Address Bus (A0-A15) — Sixteen pins are used for the ad- 
dress bus. The outputs are three-state bus drivers capable of 
driving one standard TTL load and 90 pF When the output is 
turned off, it is essentially an open circuit. This permits the 
MPU to be used in DMA applications Putting TSC in its high 
state forces the Address bus to go into the three-state mode 

Data Bus (D0-D7) — Eight pins are used for the data bus 
It is bidirectional, transferring data to and from the memory 
and peripheral devices. It also has three-state output buffers 
capable of driving one standard TTL load and 130 pF Data 
Bus is placed in the three-state mode when DBE is low. 

Data Bus Enable (DBE) — This level sensitive input is the 
three-state control signal for the MPU data bus and will 
enable the bus drivers when in the high state. This input is 
TTL compatible; however in normal operation, it would be 
driven by the phase two clock. During an MPU read cycle, 
the data bus drivers will be disabled internally. When it is 
desired that another device control the data bus, such as in 
Direct Memory Access (DMA) applications, DBE should be 
held low. 

If additional data setup or hold time is required on an MPU 
write, the DBE down time can be decreased, as shown in 
Figure 3 (DBE* 02). The minimum down time for DBE is 
tDBE as shown. By skewing DBE with respect to E, data 
setup or hold time can be increased 

Bus Available (BA) - The Bus Available signal will nor- 
mally be in the low state; when activated, it will go to the 
high state indicating that the microprocessor has stopped 
and th at the address bus is available. This will occur if the 
HALT line is in the low state or the processor is in the WAIT 
state as a result of the execution of a WAIT instruction. At 
such time, all three-state output drivers will go to their off 
state and other outputs to their normally inactive level. The 
processor is removed from the WAIT state by the occurrence 
of a maskable (mask bit I = 0) or nonmaskable interrupt. This 
output is capable of driving one standard TTL load and 
30 pF. If TSC is in the high state, Bus Available will be low. 

Read/Write (R/W) - This TTL compatible output signals 
the peripherals and memory devices wether the MPU is in a 



Read (high) or Write (low) state. The normal standby state of 
this signal is Read (high). Three-State Control going high will 
turn Read/Write to the off (high impedance) state. Also, 
when the processor is halted, it will be in the off state. This 
output is capable of driving one standard TTL load and 
90 pF. 



RESET - The RESET input is used to reset and start the 
MPU from a power down condition resulting from a power 
failure or initial start-up of the processor. This level sensitive 
input can also be used to reinitialize the machine at any time 
after start-up. 

If a high level is detected in this input, this will signal the 
MPU to begin the reset sequence. During the reset se- 
quence, the contents of the last two locations (FFFE, FFFF) 
in memory will be loaded into the Program Counter to point 
to the beginning of the reset routine. During the reset 
routine, the interrupt mask bit is set and must be cleared 
unde r progr am cont rol before the MPU can be interrupted by 
IRQ. While RESET is low (assuming a minimum of 8 clock 
cycles have occurred) the MPU output signals will be in the 
following sta_tes: VMA = low, BA = low, Data Bus = high im- 
pedance, R/W = high (read state), and the Address Bus will 
contain the reset addre ss FFFE . Figure 8 illustrates a power 
up sequence using the RESET control line. After the power 
supply reaches 4.75 V, a minimum of eight clock cycles are 
required for the processor to stabilize in preparation for 
restarting During these eight cycles, VMA will be in an in- 
determinate state so any devices that are enabled by VMA 
which could accept a false write during this time (such as 
battery-backed RAM) must be disabled until VMA is forced 
low after eight cycles RESET can go high asynchronously 
with the system clock any time after the eighth cycle. 



RESET timing is shown in Figure 8 The maximum r ise and 
fall transition times are specified by tprjr and tpcf If RESET 
is high at tpcs (processor control setup time), as shown in 
Figure 8, in any given cycle then the re start se quence will 
begin on the next cycle as shown The RESET control line 
may also be used to reinitialize the MPU system at any time 
during its operation This is accomplished by pulsing RESET 
low for the duratio n of a minimum of three complete 02 
cycles. The RESET pulse can be completely asynchronous 
with the MPU system clock and will be recognized during 02 
if setup time tpcs is met. 

Interrupt Request (IRQ) - This level sensitive input re- 
quests that an interrupt sequence be generated within the 
machine. The processor will wait until it completes the cur- 
rent instruction that is being executed before it recognizes 
the request. At that time, if the interrupt mask bit in the Con- 
dition Code Register is not set, the machine will begin an in- 
terrupt sequence The Index Register, Program Counter, Ac- 
cumulators, and Condition Code Register are stored away on 
the stack. Next, the MPU will respond to the interrupt re- 
quest by setting the interrupt mask bit high so that no further 
interrupts may occur. At the end of the cycle, a 16-bit ad- 
dress will be loaded that points to a vectoring address which 
is located in memory locations FFF8 and FFF9. An address 
loaded at these locations causes the MPU to branch to an in- 
terrupt routine in memory. Interrupt timing is shown in 
Figure 9. 
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The HALT line must be in the high state for interr upts to 
be serviced. Interrupts will be latched internally while HALT 
is low. 

The IRQ has a high-impedance pullup device internal to 
the chip; however, a 3 kfl external resistor to Vcc should be 
used for wire-OR and optimum control of interrupts. 

Non-Maskable Interrupt (NMD and Wait for Interrupt 
(WAI) - The MC6800 is capable of handling two types of in- 
terrupts, maska ble (IRQ) as described earlier, an d no n- 
maskable (NMD which is an edge sensitive input. IRQ is 
mask able b y the interrupt mask in the condition code register 
while NMI is not maskable The handling of these interrupts 
by the MPU is the same except that each has its own vector 
address The behavior of the MPU when interrupted is 
shown in Figure 9 which details the MPU response to an in- 
terrupt while the MPU is executing the cont rol program The 
interrupt shown could be either IRQ or NMI and can be asyn- 
chronous with respect to <f>2 The interrupt is shown going 
low at time tpcs m cycle #1 which precedes the first cycle of 
an instruction (OP code fetch). This instruction is not ex- 
ecuted but instead the Program Counter (PC), Index 
Register (IX), Accumulators (ACCX), and the Condition 
Code Register (,CCR) are pushed onto the stack. 

The Interrupt Mask bit is set to prevent further interrupts. 
The address of the inter rupt service routine is then fetched 
from FFFC, FFFD for an NMI interrupt and from FFF8, FFF9 
for an IRQ interrupt. Upon completion of the interrupt ser- 
vice routine, the execution of RTI will pull the PC, IX, ACCX, 
and CCR off the stack; the Interrupt Mask bit is restored to 
its condition prior to Interrupts (see Figure 10) 

Figure 11 is a similar interrupt sequence, except in this 
case, a WAIT instruction has been executed in preparation 
for the interrupt. This technique speeds up the MPU's 
response to the interrupt because the stacking of the PC, IX, 
ACCX, and the CCR is already done While the MPU is 
waiting for the interrupt, Bus Available will go high in- 
dicating the following states of the control lines VM A is low, 
and the Address Bus, R/W and Data Bus are all in the high 
impedance state. After the interrupt occurs, it is serviced as 
previously described. 

A 3-10 kQ external resistor to Vcc should be used for wire- 
OR and optimum control of interrupts. 

MEMORY MAP FOR INTERRUPT VECTORS 



Vector 


Description 


MS 


LS 


FFFE 


FFFF 


Reset 


FFFC 


FFFD 


Non-Maskable Interrupt 


FFFA 


FFFB 


Software Interrupt 


FFF8 


FFF9 


Interrupt Request 



Refer to Figure 10 for program flow for Interrupts 

Three-State Control (TSC) - When the level sensitive 
Three-State Cojrtrol (TSC) line is a logic "1", the Address 
Bus and the R/W line are placed in a high-impedance state. 
VMA and BA are forced low when TSC = "1" to prevent 
false reads or writes on any device enabled by VMA. ft is 
necessary to delay program execution while TSC is held 
high. This is done by insuring that no transitions of 01 (or 02) 
occur during this period. (Logic levels of the clocks are irrele- 
vant so long as they do not change). Since the MPU is a 
dynamic device, the 01 clock can be stopped for a maximum 



time PW^h without destroying data within the MPU TSC 
then can be used in a short Direct Memory Access (DMA) 
application. 

Figure 12 shows the effect of TSC on the MPU TSC must 
have its transitions at tjSE (three-state enable) while holdin£ 
01 high and 02 low as shown The Address Bus and R/W 
line will reach the high-impedance state at tjSD (three-state 
delay), with VMA being forced low. In this example, the 
Data Bus is also in the high-impedance state while 02 is be- 
ing held low since DBE = 02. At this point in time, a DMA 
transfer could occur on cycles #3 and #4. When TSC is 
returned low, the MPU Address and R/W lines return to the 
bus. Because it is too late in cycle #5 to access memory, this 
cycle is dead and used for synchronization Program execu- 
tion resumes in cycle #6 

Valid Memory Address (VMA) - This output indicates to 
peripheral devices that there is a valid address on the address 
bus. In normal operation, this signal should be utilized for 
enabling peripheral interfaces such as the PIA and ACIA 
This signal is not three-state. One standard TTL load and 
90 pF may be directly driven by this active high signal. 

HALT - When this level sensitive input is in the low state, 
all activity in the machine will be halted This input is level 
sensiti ve. 

The HALT line provides an input to the MPU to al low co n- 
trol of program execution by an outside source. If HALT is 
high, the MPU will execute the instructions, if it is low, the 
MPU will go to a halted or idle mode. A response signal, Bus 
Available (BA) provides an indication of the current MPU 
status. When BA is low, the MPU is in the process of ex- 
ecuting the control program; if BA is high, the MPU has 
halted and all internal activity has stopped 

When BA is high, the Address Bus, Data Bus, and R/W 
line will be in a high-impedance state, effectively removing 
the MPU from the system bus VMA is forced low so that the 
floating system bus will not activate any device on the bus 
that is enabled by VMA. 

While the M PU is h alted , all program activity is stopped, 
and if either an NMI or IRQ interrupt occurs, it will be latched 
into the MPU and acted on as so on as the MPU is taken out 
of the halted mode. If a RESET command occurs while the 
MPU is halted', the following states occur- VMA=low, 
BA = low, Data Bus = high impedance, R/W = high (read 
state), and the Address Bus will co ntain ad dress FFFE as 
long as RESET is low As soon as the RESET line goes high, 
the MPU will go to locations FFFE and FFFF for the address 
of the reset routine 

Figure 13 shows the timing relationships involved when 
halting the MPU. The instruction illustr ated is a one byte, 2 
cycle instruction such as CLRA. When HALT goes low, the 
MPU will, halt after complet ing exe cution of the current in- 
struction. The transition of HALT- must occur tpcs before 
the trailing edge of 1 of th e last cycle of an instruction 
(point A of Figure 13). HALT must not go low any time later 
than the minmum tpcs specified 

The fetch of the OP co de by the MPU is the first cycle of 
the instruction. If HALT had not been low at Point A but 
went low during 02 of that cycle, the MPU would have 
halted after completion of the following instruction. BA will 
go high by time tBA (bus available delay time) after the last 
instruction cycle. At this point in time, VMA is low and R/W, 
Address Bus, and the Data Bus are in the high-impedance 
state. 



4-62 



MC6800«MC68A00«MC68B00 



To debug programs it is advantageous to step through 
programs instruction by instruction. To do this, HALT must 
be brought high for one MPU cycle and then returned low as 
shown at point B of Figure 13 Again, the transitions of 
HALT must occur tpcs before the trailing edge of 01 BA 
will go low at tBA a ^ er tne leading edge of the nevt 01, irv_ 
dicatmg that the Address Bus, Data Bus, VMA and R/W 



lines are back on the bus. A single byte, 2 cycle instruction 
such as LSR is used for this example also. During the first cy- 
cle, the instruction Y is fetched from address M + 1. BA 
returns high at tBA on the last cycle of the instruction in- 
dicating the MPU is off the bus. If instruction Y had been 
three cycles, the width of the BA low time would have been 
increased by one cycle 



FIGURE 10 - MPU FLOW CHART 
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Reset is recognized at any position in the flowchart 

Instructions which affect the l-Btt act upon a one-bit buffer register, 

"ITMP " This has the effect of delaying any CLEARING of the l-Bit one 

clock time. Setting the l-Bit, however, is not delayed 

See Tables 6-11 for details of Instruction Execution 
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FIGURE 11 - WAIT INSTRUCTION TIMING 
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FIGURE 13 - HALT AND SINGLE INSTRUCTION EXECUTION FOR SYSTEM DEBUG 
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MPU REGISTERS 



The MPU has three 16-bit registers and three 8-bit 
registers available for use by the programmer (Figure 14) 

Program Counter - The program counter is a two byte 
(16 bits) register that points to the current program address. 

Stack Pointer — The stack ponter is a two byte register 
that contains the address of the next available location in an 
external push-down/ pop-up stack This stack is normally a 
random access Read/Write memory that may have any loca- 
tion (address) that is convenient. In those applications that 
require storage of information in the stack when power is 
lost, the stack must be nonvolatile. 

Index Register — The index register is a two byte register 
that is used to store data or a sixteen bit memory address for 
the Indexed mode of memory addressing 

Accumulators - The MPU contains two 8-bit ac- 
cumulators that are used to hold operands and results from 
an arithmetic logic unit (ALU). 

Condition Code Register — The condition code register in- 
dicates the results of an Arithmetic Logic Unit operation: 
Negative (N), Zero (Z), Overflow (V), Carry from bit 7 (C), 
and half carry from bit 3 (H). These bits of the Condition 
Code Register are used as testable conditions for the condi- 
tional branch instructions. Bit 4 is the interrupt mask bit (I). 
The unused bits of the Condition Code Register (b6 and b7) 



FIGURE 14 - PROGRAMMING MODEL OF 
THE MICROPROCESSING UNIT 
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MPU INSTRUCTION SET 



The MC6800 instructions are described in detail in the 
M6800 Programming Manual. This Section will provide a 
brief introduction and discuss their use in developing 
MC6800 control programs. The MC6800 has a set of 72 dif- 
ferent executable source instructions. Included are binary 
and decimal arithmetic, logical, shift, rotate, load, store, 
conditional or unconditional branch, interrupt and stack 
manipulation instructions. 

Each of the 72 executable instructions of the source 
language assembles into 1 to 3 bytes of machine code. The 
number of bytes depends on the particular instruction and 
on the addressing mode. (The addressing modes which are 
available for use with the various executive instructions are 
discussed later ) 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode. The hexadecimal equivalents of 
the binary codes, which result from the translation of the 72 
instructions in all valid modes of addressing, are shown in 
Table 1 There are 197 valid machine codes, 59 of the 256 
possible codes being unassigned 



When an instruction translates into two or three bytes of 
code, the second byte, or the second and third bytes con- 
tain^) an operand, an address, or information from which an 
address is obtained during execution 

Microprocessor instructions are often divided into three 
general classifications. (1) memory reference, so called 
because they operate on specific memory locations; (2) 
operating instructions that function without needing a 
memory reference; (3) I/O instructions for transferring data 
between the microprocessor and peripheral devices. 

In many instances, the MC6800 performs the same opera- 
tion on both its internal accumulators and the external 
memory locations. In addition, the MC6800 interface 
adapters (PI A and ACIA) allow the MPU to treat peripheral 
devices exactly like other memory locations, hence, no I/O 
instructions as such are required Because of these features, 
other classifications are more suitable for introducing the 
MC6800's instruction set (1) Accumulator and memory 
operations; (2) Program control operations, (3) Condition 
Code Register operations. 



TABLE 1 - HEXADECIMAL VALUES OF MACHINE CODES 



00 






40 


NEG 


A 




80 


SUB 


A 


IMM 


CO 


SUB 


B 


IMM 


01 


NOP 




41 








81 


CMP 


A 


IMM 


C1 


CMP 


B 


IMM 


02 






42 








82 


SBC 


A 


IMM 


C2 


SBC 


B 


IMM 


03 






43 


COM 


A 




83 








C3 








04 






44 


LSR 


A 




84 


AND 


A 


IMM 


C4 


AND 


B 


IMM 


05 






45 








85 


BIT 


A 


IMM 


C5 


BIT 


B 


IMM 


06 


TAP 




46 


ROR 


A 




86 


LDA 


A 


IMM 


C6 


LDA 


B 


IMM 


07 


TPA 




47 


ASR 


A 




87 








C7 








08 


INX 




48 


ASL 


A 




88 


EOR 


A 


IMM 


C8 


EOR 


* B 


IMM 


09 


DEX 




49 


ROL 


A 




89 


ADC 


A 


IMM 


C9 


ADC 


B 


IMM 


0A 


CLV 




4A 


DEC 


A 




8A 


ORA 


A 


IMM 


CA 


ORA 


B 


IMM 


0B 


SEV 




4B 








8B 


ADD 


A 


IMM 


CB 


ADD 


B 


IMM 


oc 


CLC 




4C 


INC 


A 




8C 


CPX 


A 


IMM 


CC 








0D 


SEC 




4D 


TST 


A 




8D 


BSR 




REL 


CD 








0E 


CLI 




4E 








8E 


LDS 




IMM 


CE 


LDX 




IMM 


OF 


SEI 




4F 


CLR 


A 




8F 








CF 








10 


SBA 




50 


NEG 


B 




90 


SUB 


A 


DIR 


DO 


SUB 


B 


DIR 


11 


CBA 




51 








91 


CMP 


A 


DIR 


D1 


CMP 


B 


DIR 


12 






52 








92 


SBC 


A 


DIR 


D2 


SBC 


B 


DIR 


13 






53 


COM 


B 




93 








D3 








14 






54 


LSR 


B 




94 


AND 


A 


DIR 


D4 


AND 


B 


DIR 


15 






55 








95 


BIT 


A 


DIR 


D5 


BIT 


B 


DIR 


16 


TAB 




56 


ROR 


B 




96 


LDA 


A 


DIR 


D6 


LDA 


B 


DIR 


17 


TBA 




57 


ASR 


B 




97 


STA 


A 


DIR 


D7 


STA 


B 


DIR 


18 






58 


ASL 


B 




98 


EOR 


A 


DIR 


D8 


EOR 


B 


DIR 


19 


DAA 




59 


ROL 


B 




99 


ADC 


A 


DIR 


D9 


ADC 


B 


DIR 


1A 






5A 


DEC 


B 




9A 


ORA 


A 


DIR 


DA 


ORA 


B 


DIR 


1B 


ABA 




5B 








9B 


ADD 


A 


DIR 


DB 


ADD 


B 


DIR 


1C 






5C 


INC 


B 




9C 


CPX 




DIR 


DC 








1D 






5D 


TST 


B 




9D 








DD 








1E 






5E 








9E 


LDS 




DIR 


DE 


LDX 




DIR 


1F 






5F 


CLR 


B 




9F 


STS 




DIR 


DF 


STX 




DIR 


20 


BRA 


REL 


60 


NEG 




IND 


A0 


SUB 


A 


IND 


E0 


SUB 


B 


IND 


21 






61 








A1 


CMP 


A 


IND 


E1 


CMP 


B 


IND 


22 


BHI 


REL 


62 








A2 


SBC 


A 


IND 


E2 


SBC 


B 


IND 


23 


BLS 


REL 


63 


COM 




IND 


A3 








E3 








24 


BCC 


REL 


64 


LSR 




IND 


A4 


AND 


A 


IND 


E4 


AND 


B 


IND 


25 


BCS 


REL 


65 








A5 


BIT 


A 


IND 


E5 


BIT 


B 


IND 


26 


BNE 


REL 


66 


ROR 




IND 


A6 


LDA 


A 


IND 


E6 


LDA 


B 


IND 


27 


BEQ 


REL 


67 


ASR 




IND 


A7 


STA 


A 


IND 


E7 


STA 


B 


IND 


28 


BVC " 


REL 


68 


ASL 




IND 


A8 


EOR 


A 


IND 


E8 


EOR 


B 


IND 


29 


BVS 


REL 


69 


ROL 




IND 


A9 


ADC 


A 


IND 


E9 


ADC 


B 


IND 


2A 


BPL 


REL 


6A 


DEC 




IND 


AA 


ORA 


A 


IND 


EA 


ORA 


B 


IND 


2B 


BMI 


REL 


6B 








AB 


ADD 


A 


IND 


EB 


ADD 


B 


IND 


2C 


BGE 


REL 


6C 


INC 




IND 


AC 


CPX 




IND 


EC 








2D 


BLT 


REL 


6D 


TST 




IND 


AD 


JSR 




IND 


ED 








2E 


BGT 


REL 


6E 


JMP 




IND 


AE 


LDS 




IND 


EE 


LDX 




IND 


2F 


BLE 


REL 


6F 


CLR 




IND 


AF 


STS 




IND 


EF 


STX 




IND 


30 


TSX 




70 


NEG 




EXT 


B0 


SUB 


A 


EXT 


F0 


SUB 


B 


EXT 


31 


INS 




71 








B1 


CMP 


A 


EXT 


F1 


CMP 


B 


EXT 


32 


PUL A 


72 








B2 


SBC 


A 


EXT 


F2 


SBC 


B 


EXT 


33 


PUL B 


73 


COM 




EXT 


B3 








F3 








34 


DES 




74 


LSR 




EXT 


B4 


AND 


A 


EXT 


F4 


AND 


B 


EXT 


35 


TXS 




75 








B5 


BIT 


A 


EXT 


F5 


BIT 


B 


EXT 


36 


PSH A 


76 


ROR 




EXT 


B6 


LDA 


A 


EXT 


F6 


LDA 


B 


EXT 


37 


PSH B 


77 


ASR 




EXT 


B7 


STA 


A 


EXT 


F7 


STA 


B 


EXT 


38 






78 


ASL 




EXT 


B8 


EOR 


A 


EXT 


F8 


EOR 


B 


EXT 


39 


RTS 




79 


ROL 




EXT 


B9 


ADC 


A 


EXT 


F9 


ADC 


B 


EXT 


3A 






7A 


DEC 




EXT 


BA 


ORA 


A 


EXT 


FA 


ORA 


B 


EXT 


3B 


RTI 




7B 








BB 


ADD 


A 


EXT 


FB 


ADD 


B 


EXT 


3C 






7C 


INC 




EXT 


BC 


CPX 




EXT 


FC 








3D 






7D 


TST 




EXT 


BD 


JSR 




EXT 


FD 








3E 


WAI 




7E 


JMP 




EXT 


BE 


LDS 




EXT 


FE 


LDX 




EXT 


3F 


SWI 




7F 


CLR 




EXT 


BF 


STS 




EXT 


FF 


STX 




EXT 



Notes 1 Addressing Modes 



A = Accumulator A 

B = Accumulator B 

REL = Relative 

IND = Indexed 

IMM = Immediate 

DIR = Direct 



2 Unassigned code indicated by ' 
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TABLE 2 - ACCUMULATOR AND MEMORY OPERATIONS 





MNEMONIC 




AODRESSING MODES 




BOOLEAN/ARITHMETIC OPERATION 


CONO 


CODE REG 




IMMEO 


DIRECT 


INDEX 


EXTNO 


IMPLIED 


(All register labels 
refer to contents) 


5 


4 


3 


2 


1 





OPERATIONS 


OP - = 


OP - - 


OP - = 


OP - = 


OP - = 


H 


• 


N 


Z 


V 


c 


Add 


ADDA 
ADOB 


38 2 2 
CB 2 2 


9B 3 2 
DB 3 2 


AB 5 2 
EB 5 2 


BB 4 3 
FB 4 3 




A + M -A 
B + M -B 


r 
t 




t 
t 


! 
t 




t 
J 


Add Acmltrs 


A8A 










IB 2 1 


A + B -A 


t 




I 


: 




t 


Add with Carry 


ADCA 
ADCB 


89 2 2 
C9 2 2 


99 3 2 
D9 3 2 


A9 5 2 
E9 5 2 


B9 4 3 
F9 4 3 




A + M + C -A 
B + M + C -B 


t 
t 




I 
I 


t 




I 

X 


And 


ANDA 


84 2 2 


94 3 2 


A4 5 2 


B4 4 3 




A M -A 






t 


x 


R 


• 




ANOB 


C4 2 2 


D4 3 2 


E4 5 2 


F4 4 3 




B • M -B 






t 


t 


R 


m 


Bit Test 


BITA 


85 2 2 


95 3 2 


A5 5 2 


B5 4 3 




A- M 






t 


t 


R 


• 




BITB 


C5 2 2 


D5 3 2 


E5 5 2 


F5 4 3 




B M 






X 


x 


R 


• 


Clear 


CLR 






6F 7 2 


7F 6 3 




00 -M 






R 


S 


R 


R 




CLRA 










4F 2 1 


00 -A 






R 


s 


R 


R 




CLRB 










5F 2 1 


00 >B 






R 


s 


R 


R 


Compare 


CMPA 
CMPB 


81 2 2 
CI 2 2 


91 3 2 
D1 3 2 


A1 5 2 
El 5 2 


B1 4 3 
F1 4 3 




A M 

B - M 








t 
X 


t 

t 


t 
t 


Compare Acmltrs 


CBA 










11 2 1 


A- B 








X 


t 


t 


Complement, Ts 


COM 
COMA 
COMB 






63 7 2 


73 6 3 


43 2 1 
53 2 1 


M" -M 
A" >A 
B -B 








t 

t 
t 


R 
R 
R 


s 
s 
s 


Complement, 2's 


NEG 






60 7 2 


70 6 3 




00- M >M 








1 


© 


© 


(Negate) 


NEGA 
NEGB 










40 2 1 
50 2 1 


00 - A - A 
00 - B • B 








t 

t 


CD 

CD 


0) 


Decimal Ad|ust, A 


DAA 










19 2 1 


Converts Binary Add of BCD Characters 
into BCD Format 








! 


: 


® 


Decrement 


DEC 
OECA 
DECB 






6A 7 2 


7A 6 3 


4A 2 1 
5A 2 1 


M - 1 ->■ M 
A - 1 -A 
B - 1 -B 








X 


4 
4 
4 


• 
• 
• 


Exclusive OR 


EORA 


88 2 2 


98 3 2 


A8 5 2 


B8 4 3 




A©M-A 








X 


R 


• 




EORB 


C8 2 2 


D8 3 2 


E8 5 2 


F8 4 3 




B©M-B 








X 


R 


• 


Increment 


INC 






6C 7 2 


7C 6 3 




M + 1-M 








X 


© 


• 




INCA 










4C 2 1 


A + 1 -A 








X 


® 


• 




INCB 










5C 2 1 


B + 1 -B 








X 


CD 


• 


Load Acmltr 


LDAA 


86 2 2 


96 3 2 


A6 5 2 


B6 4 3 




M-A 








I 


R 


• 




LDAB 


C6 2 2 


D6 3 2 


E6 5 2 


F6 4 3 




M »B 








t 


R 


• 


Or, Inclusive 


ORAA 


8A 2 2 


9A 3 2 


AA 5 2 


BA 4 3 




A+M-A 








X 


R 


• 




ORAB 


CA 2 2 


DA 3 2 


EA 5 2 


FA 4 3 




B+M-B 








X 


R 


• 


Push Data 


PSHA 
PSHB 










36 4 1 

37 4 1 


A^Msp.SP- 1 ->SP 
B^MSP,SP-1 -SP 








• 
• 


• 
• 


• 
• 


Pull Data 


PULA 
PULB 










32 4 1 

33 4 1 


SP+1 -SP, M S p-A 
SP + 1-SP, M S p-*B 








• 
• 


• 
• 


• 
• 


Rotate Left 


ROL 






69 7 2 


79 6 3 




M] | 1 








X 


© 


X 




ROLA 
ROLB 










49 2 1 
59 2 1 


a^ <— n — i m m 1 1— ' 








X 
X 


® 
© 


X 
X 


B J C b7 — bO 


Rotate Right 


ROR 






66 7 2 


76 6 3 




m] ... ,_ . 








X 


CD 


X 




RORA 
RORB 










46 2 1 
56 2 1 


A l l_>n - 1 1 1 1 1 1 1 1 i— ' 








X 
X 


© 
© 


X 
X 


B J C b7 — bO 


Shift Left, Arithmetic 


ASL 






68 7 2 


78 6 3 




Ml 








X 


© 
© 
© 


X 




ASLA 
ASLB 










48 2 1 
58 2 1 


A > n — i M 1 1 I I l i— n 








X 
X 


X 

X 


B J C b7 bO 


Shift Right, Arithmetic 


ASR 






6/7 2 


77 6 3 




M ] 1 1 - 








X 


© 
© 
© 


X 




ASRA 
ASRB 










47 2 1 
57 2 1 


A? L— n i 1 1 1 1 1 1 — n 








X 

X 


X 
X 


Bj b7 bO C 


Shift Right, Logic 


LSR 
LSRA 






64 7 2 


74 6 3 


44 2 1 


"I 






R 
R 


X 

X 


© 
© 


X 
X 


a > O—i 1 1 i 1 1 m — n 




LSRB 










54 2 1 


B J b7 bO C 






R 


X 


© 


X 


Store Acmltr 


STAA 




97 4 2 


A7 6 2 


B7 5 3 




A-»M 








X 


R 


• 




STAB 




D7 4 2 


E7 6 2 


F7 5 3 




B-M 








X 


R 


• 


Subtract 


SUBA 
SUBB 


80 2 2 
CO 2 2 


90 3 2 
DO 3 2 


AO 5 2 
EO 5 2 


BO 4 3 
FO 4 3 




A- M-A 
B-M-B 








X 
X 




X 
X 


Subtract Acmltrs 


SBA 










10 2 1 


A-B-A 








X 




X 


Subtr with Carry 


SBCA 
SBCB 


82 2 2 
C2 2 2 


92 3 2 
D2 3 2 


A2 5 2 
E2 5 2 


B2 4 3 
F2 4 3 




A-M-C-A 
B-M-C-B 








X 

X 




X 

X 


Transfer Acmltrs 


TAB 
TBA 










16 2 1 

17 2 1 


A-B 
B-A 








X 
X 


R 
R 


• 
• 


Test, Zero or Minus 


TST 
TSTA 
TSTB 






6D 7 2 


7D 6 3 


40 2 1 
5D 2 1 


M-00 
A -00 
B -00 








X 
X 
X 


R 
R 
R 


R 
R 
R 


















H 


1 


N 


z 


V 


c 



CONOITION COOE SYMBOLS 



OP Operation Code (Hexadecimal), 






( 


Bit set if t 


Number of MPU Cycles, 


H 


Half carry from bit 3, 


1 


(Bit V) 


# Number of Program Bytes, 


I 


Interrupt mask 


2 
3 


(Bit 
(Bit 


+ Arithmetic Plus, 


N 


Negative (sign bit) 


Arithmetic Minus, 


Z 


Zero (byte) 


Boolean AND, 


V 


Overflow, 2's complement 






Msp Contents of memory location pointed to be Stack Pointer, 


c 


Carry from bit 7 






+ Boolean Inclusive OR, 


R 


Reset Always 


4 


(Bit V) 


Boolean Exclusive OR, 


S 


Set Always 


5 


(Bit V) 


M Complement of M, 


* 


Test and set if true, cleared otherwise 


6 


(Bit V) 


-* Transfer Into, 


• 


Not Affected 






Bit = Zero, 










00 Byte = Zero, 











CONDITION CODE REGISTER NOTES: 

(Bit set if test is true and cleared otherwise) 



Test Result = 10000000? 

Test Result = 00000000? 

Test Decimal value of most significant BCD 

Character greater than nine? 

(Not cleared if previously set ) 

Test Operand = 10000000 prior to execution? 

Test Operand = 01 111111 prior to execution? 

Test Set equal to result of N©C after shift has occurred 



Note - Accumulator addressing mode instructions are included in the column for IMPLIED addressing 
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PROGRAM CONTROL OPERATIONS 



Program Control operation can be subdivided into two 
categories' (1) Index Register/ Stack Pointer instructions, (2) 
Jump and Branch operations. 

Index Register/ Stack Pointer Operations 

The instructions for direct operation on the MPU's Index 
Register and Stack Pointer are summarized in Table 3. 
Decrement (DEX, DES), increment (INX, INS), load (LDX, 
LDS), and store (STX, STS) instructions are provided for 
both The Compare instruction, CPX, can be used to com- 
pare the Index Register to a 16-bit value and update the Con- 
dition Code Register accbrdmgly 

The TSX instruction causes the Index Register to be load- 
ed with the address of the last data byte put onto the 
"stack " The TXS instruction loads the Stack Pointer with a 
value equal to one less than the current contents of the Index 
Register This causes the next byte to be pulled from the 
"stack" to come from the location indicated by the Index 
1 Register. The utility of these two instructions can be clarified 
by describing the "stack" concept relative to the M6800 
system 

The "stack" can be thought of as a sequential list of data 
stored in the MPU's read/write memory. The Stack Pointer 
contains a 16-bit memory address that is used to access the 
list from one end on a last-in-first-out (UFO) basis in contrast 
to the random access mode used by the MPU's other ad- 
dressing modes 

The MC6800 instruction set and interrupt structure allow 
extensive use of the stack concept for efficient handling of 
data movement, subroutines and interrupts. The instructions 
can be used to establish one or more "stacks" anywhere in 
read/write memory Stack length is limited only by the 
amount of memory that is made available. 

Operation of the Stack Pointer with the Push and Pull in- 
structions is illustrated in Figures 15 and 16 The Push in- 
struction (PS HA) causes the contents of the indicated ac- 
cumulator (A in this example) to be stored in memory at the 
location indicated by the Stack Pointer The Stack Pointer is 
automatically decremented by one following the storage 
operation and is "pointing" to the next empty stack location 
The Pull instruction (PULA or PULB) causes the last byte 
stacked to be loaded into the appropriate accumulator The 



Stack Pointer is automatically incremented by one just prior 
to the data transfer so that it will point to the last byte stack- 
ed rather than the next empty location Note that the PULL 
instruction does not "remove" the data from memory, in the 
example, 1A is still in location (m+ 1) following execution of 
PULA. A subsequent PUSH instruction would overwrite that 
location with the new "pushed" data 

Execution of the Branch to Subroutine (BSR) and Jump to 
Subroutine (JSR) instructions cause a return address to be 
saved on the stack as shown in Figures 18 through 20 The 
stack is decremented after each byte of the return address is 
pushed onto the stack For both of these instructions, the 
return address is the memory location following the bytes of 
code that correspond to the BSR and JSR instruction. The 
code required for BSR or JSR may be either two or three 
bytes, depending on whether the JSR is in the indexed (two 
bytes) or the extended (three bytes) addressing mode 
Before it is stacked, the Program Counter is automatically in- 
cremented the correct number of times to be pointing at the 
location of the next instruction The Return from Subroutine 
Instruction, RTS, causes the return address to be retrieved 
and loaded into the Program Counter as shown in Figure 21 . 

There are several operations that cause the status of the 
MPU to be saved on the stack. The Software Interrupt (SWI) 
and Wait for Interrupt (WAD instructions as well as the 
maskable (IRQ) and non-maskable (NMf) hardware inter- 
rupts all cause the MPU's internal registers (except for the 
Stack Pointer itself) to be stacked as shown in Figure 23 
MPU status is restored by the Return from Interrupt, RTI, as 
shown in Figure 22 

Jump and Branch Operation 

The Jump and Branch instructions are summarized in 
Table 4. These instructions are used to control the transfer or 
operation from one point to another in the control program 

The No Operation instruction, NOP, while included here, 
is a jump operation in a very limited sense Its only effect is to 
increment the Program Counter by one. It is useful during 
program development as a "stand-in" for some other in- 
struction that is to be determined during debug It is also us- 
ed for equalizing the execution time through alternate paths 
in a control program 



TABLE 3 - IMDEX REGISTER AND STACK POINTER INSTRUCTIONS 



C0N0 CODE REG 





MNEMONIC 


IMMEO 


DIRECT 


INDEX 


EXTND 


IMPLIED 


BOOLEAN/ARITHMETIC OPERATION 


5 


4 


3 


2 


1 





POINTER OPERATIONS 


OP 


~ 


it 


OP 


^ 


* 


OP 


^ 


* 


OP 


^ 


- 


OP 




= 


H 


1 


N 


z 


V 


C 


Compare Index Reg 


CPX 


8C 


3 


3 


9C 


4 


2 


AC 


6 


2 


BC 


5 


3 








Xh-M.Xl-(M + 1) 


• 


• 


® 


: 


$ 


• 


Decrement Index Reg 


DEX 


























09 


4 


1 


X - 1 -X 


• 


• 


• 


i 


• 


• 


Decrement Stack Pntr 


DES 


























34 


4 


1 


SP- 1 ^SP 














Increment Index Reg 


INX 


























08 


4 


1 


X + 1 -*x 


• 


• 


• 


i 


• 


• 


Increment Stack Pntr 


INS 


























31 


4 


1 


SP + 1 -SP 














Load Index Reg 


LDX " 


CE 


3 


3 


DE 


4 


2 


EE 


6 


2 


FE 


5 


3 








M-Xh.(M + 1)-Xl 


• 


• 


(3) 


t 


R 


• 


Load Stack Pntr 


LOS 


8E 


3 


3 


9E 


4 


2 


AE 


6 


2 


BE 


5 


3 








M-SPh,(M + 1)-*SP L 


• 


• 


(3) 




R 


• 


Store Index Reg 


STX 








•DF 


5 


2 


EF 


7 


2 


FF 


6 


3 








Xh~*M. Xl^(M + 1) 


• 


• 


(3D 




R 


• 


Store Stack Pntr 


STS 








9F 


5 


2 


AF 


7 


2 


BF 


6 


3 








SP H -*M,SP L ^!M+ 1) 


• 


• 


(3) 




R 


• 


Indx Reg-* Stack Pntr 


TXS 


























35 


4 


1 


X - 1 -* SP 














Stack Pntr -* Indx Reg 


TSX 


























3U 


4 


1 


SP + 1 >X 















(1) (Bit N) Test Sign bit of most significant (MS) byte of result = 1? 

(2) (Bit V) Test 2's complement overflow from subtraction of ms bytes 7 

(3) (Bit N) Test Result less than ?ero? (Bit 15 = 1) 
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FIGURE 15 - STACK OPERATION, PUSH INSTRUCTION 

MPU MPU 




Previously 

Stacked 

Data 



m + 1 

m + 2 
m + 3 




c 



\y 



ED 



SP +- r 

New Data 



Previously 

Stacked 

Data 



<^7 





-^" 






- 2 




- 1 




m 


F3 


+ 1 


7F 


+ 2 


63 


+ 3 


FD 




3C^^ — 1 



c 




(a) Before PSHA 



(b) After PSHA 



FIGURE 16 - STACK OPERATION, PULL INSTRUCTION 

MPU MPU 




SP ► m 



Previously 

Stacked 

Data 



m + 1 

m + 2 
m + 3 



c 



V 




(a) 3efore PULA 



<b) After PULA 
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TABLE 4 - JUMP AND BRANCH INSTRUCTIONS 



CONO CODE REG. 



OPERATIONS 



Branch Always 
Branch If Carry Clear 
Branch If Carry Set 
Branch If = Zero 
Branch If > Zero 
Branch If > Zero 
Branch If Higher 
Branch If < Zero 
Branch If Lower Or Same 
Branch If < Zero 
Branch If Minus 
Bianch If Not Equal Zero 
Branch If Overflow Clear 
Branch If Overflow Set 
Branch If Plus 
Branch To Subroutine 
Jump 

Jump To Subroutine 
No Operation 
Return From Interrupt 
Return From Subroutine 
Software Interrupt 
Wait for Interrupt* 



BRA 
BCC 
BCS 
BEQ 
BGE 
BGT 
BHI 
BLE 
BLS 
BLT 
BMI 
BNE 
BVC 
BVS 
BPL 
BSR 
JMP 
JSR 
NOP 
RTI 
RTS 
SWI 
WAI 



)V) = 



None 

C = 

C=1 

Z=1 

N©V = 

Z + (NC 

C + Z = 

Z + (N V) = 1 

C + Z=1 

N©V = 1 

N=1 

Z = 

V = 

V=1 

N = 

See Special Operations 

Advances Prog Cntr Only 

See Special Operations 



©- 



1® 



*WAI puts Address Bus, R/W, and Data Bus in the three-state mode while VMA is held low 

(All) Load Condition Code Register from Stack (See Special Operations) 
(5) (Bit 1) Set when interrupt occurs. If previously set, a Non-Maskable Interrupt 
is required to exit the wait state 



Execution of the Jump Instruction, JMP, and Branch 
• Always, BRA, affects program flow as shown in Figure 17. 
When the MPU encounters the Jump (Indexed) instruction, 
it adds the offset to the value in the Index Register and uses 
the result as the address of the next instruction to be ex- 
ecuted. In the extended addressing mode, the address of the 
next instruction to be executed is fetched from the two loca- 
tions immediately following the JMP instruction. The Branch 
Always (BRA) instruction is similar to the JMP (extended) in- 
struction except that the relative addressing mode applies 
and the branch is limited to the range within - 125 or +127 
bytes of the branch instruction itself. The opcode for the 
BRA instruction requires one less byte than JMP (extended) 
but takes one more cycle to execute 

The effect on program flow for the Jump to Subroutine 
(JSR) and Branch to Subroutine (BSR) is shown in Figures 
18 through 20 Note that the Program Counter is properly in- 
cremented to be pointing at the conect return address 
before it is stacked Operation of the Branch to Subroutine 
and Jump to Subroutine (extended) instruction is similar ex- 
cept for the range The BSR instruction requires less opcode 
than JSR (2 bytes versus 3 bytes) and also executes one cy- 



cle faster than JSR. The Return from Subroutine, RTS, is 
used as the end of a subroutine to return to the main pro- 
gram as indicated in Figure 21. 

The effect of executing the Software Interrupt, SWI, and 
the Wait for Interrupt, WAI, and their relationship to the 
hardware interrupts is shown in Figure 22 SWI causes the 
MPU contents to be stacked and then fetches the starting 
address of the interrupt routine from the memory locations 
that respond to the addresses FFFA and FFFB Note that as 
in the case of the subroutine instructions, the Program 
Counter is incremented to point at the correct return address 
before being stacked. The Return from Interrupt instruction, 
RTI, (Figure 22) is used at the end of an interrupt routine to 
restore control to the main program The SWI instruction is 
useful for inserting break points in the control program, that 
is, it can be used to stop operation and put the MPU 
registers in memory where they can be examined The WAI 
instruction is used to decrease the time required to service a 
hardware interrupt, it stacks the MPU contents -and then 
waits for the interrupt to occur, effectively removing the 
stacking time from a hardware interrupt sequence. 



PC 



FIGURE 17 - 

Mam Program 



PROGRAM FLOW FOR JUMP AND BRANCH INSTRUCTIONS 

PC Main Program 



n 


6E = JMP 


n + 1 


K = Offset 




'• 


X+K 


Next Instruction ] 



(a) Jump 



7E 


= JMP 


K H = 


Next Address 


K L = 


Next Address 



Next Instruction 





Main Program 


n 


2<£=BRA 


n + 1 


K = Offset* 




; 


n + 2)±K 


Next Instruction I 



*K = Signed 7-bit value 
(b) Branch 
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m -2 
m - 1 



n + 1 
n + 2 



FIGURE 18 - PROGRAM FLOW FOR BSR 



Next Main Instr. 



*K = Signed 7-Bit Value 



(a) Before Execution 



-m - 2 
m - 1 



n + 1 

n + 2 



Next Main Instr. 



PC-*~(n + 2)±K 1st Subr. Instr, 



(b) After Execution 



FIGURE 19 - PROGRAM FLOW FOR JSR (EXTENDED) 



S H = Subr. Addr. 



Si = Subr. Addr. 



Next Main Instr 



(a) Before Execution pc — *• S 



(S formed from 



(b) After Execution 



FIGURE 20 - PROGRAM FLOW FOR JSR (INDEXED) 



Next Main Instr 



*K = 8-Bit Unsigned Value 



PC — ►X* + K 



1st Subr Instr 



"Contents of Index Register 
(b) After Exi 
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SP — ► m - 2 
m - 1 



n + 1 
n + 2 
n + 3 



FIGURE 21 - PROGRAM FLOW FOR RTS 



Sh = Subr. Addr. 



Sj_ = Subr. Addr. 



Next Main Instr. 



Last Subr. Instr. 



(a) Before Execution 



\-2 
l - 1 



n + 1 

n + 2 
- n + 3 



S H = Subr. Addr. 



S L = Subr. Addr. 



Next Main Instr. 



Last Subr. Instr. 



(b) After Execution 



FIGURE 22 - PROGRAM FLOW FOR RTI 





- -, 


m - 7 




m — 6 


CCR 


m - 5 


ACCB 


rn — 4 


ACCA 


m - 3 


X(_| (Index Reg) 


m - 2 


X L (Index Reg) 


m - 1 


PC(n+1)H 


m 


PC(n+1)L 




—3-^- 1 
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FIGURE 23 - PROGRAM FLOW FOR INTERRUPTS 
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FIGURE 24 - CONDITIONAL BRANCH INSTRUCTIONS 
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The conditional branch instructions, Figure 24, consists of 
seven pairs of complementary instructions. They are used to 
test the results of the preceding operation and either con- 
tinue with the next instruction in sequence (test fails) or 
cause a branch to another point in the program (test suc- 
ceeds) . 

Four of the pairs are used for simple tests of status bits N, 
Z, V, and C: 

1. Branch on Minus (BMI) and Branch On Plus (BPL) tests 
the sign bit, N, to determine if the previous result was 
negative or positive, respectively. 

2. Branch On Equal (BEQ) and Branch On Not Equal 
(BNE) are used to test the zero status bit, Z, to determine 
whether or not the result of the previous operation was equal 
to zero. These two instructions are useful following a Com- 
pare (CMP) instruction to test for equality between an ac- 
cumulator and the operand. They are also used following the 
Bit Test (BIT) to determine whether or not the same bit posi- 
tions are set in an accumulator and the operand. 

3. Branch On Overflow Clear (BVC) and Branch On 
Overflow Set (BVS) tests the state of the V bit to determine 
if the previous operation caused an arithmetic overflow. 

4. Branch On Carry Clear (BCC) and Branch On Carry Set 
(BCS) tests the state of the C bit to determine if the previous 
operation caused a carry to occur. BCC and BCS are useful 



for testing relative magnitude when the values being tested 
are regarded as unsigned binary numbers, that is, the values 
are in the range 00 (lowest) to FF (highest). BCC following a 
comparison (CMP) will cause a branch if the (unsigned) 
value in the accumulator is higher than or the same as the 
value of the operand. Conversely, BCS will cause a branch if 
the accumulator value is lower than the operand 

The fifth complementary pair, Branch On Higher (BHI) and 
Branch On Lower or Same (BLS) are, in a sense, com- 
plements to BCC and BCS. BHI tests for both C and Z = 0; if 
used following a CMP, it will cause a branch if the value in 
the accumulator is higher than the operand Conversely, 
BLS will cause a branch if the unsigned binary value in the 
accumulator is lower than or the same as the operand. 

The remaining two pairs are useful in testing results of 
operations in which the values are regarded as signed two's 
complement numbers. This differs from the unsigned binary 
case in the following sense: in unsigned, the orientation is 
higher or lower; in signed two's complement, the com- 
parison is between larger or smaller where the range of 
values is between - 128 and + 127. 

Branch On Less Than Zero (BLT) and Branch On Greater 
Than Or Equal Zero (BGE) test the status bits for N© V= 1 
and N®V = 0, respectively BLT will always cause a branch 
following an operation in which two negative numbers were 
added. In addition, it will cause a branch following a CMP in 
which the value in the accumulator was negative and the 
operand was positive. BLT will never cause a branch follow- 
ing a CMP in which the accumulator value was positive and 
the operand negative. BGE, the complement to BLT, will 
cause a branch following operations in which two positive 
values were added or in which the result was zero. 

The last pair, Branch On Less Than Or Equal Zero (BLE) 
and Branch On Greater Than Zero (BGT) test the status bits 
for Z©(N + V) = 1 and Z©(N + V) = 0, respectively. The ac- 
tion of BLE is identical to that for BLT except that a branch 
will also occur if the result of the previous result was zero. 
Conversely, BGT is similar to BGE except that no branch will 
occur following a zero result. 



CONDITION CODE REGISTER 
OPERATIONS 



The Condition Code Register (CCR) is a 6-bit register 
within the MPU that is useful in controlling program flow 
during system operation The bits are defined in Figure 25. 

The instructions shown in Table 5 are available to the user 
for direct manipulation of the CCR. 

A CLI-WAI instruction sequence operated properly, with 
early MC6800 processors, only if the preceding instruction 
was odd (Least Significant Bit = 1 ). Similarly it was advisable 



to precede any SEI instruction with an odd opcode — such 
as NOP These precautions are not necessary for MC6800 
processors indicating manufacture in November 1977 or 
later. 

Svstems which require an interrupt window to be opened 
under program control should use a CLI-NOP-SEI sequence 
rather than CLI-SEI. 
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FIGURE 25 - CONDITION CODE REGISTER BIT DEFINITION 
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H = Half-carry; set whenever a carry from b3 to D4 of the result is generated 
by ADD, ABA, ADC, cleared if no b3 to D4 carry, not affected by other 
instructions. 

I = Interrupt Mask, set by hardware or software interrupt or SEI instruction, 
cleared by CLI instruction. (Normally not used in arithmetic operations ) 
Restored to a zero as a result of an RT1 instruction if l m stored on the 
stacked is low 

N = Negative, set if high order bit (by) of result is set, cleared otherwise. 

Z = Zero, set if result = 0, cleared otherwise. 



V = Overlow;set if there was arithmetic overflow as a result of the operation, 
cleared otherwise. 

C = Carry, set if there was a carry from the most significant bit (by) of the 
result; cleared otherwise. 




TABLE 5 - CONDITION CODE REGISTER INSTRUCTIONS 















CONO CODE REG 






IMPLIED 


BOOLEAN OPERATION 


5 
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3 


2 


1 





OPERATIONS MNEMONIC 


OP 


~ 


* 


H 


1 


N 


z 


V 


c 


Clear Carry 
Clear Interrupt Mask 
Clear Overflow 
Set Carry 

Set Interrupt Mask 
Set Overflow 
Acmltr A-*CCR 
CCR-"Acmltr A 


CLC 
CLI 
CLV 
SEC 
SEI 
SEV 
TAP 
TPA 


OC 
OE 
OA 
OD 
OF 
OB 
06 
07 


2 
2 
2 
2 
2 
2 
2 
2 




o-c 

0-»l 

o->v 

1-*C 

1-1 

1-»V 
A-+CCR 
CCR-A 


• 


R 

• 

S 

• 


-a 
• 


• 
• 

• 
• 


• 

R 

• 
S 

• 


R 

• 
• 

s 

• 
• 

• 



= Reset 

= Set 

= Not affected 



Q) (ALL) Set according to the contents of Accumulator A 



ADDRESSING MODES 



The MPU operates on 8-bit binary numbers presented to it 
via the Data Bus A given number (byte) may represent 
either data or an instruction to be executed, depending on 
where it is encountered in the control program. The M6800 
has 72 unique instructions, however, it recognizes and takes 
action on 197 of the 256 possibilitis that can occur using an 
8-bit word length. This larger number of instructions results 
from the fact that many of the executive instructions have 
more than one addressing mode. 

These addressing modes refer to the manner in which the 
program causes the MPU to obtain its instructions and data. 
The programmer must have a method for addressing the 
MPU's internal registers and all of the external memory loca- 
tions 

Selection of the desired addressing mode is made by the 
user as the source statements are written. Translation into 



appropriate opcode then depends on the method used. If 
manual translation is used, the addressing mode is inherent 
in the opcode For example, the Immediate, Direct, Indexed, 
and Extended modes may all be used with the ADD instruc- 
tion. The proper mode is determined by selecting (hex- 
adecimal notation) 8B, 9B, AB, or BB, respectively 

The source statement format includes adequate informa- 
tion for the selection if an assembler program is used to 
generate the opcode. For instance, the Immediate mode is 
selected by the Assembler whenever it encounters the "#" 
symbol in the operand field. Similarly, an "X" in the operand 
field causes the Indexed mode to be selected. Only the 
Relative mode applies to the branch instructions, therefore, 
the mnemonic instruction itself is enough for the Assembler 
to determine addressing mode. 
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For the instructions that use both Direct and Extended 
modes, the Assembler selects the Direct mode if the operand 
value is in the range 0-255 and Extended otherwise. There 
are a number of instructions for which the Extended mode is 
valid but the Direct is not For these instructions, the 
Assembler automatically selects the Extended mode even if 
the operand is in the 0-255 range The addressing modes are 
summarized in Figure 26. 



"operands" but the space between them and the operator 
may be omitted. This is commonly done, resulting in ap- 
parent four character mnemonics for those instructions 

The addition instruction, ADD, provides an example of 
dual addressing in the operand field. 

Operator Operand Comment 

ADDA MEM12 ADD CONTENTS OF MEM12 TO ACCA 



Inherent (Includes "Accumulator Addressing" Mode) 

The successive fields in a statement are normally 
separated by one or more spaces An exception to this rule 
occurs for instructions that use dual addressing in the 
operand field and for instructions that must distinguish be- 
tween the two accumulators In these cases, A and B are 



ADDB MEM12 ADD CONTENTS OF MEM12 TO ACCB 

The example used earlier for the test instruction, TST, also 
applies to the accumulators and uses the "accumulator ad- 
dressing mode" to designate which of the two accumulators 
is being tested' 



FIGURE 26 - ADDRESSING MODE SUMMARY 
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Relative: 


instruction 


Example: BNE K 
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-125 to +129 
Relative to n. 
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Extended: 

Example: CMPA Z 
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(K = One-Byte Oprnd) 



(K = Two-Byte Oprnd) 
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Indexed: 

Example. ADDA Z, X 



Addr. Range: 
0-255 Relative to 
Index Register, X 



(Z = 8-Bit Unsigned 
Value) 
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Instruction 


n + 1 


Z - Offset 


n + 2 


Next Instr. 
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Operator Comment 

TSTB TEST CONTENTS OF ACCB 
or 

TSTA TEST CONTENTS OF ACCA 

A number of the instructions either alone or together with 
an accumulator operand contain all of the address informa- 
tion that is required, that is, "inherent" in the instruction 
itself For instance, the instruction ABA causes the MPU to 
add the contents of accmulators A and B together and place 
the result in accumulator A The instruction INCB, another 
example of "accumulator addressing," causes the contents 
of accumulator B to be increased by one Similarly, INX, in- 
crement the Index Register, causes the contents of the Index 
Register to be increased by one 

Program flow for instructions of this type is illustrated in 
Figures 27 and 28 In these figures, the general case is shown 
on the left and a specific example is shown on the right. 
Numerical examples are in decimal notation Instructions of 
this type require only one byte of opcode. Cycle : by-cycle 
operation of the inherent mode is shown in Table 6 

Immediate Addressing Mode — In the Immediate address- 
ing mode, the operand is the value that is to be operated on. 
For instance, the instruction 

Operator Operand Comment 

LDAA #25 LOAD 25 INTO ACCA 

causes the MPU to "immediately load accumulator A with 
the value 25", no further address reference is required The 
Immediate mode is selected by preceding the operand value 
with the "#" symbol Program flow for this addressing mode 
is illustrated in Figure 29 

The operand format allows either properly defined sym- 
bols or numerical values. Except Tor the instructions CPX, 
LDX, and LDS, the operand may be any value in the range 
to 255. Since Compare Index Register (CPX), Load Index 
Register (LDX), and Load Stack Pointer (LDS), require 16-bit 
values, the immediate mode for these three instructions re- 
quire two-byte operands. In the Immediate addressing 



mode, the "address" of the operand is effectively the 
memory location immediately following the instruction itself 
Table 7 shows the cycle-by-cycle operation for the im- 
mediate addressing mode 

Direct and Extended Addressing Modes — In the Direct 
and Extended modes of addressing, the operand field of the 
source statement is the address of the value that is to be 
operated on. The Direct and Extended modes differ only in 
the range of memory locations to which they can direct the 
MPU. Direct addressing generates a single 8-bit operand 
and, hence, can address only memory locations through 
255; a two byte operand is generated for Extended address- 
ing, enabling the MPU to reach the remaining memory loca- 
tions, 256 through 65535. An example of Direct addressing 
and its effect on program flow is illustrated in Figure 30 

The MPU, after encountering the opcode for the instruc- 
tion LDAA (Direct) at memory location 5004 (Program 
Counter = 5004), looks in the next location, 5005, for the ad- 
dress of the operand. It then sets the program counter equal 
to the value found there (100 in the example) and fetches the 
operand, in this case a value to be loaded into accumulator 
A, from that location. For instructions requiring a two-byte 
operand such as LDX (Load the Index Register), the operand 
bytes would be retrieved from locations 100 and 101 Table 8 
shows the cycle-by-cycle operation for the direct mode of 
addressing. 

Extended addressing, Figure 31, is similar except that a 
two-byte address is obtained from locations 5007 and 5008 
after the LDAB (Extended) opcode shows up in location 
5006 Extended addressing can be thought of as the "stan- 
dard" addressing mode, that is, it is a method of reaching 
any place in memory. Direct addressing, since only one ad- 
dress byte is required, provides a faster method of process- 
ing data and generates fewer bytes of control code. In most 
applications, the direct addressing range, memory locations 
0-255, are reserved for RAM. They are used for data buffer- 
ing and temporary storage of system variables, the area in 
which faster addressing is of most value Cycle-by-cycle 
operation is shown in Table 9 for Extended Addressing. 



FIGURE 27 - INHERENT ADDRESSING 



FIGURE 28 - ACCUMULATOR ADDRESSING 







GENERAL FLOW 



GENERAL FLOW 
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Relative Address Mode - In both the Direct and Extended 
modes, the address obtained by the MPU is an absolute 
numerical address The Relative addressing mode, im- 
plemented for the MPU's branch instructions, specifies a 
memory location relative to the Program Counter's current 
location Branch instructions generate two bytes of machine 
code, one for the instruction opcode and one for the 
"relative" address (see Figure 32) Since it is desirable to be 
able to branch in either direction, the8-bit address byte is in- 
terpreted as a signed 7-bit value, the 8th bit of the operand is 
treated as a sign bit, "0" = plus and "1" = minus The re- 
maining seven bits represent the numerical value This 
results in a relative addressing range of ±127 with respect to 
the location of the branch instruction itself However, the 
branch range is computed with respect to the next instruc- 
tion that would be executed if the branch conditions are not 
satisfied Since two bytes are generated, the next instruction 
is located at PC + 2 If D is defined as the address of the 
branch destination, the range is then 

(PC + 2)-127<D<(PC + 2) + 127 
or 

PC-125<D<PC+129 
that is, the destination of the branch instruction must be 
within - 125 to + 129 memory locations of the branch in- 
struction itself For transferring control beyond this range, 



the unconditional jump (JMP), jump to subroutine (JSR), 
and return from subroutine (RTS) are used. 

In Figure 32, when the MPU encounters the opcode for 
BEQ (Branch if result of last instruction was zero), it tests the 
Zero bit in the Condition Code Register. If that bit is "0," in- 
dicating a non-zero result, the MPU continues execution 
with the next instruction (in location 5010 in Figure 32). If the 
previous result was zero, the branch condition is satisfied 
and the MPU adds the offset, 15 in this case, to PC + 2 and 
branches to location 5025 for the next instruction. 

The branch instructions allow the programmer to efficient- 
ly direct the MPU to one point or another in the control pro- 
gram depending on the outcome of test results. Since the 
control program is normally in read-only memory and cannot 
be changed, the relative address used in execution of branch 
instructions is a constant numerical value. Cycle-by-cycle 
operation is shown in Table 10 for relative addressing. 

Indexed Addressing Mode — With Indexed addressing, 
the numerical address is variable and depends on the current 
contents of the Index Register A source statement such as 

Operator Operand Comment 

STAA X PUT A IN INDEXED LOCATION 

causes the MPU to store the contents of accumulator A in 







TABLE 6 - 


INHERENT MODE CYCLE-BY-CYCLE OPERATION 


Address Mode 
and Instructions 


Cycles 


Cycle 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



ABA DAA SEC 
ASL DEC SEI 
ASR INC SEV 
CBA LSR TAB 
CLC NEG TAP 
CLI NOP TBA 
CLR ROL TPA 
CLV ROR TST 
COM SBA 


2 


1 
2 


1 

1 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 

Op Code of Next Instruction 


DES 
DEX 
INS 
INX 


4 


2 
3 
4 


1 
1 




Op Code Address 
Op Code Address + 1 
Previous Register Contents 
New Register Contents 




Op Code 

Op Code of Next Instruction 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 


PSH 


4 


1 
2 
3 
4 


1 
1 
1 



Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer - 1 




Op Code 

Op Code of Next Instruction 
Accumulator Data 
Accumulator Data 


PUL 


4 


1 
2 
3 
4 


1 
1 



1 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 




Op Code 

Op Code of Next Instruction 
Irrelevant Data (Note 1) 
Operand Data from Stack 


TSX 


4 


1 
2 
3 
4 


1 
1 





Op Code Address 
Op Code Address + 1 
Stack Pointer 
New index Register 




Op Code 

Op Code orf Next Instruction 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 


TXS 


4 


1 
2 
3 
4 


1 
1 





Op Code Address 
Op Code Address + 1 
Index Register 
New Stack Pointer 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 

Irrelevant Data 


RTS 


5 


1 
2 
3 
4 

5 


1 
1 



1 
1 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 

Stack Pointer + 2 


1 


Op Code 

Irrelevant Data (Note 2) 

Irrelevant Data (Note 1) 

Address of Next Instruction (High 
Order Byte) 

Address of Next Instruction (Low 
Order Byte) 
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TABLE 6 - INHERENT MODE CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode 
and Instructions 



Cycle VMA 
Cycles # Line 



R/W 
Line 



WAI 




1 
2 


1 
1 


Op Code Address 
Op Code Address + 1 


'1 
1 


Op Code 

Op Code of Next Instruction 






3 


1 


Stack Pointer 





Return Address (Low Order Byte) 






4 


1 


Stack Pointer - 1 





Return Address (High Order Byte) 




9 


5 


1 


Stack Pointer - 2 





Index Register (Low Order Byte) 






6 


1 


Stack Pointer - 3 





Index Register (High Order Byte) 






7 


1 


Stack Pointer - 4 





Contents of Accumulator A 






8 


1 


Stack Pointer - 5 





Contents of Accumulator B 






9 


1 


Stack Pointer - 6 (Note 3) 




Contents of Cond. Code Register 


RTI 




1 
2 


1 
1 


Op Code Address 
Op Code Address + 1 




Op Code 

Irrelevant Data (Note 2) 






3 





Stack Pointer 




Irrelevant Data (Note 1) 






4 


1 


Stack Pointer + 1 




Contents of Cond Code Register from 
Stack 




10 


5 
6 
7 

8 

9 

10 


1 
1 
1 

1 

1 

1 


Stack Pointer + 2 
Stack Po.nter + 3 
Stack Pointer + 4 

Stack Pointer + 5 

Stack Pointer + 6 

Stack Pointer + 7 




Contents of Accumulator B from Stack 

Contents of Accumulator A from Stack 

Index Register from Stack (High Order 
Byte) 

Index Register from Stack (Low Order 
Byte) 

Next Instruction Address from Stack 
(High Order Byte) 

Next Instruction Address from Stack 
(Low Order Byte) 


SWI 




1 
2 


1 

1 


Op Code Address 
Op Code Address + 1 




.Op Code 
Irrelevant Data (Note 1) 






3 


1 


Stack Pointer 





Return Address (Low Order Byte) 






4 


1 


Stack Pointer - 1 





Return Address (High Order Byte) 






5 


1 


Stack Pointer - 2 





Index Register (Low Order Byte) 




12 


6 


1 


Stack Pointer - 3 





Index Register (High Order Byte) 






7 


1 


Stack Pointer - 4 





Contents of Accumulator A 






8 


1 


Stack Pointer - 5 





Contents of Accumulator B 






9 


1 


Stack Pointer - 6 





Contents of Cond Code Register 






10 





Stack Pointer - 7 


1 


Irrelevant Data (Note 1) 






11 


1 


Vector Address FFFA (Hex) 


1 


Address of Subroutine (High Order 
Byte) 






12 


1 


Vector Address FFFB (Hex) 


1 


Address of Subroutine (Low Order 
Byte) 



Note 1 If device which is addressed during this cycle uses VMA, then the Data Bus will go to the high impedance three-state condition. 

Depending on bus capacitance, data from the previous cycle may be retained on the Data Bus. 
Note 2 Data is ignored by the MPU 
Note 3. While the MPU is waiting for the interrupt, Bus Available will go high indicating the following states of the control lines. VMA is 

low; Address Bus, R/W, and Data Bus are all in the high impedance state 



the memory location specified by the contents of the Index 
Register (recall that the label "X" is reserved to designate the 
Index Register) Since there are instructions for manipulating 
X during program execution (LDX, !NX, DEC, etc.), the In- 
dexed addressing mode provides a dynamic "on the fly" way 
to modify program activity 

The operand field can also contain a numerical value that 
will be automatically added to X during execution This for- 
mat is illustrated in Figure 33. 

When the MPU encounters the LDAB (Indexed) opcode in 



location 5006, it looks in the next memory location for the 
value to be added to X (5 in the example) and calculates the 
required address by adding 5 to the present Index Register 
value of 400. In the operand format, the offset may be 
represented by a label or a numerical value in the range 0-255 
as in the example In the earlier example, STAA X, the 
operand is equivalent to 0, X, that is, the may be omitted 
when the desired address is equal to X Table 11 shows the 
cycle-by-cycle operation for the Indexed Mode of Address- 
ing 
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FIGURE 29 - IMMEDIATE ADDRESSING MODE 

MPU MPU 




FIGURE 30 - DIRECT ADDRESSING MODE 

MPU MPU 



iO 




<U 




ADDR = 100 




GENERAL FLOW 



ADDR =0^255 
GENERAL FLOW 




TABLE 7 - IMMEDIATE MODE CYCLE-BY-CYCLE OPERATION 



Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 




ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


1 
1 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 
Operand Data 


CPX 
LDS 
LDX 


3 


1 
2 
3 


1 
1 

1 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 


1 
1 
1 


Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 



TABLE 8 - DIRECT MODE CYCLE-BY-CYCLE OPERATION 



Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 



Op Code Address 
Op Code Address + 1 
Address of Operand 



Op Code 

Address of Operand 

Operand Data 



CPX 
LDS 
LDX 



Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 



Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 



Op Code Address 
Op Code Address + 1 
Destination Address 
Destination Address 



Op Code 

Destination Address 
Irrelevant Data (Note 1) 
Data from Accumulator 



STS 
STX 



Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand 
Address of Operand + 1 



Note 1 If device which is address during this cycle uses VMA, then the Data 
Depending on bus capacitance, data from the previous cycle may be 



Op Code 

Address of Operand 
Irrelevant Data (Note 1) 
Register Data (High Order Byte) 
Register Data (Low Order Byte) 



Bus will go to the high impedance three-state condition 
retained on the Data Bus 



4-80 



MC680OMC68A0OMC68B00 



FIGURE 31 - EXTENDED ADDRESSING MODE 

MPU MPU 




ADDR = 300 




ADDR ~ 256 
GENERAL FLOW 







TABLE 9 - 


EXTENDED MODE CYCLE-BY-CYCLE 




Address Mode 
and Instructions 


Cycles 


Cycle 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 


STS 
STX 


6 


1 
2 
3 
4 
5 
6 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 
Address of Operand 
Address of Operand + 1 




Op Code 

Address of Operand (High Order Byte) 

Address of Operand (Low Order Byte) 

Irrelevant Data (Note 1) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


JSR 


9 


1 
2 
3 
4 
5 
6 
7 
8 
9 




Op Code Address 

Op Code Address + 1 

Op Code Address + 2 

Subroutine Starting Address 

Stack Pointer 

Stack Pointer - 1 

Stack Pointer — 2 

Op Code Address + 2 

Op Code Address + 2 




Op Code 

Address of Subroutine (High Order Byte) 

Address of Subroutine (Low Order Byte) 

Op Code of Next Instruction 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Address of Subroutine (Low Order Byte) 


JMP 


3 


1 
2 
3 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 
4 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 




Op Code 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data 


CPX 
LDS 
LDX 


5 


1 
2 
3 
4 
5 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 
Address of Operand + 1 




Op Code 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


STA A 
STAB 


5 


1 
2 
3 
4 
5 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Operand Destination Address 
Operand Destination Address 





Op Code 

Destination Address (High Order Byte) 

Destination Address (Low Order Byte) 

Irrelevant Data (Note 1) 

Data from Accumulator 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DEC TST 
INC 


6 


1 
2 
3 
4 
5 
6 


1/0 

(Note 

2) 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 
Address of Operand 
Address of Operand 





Op Code 

Address of Operand (High Order Byte) 

Address of Operand (Low Order Byte) 

Current Operand Data 

Irrelevant Data (Note 1 ) 

New Operand Data (Note 2) 




Note 1 If device which is addressed during this cycle uses VMA, then the Data Bus will go to the high impedance three-state condition 

Depending on bus capacitance, data from the previous cycle may be retained on the Data Bus 
Note 2 For TST, VMA = and Operand data does not change 
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FIGURE 32 - RELATIVE ADDRESSING MODE 
MPU MPU 




(PC + 2) + (Offset) 





FIGURE 33 - INDEXED ADDRESSING MODE 



ADDR = INDX 
+ OFFSET 




OFFSET < 255 
GENERAL FLOW 








TABLE 10 - 


- RELATIVE MODE CYCLE-BY-CYCLE OPERATION 


Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



BCC BHI BNE 
BCS BLE BPL 
BEQ BLS BRA 
BGE BLT BVC 


4 


1 
2 
3 


1 
1 



Op Code Address 
Op Code Address + 1 
Op Code Address + 2 


1 
1 
1 


Op Code 
Branch Offset 
Irrelevant Data (Note 1 ) 


BGT BMI BVS 




4 





Branch Address 


1 


Irrelevant Data (Note 1) 


BSR 




1 
2 


1 
1 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 
Branch Offset 






3 





Return Address of Main Program 


1 


Irrelevant Data (Note 1) 




8 


4 


1 


Stack Pointer 





Return Address (Low Order Byte) 






5 


1 


Stack Pointer — 1 





Return Address (High Order Byte) 






6 





Stack Pointer - 2 


1 


Irrelevant Data (Note 1) 






7 





Return Address of Mam Program 


1 


Irrelevant Data (Note 1) 






8 





Subroutine Address 


1 


Irrelevant Data (Note 1) 



s 1 . If device which is addressed during this cycle uses VMA, then the 
Depending on bus capacitance, data from the previous cycle may 



Data Bus will go to the high impedance three-state condition, 
be retained on the Data Bus. 
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TABLE 11 - INDEXED MODE CYCLE-BY-CYCLE 



Address Mode 
and Instructions 



Cycles 



Cycle 



VMA 
Line 



Address Bus 



R/W 
Line 



JMP 


4 


1 
2 
3 
4 


1 
1 




Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


5 


1 
2 
3 
4 
5 


1 
1 



1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data 


CPX 
LDS 
LDX 


6 


1 
2 
3 
4 
5 
6 


1 
1 



1 
1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset + 1 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STA 


6 


1 
2 
3 
4 
5 
6 


1 
1 





1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DEC TST 
INC 


7 


1 
2 
3 
4 
5 
6 
7 


1 
1 




1 



1/0 

(Note 

2) 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 

Index Register Plus Offset 





Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Current Operand Data 

Irrelevant Data (Note 1) 

New Operand Data (Note 2) 


STS 
STX 


7 


1 
2 
3 
4 
5 
6 
7 


1 
1 


, 

1 
1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 

Index Register Plus Offset + 1 


1 
1 
1 
1 
1 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


JSR 


8 


1 
2 
3 
4 
5 
6 
7 
8 


1 

1 



1 
1 






Op Code Address 

Op Code Address + 1 

Index Register 

Stack Pointer 

Stack Pointer — 1 

Stack Pointer - 2 

Index Register 

Index Register Plus Offset (w/o Carry) 


1 
1 
1 




1 
1 
1 


Op Code 

Offset 

Irrelevant Data (Note 1) 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 

Irrelevant Data (Note 1 ) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1 ) 



Note 1 . If device which is addressed during this cycle uses VMA, then the Data Bus will go to the 

Depending on bus capacitance, data from the previous cycle may be retained on the Data 

Note 2 For TST, VMA = and Operand data does not change. 



high impedance three-state condition. 
Bus. 
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MOTOROLA 



MICROCOMPUTER/MICROPROCESSOR (MCU/MPU) 

The MC6801 is an 8-bit single-chip microcomputer unit (MCU) which 
significantly enhances the capabilities of the M6800 family of parts It in- 
cludes an upgraded M6800 microprocessor unit (MPU) with upward- 
source and object-code compatibility Execution times of key instruc- 
tions have been improved and several new instructions have been add- 
ed including an unsigned multiply The MCU can function as a 
monolithic microcomputer or can be expanded to a 64K byte address 
space It is TTL compatible and requires one + 5-volt power supply. On- 
chip resources include 2048 bytes of ROM, 128 bytes of RAM, a Serial 
Communications Interface (SCI), parallel I/O, and a three function Pro- 
grammable Timer The MC6803 can be considered as an MC6801 
operating in Modes 2 or 3 The MC6803NR is comparable to MC6801 
operating in Mode 3. An EPROM version of the MC6801, the MC68701 
microcomputer, is available for systems development The MC68701 is 
pin and code compatible with the MC6801 /03/03NR and can be used to 
emulate the MC6801/03/03NR The MC68701 is described in a separate 
Advance Information publication MC6801 MCU Family features in- 
clude. 

• Enhanced MC6800 Instruction Set 

• 8x8 Multiply Instruction 

• Serial Communications Interface (SCI) 

• Upward Source and Object Code Compatibility with the M6800 

• 16-Bit Three-Function Programmable Timer 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Bus Compatibility with the M6800 Family' 

• 2048 Bytes of ROM (MC6801) 

• 128 Bytes of RAM (MC6801 and MC6803) 

• 64 Bytes of RAM Retainable During Powerdown (MC6801 
and MC6803) . 

• 29 Parallel I/O and Two Handshake Control Lines 

• Internal Clock Generator with Divide-by-Four Output 



PART NUMBER DESIGNATED 
BY SPEED 



MC6801 
MC6803 
MC6803NR 
(1.0 MHz) 



MC68A01 
MC68A03 
MC68A03NR 
(1.5 MHz) 



MC6801-1 MC68B01 

MC6803-1 MC68B03 

MC6803NR-1 MC68B03NR 

(1.25 MHz) (2.0 MHz) 



MC6801 

MC6803 

MC6803NR 



MOS 



(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

MICROCOMPUTER 
MICROPROCESSOR 




G SUFFIX 

PLASTIC PACKAGE 
CASE 711 



L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



FIGURE 1 - 


- PIN ASSIGNMENT 


VssE 


1 • 


V-/ 40 


]E 


XTAL1 [ 


2 


39 


]SC1 


EXTAL2 [ 


3 


38 


]SC2 


NMI[ 


4 


37 


]P30 


TrUU 


5 


36 


]P31 


reseTC 


6 


35 


]P32 


VccE 


7 


34 


]P33 


P20[ 


8 


33 


]P34 


P21 [ 


9 


32 


]P35 


P22[ 


10 


31 


]P36 


P23[ 


11 


30 


3P37 


P24[ 


12 


29 


]P40 


P10[ 


13 


28 


]P41 


P11[ 


14 


27 


]P42 


P12[ 


15 


26 


]P43 


P13£ 


16 


25 


]P44 


P14[ 


17 


24 


]P45 


P15 E 


18 


23 


]P46 


P16[ 


19 


22 


]P47 


P17[ 


20 


21 


]V C C 
Standby 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


*T A 


0to70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



*An extended temperature device, the MC6801C is available with T/\= -40°C to 85°C 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Plastic 
Ceramic 


0JA 


50 
50 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V in and V ou t be Con- 
strained to the range Vss ^ (Vm or V ut> ^ VCC 
Input protection is enhanced by connecting 
unused inputs to either Vqq or Vss 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd # 0JA> (1) 

Where. 

T/\s Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD s P|NT + PP0RT 

P|NT — 'CC X Vcc* Watts — Chip Internal Power 
PpORT = Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpORT is neglected) is 

p D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = Pd*(Ta + 273°C) + 0ja»PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 




CONTROL TIMING (V C c = 5 V ±5%, Vss = 0, T A = 0to70°C) 



Characteristic 


Symbol 


MC6801 


MC6801-1 


MC68A01 


MC68B01 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Frequency of Operation 


^0 


05 


1 


05 


1.25 


05 


1 5 


05 


20 


MHz 


Crystal Frequency 


fXTAL 


3 579 


40 


3 579 


50 


3 579 


60 


3 579 


80 


MHz 


External Oscillator Frequency 


4f 


20 


40 


20 


50 


20 


60 


20 


80 


MHz 


Crystal Oscillator Start Up Time 


trc 


- 


100 


- 


100 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


170 


- 


140 


- 


110 


- 


ns 
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DC ELECTRICAL CHARACTERISTICS [Vcc = S.O Vdc ±5% Vss = 0. Ta = to 70°C unless otherwise noted) 



1 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage RESET 

Other Inputs* 


V|H 


Vss+40 
Vss+20 


- 


vcc 
vcc 


V 


Input Low Voltage All Inputs* 


V|L 


VSS-03 


- 


VSS + 08 


V 


Input Load Current Port 4 
(V in = 0to2.4V) SC1 


l.n 


- 


- 


05 
08 


mA 


Input Leakage Current 
(V in = 0to5 25V) NMIJRQ1, RESET 


l.n 


- 


1 5 


25 


ma 


Three-State (Off State) Input Current 
(V m = 5to2.4V) P10-P17, P30-P37 

P20-P24 


•tsi 


- 


20 
10 


10 
100 


^a 


Output High Voltage 
('load = - 100 jiA, V C c = mm) P30-P37 
(l|oad= -65 mA, V C C=min)** P40-P47, E, SC1, SC2 
{l load= -100/iA, Vcc = min) Other Outputs 


VOH 


Vss+24 
VSS+24 
Vss + 24 


- 


- 


V 


Output Low Voltage 

(l load = 2 0mA, Vcc = m 'n) All Outputs 


vol 


- 


- 


Vss + 05 


V 


Darlington Drive Current 
(V =1.5V) P10-P17 


•oh 


1 


25 


10 


mA 


Internal Power Dissipation (Measured at Ta = 0°C in Steady-State Operation) 


pint 


- 


- 


1200 


mW 


Input Capacitance 
(V, n = 0, Ta = 25°C, f = 1 MHz) P30-P37, P40-P47, SC1 

Other Inputs 


Cm 


- 


- 


12 5 
10 


PF 


Vcc Standby Powerdown 

Powerup 


VSBB 
VSB 


40 
4 75 


- 


5 25 
5.25 


V 


Standby Current Powerdown 


'SBB 


- 


- 


60 


mA 



* Except Mode Programming Levels, See Figure 16 

"Negotiable to — 100 /*A (for further information contact the factory) 

FIGURE 2 - M6801 MICROCOMPUTER FAMILY BLOCK DIAGRAM 



r 



Expanded Multiplexed 
Expanded Non-Multiplexed 
Single Chip 



Zo 


P37 


MIDI 


D7 


I/O 




P36 


A6/D6 


D6 


I/O 




P35 


A5/D5 


D5 


I/O 




P34 


A4/D4 


D4 


I/O 




P33 


A3/D3 


D3 


I/O 




P32 


A2/D2 


D2 


I/O 




P31 


A1/D1 


D1 


I/O 


:<-> 


P30 


A0/D0 


DO 


I/O 


5* 


SC2 


R/W 


R/W 


G33 


W 


SC1 


AS 


IOS 


is3 



n 


P47 


A15 


A7 


I/O -#> 






P46 


A14 


A6 


I/O -*^ 






P45 


A13 


A5 


I/O -**■ 


Port 




P44 


A12 


A4 


I/O -«*> 


4 




P43 


A11 


A3 


I/O «o 






P42 


A10 


A2 


I/O «*> 






P41 


A9 


A1 


I/O ««> 




1 1 


P40 


A8 


A0 


I/O *** 












vcc 


standby- 




C Data 



(1) No functioning RAM in MC6803NR 

(2) No functioning ROM in MC6803 and MC6803NR 



128x8 




2048 x 


RAM 




ROM 


(1) 




(2) 
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PERIPHERAL PORT TIMING (Refer to Figures 3-6) 



Characteristics 


Symbol 


Mm 


Typ 


Max 


Unit 


Peripheral Data Setup Time 


tPDSU 


200 


- 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


- 


ns 


Delay Time, Enable Positive Transition to 0S3 Negative Transition 


<0SD1 


- 


- 


350 


ns 


Delay Time, Enable Positive Transition to OS3 Positive Transition 


tOSD2 


- 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 
Port 1 
Port 2, 3, 4 


tPWD 


- 


- 


350 
350 


ns 


Delay Time, Enable Negative Transition to Peripheral CMOS Data Valid 


tCMOS 


- 


- 


20 


/IS 


Input Strobe Pulse Width 


tpWIS 


200 


- 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


- 


ns 


Input Data Setup Time 


tis 


20 


- 


- 


ns 



FIGURE 3 - DATA SETUP AND HOLD TIMES 
(MPU READ) 



P10-P17 
P20-F 
P40-F 
Inputs 



u- 



~x 



P24 \<~~ *-f 

P47 _/V Data Valid X 



P30-P37 
Inputs* 



~V Data Valid jT 



•Port 3 Non-Latched Operation (LATCH ENABLE 0) 



FIGURE 4 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 



All Data 
Port Outputs 



r 



\ A 



- tCMOS": 

<■ tPWD> 



"X 



-_07Vcc 



NOTES 

1 10 k Pullup resistor requited for Port 2 to reach 7 Vcc 

2 Not applicable to P21 

3 Port 4 cannot be pulled above Vcc 




FIGURE 5 - PORT 3 OUTPUT STROBE TIMING 
(MC6801 SINGLE-CHIP MODE) 



FIGURE 6 - PORT 3 LATCH TIMING 
{MC6801 SINGLE-CHIP MODE) 



F 



MPU access of Port 3* 



a r v 



($0006) 



X 



X 



•Access matches Output Strobe Select (OSS = 0, a read, 
OSS = 1, a write) 



P30-P37 
Inputs 



\ / 



<- tpwiS -3H 

< > 



JJL Data Valid \f~ 



t|H 



NOTE Timing measurements are referenced to and from a low voltage of 3 volts and a high voltage of 2 volts, unless otherwise noted 
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BUS TIMING (See Notes 1 and 2) 



Ident. 
Number 


Characteristics 


Symbol 


MC6801 

MC6803 

MC6803NR 


MC6801-1 

MC6803-1 

MC6B03NR-1 


MC68A01 

MC68A03 

MC68A03NR 


MC68B01 

MC68B03 

MC68B03NR 


Unit 


Min 


Max 


Min. 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


1 


20 


08 


20 


667 


20 


05 


20 


/IS 


2 


Pulse Width, E Low 


PW EL 


430 


1000 


360 


1000 


300 


1000 


210 


1000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


1000 


360 


1000 


300 


1000 


220 


1000 


ns 


4 


Clock Rise and Fall Time 


V.tf 


- 


25 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


*AH 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


*AV 


200 


- 


150 


- 


115 


- 


70 


- 


ns 


17 


Read Data Setup Time 


*DSR 


80 


- 


70 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time 


*DHR 


10 


- 


10 


- 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


*DDW 


- 


225 


- 


200 


- 


170 


- 


120 


ns 


21 


Write Data Hold Time 


*DHW 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


22 


Muxed Address Valid Time to E Rise* 


*AVM 


200 


- 


150 


- 


115 


- 


80 


- 


ns 


24 


Muxed Address Valid Time to AS Fall" 


tASL 


60 


- 


50 


- 


40 


- 


20 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


26 


Delay Time, E to AS Rise* 


*ASD 


90* * 


- 


70** 


- 


60** 


- 


45** 


- 


ns 


27 


Pulse Width, AS High* 


pwash 


220 


- 


170 


- 


140 


- 


110 


- 


ns 


28 


Delay Time, AS to E Rise* 


*ASED 


90 


- 


70 


- 


60 


- 


45 


- 


ns 


29 


Usable Access Time* (See Note 9) 


l ACC 


595 


- 


465 


- 


380 


- 


270 


- 


ns 



*At specified cycle time 

* #t ASD parameters listed assume external TTL clock drive with 50% ± 5% duty cycle Devices driven by an external TTL clock with 50% ± 1 % 

duty cycle or which use a crystal have the following tASD specifications 100 ms mm (1.0 MHz devices), 80 ms mm. (1 25 MHz device), 

65 ms mm. (1 5 MHz devices), 50 ms mm (2 MHz devices) 

FIGURE 7 - BUS TIMING 
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Note 3 



Read Data Muxed 



(19) 



Write Data Muxed 



*-© 

h© 



© 



m 



(18) 



;»- 



^ 



> 



(25) 



1 Voltage levels shown are V|_<0 5 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 Usable access time is computed by 12 + 3-17 + 4 

4 Memory devices should be enabled only during E high to avoid Port 3 bus contention 
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FIGURE 8 - CMOS LOAD 



FIGURE 9 - TIMING TEST LOAD PORTS 1, 2, 3, 4 

vcc 



Test Point O— f- 



Test Point o— 



1 



30 pF 




RL 1 8 kO 

^~~T MMD6150 
or Equiv 

MMD7000 
or Equiv 



C = 90 pF for P30-P37, P40-P47, E, SC1, SC2 

= 30 pF for P10-P17, P20-P24 
R = 37 kfi for P40-P47, E, SC1, SC2 

= 24ki)for P10-P17, P20-P24 

= 24kflforP30-P37 




INTRODUCTION 



The MC6801 is an 8-bit monolithic microcomputer which 
can be configured to function in a wide variety of applica- 
tions The facility which provides this extraordinary flexibility 
is its ability to be hardware programmed into eight different 
operating modes. The operating mode controls the con- 
figuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus. The configuration 
of the remaining 22 pins is not dependent on the operating 
mode 

Twenty-nine pins are organized as three 8-bit ports and 
one 5-bit port. Each port consists of at least a Data Register 
and a write-only Data Direction Register The Data Direction 
Register is used to define whether corresponding bits in the 
Data Register are configured as an input (clear) or output 
(set) 



The term "port," by itself, refers to all of the hardware 
associated with the port When the port is used as a "data 
port" or "I/O port," it is controlled by the port Data Direc- 
tion Register and the programmer has direct access to the 
port pins using the port Data Register. Port pins are labled as 
Pij where i identifies one of four ports and j indicates the par- 
ticular bit 

The Microprocessor Unit (MPU) is an enhanced MC6800 
MPU with additional capabilities and greater throughput. It is 
upward source and object code compatible with the 
MC6800 The programming model is depicted in Figure 10, 
where Accumulator D is a concatenation of Accumulators A 
and B A list of new operations added to the M6800 instruc- 
tion set are shown in Table 1 . 

The MC6803 can be considered an MC6801 that operates 
in Modes 2 and 3 only The MC6803NR is comparable to an 
MC6801 that operates in Mode 3 only 
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FIGURE 10 - PROGRAMMING MODEL 
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8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



Index Register (X) 



Stack Pointer (SP) 



Program Counter (PC) 



Condition Code Register (CCR) 

Carry/ Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 



OPERATING MODES 



The MC6801 provides eight different operating modes 
(Modes through 7), the MC6803 provides two operating 
modes (Modes 2 and 3), and the MC6803NR provides one 
operating mode (Mode 3) The operating modes are hard- 
ware selectable and determine the device memory map, the 
configuration of Port 3, Port 4, SC1, SC2, and the physical 
location of the interrupt vectors 

FUNDAMENTAL MODES 

The eight operating modes can be grouped into three fun- 
damental modes which refer to the type of bus it supports 
Single Chip, Expanded Non-Multiplexed, and Expanded 
Multiplexed Single chip modes include 4 and 7, Expanded 



Non-Multiplexed is Mode 5 and the remaining five are Ex- 
panded Multiplexed modes Table 2 summarizes the 
characteristics of the operating modes 

MC6801 Single-Chip Modes (4, 7) 

In the Single-Chip Mode, the four MCU ports are con- 
figured as parallel input/output data ports, as shown in 
Figure 11 The MCU functions as a monolithic microcom- 
puter in these two modes without external address or data 
buses A maximum of 29 I/O lines and two Port 3 control 
lines are provided Peripherals or another MCU can be inter- 
faced to Port 3 in a loosely coupled dual processor configura- 
tion, as shown in Figure 12 



TABLE 1 - NEW INSTRUCTIONS 



Instruction 



Description 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BLO 
BRN 
JSR 
LDD 
LSL 

LSRD 
MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



Unsigned addition of Accumulator B to Index Register 

Adds (without carry) the double accumulator to memory and leaves the sum in the double accumulator 

Shifts the double accumulator left (towards MSB) one bit, the LSB is cleared and the MSB is shifted into the C-bit 

Branch if Higher or Same, unsigned conditional branch (same as BCC) 

Branch if Lower, Unsigned conditional branch (same as BCS) 

Branch Never 

Additional addressing mode direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit, the LSB is cleared and the MSB is shifted into the C-bit (same as 

ASL) 

Shifts the double accumulator right (towards LSB) one bit, the MSB is cleared and the LSB is shifted into the C-bit 

Unsigned multiply, multiplies the two accumulators and leaves the product in the double accumulator 

Pushes the Index Register to stack 

Pulls the Index Register from stack 

Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 

Internal processing modified to permit its use with any conditional branch instruction 
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In Single-Chip Test Mode (4), the RAM responds to 
$XX80 through $XXFF and the ROM is removed from the in- 
ternal address map A test program must first be loaded into 
the RAM using modes 0, 1, 2, or 6 If the MCU is Reset and 
then programmed into Mode 4, execution will begin at 
$XXFE XXFF Mod e 5 can b e irreversibly entered from Mode 
4 without asserting RESET by setting bit 5 of the Port 2 Data 
Register This mode is used primarily to test Ports 3 and 4 in 
the Single-Chip and Non-Multiplexed Modes 



MC6801 Expanded Non-Multiplexed Mode (5) 

A modest amount of external memory space is provided in 
the Expanded Non-Multiplexed Mode while significant on- 
chip resources are retained. Port 3 functions as an 8-bit 



bidirectional data bus and Port 4 is configured initially 
as an input data port Any combination of the eight least- 
significant address lines may be obtained by writing to the 
Port 4 Data Direction Register Stated alternatively, any 
combination of A0 to A7 may be provided while retaining the 
remainder as input data lines Internal pullup resistors pull 
the Port 4 lines high until the port is configured 



Figure 13 illustrates a typical system configuration in the 
Expanded Non-Multiplexed Mode The MCU interfaces 
directly with M6800 family parts and can access 256 bytes of 
external address space at $100 through $1FF IOS provides 
an address decode of external memory ($100-$1FF) and can 
be used as a memory page select or chip select line 



TABLE 2 - SUMMARY OF MC6801/03/03NR OPERATING MODES 



Common to all Modes: 

Reserved Register Area 

Port 1 

Port 2 

Programmable Timer 

Serial Communications Interface 



Single Chip Mode 7 

128 bytes of RAM, 2048 bytes of ROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 

SC1 is Input Strobe 3 (IS3) 

SC2 is Output Strobe 3 (OS3) 



Expanded Non-Multiplexed Mode 5 

128 bytes of RAM, 2048 bytes of ROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/addre ss b us 
SC1 is Input/Output Select (IOS) 
SC2 is Read/Write (R/W) 



Expanded Multiplexed Modes 1, 2, 3, 6* 

Four memory space options (64K address space) 

(1) No internal RAM or ROM (Mode 3) 

(2) Internal RAM, no ROM (Mode 2) 

(3) Internal RAM and ROM (Mode 1) 

(4) Internal RAM, ROM with partial address bus (Mode 6) 
Port 3 is a multiplexed address/ data bus 

Port 4 is an address bus (inputs/address in Mode 6) 
SC1 is Address Strobe JAS) 
SC2 is Read/Write (R/W) 



Test Modes and 4 

Expanded Multiplexed Test Mode 

May be used to test RAM and ROM 
Single Chip and Non-Multiplexed Test Mode 4 

(1) May be changed to Mode 5 without going through Reset 

(2) May be used to test Ports 3 and 4 as I/O ports 




'The MC6803 operates only in modes 2 and 3, the MC6803NR operates only in Mode 3 
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FIGURE 11 - SINGLE-CHIP MODE 



FIGURE 12 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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FIGURE 13 - EXPANDED NON-MULTIPLEXED CONFIGURATION 
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Expanded-Multiplexed Modes (0, 1, 2, 3, 6) 

A 64K byte memory space is provided in the expanded 
multiplexed modes In each of the expanded multiplexed 
modes Port 3 functions as a time multiplexed address/data 
bus with address valid on the negative edge of Address 
Strobe (AS), and data valid while E is high In Modes to 3, 
Port 4 provides address lines A 8to A15 In Mode 6, however, 
Port 4 initially is configured at RESET as an input data port 
The port 4 Data Direction Register can then be changed to 
provide any combination of address lines, A8 to A15 Stated 
alternatively, any subset of A8 to A15 can be provided while 
retaining the remaining port 4 lines as input data lines Inter- 
nal pullup resistors pull the Port 4 lines high until software 
configures the port 

In Mode 0, the Reset vector is ext ernal fo r the first two 
E-cycles after the positive edge of RESET, and internal 
thereafter In addition, the internal and external data buses 
are connected so there must be no memory map overlap in 
order to avoid potential bus conflicts Mode is used 
primarily to verify the ROM pattern and monitor the internal 
data bus with the automated test equipment 

Only the MC6801 can operate in each of the expanded 
multplexed modes The MC6803 operates only in Modes 2 
and 3, while the MC6803NR operates only in Mode 3 

Figure 14 depicts a typical configuration for the Expanded- 



Multiplexed Modes Address Strobe can be used to control a 
transparent D-type latch to capture addresses A0-A7, as 
shown in Figure 15 This allows Port 3 to function as a Data 
Bus when E is high 

PROGRAMMING THE MODE 



The operating mode is determined at RESET by the levels 
asserted on P22, P21 , and P20 These levels are latched into 
PC2, PC1, and PCO of t he program control register on the 
positive edge of RESET The operating mode may be read 
from the Port 2 Data Register as shown below, and program- 
ming levels and timing must be met as shown in Figure 16 A 
brief outline of the operating modes is shown in Table 3 

PORT 2 DATA REGISTER 

7 6 5 4 3 2 10 



PC2 PC1 PCO P24 P23 P22 P21 P20 $0003 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins If 
configured as outputs, the circuit shown in Figure 17 may be 
used, otherwise, three-state buffers can be used to provide 
isolation while programming the mode 







C" 



TABLE 3 - MODE SELECTION SUMMARY 



Mode* 


P22 
PC2 


P21 
PC1 


P20 
PCO 


ROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating 
Mode 


7 


H 


H 


H 


I 


I 


I 


I 


Single Chip 


6 


H 


H 


L 


I 


I 


I 


MUX (5 < 6) 


Multiplexed/Partial Decode 


5 


H 


L 


H 


I 


I 


I 


NMUX (5 ' 6) 


Non-Multiplexed/Partial Decode 


4 


H 


L 


L 


,(2) 


|(1) 


I 


I 


Single Chip Test 


3 


L 


H 


H 


E 


E 


E 


MUX (4) 


Multiplexed/No RAM or ROM 


2 


/D 


(h) 


(T) 


E 


I 


E 


MUX (4 > 


Multiplexed/RAM 


1 


L 


L 


H 


I 


I 


E 


MUX (4 > 


Multiplexed/RAM & ROM 





L 


L 


L 


I 


I 


|(3» 


MUX< 4 > 


Multiplexed Test 



Legend 
I — Internal 
E — External 
MUX — Multiplexed 
NMUX - Non-Multiplexed 
L — Logic "0" 
H — Logic "1 " 



(1) Internal RAM is addressed at $XX80 

(2) Interna l ROM is disabled 

(3) RESET vector is external for 2 cycles after RESET goes high 

(4) Addresses associated with Ports 3 and 4 are considered external in Modes 0, 
1, 2, and 3 

(5) Addresses associated with Port 3 are considered external in Modes 5 and 6 

(6) Port 4 default is user data input, address output is optional by writing to Port 4 
Data Direction Register 



*The MC6803 operates only in Modes 2 and 3, the MC6803NR operates only in Mode 3 
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FIGURE 14 - EXPANDED MULTIPLEXED CONFIGURATION 
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NOTE To avoid data bus (Port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time 



FIGURE 15 - TYPICAL LATCH ARRANGEMENT 
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FIGURE 16 - MODE PROGRAMMING TIMING 
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MODE PROGRAMMING (Refer to Figure 16) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Mode Programming Input Voltage Low 


V MPL 


- 


1 8 


V 


Mode Programming Input Voltage High 


V MPH 


40 


- 


V 


Mode Programming Diode Differential (If Diodes are Used) 


VMPDD 


06 


- 


V 


RESET Low Pulse Width 


pwrstl 


30 


- 


E-Cycles 


Mode Programming Setup Time 


*MPS 


20 


- 
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Mode Programming Hold Time 
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RESET Rise Time<1 *is 
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- 


ns 



FIGURE 17 - TYPICAL MODE PROGRAMMING CIRCUIT 
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Notes 

1 Mode 7 as shown 

2 R2 # C= Reset time constant « 

3 R-| = 10k (typical) 

4 D=1N914, 1N4001 (typical) 

5 Diode Vf should not exceed VMPDD rnm 
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RESET 
P20 (PC0) 
P21 (PCD 
P22 (PC2) 



MC6801 

MC6803 

MC6803NR 



MEMORY MAPS 

The M6801 Family can provide up to 64K byte address 
space depending on the operating mode A memory map for 
each operating mode is shown in Figure 18 In Modes 1 R and 



6R, the MC6801 ROM has been relocated by a mask option 
The first 32 locations of each map are reserved for the inter- 
nal register area, as shown in Table 4, with exceptions as in- 
dicated 



4-95 




FIGURE 18 - MC6801/03/03NR MEMORY MAPS 
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FIGURE 18 - MC6801/03/03NR MEMORY MAPS (CONTINUED) 
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FIGURE 18 - MC6801/03/03NR MEMORY MAPS (CONTINUED) 
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1) The internal ROM is disabled 
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MC6801/03/03NR INTERRUPTS 

The M6801 Family supports two types of interrupt re- 
quest s m askable and non-maskable A Non-Maskable Inter- 
rupt (NMD is always recognized and acted upon at the com- 
pletion of the current instruction Maskable interrupts are 
controlled by the Condition Code Register l-bit and by in- 
dividual enable bits The l-bit controls all maskable i nter- 
rupts Of the maskable interrupts, there are two types IRQ1 
and IRQ2 The Programmable Timer and Serial Communica- 
tions Interface use an internal IRQ2 interr upt lin e, a s sho wn 
in Figure 2 External devic es (an d IS3) use IRQ1 An IRQ1 in- 
terrupt is serviced before IRQ2 if both are pending 

All IRQ2 interrupts use hardware prioritized vectors The 
single SCI interrupt and three timer interrupts are serviced in 
a prioritized order and each is vectored to a separate loca- 
tion All interrupt vector locations are shown in Table 5 

The Interrupt flowchart is depicted in Figure 19 and is 
common to every interrupt excluding reset During interrupt 
servicing the Program Counter, Index Register, A Ac- 
cumulator, B Accumulator, and Condition Code Register are 
pushed to the stack The l-bit is set to inhibit maskable inter- 
rupts and a vector ss fetched corresponding to the current 
highest priority interrupt The vector is transferred to the 
Program Counter and instruction execution is resumed In- 
terrupt and RESET timing are illustrated in Figures 20 and 21 

FUNCTIONAL PIN DESCRIPTIONS 

Vcc AND Vss 

Vcc and VsS provide power to a large portion of the 
MCU The power supply should provide +5 volts (±5%) to 
Vcc- arid Vss should be tied to ground Total power 
dissipation (including Vcc Standby), will not exceed Pd 
milliwatts 

Vcc STANDBY 

Vcc Standby provides power to the standby portion ($80 
through $BF) of the RAM and the STBY PWR and RAME 
bits of the RAM Control Register Voltage requirements de- 
pend on whether the device is in a powerup or powerdown 
state In the powerup state, the power supply should provide 
+ 5 volts (±5%) and must reach V$B volts before RESET 
reaches 4 volts During powerdown, Vcc Standby must 
remain above V$BB ^ mm > t0 sustain the standby RAM and 
STBY PWR bit While in powerdown operation, the standby 
current will not exceed ISBB 

It is typical to power both Vcc and Vcc Standby from the 
same source during normal operation A diode must be used 



between them to prevent supplying power to Vcc during 
powerdown operation Vcc Standby should be tied to 
ground in Mode 3 

TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address 


Port 1 Data Direction Register*** 
Port 2 Data Direction Register*** 
Port 1 Data Register 
Port 2 Data Register 


00 
01 
02 
03 


Port 3 Data Direction Register""* 
Port 4 Data Direction Register*"* 
Port 3 Data Register 
Port 4 Data Register 


04* 
05** 
06* 
07** 


Timer Control and Status Register 

Counter (High Byte) 

Counter (Low Byte) 

Output Compare Register (High Byte) 


08 
09 
OA 
OB 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
OD 
OE 
OF* 


Rate and Mode Control Register 
Transmit/Receive Control and Status Register 
Receive Data Register 
Transmit Data Register 


10 
11 
12 
13 


RAM Control Register 
Reserved 


14 
15-1 F 



'External addresses in Modes 0, 1 , 2, 3, 5, 6, cannot be accessed 
in Mode 5 (No IOS) 
'External addresses in Modes 0, 1, 2, 3 
*1 = Output, 0= Input 

TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



MSB 


LSB 


Interrupt 


FFFE 


FFFF 


RESET 


FFFC 


FFFD 


NM? 


FFFA 


FFFB 


Software Interrupt (SWI) 


FFF8 


FFF9 


IRQ1 (or IS3) 


FFF6 


FFF7 


ICF (Input Capture)* 


FFF4 


FFF5 


OCF (Output Compare)* 


FFF2 


FFF3 


TOF (Timer Overflow)* 


FFFO 


FFF1 


SCI (RDRF + ORFE + TDRE)* 



*IRQ2 Interrupt 
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FIGURE 19 - INTERRUPT FLOWCHART 



f RESET J 



i 

o 



1->-ITMP 
1>H 



Vector »> PC 



RESET FFFE FFFF 




Next 

Instr 



>i ■ H N 





llTMP-J^l] 



Stack Machine State 
PC X. A, B CC 




Condition Code Register 

■ 1 1 1 h 1 1 1 ni z~nrn 



->*ITMP 
1 >H 



Vecto' •>■ PC 


NMI 


FFFC FFFD 


SWI 


FFFAFFFB 


IRQ1 


FFF8FFF9 


ICF 


FFF6FFF7 


OCF 


FFF4FFF5 


TOF 


FFF2 FFF3 


SCI 


FFF0FFF1 



^ 



SCI = TIE»TDRE+RIE»(RDRF + ORFE) 



Non-Maskable Interrupt 

Software Interrupt 

Maskable Interrupt Request 1 

Input Capture Interrupt 

Output Compare Interrupt 

Timer Overflow Interrupt 

SCI Interrupt (TDRE + RDRF + ORFE) 





o 

l>0 



FIGURE 20 - INTERRUPT SEQUENCE 
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FIGURE 21 - RESET TIMING 
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XTAL1 AND EXTAL2 

These two input pins interface either a crystal or TTL com- 
patible clock to the MCU internal clock generator Divide-by- 
four circuitry is included which allows use of the inexpensive 
3 58 MHz or 4 4336 MHz Color Burst TV crystals A 20 pF 
capacitor should be tied from each crystal pin to ground to 
ensure reliable startup and operation Alternatively, EXTAL2 
may be driven by an external TTL compatible clock at 4f 
with a duty cycle of 50% ( ± 5%) with XTAL1 connected to 
ground 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fxTAL The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time * The MCU is compatible with most commercially 
available crystals Nominal crystal parameters are shown in 
Figure 22. 



RESET 

This input is used to reset the internal state of the device 
and pro vide an orderly startup procedure During powerup, 
RESET must be held below 8 volts (1) at least tRC after 
Vcc reaches 4 75 volts in order to provide sufficient time for 
the clock generator to stab ilize, and (2) until Vcc Standby 
reaches 4 75 volts RESET must be held low at least three 
E-cycles if asserted during powerup operation 

E (ENABLE) 

This is an output clock used primarily for bus synchroniza- 
tion It is TTL compatible and is the slightly skewed divide- 
by-four result of the device input clock frequency It will 
drive one Schottky TTL load and 90 pF, and all data given in 
cycles is referenced to this clock unless otherwise noted 

NMl (NON-MASKABLE INTERRUPT) 

An NMl negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 
it responds to the request The MCU will then begin an inter- 
rupt sequence Finally, a vector is fetched from $FFFC and 
$FFFD, transferred to th e Pro gram Counter and instruction 
execution is resumed NMl typically requires a 3 3 kfi 
(nominal ) res istor to Vcc There is no internal NMl pullup 
resistor NMl must be held low for at least one E-cycle to be 
recognized under all conditions 

TROT (MASKABLE INTERRUPT REQUEST 1) 

IRQ1 is a level-sensitive input which can be used to re- 
quest an interrupt sequence The MPU will complete the cur- 
rent instruction before it responds to the request If the inter- 
rupt mask bit (l-bit) in the Condition Code Register is clear, 
the MCU will begin an interrupt sequence A vector is fetch- 
ed from $FFF8 and $FFF9, transferred to the Program 
C ounte r, and instruction execution is resumed 

IRQ1 typically requires an external 33 kfi (nominal) 
resistor to Vcc f° r wire-OR applications IRQ1 has no inter- 
nal pullup resistor 

SC1 AND SC2 (STROBE CONTROL 1 AND 2) 

The function of SC1 and SC2 depends on the operating 
mode. SC1 is configured as an output in all modes except 
single chip mode, whereas SC2 is always an output SC1 
and SC2 can drive one Schottky load and 90 pF 



"Devices made with masks subsequent to M5G, M8D and T5P in- 
corporate an advanced clock with improved startup charac- 
teristics 



SC1 and SC2 In Single-Chip Mode 

In Single-Chip Mode, SC1 and SC2 are configured as an 
input and output, respectively, and both function as Port 3 
control lines SC1 functions as IS3 and can be used to in- 
dicate that Port 3 input data is ready or output data has been 
accepted Three options associated with IS3 are controlled 
by Port 3 Control and Status Regis ter a nd are discussed in 
the Port 3 description If unused, IS3 can remain uncon- 
nected 

SC2 is configured as OS3 and can be used to strobe out- 
put data or acknowledge input data It is controlled by Out- 
put Strobe Select (OSS) in the Port 3 Control and Status 
Register The strobe is generated by a read (OSS = 0) or 
write (OSS = 1) to the Port 3 Data Register OS3 timing is 
shown in Figure 5 

SC1 And SC2 In Expanded Non-Multiplexed Mode 

In the Expanded Non-Multiplexed Mode, both SC1 and 
SC2 are con figu red as outputs SC1 functions as Input/Out- 
put Select (IOS) and is asserted only when $0100 through 
$01 FF is sensed on the internal address bus 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers An MPU read is enabled 
when Read/Write and E are high 

SC1 And SC2 In Expanded Multiplexed Mode 

In the Expanded Multiplexed Modes, both SC1 and SC2 
are configured as outputs SC1 functions as Address Strobe 
and can be used to demultiplex the eight least significant ad- 
dresses and the data bus A latch controlled by Address 
Strobe captures address on the negative edge, as shown in 
Figure 15 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers An MPU read is enabled 
when Read/Write and E are high 

P10-P17(PORT1) 

Port 1 is a mode independent 8-bit I/O port with each line 
an input or output as defined by the Port 1 Data Direction 
Register The TTL compatible three-state output buffers can 
drive one Schottky TTL load and 30 pF, Darlington tran- 
sistors, or CMOS devices using ext ernal p ullup resistors It is 
configured as a data input port by RESET Unused lines can 
remain unconnected 

P20-P24(PORT2) 

Port 2 is a mode-independent, 5-bit, multipurpose I/O port 
The volt age leve ls present on P20, P21 , and P22 on the rising 
edge of RESET determine the operating mode of the MCU 
The entire port is then configured as a data input port The 
Port 2 lines can be selectively configured as data output lines 
by setting the appropriate bits in the Port 2 Data Direction 
Register The Port 2 Data Register is used to move data 
through the port However, if P21 is configured as an out- 
put, it will be tied to the timer Output Compare function and 
cannot be used to provide output from the Port 2 Data 
Register 

Port 2 can also be used to provide an interface for the 
Serial Communications Interface and the timer Input Edge 
function These configurations are described in the ap- 
propriate SCI and Timer sections of this publication 

The Port 2 three-state, TTL-compatible output buffers are 
capable of driving one Schottky TTL load and 30 pF, or 
CMOS devices using external pullup resistors 

PORT 2 DATA REGISTER 

7 6 5 4 3 2 10 



PC2 PC1 PC0 P24 P23 P22 P21 P20 $0003 



4-103 



MC6801«MC6803*MC6803NR 



FIGURE 22 - M6801 FAMILY OSCILLATOR CHARACTERISTICS 

(a) Nominal Recommended Crystal Parameters 
Nominal Crystal Parameters* 
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IS3 
Flag 


IS3 
IRQ1 
Enable 


X 


OSS 


Latch 
Enable 


X 


X 


X 



P30-P37 (PORT 3) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode The TTL compatible three-state out- 
put buffers can drive one Schottky TTL load and 90 pF 
Unused lines can remain unconnected 

Port 3 In Single-Chip Mode 

Port 3 is an 8-bit I/O port in the Single-Chip Mode, with 
each line configured by the Port 3 Da ta Direction Register 
There are also two lines, IS3 and OS3, which can be used to 
control Port 3 data transfers 

Three Port 3 options are controlled by the Port 3 Control 
and Status Register and are available only in Single-Chip 
Mode (1) Port 3 i nput data can be latched using IS3 as a 
control signal, (2) OS3 can be generated by either an M PU 
read or write to the Port 3 Da ta R egister, and (3) an IRQ1 in- 
terrupt can be enabled by an I S3 negative edge Port 3 latch 
timing is shown in Figure 6 

PORT 3 CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 



$000F 



Bit 0-2 Not used 

Bit 3 LATCH ENABLE This bit controls the 

input latch for Port 3 If set, input data 
is latched by an !S3 negative edge The 
latch is transparent after a read of the 
Port 3 Data Register LATCH ENAL- 
BLE is cleared during reset 

Bit 4 OSS (Output Strobe S elect ) This bit 

determines whether OS3 will be 
generated by a read or write of the Port 
3 Data Register When clear, the 
strobe is generated by a read, when 
set, it is generated by a write OSS is 
cleared during reset 

Bit 5 Not used 

Bit 6 IS3 IRQ1 ENABLE When set, an [ROT 

interrupt will be enabled whenever IS3 
FLAG is set, when clear, the interrupt 
is inhibited This bit is cleared during 
reset 

Bit 7 IS3 FLAG This read-only status bit is 

set by an IS3 negative edge It is 
cleared by a read of the Port 3 Control 
and Status Register (with IS3 FLAG 
set) followed by a read or write to the 
Port 3 Data Register or during reset 

Port 3 In Expanded Non- Multiplexed Mode 

Port 3 is configured as a bidirectional data bus (D7-D0) in 
the Expanded Non-Multiplexed Mode The direction of data 
transfers is controlled by Read/Write (SC2) Data is clocked 
by E (Enable) 



Port 3 In Expanded Multiplexed Mode 

Port 3 is configured as a time multiplexed address (A0-A7) 
and data bus (D7-D0) in the Expanded Multiplexed Modes, 
where Address Strobe (AS) can be used to demultiplex the 
two buses Port 3 is held in a high impedance state between 
valid address and data to prevent bus conflicts 

P40-P47 (PORT 4) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data inputs depending on the operating mode 
Port 4 can drive one Schottky TTL load and 90 pF and is the 
only port with internal pullup resistors Unused lines can re- 
main unconnected 

Port 4 In Single-Chip Mode 

In Single-Chip Mode, Port 4 functions as an 8- bit I/O port 
with each line configured by the Port 4 Data Direction 
Register Internal pullup resistors allow the port to directly in- 
terface with CMOS at 5 volt levels External pullup resistors 
to more than 5 volts, however, cannot be used 

Port 4 In Expanded Non-Multiplexed Mode 

Port 4 is configured from reset as an 8-bit input port, 
where the Port 4 Data Direction Register can be written to 
provide any or all of eight address lines, A0 to A7 Internal 
pullup resistors pull the lines high until the Port 4 Data Direc- 
tion Register is configured 

Port 4 In Expanded Multiplexed Mode 

In all Expanded Multiplexed modes except Mode 6, Port 4 
functions as half of the address bus and provides A8 to A15 
In Mode 6, the port is configured from reset as an 8-bit 
parallel input port, where the Port 4 Data Direction Register 
can be written to provide any or all of upper address lines A8 
to A15 Internal pullup resistors pull the lines high until the 
Port 4 Data Direction Register is configured, where bit con- 
trols A8 



RESIDENT MEMORY 

The MC6801 provides 2048 bytes of on-board ROM and 
128 bytes of on-board RAM 

One half of the RAM is powered through the Vqq standby 
pin and is maintainable during Vqc powerdown This stand- 
by portion of the RAM consists of 64 bytes located from $80 
through $BF 

Power must be supplied to Vqc standby if the internal 
RAM is to be used regardless of whether standby power 
operation is anticipated 

The RAM is controlled by the RAM Control Register 



RAM CONTROL REGISTER ($14) 

The RAM Control Register includes two bits which can be 
used to control RAM accesses and determine the adequacy 
of the standby power source during powerdown operation 
It is intended that RAME be cleared and STBY PWR be set 
as part of a powerdown procedure 



I 
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RAM CONTROL REGISTER 



7 


6 


5 


4 


3 


2 


1 





STBY 
PWR 


RAME 


X 


X 


X 


X 


X 


X 



Bit 0-5 Not Used 
Bit 6 RAME 



Bit 7 STBY PWR 




RAM Enable This Read/Write bit can 
be used to remove the entire RAM 
from the internal memory map RAME 
is set (enabled) during Reset provided 
standby power i s avai lable on the 
positive edge of RESET If RAME is 
clear, any access to a RAM address is 
external If RAME is set and not in 
Mode 3, the RAM is included in the in- 
ternal map 

Standby Power This bit is a 
Read/Write status bit which is cleared 
whenever Vqq Standby decreases 
below VsbB (mm) It can be set only 
by software and is not affected during 
reset 



PROGRAMMABLE TIMER 

The Programmable Timer can be used to perform input 
waveform measurements while independently generating an 
output waveform Pulse widths can vary from several 
microseconds to many seconds A block diagram of the 
Timer is shown in Figure 23 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (Enable) It is cleared during reset 
and is read-only with one exception a write to the counter 
($09) will preset it to $FFF8 This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock TOF is set whenever 
the counter contains all 1's 

OUTPUT COMPARE REGISTER ($0B:0C) 

The Output Compare Register is a 16-bit Read/Write 
register used to control an output waveform or provide an ar- 
bitrary timeout flag It is compared with the free-running 
counter on each E-cycle When a match occurs, OCF is set 



FIGURE 23 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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and OLVL is clocked to an output level register If Port 2, bit 
1, is configured as an output, OLVL will appear at P21 and 
the Output Compare Register and OLVL can then be 
changed for the next compare The function is inhibited for 
one cycle after a write to its high byte ($0B) to ensure a valid 
compa re The Output Compare Register is set to $FFFF at 
RESET 

INPUT CAPTURE REGISTER ($0D:0E) 

The Input Capture Register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by IEDG Port 2, bit should 
be configured as an input, but the edge detect circuit always 
senses P20 even when configured as an output An input 
capture can occur independently of ICF the register always 
contains the most current value Counter transfer is in- 
hibited, however, between accesses of a double byte MPU 
read The input pulse width must be at least two E-cycles to 
ensure an input capture under all conditions 

TIMER CONTROL AND STATUS REGISTER ($08) 

The Timer Control and Status Register (TCSR) is an 8-bit 
register of which all bits are readable, while only bits 0-4 can 
be written The three most significant bits provide the timer 
status and indicate if - 

• a proper level transition has been detected, 

• a match has occured between the free-running 
counter and the output compare register, and 

• the free-running counter has overflowed 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR 

TIMER CONTROL AND STATUS REGISTER (TCSR) 

7 6 5 4 3 2 10 

"" ' ' ' ' ' ' $0008 



ICF 


OCF 


TOF 


EICI 


EOCI 


ETOI 


IEDG 


OLVL 



Bit OLVL Output level OLVL is clocked to the 

output level register by a successful 
output compare and will appear at P21 
if Bit 1 of the Port 2 Data Direction 
Register is set It is cleared during 
reset 

Bit 1 EIDG Input Edge IEDG is cleared during 

reset and controls which level transi- 
tion will trigger a counter transfer to 
the Input Capture Register 
IEDG = Transfer on a negative-edge 
IEDG= 1 Transfer on a positive-edge 

Bit 2 ETOI Enable Timer Overflow Interrupt 

When set, an IRQ2 interrupt is enabled 
for a timer overflow, when clear, the 
interrupt is inhibited It is cleared dur- 
ing reset 

Bit 3 EOCI Enable Output Compare Interrupt 

When set, an IRQ2 interrupt is enabled 
for an output compare, when clear, 
the interrupt is inhibited It is cleared 
during reset 



Bit 4 EICI Enable Input Capture Interrupt When 

set, an IRQ2 interrupt is enabled for an 
input capture, when clear, the inter- 
rupt is inhibited It is cleared during 
reset 

Bit 5 TOF Timer Overflow Flag TOF is set when 

the counter contains all Ts It is 
cleared by reading the TCSR (with 
TOF set) then reading the counter high 
byte ($09), or during reset 

Bit 6 OCF Output Compare Flag OCF is set 

when the Output Compare Register 
matches the free-running counter It is 
cleared by reading the TCSR (with 
OCF set) and then writing to the Out- 
put Compare Register ($0B or $0C), or 
during reset 

Bit 7 ICF Input Capture Flag ICF is set to in- 

dicate a proper level transition, it is 
cleared by reading the TCSR (with ICF 
set) and then the Input Capture 
Register High Byte ($0D), or during 
reset 



SERIAL COMMUNICATIONS INTERFACE (SCI) 

A full-duplex asynchronous Serial Communications Inter- 
face (SCI) is provided with two data formats and a variety of 
rates The SCI transmitter and receiver are functionally in- 
dependent, but use the same data format and bit rate Serial 
data formats include standard mark/space (NRZ) and Bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit "Baud" and "bit rate" are used synonymously in 
the following description 

WAKE-UP FEATURE 

In a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message In order to permit uninterested 
MPU's to ignore the remainder of the message, a wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until its data line goes 
idle An SCI receiver is re-enabled by an idle string of ten 
consecutive 1's or during reset Software must provide for 
the required idle string between consecutive messages and 
prevent it within messages 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable 

• format standard mark/space (NRZ) or Bi-phase 

• clock external or internal bit rate clock 

• Baud one of 4 per E-clock frequency, or external 
clock (x8 desired baud) 

• wake-up feature enabled or disabled 

• interrupt requests enabled individually for trans- 
mitter and receiver 

• clock output internal bit rate clock enabled or dis- 
abled to P22 
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SERIAL COMMUNICATIONS REGISTERS 

The Serial Communications Interface includes four ad- 
dressable registers as depicted in Figure 24 It is controlled 
by the Rate and Mode Control Register and the 
Transmit/ Receive Control and Status Register Data is 
transmitted and received utilizing a write-only Transmit 
Register and a read-only Receive Register The shift registers 
are not accessible to software 



Rate and Mode Control Register (RMCR) ($10) 

The Rate and Mode Control Register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22 The register consists of four write-only 
bits which are cleared during reset The two least significant 
bits control the bit rate of the internal clock and the remain- 
ing two bits control the format and clock source 



RATE AND MODE CONTROL REGISTER (RMCR) 



4 3 2 10 

~x~Jcci | ceo | ssi 1 sso] $0010 



Bit 1 BitO SS1 SSO Speed Select These two 

bits select the Baud when using the in- 
ternal clock Four rates may be 
selected which are a function of the 
MCU input frequency Table 6 lists bit 
time and rates for three selected MCU 
frequencies 
Bit 3 Bit 2 CC1 CC0 Clock Control and Format 

Select These two bits control the for- 
mat and select the serial clock source 
If CC1 is set, the DDR value for P22 is 
forced to the complement of CC0 and 
cannot be altered until CC1 is cleared 
If CC1 is cleared after having been set, 
its DDR value is unchanged Table 7 
defines the formats, clock source, and 
use of P22 
If both CC1 and CC0 are set, an external TTL compatible 
clock must be connected to P22 at eight times (8X) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% ( ± 10%) If CC1 CC0= 10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE 
NOTE: The source of SCI internal bit rate clock is the timer 
free running counter. An MPU write to the counter 
can disturb serial operations. 



FIGURE 24 - SCI REGISTERS 

Bit 7 Rate and Mode Control Register Bit O 
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Transmit/ Receive Control And Status Register 
(TRCSR) ($11) 

The Transmit/ Receive Control and Status Register con- 
trols the transmitter, receiver, wake-up feature, and two in- 
dividual interrupts and monitors the status of serial opera- 
tions All eight bits are readable while bits to 4 are also 
writable The register is initialized to $20 by RESET 

TRANSMIT/RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) 



RDRFORFETDRE RIE RE TIE TE WU $0011 



Bit WU 



Bit 1 TE 



Bit 2 TIE 



Bit 3 RE 



Bit 4 RIE 



"Wake-up" on Idle Line When set, 
WU enables the wake-up function, it is 
cleared by ten consecutive 1's or dur- 
ing reset WU will not set if the line is 
idle 

Transmit Enable When set, P24 DDR 
bit is set, cannot be changed, and will 
remain set if TE is subsequently 
cleared When TE is changed from 
clear to set, the transmitter is con- 
nected to P24 and a preamble of nine 
consecutive Vs is transmitted TE is 
cleared during reset 
Tra nsmit Interrupt Enable When set, 
an IRQ2 interrupt is enabled when 
TDRE is set, when clear, the interrupt 
is inhibited TE is cleared during reset 
Receive Enable When set, the P23 
DDR bit is cleared, cannot be chang- 
ed, and will remain clear if RE is subse- 
quently cleared While RE is set, the 
SCI receiver is enabled RE is cleared 
during reset 

Rec eiver Interrupt Enable When set, 
an IRQ2 interrupt is enabled when 
RDRF and/or ORFE is set, when clear, 
the interrupt is inhibited RIE is cleared 
during reset 



Bit 5 TDRE Transmit Data Register Empty TDRE 

is set when the Transmit Data Register 
is transferred to the output serial shift 
register or during reset It is cleared by 
reading the TRCSR (with TDRE set) 
and then writing to the Transmit Data 
Register Additional data will be 
transmitted only if TDRE has been 
cleared 

Bit 6 ORFE Overrun Framing Error If set, ORFE in- 

dicates either an overrun or framing er- 
ror An overrun is a new byte ready to 
transfer to the Receiver Data Register 
with RDRF still set A receiver framing 
error has occurred when the byte 
boundaries of the bit stream are not 
synchronized to the bit counter An 
overrun can be distinguished from a 
framing error by the state of RDRF if 
RDRF is set, then an overrun has oc- 
curred, otherwise a framing error has 
been detected Data is not transferred 
to the Receive Data Register in an 
overrun condition Unframed data 
causing a framing error is transferred 
to the Receive Data Register 
However, subsequent data transfer is 
blocked until the framing error flag is 
cleared * ORFE is cleared by reading 
the TRCSR (with ORFE set) then the 
Receive Data Register, or during reset 

Bit 7 RDRF Receive Data Register Full RDRF is 

set when the input serial shift register 
is transferred to the Receive Data 
Register It is cleared by reading the 
TRCSR (with RDRF set), and then the 
Receive Data Register, or during reset 



* Devices made with mask numbers M5G, M8D, and T 5P do not 
transfer unframed data to the Receive Data Register 



TABLE 6 - SCI BIT TIMES AND RATES 



SS1:SS0 


4fo- 


2.4576 MHz 


4.0 Mhz 


4.9152 MHz 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





1 
1 



1 

1 


-16 
-128 
-1024 
-4096 


26 /xs/38,400 Baud 
208 jis/4,800 baud 
1 67 ms/600 Baud$ 
6 67 ms/150 Baud 


16 M s/62,500 Baud 
128/XS/7812 5 Baud 
1 024 ms/976 6 Baud 
4 096 ms/244 1 Baud 


13 /xs/76,800 Baud 

104 2 jts/9,600 Baud 

833 3 ixsf 1,200 Baud 

3 33 ms/300 Baud 


"External (P22) 


13 M s/76,800 Baud 


8 0^/125,000 Baud 


6 5 ,xs/ 153,600 Baud 



"Using maximum clock rate 

TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CC1:CC0 


Format 


Clock 
Source 


Port 2 
Bit 2 


00 
01 
10 

11 


Bi-Phase 
NRZ 
NRZ 
NRZ 


Internal 
Internal 
Internal 
External 


Not Used 

Not Used 

Output 

Input 
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SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
Rate and Mode Control Register and then to the 
Transmit/ Receive Control and Status Register When TE is 
set, the output of the transmit serial shift register is con- 
nected to P24 and serial output is initiated by transmitting a 
9-bit preamble of 1's 

At this point one of two situations exist 1) if the Transmit 
Data Register is empty (TDRE= 1), a continuous string of 1's 
will be sent indicating an idle line, or 2) if a byte has been 
written to the Transmit-Data Register (TDRE = 0), it will be 
transferred to the output serial shift register (synchronized 
with the bit rate clock), TDRE will be set, and transmission 
will begin 

The start bit (0), eight data bits (beginning with bit 0) and a 
stop bit (1), will be transmitted If TDRE is still set when the 
next byte transfer should occur, 1's will be sent until more 
data is provided In Bi-phase format, the output toggles at 
the start of each bit and at half-bit time when a "1" is sent. 
Receive operation is controlled by RE which configures P23 
as an input and enables the receiver SCI data formats are il- 
lustrated in Figure 25 

INSTRUCTION SET 

The MC6801/03/03NR is upward source and object code 
compatible with the MC6800 Execution times of key instruc- 
tions have been reduced and several new instructions have 
been added, including a hardware multiply A list of new 
operations added to the MC6800 instruction set is shown in 
Table 1 

In addition, two new special opcodes, 4E and 5E, are pro- 
vided for test purposes These opcodes force the Program 
Counter to increment like a 16-bit counter, causing address 
lines used in the expanded modes to increment until the 
device is reset. These opcodes have no mnemonics 

The coding of the first (or only) byte corresponding to an 



executable instruction is sufficient to identify the instruction 
and the addressing mode The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8 There are 220 valid machine codes, 34 unassigned 
codes, and 2 codes reserved for test purposes 

PROGRAMMING MODEL 

A programming model for the MC6801/03/03NR is shown 
in Figure 11 Accumulator A can be concatenated with ac- 
cumulator B and jointly referred to as accumulator D where 
A is the most significant byte Any operation which modifies 
the double accumulator will also modify accumulator A 
and/or B Other registers are defined as follows 

Program Counter — The program counter is a 16-bit 
register which always points to the next instruction 

Stack Pointer - The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue The stack resides in ran- 
dom access memory at a location defined by the program- 
mer. 

Index Register — The Index Register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing 

Accumulators — The MPU contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU) They can also be 
concatenated and referred to as the D (double) accumulator 

Condition Code Registers - The condition code register 
indicates the results of an instruction and includes the 
following five condition bits Negative (N), Zero (Z), 
Overflow (V), Carry/Borrow from MSB (C), and Half Carry 
from bit 3 (H) These bits are testable by the conditional 
branch instructions Bit 4 is the interrupt mask (l-bit) and in- 
hibits all maskable interrupts when set The two unused bits, 
B6 and B7, are read as ones 



FIGURE 25 - SCI DATA FORMATS 



Output 
Clock 



NRZ 

Format 



ifLnmnji^^ 

1 • • i 
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Bi-Phase 
Format 
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Bit Bit 
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Data 01001101 ($4D) 
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ADDRESSING MODES 

Six addressing modes can be used to reference memory 
A summary of addressing modes for all instructions is 
presented in Tables 9, 10, 11, and 12, where execution times 
are provided in E-cycles Instruction execution times are 
summarized in Table 13 With an input frequency of 4 MHz, 
E-cycles are equivalent to microseconds A cycle-by-cycle 
description of bus activity for each instruction is provided in 
Table 14 and a description of selected instructions is shown 
in Figure 26 

Immediate Addressing - The operand or "immediate 
byte(s)" is contained in the following byte(s) of the instruc- 
tion where the number of bytes matches the size of the 
register These are two or three byte instructions 

Direct Addressing — The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access In most applica- 



tions, the 256-byte area is reserved for frequently referenced 
data 

Extended Addressing - The second and third bytes of the 
instruction contain the absolute address of the operand 
These are three byte mstrutions 

Indexed Addressing - The unsigned offset contained in 
the second byte of the instruction is added with carry to the 
Index Register and used to reference memory without 
changing the Index Register These are two byte instruc- 
tions 

Inherent Addressing - The operand(s) are registers and 
no memory reference is required These are single byte in- 
structions 

Relative Addressing — Relative addressing is used only for 
branch instructions If the branch condition is true, the Pro- 
gram Counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current Program Counter This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction 
These are two byte instructions 



TABLE 8 - CPU INSTRUCTION MAP 



OP 


MNEM 


MODE 


~ tt 


OP 


MNEM 


MODE 


~ # 


OP 


MNEM 


MODE 


~ 


tt 


OP 


MNEM 


MODE 


~ 


» 


OP 


MNEM 


MODE 


~ 


tt 


00 








34 


DES 


INHER 


3 1 


68 


ASL 


INDXD 


6 


2 


9C 


CPX 


DIR 


5 


2 


DO 


SUBB 


DIR 


3 


2 


01 


NOP 


IN 


<ER 


2 1 


35 


TXS 


I 


, 


3 1 


69 


HOI- 


1 


[ 


6 


2 


9D 


JSR 


I 


5 


2 


01 


CMPB 


n 


3 


2 


02 




i 


l 




36 


PSHA 






3 1 


6A 


DEC 






6 


2 


9E 


LDS 


. ? 


4 


2 


D2 


SEiCB 






3 


2 


03 










37 


PSHB 






3 1 


6B 












9F 


STS 


DIR 


4 


2 


D3 


ADDD 






5 


2 


04 


LSRD 






3 1 


38 


PULX 






5 1 


6C 


INC 






6 


2 


40 


SUBA 


INDXD 


4 


2 


D4 


ANDB 






3 


2 


Ob 


ASLD 






3 1 


39 


RTS 






5 1 


6D 


TST 






6 


2 


A1 


CMPA 


j 


i 


4 


2 


D5 


BITB 






3 


2 


06 


TAP 






2 1 


3A 


ABX 






3 1 


6E 


JMP 


1 


' 


3 


2 


A2 


SBCA 






4 


2 


D6 


LDAB 






3 


2 


07 


TPA 






2 1 


3B 


RTI 






10 1 


6F 


CLR 


INDXD 


6 


2 


A3 


SUBD 






6 


2 


D7 


STAB 






3 


2 


08 


INX 






3 1 


3C 


PSHX 






4 1 


70 


NEG 


EXTND 


6 


3 


A4 


ANDA 






4 


2 


D8 


EORB 






3 


2 


09 


DEX 






3 1 


3D 


MUL 






10 1 


71 












A5 


BITA 






4 


2 


D9 


ADCB 






3 


2 


OA 


CLV 






2 1 


3E 


WAI 






9 1 


72 












A6 


LDAA 






4 


2 


DA 


ORAB 






3 


2 


OB 


SEV 






2 1 


3F 


SWI 






12 1 


73 


COM 






6 


3 


A7 


STAA 






4 


2 


DB 


ADDS 






i 


2 


OC 


CLC 






2 1 


40 


NEGA 






2 1 


74 


LSR 






6 


3 


A8 


EORA 






4 


2 


DC 


1DD 






4 


2 


OD 


SEC 






2 1 


41 










75 












A9 


ADCA 






4 


2 


DD 


STD 






4 


.» 


OE 


CLI 






2 1 


42 










76 


ROR 






6 


3 


AA 


ORAA 






4 


2 


DE 


1 DX 


i ' 


4 




OF 


SEI 






2 1 


43 


COMA 






2 1 


77 


ASR 






6 


3 


AB 


ADDA 






4 


2 


DF 


SIX 


DIM 


4 




10 


SBA 






2 1 


44 


LSRA 






? 1 


78 


ASL 






6 


3 


AC 


CPX 






b 


2 


EO 


SUHB 


INDXD 


4 




11 


CBA 






2 1 


45 










79 


ROL 






6 


3 


AD 


JSR 






b 


2 


El 


( MPB 


l 


1 


4 


i 


12 










46 


RORA 






2 1 


7A 


DEC 






6 


3 


AE 


LDS 


1 


' 


b 


2 


E2 


SBC B 






4 


2 


13 










47 


ASRA 






2 1 


7B 












AF 


STS 


INDXD 


b 


2 


E3 


ADDD 






b 


2 


14 










48 


ASIA 






2 1 


7C 


INC 






6 


3 


BO 


SUBA 


FX 


ND 


4 


} 


E4 


ANDB 






4 


2 


15 










49 


ROLA 






2 1 


7D 


TST 






6 


3 


B1 


CMPA 


j 


I 


4 


3 


E5 


BITB 






4 


2 


16 


TAB 






2 1 


4A 


DECA 






2 1 


7E 


JMP 


1 


' 


3 


3 


B2 


SBCA 






4 


3 


E6 


LDAB 






4 


2 


17 


TBA 




' 


2 1 


4B 










7F 


CLR 


bXTND 


6 


3 


B3 


SUBD 






6 


3 


E7 


STAB 






4 


2 


18 




1 




4C 


INCA 






2 1 


80 


SUBA 


IMMED 


2 


2 


B4 


ANDA 






4 


3 


E8 


EORB 






4 


2 


19 


DAA 


INHER 


2 1 


4D 


TSTA 






2 1 


81 


CMPA 




I 


2 


2 


B5 


BITA 






4 


3 


E9 


ADCB 






4 


2 


1A 








4E 


T 








82 


SBCA 


, 


2 


2 


B6 


LDAA 






4 


3 


EA 


ORAB 






4 


2 


1B 


ABA 


INHER 


2 1 


4F 


CLRA 






2 1 


83 


SUBD 






4 


3 


B7 


STAA 






4 


3 


EB 


ADDB 






4 


2 


1C 








50 


NEGB 






2 1 


84 


ANDA 






2 


2 


B8 


EORA 






4 


3 


EC 


LDD 






5 


2 


10 








51 










85 


BITA 






2 


2 


B9 


ADCA 






4 


3 


ED 


STD 




' 


b 


2 


1E 








52 










86 


LDAA 






? 


2 


BA 


ORAA 






4 


3 


EF 


LDX 




5 


2 


1F 








53 


COMB 






2 1 


87 












BB 


ADDA 






4 


3 


EF 


STX 


INDXD 


5 


2 


20 


BRA 


REL 


3 2 


54 


LSRB 






2 1 


88 


EORA 






2 


2 


BC 


CPX 






6 


3 


FO 


SUBB 


FXTND 


4 


3 


21 


BRN 


j 


i 


3 2 


55 










89 


ADCA 






2 


2 


BD 


JSR 


1 




6 


3 


Fl 


CMPB 


/ 


\ 


4 


3 


22 


BHI 






3 2 


56 


RORB 






2 1 


8A 


ORAA 






2 


2 


BE 


LDS 


1 


b 


3 


F2 


SBCB 






4 


3 


23 


BLS 






3 2 


57 


ASRB 






2 1 


8B 


ADDA 


' 


f 


2 


2 


BF 


STS 


EXTND 


b 


3 


F3 


ADDD 






6 


3 


24 


BCC 






3 2 


58 


ASLB 






2 1 


8C 


CPX 


IMMED 


4 


3 


CO 


SUBB 


IMMED 


2 


2 


F4 


ANDB 






4 


3 


25 


BCS 






3 2 


59 


ROLB 






2 1 


8D 


BSR 


REL 


6 


2 


CI 


CMPB 


J 


i 


2 


2 


r 5 


BITB 






4 


3 


26 


BNE 






3 2 


5A 


DECB 






2 1 


8E 


LDS 


IMMED 


3 


3 


C2 


SBCB 






2 


2 


F6 


LDAB 






4 


3 


27 


BEQ 






3 2 


5B 










8F 










C3 


ADDD 






4 


3 


F7 


STAB 






4 


3 


28 


BVC 






3 2 


5C 


INCB 






2 1 


90 


SUBA 


DIR 


3 


2 


C4 


ANDB 






2 


2 


F8 


EORB 






4 


3 


29 


BVS 






3 2 


5D 


TSTB 






2 1 


91 


CMPA 


, 


I 


3 


2 


C5 


BITB 






2 


2 


F9 


ADCB 






4 


3 


2A 


BPL 






3 2 


5E 


T 


1 


1 




92 


SBCA 






3 


2 


C6 


LDAB 






? 


2 


FA 


ORAB 






4 


3 


2B 


BMI 






3 2 


5F 


CLRB 


INHER 


2 1 


93 


SUBD 






b 


2 


C7 












FB 


ADDB 






4 


3 


2C 


BGE 






3 2 


60 


NEG 


INDXD 


b 2 


94 


ANDA 






3 


2 


C8 


EORB 






2 


2 


FC 


LDD 






b 


3 


2D 


8LT 


1 


' 


3 2 


61 




I 






95 


BITA 






3 


2 


C9 


ADCB 






2 


2 


FD 


STD 




' 


S 


3 


2E 


BGT 




3 2 


62 




{ 




96 


LDAA 






3 


2 


CA 


ORAB 






2 


2 


FE 


LDX 




5 


3 


2F 


BLE 


REL 


3 2 


63 


COM 






6 2 


97 


STAA 






3 


2 


CB 


ADDS 






2 


2 


FF 


STX 


EXTND 


"> 


3 


30 


TSX 


INHER 


3 1 


64 


LSR 






6 2 


98 


EORA 






3 


2 


CC 


LDD 


1 




3 


3 












31 
32 


INS 
PULA 


i 


3 1 

4 1 


65 
66 


ROR 


1 


' 


6 2 


99 
9A 


ADCA 
ORAA 


1 


' 


3 
3 


2 

2 


CD 


LDX 


1ED 


3 


3 




UNDEFINED OP ( ODE 




33 


PULB 


T 


4 1 


67 


ASR 


INDXD 


6 2 


9B 


ADDA 




3 


2 


CF 





















NOTES 

1 Addressing Modes 

INHER m Inherent INDXDs Indexed IMMED ■ Immediate 

RELs Relative EXTND s Extended DIR ■ Direct 

2 Unassigned opcodes are indicated by "*" and should not be executed 

3 Codes marked by "T" force the PC to function as a 16-bit counter 
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TABLE 9 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 



Pointer Operations 


Mnemonic 
































Boolean/ 
Arithmetic Operation 


Condition Codes 


Immed 


Direct 


Index 


Extnd 


Inherent 


5 


4 


3 


2 1 





OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


I 


N Z V 


C 


Compare Index Reg 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X - M M + 1 






j I 


» 


I 


Decrement Index Reg 


DEX 


























09 


3 


1 


X- 1 — X 






• l 


• 


• 


Decrement Stack Pntr 


DES 


























34 


3 


1 


SP - 1 — SP 












Increment Index Reg 


INX 


























08 


3 


1 


X + 1 — X 






•^ 


• 


• 


Increment Stack Pntr 


INS 


























31 


3 


1 


1 SP + 1 — SP 












Load Index Reg 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M — Xh, (M + 1)— Xl 






( 


R 


• 


Load Stack Pntr 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M — SPh, (M + 1)-*SPl 






X 


R 


• 


Store Index Reg 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh — M. Xl^(M + 1) 






X 


R 


• 


Store Stack Pntr 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SPh -*m, spl — (M + 1) 






~j~ 


R 


• 


Index Reg - Stack Pntr 


TXS 


























35 


3 


1 


X - 1 — SP 












Stack Pntr — Index Reg 


TSX 


























30 


3 


1 


SP + 1 — X 












Add 


ABX 


























3A 


3 


1 


B + X ^X 






9 m <§ 


© 


Push Data 


PSHX 


























3C 


4 


1 


X L *M S P, SP- 1 —SP 
X H — MsR SP - 1 -^SP 




® 


• • » 


@ 


Pull Data 


PULX 


























38 


5 


1 


SP + 1 — SP, Msp — X H 

sp + 1 — sp, M S p -x l 













TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


in her 


Boolean 
Expression 


Condition Codes 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


tK 


i 


N 


Z 


V 


C 


Add Acmltrs 


ABA 


























1B 


2 


1 


A + B ^A 






I 


! 


I 


I 


Add B to X 


ABX 


























3A 


3 


1 


00 B + X * X 


r 












Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A + M + C~A 


I 










I 


j 


ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B + M + C —B 


T 










I 


j 


Add 


ADDA 


8B 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB 


4 


3 








A + M -A 


X 










f 


| 


ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M —A 


~j~ 










} 


| 


Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D + MM + 1 -*D 












t 


| 


And 


AN DA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A • M — A 












R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B • M -~B 












R 


o 


Shift Left, 
Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 








-*- 












1 


1 


ASLA 


























48 


2 


1 


EhHMimrn*«-o 

b7 bO 
















1 


ASLB 


























58 


2 


1 




9 












I 
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TABLE 10 - ACCUMULATOR AND MEMORY INSTRUCTIONS (CONTINUED) 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


H 


1 


N 


z 


V c 


Shift Left Dbl 


ASLD 


























05 


3 


1 










1 


±_L 


Shift Right, 
Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 








i — i — ► 










t { 


ASRA 


























47 


2 


1 


Ul 1 1 1 1 1 1 1 Mel 

b7 bO 










I { 


ASRB 


























57 


2 


1 










( 1 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A- M 










R • 


BITB 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B • M 










R • 


Compare Acmltrs 


CBA 


























11 


2 


1 


A - B 










f 1' 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00 *M 






R 


S 


R R 


CLRA 


























4F 


2 


1 


00 -A 






R 


S 


R R 


CLRB 


























5F 


2 


1 


00— B 






R 


s 


R R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








A - M 






| 


1 


* 


CMPB 


C1 


2 


2 


D1 


3 


2 


E1 


4 


2 


F1 


4 


3 








B - M 






j 


j 


1 


1 's Complement 


COM 














63 


6 


2 


73 


6 


3 








Wl -M 






I 


1 


R S 


COMA 


























43 


2 


1 


A"-A 






I 


1 


R S 


COMB 


























53 


2 


1 


E-B 






j 


1 


R S 


Decimal Adj, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD 






{ 


1 


| { 


Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 — M 






1 


1 


i • 


DECA 


























4A 


2 


1 


A - 1 —A 






I 


1 


1 • 


DECB 


























5A 


2 


1 


B - 1 — B 






1 


1 


t • 


Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A © M — A 






I 


! 


R • 


EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B © M — B 






I 


♦ 


R • 


Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M + 1 -M 






t 


I 


t • 


INCA 


























4C 


2 


1 


A + 1 — A 






\ 


| 


• 


INCB 


























5C 


2 


1 


B + 1 — B 








1 


I •' 


Load Acmltrs 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M —A 






j 


j 


R • 


LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 






) 


[ 


R • 


Load Double 


LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


FC 


5 


3 








M M + 1 — D 






f 


( 


R • 


Logical Shift, 
Left 


LSL 














68 


6 


2 


78 


6 


3 








K 






I 


| 


I f 


LSLA 


























48 


2 


1 






I 


1 


i 


HHIIIIIIIKo 

b7 bO 


LSLB 


























58 


2 


1 








I 




LSLD 


























05 


3 


1 






j 


| 


j i 


Shift Right, 
Logical 


LSR 














64 


6 


2 


74 


6 


3 








— >■ 






R 


1 


| | 


LSRA 


























44 


2 


1 


o-H 1 1 1 1 1 1 1 Md 






R 


I 


j 


LSRB 


























54 


2 


1 








R 


| 


I-L 


LSRD 


























04 


3 


1 








R 


1 


1 t 


Multiply 


MUL 


























3D 


10 


1 


AX B — D 






• 


• 


• j 


2's Complement 
(Negate) 


NEG 














60 


6 


2 


70 


6 


3 








00 - M — M 






t 


} 


1 1 


NEGA 


























40 


2 


1 


00- A —A 






I 


} 


t J 


NEGB 


























50 


2 


1 


00 - B — B 






{ 


1 


1 I 


No Operation 


NOP 


























01 


2 


1 


PC + 1 — PC 






• 


• 


• • 


Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A + M — A 








1 


R • 


ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B + M — B 








} 


R • 


Push Data 


PS HA 


























36 


3 


1 


A —Stack 






• 


• 


• • 


PSHB 


























37 


3 


1 


B —Stack 






• 


• 


• # 


Pull Data 


PULA 


























32 


4 


1 


Stack —A 






• 


• 


• • 


PULB 


























33 


4 


1 


Stack — B 






• 


• 


• • 


Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








«*_ 








1 


I ,» 


ROLA 


























49 


2 


1 


(cM 1 1 II 1 1 1 Wc) 

b7 bO 








{ 


{ | 


ROLB 


























59 


2 


1 








) 


, j 


Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 








+ 








I 


t i 


RORA 


























46 


2 


1 








{ 


J \ 


t\^\ 1 1 i 1 i 1 1 l_*fcl 

b7 bO 


RORB 


























56 


2 


1 








I 


{ I 


Subtract Acmltr 


SBA 


























10 


2 


1 


A - B— A 






j 


1 


j 


Subtract with 
Carry 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A - M - C — A 






j 


1 


( 


SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B - M C — B 






| 


| 


! { 


Store Acmltrs 


STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A-M 






j 


1 


R • 


STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M 






j 


I 


R • 


STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D —MM + 1 






1 


1 


R • 


Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A - M — A 






I 


t 


{ t 


SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B - M — B 






1 




1 1 


Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D - MM + 1 — D 






! 




1 1 


Transfer Acmltr 


TAB 


























16 


2 


1 


A-B 






i 




R • 


TBA 


























17 


2 


1 


B —A 






i 




R • 


Test, Zero or 
Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M -00 






j 




R R 


TSTA 


























4D 


2 


1 


A-00 






1 




R R 


TSTB 


























5D 


2 


1 


B -00 






1 




R R 



■ 



The Condition Code Register notes are listed after Table 10 
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TABLE 11 


- 


JUMP AND BRANCH INSTRUCTIONS 
















Operations 


Mnemonic 


Direct 


Relative 


Index 


Extnd 


Inherent 


Branch Test 


Cond. Code Reg. 


5 


4 


3 


2 


1 





OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


n 


H 


1 


N 


Z 


V 


c 


Branch Always 


BRA 








20 


3 


2 




















None 














Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C= 1 














Branch If = Zero 


BEQ 








27 


3 


2 




















Z= 1 














Branch If > Zero 


BGE 








2C 


3 


2 




















N©V = 














Branch If > Zero 


BGT 








2E 


3 


2 




















Z + (N©V) = 














Branch If Higher 


BHI 








22 


3 


2 




















c + z = o 














Branch If Higher or Same 


BHS 








24 


3 


2 




















C=0 














Branch If < Zero 


BLE 








2F 


3 


2 




















Z + (N©V)= 1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C= 1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z = 1 














Branch If < Zero 


BLT 








2D 


3 


2 




















N©V = 1 














Branch If Minus 


BMI 








2B 


3 


2 




















N = 1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V= 1 














Branch If Plus 


BPL 








2A 


3 


2 




















N =0 














Branch To Subroutine 


BSR 








8D 


6 


2 




















\ See Special 
> Operations - 
J Figure 26 














Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


1 
















Return From Interrupt 


RTI 


























3B 


10 


1 


I See Special 
\ Operations - 
1 Figure 26 


I 


1 


» 


\ 


» 


I 


Return From Subroutine 


RTS 


























39 


5 


1 














Software Interrupt 


SWI 


























3F 


12 


1 


• 


S 


• 


• 


• 


• 


Wait For Interrupt 


WAI 


























3E 


9 


1 















TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Cond Code Reg 


Inherent 


5 


4 


3 


2 


1 





Mnemonic 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Clear Carry 


CLC 


oc 


2 


1 


0*C 


• 


• 


• 




• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 


1 


0— I 


• 


R 


• 




• 


• 


Clear Overflow 


CLV 


OA 


2 


1 


*V 


• 


• 


• 




R 


• 


Set Carry 


SEC 


OD 


2 


1 


1 ~C 












s 


Set Interrupt Mask 


SEI 


OF 


2 


1 


1 *• 


• 


S 


• 




• 


• 


Set Overflow 


SEV 


OB 


2 


1 


1 -V 


• 


• 


• 




S 


• 


Accumulator A — CCR 


TAP 


06 


2 


1 


A *CCR 


T 


1 


1 


1 


I 


I 


CCR -—Accumulator A 


TPA 


07 


2 


1 


CCR *A 















LEGEND 

OPOperation Code (Hexadecimal) 
~ Number of MPU Cycles 
MsP Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 
+ Boolean Inclusive OR 
© Boolean Exclusive OR 
M Complement of M 
-— Transfer Into 
Bit = Zero 
00 Byte = Zero 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

j Affected 

• Not Affected 



4-114 



MC6801 • MC6803* MC6803NR 



TABLE 13 - INSTRUCTION EXECUTION TIMES IN E-CYCLES 





ADDRESSING MODE 




0) 

to 

a 
E 
E 


£ 
5 


a 

"O 

c 
© 

X 
LU 


■o 
tt> 

X 

a 

•o 
c 


c 

s 


> 

a 
0E 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 
3 
3 
5 
3 




• 
• 

4 
4 
6 
4 
6 


2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEQ 

BGE 

BGT 








• 
6 

• 
• 
• 
• 
• 


3 
2 


3 
3 
3 
3 
3 


BHI 
BHS 
BIT 
BLE 
BLO 
BLS 
BLT 








• 
• 
4 

• 

• 
• 




3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 








• 
• 
• 
• 
• 
• 
• 




3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








• 
• 
• 
• 
6 
• 
4 


2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




(0 

'•5 
o 
E 
E 


o 
S 

5 


a> 

"O 

c 
a 

X 
Ui 


■o 
a> 

X 

a> 

■o 
c 


c 
£ 
a> 

c 


a> 

® 
OC 


INX 
JMP 
JSR 
LDA 
LDD 
LDS 
LDX 


• 
• 
• 
2 
3 
3 
3 




• 
3 
6 
4 
5 
5 
5 


• 
3 
6 
4 
5 
5 
5 


3 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 


6 

• 
6 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 










• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 










10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






5 
5 
5 
4 
6 


5 
5 
5 
4 
6 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 




~ 






2 
2 
2 
2 
2 
3 
3 
9 
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SUMMARY OF CYCLE-BY-CYCLE OPERATION 



Table 14 provides a detailed description of the information 
present on the Address Bus, Data Bus, and the Read/Write 
(R/W) line during each cycle of each instruction 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 



per instruction In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner Exceptions are indicated in the table 

Note that during MPU reads of internal locations, the 
resultant value will not appear on the external Data Bus ex- 
cept in Mode "High order" byte refers to the most signifi- 
cant byte of a 16-bit value 



TABLE 14 - CYCLE-BY-CYCLE OPERATION 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



IMMEDIATE 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Op Code Address 
Op Code Address + 1 


1 

1 


Op Code 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address Bus FFFF 




Op Code 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




Op Code 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Destination Address 





Op Code 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand + 1 






Op Code 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR. 


5 


1 
2 
3 
4 

5 


Op Code Address 
Op Code Address + 1 
Subroutine Address 
Stack Pointer 
Stack Pointer + 1 






Op Code 

Irrelevant Data 

Fust Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



— Continued — 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



EXTENDED 



JMP 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Jump Address (High Order Byte) 






3 


Op Code Address + 2 




Jump Address (Low Order Byte) 


ADC EOR 


4 


1 


Op Code Address 




Op Code 


ADD LDA 




2 


Op Code Address + 1 




Address of Operand 


AND ORA 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


BIT SBC 




4 


Address of Operand 




Operand Data 


CMP SUB 












STA 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Destination Address 
(High Order Byte) 






3 


Op Code Address + 2 




Destination Address 
(Low Order Byte) 






4 


Operand Destination Address 





Data from Accumulator 


LDS 


5 


1 


Op Code Address 




Op Code 


LDX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


LDD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 




Operand Data (High Order Byte) 






5 


Address of Operand + 1 




Operand Data (Low Order Byte) 


STS 


5 


1 


Op Code Address 




Op Code 


STX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


STD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 





Operand Data (High Order Byte) 






5 


Address of Operand + 1 





Operand Data (Low Order Byte) 


ASL LSR 


6 


1 


Op Code Address 




Op Code 


ASR NEG 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


CLR ROL 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


COM ROR 




4 


Address of Operand 




Current Operand Data 


DEC TST 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 




6 


Address of Operand 





New Operand Data 


CPX 


6 


1 


Op Code Address 




Op Code 


SUBD 




2 


Op Code Address + 1 




Operand Address 
(High Order Byte) 


ADDD 




3 


Op code Address + 2 




Operand Address 
(Low Order Byte) 






4 


Operand Address 




Operand Data (High Order Byte) 






5 


Operand Address + 1 




Operand Data (Low Order Byte) 






6 


Address Bus FFFF 




Low Byte of Restart Vector 


JSR 


6 


1 


Op Code Address 




Od Code 






2 


Op Code Address + 1 




Address of Subroutine 
(High Order Byte) 






3 


Op Code Address + 2 




Address of Subroutine 
(Low Order Byte) 






4 


Subroutine Starting Address 




Op Code of Next Instruction 






5 


Stack Pointer 





Return Address 
(Low Order Byte) 






6 


Stack Pointer - 1 





Return Address 
(High Order Byte) 



— Continued - 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 



Cycles 



Cycle 

# 



Address Bus 



R/W 
Line 



Data Bus 



INDEXED 




JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 




Op Code 

Offset 

Low Byte of Restart Vector 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register Plus Offset 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data 


STA 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register Plus Offset 





Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data 


LDS 
LDX 
LDD 


5 


1 
2 
3 
4 
5 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset + 1 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data- (Low Order Byte) 


STS 
STX 
STD 


5 


1 
2 
3 
4 
5 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset + 1 






Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DECTSTO) 
INC 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Address Bus FFFF 

Index Register Plus Offset 





Op Code 

Offset 

Low Byte of Restart Vector 

Current Operand Data 

Low Byte of Restart Vector 

New Operand Data 


CPX 

SUBD 

ADDD 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register + Offset 
Index Register + Offset + 1 
Address Bus FFFF 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register + Offset 
Stack Pointer 
Stack Pointer - 1 






Op Code 

Offset 

Low Byte of Restart Vector 

First Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



ABA DAA SEC 
ASL DEC SEI 
ASR INC SEV 
CBA LSR TAB 
CLC NEG TAP 
CLI NOP TBA 
CLR ROL TPA 
CLV ROR TST 
COM SBA 


2 


1 
2 


Op Code Address 
Op Code Address +1 


1 
1 


Op Code 

Op Code of Next Instruction 


ABX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevent Data 

Low Byte of Restart Vector 


ASLD 
LSRD 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevant Data 

Low Byte of Restart Vector 


DES 
INS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Previous Register Contents 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


INX 
DEX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PSHA 
PSHB 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 





Op Code 

Op Code of Next Instruction 

Accumulator Data 


TSX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


TXS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PULA 
PULB 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 

Operand Data from Stack 


PSHX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 

Stack Pointer - 1 






Op Code 

Irrelevant Data 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 


PULX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 
Stack Pointer +2 




Op Code 

Irrelevant Data 

Irrelevant Data 

Index Register (High Order Byte) 

Index Register (Low Order Byte) 




- Continued — 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



RTS 


5 


1 
2 
3 
4 

5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 

Stack Pointer +2 


1 
1 
1 
1 

1 


Op Code 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction 

(High Order Byte) 

Address of Next Instruction 

(Low Order Byte) 


WAI 


9 


1 
2 
3 
4 

5 
6 
7 
8 
9 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer -1 

Stack Pointer -2 
Stack Pointer -3 
Stack Pointer -4 
Stack Pointer -5 
Stack Pointer -6 


1 
1 











Op Code 

Op Code of Next Instruction 

Return Address (Low Order Byte) 

Return Address 

(High Order Byte) 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 

Contents of Accumulator A 

Contents of Accumulator B 

Contents of Cond Code Register 


MUL 


10 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 
Address Bus FFFF 




Op Code 
Irrelevant Data 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 
Low Byte of Restart Vector 


RTI 


10 


1 
2 
3 
4 

5 

6 

7 

8 

9 

10 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 

Stack Pointer +2 

Stack Pointer +3 

Stack Pointer +4 

Stack Pointer +5 

Stack Pointer +6 

Stack Pointer +7 




Op Code 

Irrelevant Data 

Irrelevant Data 

Contents of Cond Code Reg 

from Stack 

Contents of Accumulator B 

from Stack 

Contents of Accumulator A 

from Stack 

Index Register from Stack 

(High Order Byte) 

Index Register from Stack 

(Low Order Byte) 

Next Instruction Address from 

Stack (High Order Byte) 

Next Instruction Address from 

Stack (Low Order Byte) 


SWI 


12 


1 
2 
3 
4 

5 
6 
7 
8 
9 
10 
11 

12 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer -1 

Stack Pointer -2 
Stack Pointer -3 
Stack Pointer -4 
Stack Pointer -5 
Stack Pointer -6 
Stack Pointer -7 
Vector Address FFFA (Hex) 

Vector Address FFFB (Hex) 










1 
1 

1 


Op Code 

Irrelevant Data 

Return Address (Low Order Byte) 

Return Address 

(High Order Byte) 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 

Contents of Accumulator A 

Contents of Accumulator B 

Contents of Cond Code Register 

Irrelevant Data 

Address of Subroutine 

(High Order Byte) 

Address of Subroutine 

(Low Order Byte) 



- Continued — 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONCLUDED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



BCC BHT BNE BLO 


3 


1 


Op Code Address 


1 


Op Code 


BCS BLE BPL BHS 




2 


Op Code Address +1 


1 


Branch Offset 


BEQ BLS BRA BRN 




3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMT BVS 












BSR 


6 


1 


Op Code Address 


1 


Op Code 






2 


Op Code Address +1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Op Code of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer -1 





Return Address (High Order Byte) 
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JSR, Jump to Subroutine 



FIGURE 26 - SPECIAL OPERATIONS 



Mam Program 


$9D = JSR 


K 


Next Mam Instr 



= Direct Address 
Main Program 



hl 


SAD = JSR 




K = Offset 


RTN 


Next Mam Instr 



•^> 



ae 


Stack 


SP- 2 




SP- 1 


RTN H 


SP 


RTNl 



EC 


Mam Program 


$BD = JSR 




SH = Subr Addr 




SL = Subr Addr 


RTN 


Next Main Instr 



BSR Branch To Subroutir 




Next Main Instr 



RTS, Return from Subroutine Subroutine 

PC 



SWI, Software Interrupt 



WAI, Wait for Interrupt 



PC 


Mam Program 


$3E = WAI 


RTN 





Interrupt Program 



$6E 


- JMP 


K = 


Offset 




I Next Instruction J 



o 



^> 






SE 


Stack 


->«SP-2 




SP- 1 


RTN H 


SP 


RTNl 


Sf 


Stack 


SP 




SP + 1 


RTN H 


—>» SP + 2 


RTNl 


SP 


Stack 


— >-SP- 7 




SP - 6 


Condition Code 


SP- 5 


Acmltr B 


SP-4 


Acmltr A 


SP- 3 


Index Register (Xh) 


SP- 2 


Index Register (Xl) 


SP- 1 


RTN H 


SP 


RTNl 


SP 


Stack 


SP 




SP+ 1 


Condition Code 


SP + 2 


Acmltr B 


SP + 3 


Acmltr A 


SP + 4 


Index Registei (Xh) 


SP + 5 


Index Register (Xl) 


SP + 6 


RTNh 


— **SP-7 


RTNl 




Mam Program 




1 K 


$7E = JMP 




Kh = Next Address 


Extended < 


Kl = Next Address 








| Next Instruction | 



Legend 

RTN = Address of next instruction in Main Program 
RTNh = Most significant byte of Return Address 
RTNl = Least significant byte of Return Address 
■*-= Stack Pointer After Execution 
K = 8-bit Unsigned Value 



scuted upon return from subroutine 
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APPENDIX 
CUSTOM MC6801 ORDERING INFORMATION 



A.O CUSTOM MC6801 ORDERING INFORMATION 

The custom MC6801 specifications may be transmitted to 
Motorola in any of the following media 

1) PROM(s) 

2) MDOS diskette 

The specification should be formatted and packed, as in- 
dicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter (see Figure A-2) to' 

Motorola Inc 

3501 Ed Bluestem Blvd 

Austin, Texas 78721 



A copy of the cover letter should also be mailed separately 

A.1 PROMs 

MCM2708 and MCM2716 type PROMs, programmed with 
the custom program (positive logic sense for address and 



data), may be submitted for pattern generation The 
MC2708s must be clearly marked to indicate which PROM 
corresponds to which address space ($X800-$XFFF) See 
Figure A-1 for recommended marking procedure 

After the PROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 



XXX 



FIGURE A-1 XXX = Customer ID 

A.2 DISKETTE (MDOS) 

The start/end location should be written on the label EX- 
ORcisor format 



FIGURE A-2 




CUSTOMER NAME 



ADDRESS . 



STATE 



.CITY. 



, ZIP . 



PHONE ( . 



EXTENSION . 



CONTACT MS/MR 



CUSTOMER PART #. 



ROM START ADDRESS OPTION 
D $C800 
D $D800 
D $E800 
D $F800 
D A12 and A13 don't care 



TEMPERATURE RANGE 
DO to 70°C 



PACKAGE TYPE 
D Ceramic 
Q Plastic 



PATTERN MEDIA 
D 2708 PROM 
D 271 6 PROM 
D Diskette (MDOS) 
(Note 1 ) 



MARKING 
D Standard 
D Special 



NOTE: (1) Other Media Require Prior Factory Approval 



SIGNATURE . 
TITLE 
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-MC6801L1 — LILBug™ Monitor- 



An MC6801 may be purchased without specifying the 
ROM pattern This standard part is labeled as MC6801 L1 
and contains a 2K monitor in the ROM The monitor, 
LILbug, may be used to evaluate and debug a program 
under development Details and a source listing are 
specified in the "LILbug Manual " 




IMPORTANT NOTICE 

Devices made with mask #T5P may generate multiple framing error 
flags in response to unframed data These devices will eventually syn- 
chronize correctly after a framing error, but valid, framed data following 
an unframed data byte may generate false framing error flags 
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MICROPROCESSOR WITH CLOCK AND OPTIONAL RAM 

The MC6802 is a monolithic 8-bit microprocessor that contains all the 
registers and accumulators of the present MC6800 plus an internal clock 
oscillator and driver on the same chip In addition, the MC6802 has 128 
bytes of on-board RAM located at hex addresses $0000 to $007F The 
first 32 bytes of RAM, at hex addresses $0000 to $001 F, may be retained 
in a low power mode by utilizing Vcc standby, thus, facilitating 
memory retention during a power-down situation 

The MC6802 is completely software compatible with the MC6800 as 
well as the entire M6800 family of parts Hence, the MC6802 is expand- 
able to 64K words 

The MC6802NS is identical to the MC6802 without standby RAM 
feature The MC6808 is identical to the MC6802 without on-board 
RAM 

• On-Chip Clock Circuit 

• 128x8 Bit On-Chip RAM 

• 32 Bytes of RAM are Retainable 

• Software-Compatible with the MC6800 

• Expandable to 64K Words 

• Standard TTL-Compatible Inputs and Outputs 

• 8-Bit Word Size 

• 16-Bit Memory Addressing 

• Interrupt Capability 

PART NUMBER DESIGNATION BY SPEED 

MC6802 MC6808 MC6802NS 

(10 MHz) (10 MHz) (10 MHz) 



MC68A02 
(1 5 MHz) 



MC68A08 
(1 5 MHz) 



MC68B02 MC68B08 

(2 MHz) (2 MHz) 



TYPICAL MICROCOMPUTER 



Counter/ \ 
Timer I/O) 




This block diagram shows a typical cost effective microcomputer The MPU is 
the center of the microcoputer system and is shown in a minimum system inter- 
facing with a ROM combination chip It is not intended that this system be 
limited to this function but that it be expandable with other parts in the M6800 
Microcomputer family 



MC6802 

MC6808 

MC6802NS 



MOS 

(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

MICROPROCESSOR 
WITH CLOCK AND OPTIONAL RAM 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



PIN ASSIGNMENT 



vssC i 

HALT [ 2 
MR[ 3 

TrqC « 

VMA[ 

NMI[ 

BA[ 

vccC 

A0[ 
A1[ 
A2[ 
A3[ 
A4[ 
Ab[ 
A6[ 
A7C 



A9[ 
A10[ 
All I 20 



"vy 



3RESET 

Dextal 

]XTAL 

]E 
36 ] RE** 
35 ]Vcc Standby* 

34 ]R,W 
33 ]D0 
32 ]D1 
31 ]D2 
30 3D3 
29 ]D4 
28 ]D5 
27 ]D6 
26 ]D7 
25 ] A15 
24 ]A14 
23 ]A13 
22 ]A12 
21]V S S 



"Pin 35 must be tied to 5 V on the 6802NS 
# *Pm 36 must be tied to ground for the 6808 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


T A 


to +70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Average Thermal Resistance (Junction to Ambient) 
Plastic 
Ceramic 


*JA 


100 
50 


°c/w 



This input contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either V$S 
or Vcc) 



POWER CONSIDERATIONS 




The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A +(Pd # 0JA> (1) 

Where 

T^s Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to- Ambient, °C/W 
PD = P|NT + PPORT 

P INT = ICC x V CC, Watts - Chip Internal Power 
PpORT=Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpoRT is neglected) is 

PD = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = PD # (TA + 273°C) + 6j A *Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Prj (at equilibrium) 
for a known T a Using this value of K the values of Pq and T j can be obtained by solving equations ( 1 ) and (2) iteratively for 3ny 
value of Ta 
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OPERATING TEMPERATURE RANGE 



Device 


Speed 


Symbol 


Value 


Unit 


MC6802P,L 
MC6802CP.CL 


(1 MHz) 
(1 MHz) 


T A 


Oto +70 
- 40 to +85 


°C 


MC68A02P.L 
MC68A02CP.CL 


(1 5 MHz) 
(1 5 MHz) 


Ta 


Oto +70 
-40 to +85 


°C 


MC68B02P.L 
MC68B02CP,CL 


(2 MHz) 
(2 MHz) 


t a 


to +70 
- 40 to +85 


°c 


MC6802NSP.L 


(1 MHz) 


t a 


Oto +70 


°c 


MC6808P,L 

MC68A08P.L 

MC68B08P,L 


(1 MHz) 
(1 5 MHz) 
(2 MHz) 


t a 


to +70 


°c 



DC ELECTRICAL CHARACTERISTICS (V C c = 5 0Vdc ±5%, V S s = 0, T A = 0to70°C, unless otherwise noted) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 




V| H 


VSS+20 
V SS +40 


- 


v C c 
vcc 


V 


Input High Voltage Logic, EXTAL, RESET 


Input Low Voltage Logic, EXTAL, RESET 


V|L 


VSS-03 


- 


Vss+08 


V 


Input Leakage Current (V, n = 0to5 25 V, Vcc = max) Logic 


l.n 


- 


1 


25 


M A 


Output High Voltage 

<lLoad=-205>A,Vcc = min) D0-D7 
(l Load = -145/iA, Vcc = mm) A0-A15, R/W, VMA, E 
dLoad= -100/iA,Vcc = mm) BA 


VOH 


VsS+24 
VSS+24 
VSS+24 


- 


- 


V 


Output Low Voltage d|_oad = 1 6 m A Vcc = min ) 


vol 


- 


- 


VsS + 04 


V 


Internal Power Dissipation (Measured at T A = 0°C) 


pint 


- 


600 


1 


w 


., „ ,, Power Down 
V CC Standby Power Up 


vsbb 

VSB 


40 
4 75 


_ 


5 25 
5 25 


V 


Standby Current 


'SBB 




- 


80 


mA 


Capacitance # 
(V in = 0, T A = 25°C,f=1 0MHz) D0-D7 

Logic Inputs, EXTAL 
A0-A15, R/W, VMA 


C,n 




10 
65 


125 
10 


pF 


^out 






12 


pF 



*ln power-down mode, maximum power dissipation is less than 42 mW 
#Capacitances are periodically sampled rather than 100% tested 



CONTROL TIMING (Vcc = 5 ° v ± 5% ■ Vss = °- T A = T L to T H , unless otherwise noted) 



Characteristics 


Symbol 


MC6802NS, 
MC6808 


MC68A02 
MC68A08 


MC68B02 
MC68B08 


Unit 


Min 


Max 


Mm 


Max 


Mm 


Max 


Frequency of Operation 


fo 


1 


1 


1 


1 5 


01 


20 


MHz 


Crystal Frequency 


f XTAL 


1 


40 


1 


60 


1 


80 


MHz 


External Oscillator Frequency 


4xf 


04 


40 


04 


60 


04 


80 


MHz 


Crystal Oscillator Start Up Time 


trc 


100 


- 


100 


- 


100 


- 


ms 


Processor Controls (HALT, MR, RE, RESET, TRTI NMD 
Processor Control Setup Time 
Processor Control Rise and Fall Time 
(Does Not Apply to RESET) 


tPCS 
tPCr- 
tPCf 


200 


100 


140 


100 


110 


100 


ns 
ns 



4-127 



MC6802*MC6808*MC6802NS 



BUS TIMING CHARACTERISTICS 



Ident. 
Number 


Characteristic 


Symbol 


MC6802NS 
MC6802 
MC6808 


MC68A02 
MC68A08 


MC68B02 
MC68B08 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


667 


10 


05 


10 


lis 


2 


Pulse Width, E Low 


PW EL 


450 


5000 


280 


5000 


210 


5000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9700 


220 


9700 


ns 


4 


Clock Rise and Fall Time 


V. tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


20 


- 


20 


- 


20 


- 


ns 


12 


Non-Muxed Address Valid Time to E (See Note 5) 


tAV1 
*AV2 


160 


270 


100 


_ 


50 


_ 


ns 


17 


Read Data Setup Time 


tDSR 


100 


- 


70 


- 


60 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


tDDW 


- 


225 


- 


170 


- 


160 


ns 


21 


Write Data Hold Time 


*DHW 


30 


- 


20 


- 


20 


- 


ns 


29 


Usable Access Time (See Note 4) 


*ACC 


605 


- 


310 


- 


235 


- 


ns 



FIGURE 2 - BUS TIMING 
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(Non-Muxed) 



Read Data 
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NOTES 

1 Voltage levels shown are V|_<0 4 V, Vh>2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise noted 

3 All electticals shown for the MC6802 apply to the MC6802NS and MC6808, unless otherwise noted 

4 Usable access time is computed by 12 + 3 + 4-17 

5 If programs are not executed from on-board RAM, TAV1 applies If programs are to be stored and executed from on-board RAM, TAV2 ap- 
plies For normal data storage in the on-board RAM, this extended delay does not apply Programs cannot be executed from on-board 
RAM when using A and B parts (MC68A02, MC68A08, MC68B02, MC68B08) On-board RAM can be used for data storage with all parts 
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FIGURE 3 - BUS TIMING TEST LOAD 
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FIGURE 4 - TYPICAL DATA BUS OUTPUT DELAY 
versus CAPACITIVE LOADING 



FIGURE 5 - TYPICAL READ/WRITE, VMA AND 
ADDRESS OUTPUT DELAY versus CAPACITIVE LOADING 





1 ! 1 
















IfjL = 1 6 mA max @ 04 V 
















V C C=50V 
































































































































































































































C|_ includes stray capacitance 



200 300 400 

Cl, LOAD CAPACITANCE (pF) 





1 1 1 
- -UR „A ma* fa) 7 4 V 


















IrjL = 1 6 mA max @ 4 V 


















-V C C=50V 
_Ta " ^ c 


























































Address, VMA 












































































RAW 








































































































Cl includes stray capacitance 




D 


100 


200 


300 


400 


500 


600 




Cl, LOAD CAPACITANCE (pF) 



FIGURE 6 - EXPANDED BLOCK DIAGRAM 
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MPU REGISTERS 



A general block diagram of the MC6802 is shown in Figure 
6. As shown, the number and configuration of the registers 
are the same as for the MC6800 The 128x8-bit RAM* has 
been added to the basic MPU. The first 32 bytes can be re- 
tained during power-up and power-down conditions via the 
RE signal. 

The MC6802NS is identical to the MC6802 except for the 
standby feature on the first 32 bytes of RAM. The standby 
feature does not exist on the MC6802NS and thus pin 35 
must be tied to 5 V. 

The MC6808 is identical to the MC6802 except for on- 
board RAM. Since the MC6808 does not have on-board 
RAM pin 36 must be tied to ground allowing the processor to 
utilize up to 64K bytes of external memory 

The MPU has three 16-bit registers and three 8-bit 
registers available for use by the programmer (Figure 7) 

PROGRAM COUNTER 

The program counter is a two byte (16-bit) register that 
points to the current program address 

STACK POINTER 

The stack pointer is a two byte register that contains the 
address of the next available location in an external push- 
down/pop-up stack This stack is normally a random access 



read/write memory that may have any location (address) 
that is convenient. In those applications that require storage 
of information in the stack when power is lost, the stack 
must be non-volatile. 

INDEX REGISTER 

The index register is a two byte register that is used to 
store data or a 16-bit memory address for the indexed mode 
of memory addressing 

ACCUMULATORS 

The MPU contains two 8-bit accumulators that are used to 
hold operands and results from an arithmetic logic unit 
(ALU) 

CONDITION CODE REGISTER 

The condition" code register indicates the results of an 
Arithmetic Logic Unit operation: Negative (N), Zero (Z), 
Overflow (V), Carry from bit 7 (C), and Half Carry from bit 3 
(H). These bits of the Condition Code Register are used as 
testable conditions for the conditional branch instructions. 
Bit 4 is the interrupt mask bit (I) The unused bits of the Con- 
dition Code Register (b6 and b7) are ones. 

Figure 8 shows the order of saving the microprocessor 
status within the stack. 



*lf programs are not executed from on-board RAM, TAV1 applies. If programs are to be stored and executed from on-board RAM, TAV2 ap- 
plies. For normal data storage in the on-board RAM, this extended delay does not apply Programs cannot be executed from on-board RAM 
when using A and B parts (MC68A02, MC68A08, MC68B02, and MC68B08) On-board RAM can be used for data storage with all parts. 



FIGURE 7 - PROGRAMMING MODEL OF THE MICROPROCESSING UNIT 
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FIGURE 8 - SAVING THE STATUS OF THE MICROPROCESSOR IN THE STACK 



SP = Stack Pointer 

CC = Condition Codes (Also called the Processor Status Byte) 
ACCB= Accumulator B 
ACCA = Accumulator A 

IXH = Index Register, Higher Order 8 Bits 
I XL = Index Register, Lower Order 8 Bits 
PCH = Program Counter, Higher Order 8 Bits 
PCL = Program Counter, Lower Order 8 Bits 
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MPU SIGNAL DESCRIPTION 



Proper operation of the MPU requires that certain control 
and timing signals be provided to accomplish specific func- 
tions and that other signal lines be monitored to determine 
the state of the processor These control and timing signals 
are similar to those of the MC6800 except that TSC, DBE, 
</>1, <t>2 input, and two unused pins have been eliminated, 
and the following signal and timing lines have been added 

RAM Enable (RE) 

Crystal Connections EXTAL and XTAL 

Memory Ready (MR) 

Vcc Standby 

Enable <*>2 Output (E) 

The following is a summary of the MPU signals 

ADDRESS BUS (A0-A15) 

Sixteen pins are used for the address bus The outputs are 
capable of driving one standard TTL load and 90 pF These 
lines do not have three-state capability 

DATA BUS (D0-D7) 

Eight pins are used for the data bus. It is bidirectional, 
transferring data to and from the memory and peripheral 
devices It also has three-state output buffers capable of 
driving one standard TTL load and 130 pF 

Data bus will be in the output mode when the internal 
RAM is accessed and RE will be high This prohibits external 
data entering the MPU It should be noted that the internal 
RAM is fully decoded from $0000 to $007F External RAM at 
$0000 to $007F must be disabled when internal RAM is ac- 
cessed 

HALT 

When this input is in the low state, all activity in the 
machi ne will be halted. This input is level sensitive. In the 
HALT mode, the machine will stop at the end of an instruc- 



tion, bus available will be at a high state, valid memory ad- 
dress will be at a low state The address bus will display the 
address of the next instruction 

To ensure single instruction operation, transition of the 
HA LT line must occur tpcs before the falling edge of E and 
th e HAL T line must go high for one clock cycle. 

HALT should be tied high if not used This is good 
engineering design practice in general and necessary to en- 
sure proper operation of the part 

READ/WRITE (R/W) 

This TTL-compatible output signals the peripherals and 
memory devices whether the MPU is in a read (high) or write 
(low) state The normal standby state of this signal is read 
(high) When the processor is halted, it will be in the read 
state This output is capable of driving one standard TTL 
load and 90 pF. 

VALID MEMORY ADDRESS (VMA) 

This output indicates to peripheral devices that there is a 
valid address on the address bus In normal operation, this 
signal should be utilized for enabling peripheral interfaces 
such as the PI A and ACI A This signal is not three-state One 
standard TTL load and 90 pF may be directly driven by this 
active high signal 

BUS AVAILABLE (BA) - The bus available signal will nor- 
mally be in the low state, when activated, it will go to the 
high state indicating that the microprocessor has stopped 
and that the address bus is avail able (b ut not in a three-state 
condition). This will occur if the HALT line is in the low state 
or the processor is in the WAIT state as a result of the execu- 
tion of a WAIT instruction. At such time, all three-state out- 
put drivers will go to their off-state and other outputs to their 
normally inactive level. The processor is removed from the 
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WAIT state by the occurrence of a maskable (mask bit 1 = 0) 
or nonmaskable interrupt. This output is capable of driving 
one standard TTL load and 30 pF. 

INTERRUPT REQUEST (IRQ) 

A low level on this input requests that an interrupt se- 
quence be generated within the machine The processor will 
wait until it completes the current instruction that is being 
excuted before it recognizes the request At that time, if the 
interrupt mask bit in the condition code register is not set, 
the machine will begin an interrupt sequence. The index 
register, program counter, accumulators, and condition 
code register are stored away on the stack Next the MPU 
will respond to the interrupt request by setting the interrupt 
mask bit high so that no further interrupts may occur At the 
end of the cycle, a 16-bit vectoring address which is located 
in memory locations $FFF8 and $FFF9 is loaded which 
causes the M PU to branch to an interrupt routine in memory 

The HALT line must be in the high state for interru pts to 
be serviced Interrupts will be latched internally while HALT 
is low. 

A nominal 3 ki) pullup resistor to Vcc should be used for 
wire-OR and optimum control of interrupts IRQ may be tied 
directly to Vcc if not used 

RESET 

This input is used to reset and start the MPU from a 
power-down condition, resulting from a power failure or an 
initial start-up of the processor When this line is low, the 
MPU is inactive and the information in the registers will be 
lost If a high level is detected on the input, this will signal 
the MPU to begin the restart sequence This will start execu- 



tion of a routine to initialize the processor from its reset con- 
dition All the higher order address lines will be forced high 
For the restart, the last two ($FFFE, $FFFF) locations in 
memory will be used to load the program that is addressed 
by the program counter During the restart routine, the inter- 
rupt mask bit is set and must be reset before the MPU can be 
interrupted by IRQ Power-up and reset timing and power- 
d own seq uences are shown in Figures 9 and 10, respectively 

RESET, when brought low, must be held low at least three 
clock cycles This allows adequate time to respond internally 
to the reset This is independent of the t rc power-up reset 
that is re quired. 

When RESET is released it must go through the low-to- 
high threshold without bouncing, oscillating, or otherwise 
causing an erroneous reset (less than three clock cycles) 
This may cause improper MPU operation until the next valid 
reset 

NON-MASKABLE INTERRUPT (NMI) 

A low-going edge on this input requests that a non- 
maskable interrupt sequence be generated within the pro- 
cessor. As with the interrupt request signal, the processor 
will complete the curre nt in struction that is being executed 
before it recognizes the NMI signal The inter rupt m ask bit in 
the condition code register has no effect on NMI 

The index register, program counter, accumulators, and 
condition code registers are stored away on the stack At the 
end of the cycle, a 16-bit vectoring address which is located 
in memory locations $FFFC and $FFFD is loaded causing the 
MPU to branch to an interrupt service routine in memory 

A nominal 3 kfl pullup resistor to Vqc sh ould be used for 
wire-OR and optimum control of interrupts NMI may be tied 



FIGURE 9 - POWER-UP AND RESET TIMING 
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directly to Vqc if not u sed 

Inputs IRQ and NMI are hardware interrupt lines that are 
sampled when E is high and will start the interrupt routine on 
a low E following the completion of an instruction 

Figure 11 is a flowchart describing the major decision 
paths and interrupt vectors of the microprocessor Table 1 
gives the memory map for interrupt vectors 

TABLE 1 - MEMORY MAP FOR 
INTERRUPT VECTORS 



FIGURE 10 - POWER-DOWN SEQUENCE 
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FIGURE 12 - CRYSTAL SPECIFICATIONS 
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"These are representative AT-cut parallel resonance crystal parameters only 
Crystals of other types of cuts may also be used 



Figure 13 - SUGGESTED PC BOARD LAYOUT 

Example of Board Design Using the Crystal Oscillator 
— 20 mm max — 




Other Signals are Not Wired in this Area 



E Signal is Wired Apart from 38 Pin 
and 39 Pin 
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FIGURE 14 - MEMORY READY SYNCHRONIZATION 
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FIGURE 15 - MR NEGATIVE SETUP TIME REQUIREMENT 
E Clock Stretch 





The E clock will be stretched at end of E high of the cycle during which MR negative meets the tpcs setup time The tpcs setup time is 
referenced to the fall of E If the tpcs setup time is not met, E will be stretched at the end of the next E-high Vz cycle E will be stretched in in- 
tegral multiples of Vz cycles 



Resuming E Clocking 



|< H 1 pcs l < H ^cs K- 



>--tpcs K — >Bpcs 



J~\^ 



The E clock will resume normal operation at the end of the Vz cycle during which MR assertion meets the tpcs setup time The tpcs setup time 
is referenced to transitions of E were it not stretched If tpcs setup time is not met, E will fall at the second possible transition time after MR is 
asserted There is no direct means of determining when the tpcs references occur, unless the synchronizing circuit of Figure 14 is used 
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RAM ENABLE (RE - MC6802+ MC6802NS ONLY) 

A TTL-compatible RAM enable input controls the on-chip 
RAM of the MC6802 When placed in the high state, the on- 
chip memory is enabled to respond to the MPU controls In 
the low state, RAM is disabled This pin may also be utilized 
to disable reading and writing the on-chip RAM during a 
power-down situation RAM Enable must be low three 
cycles before Vcc goes below 4 75 V during power-down 
RAM enable must be tied low on the MC6808 RE should be 
tied to the correct high or low state if not used 

EXTAL AND XTAL 

These inputs are used for the internal oscillator that may 
be crystal controlled These connections are for a parallel 
resonant fundamental crystal (see Figure 12) (AT-cut ) A 
divide-by-four circuit has been added so a 4 MHz crystal may 
be used in lieu of a 1 MHz crystal for a more cost-effective 
system An example of the crystal circuit layout is shown in 
Figure 13 Pin 39 may be driven externally by a TTL input 
signal four times the required E clock frequency Pin 38 is to 
be grounded 

An RC network is not directly usable as a frequency 
source on pins 38 and 39 An RC network type TTL or CMOS 
oscillator will work well as long as the TTL or CMOS output 
drives the on-chip oscillator 

LC networks are not recommended to be used in place of 
the crystal 

If an external clock is used, it may not be halted for more 
than tpw</>L The MC6802, MC6808 and MC6802NS are 
dynamic parts except for the internal RAM, and require the 
external clock to retain information 

MEMORY READY (MR) 

MR is a TTL-compatible input signal controlling the stret- 
ching of E Use of MR requires synchronization with the 4xf 
signal, as shown in Figure 14 When MR is high, E will be in 
normal operation When MR is low, E wiil be stretched in- 
tegral numbers of half periods, thus allowing interface to 
slow memories Memory Ready timing is shown in Figure 15 

MR should be tied high (connected directly to Vcc) if not 
used This is necessary to ensure proper operation of the 
part A maximum stretch is t C y C 

ENABLE (E) 

This pin supplies the clock for the MPU and the rest of the 
system This is a single-phase, TTL-compatible clock This 
clock may be conditioned by a memory read signal This is 
equivalent to <j>2 on the MC6800 This output is capable of 
driving one standard TTL load and 130 pF 

Vcc STANDBY (MC6802 ONLY) 

This pin supplies the dc voltage to the first 32 bytes of 
RAM as well as the RAM Enable (RE) control logic Thus, 
retention of data in this portion of the RAM on a power-up, 
power-down, or standby condition is guaranteed Maximum 
current drain at Vsb maximum is IsBB For the MC6802NS 
this pin must be connected to Vcc 



MPU INSTRUCTION SET 

The instruction set has 72 different instructions Included 
are binary and decimal arithmetic, logical, shift, rotate, load, 
store, conditional or unconditional branch, interrupt and 
stack manipulation instructions (Tables 2 through 6) The in- 
struction set is the same as that for the MC6800 



MPU ADDRESSING MODES 

There are seven address modes that can be used by a pro- 
grammer, with the addressing mode a function of both the 
type of instruction and the coding within the instruction A 
summary of the addressing modes for a particular instruction 
can be found in Table 7 along with the associated instruction 
execution time that is given in machine cycles With a bus 
frequency of 1 MHz, these times would be microseconds 

ACCUMULATOR (ACCX) ADDRESSING 

In accumulator only addressing, either accumulator A or 
accumulator B is specified These are one-byte instructions 

IMMEDIATE ADDRESSING 

In immediate addressing, the operand is contained in the 
second byte of the instruction except LDS and LDX which 
have the operand in the second and third bytes of the in- 
struction The MPU addresses this location when it fetches 
the immediate instruction for execution These are two- or 
three-byte instructions 

DIRECT ADDRESSING 

In direct addressing, the address of the operand is contain- 
ed in the second byte of the instruction Direct addressing 
allows the user to directly address the lowest 256 bytes in the 
machine, i e , locations zero through 255 Enhanced execu- 
tion times are achieved by storing data in these locations In 
most configurations, it should be a random-access memory 
These are two-byte instructions 

EXTENDED ADDRESSING 

In extended addressing, the address contained in the se- 
cond byte of the instruction is used as the higher eight bits of 
the address of the operand The third byte of the instruction 
is used as the lower eight bits of the address for the operand 
This is an absolute address in memory These are three-byte 
instructions 

INDEXED ADDRESSING 

In indexed addressing, the address contained in the se- 
cond byte of the instruction is added to the index register's 
lowest eight bits in the MPU The carry is then added to the 
higher order eight bits of the index register This result is 
then used to address memory The modified address is held 
in a temporary address register so there is no change to the 
index register These are two-byte instructions 
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IMPLIED ADDRESSING 

In the implied addressing mode, the instruction gives the 
address (i.e , stack pointer, index register, etc ) These are 
one-byte instructions 

RELATIVE ADDRESSING 

In relative addressing, the address contained in the second 



byte of the instruction is added to the program counter's 
lowest eight bits plus two The carry or borrow is then added 
to the high eight bits This allows the user to address data 
within a range of - 125 to +129 bytes of the present instruc- 
tion These are two-byte instructions 



TABLE 2 - MICROPROCESSOR INSTRUCTION SET - ALPHABETIC SEQUENCE 



ABA 


Add Accumulators 


ADC 


Add with Carry 


ADD 


Add 


AND 


Logical And 


ASL 


Arithmetic Shift Left 


ASR 


Arithmetic Shift Right 


BCC 


Branch if Carry Clear 


BCS 


Branch if Carry Set 


BEQ 


Branch if Equal to Zero 


BGE 


Branch if Greater or Equal Zero 


BGT 


Branch if Greater than Zero 


BHI 


Branch if Higher 


BIT 


Bit Test 


BLE 


Branch if Less or Equal 


BLS 


Branch if Lower or Same 


BLT 


Branch if Less than Zero 


BMI 


Branch if Minus 


BNE 


Branch if Not Equal to Zero 


BPL 


Branch if Plus 


BRA 


Branch Always 


BSR 


Branch to Subroutine 


BVC 


Branch if Overflow Clear 


BVS 


Branch if Overflow Set 


CBA 


Compare Accumulators 


CLC 


Clear Carry 


CLI 


Clear Interrupt Mask 



CLR Clear 

CLV Clear Overflow 

CMP Compare 

COM Complement 

CPX Compare Index Register 

DAA Decimal Adjust 

DEC Decrement 

DES Decrement Stack Pointer 

DEX Decrement Index Register 

EOR Exclusive OR 

INC Increment 

INS Increment Stack Pointer 

INX Increment Index Register 

JMP Jump 

JSR Jump to Subroutine 

LDA Load Accumulator 

LDS Load Stack Pointer 

LDX Load Index Register 

LSR Logical Shift Right 

NEG Negate 

NOP No Operation 

ORA Inclusive OR Accumulator 

PSH Push Data 



Pull Data 



ROL 


Rotate Left 


ROR 


Rotate Right 


RTI 


Return from Interrupt 


RTS 


Return from Subroutine 


SBA 


Subtract Accumulators 


SBC 


Subtract with Carry 


SEC 


Set Carry 


SEI 


Set Interrupt Mask 


SEV 


Set Overflow 


STA 


Store Accumulator 


STS 


Store Stack Register 


STX 


Store Index Register 


SUB 


Subtract 


SWI 


Software Interrupt 



TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 

WAI 




Transfer Accumulators 

Transfer Accumulators to Condition Code Reg 

Transfer Accumulators 

Transfer Condition Code Reg to Accumulator 

Test 

Transfer Stack Pointer to Index Register 

Transfer Index Register to Stack Pointer 

Wait for Interrupt 
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TABLE 3 - ACCUMULATOR AND MEMORY INSTRUCTIONS 



ADDRESSING MODES 



BOOLEAN/ARITHMETIC OPERATION COND CODE REG 
(All register labels 
refer to contents) 



Add 


ADDA 




ADDB 


Add Acmltrs 


ABA 


Add with Carry 


ADCA 




ADCB 


And 


ANDA 




ANDB 


Bit Test 


BITA 




BITB 


Clear 


CLR 




CLRA 




CLRB 


Compare 


CMPA 




CMPB 


Compare Acmltrs 


CBA 


Complement. Vs 


COM 




COMA 




COMB 


Complement, 2 s 


NEG 


(Negate) 


NEGA 




NEGB 


Decimal Adiust A 


OAA 


Decrement 


DEC 




DECA 




DECB 


Exclusive OR 


EORA 




EORB 


Increment 


INC 




INCA 




INCB 


Load Aimltr 


LDAA 




LDAB 


Or Inclusive 


ORAA 




ORAB 


Push Data 


PSHA 




PSHB 


Pull Data 


PULA 




PULB 


Rotate Left 


ROL 




ROLA 




ROLB 



Shift Left Arithmetic 


ASL 




ASLA 




ASLB 


Shift Right Arithmetic 


ASR 




ASRA 




ASRB 


Shift Right Logic 


LSR 




LSRA 




LSRB 


Store Atmltr 


STAA 




STAB 


Subtract 


SUBA 




SUBB 


Subtract Acmltrs 


SBA 


Subtr with Carry 


SBCA 




SBCB 


Transfer Acmltrs 


TAB 




TBA 


Test, Zero or Minus 


TST 




TSTA 




TSTB 



G 
6 
5 
5 

b 
5 


2 
2 
2 
2 

2 
2 



A * M * C A 
B + M t C B 
A M -A 
8MB 
A M 
B M 
00 -M 
00 A 



Converts Binary 


Add 


of BCD Character 


into BCD Form 


t 




M 1 


M 






A 1 


A 






B 1 


B 






A©M 


•A 






B©M 


B 






M ♦ 1 


•M 






A < 1 


4 






M A 









A M S p SP i SP 

B M SP SP 1 SP 

SP ♦ 1 SP MSP A 

SP • 1 SP MSP B 



U- 


CE 


1 1 


-m-J 


c 


b7 




bO 


c 

a - 








(I 1 1 1 1 1 I— 1 
b7 — bO 

1 1 1 n m k i 



a> Qiiiirr 



-r TTTTTTn - D 



A M 

B M 

A M A 

8MB 

ABA 

A M C 



: (DO) 
:©© 



• 3) • 



;©• 

!©• 

:©• 



:© : 
i©: 
;© : 



:© : 
:© : 
:© : 



LEGEND 

OP Operation Code (Hexadecimal) 

Number of MPU Cycles 
= Number of Program Bytes 
+ Arithmetic Plus 

Arithmetic Minus 

Boolean ANO, 
Msp Contents of memory location pointed to be Stack Pom 



+ Boolean Inclusive OR 
© Boolean Exclusive OR 
|Qf Complement of M 

Transfer Into 
Bit Zero, 

00 Byte = Zero 



Note - Accumulator addressing mode 



are included in the column for IMPLIED addressing 



CONDITION CODE SYMBOLS 

H Half carry from bit 3, 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow 2's complement 

C Carry from bit 7 

R Reset Always 

S Set Always 

I Test and set if true, cleared otherwise 

• Not Affected 
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TABLE 4 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 





































CONO 


CODE REG 




IMMEO 


DIRECT 


INDEX 


EXTND 


IMPLIED 


BOOLEAN/ARITHMETIC OPERATION 


5 


4 


3 


2 


1 





POINTER OPERATIONS MNEMONIC 


OP 


- 


= 


OP 


- 


= 


OP 


- 


= 


OP 


- 


- 


OP 


- 


= 


H 


1 


N 


2 


V 


C 


Compare Index Keg 
Decrement Index Reg 
Decrement Stack Pntr 
Increment Index Reg 
Increment Stack Pntr 
Load Index Req 
Load Stack Pntr 
Store Index Reg 
Store Stack Pntr 
Indx Reg -Stack Pntr 
Stack Pntr • Indx Reg 


CPX 
DEX 
DES 
INX 
INS 
LDX 
LDS 
STX 
STS 
TXS 
TSX 


8C 

CE 
8E 


3 

3 
3 


3 

3 
3 


9C 

DE 
9E 
OF 
9F 


4 

4 
4 
5 
5 


2 

2 
2 
2 
2 


AC 

EE 
AE 
EF 
AF 


6 

6 
6 
7 

7 


2 

2 
2 
2 
2 


BC 

FE 
BE 
FF 
BF 


5 

5 
5 
6 
6 


3 

3 
3 
3 
3 


09 
34 
08 
31 

35 
30 


4 
4 
4 
4 

4 
4 


1 
1 
1 

1 


Xh M, Xl • IM + 1) 

X 1 -X 

SP 1 -SP 

X + 1 -X 

SP + 1 • SP 

M -X H .(M + 1) -X L 

M -SPh. (M + 1) -SP L 

Xh -m, xl -im + 11 
SP H -m. sp l -(m+ 1) 
X 1 - SP 
SP ♦ 1 -X 






© 

• 

• 

® 
® 
® 


! 


• 
• 

R 
R 
R 
R 


• 
• 

• 

• 
• 
• 
• 



TABLE 5 - JUMP AND BRANCH INSTRUCTIONS 



COND CODE REG 



OPERATIONS 



Branch Always 
Branch If Carry Clear 
Branch If Carry Set 
Branch If = Zero 
Branch If > Zero 
Branch If >Zero 
Branch If Higher 
Branch If <Zero 
Branch If Lower Or Same 
Branch If < Zero 
Branch If Minus 
Branch If Not Equal Zero 
Branch If Overflow Clear 
Branch If Overflow Set 
Branch If Plus 
Branch To Subroutine 
Jump 

Jump To Subroutine 
No Operation 
Return From Interrupt 
Return From Subroutine 
Software Interrupt 
Wait for Interrupt 



BRA 
BCC 
BCS 
BEQ 
BGE 
BGT 
8HI 
BLE 
BLS 
BLT 
BMI 
BNE 
BVC 
BVS 
BPL 
BSR 
JMP 
JSR 
NOP 
Rll 
RTS 
SWI 
WAI 



BRANCH TEST 



None 

C = 

C= 1 

Z= 1 

N©V = 

Z + (N©V) = 

C + Z = 

Z + (N©V) = 1 

C + Z = 1 

N© V-1 

N=1 

Z = 

V = 

V= 1 

N = 

See Special Operations 

(Figure 16) 
Advances Prog Cntr Only 



See Special Operations 
(Figure 16) 



®- 



Mj 
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FIGURE 16 - SPECIAL OPERATIONS 



SPECIAL OPERATIONS 
JSR. JUMP TO SUBROUTINE: 

PC Main Program 
I n 
INOXD 

I n + 2 

*K = 8 Bit Unsigned Value 
pr Main Program 



n 


AD = JSR 


n + 1 


K = Offset* 


n + 2 


Next Main Instr 



n 


BD = JSR 


n + 1 


SH = Subr Addr 


n + 2 


SL = Subr Addr 


n + 3 


Next Main Instr 



je 



ln + 21 H 



SP 
SP-2 
SP-1 

SP 

[n + 2) H and|n + 2l L Formn + 2 

Sj) Stack 



SP-2 




SP-1 


[n + 3] H 


SP 


|n + 3] L 



p_£ Subroutine 

INX + K 



P£ Subroutm 



= Stack Pointer After Executio 



(S Formed From Sh and S(J 



BSR, BRANCH TO SUBROUTINE 

PC. Main Program 



^=> 



*K = 7 Bit Signed Value 



SP 

— SP-2 

SP-1 

SP 



Stack 




[n + 2] H 


[n + 2] L 



+ 2 Formed From [n + 2] ^ and In + 2] (_ 



PC Subroutine 

+ 2 ± K 1st Subr Instr 




P£ Main Program 



P£ Mam Program 



X + K I Next Instruction 



RTS, RETURN FROM SUBROUTINE 
PC Subroutine 



S 


39 = RTS 




SP 

SP + 1 

— SP + 2 










N H 




RTI, RETURN FRO 


M INTERRUPT 

Interrupt Program 


N L 




SP 




Stack 




S 


3B= RTI 


SP 
SP + 1 
SP + 2 
SP + 3 
SP + 4 
SP + 5 

SP + e 

- SP + 7 








Condition Code 






Acmltr B 




Acmltr A 




Index Reqister (Xh) 




Index Register (X|_) 




PC H 




PC L 



n 


7E = JMP 


+ 1 


K H = Next Address 


+ 2 


K L = Next Address 




I 


K 


Next Instruction ] 


PC 


Main Program 


n 


Next Main Instr 







CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 

COND CODE REG 





MNEMONIC 


IMPLIED 


BOOLEAN OPERATION 


5 


4 


3 


2 


1 





OPERATIONS 


OP 


- 


- 


H 


1 


N 


Z 


V 


c 


Clear Carry 


CLC 


OC 


2 




-C 




• 






• 


R 


Clear Interrupt Mask 
Clear Overflow 


CLI 
CLV 


OE 

OA 


2 
2 




-1 
-V 




R 

• 






• 
R 


• 
• 


Set Carry 


SEC 


OD 


2 




1 -C 




© 






• 


S 


Set Interrupt Mask 


SEI 


OF 


? 




1 -1 




S 






• 


• 


Set Overflow 


SEV 


OB 


2 




1 -V 




• 






S 


• 


Acmltr A- CCR 


TAP 


06 


2 




A -CCR 




-02)- 






CCR-* Acmltr A 


TPA 


07 


2 




CCR -A 


•!• 


•!• 


• 


• 



CONDITION CODE REGISTER NOTES (Bit set it test is true and cleared otherwise) 



1 (Bit V) Test Result = 10000000 7 

2 (Bit Test Result / 00000000? 

3 (Bit C) Test Decimal value of most significant BCD Character greater than nine 7 

(Not cleared if previously set ) 

4 (Bit V) Test Operand = 10000000 prior to execution' 

5 (Bit V) Test Operand = 01111111 prior to execution' 

6 (Bit V) Test Set equal to result of N©C after shift has occurred 



7 


(Bit N) 


8 


(BitV) 


9 


(Bit N) 


10 


(All) 


11 


(Bit 1) 



Test Sign bit of most significant (MS) byte = 1' 

Test 2's complement overflow from subtraction of MS bytes 7 

Test Result less than zero 7 (Bit 15 = 1) 

Load Condition Code Register from Stack (See Special Operations) 

Set when interrupt occurs If previously set, a Non Maskable 

Interrupt is required to exit the wait state 

Set according to the contents of Accumulator A 
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INSTRUCTION ADDRESSING MODES AND ASSOCIATED EXECUTION TIMES 
(Times in Machine Cycle) 





o 

3 

D 


X 

o 
o 
< 


R) 

■5 

0) 

E 
E 


0) 


13 
9) 

"O 
c 

0) 

X 
LU 


■o 

X 
0) 

■D 

c 


•o 
2 
"5. 
E 


V 

OC 




at 

a 
O 
"55 

•3 

Q 


X 

o 
o 
< 


5 
■5 

E 

E 


4) 

6 


"8 

"O 

c 
a> 

LU 


0) 

c 


TJ 
0) 

"a 
E 


ABA 






• 


• 


• 


• 


2 




INC 




2 






6 


7 


• 


ADC 


X 




2 


3 


4 


5 






INS 










• 


• 


4 


ADD 


X 




2 


3 


4 


5 






INX 










• 


• 


4 


AND 


X 




2 


3 


4 


5 






JMP 










3 


4 


• 


ASL 










6 


7 






JSR 










9 


8 


• 


ASR 










6 


7 






LDA 


X 




2 


3 


4 


5 


• 


BCC 
















4 


LDS 






3 


4 


5 


6 


• 


BCS 
















4 


LDX 






3 


4 


5 


6 


• 


BEA 
















4 


LSR 










6 


7 


• 


BGE 
















4 


NEG 










6 


7 


• 


BGT 
















4 


NOP 










• 


• 


2 


BHI 
















4 


ORA 


X 








4 


5 


• 


BIT 


x 














• 


PSH 










• 


• 


4 


BLE 
















4 


PUL 










• 


• 


4 


BLS 
















4 


ROL 










6 


7 


• 


BLT 
















4 


ROR 










6 


7 


• 


BMI 
















4 


RTI 










• 


• 


10 


BNE 
















4 


RTS 










• 


• 


5 


BPL 
















4 


SBA 










• 


• 


2 


BRA 
















4 


SBC 


X 








4 


5 


• 


BSR 
















8 


SEC 










• 


• 


2 


BVC 
















4 


SEI 










• 


• 


2 


BVS 
















4 


SEV 










• 


• 


2 


CBA 














2 




STA 


X 






4 


5 


6 


• 


CLC 














2 




STS 








5 


6 


7 


• 


CLI 














2 




STX 








5 


6 


7 


• 


CLR 










6 


7 


• 




SUB 


X 






3 


4 


5 


• 


CLV 










• 


• 


2 




SWI 














12 


CMP 


x 








4 


5 


• 




TAB 














2 


COM 










6 


7 


• 




TAP 














2 


CPX 










5 


6 


• 




TBA 














2 


DAA 










• 


• 


2 




TPA 














2 


DEC 
DES 










6 

• 


7 

• 


• 
4 




TST 
TSX 














• 
4 


DEX 










• 


• 


4 




TSX 














4 


EOR 


x 




2 


3 


4 


5 


• 




WAI 














9 



NOTE Interrupt time is 12 cycles from the end of 

the instruction being executed, except following 
a WAI instruction Then it is 4 cycles 
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SUMMARY OF CYCLE-BY-CYCLE OPERATION 



Table 8 provides a detailed description of the information 
present on the address bus, data bus, valid memory address 
line (VMA), and the read/write line (R/W) during each cycle 
for each instruction. 

This information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 



as the control program is executed The information is 
categorized in groups according to addressing modes and 
number of cycles per instruction. (In general, instructions 
with the same addressing mode and number of cycles ex- 
ecute in the same manner, exceptions are indicated in the 
table.) 



TABLE 8 - OPERATIONS SUMMARY 



1 



Address Mode 
and Instructions 


Cycles 


Cycle 

it 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 


IMMEDIATE 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 

2 




Op Code Address 
Op Code Address + 1 




Op Code 
Operand Data 


CPX 
LDS 
LDX 


3 


1 
2 
3 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 




Op Code Address 
Op Code Address + 1 
Address of Operand 




Op Code 

Address of Operand 

Operand Data 


CPX 
LDS 
LDX 


4 


1 
2 
3 
4 




Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STA 


4 


1 
2 
3 
4 





Op Code Address 
Op Code Address + 1 
Destination Address 
Destination Address 





Op Code 

Destination Address 
Irrelevant Data (Note 1) 
Data from Accumulator 


STS 
STX 


5 


1 
2 
3 
4 
5 




Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand 
Address of Operand + 1 






Op Code 

Address of Operand 
Irrelevant Data (Note 1) 
Register Data (High Order Byte) 
Register Data (Low Order Byte) 


INDEXED 


JMP 


4 


1 
2 
3 
4 




Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


5 


1 
2 
3 
4 
5 




Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data 


CPX 
LDS 
LDX 


6 


1 
2 
3 
4 
5 
6 




Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset + 1 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 



4-142 



MC6802»MC6808*MC6802NS 



TABLE 8 - OPERATIONS SUMMARY (CONTINUED) 



Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



INDEXED (Continued) 



STA 


6 


1 
2 
3 
4 
5 
6 


1 
1 



1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DEC TST 
INC 


7 


1 
2 

3 
4 
5 
6 
7 


1 
1 



1 



1/0 

(Note 

3) 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 

Index Register Plus Offset 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Current Operand Data 

Irrelevant Data (Note 1) 

New Operand Data (Note 3) 


STS 
STX 


7 


1 
2 
3 
4 
5 
6 
7 


1 
1 



1 
1 


Op Code Address 

Op Code Address + 1 

Index Register 

Index Register Plus Offset (w/o Carry) 

Index Register Plus Offset 

Index Register Plus Offset 

Index Register Plirs Offset + 1 




Op Code 

Offset 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


JSR 


8 


1 
2 
3 
4 
5 
6 
7 
8 


1 
1 


1 
1 






Op Code Address 

Op Code Address + 1 

Index Register 

Stack Pointer 

Stack Pointer — 1 

Stack Pointer - 2 

Index Register 

Index Register Plus Offset (w/o Carry) 





Op Code 

Offset 

Irrelevant Data (Note 1) 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 

Irrelevant Data (Note 1) 


EXTENDED 


JMP 


3 


1 
2 
3 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 
4 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 




Op Code 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data 


CPX 

LDS 
LDX 


5 


1 
2 
3 
4 
5 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 
Address of Operand + 1 




Op Code 

Address of Operand (High Order Byte) 
Address of Operand (Low Order Byte) 
Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 


STA A 
STAB 


5 


1 
2 
3 
4 
5 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Operand Destination Address 
Operand Destination Address 





Op Code 

Destination Address (High Order Syte) 

Destination Address (Low Order Byte) 

Irrelevant Data (Note 1) 

Data from Accumulator 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DEC TST 
INC 


6 


1 
2 
3 
4 
5 
6 




1/0 

(Note 

3) 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 
Address of Operand 
Address of Operand 





Op Code 

Address of Operand (High Order Byte) 

Address of Operand (Low Order Byte) 

Current Operand Data 

irrelevant Data (Note 1 ) 

New Operand Data (Note 3) 
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TABLE 8 - OPERATIONS SUMMARY (CONTINUED) 



Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



EXTENDED (Continued) 



STS 




1 


1 


Op Code Address 


1 


Op Code 


STX 




2 


1 


Op Code Address + 1 


1 


Address of Operand (High Order Byte) 




5 


3 


1 


Op Code Address + 2 


1 


Address of Operand (Low Order Byte) 






4 





Address of Operand 


1 


Irrelevant Data (Note 1) 






5 


1 


Address of Operand 





Operand Data (High Order Byte) 






6 


1 


Address of Operand + 1 





Operand Data (Low Order Byte) 


JSR 




1 


1 


Op Code Address 


1 


Op Code 






2 


1 


Op Code Address + 1 


1 


Address of Subroutine (High Order Byte) 






3 


1 


Op Code Address + 2 


1 


Address of Subroutine (Low Order Byte) 






4 


1 


Subroutine Starting Address 


T 


Op Code of Next Instruction 




9 


5 


1 


Stack Pointer 





Return Address (Low Order Byte) 






6 


1 


Stack Pointer - 1 





Return Address (High Order Byte) 






7 





Stack Pointer - 2 


1 


Irrelevant Data (Note 1) 






8 





Op Code Address + 2 


1 


Irrelevant Data (Note 1) 






9 


1 


Op Code Address + 2 


1 


Address of Subroutine (Low Order Byte) 



1 



ABA DAA SEC 
ASL DEC SEI 
ASR INC SEV 
CBA LSR TAB 
CLC NEG TAP 
CLI NOP TBA 
CLR ROL TPA 
CLV ROR TST 
COM SBA 


2 


1 
2 


1 
1 


Op Code Address 
Op Code Address + 1 


1 

1 


Op Code 

Op Code of Next Instruction 


DES 
DEX 
INS 
INX 


4 


1 
2 
3 
4 


1 
1 




Op Code Address 
Op Code Address + 1 
Previous Register Contents 
New Register Contents 




Op Code 

Op Code of Next Instruction 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 


PSH 


4 


1 
2 
3 
4 


1 
1 
1 



Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer — 1 




Op Code 

Op Code of Next Instruction 
Accumulator Data 
Accumulator Data 


PUL 


4 


1 
2 
3 
4 


1 
1 

1 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 




Op Code 

Op Code of Next Instruction 
Irrelevant Data (Note 1) 
Operand Data from Stack 


TSX 


4 


1 
2 
3 
4 


1 
1 





Op Code Address 
Op Code Address + 1 
Stack Pointer 
New Index Register 




Op Code 

Op Code of Next Instruction 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 


TXS 


4 


1 
2 
3 
4 


1 
1 




Op Code Address 
Op Code Address + 1 
Index Register 
New Stack Pointer 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 

Irrelevant Data 


RTS 


5 


1 
2 
3 
4 

5 


1 
1 


1 

1 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 

Stack Pointer + 2 


1 


Op Code 

Irrelevant Data (Note 2) 

Irrelevant Data (Note 1) 

Address of Next Instruction (High 
Order Byte) 

Address of Next Instruction (Low 
Order Byte) 
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TABLE 8 - OPERATIONS SUMMARY (CONCLUDED) 



Address Mode 
and Instructions 


Cycles 


Cycle 

# 


VMA 
Line 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT (Continued) 



WAI 


9 


1 
2 
3 
4 
5 
6 
7 
8 
9 




Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer - 1 
Stack Pointer - 2 
Stack Pointer - 3 
Stack Pointer - 4 
Stack Pointer - 5 
Stack Pointer - 6 


1 
1 








Op Code 

Op Code of Next Instruction 
Return Address (Low Order Byte) 
Return Address (High Order Byte) 
Index Register (Low Order Byte) 
Index Register (High Order Byte) 
Contents of Accumulator A 
Contents of Accumulator B 
Contents of Cond. Code Register 


RTI 


10 


1 
2 
3 
4 

5 
6 

7 

8 
9 
10 





Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 

Stack Pointer + 2 
Stack Pointer + 3 
Stack Pointer + 4 

Stack Pointer + 5 

Stack Pointer + 6 

Stack Pointer + 7 




Op Code 

Irrelevant Data (Note *?) 

Irrelevant Data (Note 1) 

Contents of Cond. Code Register from 
Stack 

Contents of Accumulator B from Stack 

Contents of Accumulator A from Stack 

Index Register from Stack (High Order 
Byte) 

Index Register from Stack (Low Order 
Byte) 

Next Instruction Address from Stack 
(High Order Byte) 

Next Instruction Address from Stack 
(Low Order Byte) 


SWI 


12 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 

12 




Op Code Address 

Op Code Address + 1 

Stack Pointer 

Stack Pointer - 1 

Stack Pointer - 2 

Stack Pointer - 3 

Stack Pointer - 4 

Stack Pointer - 5 

Stack Pointer - 6 

Stack Pointer - 7 

Vector Address FFFA (Hex) 

Vector Address FFFB (Hex) 










1 
1 

1 


Op Code 

Irrelevant Data (Note 1) 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 

Index Register (Low Order Byte) 

index Register (High Order Byte) 

Contents of Accumulator A 

Contents of Accumulator B 

Contents of Cond. Code Register 

Irrelevant Data (Note 1) 

Address of Subroutine (High Order 
Byte) 

Address of Subroutine (Low Order 
Byte) 


RELATIVE 


BCC BHI BNE 
BCS BLE BPL 
BEQ BLS BRA 
BGE BLT BVC 
BGT BMI BVS 


4 


1 
2 
3 
4 




Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Branch Address 


1 
1 
1 
1 


Op Code 
Branch Offset 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 


BSR 


8 


1 
2 
3 
4 
5 
6 
7 
8 







Op Code Address 

Op Code Address + 1 

Return Address of Main Program 

Stack Pointer 

Stack Pointer - 1 

Stack Pointer - 2 

Return Address of Mam Program 

Subroutine Address (Note 4) 


1 
1 
1 




1 
1 
1 


Op Code 
Branch Offset 
Irrelevant Data (Note 1) 
Return Address (Low Order Byte) 
Return Address (High Order Byte) 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 
Irrelevant Data (Note 1) 



NOTES 

1 If device which is addressed during this cycle uses VMA, then the Data Bus will go to the high-impedance three-state condition 
Depending on bus capacitance, data from the previous cycle may be retained on the Data Bus 

2 Data is ignored by the MPU 

3 For TST, VMA = and Operand data does not change 

4 MS Byte of Address Bus= MS Byte of Address of BSR instruction and LS Byte of Address Bus= LS Byte of Sub-Routine Address 
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Advance Information 



8-BIT MICROCOMPUTER UNIT 

The MC6805P2 Microcomputer Unit (MPU) is a member of the 
M6805 Family of low-cost single-chip microcomputers This 8-bit 
microcomputer contains a CPU, on-chip CLOCK, ROM, RAM, I/O, and 
TIMER. It is designed for the user who needs an economical microcom- 
puter with the proven capabilities of the M6800-based instruction set A 
comparison of the key features of several members of the M6805 Family 
is shown on the last page of this data sheet The following are some of 
the hardware and software highlights of the MC6805P2 MCU 

HARDWARE FEATURES: 

• 8-Bit Architecture 

• 64 Bytes of RAM 

• Memory Mapped I/O 

• 1100 Bytes of User ROM 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Self-Check Mode 

• Zero Crossing Detection 

• Master Reset 

• Complete Development System Support on EXORciser® 

• 5 V Single Supply 
SOFTWARE FEATURES: 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instruction 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/ Flags 

• Single Instruction Memory Examine/ Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 
USER SELECTABLE OPTIONS: 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (7 Bits 2 N ) 

• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option 

• 4 Vectored Interrupts; Timer, Software, and 2 External 



MC6805P2 



HMOS 

(HIGH DENSITY 

N CHANNEL. SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



FIGURE 1 - PIN ASSIGNMENTS 




]PA3 
22 ] PA2 

21 ]PA1 
20]PA0 
19]PB7 
18 3PB6 
]PB5 
16 ]PB4 
5]PB3 
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FIGURE 2- MC6805P2 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL EXTAL RESET NUM INT 



Prescaler 



Timer/ 
8 Counter 



Timer Control 



PAO 

PA1 
Port pA2 
A PA3 
I/O PA4 

Lines PA5 

PA6 
PA7 



Port 


Data 


A 


Dir. 


Reg. 


Reg. 



1100X8 
User ROM 



116X8Self- 
Check ROM 



LA 



Oscillator 



Accumulator 



8 



Index 
Register 



Condition 

Code 

5 Register cc 



Stack 
Pointer 



SP 



Program 

Counter 

3 High pch 



Program 
Counter 
LOW PCL 



aim 






MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage (Except Pin 6) 


V.n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


to 70 


°c 


Storage Tennperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit For proper operation it is 
recommended that V m and V ou t be con- 
strained to the range Vss-(Vm or V out ) 
< Vcc Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic 
voltage level (e g , eitner Vgg or Vcc> 



THERMAL CHARACTERISTICS 








Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




120 




Ceramic 


0JA 


50 


°c/w 


Cerdip 




60 





POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = t a +(Pd»0ja) d> 

Where: 

Ta* Ambient Temperature, °C 

0JA* Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD«P|NT+PP0RT 

P|NT* 'CC xV CC» Watts - Chip Internal Power 
PpORj^Port Power Dissipation, Watts — User Determined 
For most applications PpORT"*P|NT an d can De neglected PpORT m ay become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

P D = K>(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = PD # (TA + 273 °C) + 0J A # PD 2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T a. Using this value of K the values of Pp and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 
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ELECTRICAL CHARACTERISTICS (V C c= +5 25 Vdc±0 5 Vdc, V S s = GND, T A = 0° to 70°C unless otherwise noted) 



1 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<Vcc^5 75) 




40 


- 


v C c 




(Vcc<4 75) 




Vcc-0 5 


- 


vcc 




INT(4 75<V C c^5 75) 


V|H 


40 


* 


v C c 


V 


(Vcc<4 75) 




Vcc-0 5 


* 


vcc 




All Other 




20 


- 


vcc 




Input High Voltage Timer 












Timer Mode 


V|H 


20 


- 


vcc 


V 


Self-Check Mode 




- 


90 


150 




Input Low Voltage 
RESET 




-03 




08 




INT 


V|L 


-03 


* 


1 5 


V 


All Other 




-03 


- 


08 




RESET Hysteresis Voltage (See Figures 11, 12, and 13) 












"Out of Reset" 


V|RES + 


2 1 


- 


40 


V 


"Into Reset" 


V IRES- 


08 


- 


20 




INT Zero Crossing Input Voltage, Through a Capacitor 


V INT 


20 


- 


40 


v a-c p-p 


Internal Power Dissipation -No Port Loading Vcc = 5 75 V, T/\ = 0°C 


Pint 


- 


400 


690 


mW 


Input Capacitance 












EXTAL 


Cm 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


V LVR 


- 


- 


4 75 


V 


Low Voltage Inhibit 


V L VI 


- 


35 


- 


V 


Input Current 












TIMER (V m = 4 V) 




- 


- 


20 




INT (V, n = 2 4 VtoVcc) 




- 


20 


50 




EXTAL (V m = 2 4 V to V C o Crystal Option) 
(V m = 4 V, Crystal Option) 


'in 


-4 


- 


10 

-1600 

-50 


HA 


RESET (V m = 8 V) 


(External Capacitor Charging Current) 













*Due to internal biasing, this input (when unused) floats to approximately 2 Vdc 

PORT DC ELECTRICAL CHARACTERISTICS (Vcc= +5 25 Vdc + 5 Vdc, Vss = GND, Ta = 0° to 70°C unless otherwise noted) 



Characteristic | Symbol | Min [ Typ | Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, I Load =' 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l|_oad = ~~ 100 A* A 


Voh 


24 


- 


- 


V 


Output High Voltage, l|_oad = -IOjcA 


VOH 


35 


- 


- 


V 


Input High Voltage, iLoad^ -300/iA (max ) 


V|H 


20 


- 


vcc 


V 


Input Low Voltate, lLoad= — 500 pA (max ) 


V|L 


03 


- 


08 


V 


Hi-Z State Input Current (V, n = 2 V to Vcc> 


l|H 


- 


- 


-300 


M A 


Hi-Z State Input Current (V in = 4 V) 


"IL 


- 


- 


-500 


M A 


Port B 


Output Low Voltage, l|_oad = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, lLoad = 10 mA (sink) 


vol 


- 


- 


1 


V 


Output High Voltage, lLoad= -200/iA 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vo= 1 5 V 


'oh 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-0 3 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


fiA 


Port C and Port A with CMOS Drive Disabled 


Output Low Voltage, lLoad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l[_oad = -100/iA 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


tiA 
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SWITCHING CHARACTERISTICS ( V cc - + b 25 Vdc ± 5 Vdc, Vss = GND, T A - 0" to 70"C unless otherwise noted) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Oscillator Frequency 


f OSC 


04 




42 


MHz 


Cycle Time (4/f osc ) 


l cyc 


95 




10 


us 


TNT and TIMER Pulse Width 


l WL.tWH 


tcyc + 250 




- 


ns 


RESET Pulse Width 


l RWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Capacitance= 1 /*F) 


tRHL 


- 


100 




ms 


INT Zero Crossing Detection Input Frequency (±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



FIGURE 3 - TTL EQUIVALENT TEST LOAD FIGURE 4 - CMOS EQUIVALENT TEST LOAD 
(PORT B) (PORT A) 



FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



o V C C = 5 75V 
Test MMD6150 L-. 
Point or Equiv xVJ 5 kfl 






> 30 pF (Total) 




Test MMD6150 
Point or Equiv / 


> V CC = 5 75V 
l 2 97 kQ 


40 pF^ 
(Total) 


Li* 

v 2 1 25kfij MMD7000 
J ▼ or Equiv 

C = 40 pF (Total) 




30pF^p |24kfi v MMD7000 
(Total) n J ][ or Equiv 



SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc AND Vss _ Power is supplied to the MCU using 
these two pins Vqc is power and Vss IS the ground con- 
nection 

INT - This pin provides the capability for asynchronously 
applying an external interrupt to the MCU Refer to INTER- 
RUPTS for additional information 

XTAL AND EXTAL - These pins provide connections to 
the on-chip clock oscillator circuit A crystal, a resistor, or an 
external signal depending on the user selectable manufactur- 
ing mask option, can be connected to these pins to provide a 
system clock source with various stability/ cost tradeoffs 
Lead lengths and stray capacitance on these two pins should 
be minimized Refer to INTERNAL CLOCK GENERATOR 
OPTIONS for recommendations about these inputs 

TIMER — This pin allows an external input to be used to 
decrement the internal timer circuitry Refer to TIMER for 
additional information about the timer circuitry 

RESET — This pin allows resetting of the MCU at times 
other than the automatic resetting capability already in the 
MCU Refer to RESETS for additional information 

NUM — This pin is not for user application and must be 
connected to Vss 

INPUT/OUTPUT LINES (A0-A7, B0-B7, C0-C3) - These 
20 lines are arranged into two 8-bit ports (A and B) and one 



4-bit port (C) All lines are programmable as either inputs or 
outputs under software control of the data direction 
registers Refer to INPUTS/OUTPUTS for additional infor- 
mation 

MEMORY 

As shown in Figure 6, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter The MC6805P2 MCU has implemented 128 of these 
locations This consists of 1100 bytes of user ROM, 116 
bytes of self-check ROM, 64 bytes of user RAM, 6 bytes of 
port I/O, and 2 timer registers 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state The register 
contents are pushed onto the stack in the order shown in 
Figure 7 Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first, then the high order three bits (PCH) are 
stacked This ensures that the program counter is loaded 
correctly, during pulls from the stack, since the stack pointer 
increments during pulls A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack The remaining CPU registers are not pushed 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent central pro- 
cessor communication with I/O and memory via internal ad- 
dress, data, and control buses 
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Page Zero 
Access with 

Short 
Instructions 



FIGURE 6 - MC6805P2 MCU ADDRESS MAP 





7 




7 6 5 4 3 2 1 


000 


I/O Ports 

Timer 

RAM 

(128 Bytes) 


$000 

$07F 
V$080 

$0FF 
$100 

$3Bf\ 
$3C0 \ 

$783 
$784 

$7F7 
$7F8 

$7FF 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

\ 63 
\ 64 

127* 


Port A 




PortB 


127 


1 1 1 1 | PortC 


128 


Page Zero 
User ROM 
(128 Bytes) 


Not Used 




Port A DDR 


v 255 


Port B DDR 


256 


Not Used 
(704 Bytes) 


Not Used |PortCDDR 




Not Used 


959 


Timer Data Reg 


960 


Mam User 

ROM 
(964 Bytes) 


Timer Control Reg 


1923 


Not Used 
(54 Bytes) 


1924 
2039 


Self Check 

ROM 
(116 Bytes) 


RAM 
(64 Bytes) 

Stack 
(31 Bytes 
Maximum) 

t 


2040 
2047 


Interrupt 
Vectors 

ROM 
(8 Bytes) 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 
$00A 

$03F 
$040 



"Caution (DDRs) are write-only, they read as $FF 



FIGURE 7 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 1 Pull 



FIGURE 8 - PROGRAMMING MODEL 



n 4 


1 1 1 


CONDITION 
CODE REGISTER 


n +1 


n -3 


ACCUMULATOR 


n +2 


n -2 


INDEX REGISTER 


n +3 


n -1 


11111 


PCH* 


n +4 


n 


PCL* 


n +5 



*For subroutine calls, only PCL and PCH are stacked 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer They are shown in Figure 8 and are explained in 
the following paragraphs. 

ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations 



Accumulator 



10 







| PCH 


( 


PCL | 


10 




5 4 


|o|o| 


o|i 


|1| SP | 



j Index Register 
Program Counter 
Stack Pointer 



H | i | N | z | c | Condition Code Register 
I Carry/ Borrow 



• Zero 

• Negative 

• Interrupt Mask 

• Half Carry 
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INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode. It contains 
an 8-bit value that may be added to an instruction value to 
create an effective address The index register can also be 
used for data manipulations using the read/ modify/ write in- 
structions The index register may also be used as a tem- 
porary storage area 



PROGRAM COUNTER (PC) - The program counter is an 
11-bit register that contains the address of the next instruc- 
tion to be executed 



STACK POINTER (SP) - The stack pointer is an 11-bit 
register that contains the address of the next free location on 
the stack. Initially, the stack pointer is set to location $07F 
and is decremented as data is being pushed onto the stack 
and incremented as data is being pulled from the stack The 
six most significant bits of the stack pointer are permanently 
set to 00001 1 During a MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stack pointer is set to location $07F 
Subroutines and interrupts may be nested down to location 
$06T(31 bytes maximum) which allows the programmer to 
use up to 15 levels of subroutine calls 



CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each individual condition 
code register bit is explained in the following paragraphs 

Half Carry (H) - Set during ADD and ADC instructions to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) — This bit i s set to mask (disable) the timer 
and external interrupt (INT) If an interrupt occurs while this 



bit is set the interrupt !S latched and is processed as soon as 
the interrupt bit is cleared 

Negative (N) — Used to indicate that the result of the last 
arithmetic, logical or data manipulation was negative (bit 7 in 
result equal to a logical one) 

Zero (Z) - Used to indicate that the result of the last 
arithmetic, logical or data manipulation was zero 

Carry/ Borrow (C) - Used to indicate that a carry or bor- 
row out of the arithmetic logic unit (ALU) occurred during 
the last arithmetic operation This bit is also affected during 
bit test and branch instructions plus shifts and rotates 

TIMER 

The MC6805P2 MCU timer circuitry is shown in Figure 9 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (prescaler 
output). When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the Timer Control Register (TCR) is set 
The timer interrupt can be masked (disabled) by setting the 
timer interrupt mask bit (bit 6) in the TCR The interrupt bit 
(l-bit) in the Condition Code Register also prevents a timer 
interrupt from being processed The MCU responds to this 
interrupt by saving the present CPU state in the stack, 
fetching the timer interrupt vector from locations $7F8 and 
$7F9 and executing the interrupt routine, see the INTER- 
RUPTS section The TIMER INTERRUPT REQUEST BIT 
MUST BE CLEARED BY SOFTWARE 



The clock input to the timer can be from an external 
source (decrementing of Timer Counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin or it can be the internal <f>2 signal When the <f>2 signal is 
used as the source, it can be gated by an input applied to the 
TIMER input pin allowing the user to easily perform pulse- 
width measurements. (Note 1 For ungated 4>2 clock inputs to 
the timer prescaler, the TIMER pin should be tied to Vcc)- 



FIGURE 9 - TIMER BLOCK DIAGRAM 



02 
(Internal) 



7^>^- 



O— 

TIMER 
Input 
Pin 



zi— 



1 



Prescaler 
2 i 2 2 2 3 2 4 2 5 2 6 T 



I 
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Clock 
Input 



8-Bit Counter 
Timer Data Register (TDR) 



Manufacturing 
Mask Options 



i r 



Time 
Out 



Timer 

Interrupt 

Mask 



if 

' I ' 



Not Used 
A 



7 1 ' 1 ' "II, 
Timer Control Register (TCR) 



Write 



Read 



FT 



Read 



Internal Data Bus 
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The source of the clock input is one of the mask options that 
is specified before manufacture of the MCU 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescahng mask op- 
tion is also specified before manufacture 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count Thus, the 
counter can be read at any time by reading the Timer Data 
Register (TDR) This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process 

At Power-up or Reset, the prescaler and counter are 
initialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared, and the timer interrupt mask bit (bit 6) is 
set 

SELF-CHECK 

The self-check capability of the MC6805P2 MCU provides 
an internal check to determine if the part is functional Con- 
nect the MCU as shown in Figure 10 and monitor the output 
of Port C bit 3 for an oscillation of approximately 7 Hz A 9 
volt level on the Timer input, Pin 7, energizes the ROM- 
based self-check feature The self-check program exercises 
the RAM, ROM, timer, interrupts, and I/O ports 



RESETS 

The MCU can be rese t three w ays by initial power-up, by 
the external reset input (RESET), and by an optional internal 
low voltage detect circuit, see Figure 11 The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level The Schmitt trigger 
provide s an internal reset voltage if it senses a logic on the 
RESET pin During power-up, the Sch mitt trigger switches 
on (removes reset) when t he RESET pin voltage rises to 
Vires + When the RESET pin voltage falls to a logical for 
a period longer than one t cvc , the Schmitt trigger switches 
off to provide an internal reset voltage The "switch off" 
voltage occurs at Vires- a typical reset Schmitt trigger 
hysteresis curve is shown in Figure 12 

U pon po wer-up, a delay of tRHL IS needed before allowing 
the RESET input to go high This time allows the internal 
clock generator to stabilize Connecting a capacitor to the 
RESET input as shown in Figure 13, typically provides suffi- 
cient delay See Figure 17 for the complete reset sequence 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs A 



FIGURE 10 - SELF-CHECK CONNECTIONS 



1 fjf 



10 k 

-VW- 



vcc 




RESET 



XTAL 



PCO 
PC1 
PC2 
PC3 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PAO 

PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



25 



23 



22 



12 



V C c=Pm3 
V S s=Pm 1 

'This connection depends on the clock oscillator user selectable mask option 
Use crystal if that option is selected 
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manufacturing mask option is required to select either the 
crystal oscillator or the RC oscillator circuit The oscillator 
frequency is internally divided by four to produce the internal 
system clocks 

The different connection methods are shown in Figure 14 
The crystal specifications are given in Figure 15 A resistor 
selection graph is given in Figure 16 



The crystal oscillator startup time is a function of many 
variables crystal parameters (especially Rs), oscillator load 
capacitance, IC parameters, ambient temperature, and 
supply voltage To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations 



FIGURE 11 - POWER AND RESET TIMING 




FIGURE 12 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 13 - POWER UP RESET DELAY CIRCUIT 
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FIGURE 14 - CLOCK GENERATOR OPTIONS 
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Approximately 25% Accuracy 

Typical tcYC= 1 25 fis 

External Jumper 



(See Figure 16) 4 



XTAL 

MC6805P2 

EXTAL MCU 

(Resistor Mask 
Option) 



External Clock Approximately 10% Accuracy 

External Resistor 
(Excludes Resistor Tolerance) 
NOTE The recommended C[_ value with a 4 MHz crystal is 27 pF, maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scalled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 
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FIGURE 15 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



Crystal P.H.imt'lers 



FIGURE 16 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 
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5 10 15 20 25 30 35 40 45 50 55 60 
RESISTANCE (kOHMS) 
INTERRUPTS 

The MC6805P2 MCU can be interrupted three different 
ways through the external interrupt (INT) input pin, the 
internal timer interrupt request, or the software interrupt in- 
struction (SWI) When any interrupt occurs, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the 
appropriate interrupt vector address, and the interrupt 
routine is executed Stacking the CPU register, setting the 
l-bit, and vector fetching requires a total of 11 t cvc periods 
for completion 

A flowchart of the interrupt sequence is shown in Figure 
17 The interrupt service routine must end with a return from 
interrupt (RTI) instruction which allows the MCU to resume 
processing of the program prior to the interrupt (by unstack- 
ing the previous CPU state) Table 1 provides a listing of the 
interrupts, their priority, and the address of the vector which 
contains the starting address of the appropriate interrupt ser- 
vice routine The interrupt priority applies to thos e pendin g 
when the CPU is ready to accept a new interrupt RESET is 
listed in Table 1 because it is treated as an interrupt 
However, it is not normally used as an interrupt. When the 
interrupt mask bit in the Condition Code Register is set the 
interrupt is latched for later interrupt execution 

The external interrupt is int erna lly synchronized and then 
latched on the falling edge of INT A sinusoidal input signal 
(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 18a, for use as a Zero Crossing 
Detector For digital applications the INT can be driven by a 
digital signal at a maximum period of t|WL This allows ap- 
plications such as servicing time-of-day routines and engag- 
ing/disengaging AC power control devices Off-chip full 
wave rectification provides an interrupt at every zero cross- 
ing of the AC signal and thereby provides a 2f clock 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register SWI's are usually used as break- 
points for debugging or as system calls 
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FIGURE 17 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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FIGURE 18 - TYPICAL INTERRUPT CIRCUITS 
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TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 
SWI 

m 

Timer 


1 

2* 
3 
4 


$7FE and $7FF 
$7FC and $7FD 
$7FA and $7FB 
$7F8 and $7F9 



♦Priority 2 applies when the l-bit in the Condition Code Register is 
set When I = 0, SW I has a priority of 4, like any other instruction, 
the priority of INT thus becomes 2 and the timer becomes 3 

INPUT/OUTPUT 

There are 20 input/output pins The INT pin may also be 
pulled with branch instructions to provide an additional input 
pin All pins (Port A, B, and C) are programmable as either 
inputs or outputs under software control of the corres- 
ponding Data Direction Register (DDR) The port I/O 
programming is accomplished by writing the corresponding 
bit in the port DDR to a logic "1" for output or a logic "0" for 
input On Reset, all the DDRs are initialized to a logic "0" 
state to put the ports in the input mode The port output 
registers are not initialized on Reset but may be written to 
before setting the DDR bits to avoid undefined levels When 
programmed as outputs, the latched output data is readable 
as input data, regardless of the logic levels at the output pin 
due to output loading, see Figure 19 When Port B is pro- 



grammed for outputs, it is capable of sinking 10 mA and 
sourcing a 1 mA on each pin 

All input/output lines are TTL compatible as both inputs 
and outputs Ports B and C are CMOS compatible as inputs 
Port A may be made CMOS compatible as outputs with a 
mask option The address map in Figure 6 gives the address 
of data registers and DDRs The register configuration is pro- 
vided in Figure 20 and Figure 21 provides some examples of 
port connections 

Caution 
The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006) A 
read operation on these registers is undefined. Since 
BSET and BCLR are read/ modify/ write functions, they 
cannot be used to set or clear a DDR bit (all "unaffected" 
bits would be set) It is recommended that all DDR bits in 
a port be written using a single store instruction 

The latched output data bit (see Figure 19) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 
used to initialize the data registers and avoid undefined out- 
puts, however, care must be exercised when using 
read/ modify/ write instructions since the data read cor- 
responds to the pin level of the DDR is an input (0) and cor- 
responds to the latched output data when the DDR is an out- 
put (1) 



FIGURE 19 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is a write-only register and reads as all 1's 

♦ ♦Ports A (with CMOS drive disabled), B, and C are three state ports Port A has optional internal pullup devices 
to provide CMOS drive capability See Electrical Characteristics tables for complete information 
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FIGURE 20 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 (Bits 0-3) 
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TIMER DATA REGISTER (TDR) 



$008 



TCR7- Timer Interrupt Status Bit Set when TDR goes 
to zero, must be cleared by software Cleared to 
by Reset 

TCR6 Bit 6 — Timer Interrupt Mask Bit 1 = timer inter- 
rupt masked (disabled) Set to 1 by Reset 

TCR Bits 5, 4, 3, 2, 1,0 read 1's- unused bits 
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FIGURE 21 



(CMOS Loads) 



dTTLLoad) 



TYPICAL PORT CONNECTIONS 
a. Output Modes 



Port A, Bit 7 Programmed as Output, Driving 
CMOS Loads and Bit 4 Driving one TTL Load 
Directly (using. CMOS output option) 

+ V 





10 mA 



Port B, Bit and Bit 1 Programmed as Output, 
Driving LEDs Directly 



l O =H FE.'b 



2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




CMOS 

Inverters 

MC1 4049/ MC1 4069 

(Typical) 



Port C, Bits 0-3 Programmed as Output, Driv- 
ing CMOS Loads, Using External Pullup 
Resistors 
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FIGURE 21 - TYPICAL PORT CONNECTIONS (CONTINUED) 
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BIT MANIPULATION 

The MC6805P2 MCU has the ability to set or clear any . 
single random access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT paragraph), with a single instruction (BSET, BCLR) 
Any bit in page zero including ROM, except the DDRs, can 
be tested, using the BRSET and BRCLR instructions, and 
the program branches as a result of its state The Carry bit 
equals the value of the bit referenced by BRSET or BRCLR 
A Rotate instruction may then be used to accumulate serial 
input data in a RAM location or register The capability to 
work with any bit in RAM, ROM, or I/O allows the user to 



have individual flags in RAM or to handle I/O bits as control 
lines 

The coding example in Figure 22 illustrates the usefulness 
of the bit manipulation and test instructions Assume that 
the MCU is to communicate with an external serial device 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LBS first, 
out of the device The MCU waits until the data is ready, 
clocks the external device, picks up the data in the Carry Flag 
(C-bit), clears the clock line, and finally accumulates the data 
bit in a RAM location 



FIGURE 22 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MC6805P2 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs For additional 
details and graphical illustrations, refer to the M6805 Family 
User's Manual 

The term "effective address" (EA) is used in describing the 
address modes EA is defined as the address from which the 
argument for an instruction is fectched or stored 

IMMEDIATE - In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT — In the direct addressing mode, the effective 
address of the argument is contained in a single byte follow- 
ing the opcode byte Direct addressing allows the user to 
directly address the lowest 256 bytes in memory with a single 
2-byte instruction This includes the on-chip RAM and I/O 
registers and 128 bytes of ROM Direct addressing is an ef- 
fective use of both memory and time 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE — The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC if and only if the branch condition is true Other- 
wise, control proceeds to the next instruction The span of 
relative addressing is from —126 to +129 from the opcode 
address The programmer need not worry about calculating 
the correct offset when using the Motorola assembler, since 
it calculates the proper offset and checks to see if it is within 
the span of the branch 

INDEXED, NO OFFSET - In the indexed, no offset ad- 
dressing mode, the effective address of the argument is con- 
tained in the8-bit index register Thus, this addressing mode 
can access the first 256 memory locations These instruc- 
tions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode This addressing mode is 
useful in selecting the kth element in an n element table 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction 
As such tables may begin anywhere within the first 256 
addressable locations and could extend as far as location 51 1 
($1FE) 



INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed, 8-bit offset, ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the 
byte following the opcode specifies the address of the byte 
in which the specified bit is to be set direct or cleared Thus, 
any read/write bit in the first 256 locations of memory, in- 
cluding I/O, can be selectively set or cleared with a single 
2-byte instruction See Caution under the INPUT/OUTPUT 
paragraph 

BIT TEST AND BRANCH - The bit test and branch ad- 
dressing mode is a combination of direct addressing and 
relative addressing The bit and condition (set or clear) which 
is to be tested is included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte The signed relative 8-bit offset is in the 
third byte and is added to the value of the PC if the branch 
condition is true This single 3-byte instruction allows the 
program to branch based on the condition of any readable 
bit in the first 256 locations of memory The span of 
branching is from + 130 to - 125 from the opcode address 
The state of t h e tested bit is also transferred to the Carry bit 
of the Condition Code Register See Caution under the 
INPUT/OUTPUT paragraph 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MC6805P2 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes They can be divided into five dif- 
ferent types register/ memory, read/modify/write, branch, 
bit manipulation, and control The following paragraphs 
briefly explain each type All the instructions within a given 
type are presented in individual tables 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands One operand is either the ac- 
cumulator or the index register The other operand is obtain- 
ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands Refer to Table 2 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory' location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph) The test for negative or zero (TST) instruc- 
tion is included in read/ modify/ write instructions though it 
does not perform the write Refer to Table 3 
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BRANCH INSTRUCTIONS - The branch instructions CONTROL INSTRUCTIONS - The control instructions 

cause a branch from the program when a certain condition is control the MCU operations during program execution 

met Refer to Table 4 Refer to Table 6 

BIT MANIPULATION INSTRUCTIONS - These instruc- ALPHABETICAL LISTING - The complete instruction set 

tions are used on any bit in the first 256 bytes of the memory is given in alphabetical order in Table 7 
(see Caution under INPUT/OUTPUT paragraph) One group 

either sets or clears The other group performs the bit test OPCODE MAP SUMMARY — Table 8 is an opcode map 

branch operations Refer to Table 5 for the instructions used on the MCU 
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TABLE 2 - REGISTER/MEMORY INSTRUCTIONS 


















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


n 

Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


n 

Bytes 


# 
Cycles 


OP 
Code 


n 

Bytes 


# 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


C1 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 



3 











TABLE 3 - 


READ/MODIFY/WRITE INSTRUCTIONS 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


n 

Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 . 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 4 - BRANCH INSTRUCTIONS 








Relative 


Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(Branch/FF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


Branch IFFlnterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 5 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set /Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


n 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


— 


- 


- 


2»n 


3 


10 


Branch IFF Bit n is clear 


BRCLRn(n = 7) 


- 


- 


- 


01 + 2»n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2«n 


2 


7 


— 


- 


— 


Clear bit n 


BCLR n (n = 7) 


11 + 2«n 


2 


7 


- 


- 


- 



TABLE 6 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


96 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 7 - INSTRUCTION SET 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


IM 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 
































BMS 
































BNE 
































BPL 
































BRA 
































BRN 
































BRCLR 




















X 


• 


• 


• 


• 


A 


BRSET 




















X 


• 


• 


• 


• 


A 


BSET 


















X 














BSR 










X 






















CLL 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEQ 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


RSP 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 7 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 




N 


Z 


C 


RTI 


X 




















? 


? 


? 


? 


j> 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 






















• 


• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 








• 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 






















1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 










• 


A 


A 


• 


TXA 


X 
































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 



4-164 






TABLE 8 - M6805 FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


IX2 


1X1 ^ 


IX 


"--^ Hi 

Lovv"\^ 




0000 


1 

0001 


2 

0010 


3 

__, 0011.,.. 


4 
0100 


5 

0101 


6 

0110 


7 

0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 
1100 


D 

1101 


E 

1110 


F 
1111 


Hi ^,-"-" 

^-^"^ LOW 



0000 


10 5 
BRSETO 
3 BTB 


7 5 

BSETO 
2 BSC 


4 3 
BRA 

2 REL 


6 5 

NEG 
2 DIR 


4 3 
NEGA 

1 INH 


4 3 

NEGX 

1 INH 


7 6 

NEG 

2 1X1 


6 5 
NEG 

1 IX 


9 9 
RTI 

1 INH 




2 2 
SUB 

2 IMM 


4 3 

SUB 
2 DIR 


5 4 

SUB 
3 EXT 


6 5 
SUB 

3 IX2 


5 4 

SUB 

2 1X1 


4 3 
SUB 

1 IX 



0000 


1 

0001 


10 5 
BRCLRO 
3 BTB 


7 5 

BCLRO 
2 BSC 


4 3 

BRN 
2 REL 












6 6 
RTS 

1 INH 




2 2 
CMP 

2 IMM 


4 3 
CMP 

2 DIR 


5 4 

CMP 
3 EXT 


6 5 

CMP 
3 IX2 


5 4 
CMP 

2 1X1 


4 3 
CMP 

I IX 


1 

0001 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 

BHI 
2 REL 
















2 2 
SBC 

2 IMM 


4 3 
SBC 

2 DIR 


5 4 

SBC 

3 EXT 


6 5 

SBC 
3 1X2 


5 4 
SBC 

2 1X1 


4 3 
SBC 

1 IX 


2 

0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 

BLS 
2 REL 


6 5 
COM 

2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 
COM 

2 1X1 


6 5 
COM 

1 IX 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 IMM 


4 3 

CPX 

2 DIR 


5 4 

CPX 
3 EXT 


6 5 
CPX 

3 IX2 


5 4 
CPX 

2 1X1 


4 3 

CPX 

1 IX 


3 

0011 


4 

0100 


10 5 
BRSET2 

3 BTB 


7 5 

BSET2 
2 BSC 


4 3 
BCC 

2 REL 


6 5 

LSR 
2 DIR 


4 3 
LSRA 

1 INH 


4 3 
LSRX 

1 INH 


7 6 
LSR 

2 1X1 


6 5 
LSR 

1 IX 






2 2 
AND 

2 IMM 


4 3 
AND 

2 DIR 


5 4 

AND 
3 EXT 


6 5 

AND 
3 IX2 


5 4 
AND 

2 1X1 


4 3 
AND 


4 

0100 


5 
0101 


10 5 
BRCLR2 

3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 

BCS 

2 REL 
















2 2 

BIT 
2 IMM 


4 3 
BIT 

2 DIR 


5 4 

BIT 
3 EXT 


6 5 

BIT 
3 IX2 


5 4 

BIT 
2 1X1 


4 3 
BIT 


5 

0101 


6 

0110 


10 5 
BRSET3 
3 BTB 


7 5 

BSET3 
2 BSC 


4 3 

BNE 
2 REL 


6 5 
ROR 

2 DIR 


4 3 
RORA 

1 INH 


4 3 
RORX 

1 INH 


7 6 

ROR 
2 1X1 


6 5 
ROR 

1 IX 






2 2 
LDA 

2 IMM 


4 3 
LDA 

2 DIR 


5 4 

LDA 
3 EXT 


6 5 

LDA 
3 IX2 


5 4 

LDA 
2 1X1 


4 3 
LDA 


6 

0110 


7 

0111 


10 5 

BRCLR3 

3 BTB 


7 5 

BCLR3 
2 BSC 


4 3 
BEQ 

2 REL 


6 5 
ASR 

2 DIR 


4 3 
ASRA 

1 INH 


4 3 

ASRX 

1 INH 


7 6 
ASR 

2 1X1 


6 5 
ASR 




2 2 
TAX 

1 INH 




5 4 

STA 
2 DIR 


6 5 

STA 
3 EXT 


7 6 

STA 
3 IX2 


6 5 
STA 

2 iX1 


STA 

1 IX 


7 

0111 


8 

1000 


10 5 
BRSET4 

3 BTB 


7 5 

BSET4 
2 BSC 


4 3 

BHCC 

2 REL 


6 5 

LSL 
2 DIR 


4 3 
LSLA 

1 INH 


4 3 
LSLX 

1 INH 


7 6 

LSL 
2 1X1 


6 5 
LSL 

1 IX 




2 2 
CLC 

1 INH 


2 2 
EOR 

2 IMM 


4 3 
EOR 

2 DIR 


5 4 

EOR 

3 EXT 


6 5 

EOR 

3 IX2 


5 4 
EOR 

2 1X1 


4 3 

EOR 

1 IX 


8 

1000 


9 

1001 


10 5 
BRCLR4 
3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 

BHCS 
2 REL 


6 5 

ROL 
2 DIR 


4 3 
ROLA 

1 INH 


4 3 

ROLX 

1 INH 


7 6 

ROL 

2 1X1 


6 5 

ROL 

1 IX 




2 2 

SEC 

1 INH 


2 2 

ADC 

2 IMM 


4 3 

ADC 

2 DIR 


5 4 

ADC 
3 EXT 


6 5 

ADC 
3 IX2 


5 4 

ADC 

2 1X1 


4 3 
ADC 

1 IX 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 

BSET5 
2 BSC 


4 3 
BPL 

2 REL 


6 5 
DEC 

2 DIR 


4 3 
DECA 

1 INH 


4 3 
DECX 

1 INH 


7 6 
DEC 

2 1X1 


6 5 
DEC 

1 IX 




2 2 
CLI 

1 INH 


2 2 
ORA 

2 IMM 


4 3 

ORA 
2 DIR 


5 4 

ORA 
3 EXT 


6 5 

ORA 
3 IX2 


5 4 

ORA 

2 1X1 


4 3 

ORA 

1 IX 


A 

1010 


B 

1011 


10 5 

BRCLR5 

3 BTB 


7 5 

BCLR5 
2 BSC 


4 3 

BMI 
2 REL 














2 2 
SEI 

1 INH 


2 2 
ADD 

2 IMM 


4 3 

ADD 

2 DIR 


5 4 
ADD 

3 EXT 


6 5 

ADD 
3 IX2 


5 4 
ADD 

2 1X1 


4 3 
ADD 


B 

1011 


C 

1100 


10 5 
BRSET6 
3 BTB 


7 5 

BSET6 
2 BSC 


4 3 

BMC 
2 REL 


6 5 

INC 
2 DIR 


4 3 
INCA 

1 INH 


4 3 
INCX 

1 INH 


7 6 
INC 

2 1X1 


6 5 

INC 
1 IX 




2 2 
RSP 

1 INH 




3 2 

JMP 
2 DIR 


4 3 

JMP 
3 EXT 


5 4 

JMP 
3 IX2 


4 3 

JMP 
2 1X1 


3 2 
JMP 


C 

1100 


D 

1101 


10 5 
BRCLR6 
3 BTB 


7 5 

BCLR6 
2 BSC 


4 3 
BMS 

2 REL 


6 4 

TST 
2 DIR 


4 3 

TSTA 

1 INH 


4 3 
TSTX 

1 INH 


7 5 

TST 
2 1X1 


6 4 

TST 
1 IX 




2 2 
NOP 

1 INH 


8 6 

BSR 

2 REL 


7 5 
JSR 

2 DIR 


8 6 

JSR 
3 EXT 


9 7 

JSR 
3 IX2 


8 6 
JSR 

2 1X1 


7 5 
JSR 


D 

1101 


E 

1110 


10 5 
BRSET7 
3 BTB 


7 5 

BSET7 
2 BSC 


4 3 

BIL 
2 REL 












STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 

LDX 
2 DIR 


5 4 
LDX 

3 EXT 


6 5 

LDX 
3 IX2 


5 4 
LDX 

2 1X1 


4 3 
LDX 


E 

mo 


F 
1111 


10 5 
BRCLR7 
3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 

BIH 
2 REL 


6 5 

CLR 
2 DIR 


4 3 
CLRA 

1 INH 


4 3 
CLRX 

1 INH 


7 6 

CLR 
2 1X1 


6 5 
CLR 

1 IX 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




5 4 

STX 
2 DIR 


6 5 

STX 
3 EXT 


7 6 
STX 

3 IX2 


6 5 
STX 

2 1X1 


5 4 
STX 


F 

1111 



2 

o 



CJ1 

3 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

IX2 Indexed, 2 Byte (16-Brt) Offset 

* CMOS Versions Only 



LEGEND 



# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





p ^ 








1111-*— 








-4 3 

1_^ CI JD-4# 


^ 

0000 -*"~" 










• 1 /ix 









Opcode in Hexadecimal 
Opcode in Binary 

• Address Mode 




MC6805P2 



ORDERING INFORMATION 



The information required when ordering a custom MCU is 
listed below The ROM program may be transmitted to 
Motorola on EPROM(s) or a MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or Motorola 
distributor 

EPROMs - The MCM2716 or MCM2532 type EPROMs, pro- 
grammed with the customer program (positive logic sense 
for address and data), may be submitted for pattern genera- 
tion The EPROM must be clearly marked to indicate which 
EPROM corresponds to which address space The recom- 
mended marking procedure is illustrated below 





XXX -Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are fil- 
ed for contractual purposes and are not returned A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form The listing should be 
thoroughly checked and the verification form completed, 



signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program on 
blank EPROM from the data file used to create the custom 
mask and aid in the verification process 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts The RVUs are 
thus not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The minimum MDOS system files as 
well as the absolute binary object file (filename LO type of 
file) from the M6805 cross assembler must be on the disk An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable Consider submitting a source 
listing as well as the following files filename, LX (EXOR- 
ciser® loadable format) and filename, SA (ASCII Source 
Code) These files will of course be kept confidential and are 
used 1) to speed up the process in-house if any problems 
arise, and 2) to speed up the user-to-factor interface if the 
user finds any software errors and needs assistance quickly 
from Motorola factory representatives 

MDOS is Motorola's Disk Operating system available on 
development systems such as EXORcisers, EXORsets, etc 
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Date. 



MC6805P2 MCU ORDERING INFORMATION 

Customer PO Number 



Customer Company _ 

Address 

City 



Motorola Part Numbers 

MC 

SC 



-Zip. 



Country . 



Phone . 



Customer Contact Person _ 
Customer Part Number 



OPTION LIST 

Select the options for 
manufacturing mask wil 


your MCU from the following list A 
be generated from this information 


Timer Clock Source 

n Internal 02 clock 
□ TIMER input pin 








Timer Prescaler 

n 2° (divide by 1) 

□ 2 1 (divide by 2) 

□ 2 2 (divide by 4) 
D 2 3 (divide by 8) 






n 2 4 (divide by 16) 

□ 2 5 (divide by 32) 

□ 2 6 (divide by 64) 
n T (divide by 128) 


Internal Oscillator Input 
□ Crystal 
n Resistor 






Port A Output Drive 
n CMOS and TTL 
n TTL Only 


Low Voltage Inhibit 

□ Disable 

□ Enable 








Pattern Media (All other media requires prior 


factory approval ) 




D EPROMs (MCM2716 or f 


\/ICM2532 


□ Floppy Disk 








Tl Other 



Clock Freq . 




Temp Range 

^Requires prior factory approval 

Marking Information (12 Characters Maximum) 



. DO to +70°C (Standard) □ -40° to +85°C* 



Title. 



Signature _ 
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MOTOROLA 



Advance Information 






8-BIT MICROCOMPUTER UNIT 

The MC6805P4 Microcomputer Unit (MCU) is a member of the 
M6805 Family of low-cost single-chip microcomputers This 8-bit 
microcomputer contains a CPU, on-chip CLOCK, ROM, RAM, I/O, and 
TIMER. It is designed for the user who needs an economical microcom- 
puter with the proven capabilities of the M6800-based instruction set. A 
comparison of the key features of several members of the M6805 Family 
is shown on the last page of this data sheet The following are some of 
the hardware and software highlights of the MC6805P4 MCU 
HARDWARE FEATURES: 

8-Bit Architecture 

112 Bytes of Standby RAM 

Standby RAM Power Pin 

Memory Mapped I/O 

1100 Bytes of User ROM 

20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 

LED Compatible) 

• On-Chip Clock Generator 

• Self-Check Mode 

• Zero Crossing Detection 

• Master Reset 

• Complete Development System Support on EXORciser® 

• 5 V Single Supply 
SOFTWARE FEATURES: 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 
True Bit Manipulation 
Bit Test and Branch Instructions 
Versatile Interrupt Handling 
Versatile Index Register 
Powerful Indexed Addressing for Tables 
Full Set of Conditional Branches 
Memory Usable as Register/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 
USER SELECTABLE OPTIONS: 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 
Timer Prescaler Option (7 Bits 2 N ) 

8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 
Crystal or Low-Cost Resistor Oscillator Option 
Low Voltage Inhibit Option 
4 Vectored Interrupts, Timer, Software, and 2 External 



MC6805P4 



HMOS 

(HIGH DENSITY 

N CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



J J J S SUFFIX 

J " CERDIP PACKAGE 

CASE 733 



FIGURE 1 - 


PIN ASSIGNMENTS 


vsst 


1 


^ 28 


3 RESET 


INtI 


2 


27 


] PA7 


vcct 


3 


26 


]PA6 


EXTAL[ 


4 


25 


]PA5 


XTALC 


5 


24 


]PA4 


VsbC 


6 


23 


] PA3 


TIMER [ 


7 


22 


]PA2 


PC0/NUMC 


8 


21 


]PA1 


pciC 


9 


20 


3 PA0 


PC2C 


10 


19 


3 PB7 


PC3C 


11 


18 


] PB6 


PB0C 


12 


17 


] PB5 


PB1[ 


13 


16 


3 PB4 


PB2C 


14 


15 


3 PB3 
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FIGURE 2 - MC6805P4 HMOS MICROCOMPUTER BLOCK DIAGRAM 
XTAL EXTAL RESET 




PBO 




PR1 




PB2 


Port 


PB3 


B 


PB4 


I/O 


PB5 


Lines 


PB6 




PB7 





PCO/NUM Port 

pci c 

PC2 I/O 

p C3 Lines 



V S B 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0 3 to +7 


V 


Input Voltage (Except PCO/NUM) 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


to 70 


°C 


Storage Temperature Range 


T stg 


-55 to +150 


°C 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


Tj 


150 
175 
175 


°c 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electrical fields, however, it is advised that 
normal precautions be taken to avoid application 
of any voltage higher than maximum rated 
voltages to this high-impedance circuit For pro- 
per operation it is recommended that V m and 
V ou t be constrained to the range Vss<(V, n or 
Vout) — VcC Reliability of operation is enchanc- 
ed if unused inputs except EXTAL are tied to an 
appropriate logic voltage level (e g , either V$s 
or Vcc> 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


0JA 


120 

50 
60 


°C/W 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from* 

Tj = T A +(PD»0JA) (1) 

Where* 

Ta» Ambient Temperature, °C 

0JA* Package Thermal Resistance, J unction-to- Ambient, °C/W 
PD*P|NT + PP0RT 

P|NT"'CC xV CC' Watts - Chip Internal Power 
PpORj«Port Power Dissipation, Watts - User Determined 
For most applications PpORT<P|NT and °an De neglected. PpoRT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpORT 's neglected) is: 

P D =K-h(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=Pd # (Ta + 273°C) + 0ja«PD 2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known T^. Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 
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SWITCHING CHARACTERISTICS (Vcc= +5 25 Vdc ±0 5 Vdc, Vss = GND, Ta = 0° to 50° unless otherwise noted) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Oscillator Frequency 


f osc 


04 


- 


42 


MHz 


Cycle Time (4/f osc ) 


! cyc 


95 


- 


10 


flS 


INT and TIMER Pulse Width 


tWL-tWH 


tcyc + 250 


- 


- 


ns 




tRWL 


t cyc +250 


- 


- 


ns 


RESET Pulse Width 


RESET Delay Time (External Capacitance^ 1 /xF) 


*RHL 


- 


100 


- 


ms 


INT Zero Crossing Detection Input Frequency (±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



ELECTRICAL CHARACTERISTICS (V cc = +5 25 Vdc±0 5 Vdc, Vss=GND, T A = 0° to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<Vcc^5 75) 




40 


- 


v C c 




(V CC <4 75) 




Vcc-0 5 


- 


vcc 




INT <4 75<V CC <5 75) 


V|H 


40 


* 


vcc 


V 


(V CC <4 75) 




Vcc-0 5 


* 


vcc 




All Other 




20 


- 


vcc 




Input High Voltage Timer 












Timer Mode 


V,H 


20 


- 


vcc 


V 


Self-Check Mode 




- 


90 


150 




Input Low Voltage 












RESET 




-03 


- 


08 




INT 


VlL 


-03 


* 


1 5 


V 


All Other 




-03 


- 


08 




RESET Hysteresis Voltage (See Figures 11, 12, and 13) 












"Out of Reset" 


V|RES + 


2 1 


- 


40 


V 


"Into Reset" 


V IRES- 


08 


- 


20 




INT Zero Crossing Input Voltage, Through a Capacitor 


V INT 


20 


- 


40 


v a-cp-p 


Internal Power Dissipation - No Port Loading Vr^C = 5 75 V, T/\ = 0°C 


Pint 


- 


400 


TBD 


mW 


Input Capacitance 












EXTAL 


C,n 


- 


25 


- 


pF 


All Other 




- 


10 


- 




Low Voltage Recover 


Vlvr 


- 


- 


4 75 


V 


Low Voltage Inhibit 


Vlvi 


- 


35 


- 


V 


Input Current 












TIMER (V in = 4 V) 




- 


- 


20 




INT (V m = 2 4 V to V CC , Crystal Option) 




- 


20 


50 




EXTAL (V in = 4 V, Crystal Option) 


l.n 


- 


- 


10 


ma 


(V in = 04 V) 




-40 


- 


-1600 
-50 




RESET (V in = 8 V) 


(External Capacitor Charging Current) 













*Due to internal biasing, this input (when unused) floats to approximately 2 Vdc 
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PORT DC ELECTRICAL CHARACTERISTICS ( Vcc = + 5 25 Vdc ± 5 Vdc, V$S = GND, Ta = 0° to 70°C unless otherwise noted) 



Characteristic | Symbol | Min | Typ | Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, lLoad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, lLoad = _10 ° M A 


voh 


24 


- 


- 


V 


Output High Voltage, l|_oad= -10fiA 


VOH 


35 


- 


- 


V 


Input High Voltage, l|_oad = ~ 300 ** A (max) 


V|H 


20 


- 


vcc 


V 


Input Low Voltate, lLoad = _500 M A (max) 


V|L 


-30 


- 


08 


V 


Hi-Z State Input Current (V, n = 2 V to Vcc> 


l|H 


- 


- 


-300 


/xA 


Hi-Z State Input Current (V in = 4 V) 


IlL 


- 


- 


-500 


MA 


Port B 


Output Low Voltage, I Load = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, I Load = 10 mA (sink) 


vol 


- 


- 


1 


V 


Output High Voltage, I Load = - 200 M A 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vq= 1 5 V 


•oh 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


MA 


Port C and Port A with CMOS Drive Disabled 


Output Low Voltage, I Load = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, lLoad= -100>A 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-0 3 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


„A 



STANDBY RAM CHARACTERISTICS (Temperature=0°C, V S B = Max) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Standby Current 
16 Bytes 
64 Bytes 
112 Bytes 


'SB 


- 


1 6 
34 
52 


TBD 
TBD 
TBD 


M A 


RAM Standby Voltage 


VSB 


TBD 


5 25 


TBD 


V 


Vcc Turn-off Rate 


v CCTO 


- 


- 


1/100 


V/jis 



FIGURE 3 - TTL EQUIVALENT TEST LOAD FIGURE 4 - CMOS EQUIVALENT TEST LOAD FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORT A) (PORTS A AND C) 



o V C C = 5 75V 

Test MMD6150 [^ 

Point or Equiv s<f\ bkQ 

11" | 

40pF^p <1 25kfiu MMD7000 



(Total) 



11 or Equiv 
C = 40 pF (Total) 









^ 30 pF (Total) 



Test 
Point 



MMD6150 

IV 



? V CC = 5 75V 



or Equiv ^f^gy kjr 



30 pF ?p I 24 kfi 
(Total) 



MMD7000 
or Equiv 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

VSB' V(X' ^>S — Power is supplied to the MCU using 
these two pins Vcc |S power and V$S IS the ground con- 
nection 

V$B is the standby RAM voltage In order to allow orderly 
transition into the standby mode, the turn-off rate of Vqc 
must not exceed 1 volt per 100 ns 

INT - This pin provides the capability for asynchronously 
applying an external interrupt to the MCU Refer to INTER- 
RUPTS for additional information 

XTAL AND EXTAL - These pins provide connections to 
the on-chip clock oscillator circuit A crystal, a resistor, or an 
external signal depending on the user selectable manufactur- 
ing mask option, can be connected to these pins to provide a 
system clock source with various stability/ cost tradeoffs 
Lead lengths and stray capacitance on these two pins should 
be minimized Refer to INTERNAL CLOCK GENERATOR 
OPTIONS for recommendations about these inputs 

TIMER - This pin allows an external input to be used to 
decrement the internal timer circuitry Refer to TIMER for 
additional information about the timer circuitry 

RESET - This pin allows resetting of the MCU at times 
other than the automatic resetting capability already in the 
MCU Refer to RESETS for additional information 

NUM — This pin is not for user application and must be 
connected to Vss 



INPUT/OUTPUT LINES (A0-A7, B0-B7, C0-C3) - These 
20 lines are arranged into two 8-bit ports (A and B) and one 
4-bit port (C) All lines are programmable as either inputs or 
outputs under software control of the data direction 
registers Refer to INPUTS/OUTPUTS for additional infor- 
mation 

MEMORY 

As shown in Figure 6, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter The MC6805P4 MCU has implemented 1336 of 
these locations This consists of 1100 bytes of user ROM, 
116 bytes of self-check ROM, 112 bytes of user RAM, 6 
bytes of port I/O, and 2 timer registers 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state The register 
contents are pushed onto the stack in the order shown in 
Figure 7 Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first, then the high order three bits (PCH) are 
stacked This ensures that the program counter is loaded 
correctly, during pulls from the stack, since the stack pointer 
increments during pulls A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack The remaining CPU registers are not pushed 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is mplemented in- 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent central pro- 
cessor communication with I/O and memory via internal 
address, data, and control buses 
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Page Zero 
Access with 

Short 
Instructions 



FIGURE 6 - MC6805P4 MCU ADDRESS MAP 





7 






6 5 4 3 2 1 


'boo 


I Ports 

Timer 

RAM 

(128 Bytes) 


$000 

$07F 
\,$080 

$0FF 
$100 

$3BF\ 
$3CO \ 

$783 
$784 

$7F7 
$7F8 

$7FF 




1 

2 

3 

4 

5 

6 

7 

8 

9 
10 

\ 15 
\ 16 

127> 


Port A 




Port B 


127 


11 1 l| Port C 


128 


Page Zero 
User ROM 
(128 Bytes) 


Not Used 




Port A DDR 


^255 


Port B DDR 


256 


Not Used 
(704 Bytes) 


Not Used I Port C DDR 




Not Used 


959 


Timer Data Reg 


960 


Main User 

ROM 
(964 Bytes) 


Timer Control Reg 


1923 


Not Used 
(6 Bytes) 


1924 
2039 


Self Check 

ROM 
(116 Bytes) 


RAM 
(112 Bytes) 

Stack 
(31 Bytes 
Maximum) 

t 


2040 
2047 


Interrupt 
Vectors 

ROM 
(8 Bytes) 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 
$00A 

$00F 
$010 




*Caution (DDRs) are write-only, they read as $FF 



FIGURE 7 - INTERRUPT STACKING ORDER 



FIGURE 8 - PROGRAMMING MODEL 



7 6 5 


4 3 


2 1 ( 


n 4 


1 1 1 


CONDITION 
CODE REGISTER 


n -3 


ACCUMULATOR 


n -2 


INDEX REGISTER 


n -1 


11111 


PCH* 


n 


PCL* 



n +1 
n +2 
n +3 



*For subroutine calls, only PCL and PCH are stacked 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer They are shown in Figure 8 and are explained in 
the following paragraphs 

ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations. 



t I 

o 

; 1 



| PCH 


1 

1 


PCL | 


10 




5 4 


| | | 


.1, 


I'l SP 1 



Index Register 



Program Counter 



Stack Pointer 



I H I i I N 1 z I cj Condition Code Register 
I ( 



Carry/ Borrow 
■ Zero 

• Negative 

• Interrupt Mask 

• Half Carry 
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INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode It contains 
an 8-bit value that may be added to an instruction value to 
create an effective address The index register can also be 
used for data manipulations using the read/ modify/ write in- 
structions. The index register may also be used as a tem- 
porary storage area 

PROGRAM COUNTER (PC) - The program counter is an 
11 -bit register that contains the address of the next instruc- 
tion to be executed 

STACK POINTER (SP) - The stack pointer is an 11 -bit 
register that contains the address of the next free location on 
the stack Initially, the stack pointer is set to location $07F 
and is decremented as data is being pushed onto the stack 
and incremented as data is being pulled from the stack. The 
six most significant bits of the stack pointer are permanently 
set to 00001 1 During a MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stack pointer is set to location $07F 
Subroutines and interrupts may be nested down to location 
$061 (31 bytes maximum) which allows the programmer to 
use up to 31 levels of subroutine calls 

CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each individual condition 
code register bit is explained in the following paragraphs 

Half Carry (H) - Set during ADD and ADC instructions to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) - This bit i s set to mask (disable) the timer 
and external interrupt (INT) If an interrupt occurs while this 



bit is set the interrupt is latched and is processed as soon as 
the interrupt bit is cleared 

Negative (N) - Used to indicate that the result of the last 
arithmetic, logical or data manipulation was negative (bit 7 in 
result equal to a logical one) 

Zero (Z) — Used to indicate that the result of the last 
arithmetic, logical or data manipulation was zero 

Carry/Borrow (C) - Used to indicate that a carry or bor- 
row out of the arithmetic logic unit (ALU) occurred during 
the last arithmetic operation. This bit is also affected during 
bit test and branch instructions plus shifts and rotates 

TIMER 

The MC6805P4 MCU timer circuitry is shown in Figure 9. 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (prescaler 
output) When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the Timer Control Register (TCR) is set 
The timer interrupt can be masked (disabled) by setting the 
timer interrupt mask bit (bit 6) in the TCR The interrupt bit 
(l-bit) in the Condition Code Register also prevents a timer 
interrupt from being processed The MCU responds to this 
interrupt by saving the present CPU state in the stack, 
fetching the timer interrupt vector from locations $7F8 and 
$7F9 and executing the interrupt routine, see the INTER- 
RUPTS section The TIMER INTERRUPT REQUEST BIT 
MUST BE CLEARED BY SOFTWARE 

The clock input to the timer can be from an external 
source (decrementing of Timer Counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin or it can be internal </>2 signal. When the <f>2 signal is used 
as the source, it can be gated by an input applied to the 
TIMER input pin allowing the user to easily perform pulse- 
width measurements. (Note for ungated <t>2 clock inputs to 
the timer prescaler, the TIMER pin should be tied to Ccc) 



FIGURE 9 - TIMER BLOCK DIAGRAM 



TIMER 
Input 
Pin 



fOfh 



I 



Manufacturing 
Mask Options 



L -4— ■ 



M-» 



2< 2 ! 2' 2' 2 s 2« 2' 



r4-=FF=R=F=FF 



<-i--i~k-j~l-+-+-+~ 



Clock 
Input 



8-Bit Counter 
Timer Data Register (TDR) 



i r 



Time 
Out 



Timer 

Interrupt 

Mask 



it 



Not Used 
A 



7 1 ' 1 ' ' ' I l „ 

Timer Control Register (TCR) 



FT 



Internal Data Bus 
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FIGURE 10 - SELF-CHECK CONNECTIONS 

















2 


INT MC6805P4 

RESET 

XTAL 

EXTAL 

TIMER 

vcc 

V S B 

PCO 
PC1 
PC2 

PC3 

GND 


PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PAO 

PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 


27 






26 




s 


28 


25 






=^I 1 //F 


24 






\ 




4 


23 




\ — , 


L 

N 5 


22 








27 
. qu 10k 

vcc 


21 








_ A 

dF xt> 


20 






19 




V 

3 






6 


18 












17 












16 










470 ^^ 

— wwM 

470 Q ^-< 

^470 Q ^ 


£*" 8 


15 










^ 10 


14 






13 






' 


tfon ^ 


trv^ 1 


12 




vcc 


sAA/ ( 

Pm 3 


W 











V S S Pm 1 -i-1 

* NOTE For RC user selectable mask option, omit the crystal and the 27 pF 
capacitor and connect pm 4 and 5 together with a jumper 



The source of the clock input is one of the mask options that 
is specified before manufacture of the MCU 

A prescaler option, divided by 2 n , can be applied to the 
clock input that extends the timing interval up to a maximum 
of 128 counts before decrementing the counter This prescal- 
ing mask option is also specified before manufacture 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count Thus, the 
counter can be read at any time by reading the Timer Data 
Register (TDR) This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process 

At Power-up or Reset, the prescaler and counter are- 
initialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared, and the timer interrupt mask bit (bit 6) is 
set 

SELF-CHECK 

The self-check capability of the MC6805P4 MCU provides 
an internal check to determine if the part is functional Con- 
nect the MCU as shown in Figure 10 and monitor the output 
of Port C bit 3 for an oscillation of approximately 7 Hz A 9 
volt level on the TIMER input, Pin 7, energizes the ROM- 
based self-check feature The self-check program exercises 
the RAM, ROM, timer, interrupts, and I/O ports 



RESETS 

The MCU can be rese t three w ays by initial power-up, by 
the external reset input (RESET), and by an optional internal 
low voltage detect circuit, see Figure 11 The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level The Schmitt trigger 
provide s an internal reset voltage if it senses a logic on the 
RESET pin During power-up, the Sch mitt trigger switches 
on (removes reset) when t he RESET pin voltage rises to 
VlRES + When the RESET pm voltage falls to a logical for 
a period longer than one t C y C , the Schmitt trigger switches 
off to provide an internal reset voltage The "switch off" 
voltage occurs at VireS- a typical reset Schmitt trigger 
hysteresis curve is shown in Figure 12 

U pon pow er-up, a delay of tRHL IS needed before allowing 
the RESET input to go high This time allows the internal 
clock generator to stabilize Connecting a capacitor to the 
RESET input as shown in Figure 13, typically provides suffi- 
cient delay See Figure 17 for the complete reset sequence 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/ cost tradeoffs A 
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manufacturing mask option is required to select either the 
crystai oscillator or the RC oscillator circuit The oscillator 
frequency is internally divided by four to produce the internal 
system clocks 

The different connection methods are shown in Figure 14 
The crystal specifications are given in Figure 15 A res stor 
selection graph is given in Figure 16 



The crystal oscillator startup time is a function of many 
variables crystal parameters (especially Rs), oscillator load 
capacitance, IC parameters, ambient temperature, and 
supply voltage To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations 



FIGURE 11 - POWER AND RESET TIMING 





FIGURE 12 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 13 - POWER UP RESET DELAY CIRCUIT 




Vcc-VvV 



RESET 



08 V 2 V 4 V 



Part Of 

MC6805P4 

MCU 



FIGURE 14 - CLOCK GENERATOR OPTIONS 



-j- 1 0/zF 



5_ 

(See Note) tZD 

~T 4 


XTAL 

MC6805P4 

EXTAL MCU 

(Crystal Mask 
Option) 


c L ^ 



Crystal 



External 
Clock 
Input 



5_ 

~ 4 


XTAL 

MC6805P4 

EXTAL MCU 

(Crystal Mask 
Option) 





5 


XTAL 

MC6805P4 

EXTAL MCU 

(Resistor Mask 
Option) 


4 





A + 5V 

L-AA/V 



Approximately 25% Accuracy 



Typical tcYC^ 1 25 /is 
External Jumper 



(See Figure 16) 4 

No 
Connection 



XTAL 

MC6805P4 

EXTAL M CU 

(Resistor Mask 
Option) 



External Clock Approximately 10% Accuracy 

External Resistor 
(Excludes Resistor Tolerance) 
NOTE The recommended C|_ value with a 4 MHz crystal is 27 pF, maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scalled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 
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FIGURE 15 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 



Crystal P.iKimtM 



FIGURE 16 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 




AT - Cut Parallel Resonance Crystal 
C =7 pF Max 

FREQ = 4 MHz@ C L =24 pF 
R$ = 50 ohms Max 



Crystal 





u - 






\ 












1 1 

V CC = 5V 










' 


\ 










T» 


= 25 


°C 
























































- 
























"^ 



Note. Keep crystal leads and circuity 
connections as short as possible 



5 10 15 20 25 30 35 40 45 50 55 60 
RESISTANCE (k OHMS) 
INTERRUPTS 

The MC6805P2 MCU can be interrupted three different 
ways through the external interrupt (INT) input pin, the 
internal tinner interrupt request, or the software interrupt in- 
struction (SWI) When any interrupt occurs, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the condition code register is set, the 
address of the interrupt routine is obtained from the 
appropriate interrupt vector address, and the interrupt 
routine is executed Stacking the CPU register, setting the 
l-bit, and vector fetching requires a total of 1 1 t cvc periods 
for completion 

A flowchart of the interrupt sequence is shown in Figure 
17 The interrupt service routine must end with a return from 
interrupt (RTI) instruction which allows the MCU to resume 
processing of the program prior to the interrupt (by unstack- 
ing the previous CPU state) Table 1 provides a listing of the 
interrupts, their priority, and the address of the vector which 
contains the starting address of the appropriate interrupt ser- 
vice routine The interrupt priority applies to thos e pendin g 
when the CPU is ready to accept a new interrupt RESET is 
listed in Table 1 because it is treated as an interrupt 
However, it is not normally used as an interrupt When the 
interrupt mask bit in the Condition Code Register is set the 
interrupt is latched for later interrupt execution 

The external interrupt is int erna lly synchronized and then 
latched on the falling edge of INT A sinusoidal input signal 
(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 18a, for use as a Zero Crossing 
Detector For digital applications the INT can be driven by a 
digital signal at a maximum period of tjvVL This allows ap- 
plications such as servicing time-of-day routines and engag- 
ing/disengaging AC power control devices Off-chip full 
wave rectification provides an interrupt at every zero cross- 
ing of the AC signal and thereby provides a 2f clock 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register SWI's are usually used as break- 
points for debugging or as system calls 



■ 
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FIGURE 17 - RESET AND INTERRUPT PROCESSING FLOWCHART 




FIGURE 18 - TYPICAL INTERRUPT CIRCUITS 



a — Zero Crossing Interrupt 



Input 
(f|N7 Max.) 

R<1 MQ 
AC lnput> 

10 Vpp 



(Current 
Limiting) 

-AA/V- 






K 



MC6805P4 

MCU 



b — Digital Signal Interrupt 
V C C 




(t|WL Maximum 
Period) 
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TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


ATSeT 
SWI 

[NT 

Timer 


1 

2* 
3 
4 


$7FE and $7FF 
$7FC and $7FD 
$7FA and $7FB 
$7F8 and $7F9 



*Pnonty 2 applies when the l-bit in the Condition Code Register is 
set When I = 0, SWI has a priority of 4, like any other instruction, 
the priority of INT thus becomes 2 and the timer becomes 3 



INPUT/OUTPUT 

There are 20 input/output pins The INT pin may also be 
pulled with branch instructions to provide an additional input 
pin. All pins (Port A, B, and C) are programmable as either 
inputs or outputs under software control of the corres- 
ponding Data Direction Register (DDR) The port I/O 
programming is accomplished by writing the corresponding 
bit in the port DDR to a logic "1" for output or a logic "0" for 
input On Reset, all the DDRs are initialized to a logic "0" 
state to put the ports in the input mode The port output 
registers are not initialized on Reset but may be written to 
before setting the DDR bits to avoid undefined levels When 
programmed as outputs, the latched output data is readable 
as input data, regardless of the logic levels at the output pin 
due to output loading, see Figure 19 When Port B is pro- 



grammed for outputs, it is capable of sinking 10 mA and 
sourcing a 1 mA on each pin 

All input/output lines are TTL compatible as both inputs 
and outputs Ports B and C are CMOS compatible as inputs 
Port A may be made CMOS compatible as outputs with a 
mask option The address map in Figure 6 gives the address 
of data registers and DDRs The register configuration is pro- 
vided in Figure 20 and Figure 21 provides some examples of 
port connections. 



Caution: The corresponding DDRs for ports A, B, and C 
are write-only registers (registers at $004, $005, and $006) A 

read operation on these registers is undefined Since BSET 
and BCLR are read/modify/write functions, they cannot be 
used to set or clear a DDR bit (all "unaffected" bits would be 
set) It is recommended that all DDR bits in a port be written 
using a single store instruction 
The latched output data bit (see Figure 19) may always be 

written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 
used to initialize the data registers and avoid undefined out- 
puts, however, care must be exercised when using 
read/modify/write instructions since the data read cor- 
responds to the pin level of the DDR is an input (0) and cor- 
responds to the latched output data when the DDR is an out- 
put (1) 



FIGURE 19 - TYPICAL PORT I/O CIRCUITRY 




Data 

Direction 

Register 

Bit 


Output 
Data 
Bit 


Output 
State 


Input 
To 
MCU 


1 
1 





1 
X 




1 

3- State** 




1 
Pin 



♦DDR is a write-only register and reads as all 1's 

**Ports A (with CMOS drive disabled), B, and C are three-state ports Port A has optional internal pullup devices 
to provide CMOS drive capability See Electrical Characteristics tables for complete information 
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FIGURE 20 - MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



PORT DATA DIRECTION REGISTER (DDR) 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 (Bits 0-3) 



(1) Write Only, reads as all 1's 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 

Port C Addr= $006 (Bits 0-3) 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 10 



1 



1 



1 



1 




TCR7 — Timer Interrupt Status Request Bit Set when 
TDR goes to zero, must be cleared by software 
Cleared to by Reset 

TCR6 Bit 6- Timer Interrupt Mask Bit 1 = timer inter- 
rupt masked (disabled) Set to 1 by Reset 
TCR Bits 5, 4, 3, 2, 1,0 read 1's- unused bits 



TIMER DATA REGISTER (TDR) 



MSB 



$008 



FIGURE 21 



TYPICAL PORT CONNECTIONS 
a. Output Modes 



PA7 


27 






PA6 


26 




PA5 


25 




PA4 


24 




— 


PA3 


23 


1 6 mA 


PA2 


22 




PA1 


21 




PA0 


20 











(CMOS Loads) 



(1 TTLLoad) 



Port A, Bit 7 Programmed as Output, Driving 
CMOS Loads and Bit 4 Driving one TTL Load 
Directly (using CMOS output option) 





10 mA 



Port B, Bit and Bit 1 Programmed as Output, 
Driving LEDs Directly 



2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 
+ V 




CMOS 

Inverters 

MC14049/MC14069 

(Typical) 



Port C, Bits 0, 3 Programmed as Output, Driv- 
ing CMOS Loads, Using External Pullup 
Resistors 
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FIGURE 21 - TYPICAL PORT CONNECTIONS (CONTINUED) 
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b. Input Modes 


27 




u^ 




26 






25 




MC74LS04 


24 




(Typical) « 


23 






22 




h< 


21 




H> 


20 





-CH 



MC74LS04 

or 
MC14069 
(Typical) 



H> 



PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



TTL Driving Port A Directly 



CMOS or TTL Driving Port B Directly 



14069 U< 



MC14069 
(Typical) 



MC74LS04 
(Typical) 



-S04 \/^ * 



PC3 
PC2 
PC1 
PCO 




CMOS and TTL Driving Port C Directly 



BIT MANIPULATION 

The MC6805P4 MCU has the abihtity to set or clear any 
single random access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT paragraph), with a single instruction (BSET, BCLR) 
Any bit in page zero including ROM, except the DDRs, can 
be tested, using the BRSET and BRCLR instructions, and 
the program branches as a result of its state. The Carry bit 
equals the value of the bit referenced by BRSET or BRCLR 
A Rotate instruction may then be used to accumulate serial 
input data in a RAM location or register The capability to 
work with any bit in RAM, ROM, or I/O allows the user to 



have individual flags in RAM or to handle I/O bits as control 
lines 

The coding example in Figure 22 illustrates the usefulness 
of the bit manipulation and test instructions Assume that 
the MCU is to communicate with an external serial device 
The external device has a data ready signal, a data output 
line, and clock line to clock data one bit at a time, LBS first, 
out of the device The MCU waits until the data is ready, 
clocks the external device, picks up the data in the Carry Flag 
(C-bit), clears the clock line, and finally accumulates the data 
bit in a RAM location 



FIGUR€ 22 - BIT MANIPULATION EXAMPLE 





Ready ^ 


MC 
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Serial 
Device 




2P 
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Clock 


Data 









SELF BRSET 2, PORTA, SELF 



BSET 1, PORTA 

BRCLR 0, PORTA, CONT 

CONT BCLR 1, PORTA 

ASR RAMLOC 
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ADDRESSING MODES 

The MC6805P4 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs For additional 
details and graphical illustrations, refer to the M6805 Family 
User's Manual 

The term "effective address" (EA) is used in describing the 
address modes EA is defined as the address from which the 
argument for an instruction is fectched or stored 

IMMEDIATE - In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT - In the direct addressing mode, the effective 
address of the argument is contained in a single byte follow- 
ing the opcode byte Direct addressing allows the user to 
directly address the lowest 256 bytes in memory with a single 
2-byte instruction This includes the on-chip RAM and I/O 
registers and 128 bytes of ROM Direct addressing is an ef- 
fective use of both memory and time 

EXTENDED - In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE - The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the 8- bit signed byte following the opcode (the offset) is add- 
ed to the PC if and only if the branch condition is true Other- 
wise, control proceeds tc the next instruction The span of 
relative addressing is from -126 to + 129 from the opcode 
address. The programmer need not worry about calculating 
the correct offset when using the Motorola assembler, since 
it calculates the proper offset and checks to see if it is within 
the span of the branch 

INDEXED, NO OFFSET - In the indexed, no offset ad- 
dressing mode, the effective address of the argument is con- 
tained in the 8-bit index register Thus, this addressing mode 
can access the first 256 memory locations These instruc- 
tions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode This addressing mode is 
useful in selecting the kth element in an n element table 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction. 
As such tables may begin anywhere within the first 256 ad- 
dressable locations and could extend as far as location 511 
($1FE) 



INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed, 8-bit offset, ex- 
cept that this 3-byte instruction aJlows tables to be anywhere 
in memory 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the 
byte following the opcode specifies the address of the byte 
in which the specified bit is to be set direct or cleared Thus, 
any read/write bit in the first 256 locations of memory, in- 
cluding I/O, can be selectively set or cleared with a single 
2-byte instruction See Caution under the INPUT/OUTPUT 
paragraph 

BIT TEST AND BRANCH - The bit test and branch ad- 
dressing mode is a combination of direct addressing and 
relative addressing The bit and condition (set or clear) which 
is to be tested is included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte The signed relative 8-bit offset is in the 
third byte and is added to the value of the PC if the branch 
condition is true This single 3-byte instruction allows the 
program to branch based on the condition of any readable 
bit in the first 256 locations of memory The span of 
branching is from + 130 to —125 from the opcodeaddress 
The state of the tested bit is also transfered to the Carry bit 
of the Condition Code Register See Caution under the 
INPUT/OUTPUT paragraph 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MC6805P4 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes. They can be divided into five dif- 
ferent types, register/ memory, read/ modify/ write, branch, 
bit manipulation, and control. The following paragraphs 
briefly explain each type. All the instructions within a given 
type are presented in individual tables 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands One operand is either the ac- 
cumulator or the index register The other operand is obtain- 
ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operands Refer to Table 2 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph) The test for negative or zero (TST) instruc- 
tion is included in read/ modify/ write instructions though it 
does not perform the write Refer to Table 3 
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BRANCH INSTRUCTIONS - The branch instructions CONTROL INSTRUCTIONS - The control instructions 

cause a branch from the program when a certain condition is control the MCU operations during program execution 

met Refer to Table 4 Refer to Table 6 

BIT MANIPULATION INSTRUCTIONS - These instruc- ALPHABETICAL LISTING - The complete instruction set 

tions are used on any bit in the first 256 bytes of the memory is given in alphabetical order in Table 7 
(see Caution under INPUT/OUTPUT paragraph) One group 

either sets or clears The other group performs the bit test OPCODE MAP SUMMARY - Table 8 is an opcode map 

branch operations Refer to Table 5 for the instructions used on the MCU 
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TABLE 2 - REGISTER/MEMORY INSTRUCTIONS 


















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


n 

Bytes 


Cycles 


Op 
Code 


Bytes 


n 
Cycles 


Op 
Code 


n 

Bytes 


Cycles 


OP 
Code 


n 

Bytes 


Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


b 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


b 


DF 


3 


6 


Store A in Memory 


STA 


- 






B7 


2 


5 


CI 


3 


6 


F7 




b 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 






BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


b 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


b 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


b 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


b 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


b 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


b 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


b 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


CI 


3 


5 


F1 




4 


E1 


2 


b 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


b 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


b 


Db 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


~ 


" 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 



2 











TABLE 3 - 


READ/MODIFY/WRITE INSTRUCTIONS 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


n 

Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


ft 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2 s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39. 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 

..... 


1 


6 


6D 


2 


7 
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TABLE 4 - BRANCH INSTRUCTIONS 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFFLower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFF Plus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


BranchlFFlnterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 




TABLE 5 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


— 


- 


— 


2«n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 - 2«n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10+ 2»n 


2 


7 


- 


- 


- 


Clear bit n 


BCLRn(n = 7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 6 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 7 - INSTRUCTION SET 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


e 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 
































BMS 
































BNE 
































BPL 
































BRA 
































BRN 
































BRCLR 




















X 


• 


• 


• 


• 


A 


BRSET 




















X 


• 


• 


• 


• 


A 


BSET 


















X 














BSR 










X 






















CLL 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEQ 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


RSP 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Big) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 7 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


c 


RTI 


X 




















? 


? 


? 


7 


-) 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 






















• 


• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 








• 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 






















1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 










• 


A 


A 


• 


TXA 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Big) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 
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00 
00 



TABLE 8 - M6805 FAMILY OPCODE MAP 





Bit Manipulation 


Branch 


Read/Modifv/Wnte 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT ^ 


1X2 


1X1 


IX 




*6 

0000 _ 


? 
0001 


2 

0010 


3 

001 1 


4 

0100 


5 

0101 


6 

0110 


7 

0111 


8 

1000 


9 
1001 


A 

1010 


B 

1011 


C 
1100 


D 

1101 


E 

1110 


F 
•1111 


Hi ^~-"" 

l^-— ^^ LOW 



0000 


10 5 
BRSETO 

3 BTB 


7 5 

BSETO 
2 BSC 


4 3 

BRA 
2 REL 


"6 "5 

NEG 
2 DIR 


4 3 
NEGA 

1 INH 


4 3 

NEGX 

1 INH 


7 6 

NEG 

2 1X1 


6 5 
NEG 


9 9 
RTI 

1 INH 




2 2 
SUB 

2 IMM 


4 3 
SUB 

2 DIR 


5 4 

SUB 
3 EXT 


6 ■> 
SUB 

3 1X2 


5 4 
SUB 

2 1X1 


4 3 
SUB 



0000 


1 

0001 


10 5 
BRCLRO 
3 BTB 


7 5 

BCLRO 
2 BSC 


4 3 
BRN 

2 REL 












6 6 

RTS 

1 INH 




2 2 
CMP 

2 IMM 


4 3 
CMP 

2 DIR 


5 4 
CMP 

3 EXT 


6 5 
CMP 

3 1X2 


5 4 
CMP 

2 1X1 


4 3 
CMP 

I IX 


1 
0001 


2 
0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 

BHI 
2 REL 
















2 2 

SBC 

2 IMM 


4 3 

SBC 

2 DIR 


5 4 

SBC 

3 EXT 


6 5 
SBC 

3 1X2 


5 4 

SBC 

2 1X1 


4 3 

SBC 


2 

0010 


3 

0011 


16 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 
BLS 

2 REL 


6 5 
COM 

2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 

COM 
2 1X1 


6 5 
COM 

1 IX 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 IMM 


4 3 

CPX 

2 DIR 


5 4 

CPX 

3 EXT 


6 5 
CPX 

3 1X2 


5 4 
CPX 

2 1X1 


4 3 
CPX 

1 IX 


3 

0011 


4 

0100 


16 5 
BRSET2 
3 BTB 


7 5 

BSET2 
2 BSC 


4 3 

BCC 
2 REL 


6 5 

LSR 
2 DIR 


4 3 
LSRA 

1 INH 


4 3 
LSRX 

1 INH 


7 6 
LSR 

2 1X1 


6 5 
LSR 

1 IX 






2 2 
AND 

2 IMM 


4 3 
AND 

2 DIR 


5 4 
AND 

3 EXT 


6 5 
AND 

3 1X2 


5 4 
AND 

2 1X1 


4 3 
AND 

1 IX 


4 

0100 


5 

0101 


16 5 
BRCLR2 
3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 

BCS 

2 REL 
















2 2 
BIT 

2 IMM 


4 3 
BIT 

2 DIR 


5 4 

BIT 
3 EXT 


6 5 

BIT 
3 1X2 


5 4 

BIT 

2 1X1 


4 3 

BIT 

1 IX 


5 

0101 


6 

0110 


10 5 
BRSET3 
3 BTB 


7 5 

BSET3 
Z BSC 


4 3 

BNE 
2 REL 


6 5 

ROR 
2 DIR 


4 3 

RORA 

1 INH 


4 3 
RORX 

1 INH 


7 6 

ROR 

2 1X1 


6 5 
ROR 






2 2 
LDA 

2 IMM 


4 3 
LDA 

2 DIR 


5 4 
LDA 

3 EXT 


6 5 
LDA 

3 1X2 


5 4 

LDA 
2 1X1 


4 3 

LDA 

1 IX 


6 

0110 


7 
0111 


10 5 
BRCLR3 
3 BTB 


7 5 
BCLR3 

2 BSC 


4 3 
BEQ 

2 REL 


6 5 

ASR 
2 DIR 


4 3 
ASRA 

1 INH 


4 3 
ASRX 

1 INH 


7 6 
ASR 

2 1X1 


6 5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




5 4 
STA 

2 DIR 


6 5 
STA 

3 EXT 


7 6 
STA 

3 1X2 


6 5 
STA 

2 1X1 


5 4 
STA 


7 

0111 


8 

1000 


10 5 
BRSET4 
3 BTB 


7 5 

BSET4 
2 BSC 


4 3 
BHCC 

2 REL 


6 5 

LSL 
2 DIR 


4 3 
LSLA 

1 INH 


4 3 
LSLX 

1 INH 


7 6 
LSL 

2 1X1 


6 5 
LSL 

1 IX 




2 2 
CLC 

1 INH 


2 2 
EOR 

2 IMM 


4 3 
EOR 

2 DIR 


5 4 
EOR 

3 EXT 


6 5 
EOR 

3 1X2 


5 4 
EOR 

2 1X1 


4 3 

EOR 


8 

1000 


9 
1001 


10 5 
BRCLR4 
3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 

BHCS 
2 REL 


6 5 
ROL 

2 DIR 


4 3 
ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 

ROL 

2 1X1 


6 5 
ROL 

1 IX 




2 2 

SEC 

1 INH 


2 2 
ADC 

2 IMM 


ADC 

2 DIR 


5 4 

ADC 

3 EXT 


6 5 
ADC 

3 1X2 


ADC 

2 1X1 


4 3 

ADC 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 
BSET5 

2 BSC 


4 3 
BPL 

2 REL 


6 5 

DEC 
2 DIR 


4 3 
DECA 

1 INH 


4 3 

DECX 

1 INH 


7 6 
DEC 

2 1X1 


6 5 

DEC 

1 IX 




2 2 
CLI 

1 INH 


2 2 
ORA 

2 IMM 


4 3 
ORA 

2 DIR 


5 4 

ORA 

3 EXT 


6 5 

ORA 
3 1X2 


5 4 

ORA 

2 1X1 


4 3 

ORA 


A 

101C 


B 
1011 


10 5 
BRCLR5 
3 BTB 


7 5 

BCLR5 
2 BSC 


4 3 

BMI 
2 REL 














2 2 
SEI 

1 INH 


2 2 

ADD 
2 IMM 


4 3 

ADD 
2 DIR 


S 4 

ADD 

3 EXT 


6 5 
ADD 

3 1X2 


5 4 

ADD 

2 1X1 


4 3 
ADD 

1 IX 


B 

10" 


c 

1100 


16 5 
BRSET6 
3 BTB 


7 5 
BSET6 

2 BSC 


4 3 
BMC 

2 REL 


6 5 

INC 
2 DIR 


4 3 
INCA 

1 INH 


4 3 
INCX 

1 INH 


7 6 
INC 

2 1X1 


6 5 
INC 




2 2 
RSP 

1 INH 




3 2 
JMP 

2 DIR 


4 3 

JMP 
3 EXT 


5 4 

JMP 
3 1X2 


4 3 
JMP 

2 1X1 


3 2 
JMP 


c 

1100 


D 

1101 


10 5 
BRCLR6 

3 BTB 


7 5 
BCLR6 

2 BSC 


4 3 

BMS 

2 REL 


6 4 

TST 
2 DIR 


4 3 
TSTA 

1 INH 


4 3 

TSTX 

1 INH 


7 5 
1ST 

2 1X1 


6 4 

TST 
1 IX 




NOP 

1 INH 


8 6 
BSR 

2 REL 


7 5 

JSR 
2 DIR 


8 6 

JSR 
3 EXT 


9 7 

JSR 
3 1X2 


8 6 
JSR 

2 1X1 


7 5 
JSR 


D 

1101 


E 

1110 


10 5 

BRSET7 

3 BTB 


7 5 

BSET7 

2 BSC 


4 3 

BIL 
2 REL 












2 

STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 

LDX 
2 DIR 


5 4 
LDX 

3 EXT 


6 5 

LDX 
3 1X2 


5 4 

LDX 
2 1X1 


4 3 
LDX 


E 

MIC 


F 
1111 


10 5 

BRCLR7 
3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 

BIH 
2 REL 


6 5 

CLR 

2 DIR 


4 3 
CLRA 

1 INH 


4 3 

CLRX 

1 INH 


7 6 
CLR 

2 1X1 


6 5 
CLR 

1 IX 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




5 4 
STX 

2 DIR 


6 5 
STX 

3 EXT 


7 6 
STX 

3 1X2 


6 5 
STX 

2 1X1 


5 4 
STX 


F 



2 

o 



CJI 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

IX2 Indexed, 2 Byte (16-Bit) Offset 

* CMOS Versions Only 



LEGEND 



# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





F <. 








1111^-. 




^ 




>4 3 

__w CI \D4f 


0000-*^ 


s^r 




~^=- 




• 1 /ix 


*~~~~ 







Opcode in Hexadecimal 
Opcode in Binary 

• Address Mode 
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ORDERING INFORMATION 



The information required when ordering a custom MCU is 
listed below. The ROM program may be transmitted to 
Motorola on EPROM(s) or a MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or Motorola 
distributor 

EPROMs - The MCM2716 or MCM2532 type EPROMs, pro- 
grammed with the customer program (positive logic sense 
for address and data), may be submitted for pattern genera- 
tion The EPROM must be clearly marked to indicate which 
EPROM corresponds to which address space. The recom- 
mended marking procedure is illustrated below 





XXX = Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed. Do not use 
styrofoam 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are fil- 
ed for contractual purposes and are not returned A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form The listing should be 
thoroughly checked and the verification form completed, 



signed, and returned to Motorola. The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program on 
blank EPROM from the data file used to create the custom 
mask and aid in the verification process. 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts The RVUs are 
thus not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies. The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The minimum MDOS system files as 
well as the absolute binary object file (filename LO type of 
file) from the M6805 cross assembler must be on the disk. An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable. Consider submitting a source 
listing as well as the following files filename, LX (EXOR- 
ciser® loadable format) and filename, SA (ASCII Source 
Code) These files will of course be kept confidential and are 
used 1) to speed up the process m-house if any problems 
arise, and 2) to speed up the user-to-factor interface if the 
user finds any software errors and needs assistance quickly 
from Motorola factory representatives. 

MDOS is Motorola's Disk Operating system available on 
development systems such as EXORcisers, EXORsets, etc 
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Date_ 



MC6805P4 MCU ORDERING INFORMATION 

Customer PO Number 



Customer Company _ 
Address 

City 



Motorola Part Numbers 

MC 

*SC 



.Zip. 



Country . 



Phone . 



. Extension _ 



Customer Contact Person _ 
Customer Part Number 




OPTION LIST 

Select the options for 
manufacturing mask wil 


your MCU from the following list A 
be generated from this information 


Timer Clock Source 

□ Internal 02 clock 

□ TIMER input pin 






Timer Prescaler 

□ 2° (divide by 1) 

□ 2 1 (divide by 2) 

□ 2 2 (divide by 4) 

□ 2 3 (divide by 8) 




a 2 4 (divide by 16) 
D 2 5 (divide by 32) 
n 2 6 (divide by 64) 
□ T (divide by 128) 


Internal Oscillator Input 
□ Crystal 
D Resistor 




Port A Output Drive 
n CMOS and TTL 
□ TTL Only 


Low Voltage Inhibit 

□ Disable 

□ Enable 




Standby RAM 

□ 16 Bytes 

□ 64 Bytes 

□ 112 Bytes 


Pattern Media (All other media requires prior factory approval ) 




□ EPROMs (MCM2716 or 


MCM2532 


□ Floppy Disk 
n nthpr 



Clock Freq. , 



Temp. Range 

^Requires prior factory approval 

Marking Information (12 Characters Maximum) 



. □ 0° to +70°C (Standard) 



-40° to +85°C* □ -40° to + 125°C 



Title. 



Signature _ 
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Advance Information 








HMOS 








(HIGH DENSITY 
N-CHANNEL, SILICON-GATE 


8-BIT MICROCOMPUTER UNIT WITH A/D 




The MC6805R2 Microcomputer Unit (MCU) is a member of the M6805 




DEPLETION LOAD) 


Family of low-cost single-chip Microcomputers The 8-bit microcomputer 






8-BIT 


contains a CPU, on-chip CLOCK, ROM, RAM, I/O, 4-channel 8-bit A/D, 






and TIMER It is designed for the user who needs an economical 




MICKuuuiviru i tn 


microcomputer with the proven capabilities of the M6800-based instruction 






WITH A/D 


set A comparison of the key features of several members of the M6805 
Family of microcomputers is shown on the last page of this data sheet The 
following are some of the hardware and software highlights of the 
















MC6805R2 MCU 








HARDWARE FEATURES: 








• 8-Bit Architecture 






nunM U ij " 


• 64 Bytes of RAM 






| y M L SUFFIX 

CERAMIC PACKAGE 


• Memory Mapped I/O 






CASE 715 


• 2048 Bytes of User ROM 






^ 


• 24 TTL/CMOS Compatible Bidirectional I/O Lines (8 lines are LED 






IRw 


Compatible) 




4^ 


fm^ 1 


• 2 to 5 Digital Input Lines 




^^H 


tU lt P SUFFIX 


• A/D Converter 




W'l'P" 


PLASTIC PACKAGE 


8-Bit Conversion, Monotonic 






CASE 711 


1 to 4 Multiplexed Analog Inputs 




^^gl 


IWr? 


±1/2 LSB Quantizing Error 




%m wnFJ 


Wm^ 


±1/2 LSB All Other Errors 




*Wtm\\f\ 


[ U l S SUFFIX 


±1 LSB Total Error (max) 




SllU 11 


CERDIP PACKAGE 


Ratiometric Conversion 

• Zero-Crossing Detection 

• On-Chip Clock Generator 






CASE 734 














• Self-Check Mode 




FIGURE 1 


- PIN ASSIGNMENTS 


• Master Reset 

• Complete Development System Support On EXORciser® 












vss£ 


1 


• ^-^ 40 


]PA7 


• 5 V Single Supply 




RESET[ 


2 


39 


]PA6 


SOFTWARE FEATURES: 




INT[ 


3 


38 


]PA5 


• Similar to M6800 Family 




vccC 


4 


37 


]PA4 


• Byte Efficient Instruction Set 












• Easy to Program 




EXTAL [ 


5 


36 


]PA3 


• True Bit Manipulation 




XTAL[ 


6 


35 


]PA2 


• Bit Test and Branch Instructions 




num[ 






]PA1 


• Versatile Interrupt Handling 




7 


34 


• Versatile Index Register 




TIMER [ 


8 


33 


]PA0 


• Powerful Indexed Addressing for Tables 




PCOC 


9 


32 


]PB7 


• Full Set of Conditional Branches 




PC1[ 








• Memory Usable as Register/ Flags 




10 


31 


]PB6 


• Single Instruction Memory Examine/ Change 




PC2[ 


11 


30 


]PB5 


• 10 Powerful Addressing Modes 




PC3[ 


12 


29 


]PB4 


• All Addressing Modes 












• User Callable Self-Check Subroutines 




PC4[ 


13 


28 


]PB3 






PC5[ 


14 


27 


]PB2 


USER SELECTABLE OPTIONS: 




PC6[ 


15 


26 


IPB1 


• Internal 8-Bit Timer with Selectable Clock Source (External Timer 






Input or Internal Machine Clock) 




PC7£ 


16 


25 


IPB0 


• Timer Prescaler Option (7 Bits 2N) 




PD7[ 


17 


24 


3PD0/AN0 


• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 




PD6/INT2I 


18 


23 


3PD1/AN1 


• Low Voltage Inhibit Option 




VrhC 


19 


22 


3PD2/AN2 


• 4 Vectored Interrupts, Timer, Software, and 2 External 




vrlD 


20 


21 


] PD3/AN3 
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FIGURE 2 - 




Timer <- 



PAT 
Port 
A 

I/O 
Lines p Ai 



PBO* 

PB1* 

Port PB2 ^ 

B PB3* 

I/O PB4 „ 

Lines PB5 ^ 

PB6* 

PB7-* 



Prescaler 



Timer/ 
Counter 



MC6805R2 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL 



Timer Control 



0^^ 








Port 
A 
Reg 


Data 
Dir 
Reg 


<7<+~* 







Port 

B 

Reg 



Data 
Dir 
Reg 



8 



Index 
Register 



Condition 

Code 

5 Register cc 



Stack 
Pointer 



Program 

Counter 

4 High PCH 



2048x8 
User ROM 



Self-Check 
ROM 




Program 
Counter 
Low PCL 



PD0/AN0 
PD1/AN1 
PD2/AN2 Port 
PD3/AN3 D 
V RL ln P ut 

V RH Lines 

PD6/INT2 
PD7 



PCO 
PC1 

PC2 Port 
PC3 C 
PC4 I/O 
PC5 Lines 
PC6 
PC7 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


0to70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 
Plastic Package 
Ceramic Package 
Cerdip 


Tj 


150 
175 
175 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


0JA 


100 
50 
60 


°c/w 



Stresses above those listed under "Maximum 
Ratings" may cause permanent damage to the 
device This is a stress rating only and functional 
operation of the device at these or any other con- 
ditions above those indicated in the operational 
sections of this specification is not implied Ex- 
posure to absolute maximum rating conditions 
for extended periods may affect device reliability 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either V$s or Vcc> 
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POWER CONSIDERATIONS 



The average chip-junction temperature, Tj, in °C can be obtained from* 

Tj = T A +(PD^JA) (1) 

Where 

Ta» Ambient Temperature, °C 

0JA* Package Thermal Resistance, J unction-to- Ambient, °C/W 
PD*P|NT+PPORT 

p INT* 'CC xV CC» Watts - Chip Internal Power 
PpORj^Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT mav become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is* 

PD=K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = PD*(Ta + 273 o C) + 0ja«Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 



ELECTRICAL CHARACTERISTICS (Vcc= +5 25 Vdc ±0 5 Vdc, V$s = GND, T A = 0° to 70°C Unless Otherwise Noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 

RESET (4 75<V C C^5 75) 

(V C c<4 75) 
INT (4 75<Vcc^5 75) 

(Vcc<4 75) 
All Other 


V|H 


40 
Vcc-0 5 

40 
Vcc-0 5 

20 


* 
* 


v C c 
vcc 
vcc 
vcc 
vcc 


V 


Input High Voltage Timer 
Timer Mode 
Self-Check Mode 


V|H 


20 


90 


vcc 

15 


V 


Input Low Voltage 
RESET 
INT 
All Other (Except A/D Inputs) 


V| L 


-0 3 
-0 3 
-0 3 


* 


08 
1 5 
08 


V 


RESET Hysteresis Voltages (See Figures 11, 12, and 13) 
"Out of Reset" 
"Into Reset" 


V IRES + 
V IRES- 


2 1 
08 


- 


40 
20 


V 


INT Zero Crossing Input Voltage, Through a Capacitor 


V|NT 


2 


- 


4 


v ac p-p 


Power Dissipation — No Port Loading Vcc = 5 75 V, Ta = 0°C 


PD 


- 


600 


- 


mW 


Input Capacitance 
EXTAL 
All Other Except Analog Inputs 


Cm 


- 


25 
10 


- 


pF 


Low Voltage Recover 


VLVR 


- 


- 


4 75 


V 


Low Voltage Inhibit 


Vlvr 


- 


35 


- 


V 


Input Current 

TIMER (V, n = 0.4V) 

INT (V m = 2 4VtoVcc> 

EXTAL (V, n = 2 4 V to Vcc Crystal Option) 

(V m = 4 V Crystal Option) 
RESET(V m = 8 V) 
(External Capacitor Charging Current) 


l.n 


-4 


20 


20 

50 

10 
-1600 
-50 


ma 



NOTE Port D Analog Inputs, when selected, C, n = 25 pF for the first 5 out or 30 cycles 
*Due to internal biasing this input (when unused) floats to approximately 2 0V 
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A/D CONVERTER CHARACTERISTICS (Vcc= +5 25 Vdc ±0 5 Vdc. Vss = GND, Ta = 0° to 70°C Unless Otherwise Noted) 



Characteristic 


Min 


Typ 


Max 


Unit 


Comments 


Resolution 


8 


8 


8 


Bits 




Non-Lineanty 


- 


- 


±1/2 


LSB 


For Vr H = 4.0 to 5 V and Vrl = V 


Quantizing Error 


- 


- 


±1/2 


LSB 


For Vrh = 4.0 to 5.0 V and V RL =0 V 


Conversion Range 


vrl 


- 


Vrh 


V 




VRH 


- 


- 


50 


V 


A/D Accuracy may decrease proportionately as 

Vrh is reduced below 4 0V The sum of Vrh a p d 

Vrl must not exceed 5 0V 


Vrl 


vss 


" 


0.2 


V 


Conversion Time 


30 


30 


30 


*cyc 


Includes sampling time 


Monotonicity 


Inherent (within total error) 


Zero Input Reading 


00 


00 


01 


hexadecimal 


V, n = 


Ratiometnc Reading 


FF 


FF 


FF 


hexadecimal 


V in = V RH 


Sample Time 


5 


5 


5 


tcyc 




Sample/ Hold Capacitance, Input 


- 


- 


25 


PF 




Analog Input Voltage 


Vrl 


- 


vrh 


V 


Negative transients on Vrl are not 
allowed at any time during conversion 



SWITCHING CHARACTERISTICS (V cc = +5 25 Vdc ±0 5 Vdc, Vss'=GND, T A = 0° to 70°C Unless Otherwise Noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


f osc 


04 


- 


42 


MHz 


Cycle Time (4/f osc ) 


tcyc 


095 


- 


10 


us 


INT, INT2, and TIMER Pulse Width 


tWL< tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcvc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 /*F) 


tRHL 


- 


100 


- 


ms 


INT Zero-Crossing Detection Input Frequency (for ±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



PORT ELECTRICAL CHARACTERISTICS (V C c= +5 25 Vdc ±0 5 Vdc, V S s = GND 


, Ta = 0° to 70°C Unless Otherwise Noted) 


Characteristic | Symbol 


Min | Typ | Max 


Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage I Load = 1 6 mA 


VOL 


- 


- 


04 


V 


Output High Voltage I Load = -100/iA 


VOH 


24 


- 


- 


V 


Output High Voltage lLoad= -10jiA 


VOH 


35 


- 


- 


V 


Input High Voltage I Load = -300 ^A (max) 


V|H 


20 


- 


vcc 


V 


Input Low Voltage lLoad = -500jiA (max) 


V|L 


-0.3 


- 


08 


V 


Hi-Z-State Input Current (V, n = 2 V to Vcc> 


hH 


- 


- 


-300 


ma 


Hi-Z State Input Current (V m = 4 V) 


hL 


- 


- 


-500 


MA 


Port B 


Output Low Voltage I Load = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage lLoad =1 mA (sink) 


vol 


- 


- 


1 


V 


Output High Voltage lLoad= -200jiA 


VOH 


24 


- 


- 


V 


Darlington Current Drive (Source) Vq= 1 5 V 


'OH 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z-State Input Current 


•tsi 


- 


2 


20 


liA 


Port C and Port A with CMOS Device Disabled 


Ouput Low Voltage I Load = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage lLoad = - 100 /* A 


VOH 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-0.3 


- 


0.8 


V 


Hi-Z-State Input Current 


'TSI 


- 


2 


20 


MA 


Port D (Digital Inputs Only) 


Input High Voltage 


V|H 


2.0 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Input Current* 


l.n 


- 


- 


20 


MA 



*Vrl/Pq4— Vrh/Pd^ The A/D conversion resistor (11.6 k nominal) is connected internally between these two lines, impacting their use a 
digital inputs in some applications. 
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FIGURE 3 - TTL EQUIVALENT TEST LOAD FIGURE 4 - CMOS EQUIVALENT TEST LOAD FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORT A) (PORTS A AND C) 



Test 
Point 



MD6150 W 
- Equiv X"^ 



40 pF^ 
(Total) 



Vcc = 5 75V 
5kfi 



12kQ y MMD7000 
)l or Equiv 



Test Point o- 



?k30 pF (Total) 



Test 
Point 



9 V( 
MMD6150 W 
or Equiv sZ 
t T— ^ + 



Vcc = 5 75V 
97 kQ 

30 pF^ | 24kfl J MMD7000 
(Total) f i or E P UIV 



SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc A ND Vss — Power is supplied to the MCU using 
these two pins Vcc 1S power and Vss |S tne ground con- 
nection 

INT — This pin provides the capability for asynchronously 
applying an external interrupt to the MCU Refer to INTER- 
RUPTS for additonal information 

XTAL AND EXTAL - These pins provide control input 
for the on-chip clock oscillator circuit. A crystal, a resistor, or 
an external signal depending on user selectable manufactur- 
ing mask option, can be connected to these pins to provide a 
system clock with various degrees of stability/cost tradeoffs 
Lead length and stray capacitance on these two pins should 
be minimized Refer to INTERNAL CLOCK GENERATOR 
OPTIONS for recommendations about these inputs 

TIMER - The pin allows an external input to be used to 
decrement the internal timer circuitry Refer to TIMER for 
additional information about the timer circuitry 



RESET - This pin allows resetting of the MCU at times 
other than the automatic resetting cap ability a lready in the 
MCU The MCU can be reset by pulling RESET low Refer to 
RESETS for additional information 

NUM (Non-User Mode) - This pin is not for user applica- 
tion and must be connected to V$s 

INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) - These 30 lines are arranged into three 8-bit 
ports (A, B, and C) plus port D with 6 inputs Ports A, B, and 
C are programmable as either inputs or outputs, under soft- 
ware control of the data directi on re gisters Port D has from 
one to four analog inputs, an INT2 input, and from one to 



five digital inputs All port D lines can also be directly read 
and used as binary inputs The voltage reference pins (Vrh 
and Vri_) for the A/D converter are also read as a part of 
port D Refer to INPUT/OUTPUT, A/D CONVERTER, and 
INTERRUPTS for additional information 

MEMORY - The MCU is capable of addressing 4096 
bytes of memory and I/O registers with its program counter 
The MC6805R2 MCU has implemented 2316 of these bytes. 
This consists of- 2048 user ROM bytes, 192 self-check ROM 
bytes, 64 user RAM bytes, 7 port I/O bytes, 2 timer registers, 
2 A/D registers and a miscellaneous register, see Figure 6 for 
the Address Map The user ROM has been split into three 
areas. The first area is memory locations $080 to $0FF, and 
allows the user to access these ROM locations utilizing the 
direct and table look-up indexed addressing modes The 
mam user ROM area is from $7C0 to $F37. The last 8 user 
ROM locations at the top of memory are for the interrupt 
vectors 

The MCU reserves the first 16 memory locations for I/O 
features, of which 12 have been implemented These loca- 
tions are used for the ports, the port DDRs, the timer, the 
INT2 miscellaneous register, and the A/D Of the 64 RAM 
bytes, 31 bytes are shared with the stack area The stack 
must be used with care when data shares the stack area 

The shared stack area is used during the processing of an 
interrupt or subroutine calls to save the contents of the CPU 
state The register contents are pushed onto the stack in 
order shown in Figure 7. Since the Stack pointer decrements 
during pushes, the low order byte (PCD of the Program 
Counter is stacked first, then the high order four bits (PCH) 
are stacked. This ensures that the program counter is loaded 
correctly during pulls from the stack since the stack pointer 
increments when it pulls data from the stack. A subroutine 
call results in only the Program Counter (PCL, PCH) con- 
tents bing pushed onto the stack, the remaining CPU 
registers are not pushed 
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FIGURE 6 - MC6805R2 MCU ADDRESS MAP 



7 6 5 4 3 2 10 






000 

127 
128 

255 


I/O Ports 

Timer 

RAM 

(128 Bytes) 


$000 

$07F 
k$080 

$0FF 
$100 

$7BF\ 
$7C0 \ 

$F37 \ 
$F38 \ 

$FF7 
$FF8 

$FFF 

are 




1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

{ 13 

\ 14 
\ 15 
\ 16 

\ 63 
\ 64 

127 


Port A Data 


$000 


Page Zero 


Port B Data 


$001 


Access with 

Short 
Instructions 


Port C Data 


$002 


Page Zero 
User ROM 
(128 Bytes) 


Port D Data 


$003 




Port A DDR* 


$004* 




Port B DDR* 


$005* 


256 


Not Used 
(1728 Bytes) 


Port C DDR* 


$006* 




Not Used 


$007 


1983 


Timer Data Reg 


$008 


1984 


Main User 

ROM 
(1912 Bytes) 


Timer Control Reg 


$009 




Misc Reg 


$00A 


3895 


Not Used 
(3 Bytes) 


$00B 


3896 


Self Check 

ROM 
(192 Bytes) 


$00D 




A/D Control/Status 


$00E 


4087 


A/D Result 


$00F 


4088 


Interrupt 
Vectors 

ROM 
(8 Bytes) 


Not Used 
(48 Bytes) 


$03F 


*Caution. D 


40°^ 


RAM 
(64 Bytes) 

Stack 
(31 Bytes Maximum) 


$040 


ata Di 
nte-or 


r ection Registers (DDRs) 
ilv. thev read as $FF 


$07F 



FIGURE 7 - INTERRUPT STACKING ORDER 

I Pull 

n+1 
n + 2 
n + 3 
n + 4 
n + 5 



*For subroutine calls, only PCH and PCL are stacked 



7 6 5 


4 


3 2 10 


n-4 


1 1 1 


Condition 
Code Register 


n-3 


Accumulator 


n-2 


Index Register 


n-1 


1111 


PCH* 


n 


PCL* 



CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal ad- 
dress, data, and control buses 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 8 and are explained in 
the following paragraphs. 

ACCUMULATOR (A) - The Accumulator is a general 
purpose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations 

INDEX REGISTER (X) - The Index Register is an 8-bit 
register used for the indexed addressing mode. It contains an 
8-bit value that may be added to an instruction value to 
create an effective address. The index register can also be 
used for data manipulations using the read/ modify/ write in- 
structions. The Index Register may also be used as a tem- 
porary storage area. 
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FIGURE 8 - PROGRAMMING MODEL 

7 



I Index Register 



11 











I 


PCH i 




PCL 




11 




54 







l° 


0|0|0|0|1 


hi 


SP 





Program Counter 



| H | I | N | Z | c| Condition Code Register 
I Ca 



Carry/ Borrow 
-Zero 
—Negative 
—Interrupt Mask 
-Half Carry 




PROGRAM COUNTER (PC) - The Program Counter is a 
12-bit register that contains the address of the next instruc- 
tion to be executed 

STACK POINTER (SP) - The Stack Pointer is a 12-bit 
register that contains the address of the next free location on 
the stack During an MCU reset, or the Reset Stack Pointer 
(RSP) instruction, the Stack Pointer is set to location $07F 
The Stack Pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack. The seven most-significant bits of the Stack Pointer 
are permanently set to 0000011 Subroutines and interrupts 
may be nested down to location $061 (31 bytes maximum) 
which allows the programmer to use up to 15 levels of 
subroutine calls (less if interrupts are allowed) 

CONDITION CODE REGISTERS (CO - The Condition 
Code Register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each bit is explained in 
the following paragraphs 



Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) — When this bit is set, the timer and external 
interrupts (INT and INT2) are masked (disabled). If an inter- 
rupt occurs while this bit is set, the interrupt is latched and is 
processed as soon as the interrupt bit is cleared. 

Negative (N) — When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one) 

Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero. 

Carry/ Borrow (C) - When set, this bit indicates that a 
carry or borrow out of the Arithmetic Logic Unit (ALU) 
occurred during the last arithmetic operation This bit is also 
affected during bit test and branch instructions plus shifts 
and rotates. 
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TIMER 

The MC6805R2 MCU timer circuitry is shown in Figure 9. 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (or prescaler 
output). When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the Timer Control Register (TCR) is set. 
The timer interrupt can be masked (disabled) by setting the 
timer interrupt mask bit (bit 6) in the TCR The interrupt bit 
(1-bit) in the Condition Code Register also prevents a timer 
interrupt from being processed. The MCU responds to this 
interrupt by saving the present CPU state in the stack, 
fetching the timer interrupt vector from locations $FF8 and 
$FF9 and executing the interrupt routine (see the INTER- 
RUPT section). THE TIMER INTERRUPT REQUEST BIT 
MUST BE CLEARED BY SOFTWARE. The timer and INT2 
share the same interrupt vector THE INTERRUPT ROUTINE 
MUST CHECK THE REQUEST BITS TO DETERMINE THE 
SOURCE OF THE INTERRUPT 

The clock input to the timer can be from an external 
source (decrementing of Timer Counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin, or it can be the internal <f>2 signal. When the <f>2 signal is 
used as the source, it can be gated by an input applied to the 



TIMER input pin allowing the user to easily perform pulse- 
width measurements. (NOTE- For ungated <f>2 clock input to 
the timer prescaler, the TIMER pin should be tied to MqO 
The source of the clock input is one of the mask options that 
is specified before manufacture of the MCU 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescalmg mask op- 
tion is also specified before manufacture To avoid trunca- 
tion errors, the prescaler is cleared when bit 3 of Timer Con- 
trol Register is written to a logic 1 (this bit always reads as a 
logic 0). 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count. Thus, the 
counter can be read at any time by reading the Timer Data 
Register (TDR) This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process. 

At power-up or reset, the prescaler and counter are in- 
itialized with all logical ones; the timer interrupt request bit 
(bit 7) is cleared and the timer interrupt request mask bit (bit 
6) is set. 



FIGURE 9 - TIMER BLOCK DIAGRAM 



02 
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o- 

TIMER 
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;Ofh 



Manufacturing 
Mask Options 



H-» 



Lj-I 
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Input 



■+-+H-H-+-F 



'-*--*-i-H-t-i-+- 



7 

8-Bit Counter 

Timer Data Register (TDR) 



Time 
Out 



i r 



Timer 

Interrupt 

Mask 



Si 



Not 
Used 
A 



7 1 ' 1 

Timer Control Register (TCR) 



T~T 



Read 



Internal Data Bus 



SELF-CHECK 

The self-check capability of the MC6805R2 MCU provides 
an internal check to determine if the part is functional. Con- 
nect the MCU as shown in Figure 10 and monitor the output 
of Port C bit 3 for an oscillation of approximaty 7 Hz. A 9 volt 
level on the TIMER input, pin 8, energizes the ROM-based 
self-check feature. The self-check program exercises the 
RAM, ROM, timer, A/D, interrupts, and I/O ports. 

Several of the self-check subroutines can be called by a 
user program with a JSR or BSR instruction. They are the 
RAM, ROM, and 4-channel A/D tests. The timer routine 
may also be called if the timer input is the internal 02 clock. 

RAM SELF-CHECK SUBROUTINE - The RAM self- 
check is called at location $F6F and returns with the Z-bit 



clear if any error is detected; otherwise the Z-bit is set The 
walking diagnostic pattern method is used. 

The RAM test must be called with the stack pointer at 
$07 F. When run, the test checks every RAM cell except for 
$07F and $07E which are assumed to contain the return 
address. 

The A and X registers and all RAM locations except the 
top two are modified 

ROM CHECKSUM SUBROUTINE - The ROM self-check 
is called at location $F8A and returns with the Z-bit cleared if 
any error was found; otherwise Z= 1 . X = on return, and A 
is zero if the test passed. RAM locations $040-$043 are over- 
written. 
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FIGURE 10 - SELF-CHECK CONNECTIONS 



RESET 

± 



C 



+ 5 25 



>&&-32* 



. 1 O^F 
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iedJA 510 
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~± 
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RESET 
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EXTAL 

XTAL 

NUM 

TIMER 

PCO 

PC1 

PC2 

PC3 

PC4 

PC5 

PC6 

PC7 

PD7 

PD6/UNT2) 

VRH 
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PA7 
R2 PA6 
PA5 
PA4 
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* This connection depends on clock oscillator user selectable mask option Use jumper if the RC mask option is selected 

LED Meanings 



CO 


C1 


C2 


C3 


Remarks [1:LED ON; 0:LED OFF] 


1 





1 





Bad I/O 








1 





Bad Timer 


1 


1 








Bad RAM 





1 








Bad ROM 


1 











Bad A/D 














Bad Interrupts or Request Flag 




All Flashing 




Good Part 



Anything else bad Part, Bad Port 3, Bad ISP, etc 



A-TO-D CONVERTER SELF-CHECK - The A/D self- 
check is called at location $FA4 and returns with the Z-bit 
cleared if any error was found, otherwise Z= 1. 

The A and X register contents are lost. The X register must 
be set to 4 before the call. On return X = 8 and A/ D channel 7 
is selected. The A/D test uses the internal voltage references 
and confirms port connections 

TIMER SELF-CHECK SUBROUTINE - The timer self- 
check is called at location $FCF and returns with the Z-bit 
cleared if any error was found; otherwise Z= 1 . 



In order to work correctly as a user subroutine, the internal 
<f>2 clock must be the clocking source and interrupts must be 
disabled. Also, on exit, the clock is running and the interrupt 
mask not set so the caller must prbtect from interrupts if 
necessary. 

The A and X register contents are lost The timer self- 
check routine counts how many times the clock counts in 
128 cycles. The number of counts should be a power of two 
since the prescaler is a power of two If not, the timer 
probably is not counting correctly. The routine also detects a 
timer which is not running. 
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RESETS 

The MCU can be rese t three w ays: by initial power-up, by 
the external reset input (RESET), and by an t cyc internal low 
voltage detec t circuit , see Figure 1 1 The internal circuit con- 
nected to t he RES ET pin consists of a Schmitt trigger which 
senses the RESET line logic level. The Schmitt trigger pro- 
vides a n internal reset voltage if it senses a logical on the 
RESET pin. During power-up, the Sch mitt trigger switches 
on (removes reset) when t he RESET pin voltage rises to 
Vires + When the RESET pin voltage falls to a logical for 
a period longer than one t cvc , the Schmitt trigger switches 
off to provide an internal reset voltage. The "switch off" 
voltage occurs at Vires- a typical reset Schmitt trigger 
hysteresis curve is shown in Figure 12 

Upon power-up, a delay of TrhL milliseconds is needed 
before allowing the RESET input to go high This time allows 
the internal cl ock gen erator to stabilize Connecting a 
capacitor to the RESET input as shown in Figure 13 typically 
provides sufficient delay 



INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to control the 
internal clock generator with various stability/ cost tradeoffs 
A manufacturing mask option is used to select the crystal or 
resistor option The oscillator frequency is internally divided 
by four to produce the internal system clocks 

The different connection methods are shown in Figure 14 
The Crystal specifications are given in Figure 15 A resistor 
selection graph is shown in Figure 16 

The crystal oscillator start-up time is a function of many 
variables crystal parameters (especially Rs) oscillator load 
capacitances, IC parameters, ambient temperatures, supply 
voltage, and supply voltage turn-on time To ensure rapid 
oscillator start-up, neither the crystal characteristics nor the 
load capacitances should exceed recommendations 




FIGURE 11 - POWER AND RESET TIMING 




FIGURE 12 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 13 - POWER UP RESET DELAY CIRCUIT 
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FIGURE 14 - CLOCK GENERATOR OPTIONS 
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NOTE The recommended C|_ value with a 4 MHz crytal is 27 pF, maximum, inlcuding system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scaled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and ap- 
proximately 25 pF on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 



FIGURE 15 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 
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C = 7 pF Max 

FREQ = 4 MHz@ C L =24pF 
Rs = 50 ohms Max 
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Note Keep crystal leads and circuit connections as short as possible 
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FIGURE 16 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 



5 

> 3 



O 2 



u - 






\ 












I I 

V CC = 5V 




0- 








V 










T> 


= 25 


°C 




0- 
0- 
























-- 



5 10 15 20 25 30 35 40 45 50 55 
RESISTANCE (k OHMS) 



INTERRUPTS 

The MC6805R2 MCU can be interrupted four different 
ways: through the external interrupt (INT) input pin, the 
i ntern al timer interrupt request, the external port D bit 6 
(INT2) input pin, and a software interrupt instruction (SWI) 
When any interrupt occurs, processing is suspended, the 
present CPU state is pushed onto the stack, the interrupt bit 
(l-bit) in the Condition Code Register is set, the address of 
the interrupt routine is obtained from the appropriate inter- 
rupt vector address, and the interrupt routine is executed 
Stacking the CPU registers, setting the l-bit, and vector 
fetching requires a total of 1 1 t cvc periods for completion 

Refer to Figure 17 for a flowchart The interrupt service 
routine must end with a Return from Interrupt (RTI) instruc- 
tion which allows the MCU to resume processing of the pro- 
gram prior to the interrupt Table 1 provides a listing of the 
interrupts, their priority, and the address of the vector which 



FIGURE 17 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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contains the starting address of the appropriate interrupt ser- 
vice routine. The interrupt priority applies to thos e pendi ng 
when the CPU is ready to accept a new interrupt RESET is 
listed in Table 1 because it is processed similar to an inter- 
rupt. However, it is not normally used as an interrupt. When 
the interrupt mask bit in the Condition Code Register is set 
the interrupt is latched for later interrupt execution 

NOTE 

The timer and INT2 share the same vector address. 
The interrupt routine must determine the source by 
examining the interrupt request bits (TCR7 and MR7) 
Both TCR7 and MR7 can only be written to by soft- 
ware. 

The external interrupts, INT and INT2 , are set on the fall- 
ing edge of the input signal The INT2 has an interrupt re- 
quest bit (bit 7) and a mask bit (bit 6) located in the 



Miscellaneous Register (MR), refer to Figure 18 T he INT 2 
interrupt is inhabited when the mask bit is set T he INT 2 is 
always readable as a digital input of Port D The INT2 and 
timer interrupt request bits, if set, causes the MCU to pro- 
cess an interrupt when the condition code l-bit is clear 

TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 

SWI 

INT 

TIMER/INT2 


1 

2* 
3 
4 


$FFE and $FFF 
$FFC and $FFD 
$FFA and $FFB 
$FF8 and $FF9 



♦Priority 2 applies when the I- bit in the Condition Code Register is 
set When I = 0, SW I has a priority of 4, like any other instruction, 
the priority of INT thus becomes 2 and the timer becomes 3 



FIGURE 18 

PORT DATA DIRECTION REGISTER (DDR) 



MCU REGISTER CONFIGURATION 



PORT DATA REGISTER 



(1) Write Only, reads as all 1's 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
Port C Addr=$006 

TIMER CONTROL REGISTER (TCR) 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 
Port D Addr=$003 



TIMER DATA REGISTER (TDR) 




7 


6 


5 


4 


3 


2 


1 









1 


1 




1 


1 


1 



TCR7- Timer Interrupt Request Status Bit Set when 
TDR goes to zero, must be cleared by software 
Cleared to by Reset 

TCR6 — Timer Interrupt Mask Bit 1 = timer inter- 
rupt masked (disabled) Set to 1 by Reset 

TCR3- Clear prescaler always reads as a 0, clears pre- 
scaler when written to a logic 1 

TCR Bits 5, 4, 2, 1, reads 1's - unused bits 



MISCELLANEOUS REGISTER (MR) 
7 6 



$00A 



MR7 Bit 7-INT2 Interrupt Request Bit Set when fall- 
ing edge detected on INT2 pin, must be 
cleared by software Cleared to by Reset 

MR6 Bit 6- INT2 Interrupt Mask Bit 1 = INT2 Interrupt 
masked (disabled) Set to 1 by Reset 

MR Bits 5, 4, 3, 2.1. 0-Read as 1's - unused bits 



A/D CONTROL REGISTER (ACR) 
7 6 5 4 3 2 1 



A/D RESULT REGISTER (ARR) 



$00E 



LSB 



$00F 



Bit 7 -Conversion Complete Status Flag Set when 
conversion is complete, Cleared only on a write 
to ACR 

Readable, not writable 

Bits 2, 1, - A/D input Mux Selection (See Table 2) 
Bits 6, 5, 4, 3 read as 1's - unused bits 
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A sinusoidal input signal (f|NT maximum) can be used to 
operate an external interrupt (INT), as shown in Figure 19, 
for use as a Zero-Crossing Detector with hysteresis included. 
An interrupt request is generated for each negative-slope, 
zero crossing of the AC signal. For digital applications, the 
INT can be driven directly by a digital signal at a maximum 
period of t|WL- This allows applications such as servicing 
time-of-day routines and engaging/disengaging AC power 
control devices Off-chip full wave rectification provides an 
interrupt at every zero crossing of the AC signal and thereby 
provide a 2f clock 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register SWI's are usually used as break- 
points for debugging or as system calls 
INPUT/OUTPUT 

There are 30 input or input/output pins The INT pin may 
also be polled with branch instructions to provide an addi- 
tional input pin All pins on ports A, B, and C are program- 
mable as either inputs or outputs under software control of 
the corresponding Data Direction Registers (DDRs) The 
port I/O programming is accomplished by setting the cor- 



responding bit in the port DDR to a logic "1" for output or a 
logic "0" for input. On reset all the DDRs are initialized to a 
logic "0" state, placing the ports in the input mode. The port 
output registers are not initialized on reset and should be 
initialized by software before changing the DDRs from input 
to output When programmed as outputs, all I/O pins read 
latched output data, regardless of the logic levels at the out- 
put pin due to output loading, refer to Figure 20 

All input/ output lines are TTL compatible as both inputs 
and outputs Port A lines are CMOS compatible as outputs 
using a mask option. Port B, C, and D lines are CMOS com- 
patible as inputs. Port D lines are input only, thus, there is no 
corresponding DDR When programmed as outputs, Port B 
is capable of sinking 10 milhamperes and sourcing 1 
milliampere on each pin 

Port D pro vides the multiplexed analog inputs, reference 
voltages, and INT2 All of these lines are shared with the Port 
D digital inputs Port D may always be used as digital inputs 
and may also be used as analog inputs The Vrl to Vrh 
lines (PD4 and PD5) are internally connected by the A/D 
resistor Analog inputs may be pre-scaled to attain the Vrl 
to Vrh recommended input voltage range 



FIGURE 19 - TYPICAL INTERRUPT CIRCUITS 



a - Zero Crossing Interrupt 
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FIGURE 20 - TYPICAL PORT I/O CIRCUITRY 
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1 

3- State** 



1 
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*DDR is a write-only register and reads as all 1's 

** Ports A (with CMOS drive disabled), B, and C are three-state 

ports Port A has optional internal pullup devices to provide CMOS 

drive capability See Electrical Characteristics tables for complete 

information 



4-204 



MC6805R2 



Figure 21 provides some examples of port connections. 
The Address Map in Figure 6 gives the addresses of data 
registers and DDRs The Register Configuration is provided 
in Figure 18 

CAUTION 

The corresponding DDRs for Ports A, B, and C are 



write-only registers (locations $004, $005, and $006) A 
read operation on these registers is undefined Since 
BSET and BCLR are read/ modify/ write functions, they 
cannot be used to set or clear a DDR bit (all "unaffected" 
bits would be set) It is recommended that all DDR bits in 
a port be written using a single-store instruction 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PA0 



FIGURE 21 - TYPICAL PORT CONNECTIONS 
a. Output Modes 



- (CMOS Loads) 



Port A, Bit 7 Programmed as Output, Driving 
CMOS Loads and Bit 4 one TTL Load Directly 
(Using CMOS Output Operion) 





2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




Port B, Bit and Bit 1 Programmed as Output, Driv- 
ing LEDs Directly 



CMOS Inverter 

MC 14049/ 14069 

(Typical) 



Port C, Bits 0-3 Programmed as Output, Driving 
CMOS Loads, Using Externa! Pullup Resistors 



b. Input Modes 



H>: 



MC74LS04 (Typical) 



H> 



-DH 



PA5 
PA4 
PA3 
PA2 
PA1 
PA0 



MC74LS04 or MC14069 
(Typical) 



-EH 



PB5 
PB4 
PB3 
PB2 
PB1 
PB0 



CMOS or TTL Driving Port B Directly 



TTL Driving Port A Directly 



-V^" 


16| 


PC7 


(Typical) 




15 


PC6 




14 


PC5 




13 


PC4 




12 


PC3 


MC74LS04 \r 
(Typical) 


11 


PC2 


10 


PC1 



AN0-» 


N-- — Vj 

24 


AN1H* 


23 


AN2-« 


22 


AN3-4P 


21 


0V~1 


20 


+ 5V — 


19 




18 

17 



CMOS and TTL Driving Port C Directly 



PD0/AN0 
PD1/AN1 
PD2/AN2 
PD3/AN3 

VRL 
Vrh 

PD6/INT2 
PD7 



Port D used as 4-Channel A/D Input with Bit 7 used 
as CMOS Digital Input 
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The latched output data bit (see Figure 18) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input. This may be 
used to initialize the data registers and avoid undefined out- 
puts However, care must be exercised when using 
read/ modify/ write instructions since the data read cor- 
responds to the pin level if the DDR is an input (0) and cor- 
responds to the latched output data when the DDr is an out- 
put (1) 

ANALOG-TO-DIGITAL CONVERTER (A/D) - The 

MC6805R2 MCU has an 8-bit A/D converter implemented on 
the chip using a successive approximation technique, as 
shown in Figure 22 Up to four external analog inputs, via 
port D, are connected to the A/D through a multiplexer 
Four internal analog signals may be selected for calibration 
purposes (Vrh, Vr H /2, Vrh/4, Vr L ) 

The multiplexer selection is controlled by the A/D Control 
Register (ACR) bits 0, 1, and 2, see Table 2. This register is 
cleared during any Reset condition. Refer to Figure 18 for 
Register Configuration 

Whenever the ACR is written, the conversion in progress 
is aborted, the conversion complete flag (ACR bit 7) is 
cleared, and the selected input is sampled and held inter- 
nally. 



The converter operates continousiy using 30 machine 
cycles to complete a conversion of the sampled analog input 
When conversion is complete, the digitized sample or digital 
value is placed in the A/D Result Register (ARR), the conver- 
sion complete flag is set, the selected input is sampled again, 
and a new conversion is started 

The A/D is ratiometric Two reference voltage (Vrh and 
Vri_) are supplied to the converter via Port D pins An, input 
voltage equal to Vrh converts to $FF (full scale) and an in- 
put voltage equal to Vrl converts $00 An input voltage 
greater than Vrh converts to FF-|6 and no overflow indica- 
tion is provided For ratiometric conversions, the source of 
each analog input should use Vrh as the supply voltage and 
be referenced to Vri_. 

CAUTION 

This device contains circuitry to protect the inputs 
against damage due to high static voltages or electric 
field, however, the design of the input circuitry for the 
analog reference voltage pins (19 and 20) does not of- 
fer the SAME level of protection Precautions should 
be taken to avoid applications of any voltage higher 
than maximum-rated voltage or handled in any en- 
vironment producing high-static voltages 



FIGURE 22 - A/D BLOCK DIAGRAM 
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TABLE 2 - A/D INPUT MUX SELECTION 



A/D Control Register 


input Selected 


CR2 


CR1 


CR0 







1 
1 
1 
1 





1 
1 




1 
1 




1 



1 



1 



1 


ANO 
AN1 
AN2 
AN3 

vrh* 

vrl* 

Vrh/4* 

VRH/2* 



^Internal (Calibration) levels 
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BIT MANIPULATION 

The MC6805R2 MCU has the ability to set or clear any 
single RAM or input/ output bit (except the Data Direction 
Registers, see Caution under INPUT/OUTPUT paragraph) 
with a single instruction (BRSET, BCLR) Any bit in page 
zero including ROM, except the DDRs, can be tested using 
the BRSET and BRCLR instructions and the program 
branches as a result of its state The carry bit (C) equals the 
value of the bit referenced by BRSET or BRCLR. The 
capability of work with any bit in RAM, ROM, or I/O allows 
the user to have individual flags in RAM or to handle single 



I/O bits as control lines 

The coding example in Figure 23 illustrates the usefulness 
of the bit manipulation and test instructions Assume that 
the MCU is to communicate with an external serial device 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LBS first, 
out of the device The MCU waits until the data is ready, 
clocks the external device, picks up the data in the Carry Flag 
(C-bit), clears the clock line and finally accumulates the data 
bits in a RAM location 







FIGURE 23 - BIT MANIPULATION 
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ADDRESSING MODES 

The MC6805R2 MCU has ten addressing modes available 
for use by the programmer They are explained briefly in the 
following paragraphs For additional details and graphical 
illustrations, refer to the M6805 Family Users Manual 

The term "effective address" (EA) is used in describing the 
addressing modes EA is defined as the address from which 
the argument for an instruction is fetched or stored 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT — In the direct addressing mode, the effective 
address of the argument is contained in a single byte follow- 
ing the opcode byte Direct addressing allows the user to 
directly address the lowest 256 bytes in memory with a single 
2-byte instruction This address area includes all on-chip 
RAM and I/O registers and 128 bytes of ROM Direct 
addressing is an effective use of both memory and time 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions with extended addressing 
mode are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the user need not specify whether an 
instruction uses direct or extended addressing The 
assembler automatically selects the shortest form of the in- 
struction 

RELATIVE - The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is 
added to the PC if, and only if, the branch condition is true 
Otherwise, control proceeds to the next instruction The 
span of relative addressing is from + 129 to - 126 from the 
opcode address. The programmer need not worry about 
calculating the correct offset if he uses the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch. 



INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register Thus, this addressing 
mode can access the first 256 memory locations These in- 
structions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode This addressing mode is 
useful in selecting the kth element in an n element table 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction 
As such tables may begin anywhere within the first 256 
addressable locations and could extend as far as location 51 1 
($1FE) 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed, 8-bit offset ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory As with direct and extended, the Motorola 
assembler determines the shortest form of indexed address- 
ing 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction See Caution under INPUT/OUTPUT paragraph 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing The bit which is to be tested and condi- 
tion (set or clear) included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte. The signed relative 8-bit offset in the 



4-207 



MC6805R2 



third byte is added to the PC if the specified bit is set or clear 
in the specified memory location. This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 location of memory The span 
of branching is from +130 to -125 from the opcode 
address The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Registers. See Caution 
under INPUT/OUTPUT paragraph. 

INHERENT - In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instructions with no other 
arguments, are included in this mode These instructions are 
one byte long. 

INSTRUCTION SET 

The MC6805R2 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes They can be divided into five dif- 
ferent types register/ memory, read/ modify /write, branch, 
bit manipulation, and control The following paragraphs 
briefly explain each type. All the instructions within a given 
type are presented in individual tables 

REGISTER/ MEMORY INSTRUCTIONS - Most of these 
instructions use two operands One operand is either the ac- 
cumulator or the index register The other operand is obtain- 



ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operand Refer to Table 3 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register, see Caution under IN PUT/ OUT- 
PUT paragraph The test for negative or zero (TST) instruc- 
tion is included in the read/ modify/ write instruction though 
it does not perform the write. Refer to Table 4 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met Refer to Table 5 

BIT MANIPULATION INSTRUCTIONS - The instruc- 
tions are used on any bit in the first 256 bytes of the memory, 
see Caution under INPUT/OUTPUT paragraph One group 
either sets or clears The other group performs the bit test 
and branch operations Refer to Table 6 

CONTROL INSTRUCTION - The control instructions 
control the MCU operations during program execution 
Refer to Table 7 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 8 

OPCODE MAP - Table 9 is an opcode map for the in- 
struction used on the MCU 
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TABLE 3 


- REGISTER/MEMORY INSTRUCTIONS 




















Addressinq Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


n 

Bytes 


# 
Cycles 


Op 
Code 


u 

Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


OP 
Code 


tt 
Bytes 


Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DF 


3 


6 


Store A in Memory 


STA 


- 


- 




B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 




BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 n 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 1 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


C1 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


^ 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 



CJ1 



TABLE 4 - READ/ MODIFY/ WRITE INSTRUCTIONS 







Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


U 
Bytes 


n 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 




MC6805R2 



TABLE 5 - BRANCH INSTRUCTIONS 



1 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(Branch/FF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


Branch IFFEqual 


BEQ 


27 


2 


4 


BranchlFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFF Plus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


Branch IFFInterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 6 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


• Branch IFF Bit n is set 


BRSET n (n = 7) 


— 


- 


- 


2»n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 + 2«n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10+ 2»n 


2 


7 


— 


- 


- 


Clear bit n 


BCLR n (n = 7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 7 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 8 - INSTRUCTION SET 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test& 
Branch 


H 


I 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 
































BMS 
































BNE 
































BPL 
































BRA 
































BRN 
































BRCLR 




















X 












BRSET 




















X 


• 


• 


• 


• 


A 


BSET 


















X 














BSR 










X 






















CLL 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEQ 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


RSP 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 8 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


C 


RTI 


X 




















7 


? 


7 


7 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 






















• 


• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 








• 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 






















1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 










• 


A 


A 


• 


TXA 


X 
































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

f Load CC Register From Stack 
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o 



TABLE 8 - M6805 FAMILY OPCODE MAP 



lb 

a 
CO 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


^■-•^ Hi 
Lovv"---^ 



0000 


T 

0001 


2 

0010 


3 

0011 


4 

0100 


5 

0101 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 
1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F 

1111 


Hi _^--'~ 

^- — LOW 



0000 


10 5 
BRSET0 

3 BTB 


7 5 

BSETO 
2 BSC 


4 3 

BRA 
2 REL 


6 5 

NEG 
2 DIR 


4 3 
NEGA 

1 INH 


4 3 
NEGX 

1 INH 


7 6 
NEG 

2 1X1 


6 5 
NEG 

1 IX 


9 9 

RTI 
1 INH 




'2 ' 2 

SUB 
2 IMM 


4 3 
SUB 

2 DIR 


5 4 
SUB 

3 EXT 


6 5 
SUB 

3 IX2 


5 4 
SUB 

2 1X1 


4 3 

SUB 




0000 


1 

0001 


10 5 
BRCLR0 
3 BTB 


7 5 

BCLRO 
2 BSC 


4 3 

BRN 
2 REL 












6 6 
RTS 

1 INH 




2 2 
CMP 

2 IMM 


4 3 
CMP 

2 DIR 


5 4 

CMP 
3 EXT 


6 5 

CMP 
3 IX2 


5 4 
CMP 

2 1X1 


4 3 
CMP 

I IX 


1 

00C1 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 

BHI 
2 REL 
















2 ? 
SBC 

2 IMM 


4 3 
SBC 

2 DIR 


5 4 
SBC 

3 EXT 


6 5 
SBC 

3 IX2 


5 4 
SBC 

2 1X1 


SBC 

1 IX 


2 

0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 

BLS 
2 REL 


6 5 
COM 

2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 
COM 

2 1X1 


6 5 
COM 

1 IX 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 IMM 


4 3 
CPX 

2 DIR 


5 4 
CPX 

3 EXT 


6 5 
CPX 

3 IX2 


5 4 

CPX 

2 1X1 


4 3 
CPX 

1 IX 


3 

0011 


4 

0100 


10 5 
BRSET2 

3 BTB 


7 5 

BSET2 
2 BSC 


4 3 

BCC 
2 REL 


6 5 
LSR 

2 DIR 


4 3 
LSRA 

1 INH 


4 3 
LSRX 

1 INH 


7 6 

LSR 

2 1X1 


6 5 

LSR 

1 IX 






2 2 
AND 

2 IMM 


4 3 

AND 
2 DIR 


5 4 

AND 
3 EXT 


6 5 

AND 
3 IX2 


5 4 
AND 

2 1X1 


4 3 
AND 

1 IX 


4 

0100 


5 

0101 


10 5 
BRCLR2 

3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 
BCS 

2 REL 
















2 2 

BIT 
2 IMM 


4 3 

BIT 
2 DIR 


5 4 

BIT 
3 EXT 


6 5 

BIT 
3 IX2 


5 4 

BIT 
2 1X1 


4 3 
BIT 

1 IX 


5 

0101 


6 

0110 


10 5 
BRSET3 

3 BTB 


7 5 

BSET3 
2 BSC 


4 3 

BNE 
2 REL 


6 5 

ROR 
2 DIR 


4 3 

RORA 

1 INH 


4 3 

RORX 

1 INH 


7 6 

ROR 
2 1X1 


6 5 

ROR 

1 IX 






2 2 
LDA 

2 IMM 


4 3 

LDA 
2 DIR 


5 4 

LDA 
3 EXT 


6 5 

LDA 
3 IX2 


5 4 

LDA 
2 1X1 


4 3 
LDA 

1 IX 


6 

0110 


7 

0111 


10 5 
BRCLR3 
3 BTB 


7 5 

BCLR3 
2 3SC 


4 3 

BEQ 

2 REL 


6 5 
ASR 

2 DIR 


4 3 
ASRA 

1 INH 


4 3 

ASRX 

1 INH 


7 6 

ASR 
2 1X1 


6 5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




5 4 

STA 
2 DIR 


6 5 
STA 

3 EXT 


7 6 
STA 

3 IX2 


6 5 
STA 

2 iXI 


STA 


7 

0111 


8 

1000 


10 5 

BRSET4 

3 BTB 


7 5 

BSET4 

2 BSC 


4 3 

BHCC 

2 REL 


6 5 

LSL 
2 DIR 


4 3 
LSLA 

1 INH 


4 3 
LSLX 

1 INH 


7 6 
LSL 

2 1X1 


6 5 
LSL 

1 IX 




2 2 

CLC 

1 INH 


2 2 

EOR 

2 IMM 


4 3 

EOR 

2 DIR 


5 4 

EOR 

3 EXT 


6 5 

EOR 

3 IX2 


5 4 

EOR 

2 1X1 


4 3 

EOR 


8 

1000 


9 

1001 


10 5 
BRCLR4 

3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 
BHCS 

2 REL 


6 5 

ROL 

2 DIR 


4 3 
ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 

ROL 
2 1X1 


6 5 
ROL 

1 IX 




2 2 
SEC 

1 INH 


2 2 
ADC 

2 IMM 


4 3 

ADC 
2 DIR 


5 4 

ADC 
3 EXT 


6 5 
ADC 

3 IX2 


5 4 
ADC 

2 1X1 


4 3 
ADC 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 

BSET5 
2 BSC 


4 3 
BPL 

2 REL 


6 5 
DEC 

2 DIR 


4 3 

DECA 
1 INH 


4 3 
DECX 

1 INH 


7 6 
DEC 

2 1X1 


6 5 
DEC 

1 IX 




2 2 
CLI 

1 INH 


2 2 
ORA 

2 IMM 


4 3 

ORA 
2 DIR 


5 4 

ORA 

3 EXT 


6 5 
ORA 

3 IX2 


5 4 

ORA 
2 IXI 


4 3 
ORA 

1 IX 


A 

1010 


B 

1011 


10 5 

BRCLR5 

3 BTB 


7 5 

BCLR5 

2 BSC 


4 3 

BMI 
2 REL 














2 2 
SEI 

1 INH 


2 2 
ADD 

2 IMM 


4 3 

ADD 
2 DIR 


5 4 

ADD 
3 EXT 


6 5 

ADD 
3 IX2 


5 4 
ADD 

2 1X1 


4 3 

ADD 


B 

1011 


C 

1100 


10 5 
BRSET6 

3 BTB 


7 5 

BSET6 

2 BSC 


4 3 

BMC 

2 REL 


6 5 

INC 
2 DIR 


4 3 
INCA 

1 INH 


4 3 

INCX 

1 INH 


7 6 

INC 
2 1X1 


6 5 
INC 

1 IX 




2 2 
RSP 

1 INH 




3 2 

JMP 
2 DIR 


4 3 

JMP 
3 EXT 


5 4 

JMP 
3 IX2 


4 3 
JMP 

2 1X1 


3 2 
JMP 


C 

1100 


D 

1101 


10 5 
BRCLR6 

3 BTB 


7 5 

BCLR6 
2 BSC 


4 3 

BMS 
2 REL 


6 4 

TST 
2 DIR 


4 3 
TSTA 

1 INH 


4 3 
TSTX 

1 INH 


7 5 

TST 
2 1X1 


6 4 
TST 




2 2 
NOP 

1 INH 


8 6 
BSR 

2 REL 


7 5 

JSR 

2 DIR 


8 6 

JSR 
3 EXT 


9 7 

JSR 
3 IX2 


8 6 
JSR 

2 1X1 


7 5 
JSR 

1 IX 


D 

1101 


E 

1110 


10 5 
BRSET7 
3 BTB 


7 5 

BSET7 
2 BSC 


4 3 

BIL 
2 REL 












STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 
LDX 

2 DIR 


5 4 

LDX 
3 EXT 


6 5 
LDX 

3 IX2 


5 4 
LDX 

2 1X1 


4 3 
LDX 

1 IX 


E 

me 


F 

1111 


10 5 

BRCLR7 

3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 

BIH 
2 REL 


6 5 

CLR 
2 DIR 


4 3 

CLRA 

1 INH 


4 3 
CLRX 

1 INH 


7 6 

CLR 
2 1X1 


6 5 

CLR 
1 IX 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




5 4 

STX 
2 DIR 


6 5 
STX 

3 EXT 


7 6 

STX 
3 IX2 


6 5 
STX 

2 1X1 


5 4 
STX 

1 IX 


F 



CJ1 



Abbreviations for Address Modes 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


IX2 


Indexed, ? Byte (16-Bit) Offset 



# of Cycles <HMOS Versions) . 

Mnemonic - 
Bytes - 

# of Cycles (CMOS Versions) 



LEGEND 





c ^ 




Opcode in Hexadecimal 




1111^— 






^ 


-4 3 

-*► CI JR-4f 


*^ 

oooo -*-~~ 






~"~^3»»' Opcode in Binary 




• 1 /ix 










/ K 


Address Mode 



♦CMOS Versions only 
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ORDERING INFORMATION 

The information required when ordering a custom MCU is 
listed below The ROM program may be transmitted to 
Motorola on EPROM(s) or an MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact you local Motorola representative or Motorola 
distributor 

EPROMs - The MCM2716 or MCM2532 type EPROMs, 
programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern 
generation The EPROM must be clearly marked to indicate 
which EPROM corresponds to which address space The 
recommended marking procedure is illustrated below 



■ 





XXX = Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styroforam 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are 
filed for contractual purposes and are not returned A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form The listing should be 



thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program one 
blank EPROM from the data file used to create the custom 
mask to aid in the verification process 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts The RVUs are 
thus not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The minimum MDOS system files as 
well as the absolute binary object file (filename LO type of 
file) from the M6805 cross assembler must be on the disk An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable Consider submitting a source 
listing as well as the following files filename LX (EXOR- 
ciser® loadable format) and filename SA (ASCII Source 
Code) These files will of course be kept confidential and are 
used 1) to speed up the process in-house if any problems 
arise, and 2) to speed up the user-to-factory interface if the 
user finds any software errors and needs assistance quickly 
from Motorola factory representatives 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORcisers, EXORsets, etc 
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Date. 



MC6805R2MCU ORDERING INFORMATION 

Customer PO Number 



Customer Company _ 

Address 

City 



Motorola Part Numbers 

MC 

"sc 



.Zip. 



Country _ 



Phone . 



Customer Contact Person _ 
Customer Part Number 



OPTION LIST 








Select the options for your MCU from the following list A 
manufacturing mask will be generated from this information 


Timer Clock Source 
D Internal </>2 clock 
□ TIMER input pin 








Timer Prescaler 

□ 2° (divide by 1) 

□ T (divide by 2) 

□ 2 2 (divide by 4) 
n 2 3 (divide by 8) 






n 2 4 (divide by 16) 
n 2 5 (divide by 32) 
□ 2 6 (divide by 64) 
n 2 7 (divide by 128) 


Internal Oscillator Input 
□ Crystal 
n Resistor 






Port A Output Drive 
□ CMOS and TTL 
n TTL Only 


Low Voltage Inhibit 

□ Disable 

□ Enable 








Pattern Media (All other media requires prior factory approval ) 




n EPROMs (MCM2716 or 


MCM2532 


□ Floppy Disk 








n OthPr 




Clock Freq , 



Temp Range 

^Requires prior factory approval 

Marking Information (12 Characters Maximum) 



. DO to +70°C (Standard) 



D -40° to +85°C 



D -40° to +125°C~ 



Title. 



Signature. 
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Advance Information 



8-BIT MICROCOMPUTER UNIT WITH PLL LOGIC 

The MC6805T2 Microcomputer Unit (MCU) with PLL logic is a 
member of the M6805 Family of low-cost single-chip microcomputers 
This 8-bit microcomputer contains a CPU, on-chip CLOCK, ROM, 
RAM, I/O, TIMER, and the PLL logic for an RF synthesizer It is design- 
ed for the user who needs an economical microcomputer with the 
proven capabilities of the M6800-based instruction set, as well as the 
necessary logic required for frequency synthesis applications A com- 
parison of the key features of several members of the M6805 Family of 
microcomputers is shown on the last page of this data sheet The 
following are some of the hardware and software highlights of the 
MC6805T2 MCU 

HARDWARE FEATURES: 

• 8- Bit Architecture 

• 64 Bytes of RAM 

• Memory Mapped I/O 

• 2508 Bytes of User ROM 

• Timer Start/ Stop and Source Select 

• 19 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines 
are LED Compatible) 

• On-Chip Clock Generator 

• Zero-Crossing Detection 

• Self-Check Mode 

• Master Reset 

• Complete Development System Support on EXORciser® 

• 5 V Single Supply 

• 14-Bit Binary Variable Divider 

• 10-Stage Mask-Programmable Reference Divider 

• Three-State Phase and Frequency Comparator 

• Suitable for TV Frequency Synthesizers 
SOFTWARE FEATURES: 

• Similar to M6800 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Registers/ Flags 

• Single Instruction Memory Examine/ Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to ROM, RAM, and I/O 
USER SELECTABLE OPTIONS: 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (7 Bits 2N) 

• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• 4 Vectored Interrupts; Timer, Software, and 2 External 
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- PIN ASSIGNMENTS 


vss [ 


1 


^ 28 


] RESET 


intC 


2 


27 


] PA7 


vcct 


3 


26 


] PA6 
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FIGURE 2 - MC6805T2 HMOS MICROCOMPUTER BLOCK DIAGRAM 
XTAL EXTAL RESET NUM 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


to +70 


°C 


Storage Temperature Range 


T stg 


-55 to +150 


°C 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


0JA 


120 
50 
60 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit For proper operation it is 
recommended that V m and V ou t be con- 
strained to the range Vgs — <V m or V out ) 
< Vcc Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic 
voltage level (e g , eitner V$s or Vcc> 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A +(Pd»0JA> (1) 

Where 

Ta* Ambient Temperature, °C 

0JA* Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD*P|NT + PP0RT 

P|NT aE 'CC x VCC* Watts ~" Chip Internal Power 
PpQRj«Port Power Dissipation, Watts — User Determined 
For most applications PpORT^ p INT a nd can be neglected PpORT mav become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpoRT is neglected) is 

P D =K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = Pd*(Ta + 273°C) + 0J A»PD 2 < 3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pq and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 
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SWITCHING CHARACTERISTICS (V C c=5 25 Vdc ±0 5 Vdc, V S s = GND, 


Ta = to 70°C unless otherwise no 


ted) 




Characteristics 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


fosc 


04 


- 


42 


MHz 


Cycle Time (4/f osc ) 


*cyc 


95 


- 


10 


^a 


INT and TIMER Pulse Width 


tWH.tWL 


t cyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


*cyc + 250 


- 


- 


ns 


RESET Delay Time (External Capacitance = 1 /if) 


tRHL 


- 


100 


- 


ms 


Input Frequency 


f.n 


1 


- 


16 


MHz 


Input Frequency Rise Time at f m 


t|NR 


- 


- 


20 


ns 


Input Frequency Fall Time at f, n 


t|NF 


- 


- 


20 


ns 


Duty Cycle of f )n and External Input on EXTAL 


- 


40 


- 


60 


% 


Injection Pulse Active Time 


Wr 


- 


70 


- 


ns 


INT Zero-Crossing Detection Input Frequency (for ±5° Accuracy 


f|NT 


03 


- 


1 


kHz 



ELECTRICAL CHARACTERISTICS (V C c = 5 25 Vdc ±0 5 Vdc, Vss = GND, 


Ta = to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<V CC <5 75) 




40 


- 


vcc 




(V C c<4 75) 




Vcc-0 5 


- 


v C c 




INT (4 75<V C c^5 75) 


V|H 


40 


* 


vcc 


V 


(V C c<4 75) 




Vcc-0 5 


• 


vcc 




All Other Except f, n 




20 


- 


vcc 




Input High Voltage <£COMP 












Normal Mode 


V|H 


- 


- 


v C c 




Self-Check Mode 


- 


90 


150 


V 


Input Low Voltage 












RESET 




-03 


- 


08 




INT 


V|L 


-03 


* 


1 5 


V 


All Other Except f, n 




-0 3 


- 


08 




INT Zero-Crossing Input Voltage, through a Capacitor 


Vint 


20 


- 


40 


L v ac p-p 


Internal Power Dissipation - No Port Loading, 












V C c = 5 75 V, T A = 0°C 


pint 


- 


400 


- 


mW 


Input Capacitance 












EXTAL 




- 


25 


- 




All Others 


Cm 


- 


10 


- 


PF 


AC Coupled Input Voltage Swing 


VRP 


05 


1 2 


- 


v ac p-p 


Input Current (V|(-| = Vcc) 


>FH 


- 


- 


40 


MA 


Ouput Low Current (Vql = 1 V) 


'CML 


- 


300 


- 


ma 


Output High Current (Voh = Vcc- 1 v) 


'CMH 


- 


200 


- 


/tA 


Leakage Current (V m = Vcc> 


'OFF 


- 


2 


- 


nA 


RESET Hysteresis Voltage (See Figures 11 and 12) 












"Out of Reset" 


V IRES + 


2 1 


- 


40 


V 


"Into Reset" 


V IRES- 


08 


- 


20 




Input Current 












TIMER (V in = 4 V) 




- 


- 


20 




INT (V in = 4V) 




- 


20 


50 




EXTAL (V in = 2 4 V to VqC Crystal Option) 


"m 


- 


- 


10 


liA 


(V, n = 4V Crystal Option) 




- 


- 


-1600 




RESET(V in = 8 V) 




-4 


- 


-50 




(External Capacitor Charging Current) 













'Due to internal biasing, this input (when unused) floats to approximately 2 0V 
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PORT ELECTRICAL CHARACTERISTICS (V C c= +5 25 Vdc ±0 5 Vdc, Vss = GND, Ta = 0° to 70°C unless otherwise noted) 



Characteristic ] Symbol | Mm J Typ J Max | Unit 


Port A with CMOS Drive Enabled 


Output Low Voltage, l[_oad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l|_oad = -100pA 


voh 


24 


- 


- 


V 


Output High Voltage, l|_oad= -10pA 


V H 


35 


- 


- 


V 


Input High Voltage, l|_oad= _30 ° M A (max) 


V|H 


2 


- 


vcc 


V 


Input Low Voltate, l|_oad = _50 ° M A (max) 


V|L 


03 


- 


08 


V 


Hi-Z State Input Current (V in =2 V to Vcc' 


l|H 


- 


- 


-300 


M A 


Hi-Z State Input Current (V in = 4 V) 


_ _ "JL_...._ 


- 


- 


-500 


M A 


Port B 


Output Low Voltage, I Load = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, l|_oad = 10 mA (sink) 


vol 


- 


- 


1 


V 


Output High Voltage, li_oad = - 200 M A 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vq= 1 5 V 


'OH 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


03 


- 


08 


V 


Hi-Z State Input Current 


'tsi 


- 


2 


20 


*A 


Port C and Port A with CMOS Drive Disabled 


Output Low Voltage, li_oad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l[_ oa d = - 100 /*A 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V| L 


03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


M A 



FIGURE 3 - TTL EQUIVALENT TEST LOAD FIGURE 4 - CMOS EQUIVALENT TEST LOAD FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORT A) (PORTS A AND C) 



? Vcc = 5 75 V 
Test MMD6150 \, 

Point orEquiv X^ 5kQ 



40 pF; 
(Total) 



1 25kflv MMD7000 
![ or Equiv 



■■ 40 pF (Total) 









> 30 pF (Total) 



Test 
Point 



30 p f; 
(Total) 



o V<x = 5 75V 
MMD6150 l* 
or Equiv /S2 9 



24 kQ 



MMD7000 
or Equiv 



SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc AND V SS — Power is supplied to the MCU using 
these two pins Vcc ls power and V$S is the ground con- 
nection 

INT - This pin provides the capability for asynchronously 
applying an external interrupt to the MCU Refer to INTER- 
RUPTS for additional information. 

XTAL AND EXTAL — These pins provide control input for 
the on-chip clock oscillator circuit A crystal or an external 
signal can be connected to these pins to provide the internal 



oscillator Lead length and stray capacitance on these two 
pins should be minimized Refer to INTERNAL 
OSCILLATOR for recommendations about these pins 

f m — The high frequency digital input to the variable 
divider portion of the on-chip frequency synthesizer is on the 
f, n pin The reference frequency for the phase lock loop is 
divided down from the crystal oscillator. Refer to the PHASE 
LOCK LOOP section for details on the frequency synthesizer 
features 



0COMP — This three-state output is the result of compar- 
ing the internal reference frequency to the variable divider 
signal Refer to PLL for details In Self-Check, 0COMP is 
raised to «9 V 
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RESET - This pin allows resetting of the MCU at times 
other than the automatic resetting capability already in the 
MCU. Refer to RESETS for additional information 

NUM — This pm is not for user application and must be 
connected to VsS- 

INPUT/OUTPUT LINES <PA0-PA7, PB0-PB7, PC0-PC2) 

- These 19 lines are arranged into two 8-bit ports (A and B) 
and one 3-bit port (C) All lines are programmable as either 
inputs or outputs under software control of the data direc- 
tion registers. Refer to INPUT/OUTPUTS for additional in- 
formation The PCO/TIMER pin also serves as an external in- 
put to the internal timer Refer to the TIMER section for in- 
formation on the timer modes 

MEMORY 

The MCU memory is configured as shown in Figure 6 The 
MCU is capable of addressing 4096 bytes of memory and I/O 
registers with its program counter The MCU has im- 
plemented 2698 of these memory locations This consists of. 
2508 bytes user ROM, 1 16 bytes self-check ROM, 64 bytes of 
user RAM, 6 bytes of port I/O, 2 timer registers, and 2 PLL 
registers The user ROM is split into four areas. The first area 
begins at memory location $080, which allows the user to 
access ROM locations utilizing the direct and table look-up 
indexed addressing modes The second user ROM area 
begins at memory location $100 The last eight user ROM 
locations, at the top of memory, are for the interrupt vectors 



The MCU reserves the first 16 memory locations for I/O 
features, of which 10 have been implemented. These loca- 
tions are used for the ports, the port DDRs, the timer, and 
the PLL registers. 

Sixty-four bytes of user RAM are provided Of the 64 
bytes, 31 bytes are shared with the stack area The stack 
must be used with care when data shares the stack area 

The shared stack area is used during the processing of 
interrupt and subroutine calls to save the processor state 

The register contents are pushed onto the stack in the 
order shown in Figure 7 Since the stack pointer decrements 
during pushes, the low order byte (PCD of the program 
counter is stacked first, then the high order four bits (PCH) 
are stacked This ensures that the program counter is loaded 
correctly following pulls from the stack, since the stack 
pointer increments when it pulls data from the stack A 
subroutine call results in only the program counter (PCH, 
PCD contents being pushed onto the stack, the remaining 
CPU registers are not pushed. 



REGISTERS 

The MCU has five registers available to the programmer 
They are shown in Figure 8 and are explained in the following 
paragraphs 

ACCUMULATOR (A) - The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations 



FIGURE 6 - MC6805T2 MCU ADDRESS MAP 



Page Zero 
Access with j 
Short \ 
Instructions 





7 


7 6 5 4 


3 2 10 





I/O Ports, RAM 
PLL, Timer 


$000 

$07F 
U080 

$0FF 
$100 

\ 

$7FF 
$800 

$D3F 
$D40 

$F83 
$F84 

$FF7 
$FF8 

$FFF 



1 
2 
3 
4 
5 
6 
7 
8 
9 
y 10 

\ 11 
\ 12 

63 
64 

127^ 


Port A 


127 


PortB 


128 


Page Zero 
User ROM 
(128 bytes) 


11111 


PortC 


255 


NOT USED 


256 


User ROM 
(1792 bytes) 


Port A DDR 


2047 


PortB DDR 


2048 


Not Used 
(1344 bytes) 


NOT USED 


Port C DDR 




NOT USED 




Timer Data Register 




Timer Control Register 


3391 


Variable Divider LSB 


3392 


ROM 
(580 bytes) 


1 1 


Variable Divider MSB 


3971 


NOT USED 
(52 bytes) 


397? 


Self-Check 

ROM 
(116 bytes) 


4087 


User RAM 
(64 bytes) 


4088 
4095 


Interrupt Vectors (8 bytes) 


(31 


Stc 

bytes 

4 


ck 
Tiaximu 


71) 



$000 

$001 

$002 

$003 

$004* 

$005* 

$006* 

$007 

$008 

$009 

$00A 

$00B 

$00C 

$03F 
$040 



$07F 



'Caution Data Direction Register (DDRs) are write-only, they read as $FF 
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FIGURE 7 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 1 Pull 



FIGURE 8 - PROGRAMMING MODEL 
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J Index Register 
Program Counter 
Stack Pointer 



H I i I N I z [ C J Condition Code Register 
I i 



■ Carry/ Borrow 

■ Zero 

• Negative 

• Interrupt Mask 

• Half Carry 



INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode It contains an 
8-bit value that may be added to an instruction value to 
create an effective address The index register can also be 
used for data manipulations using the read/ modify/ write in- 
structions The index register may also be used as a tem- 
porary storage area 

PROGRAM COUNTER (PC) - The program counter is a 
12-bit register that contains the address of the NEXT instruc- 
tion to be executed 

STACK POINTER (SP) - The stack point is a 12-bit 
register that contains the address of the next free location on 
the stack Initially, the stack pointer is set to location $07F 
and is decremented as data is being pushed onto the stack 
and incremented as data is being pulled from the stack The 
seven most-significant bits of the stack pointer are per- 
manently set to 0000011 During a MCU reset or the Reset 
Stack Pointer (RSP) instruction, the stack pointer is set to 
location $07F Subroutines and interrupts may be nested 
down to location $061 (31 bytes maximum) which allows the 
programmer to use up to 15 levels of subroutine calls 

CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each individual condition 
code register bit is explained in the following paragraphs 

Half Carry (H) - Set during ADD and ADC instructions to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) — This bit i s set to mask (disable) the timer 
and external interrupt (INT). If an interrupt occurs while this 



bit is set, the interrupt is latched and is processed as soon as 
the interrupt bit is reset 

Negative (N) — Used to indicate that the result of the 
LAST arithmetic, logical, or data manipulation was negative 
(bit 7 in result equal to a logical one) 

Zero (Z) - Used to indicate that the result of the LAST 
arithmetic, logical, or data manipulation was zero 

Carry/Borrow (C) - Used to indicate that a carry or bor- 
row out of the arithmetic logic unit (ALU) occurred during 
the LAST arithmetic operation This bit is also affected dur- 
ing bit test and branch instructions plus shifts and rotates 

TIMER 

The MCU timer circuitry is shown in Figure 9. The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the clock input (prescaler out- 
put) When the timer reaches zero the timer interrupt request 
bit (bit 7) in the Timer Control Register (TCR) is set. The 
timer interrupt can be masked (disabled) by setting the timer 
interrupt mask bit (bit 6) in the TCR The interrupt bit (l-bit) 
in the Condition Code Register also prevents a timer inter- 
rupt from being processed The MCU responds to this inter- 
rupt by saving the present CPU state in the stack, fetching 
the timer interrupt vector from locations $FF8 and $FF9 and 
executing the interrupt routine, see INTERRUPT section 

The timer clock input is established via bit 5 (TCR5) in the 
Timer Control Register When this bit is set high, logical one 
(external mode), the timer clock source is the PC0/TIMER 
pin. In this mode a mask option is used to select either, a) the 
gated <j>2 with PC0 or b) the positive transition on 
PC0/TIMER as timer clock source This allows easily per- 
formed pulse width or pulse count measurements. When 
TCR5 is low, logical zero, the timer clock source is the inter- 
nal <t>2. 
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FIGURE 9 - TIMER BLOCK DIAGRAM 
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^> 



7C>Od 



«^Cy 
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ii 
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Input 



Time Out 



8-Bit Counter 
Timer Data Reg (TDR) 



1 V 



+H 



71 I i i i i lo 

Timer Control Reg (TCR) 



T~F 



Internal Data Bus 



Bit 4 in the Timer Control Register (TCR4) disables the 
timer clock source when set to logical one 

The timer continues to count past zero, falling through to 
$FF from zero, and then continuing to count Thus, the 
counter can be read at any time by reading the Timer Data 
Register (TDR). This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process 

At Powerup or Reset, the prescaler and counter are 
initialized with all logical ones; the timer interrupt request bit 
(bit 7) is cleared; the timer interrupt mask bit (bit 6) is set; the 
external timer source bit (bit 5) is cleared and the timer 
disable bit (bit 4) is cleared 

SELF-CHECK 

The self-check capability of the MCU provides an internal 
check to determine if the port is functional. Connect the 
MCU as shown in Figure 10 and monitor the output of Port C 
bit 3 for an oscillation of approximately 7 Hz A 9-volt level on 
the <£COMP input, pin 7, energizes the ROM-based self- 
check feature The self-check program exercises the RAM, 
ROM, timer, interrupts, and I/O ports 

RESETS 

T he MCU can be reset two ways - by the external reset in- 
put (RESET) and during power up time . See Fi gure 11 

The internal circuit connected to t he RF.SE T pin consists 
of a Schmitt trigger which senses the RESET line logic level 
The Schmitt trigger prov ides an internal reset voltage if it 
senses a logical on the RESET pin. During power up, the 
Schmit t trigger switches on (removes reset) when the 
RESET pin voltage rises to V|RES+ • When the RESET pin 
voltage falls to a logical for a period longer than one t cvc , 
the Schmitt trigger switches off to provide an internal reset 
voltage The "switch off" voltage occurs at V|RES — • A 
typical reset Schmitt trigger hysteresis curve is shown in 
Figure 12. 

Upon power up, a delay of tRHL IS needed before allowing 
the reset input to go high. This time allows the intern al clock 
generator to stabilize. Connecting a capacitor to the RESET 



input, as shown in Figure 12, will provide sufficient delay. 
See Figure 17 for the complete reset sequence. 

INTERNAL OSCILLATOR 

The internal oscillator circuit has been designed to require 
a minimum of external components The use of a crystal or 
an external signal may be used to drive the internal oscillator 
The different connection methods are shown in Figures 13 
and 14 The crystal specifications are given in Figure 15. 

The crystal oscillator startup time is a function of many 
variables crystal parameters (especially R s ), oscillator load 
capacitances, IC parameters, ambient temperature, and sup- 
ply voltage To ensure rapid oscillator startup, neither the 
crystal characteristics nor the load capacitance should ex- 
ceed recommendations. 

INTERRUPTS 

The MCU can be int erru pted three different ways through 
the external interrupt (INT) input pin, the internal timer inter- 
rupt request, or the software interrupt instruction (SWI). 
When any interrupt occurs, processing is suspended, the 
present CPU state is pushed onto the stack, the interrupt bit 
(I) in the Condition Code Register is set, the address of the 
interrupt routine is obtained from the appropriate interrupt 
vector address, and the interrupt routine is executed. Stack- 
ing the CPU registers, setting the l-bit, and vector fetching 
requires a total of 1 1 t cvc periods for completion 

A flowchart of the interrupt sequence is shown in Figure 
16 The interrupt service routine must end with a return from 
interrupt (RTI) instruction which allows the MCU to resume 
processing of the program prior to the interrupt (by unstack- 
mg the previous CPU state). Table 1 provides a listing of the 
interrupts, their priority, and the address of the vector which 
contains the starting address of the appropriate interrupt ser- 
vice routine The interrupt priority applies to thos e pendin g 
when the CPU is ready to accept a new interrupt. RESET is 
listed in Table 1 because it is treated as an interrupt. 
However, it is not normally used as an interrupt When the 
interrupt mask bit in the Condition Code Register is set the 
interrupt is latched for later interrupt execution 
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FIGURE 10 - SELF-CHECK CONNECTIONS 
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FIGURE 11 - POWER AND RESET TIMING 




FIGURE 12 - POWERUP RESET DELAY CIRCUIT 
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FIGURE 13 - CRYSTAL OSCILLATOR 



FIGURE 14 - EXTERNAL OSCILLATOR 
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NOTE. The recommended C|_ value with a 4 MHz crystal is 27 pF, 
maximum, including system distributed capacitance There 
is an internal capacitance of approximately 25 pF on the 
XTAL pin For crystal frequencies other than 4 MHz, the 
total capacitance on each pin should be scaled as the in- 
verse of the frequency ratio For example, with a 2 MHz 
crystal, use approximately 50 pF on EXTAL and approxi- 
mately 25 pF on XTAL. The exact value depends on the 
Motional-Arm parameters of the crystal used 



FIGURE 15 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 
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Note Keep crystal leads and circuit 
connections as short as possible 
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FIGURE 16 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


fTesTF 

SWI 

INT 

Timer 


1 

2* 
3 
4 


$FFE and $FFF 
$FFC and $FFD 
$FFA and $FFB 
$FF8 and $FF9 



♦Priority 2 applies when the l-bit in the Condition Code Register is 
set When I = 0, SWI has a priority of 4, like any other instruction, 
the priority of INT thus becomes 2 and the timer becomes 3 



The external interrupt is int erna lly synchronized and then 
latched on the falling edge of INT. A sinusoidal input signal 
(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 17, for use as a Zero-Crossing 
Detector. For digital applications the INT can be driven by a 
digital signal at a maximum period of t|WL 



INPUT/OUTPUT 

There are 19 input/ output pins (The INT pin may also be 
polled with branch instructions to provide an additional input 
pin.) All pins (Ports A, B, and C) are programmable as either 
inputs or outputs under software control of the correspond- 
ing Data Direction Registers (DDR). The port I/O program- 
ming is accomplished by writing the corresponding bit in the 
port DDR to a logic "1" for output or a logic "0" for input. 
On Reset all DDRs are initialized to a logic "0" state to put 
the ports in the input mode. The port output registers are not 
initialized on Reset but may be written to before setting the 
DDR bits to avoid undefined levels. When programmed as 
outputs, the latched output data is readable as input data, 
regardless of the logic levels at the output pin due to output 
loading; see Figure 18. When Port B is programmed for out- 
puts, it is capable of sinking 10 mA and sourcing 1 mA on 
each pin. 
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FIGURE 17 - TYPICAL INTERRUPT CIRCUITS 
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FIGURE 18 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is a write-only register and reads as all 1's 

"Ports A (with CMOS drive disabled), B, and C are three-state ports Port A has optional internal pullup devices 
to provide CMOS drive capability See Electrical Characteristics tables for complete information 
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All input/output lines are TTL compatible as both inputs 
and outputs Ports B and C are CMOS compatible as inputs 
Port A may be made CMOS compatible as outputs with a 
mask option Figure 19 provides some examples of port con- 
nections The address map in Figure 6 gives the address of 
the data registers and DDRs The register configuration is 

shown in Table 2 ^ .. 

Caution 

The corresponding DDRs for ports A, B, and C are write- 
only registers (registers at $004, $005, and $006) A read 
operation on these registers is undefined Since BSET and 
BCLR are read/ modify/ write functions, they cannot be used 
to set or clear a DDR bit (all "unaffected" bits would be set) 
It is recommended that all DDR bits in a port be written using 
a single-store instruction 

The latched output data bit (see Figure 18) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 



used to initialize the data registers and avoid undefined out- 
puts, however, care must be exercised when using read/ 
modify/write instructions since the data read corresponds to 
the pin level if the DDR is an input (0) and corresponds to the 
latched output data when the DDR is an output (1) 



PHASE LOCK LOOP (PLL) 

The PLL section consists of a 14-bit binary variable 
divider, a fixed 10-stage divider, a digital phase and fre- 
quency comparator with a three-state output, and circuitry 
to avoid "backlash" effects in phase lock conditions 

With a suitable high-frequency prescaler and an active 
integrator the user can easily establish a frequency syn- 
thesizer system driving a voltage controlled oscillator, as 
shown in Figure 20 The equations governing the PLL are 
given in Figure 21 



TABLE 2 - MCU REGISTER CONFIGURATION 

PORT DATA DIRECTION REGISTER (DDR) 
7 




(1) Write Only, reads as all 1's 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
Port C Addr=$006 



PORT DATA REGISTER 
7 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 



TIMER CONTROL REGISTER (TCR) 
$009 7 6 5 



TCR7- Timer Interrupt Request Status Bit Set when 
TDR goes to zero, must be cleared by software 
Cleared to by Reset 

TCR6-Timer Interrupt Mask Bit 1 = timer interrupt 
masked (disabled) Set to 1 by Reset 

TCR5- External Timer Source 1 = External, 0= Inter- 
nal Cleared to by Reset 

TCR4- Disable Timer 1 = Timer Source Disconnected, 
0= Timer Input Enabled Cleared to by Reset 

TCR Bits 3, 2, 1, and read as 1's (not used) 



TIMER DATA REGISTER (TDR) 
$008 7 
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FIGURE 19 - TYPICAL PORT CONNECTIONS 
a. Output Modes 
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VARIABLE DIVIDER 

The variable divider is a 14-bit binary down counter which 
communicates with the CPU via two read/write registers 
located at address $00A, for the LS byte, and $00B, for the 
MS byte The upper two bits in register $00B, always read 
as logical " 1 's" When the variable divider count has reached 
zero a preset pulse, fvAR» ,s generated. This is used to 
reload the variable divider with the contents of the 14-bit 
latch as shown in Figure 22 

Data transfers from registers $00A and $00B to the latch 
occur outside the preset time and only during a write opera- 
tion performed on register $00A For example, a 6-bit data 
transfer to register $00B is only transferred to the variable 
divider if followed by a write operation to register $00A 
Figure 23 shows a typical error free manipulation of the 
14-bit data in the fine tuning operations 



The use of the 14-bit latch synchronizes the data transfer 
between two asynchronous systems, namely, the CPU and 
the variable divider 

At power up reset both the variable divider and the con- 
tents of the PLL registers are set to logical "Vs" 

The variable frequency input pin, fj n , is self biased requir- 
ing an ac coupled signal with a normal swing of 5 V The 
input frequency range of f m allows the device, together with 
a suitable prescaler, to cover the entire TV frequency spec- 
trum 
REFERENCE DIVIDER 

This 10-stage binary counter generates a reference fre- 
quency, fREF' which is compared with the output of the 
variable divider The reference divider is mask program- 
mable, thus, allowing the user a choice of reference fre- 
quency, see Figure 22. 
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FIGURE 21 - PRINCIPAL PLL EQUATIONS 

For a system in lock. 

fVAR = f REF 
since-j f, n = fm • N 

f VCO = fREF * p 

where P = prescaler division ration 
fVCO = fREF • P • N 

Minimum frequency step = 
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FIGURE 22 - MC6805T2 PLL BLOCK DIAGRAM 
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FIGURE 23 - TYPICAL FINE TUNE EXAMPLE 
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PHASE COMPARATOR 

The phase comparator compares the frequency and phase 
°f f\/AR a n d fREF» and according to their phase relationship 
generates a three-level output, 0COMP, as shown in Figures 
24 and 25. The output waveform is then integrated, 
amplified, and the resultant dc voltage is applied to the 
voltage controlled oscillator 

In practice a linear characteristic around the steady-state 
region can not be achieved due to internal propagation 



delays. Thus, phase comparators exhibit non-linear 
characteristics and for systems which lock in phase, this 
results in a 'backlash' effect - creating sidebands and FM 
distortion. To avoid this effect a very short pulse is injected 
periodically into the system. The loop, in turn, attempts to 
cancel this interference, and in doing so brings the phase 
comparator to its linear zone, as shown in Figures 26 and 27. 
A typical application, for a TV frequency synthesizer, is il- 
lustrated in Figure 28 



FIGURE 24 - PHASE COMPARATOR STATE DIAGRAM 
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FIGURE 25 - PHASE COMPARATOR OUTPUT WAVEFORM 
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FIGURE 26 - PHASE COMPARATOR CHARACTERISTICS 
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FIGURE 28 - A TYPICAL TV SYNTHESIZER APPLICATION 
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BIT MANIPULATION 

The MCU has the ability to set or clear any single random- 
access memory or input/ output bit (except the Data Direc- 
tion Registers, see Caution under INPUT/OUTPUT 
paragraph), with a single instruction (BSET, BCLR) Any bit 
in page zero including ROM, except the DDRs, can be 
tested, using the BRSET and BRCLR instructions, and the 
program branches as a result of its state The Carry bit 
equals the value of the bit referenced by BRSET and BRCLR 
A Rotate instruction may then be used to accumulate serial 
input data in a RAM location or register The capability to 
work with any bit in RAM, ROM, or I/O allows the user to 



have individual flags in RAM or to handle I/O bits as control 
lines 

The coding example in Figure 29 illustrates the usefulness 
of the bit manipulation and test instructions Assume that 
the MCU is to communicate with an external serial device 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LSB first, 
out of the device The MCU waits until the data is ready, 
clocks the external device, picks up the data in the Carry Flag 
(C-bit), clears the clock line and finally accumulates the data 
bits in a RAM location 



FIGURE 29 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MCU has 10 addressing modes which are explained 
briefly in the following paragraphs For additional details and 
graphical illustrations, refer to the M6805 Family Users 
Manual 

The term "effective address" (EA) is used in describing the 
address modes EA is defined as the address from which the 
argument for an instruction is fectched or stored 

IMMEDIATE - In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT — In the direct addressing mode, the effective 
address of the argument is contained in a single byte follow- 
ing the opcode byte Direct addressing allows the user to 
directly address the lowest 256 bytes in memory with a single 
2-byte instruction This includes the on-chip RAM and I/O 
registers and 128 bytes of ROM Direct addressing is an ef- 
fective use of both memory and time 

EXTENDED - In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE — The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the8-bit signed byte following the opcode (the offset) is add- 
ed to the PC if and only if the branch condition is true. Other- 
wise, control proceeds to the next instruction The span of 
relative addressing is from -126 to +129 from the opcode 
address. The programmer need not worry about calculating 
the correct offset when using the Motorola assembler, since 
it calculates the proper offset and checks to see if it is within 
the span of the branch. 

INDEXED, NO OFFSET - In the indexed, no offset ad- 
dressing mode, the effective address of the argument is con- 
tained in the8-bit index register. Thus, this addressing mode 
can access the first 256 memory locations. These instruc- 
tions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode the effective address is the sum of the con- 
tents of the unsigned 8-bit index register (X) and the unsign- 
ed byte following the opcode. This addressing mode is 
useful in selecting the kth element in an n element table. 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction. 
As such tables may begin anywhere within the first 256 ad- 
dressable locations and could extend as far as location 511 
($1FE). 



INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed, 8-bit offset, ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory 

BIT SET/CLEAR — In the bit set/ clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the page- zero address of the 
byte in which the specified bit is to be set or cleared Thus, 
any read/write bit in the first 256 locations of memory, in- 
cluding I/O, can be selectively set or cleared with a single 
2-byte instruction See Caution under the INPUT/OUTPUT 
paragraph 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing. The bit and condition (set or clear) is in- 
cluded in the opcode, which is to be tested and the address 
of the byte to be tested is in the single byte immediately 
following the opcode byte The signed relative 8-bit offset in 
the third byte is added to the value of the PC if the branch 
condition is true. This single 3-byte instruction allows the 
program to branch based on the condition of any readable 
bit in the first 256 locations of memory The span of branch- 
ing is from +130 to -125 from the opcode address The 
state of the tested bit is also transferred to the Carry bit of 
the Condition Code Register See Caution under the IN- 
PUT/OUTPUT paragraph 

INHERENT - In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MCU has a set of 59 basic instructions, which when 
combined with the 10 addressing modes produce 207 usable 
opcodes. They can be divided into five different types 
register/ memory, read/ modify/ write, branch, bit manipula- 
tion, and control The following paragraphs briefly explain 
each type. All the instructions within a given type are 
presented in individual tables 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands. One operand is either the ac- 
cumulator or the index register The other operand is obtain- 
ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operand. Refer to Table 3. 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Cautions under INPUT/OUT- 
PUT paragraph). The test for negative or zero (TST) instruc- 
tion is included in the read/ modify/ write instructions though 
it does not perform the write. Refer to Table 4. 
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TABLE 3 - REGISTER/MEMORY INSTRUCTIONS 



CO 







Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


n 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


n 
Bytes 


Cycles 


Op 
Code 


n 

Bytes 


Cycles 


OP 
Code 


tt 
Bytes 


n 

Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


C1 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


05 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



2 
o 



CJI 











TABLE 4 - READ/ MODIFY/ WRITE/ INSTRUCTIONS 












Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


n 

Bytes 


Cycles 


Op 
Code 


# 
Bytes 


n 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 




MC6805T2 



BRANCH INSTRUCTIONS - The branch instructions CONTROL INSTRUCTIONS - The control instructions 

cause a branch from the program when a certain condition is control the MCU operations during program execution 

met. Refer to Table 5. Refer to Table 7. 

BIT MANIPULATION INSTRUCTIONS - These mstruc- ALPHABETICAL LISTING - The complete instruction set 

tions are used on any bit in the first 256 bytes of the memory is given in alphabetical order in Table 8 
(see Cautions under INPUT/OUTPUT paragraph). One 

group either sets or clears. The other group performs the bit OPCODE MAP SUMMARY — Table 9 is an opcode map 

test branch operations Refer to Table 6. for the instructions used on the MCU. 
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TABLE 5 - BRANCH INSTRUCTIONS 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


Branch IFFEqual 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFF Plus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


Branch IFFlnterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


Branch IFFInterrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



■ 



TABLE 6 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set /Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is set 


BRSETn(n = 7) 


__ 


- 


— 


2»n 


3 


10 


Branch IFF Bit n is clear 


BRCLRn(n = 7) 


- 


- 


- 


01 + 2»n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10+ 2»n 


2 


7 


- 


- 


- 


Clear bit n 


BCLR n (n = 7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 7 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 8 - INSTRUCTION SET 



1 







Addressing Modes 


Condition Code 




Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


C 




ADC 




X 


X 


, X 




X 


X 


X 






A 


• 


A 


A 


A 




ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 




AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 




ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 




ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 




BCC 










X 
























BCLR 


















X 
















BCS 










X 
























BEQ 










X 
























BHCC 










X 
























BHCS 










X 
























BHI 










X 
























BHS 










X 
























BIH 










X 
























BIL 










X 
























BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 




BLO 










X 
























BLS 










X 
























BMC 










X 
























BMI 


































BMS 


































BNE 


































BPL 


































BRA 


































BRN 


































BRCLR 




















X 


• 


• 


• 


• 


A 




BRSET 




















X 


• 


• 


• 


• 


A 




BSET 


















X 
















BSR 










X 
























CLL 


X 




















• 


• 


• 


• 







CLI 


X 




















• 





• 


• 


• 




CLR 


X 




X 






X 


X 








• 


• 





1 


• 




CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 




COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 




CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 




DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 




EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 




INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 




JMP 






X 


X 




X 


X 


X 


















JSR 






X 


X 




X 


X 


X 


















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 




LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 




LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 




LSR 


X 




X 






X 


X 








• 


• 





A 


A 




NEQ 


X 




X 






X 


X 








• 


• 


A 


A 


A 




NOP 


X 
































ORA 




X 


X 


X 




X 


X 


X 









• 


A 


A 


• 




ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 




RSP 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 8 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


C 


RTI 


X 




















p 


? 


? 


? 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 






















• 


• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 








• 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 






















1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 










• 


A 


A 


• 


TXA 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

7 Load CC Register From Stack 



■ 
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TABLE 9 - M6805 FAMILY INSTRUCTION OPCODE MAP 



2 
o 



l>0 
O 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


R i L 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


IX2 


1X1 


IX 


\^ Hi 



0000 


1 
0001 


2 

0010 


3 

0011 


4 
0100 


5 

0101 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 
1010 


B 

1011 


C 

1100 


D 
1101 


E 
1110 


F 
1111 


Hi ^-~-"" 

^— ^"^ LOW 



0000 


10 5 
BRSET0 
3 BTB 


7 5 
BSET0 

2 BSC 


4 3 

BRA 
2 REL 


6 5 

NEG 
2 DIR 


4 3 
NEGA 

1 INH 


4 3 
NEGX 

1 INH 


7 6 
NEG 

2 1X1 


6 5 
NEG 

1 IX 


9 9 
RTI 

1 INH 




2 2 

SUB 

2 IMM 


4 3 

SUB 

2 DIR 


5 4 

SUB 

3 EXT 


6 5 

SUB 

3 IX2 


5 4 
SUB 

2 1X1 


4 3 

SUB 

1 IX 



0000 


1 
0001 


10 5 
BRCLR0 

3 BTB 


7 5 

BCLR0 
2 BSC 


4 3 

BRN 
2 REL 












6 6 
RTS 

1 INH 




2 2 

CMP 

2 IMM 


4 3 
CMP 

2 DIR 


5 4 
CMP 

3 EXT 


6 5 

CMP 
3 IX2 


5 4 

CMP 
2 1X1 


4 3 

CMP 

1 IX 


1 

0001 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 

BHI 
2 REL 
















2 2 

SBC 

2 IMM 


4 3 
SBC 

2 DIR 


5 4 
SBC 

3 EXT 


6 5 
SBC 

3 IX2 


5 4 

SBC 

2 1X1 


4 3 

SBC 

1 IX 


2 

0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 
BLS 

2 REL 


6 5 
COM 

2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 

COM 
2 1X1 


6 5 
COM 


11 10 

SWI 

1 INH 




2 2 

CPX 

2 IMM 


4 3 
CPX 

2 DIR 


5 4 

CPX 
3 EXT 


6 5 

CPX 

3 IX2 


CPX 

2 1X1 


4 3 

CPX 

1 IX 


3 

0011 


4 

0100 


10 5 
BRSET2 

3 BTB 


7 5 

BSET2 
2 BSC 


4 3 
BCC 

2 REL 


6 5 

LSR 
2 DIR 


4 3 
LSRA 

1 INH 


4 3 
LSRX 

1 INH 


7 6 
LSR 

2 1X1 


6 5 
LSR 






2 2 
AND 

2 IMM 


4 3 

AND 
2 DIR 


5 4 

AND 
3 EXT 


6 5 

AND 
3 IX2 


5 4 
AND 

2 1X1 


4 3 
AND 


4 

0100 


5 

0101 


10 5 
BRCLR2 
3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 
BCS 

2 REL 
















2 2 

BIT 
2 IMM 


4 3 

BIT 
2 DIR 


5 4 

BIT 
3 EXT 


6 5 

BIT 
3 IX2 


5 4 
BIT 

2 1X1 


4 3 

BIT 

1 IX 


5 

0101 


6 

0110 


10 5 
BRSET3 
3 BTB 


7 5 

BSET3 

2 BSC 


4 3 
BNE 

2 REL 


6 5 

ROR 

2 DIR 


4 3 

RORA 

1 INH 


4 3 
RORX 

1 INH 


7 6 

ROR 
2 1X1 


6 5 
ROR 

1 IX 






2 2 
LDA 

2 IMM 


4 3 

LDA 
2 DIR 


5 4 

LDA 
3 EXT 


6 5 

LDA 
3 IX2 


5 4 

LDA 

2 1X1 


4 3 
LDA 

1 IX 


6 

0110 


7 
0111 


10 5 
BRCLR3 
3 BTB 


7 5 

BCLR3 
2 3SC 


4 3 
BEQ 

2 REL 


6 5 

ASR 
2 DIR 


4 3 
ASRA 

1 INH 


4 3 

ASRX 

1 INH 


7 6 
ASR 

2 1X1 


6 5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




5 4 

STA 
2 DIR 


6 b 
STA 

3 EXT 


7 6 

STA 
3 IX2 


6 5 

STA 

2 iXI 


5 4 
STA 


7 

0111 


8 

1000 


10 5 
BRSET4 
3 BTB 


7 5 

BSET4 
2 BSC 


4 3 

BHCC 
2 REL 


6 • 5 
LSL 

2 DIR 


4 3 
LSLA 

1 INH 


4 3 
LSLX 

1 INH 


7 6 

LSL 
2 1X1 


6 5 

LSL 
1 IX 




2 2 
CLC 

1 INH 


2 2 

EOR 

2 IMM 


4 3 

EOR 

2 DIR 


5 4 

EOR 

3 EXT 


6 5 

EOR 
3 IX2 


5 4 

EOR 

2 1X1 


4 3 

EOR 


8 

1000 


9 

1001 


10 5 
BRCLR4 
3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 
BHCS 

2 REL 


6 5 

ROL 
2 DIR 


4 3 
ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 
ROL 

2 1X1 


6 5 
ROL 

1 IX 




2 2 
SEC 

1 INH 


2 2 
ADC 

2 IMM 


4 3 
ADC 

2 DIR 


5 4 

ADC 
3 EXT 


6 5 
ADC 

3 IX2 


5 4 
ADC 

2 1X1 


4 3 

ADC 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 

BSET5 
2 BSC 


4 3 
BPL 

2 REL 


6 5 
DEC 

2 DIR 


4 3 
DECA 

1 INH 


4 3 
DECX 

1 INH 


7 6 

DEC 

2 1X1 


6 5 
DEC 

1 IX 




2 2 
CLI 

1 INH 


2 2 

ORA 

2 IMM 


4 3 

ORA 

2 DIR 


ORA 

3 EXT 


6 5 

ORA 

3 IX2 


5 4 

ORA 

2 1X1 


4 3 

ORA 


A 

1010 


B 

1011 


10 5 
BRCLR5 

3 BTB 


7 5 
BCLR5 

2 BSC 


4 3 

BMI 
2 REL 














2 2 

SEI 

1 INH 


2 2 
ADD 

2 IMM 


4 3 
ADD 

2 DIR 


5 4 
ADD 

3 EXT 


6 5 
ADD 

3 IX2 


5 4 
ADD 

2 1X1 


4 3 
ADD 


B 

1011 


C 
1100 


10 5 
BRSET6 
3 BTB 


7 5 

BSET6 
2 BSC 


4 3 

BMC 
2 REL 


6 5 
INC 

2 DIR 


4 3 
INCA 

1 INH 


4 3 
INCX 

1 INH 


7 6 

INC 
2 1X1 


6 5 

INC 
1 IX 




2 2 
RSP 

1 INH 




3 2 

JMP 
2 DIR 


4 3 

JMP 
3 EXT 


5 4 

JMP 
3 IX2 


4 3 
JMP 

2 1X1 


3 2 
JMP 

1 IX 


C 

1100 


D 

1101 


10 5 
BRCLR6 
3 BTB 


7 5 

BCLR6 
2 PSC 


BMS 

2 REL 


6 4 

TST 
2 DIR 


4 3 
TSTA 

1 INH 


4 3 
TSTX 

1 INH 


7 5 

TST 
2 1X1 


6 4 
TST 

1 IX 




2 2 
NOP 


8 6 
BSR 

2 REL 


7 5 

JSR 
2 DIR 


8 6 

JSR 
3 EXT 


9 7 

JSR 

3 IX2 


8 6 

JSR 
2 1X1 


7 5 
JSR 

1 IX 


D 

1101 


E 

1110 


10 5 
BRSET7 
3 BTB 


7 5 

BSET7 
2 BSC 


4 3 
BIL 

2 REL 












STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 
LDX 

2 DIR 


5 4 
LDX 

3 EX, 


6 5 
LDX 

3 IX2 


5 4 
LDX 

2 1X1 


4 3 
LDX 


E 

1110 


F 

1111 


10 5 
BRCLR7 
3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 
BIH 

2 REL 


6 5 
CLR 

2 DIR 


4 3 
CLRA 

1 INH 


4 3 
CLRX 

1 INH 


7 6 
CLR 

2 1X1 


6 5 
CLR 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




5 4 
STX 

2 DIR 


6 5 
STX 

3 EXT 


7 6 
STX 

3 IX2 


6 5 
STX 

2 1X1 


5 4 
STX 


F 

1111 



ho 



Abbreviations for Address Modes 



LEGEND 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


IX2 


Indexed, 2 Byte (16-Bit) Offset 


* 


CMOS Versions Only 



# of Cycles (HMOS Versions) - 

Mnemonic - 
Bytes - 

# of Cycles (CMOS Versions) 





f < 




Opcode in Hexadecimal 




1111^ 






*>4 3 

w CI ID^ 


^ 

0000-*^ 


~~^^=»" Opcode in Binary 




H A\ 










/ \ 


Address Mode 
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ORDERING INFORMATION 

The information required when ordering a custom MCU is 
listed below The ROM program may be transmitted to 
Motorola on EPROM(s) or on MDOS disk file. 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local Motorola representative or 
distributor 

EPROMs - The MCM2716 or MCM2532 type EPROMs, 
programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern 
generation The EPROM must be clearly marked to indicate 
which EPROM corresponds to which address space The 
recommended marking procedure is illustrated below 





XXX = Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are 
filed for contractual purposes and are not returned. A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form The listing should be 



thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program one 
blank EPROM from the data file used to create the custom 
mask to aid in the verification process 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification. These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts. The RVUs thus 
are not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS-compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The minimum MDOS system files as 
well as the absolute binary object file (filename,. LO type of 
file) from the M6805 cross assembler must be on the disk An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable Consider submitting a source 
listing as well as the following files, filename, .LX(EXOR- 
ciser® loadable format) and filename, .SA (ASCII Source 
Code). These files will of course be kept confidential and are 
used 1) to speed up the process in-house if any problems 
arise, and 2) to speed up the user-to-factory interface if the 
user finds any software errors and needs assistance quickly 
from Motorola factory representatives 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORciser, EXORsets, etc. 



4-241 



MC6805T2 



Date. 



MC6805T2 MCU ORDERING INFORMATION 

Customer PO Number 



Customer Company _ 
Address 

City 



Motorola Part Numbers 

MC 

"sc 



.State. 



-Zip. 



Country _ 



Phone . 



. Extension _ 



Customer Contact Person _ 
Customer Part Number 




OPTION LIST 

Select the options for your MCU from the following list. A 
manufacturing mask will be generated from this information. 


Timer Clock Source 
D Internal 02 clock 
□ TIMER input pin 






Timer Prescaler 

D 2° (divide by 1) 
□ 2' (divide by 2) 
D 2 2 (divide by 4) 
D 2 3 (divide by 8) 


□ 2* (divide by 16) 

□ 2 5 (divide by 32) 

□ 2 6 (divide by 64) 

□ 2 7 (divide by 128) 




Internal Oscillator Input 

□ Crystal 

□ Resistor 


Low Voltage Inhibit Port A Output Drive 
D Disable □ CMOS and TTL 
□ Enable □ TTL Only 


Pattern Media (All other media requires prior factory approval ) 




D EPROMs (MCM2716 or MCM2532 


D Floppy Disk 






n nthpr 



Clock Freq. . 



Temp. Range 

* Requires prior factory approval 

Marking Information (12 Characters Maximum) 



. D 0° to +70°C (Standard) □ -40° to +85°C* □ -40° to + 125°C* 



Title. 



Signature _ 
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Advance Information 



8-BIT MICROCOMPUTER UNIT WITH A/D 

The MC6805R2 Microcomputer Unit (MCU) is a member of the M6805 
Family of low-cost single-chip Microcomputers The 8-bit microcomputer 
contains a CPU, on-chip CLOCK, ROM, RAM, I/O, 4-channel 8-bit A/D, 
and TIMER It is designed for the user who needs an economical 
microcomputer with the proven capabilities of the M6800-based instruction 
set A comparison of the key features of several members of the M6805 
Family of microcomputers is shown on the last page of this data sheet The 
following are some of the hardware and software highlights of the 
MC6805R2 MCU 

HARDWARE FEATURES: 

• 8-Bit Architecture 

• 64 Bytes of RAM 

• Memory Mapped I/O 

• 2048 Bytes of User ROM 

• 24 TTL/CMOS Compatible Bidirectional I/O Lines (8 lines are LED 
Compatible) 

• 2 to 5 Digital Input Lines 

• A/D Converter 

8- Bit Conversion, Monotonic 
1 to 4 Multiplexed Analog Inputs 
± 1/2 LSB Quantizing Error 
±1/2 LSB All Other Errors 
± 1 LSB Total Error (max) 
Ratiometnc Conversion 

• Zero-Crossing Detection 

• On-Chip Clock Generator 

• Self-Check Mode 

• Master Reset 

• Complete Development System Support On EXORciser® 

• 5 V Single Supply 

SOFTWARE FEATURES: 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrup Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Register/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes 

• User Callable Self-Check Subroutines 

USER SELECTABLE OPTIONS: 

• Internal 8-Bit Timer with Selectable Clock Source (External Timer 
Input or Internal Machine Clock) 

• Timer Prescaler Option (7 Bits 2N) 

• 8 Bidirectional I/O Lines with TTL or TTL/CMOS Interface Option 

• Crystal or Low-Cost Resistor Oscillator Option 

• Low Voltage Inhibit Option , 

• 4 Vectored Interrupts, Timer, Software, and 2 External 



MC6805U2 



HMOS 



(HIGH DENSITY 

N-CHANNEL, SILICON-GATE 

DEPLETION LOAD) 

8-BIT 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



FIGURE 1 - PIN ASSIGNMENTS 
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FIGURE 2 - MC6805U2 HMOS MICROCOMPUTER BLOCK DIAGRAM 
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i_L 



Condition 
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5 Register cc 



Stack 
Pointer 



SP 



Program 

Counter 

4 High PCH 



Program 
Counter 
Low PCL 



ajjj 



INT 



CPU 
Control 



2048x8 
User ROM 



Self Check 
ROM 



64x8 
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Data 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage (Except Pin 6) 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


to 70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 
Plastic 
Ceramic 
Cerdip 


T J 


150 
175 
175 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Ceramic 


0JA 


50 


°C/W 


Cerdip 




60 





This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit For proper operation it is 
recommended that V m and V out be con- 
strained to the range Vss^'Vin or 
V 0Ut )<Vcc Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level \e g , either V$s 
or Vqc 1 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, m °C can be obtained from 1 

Tj = Ta+(Pd»0JA> 
Where' 

Ta« Ambient Temperature, °C 

djA" 1 Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD*P|NT + PP0RT 

P|NT" | CC xV CC Watts - Chip Internal Power 
ppORj"Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected. PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpoRT is neglected) is - 

P D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = PD # (Ta + 273 °C) + 0j a»PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 



ELECTRICAL CHARACTERISTICS (V C c= +5 25 Vdc ±0 5 Vdc, Vss = GND 


Ta = 0° to 70°C Unless Otherwise Noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET <4 75<V CC <5 75) 




40 


- 


vec 




(V CC <4 75) 




Vcc-0 5 


- 


vec 




INT (4 75<V C C^5 75) 


V|H 


40 


* 


vec 


V 


(V C c<4 75) 




Vcc-0 5 


* 


vec 




All Other 




20 


- 


vec 




Input High Voltage Timer 












Timer Mode 


V|H 


20 


- 


vec 


V 


Self-Check Mode 




- 


90 


15 




Input Low Voltage 












RESET 




-0 3 


- 


08 




INT 


V|L 


-0 3 


* 


1 5 


V 


All Other 




-0 3 


- 


08 




RESET Hysteresis Voltages (See Figures 11, 12, and 13) 












"Out of Reset" 


V|RES + 


2 1 


- 


40 


V 


"Into Reset" 


V|RFS- 


08 


- 


20 




INT Zero Crossing Voltage, Through a Capacitor 


V|NT 


2 


- 


4 


v ac p-p 


Internal Power Dissipation, No Port Loading Vcc = 5 75 V, Ta = 0°C 


Pint 


- 


600 


- 


mW 


Input Capacitance 












EXTAL 


Cm 


- 


25 


- 


PF 


All Other 




- 


10 


- 




Low Voltage Recover 


V LVR 


- 


- 


4 75 


V 


Low Voltage Inhibit 


VLVI 


- 


35 


- 


V 


Input Current 












TIMER (V in = 04 V) 




— 


- 


20 




INT(V m = 2 4VtoV C c> 




- 


20 


50 




EXTAL (V, n = 2 4 V to V C C Crystal Option) 


l.n 


- 


- 


10 


*A 


(V, n = 4 V Crystal ODtion) 




- 


- 


-1600 




RESET (V in = 8 V) 




-4 


— 


-50 




(External Capacitor Charging Current) 














* Due to internal biasing, this input (when unused) floats to approximately 2 > 
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SWITCHING CHARACTERISTICS <V C c = +5 25 Vdc ±0 5 Vdc, Vss = GND, T A = 0° to 70°C Unless Otherwise Noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 


fosc 


04 


- 


42 


MHz 


Cycle Time (4/f osc ) 


tcyc 


95 


- 


10 


flS 


INT and TIMER Pulse Width 


tyVL. tWH 


t cyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


t cyc + 250 


- 


- 


ns 


fiESEt Delay Time (External Cap= 1 /*F) 


tRHL 


- 


100 


- 


ms 


[NT Zero Crossing Detection Input Frequency (for ±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Input Duty Cycle (EXTAL) 


- 


40 


50 


60 


% 



PORT ELECTRICAL CHARACTERISTICS (V C c= +5 25 Vdc ±0 5 Vdc, V S s 


= GND, T A 


= 0° to 70°C Unless Otherwise Noted) 


Characteristic | Symbol 


Min 


Typ 


Max 


Unit 


Port A with CMOS drive enabled 


Output Low Voltage I Load = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage l[_oad = ~ 10 ° f*A 


VOH 


24 


- 


- 


V 


Output High Voltage li_oad = -10pA 


VOH 


35 


- 


- 


V 


Input High Voltage lLoad = -300 /*A (max) 


V|H 


20 


- 


vcc 


V 


Input Low Voltage li_oad = —500 /*A (max) 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current (V in = 2 V to Vcc> 


hH 


- 


- 


-300 


fiA 


Hi-Z State Input Current (V, n = 4 V) 


IlL 


- 


- 


-500 


ma 


Port B 


Output Low Voltage I Load = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage lLoad- ^ mA * sin,< ) 


vol 


- 


- 


1 


V 


Output High Voltage I Load = - 200 M A 


VOH 


24 


- 


- 


V 


Darlington Current Drive (Source) Vq= 1 5 V 


'OH 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


nA 


Port C and Port A with CMOS drive disabled 


Output Low Voltage I Load = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage I Load = - 100 ^A 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


fiA 


Port D (Inputs) 


Input High Voltage 


V|H 


20 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Input Current 


'in 


- 


- 


20 


mA 



FIGURE 3 - TTL EQUIVALENT TEST LOAD FIGURE 4 - CMOS EQUIVALENT TEST LOAD FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORT B) (PORTA) (PORTS A AND C| 



o Vcc = 5 ? 5V 
Test MMD6150 I-, 

p omt orEquiv ^ bkQ 



40 pF ; 
(Total) 



12kfi y_ MMD7000 
}l or Equiv 









^ 30 pF (Total) 



Test MMD6150 
Point or Equiv y- 


' V C C = 5.75 V 

J 2.97 kQ 

I 

, MMD7000 

r or Equiv. 


30 pF ? 
(Total) 


=: > 24 kQ ; 

i ] \ 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc AND Vss — Power is supplied to the MCU using 
these two pins Vcc IS power and Vss ,s tne ground con- 
nection 

INT — This pin provides the capability for asynchronously 
applying an external interrupt to the MCU Refer to INTER- 
RUPTS for additonal information 

XTAL AND EXTAL - These pins provide control input 
for the on-chip clock oscillator circuit. A crystal, a resistor, or 
an external signal depending on user selectable manufactur- 
ing mask option, can be connected to these pins to provide a 
system clock with various degrees of stability/ cost tradeoffs 
Lead length and stray capacitance on these two pins should 
be minimized. Refer to INTERNAL CLOCK GENERATOR 
OPTIONS for recommendations about these inputs 

TIMER — This pin allows an external input to be used to 
decrement the internal timer circuitry Refer to TIMER for 
additional information about the timer circuitry. 

RESET - This pin allows resetting of the MCU at times 
other than the automatic resetting cap ability a lready in the 
MCU. The MCU can be reset by pulling RESET low Refer to 
RESETS for additional information 

NUM (Non-User Mode) - This pin is not for user applica- 
tion and must be connected to Vss 



INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) — These 32 lines are arranged into four8-bit ports 
(A, B, C, and D) Ports A, B, and C are programmable as 
either inputs or outputs, under software control of the data 
direction registers Port D is for digital inp ut on ly and bit 6 
may be used for a second interrupt INT2 Refer to 
INPUT/OUTPUT and INTERRUPTS for additional informa- 
tion. 

MEMORY - The MCU is capable of addressing 4096 
bytes of memory and I/O registers with its program counter 
The MC6805U2 MCU has implemented 2314 of these bytes 
This consists of 2048 user ROM bytes, 192 self-check ROM 
bytes, 64 user RAM bytes, 7 port I/O bytes, 2 timer registers, 
and a miscellaneous register, see Figure 6 for the Address 
Map. The user ROM has been split into three areas The first 
area is memory locations $080 to $0FF, and allows the user 
to access the ROM locations utilizing the direct and table 
look-up indexed addressing modes The main user ROM area 
is from $7C0 to $F37 The last 8 user ROM locations at the 
top of memory are for the interrupt vectors 

The MCU reserves the first 16 memory locations for I/O 
features, of which 10 have been implemented These loca- 
tion s are used for the ports, the port DDRs, the timer, and 
the INT2 miscellaneous register Of the 64 RAM bytes, 31 
bytes are shared with the stack area The stack must be used 
with care when data shares the stack area 

The shared stack area is used during the processing of 
interrupt and subroutine calls to save the processor state 



FIGURE 6 - MC6805U2 MCU ADDRESS MAP 



5 4 3 2 10 





OCX) 

127 
128 

255 


I/O Ports 

Timer 

RAM 

(128 Bytes) 


$000 

$07F 
£080 

$0FF 
$100 

$7BF\ 
$7C0 \ 

$F37 \ 
$F38 \ 

$FF7 * 
$FF8 

$FFF 

are write-only, 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 

63 
64 

127 
they 


Port A Data 


$000 


Page Zero 


Port B Data 


$001 


Access with 

Short 
Instructions 


Port C Data 


$002 


Page-Zero 
User ROM 
(128 Bytes) 


Port D Data 


$003 




Port A DDR* 


$004* 




Port B DDR* 


$005* 


256 


Not Used 
(1728 Bytes) 


Port C DDR* 


$006* 




Not Used 


$007 


1983 


Timer Data Reg 


$008 


1984 


Main User 

ROM 

(1912 Bytes) 


Timer Control Reg 


$009 




Mtsc Reg 


$00A 


3895 


Not Used 
(53 Bytes) 


$00B 


3896 


Self-Check 

ROM 
(192 Bytes) 


$03F 


4087 


RAM 
(64 Bytes) 

Stack 
(31 Bytes 
Maximum) 

♦ 


$040 


4088 
4095 


Interrupt 
Vectors 

ROM 
(8 Bytes) 






jction Registers (DDRs) 


$07 F 


Caution Data Dir( 


read as $FF 
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The register contents are pushed onto the stack in the order 
shown in Figure 7 Since the Stack Pointer decrements dur- 
ing pushes, the low order byte (PCD of the Program Counter 
is stacked first, then the high order four bits (PCH) are stack- 
ed This ensures that the program counter is loaded correctly 
during pulls from the stack since the stack pointer in- 
crements when it pulls data from the stack A subroutine call 
results in only the Program Counter (PCL, PCH) contents be- 
ing pushed onto the stack, the remaining CPU registers are 
not pushed 

FIGURE 7 - INTERRUPT STACKING ORDER 

) Pull 

n+1 

n + 2 

n + 3 

n + 4 

n + 5 
Push 
*For subroutine calls, only PCH and PCL are stacked 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal ad- 
dress, data, and control buses 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer They are shown in Figure 8 and are explained in 
the following paragraphs. 

FIGURE 8 - PROGRAMMING MODEL 



Index Register 





7 6 5 


4 


3 2 1 C 


n-4 


1 1 1 


Condition 
Code Register 


n-3 


Accumulator 


n-2 


Index Register 


n-1 


1111 


PCH* 


n 


PCL* 



7 

I 

7 

X 



ACCUMULATOR (A) - The Accumulator is a general 
purpose 8-bit register used to hold operands and results of 
arithmetic calculations or data manipulations. 

INDEX REGISTER (X) - The Index Register is an 8-bit 
register used for the indexed addressing mode It contains an 
8-bit value that may be added to an instruction value to 
create an effective address The index register can also be 
used for data manipulations using the read/ modify/ write in- 
structions The Index Register may also be used as a tem- 
porary storage area 

PROGRAM COUNTER (PC) - The Program Counter is a 
12-bit register that contains the address of the next instruc- 
tion to be executed 

STACK POINTER (SP) - The Stack Pointer is a 12-bit 
register that contains the address of the next free location on 
the stack During an MCU reset, or the Reset Stack Pointer 
(RSP) instruction, the Stack Pointer is set to location $07F 
The Stack Pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack The seven most-significant bits of the Stack Pointer 
are permanently set to 0000011 Subroutines and interrupts 
may be nested down to location $061 (31 bytes maximum) 
which allows the programmer to use up to 15 levels of 
subroutine calls (less if interrupts are allowed) 



CONDITION CODE REGISTERS (CO - The Condition 
Code Register is a 5- bit register in which four bits are used to 
indicate the results of the instruction just executed These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each bit is explained in 
the following paragraphs 



Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4 



Interrupt (I) - When this bit is set, the timer and external 
interrupts (INT and INT2) are masked (disabled) If an inter- 
rupt occurs while this bit is set, the interrupt is latched and is 
processed as soon as the interrupt bit is cleared 





PCH i 




PCL 


I 


11 




54 







o 


o|o| o|o| 1 


H 


SP 


I 



d 



I N Z C 



"U 



Program Counter 

Stack Pointer 

Condition Code 
Register 

:arry/ Borrow 
-Zero 
-Negative 
-Interrupt Mask 
-Half Carry 



Negative (N) - When set, this Dit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one) 



Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero 

Carry/ Borrow (C) — When set, this bit indicates that a 
carry or borrow out of the Arithmetic Logic Unit (ALU) 
occurred during the last arithmetic operation This bit is also 
affected during bit test and branch instructions plus shifts 
and rotates 
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TIMER 

The MC6805U2 MCU timer circuitry is shown in Figure 9 
The 8-bit counter may be loaded under program control and 
is decremented toward zero by the clock input (or prescaler 
output) When the timer reaches zero, the timer interrupt re- 
quest bit (bit 7) in the Timer Control Register (TCR) is set 
The timer interrupt can be masked (disabled) by setting the 
timer interrupt mask bit (bit 6) in the TCR The interrupt bit 
(1-bit) in the Condition Code Register also prevents a timer 
interrupt from being processed The MCU responds to this 
interrupt by saving the present CPU state in the stack, 
fetching the timer interrupt vector from locations $FF8 and 
$FF9 and executing the interrupt routine (see the INTER- 
RUPT section) THE TIMER INTERRUPT REQUEST BIT 
MUST BE CLEARED BY SOFTWARE The timer and INT2 
share the same interrupt vector THE INTERRUPT ROUTINE 
MUST CHECK THE REQUEST BITS TO DETERMINE THE 
SOURCE OF THE INTERRUPT 

The clock input to the timer can be from an external 
source (decrementing of Timer Counter occurs on a positive 
transition of the external source) applied to the TIMER input 
pin, or it can be the internal <j>2 signal When the </>2 signal is 



used as the source, it can be gated by an input applied to the 
TIMER input pin allowing the user to easily perform pulse- 
width measurements (NOTE For ungated </>2 clock input to 
the timer prescaler, the TIMER pin should be tied to V^c > 
The source of the clock input is one of the mask options that 
is specified before manufacture of the MCU 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescalmg mask op- 
tion is also specified before manufacture To avoid trunca- 
tion errors, the prescaler is cleared when bit 3 of Timer Con- 
trol Register is written to a logic 1 (this bit always reads as a 
logic 0) 

The timer continues to count past zero, falling through to 
$FF from zero and then continuing the count Thus, the 
counter can be read at any time by reading the Timer Data 
Register (TDR) This allows a program to determine the 
length of time since a timer interrupt has occurred, and not 
disturb the counting process 

At power-up or reset, the prescaler and counter are 
initialized with all logical ones, the timer interrupt request bit 
(bit 7) is cleared and the timer interrupt mask bit (bit 6) is set 



FIGURE 9 - TIMER BLOCK DIAGRAM 
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SELF-CHECK 

The self-check capability of the MC6805U2 MCU provides 
an internal check to determine if the part if functional Con- 
nect the MCU as shown in Figure 10 and monitor the output 
of Port C bit 3 for an oscillation of approximately 7 Hz A 9 
volt level on the TIMER input, pin 8, energizes the ROM- 
based self-check feature. The self-check program exercises 
the RAM, ROM, timer, interrupts, and I/O ports 

Two of the self-check subroutines (the RAM and ROM 
tests) can be called by a user program with a JSR or BSR in- 
struction. The timer routine may also be called if the timer in- 
put is the internal <f>2 clock. 

RAM SELF-CHECK SUBROUTINE - The RAM self- 
check is called at location $F6F and returns with the Z-bit 



clear if any error is detected, otherwise the Z-bit is set The 
walking diagnostic pattern method is used 

The RAM test must be called with the stack pointer at 
$07F When run, the test checks every RAM cell except for 
$07F and $07E which are assumed to contain the return 
address 

The A and X registers and all RAM locations except the 
top two are modified 

ROM CHECKSUM SUBROUTINE - The ROM self-check 
is called at location $F8A and returns with the Z-bit cleared if 
any error was found, otherwise Z= 1 X = on return, and A 
is zero if the test passed RAM locations $040-$043 are over- 
written. The checksum is the compliment of the exclusive 
OR of the contents of the user ROM 
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TIMER SELF-CHECK SUBROUTINE - The timer self- 
check is called at location $FCF and returns with the Z-bit 
cleared if any error was found, otherwise Z= 1 

In order to work correctly as a user subroutine, the internal 
02 clock must be the clocking source and interrupts must be 
disabled Also, on exit, the clock is running and the interrupt 
mask not set so the caller must protect from interrupts if 



necessary 

The A and X register contents are lost The timer self- 
check routine counts how many times the clock counts in 
128 cycles The number of counts should be a power of two 
since the prescaler is a power of two If not, the timer 
probably is not counting correctly The routine also detects a 
timer which is not running 



FIGURE 10 - SELF-CHECK CONNECTIONS 





*This connection depends on clock oscillator user selectable mask option Use jumper if the RC mask option is selected 
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RESETS 

The MCU can be rese t three w ays by initial power-up, by 
the external reset input (RESET), and by an optional internal 
low-voltage detect circuit , see Figure 11 The internal circuit 
connected to the RESET pin consists of a Schmitt trigger 
which senses the RESET line logic level The Schmitt trigger 
provi des an internal reset voltage it if senses a logical on 
the RESET pin During power-up, t he Sch mitt trigger 
switches on (removes reset) when t he RESET pin voltage 
rises to Vires + When the RESET pin voltage falls to a 
logical for a period longer than one t cyc , the Schmitt trig- 
ger switches off to provide an internal reset voltage The 
"switch off" voltage occurs at V|re$_ A typical reset 
Schmitt trigger hysteresis curve is shown in Figure 12 

Upon power-up, a delay of tRHL milliseconds is needed 
before allowing the RESET input to go high This time allows 
the internal cl ock ge nerator to stabilize Connecting a 
capacitor to the RESET input as shown in Figure 13 typically 



provides sufficient delay See Figure 17 for the complete 
reset sequence 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to control the 
internal clock generator with various stability/cost tradeoffs 
A manufacturing mask option is used to select the crystal or 
resistor option The oscillator frequency is internally divided 
by four to produce the internal system clocks 

The different connection methods are shown in Figure 14 
The Crystal specifications are given in Figuie 15 A resistor 
selection graph is shown in Figure 16 

The crystal oscillator start-up time is a function of many 
variables crystal parameters (especially Rs) oscillator load 
capacitances, IC parameters, ambient temperatures, supply 
voltage, and supply voltage turn-on time To ensure rapid 
oscillator start-up, neither the crystal characteristics nor the 
load capacitances should exceed recommendations 



FIGURE 11 - POWER AND RESET TIMING 





FIGURE 12 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 



FIGURE 13 - POWER UP RESET DELAY CIRCUIT 
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FIGURE 14 - CLOCK GENERATOR OPTIONS 



(See Note) CD 
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Option) 
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5 


XTAL 

MC6805U2 
EXTAL MCU 

(Resistor Mask 
Option) 


4 





Approximately 25% Accuracy 

Typical tcYC= 1 25 /*s 

External Jumper 



External 
Clock 


5_ 

~ 4 


XTAL 

MC6805U2 
EXTAL MCU 

(Crystal Mask 
Option) 


Input 





A +5V 



R 
(See Figure 16) 4 

No 
Connection 



XTAL 

MC6805U2 

EXTAL MCU 

(Resistor Mask 
Option) 



External Clock Approximately 10% Accuracy 

External Resistor 
(Excludes Resistor Tolerance) 
NOTE The recommended C[_ value with a 4 MHz crystal is 27 pF, maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin 
should be scalled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and 
approximately 25 pF on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 



FIGURE 15 - CRYSTAL MOTIONAL ARM PARAMETERS 
AND SUGGESTED PC BOARD LAYOUT 

Crystal Motional Arm 
Equivalent Parameters 





AT - Cut Parallel Resonance Crystal 
C = 7 pF Max 

FREQ = 4 MHz @ C L = 24pF 
RS = 50ohms Max 




CRYSTAL 



Note Keep crystal leads and circuit connections as short as possible 
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FIGURE 16 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 
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INTERRUPTS 

The MC6805U2 MCU can be interrupted four different 
ways through the external interrupt (INT) input pin, the 
i nterna l timer interrupt request, the external port D bit 6 
(INT2) input pin, and a software interrupt instruction (SWI). 
When any interrupt occurs, processing is suspended, the 
present CPU state is pushed onto the stack, the interrupt bit 
(l-bit) in the Condition Code Register is set, the address of 
the interrupt routine is obtained from the appropriate inter- 
rupt vector address, and the interrupt routine is executed 
Stacking the CPU registers, setting the l-bit and vector 
fetching requires a total of 1 1 t C y C periods for completion 

Refer to Figure 17 for a flowchart The interrupt service 
routines must end with a Return from Interrupt (RTI) instruc- 
tion which allows the MCU to resume processing of the pro- 
gram prior to the interrupt Table 1 provides a listing of the 
interrupts, their priority, and the address of the vector which 



FIGURE 17 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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contains the starting address of the appropriate interrupt ser- 
vice routine The interrupt priority applies to those pending 
when the CP U is ready to accept an interrupt or a new inter- 
rupt RESET is listed in Table 1 because it is processed 
simihar to an interrupt However, it is not normally used as 
an interrupt When the interrupt mask bit in the Condition 
Code Register is set the interrupt is latched for later interrupt 
execution 



quest bit (bit 7) and a mask bit (bit 6) located i n the 
Miscellaneous Register (MR), refer to Figure 18 The INT2 
interrupt is inhibited when the mask bit is set Th e INT 2 is 
always readable as a digital input of Port D The INT2 and 
timer interrupt request bits, it set, causes the MCU to pro- 
cess an interrupt when the condition code l-bit is clear 



NOTE 

The timer and INT2 share the same vector address 
The interrupt routine must determine the source by 
examining the interrupt request bits (TCR7 and MR7) 
Both TCR7 and MR7 can only be written to by soft- 
ware 



TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 

SWI 

INT 

TIMER/INT2 


1 

2* 
3 
4 


$FFEand $FFF 
$FFC and $FFD 
$FFA and $FFB 
$FF8and $FF9 



The external interrupts, INT and INT2 , are set on the fall- 
ing edge of the input signal The INT2 has an interrupt re- 



Pnonty 2 applies when the 1-bit in the Condition Code Register is 
set When I = 0, SWI has a priority of 4, like any other instruction, 
the priority of INT thus becomes 2 and the timer becomes 3 




FIGURE 18 

PORT DATA DIRECTION REGISTER (DDR) 



- MCU REGISTER CONFIGURATION 

TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 



1 



(1) Write Only, reads as all 1's 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
Po-t C Addr = $006 

Port D Addr= None, Port D is input only 



PORT DATA REGISTER 



TCR7— Timer Interrupt Request Status Bit Set when 
TDR goes to zero, must be cleared by software 
Cleared to by Reset 

TCR6- Timer Interrupt Mask Bit 1 = timer inter- 
rupt masked (disabled) Set to 1 by Reset 

TCR3— Clear Prescaler Always reads as a 0, clears pre- 
scaler when written to a logic 1 

TCR Bits 5, 4, 2, 1,0 reads 1's - unused bits 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 



7 


TIMER DATA REGISTER (TDR) 





MSB 




LSB 



$008 



MISCELLANEOUS REGISTER (MR) 



7 6 5 4 3 2 10 



MR7 Bit 7-INT2 Interrupt Request_Bit_ Set when fall- 
ing edge detected on INT2 pin, must be 
cleared by software Cleared to by Reset 

MR6 Bit 6- fNT2 Interrupt Mask Bit 1 = InT2 Interrupt 
masked (disabled) Set to 1 by Reset 

MR Bits 5, 4, 3, 2,1 0- Read as 1's - unused bits 
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A sinusoidal input signal (f|NT maximum) can be used to 
operate an external interrupt (INT), as shown in Figure 19, 
for use as a Zero-Crossing Detector with hysteresis included 
An interrupt request is generated for each negative-slope, 
zero crossing of the AC signal For digital applications, the 
INT can be driven directly by a digital signal at a maximum 
period of t|WL Tnis allows applications such as servicing 
time-of-day routines and engaging/disengaging AC power 
control devices Off-chip full wave rectification provides an 
interrupt at every zero crossing of the AC signal and thereby 
provide a 2f clock 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register SWI s are usually used as break- 
points for debugging or as system calls 

INPUT/OUTPUT 

There are 32 input or input/output pins The INT pin may 
also be polled with branch instructions to provide an addi- 



tional input pin All pins on ports A, B, and C are program- 
mable as either inputs or outputs under software control of 
the corresponding Data Direction Registers (DDRs) The 
port I/O programming is accomplished by setting the cor- 
responding bit in the port DDR to a logic "1" for output or a 
logic "0" for input On reset all the DDRs are initialized to a 
logic "0" state, placing the ports in the input mode The port 
output registers are not initialized on reset and should be 
initialized by software before changing the DDRs from input 
to output When programmed as outputs, all I/O pins read 
latched output data, regardless of the logic levels at the out- 
put pin due to output loading, refer to Figure 20 

All input/output lines are TTL compatible as both inputs 
and outputs Port A lines are CMOS compatible as outputs 
using a mask option Port B, C, and D lines are CMOS com- 
patible as inputs Port D lines are input only, thus, there is no 
corresponding DDR When programmed as outputs, Port B 
is capable of sinking 10 milliamperes and sourcing 1 
milliampere on each pin 



FIGURE 19 - TYPICAL INTERRUPT CIRCUITS 
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FIGURE 20 - TYPICAL PORT I/O CIRCUITRY 
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* DDR is a write-only register and reads as all 1's 

** Ports A (with CMOS drive disabled), B, and C are three-state 

ports Port A has optional internal pullup devices to provide CMOS 
dnve capability See Electrical Characteristics tables for complete 

information 
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Figure 21 provides some examples of port connections. 
The Address Map in Figure 6 gives the addresses of data 
registers and DDRs. The Register Configuration is provided 
in Figure 18 

CAUTION 

The corresponding DDRs for Ports A, B, and C 
are write-only registers (locations $004, $005, and 
$006). A read operation on these registers is 
undefined. Since BSET and BCLR are 
read/ modify/ write functions, they cannot be 
used to set or clear a DDR bit (all "unaffected" 



bits would be set). It is recommended that all 
DDR bits in a port be written using a single-store 
instruction. 

The latched output data bit (see Figure 18) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 
used to initialize the data registers and avoid undefined out- 
puts However, care must be exercised when using 
read/modify/write instructions since the data read cor- 
responds to the pin level if the DDR is an input (0) and cor- 
responds to the latched output data when the DDr is an out- 
put (1) 




PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PA0 



FIGURE 21 - TYPICAL PORT CONNECTIONS 
a. Output Modes 



- (CMOS Loads) 



Port A, Bit 7 Programmed as Output, Driving 
CMOS Loads and Bit 4 one TTL Load Directly 
(Using CMOS Output Option) 





2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




Port B, Bit and Bit 1 Programmed as Output, Driv- 
ing LEDs Directly 



CMOS inverter 
MC14049 14069 

■ Typicaii 



Port C, Bits 0-3 Programmed as Output Driving 
CMOS Loads, Using External Pullup Resistors 






MC74LS04 (Typical) 



-0-: 



b. Input Modes 
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TTL Driving Port A Directly 



14069 r» 



MC14069 
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4LS04 l^ 



MC74LS04 
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MC74LS04 or MC14069 
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-^D>^ 



PC7 
PC6 
PC5 
PC4 
PC3 
n C2 
PC1 
PC0 

CMOS and TTL Driving Port C Directly 
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CMOS or TTL Driving Port B DirecUv 
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BIT MANIPULATION 

The MC6805U2 MCU has the ability to set or clear any 
single RAM or input/output bit (except the Data Direction 
Registers, see Caution under INPUT/OUTPUT paragraph) 
with a single instruction (BSET, BCLR) Any bit in page zero 
including ROM, except the DDRs, can be tested using the 
BRSET and BRCLR instructions and the program branches 
as a result of its state The carry bit (C) equals the value of 
the bit referenced by BRSET and BRCLR The capability to 
work with any bit in RAM, ROM, or I/O allows the user to 
have individual flags in RAM or to handle single I/O bits as 



control lines 

The coding example in Figure 22 illustrates the usefulness 
of the bit manipulation and test instructions Assume that 
the MCU is to communicate with an external serial device 
The external device has a data ready signal, a data output 
line, and a clock line to clock data one bit at a time, LBS first, 
out of the device The MCU waits until the data is ready, 
clocks the external device, picks up the data in the Carry Flag 
(C-bit), clears the clock line and finally accumulates the data 
bits in a RAM location 



FIGURE 22 - BIT MANIPULATION EXAMPLE 
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ADDRESSING MODES 

The MC6805U2 MCU has 10 addressing modes available 
for use by the programmer They are explained briefly in the 
following paragraphs For additional details and graphical il- 
lustrations, refer to the M6805 Family User Manual 

The term "effective address" (EA) is used in describing the 
addressing modes EA is defined as the address from which 
the argument for an instruction is fetched or stored 

IMMEDIATE - In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT - In the direct addressing mode, the effective 
address of the argument is contained in a single byte follow- 
ing the opcode byte Direct addressing allows the user to 
directly address the lowest 256 bytes in memory with a single 
2-byte instruction This address area includes all on-chip 
RAM and I/O registers and 128 bytes of ROM Direct 
addressing is an effective use of both memory and time 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions with extended addressing 
mode are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the user need not specify whether an 
instruction uses direct or extended addressing The 
assembler automatically selects the shortest form of the in- 
struction 

RELATIVE - The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is 
added to the PC if, and only if, the branch condition is true 
Otherwise, control proceeds to the next instruction The 
span of relative addressing is from + 129 to —126 from the 
opcode address. The programmer need not worry about 
calculating the correct offset if he uses the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch 



INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register Thus, this addressing 
mode can access the first 256 memory locations These in- 
structions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequently referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the unsign- 
ed byte following the opcode This addressing mode is 
useful in selecting the kth element in an n element table 
With this 2-byte instruction, k would typically be in X with 
the address of the beginning of the table in the instruction 
As such tables may begin anywhere within the first 256 
addressable locations and could extend as far as location 51 1 
($1FE) 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed, 8-bit offset ex- 
cept that this 3-byte instruction allows tables to be anywhere 
in memory As with direct and extended, the Motorola 
assembler determines the shortest form of indexed address- 
ing 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode, and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction See Caution under INPUT/OUTPUT paragraph 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing The bit which is to be tested and condi- 
tion (set or clear) included in the opcode, and the address of 
the byte to be tested is in the single byte immediately follow- 
ing the opcode byte The signed relative 8-bit offset in the 



4-257 



MC6805U2 



third byte is added to the PC if the specified bit is set or clear 
in the specified memory location This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 location of memory The span 
of branching is from +130 to -125 from the opcode 
address The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Registers See Caution 
under INPUT/OUTPUT paragraph 

INHERENT - In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instructions with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MC6805U2 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes They can be divided into five dif- 
ferent types register/ memory, read/ modify/ write, branch, 
bit manipulation, and control The following paragraphs 
briefly explain each type All the instructions within a given 
type are presented in individual tables 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands One operand is either the ac- 
cumulator or the index register The other operand is obtain- 



ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operand Refer to Table 2 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register; see Caution under IN PUT/ OUT- 
PUT paragraph The test for negative or zero (TST) instruc- 
tion is included in the read/modify/write instruction though 
it does not perform the write Refer to Table 3 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met Refer to Table 4 

BIT MANIPULATION INSTRUCTIONS - The instruc- 
tions are used on any bit in the first 256 bytes of the memory, 
see Caution under INPUT/OUTPUT paragraph One group 
either sets or clears The other group performs the bit test 
and branch operations Refer to Table 5 

CONTROL INSTRUCTION - The control instructions 
control the MCU operations during program execution 
Refer to Table 6 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 7 

OPCODE MAP - Table 8 is an opcode map for the in- 
struction used on the MCU 
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TABLE 2 - REGISTER/ MEMORY INSTRUCTIONS 


















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


n 

Cycles 


Op 
Code 


n 
Bytes 


n 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


OP 
Code 


Bytes 


n 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DF 


3 


6 


Store A in Memory 


STA 


- 






B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 






BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


' CMP 


A1 


2 


2 


B1 


2 


4 


CI 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 






BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


" 




BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 



o 



c 











TABLE 3 - 


READ/ MODIFY/ WRITE INSTRUCTIONS 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


n 
Bytes 


n 
Cycles 


Op 
Code 


n 

Bytes 


n 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


• 4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2 s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 4 - BRANCH INSTRUCTIONS 








Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFFLower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFFLower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


BranchlFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFFPIus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


BranchlFFInterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


BranchlFFInterrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 5 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


n 
Bytes 


# 
Cycles 


Op 
Code 


n 
Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


- 


- 


- 


2»n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 * 2»n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2«n 


2 


7 


- 


- 


- 


Clear bit n 


BCLR n (n = 7) 


11 + 2«n 


2 


7 


- 


- 


- 



TABLE 6 - CONTROL .INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


n 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 7 - INSTRUCTION SET 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


I 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


♦ 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHi 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 
































BMS 
































BNE 
































BPL 
































BRA 
































BRN 
































BRCLR 




















X 


• 


• 


• 


• 


A 


BRSET 




















X 












BSET 


















X 














BSR 










X 






















CLL 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEQ 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


RSP 


X 































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 
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TABLE 7 - INSTRUCTION SET (CONTINUED) 





Addressing Modes 


Condition Code 


Mnemonic 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


Z 


C 


RTI 


X 




















7 


? 


? 


? 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SEC 


X 






















• 


• 


• 


1 


SEI 


X 






















1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 








• 


A 


A 


• 


STX 






X 


X 




X 


X 


X 








• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 








• 


A 


A 


A 


SWI 


X 






















1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 










• 


A 


A 


• 


TXA 


X 
































Condition Code Symbols 
H Half Carry (From Bit 3) 
I Interrupt Mask 
N Negative (Sign Bit) 
Z Zero 



C Carry/ Borrow 

A Test and Set if True, Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 
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TABLE 8 - M6805 FAMILY OPCODE MAP 



o 



l>0 
CO 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


IX 


^\^ Hi 

Lovv"-\^ 



0000 


T 

0001 


2 

0010 


3 

0011 


4 

0100 


5 

0101 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 

1010 j 


B 

1011 


C 

1100 


D 

1101 


E 
1110 


F 
1111 


Hi ^.--^ 



0000 


16 ' 5 
BRSET0 
3 BTB 


7 5 

BSETO 
2 BSC 


4 3 

BRA 
2 REL 


6" g 

NEG 
2 DIR 


4 3 

NEGA 
1 INH 


4 3 
NEGX 

1 INH 


7 6 

NEG 
2 1X1 


6 5 

NEG 


9 9 

RTI 

1 INH 




"5 2 ' 

SUB 

2 IMM 


4 3 

SUB 
2 DIR 


4 4 

SUB 

3 EXT 


6 5 

SUB 
3 IX2 


5 4 

SUB 
2 1X1 


4 3 
SUB 




woo 


1 

0001 


10 5 

BRCLR0 

3 BTB 


7 5 
BCLRO 

2 BSC 


4 3 

BRN 
2 REL 












6 6 
RTS 

1 INH 




2 2 
CMP 

2 IMM 


4 3 

CMP 
2 DIR 


5 4 

CMP 
3 EXT 


6 5 

CMP 
3 IX2 


5 4 

CMP 
2 1X1 


4 3 
CMP 

I - IX 


1 
0001 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 
BHI 

2 REL 
















2 ? 
SBC 

2 IMM 


SBC 

2 DIR 


5 4 

SBC 
3 EXT 


6 5 

SBC 
3 IX2 


5 4 

SBC 

2 1X1 


4 3 

SBC 


2 

0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 

BLS 
2 REL 


6 5 

COM 
2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 

COM 
2 1X1 


6 5 
COM 

1 IX 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 IMM 


4 3 
CPX 

2 DIR 


5 4 

CPX 
3 EXT 


6 5 

CPX 
3 IX2 


5 4 

CPX 

2 1X1 


4 3 

CPX 

1 IX 


3 

0011 


4 
0100 


10 5 
BRSET2 
3 BTB 


7 5 

BSET2 
2 BSC 


4 3 

BCC 
2 REL 


6 5 
LSR 

2 DIR 


4 3 
LSRA 

1 INH 


4 3 

LSRX 

1 INH 


7 6 

LSR 
2 1X1 


6 5 
LSR 

1 IX 






2 2 
AND 

2 IMM 


4 3 
AND 

2 DIR 


5 4 

AND 
3 EXT 


6 5 

AND 
3 IX2 


5 4 

AND 

2 1X1 


4 3 
AND 


4 

0100 


5 

0101 


10 5 
BRCLR2 
3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 

BCS 

2 REL 
















2 2 

BIT 
2 IMM 


4 3 

BIT 
2 DIR 


5 4 

BIT 
3 EXT 


6 5 

BIT 
3 IX2 


5 4 
BIT 

2 1X1 


4 3 

BIT 

1 IX 


5 

0101 


6 

0110 


10 5 
BRSET3 
3 BTB 


7 5 

BSET3 
2 BSC 


4 3 

BNE 
2 REL 


6 5 

ROR 
2 DIR 


4 3 
RORA 

1 INH 


4 3 

RORX 

1 INH 


7 6 
ROR 

2 1X1 


6 5 

ROR 

1 IX 






2 2 
LDA 

2 IMM 


4 3 

LDA 
2 DIR 


5 4 

LDA 
3 EXT 


6 5 

LDA 
3 IX2 


5 4 

LDA 
2 1X1 


4 3 
LDA 


6 

0110 


7 
0111 


10 5 

BRCLR3 

3 BTB 


7 5 

BCLR3 
2 3SC 


4 3 
BEQ 

2 REL 


6 5 

ASR 
2 DIR 


4 3 
ASRA 

1 INH 


4 3 

ASRX 

1 INH 


7 6 

ASR 
2 1X1 


6 5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




5 4 

STA 
2 DIR 


6 5 
STA 

3 EXT 


7 6 

STA 
3 IX2 


6 5 

STA 
2 iX1 


STA 

1 IX 


7 

0111 


8 

1000 


10 5 
BRSET4 

3 BTB 


7 5 

BSET4 
2 BSC 


4 3 

BHCC 
2 REL 


6 5 

LSL 
2 DIR 


4 3 
LSLA 

1 INH 


4 3 
LSLX 

1 INH 


7 6 
LSL 

2 1X1 


6 5 

LSL 
1 IX 




2 2 
CLC 

1 INH 


2 2 
EOR 

2 IMM 


4 3 
EOR 

2 DIR 


5 4 

EOR 
3 EXT 


6 5 

EOR 
3 IX2 


5 4 

EOR 

2 1X1 


EOR 


8 

1000 


9 

1001 


10 5 
BRCLR4 
3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 
BHCS 

2 REL 


6 5 

ROL 
2 DIR 


4 3 
ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 

ROL 
2 1X1 


6 5 
ROL 

1 IX 




2 2 
SEC 

1 INH 


2 2 
ADC 

2 IMM 


4 3 
ADC 

2 DIR 


5 4 

ADC 
3 EXT 


6 5 
ADC 

3 IX2 


5 4 

ADC 

2 1X1 


4 3 
ADC 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 

BSET5 
2 BSC 


4 3 
BPL 

2 REL 


6 5 

DEC 
2 DIR 


4 3 
DECA 

1 INH 


4 3 
DECX 

1 INH 


7 6 
DEC 

2 1X1 


6 5 
DEC 

1 IX 




2 2 
CLI 

1 INH 


2 2 
ORA 

2 IMM 


4 3 
ORA 

2 DIR 


5 4 

ORA 
3 EXT 


6 5 
ORA 

3 IX2 


5 4 

ORA 
2 1X1 


4 3 

ORA 

1 IX 


A 

1010 


B 

1011 


10 5 

BRCLR5 

3 BTB 


7 5 
BCLR5 

2 BSC 


4 3 

BMI 

2 REL 














2 2 
SEI 

1 INH 


2 2 
ADD 

2 IMM 


4 3 

ADD 
2 DIR 


5 4 

ADD 

3 EXT 


6 5 

ADD 

3 IX2 


5 4 
ADD 

2 1X1 


4 3 
ADD 

1 IX 


B 

1011 


C 

1100 


10 5 
BRSET6 
3 BTB 


7 5 

BSET6 
2 BSC 


4 3 
BMC 

2 REL 


6 5 

INC 
2 DIR 


4 3 
INCA 

1 INH 


4 3 
INCX 

1 INH 


7 6 

INC 
2 1X1 


6 5 

INC 

1 IX 




2 2 
RSP 

1 INH 




JMP 

2 DIR 


4 3 

JMP 
3 EXT 


JMP 

3 IX2 


JMP 
2 1X1 


JMP 


C 

1100 


D 

1101 


10 5 

BRCLR6 

3 BTB 


7 5 

BCLR6 
2 BSC 


4 3 

BMS 
2 REL 


6 4 

TST 
2 DIR 


4 3 

TSTA 

1 INH 


4 3 
TSTX 

1 INH 


7 5 

TST 
2 1X1 


6 4 

TST 
1 IX 




2 2 
NOP 

1 INH 


8 6 

BSR 
2 REL 


7 5 
JSR 

2 DIR 


8 6 

JSR 
3 EXT 


9 7 

JSR 
3 IX2 


8 6 

JSR 
2 1X1 


7 5 
JSR 


D 

1101 


E 

1110 


10 5 

BRSET7 

3 BTB 


7 5 

BSET7 
2 BSC 


4 3 

BIL 
2 REL 












2 
STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 
LDX 

2 DIR 


5 4 

LDX 
3 EXT 


6 5 

LDX 
3 IX2 


6 4 

LDX 
2 1X1 


4 3 
LDX 


E 

1110 


F 

1111 


10 5 

BRCLR7 

3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 
BIH 

2 REL 


6 5 

CLR 

2 DIR 


4 3 
CLRA 

1 INH 


4 3 
CLRX 

1 INH 


7 6 
CLR 

2 1X1 


6 5 

CLR 

1 _ IX 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




5 4 

STX 
2 DIR 


6 5 

STX 
3 EXT 


7 6 
STX 

3 IX2 


6 5 
STX 

2 1X1 


STX 


F 
mi 



CJ1 

c 



Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/ Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

IX2 Indexed, 2 Byte (16-Bit) Offset 
CMOS Versions Only 



LEGEND 



# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





c ^ 








1111-*-, 








•4 3 
w CI \q4 


*^ 
QuOO-*-"" 










■ 1 /IX 









Opcode in Hexadecimal 

Opcode in Binary 

■ Address Mndp 
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ORDERING INFORMATION 

The information required when ordering a custom MCU is 
listed below The ROM program may be transmitted to 
Motorola on EPROM(s) or an MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact you local Motorola representative or Motorola 
distributor 

EPROMs - The MCM2716 or MCM2532 type EPROMs, 
programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern 
generation The EPROM must be clearly marked to indicate 
which EPROM corresponds to which address space The 
recommended marking procedure is illustrated below 





XXX = Customer ID 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are 
filed for contractual purposes and are not returned A com- 
puter listing of the ROM code will be generated and returned 
along with a listing verification form The listing should be 



thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program one 
blank EPROM from the data file used to create the custom 
mask to aid in the verification process 

ROM VERIFICATION UNITS (RVUs) 

Ten MCUs containing the customer's ROM pattern will be 
sent for program verification These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts The RVUs are 
thus not guaranteed by Motorola Quality Assurance, and 
should be discarded after verification is completed 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The minimum MDOS system files as 
well as the absolute binary object file (filename LO type of 
file) from the M6805 cross assembler must be on the disk An 
object file made from a memory dump using the ROLLOUT 
command is also acceptable Consider submitting a source 
listing as well as the following files filename LX (EXOR- 
ciser® loadable format) and filename SA (ASCII Source 
Code) These files will of course be kept confidential and are 
used 1) to speed up the process in-house if any problems 
arise, and 2) to speed up the user-to-factory interface if the 
user finds any software errors and needs assistance quickly 
from Motorola factory representatives 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORcisers, EXORsets, etc 
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Date. 



MC6805U2 MCU ORDERING INFORMATION 

Customer PO Number _ 



Customer Company _ 

Address 

City 



Motorola Part Numbers 

MC 

"sc 



_ State _ 



.Zip. 



Country . 



Phone . 



Customer Contact Person _ 
Customer Part Number 



OPTION LIST 

Select the options for your MCU from the following list A 
manufacturing mask will be generated from this information 

Timer Clock Source 

□ Internal 02 clock 

□ TIMER input pin 



Timer Prescaler 

□ 2° (divide by 1) 
D 2 1 (divide by 2) 

□ 2 2 (divide by 4) 

□ 2 3 (divide by 8) 



Internal Oscillator Input 

□ Crystal 

□ Resistor 



Low Voltage Inhibit 

□ Disable 

□ Enable 



□ 2 4 (divide by 16) 

□ 2 5 (divide by 32) 

□ 2 6 (divide by 64) 
D T (divide by 128) 



Port A Output Drive 
□ CMOS and TTL 
D TTL Only 



Pattern Media (All other media requires prior factory approval ) 
□ EPROMs(MCM2716or MCM2532 



□ Floppy Disk 

□ Other 




Clock Freq . 



Temp Range 

■""Requires prior factory approval 

Marking Information (12 Characters Maximum) 



. DO to +70°C (Standard) □ -40° to +85°C* □ -40° to + 125°C 



Signature, 
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MOTOROLA 



MC6809 

(1.0 MHz) 

MC68A09 

(1.5 MHz) 

MC68B09 

(2.0 MHz) 



8-BIT MICROPROCESSING UNIT 

The MC6809 is a revolutionary high-performance 8-bit microprocessor 
which supports modern programming techniques such as position in- 
dependence, reentrancy, and modular programming 

This third-generation addition to the M6800 family has major architectural 
improvements which include additional registers, instructions, and addressing 
modes 

The basic instructions of any computer are greatly enhanced by the 
presence of powerful addressing modes The MC6809 has the most complete 
set of addressing modes available on any 8-bit microprocessor today 

The MC6809 has hardware and software features which make it an ideal 
processor for higher level language execution or standard controller applica- 
tions 



MC6800 COMPATIBLE 

• Hardware - Interfaces with All M6800 Peripherals 

• Software - Upward Source Code Compatible Instruction Set and 
Addressing Modes 

ARCHITECTURAL FEATURES 

• Two 16-bit Index Registers 

• Two 16-bit Indexable Stack Pointers 

• Two 8-bit Accumulators can be Concatenated to Form One 16-Bit 
Accumulator 

• Direct Paqe Reqister Allows Direct Addressing Throughout Memory 

HARDWARE FEATURES 

• Qn-Chip Osc illator (Crystal Frequency = 4XE) 

• DMA/BREQ Allows DMA Operation on Memory Refresh 

• Fast Interrupt Request Input Stacks Only Condition Code Register 
and Program Counter 

• MRDY Input Extends Data Access Times for Use with Slow Memory 

• Interrupt Acknowledge Output Allows Vectoring By Devices 

• SYNC Acknowledge Output Allows for Synchronization to External 
Event _____» 

• Single Bus-Cycle RESET 

• Sing le 5-Volt Suppl y Opera tion 

• fW(\ Inhibited After RESET Until After First Load of Stack Pointer 

• Early Address Valid Allows Use With Slower Memories 

• Early Write-Data for Dynamic Memories 

SOFTWARE FEATURES 

• 10 Addressing Modes 

• 6800 Upward Compatible Addressing Modes 

• Direct Addressing Anywhere in Memory Map 

• Long Relative Branches 

• Program Counter Relative 

• True Indirect Addressing 

• Expanded Indexed Addressing 

0-, 5-, 8-, or 16-bit Constant Offsets 
8-, or 16-bit Accumulator Offsets 
Auto-Increment/ Decrement by 1 or 2 

• Improved Stack Manipulation 

• 1464 Instructions with Unique Addressing Modes 

• 8 x 8 Unsigned Multiply 

• 16-bit Arithmetic 

• Transfer/ Exchange All Registers 

• Push/ Pull Any Registers or Any Set of Registers 

• Load Effective Address 



HMOS 



(HIGH DENSITY N-CHANNEL, SILICON-GATE) 

8-BIT 

MICROPROCESSING 

UNIT 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



FIGURE 1 - 


- PIN ASSIGNMENT 


v S st 


1 • 


^ 40 


]HALT 


NMlC 


2 


39 


]XTAL 


TRQ[ 


3 


38 


]EXTAL 


firqE 


4 


37 


]re5eT 


BS[ 


5 


36 


]MRDY 


BA[ 


6 


35 


]Q 


VccC 

AOC 


8 


34 
33 


]E 


JDMA/BREQ 


A1[ 


9 . 


32 


]R/W 


A2[ 


10 


31 


]D0 


A3[ 


11 


30 


JD1 


A4[ 


12 


29 


]D2 


A5[ 


13 


28 


]D3 


A6[ 


14 


27 


]D4 


A7[ 


15 


26 


]D5 


A8[ 


16 


25 


]D6 


A9[ 


17 


24 


3D7 


A10[ 


18 


23 


]A15 


A11[ 


19 


22 


]A14 


A12[ 


20 


21 


]A13 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


- 3 to +70 


V 


Input Voltage 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 
MC6809, MC68A09, MC68B09 
MC6809C, MC68A09C, MC68B09C 


T A 


T L toT H 

to +70 

- 40 to + 85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 
Cerdip 
Plastic 


0JA 


50 
60 
100 


°c/w 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage levels (e g , either 
Vss or Vcc) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta + (Pd # 0JA> (1) 

Where 

T/\s Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
P D S P|NT + PP0RT 

PINT s 'CO x V CC- Watts - Chip Internal Power 
PpORjsPort Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT an d can be neglected PpORT ma y become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT ls neglected) is 

PD=K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = Pd»(Ta + 273°C) + 0j a»Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pd and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 

ELECTRICAL CHARACTERISTICS (V cc = 5 V ±5%, Vss = 0. T A = to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


u u w , Logic, EXTAL 
Input High Voltage reIeT 


V|H 
V IHR 


Vss+20 
Vss+40 


- 


vcc 
vcc 


V 


Input Low Voltage Logic, EXTAL, RESET 


V|L 


Vss-03 


- 


Vss+08 


V 


Input Leakage Current 
(V in = 0to5 25V, V C c = max) 


l.n 


- 


- 


25 


M A 


DC Output High Voltage 
(l Load= -205 /iA, Vcc = min) D0-D7 
<'Load= -145>A, V C c = min) A0-A15, R/W, Q, E 
(l Load= - 100 mA, Vcc=min) BA, BS 


VOH 


Vss+24 
VSS+24 
VSS+24 


- 


- 


V 


DC Output Low Voltage 
(ll_oad = 20 mA - v CC =mir| ) 


vol 


- 


- 


Vss+05 


V 


Internal Power Dissipation (measured at Ta = 0°C in steady state operation) 


pint 


- 


- 


1 


W 


Capacitance # 

(V in = 0, T A = 25°C, f=1 MHz) D0 " D7 < RESET 

Logic Inputs, EXTAL, XTAL 
A0-A15, R/W, BA, BS 


Cm 
c out 


- 


10 
10 


15 
15 
15 


PF 
pF 


Frequency of Operation MC6809 

MC68A09 
(Crystal or External Input) MC68B09 


f XTAL 


04 
04 
04 


- 


4 
6 
8 


MHz 


Three-State (Off State) Input Current D0-D7 
(V in = 4to2 4 V, Vcc = max) A0-A15, R/W 


•tsi 


~ 


20 


10 
100 


MA 



# capacitances are periodically tested rather than 100% tested 



4-267 



MC6809*MC68A09*MC68B09 



FIGURE 2 - BUS TIMING 
"CD" 



R/W, Address 
BA, BS 




BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Idem. 
Number 


Characteristics 


Symbol 


MC6809 


MC68A09 


MC68B09 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time (See Note 5) 


*cyc 


1 


10 


667 


10 


05 


10 


fiS 


2 


Pulse Width, E Low 


PW EL 


430 


5000 


280 


5000 


210 


5000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


15500 


280 


15700 


220 


15700 


ns 


4 


Clock Rise and Fall Time 


tr-tf 


- 


25 


- 


25 


- 


20 


ns 


5 


Pulse Width, Q High 


PWqh 


430 


5000 


280 


5000 


210 


5000 


ns 


6 


Pulse Width, Q Low 


PWq L 


450 


15500 


280 


15700 


220 


J5700 


ns 


7 


Delay Time, E to Q Rise 


tAVS 


200 


250 


130 


165 


80 


125 


ns 


9 


Address Hold Time* (See Note 4) 


tAH 


20 


- 


20 


- 


20 


- 


ns 


10 


BA, BS, R/W, and Address Valid Time to Q Rise 


tAQ 


50 


- 


25 


- 


15 


- 


ns 


17 


Read Data Setup Time 


*DSR 


80 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time* 


tDHR 


10 ' 


- 


10 


- 


10 


- 


ns 


20 


Data Delay Time from Q 


tDDQ 


- 


200 


- 


140 


- 


110 


ns 


21 


Write Data Hold Time* 


tDHW 


30 


- 


30 


- 


30 


- 


ns 


29 


Usable Access Time (See Note 3) 


tACC 


695 


- 


440 


- 


330 


- 


ns 




Processor Control Setup Time (MRDY, Interrupts, DMA/BREQ, 
HALT, RESET) (Figures 7, 9, 10, 11, 13, and 14) 


tpcs 


200 


- 


140 


- 


110 


- 


ns 




Crystal Oscillator Start Time (Figures 7 and 8) 


tRC 


- 


100 


- 


100 


- 


100 


ms 




Processor Control Rise and Fall Time (Figures 7 and 9) 


tPCr- tpCf 


- 


100 


- 


100 


- 


100 


ns 



'Address and data hold times are periodically tested rather than 100% tested 

NOTES. 

1 Voltage levels shown are Vl^O 4 V, Vh^2 4 V, unless otherwise specified. 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 Usable accesstime is computed by 1-4-7 max +10-17 

4 Hold time ( (&) ) for BA and BS is not specified. 

5 Maximum t cyc during MRDY or DMA/BREQ is 16 /*s 
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FIGURE 3 - MC6809 EXPANDED BLOCK DIAGRAM 

Q 

D0-D7 






A 



DP CC 



* Internal Three-State Control 
FIGURE 4 - BUS TIMING TEST LOAD 



50 V 



R L = 2 2k 




30 pF for BA, BS 

130 pF for D0-D7, E, Q_ 

90 pF for A0-A15, R/W 



= 11.7 kfi for D0-D7 __ 

16.5 kG for A0-A15, E, Q, R/W 
24 kO for BA, BS 



-v C c 
-vss 



Instruction 
Register 



Interrupt 
Control 

— T - 



1± 



-DMA/BREQ 
►R/W 




Bus 
Control 



+r 




Timing 


4 

m — 


I 




^ 



-HALT 
► BA 



BS 
XTAL 



EXTAL 
MRDY 



PROGRAMMING MODEL 

As shown in Figure 5, the MC6809 adds three registers to 
the set available in the MC6800. The added registers include 
a Direct Page Register, the User Stack pointer and a second 
Index Register 

ACCUMULATORS (A, B, D) 

The A and B registers are general purpose accumulators 
which are used for arithmetic calculations and manipulation 
of data 

Certain instructions concatenate the A and B registers to 
form a single 16-bit accumulator This is referred to as the D 
Register, and is formed with the A Register as the most 
significant byte 

DIRECT PAGE REGISTER (DP) 

The Direct Page Register of the MC6809 serves to enhance 
the Direct Addressing Mode. The content of this register ap- 
pears at the higher address outputs (A8-A15) during direct 
Addressing Instruction execution This allows the direct 
mode to be used at any place in memory, under program 
control To ensure 6800 compatibility, all bits of this register 
are cleared during Processor Reset. 
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FIGURE 5 - PROGRAMMING MODEL OF THE MICROPROCESSING UNIT 



> Pointer Registers 



15 







X - Index Register 


Y - Index Register 


U - User Stack Pointer 


S - Hardware Stack Pointer 


PC 


A | B 



Program Counter 
Accumulators 



Direct Page Register 



7 













h 


\* 


Hi. 


InIz 


V 


|c| 



1 



INDEX REGISTERS (X, Y) 

The Index Registers are used in indexed mode of address- 
ing. The 16-bit address in this register takes part in the 
calculation of effective addresses This address may be used 
to point to data directly or may be modifed by an optional 
constant or register offset. During some indexed modes, the 
contents of the index register are incremented or 
decremented to point to the next item of tabular type data 
All four pointer registers (X, Y, U, S) may be used as index 
registers. 

STACK POINTER (U, S) 

The Hardware Stack Pointer (S) is used automatically by 
the processor during subroutine calls and interrupts. The 
stack pointers of the MC6809 point to the top of the stack, in 
contrast to the MC6800 stack pointer, which pointed to the 
next free location on the stack The User Stack Pointer (U) is 
controlled exclusively by the programmer thus allowing 
arguments to be passed to and from subroutines with ease. 
Both Stack Pointers have the same indexed mode address- 
ing capabilities as the X and Y registers, but also support 
Push and Pull instructions. This allows the MC6809 tobe us- 
ed efficiently as a stack processor, greatly enhancing its abili- 
ty to support higher level languages and modular programm- 
ing. 

PROGRAM COUNTER 

The Program Counter is used by the processor to point to 
the address of the next instruction to be executed by the pro- 
cessor. Relative Addressing is provided allowing the Pro- 
gram Counter to be used like an index register in some situa- 
tions. 

CONDITION CODE REGISTER 

The Condition Code Register defines the State of the Pro- 
cessor at any given time. See Figure 6. 



FIGURE 6 - CONDITION CODE REGISTER FORMAT 



E F H IN Z V C 



- Carry 

- Overflow 

- Zero 

- Negative 

- IRQ Mask 

- Half Carrv 
-FIRQ Mask 

- Entire Flag 



CONDITION CODE REGISTER 
DESCRIPTION 
BIT (C) 

Bit is the carry flag, and is usually the carry from the 
binary ALU C is also used to represent a 'borrow' from sub- 
tract like instructions (CMP, NEG, SUB, SBC) and is the 
complement of the carry from the binary ALU 

BIT 1 (V) 

Bit 1 is the overflow flag, and is set to a one by an opera- 
tion which causes a signed two's complement arithmetic 
overflow This overflow is detected in an operation in which 
the carry from the MSB in the ALU does not match the carry 
from the MSB-1 

BIT 2 (Z) 

Bit 2 is the zero flag, and is set to a one if the result of the 
previous operation was identically zero 
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BIT3(N) 

Bit 3 is the negative flag, which contains exactly the value 
of the MSB of the result of the preceding operation Thus, 
a negative two's-complement result will leave N set to a one 

BIT 4 (I) 

Bit 4 is the IRQ m ask bit The processor will not reco gnize 
interr upts fr om the IRQ line if this bit is set to a one NMI, 
RRQ, IRQ, RESET, and SWI are set I to a one, SWI2 and 
SWI3 do not affect I 

BIT 5(H) 

Bit 5 is the half-carry bit, and is used to indicate a carry 
from bit 3 in the ALU as a 'result of an 8-bit addition only 
(ADC or ADD) This bit is used by the DAA instruction to 
perform a BCD decimal add adjust operation The state of 
this flag is undefined in all subtract-like instructions 

BIT 6 (F) 

Bit 6 is the FIRQ mask bit The processor will not 

reco g nize i nterrupts fr om the FIRQ line if this b it is a one 
NMI, FIRQ, SWI, and RESET all set F to a one IRQ, SWI2 
and SWI3 do not affect F 

BIT 7 (E) 

Bit 7 is the entire flag, and when set to a one indicates that 
the complete machine state (all the registers) was stacked, 
as opposed to the subset state (PC and CO The E bit of the 
stacked CC is used on a return from interrupt (RTI) to deter- 
mine the extent of the unstacking Therefore, the current E 
left in the Condition Code Register represents past action 



PIN DESCRIPTIONS 

POWER (V S s, Vcc> 

Two pins are used to supply power to the part V$S |S 
ground or volts, while Vqc is + 5 V + 5% 

ADDRESS BUS (A0-A15) 

Sixteen pins are used to output address information from 
the MPU onto the Address Bus When the processor does 
not require the bus for a data transfer, it will output address 
FFFF -|6, R/W = 1 , and BS = 0; this is a "dummy access" or 
VMA cycle Addresses are valid on the rising edge of Q (see 
Figure 2) All address bus drivers are made high-impedance 
when output Bus Available (BA) is high. Each pin will 
drive one Schottky TTL load or four LS TTL loads, and 
90 pF 

DATA BUS (D0-D7) 

These eight pins provide communication with the system 
bi-directional data bus. Each pin will drive one Schottky TTL 
load or four LS TTL loads, and 130 pF 



READ/WRITE (R/W) 

This signal indicates the direction of data transfer on the 
data bus. A low indicates that the MPU is writing data onto 
the data_bus R/W is made high impedance when BA is 
high. R/W is valid on the rising edge of Q 



RESET 

A low level on this Schmitt-tngger input for greater than 
one bus cycle will reset the MPU, as shown in Figure 7 The 
Reset vectors are fetched from locations FFFE-|6 and FFFF16 
(Table 1) when Interrupt Acknowledg e is t rue, 
(BA«BS = 1) During initial power-on, the RESET line 
should be held low until the clock oscillator is fully opera- 
tional. See Figure 8. 

Because the MC6809 RESET pin has a Schmitt-tngger in- 
put with a threshold voltage higher than that of standard 
peripherals, a simple R/C network may be used to reset the 
entire system. This higher threshold voltage ensures that all 
peripherals are out of the reset state before the Processor 



HALT 

A low level on this input pin will cause the MPU to stop 
running at the end of the present instruction and remain 
halted indefinitely without loss of data. When halted, the BA 
output is driven high indicating the buses are high im- 
pedance. BS is also high which indicates the processor is in 
the Halt or Bus Grant state. While halt ed, th e MPU will not 
respond to e xternal real-time requests (FI RQ, fR Q) altho ugh 
DMA/BREQ will always be accepted, and NMI or RESET will 
be latched for later response. During the Halt state Q and E 
continue to r un normally If the MPU is not running (RESET, 
DMA/BR EQ), a halted st ate (BA *BS = 1) can be achieved 
by p ulling HALT low while RESET is still low. If DMA/BREQ 
and HALT are both pulled low, the processor will reach the 
last cycle of the instruction (by reverse cycle stealing) where 
the machine will then become halted See Figure 9. 

BUS AVAILABLE, BUS STATUS (BA, BS) 

The Bus Available output is an indication of an internal 
control signal which makes the MOS buses of the MPU high 
impedance. This signal does not imply that the bus will be 
available for more than one cycle When BA goes low, a 
dead cycle will elapse before the MPU acquires the bus 

The Bus Status output signal, when decoded with BA, 
represents the MPU state (valid with leading edge of Q) 



■ 



MPU State 


MPU State Definition 


BA 


BS 








Normal (Running) 





1 


Interrupt or Reset Acknowledge 


1 





Sync Acknowledge 


1 


1 


Halt or Bus Grant Acknowledge 
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FIGURE 7 - RESET TIMING 



vcc 



RESET 



Bus ^ 



Vcc min 



n + 1 n + 2 n + 3 n + 4 n + 5 n + 6 n + 7 n + 8 , ,m + 1 m + 2 m + 3 m + 4 m + 5 m + 6 m + 7 m + 8 m + 9 m + 10 

-n »[« » h *H ■+• — **H ■+■ •+• 4« H h-m-»|* 4* »f« »f « » | « — -*f« H« »J4 «{« »j« H 




<R\q8 



WcS 

w«^' PCf 
V|HR\0 8V 



S*f.Pcs 



New,PC+ 1 
FFFE FFl-E FFFE PFFE FFFE FFFF FFFF New PC 



R/Wj 



New PC 

Hi Byte VMA 



BA xi 



New PC First 

Lo Byte Instruction 



tPCr 

N ewPC + 1 

FFFE FFFE FFFE FFFE FFFF FFFF New PC 



New PC First 

Lo Byte Instruction 



S^SSSv. 



j 



"V 



o 

I 

o 

8 

CD 

8 



'NOTE: Parts with date codes prefixed by 7F or 5A will come out of RESET one cycle sooner than shown 
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FIGURE 8 - CRYSTAL CONNECTIONS AND OSCILLATOR START UP 



vcc- 



s 



RESET 



Vcc min 



3X. 



~xc 



aTLTLTLT 



TC 




Y1 


C,n 


Cout 


8 MHz 
6 MHz 
4 MHz 


18 pF 
20 pF 
24 pF 


18 pF 
20 pF 
24 pF 



o 




-39 




Nominal Crystal Parameters* 



Typical PC Board Layout 

rfor Crystal Area -+A 
20 mm max. 



~ 7//; 

Crystal 






3.58 MHz 


4.00 MHz 


6.0 MHz 


8.0 MHz 


RS 


6on 


500 


30-50 


20-40 n 


Co 


3 5pF 


6 5pF 


4-6 pF 


4-6 pF 


C1 


015pF 


025 pF 


01-0 02 pF 


01-0 02 pF 


Q 


>40K 


>30K 


>20K 


>20 K 



All parameters are 10% 
*NOTE These are representative AT-cut crystal parameters only Crystals of other 
types of cut may also be used 



NOTE Waveform measurements for all inputs and outputs are specified 
at logic high 2 0V and logic low 08V unless otherwise specified 
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FIGURE 9 - HALT AND SINGLE INSTRUCTION 
EXECUTION FOR SYSTEM DEBUG 

2nd To Last 
Last Cycle 
Cycle Of Of 
Current Current Dead 
Inst I Cycle i 



\JZL 



» | « 



-4t- 



Halted 



^K 



Dead Inst Instruction Dead 
Cycle 



I Fetch I Execute i Cycle I Halted 



■ 




Data" 
Bus- 



XIXZXZ> 



-4i- 



oo- 



Instruction 
Opcode 
NOTE - Waveform measurements for all inputs and outputs are specified at logic high 2.0 V and logic low 8V unless otherwise specified 



Interrupt Acknowledg e is indic a ted d u ring b oth cycles of a 
hardware-vector-fetch (RESET, NMI, FIRQ, IRQ, SWI, 
SWI2, SWI3) This signal, plus decoding of the lower four 
address lines, can provide the user with an indication of 
which interrupt level is being serviced and allow vectoring by 
device See Table 1 

Sync Acknowledge is indicated while the MPU is waiting 
for external synchronization on an interrupt line. 

Halt/ Bus Grant is true when the MC6809 is in a Halt or Bus 
Grant condition 

TABLE 1: MEMORY MAP FOR INTERRUPT VECTORS 



Memory Map For 
Vector Locations 


Interrupt Vector 
Description 


MS 


LS 


FFFE 


FFFF 


RESET 


FFFC 


FFFD 


NMI 


FFFA 


FFFB 


SWI 


FFF8 
FFF6 


FFF9 
FFF7 ' 


IRQ 
FIRQ 


FFF4 


FFF5 


SWI2 


FFF2 


FFF3 


SWI3 


FFFO 


FFF1 


Reserved 



NON MASKABLE INTERRUPT (NMD* 

A negative transition on this input requests that a non- 
maskable interrupt sequence be generated. A non-maskable 



interrupt cannot be inhib ited by the program, and also has a 
higher priority tha n FIR Q, IRQ or software interrupts. During 
recognition of an NMI, the entire mach ine state is saved on 
the hardware stack After reset, an NMI will not be recogniz- 
ed until the first progra m loa d of the Hardware Stack Pointer 
(S) T he pu lse width of NMI low must be at least one E cycle. 
If the NMI input does not meet the minimum set up with 
respect to Q, the interrupt will not be recognized until the 
next cycle See Figure 10 



FAST-INTERRUPT REQUEST (FIRQ)* 

A Jow level on this input pin will initiate a fast interrupt se- 
quence, provided its mask bit (F) in the CC is clear. This se- 
quence has priority over the standard Interrupt Request 
(IRQ), and is fast in the sense that it stacks only the contents 
of the condition code register and the program counter The 
interrupt service routine should clear the source of the inter- 
rupt before doing an RTI. See Figure 11. 

INTERRUPT REQUEST (IRQ)* 

A low level input on this pin wHI initiate an Interrupt Re- 
quest sequ ence provided the mask bit (I) in the CC is clear. 
Since IRQ stacks the entire machi ne st ate it provides a 
slower response t o inte rrupts than FIRQ. IRQ also has a 
lower priority than FIRQ. Again, the interrupt service routine 
should clear the source of the interrupt before doing an RTI 
See Figure 10 



*NMI, FIRQ, and IRQ requests are sampled on the falling edge of Q One cycle is required for synchronization before these interrupts are re cog- 
nize d. The pending interrupts) will not be serviced until completion of the current instruction unless a SYNC or CWAI condition is present If IRQ 
and FIRQ do not remain low until completion of the current instruction they may not be recogniz ed How ever, NMI is latched and need only re- 
main lo w for one cycle No interrupts are recognized or latched between the falling edge of RESET and the rising edge of BS indicating 
RESET acknowledge. 
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FIGURE 10 - IRQ AND NMI INTERRUPT TIMING 
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FIGURE 11 - FIRQ INTERRUPT TIMING 
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NOTE Waveform measurements for all inputs and outputs are specified at logic high = 2 V and logic low = 8 V unless otherwise specified 
E clock shown for reference only 
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XTAL, EXTAL 

These inputs are used to connect the on-chip oscillator to 
an external parallel-resonant crystal. Alternately, the pin 
EXTAL may be used as a TTL level input for external timing 
by grounding XTAL The crystal or external frequency is four 
times the bus frequency See Figure 8 Proper RF layout 
techniques should be observed in the layout of printed circuit 
boards 

E, Q 

E is similar to the MC6800 bus timing signal <f>2, Q is a 
quadrature clock signal which leads E Q has no parallel on 
the MC6800 Addresses from the MPU will be valid with the 
leading edge of Q Data is latched on the falling edge of E 
Timing for E and Q is shown in Figure 12 



MRDY* 

This input control signal allows stretching of E and Q to 
extend data-access time E and Q operate normally while 
MRDY is high When MRDY is low, E and Q may be stretch- 
ed in integral multiples of quarter (% ) bus cycles, thus allow- 
ing interface to slow memories, a s show n in Figure 13(A) 
During non-valid memory access (VMA cycles) MRDY has 
no effect on stretching E and Q, this inhibits slowing the pro- 
cessor during "don't care" bus accesses MRDY may also be 
used to stretch clocks (for slow memory) when bus control 
ha s been tran sferred to an external device (through the use 
of HALT and DMA/BREQ) 

NOTE Four of the early production mask sets (G7F, T5A, 
P6F, T6M) require synchronization of the MRDY input with 
the 4f clock The synchronization necessitates an external 
oscillator as shown in Figure 13(B) The negative transition 
of the MRDY signal, normally derived from the chip select 
decoding, must meet the tpcs timing. With these four 
mask sets, MRDY's positive transition must occur with the 
rising edge of 4f 

In addition, on these same mask sets, MRDY will not 
stretch the E and Q signals if the ma chine is executing either 
a TFR or EXG instruction during the HALT high-to-low tran- 
sition If the MPU executes a CWAI instruction, the machine 
pushes the internal registers onto the stack and then awaits 
an interrupt During this waiting period, it is possible to place 



the MPU into a Halt mode to three-state the machine, but 
MRDY will not stretch the clocks 

The mask set for a particular part may be determined by 
examining the markings on top of the part Below the part 
number is a string of characters The first two characters are 
the last two characters of the mask set code If there are only 
four digits the part is the G7F mask set The last four digits, 
the date code, show when the part was manufactured 
These four digits represent year and week For example a 
ceramic part marked 




is a T5A mask set made the twelveth week of 19 



DMA/BREQ* 



The DMA/BREQ input provides a method of suspending 
execution and acquiring the MPU bus for another use, as 
shown in Figure 14 Typical uses include DMA and dynamic 
memory refresh 

Transitions of DMA/BREQ should occur during Q A low 
level on this pin will stop instruction execution at the end of 
the current cycle unl ess pre-empt ed by self-refresh The 
MPU will acknowledge DMA/BREQ by setting BA and BS to 
a one The requesting device will now have up to 15 bus 
cycles before the MPU retrieves the bus for self-refresh Self- 
refresh requires one bus cycle with a leading and trailing 
dead cycle See Figure 15 The self-refresh counter is only 
cleared if DMA/BREQ is inactive for two or more MPU 
cycles 

Typically, the DMA co ntroller will request to use the bus 
by asserting DMA/BREQ pin low on the leading edge of E 
When the MPU replies by setting BA and BS to a one, that 
cycle will be a dead cycle used to transfer bus mastership to 
the DMA controller 

False memory accesses may be prevented during any dead 
cycles by developing a system DMAVMA signal which is 
LOW in any cycle when BA has changed 



FIGURE 12 - E/Q RELATIONSHIP 
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NOTE Waveform measurements for all inputs and outputs are specified at logic high 2 0V and logic low 08V unless otherwise specified 



"The on-board clock generator furnishes E and Q t o both the sy stem and the MPU When MRDY is pulled low, both the system clocks and the 
internal MPU clocks are stretched Assertion of DMA/BREQ input stops the internal MPU clocks w hile allowing the external system clocks 
to RUN (i e , release the bus to a DMA controller) Th e inte rnal MPU clocks resume operation after DMA/BREQ is released or after 16 bus 
cycles (14 DMA, 2 dead), whichever occurs first Wh ile DMA/BRE Q is asserted it is sometimes necessary to pull MRDY low to allow DMA to/ 
from slow memory /peripherals As both M RDY a nd DM A/BREQ control the internal MPU clocks, care must be exercised not to violate the 
maximum t cyc specification for MRDY or DMA/BREQ (See Note 5 in Bus Timing ) 
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When BA goes low (either as a result of DMA/BREQ = 
HIGH or MPU self-refresh), the DMA device should be taken 
off the bus Another dead cycle will elapse before the MPU 
accesses memory, to allow transfer of bus mastership 
without contention 

MPU OPERATION 



This sequence begins after RESET and is repeated indefinite- 
ly unless altered by a special instruction or hardware occur- 
rence, software instructions that alter normal MPU operation 
are: SW I, SWI2, SWI3 , CWAI, RTI and SYNC. An interrupt, 
HALT, or DMA/BREQ can also alter the normal execution of 
instructions. Figure 16 illustrates the flowchart for the 
MC6809. 



During normal operation, the MPU fetches an instruction 
from memory and then executes the requested function. 



FIGURE 13(A) - MRDY TIMING 
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FIGURE 13(B) - MRDY SYNCHRONIZATION 
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FIGURE 14 - TYPICAL DMA TIMING « 14 CYCLES) 
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FIGURE 15 - AUTO-REFRESH DMA TIMING (>14 CYCLES) 
(REVERSE CYCLE STEALING) 
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'DMAVMA is a signal which is developed externally, but is a system requirement for DMA. Refer to Application Note AN-8. 
NOTE: Waveform measurements for all inputs and outputs are specified at logic high 2 0V and logic low 0.8 V unless otherwise specified 
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FIGURE 16 - FLOWCHART FOR MC6809 INSTRUCTIONS 
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NOTE: Asserting RESET will result in entering the reset sequence from any point in the flow chart. 
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ADDRESSING MODES 



The basic instructions of any computer are greatly 
enhanced by the presence of powerful addressing modes 
The MC6809 has the most complete set of addressing modes 
available on any microcomputer today For example, the 
MC6809 has 59 basic instructions; however, it recognizes 
1464 different variations of instructions and addressing 
modes The addressing modes support modern programm- 
ing techniques The following addressing modes are 
available on the MC6809: 

Inherent (Includes Accumulator) 

Immediate 

Extended 

Extended Indirect 
Direct 
Register 
Indexed 
Zero-Offset 
Constant Offset 
Accumulator Offset 
Auto Increment/ Decrement 
Indexed Indirect 
Relative 
Short/ Long Relative Branching 
Program Counter Relative Addressing 

INHERENT (INCLUDES ACCUMULATOR) 

In this addressing mode, the opcode of the instruction 
contains all the address information necessary Examples of 
Inherent Addressing are ABX, DAA, SWI, ASRA, and 
CLRB 

IMMEDIATE ADDRESSING 

In Immediate Addressing, the effective address of the data 
is the location immediately following the opcode (i e., the 
data to be used in the instruction immediately follows the op- 
code of the instruction). The MC6809 uses both 8 and 16-bit 
immediate values depending on the size of argument 
specified by the opcode. Examples of instructions with Im- 
mediate Addressing are - 

LDA #$20 

LDX #$F000 

LDY #CAT 
NOTE: # signifies Immediate addressing, $ signifies hexa- 
decimal value. 

EXTENDED ADDRESSING 

In Extended Addressing, the contents of the two bytes im- 
mediately following the opcode fully specify the 16-bit effec- 
tive address used by the instruction. Note that the address 
generated by an extended instruction defines an absolute ad- 
dress and is not position independent. Examples of Extended 
Addressing include 

LDA CAT 

STX MOUSE 

LDD $2000 



EXTENDED INDIRECT 

As a special case of indexed addressing (discussed 
below), one level of indirection may be added to Extended 
Addressing. In Extended Indirect, the two bytes following 
the postbyte of an Indexed instruction contain the address of 
the data. 

LDA [CAT] 

LDX [$FFFE] 

STU [DOG] 



DIRECT ADDRESSING 

Direct addressing is similar to extended addressing except 
that only one byte of address follows the opcode This byte 
specifies the lower 8 bits of the address to be used The up- 
per 8 bits of the address are supplied by the direct page 
register Since only one byte of address is required in direct 
addressing, this mode requires less memory and executes 
faster than extended addressing Of course, only 256 loca- 
tions (one page) can be accessed without redefining the con- 
tents of the DP register Since the DP register is set to $00 on 
Reset, direct addressing on the MC6809 is compatible with 
direct addressing on the M6800 Indirection is not allowed in 
direct addressrng Some examples of direct addressing are 

LDA $30 

SETDP$10 (Assembler directive) 

LDB $1030 

LDD < CAT 

NOTE: < is an assembler directive which forces direct 
addressing 



REGISTER ADDRESSING 

Some opcodes are followed by a byte that defines a 
register or set of registers to be used by the instruction This 
is called a postbyte Some examples of register addressing 
are- 
Transfers X into Y 
Exchanges A with B 
Push Y, X, B and A onto S 
Pull D, X, and Y from U 



INDEXED ADDRESSING 

In all indexed addressing, one of the pointer registers (X, 
Y, U, S, and sometimes PC) is used in a calculation of the ef- 
fective address of the operand to be used by the instruction 
Five basic types of indexing are available and are discussed 
below The postbyte of an indexed instruction specifies the 
basic type and variation of the addressing mode as well as 
the pointer register to be used Figure 17 lists the legal for- 
mats for the postbyte Table 2 gives the assembler form and 
the number of cycles and bytes added to the basic values for 
indexed addressing for each variation 



TFR 


X, Y 


EXG 


A, B 


PSHS 


A, B, X, Y 


PULU 


X, Y, D 
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FIGURE 17 - INDEXED ADDRESSING POSTBYTE 
REGISTER BIT ASSIGNMENTS 
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d = Offset Bit 

0= Not Indirect 
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-Addressing Moae Field 



-Indirect Field 
(Sign bit when by = 0) 



-Register Field RR 

00 = X 

01 = Y 

10 = U 

11 = S 



Zero-Offset Indexed - In this mode, the selected pointer 
register contains the effective address of the data to be used 
by the instruction. This is the fastest indexing mode. 
Examples are 
LDD 0,X 
LDA S 

Constant Offset Indexed - In th.s mode, a 
two's-complement offset and the contents of one of the 
pointer registers are added to form the effective address of 
the operand The pointer register's initial content is un- 
changed by the addition 

Three sizes of offsets are available. 

5 -bit (-16 to +15) 

8 -bit (-128 to +127) 

16-bit (-32768 to +32767) 

The two's complement 5-bit offset is included in the 
postbyte and, therefore, is most efficient in use of bytes and 
cycles The two's complement 8-bit offset is contained in a 
single byte following the postbyte The two's complement 
16-bit offset is in the two bytes following the postbyte In 
most cases the programmer need not be concerned with the 
size of this offset since the assembler will select the optimal 
size automatically. 

Examples of constant-offset indexing are 
LDA 23,X 
LDX -2,S 
LDY 300,X 
LDU CAT,Y 



TABLE 2 - INDEXED ADDRESSING MODE 



Type 


Forms 


Assembler 
Form 


Non Indirect 
Postbyte 
OP Code 


+ 


+ 
# 


Indirect 
Assembler Postbyte 
Form OP Code 


+ + 
~ # 


Constant Offset From R 


No Offset 


,R 


1RR00100 








[,R] 1RR10100 


3 


(2's Complement Offsets) 


5 Bit Offset 


n, R 


ORRnnnnn 
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defaults to 8-bit 




8 Bit Offset 


n, R 


1RR01000 


1 1 


[n, R] 1RR11000 


4 1 


16 Bit Offset 


n, R 


1RR01001 


4 


2 


[n, R] 1RR11001 


7 2 


Accumulator Offset From R 
(2's Complement Offsets) 


A Register Offset 


A, R 


1RR00110 


1 


[A, R] 1RR10110 
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B Register Offset 


B, R 


1RR00101 
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[B, R] 1RR10101 


4 "0 


D Register Offset 


D, R 


1RR01011 


4 





[D, R] 1RR11011 
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Auto Increment/ Decrement R 


Increment By 1 


,R + 


1RR00000 
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not allowed 




Increment By 2 


,R+ + 


1RR00001 


3 
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1RR00010 
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Decrement By 2 


,--R 


. 1RR00011 
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Extended Indirect 
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1xx01100 


1 1 
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4 1 


16 Bit Offset 


n, PCR 
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16 Bit Address 
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[n] 10011111 


5 2 



R = X, Y, U or S 
x = Don't Care 
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00 = X 

01 = Y 
10=U 
11 = S 



and „ indicate the number of additional cycles and bytes for the particular variation ' 
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Accumulator-Offset Indexed - This mode is similar to 
constant offset indexed except that the two's-complement 
value in one of the accumulators (A, B or D) and the con- 
tents of one of the pointer registers are added to form the ef- 
fective address of the operand. The contents of both the ac- 
cumulator and the pointer register are unchanged by the ad- 
dition. The postbyte specifies which accumulator to use as 
an offset and no additional bytes are required. The advan- 
tage of an accumulator offset is that the value of the offset 
can be calculated by a program at run-time. 
Some examples are: 

LDA B,Y 

LDX D,Y 

LEAX B,X 
Auto Increment/ Decrement Indexed - In the auto incre- 
ment addressing mode, the pointer register contains the ad- 
dress of the operand. Then, after the pointer register is used 
it is incremented by one or two. This addressing mode is 
useful in stepping through tables, moving data, or for the 
creation of software stacks. In auto decrement, the pointer 
register is decremented prior to use as the address of the 
data. The use of auto decrement is similar to that of auto in- 
crement; but the tables, etc., are scanned from the high to 
low addresses. The size of the increment/ decrement can be 
either one or two to allow for tables of either 8 or 16-bit data 
to be accessed and is selectable by the programmer. The 
pre-decrement, post-increment nature of these modes allow 
them to be used to create additional software stacks that 
behave identically to the U and S stacks. 

Some examples of the auto increment/ decrement ad- 
dressing modes are: 

LDA ,X + 

STD ,Y+ + 

LDB ,-Y 

LDX ,--S 



Before Execution 
A = XX (don't care) 
X = $F000 
$0100 LDA [$10,X] EA is now $F010 



$F010 $F1 
$F011 $50 



$F150 is now the 
new EA 



$F150 $AA 

After Execution 

A = $AA Actual Data Loaded 

X = $F000 

All modes of indexed indirect are included except those 
which are meaningless (e g , auto increment/decrement by 
1 indirect) Some examples of indexed indirect are 
LDA [,X] LDA [B,Y] 

LDD [10,S] LDD [,X++] 

RELATIVE ADDRESSING 

The byte(s) following the branch opcode is (are) treated as 
a signed offset which may be added to the program counter 
If the branch condition is true then the calculated address 
(PC + signed offset) is loaded into the program counter 
Program execution continues at the new location as in- 
dicated by the PC, short ( 1 byte offset) and long (2 bvtes off- 
set) relative addressing modes are available All of memory 
can be reached in long relative addressing as an effective ad- 
dress is interpreted modulo 2*16 Some examples of relative 
addressing are: 

BEQ CAT (short) 

BGT DOG (short) 

CAT LBEQ RAT (long) 

DOG LBGT RABBIT (long) 



Care should be taken in performing operations on 16-bit 
pointer registers (X, Y, U, S) where the same register is used 
to calculate the effective address. 

Consider the following instruction: 

STX 0,X+ + (X initialized to 0) 
The desired result is to store a in locations $0000 and $0001 
then increment X to point to $0002. In reality, the following 
occurs: 

0— temp calculate the EA, temp is a holding register 

X + 2-^X perform autoincrement 

X— (temp) do store operation 

INDEXED INDIRECT 

All of the indexing modes with the exception of auto in- 
crement/decrement by one, or a ± 4-bit offset may have an 
additional level of indirection specified. In indirect adddress- 
ing, the effective address is contained at the location 
specified by the contents of the Index register plus any off- 
set. In the example below, the A accumulator is loaded in- 
directly using an effective address calculated from the Index 
register and an offset. 



RAT 
RABBIT 



NOP 
NOP 



PROGRAM COUNTER RELATIVE 

The PC can be used as the pointer register with 8 or 16-bit 
signed offsets. As in relative addressing, the offset is added 
to the current PC to create the effective address. The effec- 
tive address is then used as the address of the operand or 
data. Program Counter Relative Addressing is used for 
writing position independent programs. Tables related to a 
particular routine will maintain the same relationship after 
the routine is moved, if referenced relative to the Program 
Counter. Examples are: 

LDA CAT, PCR 

LEAX TABLE, PCR 
Since program counter relative is a type of indexing, an 
additional level of indirection is available 

LDA [CAT, PCR] 

LDU [DOG, PCR] 
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MC6809 INSTRUCTION SET 



The instruction set of the MC6809 is similar to that of the 
MC6800 and is upward compatible at the source code level. 
The number of opcodes has been reduced from 72 to 59, but 
because of the expanded architecture and additional ad- 
dressing modes, the number of available opcodes (with dif- 
ferent addressing modes) has risen from 197 to 1464 

Some of the new instructions are described in detail 
below 

PSHU/PSHS 

The push instructions have the capability of pushing onto 
either the hardware stack (S) or user stack (U) any single 
register, or set of registers with a single instruction. 

PULU/PULS 

The pull instructions have the same capability of the push 
instruction, in reverse order The byte immediately following 
the push or pull opcode determines which register or 
registers are to be pushed or pulled The actual PUSH/PULL 
sequence is fixed, each bit defines a unique register to push 
or pull, as shown below. 



PUSH/PULL POST BYTE 




STACKING ORDER 

PULL ORDER 

t 
CC 



DP 
X Hi 
XLo 
YHi 
YLo 
U/SHi 
U/SLo 
PC Hi 
PCLo 

4 

PUSH ORDER 

INCREASING 
MEMORY 



register, while bits 0-3 represent the destination register 
These are denoted as follows. 

TRANSFER/EXCHANGE POST BYTE 



| SOURCE 


DESTINATION I 


REGISTER FIELD 


0000 D (A B) 


1000 - A 


0001 = X 


1001 B 


0010 - Y 


1010 CCR 


0011 - U 


1011 DPR 


0100 S 




0101 PC 





NOTE: All other combinations are undefined and INVALID 

LEAX/ LEAY/ LEAU/ LEAS 

The LEA (Load Effective Address) works by calculating 
the effective address used in an indexed instruction and 
stores that address value, rather than the data at that ad- 
dress, in a pointer register This makes all the features of the 
internal addressing hardware available to the programmer 
Some of the implications of this instruction are illustrated in 
Table 3 

The LEA instruction also allows the user to access data 
and tables in a position independent manner. For example. 
LEAX MSG1,PCR 
LBSR PDATA (Print message routine) 



MSG1 FCC 'MESSAGE' 

This sample program prints 'MESSAGE' By writing 
MSG1, PCR, the assembler computes the distance between 
the present address and MSG1 This result is placed as a 
constant into the LEAX instruction which will be indexed 
from the PC value at the time of execution No matter where 
the code is located, when it is executed, the computed offset 
from the PC will put the absolute address of MSG1 into the X 
pointer register. This code is totally position independent 

The LEA instructions are very powerful and use an internal 
holding register (temp). Care must be exercised when using 
the LEA instructions with the autoincrement and autodecre- 
ment addressing modes due to the sequence of internal 
operations The LEA internal sequence is outlined as follows: 



TFR/EXG 

Within the MC6809, any register may be transferred to or 
exchanged with another of like-size, i e., 8-bit to 8-bit or 
16-bit to 16-bit. Bits 4-7 of postbyte define the source 



LEAa ,b + 



(any of the 16-bit pointer registers X, Y, U, 
or S may be substituted for a and b ) 



1 b— temp (calculate the EA) 

2. b+1 — b (modify b, postincrement) 

3 temp—a (load a) 



TABLE 3 - LEA EXAMPLES 



Instruction 


Operation 


Comment 


LEAX 10, X 


X + 10 -X 


Adds 5-bit constant 10 to X 


LEAX 500, X 


X + 500- X 


Adds 16-bit constant 500 to X 


LEAY A, Y 


Y + A - Y 


Adds 8-bit A accumulator to Y 


LEAY D,Y 


Y + D - Y 


Adds 16-bit D accumulator to Y 


LEAU - 10, U 


U - 10 -U 


Subtracts 10 from U 


LEAS - 10, S 


S - 10 - S 


Used to reserve area on stack 


LEAS 10, S 


S + 10 - S 


Used to 'clean up' stack 


LEAX 5, S 


S + 5 -X 


Transfers as well as adds 
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LEAa , - b 

1 b- 1— temp (calculate EA with predecrement) 

2 b-1 — b (modify b, predecrement) 

3 temp— a (load a) 

Automcrement-by-two and autodecrement-by-two instruc- 
tions work similarly Note that LEAX ,X+ does not change 
X, however LEAX, -X does decrement LEAX 1, X should 
be used to increment X by one 

MUL 

Multiplies the unsigned binary numbers in the A and B ac- 
cumulator and places the unsigned result into the 16-bit D 
accumulator This unsigned multiply also allows multiple- 
precision multiplications 

Long And Short Relative Branches 

The MC6809E has the capability of program counter 
relative branching throughout the entire memory map In 
this mode, if the branch is to be taken, the 8- or 16-bit signed 
offset is added to the value of the program counter to be us- 
ed as the effective address This allows the program to 
branch anywhere in the 64K memory map Position- 
independent code can be easily generated through the use of 
relative branching Both short (8-bit) and long (16-bit) bran- 
ches are available 

SYNC 

After encountering a Sync instruction, the MPU enters a 
Sync state, stops processing instructions and waits for an in- 
terrupt If the pendin g interrupt is non-maskable (NMD or 
maskable (FIRQ, IRQ) with its mask bit (F or I) clear, the pro- 
cessor will clear the Sync state and perfor m the nor mal in ter- 
rupt stacking and service routine Since FIRQ and IRQ are 
not edge-triggered, a low level with a minimum duration of 
three bus cycles is required to assure that the i nterru p t wil l 
be taken If the pending interrupt is maskable (FIRQ, IRQ) 
with its mask bit (F or I) set, the processor will clear the Sync 
state and continue processing by executing the next inline 
instruction Figure 18 depicts Sync timing 

Software Interrupts 

A Software Interrupt is an instruction which will cause an 
interrupt, and its associated vector fetch These Software In- 
terrupts are useful in operating system calls, software 
debugging, trace operations, memory mapping, and soft- 
ware development systems Three levels of SWI are available 
on the MC6809, and are prioritized in the following order 
SWI, SWI2, SWI3 

16- Bit Operation 

The MC6809 has the capability of processing 16-bit data 
These instructions include loads, stores, compares, adds, 
subtracts, transfers, exchanges, pushes and pulls 

CYCLE-BY-CYCLE OPERATION 

The address bus cycle-by-cycle performance chart il- 
lustrates the memory-access sequence corresponding to 
each possible instruction and addressing mode in the 
MC6809 Each instruction begins with an opcode fetch 
While that opcode is being internally decoded, the next pro- 
gram byte is always fetched (Most instructions will use the 



next byte, so this technique considerably speeds 
throughput ) Next, the operation of each opcode will follow 
the flowchart VMA is an indication of FFFF-|6 on the ad- 
dress bus, R/W = 1 and BS = The following examples il- 
lustrate the use of the chart, see Figure 19 

Example 1: LBSR (Branch Taken) 
Before Execution SP = F000 



$8000 



CAT 



CAT 



CYCLE-BY-CYCLE FLOW 



Cycle # 


Address 


Data 


R/W 


' Description 


1 


8000 


17 


1 


Opcode Fetch 


2 


8001 


20 


1 


Offset High Byte 


3 


8002 


00 


1 


Offset Low Byte 


4 


FFFF 


* 


1 


VMA Cycle 


5 


FFFF 




1 


VMA Cycle 


6 


A000 




1 


Computed Branch Address 


7 


FFFF 


* 


1 


VMA Cycle 


8 


EFFF 


80 





Stack High Order Byte of 
Return Address 


9 


EFFE 


03 





Stack Low Order Byte of 
Return Address 


Example 2: 


DEC (Extended) 






$8000 


DEC 


$A000 








$A8000 $80 



CYCLE-BY-CYCLE FLOW 



Cycle # Address Data R/W Description 

1 8000 7A 1 Opcode Fetch 

2 8001 A0 1 Operand Address, High Byte 

3 8002 00 1 Operand Address, Low Byte 

4 FFFF * 1 VMA Cycle 

5 A000 80 1 Read the Data 

6 FFFF * 1 VMA Cycle 

7 A000 7F Store the Decremented Data 

"The data bus has the data at that particular address 

MC6809 INSTRUCTION SET TABLES 

The instructions of the MC6809 have been broken down 
into five different categories They are as follows 

8- Bit operation (Table 4) 

16-Bit operation (Table 5) 

Index register/stack pointer instructions (Table 6) 

Relative branches (long or short) (Table 7) 

Miscellaneous instructions (Table 8) 

Hexadecimal values for the instructions are given in 

Table 9 



PROGRAMMING AID 

Figure 21 contains a compilation of data that will assist in 
programming the MC6809 
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FIGURE 18 - SYNC TIMING 
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See Note 1 
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NOTES 

1 If the associated mask bit is set when the i nterr upt is re quested, this cycle will be an instruction fetch from address location PC+ 1 However, if the in- 
terrupt is accepted (NMI or an unma sked FIRQ or IRQ) interrupt processing continues with this cycle as (m) on Figures 10 and 11 (Interrupt Timing) 

2 If mask bits are clear, IRQ and FIRQ must be held low for three cycles to guarantee interrupt to be taken, although only one cycle is necessary to bring 
the processor out of SYNC 



NOTE Waveform measurements for all inputs and outputs are specified at logic high 2 0V and logic low 08V unless otherwise specified 



FIGURE 19 - ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 



C Fetch ) 
l 

ADDR- Address of Opcode (Fetch) 



Long 
Branch 
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ADDR- ADDR- 
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ADDR-1 


R + 8 Bit 












ADDR+1 ADDR+1 


ADDR+1 


ADDR+1 


PC + 8 Bit 












ADDR- ADDR- 
ADDR+1 ADDR+1 


AD0R- 
ADDR+1 


ADDR- 
* ADDR+1 






VMA 


VMA 


VMA Wa 


Wa 






VMA 


1 

Wa 


1 

ota 


^ OTA 


WA 






1 


t 


WA 


. 1 1 


VMA 


^ r 



o 

i 

CD 

8 




OTA 



NOTES 

1 All subsequent Page 2 and Page 3 pre-bytes will be' ignored after initial opt ode fete h 

2 Write operation during store instruction 

3 ADDR refers to the state of the address bus 
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ASLA 
ASLB 
ASRA 
ASRB 
CLRA 
CLRB 
COMA 
COMB 
DAA 
DECA 
DECB 
INCA 
INCB 
LSLA 
LSLB 
LSRA 
LSRB 
NEGA 
NEGB 
NOP 
ROLA 
ROLB 
RORA 
RORB 
SEX 



FIGURE 20(a) - OPERATION: ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 

From Figure 19 



VMA 
VMA 
VMA 
VMA 



STACK (R) 

ST ACK (R) 

VMA 



PSHU 
PSHS 



PULU 
PULS 



SWI 
SWI2 
SWI3 



ADDR-ADDR+1 
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VMA 
VMA 
VMA 
VMA 
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ADDR-< 
I 
•Stack IW)| 
Note 3 



ADDR-SP 



STACK(W) STACK(W) 
STACK(W) STACKiW) 
STACK(W) STACKIW) 
STACK(W) STACK(W) 
STACK(W) STACK(W) 
STACKIW) STACK(W) 
STACKIW) STACKIW) 
STACKIW) STACKIW) 
STACKIW) STACKIW) 
STACKIW) STACKIW) 
STACKIW) STACKIW) 
STACKIW) STACKIW) 



VMA 



VECTOR (H), 

BUSY-1 

VECTOR (L), 

BUSY-0 

I 

VMA 



|VMA| 

Note 4 

VECTOR (H), 
BUSY-1 

VECTOR ID, 
BUSY-0 

I 
VMA 



t 
To Figure 19 




Stack (W) refers to the following sequence SP-SP- 1, then ADDR-SP with R/W = 

Stack (R) refers to the following sequence ADDR-SP with R/W= 1, then SP-SP+ 1 

PSHU, PULU instructions use the user stack pointer lie , SPeU) and PSHS PULS use the hardware stack pointer d e , SPsS) 

Vector refers to the address of an interrupt or reset vector (see Table 1) 

The number of stack accesses will vary according to the number of bytes saved 

VMA cycles will occur until an interrupt occurs 
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OPERATION: ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 
(CONTINUED) 



Non-lnherents 



ADCA 
ADCB 
ADDA 
ADDB 
ANDA 
ANDB 
BITA 
BITB 
CMPA 
CMPB 
EORA 
EORB 
LDA 
LDB 
ORA 
ORB 
SBCA 
SBCB 
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STB 
SUBA 
SUBB 
TSTA 
TSTB 



From Figure 19 



LDD 
LDS 
LDU 
LDX 
LDU 

ANDCC 
ORCC 



ASL 
ASR 
CLR 
COM 
DEC 
INC 
LSL 
LSR 
NEG 
ROL 
ROR 



ADDD 
CMPD 
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CMPU 
CMPX 
CMPY 
SUBD 



ADDR-ADDR+1 



VMA 
VMA 



ADDR r AD DR+1 
VMA 
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STS 
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o 
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8 

00 

8 



ADDR-ADDR+1 
(Write) 
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TABLE 4 - 8-BIT ACCUMULATOR AND MEMORY INSTRUCTIONS 



Mnemonic(s) 


Operation 


ADCA, ADCB 


Add memory to accumulator with carry 


ADDA, ADDB 


Add memory to accumulator 


ANDA, ANDB 


And memory with accumulator 


ASL, ASLA, ASLB 


Arithmetic shift of accumulator or memory left 


ASR, ASRA, ASRB 


Arithmetic shift f accumulator or memory right 


BITA, BITB 


Bit test memory with accumulator 


CLR, CLRA, CLRB 


Clear accumulator or memory location 


CMPA, CMPB 


Compare memory from accumulator 


COM, COMA, COMB 


Complement accumulator or memory location 


DAA 


Decimal adjust A accumulator 


DEC, DECA, DECB 


Decrement accumulator or memory location 


EORA, EORB 


Exclusive or memory with accumulator 


EXG Rl, R2 


Exchange R1 with R2 (R1, R2 = A, B, CC, DP) 


INC, INCA, INCB 


Increment accumulator or memory location 


LDA, LDB 


Load accumulator from memory 


LSL, LSLA, LSLB 


Logical shift left accumulator or memory location 


LSR, LSRA, LSRB 


Logical shift right accumulator or memory location 


MUL 


Unsigned multiply (A x B — D) 


NEG, NEGA, NEGB 


Negate accumulator or memory 


ORA, ORB 


Or memory with accumulator 


ROL, ROLA, ROLB 


Rotate accumulator or memory left 


ROR, RORA, RORB 


Rotate accumulator or memory right 


SBCA, SBCB 


Subtract memory from accumulator with boc/ow 


STA, STB 


Store accumulator to memory 


SUBA, SUBB 


Subtract memory from accumulator 


TST, TSTA, TSTB 


Test accumulator or memory location 


TFR R1, R2 


Transfer R1 to R2 (R1, R2 = A, B, CC, DP) 



NOTE A, B, CC or DP may be pushed to (pulled from) either stack with PSHS, PSHU (PULS, 
PULU) instructions 



TABLE 5 - 16-BIT ACCUMULATOR AND MEMORY INSTRUCTIONS 



Mnemonic(s) 


Operation 


ADDD 


Add memory to D accumulator 


CMPD 


Compare memory from D accumulator 


EXG D, R 


Exchange D with X, Y, S, U or PC 


LDD 


Load D accumulator from memory 


SEX 


Sign Extend B accumulator into A accumulator 


STD 


Store D accumulator to memory 


SUBD 


Subtract memory from D accumulator 


TFR D, R 


Transfer D to X, Y, S, U or PC 


TFR R, D 


Transfer X, Y, S, U or PC to D 



NOTE D may be pushed (pulled) to either stack with PSHS, PSHU (PULS, 
PULU) instructions 
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TABLE 6 - INDEX REGISTER/STACK POINTER INSTRUCTIONS 


Instruction 


Description 


CMPS, CMPU 


Compare memory from stack pointer 


CMPX, CMPY 


Compare memory from index register 


EXG R1, R2 


Exchange D, X, Y, S, U or PC with D, X, Y, S, U or PC 


LEAS, LEAU 


Load effective address into stack pointer 


LEAX, LEAY 


Load effective address into index register 


LDS, LDU 


Load stack pointer from memory 


LDX, LDY 


Load index register from memory 


PSHS 


Push A, B, CC, DP, D, X, Y, U, or PC onto hardware stack 


PSHU 


Push A, B, CC, DP, D, X, Y, S, or PC onto user stack 


PULS 


Pull A, B, CC, DP, D, X, Y, U or PC from hardware stack 


PULU 


Pull A, B, CC, DP, D, X, Y, S or PC from hardware stack 


STS, STU 


Store stack pointer to memory 


STX, STY 


Store index register to memory 


TFR R1, R2 


Transfer D, X, Y, S, U or PC to D, X, Y, S, U or PC 


ABX 


Add B accumulator to X (unsigned) 



TABLE 7 - BRANCH INSTRUCTIONS 



Instruction | Description 


SIMPLE BRANCHES 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if noi equal 


BMI, LBMI 


Branch if minus 


BPL, LBPL 


Branch if plus 


BCS, LBCS 


Branch if carry set 


BCC, LBCC 


Branch if carry clear 


BVS, LBVS 


Branch if overflow set 


BVC, LBVC 


Branch if overflow clear 


SIGNED BRANCHES 


BGT, LBGT 


Branch if greater (signed) 


BVS, LBVS 


Branch if invalid 2's complement result 


BGE, LBGE 


Branch if greater than or equal (signed) 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if not equal 


BLE, LBLE 


Branch if less than or equal (signed) 


BVC, LBVC 


Branch if valid 2's complement result 


BLT, LBLT 


Branch if less than (signed) 


UNSIGNED BRANCHES 


BHI, LBHI 


Branch if higher (unsigned) 


BCC, LBCC 


Branch if higher or same (unsigned) 


BHS, LBHS 


Branch if higher or same (unsigned) 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if not equal 


BLS, LBLS 


Branch if lower or same (unsigned) 


BCS, LBCS 


Branch if lower (unsigned) 


BLO, LBLO 


Branch if lower (unsigned) 


OTHER BRANCHES 


BSR, LBSR 


Branch to subroutine 


BRA, LBRA 


Branch always 


BRN, LBRN 


Branch never 




TABLE 8 - MISCELLANEOUS INSTRUCTIONS 



Instruction 


Description 


ANDCC 


AND condition code register 


CWAI 


AND condition code register, then wait for interrupt 


NOP 


No operation 


ORCC 


OR condition code register 


JMP 


Jump 


JSR 


Jump to subroutine 


RTI 


Return from interrupt 


RTS 


Return from subroutine 


SWI, SWI2, SWI3 


Software interrupt (absolute indirect) 


SYNC 


Synchronize with interrupt line 
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TABLE 9 - HEXADECIMAL VALUES OF MACHINE COOES 



OP 


Mrvem 


Mode 


- 


# 


OP 


Mnem 


Mode 


# 


OP 


Mnem 


Mode 


- 


# 


00 


NEG 


Direct 


6 


2 


30 


LEAX 


Indexed 


4+ 2 + 


60 


NEG 


Indexed 


6 + 


2 


01 


* 


i 


k 






31 


LEAY 


t 


4+ 2 + 


61 


* 


4 






02 


* 










32 


LEAS 


t 


4+ 2 + 


62 


* 










03 


COM 






6 


2 


33 


LEAU 


Indexed 


4+ 2 + 


63 


COM 






6 + 


2 


04 


LSR 






6 


2 


34 


PSHS 


Inherent 


5+ 2 


64 


LSR 






6 + 


2 


05 


* 










35 


PULS 


h 


5+ 2 


65 












06 


ROR 






6 


2 


36 


PSHU 






5+ 2 


66 


ROR 






6 + 


2 


07 


ASR 






6 


2 


37 


PULU 






5+ 2 


67 


ASR 






6 + 


2 


08 


ASL, LSL 






6 


2 


38 


* 








68 


ASL, LSL 






6 + 


2 


09 


ROL 






6 


2 


39 


RTS 






5 1 


69 


ROL 


; 


6 + 


2 


0A 


DEC 






6 


2 


3A 


ABX 






3 1 


6A 


DEC 




6 + 


2 


0B 


• 










3B 


RTI 






6/15 1 


6B 












OC 


INC 






6 


2 


3C 


CWAI 






>20 2 


6C 


INC 






6 + 


2 


OD 


TST 






6 


2 


3D 


MUL 






11 1 


6D 


TST 






6 + 


2 


OE 


JMP 


\ 


f 


3 


2 


3E 


* 


T 




6E 


JMP 


i 


3 + 


2 


OF 


CLR 


Direct 


6 


2 


3F 


SWI 


Inherent 


19 1 


6F 


CLR 


Indexed 


6 + 


2 


10 


Page 2 


_ 


_ 


_ 


40 


NEGA 


Inherent 


2 1 


70 


NEG 


Extended 


7 


3 


11 


Page 3 


- 


- 


- 


41 




i 


k 




71 




jf 






12 


NOP 


Inherent 


2 


1 


42 


* 








72 


* 










13 


SYNC 


Inherent 


>4 


1 


43 


COMA 






2 1 


73 


COM 






7 


3 


14 


• 








44 


LSRA 






2 1 


74 


LSR 






7 


3 


15 


* 








45 


* 








75 












16 


LBRA 


Relative 


5 


3 


46 


RORA 






2 


76 


ROR 






1 


3 


17 


LBSR 


Relative 


9 


3 


47 


ASRA 






2 1 


77 


ASR 






7 


3 


18 










48 


ASLA, LSLA 






2 1 


78 


ASL, LSL 






1 


3 


19 


DAA 


Inherent 


2 


1 


49 


ROLA 






2 1 


79 


ROL 






1 


3 


1A 


ORCC 


Immed 


3 


2 


4A 


DECA 






2 1 


7A 


DEC 






1 


3 


1B 


* 


- 






4B 










7B 












1C 


ANDCC 


Immed 


3 


2 


4C 


INCA 






2 1 


7C 


INC 






1 


3 


1D 


SEX 


Inherent 


2 


1 


4D 


TSTA 






2 1 


7D 


TST 






1 


3 


1E 


EXG 


Inherent 


8 


2 


4E 


* 


1 


f 




7E 


JMP 


1 


4 


3 


1F 


TFR 


6 


2 


4F 


CLRA 


Inherent 


2 1 


7F 


CLR 


Extended 


7 


3 


20 


BRA 


Relative 


3 


2 


50 


NEGB 


Inherent 


2 1 


80 


SUBA 


Immed 


2 


2 


21 


BRN 


/ 


i 


3 


2 


51 




1 


i 




81 


CMPA 


i 


I 


2 


2 


22 


BHI 






3 


2 


52 


* 








82 


SBCA 






2 


2 


23 


BLS 






3 


2 


53 


COMB 






2 1 


83 


SUBD 






4 


3 


24 


BHS, BCC 






3 


2 


54 


LSRB 






2 1 


84 


ANDA 






2 


2 


25 


BLO, BCS 






3 


2 


55 


* 








85 


BITA 






2 


2 


26 


BNE 






3 


2 


56 


RORB 






2 1 


86 


LDA 






2 


2 


27 


BEQ 






3 


2 


57 


ASRB 






2 1 


87 


* 










28 


BVC 






3 


2 


58 


ASLB, LSLB 






2 1 


88 


EORA 






2 


2 


29 


BVS 






3 


2 


59 


ROLB 






2 1 


89 


ADCA 






2 


2 


2A 


BPL 






3 


2 


5A 


DECB 






2 1 


8A 


ORA 






2 


2 


2B 


BMI 






3 


2 


5B 


* 








8B 


ADDA 


\ 


f 


2 


2 


2C 


BGE 






3 


2 


5C 


INCB 






2 1 


8C 


CMPX 


Immed 


4 


3 


2D 


BLT 






3 


2 


5D 


TSTB 






2 1 • 


8D 


BSR 


Relative 


7 


2 


2E 


BGT 


^ 


f 


3 


2 


5E 


* 


1 


f 




8E 


LDX 


immed 


3 


3 


2F 


BLE 


Rela 


[ive 


3 


2 


5F 


CLRB 


Inhe 


rent 


2 1 


8F 


* 











LEGEND 



~ Number of MPU cycles (less possible push pull or indexed-mode cycles) 

# Number of program bytes 

* Denotes unused opcode 
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TABLE 9 - HEXADECIMAL VALUES OF MACHINE CODES (CONTINUED) 



OP 


Mnem 


90 


SUBA 


91 


CMPA 


92 


SBCA 


93 


SUBD 


94 


ANDA 


95 


BITA 


96 


LDA 


97 


STA 


98 


EORA 


99 


ADCA 


9A 


ORA 


9B 


ADDA 


9C 


CMPX 


9D 


JSR 


9E 


LDX 


9F 


STX 


A0 


SUBA 


A1 


CMPA 


A2 


SBCA 


A3 


SUBD 


A4 


ANDA 


A5 


BITA 


A6 


LDA 


A7 


STA 


A8 


EORA 


A9 


ADCA 


AA 


ORA 


AB 


ADDA 


AC 


CMPX 


AD 


JSR 


AE 


LDX 


AF 


STX 


BO 


SUBA 


B1 


CMPA 


B2 


SBCA 


B3 


SUBD 


B4 


ANDA 


B5 


BITA 


B6 


LDA 


B7 


STA 


B8 


EORA 


B9 


ADCA 


BA 


ORA 


BB 


ADDA 


BC 


CMPX 


BD 


JSR 


BE 


LDX 


BF 


STX 



and illegal 



Mode 


- 


# 


OP 


Mnem 


Direct 


4 


2 


CO 


SUBB 


/ 


\ 


4 


2 


C1 


CMPB 






4 


2 


C2 


SBCB 






6 


2 


C3 


ADDD 






4 


2 


C4 


ANDB 






4 


2 


C5 


BITB 






4 


2 


C6 


LDB 






4 


2 


C7 


* 






4 


2 


C8 


EORB 






4 


2 


C9 


ADCB 






4 


2 


CA 


ORB 






4 


2 


CB 


ADDB 






6 


2 


CC 


LDD 






7 


2 


CD 


• 


i 


f 


5 


2 


CE 


LDU 


Direct 


5 


2 


CF 




Indexed 


4 + 


2 + 


DO 


SUBB 


i 


i 


4 + 


2 + 


D1 


CMPB 






4 + 


2 + 


D2 


SBCB 






6 + 


2 + 


D3 


ADDD 






4 + 


2 + 


D4 


ANDB 






4 + 


2 + 


D5 


BITB 






4 + 


2 + 


D6 


LDB 






4 + 


2 + 


D7 


STB 






4 + 


2 + 


D8 


EORB 






4 + 


2 + 


D9 


ADCB 






4 + 


2 + 


DA 


ORB 






4 + 


2 + 


DB 


ADDB 






6 + 


2 + 


DC 


LDD 






7 + 


2 + 


DD 


STD 


> 


1 


5 + 


2 + 


DE 


LDU 


Indexed 


5 + 


2 + 


DF 
EO 


STU 
SUBB 


Extended 


5 


3 


El 


CMPB 


i 


i 


5 


3 


E2 


SBCB 






5 


3 


E3 


ADDD 






7 


3 


E4 


ANDB 






5 


3 


E5 


BITB 






5 


3 


E6 


LDB 






5 


3 


E7 


STB 






5 


3 


E8 


EORB 






5 


3 


E9 


ADCB 






5 


3 


EA 


ORB 






5 


3 


EB 


ADDB 






5 


3 


EC 


LDD 






7 


3 


ED 


STD 






8 


3 


EE 


LDU 


> 


f 


6 


3 


EF 


STU 


Extended 


6 


3 


FO 
F1 
F2 
F3 
F4 
F5 
F6 
F7 


SUBB 

CMPB 

SBCB 

ADDD 

ANDB 

BITB 

LDB 

STB 


es are both undefined 


F8 


EORB 








F9 


ADCB 








FA 


ORB 








FB 


ADDB 








FC 


LDD 








FD 


STD 








FE 


LDU 










FF 


STU 



Mode 


- 


# 


OP 


Mnem 


Mode 


- 


# 


Immed 


2 


2 












A 


2 


2 




Page 2 and 3 Machine 








2 


2 






Codes 










4 


3 
















2 


2 


1021 


LBRN 


Relative 


5 


4 


Immed 


2 


2 


1022 


LBHI 


A 


5(6) 


4 


Immed 


2 


2 


1023 


LBLS 






5(6) 


4 


A 






1024 


LBHS, LBCC 






5(6) 


4 






2 


2 


1025 


LBCS, LBLO 






5(6) 


4 






2 


2 


1026 


LBNE 






5(6) 


4 






2 


2 


1027 


LBEQ 






5(6) 


4 






2 


2 


1028 


LBVC 






5(6) 


4 






3 


3 


1029 


LBVS 






5(6) 


4 


▼ 






102 A 


LBPL 






5(6) 


4 


Immed 


3 


3 


102B 
102C 


LBMI 
LBGE 






5(6) 
5(6) 


4 
4 


Dir 


3Ct 


4 

4 


2 

2 


102D 
102E 


LBLT 
LBGT 


Y 


5(6) 
5(6) 


4 
4 






4 


2 


102F 


LBLE 


Relative 


5(6) 


4 






6 


2 


103F 


SWI2 


Inherent 


20 


2 






4 


2 


1083 


CMPD 


Immed 


5 


4 






4 


2 


108C 


CMPY 


I 


5 


4 






4 


2 


108E 


LDY 


Immed 


4 


4 






4 


2 


1093 


CMPD 


Direct 


7 


3 






4 


109C 


CMPY 


t 


7 


3 






4 


2 


109E 


LDY 


t 


6 


3 






4 


2 


109F 


STY 


Direct 


6 


3 






4 


2 


10 A3 


CMPD 


Indexed 


7 + 


3 + 






5 


2 


10AC 


CMPY 


f 


7 + 


3 + 






5 


2 


10AE 


LDY 


1 


6 + 


3 + 


\ 


1 


5 


2 


10AF 


STY 


Indexed 


6 + 


3 + 


Direct 


5 


2 


10B3 
10BC 


CMPD 
CMPY 


Extended 


8 
8 


4 
4 


Indexed 


4 + 


2 + 


10BE 


LDY 


1 


7 


4 


i 


< 


4 + 


2 + 


10BF 


STY 


Extended 


7 


4 






4 + 


2 + 


10CE 


LDS 


Immed 


4 


4 






6 + 


2 + 


10DE 


LDS 


Direct 


6 


3 






4 + 


2 + 


10DF 


STS 


Direct 


6 


3 






4 + 


2 + 


10EE 


LDS 


Indexed 


6 + 


3 + 






4 + 


2 + 


10EF 


STS 


Indexed 


6 + 


3 + 






4 + 


2 + 


10FE 


LDS 


Extended 


7 


4 






4 + 


2 + 


10FF 


STS 


Extended 


7 


4 






4 + 


2 + 


113F 


SWI3 


Inherent 


20 


2 






4 + 


2 + 


1183 


CMPU 


Immed 


5 


4 






4 + 


2 + 


118C 


CMPS 


Immed 


5 


4 






5 + 


2 + 


1193 


CMPU 


Direct 


7 


3 






5 + 


2 + 


119C 


CMPS 


Direct 


7 


3 


' 


f 


5-f 


2 + 


11 A3 


CMPU 


Indexed 


7 + 


3 + 


Indexed 


5 + 


2 + 


11AC 


CMPS 


Indexed 


7 + 


3 + 


Exter 
i 


ided 

f 


5 
5 
5 
7 
5 
5 
5 
5 
5 
5 
5 


3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 


11B3 
11BC 


CMPU 
CMPS 


Extended 
Extended 


8 
8 


4 
4 


Extended 


5 


3 












Extended 


6 
6 
6 


3 
3 
3 












Exter 


ided 


6 


3 
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instruction 


Forms 


Addressing Modes 






5 


3 


2 


1 





Immediate 


Direct 


Indexed 


Extended 


Inherent 


Description 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


1 


Op 


~ 


# 


H 


N 


z 


V 


c 


ABX 




























3A 


3 


1 


B + X-X (Unsigned) 












ADC 


ADCA 
ADCB 


89 
C9 


2 


2 
2 


99 
D9 


4 

4 


2 
2 


A9 
E9 


4 + 
4 + 


2 + 
2 + 


B9 
F9 


5 
5 


3 
3 








A+M+C-A 
B+M+C-B 


t 
1 








t 
I 


ADD 


ADDA 
ADDB 
ADDD 


8B 
CB 
C3 


2 
2 
4 


2 
2 
3 


9B 
DB 
D3 


4 
4 
6 


2 
2 
2 


AB 
EB 
E3 


4 + 
4 + 
6 + 


2 + 
2 + 
2 + 


BB 
FB 
F3 


5 
5 
7 


3 
3 
3 








A+M-A 
B+M-B 
D+M M+1-D 


1 
1 








t 

t 
1 


AND 


ANDA 
ANDB 
ANDCC 


84 
C4 
1C 


2 

2 
3 


2 
2 
2 


94 

D4 


4 
4 


2 
2 


A4 
E4 


4 + 

4 + 


2 + 
2 + 


B4 
F4 


5 
5 


3 
3 








A A M-A 
B A M-B 
CC A IMM-CC 


• 










7 


ASL 


ASLA 
ASLB 
ASL 








08 


6 


2 


68 


6 + 


2 + 


78 


7 


3 


48 
58 


2 
2 


1 
1 


M 




8 
8 
8 






t 
t 
t 


I 
t 
I 




ILHIIIIIIIM 

c b 7 bo 


ASR 


ASRA 
ASRB 
ASR 








07 


6 


2 


67 


6 + 


2 + 


77 


7 


3 


47 
57 


2 
2 


1 
1 






8 
8 
8 






• 
• 


1 

t 
1 


B 
M 




Rl 1 1 1 1 1 1 Kl 

by b c 


BIT 


BITA 
BITB 


85 
C5 


2 
2 


2 
2 


95 
D5 


4 
4 


2 
2 


A5 
E5 


4 + 
4 + 


2 + 

2 + 


B5 

F5 


5 
5 


3 
3 








Bit Test A (M A A) 
Bit Test BIMABi 












• 
• 


CLR 


CLRA 
CLRB 
CLR 








OF 


6 


2 


6F 


6 + 


2 + 


7F 


7 


3 


4F 
5F 


2 
2 


1 
1 


0-A 
0-B 
0-M 





















CMP 


CMPA 
CMPB 
CMPD 

CMPS 

CMPU 

CMPX 
CMPY 


81 
C1 
10 
83 
11 
8C 
11 
83 
8C 
10 
8C 


2 
2 

5 
5 

4 

5 


2 
2 

4 

4 

4 

3 
4 


91 

D1 
10 
93 
11 
9C 
11 
93 
9C 
10 
9C 


4 
4 
7 

7 

7 

6 

7 


2 
2 
3 

3 

3 

2 
3 


A1 
E1 
10 
A3 
11 
AC 
11 
A3 
AC 
10 
AC 


4 + 
4 + 
7 + 

7 + 

7 > 

6 + 

7 + 


2 + 

2 + 

3 + 

3f 
3 * 

2 + 

3 + 


B1 
F1 
10 
B3 
11 
BC 
11 
B3 
BC 
10 
BC 


5 
5 
8 

8 

8 

7 
8 


3 

3 
4 

4 

4 

3 

4 








Compare M from A 
Compare M from B 
Compare M M + 1 from D 

Compare M M + 1 from S 

Compare M M + 1 from U 

Compare M M + 1 from X 
Compare M M + 1 from Y 








t 
t 

J 

1 

1 

1 
I 


1 
t 
t 

t 

t 

t 
t 


COM 


COMA 
COMB 
COM 








03 


6 


2 


63 


6 + 


2 + 


73 


7 


3 


43 
53 


2 

2 


1 
1 


A-A 

B-B 
M-M 













1 
1 
1 


CWAI 




3C 


2=20 


2 


























CC A IMM-CC Wait for Interrupt 










7 


DAA 




























19 


2 


1 


Decimal Adjust A 











i 


DEC 


DECA 
DECB 
DEC 








0A 


6 


2 


bA 


6 + 


2 + 


7A 


7 


3 


4A 
5A 


2 
2 


1 
1 


A-1-A 
B- 1-B 
M- 1-M 








t 
t 
t 




EOR 


EORA 
EORB 


88 
C8 


2 
2 


2 
2 


98 

D8 


A 
4 


2 
2 


A8 
E8 


4 + 
4 + 


2 + 
2 + 


B8 
F8 


5 
5 


3 
3 








AVM-A 
B¥ M-B 














EXG 


R1, R2 


























1E 


8 


2 


R1-R2 2 








• 




INC 


INCA 
INCB 
INC 








OC 


6 


2 


6C 


6 + 


2 + 


7C 


7 


3 


4C 
5C 


2 
2 


1 
1 


A+ 1 -A 
B+ 1-B 
M+ 1-M 








! 

I 
t 




JMP 










OE 


3 


2 


6E 


3 + 


2 + 


7E 


4 


3 








EA 3 -PC 








• 




JSR 










9D 


7 


2 


AD 


7 + 


2 + 


BD 


8 


3 








Jump to Subroutine 








• 




LD 


LDA 
LDB 
LDD 
LDS 

LDU 
LDX 
LDY 


86 
C6 
(X 
10 
CE 
CE 
8E 
10 
8E 


2 
2 
3 
4 

3 
3 
4 


2 
2 
3 
4 

3 
3 
4 


96 
D6 
DC 
10 
DE 
DE 
9E 
10 
9E 


4 
4 
5 
6 

5 
5 
6 


2 
2 
2 
3 

2 
2 
3 


A6 
E6 
EC 
10 
EE 
EE 
AE 
10 
AE 


4 + 

4 + 

5 + 

64 

5 + 

5 + 

6 + 


2 + 
2 + 

2 + 

3 + 

2 + 

2 + 

3 + 


B6 
F6 
FC 
10 
FE 
' FE 
BE 
10 
BE 


5 
5 
6 

7 

6 
6 
7 


3 
3 
3 

4 

3 
3 
4 








M-A 

M-B 

M M + 1-D 

M M+ 1-S 

M M + 1-U 
M M+ 1-X 
M M 4 1 - Y 




















LEA 


LEAS 
LEAU 
LEAX 
LEAY 














32 
33 
30 
31 


4 + 
4 + 
4 + 
4 + 


2 + 
2 + 
2 + 
2 + 














EA 3 -S 
EA 3 -U 
EA 3 -X 
EA 3 -Y 




• 


t 
t 


• 





Legend M 

OP Operation Code (Hexadecimal) — 

~ Number of MPU Cycles H 

# Number of Program Bytes N 
+ Arithmetic Plus Z 
— Arithmetic Minus V 

• Multiply C 



Complement of M 
Transfer Into 
Half-carry (from bit 3) 
Negative (sign bit) 
Zero result 

Overflow, 2's complement 
Carry from ALU 



Test and set if true, cleared otherwise 

Not Affected 

Condition Code Register 

Concatenation 

Logical or 

Logical and 

Logical Exclusive or 
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Instruction 


Forms 


Addressing Modes 


Description 


5 


3 


2 


1 





Immediate 


Direct 


Indexed^ 


Extended 


Inherent 


Op 


- 


* 


Op 


- 


§ 


Op 


- 


# 


Op 


~ 


I 


T5p 


- 


# 


H 


N 


z 


V 


c 


LSL 


LSLA 
LSLB 
LSL 








08 


6 


2 


68 


6 + 


2 + 


78 


7 


3 


48 
58 


2 
2 








• 
• 
• 


J 
J 
t 








M 




UHIIIIIIIk° 

c by bo 


LSR 


LSRA 
LSRB 
LSR 








04 


6 


2 


64 


6 + 


2 + 


74 


7 


3 


44 
54 


2 
2 




^HjllllllHJ 

b7 bo c 


• 
• 













MUL 




























3D 


11 




Ax B-D (Unsigned) 


• 


• 








NEG 


NEGA 
NEGB 
NEG 








00 


6 


2 


60 


6 + 


2 + 


70 


7 


3 


40 
50 


2 
2 




A+ 1-A 
B+1-B 
M+ 1-M 


8 
8 
8 


t 
t 
t 








NOP 




























12 


2 


1 


No Operation 












OR 


ORA 
ORB 
ORCC 


8A 
CA 
1A 


2 

2 

3 


2 
2 
2 


9A 
DA 


4 
4 


2 
2 


AA 

EA 


4 + 
4 + 


2 + 
2 + 


BA 
FA 


5 
5 


3 
3 








A V M-A 
B V M-B 
CC V IMM-CC 


• 


t 
t 








PSH 


PSHS 
PSHU 


34 
36 


5 + 4 
5 + * 


2 

2 


























Push Registers on S Stack 
Push Registers on U Stack 












PUL 


PULS 
PULU 


35 
37 


5+4 
5 + 4 


2 
2 


























Pull Registers from S Stack 
Pull Registers from U Stack 












ROL 


ROLA 
ROLB 
ROL 








09 


6 


2 


69 


6 + 


2 + 


79 


7 


3 


49 
59 


2 
2 






• 


t 
1 
J 








Ml 




HHIIIIIIIk 1 

c b7 bo 


ROR 


RORA 
RORB 
ROR 








06 


6 


2 


66 


6 + 


2 + 


76 


7 


3 


46 
56 


2 
2 




M) 




• 
• 


t 
t 
t 








•TNIIIIIIlM 

c b7 bo 


RTI 




























3B 


6/15 




Return From Interrupt 












RTS 




























39 


5 




Return from Subroutine 












SBC 


SBCA 
SBCB 


82 
C2 


2 
2 


2 
2 


92 
D2 


4 
4 


2 
2 


A2 
E2 


4 + 
4 + 


2 + 
2 + 


B2 
F2 


5 
5 


3 
3 








A- M-C-A 
B-M-C-B 


8 
8 


I 
1 








SEX 




























1D 


2 


1 


Sign Extend B into A 


• 


t 









ST 


STA 
STB 
STD 
STS 

STU 
STX 
STY 








97 
D7 
DD 
10 
DF 
DF 
9F 
10 
9F 


4 
4 
5 
6 

5 
5 
6 


2 
2 
2 
3 

2 
2 
3 


A7 
E7 
ED 
10 
EF 
EF 
AF 
10 
AF 


4 + 

4 + 

5 + 

6 + 

5 + 

5 + 

6 + 


2 + 
2 + 

2 + 

3 + 

2 + 

2 + 

3 + 


B7 
F7 
FD 
10 
FF 
FF 
BF 
10 
BF 


5 
5 
6 
7 

6 
6 

7 


3 
3 
3 
4 

3 
3 

4 








A-M 
B-M 

D-M M+ 1 
S-M M 4- 1 

U-M M+ 1 
X-M M + 1 
Y-M M + 1 


• 
• 


I 
I 
t 
I 

t 
J 
J 
















SUB 


SUBA 
SUBB 
SUBD 


80 
CO 
83 


2 
2 
4 


2 
2 
3 


90 
DO 
93 


4 
4 
6 


2 
2 
2 


AO 
EO 
A3 


4 + 
4 + 
6 + 


2 + 
2 + 
2 + 


BO 
FO 
B3 


5 
5 
7 


3 
3 
3 








A- M-A 
B-M-B 
D-M M+1-D 


8 
8 


t 
J 
t 




t 
J 

t 




SWI 


SWI 6 
SWI 6 

SWI 6 


























3F 
10 
3F 
11 
3F 


19 
20 

20 


1 
2 

1 


Software Interrupt 1 
Software Interrupt 2 

Software Interrupt 3 












SYNC 




























13 


S4 


1 


Synchronize to Interrupt 












TFR 


R1, R2 


























1F 


6 


2 


R1-R2 2 












TST 


TSTA 
TSTB 
TST 








OD 


6 


2 


6D 


6 + 


2 + 


7D 


7 


3 


4D 
5D 


2 
2 


1 
1 


Test A 
Test B 
Test M 


• 


t 
t 
1 


t 
t 

t 











Notes ' 

1 This column gives a base cycle and byte count To obtain total count, add the values obtained from the INDEXED ADDRESSING MODE table, 
Table 2 

2 R1 and R2 may be any pair of 8 bit or any pair of 16 bit registers 

The 8 bit registers are A, B, CC, DP 
The 16 bit registers are X, Y, U, S, D, PC 

3 EA is the effective address 

4 The PSH and PUL instructions require 5 cycles plus 1 cycle for each byte pushed or pulled 

5 5(6) means 5 cycles if branch not taken, 6 cycles if taken (Branch instructions) 

6 SWI sets I and F bits SWI2 and SWI3 do not affect I and F 

7 Conditions Codes set as a direct result of the instruction 

8 Vaue of half-carry flag is undefined 

9 Special Case - Carry set if b7 is SET 
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Branch Instructions 




Instruction 


Forms 


Addressing 
Mode 


Description 


5 


3 


2 


1 





P 


eiative 


OP 


~9 


I 


H 


N 


Z 


V 


C 


BCC 


BCC 
LBCC 


24 

10 
24 


3 

5(6) 


2 
4 


Branch C = 
Long Branch 
C = 












BCS 


BCS 
LBCS 


25 
10 
25 


3 

5(6) 


2 
4 


Branch C=1 
Long Branch 
C=1 












BEQ 


BEQ 
LBEQ 


27 
10 
27 


3 
5(6) 


2 
4 


Branch Z= 1 
Long Branch 
Z = 












BGE 


BGE 
LBGE 


2C 
10 
2C 


3 
5(6) 


2 
4 


Branch > Zero 
Long Branch > Zero 












BGT 


BGT 
LBGT 


2E 
10 
2E 


3 
5(6) 


2 
4 


Branch > Zero 
Long Branch > Zero 












BHI 


BHI 
LBHI 


22 
10 
22 


3 
5(6) 


2 

4 


Branch Higher 
Long Branch Higher 












BHS 


BHS 
LBHS 


24 

10 
24 


3 
5(6) 


2 

4 


Branch Higher 

or Same 
Long Branch Higher 

or Same 












BLE 


BLE 
LBLE 


2F 
10 
2F 


3 
5(6) 


2 

4 


Branch < Zero 
Long Branch < Zero 












BLO 


BLO 
LBLO 


25 
10 
25 


3 
5(6) 


2 
4 


Branch lower 
Long Branch Lower 













Instruction 


Forms 


Addressing 
Mode 


Description 


5 


3 


? 


1 





R 


ela^ve 


OP 




# 


H 


N 


Z 


V 


C 


BLS 


BLS 
LBLS 


23 

10 
23 


3 

5(6) 

3 

5i6) 


2 
4 

' 2 
4 


Branch Lower 

or Same 
Long Branch Lower 

or Same 












BLT 


BLT 
LBLT 


2D 
10 
2D 


Branch < Zero 
Long Branch < Zero 












BMI 


BMI 
LBMI 


2B 
10 
2B 


3 
5(6) 


2 
4 


Branch Minus 
Long Branch Minus 












BNE 


BNE 
LBNE 


26 
10 
26 


3 

5(6) 


2 
4 


Branch Z = 
Long Branch 
Z*0 












BPL 


BPL 
LBPL 


2A 
10 
2A 


3 

5(6) 


2 
4 


Branch Plus 
Long Branch Plus 












BRA 


BRA 
LBRA 


20 
16 


3 
5 


2 
3 


Branch Always 
Long Branch Always 












BRN 


BRN 
LBRN 


10 
21 


3 
5 


2 
4 


Branch Never 
Long Branch Never 












BSR 


BSR 
LBSR 


8D 

17 


7 
9 


2 
3 


Branch to Subroutine 
Long Branch to 
Subroutine 












BVC 


BVC 
LBVC 


28 
10 
28 


3 
5(6) 


2 

4 


Branch V = 
Long Branch 
V = 












BVS 


BVS 
LBVS 


29 
10 
29 


3 

5(6) 


2 
4 


Branch V=1 
Long Branch 
V=1 


i 











SIMPLE BRANCHES 






OP 


~ 


# 


BRA 


20 


3 


2 


LBRA 


16 


5 


3 


BRN 


21 


3 


2 


LBRN 


1021 


5 


4 


BSR 


8D 


7 


2 


LBSR 


17 


9 


3 



SIMPLE CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 



N = 1 


BMI 


2B 


BPL 


2A 


Z=1 


BEQ 


27 


BNE 


26 


V=1 


BVS 


29 


BVC 


28 


C=1 


BCS 


25 


BCC 


24 



SIGNED CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 



r>m 


BGT 


2E 


BLE 


2F 


r>m 


BGE 


2C 


BLT 


2D 


r= m 


BEQ 


27 


BNE 


26 


r<m 


BLE 


2F 


BGT 


2E 


r<m 


BLT 


2D 


BGE 


2C 



UNSIGNED CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 



r>m 


BHI 


22 


BLS 


23 


r>m 


BHS 


24 


BLO 


25 


r=m 


BEQ 


27 


BNE 


26 


r<m 


BLS 


23 


BHI 


22 


r<m 


BLO 


25 


BHS 


24 



Notes 

1 All conditional branches have both short and long variations 

2 All short branches are 2 bytes and require 3 cycles 

3 All conditional long branches are formed by prefixing the short branch opcode with $10 and using a 16-bit destination offset 

4 All conditional long branches require 4 bytes and 6 cycles if the branch is taken or 5 cycles if the branch is not taken 
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ORDERING INFORMATION 



MC68A09C P 



Motorola Integrated Circuit - 

M6800 Family 

Blanks= 1 MHz 

A=1 5 MHz 
B = 20 MHz 

Device Designation 

In M6800 Family 

Temperature Range 

Blank = 0°~ +70°C 
C= -40°-* +85°C 

Package 

P = Plastic 
S = Cerdip 
L= Ceramic 



BETTER PROGRAM 

Better program processing is available on all types listed Add 
suffix letters to part number 

Level! add "S" Level 2 add "D" Level 3 add "DS" 



Level 1 "S" = 10 Temp Cycles - ( - 25 to 150°C), 

Hi Temp testing at T j\ max 
Level 2 "D" = 168 Hour Burn-in at 125°C 
Level 3 "DS" = Combination of Level 1 and 2 
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MOTOROLA 



MC6809E 

(1.0 MHz) 

MC68A09E 

(1.5 MHz) 

MC68B09E 

(2.0 MHz) 



8-BIT MICROPROCESSING UNIT 

The MC6809E is a revolutionary high performance 8-bit microprocessor 
which supports modern programming techniques such as position in- 
dependence, reentrancy, and modular programming. 

This third-generation addition to the M6800 family has major architectural 
improvements which include additional registers, instructions and addressing 
modes. 

The basic instructions of any computer are greatly enhanced by the 
presence of powerful addressing modes The MC6809E has the most com- 
plete set of addressing modes available on any 8-bit microprocessor today. 

The MC6809E has hardware and software features which make it an ideal 
processor for higher level language execution or standard controller applica- 
tions. External clock inputs are provided to allow synchronization with 
peripherals, systems or other MPUs. 
MC6800 COMPATIBLE 

• Hardware — Interfaces with All M6800 Peripherals 

• Software - Upward Source Code Compatible Instruction Set and 
Addressing Modes 

ARCHITECTURAL FEATURES 

• Two 16-bit Index Registers 

• Two 16-bit Indexable Stack Pointers 

• Two 8-bit Accumulators can be Concatenated to Form One 16- Bit 
Accumulator 

• Direct Page Register Allows Direct Addressing Throughout Memory 
HARDWARE FEATURES 

• External Clock Inputs, E and Q, Allow Synchronization 

• TSC Input Controls Internal Bus Buffers 

• LIC Indicates Opcode Fetch 

• AVMA Allows Efficient Use of Common Resources in 
A Multiprocessor System 

• BUSY is a Status Line for Multiprocessing 

• Fast Interrupt Request Input Stacks Only Condition Code Register 
and Program Counter 

• Interrupt Acknowledge Output Allows Vectoring By Devices 

• SYNC Acknowledge Output Allows for Synchronization to External 
Event 

• Single Bus-Cycle RESET 

• Sing le 5-Volt Suppl y Opera tion 

• NMI Inhibited After RESET Until After First Load of Stack Pointer 

• Early Address Valid Allows Use With Slower Memories 

• Early Wnte-Data for Dynamic Memories 
SOFTWARE FEATURES 

• 10 Addressing Modes 

• M6800 Upward Compatible Addressing Modes 

• Direct Addressing Anywhere in Memory Map 

• Long Relative Branches 

• Program Counter Relative 

• True Indirect Addressing 

• Expanded Indexed Addressing: 

0, 5, 8, or 16-bit Constant Offsets 
8, or 16-bit Accumulator Offsets 
Auto-Increment/ Decrement by 1 or 2 

• Improved Stack Manipulation 

• 1464 Instructions with Unique Addressing Modes 

• 8 x 8 Unsigned Multiply 

• 16-bit Arithmetic 

• Transfer/ Exchange All Registers 

• Push/ Pull Any Registers or Any Set of Registers 

• Load Effective Address 



HMOS 

(HIGH-DENSITY N-CHANNEL, SILICON-GATE) 

8-BIT 

MICROPROCESSING 

UNIT 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



FIGURE 1 - PIN ASSIGNMENT 



vssl 1 • 

NMl[ 2 

Tr5£ 

F1TO[ 

BSI 

BA[ 

vccC 

AOE 

Art 

A2[ 

A3[ 

A4[ 

A5[ 

A6[ 

A7[ 

A8[ 

A9[ 
A10[ 
A11[ 
A12[ 



40 ]HALT 
39 ]TSC 
38 JLIC 
37 ]RESET 
36 ]AVMA 
35 ]|Q 
34 ]E 
33 ]BUSY 
32 ]R/W 
31 ]D0 
30 ]D1 
29 ]D2 
28 ]D3 
27 ]D4 
26 ]D5 
25 |D6 
24 1D7 
23 ])A15 
22 JA14 
21 JA13 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6809E, MC68A09E, MC68B09E 


T A 


T L to T H 
to +70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. 

Reliability of operation is enhanced if unus- 
ed inputs are tied to an appropriate logic 
voltage level (e.g., either Vss or Vcc>- 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 








Ceramic 




50 




Cerdip 


0JA 


60 


°C/W 


Plastic 




100 





POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd**JA> (1) 

Where 

Ta* Ambient Temperature, °C 

0JA* Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD*P|NT + PP0RT 

P|NT « ICC x VCC Watts - Chip Internal Power 
PpORT B Port Power Dissipation, Watts - User Determined 
For most applications PpoRT<P|NT and can be neglected. PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpoRT is neglected) is - 

p D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = PD # rTA + 273°C) + 0JA*PD 2 <3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 

DC ELECTRICAL CHARACTERISTICS (Vcc = 5 V ±5%, Vss = 0, Ta = Tl to Th unless otherwise noted ) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage resIt ' 

E 


V|H 
V|HR 
V|HC 


V S S + 2 
VSS + 40 
Vcc-0 75 


- 


vcc 
vcc 

VCC + 3 


V 


Input Low Voltage Logic, Q, rt ESET 

E 


V|L 
VlLC 


V S S " 3 
Vss-03 


: 


Vss + 8 
Vss + 0.4 


V 


Input Leakage Current Logic, Q, RESET 
(V in = to 5 25 V, Vcc = max) E 


'in 


- 


~ 


2.5 
100 


^ 


DC Output High Voltage 
t'Load = -205/tA, Vcc = mm) D0-D7 
<'Load = -145,iA, Vcc = mm) A0-A15, R/W 
('Load = - 100 /tA, Vcc = mm) BA, BS, LIC, AVMA, BUSY 


VOH 


V S S + 24 
V S S + 2 4 
V S S + 2 4 


- 


- 


V 


DC Output Low Voltage 
(l Load = 2 mA, Vcc = mm) 


vol 


- 


- 


V S S + 05 


V 


Internal Power Dissipation (Measured at Ta=T|_ in Steady State Operation) 


pint 


- 


- 


1.0 


w 


Capacitance* 


Cm 


- 


10 
30 


15 
50 


PF 


(V in = 0, 1 a = 25°C, f = 1 MHz) D0-D7, Logic Inputs, Q, RESET 

E 

A0-A15, R/W, BA, BS 
LIC, AVMA, BUSY 


Cout 


- 


10 


15 


PF 


Frequency of Operation MC6809E 

MC68A09E 
(E and Q Inputs) MC68B09E 


f 


01 
01 
01 


- 


1.0 
1.5 
2.0 


MHz 


Three-State (Off State) Input Current D0-D7 

(V ln = 4 to 2 4 V, V C C = max) A0-A15, R/W 


itsi 


— 


20 


10 
100 


MA 



'Capacitances are periodically tested rather than 100% tested 
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BUS TIMING CHARACTERISTICS (See Notes 1, 2. 3, and 41 




Ident. 
Number 


Characteristics 


Symbol 


MC6809E 


MC68A09E 


MC68B09E 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


1 


10 


667 


10 


05 


10 


MS 


2 


Pulse Width, E Low 


PW EL 


450 


9500 


295 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


- 


20 


ns 


5 


Pulse Width, Q High 


PWqh 


450 


9500 


280 


9500 


220 


9500 


ns 


7 


Delay Time, E to Q Rise 


*EQ1 


200 


- 


130 


- 


100 


- 


ns 


7A 


Delay Time, Q High to E Rise 


*EQ2 


200 


- 


130 


- 


100 


- 


ns 


7B 


Delay Time, E High to Q Fall 


*EQ3 


200 


- 


130 


- 


100 


- 


ns 


7C 


Delay Time, Q High to E Fall 


tEQ4 


200 


- 


130 


- 


100 


- 


ns 


9 


Address Hold Time 


*AH 


20 


- 


20 


- 


20 


- 


ns 


11 


Address Delay Time from E Low (BA, BS, R/W) 


*AD 


- 


200 


- 


140 


- 


110 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


10 


- 


ns 


20 


Data Delay Time from Q 


tDDQ 


- 


200 


- 


140 


- 


110 


ns 


21 


Write Data Hold Time 


*DHW 


30 


- 


30 


- 


30 


- 


ns 


29 


Usable Access Time 


*ACC 


695 


- 


440 


- 


330 


- 


ns 




Control Delay Time (Figure 2) 


*CD 


- 


300 


- 


250 


- 


200 


ns 




Interrupts, HALT, RESET, and TSC Setup Time 
(Figures 7, 8, 9, 10, 13, and 14) 


tPCS 


200 


~ 


140 


~~ 


110 


~ 


ns 




TSC Drive to Valid Logic Level (Figure 14) 


tTSV 


- 


210 


- 


150 


- 


120 


ns 




TSC Release MOS Buffers to High Impedance (Figure 14) 


*TSR 


- 


200 


- 


140 


- 


110 


ns 




TSC Three-State Delay Time (Figure 14) 


tTSC 


- 


120 


- 


85 


- 


80 


ns 




Processor Control Rise and Fall Time (Figure 8) 


tPCr. 
tPCf 


- 


100 


- 


100 


- 


100 


ns 



Busy, LIC, 
AVMA 



FIGURE 2 - READ/WRITE DATA TO MEMORY OR PERIPHERALS 



R/W, Address" 
BA, BS 



Read Data 
Non-Muxed . 



V 'H'S r V|LC 



*<D 



<D- 



O 



-VJLCJ 



0- 



K® 



lEffiffis; 



-©- 



*-©~0- 

< W ( 7A) Tl >i 



f 



> 



©- 



©- 



owe 

V|H 



-&■ 



X 



<7C> 



VlH 

*■ 



'.IHC 
-VlLC 






,0 



©- 



+<D 



< 



mmmm - 



-tCD" 



(gH** 



hKD 



m 




> 



ES^ 



Not Valid 



NOTES: 

1. Voltage levels shown are V[_^0 4 V, V|H^2 4 V, unless otherwise specified '3 Hold time ( ® ) for BA and BS is not specified 

2. Measurement points shown are 0.8 V and 2 V, unless otherwise specified 4 Usable access time is computed by. 1-4-11 max - 17 



4-300 



MC6809E*MC68A09E*MC68B09E 



FIGURE 3 - MC6809E EXPANDED BLOCK DIAGRAM 

P 

D0-D7 



A0-A15 
* 



Z^ 



A- 



PC 



*--* 



cc 



* Internal Three-State Control 



-v C c 
-v S s 



Instruction 
Register 



Interrupt 
Control 



— FIRQ 

IRQ 

->>LIC 

-**AVMA 

-^R/W 

— TSC 




Bus 
Control 



— HALT 
-►BA 

-►BS 
-^►BUSY 



Timing 

~ J FL 



FIGURE 4 - BUS TIMING TEST LOAD 



MMD6150^ R L-2 2kfl 
or Equtv 



Test Point O- 
C 



EF 



MMD7000 
I or Equiv 



C = 30 pF for BA, BS, LIC, AVMA, BUSY 
130 pF for D0-D7 ___ 
90 pF for A0-A15. R/W 

R = 11 7 kOfor D0-D7 __ 
16 5 kO for A0-A15, R/W 
24 kQ for BA, BS 
LIC, AVMA, BUSY 



PROGRAMMING MODEL 

As shown in Figure 5, the MC6809E adds three registers to 
the set available in the MC6800. The added registers include 
a Direct Page Register, the User Stack pointer and a second 
Index Register. 

ACCUMULATORS (A, B, D) 

The A and B registers are general purpose accumulators 
which are used for arithmetic calculations and manipulation 
of data. 

Certain instructions concatenate the A and B registers to 
form a single 16-bit accumulator. This is referred to as the D 
Register, and is formed with the A Register as the most 
significant byte 

DIRECT PAGE REGISTER (DP) 

The Direct Page Register of the MC6809E serves to 
enhance the Direct Addressing Mode. The content of this 
register appears at the higher address outputs (A8-A15) dur- 
ing direct addressing instruction execution. This allows the 
direct mode to be used at any place in memory, under pro- 
gram control To ensure M6800 compatibility, all bits of this 
register are cleared during Processor Reset. 
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FIGURE 5 - PROGRAMMING MODEL OF THE MICROPROCESSING UNIT 



15 









X - Index Register 


Y — Index Register 


U - User Stack Pointer 


S - Hardware Stack Pointer 


PC 




A 


I B 





D 

7 











| DP 


7 











H 


p|h| 


,|n|z 


V 


l<: 



> Pointer Registers 

Program Counter 
Accumulators 



Direct Page Register 



INDEX REGISTERS (X, Y) 

The Index Registers are used in indexed mode of address- 
ing The 16-bit address in this register takes part in the 
calculation of effective addresses This address may be used 
to point to data directly or may be modifed by an optional 
constant or register offset. During some indexed modes, the 
contents of the index register are incremented or 
decremented to point to the next item of tabular type data 
All four pointer register (X, Y, U, S) may be used as index 
registers 

STACK POINTER (U, S) 

The Hardware Stack Pointer (S) is used automatically by 
the processor during subroutine calls and interrupts The 
User Stack Pointer (U) is controlled exclusively by the pro- 
grammer thus allowing arguments to be passed to and from 
subroutines with ease. The U-register is frequently used as a 
stack marker Both Stack Pointers have the same indexed 
mode addressing capabilities as the X and Y register's, but 
also support Push and Pull instructions. This allows the 
MC6809E to be used efficiently as a stack processor, greatly 
enhancing its ability to support higher level languages and 
modular programming. 

NOTE 

The stack pointers of the MC6809E point to the top of 
the stack, in contrast to the MC6800 stack pointer, 
which pointed to the next free location on stack. 

PROGRAM COUNTER 

The Program Counter is used by the processor to point to 
the address of the next instruction to be executed by the pro- 
cessor. Relative Addressing is provided allowing the Pro- 
gram Counter to be used like an index register in some situa- 
tions. 

CONDITION CODE REGISTER 

The Condition Code Register defines the state of the pro- 
cessor at any given time See Figure 6 



FIGURE 6 - CONDITION CODE REGISTER FORMAT 



RHT 



- Carry 

- Overflow 

- Zero 

- Negative 

- IRQ Mask 

- Half Carry 

- FIRO Mask 

- Entire Flag 



CONDITION CODE REGISTER 
DESCRIPTION 
BIT 0(C) 

Bit is the carry flag, and is usually the carry from the 
binary AlU C is also used to represent a 'borrow' from sub- 
tract like instructions (CMP, NEG, SUB, SBC) and is the 
complement of the carry from the binary ALU. 

BIT 1 (V) 

Bit 1 is the overflow flag, and is set to a one by an opera- 
tion which causes a signed two's complement arithmetic 
overflow. This overflow is detected in an operation in which 
the carry from the MSB in the ALU does not match the carry 
from the MSB-1. 

BIT 2 (Z) 

Bit 2 is the zero flag, and is set to a one if the result of the 
previous operation was identically zero 
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BIT 3 (N) 

Bit 3 is the negative flag, which contains exactly the value 
of the MSB of the result of the preceding operation Thus, a 
negative two's-complement result will leave N set to a one. 

BIT 4 (I) 

Bit 4 is the IRQ m ask bit. The processor will not reco gnize 
interrupts from the IRQ line if this bit is set to a one NMI, 
FIRQ\ IEQ, RESET, and SWI all set I to a one, SWI2 and 
SWI3 do not affect I 

BIT 5 (H) 

Bit 5 is the half-carry bit, and is used to indicate a carry 
from bit 3 in the ALU as a result of an 8-bit addition only 
(ADC or ADD). This bit is used by the DAA instruction to 
perform a BCD decimal add adjust operation. The state of 
this flag is undefined in all subtract-like instructions 

BIT 6 (F) 

Bit 6 is the FIRQ mask bit. T he processor will not 
reco g nize i nterrupts fr om the FIRQ line if this b it is a one 
NMI, FIRQ, SWI, and RESET all set F to a one. IRQ, SWI2 
and SWI3 do not affect F. 

BIT 7 (E) 

Bit 7 is the entire flag, and when set to a one indicates that 
the complete machine state (all the registers) was stacked, 
as opposed to the subset state (PC and CO The E bit of the 
stacked CC is used on a return from interrupt (RTI) to deter- 
mine the extent of the unstacking. Therefore, the current E 
left in the Condition Code Register represents past action. 



PIN DESCRIPTIONS 

POWER (V S S, V C C) 

Two pins are used to supply power to the parr Vss is 
ground or volts, while Wqq is +5 V ±5% 

ADDRESS BUS (A0-A15) 

Sixteen pins are used to output address information from 
the MPU onto the Address Bus When the processor does 
not require_the bus for a data transfer, it will output address 
FFFF-|6, R/W = 1 , and BS = 0, this is a "dummy access" or 
VMA cycle All address bus drivers are made high- 
impedance when output Bus Available (BA) is high or when 
TSC is asserted. Each pin will drive one Schottky TTL load or 
four LS TTL loads, and 90 pF 

DATA BUS (D0-D7) 

These eight pins provide communication with the system 
bi-directional data bus. Each pin will drive one Schottky TTL 
load or four LS TTL loads, and 130 pF 

READ/WRITE (R/W) 

This signal indicates the direction of data transfer on the 
data bus. A lowjndicates that the MPU is writing data onto 
the data bus. R/W is made high impedance when BA is high 
or when TSC is asserted 



Reset vectors are fetched from locations FFFEi6 and FFFF16 
(Table 1) when Interrupt Acknowledge is true, 
(BA • BS = 1 ) During initial power-on, the Reset line should 
be held low until the clock input signals are fully operational 
Because the MC6809E Reset pin has a Schmitt-tngger in- 
put with a threshold voltage higher than that of standard 
peripherals, a simple R/C network may be used to reset the 
entire system This higher threshold voltage ensures that all 
peripherals are out of the reset state before the Processor 

HALT 

A low level on this input pin will cause the MPU to stop 
running at the end of the present instruction and remain 
halted indefinitely without loss of data When halted, the BA 
output is driven high indicating the buses are high im- 
pedance BS is also high which indicates the processor is in 
the Halt state While halted, the MPU wi ll not respo nd to ex- 
ternal real-time requests (FIRQ, IRQ) although NMI or 
RESET will be latched for later response During the Halt 
state Q and E should continue to run norma lly A h alted state 
(BA*BS = 1) can be achieved by pulling HALT low while 
RESET is still low See Figure 8 

BUS AVAILABLE, BUS STATUS (BA, BS) 

The Bus Available output is an indication of an internal 
control signal which makes the MOS buses of the MPU high 
impedance When BA goes low, a dead cycle will elapse 
before the MPU acquires the bus BA will not be asserted 
when TSC is active, thus allowing dead cycle consistency 

The Bus Status output signal, when decoded with BA, 
represents the MPU state (valid with leading edge of Q) 



MPU State 


MPU State Definition 


BA 


BS 




1 
1 



1 


1 


Normal (Running) 

Interrupt or RESET Acknowledge 

SYNC Acknowledge 

HALT Acknowledge 



Interrupt Acknowledg e is indi ca ted d ur ing bo t h cyc les of a 
hardware-vector-fetch (RESET, NMI, FIRQ, IRQ, SWI, 
SWI2, SWI3) This signal, plus decoding of the lower four 
address lines, can provide the user with an indication of 
which interrupt level is being serviced and allow vectoring by 
device. See Table 1 



TABLE 1 - MEMORY MAP FOR INTERRUPT VECTORS 



RESET 

A low level on this Schmitt-tngger input for greater than 
one bus cycle will reset the MPU, as shown in Figure 7. The 



Memory Map For 
Vector Locations 


Interrupt Vector 
Description 


MS 


LS 


FFFE 
FFFC 
FFFA 
FFF8 
FFF6 
FFF4 
FFF2 
FFFO 


FFFF 
FFFD 
FFFB 
FFF9 
FFF7 
FFF5 
FFF3 
FFF1 


RESET 
"NMI 
SWI 
IRQ 
FIRQ 
SWI2 
SWI3 
Reserved 
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FIGURE 7 - RESET TIMING 
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NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 8 - HALT AND SINGLE INSTRUCTION EXECUTION TIMING FOR SYSTEM DEBUG 
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Sync Acknowledge is indicated while the MPU is waiting 
for external synchronization on an interrupt line. 

Halt/ Acknowledge is indicated when the MC6809E is in a 
Halt condition. 

NON MASKABLE INTERRUPT (NMI)* 

A negative transition on this input requests that a non- 
maskable interrupt sequence be generated. A non-maskable 
interrupt cannot be inhib ited by the program, and also has a 
higher priority tha n F1R Q, IRQ or software interrupts. During 
recognition of an NMI, the entire m achine state is saved on 
the hardware stack. After reset, an NMI will not be recog- 
nized until the first program l oad of the Hardware Stack 
Pointer (S). T he pu lse width of NMI low must be at least one 
E cycle. If the NMI input does not meet the minimum set up 
with respect to Q, the interrupt will not be recognized until 
the next cycle. See Figure 9. 

FAST-INTERRUPT REQUEST (FffiQ)* 

A low level on this input pin will initiate a fast interrupt se- 
quence, provided its mask bit (F) in the CC is clear. This se- 
quence has priority over the standard Interrupt Request 
(IRQ), and is fast in the sense that it stacks only the contents 
of the condition code register and the program counter. The 
interrupt service routine should clear the source of the inter- 
rupt before doing an RTI. See Figure 10. 

INTERRUPT REQUEST (IRQ)* 

A low level input on this pin will initiate an Interrupt Re- 
quest sequ ence provided the mask bit (I) in the CC is clear. 
Since IRQ stacks the entire machi ne st ate it provides a 
slower response t o inte rrupts than FIRQ. IRQ also has a 
lower priority than FIRQ. Again, the interrupt service routine 
should clear the source of the interrupt before doing an RTI. 
See Figure 9. 

CLOCK INPUTS E, Q 

E and Q are the clock signals required by the MC6809E. Q 
must lead E; that is, a transition on Q must be followed by a 
similar transition on E after a minimum delay. Addresses will 
be valid from the MPU, tAD after the falling edge of E, and 
data will be latched from the bus by the falling edge of E. 
While the Q input is fully TTL compatible, the E input directly 
drives internal MOS circuitry and, thus, requires a high level 
above normal TTL levels. This approach minimizes clock 
skew inherent with an internal buffer. Timing and waveforms 
for E and Q are shown in Figure 2 while Figure 11 shows a 
simple clock generator for the MC6809E. 

BUSY 

Busy will be high for the read and modify cycles of a read- 
modify-write instruction and during the access of the first 
byte of a double-byte operation (e.g., LDX, STD, ADDD). 
Busy is also high during the first byte of any indirect or other 
vector fetch (e.g., jump extended, SWI indirect etc.). 

In a multi-processor system, busy indicates the need to 



defer the rearbitration of the next bus cycle to insure the in- 
tegrity of the above operations. This difference provides the 
indivisible memory access required for a "test-and-set" 
primitive, using any one of several read-modify-wnte instruc- 
tions. 

Busy does not become active during PSH or PUL opera- 
tions. A typical read-modify-wnte instruction (ASL) is shown 
in Figure 12. Timing information is given in Figure 13. Busy is 
valid tcD after the rising edge of Q. 

AVMA 

AVMA is the Advanced VMA signal and indicates that the 
MPU will use the bus in the following bus cycle The predic- 
tive nature of the AVMA signal allows efficient shared-bus 
multiprocessor systems. AVMA is LOW when the MPU is in 
either a HALT or SYNC state AVMA is valid tcD after the 
rising edge of Q. 



LIC 

LIC (Last Instruction Cycle) is HIGH during the last cycle 
of every instruction, and its transition from HIGH to LOW 
will indicate that the first byte of an opcode will be latched at 
the end of the present bus cycle. LIC will be HIGH when the 
MPU is Halted at the end of an instruction, (i.e., not in CWAI 
or RESET) in SYNC state or while stacking during interrupts 
LIC is valid tcD after the rising edge of Q. 



TSC 

TSC jThree-State Control) will cause MOS address, data, 
and R/W buffers to assume a high-impedance state. The 
control signals (BA, BS, BUSY, AVMA and LIC) will not go 
to the high-impedance state. TSC is intended to allow a 
single bus to be shared with other bus masters (processors 
or DMA controllers). 

While E is low, TSC controls the address buffers and R/W 
directly. The data bus buffers during a write operation are in 
a high-impedance state until Q rises at which time, if TSC is 
true, they will remain in a high-impedance state. If TSC is 
held beyond the rising edge of E, then it will be internally lat- 
ched, keeping the bus drivers in a high-impedance state for 
the remainder of the bus cycle. See Figure 14. 



MPU OPERATION 

During normal operation, the MPU fetches an instruction 
from memory and then e xecutes the requested function 
This sequence begins after RESET and is repeated indefinite- 
ly unless altered by a special instruction or hardware occur- 
rence. Software instructions that alter normal MPU opera- 
tion are: SWI, S WI2, SWI3, CWAI, RTI and SYNC. An in- 
terrupt or HALT input can also alter the normal execution of 
instructions Figure 15 is the flow chart for the MC6809E 



*NMI, FIRQ, and IRQ requests are sampled on the falling edge of Q. One cycle is required for synchronization before these interrupts are recog- 
nize d. The pending interrupt(s) will not be serviced until completion of the current instruction unless a SYNC or CWA I condition is present. If IRQ 
and FIRQ do not remain low until completion of the current instruction they may not be recogniz ed. How ever, NMI is latched and need only re- 
main lo w for one cycle. No inter rupts are recognized or latched between the falling edge of RESET and the rising edge of BS indicating 
RESET acknowledge. See RESET sequence in the MPU flowchart in Figure 15. 
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FIGURE 9 - IRQ AND Nffll INTERRUPT TIMING 
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*E clock shown for reference only 
NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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*E clock shown for reference only 
NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted. 
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FIGURE 11 - MC6809E CLOCK GENERATOR 




"C^Q to System and Processor 



O E to System 




NOTE If optional circuit is not included the CLR and PRE 
inputs of U2 and U3 must be tied high 



STRETCH 



FIGURE 12 - READ-MODIFY-WRITE INSTRUCTION EXAMPLE (ASL EXTENDED INDIRECT) 
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FIGURE 14 - TSC TIMING 
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-See Note- 

NOTE Data will be asserted by the MPU only during the interval while R/W is low and (E or Q) is high 
A composite bus cycle is shown to give most cases of timing 
Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unltess otherwise noted 
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FIGURE 15 - FLOWCHART FOR MC6809E INSTRUCTIONS 
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Notes 1 Asserting RESET will result in entering the reset 
sequence from any point in the flow chart 
2 BUSY is high during first vector fetch cycle 
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ADDRESSING MODES 



The basic instructions of any computer are greatly 
enhanced by the presence of powerful addressing modes 
The MC6809E has the most complete set of addressing 
modes available on any microcomputer today. For example, 
the MC6809E has 59 basic instructions, however, it 
recognizes 1464 different variations of instructions and ad- 
dressing modes. The addressing modes support modern pro- 
gramming techniques The following addressing modes are 
available on the MC68Q9E - 
Inherent (Includes Accumulator) 
Immediate 
Extended 

Extended Indirect 
Direct 
Register 
Indexed 
Zero-Offset 
Constant Offset 
Accumulator Offset 
Auto Increment/ Decrement 
Indexed Indirect 
Relative 
Short/ Long Relative Branching 
Program Counter Relative Addressing 

INHERENT (INCLUDES ACCUMULATOR) 

In this addressing mode, the opcode of the instruction 
contains all the address information necessary Examples of 
Inherent Addressing are ABX, DAA, SWI, ASRA, and 
CLRB 



EXTENDED INDIRECT 

As a special case of indexed addressing (discussed 
below), one level of indirection may be added to Extended 
Addressing In Extended Indirect, the two bytes following 
the postbyte of an Indexed instruction contain the address of 
the data 

LDA [CAT] 

LDX [$FFFE] 

STU [DOG] 



DIRECT ADDRESSING 

Direct addressing is similar to extended addressing except 
that only one byte of address follows the opcode. This byte 
specifies the lower 8 bits of the address to be used The up- 
per 8 bits of the address are supplied by the direct page 
register. Since only one byte of address is required in direct 
addressing, this mode requires less memory and executes 
faster than extended addressing Of course, only 256 loca- 
tions (one page) can be accessed without redefining the con- 
tents of the DP register. Since the DP register is set to $00 on 
Reset, direct addressing on the MC6809E is upward compati- 
ble with direct addressing on the M6800 Indirection is not 
allowed in direct addressing. Some examples of direct ad- 
dressing are - 

LDA where DP = $00 

LDB where DP = $10 

LDD <CAT 
NOTE: < is an assembler directive which forces direct 
addressing 



IMMEDIATE ADDRESSING 

In Immediate Addressing, the effective address of the data 
is the location immediately following the opcode (i e., the 
data to be used in the instruction immediately follows the op- 
code of the instruction) The MC6809E uses both 8 and 
16-bit immediate values depending on the size of argument 
specified by the opcode Examples of instructions with Im- 
mediate Addressing are 

LDA #$20 

LDX #$F000 

LDY #CAT 
NOTE: # signifies Immediate addressing, $ signifies hexa- 
decimal value to the MC6809 assembler. 

EXTENDED ADDRESSING 

In Extended Addressing, the contents of the two bytes im- 
mediately following the opcode fully specify the 16-bit effec- 
tive address used by the instruction Note that the address 
generated by an extended instruction defines an absolute ad- 
dress and is not position independent Examples of Extended 
Addressing include - 

LDA CAT 

STX MOUSE 

LDD $2000 



REGISTER ADDRESSING 

Some opcodes are followed by a byte that defines a 
register or set of registers to be used by the instruction This 
is called a postbyte Some examples of register addressing 
are 

TFR X, Y Transfers X into Y 

EXG A, B Exchanges A with B 

PSHS A, B, X, Y Push Y, X, B and A onto S 

stack 
PULU X, Y, D Pull D, X, and Y from U stack 



INDEXED ADDRESSING 

In all indexed addressing, one of the pointer registers (X, 
Y, U, S, and sometimes PC) is used in a calculation of the ef- 
fective address of the operand to be used by the instruction 
Five basic types of indexing are available and are discussed 
below The postbyte of an indexed instruction specifies the 
basic type and variation of the addressing mode as well as 
the pointer register to be used. Figure 16 lists the legal for- 
mats for the postbyte Table 2 gives the assembler form and 
the number of cycles and bytes added to the basic values for 
indexed addressing for each variation 
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FIGURE 16 - INDEXED ADDRESSING POSTBYTE 
REGISTER BIT ASSIGNMENTS 
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EA = ,PC +8 Bit Offset 
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EA = [, Address] 



x = Don't Care 

d = Offset Bit 
_0=Not Indirect 
~ 1 = Indirect 



-Addressing Mode Field 



-Indirect Field 
(Sign bit when by = 0) 



-Register Field RR 

00 = X 

01 = Y 

10 = U 

11 = S 



Zero-Offset Indexed — In this mode, the selected pointer 
register contains the effective address of the data to be used 
by the instruction This is the fastest indexing mode 
Examples are 
LDD 0, X 
LDA ,S 

Constant Offset Indexed — In this mode, a 
two's-complement offset and the contents of one of the 
pointer registers are added to form the effective address of 
the operand The pointer register's initial content is un- 
changed by the addition 

Three sizes of offsets are available 
5 -bit (-16 to +15) 
8 -bit (-128 to +127) 
16-bit (-32768 to +32767) 

The two's complement 5-bit offset is included in the 
postbyte and, therefore, is most efficient in use of bytes and 
cycles. The two's complement 8-bit offset is contained in a 
single byte following the postbyte The two's complement 
16-bit offset is in the two bytes following the postbyte In 
most cases the programmer need not be concerned with the 
size of this offset since the assembler will select the optimal 
size automatically 

Examples of constant-offset indexing are - 
LDA 23,X 
LDX -2,S 
LDY 300,X 
LDU CAT,Y 



TABLE 2 - INDEXED ADDRESSING MODE 



Type 


Forms 


Non Indirect 


Indirect 


Assembler 
Form 


Postbyte 
OP Code 


+ 


+ 
# 


Assembler 
Form 


Postbyte 
OP Code 


+ 


+ 
# 


Constant Offset From R 
(2's Complement Offsets) 


No Offset 


,R 


1RR00100 








f.Rl 


1RR10100 


3 





5 Bit Offset 


n, R 


ORRnnnnn 


1 





defaults to 8-bit 


8 Bit Offset 


n, R 


1RR01000 


1 


1 


[n, R] 


1RR11000 


4 


1 


16 Bit Offset 


n, R 


1RR01001 


4 


2 


[n, R] 


1RR11001 


7 


2 


Accumulator Offset From R 
(2's Complement Offsets) 


A Register Offset 


A, R 


1RR00110 


1 





[A, R] 


1RR10110 


4 





B Register Offset 


B, R 


1RR00101 


1 





IB, R] 


1RR10101 


4 





D Register Offset 


D, R 


1RR01011 


4 





ID, R] 


1RR11011 


7 





Auto Increment/ Decrement R 


Increment By 1 


,R + 


1RR00000 


2 





not allowed 


Increment By 2 


,R+ + 


1RR00001 


3 





[,R++] 


1RR10001 


6 


Decrement By 1 


, ,-R 


1RR00010 


2 





not allowed 


Decrement By 2 


,- -R 


1RR00011 


3 





L--R] 


1RR10011 


6 





Constant Offset From PC 
(2's Complement Offsets) 


8 Bit Offset 


n, PCR 


1xx01100 


1 


1 


[n, PCR] 


1xx11100 


4 


1 


16 Bit Offset 


n, PCR 


1xx01101 


5 


2 


[n, PCR] 


1xx11101 


8 


2 


Extended Indirect 


16 Bit Address 


- 


- 


- 


- 


[n] 


10011111 


5 


2 



X, Y, U or S 


RR 


Don't Care 


00=X 




01 = Y 




10=U 




11 = S 



^and ^ indicate the number of additional cycles and bytes respectively for the particular indexing variation 



4-313 



MC6809E*MC68A09E*MC68B09E 



1 



Accumulator-Offset Indexed — This mode is similar to 
constant offset indexed except that the two's-complement 
value in one of the accumulators (A, B or D) and the con- 
tents of one of the pointer registers are added to form the ef- 
fective address of the operand The contents of both the ac- 
cumulator and the pointer register are unchanged by the ad- 
dition. The postbyte specifies which accumulator to use as 
an offset and no additional bytes are required. The advan- 
tage of an accumulator offset is that the value of the offset 
can be calculated by a program at run-time 
Some examples are: 

LDA B,Y 

LDX D,Y 

LEAX B,X 
Auto Increment/ Decrement Indexed — In the auto incre- 
ment addressing mode, the pointer register contains the ad- 
dress of the operand. Then, after the pointer register is used 
it is incremented by one or two. This addressing mode is 
useful in stepping through tables, moving data, or for the 
creation of software stacks In auto decrement, the pointer 
register is decremented prior to use as the address of the 
data The use of auto decrement is similar to that of auto in- 
crement, but the tables, etc , are scanned from the high to 
low addresses. The size of the increment/decrement can be 
either one or two to allow for tables of either 8- or 16-bit data 
to be accessed and is selectable by the programmer The 
pre-decrement, post-increment nature of these modes allow 
them to be used to create additional software stacks that 
behave identically to the U and S stacks 

Some examples of the auto increment/decrement ad- 
dressing modes are: 

LDA ,X + 

STD ,Y+ + 

LDB ,-Y 

LDX ,--S 

Care should be taken in performing operations on 16-bit 
pointer registers (X, Y, U, S) where the same register is used 
to calculate the effective address 
Consider the following instruction 

STX 0,X+ + (X initialized to 0) 
The desired result is to store a in locations $0000 and $0001 
then increment X to point to $0002 In reality, the following 
occurs 

0— temp calculate the EA, temp is a holding register 

X + 2—X perform automcrement 

X-(temp) do store operation 



INDEXED INDIRECT 

All of the indexing modes with the exception of auto in- 
crement/decrement by one, or a ± 5-bit offset may have an 
additional level of indirection specified In indirect address- 
ing, the effective address is contained at the location 
specified by the contents of the Index Register plus any off- 
set In the example below, the A accumulator is loaded in- 
directly using an effective address calculated from the Index 
Register and an offset. 

Before Execution 

A = XX (don't 

care) 

X = $F000 



$0100 LDA [$10,X3 EAisnow$F010 



$F010 $F1 
$F011 $50 

$F150 $AA 



$F150 is now the 
new EA 



After Execution 

A = $AA (Actual Data Loaded) 

X = $F000 

All modes of indexed indirect are included except those 
which are meaningless (e.g., auto increment/decrement by 
1 indirect). Some examples of indexed indirect are 

LDA [,X] 

LDD [10,S] 

LDA [B,Y] 

LDD [,X++] 



RELATIVE ADDRESSING 

The byte(s) following the branch opcode is (are) treated as 
a signed offset which may be added to the program counter. 
If the branch condition is true then the calculated address 
(PC + signed offset) is loaded into the program counter 
Program execution continues at the new location as in- 
dicated by the PC; short (1 byte offset) and long (2 bytes off- 
set) relative addressing modes are available All of memory 
can be reached in long relative addressing as an effective ad- 
dress interpreted modulo 216 Some examples of relative ad- 
dressing are: 

BEQ CAT (short) 

BGT DOG (short) 

CAT LBEQ RAT (long) 

DOG LBGT RABBIT (long) 



RAT 
RABBIT 



NOP 
NOP 



PROGRAM COUNTER RELATIVE 

The PC can be used as the pointer register with 8 or 16-bit 
signed offsets As in relative addressing, the offset is added 
to the current PC to create the effective address The effec- 
tive address is then used as the address of the operand or 
data Program Counter Relative Addressing is used for 
writing position independent programs Tables related to a 
particular routine will maintain the same relationship after 
the routine is moved, if referenced relative to the Program 
Counter Examples are 

LDA CAT, PCR 

LEAX TABLE, PCR 
Since program counter relative is a type of indexing, an 
additional level of indirection is available 

LDA [CAT, PCR] 

LDU [DOG, PCR1 
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MC6809E INSTRUCTION SET 



The instruction set of the MC6809E is similar to that of the 
MC6800 and is upward compatible at the source code level. 
The number of opcodes has been reduced from 72 to 59, but 
because of the expanded architecture and additional ad- 
dressing modes, the number of available opcodes (with dif- 
ferent addressing modes) has risen from 197 to 1464. 

Some of the new instructions are described in detail 
below: 

PSHU/PSHS 

The push instructions have the capability of pushing onto 
either the hardware stack (S) or user stack (U) any single 
register, or set of registers with a single instruction 



PULU/PULS 

The pull instructions have the same capability of the push 
instruction, in reverse order. The byte immediately following 
the push or pull opcode determines which register or 
registers are to be pushed or pulled. The actual PUSH /PULL 
sequence is fixed; each bit defines a unique register to push 
or pull, as shown below 



TRANSFER/EXCHANGE POST BYTE 



| SOURCE 


I DESTINATION I 


REGISTER FIELD 


0000 D (A B) 


1000 A 


0001 X 


1001 B 


0010 Y 


1010 CCR 


0011 U 


1011 DPR 


0100 S 




0101 PC 





NOTE: All other combinations are undefined and INVALID 

LEAX/ LEAY/ LEAU / LEAS 

The LEA (Load Effective Address) works by calculating 
the effective address used in an indexed instruction and 
stores that address value, rather than the data at that ad- 
dress, in a pointer register This makes all the features of the 
internal addressing hardware available to the programmer 
Some of the implications of this instruction are illustrated in 
Table 3 

The LEA instruction also allows the user to access data 
and tables in a position independent manner For example - 
LEAX MSG1, PCR 
LBSR PDATA (Print message routine) 



PUSH/PULL POST BYTE 



rj 



STACKING ORDER 
PULL ORDER 

? 

CC 



X Hi 

XLo 

YHi 

YLo 
U/S Hi 
U/SLo 
PC Hi 
PCLo 

PUSH ORDER 

INCREASING 
MEMORY 



TFR/EXG 

Within the MC6809E, any register may be transferred to or 
exchanged with another of like-size; i.e., 8-bit to 8-bit or 
16-bit to 16-bit. Bits 4-7 of postbyte define the source 
register, while bits 0-3 represent the destination register. 
These are denoted as follows: 



MSG1 FCC 'MESSAGE' 

This sample program prints 'MESSAGE' By writing 
MSG1, PCR, the assembler computes the distance between 
the present address and MSG1 This result is placed as a 
constant into the LEAX instruction which will be indexed 
from the PC value at the time of execution No matter where 
the code is located, when it is executed, the computed offset 
from the PC will put the absolute address of MSG1 into the X 
pointer register This code is totally position independent 

The LEA instructions are very powerful and use an internal 
holding register (temp). Care must be exercised when using 
the LEA instructions with the automcrement and autodecre- 
ment addressing modes due to the sequence of internal 
operations. The LEA internal sequence is outlined as follows 
LEAa ,b+ (any of the 16-bit pointer registers X, Y, U 

or S may be substituted for a and b ) 

1 b— temp (calculate the EA) 

2 b+1 — b (modify b, postincrement) 

3 temp— a (load a) 

LEAa , - b 

1 b- 1— temp (calculate EA with predecrement) 
2. b-1 — b (modify b, predecrement) 
3 temp— a (load a) 





TABLE 3 - LEA EXAMPLES 


Instruction 


Operation 


Comment 


LEAX 10, X 


X + 10 - X 


Adds 5-bit constant 10 to X 


LEAX 500, X 


X + 500- X 


Adds 16-bit constant 500 to X 


LEAY A, Y 


Y + A - Y 


Adds 8-bit A accumulator to Y 


LEAY D, Y 


Y + D - Y 


Adds 16-bit D accumulator to Y 


LEAU - 10, U 


U - 10 -U 


Subtracts 10 from U 


LEAS - 10, S 


S - 10 - S 


Used to reserve area on stack 


LEAS 10, S 


S + 10 - S 


Used to 'clean up' stack 


LEAX 5, S 


S + 5 -X 


Transfers as well as adds 
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Automcrement-by-two and autodecrement-by-two instruc- 
tions work similarly Note that LEAX ,X+ does not change 
X, however LEAX , - X does decrement X LEAX 1 ,X should 
be used to increment X by one 

MUL 

Multiplies the unsigned binary numbers in the A and B ac- 
cumulator and places the unsigned result into the 16-bit D 
accumulator. This unsigned multiply also allows multiple- 
precision multiplications 

Long And Short Relative Branches 

The MC6809E has the capability of program counter 
relative branching throughout the entire memory map In 
this mode, if the branch is to be taken, the 8 or 16-bit signed 
offset is added to the value of the program counter to be us- 
ed as the effective address This allows the program to 
branch anywhere in the 64K memory map. Position indepen- 
dent code can be easily generated through the use of relative 
branching Both short (8-bit) and long (16-bit) branches are 
available 



SYNC 

After encountering a Sync instruction, the MPU enters a 
Sync state, stops processing instructions and waits for an in- 
terrupt If the pending interrupt is non-maskable (NMD or 
maskable (FIRQ, IRQ) with its mask bit (F or I) clear, the pro- 
cessor will clear the Sync state and perform the normal inter- 
rupt stacking and service routine Since FIRQ and IRQ are 
not edge-triggered, a low level with a minimum duration of 
three bus cycles is required to assure that the interrupt will 
be taken If the pending interrupt is maskable (FIRQ, IRQ) 
with its mask bit ( F or I) set, the processor will clear the Sync 
state and continue processing by executing the next inline 
instruction Figure 17 depicts Sync timing 

Software Interrupts 

A Software Interrupt is an instruction which will cause an 
interrupt, and its associated vector fetch. These Software In- 
terrupts are useful in operating system calls, software 
debugging, trace operations, memory mapping, and soft- 
ware development systems. Three levels of SWI are available 
on this MC6809E, and are prioritized in the following order 
SWI, SWI2, SWI3 

16-Bit Operation 

The MC6809E has the capability of processing 16-bit data. 
These instructions include loads, stores, compares, adds, 
subtracts, transfers, exchanges, pushes and pulls 



CYCLE-BY-CYCLE OPERATION 

The address bus cycle-by-cycle performance chart il- 
lustrates the memory-access sequence corresponding to 
each possible instruction and addressing mode in the 
MC6809E Each instruction begins with an opcode fetch. 
While that opcode is being internally decoded, the next pro- 
gram byte is always fetched (Most instructions will use the 
next byte, so this technique considerably speeds 
throughput.) N ext, th e operation of each opcode will follow 
the flow chart. VMA is an indication of FFFF-jq on the ad- 



dress bus, R/W = 1 and BS = 0. The following examples il- 
lustrate the use of the chart; see Figure 18. 

Example 1: LBSR (Branch Taken) 
Before Execution SP=F000 



CYCLE-BY-CYCLE FLOW 



Cycle # 


Address 


Data 


R/W Description 


1 


8000 


17 


1 Opcode Fetch 


2 


8001 


20 


1 Offset High Byte 


3 


8002 


00 


1 Offset Low Byte 


4 


FFFF 


* 


1 VMA Cycle 


5 


FFFF 


* 


1 VMA Cycle 


6 


A000 


* 


1 Computed Branch Address 


7 


FFFF 


* 


1 VMA Cycle 


8 


EFFF 


80 


Stack High Order Byte of 
Return Address 


9 


EFFE 


03 


Stack Low Order Byte of 
Return Address 


Example 2 


: DEC (Extended 




$8000 


DEC 




$A000 


$A000 


FCB 




$80 




CYCLE-BY-CYCLE FLOW 


Cycle # 


Address 


Data 


R/W Description 


1 


8000 


7A 


1 Opcode Fetch 


2 


8001 


A0 


1 Operand Address, High Byte 


3 


8002 


00 


1 Operand Address, Low Byte 


4 


FFFF 


* 


1 VMA Cycle 


5 


A000 


80 


1 Read the Data 


6 


FFFF 


* 


1 VMA Cycle 


7 


A000 


7F 


Store the Decremented Data 



"The data bus has the data at that particular address 



MC6809E INSTRUCTION SET TABLES 



The instructions of the MC6809E have been broken down 
into five different categories. They are as follows. 
8-Bit operation (Table 4) 
16-Bit operation (Table 5) 
Index register/stack pointer instructions (Table 6) 
Relative branches (long or short) (Table 7) 
Miscellaneous instructions (Table 8) 

Hexadecimal values for the instructions are given in 
Table 9. 



PROGRAMMING AID 

Figure 18 contains a compilation of data that will assist 
you in programming the MC6809E 
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FIGURE 17 - SYNC TIMING 



■ 
CO 



R/W 

BA 

BS 

WMA 

LIC 

IRQ - 

NMI 

FIRQ 



Last Cycle Sync 

of Previous Opcode 

| Instruction] Fetch | Execute f*- 



Address )( )( PC )( PC-H ) - 

Data DCZZXZI 



XZT 



^XZT 



7 \ r 



Sync Acknowledge 

N 



i 



ViL-d 



Last Cycle 
of Sync 
-^Instruction | 




See Note 1 



tpct 

^ I See Note 2 



— *j [*— tpes 



Notes 1 If the associated mask bit is set when the interrupt is r eque sted, LIC will go low a nd this cycle will be an instruction fetch from address 
location PC+ 1 However, if the interrupt is accepted (NMI or an unmasked FIRQ or IRQ) LIC will remain high and interrupt processing 
will start with this cycle as ( m) on F igures 9 and 10 (Interrupt Timing) 
2 If mask bits are clear, IRQ and FIRQ must be held low for three cycles to guarantee that interrupt will be taken, although only one cycle 
is necessary to bring the processor out of SYNC 

NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 





FIGURE 18 - ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 
v ADDR = STATE OF ADDRESS BUS 
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NOTES: 

1 Busy= 1 during access of first byte of double byte immediate load. 
2. All subsequent Page 2 and Page 3 prebytes will be ignored after initial opcode fetch 

3 Write operation during store instruction. Busy = 1 during first two cycles of a double-byte access and the first cycle of read-modify-wnte access 
4. AVMA is asserted on the cycle before a VMA cycle 



CO 
CO 



ASLA 
ASLB 
ASRA 
ASRB 
CLRA 
CLRB 
COMA 
COMB 
DAA 
DECA 
DECB 
INCA 
INCB 
LSLA 
LSLB 
LSRA 
LSRB 
NEGA 
NEGB 
NOP 
ROLA 
ROLB 
RORA 
RORB 
SEX 



FIGURE 19(a) - OPERATIONS. ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 

From Figure 18 
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To Figure 18 



Stack (W) refers to the following sequence SP-SP-1, then ADDR-SP with R/W = 

Stack (R) refers to the following sequence ADDR-SP with R/W=1, then SP-SP+ I 

PSHU, PULU instructions use the user stack pointer (i e , SPsUI and PSHS, PULS use the hardware stack pointer ( 

Vector refers to the address of an interrupt or reset vector (see Table 1) 

The n umber of stack accesses will vary according to the number of bytes saved 

VMA cycles will occur until an interrupt occurs 





FIGURE 19(b) - OPERATIONS: ADDRESS BUS CYCLE-BY-CYCLE PERFORMANCE 
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NOTES T ° RgUre 18 

1 Stack (W) refers to the following sequence SP—SP-1, then ADDR-SP with R/W = 
Stack (R) refers to the following sequence, ADDR — SP with R/W= 1, then SP — SP+ 1 

PSHU, PULU instructions use the user stack pointer (i e , SP=U) and PSHS, PULS use the hardware stack pointer (i e , 

2 Vector refers to the address of an interrupt or reset vector (see Table 1) 

3 The number of stack accesses will vary according to the number of bytes saved 

4 VMA cycles will occur until an interrupt occurs 
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TABLE 4 - 8-BIT ACCUMULATOR AND MEMORY INSTRUCTIONS 



Mnemonic(s) 


Operation 


ADCA, ADCB 


Add memory to accumulator with carry 


ADDA, ADDB 


Add memory to accumulator 


ANDA, ANDB 


And memory with accumulator 


ASL, ASLA, ASLB 


Arithmetic shift of accumulator or memory left 


ASR, ASRA, ASRB 


Arithmetic shift of accumulator or memory right 


BITA, BITB 


Bit test memory with accumulator 


CLR, CLRA, CLRB 


Clear accumulator or memory location 


CMPA, CMPB 


Compare memory from accumulator 


COM, COMA, COMB 


Complement accumulator or memory location 


DAA 


Decimal adjust A accumulator 


DEC, DECA, DECB 


Decrement accumulator or memory location 


EORA, EORB 


Exclusive or memory with accumulator 


EXG R1, R2 


Exchange R1 with R2 (R1, R2 = A, B, CC, DP) 


INC, INCA, INCB 


Increment accumulator or memory location 


LDA, LDB 


Load accumulator from memory 


LSL, LSLA, LSLB 


Logical shift left accumulator or memory location 


LSR, LSRA, LSRB 


Logical shift right accumulator or memory location 


MUL 


Unsigned multiply (Ax B — D) 


NEG, NEGA, NEGB 


Negate accumulator or memory 


ORA, ORB 


Or memory with accumulator 


ROL, ROLA, ROLB 


Rotate accumulator or memory left 


ROR, RORA, RORB 


Rotate accumulator or memory right 


SBCA, SBCB 


Subtract memory from accumulator with borrow 


STA, STB 


Store accumulator to memory 


SUBA, SUBB 


Subtract memory from accumulator 


TST, TSTA, TSTB 


Test accumulator or memory location 


TFR R1, R2 


Transfer R1 to R2 (R1, R2 = A, B, CC, DP) 




NOTE A, B, CC or DP may be pushed to (pulled from) either stack with PSHS, PSHU (PULS, 
PULU) instructions 



TABLE 5 - 16-BIT ACCUMULATOR AND MEMORY INSTRUCTIONS 



Mnemonic(s) 


Operation 


ADDD 


Add memory to D accumulator 


CMPD 


Compare memory from D accumulator 


EXG D, R 


Exchange D with X, Y, S, U or PC 


LDD 


Load D accumulator from memory 


SEX 


Sign Extend B accumulator into A accumulator 


STD 


Store D accumulator to memory 


SUBD 


Subtract memory from D accumulator 


TFR D, R 


Transfer D to X, Y, S, U or PC 


TFR R, D 


Transfer X, Y, S, U or PC to D 



NOTE D may be pushed (pulled) to either stack v 
PULU) instructions 



■ith PSHS, PSHU (PULS, 
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TABLE 6 - INDEX REGISTER/ STACK POINTER INSTRUCTIONS 


Instruction 


Description 


CMPS, CMPU 


Compare memory from stack pointer 


CMPX, CMPY 


Compare memory from index register 


EXG R1, R2 


Exchange D, X, Y, S, U or PC with D, X, Y, S, U or PC 


LEAS, LEAU 


Load effective address into stack pointer 


LEAX, LEAY 


Load effective address into index register 


LDS, LDU 


Load stack pointer from memory 


LDX, LDY 


Load index register from memory 


PSHS 


Push A, B, CC, DP, D, X, Y, U, or PC onto hardware stack 


PSHU 


Push A, B, CC, DP, D, X, Y, S, or PC onto user stack 


PULS 


Pull A, B, CC, DP, D, X, Y, U or PC from hardware stack 


PULU 


Pull A, B, CC, DP, D, X, Y, S or PC from hardware stack 


STS, STU 


Store stack pointer to memory 


STX, STY 


Store index register to memory 


TFR R1, R2 


Transfer D, X, Y, S, U or PC to D, X, Y, S, U or PC 


ABX 


Add B accumulator to X (unsigned) 


TABLE 7 - BRANCH INSTRUCTIONS 


Instruction 


Description 


SIMPLE BRANCHES 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if not equal 


BMI, LBMI 


Branch if minus 


BPL, LBPL 


Branch if plus 


BCS, LBCS 


Branch if carry set 


BCC, LBCC 


Branch if carry clear 


BVS, LBVS 


Branch if overflow set 


BVC, LBVC 


Branch if overflow clear 


SIGNED BRANCHES 


BGT, LBGT 


Branch if greater (signed) 


BVS, LBVS 


Branch if invalid 2's complement result 


BGE, LBGE 


Branch if greater than or equal (signed) 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if not equal 


BLE, LBLE 


Branch if less than or equal (signed) 


BVC, LBVC 


Branch if valid 2's complement result 


BLT, LBLT 


Branch if less than (signed) 


UNSIGNED BRANCHES 


BHI, LBHI 


Branch if higher (unsigned) 


BCC, LBCC 


Branch if higher or same (unsigned) 


BHS, LBHS 


Branch if higher or same (unsigned) 


BEQ, LBEQ 


Branch if equal 


BNE, LBNE 


Branch if not equal 


BLS, LBLS 


Branch if lower or same (unsigned) 


BCS, LBCS 


Branch if lower (unsigned) 


BLO, LBLO 


Branch if lower (unsigned) 


OTHER BRANCHES 


BSR, LBSR 


Branch to subroutine 


BRA, LBRA 


Branch always 


BRN, LBRN 


Branch never 


TABl 


_E 8 - MISCELLANEOUS INSTRUCTIONS 


Instruction 


Description 


ANDCC 


AND condition code register 


CWAI 


AND condition code register, then wait for interrupt 


NOP 


No operation 


ORCC 


OR condition code register 


JMP 


Jump 


JSR 


Jump to subroutine 


RTI 


Return from interrupt 


RTS 


Return from subroutine 


SWI, SWI2, SWI3 


Software interrupt (absolute indirect) 


SYNC 


Synchronize with interrupt line 
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TABLE 9 - HEXADECIMAL VALUES OF MACHINE CODES 



OP 


Mnem 


Mode 


~ 


# 


OP 


Mnem 


00 


NEG 


Direct 


6 


2 


30 


LEAX 


01 


• 


i 


k 






31 


LEAY 


02 












32 


LEAS 


03 


COM 






6 


2 


33 


LEAU 


04 


LSR 






6 


2 


34 


PSHS 


05 


* 










35 


PULS 


06 


ROR 






6 


2 


36 


PSHU 


07 


ASR 






6 


2 


37 


PULU 


08 


ASL, LSL 






6 


2 


38 


* 


09 


ROL 






6 


2 


39 


RTS 


0A 


DEC 






6 


2 


3A 


ABX 


OB 


• 










3B 


RTI 


OC 


INC 






6 


2 


3C 


CWAI 


OD 


TST 






6 


2 


3D 


MUL 


OE 


JMP 


1 


1 


3 


2 


3E 


* 


OF 


CLR 


Direct 


6 


2 


3F 


SWI 


10 


Page 2 


_ 


_ 


_ 


40 


NEGA 


11 


Page 3 


- 


- 


- 


41 




12 


NOP 


Inherent 


2 


1 


42 


* 


13 


SYNC 


Inherent 


>4 


1 


43 


COMA 


14 


# 








44 


LSRA 


15 


* 








45 




16 


LBRA 


Relative 


5 


3 


46 


RORA 


17 


LBSR 


Relative 


9 


3 


47 


ASRA 


18 


• 








48 


ASLA, LSLA 


19 


DAA 


Inherent 


2 


1 


49 


ROLA 


1A 


ORCC 


Immed 


3 


2 


4A 


DECA 


1B 


* 


- 






4B 


• 


1C 


ANDCC 


Immed 


3 


2 


4C 


INCA 


1D 


SEX 


Inherent 


2 


1 


4D 


TSTA 


1E 


EXG 


Inherent 


8 


2 


4E 


# 


1F 


TFR 


6 


2 


4F 


CLRA 


20 


BRA 


Relative 


3 


2 


50 


NEGB 


21 


BRN 


t 


\ 


3 


2 


51 


* 


22 


BHI 






3 


2 


52 


* 


23 


BLS 






3 


2 


53 


COMB 


24 


BHS, BCC 






3 


2 


54 


LSRB 


25 


BLO, BCS 






3 


2 


55 




26 


BNE 






3 


2 


56 


RORB 


27 


BEQ 






3 


2 


57 


ASRB 


28 


BVC 






3 


2 


58 


ASLB, LSLB 


29 


BVS 






3 


2 


59 


ROLB 


2A 


BPL 






3 


2 


5A 


DECB 


2B 


BMI 






3 


2 


5B 


* 


2C 


BGE 






3 


2 


5C 


INCB 


2D 


BLT 






3 


2 


5D 


TSTB 


2E 


BGT 


1 


1 


3 


2 


5E 




2F 


BLE 


Rela 


tive 


3 


2 


5F 


CLRB 



Mode 


- 


# 


OP 


Mnem 


Mode 


~ 


# 


Indexed 


4 + 


2 + 


60 


NEG 


Indexed 


6 + 


2 


t 


4 + 


2 + 


61 


* 


A 






1 


4 + 


2 + 


62 


* 










Indexed 


4 + 


2 + 


63 


COM 






6 + 


2 


Inherent 


5 + 


2 


64 


LSR 






6 + 


2 


A 


5 + 


2 


65 


* 














5 + 


2 


66 


ROB 






6 + 


2 






5 + 


2 


67 
68 


ASR 
ASL, LSL 






6 + 
6 + 


2 
2 






5 




69 


ROL 






6 + 


2 






3 




6A 


DEC 






6 + 


2 






6/15 




6B 


• 














>20 




6C 


INC 






6 + 


2 






11 




6D 


TST 






6 + 


2 


T 






6E 


JMP 


T 


3 + 


2 


Inherent 


19 




6F 


CLR 


Indexed 


6 + 


2 


Inherent 


2 




70 


NEG 


Extended 


7 


3 


> 


k 






71 


' 


A 














72 


• 














2 




73 


COM 






7 


3 






2 




74 
75 


LSR 






7 


3 






2 




76 


ROR 






7 


3 






2 




77 


ASR 






7 


3 






2 




78 


ASL, LSL 






7 


3 






2 




79 


ROL 






7 


3 






2 




7A 
7B 


DEC 






7 


3 






2 




7C 


INC 






7 


3 






2 




7D 


TST 






7 


3 


' 


f 






7E 


JMP 


T 
Extended 


4 


3 


Inherent 


2 




7F 


CLR 


7 


3 


Inherent 


2 




80 


SUBA 


Immed 


2 


2 


t 


i 






81 
82 


CMPA 
SBCA 


t 


k 


2 
2 


2 
2 






2 




83 


SUBD 






4 


3 






2 




84 
85 


ANDA 
BITA 






2 
2 


2 
2 






2 




86 


LDA 






2 


2 






2 




87 
















2 




88 


EORA 






2 


2 






2 




89 


ADCA 






2 


2 






2 




8A 


ORA 






2 


2 










8B 


ADDA 


' 


* 


2 


2 






2 




8C 


CMPX 


Immed 


4 


3 






2 




8D 


BSR 


Relative 


7 


2 


i 


1 






8E 


LDX 


Immed 


3 


3 


Inhe 


rent 


2 


1 


8F 


* 











-Number of MPU cycles (less possible push pull or indexed-mode cycles) 

# Number of program bytes 

* Denotes unused opcode 
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TABLE 9 - HEXADECIMAL VALUES OF MACHINE CODES (CONTINUED) 



OP 


Mnem 


90 


SUBA 


91 


CMPA 


92 


SBCA 


93 


SUBD 


94 


ANDA 


95 


BITA 


96 


LDA 


97 


STA 


98 


EORA 


99 


ADCA 


9A 


ORA 


9B 


ADDA 


9C 


CMPX 


9D 


JSR 


9E 


LDX 


9F 


STX 


A0 


SUBA 


A1 


CMPA 


A2 


SBCA 


A3 


SUBD 


A4 


ANDA 


A5 


BITA 


A6 


LDA 


A7 


STA 


A8 


EORA 


A9 


ADCA 


AA 


ORA 


AB 


ADDA 


AC 


CMPX 


AD 


JSR 


AE 


LDX 


AF 


STX 


BO 


SUBA 


B1 


CMPA 


B2 


SBCA 


B3 


SUBD 


B4 


ANDA 


B5 


BITA 


B6 


LDA 


B7 


STA 


B8 


EORA 


B9 


ADCA 


BA 


ORA 


BB 


ADDA 


BC 


CMPX 


BD 


JSR 


BE 


LDX 


BF 


STX 



and illegal 



Mode 


- 


# 


OP 


Mnem 


Direct 


4 


2 


CO 


SUBB 


i 


k 


4 


2 


C1 


CMPB 






4 


2 


C2 


SBCB 






6 


2 


C3 


ADDD 






4 


2 


C4 


ANDB 






4 


2 


C5 


BITB 






4 


2 


C6 


LDB 






4 


2 


C7 


• 






4 


2 


C8 


EORB 






4 


2 


C9 


ADCB 






4 


2 


CA 


ORB 






4 


2 


CB 


ADDB 






6 


2 


CC 


LDD 






7 


2 


CD 


• 


* 


f 


5 


2 


CE 


LDU 


Direct 


5 


2 


CF 


* 


Indexed 


4 + 


2 + 


DO 


SUBB 


i 


i 


4 + 


2 + 


D1 


CMPB 






4 + 


2 + 


D2 


SBCB 






6 + 


2 + 


D3 


ADDD 






4 + 


2 + 


D4 


ANDB 






4 + 


2 + 


D5 


BITB 






4 + 


2 + 


D6 


LDB 






4 + 


2 + 


D7 


STB 






4 + 


2 + 


D8 


EORB 






4 + 


2 + 


D9 


ADCB 






4 + 


2 + 


DA 


ORB 






4 + 


2 + 


DB 


ADDB 






6 + 


2 + 


DC 


LDD 






7 + 


2 + 


DD 


STD 


* 


1 


5 + 


2 + 


DE 


LDU 


Indexed 


5 + 


2 + 


DF 
EO 


STU 
SUBB 


Extended 


5 


3 


E1 


CMPB 


> 


k 


5 


3 


E2 


SBCB 






5 


3 


E3 


ADDD 






7 


3 


E4 


ANDB 






5 


3 


E5 


BITB 






5 


3 


E6 


LDB 






5 


3 


E7 


STB 






5 


3 


E8 


EORB 






5 


3 


E9 


ADCB 






5 


3 


EA 


ORB 






5 


3 


EB 


ADDB 






5 


3 


EC 


LDD 






7 


3 


ED 


STD 






8 


3 


EE 


LDU 


^ 


' 


6 


3 


EF 


STU 


Extended 


6 


3 


FO 
F1 
F2 
F3 
F4 
F5 
F6 
F7 


SUBB 

CMPB 

SBCB 

ADDD 

ANDB 

BITB 

LDB 

STB 


es are both undefined 


F8 


EORB 








F9 


ADCB 








FA 


ORB 








FB 


ADDB 








FC 


LDD 








FD 


STD 








FE 


LDU 










FF 


STU 



Mode 


~ 


# 


OP 


Mnem 


Mode 


~ 


# 


Immed 


2 


2 












A 


2 


2 




Page 2 and 3 Machine 










2 


2 






Codes 










4 


3 
















2 


2 


1021 


LBRN 


Relative 


5 


4 


Immed 


2 


2 


1022 


LBHI 


A 


5(6) 


4 


Immed 


2 


2 


1023 


LBLS 






5(6) 


4 


A 






1024 


LBHS, LBCC 






5(6) 


4 






2 


2 


1025 


LBCS, LBLO 






5(6) 


4 






2 


2 


1026 


LBNE 






5(6) 


4 






2 


2 


1027 


LBEQ 






5(6) 


4 






2 


2 


1028 


LBVC 






5(6) 


4 






3 


3 


1029 


LBVS 






5(6) 


4 


T 






102 A 


LBPL 






5(6) 


4 


Immed 


3 


3 


102B 
102C 


LBMI 
LBGE 






5(6) 
5(6) 


4 
4 


Dir 


act 


4 
4 


2 
2 


102D 
102E 


LBLT 
LBGT 


T 


5(6) 
t>(6) 


4 
4 






4 


2 


102F 


LBLE 


Relative 


5(6) 


4 






6 


2 


103F 


SWI2 


Inherent 


20 


2 






4 


2 
2 
2 
2 


1083 


CMPD 


Immed 


5 


4 






4 


108C 


CMPY 


I 


5 


4 






4 
4 


108E 


LDY 


Immed 


4 


4 






1093 


CMPD 


Direct 


7 


3 






4 


2 


109C 


CMPY 


1 


7 


3 






4 


2 


109E 


LDY 


1 


6 


3 






4 


2 


109F 


STY 


Direct 


6 


3 






4 


2 


10 A3 


CMPD 


Indexed 


7 + 


3 + 






5 


2 


10AC 


CMPY 


t 


7 + 


3 + 






5 


2 


10AE 


LDY 


i 


6 + 


3 + 


> 


1 


5 


2 


10AF 


STY 


Indexed 


6 + 


3 + 


Direct 


5 


2 


10B3 
10BC 


CMPD 
CMPY 


Extended 

t 


8 
8 


4 
4 


Indexed 


4 + 


2 + 


10BE 


LDY 


T 


7 


4 


t 


\ 


4 + 


2 + 


10BF 


STY 


Extended 


7 


4 






4 + 


2 + 


10CE 


LDS 


Immed 


4 


4 






6 + 


2 + 


10DE 


LDS 


Direct 


6 


3 






4 + 


2 + 


10DF 


STS 


Direct 


6 


3 






4 + 


2 + 


10EE 


LDS 


Indexed 


6 + 


3 + 






4 + 


2 + 


10EF 


STS 


Indexed 


6 + 


3 + 






4 + 


2 + 


10FE 


LDS 


Extended 


7 


4 






4 + 


2 + 


10FF 


STS 


Extended 


7 


4 






4 + 


2 + 


113F 


SWI3 


Inherent 


20 


2 






4 + 


2 + 


1183 


CMPU 


Immed 


5 


4 






4 + 


2 + 


118C 


CMPS 


Immed 


5 


4 






5 + 


2 + 


1193 


CMPU 


Direct 


7 


3 






5 + 


2 + 


119C 


CMPS 


Direct 


7 


3 


> 


f 


5 + 


2 + 


11 A3 


CMPU 


Indexed 


7 + 


3 + 


Indexed 


5 + 


2 + 


11AC 


CMPS 


Indexed 


7 + 


3 + 


Exte 
> 


ided 

1 


5 
5 
5 
7 
5 
5 
5 
5 
5 
5 
5 


3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 


11B3 
11BC 


CMPU 
CMPS 


Extended 
Extended 


8 
8 


4 
4 


Extended 


5 


3 












Extended 

t 


6 
6 
6 


3 
3 
3 












Exte 


nded 


6 


3 















4-324 



MC6809E*MC68A09E*MC68B09E 



















FIGURE 20 - 


- PROGRAMMING AID 
















Instruction 


Forms 


Addressing Modes 


Description 


5 


3 


2 


1 





Immediate 


Direct 


Indexed 


Extended 


Inherent 


Op 


- 


# 


Op 


- 


# 


Op 


- 


# 


Op 


- 


# 


Op 


- 


# 


H 


N 


z 


V 


c 


ABX 




























3A 


3 


1 


B + X-X (Unsigned) 












ADC 


ADCA 
ADCB 


89 
C9 


2 
2 


2 
2 


99 
D9 


4 
4 


2 
2 


A9 
E9 


4 + 
4 + 


2 + 
2 + 


B9 
F9 


5 
5 


3 
3 








A+M+C-A 
B+M+C-B 


t 
t 










ADD 


ADDA 
ADDB 
ADDD 


8B 
CB 
C3 


2 
2 
4 


2 
2 
3 


9B 
DB 
D3 


4 
4 
6 


2 
2 
2 


AB 
EB 
E3 


4 + 
4 + 
6 + 


2 + 
2 + 
2 + 


BB 

FB 
F3 


5 
5 
7 


3 
3 
3 








A+M-A 
B + M-B 
D + M M + 1-D 


t 
J 










AND 


ANDA 
AND3 
ANDCC 


84 
C4 
1C 


2 
2 

3 


2 
2 
2 


94 
D4 


4 
4 


2 
2 


A4 
E4 


4^ 
4 + 


2 + 
2 + 


B4 

F4 


5 
5 


3 
3 








A A M-A 
B A M-B 
CCA IMM-CC 


• 










• 
• 
7 


ASL 


ASLA 
ASLB 
ASL 








08 


6 


2 


68 


6 + 


2 + 


78 


7 


3 


48 
58 


2 
2 


1 
1 


•lo- 




8 
8 
8 






t 
t 
I 






HIMIIIIk-o 

b 7 bo 


ASR 


ASRA 
ASRB 
ASR 








07 


6 


2 


67 


6 + 


2 + 


77 


7 


3 


47 
57 


2 
2 


1 
1 


se 

M> 




8 
8 
8 






• 






n |IMIIIW1 


D7 bo c 


BIT 


BITA 
BITB 


85 
C5 


2 

2 


2 

2 


95 

D5 


4 
4 


2 
2 


A5 
E5 


4 + 
4 + 


2 + 
2 + 


B5 
F5 


5 
5 


3 
3 








Bit Test A (M A A) 
Bit Test BIMABi 












• 


CLR 


CLRA 
CLRB 
CLR 








OF 


6 


2 


6F 


6 + 


2 + 


7F 


7 


3 


4F 
5F 


2 
2 


1 
1 


0-A 
0-B 
0-M 





















CMP 


CMPA 
CMPB 
CMPD 

CMPS 

CMPU 

CMPX 
CMPY 


81 
CI 
10 
83 
11 
8C 
11 
83 
8C 
10 
8C 


2 
2 

5 

5 

4 
5 


2 
2 
4 

4 

4 

3 

4 


91 
D1 
10 
93 
11 
9C 
11 
93 
9C 
10 
9C 


4 
4 
7 

7 

7 

6 

7 


2 
2 
3 

3 

3 

2 
3 


A1 
E1 
10 
A3 
11 
AC 
11 
A3 
AC 
10 
AC 


4 + 
4 + 
7 + 

7 + 

7 + 

6 + 

7 + 


2 + 

2 + 

3 + 

3 + 
3 + 

2 + 

3 + 


B1 
F1 
10 
B3 
11 
BC 
11 
B3 
BC 
10 
BC 


5 
5 
8 

8 

8 

7 
8 


3 

3 
4 

4 

4 

3 

4 








Compare M from A 
Compare M from B 
Compare M M + 1 from D 

Compare M M + 1 from S 

Compare M M+ 1 from U 

Compare M M + 1 from X 
Compare M M + 1 from Y 








J 
t 
t 

t 

I 

J 
t 




COM 


COMA 
COMB 
COM 








03 


6 


2 


63 


6 + 


2 + 


73 


7 


3 


43 
53 


2 

2 


1 
1 


A-A 
B-B 
M-M 















CWAI 




3C 


£20 


2 


























CC A IMM-CC Wait for Interrupt 










7 


DAA 




























19 


2 


1 


Decimal Adjust A 











J 


DEC 


DECA 
DECB 
DEC 








0A 


6 


2 


6A 


6 + 


2 + 


7A 


7 


3 


4A 
5A 


2 
2 


1 
1 


A-1-A 
B-1-B 
M-1-M 








t 
t 
t 


• 
• 


EOR 


EORA 
EORB 


88 
C8 


2 
2 


2 
2 


98 
D8 


4 
4 


2 
2 


A8 
E8 


4 + 
4 + 


2 + 
2 + 


B8 

F8 


5 
5 


3 
3 








A-V-M-A 
BV-M-B 













# 


EXG 


R1. R2 


























1E 


8 


2 


R1-R2 2 












INC 


INCA 
INCB 
INC 








OC 


6 


2 


6C 


6 + 


2 + 


7C 


7 


3 


4C 
5C 


2 
2 


1 

1 


A + 1 - A 
B+1-B 
M + 1-M 








t 
I 

t 


; 


JMP 










OE 


3 


2 


6E 


3 + 


2 + 


7E 


4 


3 








EA 3 -PC 












JSR 










9D 


7 


2 


AD 


7 + 


2 + 


BD 


8 


3 








Jump to Subroutine 












LD 


LDA 
LDB 
LDD 
LDS 

LDU 
LDX 
LDY 


86 
C6 
CC 
10 
CE 
CE 
8E 
10 
8E 


2 
2 
3 
4 

3 
3 
4 


2 
2 
3 
4 

3 
3 

4 


96 
D6 
DC 
10 
DE 
DE 
9E 
10 
9E 


4 
4 
5 
6 

5 
5 
6 


2 
2 
2 
3 

2 
2 
3 


A6 
E6 
EC 
10 
EE 
EE 
AE 
10 
AE 


4 + 

4 + 

5 + 

6 + 

5 + 

5 + 

6 + 


2 + 
2 + 

2 + 

3 + 

2 + 

2 + 

3 + 


B6 
F6 
FC 
10 
FE 
FE 
BE 
10 
BE 


5 
5 
6 
7 

6 
6 
7 


3 
3 
3 

4 

3 
3 
4 








M-A 
M-B 

M M + 1-D 
M M + 1-S 

M M + 1-U 
M M + 1-X 
M M + 1-Y 


















• 

• 
• 


LEA 


LEAS 
LEAU 
LEAX 
LEAY 














32 
33 
30 
31 


4 + 
4 + 
4 + 
4 + 


2 + 
2 + 
2 + 
2 + 














EA 3 -S 
EA 3 -U 
EA 3 -X 
EA 3 -Y 




• 


t 
t 


• 


• 



Legend 


til 


Complement of M 


OP Operation Code (Hexadecimal) 


- 


Transfer Into 


~ Number of MPU Cycles 


H 


Half-carry (from bit 3) 


# Number of Program Bytes 


N 


Negative (sign bit) 


+ Arithmetic Plus 


Z 


Zero result 


- Arithmetic Minus 


V 


Overflow, 2's complement 


• Multiply 


c 


Carry from ALU 



t Test and set if true, cleared otherwise 

• Not Affected 

CC Condition Code Register 

Concatenation 

V Logical or 

A Logical and 

¥■ Logical Exclusive or 
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FIGURE 20 


- PROGRAMMING AID (CONTINUED) 














Instruction 


Forms 


Addressing Modes 


Description 


5 


3 


2 


1 





Immediate 


Direct 


Indexed 1 


Extended 


Inherent 


Op" 


~ 


t 


Op 


~ 


# 


Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


H 


N 


z 


V 


C 


LSL 


LSLA 
LSLB 
LSL 








08 


6 


2 


68 


6 + 


2 + 


78 


7 


3 


48 
58 


2 
2 




A i_ ^ 






: 
i 

t 




t 
J 
t 


! 

1 
I 




B LM 


lllllllh- 

1 bo 


LSR 


LSRA 
LSRB 
LSR 








04 


6 


2 


64 


6 + 


2 + 


74 


7 


3 


44 
54 


2 
2 




A) 











• 


1 
I 
[ 




M b 7 


bo c 


MUL 




























3D 


11 




AxB-D (Unsigned) 




• 




• 


9 


NEG 


NEGA 
NEGB 
NEG 








00 


6 


2 


60 


6 + 


2 + 


70 


7 


3 


40 
50 


2 
2 




A+1-A 
B+1-B 
M + 1-M 


8 
8 
8 


t 

I 
t 




1 
I 
t 


! 
I 
1 


NOP 




























12 


2 


1 


No Operation 












OR 


ORA 
ORB 
ORCC 


8A 
CA 
1A 


2 
2 
3 


2 
2 
2 


9A 
DA 


4 
4 


2 
2 


AA 
EA 


4 + 
4 + 


2 + 
2 + 


BA 
FA 


5 
5 


3 
3 








A V M~A 
B V M-B 
CC V IMM-CC 


• 


t 
1 






7 


• 


PSH 


PSHS 
PSHU 


34 
36 


5 + 4 
5 + 4 


2 
2 


























Push Registers on S Stack 
Push Registers on U Stack 












PUL 


PULS 
PULU 


35 
37 


5 + 4 
5 + 4 


2 
2 


























Pull Registers from S Stack 
Pull Registers from U Stack 












ROL 


ROLA 
ROLB 
ROL 








09 


6 


2 


69 


6 + 


2 + 


79 


7 


3 


49 
59 


2 
2 






: 






t 
1 
t 




3F^ 




IIMIilM 


b7> b 


ROR 


RORA 
RORB 
ROR 








06 


6 


2 


66 


6 + 


2 + 


76 


7 


3 


46 
56 


2 
2 




5|Cr> 




• 






\ 




MllllllH 

b7 bo 


RTI 




























3B 


6/15 




Return From Interrupt 










7 


RTS 




























39 


5 




Return from Subroutine 












SBC 


SBCA 
SBCB 


82 
C2 


2 
2 


2 
2 


92 

D2 


4 
4 


2 
2 


A2 
E2 


4 + 
4 + 


2 + 
2 + 


B2 
F2 


5 
5 


3 
3 








A-M-C-A 
B-M-C-B 


8 
8 




i 

! 


t 
! 


t 
I 


SEX 




























1D 


2 


1 


Sign Extend B into A 


• 




I 





• 


ST 


STA 
STB 
STD 
STS 

STU 
STX 
STY 








97 
D7 
DD 
10 
DF 
DF 
9F 
10 
9F 


4 
4 
5 
6 

5 
5 
6 


2 
2 
2 
3 

2 
2 
3 


A7 
E7 
ED 
10 
EF 
EF 
AF 
10 
AF 


4 + 

4 + 

5 + 

6 + 

5 + 

5 + 

6 + 


2 + 
2 + 

2 + 

3 + 

2 + 

2 + 

3 + 


B7 
F7 
FD 
10 
FF 
FF 
BF 
10 
BF 


5 
5 
6 

7 

6 
6 
7 


3 
3 
3 
4 

3 
3 
4 








A-M 
B-M 

D-M M+ 1 
S-M M + 1 

U-M M+1 
X-M M + 1 
Y-M M + 1 


• 




t 
1 
I 

t 
! 
1 












• 


SUB 


SUBA 
SUBB 
SUBD 


80 
CO 
83 


2 
2 
4 


2 
2 
3 


90 
DO 
93 


4 
4 
6 


2 
2 
2 


AO 
EO 
A3 


4 + 
4 + 
6 + 


2 + 
2 + 
2 + 


BO 
FO 
B3 


5 
5 
7 


3 
3 
3 








A-M-A 
B-M-B 
D-M M + 1-D 


8 
8 




! 
J 
1 


t 
t 
I 


t 

: 
i 


SWI 


SWI 6 
SWI 6 

SWI 6 


























3F 
10 
3F 
11 
3F 


19 
20 

20 


1 
2 

1 


Software Interrupt 1 
Software Interrupt 2 

Software Interrupt 3 












SYNC 




























13 


;>4 


1 


Synchronize to Interrupt 












TFR 


R1, R2 


























1F 


6 


2 


R1-R2 2 












TST 


TSTA 
TSTB 
TST 








OD 


6 


2 


6D 


6 + 


2 + 


7D 


7 


3 


4D 
5D 


2 
2 


1 

1 


Test A 
Test B 
Test M 


• 


J * 

( 

I 


I 
t 

t 







• 



Notes 
1. 



This column gives a base cycle and byte count To obtain total count, add the values obtained from the INDEXED ADDRESSING MODE table, 

Table 2 

R1 and R2 may be any pair of 8 bit or any pair of 16 bit registers 

The 8 bit registers are A, B, CC, DP 

The 16 bit registers are X, Y, U, S, D, PC 
EA is the effective address 

The PSH and PUL instructions require 5 cycles plus 1 cycle for each byte pushed or pulled 
5(6) means 5 cycles if branch not taken, 6 cycles if taken (Branch instructions) 
SWI sets I and F bits SWI2 and SWI3 do not affect I and F 
Conditions Codes set as a direct result of the instruction 
Vaue of half-carry flag is undefined 
Special Case - Carry set if b7 is SET 
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FIGURE 20 - PROGRAMMING AID (CONTINUED) 



Branch Instructions 



Instruction 


Forms 


Addressing 
Mode 


Description 


5 


3 


2 


1 





P 
OP 


elative 


- 5 


I 


H 


N 


Z 


V 


c 


BCC 


BCC 
LBCC 


24 

10 
24 


3 
5(6) 


2 


Branch C = 
Long Branch 
C = 












BCS 


BCS 
LBCS 


25 
10 
25 


3 

5(6) 


2 
4 


Branch C= 1 
Long Branch 
C=1 












BEQ 


BEQ 
LBEQ 


27 
10 
27 


3 

5(6) 


2 

4 


Branch Z= 1 
Long Branch 
Z = 












BGE 


BGE 

LBGE 


2C 
10 
2C 


3 

5(6) 


2 

4 


Branch > Zero 
Long Branch > Zero 












BGT 


BGT 
LBGT 


2E 
10 
2E 


3 
5(6) 


2 
4 


Branch > Zero 
Long Branch > Zero 












BHI 


BHI 
LBHI 


22 
10 
22 


3 
5(6) 


2 
4 


Branch Higher 
Long Branch Higher 












BHS 


BHS 
LBHS 


24 

10 
24 


3 
5(6) 


2 

4 


Branch Higher 

or Same 
Long Branch Higher 

or Same 












BLE 


BLE 
LBLE 


2F 
10 
2F 


3 

5(6) 


2 
4 


Branch ^ Zero 
Long Branch < Zero 












BLO 


BLO 
LBLO 


25 
10 
25 


3 
5(6) 


2 
4 


Branch lower 
Long Branch Lower 













Instruction 


Forms 


Addressing 
Mode 


Description 


5 


3 


? 


1 





R 


elative 


OP 


- 5 # 


H 


N 


Z 


V 


c 


BLS 


BLS 
LBLS 


23 

10 
23 


3 
5(6) 


2 
4 


Branch Lower 

or Same 
Long Branch Lower 

or Same 












BLT 


BLT 
LBLT 


2D 
10 
2D 


3 
5i6) 


2 
4 


Branch < Zero 
Long Branch < Zero 












BMI 


BMI 
LBMI 


2B 
10 
2B 


3 
5(6) 


2 

4 


Branch Minus 
Long Branch Minus 












BNE 


BNE 
LBNE 


26 
10 
26 


3 

5(6) 


2 
4 


Branch Z = 
Long Branch 
Z*0 












BPL 


BPL 
LBPL 


2A 
10 
2A 


3 

5(6) 


2 
4 


Branch Plus 
Long Branch Plus 






. 






BRA 


BRA 
LBRA 


20 
16 


3 
5 


2 
3 


Branch Always 
Long Branch Always 












BRN 


BRN 
LBRN 


21 
10 
21 


3 
5 


2 

4 


Branch Never 
Long Branch Never 












BSR 


BSR 
LBSR 


8D 

17 


7 
9 


2 
3 


Branch to Subroutine 
Long Branch to 
Subroutine 












BVC 


BVC 
LBVC 


28 
10 
28 


3 
5(6) 


2 
4 


Branch V = 
Long Branch 
V = 












BVS 


BVS 
LBVS 


29 
10 
29 


3 
5(6) 


2 
4 


Branch V = 1 
Long Branch 
V=1 


• 














SIMPLE BRANCHES 






OP 


- 


# 


BRA 


20 


3 


2 


LBRA 


16 


5 


3 


BRN 


21 


3 


2 


LBRN 


1021 


5 


4 


BSR 


8D 


7 


2 


LBSR 


17- 


9 


3 



SIMPLE CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 

N = 1 BMI 2B BPL 2A 

Z=1 BEQ 27 BNE 26 

V=1 BVS 29 BVC 28 

C=1 BCS 25 BCC 24 



SIGNED CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 



r>m 


BGT 


2E 


BLE 


2F 


r>m 


BGE 


2C 


BLT 


2D 


r= m 


BEQ 


27 


BNE 


26 


r<m 


BLE 


2F 


BGT 


2E 


r<m 


BLT 


2D 


BGE 


2C 



UNSIGNED CONDITIONAL BRANCHES (Notes 1-4) 
Test True OP False OP 



r>m 


BHI 


22 


BLS 


23 


r^m 


BHS 


24 


BLO 


25 


r= m 


BEQ 


27 


BNE 


26 


r<m 


BLS 


23 


BHI 


22 


r<m 


BLO 


25 


BHS 


24 



1 All conditional branches have both short and long variations 

2 All short branches are 2 bytes and require 3 cycles 

3 All conditional long branches are formed by prefixing the short branch opcode with $10 and using a 16-bit destination offset 

4 All conditional long branches require 4 bytes and 6 cycles if the branch is taken or 5 cycles if the branch is not taken 

5 5(6) means 5 cycles if branch not taken, 6 cycles if taken 
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INDEXED ADDRESSING MODES 



TYPE FORMS 


NON INDIRECT 


INDIRECT 


Assembler 
Form 


Post-Byte 
OP Code 


+ 


# 


Assembler 
Form 


Post-Byte 
OP Code 


+ 


# 


CONSTANT OFFSET FROM R NO OFFSET 

5 BIT OFFSET 
8 BIT OFFSET 
16 BIT OFFSET 


, R 
n,R 
n, R 
n, R 


1RR00100 
ORRnnnnn 
1RR01000 
1RR01001 




1 
1 

4 




1 
2 


|,R] 1RR10100 

defaults to 8-bit 

|n,R] 1RR11000 

[n, R] 1RR11001 


3 

4 

7 




1 
2 


ACCUMULATOR OFFSET FROM R A— REGISTER OFFSET 
B— REGISTER OFFSET 
D— REGISTER OFFSET 


A, R 

B, R 
D, R 


1RR00110 
1RR00101 
1RR01011 


1 
1 
4 







[A, R] 
[B.R| 
ID, R] 


1RR10110 
1RR10101 
1RR11011 


4 
4 

7 







AUTO INCREMENT/DECREMENT R INCREMENT BY 1 
INCREMENT BY 2 
DECREMENT BY 1 
DECREMENT BY 2 


,R + 

,R+ + 
, -R 
, --R 


1 RROOOOO 
1RR00001 
1RR00010 
1RR00011 


2 
3 
2 
3 








not allowed 
I.R+ + ] |1RR10001 

not allowed 
I.--R1 1RR10011 


6 
6 






CONSTANT OFFSET FROM PC 8 BIT OFFSET 
16 BIT OFFSET 


n.PCR 
n.PCR 


1XX01100 
1XX01101 


1 
5 


1 

2 


[n, PCR] 
[n, PCR] 


1XX11100 
1XX11101 


4 
8 


1 

2 


EXTENDED INDIRECT 16 BIT ADDRESS 


- 


- 


- 


- 


in) 


10011111 


5 


2 



R = X, Y, U.orS 


RR:00 = X 


10 = U 


X - DON'T CARE 


01 =Y 


11 =S 



INDEXED ADDRESSING POSTBYTE 
REGISTER BIT ASSIGNMENTS 





POST-BYTE REGISTE 


=* Bll 


r 


INDEXED 

ADDRESSING 

MODE 


7 


6 


5 


4 


3 


2 


1 








R 


R 


X 


X 


x 


X 


X 


EA = ,R + 5 Bit Offset 




R 


R 

















,R + 




R 


R 


I 











1 


,R + + 




R 


R 











1 





,- R 




R 


R 










1 


1 


,- - R 




R 


R 







1 








EA = ,R + Offset 




R 


R 







1 





1 


EA = ,R + ACCB Offset 




,R 


R 







1 


1 





EA = ,R + ACCA Offset 




R 


R 















EA = ,R + 8 Bit Offset 




R 


R 












1 


EA = ,R + 16 Bit Offset 




R 


R 









1 


1 


EA = ,R + D Offset 




X 


X 






1 








EA = ,PC + 8 Bit Offset 




X 


x 






1 





1 


EA = ,PC + 16 Bit Offset 




R 


R 






1 


1 


1 


EA = [, Address) 



- Addressing Mode Field 

- Indirect Field 

(Sign bit when by = 0) 
-Register Field RR 

00 = X 

01 = Y 



6809 PROGRAMMING MODEL 



| X — I ndex Reg 



| Y — Index Reg 



| U — User Stack 



| S — Hardware Stack 



C 



> POINTER REGISTERS 



PROGRAM COUNTER 



ACCUMULATORS 



DIRECT PAGE REGISTER 



: |h|||n1z|v|c] CC - CONDITION CODE 



Lh 



L CARRY BORROW 

OVERFLOW 

ZERO 

NEGATIVE 

IRQ INTERRUPT MASK 

HALF CARRY 

FAST INTERRUPT MASK 

ENTIRE STATE ON STACK 



PUSH/PULL POST BYTE 



_B 
_DPR 



TRANSFER/EXCHANGE POST BYTE 



REGISTER FIELD 



0000 


D(AB) 


1000 


A 


0001 


X 


1001 


B 


0010 


Y 


1010 


CCR 


0011 


U 


1011 


DPR 


0100 


s 






0101 


PC 







6809 STACKING ORDER 

PULL ORDER 

♦ 
CC 



DP 

X Hi 

XLo 

YHi 

YLo 
U/SHi 
U/SLo 

PC Hi 
PCLo 

T 

PUSH ORDER 

INCREASING 
MEMORY 



6809 VECTORS 

FFFE Restart 

FFFC NMI 

FFFA SWI 

FFF8 IRQ 

FFF6 FIRQ 

FFF4 SWI2 

FFF2 SWI3 

FFF0 Reserved 
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ORDERING INFORMATION 



MC68A09ECP 



Motorola Integrated Circuit - 

M6800 Family 

Blanks- 1 MHz 

A- 15 MHz 
B» 2.0 MHz 

Device Designation 

In M6800 Family 

Temperature Range 

Blank «0°—*70°C 
C--40 — ♦ 85°C 

Package 

P - Plastic 
S « Cerdip 
L * Ceramic 



BETTER PROGRAM 

Better program processing is available on all types listed Add 
suffix letters to part number 

Level 1 add "S" Level 2 add "D" Level 3 add DS ' 
Level 1 "S" = 10 Temp Cycles - ( - 25 to 150°C). 

Hi Temp testing at T^ max 
Level 2 "D"« 168 Hour Burn-in at 125°C 
Level 3 "DS" ■ Combination of Level 1 and 2 




Speed 


Device 


Temperature Range 


1.0 MHz 


MC6809EP,L,S 


to 70°C 


1 5 MHz 


MC68A09EP,L,S 


Oto +70°C 


2 MHz 


MC68B09EP,L,S 


Oto +70°C 
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128 x 8-BIT STATIC RANDOM ACCESS MEMORY 

The MCM6810 is a byte-organized memory designed for use in bus- 
organized systems. It is fabricated with N-channel silicon-gate 
technology. For ease of use, the device operates from a single power 
supply, has compatibility with TTL and DTL, and needs no clocks or 
refreshing because of static operation. 

The memory is compatible with the M6800 Microcomputer Family, 
providing random storage in byte increments. Memory expansion is 
provided through multiple Chip Select inputs 

• Organized as 128 Bytes of 8 Bits 

• Static Operation 

• Bidirectional Three-State Data Input/ Output 

• Six Chip Select Inputs (Four Active Low, Two Active High) 

• Single 5-Volt Power Supply 

• TTL Compatible 

• Maximum Access Time = 450 ns — MCM6810 

360 ns - MCM68A10 
250 ns - MCM68B10 



MCM6810 RANDOM ACCESS MEMORY 
BLOCK DIAGRAM 



Memory 






Data 














Buffers 


Bus 


(128 X 8) 








i 


i 




J 


i 




Selection 
and Control 


















! 

Memory Address 






and C 


ontrol 











MC6800 
Microprocessor 


M6800MK 
BL 




- 


I 








, 




Read Only 
Memory 






< 
























MCM6810 
Random 
Access 
Memory 






< 
























Interface 
Adapter 




' 


< 






















, 




I nterf ace 
Adapter 




Modem 




< 










*" 


| 


J 









BLOCK DIAGRAM 



Address Data 
Bus Bus 



MCM68A10 

(1.5 MHz) 



MOS 

(N-CHANNEL, SILICON-GATE) 

128 x 8-BIT STATIC 

RANDOM ACCESS 

MEMORY 




P SUFFIX 

PLASTIC PACKAGE 
CASE 709 




L SUFFIX 

CERAMIC PACKAGE 
CASE 716 



iHP!, 



S SUFFIX 



CERDIP -PACKAGE 



PIN ASSIGNMENT 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0.3 to +7 


V 


Input Voltage 


V,n 


-0.3 to +7 


V 


Operating Temperature Range 
MCM6810, MCM68A10, MCM68B10 
MCM6810C, MCM68A10C 


T A 


T L to T H 
to + 70 
-40 to +85 


°c 


Storage Temperature Range 


T stg 


-65 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 
Plastic 
Cerdip 


*JA 


60 
120 
65 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage (eg, either V$s or 
V C C> 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from - 

Tj = T A + <Pd0JA> H) 

Where: 
Ta« Ambient Temperature, °C 

0JA" Package Thermal Resistance, Junction- to-Ambient, °C/W 
PD-P|NT+PP0RT 

PlNT^ICCxVcC' Watts — Chip Internal Power 
PpORj^Port Power Dissipation, Watts — User Determined 
For most applications PpORT**P|NT an d can De neglected PpORT m ay become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpoRT IS neglected) is: 

P D =K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = PD # <Ta + 273°C) + 0ja»Pd 2 <3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta- Using this value of K the values of Pq and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta- 




DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, V S s = 0, T A = T L to T H unless otherwise noted) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Input High Voltage 


V|H 


VsS + 20 


vec 


V 


Input Low Voltage 


V|L 


Vss-0 3 


Vss + 08 


V 


Input Current (A n , R/W, CS n ) (V, n = to 5.25 V) 


l.n 


- 


25 


ma 


Output High Voltage (Iqh= -205 /tA) 


VOH 


24 


- 


V 


Output Low Voltage (Iol^ 1 6 mA ) 


V Qlr 


- 


04 


V 


Output Leakage Current (Three-State) (CS = 0.8 V or C§ = 2 V, V out =0.4 V to 2 4 V) 


itsi 


- 


10 


MA 


Supply Current 1.0 MHz 
(Vcc= 5 25 V, All Other Pins Grounded) 1 5, 2.0 MHz 


ice 


- 


80 
100 


mA 


Input Capacitance (A n , R/W, CS n , CS n ) (V in = 0, T A = 25°C, f=1 MHz) 


Cm 


- 


75 


PF 


Output Capacitance (D n ) (V out =0, Ta = 25°C, f=1 MHz, CSO = 0) 


Cout 


- 


12 5 


PF 
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BLOCK DIAGRAM 




AO 


23 


A1 


22 


A2 


21 


A3 


20 


A4 


19 


A5 


18 


A6 


17 



si 11 ' n 

50 10 P>o ' 



16 Read /Write 



V CC = Pin 24 
Gnd = Pin 1 



AC OPERATING CONDITIONS AND CHARACTERISTICS 

READ CYCLE (V cc = 5 V ± 5%, Vss = 0, Ta = T L to Th unless otherwise noted ) 



Characteristic 


Symbol 


MCM6810 


MCM68A10 


MCM68B10 


Unit 


Mm 


Max 


Min 


Max 


Min 


Max 


Read Cycle Time 


tcyc(R) 


450 


- 


360 


- 


250 


- 


ns 


Access Time 


x ace 


- 


450 


- 


360 


- 


250 


ns 


Address Setup Time 


tAS 


20 


- 


20 


- 


20 


- 


ns 


Address Hold Time 


l AH 





- 





- 





- 


ns 


Data Delay Time (Read) 


tDDR 


- 


230 


- 


220 


- 


180 


ns 


Read to Select Delay Time 


tRCS 





- 





- 





- 


ns 


Data Hold from Address 


*DHA 


10 


- 


10 


- 


10 


- 


ns 


Output Hold Time 


tH 


10 


- 


10 


- 


10 


- 


ns 


Data Hold from Read 


*DHR 


10 


80 


10 


60 


10 


60 


ns 


Read Hold from Chip Select 


tRH 





- 





- 





- 


ns 



READ CYCLE TIMING 

tcyc(R) 




NOTES 

1 Voltage levels shown are V|_<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 CS and CS have same timing 



= Don't Care 
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WRITE CYCLE (V CC = 5 V ± 5%, V ss = 0, T A = T L 


to Th unless otherwise noted ) 












Characteristic 


Symbol 


MCM6810 


MCM68A10 


MCM68B10 


Unit 


Mm 


Max 


Mm 


Max 


Mm 


Max 


Write Cycle Time 


tcydW) 


450 


- 


360 


- 


250 


- 


ns 


Address Setup Time 


*AS 


20 


- 


20 


- 


20 


- 


ns 


Address Hold Time 


*AH 





- 





- 





- 


ns 


Chip Select Pulse Width 


*CS 


300 


- 


250 


- 


210 


- 


ns 


Write to Chip Select Delay Time 


*WCS 





- 





- 





- 


ns 


Data Setup Time (Write) 


tDSW 


190 


- 


80 


- 


60 


- 


ns 


Input Hold Time 


tH 


10 


- 


10 


- 


10 


- 


ns 


Write Hold Time from Chip Select 


*WH 





- 





- 





- 


ns 



X 



,^^ r 



«* mm. 



WRITE CYCLE TIMING 

tcyclW) 



'<^^ c 



^ V/////////////////////* :. 



X 



S 



X 




/////////////////A 



Data In Stable 



W////////////A 



NOTES 

1 Voltage levels shown are Vl<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 CS and CS have same timing 



'////// = °™^* 
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FIGURE 1 - AC TEST LOAD 



► 5.0 V 



MMD6150 \ R|_ = 2.5kQ 
or Equiv. 



Test Point o— •> 



130 pF # ^ > 11 7kO 



"Includes Jig Capacitance 



MMD7000 
or Equiv 



ORDERING INFORMATION 



MCM68A10CP 



Motorola Integrated Circuit - 

M6800 Family 

Blanks = 1 MHz 

A=1 5 MHz 
B = 20MHz 

Device Designation 

In M6800 Family 

Temperature Range 

Blank = 0°-~+70°C 
C= -40°^+85°C 

Package 

P = Plastic 
S = Cerdip 
L= Ceramic 



-U 



BETTER PROGRAM 



Better program processing is available on all types listed Add 
suffix letters to pan number 



Level 1 add "S" Level 2 add "D" Level 3 add "DS" 



Level 1 "S"=10Temp Cycles - (-25 to 150°C), 

Hi Temp testing at Ta max 
Level 2 "D" = 168 Hour Burn-in at 125°C 
Level 3 "DS" = Combination of Level 1 and 2 



Speed 


Device 


Temperature Range 


1.0 MHz 


MCM6810P,L,S 
MCM6810CP,CL,CS 


to +70°C 
-40 to + 85°C 


1.5 MHz 


MCM68A10P,L,S 
MCM68A10CP,CL,CS 


Oto +70°C 
-40 to +85°C 


2.0 MHz 


MCM68B10P,L,S 


Oto +70°C 
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PERIPHERAL INTERFACE ADAPTER (PIA) 

The MC6821 Peripheral Interface Adapter provides the universal 
means of interfacing peripheral equipment to the M680C family of 
microprocessors This device is capable of interfacing the MPU to 
peripherals through two 8-bit bidirectional peripheral data buses and 
four control lines No external logic is required for interfacing to most 
peripheral devices 

The functional configuration of the PIA is programmed by the MPU 
during system initialization Each of the peripheral data lines can be pro- 
grammed to act as an input or output, and each of the four con- 
trol/interrupt lines may be programmed for one of several control 
modes This allows a high degree of flexibility in the overall operation of 
the interface 

• 8-Bit Bidirectional Data Bus for Communication with the 
MPU 

• Two Bidirectional 8-Bit Buses for Interface to Peripherals 

• Two Programmable Control Registers 

• Two Programmable Data Direction Registers 

• Four Individually-Controlled Interrupt Input Lines, Two 
Usable as Peripheral Control Outputs 

• Handshake Control Logic for Input and Output Peripheral 
Operation 

• High-Impedance Three-State and Direct Transistor Drive 
Peripheral Lines 

• Program Controlled Interrupt and Interrupt Disable Capability 

• CMOS Drive Capability on Side A Peripheral Lines 

• Two TTL Drive Capability en All A and B Side Buffers 

• TTL-Compatible 

• Static Operation 



MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


vec 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6821, MC68A21, MC68B21 
MC6821C, MC68A21C, MC68B21C 


T A 


Tl to T H 

to 70 

-40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 
Plastic 
Cerdip 


0JA 


50 
100 
60 


°c/w 



This device contains circuitry to protect the inputs against damage due to high 
static voltages or electric fields, however, it is advised that normal precautions 
be taken to avoid application of any voltage higher than maximum-rated 
voltages to this high-impedance circuit Reliability of operation is enhanced if 
unused inputs are tied to an appropriate logic voltage (i e , either Vgs or VqO 



MC6821 

(1.0 MHz) 

MC68A21 

(1.5MHz) 

MC68B21 

(2.0 MHz) 



MOS 

(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

PERIPHERAL INTERFACE 
ADAPTER 



***** LSUFF0C 


^^^ptep^^":": 1 1 CERAMIC PACKAGE 


r^piTiU 1 1 ■ CASE715 


l^^BP^P^yrill S SUFFIX 


WWvvVV l I ^ L CERDIP PACKAGE 


Yl'l I 1 I [[ [ CASE 734 


^HJ^Wn- " P SUFFIX 


f t * kl PLASTIC PACKAGE 


CASE 711 



I 





PIN ASSIGNMENT 




vss[ 


1 # V_y 40 


]CA1 


PA0[ 


2 39 


]CA2 


PA1[ 


3 38 


]IRQA 


PA2C 


4 37 


]IRQB 


PA3C 


5 36 


3RS0 


PA4| 


6 35 


]RS1 


PA5[ 


7 34 


] RESET 


PA6[ 


8 33 


3 DO 


PA7[ 


9 32 


3D1 


PB0[ 


10 31 


]D2 


PB1[ 


11 30 


JD3 


PB2[ 


12 29 


]D4 


PB3[ 


13 28 


]D5 


PB4£ 


14 27 


]D6 


PB5{ 


15 26 


]D7 


PB6C 


16 25 


3E 


PB7[ 


17 24 


]CS1 


CB1[ 


18 23 


]CS2 


CB2£ 


19 22 


]CS0 


vccE 


20 21 


]R/W 
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POWER CONSIDERATIONS 



■ 



The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A + (PD*0JA) i1) 

Where 

T/\s Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
P D = P| NT +P P0 RT 

P|f\lj=|QQxVcC- Watts - Chip Internal Power 
PpQRT=Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Prj and Tj (if PpORT IS neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = PD*(TA + 273 O C) + 0JA»PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Prj (at equilibrium) 
for a known Ta Using this value of K the values of Pd and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 



DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc ±5%, V S s = n , T A = T L to Th unless otherwise noted) 



Characteristic 



I Symbol 



Typ 



BUS CONTROL INPUTS (R/W, Enable, RESET, RSO, RS1, CSO, CS1, CS2) 



Input High Voltage 


V|H 


VSS + 20 


- 


vcc 


V 


Input Low Voltage 


V|L 


Vss-03 


- 


VsS+08 


V 


Input Leakage Current (V, n = to 5 25 V) 


'in 


- 


1 


25 


ma 


Capacitance (V, n = 0. Ta = 25°C, f=1 MHz) 


Cm 


- 


- 


75 


pF 



INTERRUPT OUTPUTS (IRQA, IRQB) 



Output Low Voltage di_oad = 3 2 mA) 



VOL 



Vss+04 



Three-State Output Leakage Current 



"OZ 



10 



tiA 



Capacitance (V m = 0, Ta = 25°C, f=1 MHz) 



PF 



DATA BUS (D0-D7) 



Input High Voltage 


V|H 


Vss+20 


- 


v C c 


V 


Input Low Voltage 


VlL 


Vss-03 


- 


Vss+08 


V 


Three-State Input Leakage Current (V, n = 4 to 2 4 V) 


iiz 


- 


20 


10 


M A 


Output High Voltage Oi_oad = ~ 205 /* A > 


VOH 


Vss + 24 


- 


- 


V 


Output Low Voltage U|_oad = 1 6 mA ) 


vol 


- 


- 


Vss + 04 


V 


Capacitance (V m = 0, Ta = 25°C, f=1 MHz) 


Cm 


- 


- 


12 5 


pF 



PERIPHERAL BUS (PA0-PA7, PB0-PB7, CAT, CA2, CB1, CB2) 



Input Leakage Current R/W, RESET, RSO, RS1, CSO, CS1, CS2, CA1, 
(V in = 0to5 25V) CB1, Enable 


"in 


- 


1 


25 


M A 


Three-State Input Leakage Current (V, n = 4 to 2 4 V) PB0-PB7, CB2 


hz 


- 


20 


10 


M A 


Input High Current (V|H = 2 4 V) PA0-PA7, CA2 


llH 


-200 


-400 


- 


^a 


Darlington Drive Current (Vq = 1 5 V) PB0-PB7, CB2 


'OH 


-1 


- 


-10 


mA 


Input Low Current (V|l = 4 V) PA0-PA7, CA2 


IlL 


- 


-1 3 


-24 


mA 


Output High Voltage 
<' Load = "200 M A) PA0-PA7, PB0-PB7, CA2, CB2 
(l Load = -10 M A) PA0-PA7,CA2 


VOH 


VSS+24 

vcc-10 


- 


- 


V 


Output Low Voltage (li_oad = 3 2 mA) 


vol 


- 


- 


VSS+04 


V 


Capacitance (V, n = 0, T A = 25°C, f=1 MHz) 


Cm 


- 


- 


10 


pF 



POWER REQUIREMENTS 



Internal Power Dissipation (Measured at Ta = T|_) 



pint 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Went. 
Number 


Characteristic 


Symbol 


MC6821 


MC68A21 


MC68B21 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


/*S 


2 


Pulse Width, E Low 


PW EL 


430 


- 


280 


- 


210 


- 


ns 


3 


Pulse Width, E High 


PW EH 


450 


- 


280 


- 


220 


- 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


*AH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


*AS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


*CS 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


100 


20 


100 


20 


100 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


10 


- 


ms 


30 


Output Data. Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


tDSW 


165 


- 


80 


- 


60 


- 


ns 



E 



-© 



R/W, Address ' 
(Non-Muxed) 



Read Data 
Non-Muxed 



© 



<D- 



FIGURE 1 - BUS TIMING 

O- 



X 



Q* 



" mwc 






© 



> 



Write Data 
Non-Muxed 



\ 



(18) 



-oy 



X 



© 



"* 130} 



MPU Read Data Non-Muxed 



«*"*-© 



^3: 



MPU Write Data Non-Muxed 



^: 



© 



© 



m 



C15) 



4© 
> 



Notes 



1 Voltage levels shown are V[_<0 4 V, Vh2:2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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PERIPHERAL TIMING CHARACTERISTICS (V C c = 5 V ±5%, V S s = OV, 


T/\ = T|_ to Th unless otherwise specified) 




Characteristic 


Symbol 


MC6821 


MC68A21 


MC68B21 


Unit 


Reference 
Fig. No. 


Min 


Max 


Min 


Max 


Min 


Max 


Data Setup Time 


tPDS 


200 


- 


135 


- 


100 


- 


ns 


6 


Data Hold Time 


tpDH 





- 





- 





- 


ns 


6 


Delay Time, Enable Negative Transition to CA2 Negative Transition 


*CA2 


- 


1 


- 


670 


- 


0500 


(IS 


3,7, 8 


Delay Time, Enable Negative Transition to CA2 Positive Transition 


TRS1 


- 


1 


- 


670 


- 


0500 


us 


3,7 


Rise and Fall Times for CM and CA2 Input Signals 


tr.tf 


- 


1 


- 


1 


- 


1 


(IS 


8 


Delay Time from CA1 Active Transition to CA2 Positive Transition 


tRS2 


- 


20 


- 


1 35 


- 


1 


us 


3,8 


Delay Time, Enable Negative Transition to Data Valid 


tPDW 


- 


1 


- 


670 




05 


|tS 


3,9, 10 


Delay Time, Enable Negative Transition to CMOS Data Valid 
PA0-PA7, CA2 


tCMOS 


- 


20 


- 


1 35 


- 


1 


lis 


4, 9 


Delay Time, Enable Positive Transition to CB2 Negative Transition 


*CB2 


- 


1 


- 


0.670 


- 


0.5 


us 


3, 11, 12 


Delay Time, Data Valid to CB2 Negative Transition 


tDC 


20 


- 


20 


- 


20 


- 


ns 


3, 10 


Delay Time, Enable Positive Transition to CB2 Positive Transition 


tRS1 


- 


1 


- 


0.670 


- 


0.5 


US 


3, 11 


Control Output Pulse Width, CA2/CB2 


PW C T 


500 


- 


375 


- 


250 


- 


ns 


3, 11 


Rise and Fall Time for CB1 and CB2 Input Signals 


tr.tf 


- 


1 


- 


1 


- 


1 


M 


12 


Delay Time, CB1 Active Transition to CB2 Positive Transition 


tRS2 


- 


2.0 


- 


1 35 


- 


1 


lis 


3, 12 


Interrupt Release Time, IRQA and IRQB 


t|R 


- 


1 60 


- 


1 10 


- 


85 


flS 


5, 14 


Interrupt Response Time 


tRS3 


- 


1 


- 


1 


- 


1 


US 


5, 13 


Interrupt Input Pulse Time 


PW| 


500 


- 


500 


- 


500 


- 


ns 


13 


RESET Low Time* 


tRL 


1 


- 


66 


- 


05 


- 


MS 


15 



"The RESET line must be high a minimum of 1 /*s before addressing the PIA 



FIGURE 2 - BUS TIMING TEST LOADS 



Test Point o- 



130 pF 




FIGURE 3 - TTL EQUIVALENT 
TEST LOAD 

(PA0-PA7, PB0-PB7, CA2, CB2) 

,5.0 V 



R|_=1 25 kO 



Test Point O f- 




C = 30pF, R = 12k 



FIGURE 4 - CMOS EQUIVALENT 
TEST LOAD 



(PA0-PA7, CA2) 



FIGURE 5 - NMOS EQUIVALENT 
TEST LOAD 



(IRQ Only) 

50 V 



Test Point O— 
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FIGURE 6 - PERIPHERAL DATA SETUP AND HOLD TIMES 
(Read Mode) 



FIGURE 7 - CA2 DELAY TIME 
(Read Mode; CRA-5=CRA3=1, CRA-4=0) 



PAO-PA7 
PBO-PB7 



X 



:sd 



DS h— — -H |— t 

7 i_ 



*CA2 



Y-/~> 



\ P *CT— M 



* Assumes part was deselected during 
the previous E pulse 



FIGURE » - CA2 DELAY TIME 
(Read Mode; CRA-5=1, CRA-3=CRA-4=0) 



-/fi- 



St 



zx 



A. 



^ f CA2-*i t RS2 *\ 



FIGURE 9 - PERIPHERAL CMOS DATA DELAY TIMES 
(Write Mode; CRA-5=CRA-3=1, CRA-4=0) 



^MOS- 
tPWDJ 




/~~\ 



PA0-PA7, 
CA2 _ 



X 



jm V CC -30% V C 



■ 



FIGURE 10 - PERIPHERAL DATA AND CB2 DELAY TIMES 
(Write Mode; CRB-5=CRB-3=1, CRB-4=0) 




y 



Jvl 



CB2* 



CB2 goes low as a result of the 
positive transition of Enable. 



FIGURE 11 - CB2 DELAY TIME 
(Write Mode; CRB-5=CRB-3=1, CRB-4=0) 






-»- t CB2 -*H {— t RS1 

PW CT - 



:a 



•Assumes part was deselected during the 
previous E pulse 



FIGURE 12 - CB2 DELAY TIME 
(Write Mode; CRB-5=1, CRB-3=CRB-4=0) 



/~\ 



■//- 






\ 



tRS2*-*- -«- 



-#- 



/ 



♦Assumes part was deselected during 
any previous E pulse. 



FIGURE 13 - INTERRUPT PULSE WIDTH AND IRQ RESPONSE 

• PW| *-j 



CA1.2 
CB1.2 



X 



I 



V. 



*RS3*~ 



* Assumes Interrupt Enable Bits are set. 



Note Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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FIGURE 14 - IRQ RELEASE TIME 



7' 



FIGURE 15 - RESET LOW TIME 

tRL 



\ 



h — t| R - 



/ 



"The RESET line must be a Vm for a minimum of 
1 /is before addressing the PI A. 



Note Timing measuremenxs are referenced to and from a low voltage of 0.8 volts and a high voltage of 2 volts, unless otherwise noted 



FIGURE 16 - EXPANDED BLOCK DIAGRAM 



DO 33 - 

D1 32 - 

D2 31 - 

D3 30 ■ 

D4 29 - 

D5 28 ' 

D6 27 • 

D7 26 



Data Bus 
Buffers 
(DBB) 



21 



c 



Control 

Register A 

(CRA) 



Bus Input 

Register 

(BIR) 



cso 


22 


^ 




CS1 


24 






CS2 


23 




Chip 


RSO 


36 




Select 
and 


RS1 


35 




R/W 


R/W 


21 




Control 


Enable 


25 








RESET 


34 







^> 



^> 



Output 

Register A 

(ORA) 



Output 

Register B 

(ORB) 



Control 

Register B 

(CRB) 



Interrupt Status 
Control A 



-v 



Data Direction 
Register A 
(DDRA) 



^ 



XT 



Peripheral 

Interface 

A 



Peripheral 
Interface 



T> 



Data Direction 
Register B 
(DDRB) 



2 


PAO 


3 


PA1 


4 


PA2 


5 


PAS 


6 


PA4 


7 


PA5 


8 


PA6 


9 


PA7 


10 


PBO 


11 


PB1 


12 


PB2 


13 


PB3 


14 


PB4 


15 


PB5 


16 


PB6 


17 


PB7 



Interrupt Status 
Control B 
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PIA INTERFACE SIGNALS FOR MPU 



The PIA interfaces to the M6800 bus with an 8-bit bidirec- 
tional data bus, three chip select lines, two register select 
lines, two interrupt request lines, a read/write line, an enable 
line and a reset line. To ensure proper operation with the 
MC6800, MC6802, or MC6808 microprocessors, VMA 
should be used as an active part of the address decoding. 



Bidirectional Data (D0-D7) - The bidirectional data lines 
(D0-D7) allow the transfer of data between the MPU and the 
PIA. The data bus output drivers are three-state devices that 
remain in the high-impedance (off) state except when the 
MPU performs a PIA read operation The read/write line is in 
the read (high) state when the PIA is selected for a read 
operation. 

Enable (E) - The enable pulse, E, is the only timing 
signal that is supplied to the PIA. Timing of all other signals 
is referenced to the leading and trailing edges of the E pulse. 

Read/Write (R/W) - This signal is generated by the 
MPU to control the direction of data transfers on the data 
bus. A low state on the PIA read/write line enables the input 
buffers and data is transferred from the MPU to the PIA on 
the E signal if the device has been selected. A high on the 
read/write line sets up the PIA for a transfer of data to the 
bus. The PIA output buffers are enabled when the proper ad- 
dress and the enable pulse E are present. 



RESET - The active low RESET line is used to reset all 
register bits in the PIA to a logical zero (low). This line can be 
used as a power-on reset and as a master reset during 
system operation. 

Chip Selects (CSO, CS1, and CS2) - These three input 
signals ar e use d to select the PIA. CSO and CS1 must be 
high and CS2 must be low for selection of the device. Data 
transfers are then performed under the control of the enable 
and read/write signals. The chip select lines must be stable 



for the duration of the E pulse. The device is deselected 
when any of the chip selects are in the inactive state. 

Register Selects (RSO and RS1) - The two register 
select lines are used to select the various registers inside the 
PIA. These two lines are used in conjunction with internal 
Control Registers to select a particular register that is to be 
written or read. 

The register and chip select lines should be stable for the 
duration of the E pulse while in the read or write cycle. 

Interrupt Request (I RQA a nd I RQB) - The active low In- 
terrupt Request lines (IRQA and IRQB) act to interrupt the 
MPU either directly or through interrupt priority circuitry. 
These lines are "open drain" (no load device on the chip). 
This permits all interrupt request lines to be tied together in a 
wire-OR configuration. 

Each Interrupt Request line has two internal interrupt flag 
bits that can cause the Interrupt Request line to go low. Each 
flag bit is associated with a particular peripheral interrupt 
line. Also, four interrupt enable bits are provided in the PIA 
which may be used to inhibit a particular interrupt from a 
peripheral device. 

Servicing an interrupt by the MPU may be accomplished 
by a software routine that, on a prioritized basis, sequentially' 
reads and tests the two control registers in each PIA for in- 
terrupt flag bits that are set. 

The interrupt flags are cleared (zeroed) as a result of an 
MPU Read Peripheral Data Operation of the corresponding 
data register. After being cleared, the interrupt flag bit can- 
not be enabled to be set until the PIA is deselected during an 
E pulse. The E pulse is used to condition the interrupt control 
lines (CA1, CA2, CB1, CB2). When these lines are used as 
interrupt inputs, at least one E pulse must occur from the in- 
active edge to the active edge of the interrupt input signal to 
condition the edge sense network. If the interrupt flag has 
been enabled and the edge sense circuit has been properly 
conditioned, the interrupt flag will be set on the next active 
transition of the interrupt input pin. 



PIA PERIPHERAL INTERFACE LINES 



The PIA provides two 8-bit bidirectional data buses and 
four interrupt/ control lines for interfacing to peripheral 
devices. 

Section A Peripheral Data (PA0-PA7) - Each of the 
peripheral data lines can be programmed to act as an input or 
output. This is accomplished by setting a "1" in the cor- 
responding Data Direction Register bit for those lines which 
are to be outputs. A "0" in a bit of the Data Direction 
Register causes the corresponding peripheral data line to act 
as an input. During an MPU Read Peripheral Data Operation, 
the data on peripheral lines programmed to act as inputs ap- 
pears directly on the corresponding MPU Data Bus lines. In 
the input mode, the internal pullup resistor on these lines 
represents a maximum of 1 .5 standard TTL loads. 

The data in Output Register A will appear on the data lines 
that are programmed to be outputs. A logical "1" written in- 
to the register will cause a "high" on the corresponding data 



line while a "0" results in a "low." Data in Output Register A 
may be read by an MPU "Read Peripheral Data A" operation 
when the corresponding lines are programmed as outputs. 
This data will be read property if the voltage on the 
peripheral data lines is greater than 2.0 volts for a logic "1" 
output and less than 0.8 volt for a logic "0" output. Loading 
the output lines such that the voltage on these lines does not 
reach full voltage causes the data transferred into the MPU 
on a Read operation to differ from that contained in the 
respective bit of Output Register A. 



Section B Peripheral Data (PB0-PB7) - The peripheral 
data lines in the B Section of the PIA can be programmed to 
act as either inputs or outputs in a similar manner to PA0-. 
PA7. They have three-state capabiity, allowing them to enter 
a high-impedance state when the peripheral data line is used 
as an input. In addition, data on the peripheral data lines 
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PB0-PB7 will be read properly from those lines programmed 
as outputs even if the voltages are below 2.0 volts for a 
"high" or above 0.8 V for a "low". As outputs, these lines 
are compatible with standard TTL and may also be used as a 
source of up to 1 milliampere at 1 .5 volts to directly drive the 
base .of a transistor switch: 

Interrupt Input (CA1 and CB1) - Peripheral input lines 
CA1 and CB1 are input only lines that set the interrupt flags 
of the control registers. The active transition for these 
signals is also programmed by the two control registers. 

Peripheral Control (CA2) - The peripheral control line 
CA2 can be programmed to act as an interrupt input or as a 



peripheral control output. As an output, this line is compati- 
ble with standard TTL; as an input the internal pullup resistor 
on this line represents 1.5 standard TTL loads. The function 
of this signal line is programmed with Control Register A. 

Peripheral Control (CB2) '- Peripheral Control line CB2 
may also be programmed to act as an interrupt input or 
peripheral control output. As an input, this line has high in- 
put impedance and is compatible with standard TTL. As an 
output it is compatible with standard TTL and may also be 
used as a source of up to 1 milliampere at 1 .5 volts to directly 
drive the base of a transistor switch. This line is programmed 
by Control Register B. 



INTERNAL CONTROLS 



INITIALIZATION 



A RESET has the effect of zeroing all PI A registers. This 
will set PA0-PA7, PB0-PB7, CA2 and CB2 as inputs, and all 
interrupts disabled. The PI A must be configured during the 
restart program which follows the reset. 

There are six locations within the PIA accessible to the 
MPU data bus: two Peripheral Registers, two Data Direction 
Registers, and two Control Registers. Selection of these 
locations is controlled by the RSO and R$1 inputs together 
with bit 2 in the Control Register, as shown in Table 1 . 

Details of possible configurations of the Data Direction 
and Control Register are as follows- 





TABLE 1 - 


- INTERNAL ADDRESSING 


RS1 


RSO 


Control 
Register Bit 


Location Selected 


CRA-2 


CRB-2 








1 


X 


Peripheral Register A 











X 


Data Direction Register A 





1 


X 


X 


Control Register A 


1 





X 


1 


Peripheral Register B 


1 





X 





Data Direction Register B 


1 


1 


X 


X 


Control Register B 



X = Don't Care 



PORT A-B HARDWARE CHARACTERISTICS 

As shown in Figure 17, the MC6821 has a pair of I/O ports 
whose characteristics differ greatly. The A side is designed 
to drive CMOS logic to normal 30% to 70% levels, and incor- 
porates an internal pullup device that remains connected 
even in the input mode. Because of this, the A side requires 
more drive current in the input mode than Port B. In con- 
trast, the B side uses a normal three-state NMOS buffer 
which cannot pullup to CMOS levels without external 
resistors. The B side can drive extra loads such as Darl- 
ingtons without problem. When the PIA comes out of reset, 
the A port represents inputs with pullup resistors, whereas 
the B side (input mode also) will float high or low, depending 
upon the load connected to it. 



Notice the differences between a Port A and Port B read 
operation when in the output mode. When reading Port A, 
the actual pin is read, whereas the B side read comes from an 
output latch, ahead of the actual pin. 

CONTROL REGISTERS (CRA and CRB) 

The two Control Registers (CRA and CRB) allow the MPU 
to control the operation of the four peripheral control lines 
CA1 , CA2, CB1 , and CB2. In addition they allow the MPU to 
enable the interrupt lines and monitor the status of the inter- 
rupt flags. Bits through 5 of the two registers may be writ- 
ten or read by the MPU when the proper chip select and 
register select signals are applied. Bits 6 and 7 of the two 
registers are read only and are modified by external interrupts 
occurring on control lines CA1, CA2, CB1, or CB2 The for- 
mat of the control words is shown in Figure 18. 

DATA DIRECTION ACCESS CONTROL BIT (CRA-2 and 
CRB-2) 

Bit 2, in each Control Register (CRA and CRB), deter- 
mines selection of either a Peripheral Output Register or the 
corresponding Data Direction E Register when the proper 
register select signals are applied to RSO and RS1. A "1" in 
bit 2 allows access of the Peripheral Interface Register, while 
a "0" causes the Data Direction Register to be addressed. 

Interrupt Flags (CRA-6, CRA-7, CRB-6, and CRB-7) - 

The four interrupt flag bits are set by active transitions of 
signals on the four Interrupt and Peripheral Control lines 
when those lines are programmed to be inputs. These bits 
cannot be set directly from the MPU Data Bus and are reset 
indirectly by a Read Peripheral Data Operation on the ap- 
propriate section. 

Control of CA2 and CB2 Peripheral Control Lines (CRA-3, 
CRA-4, CRA-5, CRB-3, CRB-4, and CRB-5) - Bits 3, 4, and 
5 of the two control registers are used to control the CA2 and 
CB2 Peripheral Control lines. These bits determine if the con- 
trol lines will be an interrupt input or an output control 
signal. If bit CRA-5 (CRB-5) is low, CA2 (CB2) is an interrupt 
input line similar to CA1 (CB1). When CRA-5 (CRB-5) is 
high, CA2 (CB2) becomes an output signal that may be used 
to control peripheral data transfers. When in the output 
mode, CA2 and CB2 have slightly different loading 
characteristics. 
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Control of CA1 and CB1 Interrupt Input Lines (CRA-0, 
CRB-1, CRA-1, and CRB-1) — The two lowest-order bits of 
the control registers are used to control the interrupt input 
lines CA1 and CB1. Bits CRA-0 and CRB-0 are used to 



enable the.MPU interrupt signals IRQA and IRQB, respec- 
tively. Bits CRA-1 and CRB-1 determine the active transition 
of the interrupt input signals CA1 and CB1 . 



Port A 



FIGURE 17 - PORT A AND PORT B EQUIVALENT CIRCUITS 

Port B 



vcc 



VCC 



DATA 



*^o 



Data 
Direction 
(1- Output Pin) 
(0- Input Pin) 



-D 



To External 
Bus 



— <J 




Port Pin 



Data Direction 



tion «-X >^ x"~^ 

DatP riirootirvri * " 



Internal PIA Bus 



Data Direction 
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(0- Output Pin) 



- Read of B 

Data When 
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<h 
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Data when 
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Determine Active CA1 (CB1) Transition for Setting 
Interrupt Flag IRQA(B)1 - (bit 7) 

b1 =0: IRQA(B)1 set by high-to-low transition on CA1 

(CB1) 
b1 = 1 IRQA(B)1 set by low-to-high transition on CA1 

(CB1) 



T 



IRQA(B) 1 Interrupt Flag (bit 7) 

Goes high on active transition of CA1 (CB1), Automa- 
tically cleared by MPU Read of Output Register A(B) 
May also be cleared by hardware Reset. 



FIGURE 18 - CONTROL WORD FORMAT 



CAT (CB1) Interrupt Request Enable/ Disable 

b0=0- Disables IRQA(B) MPU Interrupt by CA1 

(CB1) active transition. 1 
bO=1 Enable IRQA(B) MPU Interrupt by CA1 (CB1) 

active transition 
1 IRQA(B) will ocbur on next (MPU generated) positive 
transition of bO if CA1 (CB1) active transition oc- 
curred while interrupt was disabled 



Control Register 



b7 


b6 


b5 | b4 | b3 


b2 


b1 I bO 


IRQA(B)1 
Flag 


IRQA(B)2 
Flag 


CA2 (CB2) 
Control 


DDR 
Access 


CA1 (CB1) 
Control 



m 



IRQA(B)2 Interrupt Flag (bit 6) 

When CA2 (CB2) is an input, IRQA(B) goes high on ac- 
tive transition CA2 (CB2), Automatically cleared by 
MPU Read of Output Register A(B) May also be 
cleared by hardware Reset 

CA2 (CB2) Established as Output (b5=1). IRQA(B) 
2 = 0, not affected by CA2 (CB2) transitions 



Determines Whether Data Direction Register Or Output 
Register is Addressed 

b2=0 Data Direction Register selected 
b2= 1 Output Register selected 



CA2 (CB2) Established as Output by b5= 1 

(Note that operation of CA2 and CB2 output 
b5 b4 b3 functions are not identical) 

— ► CA2 
10 b3 = Read Strobe with CA1 Restore 

CA2 goes low on first high-to-low 
E transition following an MPU read 
of Output Register A, returned high 
by next active CA1 transition, as 
specified by bit 1 

b3= 1 Read Strobe with E Restore 

CA2 goes low on first high-to-low 
E transition following an MPU read 
of Output Register A, returned high 
by next high-to-low E transition dur- 
ing a deselect 
► CB2 

b3=0 Write Strobe with CB1 Restore 
CB2 goes low on first low-to-high 
E transition following an MPU write 
into Output Register B, returned 
high by the next active CB1 transi- 
tion as specified by bit 1 CRB-b7 
must first be cleared by a read of 
data 

b3= 1 Write Strobe with E Restore 

CB2 goes low on first low-to-high 
E transition following an MPU write 
into Output Register B, returned 
b5 b4 b3 high by the next low-to-high E tran- 

sition following an E pulse which 
occurred while the part was de- 
selected. 
■** Set/ Reset CA2 (CB2) 

CA2 (CB2) goes low as MPU writes 

b3=0 into Control Register 

CA2 (CB2) goes high as MPU writes 

b3= 1 into Control Register 



CA2 (CB2) Established as Input by b5=0 



b5 b4 b3 







CA2 (CB2) Interrupt Request Enable/ Disable 

b3=0 Disables IRQA(A) MPU Interrupt by 

CA2 (CB2) active transition.* 
b3=1 Enables IRQA(B) MPU Interrupt by 

CA2 (CB2) active transition 
"IRQA(B) will occur on next (MPU generat- 
ted) positive transition of b3 if CA2 (CB2) 
active transition occurred while interrupt 
was disabled 
■>■ Determines Active CA2 (CB2) Transition for 
Setting Interrupt Flag IRQA(B)2 — (Bit b6) 
b4 = 0- IRQA(B)2 set by high-to-low transi- 
tion on CA2 (CB2) 
b4= 1 IRQA(B)2 set by low-to-high transi- 
tion on CA2 (CB2) 
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Product Preview 



INDUSTRIAL INTERFACE ADAPTER 



The MCM6822 Industrial Interface Adapter (I A) provides the universal 
means of interfacing industrial peripheral equipment with the MC6800 
Microprocessor Unit (MPU) This device is capable of interfacing the 
MPU with industrial peripherals through two 8-bit bidirectional 
peripheral parts and four control lines No external logic is required for 
interfacing with most peripheral devices Due to the open-drain design, 
Peripheral Ports A and B, as well as the peripheral control lines (CA1, 
CA2, CB1, CB2) can be pulled-up externally to 18 V maximum The 
recommended operating voltage range for these ports is between and 
15 volts Thus, the II A can directly interface with 15 V CMOS (no level 
shifters are required) The IIA is also ideal for industrial applications 
when increased noise margins are required 

The functional configuration of the IIA is programmed by the MPU 
during system initialization Each of the peripheral data lines can be pro- 
grammed to act as an input or output, and each of the four con- 
trol/interrupt lines may be programmed for one of several control 
modes This allows a high degree of flexibility in the overall operation of 
the interface 



• 8-Bit Bidirectional Data Bus for Communication with the MPU 

• Two Bidirectional 8- Bit Ports for Interface with Peripherals 

• Two Programmable Control Registers 

• Two Programmable Data Direction Registers 

• Four Individually-Controlled Interrupt Lines, Two Usable as 
Peripheral Control Outputs 

• Handshake Control Logic for Input and Output Peripheral Operation 

• Open Drain Peripheral Lines Capable of Interfacing with Industrial 
Equipment 

• Program Controlled Interrupt and Interrupt Disable Capability 

• CMOS Drive Capability on All Peripheral Lines 

• Pin Compatible with MC6821 PIA 

• TTL-Compatible Data Bus 

• Fully Static Operation 



MOS 

(N-CHANNEL, SILICON-GATE 
DEPLETION LOAD) 

INDUSTRIAL INTERFACE 
ADAPTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



[IIS SUFFIX 
CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 





PIN ASSIGNMENT 




VssC 


1 « ^-^ 40 


]CA1 


PA0[ 


39 


]CA2 


PA1[ 


3 38 


]IRQA 


PA2C 


4 37 


]IRQB 


PA3[ 


b 36 


]RS0 


PA4[ 


6 35 


]RS1 


PA5[ 


7 34 


] RESET 


PA6[ 


8 33 


3 DO 


PA7[ 


9 32 


3D1 


PB0[ 


10 31 


]D2 


PB1[ 


11 30 


]D3 


PB2[ 


12 29 


]D4 


PB3[ 


13 28 


]D5 


PB4[ 


14 27 


]D6 


PB5[ 


15 26 


3D7 


PB6C 


16 25 


3E 


PB7[ 


17 24 


3csi 


CB1[ 


18 23 


3CS2 


CB2[ 


19 22 


]cso 


VccE 


20 21 


3r/w 
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IIA INTERFACE SIGNALS FOR MPU 



I 



The IIA interfaces with the MC6800 MPU via an 8-bit bidirec- 
tional data bus, three chip select lines, two register select 
lines, two interrupt request lines, read/write line, enable line, 
and reset line. These signals, in conjunction with the 
MC6800 VMA output, permit the MPU to have complete 
control over the IIA. VMA should be utilized in conjunction 
with an MPU address line into a chip select of the IIA 

IIA BIDIRECTIONAL DATA (D0-D7) 

The bidirectional data lines (D0-D7) allow the transfer of 
data between the MPU and the IIA The data bus output 
drivers are three-state devices that remain in the high- 
impedance (off) state except when the MPU performs an IIA 
read operation. The Read/Write line is in the Read (high) 
state when the IIA is selected for a Read operation 

IIA ENABLE (E) 

The enable pulse, E, is the only timing signal that is sup- 
plied to the IIA. Timing of all other signals is referenced to 
the leading and trailing edges of the E pulse This signal will 
normally be a derivative of the MC6800 </>2 Clock 

IIA READ/WRITE (R/W) 

This signal is generated by the MPU to control the direc- 
tion of data transfers on the Data Bus A low state on the IIA 
Read/Write line enables the input buffers and data is 
transferred from the MPU to the IIA by the E signal if the 
device has been selected. A high on the Read/ Write line sets 
up the IIA for a transfer of data to the bus. The IIA output 
buffers are enabled when the proper address and the enable 
pulse E are present 

RESET 

The active low RESET line is used to reset all register bits 
in the IIA to a logical zero (low) This line can be used as a 
power-on reset and as a master reset during system opera- 
tion 

IIA CHIP SELECT (CS0-CS1 AND CS2) 

These three input signal s are used to select the IIA CSO 
and CS1 must be high and CS2 must be low for selection of 
the device Data transfers are then performed under the con- 



trol of the Enable and Read/Write signals. The chip select 
lines must be stable for the duration of the E pulse The 
device is deselected when any of the chip selects are in the 
inactive state. 

IIA REGISTER SELECT (RSO AND RS1) 

The two register select lines are used to select the various 
registers inside the IIA These two lines are used in conjunc- 
tion with internal Control Registers to select a particular 
register that is to be written or read 

The register and chip select lines should be stable for the 
duration of the E pulse while in the read or write cycle 

INTERRUPT REQUEST (IRQA ANDlRQB) 

The active low Interrupt Request lines (IRQA and IRQB) 
act to interrupt the MPU either directly or through interrupt 
priority circuitry These lines are "open drain" (no load 
device on the chip). This permits all interrupt request lines to 
be tied together in a wire-OR configuration 

Each Interrupt Request line has two internal interrupt flag 
bits that can cause the Interrupt Request line to go low. Each 
flag bit is associated with a particular peripheral interrupt 
line Also, four interrupt enable bits are provided in the IIA 
which may be used to inhibit a particular interrupt from a 
peripheral device 

Servicing an interrupt by the MPU may be accomplished 
by a software routine that, on as prioritized basis, sequential- 
ly reads and tests the two control registers in each IIA for in- 
terrupt flag bits that are set. 

The interrupt flags are cleared (zeroed) as a result of an 
MPU Read Peripheral Data Operation of the corresponding 
data register After being cleared, the interupt flag bit cannot 
be enabled to be set until the IIA is deselected during an E 
pulse The E pulse is used to condition the interrupt control 
lines (CA1 , CA2, CB1 , CB2) When these lines are used as in- 
terrupt inputs, at least one E pulse must occur from the inac- 
tive edge to the active edge of the interrupt input signal to 
condition the edge sense network If the interrupt flag has 
been enabled and the edge sense circuit has been properly 
conditioned, the interrupt flag will be set on the next active 
transition of the interrupt input pin 
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EXPANDED BLOCK DIAGRAM 
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PRIORITY INTERRUPT CONTROLLER 



The MC6828/8507 Priority Interrupt Controller (PIC) is used to 
add prioritized responses to inputs to microprocessor systems. The 
performance has been optimized for the M6800X system, but will 
serve to eliminate input polling routines from any processor system 
The MC6828/8507 (PIC) modifies the vector ROM addresses 
that the microprocessor uses to jump to an interrupt routine The 
MC6828 provides the user with an additional eight latched interrupt 
inputs, and it can be cascaded to provide more interrupts 

An interrupt mask prevents any latched interrupt input of lower 
priority than the mask level from generating an fRTl output. 

The (PIC) allows for any added decode time by generating a "Stretch 
signal which can be used to slow the processor clock while fetching 
interrupt routine starting addresses. The Stretch signal allows the 
interrupt structure to be designed without concern for faster opera- 
tion due to improvements in processor speeds 



BLOCK DIAGRAM 



Latched Inputs 



IN7 11 ' 
IN6 10 ( 
IN5 9 < 
IN4 8 i 
IN3 7 < 
IN2 6 ( 
INI 5 < 
fNO 4 « 



_E 18 
R/W 17 
CSO 3 
CS1 1 

A4 13 
A3 14 
A2 15 
A1 16 
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Request 
Register 




Chip 
Select 
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and 
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i Address 
I Bus 



1 -of-8 
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'/M**'/S -t- 



Inputs 

Below 

Mask 
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Vector 
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Table 
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Register 



Select Vector 
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n 

Vector 
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Quad 
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I- 



> 22 Z4 

> 21 Z3 

> 20 Z2 

> 19Z1 



V CC - Pin 24 
Gnd = Pin 12 



-*-o 2 Stretch 



MC6828 
MC8507 



Note: The dual numbering system emphasis that 
this device is a bipolar LSI service and directly 
compatible with the M6800X Microprocessor 
Family The Priority Interrupt Controller may be 
ordered by using either part number 
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PRIORITY INTERRUPT 
CONTROLLER 




PLASTIC PACKAGE 
CASE 649-03 



L SUFFIX 

CERDIP PACKAGE 
CASE 623-03 



•ilP 1 



PIN ASSIGNMENT 



w 




CS1 


v C c 


Stretch 


INT 


CSO 


Z4 


INO 


Z3 


usTi 


Z2 


IN2 


Z1 


FN3 


E 


IN4 


R/W 


IN5 


A1 


IN6 


A2 


lN7 


A3 


Gnd 


A4 



3 23 
3 22 
3 21 
ZZJ20 
319 
318 
317 
316 
315 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0 5 to + 7 


Vdc 


Input Voltage 


V,n 


-1 Oto +5 5 


Vdc 


Output Voltage 


V H 


-0 4 to +7 


Vdc 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Max 


Unit 


Thermal Resistance Cerdip 
Plastic 


R 0JA 


65 
120 


°C/W 



POWER CONSIDERATIONS 



The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = t a + (Pd-0ja) 0) 

Where 

T A = Ambient Temperature, °C 

0jA — Package Thermal Resistance, Junction-to-Ambient ; °C/W 
Pp^PlNT + PPORT 

P|NT = 'CC x VCC- Watts — Chip Internal Power 
PpORT— ^ ort P° wer Dissipation, Watts — User Determined 
For most applications PpQRT^ P INT and can be neglected. PpoRT mav become significant if the device is configured to 
drive Darlington bases or sink LED loads. 

An approximate relationship between Pq and Tj (if PpORT is neglected) is - 

PD = K -HTj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=P D [Ta + 273°C + (P d .0j A )] (3) 

Where K is a constant pertaining to the particular part K can be determined from equation (3) by measuring Po(at equilib- 
rium) for a known T A Using this value of K the values of Pp and Tj can be obtained by solving equations (1 ) and (2) iteratively 
for any value of T A 




ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, T A = to 75°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Input Forward Current 




'IL 






/nAdc 


< V IL = 0- V CC = 5 25 Vdc) 


CS1, E 




— 


-75 






CSO, R/W 




— 


-150 






A1 thru A4 




— 


-225 






IN0thrulN7 




- 


-1300 




Input Leakage Current 




l|H 






^iAdc 


(V| H = 24Vdc, V C c=5 25Vdc) 


CS1 




— 


120 






CSO 




— 


240 






A1 thru A4 




— 


360 






1N0thrulN7 




— 


-560 




DC Logic "0" Output Voltage 
(Iql = 1 6 mAdc, V| LT = 08 Vdc, 




vol 




05 


Vdc 


Z1 thru Z4, Stretch 


V !HT =20 Vdc, V CC = 4 75 Vdc) 












(Iql =32 mAdc, V C c = 4 75 Vdc) 


IRQ — Open Collector 




— 


0.5 




DC Logic "1 " Output Voltage 




voh 


24 


- 


Vdc 


OOH = -0 3 mAdc, V| LT = 08 Vdc, 


Z1 thru Z4, Stretch 










V| HT = 2 Vdc, V C c = 4 75 Vdc) 












Output Leakage Current 




'CEX 


— 


200 


juAdc 


(VcC = V C EX=5 25Vdc) 


INT 










Power Supply Drain Current 




•cc 


— 


125 


mAdc 


(Vcc = 5 ° Vdc < A " Inputs Open) 
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SWITCHING TIMES (V C c = 50 Vdc, T A = 25°C) 



Characteristic 


Symbol 


Min 


Max 


Unit 


A, to Z, Delay Time (Not Selected) 


tAZ 


- 


75 


ns 


A, to Z, Delay Time (Selected) 


tAZ 


- 


60 


ns 


Select* to Z, Delay Time 
(7^1 • A2 • A3 • A4 • CSO • CS1 to Z,) 


l CSZ 


— 


125 


ns 


Enable Pulse Width 


T CYC 


100 


- 


ns 


Enable Low to CS1 


T CS1 


125 


- 


ns 


Deselect to Stretch High 


tSTfty 


- 


125 


ns 


Select* to Stretch Delay Time 


l STR 


— 


140 


ns 


(A1 • A2 • A3 • A4 • CSO • CS1 to Stretch) 


Enable to TNT Delay Time, Non-Masked Mode 


t|NT 


- 


240 


ns 


Enable to INT Delay Time, Masked Mode 


*MINT(IN1) 
tMINT(INJ) 


— 


360** 
200** 


ns 



'Select = (A1 A2 A3 A4 CSO CS1 R/W) which corresponds to FFF8 or FFF9 interrupt response in the M6800 system 

'Value depends on mask level and stored priority input Maximum value occurs with mask level 7 and stored interrupt IN0 Minimum value occurs with mask level J 
and stored interrupt IN(J) 



csoIX 



FIGURE 1 - FUNCTIONAL WAVEFORMS 
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OPERATING CHARACTERISTICS 



The primary purpose of the Priority Interrupt Controller 
(PIC) is to generate a modified address to ROM in response 
to prioritized inputs. With the PIC, each interrupting device 
is assigned a unique ROM location which contains the 
starting address of the appropriate service routine After 
the MPU detects and responds to an interrupt, the PIC 
directs the MPU to the proper memory location. 

The basic functions of the PIC are shown in the block 
diagram The 8-bit request register is an edge clocked 
D-type register with internal 6 kCt pullup resistors on the inter- 
rupt inputs (INO thru IN7) Note the inputs are active low 
The interrupt register is loaded on the falling edge of the 
enable when the PIC is not selected 



The 1-of-8 priority encoder enables a vector corres- 
ponding to the stored interrupt with the highest priority 
and places it on the vector input port qf_a data selector In 
addition an interrupt request signal INT is generated to 
signal the MPU that an interrupt has been detected The 
mask location register overrides and inhibits all interrupts 
with priority below the mask level The mask can be 
thought of as a movable partition allowing responses to 
inputs equal to or greater than the mask value For 
example if the stored mask level was 4, inputs INO, IN1, 
lN2, and fN3 would not generate an interrupt to the MPU 
system The input request register is not affected by the 
mask, and if the mask is cleared (by loading it with zeros), 
any previously stored inputs will generate an IRQ signal 



FIGURE 2 — MC6828 TRUTH TABLE FOR M6800 MICROPROCESSOR SYSTEMS 









Output When 




Equivalent to 










Selected 




Bits 1-4 of 




Active 








BO, B1 B15 


Address ROM Bytes 


Input 


Z4 


Z3 Z2 


Z1 


Hex Address 


Contain Address of: 


Highest 


IN7 


1 


1 


1 


F F F 6 or 7 


Priority 7 Routine 




IN6 


1 


1 





F F F 4 or 5 


Priority 6 Routine 




IN5 


1 





1 


F F F 2 or 3 


Priority 5 Routine 




IN4 


1 








F F F or 1 


Priority 4 Routine 




IN3 





1 1 


1 


F F E E or F 


Priority 3 Routine 




IN2 





1 1 





F F EC or D 


Priority 2 Routine 




IN1 





1 


1 


F F E A or B 


Priority 1 Routine 


Lowest 


INO 





1 





F F E8or9 


Priority Routine 




None 


1 


1 





F F F 8 or 9 


Default Routine* 



"Default routine is the response to interrupt requests not generated by a prioritized input The default routine may contain polling 
routines or may be an address in a loop for an interrupt driven system. 



FIGURE 3 - MC6828 TRUTH TABLE FOR M6809 MICROPROCESSOR SYSTEMS 







Output When 










Selected 






Active 




Equivalent 


Address ROM Bytes 


Input 


Z4 Z3 Z2 Z1 


Hex Address 


Contain Address of: 


Highest 


IN7 


10 11 


FFD6— FFD7 


Priority 7 Routine 




IN6 


10 10 


FFD4— FFD5 


Priority 6 Routine 




IN5 


10 1 


FFD2— FFD3 


Priority 5 Routine 




IN4 


10 


FFDO— FFD 1 


Priority 4 Routine 




IN3 


111 


FFCE— FFCF 


Priority 3 Routine 




IN2 


110 


FFCC — FFCD 


Priority 2 Routine 




IN1 


10 1 


FFCA — FFCB 


Priority 1 Routine 




INO 


10 


FFC8— FFC9 


Priority Routine 


Lowest 


None 


110 


F F F|8 — FFF9 


Default Routine (IRQ) 
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Chip Select and Stretch 

The chip select and decode circuitry controls all internal 
functions of the PIC. The selected mode is d efined as the 
logical AND function A1 • A2 • A3 • A4 • CSO • CS1 • R/W. 
When the device is not in the selected mode the request 
register clock is enabled and the address inputs A, passes 
directly through the data selector to the Z, outputs. When 
the MPU responds to the interrupt request and the PIC 
decodes the select address, the request register is inhib- 
ited and the data selector places the vector on the Z out- 
puts. The address delay added to the MPU system is shown 
in Figure 4 This delay may be critical in some systems. A 
stretch signal, which indicates the selected mode, is pro- 
vided for use with special MPU clock drivers to stretch the 
clock cycle when accessing slow ROM. This stretch signal 
is applicable only to those microprocessors which incor- 
porate external clock generators, i.e., 6800, 6809E. The 
user cannot directly connect stretch to MRDY on the 
MC6809 or MC6802, as stretching the clock circuit with a 
signal which is derived from the clock will latch up the 
MPU An alternative to this problem is to use a one-shot 
which would provide the required amount of a cces s time 
Figure 8 illustrates a typical such circuit. The CSO output 
has one less gating level than the remainder of the select 
decode logic. This allows an external NAND gate to be 
used for the full address decode without any increase in 
delay times 
Programming the PIC 

Changing the priority level, or mask, in the PIC is done 
by writing to the device Unlike normal programming of a 
peripheral where a specific data pattern is written into a 
selected register, the PIC is programmed by accessing a 
location determined by A1 through A4 while R/W is low. 

The decode logic also controls the loading of the mask 
location register. This register will be loaded on the falling 
edge of t he en able p ulse w hen enabled by the logical AND 
function CSO CS1 • R/W(Note 1). This meansthat in the 
load mask mode the data on the data bus is a don't care. 
However, in this mode the ROM will also be accessed and 
both the ROM and MPU will be driving the data bus. There- 
fore the read/write line should be used as an active high 
chip select or enable signal for ROM decoding. 

Figure 5 shows the typical operation flow diagram for 
the PIC in an M6800 system. The functional timing for 
this flow is as shown in the first part of the waveforms in 
Figure 1. The second half of Figure 1 shows the operation 
of the mask. Interrupts will be stored even if they are 
masked. When the mask is released the INT signal will 
then be generated. 



The influence of the mask register on the priority encoder 
is shown in the truth table of Figure 6. The actual use of the 
mask register will vary with the system needs and the 
imaginative software programmer. 
Special Cases 

As originally conceived, the PIC was only meant to be 
used with the MC6800 MPU. With the advent of higher 
performance/function microprocessors such as the 
MC6809/MC6802/MC6808, prioritized interruptsare 
still required. The interrupt vector map for the M6800 is 
located from FFF8 to FFFF With the MC6809, this vector 
map extends downward to FFFO As can be seen in Figure 2, 
the normal configuration of the PIC places priority interrupt 
vectors from FFE8 to FFF7 which conflict with the existing 
MC6809 interrupt vectors Figure 1 shows appropriate 
circuitry required to interface with the MC6809. Figure 3 
gives the "modified priority vectors" associated with this 
hardware modification. 

Note 1 Since during normal operation of the MPU the address lines and 
the R/W line can be in an indeterminate state, VMA should be 
logically ANDed with one of the chip select inputs of the PIC to 
prevent erroneous writes into the mask register (non-6800 
systems) 



FIGURE 4 - HIGH ROM ADDRESS 
DELAY ADDED TO M6800X SYSTEMS 
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FIGURE B - BASIC FUNCTIONAL FLOW CHART 
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FIGURE 6 - MASK OPERATION 
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FIGURE 7 - TYPICAL SYSTEM CONFIGURATION 
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FIGURE 8 - ACCESS TIME EXTENSION USING STRETCH AND MRDY 
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Ordering Information 

MC 68 28 P 
Motorola Integrated Circuit — ' 

M6800 Family > 

Device Designations 

Package Designation 

P= Plastic 

L = Ceramic 
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MEMORY MANAGEMENT UNIT 

The principle function of the MC6829 Memory Management Unit 
(MMU) is to expand the address space of the MC6809 from 64K bytes to 
a maximum of 2 Megabytes. Each MMU is capable of handling four dif- 
ferent concurrent tasks including DMA. The MMU can also protect the 
address space of one task from modification by another task. Memory 
address space expansion is accomplished by applying the upper five ad- 
dress lines of the processor (A1 1-A15) along with the contents of a 5-bit 
task register to an internal high-speed mapping RAM. The MMU output 
consists of ten physical address lines (PA11-PA20) which, when com- 
bined with the eleven lower address lines of the processor (A0-A10), 
forms a physical address space of 2 Megabytes. Each task is assigned 
memory in increments of 2K bytes up to a total of 64K bytes. In this 
manner, the address spaces of different tasks can be kept separate from 
one another. The resulting simplification of the address space program- 
ming model will increase the software reliability of a complex multi- 
process system. 

• Expands Memory Address Space from 64K to 2 Megabytes 

• Each MMU is Capable of Handling Four Separate Tasks 

• Up to Eight MMUs can be Used in a- System 

• Provides Task Isolation and Write Protection 

• Provides Efficient Memory Allocation; 1024 Pages of 2K Bytes Each 

• Designed for Efficient Use with DMA 

• Fast, Automatic On-Chip Task Switching 

• Allows Inter-Process Communication Through Shared Resources 

• Simplifies Programming Model of Address Space 

• Increases System Software Reliability 

• MC6809/MC6800 Bus Compatible 

• Single 5-Volt Power Supply 



BLOCK DIAGRAM 

Mapping RAM 



7% 



Task Registers 
Task 1 Registers 
Task 2 Registers 
Task 3 Registers 



V 7 



R/W- 
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—>\ Key Value 



— M Operate Key 



>* 



-— JH- 



{>— 
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Logic 
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Logic 
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(1.0 MHz) 

MC68A29 

(1.5 MHz) 

"ma* 



HMOS 

(HIGH DENSITY N-CHANNEL, SILICON-GATE) 

MEMORY MANAGEMENT UNIT 
(MMU) 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



PIN 



VssEi 

A15[ 2 
A14[ 3 
A13[ 4 
A12[ 5 
A11[6 
RA[ 7 
RS6[ 8 
RS5[ 
RS4[ 
RS3C 
RS2[ 
RS1[ 
RS0[ 
KVA[ 
Q[ 
E[ 
BA[ 
BS[ 
IESETI 



ASSIGNMENT 



]PA11 
3PA12 
3PA13 
3 PAH 
3PA15 
]PA16 
34 ]PA17 
33 3PA18 
32 ]PA19 
31 ]PA20 
30 ]D7 
29 3D6 
28 3D5 
27 3D4 
26 3D3 
25 3D2 
24 3D1 
23 3 DO 

22 3V C C 
21 3R/W 
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MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6829, MC68A29, MC68B29 
MC6829C, MC68A29C, MC68B29C 


T A 


Tl to t h 

0to70 
-40 to +85 


°c 


Storage Temperature Range 


T sta 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 




Symbol 


Value 


Rating 


Thermal Resistance 
Plastic 
Cerdip 
Ceramic 


*JA 


100 
60 
50 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e.g , either 
Vss or Vcc> 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

tj = t a +(Pd»0ja> (d 

Where: 

Ta* Ambient Temperature, °C 

fljA.* Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD«P|NT+PPORT 

P|NT" l| CC xV CC' Watts - Chip Internal Power 
PP0RT"P° r t Power Dissipation, Watts — User Determined 
For most applications PpORT"*P|NT ar| d can be neglected PpORT mav become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is* 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = PD*(TA + 273 O C) + 0JA*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known T/\. Using this value of K the values of Pd and Tj can be obtained by solving equations (1 ) and (2) iteratively for any 
value of Jj\. 




DC ELECTRICAL CHARACTERISTICS (V CC = 5 Vdc ±5%, V ss = 0, T A = 


= T|_ to Th unless otherwise noted) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage All Inputs 


V|H 


VsS+20 


- 


vcc 


V 


Input Low Voltage All Inputs 


V|L 


VsS-03 


- 


Vss+08 


V 


Input Leakage Current (V in = to 5 25 V) Vcc = Max 


l.n 


- 


1 


25 


ma 


Three-State (Off State) Input Current (V, n = 4 to 2 4 V) D0-D7 


iiz 


- 


20 


10 


m a 


Output High Voltage 
(|, oad =_145 M A) D0-D7 
V C C = mm PA11-PA20 


VOH 


VSS + 24 
VsS + 24 


- 


- 


V 


Output Low Voltage 
<'load = 2 0mA) D0-D7 
Vcc = max PA11-PA20 


vol 


- 


- 


VsS+05 
VsS+05 


V 


Internal Power Dissipation (Measured at Ta = Ti_) 


pint 


- 


- 


800 


mW 


Input Capacitance (V, n = 0,TA = 25 °C, f=1 5 MHz) All Inputs 


Cm 


- 


10 


12.0 


P^ 


Output Capacitance(V in = 0, Ta = 25°C, f=1 5 MHz) AHOutpuxs 


Cout 


- 


- 


120 


PF 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 




Went. 
Number 


Characteristic 


Symbol 


MC6829 


MC68A29 


MC68B29 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


1 


10 


667 


10 


05 


10 


MS 


2 


Pulse Witdth, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9700 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9700 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


5 


Pulse Width, Q High 


PWqh 


430 


5000 


280 


5000 


210 


5000 


ns 


6 


Pulse Width, Q Low 


PWq L 


450 


9500 


280 


9500 


220 


9500 


ns 


7 


E to Q Rise Delay Time* 


l AVQ 


- 


250 


- 


165 


- 


125 


ns 


9 


Address Hold Time 


*AH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


*DHR 


20 


100 


20 


100 


20 


100 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


l DDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


*DSW 


165 


- 


80 


- 


60 


- 


ns 


See Figures 
2 and 3 


Three-State Address Delay 


tTAD 


- 


90 


- 


80 


- 


60 


ns 


See Figure 2 


Mapped Address Delay 


*MAD 


- 


200 


- 


145 


- 


110 


ns 



*At specified cycle time 



FIGURE 1 - BUS TIMING 
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1 Voltage levels shown are V|_<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 2 - MAP SWITCHING, ADDRESS MAPPING 
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FIGURE 3 - RESET TIMING 
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Note: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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PIN DESCRIPTION 

The following section describes each pin of the MMU in 
detail. 

V CC/ Vss - Supplies power to the MC6829. Vcc is +5 
volts and Vss is ground. 

E - Input E clock (from MC6809). 

Q - Input Q clock (from MC6809). 

R/W - Read/Write Line Input; 1 = Read, 0= Write. 

D0-D7 - Bi-directional Data Bus. The data bus is used 
when the MMU registers are to be read or written. 

A11-A15 - Logical Address Lines (Input to MMU). The 
physical address lines are generated by the MMU for every 
bus cycle. When multiple MM Us are present in a system, on- 
ly one MMU will output a physical address. Each physical ad- 
dress line will drive one Schottky TTL load or four TTL loads 
and a maximum of 90 pF. 

PA11-PA20 — Physical Address Lines (Output from 
MMU). The physical address lines are generated by the 
MMU for every bus cycle. When multiple MMUs are present 
in a system, only one MMU will output a physical address 
Each physical address line will drive one Schottky TTL load 
or four LS TTL loads and a maximum of 90 pF. 

RS0-RS6 - Register Select Lines (Access to MMU 
Registers). When accessing the MMU registers, the register 
select lines determine which byte of information is being 
referenced within the MMU. Valid addresses are detailed in 
the Register Select Truth Table. 

BA, BS — Bus Available and Bus State (Inputs). These in- 
puts are directly connected from the BA, BS lines of the 
MC6809. They provide the MMU with information about the 
class of bus operation for each cycle. Note that when com- 
ing out of a DMA cycle, the MC6809 BA, BS pins change 
back from DMA acknowledge (BA=1, BS = 1) to running 
(BA = 0, BS = 0) one cycle before the end of the DMA. 

RA — Register Access (Chip Select for MMU Registers). 
This active low input determines the location of the MMU 
registers. Since the MMU registers are only accessible from 
the last page of task #0 ($F800-$FFFF), this signal can be 
derived from address lines A10-A7 of the processor. When 
RA is asserted low, the MMU registers are selected if the 
current task number is zero and A15-A11 are all 1's. 

KVA — Key Value Access select line (Input). This active 
low input enables access to the 3-bit Key Value register on 
the MMU. Reading the Key Value Register is allowed only 
when the_current task is zero, address lines A11-A15 are all 
ones, RA = (as seited), RS6-RS0 are within the range 
$40-$47 and KVA = (also asserted). Writing the Key Value 
Register has the additional requirement of having the S-bit 
set 



RESET - RESET (Input). A low level on this input causes 
the MMU to initialize its registers to a known state. An inter- 
nal flag is also set which forces $3FF onto the physi cal ad- 
dress lines until the Key Value Register is written. RESET 
must be low for at least one cycle. 



MMU OPERATION 

For every processor cycle, the MMU supplies a mapped 
address based on the processor address and the current task 
number (refer to Figure 4). The current task number is kept 
in an on-chip register called the OPERATE KEY. Changing 
the value of the operate key causes a new map to be 
selected.* The MMU also contains automatic task switching 
logic to cause pre-defined task numbers to override the task 
number in the operate key for certain events (Interrupts, 
Direct Memory Access, Reset) 

. The MMU registers always appear as a block of 64 byes 
located on the last page of task #0 (refer to Figure 5). When 
the registers are accessed, the MMU outputs a physical ad- 
dress of $3FF (PA11-PA20 all high) This is necessary since 
the mapping RAM of the MMU cannot map an address and 
be modified at the same time. 

The exact location of the MMU registers within the last 
page of physical memory is determined by the REGISTER 
ACCESS (RA) signal which is similar to a chip select line. 
The RA signal will normally be derived from processor ad- 
dress lines A7-A10 using a simple 4-input gate. For example, 
a 4-mput NOR gate would place the MMU registers at $F800 
to $F87F In systems using DMA, the RA input must include 
the externally derived DMA/VMA signal to prevent dead bus 
cycles from affecting the MMU Refer to Programming Con- 
siderations 

Inputs RS0-RS6 to the MMU are the register select lines. 
These lines are normally connected to the low order address 
lines A0-A6 from the processor. The MMU registers are only 
accessible if: 

1. the current task number is zero; 

2 processor address lines A11-A15 are all 1's, 

3. the Register Access line (RA) is asserted low; 

4. Register Select lines (RS0-RS6) contain a defined 
register address, and 

5. the System Bit (S-bit) is set (for a write operation 
only). 

As a result of the above restrictions on accessing the 
MMU registers, the portion of the software that sets up and 
maintains the memory maps for all tasks must run as task 
zero. ' 

The first 64 bytes of the MMU's register area comprise a 
"window" through which any one of the 4 maps may be 
viewed or changed. The task number to be viewed through 
this "window" is written into a read/write register called the 
ACCESS KEY Thus, to examine or change the map for any 
task, the processor must first write the task number into the 
Access Key. Once set, the Access Key will retain its value 
until explicitly changed 



•Refer to Register Select Truth Table for exact procedure to change this register 
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FIGURE 4 - LOGIC-TO-PHYSICAL ADDRESS TRANSLATION DIAGRAM 
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PAO 



Physical Address 



FIGURE 5 - MMU REGISTER MODEL 
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PA13 
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PA20 


PA19 


PA18 


PA17 


PA16 


PA15 


PAH 


PA13 


PA12 


PA11 














PA20 


PA19 


PA18 


PA17 


PA16 


PA15 


PA14 


PA13 


PA12 


PA11 



Logical Address 
$0000-07FF 

$0800-$0FFF 

$1000-$17FF 




PA20 



PA19 



KV MMUO 



KV MMU2 



KV MMU4 



KV MMU7 



Access Key 



Operate Key 



$F800-$FFFF 

Only one Key Value Register for 
each MMU, but all Key Value 
Registers fall in this range 



System/ User flag bit 

Map Switch Fuse 

Task Currently Accessed Through 

Register #$0-$3F 

Current Task 

" Undefined 



h 



-+- 



-+- 



-h- 



-f- 



-+- 



-+- 



H 



Notes 

1 The contents of bytes $4C through $7F are undefined and do not respond to any reads or writes 

2 The Access, Operate and Key Value Registers are cleared on reset the S-bit is set 

3 Unused bits of defined registers always read zero s 
4. Locations $40-$47 are accessible only when KVA = 

5 In multiple MMU configurations, the MMU whose Key Value Register matches the upper three bits of the access key will respond to a pro- 
cessor read of locations $48-$4B Processor writes to these registers will cause the data to be written to all MMUs simultaneously 
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Pages in physical memory require 10 bits to define their 
location (refer to Figure 5). These 10 bits are arranged as a 
pair of bytes in the MMU in order to allow the use of double 
byte instructions (e.g., LDD) in manipulating the MMU 
registers. These first 64 bytes of the register area are then ac- 
cessed as 32 pairs of bytes with each pair describing the 
logical-to-physical mapping for one 2K page. Registers and 
1 contain the page number for Igoical addresses 
$0000-$07FF, register 2 and 3 control logical addresses 
$0800-$0FFF, etc. 

Each MMU has a 3-bit register called the KEY VALUE 
REGISTER. This register determines the range of task 
numbers an MMU controls. The top three bits of the Operate 
Key must match the Key Value Register for that task to be 
active. Similarly, the Key Value Register must match the top 
three bits of the Access Key to change or view registers #0 
through #$3F. Each MMU must receive a unique key value 
when the system is initialized to guarantee that no two 
MM Us control the same range of tasks. To be able to write 
to each MMU's Key Value Register separately, an external 
decoder must be provided. This decode function can be 
derived from address lines A0, A1 and A2 using a 3-to-8 line 
decoder. Writing to locations $40-$47 will c ause the Key 
Value of the MMU to be updated only i f the KVA input is 
low. In systems using a single MMU, the KVA input may be 
wired low. 



BUILDING AN MMU SYSTEM 

Up to 8 chips may be connected in parallel to crea te a max- 
imum of 32 tasks. All MMU pins except one (KVA) may be 
wired in parallel. Each MMU chip contains 1280 bits of fast 
on-chip lookup RAM. This RAM is accessible 10 bits at a 
time for mapping purposes, and as 2 and 8 bits at a time 
when the Operating System OS is changing the contents of 
the RAM. In addition to the lookup RAM, each MMU con- 
tains a separate copy of the Access Key, Operate Key, Fuse 
Register, Key Value Register, and S-bit. A CPU write to the 
Access, Operate, or Fuse Register causes all registers on all 
MM Us to be updated. In contrast, the lookup RAM for each 
chip is updated only when the top three bits of the Access 
Key match the Key Value Register for that chip. During map- 
ping operations, each MMU compares the value in its 
Operate Key (top three bits) with its Key Value Register and 
responds only if a match is found. Similarly, when the pro- 
cessor reads the RAM, each MMU compares its Key value 
with the Access Key (Figure 6). 

REGISTER SELECT TRUTH TABLE 

.Table 1 shows how the MMU registers are accessed by 
the processor It is assumed that the current task is zero and 
that the processor address lines A11-A15 are all ones. If the 
S-bit is not set, the registers are still readable, but cannot be 
modified 



TABLE 1 - REGISTER SELECT TRUTH TABLE 
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register addressed 

none 

none 

read Key Value Register 

write Key Value Register 

byte nnnnnn of MMU RAM (Note 1) 

none (Note 2) 
write Fuse Register 
write Access Key 
write Operate Key 

read S-bit (Note 3) 
read Fuse Register (Note 3) 
read Access Key (Note 3) 
read Operate Key (Note 3) 

none 
none 
none 

Notes 

1 The MMU RAM is accessible only if the Key Value Register is equal to the top 3 bits of the Access Key Register The lower two bits of the 
Access Key Register then determines which task is to be accessed (R/W) 

2 The S-bit is read-only 

3 The S-bit, Fuse, Access or Operate registers are readable only if the Key Value Register is equal to the top 3 bits of the Access Key Register 
This insures that only one MMU will respond to a read request of these locations 
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FIGURE 6 - MMU SYSTEMS CONFIGURATION 
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REGISTER DESCRIPTION 

System Bit (S-bit) - Read-only bit that must be set (S = 1 ) 
to write MMU registers. Reset and Interrupts set the S-bit. 
Refer to Fuse Register for clearing the S-bit. 

Operate Key — 5-bit R/W register that contains the cur- 
rent task number The operate key retains its value until ex- 
plicitly changed During DMA transfers, the MMU overrides 
the value in the operate key and forces task #1 to be the ac- 
tive task When the S-bit is set, the operate key is also over- 
ridden, and task #0 is forced to be the active key 

Key Value — 3-bit R/W register that contains the range of 
tasks an MMU controls The Key Value Register must match 
the top th ree bits of the Operate Key for a task to be active. 
The KVA signal must be low for an access of this register. 

Access Key — 5-bit R/W register that contains the task 
number of a task to be viewed or changed This register re- 
tains its value until explicitly changed 

Register #0 to #3F — 64 bytes accessed as 32 pairs of 
bytes with each pair describing the logical to physical mapp- 
ing for one 2K page. Refer to Figure 5. 

Fuse Register — 3-bit count down register used to change 
from task #0 to a user task When a write to this register is 
detected, the value written is loaded into the counter and it 
begins to decrement by one for every processor cycle When 
the counter underflows, the S-bit is cleared and the next pro- 
cessor cycle will be mapped using the task number in the 
operate key 

RESET OPERATION 

When reset, the MMU performs the following operations 

1 The Key Value Register is cleared, 

2 The Fuse Register is disabled, 

3 The System bit (S-bit) is set, 

4 The Operate Key Register is cleared, 

5 The Access Key Register is cleared, 

6 An internal reset flag is set 

Reset causes the MC6829 to automatically switch the 
memory map to task #0 An internal flag is set causing ail bus 
cycles to access physical addresses $1FF800-$1FFFFF (PA11 
to PA20 all high, page $3FF) This flag is cleared when the 
Key Value Register is first written While the internal reset 
flag is set, each MMU in the system will be actively driving 
the address bus An orderly start up procedure must assign 
each MMU a key value before individual task allocations are 
made 



FUSE REGISTER OPERATION 

The Fuse Register is a 3-bit register used to switch from 
task #0 to any other task A write to this register causes an 
internal 3-bit counter to be loaded with the data On each 
successive valid (non-DMA) processor cycle the internal 



counter is decremented once. When the counter reaches 
zero, the task number in the Operate Key will be the active 
task, mapping logical to physical address The value written 
into the Fuse Register must be the number of cycles it takes 
to transfer program control from the store to Fuse Register 
instruction. It is the responsibility of the Operating System 
(task #0) to make sure the processor will execute code from 
the new task properly by changing the Program Counter the 
same cycle that the Fuse Register reaches zero (see follow- 
ing example) 

Change from Task #0 to Task n 

LDA#n 

STA OPERATE 
LDA#4 
STA FUSE 
JMP $XXXX 



Cycle by 

Cycle 
Operation 


Write #4 
to Fuse 
Register 


JMP 


Address 
High 


Address 
Low 


VMA 


Task N 
Opcode 


Fuse Register 
Contents 





4 


3 


2 


1 






Refer to Section MMU in a MC6809 System for Fuse 
Register use in returning from an interrupt 



MMU INITIALIZATION PROCEDURE 

The following steps should be followed to initialize a multi- 
ple MMU system (Refer to Hardware/ Programming Con- 
siderations, Programming Examples section ) 

1 Out of Reset, all MMUs are driving the address lines, 
PA11 to PA20, high This requires the initialization 
program to be located in this 2K byte page of physical 
memory Each MMU must be deselected by writing a 
unique value to its Key Value Register except for the 
MMU that will run task #0 (MMU0) MMUO's Key 
Value Register must not be written to until task #0 
registers $00 to $3F are programmed, specifying the 
logical to physical mapping of memory In addition, if 
MMU0 Key Value Register is also initialized with a 
non-zero value at this time the entire memory space is 
deselected and the operating system (task #0) cannot 
be accessed (Example 1) 

2 Only one MMU is now driving the address bus Task 
#0 memory pages (2K per page) must be assigned by 
writing the corresponding values into registers $00 to 
$3F (Example 2) 

3 The Key Value Register must be written to MMUO's 
key value to allow initialization of all other tasks by 
removal of automatic mapping of PA11 to PA20 high 
(Example 2) 

4 'At this time, each MMU has a unique key value, Task 

#0 has a specified memory map, and Task #0 is 
operating Tasks can now be started by writing the 
task number to be specified in the Access Key 
Register, writing registers $00 to $3F to the memory 
map desired, loading the program into memory and 
causing a task switch by a correct use of the Fuse 
Register 
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INTERRUPTS/ MAP SWITCHING 

The MC6829 monitors the Bus Available (BA) and Bus 
Status (BS) lines from the processor to determine what type 
of bus operation is occurring When an interrupt is detected, 
the current task is overridden by Task #0 The map switch 
occurs during the processor vector fetch (BA = 0, BS = 1) so 
that Task #0 supplies the interrupt vector address Detecting 
an interrupt also sets the S-bit within the MMU allowing 
Task #0 to be the operating task while the interrupt is ser- 
viced. 



DMA OPERATION 

For a DMA transfer, the memory map is switched to Task 
#1 This allows transfers of up to 64K bytes without pro- 
cessor intervention and witho ut interfering with any other 
task (An external DMA/VMA_signal should be included in 
the decode circuitry for the RA input to prevent dead bus 
cycles from affecting the MMU) At the end of the DMA 
transfer, the MC6829 returns to the task being used before 
the transfer began (refer to Programming Considerations) 



MMU IN A MC6809 SYSTEM 



The MMU uses these two signals directly from the pro- 
cessor to determine what action to take for every bus cycle. 

The MMU, unlike other M6800 peripherals, introduces an 
additional delay ItMAD) m the system configuration as it ac- 
cepts address signals from the MPU and maps the MC6809 
logical address to the system physical address When a 
system is constructed this additional delay must be con- 
sidered 

The system clock frequency is determined by these ad- 
dress timing delays. Figure 7 shows this data. The System 
Cycle time may be determined by adding 

1 the MPU E to Q rise delay tAVQ (max) 

2 the MPU address valid to Q rise to tAQ (mm) 

3 the MMU mapping delay tMAD (max) 

4 the system decode and buffer time tB (this is the delay 
due to bus buffers and decoding circuitry) 

5 the address setup time required by peripherals tAS 
(note the setup time is required for the peripheral to 
determine if it is selected as well as deselected during 
every bus cycle) 

6 the MPU pulse width high tpWEH 
NOTE 

This equation must be satisfied 
tpwEL^ tAVQ- tAQ + tMAD + tB + tAS 



The MC6829 is designed to work directly with the MC6809 
processor Other 8-bit microcomputers may also use the 
MMU by generating the appropriate inputs to the MMU The 
crucial area for interfacing the computer to the MMU is the 
design of the map switching hardware 

For the MC6809, the BA and BS signals are extremely 
useful for this function Decoding these two signals provides 
the following information 

BA BS MC6809 State 

Normal (running) mode 
Interrupt Acknowledge (IACK) 
SYNC Acknowledge 
HALT or Bus Grant 





1 

1 



DMA OPERATION - By decoding the bus grant signal 
(BA=1, BS=1), the MMU will automatically switch to Task 
#1. Even when the MC6809 occasionally steals back a cycle 
to refresh its internal buses, this is reflected by a change in 
the bus grant signal which causes the map to temporarily 
switch back to the normal running mode 

Note that the bus grant status is identical to the Halt status 
and is thus indistinguishable from a HALT This should not 
cause a problem since halting the processor will simply cause 
the MMU to switch to Task #1 When the MC6809 starts to 
run again, the status lines will change and cause the MMU to 
switch to the proper map 



FIGURE 7 - ADDRESS DELAY 
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CHANGING TASK TO OPERATING SYSTEM (OS) - 

The OS map (Task #0) is automatically selected to service all 
interrupts. The Interrupt Acknowledge (IACK; BA = 0, 
BS = 1) signal is used to determine when an interrupt vector 
is being fetched. The map is switched at this time in order to 
supply the processor with an interrupt vector from the OS 
address space, not the user's. At the time IACK is asserted, 
all of the registers have been stacked for the interrupt in the 
user's address map. This means that the only information 
the OS needs to save concerning the running process is its 
stack pointer. All other information about the task is saved 
on the user's stack and in the MMU registers. The map 
switch is latched since IACK will only be present for two 
machine cycles, yet the OS must retain control until the in- 
terrupt is serviced. This latched information is kept in a flag 
register called the S-bit. This bit is set on any IACK and re- 
mains set until cleared by software. The first thing the OS 
must do is save the interrupted task's stack pointer in a table 
and load the stack pointer with the current top of stack in the 
OS map. This is a critical section of code and must not be in- 
terrupted. For this reason, an MMU system cannot accept 
two interrupts in a row. The first interrupt causes the map to 
switch to task zero. The second interrupt would stack the 
machine state at the wrong address in the operating system 
As a consequence of this, Non-Maskable Interrupts (NMD 
must be forbidden in multi-tasking systems since an NMI is 
possible at any time (even during another interrupt). Similar- 
ly, normal interrupts (IRQ) do not set the Fast Interrupt 
(FIRQ), bit F of the status register, in the processor and, 
thus, potentially allow another interrupt before the processor 
has a chance to switch stack pointers. Simple external hard- 
ware can be used to disable FIRQ when IRQ is pending. 
Unlike the NMI input, the FIRQ input is level sensitive and 



may be masked with external hardware during IRQ opera- 
tions. 
A typical interrupt service routine begins like this: 



ORCC 


#1 + F 


STS 


SAVESP 


LDS 


OSSP 



RETURNING FROM THE OS TO TASK N - The OS must 
execute an RTI instruction to get the processor to reload the 
user registers. The map switch must occur after the opcode 
for the RTI is fetched and before the first register is pulled 
from the stack. Prior to the RTI, the OS must reload the 
stack pointer from the one that corresponds to the task 
about to run. There must be no interrupts from the time the 
stack pointer is reloaded until the RTI is executed. The signal 
to the MMU that the map should be returned to the user task 
is noted by a write to a 3-bit down counter called the FUSE 
REGISTER. When a write to this register is detected, the 
value written is loaded into the counter and it begins to 
decrement by one for every processor cycle. When the 
counter under flows, the S-bit is cleared and the next pro- 
cessor cycle will be mapped using the task number in the 
Operate Key. For most systems, a 1 would be written to the 
Fuse Register immediately before the RTI opcode is ex- 
ecuted. Note that DMA operations are still possible within 
this critical section. The Fuse Register counts only non-DMA 
cycles after the write to the Fuse Register in order to be sure 
of when to switch the map. Bus dead cycles are also exclud- 
ed when clocking the Fuse Register. Thus, the Fuse Register 
is inhibited from counting whenever BA is high, and for the 
cycle after BA transitions from high to low. The common ex- 
it point for all OS functions looks something like this: 



LDA 


TASK 


STA 


OPERAT 


STS 


OSSP 


ORCC 


#F + I 


LDS 


SAVESP 


LDA 


#1 


STA 


FUSE 


RTI 





GET NEXT TASK TO RUN 

AND PLACE IT IN THE OPERATE KEY 

SAVE CURRENT STACK POINTER 

SET F AND I (ENTER CRITICAL SECTION) 

RESTORE USER'S STACK POINTER 

CAUSE MAP SWITCH 1 CYCLE AFTER 

WRITE TO FUSE REGISTER 

RETURN TO USER TASK 



MAP SWITCH OCCURS, USER TASK RESUMES 



4-366 



MC6829*MC68A29«MC68B29 



USING THE MC6800 

When using a MC6800 processor external logic is required 
to determine when to switch maps. The MMU is controlled 
by its BA, BS inputs, the S-bit and the Operate Key. For ex- 
ample, decoding any references to the interrupt vectors and 
generating IACK as a result will work as long as each task 
references these locations only when the processor is fetch- 
ing an interrupt vector Another possibility is to monitor the 
processor R/W line For the MC6800, the only time seven 
writes occur in a row is during an interrupt sequence. Thus 
the external logic that generates BA and BS must wait until it 
sees the seven writes and then assert IACK for the next two 
cycles. 

A MC6800 processor interface to the MMU must also in- 
clude logic to generate the Q bus signal. 



HARDWARE/ PROGRAMMING CONSIDERATIONS 

The following sections contain examples and suggestions 
on how to apply the MMU in a system 

MEMORY PROTECTION - The MMU can provide 
memory protection on a per page basis by defining the high 
order physical address line (PA20) as a write access line If 
write protection is desired, this signal can be gated with the 
read/write line, from the processor, to generate a disable 
signal. This can be used to inhibit the memory chip select 
logic or generate an interrupt to signal a violation of a write 
protected area. The write protect line can also be combined 
with the DMA/VMA logic that is necessary in systems using 
DMA. In this case, writes to protected memory would ap- 
pear as dead cycles to the mam memory. Note that the 
designtion of the write protect line is purely arbitrary The 
MMU simply combines the incoming address with the cur- 
rent task number to determine a 10-bit result If no write pro- 
tection is needed, PA20 can be used as a 21st address line, 
giving a total addressing range of 2 Megabyte This scheme 
can be reversed if desired and additional output lines from 
the MMU can be used to specify more attributes of the 
physical pages at the expense of reducing the number of 
pages in physical memory 

MANAGING INTERRUPTS - An interrupt causes the 
processor to suspend the current running task and perform a 
service routine for the interrupting device. User programs 
should not have to handle interrupts directly Thus on inter- 
rupts, the MMU (the operating system OS) must switch 
from the current map to task so that it can handle the inter- 
rupt (The OS may of course elect to pass the work of handl- 
ing a specific interrupt to a task that is expecting it ) The map 
switching is latched (indicated by the S-bit) so that the pro- 
cessor has as much time as it needs to service the interrupt 
After the interrupt has been processed, the OS can then look 
at the current process priorities and determine the next pro- 
cess to run If, after the interrupt service, the task that was 
running before the interrupt is to continue to run, the OS 
causes the map to switch back to that task. If, however, 
another task is to start running, the OS can simply write the 
new task number into the Operate Key Register and then 
cause the map switch. Returning to the normal map clears 



the S-bit and allows the user process to continue By supply- 
ing a source of periodic interrupts, the OS can regain control 
of the processor and reschedule running processes. 

Operating system requests for privileged operations by 
running tasks are ideally handled using the SWI instruction. 
This causes a map switch to task zero (IACK is asserted on 
SWI) which then processes the request and eventually 
returns control to the requesting task. Note that SWI sets 
the I and F bits during execution of the instruction so that 
when the OS is entered, the critical section of saving the 
user task pointer and reloading the OS stack pointer can be 
safely executed. Note that SWI2 and SWI3 do not have this 
property and therefore require special handling. To safely 
use SWI2 or SWI3, the programmer must explicitly mask 
hardware interrupts. 



ORCC 
SWI2/3 



#I + F 



DISABLE INTERRUPTS 
CALL OS 



MANAGING NON-EXISTENT MEMORY ACCESSES - 

Memory accesses to non-existent memory requires careful 
consideration. Once an instruction has begun execution, 
there is no way to stop it from completing. Thus, an instruc- 
tion may reference a non-existent memory location, or an in- 
terrupt may cause the machine state to be stacked into non- 
existent memory. Once this has occurred, there is not always 
enough information available to backtrack the last instruc- 
tion 

One solution to this problem is a hardware FIFO When a 
task is initialized, a certain number of pages will be assigned 
from available memory For example, a ROM program could 
be placed in a task's map along with RAM for stack and 
variable data areas. The remaining pages in the task's map 
are unassigned and references to these unassigned areas re- 
quire special handling. These gaps in the memory map of a 
task may be filled by constructing a "FIFO page" that returns 
a known value when read (zero) and when written saves the 
(logical) address and the data written to it If at any time the 
FIFO is not empty, the FIFO causes an interrupt at the end of 
the current instruction The processor then examines the 
contents of the FIFO and allocates real pages where there 
were none before The data in the FIFO is then placed in real 
memory and the task may resume execution Thus, the pro- 
gram is stopped at the end of the instruction that causes a 
page fault, and all writes to non-existent memory are cap- 
tured in the FIFO 

The maximum number of new pages that may be required 
after any page fault is four. Consider the following instruc- 
tion sequence A task has just started running and has only 
one page allocated to it ($0000-$1FFF) The program to be 
executed is as follows 



ORG 


$0000 


PROGRAM START ADDRESS 


LDS 


#$8000 


INITIALIZE STACK 


LDX 


#$3FFF 


POINT TO DATA AREA 


LDD 


#$1234 




STD 


,x 


INITIALIZE VARIABLE 



Execution then proceeds as follows Upon executing the 
fourth instruction, two bytes are written, one at location 
$3FFF and the other at $4000 Since neither of these two 
pages actually exist, the FIFO catches the address and data 
written and pulls the IRQ line to signal a page fault. At the 



4-367 



MC6829*MC68A29*MC68B29 



end of the STD instruction, the processor will stack the 
machine registers which causes two further page faults since 
the stacking operation writes data to locations $7FF5-$8000 
The FIFO must also catch these references since they con- 
tain the machine state at the time of the original interrupt. 
When task zero gains control, the FIFO data must be cleared 
before any attempt is made to reference the task's memory 
map. If there are no available pages, the task may be made 
inactive until sufficient space exists to allow the program to 
continue. 

The maximum number of bytes that may be written to 
non-existent memory before task zero gains control is 24 
This occurs when the task pushes all of its registers onto the 
stack when the stack points to an uninitialized page Pushing 
all registers requires 12 bytes. At the end of the instruction, 
an interrupt will be generated which again pushes the entire 
machine state. Thus, the FIFO must be 24 bits wide (16 ad- 
dress +8 data lines) and 24 words deep 

The primary benefit of this scheme is to allow the MC6809 
stack to grow dynamically. When a task starts to run, the 
stack could be initialized to $FFFF with no real memoiy at 
that location When the task did its first subroutine call or 



stack push, the FIFO interrupt would catch the information 
and the operating system would then allocate memory. If the 
task never used this area, it would remain unallocated and 
thus be available for other uses Note that this approach pro- 
vides for dynamic memory expansion of growing data areas 
If the size of the static data areas is known at load-time, then 
memory can be allocated to a task as needed. Heap manage- 
ment (such as for an editor buffer) can be handled by task 
resident memory allocation routines which make operating 
system calls to obtain more heap space 

The FIFO scheme does not implement a demand paging 
system It is assumed that once a page has been assigned to 
a task the page remains assigned until the task ends execu- 
tion or possibly gives it back (via a system call) to the 
operating system 



DMA/VMA CIRCUIT 

The following circuit, Figure 8 , is suggested to keep the 
MC6829 deselected during dead bus cycles of DMA This cir- 
cuit will also work in a non-MMU system 



FIGURE 8 - M6809 DMA/VMA LOGIC 



RESET 




D-' 



COMMON MMU EQUATES 

Here is a list of assembler equates that are used in the following examples. 



MMU 


EQU 


$F800 


MMUO 


EQU 


MMU + $40 


MMU7 


EQU 


MMU + $47 


SBIT 


EQU 


MMU + $48 


FUSE 


EQU 


MMU + $49 


ACCESS 


EQU 


MMU + $4A 


OPERAT 


EQU 


MMU + $4B 


NTASK 


EQU 


32 


NPAGE 


EQU 


32 


MAXPGE 


EQU 


$400 


PSIZE 


EQU 


2048 



START OF MMU REGISTERS (IN TASK 0) 

FIRST MMU'S KEY VALUE REGISTER 

LAST MMU'S KEY VALUE REGISTER 

SYSTEM/USER FLAG BIT 

MAP SWITCH COUNT-DOWN REGISTER 

ACCESS.KEY 

OPERATE KEY 

NUMBER OF TASKS IN SYSTEM 

NUMBER OF PAGES PER TASK 

MAXIMUM NUMBER OF PAGES IN SYSTEM 

NUMBER OF BYTES IN A PAGE 
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Programming Examples 

Example #1 - 

Write a program to initialize all MMU Key Value Registers except MMUO. 



RESET ENTRY POINT FOR MMU SYSTEM 



KVINIT 



LDX 


IMMU7+1 


LDA 


#7 


STA 


,-x 


DECA 




BNE 


KVINIT 



POINT TO LAST MMU KEY VALUE REGISTER + 1 
INITIALIZE VALUE 



CONTINUE INITIALIZATION 



At this point, each MMU will have a unique key value. Note that the Key Value Register for MMUO has not yet been 
written so that page $3FF is still on the physical address bus. The difference is that now only one MMU is driving the 
address bus. 

Example #2 — 

Write an initialization program that sets up the pages of Task #0 so that an address $XXXX in Task #0 corresponds 
to physical address $1FXXXX 

• FROM KEY VALUE INITIALIZATION 

NOW INITIALIZE IDENTITY MAP FOR TASK 

TALK TO TASK (ALREADY ZERO ANYWAY) 

LAST PAGE -32 

QUIT WHEN D = $200 

LET MMU #0 GO 

TRANSFER TO MONITOR (EXBUG09) 

Example #3 - 

Give task #9 physical page #88 and place it in the task's address space so that #9 refers to this page with addresses 
$1000-$17FF. Write protect this page for this task. (The write protect bit is defined as PA20 of the MMU.) 

PROTEC EQU $200 WRITE PROTECT BIT POSITION (PA20) 




CLR 


ACCESS 


LDX 


#MMU 


LDD 


#$3E0 


STD 


,x+ + 


INCB 




BNE 


MOINIT 


CLR 


MMUO 


JMP 


EXBUG 



LDA 
STA 
LDX 
STX 



#9 SELECT TASK #9 FOR 

ACCESS MODIFICATION 

#88+ PROTEC WRITE PHYSICAL PAGE INTO 

MMU + 4 THE APPROPRIATE REGISTER 



Example #4 — 

Write a subroutine that reads a byte from any task On entry, the A register contains the task number, and the X 
register contains the address of that task to read Assume that the OS task has its third page free for this use. The 
byte that is read is returned in A. 



FPAGE 
FREE 


EQU 
EQU 


$1000 
4 


DEDICATED FREE PAGE 
OFFSET INTO MMU OF FPAGE 


• 


FUBYTE - 


- FETCH USER BYTE 




FUBYTE 


LBSR 

LDA 

RTS 


GETPAGE 

,x 


POINT TO PAGE 
PICKUP BYTE 
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Example #5 - 

Write a subroutine that writes a byte to any task. On entry the A register contains the task number and the X 
register contains the address of that task to read. The B register contains the byte to place in the task's memory. 
Assume that the OS task has its third page free for this use. 



SUBYTE - SET USER BYTE 



SUBYTE 



LBSR 

STB 

RTS 



GETPAGE PLACE USER PAGE IN FPAGE 



I 



Example #6 — 

Write a subroutine to be given a task number and memory address that returns a pointer to that byte of the named 
task. On entry, the A register contains the task number and the X register contains the task address 

GET PAGE - POINT TO USER BYTE 
Given a task number in A and a task address in X, 
return with X pointing to that byte in task 
This subroutine assumes that task has a free 
page (FPAGE) that it uses to map a page of the 
specified task into task O's map 



GETPAGE 


PSHS 


D, Y 


SAVE SOME REGISTERS 




STA 


ACCESS 


SETUP WINDOW TO TASK 




TFR 


X, D 


MOVE POINTER INTO ACCUMULATOR 




ASRA 




FIND PHYSICAL PAGE # 




ASRA 








ANDA 


#%00111110 


MASK ALL BUT PAGE # 




LDY 


#MMU 






LDY 


A, Y 


PICKUP PAGE 




CLR 


ACCESS 


NOW TALK TO OS MAP 




STY 


MMU + FREE 


'FREE' OS PAGE 




TFR 


X, D 


NOW POINT TO OFFSET 




ANDA 


#%111 


MASK HIGH BITS OF ADDRESS 




LDX 


#FPAGE 


POINT TO PAGE START 




LEAX 


D, X 


ADD OFFSET 




PULS 


D, Y, PC 


RESTORE AND RETURN 



The above method of fetching bytes from other tasks is appropriate where only a few bytes of memory are to be 
transferred. When larger amounts of memory are to be moved, a more general subroutine can be written that 
transfers up to 2K bytes (one page) before the MMU registers need to be changed. 
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Advance Information 



CRT CONTROLLER (CRTC) 

The MC6835 is a ROM based CRT Controller which interfaces an 
MPU system to a raster scan CRT display. It is intended for use in MPU 
based controllers for CRT terminals in stand-alone or cluster configura- 
tions The MC6835 supports two selectable mask programmed screen 
formats using the program select input (PROG). 

The CRTC is optimized for the hardware/ software balance required 
for maximum flexibility All keyboard functions, reads, writes, cursor 
movements, scrolling, and editing are under processor control The 
mask programmed registers of the CRTC are programmed to control 
the video format and timing 

• Cost Effective ROM Based CRTC Which Supports Two Screen 
Formats 

• Useful in Monochrome or Color CRT Applications 

• Applications Include "Glass-Teletype," Smart, Programmable, Intel- 
ligent CRT Terminals, Video Games, Information Displays 

• Alphanumeric, Semigraphic, and Full Graphic Capability 

• Timing May Be Generated for Almost Any Alphanumeric Screen 
Format, e g , 80x24, 72x64, 132x20 

• Single +5 Volt Supply 

• M6800 Compatible Bus Interface 

• TTL-Compatible Inputs and Outputs 

• Start Address Register Provides Hardware Scroll (By Page, Line, or 
Character) 

• Programmable Cursor Register Allows Control of Cursor Position 

• Refresh (Screen) Memory May Be Multiplexed Between the CRTC 
and the MPU Thus Removing the Requirements for Line Buffers or 
External DMA Devices 

• Mask Programmable Interlace or Non-lnterlace Scan Modes 

• 14-Bit Refresh Address Allows Up to 16K of Refresh Memory 
for Use in Character or Semigraphic Displays 

• 5-Bit Row Address Allows up to 32 Scan-Line Character Blocks 

• By Utilizing Both the Refresh Addresses and the Row Addresses, 
a 51 2K Address Space is Available for Use in Graphics Systems 

• Refresh Addresses are Provided During Retrace, Allowing the CRTC 
to provide Row Addresses to Refresh Dynamic RAMs 

• Pin Compatible with the MC6845 The MC6845 May Be Used as a 
Prototype Part to Emulate the MC6835 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c* 


-0 3 to +7 


V 


Input Voltage 


V,n* 


- 3 to +70 


V 


Operating Temperature Range 
MC6835, MC68A35, MC68B35 
MC6835C, MC68A35C, MC68B35C 


T A 


to +70 
-50 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



•With respect to GND (V$s) 



MC683S 

(1.0 MHz) 

MC68A35 MC68B35 

(1.5 MHz) (2.0 MHz) 



MOS 

(HIGH-DENSITY, N-CHANNEL, 
SILICON-GATE DEPLETION LOAD) 

MASK PROGRAMMED 

CRTC CONTROLLER 

(CRTC) 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



FIGURE 1 


- PIN ASSIGNMENTS 


GND[ 


1 • 
2 


39 


]ys 

]HS 


RESET [ 


PROG[ 


3 


38 


] RAO 


MA0[ 


4 


37 


]RA1 


MA1[ 


5 


36 


]RA2 


MA2[ 


6 


35 


]RA3 


MA3[ 


7 


34 


]RA4 


MA4[ 


8 


33 


3 DO 


MA5[ 


9 


32 


3D1 


MA6[ 


10 


31 


3D2 


MA7C 


11 


30 


3D3 


MA8[ 


12 


29 


3D4 


MA9[ 


13 


28 


3D5 


MA10[ 


14 


27 


3D6 


MA11[ 


15 


26 


3D7 


MA12C 


16 


25 


3cs 


MA13[ 


17 


24 


3RS 


DE[ 


18 


23 


]E 


CURSORl 


19 


22 


3R/W 


vcd 


20 


21 


3CLK 
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FIGURE 2 - TYPICAL CRT CONTROLLER APPLICATION 
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THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Plastic 
Cerdip 
Ceramic 


0JA 


100 
60 
50 


°C/W 



RECOMMENDED OPERATING CONDITIONS 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Supply Voltage 


vcc 


4 75 


50 


5 25 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V, n and V ou t be con- 
strained to the range Vss< ^ V, n or V out ) < Vqc 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either V$s or Vcc) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd*0JA) (1) 

Where 

Tas Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

P|NT s| CC x V CC> Watts - Chip Internal Power 
PpORT=Port Power Dissipation, Watts — User Determined 
For most applications PpORT"*P|NT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is 

P D =K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = Pd»<Ta + 273°C) + 0ja»Pd 2 <3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Prj (at equilibrium) 
for a known Ta Using this value of K the values of Pd and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 
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DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, V ss = 0, T A = 


to 70 °C unless otherwise noted) (Reference Figures 3-5) 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


2.0 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


0.8 


V 


Input Leakage Current 


'in 


- 


0.1 


2.5 


M A 


Three-State (V C c = 5.25 V) (V m = 0.4 to 2 4 V) 


•tsi 


-10 


- 


10 


*A 


Output High Voltage 

(l| oad =-205>A) D0-D7 
(l Load = -100 /iA) 1 OtherOutputs 


VOH 


2.4 


3.0 




V 


2.4 


3.0 


- 


Output Low Voltage (l|oad= 1 6 mA) 


vol 


- 


0.3 


04 


V 


Internal Power Dissipation (Measured at Ta = Ti_) 


pd 


- 


600 


750 


mW 


Input Capacitance D0-D7 

All Others 


Cm 


- 


- 


125 


pF 


- 


- 


10 


Output Capacitance All Outputs 


^out 


- 


- 


10 


pF 


BUS TIMING CHARACTERISTICS (Reference Figures 3 and 4) 


Idem. 
Number 


Characteristics 


Symbol 


MC6835 


MC6 


8A35 


MC68B35 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


/IS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Transition Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time (RS) 


*AH 


10 


- 


10 


- 


10 


- 


ns 


13 


RS Setup Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


R/W and CS Setup Before E 


*cs 


80 


- 


60 


- 


40 


- 


ns 


15 


Hold Time for R/W and US" 


*CH 


10 


- 


10 


- 


10 


- 


ns 


18 


Peripheral Read Data Hold Time Provided 


tDDR 


20 


50' 


20 


50' 


20 


50* 


ns 


21 


Write Data Hold Time Required 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Peripheral Output Data Delay 


*DDR 


- 


290 


- 


180 





150 


ns 


31 


Peripheral Input Data Setup 


tDSW 


165 


- 


80 


- 


60 


- 


ns 



*The data bus output buffers are no longer sourcing or sinking current by trjHR rna* (high impedance) 

FIGURE 3 - MC6835 BUS TIMING 
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CRTC TIMING CHARACTERISTICS (See Figure 5) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Minimum Clock Pulse Width, Low 


p WCL 


160 


- 


ns 


Minimum Clock Pulse Width, High 


PWCH 


200 


- 


ns 


Clock Frequency 


fc 


- 


25 


MHz 


Rise and Fall Time for Clock Input 


tcr. t c f 


- 


20 


ns 


Memory Address Delay Time 


tMAD 


- 


160 


ns 


Raster Address Delay Time 


tRAD 


- 


160 


ns 


Display Timing Delay Time 


tDTD 


- 


300 


ns 


Horizontal Sync Delay Time 


tHSD 


- 


300 


ns 


Vertical Sync Delay Time 


tVSD 


- 


300 


ns 


Cursor Display Timing Delay Time 


tCDD 


- 


300 


ns 



FIGURE 4 - BUS TIMING TEST LOAD 



Q 50V 



Test Point O- 




rr 



x 






R L = 2 4kO 

,MMD6150 
■ or Equiv 



C=130 pFfor D0-D7 

= 30 pF for MA0-MA13, RA0-RA4, 
DE, HS, VS, and CURSOR 
R = 1 1 kQ for D0-D7 

= 24 kO for All Other Outputs 



FIGURE 5 - CRTC TIMING CHART 
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NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts unless otherwise noted 
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CRTC INTERFACE SYSTEM DESCRIPTION 



The MC6835 CRT Controller generates the signals 
necessary to interface a digital system to a raster scan CRT 
display In this type of display, an electron beam starts in the 
upper left hand corner, moves quickly across the screen and 
returns. This action is called a horizontal scan After each 
horizontal scan the beam is incrementally moved down in the 
vertical direction until it has reached the bottom At this 
point one frame has been displayed, as the beam has made 
many horizontal scans and one vertical scan 

Two types of raster scanning are used in CRTs, interlace 
and non-interlace, shown in Figures 6 and 7 Non-interlacing 
scanning consists of one field per frame The scan lines in 
Figure 6 are shown as solid lines and the retrace patterns are 
indicated by the dotted lines Increasing the number of 
frames per second will decrease the flicker Ordinarily, either 
a 50 or 60 frame per second refresh rate is used to minimize 
beating between the frequency of the CRT horizontal 
oscillator and the power line frequency This prevents the 
displayed data from weaving or swimming 

Interlace scanning is used in broadcast TV and on data 
monitors where high density or high resolution data must be 
displayed. Two fields, or vertical scans are made down the 
screen for each single picture or frame. The first field (Even 



field) starts in the upper left hand corner, the second (Odd 
field) in the upper center Both fields overlap as shown in 
Figure 7, thus interlacing the two fields into a single frame. 

In order to display the characters on the CRT screen the 
frames must be continually repeated The data to be 
displayed is stored in the Refresh (Screen) memory by the 
MPU controlling the data processing system. The data is 
usually written in ASCII code, so it cannot be directly 
displayed as characters. A Character Generator ROM is 
typically used to convert the ASCII codes into the "dot" pat- 
tern for every character 

The most common method of generating characters is to 
create a matrix of "x" dots (columns) wide and "y" dots 
(rows) high Each character is created by selectively filling in 
the dots As "x" and "y" get larger a more detailed character 
may be created Two common dot matrices are 5x7 and 
7x9 Many variations of these standards will allow Chinese, 
Japanese, or Arabic letters instead of English Since 
characters require some space between them, a character 
block larger than the character is typically used as shown in 
Figure 8. The figure also shows the corresponding timing 
and levels for a video signal that would generate the 
characters 



FIGURE 6 - RASTER SCAN SYSTEM (NONrlNTERLACE) 

• Active Display 




Vertical Scan Period 



Vertical Retrace Period 



Horizontal Scan Horizontal Retrace 

Period Period 



FIGURE 7 - RASTER SCAN SYSTEM (INTERLACE) 




• Even Number Field (First) 



__~_ Odd Number Field (Second) 
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FIGURE 8 - CHARACTER DISPLAY ON THE SCREEN AND VIDEO SIGNAL 
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Referring to Figure 2, the MC6835 CRT controller 
generates the Refresh addresses (MA0-MA13), row ad- 
dresses (RA0-RA4), and the video timing (vertical sync — 
VS, horizontal sync — HS and display enable — DE) Other 
functions include an internal cursor register which generates 
a Cursor output when its contents compare to the current 
Refresh address. A select input, PROG, allows selection of 
one of two mask programmed video formats (e g , for 50 Hz 
and 60 Hz compatibility). 

All timing in the CRTC is derived from the CLK input In 
alphanumeric terminals, this signal is the character rate The 
video rate or "dot" clock is externally divided by high speed 
logic (TTL) to generate the CLK signal The high speed logic 
must also generate the timing and control signals necessary 
for the Shift Register, Latch and MUX Control shown in 
Figure 2. 

The processor communicates with the CRTC through an 
8-bit data bus by writing into the five user programmable 
registers of the MC6835. 

The Refresh memory address is multiplexed between the 
processor and the CRTC. Data appears on a secondary bus 
separate from the processor's bus. The secondary data bus 
concept in no way precludes using the Refresh RAM for 
other purposes. It looks like any other RAM to the processor. 
A number of approaches are possible for solving contentions 
for the Refresh memory. 

1. Processor always gets priority. (Generally, "hash" oc- 
curs as MPU and CRTC clocks are not synchronized.) 



2 Processor gets priority access anytime, but can be 
synchronized by an interrupt to perform accesses only 
during horizontal and vertical retrace times 

3 Synchronize the processor with memory wait cycles 
(states) 

4 Synchronize the processor to the character rate as 
shown in Figure 9 The M6800 processor family works 
very well in this configuration as constant cycle 
lengths are present This method provides no 
overhead for the processor as there is never a conten- 
tion for a memory access All accesses are 
transparent 

FIGURE 9 - TRANSPARENT REFRESH MEMORY 
CONFIGURATION TIMING USING M6800 FAMILY MPU 



CRTC Accesses 
Refresh Memory 



MPU Accesses 
Refresh Memory 



-t cyc = nxt c ort c /m- 



Where m, n are integers, t c is character period 
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PIN DESCRIPTION 

PROCESSOR INTERFACE 

The CRTC interfaces to a processor bus on the bidirec- 
tional data bus (D0-D7) using CS, RS, E, and R/W for con- 
trol signals. 

Data Bus (D0-D7) - The bidirectional data lines (D0-D7) 
allow data transfers between the internal CRTC register file 
and the processor. Data bus output drivers are high- 
impedance buffers which remain in the high-impedance state 
until the processor performs a CRTC read operation 

Enable (E) — The Enable signal is a high-impedance 
TTL/MOS-compatible input which enables the data bus in- 
put/output buffers and clocks data to and from the CRTC. 
This signal is usually derived from the processor clock The 
high-to-low transition is the active edge 

Chip Select (CS) - The CS line is an active-low high- 
impedance TTL/MOS-compatible input which selects the 
CRTC to read or write to the internal register file. This signal 
should only be active when there is a valid stable address be- 
ing decoded from the processor 

Register Select (RS) - The RS line is a high-impedance 
TTL/MOS-compatible input which selects either the Ad- 
dress Register (RS = "0") or one of the Data Registers 
(RS = "1") of the internal register file when CS is low 

Read/Write (R/W) - The R/W line is a high-impedance 
TTL/MOS-compatible input which determines whether the 
internal register file gets written or read. A write is defined as 
a low level. 



graphics system both the Memory Addresses and the Row 
Addresses would be used to scan the Refresh RAM. Both 
the Memory Addresses and the Row Addresses continue to 
run during vertical retrace thus allowing the CRTC to provide 
the refresh addresses required to refresh dynamic RAMs. 

Refresh Memory Addresses (MA0-MA13) - These 14 out- 
puts are used to refresh the CRT screen with pages of data 
located within a 16K block of refresh memory These outputs 
are capable of driving one standard TTL load and 30 pF 

Row Addresses (RA0-RA4) - These five outputs from the 
internal Row Address counter are used to address the 
Character Generator ROM. These outputs are capable of 
driving one standard TTL load and 30 pF 

OTHER PINS 

Cursor — This TTL-compatible output indicates a valid 
Cursor address to external video processing logic It is an 
active-high signal 

Clock (CLK) - The CLK is a TTL/MOS-compatible input 
used to synchronize all CRT functions except for the pro- 
cessor interface An external dot counter is used to derive 
this signal which is usually the character rate in an 
alphanumeric CRT The active transition is high-to-low. 

Program Select (PROG) - This TTL-compatible input 
allows selection of one of two sets of mask programmed 
video formats. Set zero is selected when PROG is low and 
set one is selected when PROG is high 

VCC» GND - These inputs supply +5 Vdc ±5% to the 
CRTC. 



CRT CONTROL 

The CRTC provides horizontal sync (HS), vertical sync 
(VS), and display enable (DE) signals. 

NOTE - Care should be exercised when interfacing to 
CRT monitors as many monitors claiming to be "TTL com- 
patible," have transistor input circuits which require the 
CRTC or TTL devices buffering signals from the CRTC/video 
circuits to exceed the maximum rated drive currents. 

Vertical Sync (VS) and Horizontal Sync (HS) - These 
TTL-compatible outputs are active-high signals which drive 
the monitor directly or are fed to the video processing cir- 
cuitry to generate a composite video signal. The VS signal 
determines the vertical position of the displayed text while 
the HS signal determines the horizontal position of the 
displayed text. 

Display Enable (DE) - This TTL-compatible output is an 
active-high signal which indicates the CRTC is providing ad- 
dressing in the active Display Area. 

REFRESH MEMORY/CHARACTER GENERATOR AD- 
DRESSING 

The CRTC provides Memory Addresses (MA0-MA13) to 
scan the Refresh RAM. Row Addresses (RA0-RA4) are also 
provided for use with character generator ROMs. In a 



RESET - The RESET input is used to reset the CRTC. 
Functi onality of RESET differs from that of other M6800 
parts RESET must remain low for at least on e cycle of the 
character clock (CLK) A low level on the RESET input 
forces the CRTC into the following state* 

a. All counters in the CRTC are cleared and the device 

stops the display operation, 
b All the outputs are driven low, except the MA0-MA13 
outputs which are driven to the current value in the 
Start Address Register. 

c. The control registers of the CRTC are not affected and 
remain unchanged. 

d. The CRTC resumes the dis play operation immediately 
after the release of RESET. 



CRTC DESCRIPTION 

The CRTC consists of mask-programmable horizontal and 
vertical timing generators, software-programmable linear ad- 
dress register, mask-programmable cursor logic and control 
circuitry for interfacing to a M6800 family microprocessor 
bus. 

All CRTC timing is derived from CLK, usually the output of 
an external dot rate counter. Coincidence (CO) circuits con- 
tinuously compare counter contents to the contents of the 



4-377 



MC6835 



TABLE 1 - INTERNAL REGISTER ASSIGNMENT 




cs 


RS 


Address Register 


Register 


Register File 


Program 
Unit 


Read 


Write 


Number of Bits 


4 


3 


2 


1 





7 


6 


5 


4 


3 


2 


1 





1 


X 


X 


X 


X 


X 


X 


X 


- 


- 


- 


- 


\ 


\ 


\ 


\ 


\ 


\ 


\ 


\ 








X 


X 


X 


X 


X 


AR 


Address Register 


- 


No 


Yes 


S 


\ 


\ 












\ Note 3 / 


RO 


Horizontal Total 


Char 


No 


No 


















R1 


Horizontal Displayed 


Char 


No 


No 


















R2 


H Sync Position 


Char 


No 


No 


















R3 


Sync Width 


- 


No 


No 


V 


V 


V 


V 


H 


H 


H 


H 


R4 


Vertical Total 


Char Row 


No 


No 


















R5 


V Total Adjust 


Scan Line 


No 


No 


X 




\ 












R6 


Vertical Displayed 


Char Row 


No 


No 


\ 
















R7 


V Sync Position 


Char Row 


No 


No 


S 
















R8 


Interlace Mode and Skew 


Note 1 


No 


No 


c 


c 


D 


D 






I 


I 


R9 


Max Scan Line Address 


Scan Line 


No 


No 


5SS 












R10 


Cursor Start 


Scan Line 


No 


No 


5 


B 


P 






(Note 2) 


R11 


Cursor End 


Scan Line 


No 


No 


s 


\ 


\ 















1 





1 


1 








R12 


Start Address (H) 


- 


No 


Yes 























1 





1 


1 





1 


R13 


Start Address (L) 


- 


No 


Yes 





















1 





1 


1 


1 





R14 


Cursor (H) 


- 


No 


Yes 























1 





1 


1 


1 


1 


R15 


Cursor (L) 


- 


No 


Yes 



















NOTES 
1 The Interlace Control is shown in Table 2 while Skew Control is shown in Table 3 

2. Bit 5 of the Cursor Start Raster Register is used to blink period control, and Bit 6 is used to select blink or non-blink 
3 R0-R11 are mask-programmable and are not accessible via the data bus 



mask programmable register file, R0-R1 1 For horizontal tim- 
ing generation, comparisons result in 

1. Horizontal sync pulse (HS) of a frequency, position 
and width determined by the register contents 

2 Horizontal Display signal of a frequency, position and 
duration determined by the register contents 

The horizontal counter produces H clock which drives the 
Scan Line Counter and Vertical Control The contents of the 
Raster Counter are continuously compared to the Max Scan 
Line Address Register A coincidence resets the Raster 
Counter and clocks the Vertical Counter. 

Comparisons of Vertical Counter contents and Vertical 
Registers result in 

1. Vertical sync pulse (VS) of a frequency, position and 
width determined by the register contents. 

2. Vertical Display signal of a frequency, position, and 
duration determined by the register contents. 

The Vertical Control Logic has other functions 

1. Generate row selects, RA0-RA4, from the Raster 
Count for the corresponding interlace or non-interlace 
modes 

2. Extend the number of scan lines in the vertical total by 
the amount programmed in the Vertical Total Adjust 
Register. 

The cursor logic determines the size and blink rate of the 



cursor as indicated by the register contents 

The Linear Address Generator is driven by CLK and 
locates the relative positions of characters in memory and 
their positions on the screen Fourteen outputs, MA0-MA13, 
are available for addressing up to four pages of 4K 
characters, eight pages of 2K characters, etc 

Five additional write-only registers define the Start Ad- 
dress and cursor position Using the Start Address Register, 
hardware scrolling through 16K characters is possible The 
Linear Address Generator repeats the same sequence of ad- 
dresses for each scan line of a character row The Start Ad- 
dress Register and the Cursor Position Register are program- 
med by the processor through the data bus, D0-D7 and the 
control signals - R/W, CS, RS, and E Refer to Figure 10 



REGISTER FILE DESCRIPTION 

The MC6835 has 17 control registers of which 12 are mask 
programmable The remaining five registers — Address 
register, Start Address register pair, and Cursor Position 
register pair — are write-only registers programmed by the 
MPU These registers control horizontal timing, vertical tim- 
ing, interlace operation, row address operation and define 
the cursor, cursor address, start address and light pen 
register The register addresses and sizes are shown in 
Table 1 . 
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FIGURE 10 - CRTC BLOCK DIAGRAM 
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MASK PROGRAMMABLE REGISTERS R0-R11 

The twelve mask programmable registers determine the 
display format generated by the MC6835 The PROG input is 
used to select one of two sets of register values 

Figure 11 shows the visible display area of a typical CRT 
monitor giving the point of reference for horizontal registers 
as the left most displayed character position Horizontal 
registers are programmed in character clock time units with 
respect to the reference as shown in Figure 12 The point of 
reference for the vertical registers is the top character posi- 
tion displayed Vertical registers are programmed in 
character row times or scan line times as shown in Figure 13 

Horizontal Total Register (RO) - This 8-bit register deter- 
mines the horizontal sync (HS) frequency by defining the HS 
period in character times It is the total of the displayed 
characters plus the non-displayed character times (retrace) 
minus one 

Horizontal Displayed Register (R1) — This 8-bit register 
determines the number of displayed characters per line Any 
8-bit number may be programmed as long as the contents of 
RO are greater than the contents of R1 

Horizontal Sync Position Register (R2) — This 8-bit 
register controls the HS position The horizontal sync posi- 
tion defines the horizontal sync delay (Front Porch) and the 
horizontal scan delay (Back Porch) When the programmed 
value of this register is increased, the display on the CRT 
screen is shifted to the left When the programmed value is 



decreased the display is shifted to the right Any 8-bit 
number may be programmed as long as the sum of the con- 
tents of R1, R2, and the lower four bits of R3 are less than 
the contents of RO 

Sync Width Register (R3) — This 8-bit register determines 
the width of the vertical sync (VS) pulse and the horizontal 
sync (HS) pulse Programming the upper four bits for 1-to-15 
will select VS pulse widths from 1-to-15 scan-line times Pro- 
gramming the upper four bits as zeros will select a VS pulse 
width of 16 scan line times The HS pulse width may be pro- 
grammed from 1-to-15 character clock periods thus allowing 
compatibility with the HS pulse width specifications of many 
different monitors If zeros are written into the lower four 
bits of this register, then no HS is provided 

Horizontal Timing Summary (Figure 12) — The difference 
between RO and R1 is the horizontal blanking interval This 
interval in the horizontal scan period allows the beam to 
return (retrace) to the left side of the screen The retrace time 
is determined by the monitor's horizontal scan components 
Retrace time is less than the horizontal blanking interval A 
good rule of thumb is to make the horizontal blanking about 
20% of the total horizontal scanning period for a CRT In in- 
expensive TV receivers, the beam overscans the display 
screen so that aging of parts does not result in underscan- 
ning Because of this, the retrace time should be about 1/3 
the horizontal scanning period The horizontal sync delay, 
HS pulse width and horizontal scan delay are typically pro- 
grammed with 1 2 2 ratio 



FIGURE 11 - ILLUSTRATION OF THE CRT SCREEN FORMAT 
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RGURE 12 - CRTC HORIZONTAL TIMING 
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"Timing is shown for first displayed scan row only See Chart in Figure 16 for other rows The initial MA is determined by the contents of Start 
Address Register, R12/R13 Timing is shown for R 12/ R 13 = 

Note 1 • Timing values are described in Table 5 
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FIGURE 13 - CRTC VERTICAL TIMING 
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*Nh t must be an odd number for both interlace modes 
"Initial MA is determined by R12/R13 (Start Address Register), which is zero in this timing example 
***N S | must be an odd number for Interlace Sync and Video Mode 

NOTES 

1 Refer to Figure 7 - The Odd Field is offset Vz horizontal scan time 

2 Timing values are described in Table 5 
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TABLE 2 - INTERLACE MODE REGISTER 



TABLE 3 - CURSOR START REGISTER 



Bit 1 


Bit 


Mode 




1 


1 





1 
1 


Normal Sync Mode (Non-lnterlace) 

Interlace Sync Mode 

Interlace Sync and Video Mode 



Bit 6 


Bit 5 


Cursor Display Mode 





1 
1 



1 


1 


Non-Blink 
Cursor Non-Display 
Blink, 1/16 Field Rate 
Blink, 1/32 Field Rate 



Scan Line Address 


1 



FIGURE 14 - INTERLACE CONTROL 
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c) Interlace Sync and Video 



Vertical Total Register (R4) and Vertical Total Adjust 
Register (R5) — The frequency of VS is determined by both 
R4 and R5 The calculated number of character line times is 
usually an integer plus a fraction to get exactly a 50 or 60 Hz 
vertical refresh rate The integer number of character line 
times minus one is programmed in the 7-bit Vertical Total 
Register (R4) The fraction of character line times is pro- 
grammed in the 5-bit Vertical Total Adjust Register (R5) as a 
number of scan line times. 

Vertical Displayed Register (R6) — This 7-bit register 
specifies the number of displayed character rows on the CRT 
screen, and is programmed in character row times. Any 
number smaller than the contents of R4 may be programmed 
into R6. 

Vertical Sync Position (R7) — This 7-bit register controls 
the position of vertical sync with respect to the reference It 
is programmed in character row times. The value programm- 
ed in the register is one less than the number of computed 
character line times When the programmed value of this 
register is increased, the display position of the CRT screen 
is shifted up. When the programmed value is decreased the 
display position is shifted down. Any number equal to or less 
than the vertical total ( R4) may be used 

Interlace Mode and Skew Register (R8) - This 6-bit 
register controls the interlace modes and allows a program- 
mable delay of zero to two character clock times for the DE 
(display enable) and Cursor outputs. Table 2 shows the in- 
terlace modes available to the user. These modes are 
selected using the two low order bits of this 6-bit register. 



Table 4 describes operation of the Cursor and DE skew 
bits Cursor skew is controlled by bits 6 and 7 of R8 while DE 
skew is controlled by bits 4 and 5 

In the normal sync mode (non-interlace) only one field is 
available as shown in Figures 6 and 14a Each scan line is 
refreshed at the VS frequency (e g , 50 or 60 Hz) 

Two interlace modes are available as shown in Figures 7, 
14b, and 14c The frame time is divided between even and 
odd alternating fields The horizontal and vertical timing rela- 
tionship (VS delayed by 1/2 scan line time) results in the 
displacement of scan lines in the odd field with respect to the 
even field 

In the Interlace Sync mode the same information is painted 
in both fields as shown in Figure 14b This is a useful mode 
for filling in a character to enhance readability 

In the Interlace Sync and Video mode alternating lines of 
the character are displayed in the even field and the odd 
field. This effectively doubles the number of characters that 
may be displayed on a CRT monitor of a given bandwidth. 

Care must be taken when using either interlace mode to 
avoid an apparent flicker effect. This flicker effect is due to 
the doubling of the refresh period for all scan lines since each 
field is displayed alternately. Flicker may be minimized with 
proper monitor design (e.g., longer persistence phosphors). 

In addition, there are restrictions on the programming of 
the CRTC registers for interlace operation: 

a. The Horizontal Total Register value, R0, must be odd 
(i.e., an even number of character times) 

b. For the Interlace Sync and Video mode only, the Ver- 
tical Displayed Register (R6) must be even The pro- 
grammed number, Nvd, must be Vi the actual number 
required. 
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TABLE 4 - CURSOR AND DE SKEW CONTROL 



Value 


Skew 


00 
01 
10 

11 


No Character Skew 
One Character Skew 
Two Character Skew 
Not Available 



Maximum Scan Line Address Register (R9) — This 5-bit 
register determines the number of scan lines per character 
row including the spacing thus controlling operation of the 
Row Address counter. The programmed value is a maximum 
address and is one less than the number of scan lines 

Cursor Start Register (R10) and Cursor End Register (R11) 

— These registers allow a cursor of up to 32 scan lines in 
height to be placed on any scan line of the character block as 
shown in Figure 15 R 10 is a 7-bit register used to define the 
start scan line and blink rate for the cursor Bits 5 and 6 of 
the Cursor Start Address Register control the cursor opera- 
tion as shown in Table 4 Non-display, display and two blink 
modes (16 times or 32 times the field period) are available 
R11 is a 5-bit register which defines the last scan line of the 
cursor 

When an external blink feature on characters is required, it 
may be necessary to perform cursor blink externally so that 
both blink rates are synchronized Note that an invert/non- 
invert cursor is easily implemented by programming the 
CRTC for a blinking cursor and externally inverting the video 
signal with an exclusive-OR gate 

PROGRAMMABLE REGISTERS 

The five programmable registers allow the MPU to posi- 



tion the cursor anywhere on the screen and allow the start 
address to be modified 

The Address Register is a five-bit write-only register used 
as an "indirect" or "pointer" register Its contents are the ad- 
dress of one of the other 18 registers When both RS_and CS 
are low, the Address Register is selected When CS is low 
and RS is high, the register pointed to by the Address 
Register is selected 

Start Address Register (R12-H, R13-L) - This 14-bit 
write-only register pair controls the first address output by 
the CRTC after vertical blanking It consists of an 8-bit low 
order (MA0-MA7) register and a 6-bit high order (MAS- 
MAIS) register The start address register determines which 
portion of the refresh RAM is displayed on the CRT screen 
Hardware scrolling by character, line or page may be ac- 
complished by modifying the contents of this register 



Cursor Register (R14-H, R15-L) - This 14-bit write-only 
register pair is programmed to position the cursor anywhere 
in the refresh RAM area thus allowing hardware paging and 
scrolling through memory without loss of the original cursor 
position It consists of an 8-bit low order ( M A0-M A7) register 
and a 6-bit high order (MA8-MA13) register 

CRTC INITIALIZATION 

Registers R12-R15 must be initialized after the system is 
powered up The processor will normally load the CRTC 
register file from a firmware table Figure 16 shows an M6800 
program which could be used to program the CRT Con- 
troller 



FIGURE 15 - CURSOR CONTROL 
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Example of Cursor Display Mode 



Cursor Start Adr =9 
Cursor End Adr =9 
















\-t 


\t \ 


4\t 


\/^ 


i\t 


\ 


\-\ 




4 \t 






} 




In 


tit 




4 \t 


) 
\ 






t )( 






) 


R-4 


Id 


(\4 


VI 


t \t 




u I 


j\) 


K J\ 


A ) 


\)\ 


9 


















































11 

























Cursor Start Adr =9 
Cursor End Adr = 10 



Cursor Start Adr = 1 
Cursor End Adr =5 
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ADDITIONAL CRTC APPLICATIONS 

The foremost system function which may be performed by 
the CRTC controller is the refreshing of dynamic RAM This 
is quite simple as the refresh addresses continually run 

Both the VS and the HS outputs may be used as a real 
time clock Once programmed, the CRTC will provide a 
stable reference frequency 

SELECTING MASK PROGRAMMED REGISTER VALUES 

A prototype system may be developed using the MC6845 
CRTC This will allow register values to be modified as re- 



quired to meet system specifications The worksheet of 
Table 5 is extremely useful in computing proper register 
values for the MC6835 The program shown in Figure 16 may 
be expanded to properly load the calculated register values in 
the MC6845 Once the two sets of register values have been 
developed, fill out the ROM program worksheet of Figure 19 
To order a custom programmed MC6835, contact your 
local field service office, local sales person or your local 
Motorola representative A manufacturing mask will be 
developed for the data entered in Figure 19 



FIGURE 16 - M6800 PROGRAM FOR CRTC INITIALIZATION 
PAGE 001 CRTCINIT.SA:! MC6835 CRTC initialization program 



00001 

00002 

00003 

00004 

00005 

00006 

00007 

00008 

00009 

00010 

00011 

00012A 0000 

00013A 0000 

00014A 0002 

00015A 0005 

00016A 0008 

00017A 000A 

00018A 000D 

00019A 000E 

00020A 000F 

00021A 0011 

00022A 0013 

00023 

00024 

00025 

00026A 1020 

00027A 1020 

00028A 1022 

00029 

TOTAL ERRORS 



9000 
9001 



C6 0C 
CE 1020 
F7 9000 
A6 00 
B7 9001 
08 
5C 

Dl 10 
26 F2 
3F 



******* 

* Assig 
* 

CRTCAD 
CRTCRG 
******* 

* Initi 



0080 
0080 



NAM MC6835 

TTL CRTC initialization program 

OPT G,S,LLE=85 print FCB'x, FDB ' s & XREF table 

************************************************* 

n CRTC address 



EQU 
EQU 



$9000 Address Register 
CRTCAD+1 Data Register 




************************************************* 

alization Program 



A 

A 

A CRTC1 

A 

A 



A 
3005 





$C 

38RTTAB 

CRTCAD 

0,X 

CRTCRG 



$10 
CRTC1 



******* 

* CRTC 



a place to start 

initialize pointer 

table pointer 

load address register 

get register value from table 

program register 

increment counter 

finished? 

no: take branch 

yes: call monitor 



ORG 

LDAB 

LDX 

STAB 

LDAA 

STAA 

INX 

INCB 

CMPB 

BNE 

SWI 

************************************************* 

register initialization table 



A CRTTAB 
A 



ORG $1020 

FDB $0080 

FDB $0080 
END 



start of table 

R12, R13 - Start Address 

R14, R15 - Cursor Address 



00000*-*-00000 



CRTC1 0005 CRTCAD 9000 CRTCRG 9001 CRTTAB 1020 
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TABLE 5 - CRTC FORMAT WORKSHEET 



CO 
00 



Display Format Worksheet 



1 Displayed Characters per Row 

2 Displayed Character Rows per Screen 



3 Character Matrix 



4 Charactei Block 



a Columns 
b Rows 
a Columns 
b Rows 



5 Frame Refresh Rate 

6 Horizontal Oscillator Frequency 

7 Active Scan Lines (Line 2 x Line 4b) 

8 Total Scan Lines (Line 6- Line 5) 

9 Total Rows Per Screen (Line 8- Line 4b) 

10 Vertical Sync Delay (Char Rows) 

11 Vertical Sync Width (Scan Lines (16)) 

12 Horizontal Sync Delay (Character Times) 

13 Horizontal Sync Width (Character Times) 

14 Horizontal Scan Delay (Character Times) 

15 Total Character Times (Line 1 + 12+13+ 14) 

16 Character Rate (Line 6 x 15) 

17 Dot Clock Rate (Line 4a x 16) 



. Rows 



Char 

Rows 

Columns 

Rows 

Columns 

Rows 

Hz 

Hz 

Lines 

Lines 

and Li 

Rows 

Lines 

Char Times 

Char Times 

Char Times 

Char Times 

Hz 

Hz 



CRTC Registers 



RO Horizontal Total (Line 15- 1) 

R1 Horizontal Displayed (Line 1) 

R2 Horizontal Sync Position (Line 1 + Line 12) 

R3 Horizontal Sync Width (Line 13) 

R4 Vertical Total (Line 9-1) 

R5 Vertical Adjust (Line 9 Lines) 

R6 Vertical Displayed (Line 2) 

R7 Vertical Sync Position (Line 2+ Line 10) 

R8 Interlace (00 Normal, 01 Interlace, 
03 Interlace, and Video) 

R9 Max Scan Line Add (Line 4b- 1) 

R10 Cursor Start 

R11 Cursor End 

R12, R13 Start Address (H and L) 

R14, R15 Cursor (H and L) 



TABLE 6 - WORKSHEET FOR 80x24 FORMAT 



o 

CJ1 



Display Format Worksheet 



CO 
00 

^1 



1 Displayed Characters per Row 

2 Displayed Character Rows per Screen 

3 Character Matrix a Columns 



4 Character Block 



b Rows 
a Columns 

b Rows 



5 Frame Refresh Rate 

6 Horizontal Oscillator Frequency 

7 Active Scan Lines (Line 2x Line 4b) 

8 Total Scan Lines (Line 6- Line 5) 

9 Total Rows Per Screen (Line 8- Line 4b) 

10 Vertical Sync Delay (Char Rows) 

11 Vertical Sync Width (Scan Lines (16)) 

12 Horizontal Sync Delay (Character Times) 

13 Horizontal Sync Width (Character Times) 

14 Horizontal Scan Delay (Character Times) 

15 Total Character Times (Line 1 + 12+13+ 14) 

16 Character Rate (Line 6 times 15) 

17 Dot Clock Rate (Line 4a times 16) 



80 



24 


Rows 


7 


Columns 


9 


Rows 


9 


Columns 


11 


Rows 


60 


Hz 


18,600 


Hz 


264 


Lines 


310 


Lines 


28 Rows and 2 L 




Rows 


16 


Lines 


6 


Char Times 


9 


Char Times 


7 


Char Times 


102 


Char Times 


1 8972 M 
17 075 M 


MHz 
MHz 



CRTC Registers 



R0 Horizontal Total (Line 15 minus 1) 

R1 Horizontal Displayed (Line 1) 

R2 Horizontal Sync Position (Line 1 + Line 12) 

R3 Horizontal Sync Width (Line 13) 

R4 Vertical Total '(Line 9 minus 1) 

R5 Vertical Adjust (Line 9 Lines) 

R6 Vertical Displayed (Line 2) 

R7 Vertical Sync Position (Line 2+ Line 10) 

R8 Interlace (00 Normal, 01 Interlace, 
03 Interlace, and Video) 

R9 Max Scan Line Add (Line 4b minus 1) 

R10 Cursor Start 

R11 Cursor End 

R12, R13 Start Address (H and L) 



Decimal 

101 



R14, R15 Cursor (H and L) 



Hex 

65 



80 


50 


86 


56 


9 


9 


24 


18 


10 


0A 


24 


18 


24 


18 







11 


B 








11 


B 


128 


00 




80 


128 


00 




80 
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OPERATION OF THE CRTC 



Timing of the CRT Interface Signals - Timing charts of 
CRT interface signals are illustrated in this section with the 
aid of programmed example of the CRTC. When values 
listed in Table 7 are programmed into CRTC control 
registers, the device provides the outputs as shown in the 
Timing Diagrams (Figures 12, 13, 17, and 18). The screen 



format of this example is shown in Figure 1 1 . Figure 18 is an 
illustration of the relation between Refresh Memory Address 
(MA0-MA13), Raster Address (RA0-RA4) and the position 
on the screen. In this example, the start address is assumed 
to be "0" 



TABLE 7 - VALUES PROGRAMMED INTO CRTC REGISTERS 



Register 
Number 


Register Name 


Value 


Programmed 
Value 


R0 


H Total 


Nht+1 


Nht 


R1 


H Displayed 


Nhd 


Nhd 


R2 


H Sync Position 


N hsp 


Nhsp 


R3 


H Sync Width 


N hsw 


Nhsw 


R4 


V Total 


N vt +1 


Nvt 


R5 


V Scan Line Adjust 


N ad] 


Nadi 


R6 


V Displayed 


Nvd 


Nvd 


R7 


V Sync Position 


N vsp 


Nvsp 


R8 


Interlace Mode 






R9 


Max Scan Line Address 


Nsl 


Nsl 


R10 


Cursor Start 






R11 


Cursor End 






R12 


Start Address (H) 







R13 


Start Address (L) 







R14 


Cursor (H) 






R15 


Cursor (L) 






R16 


Light Pen (H) 






R17 


Light Pen (L) 
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FIGURE 17 - CURSOR TIMING 



¥ 



MA0-MA13**] 



i f » f % 



fcoc 



N hd N hd +1 N hd + 2 



Character Row # | 



i 

CO 
00 
CO 



Character # I 



Cursor 



N hd+ N hd 
Nht 



P& 



Nhd+1 !Nghd + 2| 



Nht 



t— n y ., ft 



Nhd-^ 
Nht 



2 I 



Adt 



Nhd 



Nhd+1 N hd + 2 



Am^mJL 



Nht 



X 



1 I 2 
I I 

_J 1 



P* 



Nhd + 
Nht 



Nht 



'Timing is shown for non-interlace and interlace sync modes 
Example shown has cursor programmed as 
Cursor Register = N nd + 2 
Cursor Start =1 
Cursor End = 3 
**The initial MA is determined by the contents of Start Address Register, R12/R13 Timing is shown for R12/R13 = 

Note 1 Timing values are described in Table 8 





FIGURE 18 - REFRESH MEMORY ADDRESSING (MA0-MA13) STATE CHART 



Horizontal Display 



Horizontal Retrace (Non-Display) 



CO 
O 



JO o 
O ai 



i 
{ 

{ 



I N S | 

~~ / ° 

N v d< 

kN s , 

Nvt< 

In S | 

/ ° 

Nvt+K 

^Nadj 



Character 



Nhd 

i 

Nhd 



2XN hd 



2XN hd 



(Nvd-DxNhd 

i 

(N vd -1)xNhd 



N vd xN hd 

i 

N vd xN hd 



N vt xN hd 

I 
N vt xN hd 



(Nvt+DxNhd 

I 
(N vt +l')xN hd 



Nhd+1 

i 

Nhd+1 



2XN h d+1 

i 

2XN h ' d +1 



(N vd -1)xN hd +1 

I 
(N vd -1)xN hd +1 



Nvd xN hd+ 1 

i 

Nvd x Nhd + 1 



N vt xN hd +1 
i 
I 
I 



(N vt +1)xN hd +1 

i 

(N vt +1)xN d +1 



Nhd-1 

i 

Nhd-1 



2XN hd -1 
i 

I 

2XN h ' d -1 



3XN hd -1 

i 

I 

3XN h ' d -1 



Nvd x N h d + 1 

l 

I 

Nvd x Nhd-1 



(N vd +1)xN hd -1 

I 

I 
(N v d+Dx Nhd-1 



(N vt +1)x Nhd-1 
i 

I 

(N vt +1)x Nhd-1 



<N vt + 2)x Nhd-1 

i 

(N v t + 2)xN hd -1 



Nhd 

i 

Nhd 



2XN hd 

i 

I 

2XN hd 



3XN hd 



3XN hd 



N vd xN h d 

i 

N v d x N h d 



(N v d+1)xN h d 
i 

I 

(Nvt+DxNhd 



(N vt +1)xN h d 

i 

(N vt +1)xNhd 



(N v , + 2)xN hd 

i 

(N vt + 2)xN hd 



Nht 
I 
I 

Nht 



Nhd+N ht 
I 

I 

Nhd + Nht 



2N h d + N ht 



2N h d + N ht 



(Nvd-1>xN h d+N h t 

I 

I 
(N vd -1)xNh d +Nht 



N v dxN hd +N ht 

I 

Nvd + Nhd+Nht 



N vt xN hd +N ht 

I 

I 
N vt xN hd +N ht 



(N v +l)N hd + Nh t 
v I 

I 
(N vt +1)N hd +N ht 



NOTE 1 The initial MA is determined by the contents of start address register, R12/R13 Timing is shown for R12/R13=0 Only Non- 
Interlace and Interlace Sync Modes are shown 
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FIGURE 19 - ROM PROGRAM WORKSHEET 



The value in each register of the MC6845 should be entered without any modifications. Motorola will take care of translating into the appropriate 
format. 

D All numbers are in decimal □ All numbers are in hex. 



ROM 

Program 

Zero 

(PROG = 0) 



ROM 

Program 

One 

(PROG=1) 



RO 
R1 
R2 
R3 
R4 
R5 
R6 
R7 
R8 
R9 
R10 
R11 




ORDERING INFORMATION 



MC68A35CP 



Motorola Integrated Circuit. 

M6800 Family 

Blanks =1 MHz 

A=1 5 MHz 
B = 2 0MHz 

Device Designation 

In M6800 Family 

Temperature Range 

Blank = 0°—+70°C 
C=-40°— +85°C 

Package 

P = Plastic 
S = Cerdip 
L= Ceramic 



BETTER PROGRAM 

Better program processing is available on all types listed. Add 
suffix letters to part number. 

Level 1 add "S" Level 2 add "D" Level 3 add "DS" 



Speed 


Device 


Temperature Range 


1 MHz 


MC6835P,L,S 
MC6835CP,CL,CS 


to 70°C 
-40 to +85°C 


1 5 MHz 


MC68A35P,L,S 
MC68A35CP,CL,CS 


Oto + 70°C 
-40 to +85°C 


2 MHz 


MC68B35P,L,S 


Oto +70°C 



Level 1 "S"= 10 Temp Cycles - (-25 to 150°C), 

Hi Temp testing at T^ max 
Level 2 "D"= 168 Hour Burn-in at 125°C 
Level 3 "DS" = Combination of Level 1 and 2 
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MOTOROLA 



Advance Information 



FLOATING-POINT ROM 

The MC6839 standard product ROM provides floating point capability 
for the MC6809 or MC6809E MPU The MC6839 implements the entire 
IEEE Proposed Standard for Binary Floating Point Arithmetic Draft 8.0, 
providing a simple, economical and reliable solution to a wide variety of 
numerical applications The single- and double-precision formats pro- 
vide results which are bit-for-bit reproducible across all Draft 6 im- 
plementations, while the extended format provides the extra precision 
needed for the intermediate results of long calculations, in particular the 
implementation of transcendental functions and interest calculations 
All applications benefit from extensive error-checking and well-defined 
responses to exceptions, which are strengths of the IEEE proposed 
standard 

The MC6839 takes full advantage of the advanced architectural 
features of the MC6809 microprocessor. It is position-independent and 
re-entrant, facilitating its use in real-time, multi-tasking systems 

• Totally Position Independent 

• Operates in any Contiguous 8K Block of Memory 

• Re-Entrant 

• No Use of Absolute RAM 

• All Memory References are made Relative to the Stack Pointer 

• Flexible User Interface 

• Operands are Passed to the Package by One of Two Methods 

1) Machine Registers are used as Pointers to the Operands 

2) The Operands are Pushed onto the Hardware Stack 

• The Latter Method Facilitates the use of the MC6839 in High-Level 
Language Implementations 

• Easy to Use Two/Three Address Architecture 

• The User Specifies Addresses of Operands and Result and Need 
Not be Concerned with any Internal Registers or Intermediate 
Results 

• A Complete Implementation of the Proposed IEEE Standard 
Draft 6 

• Includes All Precisions, Modes, and Operations Required or 
Suggested by the Standard 

• Single, Double, and Extended Formats 

• Includes the Following Operations 

Add 

Subtract 

Multiply 

Divide 

Remainder 

Square Root 

Integer Part 

Absolute Value 

Negate 

Predicate Compares 

Condition Code Compares 

Convert Integer— Floating Point 

Convert Binary Floating Point"- Decimal String 



MC68A39 

(1.5 MHz) 

MC68B39 

(2.0 MHz) 



MOS 

(N-CHANNEL, SILICON-GATE) 

FLOATING-POINT 
READ-ONLY MEMORY 





IBHp 


1 


fflP P CSUFF,X 

U FRIT-SEAL 

CERAMIC PACKAGE 
CASE 716 


24 L L ^ffffy 


SBR'fYm 


1 [ I L 


I ' ' P SUFFIX 

PLASTIC PACKAGE 
CASE 709 



PIN ASSIGNMENT 



A7 

A6 

A5[ 

A4[ 

A3I 

A2 

A1! 

A0! 

DO | 

D1| 

D2| 

v S s ! 



C 1 • 



~\y 



3v C c 

]A8 

]A9 

]A12 

]E 

]A10 

]A11 

3D7 

]D6 

]D5 

]D4 

]D3 
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BLOCK 
DIAGRAM 





8 ' 

7 

6 

5 ' 

4 ' 

3 ' 

1 ' 

?3 

22 

19 

,18 

21 


Address 
Decode 














AO 




Memory 

Matrix 

(8192 X 8) 


3 State 
Output 
Buffers 




A1 


_ 


_ 


A2 








A3 


^ 


^ 


A4 


m 


^ 


A5 






A6 






A7 


^ 


^ 


A8 




^ 


A9 
A10 
A11 
A12 












E 


^ 








w 












V CC P 



9 


DO 


10 


D1 


11 


D2 


13 


D3 


14 


D4 


15 


D5 


16 


D6 


17 


D7 



ABSOLUTE MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 5 to +7 


V 


Input Voltage 


V,n 


-0 5 to +7 


V 


Operating Temperature Range 


T A 


to + 70 ' 


°c 


Storage Temperature Range 


T stg 


-65 to +150 


°c 



CAPACITANCE 

(f= 1 MHz, Ta = 25°C, periodically sampled rather than 100% tested) 



Characteristic 


Symbol 


Max 


Unit 


Input Capacitance 


Cm 


8 


pF 


Output Capacitance 


Cout 


15 


pF 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage (e g , either Vgs or 

vcc> 



DC OPERATING CONDITIONS AND CHARACTERISTICS 

(Full operating voltage and temperature range unless otherwise noted) 



RECOMMENDED DC OPERATING CONDITIONS 



Parameter 


Symbol 


Mm 


Nom 


Max 


Unit 


Supply Voltage 

(Vcc must be applied at least 100 /is before proper device operation is achieved) 


vcc 


4 5 


50 


55 


V 


Input High Voltage 


V|H 


20 


- 


55 


V 


Input Low Voltage 


VIL 


-05 


- 


08 


V 


DC CHARACTERISTICS 


Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input Current (V, n = to 5 5 V) 


'in 


-10 


- 


10 


fiA 


Output High Voltage UoH= -220/*A) 


VOH 


24 


- 


- 


V 


Output Low Voltage (Iol= 3 2 mA) 


vol 


- 


- 


04 


V 


Output Leakage Current (Three-State) (E = 2 V, V out = V to 5 5 V) 


lLO 


-10 


- 


10 


ma 


Supply Current - Active* (Minimum Cycle Rate) 


•cc 


- 


25 


40 


mA 


Supply Current - Standby (E = V||_|) 


'SB 


- 


7 


10 


mA 



* Current is proportional to cycle rate 

AC OPERATING CONDITIONS AND CHARACTERISTICS 

(Read Cycle) 
RECOMMENDED AC OPERATING CONDITIONS (T A = to 70°C, Vcc = 5 V ±10% All timing with t r = tf = 20 ns, load of Figure 1) 



Parameter 


Symbol 


MC68A39 


MC68B39 


Unit 


Mm 


Max 


Min 


Max 


Chip Enable Low to Chip Enable Low of Next Cycle (Cycle Time) 


tELEL 


450 


- 


375 


- 


ns 


Chip Enable Low to Chip Enable High 


tELEH 


300 


- 


250 


- 


ns 


Chip Enable Low to Output Valid (Access) 


tELQV 


- 


300 


- 


250 


ns 


Chip Enable High to Output High Z (Off Time) 


tEHQZ 


- 


75 


- 


60 


ns 


Chip Enable Low to Address Don't Care (Hold) 


*ELAX 


75 


- 


60 


- 


ns 


Address Valid to Chip Enable Low (Address Setup) 


tAVEL 





- 





- 


ns 


Chip Enable Precharge Time 


<EHEL 


110 


- 


70 


- 


ns 
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FIGURE 1 - AC TEST LOAD 



Test Point o- 




100pF*^fc >109k 



•Includes Jig Capacitance 



CHIP ENABLE. E 



V|H- 
V| L - 



1 



ADDRESS, A 



DATA OUTPUT. Q 



V|H 
Vil 



ft 



FIGURE 2 - TIMING DIAGRAM 

tELEL 



\ 



VOH- 
VOL- 



/ 



-*-tEHQZ-#J 



VALID 



i 



«W 



INTRODUCTION 

Since the earliest days of computers it has has been ob- 
vious that no computer was capable of doing all desirable 
mathematical operations in binary integer arithmetic To 
meet the needs of those applications requiring the manipula- 
tion of real numbers, floating point (FP) evolved and became 
widely used Unfortunately, each computer manufacturer 
created his own floating point (FP) representation and the 
ensuing wide variation in formats, accuracy, and exception 
handling almost guarantees that a program executed on one 
computer will get different results if executed on another 
computer 

Meanwhile, research has been completed which for- 
mulates an optional binary floating point representation Un- 
fortunately, the existing manufacturers have far too much 
money invested in software and hardware to incur the costs 
of conversion to a new standard Powerful microprocessors, 
on the other hand, were in their infancy and the floating 
point experts saw the opportunity to standardize a floating 
point format for microprocessors The IEEE appointed a 
committee to address the standard and their work resulted in 
the IEEE Proposed Standard for Binary Floating Point 
Arithmetic Draft 8.0 

The MC6839 represents a complete implementation of the 
IEEE proposed standard Since hardware implementations of 
floating point (FP) are always several orders of magnitude 
faster (and more expensive) than software implementations, 
the MC6839 substitutes increased functionality for speed 
Therefore, the MC6839 supports all precisions, modes, and 



operations required or suggested by the IEEE proposed stan- 
dard 

From its very inception, the M6809 microprocessor was 
designed to support a concept of ROMable software by an 
improved instruction set and addressing modes. It was felt 
that the only way to reduce the escalating cost of software 
was for the silicon manufacturer to supply software on 
silicon Since the manufacturer can amortize the cost of 
developing the software over a very large volume, the cost of 
this software, above normal masked ROM costs, will be low 
Also, to be useful in many diverse systems, the ROM must 
be position-independent and re-entrant 

The intent of this Advance Information (data) Sheet is to 
provide the reader with enough information to make an in- 
telligent decision as to whether the MC6839 is applicable to 
his system The intent is not to provide all the details 
necessary to interface or program the MC6839, a users 
manual is available for that purpose A familiarity with the 
MC6809 instruction set is assumed in this document 



PHYSICAL CHARACTERISTICS 

I 

The MC6839 is housed in, one 24-pin 8K-by~8 mask pro- 
grammable ROM the MCM68364 This ROM uses a single 
5 V power supply and is available with access times of 250 or 
350 ns The MC6839 is designed to be used in MC6809 or 
MC6809E systems with up to 2 MHz internal clocks Full 
device characteristics can be found at the front of this data 
sheet 
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FLOATING POINT FORMATS 

The MC6839 supports the three precisions suggested by the IEEE Proposed Floating Point Standard, single, double, and extend- 
ed. The values occupy 32, 64, and 80 bits (4, 8, and 10 bytes) respectively in the users memory The formats of the three precisions 
are descnbed in the following paragraphs. 

SINGLE FORMAT 

All single precision numbers are represented in four bytes as 



| 1 \< 8 *|< 23 bits >| 

Is I exponent I significand | 

The exponent is biased by + 127. That is exponent of. 2° is 127, 22 is 129, and 2 _ 2 ts 125 The significand is stored in sign 
magnitude rather than twos complement form The equation for the single form representation is 

x=(-1)sx2<exp-127) x (1 significand) 
s = sign of the significand 

exp = biased exponent 

significand = bit string of length 23 encoding the significant bits of the number that follow the binary point, yielding a 24-bit signifi- 
cant digit field for the number that always begins "1 " 

Examples: 

+ 1.0= 1.0x20=$3F 80 00 00 

+ 30= 1.5x21 = $40 40 00 00 

-1 0=-1.0x20=$BF 80 00 00 

DOUBLE FORMAT 

All double precision numbers are represented by an 8-byte string as 




| 1 |<— 11 bits-r*4< 52 bits- 



exponent 



significand 



For double formats the exponent is biased by + 1023 The rest of the interpretation is the same as for single format The equa- 
tion for double format is 
x= ( - 1 )s x 2<exp - 1023) x (1 significand) 

Examples - 

7 0= 175 =22= $40 1C 00 00 00 00 00 00 

-30 0= -1 875x24= $C0 3E 00 00 00 00 00 00 

25= 10 x22= $3F DO 00 00 00 00 00 00 

EXTENDED FORMAT 

Single- and double-formats should be used to represent the bulk of floating point (FP) numbers in the user's system (e g , 
storage of arrays) Extended should only be used for intermediate calculations such as occur in the evaluation of a complex expres- 
sion In fact, extended may not be used at all by most users, but since it is required internally, it is optionally provided Extended 
numbers are represented in 10 bytes as 



| 1 1^-15 bits— ^ 64 bits 



|sT exponent 1. significant 1 
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A notable difference between this format and single and double is the 1 .0 is explicitly present in the significand and the exponent 
contains no bias and is in twos complement form. The equation for double extended is 

x= ( - 1)s x 2e*p x significand 
where the significand contains the explicit 1 0. 



Examples: 

0.5= 1.0x2-1= $7F FF 

-1.0= -1.0x20 = $80 00 

384.0= 1.5x28 = $00 08 



80 


00 


00 


00 


00 


00 


00 


00 


80 


00 


00 


00 


00 


00 


00 


00 


CO 


00 


00 


00 


00 


00 


00 


00 



BCD STRINGS 

A BCD string is the input to the BCD-to-Floatmg-Point conversion operation and the output of the Floatmg-Point-to-BCD con- 
version operation All BCD strings have the following format: 



01 5 6 24 25 

[se 4 digit BCD exponent sf 19 digit BCD fraction ~pj 



se=sign of the exponent $00= plus, $0F = minus (one byte) 
sf = sign of the fraction. $00= plus, $0F = minus, (one byte) 
p = number of fraction digits to the right of the decimal point (one byte) 
All BCD digits are unpacked and right justified in each byte. 







0-9 



The byte ordering of the fraction and exponent is consistent with all Motorola processors in that the most-significant BCD drgit is 
in the lowest memory address. 



Examples: 














2.0=2 Ox 100( P = 0) 












Address 


Data 












0000 


00 










{se=+j 


0001 


00 


00 


00 


00 




{exponent = 0] 


0005 


00 










{sf=+j 


0006 


00 


00 


00 


00 


00 


{fraction = 2} 


000B 


00 


00 


00 


00 


00 




0010 


00 


00 


00 


00 


00 




0015 


00 


00 


00 


02 






0019 


00 










{p-0j 


or 2.0= 20,000 x 


10~4(p 


= 0) 










Address 


Data 












0000 


OF 










{se=-j 


0001 


00 


00 


00 


04 




{exponent = 4) 


0005 


00 










{sf=+) 


0006 


00 


00 


00 


00 


00 


{fraction = 20000) 


000B 


00 


00 


00 


00 


00 




0010 


00 


00 


CO 


00 


02 




0015 


00 


00 


00 


00 






0019 


00 










{P = 0J 



(The above might be the output of a Floatmg-Point-to-BCD with k = 5) 
or2.0=2.0x100(p=10) 
Address Data 



0000 


00 








{se=+} 


0001 


00 


00 


00 


00 


{exponent = 0| 


0005 


00 








{sf=+j 


0006 


00 


00 


00 


CO 


CO {fraction = 20000000000} 


000B 


00 


00 


00 


02 


CO 


0010 


00 


00 


00 


CO 


00 


0015 


00 


00 


00 


CO 




0019 


0A 








{p=10j 
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INTEGERS 

Two sizes of integers are supported; short and double. 
Short integers are 16 bits long and double integers are 32 bits 
long. The byte ordering is consistent with all Motorola pro- 
cessors in that the most-significant bits are in the lowest ad- 
dress. 

SPECIAL VALUES 

No derivable floating point format can represent the in- 
finite number of possible real numbers, so it is very useful if 
some special numbers are recognized by a floating point 
package These numbers are +0, -0, + infinity, - infini- 
ty, very small (almost zero) numbers, and in some cases un- 
normalized numbers. Also, it is convenient to have a sepcial 
format which indicates that the contents of memory do not 
contain a valid floating point number This "not a number" 
might occur if a variable is defined in a HLL and is used 
before it is initialized with a value The most positive and 
negative exponents of each format are reserved to represent 
these special vaues 

The detailed description of these special values is given in 
a later section. 



ARCHITECTURE 

All floating point operations are of the "two address" or 
"three address" variety, all the user need supply are the ad- 
dresses of the operand(s) and the result The package looks 
for operands at the specified location(s) and delivers the 
result to the specified destination For example, 
Arg1 + Arg2 - Result 
<source> <source> < destination > 

Intei mediate results are never presented to the user, 
therefore, there are no internal "registers" to be concerned 
about, keeping the interface as simple as possible The end 
result is ease of use 

There is a user defined floating point control block (fpcb) 
that defines the mode of the package This control block is 
much like the control blocks frequently used to define I/O or 
operating system operations The fpcb is discussed in detail 
in a later section 



SUPPORTED OPERATIONS 

The MC6839 supports the following operations On any 
particular call to the floating point ROM a 1-byte opcode 
which immediately follows the LBSR instruction chooses the 
desired operation Below are short descriptions of the func- 
tions implemented in the MC6839 along with suggested 
menmonics A table containing the opcodes and calling se- 
quences for these functions is presented at the end of this 
data sheet 



ASCII 
Mnemonic 



Description 



FCMP 



FTCMP 



FPCMP 



FADD Add argl to arg2 and store the result 
FSUB Subtract arg2 from argl and store the result 
FMUL Multiply argl times arg2 and store the result 
FDIV Divide argl by arg2 and store the result 

FREM Take the remainder of argl divided by arg2 and 
store the result The remainder is biased to lie in 
the range -arg2/2 <remainder< +arg2/2, in- 
stead of the usual range of 0<remainder<arg2 
This bias makes the function more useful in the 
implementation of trigonometric and other func- 
tions 

Compare argl with arg2 and set the condition 
codes to the result of the compare Argl and arg2 
can be of different precisions 
Compare argl with arg2 and set the condition 
codes to the result of the compare In addition, 
trap if an unordered exception occurs regardless 
of the state of the UNOR (unordered) bit in the 
trap enable byte of the fpcb 
A predicate compare, this means compare argl 
with arg2 and affirm or disaffirm the input 
predicate (e g., 'isargl = arg2' or 'isarg1<arg2') 
FTPCMP A trapping predicate compare, same as the 
predicate compare except trap on an unordered 
exception regardless of the state of the UNOR 
(unordered) bit in the trap enable byte of the fpcb 
Returns the square root of arg2 in the result 
Returns the interger part of arg2 in the result The 
result is still a floating point number For example, 
the integer part of 3 14159 is 3 00000 
Convert arg2 to a short (16-bit) binary integer 
Convert arg2 to a long (32-bit) binary integer 
Convert a short binary integer to a floating point 
result 

Convert a long binary integer to a floating point 
result 

Convert a binary floating point value to a BCD 
decline string. 

Convert a BCD decimal string to a binary floating 
point result 

Return the absolute value of arg2 in the result 
Return the negative of arg2 in the result 
Move (or convert) argl— *arg2 This function is 
useful for changing precisions (e g , single to 
double) with full exception checking for possible 
overflow or underflow 
All routines, except FMOV and the compares, accept 
arguments of the same precision and generate a result with 
the same precision For moves and compares the sizes of the 
arguments are passed to the package in a parameter word 
Details of each operation can be found in the MC6839 
Users Manual 



FSQRT 
FINT 



FFIXS 
FFIXD 
FFLTS 

FFLTD 

BINDEC 

DECBIN 

FABS 
FNEG 
FMOV 
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MODES OF OPERATION 

In addition to supporting a wide range of precisions and 
operations, the MC6839 supports all modes required or sug- 
gested by the IEEE Proposed Floating Point Standard. These 
include rounding modes, infinity closure modes, and excep- 
tion handling modes. The various modes are selected by bits 
in the floating point control block (fpcb) that resides in user 
memory. Thus, each user or task can have a unique set of 
modes in effect for his calculations. The selection bits are 
defined in a later section on the fpcb 

ROUNDING MODES 

Four rounding modes are suggested by the IEEE Proposed 
Floating Point Standard. They are 

1. Round to nearest (RN) 

2. Round toward zero (RZ) 

3. Round toward plus infinity (RP) 

4. Round toward minus infinity (RN) 

Round nearest will be used by most users because it pro- 
vides the most accurate answers for most calculations 
Round towards zero (truncate) is useful when the MC6839 
implements real numbers in some high level languages that 
require truncation (i e., FORTRAN) Round towards plus 
and minus infinity are used in interval arithmetic 

Normally a result is rounded to the precision of its destina- 
tion. However, when the destination is Extended, the user 
can specify that the result significand be rounded to the 
precision of the basic format — single, double, or ex- 
tended — of his choice, although the exponent range re- 
mains extended 

NO DOUBLE ROUNDING - The MC6839 is implemented 
such that no result will undergo more than one rounding er- 
ror. 

INFINITY CLOSURE MODES 

The way in which infinity is handled in a floating point 
package may limit the number of applications in which the 
package can be used To solve this problem, the proposed 
IEEE standard requires two types of infinity closures A bit in 
the control byte of the Floating Point Control Block (fpcb) 
will select the type of closure that is in effect at any time 

AFFINE CLOSURE - In affine closure 
minus infinity < {every finite number} < plus infinity 
Thus, infinity takes part in the real number system in the 
same manner as any other signed quantity 

PROJECTIVE CLOSURE - In projective closure 
infinity = minus infinity = plus infinity 
and all comparisons between infinity and a floating point 
number involving order relations other than equal ( = ) or not 
equal ( =£ ) are invalid operations In projective closure the real 
number system can be thought of as a circle with zero at the 
top and infinity at the bottom 

NORMALIZE MODE 

The purpose of the normalize mode is to prevent unnor- 
malized results from being generated, which can otherwise 
happen Such an unnormalized result arises when a denor- 



malized operand is operated on such that its fraction remains 
not normalized but its exponent is no longer at its original 
minimum value. By transforming denormalized operands to 
normalized, internal form upon entering each operation, un- 
normalized results are guaranteed not to occur 

Thus, when operating in this mode the user can be 
assured that no attempt will be made to return an unnor- 
malized value to a single or double destination A bit in the 
control byte of the fpcb selects whether or not this mode is 
in effect. This mode is forced whenever the round mode is 
either round toward plus or minus infinity Unnormalized 
numbers entering an operation are not affected by this 
mode, only denormalized ones are Unnormalized and 
denormalized operands are discussed in a later section 

EXCEPTIONS 

One of the greatest strengths of the IEEE Proposed 
Floating Point Standard is the regular and consistant handl- 
ing of exceptions. Existing floating point implementations 
are quite varied in the way they handle exceptions, so the 
proposed IEEE standard has very carefully prescribed how 
exceptions must be handled and what constitutes an excep- 
tion Seven types of exceptions will be recognized by the 
MC6839 Only the first 5 are required by the proposed IEEE 
standard They are' 

1 Invalid Operation - a general exception that arises 
when an operation has gone so wrong that the pro- 
gram cannot return any reasonable result or fit the ex- 
ception into any of the other more specific classes 

2 Underflow — arises when an operation generates a 
result that is too small to fit into the desired result 
precision 

3 Overflow — arises when an operation generates a 
result that is too large to fit into the desired result 
precision 

4 Division by Zero - arises when division by zero is at- 
tempted 

5 Inexact Result — arises when the result of an opera- 
tion was not exact and therefore was rounded to the 
desired precision before being returned to the user 

6 Integer Overflow — arises when the binary integer 
result of a FIXS(D) operation cannot fit into 16(32) 
bits 

7 Comparison of Unordered Values — arises when one 
of the arguments to a compare operation is a "NAN" 
or an infinity in the projective closure mode (See the 
Infinity and Not a Number paragraphs for further ex- 
planation of NANs and infinity ) 

For each exception the caller will be given the option of 
specifying whether the package should. (1) trap to a user 
supplied trap routine to process the exception, or (2) deliver 
a default result specified by the proposed standard and pro- 
ceed with execution For most users the default result is ade- 
quate and the user need not write any trap handlers 
Regardless of whether a trap is specified or not, a status bit 
will be set in the status byte of the fpcb and will remain set 
until cleared by the caller's program. Selection of whether to 
trap or to continue will be made by setting bits in the trap 
enable byte of the fpcb For more details on the fpcb see the 
section on the Floating Point Control Block (fpcb) 
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If a trap is taken, the floating point package supplies a 
pointer that points to an area on the stack containing the 
following diagnostic information: 

1 . Event that caused the ttap (overflow, etc.) 

2. Where in the caller's program 

3. Opcode 

4. The input operands 

5. The default result in internal format 

In the event more than one exception occurs during the 
same operation, only one trap is invoked according to the 
following precedence. 

1 Invalid Operation 

2. Overflow 



3 Underflow 

4. Division by Zero 

5. Unordered 

6. Integer Overflow 

7. Inexact Result 

The user supplied trap routine (if any) will usually do 1 of 3 
things* 

1 . Fix the result 

2. Do nothing to the result and allow the floating point 
package to deliver the default value to the result 

3. Abort execution 

Sufficient detils on how to write a trap routine are fur- 
nished in the MC6839 Users Manual 



USER INTERFACE 

There are two types of calls to the floating point package, register calls and stack calls For register calls the user loads the 
machine registers with pointers (addresses) to the operand(s) and to the result, the call to the package is then performed For stack 
calls the operand(s) is pushed on the stack and the call to the package is performed with the result replacing the operands on the 
stack after completion The operand(s) must be pushed least-significant bytes first; this is consistent with the other Motorola ar- 
chitectures in that the most-significant byte resides in the lowest address The two types of calls look like. 
General form of a register call- 
load registers 
LBSR fpreg register call 
FCB opcode 

Example of a position-independent call to the add routine 
LEAU argl, per 




LEAY 

LEAX 

TFR 

LEAX 

LBSR 

FCB 



arg2, per 
fpcbptr, per 
x, d 

result, per 
fpreg 
fadd 



pointer to fpcb 



General form of a stack call, 
push arguments 
LBSR fpstak stack call 

FCB opcode 
pull result 

Example of a stack call to the add routine, 
push argument 1 
push argument 2 

push fpcbptr pointer to fpcb 

LBSR fpstak 
FCB fadd 
pull result 



Details of the calling sequence for every type of operation can be found in the MC6839 Users Manual; a reference table of calling 
sequences and opcodes can be found at the end of this data sheet 
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STACK REQUIREMENTS 

When the MC6839 is called by the user, the package reserves local storage on the hardware stack It then moves the input 
arguments from user memory to the local storage area and expands them into a convenient internal format. The operations use 
these "internal" numbers to arrive at an "internal" result which is then converted to the memory format of the result and returned 
to the user For this reason, the user must insure that adequate memory exists on the hardware stack before calling the MC6839 
The maximum stack sizes that any particular function will ever find necessary are 

register calls 150 bytes 

stack calls 185 bytes 

FLOATING POINT CONTROL BLOCK (fpcb) 

The fpcb is a user-defined block that contains information needed by the floating point package The fpcb is also used to pass 
status back to the caller or to invoke the trap routine. The fpcb must reside in the user RAM space to insure that the package can re- 
main re-entrant. The caller of the floating point package must pass the address of the fpcb on each call The format of the fpcb is 



1 



control byte 



trap enable byte 



status byte 



secondary status byte 



address of trap routine 



The meaning of the various bit fields within the fpcb are discussed in detail in the following paragraphs 

CONTROL BYTE — The control byte configures the floating point package for the caller's operation and is written by the user 
Various fields in the byte set the precision, round, infinity closure, and normalize modes 



7 


6 


5 


4 


3 


2 1 





Precision 

» — ,j 


X 


NRM 


Round Mode 


A/P 



BitO Closure (A/P) Bit 

0= projective closure 

I = affine closure 
Round Mode 

00= round to nearest (RN) 
01 = round to zero (RZ) 
10= round to plus infinity (RP) 

II = round to minus infinity (RM) 
Normalize (NRM) Bit 
1 = normalize denormalized numbers while in internal format before using Precludes the creation of unnormahzed 

numbers 
0=do not normalize denormalized numbers (warning mode) 

NOTE 

If the rounding mode is RM or RP then normalize mode is forced Unnormahzed numbers are not affected by bit 3 

Undefined, reserved 

Precision Mode 

000= Single 

001 = Double 

010= Extended with no forced rounding of result 

011 = Extended — force round result to single 

100= Extended — force round result to double 

101 = Undefined, reserved 

110= Undefined, reserved 

III = Undefined, reserved 
Note that if the control byte is set to zero by the user, all defaults in the IEEE Proposed Floating Point Standard will be selected 



Bits 1-2 



Bit 3 



Bit 4 
Bits 5-7 
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STATUS BYTE 



7 


6 


5 


4 


3 


2 


1 





X 


INX 


10V 


UN 


DZ 


UNF 


OVF 


IOP 



The bits in the status byte are set if any errors have occurred Each bit of the status byte is a "sticky" bit in that it must be manual- 
ly reset by the user The FP package writes bits into the status byte but never clears existing bits This is done so that a long calcula- 
tion can be completed and the status need only be checked once at the end 



Bit 


Invalid opertion (see secondary status) 


Bit 1 


Overflow 


Bit 2 


Underflow 


Bit 3 


Division by zero 


Bit 4 


Unordered 


Bit 5 


Integer overflow 


Bit 6 


Inexact result 


Bit 7 


Undefined, reserved 



TRAP ENABLE BYTE 



7 


6 


5 


4 


3 


2 


1 





X 


INX 


IOV 


UNOR 


DZ 


UNF 


OVF 


IOP 




A "1" in any bit of the trap enable byte enables the FP package to trap if that error occurs The bit definitions are the same as for 
the status byte Note that if a trapping compare is executed and the result is unordered, then the unordered trap will be taken 
regardless of the state of the UNOR bit in the trap enable byte 

SECONDARY STATUS (SS) 



7 


6 


5 


4 3 2 10 


X 


X 


X 


Invalid Operation Type 



The FP package will write a status into this byte any time a new IOP occurs As is the case with the status bytes, it is up to the 
caller to reset the "IOP type" field 
Bits 0-4 Invalid Operation Type Field 

0=no IOP error 

1 = square root of a negative number, infinity in projective mode, or a not normalized number 

2= ( + infinity) + ( - infinity) in affine mode 

3= tried to convert NAN to binary integer 

4= in division 0/0, infinity/infinity or divisor is not normalized and the dividend is not zero and is finite 

5= one of the input arguments was a trapping NAN 

6= unordered values compared via predicate other than = or * 

7= k out of range for BINDEC or p out of range for DECBIN 

8= projective closure use of + / - infinity 

9= Ox infinity 

10= in REM arg2 is zero or not normalized or argl is infinite 
11 = unused, reserved 
12= unused, reserved 
13= BINDEC integer too big to convert 
14= DECBIN cannot represent input string 

15= tried to MOV a single denormalized number to a double destination 
16= tried to return an unnormalized number to single or double (invalid result) 
17 = division by zero with divide by zero trap disabled 
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1 



TRAP VECTOR - If any of the traps occur, the FP package \N\\\jump indirectly through the trap address in the fpcb with an in- 
dex in the A accumulator indicating the trap type: 

0= Invalid Operation 

1 = Overflow 

2= Underflow 

34 Divide by Zero 

4=Unnormalized 

5= Integer Overflow 

6= Inexact Result 
If more than 1 enabled trap occurs, the MC6839 will return the index of the highest pnorty enabled error. Index = 0= invalid 
operation is the highest priority, and, index = 6 is the lowest 



SPECIAL VALUES (SINGLE- AND DOUBLE-FORMAT) 

The encoding of the special values are given below. Generally, when used as operands, the special values flow through an opera- 
tion creating a predictable result. Note that as with normalized numbers the extended format differs slightly from the single- and 
double-formats. 

ZERO 

Zero is represented by a number with both a zero exponent and a zero significand The sign is significant and differentiates be- 
tween plus or minus zero. 



FT~^ 



INFINITY 

The infinities are represented by a number with the maximum exponent and a zero significand The sign differentiates plus or 
minus infinity 



s 


1111. .. 1111 






DENORMALIZED (SMALL NUMBERS) 

When a number is so small that its exponent is the smallest allowable normal biased value (1), and it is impossible to normalize 
the number without further decrementing the exponent, then the number will be allowed to become denormalized The format for 
denormalized numbers has a zero exponent and a non-zero significand Note that in this form the implicit bit is no longer 1 but is 
zero The interpretation for denormalized numbers is 

Single: X=(- 1)Sx2~ 126 x (0 significand) 

Double- X = (-1)Sx2-1022 x (0. significand) 

Note that the exponent is always interpreted as 2- 126 f r single and 2~ 1022 f or double instead of 2~ 127 and 2~ 1023 a s might 
be expected. This is necessary since the only way to insure the implicit bit becomes zero is to right shift the significand (divide by 2) 
and increment the exponent (multiply by 2) Thus, the exponent ends up with the interpretation of 2~ 126 r 2 - 1022 

The format for denormalized numbers is 



s 





non-zero 



Note that zero may be considered a special case of denormalized numbers where the number is so small that the significand has 
been reduced to zero. 

Examples: 
Single: 

1.0x2-128 =o.25x 2~126 = $00 20 00 00 
Double. 

1.0x2-1025 = 0.125x2-1022= $00 02 00 00 00 00 00 00 
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NOT A NUMBER (NAN) 

A number containing a NAN indicates that the number is not a valid floating number NANs can be used to initialize areas in 
memory to indicate they have not had a valid floating point number stored in them They are also created by the MC6839 to indicate 
that an operation could not return a valid result. 

The format for a NAN has the largest allowable exponent, a non-zero significand, and an undefined sign As an implementation 
feature (not required by the IEEE Proposed Floating Point Standard), the non-zero fraction and undefined sign are further defined 



d 


1111... 1111 


t 


operation address 


00 0000 



d- 0= This NAN has never entered into an operation with another NAN 

1 = This NAN has entered into an operation with other NANs 

t: 0= This NAN will not necessarily cause an invalid operation trap when operated upon. 

1 = This NAN will cause an invalid operation trap when operated upon (trapping NAN) 

Operation address- 
The 16 bits, immediately to the right of the t bit, contain the address of the instruction immediately following the call to the FP 
package of the operation that caused the NAN to be created If d (double NAN) is also set, the address is arbitrarily one of the 
addresses in the two or more offending NANs 



SPECIAL VALUES (EXTENDED FORMAT) 



ZERO 



Zero is represented by a number with the smallest unbiased exponent and a zero significand 




s 


100 .0000 






INFINITY 

Infinity has the maximum unbiased exponent and a zero significand 



s 


011111 11 






DENORMALIZED NUMBERS 

Denormahzed numbers have the smallest unbiased exponent and a non-zero significand 



s 


100 000 


non-zero 



The exponent of denormahzed extended and internal numbers is interpreted as having the exponent value 1 greater than the 
smallest unbiased exponent value Thus, a denormahzed number has the exponent - 16384, but has the value 
(-1)sx2-16383x0.f 

Example* 

1 0x2-16387 = 0625x2-16383=$40 00 08 00000000000000 



NANs 

NANs have the largest unbiased exponent and a non-zero significand The operation addresses "t" and "d" are implementation 
features and are the same as for single- and double-formats 



d 011 . 1111 t 



operation addr 



00000000 



The operation address always appears in the 16 bits immediately to the right of the t bit 
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UNN0RMALZ1ED NUMBERS 

Unnormalized numbers occur only in extended or internal format. Unnormalized numbers have an exponent greater than the 
minimum in the extended format (i.e., they are not denormalized or normal zero) but the explicit leading bit is a zero. If the signifi- 
cand is zero, this is an unnormalized zero. Even though unnormalized numbers and denormalized numbers are handled similarly in 
most cases, they should not be confused. Denormalized numbers are numbers that are very small — have minimum exponent - 
and hence have lost some bits of significance. Unnormalized numbers are not necessarily small (the exponent may be large or small) 
but the significand has lost some bits of significance, hence, the explicit bit and possibly some of the bits to the right of the explicit 
bit are zero. 



> 100.. .000 



0. 



significand 



Note that unnormalized numbers cannot be represented - and hence cannot exist - for single- and double-formats. Unnor- 
malized numbers can only be created when denormalized numbers in single- or double-format are represented in extended or inter- 
nal formats. 

Example: 

.0625x22 (unnorm.)= $00 02 0800000000000000 



MC6839 CALLING SEQUENCE AND OPCODE REFERENCE TABLE 



1 



Function 


Opcode 


Register Calling Sequence 


Stack Calling Sequence 1 


FADD 
FSUB 
FMUL 
FDIV 


$00 
$02 
$04 
$06 


U — Addr of Argument #1 
Y«-Addr of Argument #2 
D — Addr of FPCB 
X — Addr of Result 
LBSR FPREQ 
FCB < opcode > 


Push Argument #1 
Push Argument #2 
Push Addr of FPCB 
LBSR FPSTAK 
FCB < opcode > 
Pull Result 


FREM 

FSQRT 

FINT 

FFIXS 

FFIXD 

FAB 

FNEG 

FFLTS 

FFLTD 


$08 
$12 
$14 
$16 
$18 
$1E 
$20 
$24 
$26 


Y*-Addr of Argument 
D~Addr. of FPCB 
X — Addr of Result 
LBSR FPREG 
FCB < opcode > 


Push Argument 
Push Addr of FPCB 
LBSR FPSTAK 
FCB < opcode > 
Pull Result 


FCMP 
FTCMP 
FPCMP 
FTPCMP 


$8A 
$CC 
$8E 
$D0 


U — Addr of Argument #1 
Y— -Addr of Argument #2 
D — Addr of FPCB 
X*- Parameter Word 
LBSR FPREG 
FCB < opcode > 

NOTE Result returned in the CC register For 
predicate compares the Z-Bit is set if predicate 
is affirmed cleared if disaffirmed 


Push Argument #1 

Push Argument #2 

Push Parameter Word 

Push Addr of FPCB 

LBSR FPSTAK 

FCB < opcode > 

Pull Result (if predicate compare) 

NOTE Result returned in the CC register for 

regular compares For predicate compares a one 

byte result is returned on the top of the stack 

The result is zero if affirmed and - 1($FF) if 

disaffirmed 


FMOV 


$9A 


U*- Precision Parameter Word 
Y — Addr of Argument 
D*~Addr of FPCB 
X — Addr of Result 
LBSR FPREG 
FCB < opcode > 


Push Argument 

Push Precision Parameter Word 

Push Addr of FPCB 

LBSR FPSTAK 

FCB < opcode > 

Pull Result 


BINDEC 


$1C 


U*-k (# of digits in result) 

Y — Addr of Argument 

D — Addr of FPCB 

X— Addr of Decimal Result 

LBSR FPREG 

FCB < opcode > 


Push Argument 
Push k 

Push Addr of FPCB 
LBSR FPSTAK 
FCB < opcode > 
Pull BCD String 


DECBIN 


$22 


U — Addr of BCD Input String 

D^Addr of FPCB 

X— Addr of Binary Result 

LBSR FPREG 

FCB <opcode> 


Push Addr of BCD Input String 
Push Addr of FPCB 
LBSR FPSTAK 
FCB <opcode> 
Pull Binary Result 



'All arguments are pushed on the stack least-significant bytes first so that the high-order byte is always pushed last and resides in the 
lowest address 

Entry points to the MC6839 are defined as follows 
FPREG = ROM start + $3D 
FPSTAK = ROM start +$3F 
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MC6B39 EXECUTION TIMES 
Time in ps Using 2 MHz 6809 



Function 


Single 
Precision 


Double 
Precision 


Extended 
Precision 


FADD 


1200-3300 
t= 1200 + 40(A) + 50(N) 
where 
A= # shifts to align operands 
N = # shifts to normalize result 


1500-3700 
t= 1500 + 40(A) + 50(N) 


1100-3800 
t=1100 + 40(A) + 50(N> 


FSUB 


ADD+11 


ADD+11 


ADD+11 


FMUL 


1400-1600 


4100-4300 


4500-4800 


FDIV 


t = 2700 + 60(0.) 
where 
Q = # of quotient bits which are 
are a 'V 


t = 5000 + 60(Q) 


5 = 6500 + 60(0.) 


FABS 


540 


750 


650 


DECBIN 

(time depends on magnitude 

of input) 


8500-14,000 


8500-23,000 




BINDEC 

(time depends on # significand 

digits requested) 


35,000-48,000 


67,000-85,000 






4-405 



® 



MOTOROLA 



PROGRAMMABLE TIMER MODULE (PTM) 

The MC6840 is a programmable subsystem component of the M6800 
family designed to provide variable system time intervals. 

The MC6840 has three 16-bit binary counters, three corresponding 
control registers, and a status register. These counters are under soft- 
ware control and may be used to cause system interrupts and/ or 
generate output signals. The MC6840 may be utilized for such tasks as 
frequency measurements, event counting, interval measuring, and 
similar tasks The device may be used for square wave generation, 
gated delay signals, single pulses of controlled duration, and pulse 
width modulation as well as system interrupts 

• Operates from a Single 5 Volt Power Supply 

• Fully TTL Compatible 

• Single System Clock Required (Enable) 

• Selectable Prescaler on Timer 3 Capable of 4 MHz for the MC6840, 
6 MHz for the MC68A40 a nd 8 MHz for the MC68B40 

• Programmable Interrupts (IRQ) Output to MPU 

• Readable Down Counter Indicates Counts to Go Until Time-Out 

• Selectable Gating for Frequency or Pulse-Width Comparison 

• RESET Input 

• Three Asynchronous External Clock and Gate/Trigger Inputs 
Internally Synchronized 

• Three Maskable Outputs 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range - T|_ to T^ 
MC6840, MC68A40, MC68B40 
MC6840C, MC68A40C 


T A 


to +70 
- 40 to + 85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Cerdip 
Plastic 
Ceramic 


0JA 


65 
115 
60 


°C/W 



This device contains circuitry to protect the inputs against damage due to high 
static voltages or electric fields, however, it is advised that normal precautions 
be taken to avoid application of any voltage higher than maximum rated voltages 
to this high-impedance circuit Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level (e g , either V$s or Vcc) 



MC6840 

(1.0 MHz) 

MC68A40 

(1.5 MHz) 

MC68B40 

(2.0 MHz) 



MOS 



(N-CHANNEL, SILICON-GATE 
DEPLETION LOAD) 

PROGRAMMABLE TIMER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 
CASE 710 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



FIGURE 1 - PIN ASSIGNMENT 
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Interrupt 
Buffer 



FIGURE 2 - BLOCK DIAGRAM 
R/W RSO RS1 RS2 CSO CS1 



^ 



Register 
Select 



Clock 
Generator 




C3 




Control 




Control 




Control 


t8 




Logic 




Logic 




Logic 



_ TXr TIT TTT 



E 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, m °C can be obtained from 

Tj = T A + (Pd # 0JA) (1) 

Where. 

T/\s Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PP0RT 

P|NT s ICC x VCC. Watts - Chip Internal Power 
PpORT-Port Power Dissipation, Watts — User Determined 
For most applications PpORT<P|NT and can be neglected. PpORT rnay become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

P D =K-(T-j + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

W Pd»(Ta + 273°C) + 0j A «P D 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pq and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of T/\. 
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DC ELECTRICAL CHARACTERISTICS (Vcc = 5 Vdc ±5%, Vss = 0. Ta=T l to Th unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


V SS + 2 


- 


vcc 


V 


Input Low Voltage 


V|L 


Vss-03 


- 


VSS + 08 


V 


Input Leakage Current (V, n = to 5 25 V) 


"in 


- 


1 


25 


ma 


Three-State (Off State) Input Current (V, n = 5 to 2 4 V) D0-D7 


ITSI 


- 


20 


10 


ma 


Output High Voltage 
( 1 Load =- 205 M A) D0-D7 
(l Load= -200/iA) OtherOutputs 


voh 


VSS+24 
VSS+24 


- 


- 


V 


Output Low Voltage 
<'Load=1 6 mA) D0-D7 
(l[_ ad = 3 2mA) 01-03, IRQ 


vol 


- 


- 


VSS+04 
VSS+04 


V 


Output Leakage Current (Off State) (Voh = 2 4 V) IRQ 


lLOH 


- 


1 


10 


ma 


Internal Power Dissipation (Measured at Ta = T|_) 


pint 


- 


470 


700 


mW 


Input Capacitance 
(V ln = 0, TA = 25°C,f=1 0MHz) D0-D7 

All Others 


Cm 


- 


- 


125 
75 


pF 


Output Capacitance 

(V in -0 / T A = 25°C,f=1 OMHz) IRQ 

01.02.03 


Cout 


- 


- 


50 
10 


pF 



AC OPERATING CHARACTERISTICS (See Figures 4-9) 



Characteristic 


Symbol 


MC6840 


MC68A40 


MC68B40 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Input Rise and Fall Times 


tr- tf 


- 


1 0* 


- 


666* 


- 


500* 


MS 


(Figures 4 and 5) C, G and RESET 


Input Pulse Width Low (Figure 4) 
(Asynchronous Input) 
C, G and RESET 


PW L 


^cycE + *su + *hd 


- 


tcycE + tsu + t hd 


- 


tcycE+ tsu + thd 


- 


ns 


Input Pulse Width High (Figure 5) 
(Asynchronous Input) C~, "G~ 


PWh 


tcycE + tsu + thd 


- 


tcycE" 1 " tsu + t hd 


- 


tcycE + tsu + thd 


- 


ns 


Input Setup Time (Figure 6) 
(Synchronous Input) 


tsu 


200 


- 


120 


- 


75 


- 


ns 


C, G and RESET 


Input Hold Time (Figure 6) 
(Synchronous Input) 
C, G and RESET 


thd 


50 


- 


50 


- 


50 


- 


ns 


Input Synchronization Time (Figure 9) 
C3 (-8 Prescaler Mode Only) 


tsync 


250 


- 


200 


- 


175 


- 


ns 


Input Pulse Width 
C3 (-8 Prescaler Mode Onlv) 


PW L , PW H 


120 


- 


80 


- 


60 


- 


ns 


Output Delay, 01-03 (Figure 7) 
(V H = 2 4 V, Load B) TTL 
(V H = 2 4V,LoadD) MOS 
(V O H = 7V DD ,LoadD) CMOS 

Interrupt Release Time 


tco 

tern 

tcmos 

t|R 


- 


700 
450 
20 
1 2 


- 


460 
450 
1 35 
09 


- 


340 
340 
1 
7 


ns 
ns 
MS 
MS 



*t r and tf<t cyc E 
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BUS TIMING CHARACTERISTICS (See Notes 1, 2, and 31 



Ident. 
Number 


Characteristic 


Symbol 


MC6840 


MC68A40 


MC68B40 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


fiS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr-tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Tirrjie 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


50* 


20 


50* 


20 


50* 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Peripheral Output Dqta Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Peripheral Input Data Setup Time 


tDSW 


165 


- 


80 


- 


60 


- 


ns 



*The data bus output buffers are no longer sourcmg or sinking current by tDHR m ax (High Impedance) 



R/W, Address " 
(Non-Muxed) 



CS' 



Read Data ' 
Non-Muxed 



Write Data 
Muxed 






-©- 



FIGURE 3 - BUS TIMING 
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MPU Read Data Non-Muxed 



fet 



MPU Write Data Non-Muxed 
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FIGURE 4 - INPUT PULSE WIDTH LOW 



FIGURE 5 - INPUT PULSE WIDTH HIGH 



C1-C3 
G1-G3 



\ 



/" 



C1-C3 
G1-G3 . 



/ 



\_ 



NOTES 

1 Not all signals are applicable to every part 

2 Voltage levels shown are V(_<0 4 V, Vh^2 4 V, unless otherwise specified 

3 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 6 - INPUT SETUP AND HOLD TIMES 

E 



thd 



Y X C1-C3, G1-G3, 

h A RESET 



FIGURE 7 - OUTPUT DELAY 



X 



V 



& 



tcmos = 7 X V CC 



FIGURE 8 - IRQ RELEASE TIME 



X 



I 



FIGURE 9 - C3 INPUT SYNCHRONIZATION TIME ( + 8 PRESCALER MODE ONLY) 

Cycle N + 1 




Transitions Processed During N 



Transitions Processed During N+ 1 TX 



Load A 
(D0-D7) 



FIGURE 10 - BUS TIMING TEST LOADS 

LoadB 
(01,02,03) 
(TTL Load) 



? V(X °* c * ev ' ce unoler test 
: R, = 1.25 k 



Test Point O— 



-w- 



130 pF Tp. <11 7 k 



MMD6150 



Test Point O— • f |^ 



- - MMD 7000 
or Equiv 



40 pF^p J11.7 k v 



MMD6150 
or Equiv 



MMD7000 

or Equiv 



LoadC 
(FRQOnly) 



Load D 
(01,02,03) 
(CMOS Load) 

(MOS) 



Test Point DE- 



NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



4-410 



MC6840* MC68A40* MC68B40 



DEVICE OPERATION 



The MC6840 is part of the M6800 microprocessor family 
and is fully bus compatible with M6800 systems. The three 
timers in the MC6840 operate independently and in several 
distinct modes to fit a wide variety of measurement and syn- 
thesis applications 

The MC6840 is an integrated set of three distinct 
counter/timers (Figure 1) It consists of three 16-bit data 
latches, three 16-bit counters (clocked independently), and 
the comparison and enable circuitry necessary to implement 
various measurement and synthesis functions. In addition, it 
contains interrupt drivers to alert the processor that a par- 
ticular function has been completed 

In a typical application, a timer will be loaded by first stor- 
ing two bytes of data into an associated Counter Latch. This 
data is then transferred into the counter via a Counter In- 
itialization cycle. If the counter is enabled, the counter 
decrements on each subsequent clock period which may be 
an external clock, or Enable (E) until one of several predeter- 
mined conditions causes it to halt or recycle The timers are 
thus programmable, cyclic in nature, controllable by external 
inputs or the MPU program, and accessible by the MPU at 
any time 

BUS INTERFACE 

The Programmable Timer Module (PTM) interfaces to the 
M6800 Bus with an 8-bit bidirectional data bus, two Chip 
Select lines, a Read/Write line, a clock (Enable) line, and In- 
terrupt Request line, an external Reset line, and three 
Register select lines VMA should be utilized in conjunction 
with an MPU address line into a Chip Select of the PTM 
when using the MC6800/ 6802/ 6808. 

BIDIRECTIONAL DATA (D0-D7) - The bidirectional data 
lines (D0-D7) allow the transfer of data between the MPU 
and PTM The data bus output drivers are three-state 
devices which remain in the high-impedance (off) state ex- 
cept when the MPU performs a PTM read operation 
(Read/Write and Enable lines high and PTM Chip Selects ac- 
tivated) 

CHIP SELECT (CSO, CS1) - These two signals are used 
to activate the Data Bus interface and allow transfer of data 
from the PTM With CS0 = and CS1 = 1, the device is 
selected and data transfer will occur 

READ/WRITE (R/W) - This signal is generated by the 
MPU to control the direction of data transfer on the Data 
Bus With the PTM selected, a low state on the PTM R/W 
line enables the input buffers and data is transferred from the 
MPU to the PTM on the trailing edge of the E (Enable) clock 
Alternately, (under the same conditions) R/W=1 and 
Enable high allows data m the PTM to be read by the MPU. 

ENABLE (E CLOCK) - The E clock signal synchronizes 
data transfer between the MPU and the PTM It also per- 
forms an equivalent synchronization function on the external 
clock, reset, and gate inputs of the PTM 

INTERRUPT REQUEST (IRQ) - The active low Interrupt 
Request signal is normall y tie d directly (or through priority in- 
terrupt circuitry) to the IRQ input of the MPU This is an 



"open dram" output (no load device on the chip) which per- 
mits other similar interrupt request lines to be tied together in 
a wire -OR configuration 

The IRQ line is activated if, and only if, the Composite In- 
terrupt Flag (Bit 7 of the Internal S tatus Register) is asserted 
The conditions under which the IRQ line is activated are 
discussed in conjunction with the Status Register 



RESET - A low level at this input is clocked into the PTM 
by the E (Enable) input Two Enable pulses are required to 
synchronize and process the signal The PTM then 
recognizes the activ e "low " or inactive "high" on the third 
Enable pulse. If the RESET signal is asynchronous, an addi- 
tion al Enabl e period is required if setup times are not met 
The RESET input must be stable High/Low for the minimum 
time stated in the AC Operating Characteristics 

Recognition of a low level at this input by the PTM causes 
the following action to occur 

a All counter latches are preset to their maximum count 
values 

b All Control Register bits are cleared with the exception 
of CR10 (internal reset bit) which is set 

c All counters are preset to the contents of the latches 

d All counter outputs are reset and all counter clocks are 
disabled 

e All Status Register bits (interrupt flags) are cleared 

REGISTER SELECT LINES (RSO, RS1_,_RS2) - These in- 
puts are used in conjunction with the R/W line to select the 
internal registers, counters and latches as shown in Table 1 

NOTE: 
The PTM is accessed via MPU Load and Store operations 
in much the same manner as a memory device. The instruc- 
tions available with the M6800 family of MPUs which per- 
form read-modify-write operations on memory should not be 
used when the PTM is accessed. These instructions actually 
fetch a byte from memory, perform an operation, then 
restore it to the same address location. Since the PTM uses 
the R/W line as an additional register select input, the 
modified data will not be restored to the same register if 
these instructions are used. 

CONTROL REGISTER 

Each timer in the MC6840 has a corresponding write-only 
Control Register Control Register #2 has a unique address 
space (RS0=1, R S = 0, R S2 = 0) and therefore may be writ- 
ten into at any time The remaining Control Registers (#1 and 
#3) share the Address Space selected by a logic zero on a!! 
Register Select inputs 

CR20 — The least-significant bit of Control Register #2 
(CR20) is used as an additional addressing bit for Control 
Registers #1 and #3 Thus, with all Register selects and R/W 
inputs at logic zero, Control Register #1 will be written into if 
CR20 is a logic one Under the same c ondition s, Control 
Register #3 can also be written into after a RESET low condi- 
tion has occurred, since all control register bits (except 
CR10) are cleared Therefore, one may write in the sequence 
CR3, CR2, CR1 
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TABLE 1 - REGISTER SELECTION 



Register 
Select Inputs 


Operations 


RS2 


RS1 


RSO 


R/W = 


R/W = 1 











CR20 = Write Control Register #3 
CR20 = 1 Write Control Register #1 


No Operation 








1 


Write Control Register #2 


Read Status Register 





1 





Write MSB Buffer Register 


Read Timer #1 Counter 





1 


1 


Write Timer #1 Latches 


Read LSB Buffer Register 


1 








Write MSB Buffer Register 


Read Timer #2 Counter 


1 





1 


Write Timer #2 Latches 


Read LSB Buffer Register 


1 


1 





Write MSB Buffer Register 


Read Timer #3 Counter 


1 


1 


1 


Write Timer #3 Latches 


Read LSB Buffer Register 




CR10 — The least-significant bit of Control Register #1 is 
used as an Interna! Reset bit. When this bit is a logic zero, all 
timers are allowed to operate in the modes prescribed by the 
remaining bits of the control registers Writing a "one" into 
CR10 causes all counters to be preset with the contents of 
the corresponding counter latches, all counter clocks to be 
disabled, and the timer outputs and interrupt flags (Status 
Register) to be reset Counter Latches and Control Registers 
are undisturbed by an Internal Reset and may be written into 
regardless of the state of CR10 



The least-signifcant bit of Control Register #3 is used as a 
selector for a -8 prescaler which is available with Timer #3 
only The prescaler, if selected, is effectively placed between 
the clock input circuitry and the input to Counter #3. It can 
therefore be used with either the internal clock (Enable) or an 
external clock source 



CR30 — The functions depicted in the foregoing discus- 
sions are tabulated in Table 2 for ease of reference 



TABLE 2 - CONTROL REGISTER BITS 



CRX7* 

1 



Timer #X Counter Output Enable 
TX Output masked on output OX 
TX Output enabled on output OX 




Timer #X Interrupt Enable 

Interrupt Flag masked on IRQ 
Interrupt Flag enabled to l"RQ 



Try 



Timer #X Counter Mode and Interrupt Control (See Table 3) 



CRX2 



1 



Timer #X Counting Mode Control 

TX configured for normal (16-bit) counting mode 

TX configured for dual 8-bit counting mode 




CRX1 

1 



Timer #X Clock Source 

TX uses external clock source on CX input 

TX uses Enable clock 



CR10 Internal Reset Bit 

All timers allowed to operate 

1 All timers held in preset state 



CR20 Control Register Address Bit 

CR#3 may be written 

1 CR#1 may be written 



CR30 Timer #3 Clock Control 

T3 Clock is not prescaled 

1 T3 Clock is prescaled by - 8 



X=1 



X = 2 



X = 3 
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Control Register Bits CR10, CR20, and CR30 are unique in 
that each selects a different function The remaining bits (1 
through 7) of each Control Register select common func- 
tions, with a particular Control Register affecting only its cor- 
responding timer 

CRX1 - Bit 1 of Control Register #1 (CR11) selects 
whether an internal or external clock source is to be used 
with Timer #1 Similarly, CR21 selects the clock source for 
Timer #2, and CR31 performs this function for Timer #3 The 
function of each bit of Control Register "X" can therefore be 
defined as shown in the remaining section of Table 2 

CRX2 — Control Register Bit 2 selects whether the binary 
information contained in the Counter Latches (and subse- 
quently loaded into the counter) is to be treated as a single 
16-bit word or two 8-bit bytes In the single 16-bit Counter 
Mode (CRX2 = 0) the counter will decrement to zero after 
N + 1 enabled (G = 0) clock periods, where N is defined as the 
16-bit number in the Counter Latches With CRX2=1, a 
similar Time Out will occur after (L+1MM + 1) enabled 
clock periods, where L and M, respectively, refer to the LSB 
and MSB bytes in the Counter Latches 

CRX3-CRX7 - Control Register Bits 3, 4, and 5 are ex- 
plained in detail in the Timer Operating Mode section Bit 6 is 
an interrupt mask bit which will be explained more fully in 
conjunction with the Status Register, and bit 7 is used to 
enable the corresponding Timer Output A summary of the 
control register programming modes is shown in Table 3 



STATUS REGISTER/ INTERRUPT FLAGS 

The MC6840 has an internal Read-Only Status Register 
which contains four Interrupt Flags (The remaining four bits 
of the register are not used, and defaults to zeros when be- 
ing read ) Bits 0, 1 , and 2 are assigned to Timers 1 , 2, and 3, 
respectively, as individual flag bits, while Bit 7 is a Composite 
Interrupt Flag This flag bit will be asserted if any of the in- 
dividual flag bits is set while Bit 6 of the corresponding Con- 
trol Register is at a logic one The conditions for asserting 
the composite Interrupt Flag bit can therefore be expressed 
as 

INT= I1-CR16 + I2.CR26+ I3-CR36 

where INT = Composite Interrupt Flag (Bit 7) 

11 = Timer #1 Interrupt Flag (Bit 0) 

12 = Timer #2 Interrupt Flag (Bit 1) 
13= Timer #3 Interrupt Flag (Bit 2) 



An interru pt flag i s cleared by a Timer Reset condition, 
i e , External RESET = or Internal Reset Bit (CR10) = 1 It 
will also be cleared by a Read Timer Counter Command pro- 
vided that the Status Register has previously been read while 
the interrupt flag was set This condition on the Read Status 
Register-Read Timer Counter (RS-RT) sequence is designed 
to prevent missing interrupts which might occur after the 
status register is read, but prior to reading the Timer 
Counter 

An Individual Interrupt Flag is also cleared by a Write 
Timer Latches (W) command or a Counter Initialization (CI) 
sequence, provided that W or CI affects the Timer cor- 
responding to the individual Interrupt Flag 

COUNTER LATCH INITIALIZATION 

Each of the three independent timers consists of a 16-bit 
addressable counter and a 16-bit addressable latch The 
counters are preset to the binary numbers stored in the latch- 
es Counter initialization results in the transfer of the latch 
contents to the counter See notes in Table 4 regarding the 
binary number N, L, or M placed into the Latches and their 
relationship to the output waveforms and counter Time- 
outs 

Since the PTM data bus is 8-bits wide and the counters are 
16-bits wide, a temporary register (MSB Buffer Register) is 
provided This "write only" register is for the Most- 
Significant Byte of the desired latch data Three addresses 
are provided for the MSB Buffer Register (as indicated in 
Table 1), but they all lead to the same Buffer Data from the 
MSB Buffer will automatically be transferred into the Most- 
Significant Byte of Timer #X when a Write Timer #X Latches 
Command is performed So it can be seen that the MC6840 
has been designed to allow transfer of two bytes of data into 
the counter latches provided that the MSB is transferred 
first The storage order must be observed to ensure proper 
latch operation 

In many applications, the source of the data will be an 
M6800 Family MPU It should be noted that the 16-bit store 
operations of the M6800 family microprocessors (STS and 
STX) transfer data in the order required by the PTM A Store 
Index Register Instruction, for example, results in the MSB 
of the X register being transferred to the selected address, 
then the LSB of the X register being written into the next 
higher location Thus, either the index register or stack 
pointer may be transferred directly into a selected counter 
latch with a single in structio n 

A logic zero at the RESET input also initializes the counter 
latches In this case, all latches will assume a maximum 
count of 65,535-jo It is important to note that an Internal 



CRX4 



-CRX5 



TABLE 3 - PTM OPERATING MODE SELECTION 



Continuous Operating Mode Gate I or Write to Latches or Reset Causes Counter Initialization 
Frequency Comparison Mode Interrupt If Gate f I ^is< Counter Time Out 
Continuous Operating Mode Gate t or Reset Causes Counter Initialization 

Pulse Width Comparison Mode Interrupt if Gate \ f is< Counter Time Out 

Single Shot Mode Gate I or Write to Latches or Reset Causes Counter Initialization 
Frequency Comparison Mode Interrupt If Gate t | \ is> Counter Time Out 
Single Shot Mode Gate I or Reset Causes Counter Initialization 
Pulse Width Comparison Mode Interrupt If Gate \ ^ is> Counter Time Out 
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Reset (Bit zero of Control Register 1 Set) has no effect on 
the counter latches. 

COUNTER INITIALIZATION 

Counter Initialization is defined as the transfer of data from 
the latches to the counter with subsequent clearing of the In- 
dividual Interrupt Flag associated with the counter. Counter 
Initializa tion always occurs when a reset condition 
(RESET = or CR10=1) is recognized. It can also occur - 
depending on Timer Mode — with a Write Timer Latches 
command or recognition of a negative transition of the Gate 
input. 

Counter recycling or re-initialization occurs when a 
negative transition of the clock input is recognized after the 
counter has reached an all-zero state In this case, data is 
transferred from the Latches to the Counter 

ASYNCHRONOUS INPUT/OUTPUT LINES 

Each of the three timers within the PTM has external clock 
and gate inputs as well as a counter output line The inputs 
are high-impedance, TTL-compatible lines and ouputs are 
capable of driving two standard TTL loads 

CLOCK INPUTS (CI, C2, and~C3) - Input pins CI, C2, 
and C3 will accept asynchronous TTL voltage level signals to 
decrement Timers 1 , 2, and 3, respectively The high and low 
levels of the external clocks must each be stable for at least 
one system clock period plus the sum of the setup and hold 
times for the clock inputs The asynchronous clock rate can 
vary from dc to the limit imposed by the Enable Clock Setup, 
and Hold times 

The external clock inputs are clocked in by Enable pulses 
Three Enable periods are used to synchronize and process 
the external clock The fourth Enable pulse decrements the 
internal counter This does not affect the input frequency, it 
merely creates a delay between a clock input transition and 
internal recognition of that transition by the PTM All 
references to C inputs in this document relate to internal 
recognition of the input transition Note that a clock high or 
low level which does not meet setup and hold time specifica- 
tions may require an additional Enable pulse for recognition 
When observing recurring events, a lack of synchronization 
will result in "jitter" being observed on the output of the 
PTM when using asynchronous clocks and gate input 
signals There are two types of jitter "System jitter" is the 
result of the input signals being out of synchronization with 
Enable, permitting signals with marginal setup and hold time 
to be recognized by either the bit time nearest the input tran- 
sition or the subsequent bit time 

"Input jitter" can be as great as the time between input 
signal negative going transitions plus the system jitter, if the 
first transition is recognized during one system cycle, and 
not recognized the next cycle, or vice versa See Figure 11 

FIGURE 11 - INPUT JITTER 




CLOCK INPUT C3 (-8 PRESCALER MODE) - External 
clock input C3 represents a special case when Timer #3 is 
programmed to utilize its optional - 8 prescaler mode 

The divide-by-8 prescaler contains an asynchronous ripple 
counter, thus, input setup (t su ) and hold times (t n d> do not 
apply As long as minimum input pulse widths are maintain- 
ed, the counter will recognize and process all input clock 
(C3) transitions However, in order to guarantee that a clock 
transition is processed during the current E cycle, a certain 
amount of synchronization time (t S y nc ) is required between 
the C3 transition and the falling edge of Enable (see Figure 
9) If the synchronization time requirement is not met, it is 
possible that the C3 transition will not be processed until the 
following E cycle 

The maximum input frequency and allowable duty cycles 
for the -8 prescaler mode are specified under the AC 
Operating Characteristics Internally, the -8 prescaler out- 
put is treated in the same manner as the previously discussed 
clock inputs 

GATE INPUTS (G1, G2, G3) - Input pins gT, G2, and G3~ 

accept asynchronous TTL-compatible signals which are used 
as triggers or clock gating functions to Timers 1, 2, and 3, 
respectively The gating inputs are clocked into the PTM by 
the E (enable) clock in the same manner as the previously 
discussed clock inputs That is, a Gate transition is recogniz- 
ed by the PTM on the fourth Enable pulse (provided setup 
and hold time requirements are met), and the high or low 
levels of the Gate input must be stable for at least one system 
clock period plus the sum of setup and hold times All 
references to G transition in this document relate to internal 
recognition of the input transition 

The Gate inputs of all timers directly affect the internal 
16-bit counter The operation of G3 is therefore independent 
of the -8 prescaler selection 

TIMER OUTPUTS (01, 02, 03) - Timer outputs 01, 02, 
and 03 are capable of driving up to two TTL loads and pro- 
duce a defined output waveform for either Continuous or 
Single-Shot Timer modes Output waveform definition is ac- 
complished by selecting either Single 16-bit or Dual 8-bit 
operating modes The Single 16-bit mode will produce a 
square-wave output in the continuous mode and a single 
pulse in the single-shot mode The Dual 8-bit mode will pro- 
duce a variable duty cycle pulse in both the continuous and 
single-shot timer modes One bit of each Control Register 
(CRX7) is used to enable the corresponding output If this bit 
is cleared, the output will remain low (VqiJ regardless of the 
operating mode If it is cleared while the output is high the 
output will go low during the first enable cycle following a 
write to the Control Register 

The Continuous and Single-Shot Timer Modes are the 
only ones for which output response is defined in this data 
sheet Refer to the Programmable Timer Fundamentals and 
Applications manual for a discussion of the output signals in 
other modes Signals appear at the outputs (unless 
CRX7 = 0) during Frequency and Pulse Width comparison 
modes, but the actual waveform is not predictable in typical 
applications 
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TIMER OPERATING MODES 

The MC6840 has been designed to operate effectively in a 
wide variety of applications This is accomplished by using 
three bits of each control register (CRX3, CRX4, and CRX5) 
to define different operating modes of the Timers These 
modes are divided into WAVE SYNTHESIS and WAVE 
MEASUREMENT modes, and are outlined in Table 4 





TABLE 4 


- OPERATING MODES 




Control Register 


Timer Operating Mode 




CRX3 


CRX4 


CRX5 







• 





Continuous 


Synthesizer 





* 


1 


Single-Shot 


1 





* 


Frequency Comparison 


Measurement 


1 


1 


* 


Pulse Width Comparison 



'Defines Additional Timer Function Selection 

One of the WAVE SYNTHESIS modes is the Continuous 
Operating mode, which is useful for cyclic wave generation 
Either symmetrical or variable duty-cycle waves can be 
generated in this mode The other wave synthesis mode, the 
Single-Shot mode, is similar in use to the Continuous 
operating mode, however, a single pulse is generated, with a 
programmable preset width 

The WAVE MEASUREMENT modes include the Frequen- 
cy Comparison and Pulse Width Comparison modes which 
are used to measure cyclic and singular pulse widths, respec- 
tively 

In addition to the four timer modes in Table 4, the remain- 
ing control register bit is used to modify counter initialization 
and enabling or interrupt conditions 

WAVE SYNTHESIS MODES 

CONTINUOUS OPERATING MODE (TABLE 5) - The 

continuous mode will synthesize a continuous wave with a 
period proportional to the preset number in the particular 
timer latches Any of the timers in the PTM may be program- 
med to operate in a continuous mode by writing zeroes into 
bits 3 and 5 of the corresponding control register Assuming 



that the timer output is enabled (CRX7= 1), either a square 
wave or a variable duty cycle waveform will be generated at 
the Timer Output, OX The type of output is selected via 
Control Register Bit 2 

Either a Timer Reset (CR10= 1 or External Reset = 0) con- 
dition or internal recognition of a negative transition of the 
Gate input results in Counter Initialization A Write Timer 
latches command can be selected as a Counter Initialization 
signal by clearing CRX4 

The counter is enabled by an absence of a Timer Reset 
condition and a logic zero at the Gate input In the 16-bit 
mode, the counter will decrement on the first clock cycle 
during or after the counter initialization cycle. It continues to 
decrement on each clock signal so long as G remains low and 
no reset condition exists A Counter Time Out (the first clock 
after all counter bits = 0) results in the Individual Interrupt 
Flag being set and reinitialization of the counter 

In the Dual 8-bit mode (CRX2= 1) [refer to the example in 
Figure 12 and Tables 5 and 6] the MSB decrements once for 
every full countdown of the LSB + 1 When the LSB = 0, the 
MSB is unchanged, on the next clock pulse the LSB is reset 
to the count in the LSB Latches, and the MSB is 
decremented by 1 (one) The output, if enabled, remains low 
during and after initialization and will remain low until the 
counter MSB is all zeroes The output will go high at the 
beginning of the next clock pulse The output remains high 
until both the LSB and MSB of the counter are all zeroes At 
the beginning of the next clock pulse the defined Time Out 
(TO) will occur and the output will go low In the Dual 8-bit 
mode the period of the output of the example in Figure 12 
would span 20 clock pulses as opposed to 1546 clock pulses 
using the normal 16-bit mode 

A special time-out condition exists for the dual 8-bit mode 
(CRX2= 1) if L = In this case, the counter will revert to a 
mode similar to the single 16-bit mode, except Time Out oc- 
curs after M + 1* clock pulses The output, if enabled, goes 
low during the Counter Initialization cycle and reverses state 
at each Time Out The counter remains cyclical (is re- 
initialized at each Time Out) and the Individual Interrupt Flag 
is set when Time Out occurs If M = L = 0, the internal 
counters do not change, but the output toggles at a rate of 
Vi the clock frequency 



TABLE 5 - CONTINUOUS OPERATING MODES 



Synthesis Modes 


(( 


ONTINUOUSMODE 








:RX3 = 0, CRX5 = 0) 


Control Register 


Initialization/Output Waveforms 


CRX2 


CRX4 


Counter Initialization 


*Timer Output (OX) (CRX7 = 1) 








Gl+W + R 


U-(N+1)(T) *-!■* (N-HHT) m-\<m (N+1)(T)-«-| 

I I I I v °" 





1 


Gl + R 


t TO TO TO 


1 





Gl+W + R 


r-^-lL + DlM+l 




m— *^ 




1 


~~l 


~~ r°" 


1 


1 


G4 + R 


| — ^<L)(T> F*— — *- 
t Q TO 


(LXT) f-—V OL 
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FIGURE 12 - TIMER OUTPUT WAVEFORM EXAMPLE 
(Continuous Dual 8-Bit Mode Using Internal Enable) 



Example- Contents of MSB = 03 = M 
Contents of LSB = 04 = L 



r 



ounter Output 


Enable J™" 


(System 02) | 



nmrLRruiJiJiji^^ 




- M(L + 1) + 1 

Algebraic Expression 
03(04 + 1) + 1 = 
16 Enables 



£ 




2 4V 
04 V 



Algebraic Expression 

mVJi^V' l Pen0d t f • H <° 4 + 1)( ° 3 + 1) = 2 ° Enab ' e ° r 

M(L + 1) + 1 = Low portion of period _ . „, , _, , 

_ , . . . K K External Clock Pulses 

L = Pulse width 

♦Preset LSB and MSB to Respective Latches on the negative transition of the Enable 

* *Preset LSB to LSB Latches and Decrement MSB by one on the negative transition of the Enable 



The discussion of the Continuous Mode has assumed that 
the application requires an output signal It should be noted 
that the Timer operates in the same manner with the output 
disabled (CRX7 = 0) A Read Timer Counter command is 
valid regardless of the state of CRX7 

SINGLE-SHOT TIMER MODE - This mode is identical to 
the Continuous Mode with three exceptions The first of 
these is obvious from the name — the output returns to a 
low level after the initial Time Out and remains low until 
another Counter Initialization cycle occurs 

As indicated in Table 6, the internal counting mechanism 
remains cyclical in the Single-Shot Mode Each Time Out of 



the counter results in the setting of an Individual Interrupt 
Flag and re-initialization of the counter 

The second major difference between the Single-Shot and 
Continuous modes is that the internal counter enable is ,iot 
dependent on the Gate input level reamining in the low state 
for the Single-Shot mode 

Another special condition is introduced in the Single-Shot 
mode If L=M = (Dual 8-bit) or N = (Single 16-bit), the 
output goes low on the first clock received during or after 
Counter Initialization The output remains low until the 
Operating Mode is changed or nonzero data is written into 
the Counter Latches Time Outs continue to occur at the end 
of each clock period 



TABLE 6 - SINGLE-SHOT OPERATING MODES 



Synthesis Modes 


J SINGLE-SHOT MODE 








(CRX3 =0, CRX7= 1,CRX5= 1) 


Control Register 


Initialization/Output Waveforms 


CRX2 


CRX4 


Counter Initialization 


Timer Output (OX) 








gi+w+r 








I [* (N)(T) ■- 







1 


Gl+R 


I | 




to T 


T 





1 





Gl+W + R 




— — (L+1HM+1HT) »!■« (L+1)(M+1)(T) m- 

— »-| (L)(T) U 

I 1 




1 


1 


Gl + R 


t 


o TO T 






Symbols are as defined in Table 5. 
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The three differences between Single-Shot and Continous 
Timer Mode can be summarized as attributes of the Single- 
Shot mode 

1. Output is enabled for only one pulse until it is reinitializ- 
ed 

2. Counter Enable is independent of Gate 
3 l=M = or N = disables output 

Aside from these differences, the two modes are identical 

WAVE MEASUREMENT MODES 

TIME INTERVAL MODES - The Time Interval Modes are 
the Frequency (period) Measurement and Pulse Width Com- 
parison Modes, and are provided for those applications 
which require more flexibility of interrupt generation and 
Counter Initialization Individual Interrupt Flags are set in 
these modes as a fun ction of both Counter Time Out and 
transitions of the Gate input Counter Initialization is also af- 
fected by Interrupt Flag status 

A timer's output is normally not used in a Wave Measure- 
ment mode, but it is defined If the output is enabled, it will 
operate as follows During the period between reinitialization 
of the timer and the first Time Out, the output will be a 
logical zero If the first Time Out is completed (regardless of 
its method of generation), the output will go high If further 
TO's occur, the output will change state at each completion 
of a Time-Out 

The counter does operate in either Single 16-bit or Dual 
8-bit modes as programmed by CRX2 Other features of the 
Wave Measurement Modes are outlined in Table 7 

Frequency Comparison Or Period Measurement Mode 
(CRX3=1, CRX4 = 0) - The Frequency Comparison Mode 
with CRX5= 1 is straightforward If Tim e Out occurs prior to 
the first negative transition of the Gate input after a Counter 
Initialization cycle, and Individual Interrupt Flag is set The 
counter is disabled, and a Counter Initialization cycle cannot 
begin until the interrupt flag is cleared and a negative transi- 
tion on G is detected 

If CRX5 = 0, as shown in Tables 7 and 8, an interrupt is 
generated if Gate input returns low prior to a Time Out If a 
Counter Time Out occurs first, the counter is recycled and 
continues to decrement A bit is set within the timer on the 
initial Time Out which precludes further individual interrupt 



generation until a new Counter Initialization cycle has been 
compl eted When this internal bit is set, a negative transition 
of the Gate input starts a new Counter Initialization cycle 
(The condition of~Gl«UTO is satisfied, since a Time Out 
has occurred and no individual Interrupt has been 
generated ) 

Any of the timers within the PTM may be programmed to 
compare the period of a p ulse (giving the frequency after 
calculations) at the Gate input with the time penod re- 
quested for Counter Time Out A negative transition of the 
Gate Input enables the counter and starts a Counter In- 
itialization cycle — provided that other conditions, as noted 
in Table 8, are satisfied The counter decrements on each 
clock signal recognized during or after Counter Initialization 
until an Interrupt is generated, a Write Timer Latches com- 
mand is issued, or a Timer Reset condition occurs It can be 
seen from Table 8 that an interrupt condition will be 
generated if CRX5 = and the period of the pulse (single 
pulse or measured separately repetitive pulses) at the Gate 
input is less than the Counter Time Out period If CRX5= 1 , 
an interrupt is generated if the reverse is true 

Assume now with CRX5=1 that a Counter Initialization 
has occurred and that the Gate input has returned low prior 
to Counter Time Out Since there is no Individual Interrupt 
Flag generated, this automatically starts a new Counter In- 
itialization Cycle The process will continue with frequency 
comparison being performed on each Gate input cycle until 
the mode is changed, or a cycle is determined to be above 
the predetermined limit 

Pulse Width Comparison Mode (CRX3=1, CRX4=1) - 

This mode is similar to the Frequency Comparison Mode ex- 
cept for a positive, rather than negative, transition of the 
Gate input termmtes the count With CRX5 = 0, an Individual 
Interrupt Flag will be generated if the zero level pulse applied 
to the Gate input is less than the time period required for 
Counter Time Out With CRX5= 1 , the interrupt is genereted 
when the reverse condition is true 

As can be seen in Table 8, a positive transition of the Gate 
input disables the counter With CRX5 = 0, it is therefore 
possible to directly obtain the width of any pulse causing an 
interrupt Similar data for other Time Interval Modes and 
conditions can be obtained, if two sections of the PTM are 
dedicated to the purpose 



FIGURE 7 - OUTPUT DELAY 



CRX3=1 


CRX4 


CRX5 


Application 


Condition for Setting Individual Interrupt Flag 


P 





Frequency Comparison 


Interrupt Generated if Gate Input Period (1/F) is less 
than Counter Time Out (TO) 





1 


Frequency Comparison 


Interrupt Generated if Gate Input Period (1/F) is greater 
than Counter Time Out (TO) 


1 





Pulse Width Comparison 


Interrupt Generated if Gate Input "Down Time" is less 
than Counter Time Out (TO) 


1 


1 


Pulse Width Comparison 


Interrupt Generated if Gate Input "Down Time" is greater 
than Counter Time Out (TO) 
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TABLE 8 - FREQUENCY COMPARISON MODE 



Mode 


Bit 3 


Bit 4 


Control Reg. 
Bit 5 


Counter 
Initialization 


Counter Enable 
Flip-Flop Set (CE) 


Counter Enable 
Flip-Flop Reset (CE) 


Interrupt Flag 
Set(l) 


Frequency 
Comparison 


1 








GJ.|±(CE + TO) + R 


"Gl.W.TT.f 


W+R + l 


Gl Before TO 


1 





1 


GT «T+ R 


"GLW.R.T 


W+R + l 


TO Before "G J 


Pulse Width 
Comparison 


1 


1 





Gl.T+R" 


G1W.R.I 


W+R + l + G 


Gt Before TO 


1 


1 


1 


GM+R 


GUW.R.I 


W+R + l + G 


"Gt Before TO 




Gl = Negative transition of Gate input 

W = Write Timer Latches Command 

R = Timer Reset (CR10=1 or External RESET = 0) 
N = 16-Bit Number in Counter Latch 
TO = Counter Time Out (All Zero Condition) 
I = Interrupt for a given timer 

"All time intervals shown above assume the Gate (G) and Clock (C) signals are sycnhronized to the system clock 
(E) with the specified setup and hold time requirements 
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FLOPPY DISK CONTROLLER (FDC) 

The MC6843 Floppy Disk Controller performs the complex 
MPU/Floppy interface function The FDC was designed to optimize the 
balance between Hardware and Software in order to achieve integration 
of all key functions and maintain flexibility. 

The FDC can interface a wide range of drives with a minimum of ex- 
ternal hardware. Multiple drives can be controlled with the addition of 
external multiplexing rather than additional FDCs. 

• Format Compatible with IBM 3740 

• User Programmable Read/Write Format 

• Ten Powerful Macro Commands 

• Macro-End Interrupt Allows Parallel Processing of MPU and FDC 

• Controls Multiple Floppies with External Multiplexing 

• Direct Interface with M6800 Bus 

• Programmable Step and Settling Times Enable Operation with a 
Wide Range of Floppy Drives 

• Offers Both Program Controlled I/O (PCIO) and DMA Data Transfer 
Mode 

• Free-Format Read or Write 

• Single 5-Volt Power Supply 

• All Registers Directly Accessible 



FIGURE 1 - SYSTEM BLOCK DIAGRAM 
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FIGURE 2 - PIN ASSIGNMENT 
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MAXIMUM RATING 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7.0 


V 


Input Voltage 


V,n 


-0 3 to +7.0 


V 


Operating Temperature Range 


T A 


to +70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 


*JA 


100 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit. Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (eg., either 
VSS or Vcc) 



POWER CONSIDERATIONS 




The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = Ta+(Pd*0JA) (1) 

Where: 

Ta*e Ambient Temperature, °C 

fljA* Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD*P|NT+PPORT 

PINT* ICC x Vcc. Watts - Chip Internal Power 
PpORT*Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can De neglected. PpoRT mav become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT |S neglected) is - 

P D =K-*-(Tj + 273°C) '2) 

Solving equations 1 and 2 for K gives: 

K = P D »(T A + 273°C) + 0ja«Pd 2 <3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T A . Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 



FIGURE 3 - TEST LOADS 



Load A 
(D0-D7) 



Load B 
(IRQ only) 



Test 
Point 



vcc 



MMD6150 £ R|_ = 2.49 k 
or Equiv 




Test 
Point 



►R|_ = 3 01 k 



^100pF 



C=130pFfor D0-D7 

= 30 pF for HLD, STP, HDR, LCT, WGT, FIR TxRQ, BD 
R = 1 1 7 k for D0-D7 

= 24 k for HLD, STP, HDR, LCR, LCT, WGT, FIR TxRQ, BD 
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DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, Vss = 0, T A = to 70°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


VsS+20 


- 


vcc 


V 


Input Low Voltage 


V|L 


VsS-03 


- 


Vss+08 


V 


Input Leakage Current (V, n = to 5 5 V) 


l.n 


- 


1 


25 


MA 


Three-State Input Leakage Current (V, n = 4 to 2 4 V, Vqc = 5 5 V) D0-D7 


>IZ 


-10 


2.0 


10 


ma 


Output High Voltage 
(l| oad =-205/*A) D0-D7 
(l| oa d = - 100 fiM Other Outputs 


VOH 


Vss+24 
Vss+24 


- 


- 


V 


Output Low Voltage (l|oad = 16 mA ) 


vol 


- 


- 


Vss + 0.4 


V 


Three-State Output Leakage Current (Vqh = 2 4 V) IRQ 


ioz 


- 


1 


10 


ma 


Internal Power Dissipation (Measured at T^ = T|_ to Th> 


pint 


- 


- 


750 


mW 


Input Capacitance 
(V in = 0V,f=1 0MHz,Ta = 25°C) Enable 

D0-D7 
All Others 


Cm 


- 


- 


10 
125 
10 


PF 


Output Capacitance (V, n = 0V,f=1 MHz, Ta = 25°C) All Outputs 


c out 


- 


- 


10 


pF 


Clock Pulse Width, Low (CLK) 


PW C L 


400 


- 


- 


ns 


Clock Pulse Width, High (CLK) 


PW CH 


400 


- 


- 


ns 


Master Clock Period (CLK) 


tMC 


1 


- 


- 


MS 


Data Clock Pulse Width, Low (DCK) 


PW DL 


1 3 


1 95 


- 


^S 


Data Clock Pulse Width, High (DCK) 


PW DH 


1 3 


1 95 


- 


MS 


Data Clock Period (DCK) 


*DC 


25 


40 


- 


MS 


Read Data to Data Clock Delay Time 1 


*RDD1 


55 


1 


- 


(IS 


Read Data to Data Clock Delay Time 2 


tRDD2 


0.55 


1.0 


- 


us 


Read Data Pulse Width, High 


tRDH 


- 


1 


- 


MS 


Read Data Pulse Width, Low 


*RDL 


- 


1 


- 


MS 


Index Pulse Width, High 


PW| DX 


1 


- 


- 


MS 


Transfer Request Release Time 


tTR 


- 


- 


450 


ns 


Interrupt Request Release Time 


t|R 


- 


- 


1 2 


MS 


Bus Direction Delay Time 


*DBD 


- 


- 


330 


ns 


Write Data Pulse Width, High (f c = 1 MHz) 


PWyVD 


- 


1 


- 


MS 


Write Data Cycle Time (f c = 1 MHz) 


tcycWD 


- 


20 


- 


US 


Step Pulse Width, High (f c = 1 MHz) 


PWsTP 


- 


32 


- 


fiS 


Step Cycle Time* (f c = 1 MHz) 


tcycSTP 


1 


- 


15 


ms 


Write Gate to Write Data Delay (SSW, SWD, MSW) 


*GD1 


07 


1 


1 3 


MS 


Write Gate Hold Time 


tGH 





- 


0.3 


M s 


Write Gate to Write Data Delay (FFW) 


*GD2 


02 


- 


20 


M s 


CLK to IRQ Delay 


tIRQC 


- 


- 


1 2 


M s 


CLK TO ISRO-3 Delay 


tISRD 


- 


- 


07 


MS 


Index Pulse to STRB Bit 3 Delay 


t|RQI 


- 


- 


1 8 


MS 


Index Pulse to IRQ" Delay 


tSTRB3 


- 


- 


1 


MS 


Data Clock to Transfer Request Delay 


*DTx 


400 


- 


700 


ns 


Signal Rise and Fall Times 


V-tf 


- 


- 


25 


ns 



*Step (STP) cycle time is programmable 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Ident. 
Number 


Characteristic 


Symbol 


Min 


Max 


Unit 


1 


Cycle Time 


tcyc 


1 


10 


MS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


ns 


3 


Pulse Width, E High 


PW E H 


450 


9500 


ns 


4 


Clock Rise and Fall Time 


V.tf 


- 


25 


ns 


9 


Non-Muxed Address Hold Time 


*AH 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


ns 


14 


Chip-Select Setup Time Before E 


tcs 


80 


- 


ns 


15 


Chip-Select Hold Time 


tCSH 


10 


- 


ns 


18 


Peripheral Read Data Hold Time Provided 


tDHR 


20 


100 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


ns 


30 


Peripheral Output Data Delay Time 


tDDR 


- 


290 


ns 


31 


Peripheral Input Data Setup Time 


tDSW 


165 


- 


ns 



FIGURE 4 - BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 




R/W, Address 
(Non-Muxed) 




Write Data 
Non-Muxed 



1 Voltage levels shown are V|_<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 



FIGURE 5 - MASTER CLOCK (CLK) 



U-PWch-H p-PWcL* 

— ^ r^- tp ^1 1^ tf 



-tMC- 



Note. Timing measurements are referenced to and from a low voltage of 8 volts and 
a high voltage of 2 volts, unless otherwise noted 
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Data Clock (DCK) 



Read Data (RDT) 



FIGURE 6 - READ DATA TIMING 
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FIGURE 7 - INDEX TIMING 
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FIGURE 8 - ITO RELEASE TIME 
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Interrupt Request ' 
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FIGURE 9 - DATA BUS DIRECTION TIMING 



Enable 



~\ r 



■ *DBD 



Bus Direction 
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FIGURE 10 - WRITE DATA TIMING 

-PW WD 




Note Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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FIGURE 11 - STEP TIMING (PROGRAMMABLE) 
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FIGURE 12 - TxRQ RELEASE TIMING 
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FIGURE 13 - DELAY TIME FROM DATA CLOCK TO TRANSFER REQUEST (t DTx ) 
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FIGURE 14 - WRITE DATA versus WRITE GATE TIMING 

a - SSW, SWD and MSW commands (Single Sector Write, Single Sector Write with Deleted Address Mark, and Multiple Sector Write) 
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C D C D C 



ITLTLTl TL__n_ri 



H-*GH 



— ** r*— *gdi 

b — FFW Command (Free Format Write) 
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CDC 
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FIGURE 15 - INTERRUPT STATUS REGISTER AND INTERRUPT REQUEST TIMING 



Master Clock (CLK) 
(1 MHz) - 



ISRO, ISR1, ISR2, ISR3 



"tlSRD 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



4-424 



MC6843 



Status 

Register 

B3 

Interrupt Status 

Register 



Interrupt 
Request 



FIGURE 16 - TRACK NOT EQUAL ERROR TIMING 



Command Set 



▼ 




1 

n 


2 

n 


L^ about 


.i 


I 167 ms 


*M 


5 













Command End 

▼ 




3 

n 




M-tSTRB3 


J 






J 




(^— t|RQ| 




1 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



FIGURE 17 - INTERNAL BLOCK DIAGRAM 
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GENERAL DESCRIPTION 

The MC6843 FDC is a single-density controller which is 
IBM compatible. Data from the drive is clocked into the FDC 
by an external phase lock loop oscillator Internal syn- 
chronization to the data stream is handled automatically A 
1 MHz clock is used as a timing signal for the internal func- 
tions of the FDC, such as head load and step, as well as shif- 
ting data serially to the drive Status bits are provided to in- 
dicate various error conditions and status of the drive DMA 
or polled I/O modes are available 

Register Section 

The register section consists of twelve user-accessible 
registers used for controlling a floppy disk drive All twelve 
are connected by the internal data bus to allow the processor 
access to them. 

Data Output Register (DOR) - The DOR is an 8-bit 
register which holds the data to be written onto the disk The 
information is stored here by the bus interface 

Data Input Register (DIR) — The data words read from the 
disk are stored in the 8-bit DIR until read by the bus inter- 
face. 



Logical-Track Address Register (LTAR) - The 7-bit track 
address used for read and write operations is stored in the 
LTAR by the bus interface. 

Serializing Section 

The serializing section handles the serial-to-parallel and 
parallel-to-senal conversions for Read/Write operations, as 
well as CRC generation/checking and the generation/detec- 
tion of the clock pattern. The Data Output Shift Register 
(DOSR), Data Input Shift Register (DISR), CRC 
Generator/ Checker, and Clock Shift Register (CSR) com- 
prise the serializing section of the FDC. 

Bus Interface 

The Bus Interface section provides the timing and control 
logic that allows the FDC to operate with the M6800 bus, 
and is comprised of the Data Buffers, DMA Control, and the 
Register Select circuitry 

Control 

The internal timing and control signals which sequence 
the FDC are derived from the macro instructions by the con- 
trol section. 



Current-Track Address Register (CTAR) - CTAR is a 7-bit 
register containing the address of the track over which the 
R/W head is currently positioned 

Command Register (CMR) — The macro commands are 
written to the 8-bit CMR to begin their execution 

Interrupt Status Register (ISR) - The four bits of the ISR 
represent the four conditions that can cause an interrupt to 
occur. 

Set-Up Register (SUR) - Variable Seek and Settling 
times are programmed by the SUR Four bits are used to 
program the track-to-track seek time and four bits are used 
to program the head settling time for the floppy disk drive 
used with the FDC 

Status Register A (STRA) - The eight bits of STRA are 
used to indicate the state of the floppy disk interface 

Sector Address Register (SAR) - SAR contains the 5-bit 
sector address associated with the current data transfer. 

Status Register B (STRB) - The eight error flags of STRB 
are used to signify error conditions detected by the FDC or 
generated by the floppy disk drive. 

General Count Register (GCR) - The seven bits of GCR 
contain the destination track address when a SEK (seek) 
macro command is being executed. If a multi-sector Read or 
Write macro command is being executed, GCR contains the 
number of sectors to be read or written 

CRC Control Register (CCR) - The two bits of the CCR 
are used to enable the CRC and shift the CRC for the Free- 
Format Commands. 



PIN DESCRIPTION 



POWER PINS 



VCC- Input 

+ 5 volt (±5%) power input. 

Vss"- Input 

Power Supply Ground 

BUS PINS 



Reset Inp ut - T he RESET input is used to initialize the 
FDC. When RESET becomes Low, the state of the outputs is 
defined by the table below 



Output 


State of Output 


Output 


State of Output 


FIR 


Low 


HLD 


Low 


WGT 


Low 


TxRQ 


Low 


HDR 


Low 


IRQ 


High 


STP 


Low 


WDT 


Low 



Registers which are affected by RESET are shown in Table 7 

interrupt Request (IRQ) Output - The IRQ line is an open- 
drain output that becomes a low level when the FDC re- 
quests an interrupt Interrupt requests are controlled by the 
in+errupt enables in CMR (Command Register) with the func- 
tion causing the interrupt shown in ISR (Interrupt Status 
Register) 

Data BusO-Data Bus 7 (D0-D7) Bidirectional - The eight 
bidirectional data lines allow the transfer of data between the 
FDC and the controlling system. The output buffers are 
three-state drivers that are enabled when the FDC is transfer- 
ring data to the data bus 
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Enable (E) Input - The E input to the FDC causes data 
transfers to occur between the FDC and the system controll- 
ing the FDC (MC6800 MPU, DMA Controller, etc ). E must 
be a logic 'V (high level) for any transfer to be enabled on 
D0-D7 The E input is normally connected to system <f>2 

Chip-Select (CS) Input — The CS input, in conjunction 
with the E input, is used to_enable data transfers on D0-D7 E 
must be a high level and CS must be a low level to enable the 
transfer The TxAK input being a high level (logic '1') per- 
forms a function similar to CS being a low level 

Read/Write (R/W) Input - The R/W input is issued by 
the system controlling the FDC (MC6800 MPU, DMA Con- 
troller, etc ) to signify if a read or write operation is_to be per- 
formed on the FDC When TxAK is a low level, R/W is used 
in conjunction with CS and RS0-RS2 to determine which 
register is accessed by the bus as shown in Table 1 When 
TxAK is a high level, R/W is used to select either the DOR or 
DIR to the data bus (see description of TxAK input) 

Register Select O-Register Select 2J_RS0-RS2) Input - 

RS0-RS2, in conjunction with the R/W input, are used to 
select one of the user accessible registers in the FDC as 
shown in Table 1 



TABLE 2 - REGISTER SELECTION 
FOR DMA TRANSFERS 



TxAK 


RS0-RS2 


CS 


R/W 


Register 
Selected 


1 


X 


X 


1 


DOR 


1 


X 


X 





DIR 



This mode of operation is normally used for DMA (Direct 
Memory Access) transfer with the FDC 

When TxAK is a low level the registers are selected by CS, 
R/W and RS0-RS2 as shown in Table 1. 

Bus Direction (BD) Output - The BD output is provided 
to control bidirectional buffers on the data bus (D0-D7) as 
shown in Figure 1 Its polarity is shown by Table 3 

TABLE 3 - BUS DIRECTION (BD) STATES 



TxAK 


CS 


BD 


1 


X 


R/W 





1 











R/W 



(Operation of BD, as defined by this chart, allows the FDC to func- 
tion with the DMA Controller MC6844) 



TABLE 1 - ADDRESS CODES FOR USER 
ACCESSIBLE REGISTERS 



TxAK 


RS2 


RS1 


RSO 


R/W 


Registers 

















DOR (Data Out Register) 


1 


DIR (Data In Register) 











1 


1/0 


CTAR (Current Track Address 
Register) 








1 








CMR (Command Register) 


1 


ISR (Interrupt Status Register) 








1 


1 





SUR (Set Up Register) 


1 


STRA (Status Register A) 





1 











SAR (Sector Address 
Register) 


1 


STRB (Status Register B) 





1 





1 





GCR (General Count Register) 





1 


1 








CCR (CRC Control Register) 





1 


1 


1 





LTAR (Logical Track Address 
Register) 



Transfer Request (TxRQ) Output - TxRQ is used in the 
DMA mode to request a data transfer by the DMAC TxRQ is 
a high level if the FDC is in the DMA mode (CMR bit 5 is set) 
when a data transfer request occurs (STRA bit 1 is set) It is 
reset to a low level (logic '0') when TxAK becomes a high 
level (logic '1') Data transfer errors will occur if TxAK does 
not reset TxRQ before the next data transfer is required 

Transfer Acknowledge (TxAK) Input - TxAK is generated 
by the system controlling the FDC (MC6800 MPU, DMA 
Controller, etc ) and is a response to a TxRQ issued by the 
FDC A high level (logic 'V) on TxAK causes the FDC to 
neglect the state of RS0-RS2 and C3 causing the FDC to 
select the DOR (Data Output Register) or DIR (Data Input 
Register) to the data bus (D0-D7) as shown in Table 2 



I/O AND CONTROL PINS 

Master Clock (CLK) Input - The CLK input is used to 
generate various timing sequences internal to the FDC The 
head settling and seek time, as well as the data and data 
clock timing, are generated from the CLK input signal 

Head Load (HLD) Output - HLD is used to notify the disk 
drive that the R/W head should be loaded (placed in contact 
with the media) When the FDC is ready for the head to load, 
HLD is a high level (logic '1') A low level (logic '0') on HLD 
indicates the head should be unloaded 

Step (STP) Output - The STP output, in conjunction 
with HDR, is used to control head movement A 32 /ts wide 
positive (logic '1') pulse is generated on STP, to move the 
R/W head one track in the direction defined by the HDR out- 
put The period of the STP signal is programmable by the 
SUR (Set-Up Register) The number of pulses generated on 
STP is the difference between the contents of the CTAR 
(Current Track Address Register) and the GCR (General 
Count Register) which contains the track address to which 
the head is to be moved 

Head Direction (HDR) Output - The HDR signal controls 
the direction of head movement. A high level (logic 'V) 
signifies the head should step to the inside (toward the hub) 
of the disk A low level (logic '0') indicates the direction of 
head movement should be to the outside of the disk. 

Low-Current Track (LCT) Output - The LCT signal is us- 
ed to control the level of write current used by the disk drive. 
LCT is a low level (logic '0') when the write head is position- 
eo over tracks 0-43 If it is over tracks 44-76, LCT is a high 
level (logic 'V) LCT is determined from the contents of the 
Current Track Address Register (CTAR) 
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Write Gate (WGT) Output - When a write operation is 
being performed, WGT is a logic 'V (high level). For a read 
operation, WGT is a low level (logic '0') 

File-Inoperable Reset (FIR) Output - FIR is an output 
from the FDC to the floppy disk drive to reset it from an in- 
operable status If the Fl input is a T, a 1 jis pulse is 
generated on the FIR output whenever Status Register B is 
read 

File Inoperable (Fl) Input - Fl is an input to the FDC from 
the drive A high level indicates the drive is in an inoperable 
state Its current state can be examined by reading bit 5 of 
Status Register B (STRB) 

Track Zero (TR2) Input — The TRZ input is reflected by bit 
3 of STRA (Status Register A) The TRZ input must be a 
high level (logic '1') when the R/W head of the drive is posi- 
tioned over track zero. A logic '1' on this input inhibits step 
pulses during a Seek Track Zero command 

Index (IDX) Input — The index input is received from the 
floppy disk drive and is used to sense the index hold in the 
disk media. The IDX signal is used to initialize the internal 
FDC timing. The state of the IDX input is reflected by bit 6 of 
Status Register A (STRA) A high level (logic '1') is to in- 
dicate the index hole is under the index sensor The index in- 
put is used to count the number of disk revolutions while 
searching for the address ID field (see description of STRB 
bit 3) 

Ready (RDY) Input - The ready input is received from the 
disk drive and can be read as bit 2 of STRA (Status Register 
A) A high level (logic '1') indicates the drive is ready and 
allows the FDC to operate the drive 

Write Protect (WPT) Input - WPT is an input indicating 
when the media is Write Protected. A high level during an 
FDC write operation results in a Write Error (STRB bit 6) but 
the FDC continues to perform the write function The state 
of the WPT input can be read by examining bit 4 of the 
Status Register A (STRA). 



DATA PINS 

Data Clock (DCK) Input - Data from the drive is clocked 
into the FDC on both positive and negative edges of the DCK 
input. This signal is generated from the Read Recovery Cir- 
cuit 

Read-Data (RDT) Input - RDT is the serial data input 
from the Read Recovery Circuit. The data stream includes 
both the clock and the data bits and must be presynchroniz- 
ed to the Data Clock (DCK). 

Write-Data (WDT) Output - WDT is the double frequen- 
cy modulated data output from the FDC The time between 
clock bits is 4/f where f is the frequency of the CLK input 
The pulse width for both clock and data is 1/f (see Figure 
18) For the normal CLK frequency of 1 MHz the write period 
is 4 fis, the clock pulse width is 1 /xs and the data pulse width 
is 1 fis Figure 18 shows the relationship between the WDT 
output and the frequency of the CLK inputs 

FIGURE 18 - WDT OUTPUT TIMING 



*}*K~H~H" 



Data 



Clock 



f = Frequency of the CLK Input To insure 
IBM3740 compatibility the clock frequency 
must be 1 MHz 



Variable- Frequency Oscillator Control (VFOC) Output - 

VFOC is used as a sync signal during system diagnostics 
Waveforms are shown in Figure 19 

FORMAT 

The format used by the MC6843, shown in Figure 20, is 
compatible with the soft sector format of the IBM 3740. 



FIGURE 19 - VARIABLE FREQUENCY OSCILLATOR CONTROL WAVEFORM 
(Relation Between WGT and VFOC) 
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FIGURE 20 - SOFT SECTOR FORMAT 



*J1 



Preamble 
46 Bytes 



Gap 1 

(Post Index) 

32 Bytes 
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n_ 



Index 

Address Mark 

Data = FC 

Clock = D7 
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Gap 4 

274 Bytes 

(Pre Index 

Gap) 



Address 

Mark 

Data= FE 
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Address ID Field 
6 Bytes 
1 —Track Address 
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3 — Sector Address 

4 — 00 Byte 
5-CRC 
6-CRC 




Data = FB or 
Clock = C7 



Data 
128 Bytes 




Next ID 
Address Mar 




MACRO COMMAND SET 

The macro command set shown in Table 4 is discussed in 
the following paragraphs 

Seek Track Zero (STZ) 

The STZ command causes the R/W head to be released 
from the surface of the disk (HLD is reset) and positioned 
above track 00. The FDC issues step pulses on the STP out- 
put until the TRZ input becomes a high level or until 83 
pulses have been sent to the drive When the TRZ input 
becomes high, the step pulses are inhibited on the STP out- 
put but the FDC remains busy until all 83 have been 
generated internally 

If the TRZ input remains low (logic '0') after all 83 pulses 
have been generated, the Seek Error flag (STRB bit 4) is set. 

After all 83 pulses have been generated, the head is loaded 
(HLD becomes a '1') After the settling time specified in the 



SUR has expired, the Settling Time Complete flag is set (ISR 
bit 1), Busy (STRA-7) is reset, and CTAR and GCR are 
cleared The head remains in contact with the disk A com- 
mand such as RCR (Read CRC) may be issued following a 
STZ if the head must be released 

Seek (SEK) 

The SEK command is used to position the R/W head over 
the track on which a Read/Write operation is to be perform- 
ed. The contents of the GCR are taken as the destination ad- 
dress and the contents of the CTAR is the source address, 
therefore, the number of pulses (N) on the STP output are 
given by. 

N = |(CTAR)-(GCR)| 
HDR is a 'V for (GCR) > (CTAR) otherwise it is a '0' 

When a SEK command is issued, Busy is set, the head is 
raised from the disk, HDR is set, and N number of pulses ap- 



TABLE 4 - MACRO COMMAND SET 





CMR Bits 


Hex 
Code 


Bit3 


Bit 2 


Bit 1 


BrtO 


1 


STZ 


Seek Track Zero 








1 





2 


2 


SEK 


Seek 








1 


1 


3 


3 


SSR 


Single Sector Read 













4 


4 


SSW 


Single Sector Write 










1 


5 


5 


RCR 


Read CRC 







1 





6 


6 


SWD 


Single Sector Write with Delete Data Mark 







1 


1 


7 


7 


MSW 


Multi Sector Write 


1 







1 


D 


8 


MSR 


Multi Sector Read 


1 










C 


9 


FFW 


Free Format Write 


1 





1 


1 


B 


10 


FFR 


Free Format Read 


1 





1 





A 
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number of pulses appear on the STP output After the last 
step pulse is used, the head is placed in contact with the 
disk. Once the head settling time has expired, the Settling 
Time complete flag (ISR bit 1) is set, Busy is reset, and the 
contents of the GCR are transferred to the CTAR 

SINGLE-SECTOR READ/WRITE COMMANDS 

The single-sector Read/Write commands (SSR, RCR, 
SSW, and SWD) are used to Read/Write data from a single 
128 byte sector on the disk As shown in Figure 21 these 
types of instructions can be divided into two sections The 
first section, which is common to all instructions, is the ad- 
dress search operation, while the second section is unique to 
the requirements of each instruction. 

FIGURE 21 - BASIC SINGLE SECTOR 
COMMAND FLOW CHART 
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Address Search Operation 

The flow chart of Figure 22 shows the operation of the ad- 
dress search 

Single-Sector Read (SSR) 

The single-sector read command follows the address 
search procedure as defined in the previous flowchart. If the 
search is successful, status sense request is set and the 
operation continues as described by the flowchart of Figure 
23 

Read CRC (RCR) 

The RCR command is used to verify that correct data was 
written on a disk The operation is the same as for the SSR 
command with the exception that the data-transfer request 
(STRA bit 0) is not set. The SSR interrupt can be disabled by 
using the DMA mode 

Single-Sector Write (SSW) 

Single-sector write is used to write 128 bytes of data on 
the disk. After the command is issued, the address search is 
performed. The remainder of the instruction's operation is 
shown in Figure 24 



Single-Sector Write with Delete-Data Mark (SWD) 

The operational flow of SWD is exactly like that of SSW 
For SWD, the data pattern of the Data-Address Mark 
becomes F8 instead of FB The clock pattern remains C7 

Multi-Sector Commands (MSR/MSW) 

MSR is used for sequential reading of two or more sec- 
tors If S sectors are to be read, S1 must be written into the 
GCR before the command is issued 

The basic operation for the MSR and MSW is the same as 
that for the SSR and SSW repsectively. The basic operation 
begins with an address search operation, which is followed 
by a single-sector read or write operation This completes 
the operation on the first sector The SAR is incremented, 
the GCR is decremented, and if no overflow is detected from 
the GCR (i e , GCR becomes negative) the sequence is 
repeated until S number of sectors are read or written 

The completion of an MSR or MSW is like that of an SSR 
or SSW command. First MCC is set, after the settling time 
has expired, Busy is reset, and the head is released. 

If a delete-data mark is detected during an MSR com- 
mand, STRA bit 1 (Delete-Data Mark Detected) remains set 
throughout the commands operation 

When a multi-sector instruction is issued, the sum of the 
SAR and GCR must be less than 27 If SAR + GCR > 26, an 
address error (STRB bit 3 set) will occur after the contents of 
SAR becomes greater than 26 

Free-Format Write (FFW) 

The FFW has two modes of operation which are selected 
by FWF (Free-Format Write Flag) which is data bit 4 of the 
CMR 

When the FWF = '0\ the data bits of the DOR are written 
directly to the disk without first writing the preamble, ad- 
dress mark, etc The contents of the DOR are FM modulated 
with a clock pattern of all ones 

If FWF = T the odd bits of the DOR are used as clock bits 
and even bits are used for data bits In this mode, the DOSR 
clock is twice a normal write operation and one byte of DOR 
is one nibble (four bits of data) on the disk 

The two modes of the FFW command allow formatting a 
disk with either the IBM 3470 format or a user defined for- 
mat 

After the FFW command is loaded into the CMR, WGT 
becomes a high level, the contents of DOR are transferred to 
the DOSR, data transfer request (STRA bit 0) is set, and the 
serial bit pattern is shifted out on the WDT line Therefore, 
DOR must be loaded before the FFW command is issued 
Data from the DOR is continually transferred to the DOSR 
and shifted out on WDT until the CMR has been written with 
an all zero pattern. When CMR becomes zero, WGT 
becomes a low level, but MCC is not set and the R/W head 
is left in contact with the disk 

Free-Format Read (FFR) 

FFR is used to input all data (including Address Marks) 
from a disk. Once the FFR command is set into the CMR, the 
head is loaded and after the settling time has expired the 
serial data from the FDC is brought into the DISR After 8 
bits have accumulated, it is transferred to the DIR and Data- 
Transfer Request (STRA bit 0) is set 
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FIGURE 22 - OPERATIONAL FLOW OF THE ADDRESS SEARCH SEQUENCE 



( 


Address 


Search 


) 




fel 






1 _ 


*| 




kK 


Ready = 


'V? 


> 




This Operation is Conducted in Parallel v 



II Other Operation; 



| / Settling Time \ 



Start Disk 
Revolution Counte 



Set Sector Address 
Error (STRB Bit 3) 
Set MCC (ISR Bit 0) 



Enable CRC and 
Input Data 



Set Track Not Equal 

(CMR Bit 5) 

Set MCCOSR Bit 0) 

Store Track Address 

in DIR 



/ Has Disk Made \No | 
\ 3 Revolution? >r 

I Yes 




Set MCC (ISR Bit 0) 

Set CRC Error 

(STRB Bit 1) 

Set Sector Adress 

Error (STRB Bit 3) 



iput 2 Bytes for 

CRC & Check Against 

CRC Calculated by 

FDC 



Are they = 

T 



Start Settling 
Time Out 



Another Command 



-*c 



Raise Head 



3 c 



Terminate Search 



-> c 



/ Is DMA Flag Set? \ 
\ (CMR Bit 5) / 


Yes 


J No 




Set Status Sense 
Request (ISR Bit 2) 















Search Complete 



4-431 



MC6843 



FIGURE 23 - OPERATIONAL FLOW OF THE SSR COMMAND 
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FIGURE 24 - OPERATIONAL FLOW OF THE SSW COMMAND 
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This operation continues until a zero pattern is stored in 
the CMR, terminating the FFR command. As in the case of 
the FFW command, MCC is not set and the head remains in 
contact with the disk. 

The first data that enters the DISR is not necessarily the 
first bit of a data word since the head may be lowered at any 
place on the disk To prevent the FDC from remaining un- 
synchronized to the data, the FFR command will syn- 
chronize to either an ID address mark (FE) or a Data-Address 
Mark(FBorF8). 

REGISTER DEFINITIONS 

DATA OUTPUT REGISTER (DOR) 

Hex address 0, write only 



Bit 7 


Bite 


Bit 5 


Bit 4 


Bit 3 


JB,t2 


B.t1 I 


BitO 




8 Bits of Data Used for 


a Disk Write Operation 





When one of the four write macro commands (SSW, 
SWD, MSW, and FFW) is executed, the information con- 
tained in the DOR is loaded into the DOSR, and is shifted out 
on the WDT line using a double frequency (FM) format 

DATA INPUT REGISTER (DIR) 

Hex address 0, read only 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


I Bit 2 


Bit1 I 


BitO 




8 Bits of Data Used for 


a Disk Read Operation 





One of the three read macro commands (SSR, MSR, FFR) 
executed, will cause the information on the RDT input to be 
clocked into the DISR When eight clock pulses have oc- 
curred, the eight bits of information in the DISR are transfer- 
red to the DIR where it can be read by the bus interface 

CURRENT TRACK ADDRESS (CTAR) 

Hex address 1 , read/write 



Bit 7 



Not 
Used 



Bit 6 | Bit 5 I Bit 4 | Bit 3 | Bit 2 | Bit 1 | BitO 



7 Bit Track Address of Current Head Position 



The address of the track over which the R/W head is cur- 
rently positioned is contained in the CTAR At the end of a 
SEK command, the contents of the GCR are transferred to 
the CTAR CTAR is cleared at the completion of a STZ com- 
mand CTAR is a read/write register so that the head posi- 
tion can be updated when several drives ere connected to 
one FDC Bit 7 is read as a '0' 

COMMAND REGISTER (CMR) 

Hex address 2, write only 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3*| Bit 2* | Bit r|BitO* 


Function 

Interrupt 

Mask 


ISR3 

Interrupt 

Mask 


DMA 
Flag 


FWF 


Macro Command 



'Bits 0-4 are dared by RESET. 



The commands that control the FDC are loaded into the 
lower four bits of the CMR Information that controls the 



data transfer mode and interrupt conditions are loaded into 
bits 4 through 7 

Bit 0-Bit 3: Macro Command 

The Macro Command to be executed by the FDC is writ- 
ten to bits 0-3 

Bit 4: Free-Format Write Flag (FWF) 

If a Free-Format Write command is issued, the state of bit 
4 of the CMR determines what clock source will be used 
The FWF is defined in the FFW (Free-Format Write) com- 
mand explanation 

Bit 5: DMA Flag 

If bit 5 is a T the FDC is in the DMA mode Bit 5 being a 
T inhibits setting of Status Sense Request (ISR bit 2) 
thereby preventing its associated interrupt A logic T DMA 
flag also enables the TxRQ output allowing it to request 
DMA transfers when the Data Transfer Request flag (STRA 
bit 0) is set 

A logic '0' DMA flag indicates the program controlled I/O 
(PC I/O) mode is to be used 

Bit 6: ISR3 Mask 

CMR bit 6 (ISR3 Mask) is used to control the operation of 
ISR bit 3. A logic T in CMR bit 6 inhibits ISR bit 3 from be- 
ing set when STRB becomes non-zero If CMR bit 6 (IS R3 
Mask) is a '0' the ISR bit 3 will be set if any bit in STRB 
becomes set. The setting of ISR bit 3 will cause an interrupt 
if CMR bit 7 is a '0'. 

Bit 7: Function Interrupt Mask 

When CMR bit 7 is a logic T all interrupts are inhibited ex- 
cept Status Sense Request (ISR bit 2) which can only be in- 
hibited by the DMA flag (CMR bit 5). A logic '0' in CMR bit 7 
inables interrupts from ISR0 (Macro Command Complete) 
and ISR1 (Settling Time Complete), and if the ISR3 Mask is 
'0', from ISR3 



TABLE 5 



Interrupt 

Status Register 

(Bits Causing 

Interrupts) 


Command Register Masks 
That Affect Interrupts 


CMR7 
(Function 
Interrupt 

Mask) 


CMR6 
(ISR3 Mask) 


CMR5 
(DMA Flag) 


ISR0 

(Macro Command 

Complete) 


M 


X 


X 


ISR1 

(Settling Time 

Complete) 


M 


X 


X 


ISR2 

(Status Sense 

Request) 


X 


X 


M 


ISR3 

(STRB 

Conditions) 


M 


M 


X 



X = No effect 

M = Bits that are used as masks 
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INTERRUPT STATUS REGISTER (ISR) 

Hex address 2, read only 



Bit 7 | Bit 6 | Bit 5 | Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


Not Used 
(Read as '0') 


STRB* 


Status* 
Sense 
Request 


Settling* 

Time 
Complete 


Macro* 
Com- 
mand 



•Cleared by RESET 

Bit 0: Macro Command Complete 

When an SSR, RCR, SSW, SWD, MSR or MSW Macro 
Command has completed execution, bit bcomes set (logic 
'V) If the function interrupts are enabled (bit 7 of CMR is a 
logic '0'), the conclusion of a Macro command's execution 
will cause an interrupt 

Bit 1 : Settling Time Complete 

Settling time complete is set on SEK and STZ commands 
to indicate the head has been loaded and the settling time 
specified in SUR has expired Since MCC is not set for the 
SEK or STZ command, settling time complete can be used 
as an interrupt to signify the SEK or STZ command has 
finished. Settling Time Complete is not set for any of the 
R/W commands. 

Bit 2: Status Sense Request 

For an SSR, SSW, SWD, MSR, or MSW Command, 
Status Sense Request indicates that the specified address ID 
field has been detected and verified by a CRC check. This is 
used as an early indication that data transfers will occur after 
18 more byte times. For MSR and MSW commands, it is set 
for each sector. 

In the PC I/O mode, an interrupt occurs when Status 
Sense Request becomes a logic 'V regardless of the state of 
the CMR interrupt mask. In the DMA mode, (DMA flag of 
CMR is set) Status Sense Request is unchanged and does 
not generate an interrupt when the address ID field has been 
verified. 

Bit 3: STRB 

STRB is an 'OR' of all of the bits of Status Register B and 
is disabled by the STRB interrupt mask in the CMR (CMR bit 
6) The equation' 

STRB = CMR6«(STRB + STRB1 + STRB2+ 
STRB3+ STRB4+ STRB5+ STRB6+ STRB7) 
describes the operation of Bit 3 of the ISR 

ISRO, ISR1, and ISR2 are cleared when the Interrupt 
Status Register is read, but ISR3 is cleared only after Status 
Register B has been read. 

SET-UP REGISTER (SUR) 

Hex address 3, write only 



Bit 7 | Bit 6 | Bit 5 | Bit 4 


Bit 3 | Bit 2 | Bit 1 | BitO 


Track to Track Seek Time 


Head Settling Time 



The SUR is not affected by a reset operation; therefore, 
once it is initialized, the information remains until power is 
removed from the FDC 

Bit 0-Bit 3: Head Settling Time 

The head settling time is used to generate a delay after the 
head is placed in contact with the disk. This allows the head 



to stop bouncing before any operations are performed The 
delay is programmed by bits 0-3 and is specified by the equa- 
tion 

Delay = ^§.B 

B = Number contained in bits 0-3 of SUR 

f = Frequency of CLK input 

For IBM 3740 compatibility f = 1 MHz and the timing range 
is 4 096 ms for a '000 1' to 61 44msfora '1111'. A'0000'code 
prevents Settling Time complete from being set and the FDC 
must be Reset 

Bit 4-Bit 7: Track-to-Track Seek Time 

The frequency of STP is determined by bit 4-bit 7 of SUR 
as shown below If the track-to-track seek time is the 
period of STP is 64/ f 

A= Number specified in bits 4-7 of SUR 
f = Frequency of clock input 




A » Number specified In bits 4-7 of SUR. 
f - Frequency of clock Input. 

For IBM compatible operation, f is 1 MHz. This results in 
an STP pulse width of 32 /*s and an STP interval of 1 .024 i ns 
for 0001 in bits 7-4 to 15.36 ms for 1111. 

STATUS REGISTER A (STRA) 

Hex address 3, read only 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


Busy* 


Index 


Track* 
Not 
Equal 


Write 
Pro- 
tect 


Track 
Zero 


Drive 
Ready 


Delete* 
Data 
Mark 

Detected 


Data* 
Transfer 
Request 



•Cleared by RESET 

Bit 0: Data Transfer Request 

For a write operation (SSW, SWD, MSW, FFW) the 
transfer request bit indicates that the DOR is ready to accept 
the next data word to be written on the disk. If data is not 
written into the DOR before the last data bit in the DOSR is 
shifted out to the WDT line, the data transfer error bit (bit 
of STRB) will be set. After a write command has been 
issued, the first transfer request occurs simultaneously with 
the Status Sense Request. For a write operation, transfer re- 
quest is reset after the DOR has been written from the data 
bus. 

During a read operation (SSR, MSR, FFR) the transfer re- 
quest bit signifies data from the DISR has been transferred 
to the DIR. The DIR must be read before the DISR is full 
again or the data transfer error bit (bit of STRB) will be set 
For read operations, transfer request is reset by a read of the 
DIR 
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Bit 1 : Delete Data Mark Detected 

A Single-Sector Read operation that detects a delete data 
code (F8), instead of a general code (FB) as a Data Address 
Mark, will set the Delete Data Mark Detected bit For the 
MSR command, bit 1 is set the first time an 'F8' code is 
found and remains set throughout the execution of the com- 
mand. Bit 1 is reset whenever an SSR, SSW, SWD, MSR, 
MSW, or RCR command is issued 

Bit 2: Drive Ready 

The Drive Ready bit indicates the state of the Ready input 
from the floppy disk drive. If a command is issued with 
Ready at logic '0', its execution will be inhibited until Ready 
becomes a logic T If ready becomes a '0' during the execu- 
tion of a command the Hard Error Flag (STRB bit 7) is set. 

Bit 3: Track Zero 

The state of the Track Zero input from the floppy disk 
drive is reflected in this bit of STRA A logic 'V on the Track 
Zero input inhibits step pulses during an STZ command. 

Bit 4: Write Protect 

The Write Protect input from the floppy disk drive is 
reflected by bit 4 of STRA A high level (logic '1') on the 
WPT input during the execution of any write command 
results in a write error (bit 6 of STRB set) 

Bit 5: Track Not Equal 

If the track address read from the address ID field does not 
coincide with the address in the LTAR, the Track Not Equal 
bit is set Track Not Equal applies to all non-free format 
read/write commands, and is reset after a non-free format 
read/write command is issued 

Bit 6: Index 

The state of the index input appears in bit 6 of STRA The 
index input is used to count the number of disk revolutions 
while the FDC is looking for the address ID field (see opera- 
tion of STRB bit 3) during the address search phase of a non- 
free format read/write command 

Bit 7: Busy 

When Busy is a logic T, the FDC is executing a command 
and no new commands can be issued 

SECTOR ADDRESS REGISTER (SAR) 

Hex address 4, write only 



STATUS REGISTER B (STRB) 

Hex address 4, read only 



Bit 7 | Bit 6 | Bit 5 


Bit4 I Bit 3 | Bit 2 ( Bit 1 | BitO 


Not Used 


5 Bit Sector Address 



Before a data transfer macro command (SSW, SWD, 
SSR, RCR, MSW, MSR) is issued, the address of the sector 
on which the operation is to be performed must be written 
into the SAR The address in the sector address byte of an 
Address ID field of the disk is compared with the contents of 
the SAR. During an MSWor MSR command, the SAR is in- 
cremented after each sector is read or written When execu- 
tion is complete, the SAR contains the address of the last 
sector on which an operation was performed plus one At 
the completion of an STZ or SEK command, SAR is cleared 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 










Sector* 


Data* 




Data* 


Hard* 


Write" 


File 


Seek* 


Address 


Mark 


CRC* 


Trans- 


Error 


Error 


Inop- 


Error 


Unde- 


Unde- 


Errorj 


fer 






erable 




tected 


tected 




Error 



•Cleared by RESET 



The bits of the STRB represent possible error conditions 
that may occur during execution of macro commands 
Whenever STRB is reset, ISR bit 3 is also reset 

Bit 0: Data Transfer Error 

Data Transfer indicates an underflow or overflow of data. 
If a Write operation is being performed, it signifies that data 
was not presented to the DOR before the DOSR became 
empty In this case, the current contents of the DOR are 
transferred to the DOSR and the write operation continues. 
The data transfer error remains set until data is written into 
the DOR The operation of the CRC is unchanged. 

For read commands, a data transfer error indicates that 
data in the DIR was not read before the next data word from 
the disk was transferred to the DIR. The read operation con- 
tinues until sufficient data has been read from the disk to 
satisfy the requirements of the command (128 bytes for 
SSR). The error indication remains set until STRB is read, 
and the transfer request remains set until data is read from 
the DIR 

Bit 1: CRC Error 

A CRC error occurs when the CRC read from the disk does 
not match that calculated by the FDC on the data it reads 
from the disk. A CRC error can occur in three different situa- 
tions; checking the address ID field, checking the data field, 
and checking the FFR data. (See operation of CCR ) 

If the CRC error occurs during the check of an address ID 
field, Sector Address Undetected (STRB bit 3) will also be 
indicated (see Table 6) A CRC error of a data field is in- 
dicated by a CRC error and no sector address error 

Bit 2: Data Mark Undetected 

If a valid mark is not detected in the data block of a sector, 
it is indicated by a Data Mark Undetected error Data Mark 
Undetected is reset after a non-free format Read/Write com- 
mand is issued. 

Bit 3: Sector Address Undetected 

The sector address bit can be set on two conditions, not 
finding the sector address and a CRC error on an address ID 
field. 

If the disk makes three revolutions during an address 
search operation and the sector address specified in the sec- 
tor address register is not found in any of the address ID 
fie ! ds, a sector address undetected condition is indicated 

A CRC error that occurs on an address ID field will set bit 3 
also. Table 6 shows how bits 1 and 3 are related 
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TABLE 6 - RELATIONSHIP OF CRC ERROR AND 
SECTOR ADDRESS UNDETECTED 



CRC Error 
(STRB 1) 


Sector 

Address 

Undetected 

(STRB 3) 


Condition 




1 
1 



1 

1 


No Error 
Sector Address not Detected 

CRC Error on a Data Field 
CRC Error on Address ID Field 



Bit 4: Seek Error 

An STZ (Seek Track Zero) command that never receives a 
track zero indication on the track zero input will result in a 
Seek Error (see description of STZ command) 

Bit 5: File Inoperable 

The state of the File Inoperable input appears in bit 5 If 
the File Inoperable input is a T, a pulse of width 1/f (where 
f = Frequency of the clock input) is issued on the FIR output 
when STRB is read. Fl is not latched but the input is gated to 
the bus when STRB is read. 

Bit 6: Write Error 

If the WPT input becomes a high level (logic 'V) during the 
execution of a write command the write error bit is set. 

Bit 7: Hard Error 

If the Ready input becomes a '0' during the operation of a 
command (Busy is set), a hard error indication will result 

GENERAL COUNT REGISTER (GCR) 

Hex address 5, write only 



Not 
Used 



Bit6 | Bit5 I Bit4 | Bit3 { B i t 2 | Bit 1 | BitO 



7 Bit Count for Track Number on SEK Command 
and Sector Count for MSR or MSW Command 



The GCR contains the destination track address for the 
R/W head on an SEK Macro Command. The contents of the 
GCR are transferred to the CTAR at the end of the SEK 
Command. For multi-sector read or write operations (MSR, 
MSW), the GCR contains the number of sectors to be read 
minus one During the MSR or MSW execution the GCR is 
decremented after each sector is read or written. 



CRC CONTROL REGISTER (CCR) 

Hex address 6, write only 



Bit 7 | Bit 6 | Bit 5 | Bit 4 | Bit 3 | Bit 2 


Bit 1 


BitO 


Not Used 


Shift 
CRC 


CRC 
Enable 



The CCR information is used only in the free format com- 
mands, for all other commands this register is masked and 
has no function 

Bit 0: CRC Enable 

During an FFW command, CRC Enable is set by software 
and CRC generation takes effect on the next transfer of data 
from DOR to DOSR (see Figure 25) The CRC generation 
continues until Shift CRC (CCR bit 1) is set 

For an FFR command, CRC Enable is set by software and 
CRC generation takes effect on the next data read from DIR 
The calculation continues for all data bytes read from DIR 
until CRC Enable is reset The bytes read previous to reset- 
ting CRC Enable are considered the CRC information bytes 
and the CRC check is made against them. 

Bit 1: Shift CRC 

Bit 1 is valid only tor the FFW command After setting, it 
takes effect on the next transfer of data from DOR to DOSR 
(see Figure 26). Setting Shift CRC terminates the CRC 
calculation and causes the CRC calculated on all the data 
written into DOR up to the setting of bit 1, to be shifted out 
the WDT output The CRC calculation will not include any 
data written to DOR after Shift CRC is set 

LTAR (LOGICAL TRACK ADDRESS) 

Hex address 7, write only 



Not 
Used 



Bit 6 | Bit 5 I Bit 4 | Bit 3 | Bit 2 | Bit 1 | BitO 



7 Bit Logical Track Address 



When a read or write macro^ command (SSW, SWD, 
SSR, RCR, MSW, MSR) is issued, the address of the track 
on which the operation is to be performed must be written 
into the LTAR The address in the track address byte of an 
Address ID field of the disk is compared with the contents of 
the LTAR The contents of LTAR are not affected by the ex- 
ecution of any of the commands 
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Read Data 
Byte frc 
DIR 



FIGURE 25 - CCR CONTROL REGISTER TIMING FOR AN FFR COMMAND (READ) 

Read Data 

Byte 2 from 

DIR 

(Data 2) 

± 



Read Data 

Byte 1 from 

DIR 

(Data 1) 




CRC Enable 
(CCRO) 



2 
o 



CRC Calculation includes Data Byte 1 through Data Byte n 



FIGURE 26 - CCR CONTROL REGISTER TIMING FOR AN FFW COMMAND (WRITE) 



CO 
00 
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from DOR 
to DOSR 



CCRO 

(CRC Enable) 



CCR1 

(Shift CRC) - 



Write 

Byte 

to DOR 



CCR Enable Set 
(CCR0=1) 
CCR 1=9 



Write 


Write 


Write 


Shift 






Byte 2 


Byte 3 


Byte n 


CCR Set 


Write Byte 


Write Byte CCR Set 


to DOR 


to DOR 


to DOR 


(CCR0=1) 


n+1 to DOR 


n+2 to DOR (CCR0=0) 


Data 2) 


(Data 3) 


(Data n) 


CCR1=1 


(Data n + 1) 


(Data n+2) CCR0=D 




WDT — - 1 1 ; 

Output _J Data0 I Data1 

The CRC Calculation includes Data Byte 1 through Data Byte n 1 
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TABLE 7 - PROGRAMMING REFERENCE DATA 

Table 7 is a summary of the information in the data sheet and can be used as a reference when programming the MC6843 



Registers 


Hex 
Address 


R/W 
Mode 


Data Bits 



DOR 





WO 


Bit 7 


| Bit 6 


Bit 5 | Bit 4 | Bit 3 | Bit 2 


Bit 1 


I BitO 


8 Bits of Data Uod for a Disk Write Operation 



| BitO 



8 Bits of Data Used for a Disk Read Operation 



CTAR 


1 


R/W 


Bit 7 


Bit 6 | Bit 5 | Bit 4 | Bit 3 | Bit 2 | Bit 1 j Bit 


Not Used 


7 Bit Track Address of Current Head Position 



CMR 


2 


WO 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 | Bit 2 ] Bit 1 | Bit 


Function 

Interrupt 

Mask 


ISR3 

Interrupt 

Mask 


DMA 
Flag 


FWF 


Macro Command 



ISR 


2 


RO 


Bit 7 | Bit 6 | Bit 5 | Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


Not Used 


STRB 


Status * 
Sense 
Request 


Settling * 

Time 
Complete 


Macro * 
Command 
Complete 



SUR - 


3 


WO 


Bit 7 


j Bit 6 | Bit 5 | 


Bit 4 


Bit 3 


| Bit 2 } Bit 1 


BitO 


Track to Track Seek Time 


Head Settling Time 



STRA 


3 


RO 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


Busy 


Index 


Track * 
Not 
Equal 


Write 
Protect 


Track 
Zero 


Drive 
Ready 


Delete * 
Data Mark 
Detected 


Data ' 

"I ransfer 
Request 



SAR 


4 


WO 


Bit 7 


| Bit 6 | 


Bit 5 


Bit 4 


Bit 3 | Bit 2 | Bit 1 


| BitO 


Not Used 


5 Bit Sector Address 



STRB 


4 


RO 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


BitO 


Hard 
Error 


Write 
Error 


File 
Inoperable 


Seek 
Error 


Sector * 

Address 

Undetected 


Data * 
Mark 
Undetected 


CRC 
Error 


Data 
Transfer 



j Bit 4 j Bit 3 j Bit 2 | Bit 1 | Bit 



7 Bit Count for Track Number on SEK or Sector Count for MSR or MSW 



CCR 


6 


WO 


Bit 7 | Bit 6 | Bit 5 | Bit 4 | Bit 3 | Bit 2 


Bit 1 


BitO 


Not Used 


Shift CRC 


CRC Enable 



LTAR 


7 


WO 


Bit 7 


Bit 6 | Bit 5 | Bit 4 | Bit 3 | Bit 2 | Bit 1 | Bit 


Not Used 


7 Bit Search Track Address 



RO - Read Only 
WO- Write Only 
R/W - Read/Write 



•Cleared by Reset 



MACRO COMMANDS 



Hex Code 


Instruction 


Hex Code 


Instruction 


2 


STZ 


A 


FFR 


3 


SEK 


B 


FFW 


4 


SSR 


C 


MSR 


5 


SSW 


D 


MSW 


6 


RCR 






7 


SWD 
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Table 8 is a list of all error flags showing what conditions will cause the error, 
the instructions for which they are valid, and what conditions reset them. 



I 



Name 


Flag 


Set Condition 


Reset Condtiion 


Command 


Track Not 
Equal 


STRA5 


The track address that is read from the disk does not 
coincide with the content of the LTAR 


Upon issuance of SSW, 
SSR,SWD, rcr,!msr, 
MSW command 


SSW, SSR, SWD, 
RCR, MSR.MSW 


Data Transfer 
Error 


STRBO 


During the data transfer between the drive and the 
MPU or memory, an overrun or underflow occurs 


Reading of STRB 


SSW, SSR, SWD, 
RCR,MSR,MSW, 
FFR, FFW 


CRC Error 


STRB1 


In checking the CRC of an ID field or a Data field, 
a CRC error occurs 


Reading of STRB 


SSW, SSR, SWD, 
RCR, MSR, MSW, 
(FFR) 


Data Mark 
Undetected 


STRB2 


If data address mark (FB or F8) is not detected within 
32 bytes after the address ID field has been detected 


Upon issuance of SSW, SSR, 
SWD, RCR,MSR,MSW 
Command 


SSR, RCR, MSR 


Sector Address 
Undetected 


STRB3 


(1 ) The sector address that coincides with the contents 
of the SAR does not exist on the track 

(2) A CRC error occurs in checking the ID field 


Reading of STRB 


SSW, SSR, SWD, 
RCR, MSR, MSW 


Seek Error 


STRB4 


During a STZ command, the TKZ input remains low 
after 83 pulses have been issued on the STP output 


Reading of STRB 


STZ 


Fl 


STRB5 


File Inoperable input is high 


Reading STRB causes the 
FIR output to go High This 
should reset the Fl input 


SSW, SWD, MSW, 
FFW 


Write Error 


STRB6 


The WPT input is high, and a write opeiation 
is executed 


Reading of STRB with 
either WGT or WPT reset. 


SSW, SWD, MSW, 
FFW 


Hard Error 


STRB7 


During the execution of command (Busy is 1 ) the 
RDY input becomes low. 


Reading of STRB 


All commands 
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MOTOROLA 



MC6844 

(1.0 MHz) 

MC68A44 

(1.5 MHz) 

MC68B44 

(2.0 MHz) 



DIRECT MEMORY ACCESS CONTROLLER (DMAC) 

The MC6844 Direct Memory Access Controller (DMAC) performs the 
function of transferring data directly between memory and peripheral 
device controllers. It directly transfers the data by controlling the ad- 
dress and data bus in place of an MPU in a bus organized system 

The bus interface of the MC6844 includes select, read/write, inter- 
rupt, transfer request/grant, a data port, and an address port which 
allow data transfer over an 8-bit bidirectional data bus. The funtional 
configuration of the DMAC is programmed via the data bus The inter- 
nal structure provides for control and handling of four individual chan- 
nels, each of which is separately configured Programmable control 
registers provide control for data transfer location and data block 
length, individual channel control and transfer mode configuration, 
priority of channel servicing, data chaining, and interrupt control 
Status and control lines provide control to peripheral controllers 

The mode of transfer for each channel can be programmed as one of 
two single-byte transfer modes or a burst transfer mode. 

Typical MC6844 applications are a Floppy Disk Controller (FDC) and 
an Advanced Data Link Controller (ADLC) DMA interface 

MC6844 features include 

• Four DMA Channels, Each Having a 16-Bit Address Register and 
a 16-Bit Byte Count Register 

• 2 M Byte/ Sec Maximum Data Transfer Rate 

• Selection of Fixed or Rotating Priority Service Control 

• Separate Control Bits for Each Channel 

• Data Cham Function 

• Address Increment or Decrement Update 

• Programmable Interrupts and DMA End to Peripheral Controllers 
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FIGURE 2 - BLOCK DIAGRAM OF DMAC 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c* 


- 3 to +70 


V 


Input Voltage 


V,n* 


-0 3 to +7 


V 


Operating Temperature Range 
MC6844, MC68A44, MC68B44 
MC6844C, MC68A44C 


T A 


T L to T H 

to +70 

- 40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either Vss 
or Vqc) 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


0JA 


100 
50 
60 


°C/W 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = t a +(Pd»0ja) (1) 

Where. 

Ta = Ambient Temperature, °C 

0JA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = PlNT+PPORT 

P|NT s 'CC X VCC- Watts - Chip Internal Power 
PpORT s Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

p D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K=Pd»(Ta + 273°C) + 0ja»PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 



DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc ±5%, Vss = 0, Ta = T[_ to Th unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage All Inputs 


V|H 


VsS+20 




Vr.c 


V 


Input Low Voltage CS/TxAKB 

Other Inputs 


V|L 


VSS-03 
Vss-03 


- 


o o 
+ + 
co co 

CO CO 

> > 


V 


Input Leakage Current (V in - to 5 25 V) Tx RQ0-3, E, RESET, DGRNT 


l.n 


- 


- 


25 


ma 


Three-State Leakage Current A0-A15, R/W 
(V in = 4to2 4V) D0-D7 


'TSI 


-10 


- 


10 


ma 


Output High Voltage 
(l Load= -205/iA D0-D7 
<'Load=-1 4 5/iA) A0-A15, R/W 
< ! Load = - 100 nA) All Others 


V H 


VsS+24 
Vss+24 
VsS+24 


- 


- 


V 


Output Low Voltage di_oad = 1 6 mA ) All Others 


Vol 


- 


- 


VsS+04 


V 


Source Current (V ln = V, Figure 10) CS/Tx AKB 


'CSS 


- 


10 


16 


mA 


Internal Power Dissipation (Measured at Ta = T|_ to Th) 


pint 


- 


500 


750 


mW 


Capacitance ( V in = 0, T a = 25°C, f = 1 MHz) E 

D0-D7, CS, A0-A4, R/W 
All Others 


Cm 


- 


- 


20 
12 5 
10 


pF 


Cout 


- 


- 


12 


pF 
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MPU MODE TIMING (See Notes 1 and 2) 



Idem. 
Number 


Characteristic 


Symbol 


MC6844 


MC68A44 


MC68B44 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


US 


2 


Pulse Width, E Low 


PW Et 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


t r ,tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


_ 


60 


- 


TBD 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


- 


20 


- 


20 


- 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Peripheral Output Data Delay Time 


tDDR 


- 


290 


- 


180 


TBD 


ns 


31 


Peripheral Input Data Setup Time 


tDSW 


165 


- 


80 


- 


60 | - 


ns 




FIGURE 3 - MPU MODE TIMING 
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NOTES 

1 Voltage levete shown are V|_<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 4 - MODE 1 TIMING 
(TSC STEAL MODE) 
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FIGURE 5 - MODE 2 TIMING 
(HALT STEAL MODE) 
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FIGURE 6 - MODE 3 TIMING 
(HALT BURST MODE) 
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DMA TIMING (Load Condition Figure 7) 



Characteristic 


Symbol 


MC6844 


MC68A44 


MC68B44 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Tx RQ Setup Time 
E Rising Edge 
E Falling Edge 


tTQS1 
tTQS2 


120 
210 


- 


120 
210 


- 


120 
170 


- 


ns 


Tx RQ Hold Time 
E Rising Edge 
E Falling Edge 


tTQH1 
*TQH2 


20 
20 


- 


10 
10 


- 


10 
10 


- 


ns 


DGRNT Setup Time 


tDGS 


155 


- 


125 


- 


115 


- 


ns 


DGRNT Hold Time 


tDGH 


10 


- 


10 


- 


10 


- 


ns 


Address Output Delay Time A0-A15, R/W 


*AD 


- 


270 


- 


180 


- 


150 


ns 


Address Output Hold Time A0-A15, R/W 


tAHO 


30 


- 


20 


- 


20 


- 


ns 


Address Three-State Delay Time A0-A15, R/W 


tATSD 


- 


720 


- 


460 


- 


370 


ns 


Address Three-State Recovery Time 


tATSR 


- 


430 


- 


280 


- 


210 


ns 


Delay Time DRQT, DRQ2 


tDQD 


- 


375 


- 


250 


- 


200 


ns 


Tx AK Delay Time 
E Rising Edge 
DGRNT Rising Edge 


tTKD1 
tTKD2 


- 


400 
190 


- 


310 
160 


- 


250 
145 


ns 


IRQ/DEND Delay Time 
E Falling Edge 
DGRNT Rising Edge 


tDED1 
tDED2 


- 


300 
190 


- 


250 
160 


- 


230 

145 


ns 


Tx STB Output Delay Time 


tTD 


- 


270 


- 


180 


- 


150 


ns 


Tx STB Output Hold Time 


tTH 


- 


20 


- 


20 


- 


20 


ns 



FIGURE 7 - TEST LOADS 



FIGURE 8 - CS/Tx AKB 
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INTRODUCTION 

The MC6844 DMAC has four DMA channels which can be 
independently configured by software using fifteen ad- 
dressable registers. Eight of the addressable registers are 
16-bit registers, and seven are 8-bit registers Associated 
with each channel are a 16-bit Address Register, a 16-bit 
Byte Control Register, and an 8-bit Channel Control 
Register. The DMAC also has three 8-bit registers which af- 
fect all of the channels: the Priority Control Register, the In- 
terrupt Control Register, and the Data Chain Register. A 
block diagram of the DMAC is presented in Figure 2. 

SOFTWARE INITIALIZATION 

A channel is initialized for DMA by loading the channel ad- 
dress register with the desired starting DMA address and the 
channel byte control register with the number of bytes to be 
transferred In addition, the channel control register must be 
initialized for the direction of data transfer, for address 
register increment or decrement after each byte transfer, and 
for DMA transfer mode. 

Each channel can be initialized for one of three transfer 
modes Mode 1, Mode 2, or Mode 3. Two read-only status 
bits in the channel control register indicate when the channel 
is busy transferring a block of data and when the DMA 
transfer of a block of data is complete 

The priority control register, the interrupt control register, 
and the data chain registers must also be initialized 

The priority control register enables/disables each channel 
and determines whether channel service requests are servic- 
ed in a fixed or a rotating prio rity The interrupt control 
register controls assertion of IRQ interrupt by each channel 
at the end of a data block transfer and sets a flag when IRQ is 
asserted The data chain register controls selection of two or 
four channel operation, selection of data chaining operation, 
and the channel to be updated in the data chaining mode 

When data chaining is enabled, the contents of the chan- 
nel 3 address and byte count registers are stored into the cor- 
responding registers of the channel selected for chaining 
after the channel data block transfer is completed This 
feature allows for repetitively reading or writing a block of 
memory 

HARDWARE INITIALIZATION 



At power-on reset (POR) and anytime RESET is asserted, 
all device registers except the address and byte count 
registers are cleared Therefore, the state of the DMAC after 
reset is as follows 

• all DMA channels are disabled, 

• all interrupts are disabled, 

• all flags are cleared, 

• address register decrement is selected fox each 
channel, 

• mode 2 is selected for each channel, 

• peripheral controller wirte-to-memory is selected for 
each channel, 

• two-channel operation is selected, and 

• data chaining is disabled 



DMAC BUS CONTROL 

During DMA operation, the DMAC controls the system 
address and data bus es and generates system R/W The 
DMAC also generates Tx STB, which can be used to derive 
system VMA, Tx AKA and Tx AKB, whi ch can be used to 
identify which DMA channel is in service, DRQ1 and DRQ2, 
which are used for handshaking with the system MPU, 
DEND, which is asserted when the last byte of a data block is 
being transferred, and IRQ, which when enabled will inter- 
rupt the system MPU when a data block transfer is com- 
pleted Data itself does not pass through the DMAC, but is 
transferred between memory and peripheral under control of 
the DMAC 

TRANSFER MODES 

Each DMAC channel can be programmed to operate in 
one of three modes * Two of the modes, mode 1 and mode 
2, are single-byte transfer modes in which the DMAC returns 
the bus to the MPU after eac h DM A tr ansfer by negating the 
appropriate DMA Request (DRQ1 or DRQ2) These modes 
are intended to be used in applications requiring the MPU to 
regain control of the bus after each byte transfer Timing in- 
formation for modes 1 and 2 is presented in Figures 4 and 5 

Mode 3 is a block transfer mode in which the DMAC re- 
tains control of the bus until the last byte of the DMA data 
block has been transferred (byte control register 0), if 
DGRNT remains asserted during the entire block transfer In 
mode 3, byte transfers are possible at the DMAC clock fre- 
quency by asserting Tx RQ each cycle This mode offers the 
highest DMA transfer rate Mode 3 timing is presented in 
Figure 6 

A flowchart of DMAC operation in each mode is presented 
in Figure 9 

FUNCTIONAL PIN DESCRIPTIONS 

V C C AND Vss 

VCC and Vss provide power to the DMAC The power 
supply should provide +5 V ±5% to Vcc ^SS snou ' c ' ^ e 
tied to ground Total power dissipation will not exceed Pp 
milliwatts 



RESET 

This input is used to place the DMAC into a known state 
and pro vide for an orderly startup procedure Assertion of 
RESET clears all internal registers except the address and the 
byte count registers (see Hardware Initialization) 

E (ENABLE) 

This TTL-compatible input is used to clock the DMAC 
with the MPU E clock. In systems that perform single-byte 
transfers by stretching the MPU clock rather than by halting 
the MPU, the system must be designed to provide a non- 
stretched E clock to this pin Clock modules such as the 
MC6875 are available which provide a separate stretchable E 
clock to externally-driven MPUs and a non-stretched clock to 
the DMAC 



"Modes 1, 2, and 3 are also called TSC Steal, HALT Steal, and 
HALT Burst modes 
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FIGURE 9 - FLOWCHART OF DMAC OPERATION 
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READ/WRITE (R/W) 

This TTL-compatible bidirectional line is a high-impedance 
input when the DM AC is off the system bus (MPU mode), 
and an output when the DMAC is controlling the bus (DMA 
mode) In the MPU mode, this input is used to control the 
direction of data transfer through the DMAC data bus inter- 
face to allow MPU reads and writes to internal registers In 
the DMA mode, Read/Write is an output to the system bus, 
with its state controlled by bit of the appropriate channel 
control register 

ADDRESS A0-A15 

Address lines A0-A4 are bidirectional In the MPU mode, 
these lines are inputs used by the MPU to address DMAC 
registers In the DMA mode, these lines and lines A5-A15 are 
outputs which assert the contents of the address register of 
the channel being serviced Address lines A0-A15 are TTL 
compatible 

DATA D0-D7 

These bidirectional TTL-compatible lines are used for data 
transfer between the MPU and the DMAC These lines re- 
main in the high-impedance state except when the MPU 
reads DMAC registers. 

INTERRUPT REQUEST/DMA END (IRQ/DEND) 

Interrupt Request/ DMA End is a TTL-compatible, time- 
multiplexed, active low output used to interrupt the MPU 
and signal a peripheral controller when a DMAC data block 
transfer has ended DEND is asserted during the transfer of 
the last data byte of a block transfer for one E clock cycle 
(see Figures 4, 5, and 6). IRQ is asserted after the last byte 
transfer of a block transfer if enabled by setting the proper 
DEND IRQ enable bit in the interrupt control register (see 
Table 2) Once asserted, IRQ is negated by reading the chan- 
nel control register of the channel asserting the interrupt 

TRANSFER REQUEST (Tx RQO-3) 

Associated with each channel is a high-impedance input 
pin used by a peripheral controller to request DMA service by 
the channel. The Tx RQ pins are sampled by the DMAC in an 
order of priority determined by the software-programmable 
state of the priority control register The Tx RQ pins for 
channels programmed for mode 1 or mode 2 operation 
(single-byte transfer modes) are sampled on the rising edge 
of E If Tx RQ for one of these channels is asserted when 
sampled, the DMAC will perform one DMA byte transfer for 
the channel before sampling the Tx RQ pin of the channel 
next in the priority The Tx RQ pins for channels programm- 
ed for mode 3 operation (block transfer mode) are sampled 
on the rising edge of E for the first DMA byte transfer only If 
a Tx RQ for one of these channels is asserted when sampled, 
the first byte of the channel data block is transferred, then 
the Tx RQ pin is sampled on falling edges of E for subsi- 
quent byte transfers (see Figure 6) Once a channel program- 
med for mode 3 operation begins DMA, that channel has 
priority of servicing until the channel completes its entire 
block transfer 



DMA REQUEST 1-2 (DRQ1, DRQ2) 

These active low TTL-compatible outputs are used by the 
DMAC to handshake wit h the M PU in requesting the system 
bus for DMA operation DRQ1 is asserted to indicate that a 
cha nnel co nfigured for mode 1 operation requires servicing, 
and DRQ2 is asserted to indicate that a channel configured for 
mode 2 or mode 3 operation requires servicing Once 
asserted, each output remains asserted until the DMAC 
completes one DMA byte transfer in mode 1 and mode 2 
DMA, or an entire byte block transfer in mode 3 DMA 

DMA GRANT (DGRNT) 

This high-impedance input is used to enable MC6844 
DMA operation and should be asserted only after the MPU 
has relinquished the system bus to the DMAC Typically, 
DGRNT will be asserted by the MPU in response to a DMA 
request, indicating that the system bus is available for DMA 



T RANSFE R STROBE (Tx STB) 

Tx STB is asserted during each DMA transfer cycle and 
can be used as a transfer ack nowledge for peripheral con- 
trollers and as a system VMA Tx STB is a TTL-compatible 
output 

TRANSFER ACKNOWLEDGE A (Tx AKA) 

Transfer Acknowledge A is asserted during DMA opera- 
tion and can be used with Tx AKB to identify the DMA chan- 
nel being serviced, as shown in Table 1 

CHjP^SELECT/TRANSFER ACKNOWLEDGE B 
(CS/Tx AKB) 

This bidirectional pin serves two functions During MPU 
operation it is a chip-select input which when asserted allows 
MPU access to the DMAC registers During DMA transfers 
this pin is for Tx AKB output, used with Tx AKA to identify 
the DMA channel being serviced (see Table 1) 



TABLE 1 - ENCODING ORDER 



CS/Tx AKB 


Tx AKA 


Channel # 














1 


1 


1 
1 




1 


2 
3 



DMAC REGISTERS 

All DMAC registers are read/write regsiters, although 
some of the register status bits are read-only Table 2 
presents a summary of the DMAC control registers, and 
Table 3 lists address and byte count register addresses. 

ADDRESS REGISTERS 

Associated with each DMA channel is an address register 
which stores the 16-bit address to be asserted on the system 
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TABLE 2 - DMAC CONTROL REGISTERS 



Register 


Address 
(Hex) 








Register 


Content 








Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit3 


Bit 2 


Bit 1 


BitO 


Channel 
Control 


1x* 


DMA End 

Flag 
(DEND) 


Busy/ Ready 
Flag 


Not Used 


Not Used 


Address 
Up/ Down 


MCA 


1 MCB 


Read/Write 
(R/W) 


Pnonty 
Control 


14 


Rotate 
Control 


Not Used 


Not Used 


Not Used 


Request 

Enable #3 

(RE3) 


Request 

Enable #2 

(RE2) 


Request 

Enable #1 

(RED 


Request 

Enable #0 

(REO) 


Interrupt 
Control 


15 


DEND 
IRQ 
Flag 


Not Used 


Not Used 


Not Used 


DEND IRQ 

Enable #3 

(DIE3) 


DEND IRQ 

Enable #2 

(DIE2) 


DEND IRQ 

Enable #1 

(DIED 


DEND IRQ 

Enable #0 

(DIEO) 


Data Chain 


16 


Not Used 


Not Used 


Not Used 


Not Used 


Two/ Four 

Channel 

Select (2/4) 


Data Chain 
Channel 
Select B 


Data Chain 
Channel 
Select A 


Data Chain 
Enable 



*The x represents the binary equivalent of the channel desired 




TABLE 3 - ADDRESS AND BYTE COUNT REGISTERS 



Register 


Channel 


Address 
(Hex) 


Address High 
Address Low 
Byte Count High 
Byte Count Low 









1 
2 
3 


Address High 
Address Low 
Byte Count High 
Byte Count Low 


1 
1 
1 
1 


4 
5 
6 
7 


Address High 
Address Low 
Byte Count High 
Byte Count Low 


2 
2 
2 
2 


8 
9 
A 
B 


Address High 
Address Low 
Byte Count High 
Byte Count Low 


3 
3 
3 
3 


C 
D 
E 
F 



address bus during the next DMA cycle of the channel After 
each DMA byte transfer, the address register will increment 
or decrement according to the state of bit 3 of the ap- 
propriate channel control register The starting address of a 
DMA data block should be stored in the address register of a 
channel to be used before beginning DMA operation with 
the channel 



BYTE COUNT REGISTERS 

Each channel has a 16-bit byte count register which stores 
the number of DMA cycles remaining in a channel DMA 
block. This register should be loaded with the number of 



bytes to be transferred by a channel before the channel 
begins DMA The byte count register is decremented at the 
beginning of a DMA cycle 



CHANNEL CONTROL REGISTERS 

A channel control register associated with each channel is 
used to control the channel mode of operation, the state of 
the R/W line during DMA, and whether the channel address 
register will increment or decrement after each DMA cycle 
The channel control registers contain two read-only status 
flags which report the status of the channel The channel 
control register bits are defined as follows 
Bit R/W Read/Write The direction of DMA transfer is 
determined by the state of this bit When this 
bit is a "1", R/W will be asserted high by the 
DMAC during DMA, and memory will be read 
by the peripheral controller When this bit is a 
"0", R/W will be asserted low by the DMAC 
during DMA and data transfer will be from the 
peripheral controller to memory 
Bit 1 MCB Mode Control B This bit is used to select the 
channel DMA mode When this bit is a "1", 
mode 3 operation is selected When this bit is 
clear, either mode 1 or mode 2 operation is 
selected according to the state of channel con- 
trol register bit 2 Table 4 shows the DMA 
mode options. 



TABLE 4 - DMA MODE SELECT 


MCA 


MCB 


DMA Transfer Mode 








Mode 2 





1 


Mode 3 


1 
1 




1 


Mode 1 
Undefined 
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Bit 3 



Bits 4-5 
Bit 6 



Bit 2 MCA Mode Control A. This bit is used with MCB to 
select the channel DMA mode. When MCB is 
set, this bit must be clear and mode 3 opera- 
tion is selected Setting both MCA and MCB 
to a "1" places the DM AC into an undefined 
mode of operation With MCB clear, setting 
MCA to a "1" places the channel into mode 1 
and clearing MCA places the channel into 
mode 2 (see Table 2). 

Address Up/ Down Bit 3 controls address 
register increment/decrement during DMA If 
this bit is set to a "1", the address register in- 
crements with each DMA cycle, if it is clear, 
the address register decrements with each 
DMA cycle 
Not used 

Busy/ Ready Flag The Busy/ Ready flag is 
read-only status bit that indicates a DMA block 
transfer is in progress in the channel. After in- 
itializing the channel for a block transfer (ad- 
dress register, byte count register, etc ), this 
flag sets when Tx RQ is recognized and clears 
during the last block byte transfer 

Bit7DEND DMA End Flag (DEND) The DEND flag is used 
to indicate when a DMA transfer is complete. 
This flag is set during the transfer of the last 
byte of a DMA block and is cleared by reading 
the channel control register This flag will 
generate an IRQ interrupt if enabled in the in- 
terrupt control register 

PRIORITY CONTROL REGISTER 

The Priority Control Register is used to individually enable 

each DMA channel and to select the channel service priority 

scheme, with bits defined as follows 

Bits 0-3 REO-3 Request Enable 0-3 Each DMA channel is in- 
dividually enabled by setting the appropriate 
RE bit (REO for channel etc ) in the priority 
control register A clear channel RE bit in- 
hibits recognition of Tx RQ for the channel 

Bits 4-6 Not used 

Bit 7 Rotate Control One of two channel service 

priority schemes can be selected by bit 7 
When this bit is "0", the fixed priority of ser- 
vicing is selected in which channel has 
highest priority, channel 1 has the next 
highest priority, channel 2 the next highest 
priority, and channel 3 the last priority When 
this bit is set to a "1", the rotating priority of 
servicing is selected. Rotating priority is in- 
itially the same as fixed priority, in that the 
lower numbered channels initially have the 
higher priroities However, once a channel is 
serviced in the rotating priority mode, that 
channel is given last priority of servicing In 
this scheme the channel last serviced gets 
the last priority 



INTERRUPT CONTROL REGISTER 

The interrupt cont rol re gister allows the user to selectively 
enable each channel IRQ interrupt When enabled, an IRQ is 
generated when a DMA block transfer is complete The in- 
terrupt cont rol register also has a flag to indicate that the 
DMAC IRQ is asserted Interrupt control register bits are 
defined as follows' 

Bits 0-3 DIEO-3 DEND IRQ Enable These bits enable in- 
dividual channel IRQ interrupts when set to 
"1", and mask these interrupts when 
cleared The register bit number is the same 
as the chan nel number controlled by the 
bit. An IRQ is asserted only when a DMA 
block transfer is completed 
Bits 4-6 Not used 

Bit 7 DEND IRQ Flag This read-only bit is set to 

a "1" when the DMAC IRQ is asserted, in- 
dicating the end of a channel block transfer 
(DEND assertion) with int errupt enabled 
This flag is cleared and IRQ is negated by a 
read of the channel control register of the 
channel causing the IRQ interrupt. 

DATA CHAIN REGISTER 

Repetitive reading or writing of a block of memory can 
best be performed using the data chain function This func- 
tion transfers the contents of the channel 3 address and byte 
count registers into the respective registers of the channel 
selected for data chaining These contents are transferred 
during the E cycle following the transfer of the last byte of a 
block by the selected channel The data chain register is 
defined as follows - 

Bit DCE Data Chain Enable Data chaining is en- 

abled when this bit is set to a "1" When 
this bit is clear, data chaining is disabled 
Bit 1-2 DCA/B Data Chain Select A, B The state of these 
two bits determine which channel will be 
updated when data chaining is enabled, as 
listed in Table 5 
Bit 3 Two/ Four Channel Select The DMAC will 

operate with either two channels or four 
channels, depending on the state of this 
bit When this bit is set to a "1", the four- 
channel mode is selected, and all four chan- 
nels are selectable When this bit is clear, 
the two-channel mode is selected and only 
channels and 1 are selectable 
Bits 4-7 Not used 



TABLE 5 


- CHANNEL SELECT 


DCB Bit 2 


DCA Bit 1 


Channel # 














1 


1 


1 
1 



1 


2 

Undefined 
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APPLICATIONS 

The MC6844 DMAC can be interfaced to a wide variety of 
MPUs, including the Motorola MC68000 This section offers 
examples of MC6844 interface circuits that can be used as 
starting points in designing the DMAC into a particular 
system. 

IRQ, DEND, Tx AK GENERATION 

Derivation of IRQ (Interrupt Request), DEND (DMA End), 
and Tx AK (Transfer Acknowledge) for one, two, and four- 
channel DMA is shown in Figure 10 IRQ, if enabled, is 
asserted by the DMA to interrupt the MPU whenever a DMA 
block transfer is completed. Tx AK is asserted during each 
DMA cycle and is used to handshake with a peripheral con- 
troller each time a DMA byte transfer occurs DEND is used 
to handshake with a peripheral controller each time a DMA 
block transfer is complete 




Each circuit uses DMA GRANT to demultiplex the 

IRQ/DEND DMAC output to ensure that the system IRQ is 
asserted at the proper time, only during MCU operation 
Whenever DMA GRANT is high, IRQ is negated 

The circuits also generate DEND and Tx AK for the pro- 
per channel, gated by Tx STB 

The one-channel DMA mode requires no channe l 
decoding, s o for this mode Tx AK is derived from Tx STB 
directly, and Tx STB is used to demultiplex the IRQ/DEND 
output for DEND generation 

The two-channel mode circuit is similar to the one-channel 
circuit, but uses Tx AKA to identify the active channel and 
generate the appropriate channel signal (see Table 1) 

The four-channel circuit is functionally similar to the two- 
channel circuit but uses a 74LS139 to decode Tx AKA and Tx 
AKB for channel identification The DMAC CS/Tx AKB Din 
is bidirectional during four-channel operation, so an open 
collector gate must be used to drive CS in order to avoid 
drive contention 



FIGURE 10 - IRQ, DEND, Tx AK GENERATION 
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MC68000 BUS ARBITRATION INTERFACE 

Figure 11 shows an MC6844/ MC68000 interface for 
DMAC mode 2 or mode 3 operation. The MC68000 Advanc- 
ed Information Data Sheet should be consulted for complete 
understanding of the circuit 

The MC6844 must be initialized for transfer mode, byte 
count, DMA starting addr ess, etc. 

Initially DGRNT is low, BGACK output is high, and Tx 
STB is high. The MC6844 responds to a Tx RQ by asserting 
DRQH Assertion of Tx RQ also asserts MC68000 B R For 
DMA transfer, two conditions must be met 1) DMAC DRQH 
must be asserted and 2) all bus masters must relinquish the 
system bus Once DRQH is asserted it remains asserted low 
until DMA byte transfer in the halt-steal mode or until the last 
byte of a DMA memory block is being transferred in the halt- 
burst mode A relinqui shing of the bus by all bus masters is 
indicated by negated BGACK, AS, and DTACK after the 
MC68000 asserts BG in response to a bus request 

When both conditions are met, the NAND flip-fl op is se t 
by assertion of LS138 03, asserting DGRNT and BGACK 
The DMAC then performs a byte transfer in the halt-steal 
mode or a block of byte transfers in the halt-burst mode 

The NAND flip-flop is cleared on the rising edge of Tx STB 
after asserting during each DMA cycle in the halt-steal 
mode, and during the last DMA cycle of a DMA block in the 
halt-burst mode (see MC6844 timing diagrams) 

Note that BR to the MC68000 is negated when BGACK is 
asserted, satisfying an MC68000 requirement 

MC6800 BUS ARBITRATION INTERFACE 

A typical system design, using the MC6800/MC6844, is 
shown in Figure 12 A clock generator/ driver is used which 
will stretch the MPU clock during DMA operation while 
generating a non-stretched clock for system memory Priori- 
ty logic is used to give highest priority to refresh request, 
since memory refresh and DMA transfers must not occur 
during the same E cycles 



During mode 2 or 3 DMA operation, the clock generator 
has no control over DMA Grant To prevent DMA operation 
in mode 1 during a memory refresh cycle, system E 
must be gated with refresh grant DGRNT must be the 
ORed output of bus available (BA) and DMA grant from 
the clock generator in order to support all 3 DMA modes of 
operation 

During the DMA cycle, a system VMA sig nal mus t be 
generated by the DMAC This is done by ORing Tx STB and 
the MPU VMA line 

MC6844/MC6809 BUS ARBITRATION INTERFACE 

An MC6844/MC6809 interface i s presented i n Figure 13 
This circuit ensures that MC6809 DMA/BREQ is asserted 
only during Q high, an MC68 09 requirement The circuit will 
also generate a syst em V MA (valid memory address), often 
referred to as DMA VMA 

The MC6809 does not generate a VMA output since the 
only invalid address asserted by the MPU is $FFFF with R/W 
asserted high Therefore, an MC6809 system does not nor- 
mally need a VMA circuit When usi ng the MC6844 for DMA 
in an MC6809 system, however, a VMA circuit is required 
since the address lines are floating during dead cycles bet- 
ween the MPU and DMA modes Devices on the bus must 
be deselected during this time 

Initially, in the MPU mode, DRQ1/2 is negated (high 
level), and the Q output of U3 is high The output of the ex- 
clusive OR gate U4 is therefore a low, inhibiting clocking of 
U3 by forcing the output of U5 to remain a low. When 
DRQ1/2is asserted low, the output of U4 changes to a high 
If the MC6809 Q output is high at this time, the output of U5 
changes to a high, clocking U3 If the MC6809 Q output is 
low at this time, the output of U5 will be driven high on the 
next rising edge of Q, clocking U3 When U3 is clocked, the 
Q output o f U3 changes to a low asserting MC6809 
DMA/BREQ. The output of U4 at this time is a low, since 
both of the U4 inputs are low 



FIGURE 11 - MC68000/MC6844 INTERFACE 
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FIGURE 12 - MC6800/MC6844 INTERFACE 
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FIGURE 13 - MC6844/MC6809 INTERFACE 




After the DMA transfer, DRQ1/2 is negated by the 
MC6844, forcing the output of U4 to a high Once again, U3 
will be clocked only when the MC6809 Q output is high 

VMA is generated by U1 and U2 Initially, in the MPU 
mode, U1 is clear, with a low Q output The BA (bus 
available) outpu t of th e MC680 9isalso a low Therefore, the 
output of U2 (VMA) is low (VMA asserted) When the 
MC6809 asserts BA for DMA, the output of U2 becomes 



high, indicating that the address on the system address bus 
is invalid during this dead cycle between MPU and DMA 
modes. On the next falling edge of E, U1 is clocked high 
forcing the output of U2 low during this DMA cycle When 
BA is negated after DMA, the output of U2 is forced high un- 
til the next falling edge of E, indicating invalid address during 
this dead cycle 
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CRT CONTROLLER (CRTC) 

The MC6845 CRT Controller performs the interface between an MPU 
and a raster-scan CRT display It is intended for use in MPU-based con- 
trollers for CRT terminals in stand-alone or cluster configurations 

The CRTC is optimized for the hardware/ software balance required 
for maximum flexibility All keyboard functions, reads, writes, cursor 
movements, and editing are under processor control The CRTC pro- 
vides video timing and refresh memory addressing 

• Useful in Monochrome or Color CRT Applications 

• Applications Include "Glass-Teletype," Smart, Programmable, Intel- 
ligent CRT Terminals, Video Games, Information Displays 

• Alphanumeric, Semi-Graphic, and Full-Graphic Capability 

• Fully Programmable Via Processor Data Bus Timing May Be Gen- 
erated for Almost Any Alphanumeric Screen Format, eg ,80x24, 
72x64, 132 x20 

• Single +5 V Supply 

• M6800 Compatible Bus Interface 

• TTL-Compatible Inputs and Outputs 

• Start Address Register Provides Hardware Scroll (by Page, Line, or 
Character) 

• Programmable Cursor Register Allows Control of Cursor Format 
and Blink Rate 

• Light Pen Register 

• Refresh (Screen) Memory May be Multiplexed Between the CRTC 
and the MPU Thus Removing the Requirements for Line Buffers or 
External DMA Devices 

• Programmable Interlace or Non-lnterlace Scan Modes 

• 14-Bit Refresh Address Allows Up to 16K of Refresh Memory for 
Use in Character or Semi-Graphic Displays 

• 5-Bit Row Address Allows Up to 32 Scan-Line Character Blocks 

• By Utilizing Both the Refresh Addresses and the Row Addresses, 
a 512K Address Space is Available for Use in Graphics Systems 

• Refresh Addresses are Provided During Retrace, Allowing the CRTC 
to Provide Row Addresses to Refresh Dynamic RAMs 

• Programmable Skew for Cursor and Display Enable (DE) 

• Pin Compatible with the MC6835 

MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc* 


- 3 to + 7 


V 


Input Voltage 


V,n* 


- 3 to +70 


V 


Operating Temperature Range 
MC6845, MC68A45, MC68B45 
MC6845C, MC68A45C, MC68B45C 


T A 


T L to Th 

0to70 

-40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Plastic Package 
Cerdip Package 
Ceramic Package 


0JA 


100 
60 
50 


°c/w 



'This device contains circuitry to protect the inputs against damage due to high 
static voltages or electric fields, however, it is advised that normal precautions 
be taken to avoid application of any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper operation it is recommended that V, n 
and V out be constrained to the range VsS^(Vm or V 0U t)<Vcc 



MC6845 


MC6845^1 


(1.0 MHz) 


(1.0 MHz) 


MC68A45 


MC68A45^rl 


(1.5 MHz) 


(1.5 MHz) 


MC68B45 


MC68B45 1 


(2.0 MHz) 


(2.0 MHz) 



MOS 

(N-CHANNEL, SILICON-GATE) 

CRT CONTROLLER 
(CRTC) 




a- ■ Package Suffix 



L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



GND[ 1 



RESET [ 2 
LPSTBC 3 
MA0C 4 
MA1[ b 
MA2[ 6 
MA3[ 7 
MA4C 8 
MA5[ 
MA6[ 
MA7[ 
MA8[ 
MA9[ 
MA10[ 
MA11[ 
MA12[ 
MA13[ 
DE[ 

cursor! 
vccl 



- PIN ASSIGNMENTS 



40 ]VS 
39 ]HS 
38 ] RAO 
37 ]RA1 
36 ]RA2 
35 ]RA3 
34 ]RA4 
33 ] DO 
32 ]D1 
31 3D2 
30 3D3 
29 3D4 
28 ]D5 
27 ]D6 
26 3D7 
25 ]CS 
24 ]RS 
23 3E 
22 ] R/W 
21 3CLK 
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FIGURE 2 - TYPICAL CRT CONTROLLER APPLICATION 
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RECOMMENDED OPERATING CONDITIONS 



Characteristics 


Symbol 


Min 


Typ 


Max 


Unit 


Supply Voltage 


vcc 


4 75 


50 


5 25 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, m °C can be obtained from 

Tj = t a + <pd«0ja> 11) 

Where 

Ta- Ambient Temperature, °C 

0JA S Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

P|NT- , CC X V CC/ Watts - Chip Internal Power 
PpORT — Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads 

An approximate relationship between Pq and Tj (if PpORT IS neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = P D «(T A + 273°C) + 0j a # Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 
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DC ELECTF 


UCAL CHARACTERISTICS (V C c = 5.0 Vdc ±10%, V S s = 0, Ta 


= to 70°C unless othenwse noted, see Figures 3-5) 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Input Leakage Current 


"in 


- 


01 


25 


M A 


Three-State (V C c = 5 25 V) (V in = 4 to 2 4 V) 


ITSI 


-10 


- 


10 


MA 


Output High Voltage 
<'Load=-205 M A) D0-D7 
(l Load = - 100 /*A) Other Outputs 


VOH 


24 
24 


30 
30 


- 


V 


Output Low Voltage (li_oad = 1 6 mA) 


vol 


- 


03 


04 


V 


Internal Power Dissipation (Measured at Ta = 0°C) 


pint 


- 


600 


750 


mW 


Input Capacitance D0-D7 

All Others 


C, n 


: 


: 


125 
10 


pF 


Output Capacitance All Outputs 


Cout 


- 


- 


10 


pF 


BUS TIMING CHARACTERISTICS (See Notes 1 and 2) (Reference Figures 3 and 4) 


Ident. 
Number 


Characteristic 


Symbol 


MC6845 
MC6845*1 


MC68A45 
MC68A45-61 


MC68B45 
MC68B4541 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


/IS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


pw E h 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time (RS) 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


RS Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


R/W and C"5 Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


R/Wand C5 Hold Time 


tCH 


10 


' - 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


*DHR 


20 


50* 


20 


50 # 


20 


50* 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Peripheral Output Data Delay Time 


tDDR 


- 


290 


- 


180 





150 


ns 


31 


Peripheral Input Data Setup Time 


*DSW 


165 


- 


80 


- 


60 


- 


ns 



'The data bus output buffers are no longer sourcing or sinking current by tpHR max (high impedance) 

FIGURE 3 - MC6845 BUS TIMING 
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NOTES 

1 Voltage levels shown are Vl^O 4 V, V|_j^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 4 - BUS TIMING TEST LOAD 
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FIGURE 5 - CRTC TIMING CHART 
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NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts unless otherwise noted 
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FIGURE 6 - CRTC-CLK, MA0-MA13, AND LPSTB TIMING 
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When the CRTC detects the rising edge of LPSTB in 
this period, the CRTC sets the Refresh Memory Ad- 
dress 'M + 2' into the LIGHT PEN REGISTER 

*LPD1 - t LPD2 Period of uncertainty for the Refresh 
Memory Address 

NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 




CRTC TIMING CHARACTERISTICS (Reference Figures 5 and 6) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Minimum Clock Pulse Width, Low 


p WCL 


160 


- 


ns 


Minimum Clock Pulse Width, High 


p WCH 


200 


- 


ns 


Clock Frequency 


fc 


- 


25 


MHz 


Rise and Fall Time for Clock Input 


tcr. *cf 


- 


20 


ns 


Memory Address Delay Time 


tMAD 


- 


160 


ns 


Raster Address Delay Time 


*RAD 


- 


160 


ns 


Display Timing Delay Time 


tDTD 


- 


300 


ns 


Horizontal Sync Delay Time 


tHSD 


- 


300 


ns 


Vertical Sync Delay Time 


tVSD 


- 


300 


ns 


Cursor Display Timing Delay Time 


tCDD 


- 


300 


ns 


Light Pen Strobe Minimum Pulse Width 


PW LPH 


100 


- 


ns 


Light Pen Strobe Disable Time 


*LPD1 


- 


120 


ns 


*LPD2 


- 





ns 



NOTE The light pen strobe must fall to low level before VS pulse rises 
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CRTC INTERFACE SYSTEM DESCRIPTION 



The CRT controller generates the signals necessary to in- 
terface a digital system to a raster scan CRT display. In this 
type of display, an electron beam starts in the upper left 
hand corner, moves quickly across the screen and returns. 
This action is called a horizontal scan After each horizontal 
scan the beam is incrementally moved down in the vertical 
direction until it has reached the bottom. At this point one 
frame has been displayed, as the beam has made many 
horizontal scans and one vertical scan. 

Two types of raster scanning are used in CRTs, interlace 
and non-interlace, shown in Figures 7 and 8. Non-interlace 
scanning consists of one field per frame. The scan lines in 
Figure 7 are shown as solid lines and the retrace patterns are 
indicated by the dotted lines. Increasing the number of 
frames per second will decrease the flicker. Ordinarily, either 
a 50 or 60 frame per second refresh rate is used to minimize 
beating between the CRT and the power line frequency. This 
prevents the displayed data from weaving. 

Interlace scanning is used in broadcast TV and on data 
monitors where high density or high resolution data must be 
displayed. Two fields, or vertical scans are made down the 
screen for each single picture or frame. The first field (even 
field) starts in the upper left hand corner; the second (odd 
field) in the upper center. Both fields overlap as shown in 
Figure 8, thus interlacing the two fields into a single frame. 

In order to display the characters on the CRT screen the 
frames must be continually repeated. The data to be 
displayed is stored in the refresh (screen) memory by the 
MPU controlling the data processing system. The data is 
usually written in ASCII code, so it cannot be directly 
displayed as characters. A character generator ROM is 
typically used to convert the ASCII codes into the "dot" pat- 
tern for every character. 

The most common method of generating characters is to 
create a matrix of dots "x" dots (columns) wide and "y" dots 
(rows) high Each character is created by selectively filling in 
the dots As "x" and "y" get larger a more detailed character 
may be created. Two common dot matrices are 5x7 and 
7x9 Many variations of these standards will allow Chinese, 
Japanese, or Arabic letters instead of English. Since 
characters require some space between them, a character 
block larger than the character is typically used, as shown in 
Figure 9. The figure also shows the corresponding timing 
and levels for a video signal that would generate the 
characters. 

Referring to Figure 2, the CRT controller generates the 
refresh addresses (MA0-MA13), row addresses (RA0-RA4), 



and the video timing (vertical sync - VS, horizontal sync - 
HS, and display enable - DE) Other functions include an 
internal cursor register which generates a cursor output 
when its contents compare to the current refresh address A 
light pen strobe input signal allows capture of the refresh ad- 
dress in an internal liqht pen reqister. 

All timing in the CRTC is derived from the CLK input In 
alphanumeric terminals, this signal is the character rate The 
video rate or "dot" clock is externally divided by high-speed 
logic (TTU to generate the CLK input. In alphanumeric ter- 
minals, this signahs'the character rate The video rate or 
"dot" clock is externally divided by high-speed logic (TTL) to 
generate the CLK signal The high-speed logic must also 
generate the timing and control signals necessary for the 
shift register, latch, and MUX control 

The processor communicates with the CRTC through an 
8-bit data bus by reading or writing into the 19 registers 

The refresh memory address is multiplexed between the 
processor and the CRTC. Data appears on a secondary bus 
separate from the processor's bus The secondary data bus 
concept in no way precludes using the refresh RAM for other 
purposes It looks like any other RAM to the processor A 
number of approaches are possible for solving contentions 
for the refresh memory. 

1 Processor always gets priority (Generally, "hash" oc- 
curs as MPU and CRTC clocks are not synchronized.) 

2 Processor gets priority access anytime, but can be 
synchronized by an interrupt to perform accesses only 
during horizontal and vertical retrace times 

3 Synchronize the processor with memory wait cycles 
(states) 

4 Synchronize the processor to the character rate as 
shown in Figure 10 The M6800 processor family 
works very well in this configuration as constant cycle 
lengths are present This method provides no 
overhead for the processor as there is never a conten- 
tion for a memory access. All accesses are 
transparent. 

The present version of the CRTC is being upgraded to im- 
prove functionality. This data sheet contains the information 
describing both the MC6845 (present CRTC) and the 
MC6845i!r1 (upgraded CRTC) Complete compatibility be- 
tween both versions is maintained by programming all 
register bits, which are undefined/unused, in the MC6845 
with zero's 



FIGURE 7 - RASTER SCAN SYSTEM (NON-INTERLACE) 
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FIGURE 8 - RASTER SCAN SYSTEM (INTERLACE) 




- Even Number Field (First) 



— — Odd Number Field (Second) 



FIGURE 9 - CHARACTER DISPLAY ON THE SCREEN AND VIDEO SIGNAL 
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FIGURE 10 - TRANSPARENT REFRESH MEMORY 
CONFIGURATION TIMING USING M6800 FAMILY MPU 
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TABLE 1 


- CRTC OPERATING MODE 


RESET 


LPSTB 


Operating Mode 




1 
1 



1 


1 


Reset 

Test Mode 

Normal Mode 

Normal Mode 



MPU Accesses 
Refresh Memory 



The test mode configures the memory ad- 
dresses as two independent 7-bit counters to 
minimize test time 



! | 

H t cyc = nxt c or t c /m *-, 

I I 



Where m, n are integers, t c is character period 



PIN DESCRIPTION 



i 



PROCESSOR INTERFACE 

The CRTC interfaces to a processor bus on the bidirec- 
tional data bus (D0-D7) using CS, RS, E, and R/W for con- 
trol signals 

Data Bus (D0-D7) - The bidirectional data lines (D0-D7) 
allow data transfers between the internal CRTC register file 
and the processor Data bus output drivers are high- 
impedance state until the processor performs a CRTC read 
operation 

Enable (E) — The Enable signal is a high-impedance 
TTL/MOS compatible input which enables the data bus in- 
put/output buffers and clocks data to and from the CRTC 
This signal is usually derived from the processor clock The 
high-to-low transition is the active edge 

Chip Select (CS) - The CS line is a high-impedance 
TTL/MOS compatible input which selects the CRTC, when 
low, to read or write to the internal register file This signal 
should only be active when there is a valid stable address be- 
ing decoded from the processor 

Register Select (RS) - The RS line is a high-impedance 
TTL/MOS compatible input which selects either the address 
register (RS = "0") or one of the data register (RS = "1") or 
the internal register file 

Read/Write (R/W) - The R/W line is a high-impedance 
TTL/MOS compatible input which determines whether the 
internal register file gets written or read A write is defined as 
a low level 

CRT CONTROL 

The CRTC provides horizontal sync (HS), vertical sync 
(VS), and display enable (DE) signals 

NOTE 

Care should be exercised when interfacing to CRT 
monitors, as many monitors claiming to be "TTL com- 
patible" have transistor input circuits which require 
the CRTC or TTL devices buffering signals from the 
CRTC/video circuits to exceed the maximum-rated 
drive currents 



Vertical Sync (VS) and Horizontal Sync (HS) - These 
TTL-compatible outputs are active high signals which drive 
the monitor directly or are fed to the video processing cir- 
cuitry to generate a composite video signal The VS signal 
determines the vertical position of the displayed text while 
the HS signal determines the horizontal position of the 
displayed text 

Display Enable (DE) — This TTL-compatible output is an 
active high signal which indicates the CRTC is providing ad- 
dressing in the active display area 

REFRESH MEMORY/CHARACTER GENERATOR 
ADDRESSING 

The CRTC provides memory addresses (MA0-MA13) to 
scan the refresh RAM Row addresses (RA0-RA4) are also 
provided for use with character generator ROMs In a 
graphics system, both the memory addresses and the row 
addresses would be used to scan the refresh RAM Both the 
memory addresses and the row addresses continue to run 
during vertical retrace thus allowing the CRTC to provide the 
refresh addresses required to refresh dynamic RAMs 

Refresh Memory Addresses (MA0-MA13) — These 14 out- 
puts are used to refresh the CRT screen with pages of data 
located within a 16K block of refresh memory These outputs 
are capable of driving one standard TTL load and 30 pF 

Row Addresses (RA0-RA4) — These five outputs from the 
internal row address counter are used to address the 
character generator ROM These outputs are capable of driv- 
ing one standard TTL load and 30 pF 



OTHER PINS 

Cursor — This TTL-compatible output indicates a valid 
cursor address to external video processing logic It is an ac- 
tive high signal 

Clock (CLK) - The CLK is a TTL/MOS-compatible input 
used to synchronize all CRT functions except for the pro- 
cessor interface An external dot counter is used to derive 
this signal which is usually the character rate in an 
alphanumeric CRT The active transition is high-to-low 
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Light Pen Strobe (LPSTB) - A low-to-high transition on 
this high-impedance TTL/MOS-compatible input latches the 
current Refresh Address in the light pen register The latch- 
ing of the refresh address is internally synchronized to the 
character clock (CLK) 

Vcc* Vss ~ These inputs supply +5 Vdc ±5% to the 
CRTC. 



RESET - The RESET i nput is used to reset the CRTC A 
low level on the RESET input forces the CRTC into the 
following state 

(a) All counters in the CRTC are cleared and the device 
stops the display operation 

(b) All the outputs are driven low 



(c) The control registers of the CRTC are not affected and 

remain unchanged 
Functionality of RESET differs from that of other M6800 
parts in the following functions 
(a) The RESET input and the LPSTB input are encoded as 
shown in Table 1 



(b) 



(c) 



After RESET has gone low and (LPSTB = "0"), MAO- 
MAIS and R AQ-RA4 will be driven low on the falling 
edge of CLK RESET must remain low for at least one 
cycle of the character clock (CLK) 
The CRTC resumes the dis play operation immediately 
after the release of RESET DE is not active until after 
the first VS pulse occurs 



CRTC DESCRIPTION 
(Figure 11 CRTC Block Diagram) 



The CRTC consists of programmable horizontal and ver- 
tical timing generators, programmable linear address 
register, programmable cursor logic, light pen capture 
register, and control circuitry for interface to a processor 
bus 

All CRTC timing is derived from CLK, usually the output of 
an external dot rate counter Coincidence (CO) circuits con- 
tinuously compare counter contents to the contents of the 
programmable register file, R0-R17 For horizontal timing 
generation, comparisons result in 1) horizontal sync pulse 
(HS) of a frequency, position, and width determined by the 
registers, 2) horizontal display signal of a frequency, position, 
and duration determined by the registers 

The horizontal counter produces H clock which drives the 
scan line counter and vertical control The contents of the 
Raster Counter are continuously compared to the maximum 
scan line address register A coincidence resets the raster 
counter and clocks the vertical counter 

Comparisons of vertical counter contents and vertical 
registers result in 1) vertical sync pulse (VS) of a frequency, 
width and position determined by the registers, 2) vertical 
display of a frequency and position determined by the 
registers 

The vertical control logic has other functions 

1 Generate row selects, RA0-RA4, from the raster count 
for the corresponding interlace or non-interlace 
modes 

2 Extend the number of scan lines .n the vertical total by 
the amount programmed in the vertical total adjust 
register 

The linear address generator is driven by CLK and locates 
the relative positions of characters in memory with their posi- 
tions on the screen Fourteen lines, MA0-MA13, are 
available for addressing up to four pages of 4K characters, 8 
pages of 2K characters, etc. Using the start address register, 
hardware scrolling through 16K characters is possible The 
linear address generator repeates the same sequence of ad- 
dresses for each scan line of a character row 

The cursor logic determines the cursor location, size, and 
blink rate on the screen All are programmable 

The light pen strobe going high causes the current con- 
tents of the address counter to be latched in the light pen 



register The contents of the light pen register are subse- 
quently read by the processor 

Internal CRTC registers are programmed by the processor 
through the data bus, D0-D7, and the control signals - 
R/W, CS, RS, and E 



REGISTER FILE DESCRIPTIONS 

The nineteen registers of the CRTC may be accessed 
through the data bus Only two memory locations are re- 
quired as one location is used as a pointer to address one of 
the remaining eighteen registers These eighteen registers 
control horizontal timing, vertical timing, interlace operation, 
row address operation, and define the cursor, cursor ad- 
dress, start address, and light pen register The register ad- 
dresses and sizes are shown in Table 2 

ADDRESS REGISTER 

The address register is a 5-bit write-only register used as 
an "indirect"or "pointer" register It contains the address of 
one of the other eighteen registers When both RS and CS 
are low, the address register is selected When CS is low and 
RS is high, the register pointed to by the address register is 
selected 
TIMING REGISTERS R0-R9 

Figure 12 shows the visible display area of a typical CRT 
monitor giving the point of reference for horizontal registers 
as the left most displayed character position Horizontal 
registers are programmed in character clock time units with 
lespect to the reference as shown in Figure 13 The point of 
reference for the vertical registers is the top character posi- 
tion displayed Vertical registers are programmed in 
scan line times with respect to the reference as shown in 
Figure 14 

Horizontal Total Register (R0) - This 8-bit write-only 
register determines the horizontal sync (HS) frequency by 
defining the HS period in character times It is the total of the 
displayed characters plus the non-displayed character times 
(retrace) minus one 



I 
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FIGURE 11 - CRTC BLOCK DIAGRAM 
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TABLE 2 - CRTC INTERNAL REGISTER ASSIGNMENT 
(Features of the MC6845-1 have 1 subscript) 



cs 


RS 


Address Register 


Register 

# 


Register File 


Program 
Unit 


Read 


Write 


Number of Bits 


4 3 2 10 


7 


6 


5 


4 


3 


2 


1 





1 


X 


X X X X X 


X 


- 


- 


- 


- 
























X X X X X 


AR 


Address Register 


- 


No 


Yes 


^ 




N 




















R0 


Horizontal Total 


Char 


No 


Yes 























1 


R1 


Horizontal Displayed 


Char 


No 


Yes 























10 


R2 


H Sync Position 


Char 


No 


Yes 























11 


R3 


Sync Width 


- 


No 


Yes 


V1 


V1 


V1 


V1 


H 


H 


H 


H 







10 


R4 


Vertical Total 


Char Row 


No 


Yes 























10 1 


R5 


V Total Adjust 


Scan Line 


No 


Yes 


s 




N 

















110 


R6 


Vertical Displayed 


Char Row 


No 


Yes 


> 





















111 


R7 


V Sync Position 


Char Row 


No 


Yes 


s 





















10 


R8 


Interlace Mode and Skew 


Note 1 


No 


Yes 


C1 


C1 


D1 


D1 






I 


I 







10 1 


R9 


Max Scan Line Address 


Scan Line 


No 


Yes 























10 10 


R10 


Cursor Start 


Scan Line 


No 


Yes 
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P 






(Note 2) 







10 11 


R11 


Cursor End 


Scan Line 


No 


Yes 
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110 


R12 


Start Address (H) 


- 


Yes 


Yes 

























110 1 


R13 


Start Address (L) 


- 


Yes 


Yes 























1110 


R14 


Cursor (H) 


- 


Yes 


Yes 

























1111 


R15 


Cursor (L) 


- 


Yes 


Yes 























10 


R16 


Light Pen (H) 


- 


Yes 


No 

























10 1 


R17 


Light Pen (L) 


- 


Yes 


No 




















NOTES 
1 The skew control is shown in Table 3 and interlace is shown in Table 4 
2. Bit 5 of the Cursor Start Raster Register is used for blink period control, and Bit 6 is used to select blink or non-blink 

FIGURE 12 - ILLUSTRATION OF THE CRT SCREEN FORMAT 
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Note 1 Timing values are described in Table 8 
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Horizontal Displayed Register (R1) - This 8-bit write-only 
register determines the number of displayed characters per 
line. Any 8-bit number may be programmed as long as the 
contents of RO are greater than the contents of R1 

Horizontal Sync Position Register (R2) - This 8-bit write- 
only register controls the HS position. The horizontal sync 
position defines the horizontal sync delay (Front Porch) and 
the horizontal scan delay (Back Porch) When the program- 
med value of this register is increased, the display on the 
CRT screen is shifted to the left. When the programmed 
value is decreased the display is shifted to the right Any 
8-bit number may be programmed as long as the sum of the 
contents of R1 , R2, and R3 are less than the contents of RO 

Sync Width Register (R3) — This 8-bit write-only register 
determines the width of the vertical sync (VS) pulse and the 
horizontal sync (HS) pulse for the MC6845-&1 CRTC The 
vertical sync pulse width is fixed at 16 scan-line times for the 
MC6845 and the upper four bits of this register are treated as 
"don't cares." 

The MC6845-&1 allows control of the VS pulse width for 
1-to-16 scan-line times. Programming the upper four bits for 
1-to-15 will select pulse widths from 1-to-15 scan-line times 
Programming the upper four bits as zeros will select a VS 
pulse width of 16 scan-line times, allowing compatibility with 
the MC6845. 

For both the MC6845 and the M 06845*1, the HS pulse 
width may be programmed from 1-to-15 character clock 
periods thus allowing compatibility with the HS pulse width 
specifications of many different monitors If zero is written 
into this register then no HS is provided 

Horizontal Timing Summary (Figure 13) - The difference 
between RO and R1 is the horizontal blanking interval This 
interval in the horizontal scan period allows the beam to 
return (retrace) to the left side of the screen The retrace time 
is determined by the monitor's horizontal scan components 
Retrace time is less than the horizontal blanking interval A 
good rule of thumb is to make the horizontal blanking about 
20% of the total horizontal scanning period for a CRT In in- 
expensive TV receivers, the beam overscans the display 
screen so that aging of parts does not result in underscan- 
ning. Because of this, the retrace time should be about Va 
the horizontal scanning period The horizontal sync delay, 
HS pulse width, and horizontal scan delay are typically pro- 
grammed with a 12 2 ratio 

Vertical Total Register (R4) and Vertical Total Adjust 
Register (R5) - The frequency of VS is determined by both 
R4 and R5 The calculated number of character line times is 
usually an integer plus a fraction to get exactly a 50 or 60 Hz 
vertical refresh rate The integer number of character line 
times minus one is programmed in the 7-bit write-only ver- 
tical total register (R4) The fraction of character line times is 
programmed in the 5-bit write-only vertical total adjust 
register (R5) as a number of scan-line times 

Vertical Displayed Register (R6) — This 7-bit write-only 
register specifies the number of displayed character rows on 
the CRT screen, and is programmed in character row times 
Any number smaller than the contents of R4 may be pro- 
grammed into R6. 

Vertical Sync Position (R7) - This 7-bit write-only register 
controls the position of vertical sync with respect to the 
reference It is programmed in character row times The 



value programmed in the register is one less than the number 
of computed character-line times. When the programmed 
value of this register is increased, the display position of the 
CRT screen is shifted up. When the programmed value is 
decreased the display position is shifted down Any number 
eaual to or less than the vertical total (R4) may be used 

Interlace Mode and Skew Register (R8) - The MC6845 
only allows control of the interlace modes as programmed by 
the low order two bits of this write-only register The 
MC6845-1 controls the interlace modes and allows a pro- 
grammable delay of zero-to-two character clock times for the 
DE (display enable) and cursor outputs Table 3 describes 
operation of the cursor and DE skew bits Cursor skew is 
controlled by bits 6 and 7 of R8 while DE skew is controlled 
by bits 4 and 5. Table 4 shows the interlace modes available 
to the user These modes are selected using the two low 
order bits of this 6-bit write-only register 

In the normal sync mode (non-interlace) only one field is 
available as shown in Figures 7 and 15a Each scan line is 
refreshed at the VS frequency (e g , 50 or 60 Hz). 

Two interlace modes are available as shown in Figures 8, 
15b, and 15c The frame time is divided between even and 
odd alternating fields The horizontal and vertical timing rela- 
tionship (VS delayed by Yi scan line time) results in the 
displacement of scan lines in the odd field with respect to the 
even field 

In the interlace sync mode the same information is painted 
in both fields as shown in Figure 15b. This is a useful mode 
for filling in a character to enhance readability 

In the interlace sync and video mode, shown in Figure 15c, 
alternating lines of the character are displayed in the even 
field and the odd field. This erfectively doubles the given 
bandwidth of the CRT monitor 

Care must be taken when using either interlace mode to 
avoid an apparent flicker effect This flicker effect is due to 
the doubling of the refresh time for all scan lines since each 
field is displayed alternately and may be minimized with pro- 
per monitor design (e g , longer persistence phosphors) 

In addition, there are restrictions on the programming of 
the CRTC registers for interlace operation 

1 For the MC6845 

a. The horizontal total register value, R0, must be 
odd (i.e , an even number of character times). 

b For interlace sync and video mode only, the 
maximum scan-line address, R9, must be odd 
(i e , an even number of scan lines). 

c For interlace sync and video mode only, the ver- 
tical displayed register (R6) must be even The 
programmed number Nvd, must be Yi the ac- 
tual number required The even numbered scan 
lines are displayed in the even field and the odd 
numbered scan lines are displayed in the odd 
field 

d For interlace sync and video mode only, the cur- 
sor start register (R10) and cursor end register 
( R 1 1 ) must both be even or both odd depending 
on which field the cursor is to be displayed in 

2 For the M 06845^1- 

a The horizontal total register value, R0, must be 

odd (i e , an even number of character times) 
b For the interlace sync and video mode only, the 

vertical displayed register (R6) must be even. 

The programmed number, Nvd, must be Yz the 

actual number required 
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TABLE 3 - CURSOR AND DE SKEW CONTROL 



Value 


Skew 


00 
01 
10 

11 


No Character Skew 
One Character Skew 
Two Character Skew 
Not Available 



FIGURE 13 - CRTC HORIZONTAL TIMING 



Horizontal Total (R0) 
_t s |=(N ht +1)xtc 




i i I i l i i i I i ! i i i ! « i i i i 



Character # 



INhd-lJ Nhd ' 



Ik l^hd-'^hd , 



|Nhsp~ 1 N hsp | 



ii^p-n 



-N- 



! , e d N ,do! 'hS Pulse Width <R3) 
' Horizontal Sync Position (R2) i<_ — Nh<;\A/Xtr — * 
| Front Porch (Sync Delay) 1 _ — 2-N 



i^r£=±fcd: 



I N ht 



T \ 



T 



Dispen f 



-v- 



i_ 






_T 



w j Back Porch (Scan Delay) 

-* 1 N 



■V 



-N- 



"Timing is shown for first displayed scan row only See Chart in Figure 16 for other rows The initial MA is determined by the contents of Start 
Address Register, R12/R13 Timing is shown for R12/R13 = 
Note 1 Timing values are described in Table 8 
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FIGURE 14 - CRTC VERTICAL TIMING 
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"Initial MA is determined by R12/R13 (Start Address Register), which is zero in this timing example 
***N S | must be an odd number for Interlace Sync and Video Mode 

NOTES 

1 Refer to Figure 8 - The Odd Field is offset Vi horizontal scan time 

2 Timing values are described in Table 8 

3 Vertical Sync Pulse width may be programmed from 1 to 16 scan line times for the MC6845-&1 
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TABLE 4 - INTERLACE MODE REGISTER 



TABLE 5 - CURSOR START REGISTER 



Bit 1 


BitO 


Mode 



1 

1 





1 
1 


Normal Sync Mode (Non-lnterlace) 

Interlace Sync Mode 

Interlace Sync and Video Mode 



Bit 6 


Bit 5 


Cursor Display Mode 





1 
1 



1 

1 


Non-Blink 
Cursor Non-Display 
Blink, 1/16 Field Rate 
Blink, 1/32 Field Rate 



Example of Cursor Display Mode 
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(a) Normal Sync 



FIGURE 15 - INTERLACE CONTROL 
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(b) Interlace Sync 



(c) Interlace Sync and Video 



Maximum Scan Line Address Register (R9) - This 5-bit 
write-only register determines the number of scan lines per 
character row including the spacing, thus, controlling opera- 
tion of the row address counter The programmed value is a 
maximum address and is one less than the number of scan 
lines 

CURSOR CONTROL 

Cursor Start Register (R10) and Cursor End Reigster 
(R11) — These registers allow a cursor of up to 32 scan lines 
in height to be placed on any scan line of the character block 
as shown in Figure 16 R10 is a 7-bit write-only register used 
to define the start scan line and the cursor blink rate Bits 5 
and 6 of the cursor start address register control the cursor 
operation as shown in Table 5 Non-display, display, and two 
blink modes (16 times or 32 times the field period) are 
available R11 is a 5-bit write-only register which defines the 
last scan line of the cursor 

When an external blink feature on characters is required, it 
may be necessary to perform cursor blink externally so that 
both blink rates are synchronized Note that an invert/ non- 
invert cursor is easily implemented by programming the 
CRTC for a blinking cursor and externally inverting the video 
signal with an exclusive-OR gate 

Cursor Register (R14-H, R15-L) - This 14-bit read/write 
register pair is programmed to position the cursor anywhere 
in the refresh RAM area, thus, allowing hardware paging and 
scrolling through memory without loss of the original cursor 
position It consists of an 8-bit low order (MAO MA7) register 
and a 6-bit high order (MA8-MA13) register 

OTHER REGISTERS 

Start Address Register (R12-H, R13-L) - This 14-bit 
write-only register pair controls the first address output by 



the CRTC after vertical blanking It consists of an 8-bit low 
order (MA0-MA7) register and a 6-bit high order (MAS- 
MAIS) register The start address register determines which 
portion of the refresh RAM is displayed on the CRT screen 
Hardware scrolling by character, line, or page may be ac- 
complished by modifying the contents of this register 



Light Pen Register (R16-H, R17-L) - This 14-bit read-only 
register pair captures the refresh address output by the 
CRTC on the positive edge of a pulse input to the LPSTB 
pin It consists of an 8-bit low order (MA0-MA7) register and 
a 6-bit high order (MA8-MA13) register Since the light pen 
pulse is asynchronous with respect to refresh address timing 
an internal synchronizer is designed into the CRTC Due to 
delays (Figure 3) in this circuit, the value of R16 and R17 will 
need to be corrected in software Figure 17 shows an inter- 
rupt driven approach although a polling routine could be us- 
ed 

CRTC INITIALIZATION 

Registers R0-R15 must be initialized after the system is 
powered up The processor will normally load the CRTC 
register file from a firmware table The worksheet of Table 6 
is extremely useful in computing proper register values for 
the CRTC Table 7 shows the worksheet filled out for an 
80x24 configuration using a 7x9 character generator and 
Figure 18 shows an M6800 program which could be used to 
program the CRT controller The programmed values allow 
use of either an MC6845 or MC6845i?r1 CRTC 

The CRTC registers will have an initial value at power up 
When using a direct drive monitor (sans horizontal 
oscillator) these initial values may result in out-of-tolerance 
operation CRTC programming should be done immediately 
after power up especially in this type of system 
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FIGURE 16 - CURSOR CONTROL 



L* Blink Period = 

I 16 or 32 Times 
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Cursor Start Adr =9 
Cursor End Adr =9 



0- 
1- 
2- 
3- 
4- 
5- 
6- 
7- 
8- 
9- 
10- 
11- 



Cursor" Start Adr =9 
Cursor End Adr = 10 




Cursor Start Adr = 1 
Cursor End Adr =5 



FIGURE 17 - INTERFACING OF LIGHT PEN 
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FIGURE 18 - MC6800 PROGRAM FOR CRTC INITIALIZATION 



PAGE 001 CRTCINIT.SA:0 MC6845 / MC6845-1 CKrC initialization program 



00001 
00002 
00003 
00004 
00005 
00006 

00007 9000 

00008 9001 
00009 

00010 
00011 

00012A 0000 
00013A 0000 5F 
00014A 0001 CE 1020 
00015A 0004 F7 9000 
00016A 0007 A6 00 
00017A 0009 B7 9001 
00018A 000C 08 
00019A 000D 5C 
00020A 000E CI 10 
00021A 0010 26 F2 
00022A 0012 3F 
00023 
00024 
00025 

00026A 1020 
00027A 1020 65 

A 1021 50 
00028A 1022 56 

A 1023 09 
00029A 1024 18 

A 1025 OA 
00030A 1026 18 

A 1027 18 
00031A 1028 00 

A 1029 OB 
00032A 102A 00 

A 10 2B OB 
00033A 102C 0080 
00034A 102E 0080 
00035 
TOTAL ERRORS 00000- 



NAM MC6845 

TTL / MC6845-1 CRTC initialization program 
OPT G,S,LLE=85 print FCB's, FDB's & XREF table 
************************************************** 

* Assign CRTC addresses 



A CRTCAD EQU 
A CRTCRG EQU 



$9000 Address Register 
CRTCADfl Data Register 



************************************************** 
* Initialization program 







A 
0004 



CRTC1 



#CRTTAB 
CRTCAD 
0,X 
CRTCRG 



$10 
CRTC1 



a place to start 

clear counter 

table pointer 

load address register 

get register value from table 

program register 

increment counters 

finished? 

no: take branch 

yes: call monitor 



ORG 

CLRB 

LDX 

STAB 

LDAA 

STAA 

INX 

INCB 

CMPB 

BNE 

SWI 
************************************************** 

* CRTC register initialization table 




ORG 
CRTTAB FCB 

FCB 



A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 

-00000 



FCB 

FCB 

FCB 

FCB 

FD6 
FDB 

END 



$1020 start of table 

$65, $50 R0, Rl - H total & H displayed 

$56, $09 R2, R3 - HS pos. & HS width 

$18,$0A R4, R5 - V total & V total adj. 

$18, $18 R6, R7 - V displayed $ VS pos. 

$00,$0B R8, R9 - Interlace & Max scan line 

$00,$0B R10,R11 - Cursor start & end 

$0080 R12,R13 - Start Address 

$0080 R14,R15 - Cursor Address 



CRTC1 0004 CRTCAD 9000 CRTCRG 9001 CRTTAB 1020 
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TABLE 6 - CRTC FORMAT WORKSHEET 



4*> 



Display Format Worksheet 



Displayed Characters per Row 
Displayed Character Rows per Screen 



Character Matrix 



4 Character Block 



a Columns 
b Rows 
a Columns 
b Rows 



5 Frame Refresh Rate 

6 Horizontal Oscillator Frequency 

7 Active Scan Lines (Line 2x Line 4b) 

8 Total Scan Lines (Line 6- Line 5) 

9 Total Rows Per Screen (Line 8- Line 4b) 

10 Vertical Sync Delay (Char Rows) 

11 Vertical Sync Width (Scan Lines (16)) 

12 Horizontal Sync Delay (Character Times) 

13 Horizontal Sync Width (Character Times) 

14 Horizontal Scan Delay (Character Times) 

15 Total Character Times (Line 1 + 12+ 13+ 14) 

16 Character Rate (Line 6 x 15) 

17 Dot Clock Rate (Line 4a x 16) 



. Rows 



Char 

Rows 

Columns 

Rows 

Columns 

Rows 

Hz 

Hz 

Lines 

Lines 

and Li 

Rows 

Lines 

Char Times 

Char Times 

Char Times 

Char Times 

Hz 

Hz 



CRTC Registers 



R0 Horizontal Total (Line 15-1) 

R1 Horizontal Displayed (Line 1) 

R2 Horizontal Sync Position (Line 1 + Line 12) 

R3 Horizontal Sync Width (Line 13) 

R4 Vertical Total (Line 9-1) 

R5 Vertical Adjust (Line 9 Lines) 

R6 Vertical Displayed (Line 2) 

R7 Vertical Sync Position (Line 2+ Line 10) 

R8 Interlace (00 Normal, 01 Interlace, 
03 Interlace, and Video) 

R9 Max Scan Line Add (Line 4b- 1) 

R10 Cursor Start 

R11 Cursor End 

R12, R13 Start Address (H and L) 

R14, R15 Cursor (H and- L) 



2 
o 



2 



00 

& 

2 

i 

CD 




o 



o 



TABLE 7 - WORKSHEET FOR 80x24 FORMAT 






Display Format Worksheet 



1 Displayed Characters per Row 

2 Displayed Character Rows per Screen 

3 Character Matrix a Columns 



4 Character Block 



b Rows 
a Columns 

b Rows 



5 Frame Refresh Rate 

6 Horizontal Oscillator Frequency 

7 Active Scan Lines (Line 2x Line 4b) 

8 Total Scan Lines (Line 6- Line 5) 

9 Total Rows Per Screen (Line 8- Line 4b) 

10 Vertical Sync Delay (Char Rows) 

11 Vertical Sync Width (Scan Lines (16») 

12 Horizontal Sync Delay (Character Times) 

13 Horizontal Sync Width (Character Times) 

14 Horizontal Scan Delay (Character Times) 

15 Total Character Times (Line 1 + 12+ 13+ 14) 

16 Character Rate (Line 6 times 15) 

17 Dot Clock Rate (Line 4a times 16) 



24 


Rows 


7 


Columns 


9 


Rows 


9 


Columns 


11 


Rows 


60 


Hz 


18,600 


Hz 


264 


Lines 


310 


Lines 


28 Rows and 2 L 




Rows 


16 


Lines 


6 


Char Times 


9 


Char Times 


7 


Char Times 


102 


Char Times 


1 8972 M 
17 075 M 


MHz 
MHz 



CRTC Registers 



R0 Horizontal Total (Line 15 minus 1) 

R1 Horizontal Displayed (Line 1) 

R2 Horizontal Sync Position (Line 1 + Line 12) 

R3 Horizontal Sync Width (Line 13) 

R4 Vertical Total (Line 9 minus 1) 

R5 Vertical Adjust (Line 9 Lines) 

R6 Vertical Displayed (Line 2) 

R7 Vertical Sync Position (Line 2+ Line 10) 

R8 Interlace (00 Normal, 01 Interlace, 
03 Interlace, and Video) 

R9 Max Scan Line Add (Line 4b minus 1) 

R10 Cursor Start 

R11 Cursor End 

R12, R13 Start Address (H and L) 

R14, R15 Cursor (H and L) 



Decimal 

101 



Hex 



80 


50 


86 


56 


9 


9 


24 


18 


10 


0A 


24 


18 


24 


18 







11 


B 








11 


B 


128 


00 




80 


128 


00 




80 



8 

1 

2 
o 



• 

2 
o 

8 

00 

2 

8 

CD 

& 
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OPERATION OF THE CRTC 



TIMING CHART OF THE CRT INTERFACE SIGNALS 

Timing charts of CRT interface signals are illustrated in 
this section with the aid of programmed example of the 
CRTC When values listed in Table 8 are programmed into 
CRTC control registers, the device provides the outputs as 
shown in the timing diagrams (Figures 13, 14, 19, and 20) 
The screen format of this exmaple is shown in Figure 12 
which illustrates the relation between refresh memory ad- 
dress (MAO- MA 13), raster address (RA0-RA4), and the posi- 
tion on the screen In this example, the start address is 
assumed to be "0" 

ADDITIONAL CRTC APPLICATIONS 

The foremost system function which may be performed by 
the CRTC controller is the refreshing of dynamic RAM This 



is quite simple as the refresh addresses continually run 

Note that the LPSTB input may be used to support addi- 
tional system functions other than a light pen A digital-to- 
analog converter (DAC) and comparator could be configured 
to use the refresh addresses as a reference to a DAC com- 
posed of a resistive adder network connected to a com- 
parator The output of the comparator would generate the 
LPSTB input signifying a match between the refresh address 
analog level and the unknown voltage 

The light pen strobe input could also be used as a 
character strobe to allow the CRTC refresh addresses to 
decode a keyboard matrix Debouncing would need to be 
done in software 

Both the VS and HS outputs may be used as a teal-time 
clock Once programmed, the CRTC will provide a stable 
reference frequency 



TABLE 8 - VALUES PROGRAMMED INTO CRTC REGISTERS 




Reg. # 


Register Name 


Value 


Programmed 
Value 


R0 


H Total 


Nht+1 


Nht 


R1 


H Displayed 


Nhd 


Nhd 


R2 


H Sync Position 


N hsp 


Nhsp 


R3 


H Sync Width 


N hsw 


N hsw 


R4 


V Total 


N vt +1 


Nvt 


R5 


V Scan Line Adjust 


N adj 


Nadj 


R6 


V Displayed 


Nvd 


Nvd 


R7 


V Sync Position 


N vsp 


Nvsp 


R8 


Interlace Mode 






R9 


Max Scan Line Address 


Nsl 


Nsl 


R10 


Cursor Start 


1 




R11 


Cursor End 


3 




R12 


Start Address (H) 







R13 


Start Address (L) 







R14 


Cursor (H) 







• R15 


Cursor (L) 


2 




R16 


Light Pen (H) 






R17 


Light Pen (L) 
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FIGURE 19 - CURSOR TIMING 



RA0-RA4 
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• if < 1 M-fr K g 



Character Row # j 



Nhd JN h d+lJNhd + 2J *" 

J I u 



T 



N hd + Nhd 
Nht j 



N hd +1 



jNghd + 21 



xzk y A y 



N hd + N hd 



Nh 



N ht 1 I 2 I 

I I 



±=&± 



Nhd+1 



Nht 



Cursor 



J L 



Nhd + 2 



pqF 



"Timing is shown for non-interlace and interlace sync modes 
Example shown has cursor programmed as 
Cursor Register = Nhd + 2 
Cursor Start =1 
Cursor End = 3 
**The initial MA is determined by the contents of Start Address Register, R12/R13 Timing is shown for R12/R13=0 

Note 1 Timing values are described in Table 8 
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FIGURE 20 - REFRESH MEMORY ADDRESSING (MA0-MA13) STAGE CHART 
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I Nsl 

Nvd< 

VN S | 

/ ° 

Nvt< 
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/ ° 

VN aril 



Nhd 

i 

Nhd 



2XN hd 



2XN hd 



Horizontal Display 



Horizontal Retrace (Non-Display) 



(Nyd-DxNhd 

i 

(Nvd-l)xNhd 



Nvd x ( N hd 

i 

N v d x Nhd 



NvtxNhd 

I 
N vt xN hd 



(Nvt+DxNhd 
I 

(N vt +1)xNhd 



I 



Nhd+1 

i 

Nhd+1 



2XN hjd +1 

i 

2XN hd +1 



(N vd -1)xN hd +1 

j 
(N v d-1>'xN hd +1 



Nvd x Nhd+1 

i 

Nvd x Nhd+1 



NvtxNh d + 1 
i 

I 

I 



(N vt +1)xN hd +1 

i 

(N vt +1>xN d +1 



Nhd-1 

i 

Nhd-1 



2XN hd -1 

i 

I 

2XN h ' d -1 



3XN h d-V 
i 

I 

3XN h ' d -1 



N v dxN hd +1 
f 

I 

N vd x Nhd-1 



(N v d+DxN hd -1 

I 

I 
(N vd +DxN hd -1 



(N vt +1)xN hd -1 

i 

(N vt +1)'xN hd -1 



(N vt + 2)xN hd -1 

i 

(N vt + 2)xN hd -1 



Nhd 



Nhd 



2XN hd 

i 

I 
2XN hd 



3XN hd 



3XN hd 



N vd xN hd 

i 

I 

Nvd x N h d 



(N vd + 1)xN hd 

i 

I 
(N vt +1)xN hd 



(N vt +1)xN hd 

i 

(Nyt+1)xN hd 



(N v t + 2)xN hd 

i 

(N vt + 2)xN hd 



Nht 



Nht 



Nhd + N ht 
1 

I 

Nhd + N ht 



2N h d + N ht 



2N h d + N h t 



(N vd -1)xN hd +N ht 

I 

l 
(N vd -1)xNh d +Nht 
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NOTE 1 The initial MA is determined by the contents of start address register, R12/R13 Timing is shown for R12/R13 = Only Non- 
Interlace and Interlace Sync Modes are shown 
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ORDERING INFORMATION 



MC68A45CP1 



Motorola Integrated Circuit _. 

M6800 Family 

Blanks = 1 MHz 

A=1 5 MHz 
B = 20MHz 

Device Designation 

In M6800 Family 

{Temperature Range 
Blank = 0°—+70°C 
C=-40°-+85°C 
Package 
P = Plastic 
S = Cerdip 
L= Ceramic 
Enhanced Version of CRTC- 



jj 



BETTER PROGRAM 



Better program processing is available on all types listed Add 
suffix letters to part number 



Level 1 add "S" Level 2 add "D" Level 3 add "DS" 




Level 1 "S" = 10Temp Cycles - (-25 to 150°C), 

Hi Temp testing at T/\ max 
Level 2 "D" = 168 Hour Burn-in at 125°C 
Level 3 "DS" = Combination of Level 1 and 2 
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MOTOROLA 



ROM - I/O - TIMER 

The MC6846 combination chip provides the means, in conjunction 
with the MC6802, to develop a basic 2-chip microcomputer system. The 
MC6846 consists of 2048 bytes of mask-programmable ROM, an 8-bit 
bidirectional data port with control lines, and a 16-bit programmable 
timer-counter. 

This device is capable of interfacing with the MC6802 (basic MC6800, 
clock, and 128 bytes of RAM) as well as the entire M6800 family if 
desired. No external logic is required to interface with most peripheral 
devices. 

• 2048 8-Bit Bytes of Mask-Programmable ROM 

• 8-Bit Bidirectional Data Port for Parallel Interface plus Two Control 
Lines 

• Programmable Interval Timer-Counter Functions 

• Programmable I/O Peripheral Data, Control, and Direction Registers 

• Compatible with the Complete M6800 Microcomputer Product 
Familv 

• TTL-Compatible Data and Peripheral Lines 

• Single 5-Volt Power Supply 



MC6846 

(1.0 MHz) 

MC68A46 

(1.5 MHz) 



MOS 



(N-CHANNEL, SILICON-GATE, 
DEPLETION LOAD) 

ROM-I/O-TIMER 




L SUFFIX 

i | i CERAMIC PACKAGE 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



FIGURE 1 - MC6846 BLOCK DIAGRAM 



R/W- 
E- 

RESET- 

D0-*- 
D1 -*- 
D2-*~ 
D3 -*- 

D4 -*- 
D5 -*- 
D6 -*- 
D7 -«- 

CSO* - 
CST- 
A0- 
A1 - 
A2- 
A3- 
A4- 
A5- 
A6- 
A7- 
A8- 
A9- 
A10- 



v S s- 

VCC" 



R/W 

and 
Timing 
Control 



Data 

Bus 

Buffers 



Bidirectional Data Bus 



\n 



Chip 
Select, 
Mode 

and 
Address 
Inputs 

and 
Logic 



2048 
Byte 
ROM 



K> 



Counter 
Timer 
Control 
Register 



w 



Counter 

Timer 

LSB 

Register 



Counter 
Timer 
MSB 

Register 



*Mask Programmable 



Counter 
Control 
Logic 



- CTG 
-CTC 



w 



£ 2 ± 
&Q c 



L-N 



IZ 



interrupt 
Output 



Interrupt 
Status 
Control 
Logic 



-CP1 
►CP2 



• PPO 

• PP1 
► pp 2 
-PP3 
-PP4 
►PP5 
-PP6 
•►PP7 



FIGURE 2 - PIN ASSIGNMENTS 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6846, MC68A46 
MC6846C, MC68A46C 


T A 


T L to T H 

to +70 

- 40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 

Plastic 
Cerdip 


0JA 


50 
100 
60 


°c/w 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either V$s 
or Vcc> 



POWER CONSIDERATIONS 



The average chip-junction temperature, Tj, m °C can be obtained from 

tj = ta+(Pd»0ja) <1> 

Where - 

Ta« Ambient Temperature, °C 

0JA» Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD-PINT+PPORT 

P|NT*!CC X V CC» Watts - Chip Internal Power 
PpORT*Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpORT >s neglected) is 

P D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = PD*(TA + 273°C) + 0J A»PD 2 < 3 > 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known T a. Using this value of K the values of Pd and T J can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 




FIGURE 3 - BUS TIMING TEST LOADS 



Load A 
(D0-D7, CTO, CP2, PP0-PP7) 



VCC O 



Test Point 

o 



-M- 



MMD6150 
or Equiv 

MMD7000 
or Equiv 



Test Point 

o 



Load B 
(IRQ Only) 

VCC Q 



3kfi 



100 pF 



C=130pFfor D0-D7 

= 30 pF for CTO, CP2, PP0-PP7 
R = 11 7 Ml for D0-D7 

= 24 kfl for CTO, CP2, PP0-PP7 
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ELECTRICAL CHARACTERISTICS (Vcc = 5 V ±5%, Vss = 0. T A = to 70°C unless otherwise noted ) 



Characteristic 


Symbol 


Min 


Typ i 


Max 


Unit 


Input High Voltage All Inputs 


V|H 


VSS + 20 


- 


vcc 


V 


Input Low Voltage All Inputs 


V|L 


VsS-03 


- 


VSS+08 


V 


Clock Overshoot/ Undershoot Input High Level 

Input Low Level 


v s 


Vcc-05 
Vss-05 


- 


Vcc + 05 
VSS + 05 


V 


Input Leakage Current R/W, RESET, CSO, CS1 
(V in = 0to5 25V) CP1.CTG. CTC, E, A0-A10 


l,n 


- 


1 


25 


ma 


Three-State (Off State) Input Current D0-D7 
(V, n = 4to2 4V> PP0-PP7, CP2 


'TSI 


- 


20 


10 


M A 


Output High Voltage 
< 1 Load =- 205 M A) D0-D7 
<>Load= -200,tA) OtherOutputs 


VOH 


VsS+24 
Vss+24 


- 


- 


V 


Output Low Voltage 

(•Load=1 6 mA) D0-D7 
(l Load = 3 2mA) OtherOutputs 


vol 


- 


- 


VSS+04 
VsS + 04 


V 


Output High Current (Sourcing) 
(V H = 2 4V) D0-D7 

Other Outputs 
(Vq= 1 5 V, the current for driving other than TTL, 
e g , Darlington Base) CP2, PP0-PP7 


'oh 


-205 
-200 

-1 


- 


-10 


/xA 

mA 


Output Low Current (Sinking) 

(V O L = 4V) D0-D7 

OtherOutputs 


•OL 


1 6 
.32 


- 


- 


mA 


Output Leakage Current (Off State) IRQ 
(V H = 2 4V) 


'LOH 


- 


- 


10 


M A 


Internal Power Dissipation (Measured at Ta = 0°C) 


pint 


- 


- 


1000 


mW 


Capacitance 

(V m = 0,T A = 25°C # f=1 MHz) D0-D7 

PP0-PP7, CP2 


c, n 


- 


- 


20 
12 5 

10 
75 


pF 


A0-A10, R/W, RESET, CSO, CS1, CP1, CTC, CTG 

IRQ 

PP0-PP7, C2, CTO 


Cout 


- 


: 


50 
10 


PF 


Frequency of Operation MC6846 

MC68A46 


f 


1 
01 




1 
1 5 


MHz 


Clock Timing 
Enable Cycle Time 
Reset Low Time 
Interrupt Release 


l cycE 


1 


_ 


_ 


US 


tRL 


2 


- 


- 


MS 


t|R 


- 


- 


1 6 


MS 



I/O TIMING - Peripheral I/O Lines 



Characteristic 


Symbol 


Min 


Max 


Unit 


Peripheral Data Setup 


tPDSU 


200 


- 


ns 


Rise and Fall Times CP1, CP2 


tPr. tpf 


- 


1 


MS 


Delay Time E to CP2 Fall 


*CP2 


- 


1 


MS 


Delay Time I/O Data CP2 Fall 


*DC 


20 


- 


ns 


Delay Time E to CP2 Rise 


tRSI 


- 


1 


MS 


Delay Time CP1 to CP2 Rise 


*RS2 


- 


20 


MS 


Peripheral Data Delay 


tPDW 


- 


1 


MS 


Peripheral Data Setup Time for Latch 


tPDSU 


100 


- 


ns 


Peripheral Data Hold Time for Latch 


tPDH 


15 


- 


ns 



I/O TIMING — Timer-Counter Lines 



Input Rise and Fall Time CTC and CTG 


{ CR< *CF 


- 


100 


ns 


Input Pulse Width High (Asynchronous Mode) 


tpWH 


t cycE + 250 


- 


ns 


Input Pulse Width Low (Asynchronous Mode) 


tpWL 


tcycE + 250 


- 


ns 


Input Setup Time (Synchronous Mode) 


tsu 


200 


- 


ns 


Input Hold Time (Synchronous Mode) 


thd 


50 


- 


ns 


Output Delay 


tCTO 


- 


1 


MS 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Idem 
Number 


Characteristic 


Symbol 


MC6846 
Min Max 


MC68A46 
Min Max 


Unit 


1 


Cycle Time 


*cyc 


1 


10 


67 


10 


pS 


2 


Pulse Width, E Low 


P-Wel 


430 


9500 


280 


9500 


ns 


3 


Pulse Width, E High 


pw eh 


450 


9500 


280 


9500 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


100 


20 


100 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


180 


ns 


31 


Input Data Setup Time 


tDSW 


165 


- 


80 


- 


ns 



NOTES 

1 Voltage levels shown are V[_<0 4 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 0V unless otherwise specified 




FIGURE 4 - BUS TIMING 
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FIGURE 5 - PERIPHERAL PORT LATCH 
SETUP AND HOLD TIME 



PP0-PP7 



1 



FIGURE 6 - PERIPHERAL DATA AND CP2 DELAY 
(Control Mode PCR5=1, PCR4=0, PCR3=1) 
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FIGURE 7- IRQ RELEASE TIME 



FIGURE 8 - PERIPHERAL PORT SETUP TIME 
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FIGURE 9 - CP2 DELAY TIME 
(PCR5=1, PCR4=0, PCR3 = 0) 



FIGURE 10 - INPUT PULSE WIDTHS 




FIGURE 11 - INPUT SETUP AND HOLD TIMES* 



FIGURE 12 - OUTPUT DELAY 
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*This mode is valid only for synchronous operation 




NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts unless otherwise noted 
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FIGURE 13 - TYPICAL MICROCOMPUTER 
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Figure 13 is a block diagram of a typical cost-effective microcomputer The MPU is the center of the microcomputer system and is shown in a 
minimum system interfacing with a ROM combination chip It is not intended that this system be limited to this function but that it be expand- 
able with other parts in the M6800 Microcomputer Family 



GENERAL DESCRIPTION 



The MC6846 combination chip may be partitioned into 
three functional operating sections read-only memory, 
timer-counter functions, and a parallel I/O port 

READ-ONLY MEMORY (ROM) 

The mask-programmable ROM section is similar to other 
ROM products of the M6800 family The ROM is organized 
in a 2048 by 8-bit array to provide read-only storage for a 
minimum microcomputer system. Two mask-programmable 
chip selects are available for user definition 

Address inputs A0-A10 allow any of the 2048 bytes of 
ROM to be uniquely addressed. Bidirectional data lines 
(D0-D7) allow the transfer of data between the MPU and the 
MC6846 

TIMER-COUNTER FUNCTIONS 

Under software control this 16-bit binary counter may be 
programmed to count events, measure frequencies, time in- 
tervals, or similar tasks. Internal registers associated with the 
I/O functions may be selected with AO, A1, and A2. It may 
also be used for square wave generation, single pulses of 
controlled duration, and gated signals. Interrupts may be 
generated from a number of conditions selectable by soft- 
ware programming 



The timer/counter control register allows control of the in- 
terrupt enable, output enable, selection of an internal or ex- 
ternal clock sourc e, a divide-by-8 prescaler, and operating 
mode. Input pin CTC (counter-timer clock) will accept an 
asynchronous clock pulse to decrement the internal register 
for the counter-timer. If the divide-by-8 prescaler is used, the 
maximum clock rate c an be foui times the master clock fre- 
quency Gate input (CTG) accepts an asynchronous TTL- 
compatible signal which may be used as a trigger or gating 
function to the counter-timer. A counter-timer output (CTO) 
is also available and is under software control being depen- 
dent on the timer control register, the gate input, and the 
clock source 

PARALLEL I/O PORT 

The parallel bidirectional I/O port has functional opera- 
tional characteristics similar to the B port on the MC6821 
PIA. This includes eight bidirectional data lines and two 
handshake control signals The control and operation of 
these lines are completely software programmable. 

The interrupt input (CP1) will set the interrupt flag CSR1 
of the composite status register The peripheral control 
(CP2) may be programmed to act as an interrupt input (set 
CSR2) or as a peripheral control output 
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SIGNAL DESCRIPTION 



BUS INTERFACE 

The MC6846 interfaces to the M6800 Bus via an 8-bit 
bidirectional data bus, two Chip Select lines, a Read/Write 
line, and eleven address lines. These signals, in conjunction 
with the M6800 VMA output, permit the MPU to control the 
MC6846. 

BIDIRECTIONAL DATA BUS (D0-D7) 

The bidirectional data lines (D0-D7) allow the transfer of 
data between the MPU and the MC6846. The data bus out- 
put drivers are three-state devices which remain in the high- 
impedance (Off) state except when the MPU performs an 
MC6846 register or ROM read (R/W = 1 and I/O Registers 
or ROM selected). 

CHIP SELECT (CSO, CS1) 

The CSO and CS1 inputs are used to select the ROM or 
I/O timer of the MC6846. They are mask programmed to be 
active high or active low as chosen by the user. 

ADDRESS INPUTS (A0-A10) 

The Address Inputs allow any of the 2048 bytes of ROM to 
be uniquely selected when the circuit is operating in the 
ROM mode. In the l/O-Timer mode, address inputs A0, A1, 
and A2 select the proper I/O Register, while A3 through 
A10 (together with CSO and CS1) can be used as additional 
qualifiers in the I/O Select circuitry. (See the section on l/O- 
Timer Select for additional details ) 



RESET 



The active low state of the RESET input is used to initialize 
all register bits in the I/O section of the device to their proper 
values (See the section on Initialization for reset conditions 
for timer and peripheral registers ) 

ENABLE (E) 

This signal synchronizes data transfer between the MPU 
and the MC6846 It also performs an equivalent synchroniza- 
tion function on the external clock, reset, and gate inputs of 
the MC6846 Timer section 

READ/WRITE (R/W) 

This signal is generated by the MPU and is used to control 
the direction of data uansfer on the bidirectional data pins. 
A low level on the R/W input enables the MC6846 input buf- 
fers and data is transferred to the circuit during the E pulse 
when the part has been selected A high level on the R/W 
input enables the output buffers and data is transferred to 
the MPU during E when the part is selected. 

INTERRUPT REQUEST (IRQ) 

The active low IRQ output acts to interrupt the MPU 
through logic included on the MC6846. This output utilizes 
an open-dram configuration and permits other interrupt re- 
quest outputs from other circuits to be connected in a wire- 
OR configuration 



PERIPHERAL DATA (P0-P7) 

The peripheral data lines can be individually programmed 
as either inputs or outputs via the Data Direction Register 
When programmed as outputs, these lines will drive two 
standard TTL loads (3.2 mA). They are also capable of sour- 
cing up to 1.0 mA at 1.5 V (Logic "1" output ) 

When programmed as inputs, the output drivers 
associated with these lines enter a three-state (high im- 
pedance) mode. Since there is no internal pullup for these 
lines, they represent a maximum 10 pA load to the circuitry 
driving them — rega rdless o f logic state 

A logic zero at the RESET input forces the peripheral data 
lines to the input configuration by clearing the Data Direc- 
tion Register. This allows the system designer to preclude 
the possibility of having a peripheral data output connected 
to an external driver output during power-up sequence 

INTERRUPT INPUT (CP1) 

Peripheral input line CP1 is an input-only that sets the In- 
terrupt Flags of the Composite Status register The active 
transition for this signal is programmed by the peripheral 
control register for the. parallel port CP1 may also act as a 
strobe for the peripheral data register when it is used as an 
input latch Details for programming CP1 are in the section 
on the parallel peripheral port 

PERIPHERAL CONTROL (CP2) 

Peripheral Control line CP2 may be programmed to act as 
an Interrupt input or Peripheral Control output As an input, 
this line has high impedance and is compatible with standard 
TTL voltage levels As an output, it is also TTL compatible 
and may be used as a source of 1 mA at 1 5 V to directly 
drive the base of a Darlington transistor switch This line is 
programmed by the Peripheral Control Register 

COUNTER TIMER OUTPUT (CTO) 

The Counter Timer Output is software programmable by 
selected bits in the timer/counter control register The mode 
of operation is dependent on the Timer control register, the 
gate input, and the clock source The output is TTL com- 
patible 

EXTERNAL CLOCK INPUT (CTC) 

Input pin CTC will accept asynchronous TTL voltage 
signals to be used as a clock to decrement the Timer. The 
high and low levels of the external clock must be stable for at 
least one system clock period plus the sum of the setup and 
hold times for the inputs The asynchronous clock rate can 
vary from dc to the limit imposed by E setup, and hold times 

The external clock input is clocked in by Enable (E) pulses 
Three E periods are used to synchronize and process the ex- 
ternal clock The fourth E pulse decrements the internal 
counter This does not affect the input frequency, it merely 
creates a delay between a clock input transition and internal 
recognition of that transition by the MC6846 All references 
to CTC inputs in this document relate to internal recognition 
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of the input transition. Note that a clock transition which 
does not meet setup and hold time specifications may re- 
quire an additional E pulse for recognition. 

When observing recurring events, a lack of synchroniza- 
tion will result in either "System jitter" or "Input jitter" being 
observed on the output of the MC6846 when using an asyn- 
chronous clock and gate input signal. "System jitter" is the 
result of the input signals being out of synchronization with 
E permitting signals with marginal setup and hold time to be 
recognized by either the bit time nearest the input transition 
or subsequent bit time. "Input jitter" can be as great as the 
time between the negative going transitions of the input 
signal plus the system jitter if the first transition is recognized 
during one system cycle, and not recognized the next cycle 
or vice-versa. Refer to Figure 14. 



GATE INPUTS (CTG) 

The input pin CTG accepts an asynchronous TTL- 
compatible signal which is used as a trigger or a clock gating 
function to the Timer The gating input is clocked into the 
MC6846 by the E signal in the sa me m anner as the previously 
discussed clock inputs. That is, CTG transition is recognized 
on the fourth Enable pulse (provided setup and hold tim e re- 
quirements are met), and the high or low levels of the CTG 
input must be stable for at least one system clock p eriod plus 
the sum of setup and hold times. All references to CTG tran- 
sition in this document relate to internal recognition of the 
input t ransi tion 

The CTG input of the timer d irect ly affects the internal 
16-bit counter The operation of CTG is therefore indepen- 
dent of the divide-by-8 prescaler selection 



FIGURE 14 - RECOGNITION OF CTC 
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FUNCTIONAL SELECT CIRCUITRY 



l/O-TIMER SELECT CIRCUITRY 

CSO and CS1 are user programmable Any of the four 
binary combinations of CSO and CS1 can be used to select 
the ROM Likewise, any other combination can be used to 
select the l/O-Timer. In addition, several address lines are 
used as qualifiers for the l/O-Timer Specifically, A3= A4 = - 
A5= logical "0" A6 can be programmed to a "1", "0", or 
don't care A7= A8= A9 = A10 = don't care or only one line 
may be programmed to a logical "1" Figure 15 outlines in 
diagrammatic form the available chip select options 

INTERNAL ADDRESS 

Seven I/O Register locations within the MC6846 are ac- 
cessible to the MPU data bus Selection of these registers is 



REGISTER SELECTED 


A2 


A1 


AO 


Combination Status Register 











Peripheral Control Register 








1 


Data Direction Register 





1 





Peripheral Data Register 





1 


1 


Combination Status Register 


1 








Timer Control Register 


1 





1 


Timer MSB Register 


1 


1 





Timer LSB Register 


1 


1 


1 


ROM Address 


X 


X 


X 



TABLE 1 - INTERNAL REGISTER ADDRESSES 



controlled by AO, A1 , and A2 (as shown in Table 1 ) provided 
the I/O timer is selected The combination status register is 
Read-only, all other Registers are Read and Write 
INITIALIZATION! 

When the RESET input has accepted a low signal, all 
registers are initialized to the reset state The data direction 
and peripheral data registers are cleared Th e Perip heral 
Control Register is cleared except for bit 7 (the RESET bit) 
This forces the parallel port to the input mode with Inter- 
rupts disabled To remove the reset condition from the 
parallel port, a "0" must be written into the Peripheral Con- 
trol Register bit 7 (PCR7) 

The counter latches are preset to their maximal count, the 
Timer control register bits are reset to zero except for Bit 
(TCRO is set), the counter output is cleared, and the counter 
clock disabled. This state forces the timer counter to remain 
in an inactive state The combination status register is 
cleared of all interrupt flags During timer initialization, the 
reset bit (CCRO) must be cleared 

ROM 

The Mask Programmable ROM section is similar in opera- 
tion to other ROM products of the M6800 Microcessor fami- 
ly The ROM is organized as 2048 words of 8-bits to provide 
read-only storage for a minimum microcomputer system 
The ROM is active when selected by the unique combination 
of the chip select inputs 



4-487 



MC6846«MC68A46 



1 



A5 
A4 
A3 



FIGURE 15 - l/O-TIMER SELECT CIRCUITRY 
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ROM SELECT 

The active levels of CSO and CS1 for ROM and I/O select 
are a user programmable option Either CSO or CS1 may be 
programmed active high or active low, but different codes 



must be used for ROM or I/O select CSO and CS1 are mask 
programmed simultaneously with the ROM pattern The 
ROM Select Circuitry is shown in Figure 16 



FIGURE 16 - ROM SELECT CIRCUITRY 
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TIMER OPERATION 



The Timer may be programmed to operate in modes 
which fit a wide variety of applications. The device is fully 
bus compatible with the M6800 system, and is accessed by 
Load and Store operations from the MPU. 

In a typical application, the timer will be loaded by storing 
two bytes of data into the counter latch This data is then 
transferred into the counter during a Counter Initialization 
cycle. If enabled, the counter decrements on each subse- 
quent clock cycle (which may be E or an external clock) until 
one of several predetermined conditions causes it to halt or 
recycle Thus, the timer is programmable, cyclic in nature, 
controllable by external inputs or MPU program, and ac- 
cessible to the MPU at any time. 

COUNTER LATCH INITIALIZATION 

The Timer consists of a 16-bit addressable counter and 
two 8-bit addressable latches The function of the latches is 
to store a binary equivalent of the desired count value minus 
one Counter initialization results in the transfer of the latch 
contents of the counter It should be noted that data transfer 
to the counters is always accomplished via the latches 
Thus, the counter latches may be accurately described as a 
16-bit "counter initilization data" storage register 

In some modes of operation, the initialization of the lat- 
ches will cause simultaneous counter initialization (i e , im- 
mediate transfer of the new latch data into the counters) It 
is, therefore, necessary to insure that all 16 bits of the latch- 
es are updated simultaneously Since the MC6846 data bus 
is 8 bits wide, a temporary register (MSB Buffer Register) is 
provided for the Most Significant Byte of the desired latch 
data. This is a "write-only" register selected via address lines 
AO, A1, and A2 Data is transferred directly from the_data 
bus to the MSB Buffer when the chip is selected, R/W is 
low, and the timer MSB register is selected (A0="0", 
A1 = A2 = "1") 

The lower 8 bits of the counter latch can also be referred 
to as a "write-only" register Data Bus information will be 
transferred directly to_the LSB of a counter latch when the 
chip is selected, R/W is low and the Timer LSB Register is 
selected (A0= A1 = A2='"[") Data from the MSB Buffer 
will automatically be transferred into the Most Significant 
Byte of the counter latches simultaneously with the transfer 
of the Data Bus information to the Least Significant Byte of 
the Counter Latch For brevity, the conditions for this opera- 
tion will be referred to henceforth as a "Write Timer Latches 
Command " 

The MC6846 has been designed to allow transfer of two 
bytes of data into the counter latches from any source, pro- 
vided the MSB is transferred first In many applications, the 
source of data will be an M6800 MPU It should therefore be 
noted that the 16-bit store operations of the M6800 family 
microprocessors (STS and STX) transfer data in the order 
required by the MC6846 A Store Index Register instruction, 
for example, results in the MSB of the X register being 
transferred to the selected address, then the LSB of the X 
register being written into the next higher location. Thus, 
either the index register or stack pointer may be transferred 
directly into a selected counter latch with a single instruc- 
tion 

A logic zero at the RESET input also initializes the counter 
latches All latches will assume maximum count (65,535) 



values It is important to note that an internal reset (bit zero 
of the Timer/ Control Register Set) has no effect on the 
counter latches 

COUNTER INITIALIZATION 

Counter Initialization is defined as the transfer of data 
from the latches to the counter with attendant clearing of 
the Individual Interrupt Flag associated with the counter 
Counter I nitializa tion always occurs when a reset condition 
(external RESET = "0" or TCRO = "1") is recognized It can 
also occur (dependent on The Timer Mode) with a Write 
Timer Latc hes co mmand or recognition of a negative transi- 
tion of the Gate input 

Counter recycling or reinitialization occurs when a clock 
input is recognized after the counter has reached an all-zero 
state. In this case, data is transferred from the Latches to the 
Counter, but the Interrupt Flag is unaffected 

TIMER CONTROL REGISTER 

The Timer Control Register (see Table 2) in the MC6846 is 
used to modify timer operation to suit a variety of applica- 
tions The Timer Control Register has a unique address 
space (A0="1", A1 = "0", A2="1") and therefore may be 
written into at any time The least significant bit of the Con- 
trol Register is used as an internal reset bit. When this bit is a 
logic zero, all timers are allowed to operate in the modes 
prescribed by the remaining bits of the timer control register 

Writing "one" into Timer Control Register BO (TCRO) 

causes the counter to be preset with the contents of the 
counter latches, all counter clocks are disabled, and the 
timer output and interrupt flag (Status Register) are reset 
The Counter Latch and Timer/ Control Register are un- 
disturbed by an Internal Reset and may be written into 
regardless of the state of TCRO 

Timer Control Register Bit 1 (TCR1) is used to select the 
clock source When TCR1 = "0", the external clock input 
CTC is selected, and when TCR1 = "1", the timer uses E 

Timer Control Register Bit 2 (TCR2) enables the divide- 
by-8 prescaler (TCR2="1") In this mode, the clock fre- 
quency is divided by eight before being applied to the 
counter When TCR2="0" the system clock is applied 
directly to the counter 

TCR3, 4, 5 select the Timer Operating Mode, and are 
discussed in the next section 

Timer Control Register Bit 6 (TCR6) is used to mask or 
enable the Timer Interrupt Request When TCR6 = "0", the 
Interrupt Flag is masked from the timer When TCR6 = "1", 
the Interrupt Flag is enabled into Bit 7 of the Composite 
Stat us Register (Composite IRQ Bit), which appears on the 
IRQ output pin 

Timer Control Register Bit 7 (TCR7) has a special function 
when the timer is in the Cascaded Single Shot mode. (This 
function is explained in detail in the section describing the 
mode ) In all other modes, TCR7 merely acts as an output 
enable bit If TCR7= "0", the Counter Timer Output (CTO) 
is forced low Writing a logic one into TCR7 enables CTO 
For more information on its operation, see the specific mode 
description 
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TABLE 2 - FORMAT FOR TIMER/COUNTER CONTROL REGISTER (El 



1 



CONTROL 
REGISTER 
BIT 


STATE 


BIT DEFINITION 


STATE DEFINITION 


TCRO 





Internal Reset 


Timer Enabled 


1 


Timer in Preset State 


TCR1 





Clock Source 


Timer uses External Clock (CTC) 


1 


Timer uses System Clock (E) 


TCR2 





- 8 Prescaler 
Enabler 


Clock is not Prescaled 


1 


Clock is prescaled by 
- 8 Counter 


TCR3 
TCR4 
TCR5 


X 
X 
X 


Operating Mode 
Selection 


See Table 3 


TCR6 





Timer Interrupt 
Enable 


IRQ Masked from Timer 


1 


IRQ Enabled from Timer 


TCR7 





Timer Output Enable 


Counter Output (CTO) Set LOW 


1 


Counter Output Enabled 



TIMER OPERATING MODES 

The MC6846 has been designed to operate effectively in a 
wide variety of applications. This is accomplished by using 
three bits of the control register (TCR3, TCR4, and TCR5) to 
define different operating modes of the Timer, outlined in 
Table 3. 



CONTINUOUS OPERATING MODE (TCR3 = 0, TCR5=0) 

The timer may be programmed to operate in a continuous 
counting mode by writing zeros into bits 3 and 5 of the timer 
control register Assuming that the timer output is enabled 



(TCR7= "1"), a square wave will be generated at the Timer 
Output CTO (see Table 4). 

Eithe r a Timer Reset (TCR0="1" or External 
RESET = "0") c ondit ion or internal recognition of a negative 
transition of the CTG input results in Counter Initialization. A 
Write Timer Latches command can be selected as a Counter 
Initialization signal by clearing TCR4 

The discussion of the Continuous Mode has assumed the 
application requires an output signal It should be noted the 
Timer operates in the same manner with the output disabled 
(TCR7="0") A Read Timer Counter command is valid 
regardless of the state of TCR7 



TABLE 3 - OPERATING MODES 



TCR3 


TCR4 


TCR5 


Timer Operating Mode 


Counter Initialization 


Interrupt Flag Set 











Continuous 


cTgI + w + r 


T.O. 








1 


Cascaded Single Shot 


CTGl + R 


T.O. 





1 





Continuous 


CTCH+ R 


T.O. 





1 


1 


Normal Single Shot 


CTGl + R 


T.O. 


1 








Frequency Comparison 


CTCH -T- (W + TO.l + R 


CTGl Before T.O. 


1 





1 


CTGJ-7+R 


T.O Before CTGJ 


1 


1 





Pulse Width Comparison 


CTGJ -T+R 


CTGt Before T.O. 


1 


1 


1 


T.O. Before CTG t 



R = Reset Condition 
W = Write Timer Latches 
T.O. = Counter Time Out 



CTG I = Negative Transition of Pin 17 
CTGt = Positive Transition of Pin 17 
7= Interrupt Flag (CSRO) = 



4-490 



MC6846*MC68A46 



TABLE 4 - CONTINUOUS OPERATING MODES 



CONTINUOUS MODE 
(TCR3 = 0, TCR7 - 1, TCR5 = 0) 


CONTROL INITIALIZATION/OUTPUT WAVEFORMS 
REGISTER 


TCR2 


TCR4 


Counter 


Timer Output (2X) 








Initialization 
£tg 1+ W+ R 


Hn + d (t) -* 


"HN + D (T)-* 


-HN + 1) (T)-H 

-VOH 

LVOL 

0. T.O. 


1 


D. T 





1 


CTG 1+ R 


1 

to T. 



CTG = Negative Transition GATE Input. 

W = Write Timer Latches Command. 

R = Timer Reset (TCRO = 1 or External RESET = 0) 

N = 16 Bit Number in Counter Latch. 



T = Period of Clock Input to Counter. 

to = Counter Initialization Cycle. 

T.O. = Counter Time Out (All Zero Condition). 



NORMAL SINGLE-SHOT TIMER MODE 
(TCR3 = 0, TCR4=1, TCR5=1) 

This mode is identical to the Continuous Mode with two 
exceptions. The first of these is obvious from the name — 
the output returns to a low-level after the initial Time Out 
and remains low until another Counter Initialization cycle oc- 
curs The output waveform (CTO) is shown in Figure 17 

The internal counting mechanism remains cyclical in the 
Single-Shot Mode Each Time Out of the counter results in 



the setting of an Individual Flag and re-initialization of the 
counter. 

The second major difference between the Single-Shot 
and Continuous modes is that the internal counter enable is 
not dependent on the CTG input level remaining in the low 
state for the Single-Shot mode Aside from these dif- 
ferences, the two modes are identical 




FIGURE 17 - SINGLE-SHOT MODES 



CTO 



TRC7 = Output 
After Timeout 



-(N + 1) 



(N + 1) - 



(A) Normal Single-Shot Mode Output Waveform 



I (N+1) 



(N + 1) 



(N + 1) 



TO 



TO 



TO 



"Point at which an interrupt may occur 



(B) Cascaded Single-Shot Mode Output Waveform 

1= Write a "1" into TCR-7 
0= Write a "0" into TCR-7 



NOTE All time intervals shown above assume the Gate (CTG) and Clock (CTO signals are synchronized to E with the specified setup and hold 
time requirements 
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TABLE 5 - TIME INTERVAL MODES 



TCR3 - 1 


TCR4 


TCR5 


APPLICATION 


CONDITION FOR SETTING INDIVIDUAL INTERRUPT FLAG 








Frequency 
Comparison 


Interrupt Generated if CTG Input Period (1/F) 
is Less Than Counter Time Out (T.O.) 





1 


Frequency 
Comparison 


Interrupt Generated if CTG Input Period (1/F) 
is Greater Than Counter Time Out (T.O.) 


1 





Pulse Width 
Comparison 


Interrupt Generated if CTG Input "Down Time" 
is Less Than Counter Time Out (T.O.) 


1 


1 


Pulse Width 
Comparison 


Interrupt Generated if CTG Input "Down Time" 
is Greater Than Counter Time Out (T.O.) 



TIME INTERVAL MODES (TCR3=1) 

The Time Interval Modes are provided for applications re- 
quiring more flexibility of interrupt generation and Counter 
Initialization The Interrupt Flag is set in these modes as a 
function of both Counter Time Out and transitions of the 
CTG input. Counter Initialization is also affected by Interrupt 
Flag status The output signal is not defined in any of these 
modes. Other features of the Time Interval Modes are out- 
lined in Table 5. 

CASCADED SINGLE-SHOT MODE 
(TCR3 = 0, TCR4=0, TCR5= 1) 

This mode is identical to the single-shot mode with two 
exceptions First, the output waveform does not return to a 
low level and remain low after timeout Instead, the output 
levels remains at its initialized level until it is re-programmed 
and changed by timeout The output level may be changed 
at any timeout or may have any number of timeouts between 
changes. 

The second difference is the method used to change the 
output level Timer Control Register Bit 7 (TCR7) has a 
special function in this mode. The timer output (CTO) is 
equal to TCR7 clocked by timeout At every timeout, the 
contents of TCR7 is clocked to and held at the CTO output 
Thus, output pulses of length greater than one timer cycle 
can be generated by cascading timer cycles and counting 
timeouts with a software program (See Figure 17 ) 

An interrupt is generated at each timeout To cascade 
timer cycles, the MPU would need an interrupt routine to 1 ) 
count each timeout and determine when to change TCR7, 2) 
write into TCR7 the state corresponding to the next desired 
state of the output waveform (only necessary during the last 



timer cycle before the output is to change state), and 3) clear 
the interrupt flag by reading the combination status register 
followed by Read Timer MSB It is also possible, if desired, 
to change the length of the timer cycle by reinitializing the 
timer latches. This allows more flexibility for obtaining 
desired times 

FREQUENCY COMPARISON MODE 
(TCR3=1,TCR4 = 0) 

The timer within the MC6846 may be programmed to 
compare the period of a pulse (giving the frequency after 
calculations) at the CTG input with the time period required 
for Counter Time Out A negative transition of the CTG in- 
put enables the counter and starts a Counter Initialization cy- 
cle — provided that other conditions, as noted in Table 6, 
are satisfied The counter decrements on each clock signal 
recognized during or after Couter Initialization until an Inter- 
rupt is generated, a Write Timer Latches command is issued, 
or a Timer Reset condition occurs It can be seen from 
Table 6 that an interrupt condition will be generated if 
TCR5="0" and the period of the pulse (single pulse or 
measured separately repetative pulses) at the CTG input is 
less than the Counter Time Out period If TCR5= "1", an in- 
terrupt is generated if the reverse is true 

Assume now with TCR5= "1" that a Counter Initialization 
has occurred and that the CTG input has returned low prior 
to Counter Time Out Since there is no Individual interrupt 
Flag generated, this automatically starts a new Counter In- 
itialization Cycle The process will continue with frequency 
comparison being performed on each CTG input cycle until 
the mode is changed, or a cycle is determined to be above 
the predetermined limit 



TABLE 6 - FREQUENCY COMPARISON MODE 



CRX3 = 1,CRX4=0 


Control Reg 
Bit 5 (CRX5) 


Counter 
initialization 


Counter Enable 
Fhp-FlopSet (CE) 


Counter Enable 
Flip-Flop Reset (CE) 


Interrupt Flag 
Set (1) 





G>T(CE + TOCE)+R 


gVw-r-T 


W + R + l 


Gl Before TO 


1 


GlT + R 


Gi W-R T 


W + R+l 


TO Before Gl 



I represents the interrupt for the timer. 
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TABLE 7 - PULSE WIDTH COMPARISON MODE 



CRX3 = 1,CRX4 = 1 


Control Reg 
Bit 5 (CRX5) 


Counter 
Initialization 


Counter Enable 
Fhp-Flop Set (CE) 


Counter Enable 
Fhp-Flop Reset (CE) 


Interrupt Flag 
Set (1) 





Gi-T+R 


gi-W-rT 


W + R + l+G 


Gt Before TO 


1 


g;T+r 


Gl WR 7 


W + R + l+G 


TO Before G t 



PULSE WIDTH COMPARISON MODE 
(TCR3=1,TCR4=1) 

This mode is similar to the Frequency Comparison Mode 
except for the limiting factor being a positive, rather than 
negative, transition of the CTG input With TCR5="0", an 
Individual Interrupt Flag will be generated if the zero level 
pulse applied to the CTG input is less than the time period re- 
quired for Counter Time Out With TCR5= "1", the interrupt 
is generated when the reverse condition is true 

As can be seen in Table 7, a positive transition of the CTG 
input disables the counter With TCR5="0", it is therefore 
possible to directly obtain the width of any pulse causing an 
interrupt. 



DIFFERENCES BETWEEN THE MC6840 AND THE 
MC6846 TIMERS 

1) Control registers 1 and 3 are buried (access through 
control register 2 only) in the MC6840 timer In the MC6846, 
all registers are directly accessable. 

2) The MC6840 has a dual 8-bit continuous mode for 
generating non-symmetrical waveforms The MC6846, in- 
stead, has a cascaded one shot mode which can accomplish 
the same function, but also allows the user to generate 
waveforms longer than one timeout 

3) Because of the different modes, there is a difference in 
the control registers between the MC6840 and the MC6846 



COMPOSITE STATUS REGISTER 

The Composite Status Register (CSR) is a read-only 
register which is shared by the Timer and the Peripheral Data 
Port of the MC6846. Three individual interrupt flags in the 
register are set directly via the appropriate conditions in the 
timer or peripheral port The composite interrupt flag — and 
the IRQ Output — respond to these individual interrupts only 
if corresponding enable bits are set in the appropriate Con- 
trol Registers (See Figure 18 ) The sequence of assertion is 
not detected Setting TCR6 while CSRO is high will cause 
CSR7 to be set, for example. 

The Composite Interrupt Flag (CSR7) is clear only if all 
enabled Individual Interrupt Flags are clear The conditions 
for clearing CSR1 and CSR2 are detailed in a later section 
The Timer Interrupt Flag (CSRO) is cleared under the follow- 
ing conditions 

1 ) Timer Reset - Internal Reset Bit (TCRO) = "1" or Exter- 
nal RESET = "0'" 

2) Any Counter Initialization condition 

3) A Write Timer Latches command if Time Interval 
modes (TCR3="1") are being used 

4) A Read Timer Counter command, provided this is 
preceded by a Read Composite Status Register while CSRO 
is set This latter condition prevents missing an Interrupt Re- 
quest generated after reading the Status Register and prior 
to reading the counter 

The remaining bits of the Composite Status Register 
(CSR3-CSR6) are unused They return a logic zero when 
read 






FIGURE 18 - COMPOSITE STATUS REGISTER AND ASSOCIATED LOGIC 



CP2 
IRQ 



CP1 
IRQ 



Timer 
IRQ 



Note. BitsCSR3-CSR6 
are not used 
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I/O OPERATION 



I 



PARALLEL PERIPHERAL PORT 

The peripheral port of the MC6846 contains eight 
Peripheral Data lines (P0-P7), two Peripheral Control lines 
(CP1 and CP2), a Data Direction Register, a Peripheral Data 
Register, and a Peripheral Control Register. The port also 
directly affects two bits (CSR1 and CSR2) of the Composite 
Status Register. 

The Peripheral Port is similar to the "B" side of a PI A 
(MC6820 or MC6821) with the following exceptions: 

1) All registers are directly accessible in the MC6846. Data 
Direction and Peripheral Data in the MC6820/6821 are 
located at the same address, with Bit Two of the Control 
Register used for register selection. 

2) Peripheral Control Register Bit Two (PCR2) of the 
MC6846 is used to select an optional input latch function. 
This option is not available with MC6820/6821 PIA's. 

3) Interrupt Flags are located in the MC6846 composite 
status register rather than Bits 6 and 7 of the Control 
Register as used in the MC6820/MC6821. 

4) Interrupt Flags are cleared in the MC6820/6821 by 
reading data from the Peripheral Data Register. MC6846 In- 
terrupt Flags are cleared by either reading or writing to the 
Peripheral Data Register - provided that this sequence is 
followed a) Flag Set, b) Read Composite Status Register, c) 
Read/Write Peripheral Data Register is followed 

5) Bit 6 of the MC6846 Peripheral Control Register is not 
used. Bit 7 (PCR7) is an Internal Reset Bit not available on 
theMC6820/6821. 

6) The Peripheral Data lines (and CP2) of the MC6846 
feature internal current limiting which allows them to directly 
drive the base of Darlington NPN transistors. 



DATA DIRECTION REGISTER 

The MPU can write directly to this 8-bit register to con- 
figure the Peripheral Data lines as either inputs or outputs. A 
particular bit within the register (DDRN) is used to control 
the corresponding Peripheral Data line (PN) With 
DDRN = "0", PN becomes an input, if DDRN = "1", PNisan 
output. As an example, writing Hex $0F into the Data direc- 
tion Register results in PO through P3 becoming outputs and 
P4 through P7 being inputs. Hex $55 in the Data direction 
Register results in alternate outputs and inputs at the parallel 
port. 

PERIPHERAL DATA REGISTER 

This 8-bit register is used for transferring data between the 
peripheral data port and the MPU. Any bit corresponding to 
an output line will be used to drive the output buffer 
associated with that line. Data in these output bits is normal- 
ly provided by an MPU Write function. (Input bits - those 
associated with input lines - are unchanged by a Write 
Command.) Any input bit will reflect the state of the 
associated input line if the input latch function is deselected. 
If the Control Register is programmed to provide input lat- 
ching, the input bit will retain the state at the time CP1 was 
activated until the Peripheral Data Register is read by the 
MPU. 

PERIPHERAL CONTROL REGISTER 

This 8-bit register is used to control the reset function as 
well as for selection of optional functions of the two 
peripheral control lines (CP1 and CP2). The Peripheral Con- 
trol Register functions are outlined in Table 8. 



TABLE 8 - PERIPHERAL CONTROL REGISTER FORMAT (EXPANDED) 



PCR7 



PCR6 



CP2 DIRECTION CONTROL 

= CP2 Is INPUT 

1 = CP2 Is OUTPUT 



RESET (SET BY EXT. RESET = OR WRITING 
ONE INTO LOCATION, CLEARED BY 
WRITING ZERO TO THIS LOCATION) 

0= NORMAL OPERATION 

1 = RESET CONDITION (CLEARS PERIPH 

DATA & DATA DIRECTION REG + CSR1 & CSR2) 



CP2 Is INPUT (PCR5 = 0) 



CP2 ACTIVE EDGE SELECT 
0= NEGATIVE U) EDGE 
1 = POSITIVE (t) EDGE 



CP2 INT. ENABLE 

= CP2 INT. MASKED 

1 =CP2 INT ENABLED 



CP1 INT. ENABLE 

= CP1 INT MASKED 

1 =CP1 INT. ENABLED 



CP1 ACTIVE EDGE SELECT 

= NEGATIVE U) EDGE 

1 = POSITIVE (t) EDGE 



CP1 INPUT LATCH CONTROL 

= INPUT DATA NOT LATCHED 

1 = INPUT DATA LATCHED ON ACTIVE CP1 



PCR4 


PCR3 


CP2 IS OUTPUT (PCR5 = 1) 








INTERRUPT ACKNOWLEDGE 





1 


INPUT/OUTPUT ACKNOWLEDGE 


1 


OOR 1 


PROGRAMMABLE OUTPUT 
(CP2 REFLECTS DATA 
WRITTEN INTOPCR3) 
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PERIPHERAL PORT RESET (PCR7) 

Bit 7 of the Peripheral Control Register (PCR7) may be us- 
ed to initialize the peripheral section of the MC6846. When 
this bit is set high, the peripheral data register, the peripheral 
data direction register, and the interrupt flags associated 
with the peripheral port (CSR1 and CSR2) are all cleared. 
Other bits in the peripheral control register are not affected 
by PCR7. __^ 

PCR7 is set by either a logic zero at the External RESET in- 
put or under program control by writing a "one" into the 
location. In any case, PCR7 ma y be cle ared only by writing a 
"zero" into the location while RESET is high The bit must 
be cleared to activate the port. 

CONTROL OF CP1 PERIPHERAL CONTROL LINE 

CP1 may be used as an interrupt request to the MC6846, 
as a strobe to allow latching of input data, or both In any 
case, the input can be programmed to be activated by either 
a positive or negative transition of the signal. These ootions 
are selected via Control Register Bits PCRO, PCR1, and 
PCR2. 

Control Register Bit (PCRO) is used to enable the inter- 
rupt transfer circuitry of the MC6846 Regardless of the state 
of PCRO, an active transition of CP1 causes the Composite 
Status Register Bit One (CSR1) to be set If PCR0= "1", this 
interrupt will be reflecte d in the Composite Interrupt Flag 
(CSR7), and thus at the IRQ output. CSR1 is cleared by a 
Peripheral Port Reset condition or by either reading or 
writing to the peripheral data register after the Composite 
Status Register was last read. This precludes inadvertent 
clearing of interrupt flags generated between the time the 
Status Register is read and the manipulation of peripheral 
data 

Control Register Bit One (PCR1) is used to select the edge 
which activates CP1. When PCR1 = "0", CP1 is active on 
negative transitions (high-to-low) Low-to-high transitions 
are sensed by CP1 when PCR1 = "1" 

In addition to its use as an interrupt input, CP1 can be us- 
ed as a strooe to capture input data in an internal latch This 
option is selected by writing a "one" into Peripheral Control 
Register Bit Two (PCR2). In operation, the data at the pins 
designated by the Data Direction Register as inputs will be 
captured by an active transition of CP1 . An MPU Read of the 
Peripheral Data Register will result in the captured data be- 
ing transferred to the MPU — and it also releases the latch to 
allow capture of new data Note that successive active tran- 
sitions with no Read Peripheral Data Command between 
does not update the input latch. Also, it should be noted 



that use of the input latch function (which can be deselected 
by writing a zero into PCR2) has no effect on output data. It 
also does not affect Interrupt function of CP1. 

CONTROL OF CP2 PERIPHERAL CONTROL LINE 

CP2 may be used as an input by writing a zero into PCR5 
In this configuration, CP2 becomes a dual of CP1 in regard 
to generation of interrupts. An active transition (as selected 
by PCR4) causes Bit Two of the Composite Status Register 
to be set. PCR3 is then used to select whether the CP 2 tra n- 
sition is to cause CSR7 to be set - and thereby cause IRQ to 
go low. CP2 has no effect on the input latch function of the 
MC6846. 

Writing a one into PCR5 causes CP2to function as an out- 
put PCR4 then determines whether CP2 is to be used in a 
handshake or programmable output mode With 
PCR4="1", CP2 will merely reflect the data written into 
PCR3 Since this can readily be changed under program 
control, this mode allows CP2 to be a programmable output 
line in much the same manner as those lines selected as out- 
puts by the Data Direction Register 

The handshaking mode (PCR5="1", PCR4="0") allows 
CP2 to perform one of two functions as selected by PCR3 
With PCR3= "1", CP2 will go low on the first positive E tran- 
sition. This Input/Output Acknowledge signal is released 
(returns high) on the next positive transition of E 

In the Interrupt Acknowledge mode (PCR5="1", 
PCR4= PCR3 = "0"), CP2 is set when CSR1 is set by an ac- 
tive transition of CP1 It is released (goes low) on the first 
positive transition of E after CSR1 has been cleared via an 
MPU Read or Write to the Peripheral Data Register (Note 
that the previously described conditions for clearing CSR1 
still apply.) 

RESET SEQUENCE 

A typical reset sequence for the MC6846 will include in- 
itialization of both the Peripheral Control and Data Direction 
Registers of the parallel port. It is necessary to set up the 
Peripheral Control Register first, since PCR7=-="0" is a con- 
dition for writing data into the Da ta Direction Register (A 
logic zero at the external RESET input automatically sets 
PCR7) 

SUMMARY 

The MC6846 has several optional modes of operation 
which allow it to be used in a variety of applications The 
following tables are provided for reference in selecting these 
modes 
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TABLE 9 - MC6846 INTERNAL REGISTER ADDRESSES 



A2 


A1 


AO 


REGISTER SELECTED 











Combination Status Register 








1 


Peripheral Control Register 





1 





Data Direction Register 





1 


1 


Peripheral Data Register 


1 








Combination Status Register 


1 





1 


Timer Control Register 


1 


1 





Timer MSB Register 


1 


1 


1 


Timer LSB Register 


X 


X 


X 


ROM Address 



TABLE 10 - COMPOSITE STATUS REGISTER 



1 



CSR7 


CSR3-CSR6 NOT USED. DEFAULT 
TO ZERO WHEN READ 


CSR2 


CSR1 


CSRO 




















COMPOSITE INTERRUPT FLAG 

= NO ENABLED INTERRUPT FLAG SET 

1 = ONE OR MORE ENABLED INTERRUPT FLAGS SET.* 




CP2 INTERRUPT FLAG 

0=NO INTREQ 

1 = INT REQUESTED 






TIMER INTERRUPT FLAG 

= NO INTREQ. 

1 = INT REQUESTED 


INVERSE OF THIS BIT APPEARS AT TRQ OUTPUT 


















*STATUS OF THIS BIT CAN BE EXPRESSED AS 
CSR7 = CSRO • TCR6 + CSR1 • PCRO + CSR2 • PCR3 








0= NO INTREQ. 

1 = INT REQUESTED 



TABLE 11 - TIMER CONTROL REGISTER 



TCR5 



INTERRUPT ENABLE 
0= IRQ MASKED 
1 = IRQ ENABLED 



TIMER OUTPUT ENABLE 

= OUTPUT DISABLED (LOW) 

1 = OUTPUT ENABLED 



FOR CASCADED SINGLE-SHOT 

= OUTPUT GOES LOW AT TIME OUT 

1 = OUTPUT GOES HIGH AT TIME OUT 



INTERNAL RESET 

= TIMER ENABLED 

1 = RESET STATE 



CLOCK SOURCE 

= EXTERNAL CLOCK (CTC) 

1 = INTERNAL CLOCK <rf>2) 



^8PRESCALE ENABLE 

= CLOCK NOT PRESCALED 

1 = CLOCK PRESCALED (-r 8) 



TCR3 


TCR4 


TCR5 


TIMER OPERATING MODE 


COUNTER INITIALIZATION 


INTERRUPT FLAG SET 











CONTINUOUS 


CTGl + W + R 


T.O. 








1 


CASCADED SINGLE SHOT 


CTGl + R 


T.O 





1 





CONTINUOUS 


CTGl + R 


T.O. 





1 


1 


NORMAL SINGLE SHOT 


CTCH + R 


T.O. 


1 








FREQUENCY COMPARISON 


CTGl •!• (W + T.O ) +R 


CTCU BEFORE T.O 


1 





1 


CT(H -T+R 


TO. BEFORE CTCU* 


1 


1 





PULSE WIDTH COMPARISON 


CTGl -T+R 


CTGt BEFORE T.O. 


1 


1 


1 






T.O. BEFORE CTGt 



R = RESET CONDITION 

W = WRITE TIMER LATCHES 

T.O. = COUNTER TIME OUT 



CTGl = NEG TRANSITION OF PIN 17 
CTGt = POS TRANSITION OF PIN 17 
T= INTERRUPT FLAG (CSRO) = 
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TABLE 12 - PERIPHERAL CONTROL REGISTER 



PCR4 

— cz 



PCR3 



CP2 DIRECTION CONTROL 

= CP2 Is INPUT 

1 = CP2 Is OUTPUT 



RESET (SET BY EXT. RESET = OR WRITING 
ONE INTO LOCATION, CLEARED BY 
WRITING ZERO TO THIS LOCATION) 

= NORMAL OPERATION 

1 = RESET CONDITION (CLEARS PERIPH 
DATA & DATA DIRECTION REG + CSR1 & CSR2) 



CP2 Is INPUT (PCR5 = 0) 



CP2 ACTIVE EDGE SELECT 
0= NEGATIVE U) EDGE 
1 = POSITIVE (t) EDGE 



CP2 INT. ENABLE 

= CP2 INT. MASKED 

1 = CP2 INT ENABLED 



PCRO 



CP1 INT. ENABLE 

= CP1 INT. MASKED 

1 =CP1 INT. ENABLED 



CP1 ACTIVE EDGE SELECT 
0= NEGATIVE U) EDGE 
1 = POSITIVE (t) EDGE 



CP1 INPUT LATCH CONTROL 

= INPUT DATA NOT LATCHED 

1 = INPUT DATA LATCHED ON ACTIVE CP1 



PCR4 


PCR3 


CP2 IS OUTPUT (PCR5 = 1) 








INTERRUPT ACKNOWLEDGE 





1 


INPUT/OUTPUT ACKNOWLEDGE 


1 


OOR 1 


PROGRAMMABLE OUTPUT 
(CP2 REFLECTS DATA 
WRITTEN INTOPCR3) 




CUSTOM PROGRAMMING* 



By the programming of a single photomask for the 
MC6846, the customer may specify the content of the 
memory and the method of enabling the outputs 

Information on the general options of the MC6846 should 
be submitted on an Organizational Data form such as that 
shown in Figure 19. 

Information for custom memory content may be sent to 
Motorola in one of two forms (shown in order of 
preference)- 
1. EPROMs 
2 MDOS Diskette 
The specification should be formatted and packaged, as 
indicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter to 
Motorola Inc 
MPU Marketing L2787 
3501 Ed Bluestein Blvd 
Austin, Texas 78721 
A copy of the cover letter should also be mailed separately 

EPROMs 

MCM2708 and MCM2716 type EPROMs, programmed 
with the custom program (positive logic notation for address 
and data), may be submitted for pattern generation The 
MC2708s must be clearly marked to indicate which PROM 
corresponds to which address space ($X800-$XFFF) See 
Figure A-1 for recommended marking procedure 



After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 



FIGURE A-1 





XX = Customer ID 



MDOS DISKETTE 

The start/end location should be written on the label, 
EXORcisor format 



'Motorola provides two ROM patterns in the MC6846 

1 MIKBUG2 - MC6846L1.P1 

2 TVBUG 1 2 - MC6846L3.P3 
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FIGURE 19 - FORMAT FOR PROGRAMMING GENERAL OPTIONS 



I 



Customer: 

Company . 
Part No. . 
Originator . 



ORGANIZATIONAL DATA 
MC6846 COMBINATION ROM-I/O-TIMER 



Phone No. 



Onote* 


Motorola Use Only: 


Part No.: 
Specif. No 









Enable Options: (ROM ENABLE MUST DIFFER FROM l/O-TIMER) 



1 

cso nn 
cs, □□ 

ROM SECTION 


1 

nn 
nn 

l/O-TIMER SECTION 







CHECK ONE COLUMN ONLY 


I/O TIMER SELECT 












A6 
1 X 

ODD 


A10 


X 


1 


X 


X 


X 


A9 


X 


X 


1 


X 


X 


A8 


X 


X 


X 


1 


X 


A7 


X 


X 


X 


X 


1 



1 > 2.0V. 
0<0.8V. 
X = 
NOT USED 
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MC6847/MC6847Y VIDEO DISPLAY GENERATOR (VDG) 

The video display generator (VDG) provides a means of interfacing 
the M6800 microprocessor family (or similar products) to a standard col- 
or or black and white NTSC television receiver. Applications of the VDG 
include video games, process control displays, home computers, 
education, communications, and graphics applications 

The VDG reads data from memory and produces a video signal which 
will allow the generation of alphanumeric or graphic displays The 
generated video signal may be modulated to either channel 3 or 4 by 
using the compatible MC1372 (TV chroma and video modulator). This 
modulated signal is suitable for reception by a standard unmodified 
television receiver A typical TV game is shown in Figure 1 

• Compatible with the M6800 Family, the M68000 Family, and Other 
Microprocessor Families 

• Generates Four Different Alphanumeric Display Modes, Two Semi- 
graphic Modes, and Eight Graphic Display Modes 

• The Alphanumeric Modes Display 32 Characters Per Line by 16 Lines 
Using Either the Internal ROM or an External Character Generator 

• Alphanumeric and Semigraphic Modes May Be Mixed on a Char- 
acter-by-Character Basis 

• Alphanumeric Modes Support Selectable Inverse on a Character- 
by-Character Basis 

• Internal ROM May Be Mask Programmed with a Custom Pattern 

• Full Graphic Modes Offer 64x64, 128x64, 128x96, 128x192, or 
256x192 Densities 

• Full Graphic Modes Use One of Two 4-Color Sets or One of Two 
2-Color Sets 

• Compatible with the MC1372 and MC1373 Modulators Via Y, R-Y 
(<f>A), and B-Y (0B) Interface 

• Compatible with the MC6883 (74LS783) Synchronous-Address Multi- 

plexer 

• Available in Either an Interlace (NTSC Standard) or Non-interlace 
Version 



MC6847 

Non-lnterlace 

MC6847Y 

Interlace 



MOS 

(N-CHANNEL, SILICON-GATE) 

VIDEO DISPLAY 
GENERATOR 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



vssl 1 • 

DD6[ 2 

DD0[ 3 

DD1[ 4 

DD2[ 5 

DD3[ 6 

DD4[ 7 

DD5[ 8 

CHB[ 9 
</>B[ 10 
*A[ 11 
MSI 12 

DA5[ 

DA6[ 

DA7C 

DA8| 

VccE 

DA9f 
DA10J 
DA1lf 20 



ASSIGNMENT 



]DD7 

less 

]HS 
]FS 
]RP 

3 A/ a 
3a/s 
3clk 

3lNV 

3INT/EXT 

3GM0 

3GM1 
28 3Y 
27 3GM2 
26 3DA4 
25 3D A3 
24 3DA2 
23 3DA1 
22 3DA0 
21 3DA12 
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FIGURE 1 - BLOCK DIAGRAM OF A TV GAME USING THE VDG AND THE MC6809E MPU 
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ELECTRICAL SPECIFICATIONS 
ABSOLUTE MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage Any Pin 


V,n 


- 3 to +70 


V 


Operating Temperature 


T A 


Oto +70 


°c 


Storage Temperature 


T stg 


-65 to +150 


°c 



THERMAL CHARACTERISTICS 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage (e g , either Vgs or 

vcc) 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic 
Plastic 
Cerdip 


0JA 


50 
100 
60 


°C/W 
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DC (STATIC) CHARACTERISTICS (V cc = 5 V ±5%, V S s = V, T A = 0°C to 70°C unless otherwise noted) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 
CLK 
Other Inputs 


V|H 


Vss + 24 
Vss+20 


I 


vcc 
Vcc 


V 


Input Low Voltage 
CLK 
Other Inputs 


V|L 


Vss-03 
Vss-03 


- 


Vss+04 
Vss+08 


V 


Input Leakage Current, Force 5 25 V on Pin Under Test, 
V C c = 5 5 V CLK, GM0-GM2, INV, INT/EXT, MS, Vss- 
DD0-DD7, A/S, A/G 


lin 


- 


- 


25 


ma 


Three-State (Off State) Input Current DA0-DA12 
Force 2 4V and 4 V on Pin Under Test 


•OL 


- 


- 


±10 


^A 


Output High Voltage (CLoad = 30 pF,lLoad= -100jiA RP.HS, FS 


VOH 


24 


- 


- 


V 


Output High Voltage (CLoad = 55 pF, li_oad= -100jiA) DA0-DA12 


VOH 


24 


- 


- 


V 


Output Low Voltage ( C Load = 30 pF,l Load =1 6 mA) RP.HS, FS 


VOL 


- 


- 


Vss + 04 


V 


Output Low Voltage (CLoad = 55 pF, lLoad = 1 6 mA) DA0-DA12 


vol 


- 


- 


Vss+04 


V 


Output High Current (Sourcing) All Outputs (Except 
(V h = 2 4V) 4>A,0B,Y,andCHB) 


'oh 


-100 


- 


- 


M A 


Output Low Current (Sinking) All Outputs (Except 
(V O l = 4V) 0A,0B,Y,andCHB) 


'OL 


1 6 


- 


- 


mA 


Input Capacitance (V, n = 0,TA = 25°C,f=1 OMHz) All Inputs 


C,n 


- 


- 


75 


pF 


Internal Power Dissipation (Measured at Ta=0 to 70°C) 


Pint 


- 


- 


600 


mW 


Chroma <£A Voltage (Figure 3) 
(CLoad = 20 pF, R Loa d = 100 kQ) 
(Note 1) 


V|H 

vr 
vol 


1 8 
1 34 
08 


20 
1 5 
1 


22 
1 66 
1 2 


V 


Chroma <£B Voltage (Figure 3) 
(CLoad = 20 pF, R Lo ad=100kQ) 
(Note 1) 


V|H 
VR 

vol 

v Burst 


1 8 
1 34 

80 

1 07 


20 
1 5 
1 
1 25 


22 
1 66 
1 2 
1 43 


V 


Luminance Y Voltage (Figure 3) 
(CLoad = 20 pF, R Lo ad = 100 kQ) 
(Voltage Synchronization) 
(Voltage Blank) 
(Voltage Black) 
(Voltage White Low) 
(Voltage White Medium) 
(Voltage White High) (Note 1) 


vs 

VBIank 
v Black 
VWL 
V WM 
V WH 


09 
63 
058 
51 
40 
27 


1 
77 
72 
65 
054 
42 


1 1 
09 
83 
75 
65 
53 


V 


Chroma Bias Voltage (CL O ad = 20 pF, RLoad =100 kfi > 


Vr 


27 V C C 


3V C C 


33 Vcc 


V 


Resistor % of Vgs Tracking (Analog Outputs Linearity Error) 


Rt 


- 


1 


30 


% 




NOTE 1 The specified minimum and maximum number reflect performance of the VDG of the specified temperature range Overlapping vol- 
tage levels will not occur Refer to Figure 2 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from" 

Tj = T A +(Pd^JA) U> 

Where 

Ta = Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD-PINT+PPORT 

P|NT s| CC x V CC- Watts - Chip Internal Power 
PpORT = Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become rv^nificant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

P D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = P D «(TA + 273°C) + 0J A*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equal' -n 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of PpandTj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 



FIGURE 2 - PSEUDO ANALOG LUMINANCE RESISTOR CHAIN 



VSync 




NOTE The chrominance output chain is similar in design to the luminance chain 
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AC (DYNAMIC) CHARACTERISTICS (Vcc = 5 V ±5%, T A = 0°C to 70°C) (Load Circuit of Figure 3) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Figure 


CLK (Frequency (3 579545 Color Burst Frequency) 


f 


3 579535 


3 597555 


MHz 


4 


CLK Duty Cycle 


CL«d c 


45 


55 


% 


4 


Clock Rise Time 


tCLKr 


- 


50 


ns 


4 


Clock Fall Time 


tCLKf 


- 


50 


ns 


4 


Clock Pulse Width 


PWclk 


120 


160 


ns 


4 


Horizontal Display Address Delay from Counter DA0-DA3 

DA4 


tHDAD 


- 


490 


ns 


4, 5, 6 


*HDA4D 


- 


550 


ns 


5,6 


Horizontal Display Address Hold Time 


tHDAH 





- 


ns 


4, 5,6 


tHDA4H 





- 


Display Data Setup Time CSS, INV, A/S, INT/EXT, DD0-DD7 


tDDS 


70 


- 


ns 


4, 5,6 


Display Data Hold Time CSS, INV, A/S, INT/EXT, DD0-DD7 


tDDH 


140 


- 


ns 


4, 5, 6 


Horizontal Sync (HS~) Delay Fall 

Rise 


tDHSf 


- 


550 


ns 


7 


tDHSr 


- 


740 


Row Preset (RP) Delay Fall 

Rise 


tDRPf 


- 


660 


ns 


7 


tDRDr 


- 


540 


Vertical Display Address Delay from Counter DA5-DA12 


*VDAD 


- 


60 


fiS 


7 


Vertical Display Address Hold Time 


tVDAH 


- 


220 


ns 


7 


Field Sync (FS) Delay Fall 

Rise 


tDFSf 


- 


520 


ns 


8 


*DFSr 


- 


600 


Memory Select Low to Display Address High-Impedance 


tDMST 


- 


80 


ns 


9 


Memory Select High to Display Address Valid 


*DMSV 


- 


400 


ns 


9 


Chroma Rise and Fall Times 
(</>A Rise Time) 

U/>A Fall Time) 

(<*>B Rise Time) 

(</>B Fall Time) 


trC^A 

V^A 
tfC0A 

ttyA 
VC0B 

l r0B 
tfC<tf>B 

tf</>B 


- 


100 
100 
100 
100 
100 
100 
100 
100 


ns 


12 


Color Burst Rise Time on <t>Q Output 


*CBr 


- 


100 


ns 


12 


Color Burst Fall Time on <f>Q Output 


tCBf 


- 


100 


ns 


12 


Chroma Phase Delay (Measured with Respect to "Y" Output) 
</>A 
0B 


*YA 
tYB 


-50 
-50 


140 
140 


ns 


11 


Luminance Rise Time 


Vy 


- 


100 


ns 


12 


Luminance Fall Time 


% 


- 


100 


ns 


12 


Horizontal Sync Rise Time on Y Output 


tHr 


- 


100 


ns 


12 


Horizontal Sync Fall Time on Y Output 


tHf 


- 


100 


ns 


12 


Horizontal Blanking Rise Time on Y Output 


tHBr 


- 


100 


ns 


12 


Horizontal Blanking Fall Time on Y Output 


*HBf 


- 


100 


ns 


12 


Front Porch Duaration Time (7x 1/f) 


tFP 


1 8 


2.4 


MS 


12 


Back Porch Duration Time (17 5 x 1/f) 


tBP 


45 


51 


MS 


12 


Left Border Duration Time (29 5x 1/f) 


tLB 


75 


83 


MS 


12 


Right Border Duration Time (28 x 1/f) 


tRB 


75 


83 


MS 


12 


Color Burst Duration Time (10 5x 1/f) 


tCB 


27 


3.2 


MS 


12 



A0-A12, FS, RP, HS 



FIGURE 3 - TEST LOADS 
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FIGURE 4 - CLOCK AND LONG CYCLE HORIZONTAL ACCESS TIMING 




DD0-DD7, CSS 



tDDH- 



NOTES 

1 The VDG may power-up using either the rising or falling edge of the clock (dotted line) 

2 Transitions of DA4-DA12 occur outside the display area DA0-DA3 access the 16 bytes of data displayed during each scan line in the dis- 
play area _ 

3 Long cycle timing applies to CG1, RG1, RG2, and RG3 modes (see Table 3) A/G is high, AS, INT/ EXT, and INV input levels do not affect 
the VDG in long cycle modes 

4 Usable RAM access time for the long cycle may be calculated using the following equation 

*R ACL = 8* m m ax - *HDAD -- tDDSmax - t.CLK 
If address and data buffers are usea, the access time must be adjusted accordingly 

5 All timing is measured to and from a low voltage of 8 volts and a high voltage of 2 volts unless otherwise specified 

FIGURE 5 - SHORT CYCLE HORIZONTAL ACCESS TIMING 

tCLKr- 



DD0-DD7 

CSS , A/G, A/S, 

INT/EX1 







NOTES 

1 The VDG may power-up using either the rising or falling edge of the clock as shown in Figure 4 

2 Transitions of DA5-DA12 occur outside the display area DA0-DA4 access the 32 bytes of data displayed during each scan line in the dis- 
play area 

3 Short cycle timing applies to the four alphanumeric modes, two semigraphic modes, and to the CG2, CG3, CG6, RG6 modes (see Table 3) 
For the four graphic modes, A/G is high and the A7S, INT/EXT, and INV input levels do not affect the VDG 

4 Usable RAM access time for the short cycle may be calculated using the following equation 



tRACS = 4*1/f ma x-tHDA4D rr 



-tDDSrr 



-tCLKr 



If address and data buffers are used, the access time must be adjusted accordingly 
5 All timing is measured to and from a low voltage of 8 volts and a high voltage of 2 volts unless otherwise specified 
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"Short element/access mode CG2, CG3 CG6 RG6, Alphanumencs Semigraphics 
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FIGURE 6 - HORIZONTAL ADDRESS AND VALID DATA SETUP AND HOLD TIMING 
(Timing Relationships Shown From Beginning of Line) 



< 




o 



FIGURE 7 - VERTICAL ADDRESS, ROW PRESET AND HORIZONTAL SYNCHRONIZATION TIMING 
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NOTES 

1 All timing is measured to and from a low voLage of 8 volts and a high voltage of 2 volts unless otherwise specified 

2 HS pulse width may be determined by twHS = 16 5.1/f- tDHSF + t DHSr 

3 HS to RP may be determined by tf-|SRP = 3 5-1/f-t[)HSr + t DRPf 

4 RP pulse width may be determined by t\/\/Rp = 3 5»1/f-tDRPf + tQRPr 

5 DA5-DA12 will change during the inactive portion of the display 

6 tpHS = 227 5-1/f 

7 'DOT = K f 
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FIGURE 8 - FIELD SYNC (FS) TIMING 




NOTES 

1 t WFS = 32.tpHST= 32.(277 5.1/f) 

2 tpFS = 262.tpHST = 262.(227 5.1/f) for MC6847 
t PFS = 262 5.tpHST = 262 5.(227 5-1/f) for MC6847Y 




FIGURE 9 - MEMORY SELECT (MS) TIMING 
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Note 1 
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MA0-MA12 Valid Address X Valid Address 



x: 



■v 



:— v 



Valid Address 
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NOTES 
1 MS is asserted asynchronously with respect to CLK 
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FIGURE 10 - VIDEO AND CHROMINANCE OUTPUT WAVEFORM RELATIONSHIPS 
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NOTES 

1 tHCD = 3 5.1/f 

2 tAV=128.1/f 

3 tAVB=185 5.1/f 

4 Refer to Figure 7 

5 t H BNK = 42*1/f 



FIGURE 11 - CHROMA PHASE DELAY 
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FIGURE 12 - TIMING DIAGRAMS 
VIDEO RISE AND FALL TIMES (Illustrates Beginning of One Horizontal Line) 
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FIGURE 13 - DISPLAY AREA TIMING 
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FIGURE 14 - TYPICAL FORMAT OF THE TELEVISION SCREEN 

BORDER 

-(Black in all alpha/ semigraphic modes Green or buff (off-white) 

in all graphic modes Controlled by the VDG ) 




DISPLAY AREA 

(49,152 dots, all under VDG 

control in all modes Each 

one of up to 8 colors when on 

depending on mode ) 



"One on each non-interlaced line, for interlace, the lines of the odd 
field are copied into the even field thus doubling the number of dis- 
played dots 
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VIDEO DISPLAY GENERATOR DESCRIPTION 

The MC6847/MC6847Y video display generators provide a 
simple interface for display of digital information on a color 
monitor or standard color/ black and white television 
receiver. 

Television transmissions in North and South America and 
Japan conform to the National Television System Commit- 
tee (NT SO standards This system is based on a field repeti- 
tion rate of 60 fields per second. There are 525 interlaced 
lines per frame or one-half this number per field. 

The MC6847 scans one field of 262 lines 60 times per sec- 
ond. The MC6847 non-interlace VDG is recommended for 
use in systems (i e., TV games and personal computers) 
where absolute NTSC compatibility is not required If NTSC 
compatibility is required, perhaps for caption overlays on 
broad-case signals, then the MC6847Y interlace VDG is 
recommended. 

NOTE 

A system with the MC6847 VDG and the MC1372 
video modulator forms a transmitter, transmitting at 
61 2 MHz (channel 3) or 67 25 MHz (channel 4) depen- 
ding on component values chosen This being a Class I 
TV device, care must be taken to meet FCC re- 
quirements Part 15, Subpart H However, if the com- 
posite video output from the MC1372 were to drive the 
television directly, Section 15.7 of the FCC specifica- 
tion must be adhered to. 



SIGNAL DESCRIPTION 

DISPLAY ADDRESS OUTPUT LINES (DA0-DA12) 

Thirteen address lines are used by the VDG to scan the 
display memory as shown in Figures 4-7 The starting ad- 
dress of the display memory is located at the upper left cor- 
ner of the display screen. As the television sweeps from the 
left to right and top to bottom, the VDG increments the 
RAM display address. The timing for two accesses starting 
at the beginning of the line is shown in Figure 6 These lines 
are TTL compatible and may be forced into a high- 
impedance state whenever MS (pin 12) goes low A0-A3 



change during the active display area. A4 changes during the 
active display area in the alphanumencs, semigraphics, CG2, 
CG3, CG6, and RG6 modes A5-A12 do not toggle within the 
active display area but instead, ripple through the address 
during border and blanking time. 

DATA INPUTS (DD0-DD7) 

Eight TTL compatible data lines are used to input data 
from RAM to be processed by the VDG The data is then in- 
terpreted and transformed into luminance (Y) and chroma 
outputs (0A and <£B) 

POWER INPUTS - Vcc requires +5 volts ±5%. VsS 
requires zero volts and is normally ground. The tolerance and 
current requirements of the VDG are specified in the Elec- 
trical Characteristics. 

VIDEO OUTPUTS (<f>A, <f>B, Y, CHB) - These four analog 
outputs are used to transfer luminance and color information 
to a standard NTSC color television receiver, either via the 
MC1372 RF modulator or via drivers directly into Y, <f>A, 4>B 
television video inputs (see Figures 10, 11, and 12). 

Luminance (Y) — This six level analog output contains 
composite sync, blanking and four levels of video luminance. 

0A — This three level analog output is used in combina- 
tion with 4>B and Y outputs to specify one of eight colors. 

<£B — This four level output is used in combination with 
<f>A and Y outputs to specify one of eight colors Additional- 
ly, one analog level is used to specify the time of the color 
burst reference signal 



Chroma Bias (CHB) - This pin is an analog output and 
provides a DC reference corresponding to the quiescent 
value of <£A and 4>B. CHB is used to guarantee good thermal 
tracking and minimize the variation between the MC1372-and 
MC6847. This pin, when pulled low, resets certain registers 
within the chip. In a user's system, this pin should not nor- 
mally be used as an input It is used mainly to enhance test 
capabilities within the factory 



Luminance Y from Pin 28 
of VDG 




Video Out 



~ Q1,Q2-2N3646 
Contributed by Ted Hanwick, Honeywell, Inc 
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SYNCHRONIZING INPUTS (MS, CLK) 

THREE-STATE CONTROL - (fflS) is a TTL compatible 
input which, when low, forces the VDG address lines into a 
high-impedance state, as shown in Figure 9. This may be 
done to allow other devices (such as an MPU) to address the 
display memory (RAM). 

CLOCK (CLK) - The VDG clock input (CLK) requires a 
3 579545 MHz (standard color burst) TV crystal frequency 
square wave The duty cycle of this clock must be between 
45 and 55% since it controls the width of alternate dots on 
the television screen The MC1372 RF modulator may be 
used to supply the 3 579545 MHz clock and has provisions 
for a duty cycle adjustment. The VDG will power-up using 
either the rising or falling edge of the clock. The dotted line 
on the CLK signal in Figure 4 indicates this characteristic of 
latching in data on either clock edge 

SYNCHRONIZING OUTPUTS (FS, HS, RP) 

Three TTL compatible outputs provide circuits, exterior to 
the VDG, with timing references to the following internal 
VDG states- 

FIELD SYNC (FS) - The high-to-low transition of the FS 
output coincides with the end of active display area (see 
Figure 8). During this time interval, an MPU may have total 
access to the display RAM without causing undesired flicker 
on the screen. The low-to-high transition of FS coincides 
with the trailing edge of the vertical synchronization pulse 



HORIZONTAL SYNC (R3) - The R3 pulse coincides 
with the horizontal synchronization pulse furnished to the 
television receiver by the VDG (see Figure 7) The high-to- 
low transition of the HSs output coincides with the leading 
edge of the horizontal synchronization pulse and the low-to- 
high transition coincides with the trailing edge. 

ROW PRESET (RP) - If desired, an external character 
generator ROM may be used with the VDG However, an ex- 
ternal four bit counter must be added to supply row ad- 
dresses The counter is clocked by the HS signal and is 
cleared by the RP signal. RP pulses occur in all alphanumeric 
and seriographies modes; no pulses are output in the full 
graphic modes. R_P_ occurs after the first valid 12 lines 
Therefore, use an FS clocked preloadable counter such as a 
74LS161 as shown in Figures 7, 14, and 23 

MODE CONTROL LINES INPUT (A/G, A/S, INT/EXT, 
GMO, GM1, GM2, CSS, INV) 

Eight TTL compatible inputs are used to control the 
operating mode of the VDG A/S INT/EXT, CSS, and INV 
may be changed on a character-by-character basis The CSS 
pin is used to select between two possible alphanumeric col- 
ors when the VDG is in the alphanumeric mode and between 
two color sets when the VDG is in the Semigraphics 6 or full 
graphic modes. Table 1 illustrates the various modes that can 
be obtained using the mode control lines There are two dif- 
ferent types of memory access concerning these modes, 
they are a short and a long access cycle, which differ by a 



FIGURE 16 - EXTERNAL CHARACTER GENERATOR ROW COUNTER FOR MC6847 
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TABLE 1 - MODE CONTROL LINES (INPUTS) 



A/G 


A/S 


INT/ EXT 


INV 


GM2 


GM1 


GMO 


Alpha/ Graphic Mode Select 


# of Colors 

















1 
1 




1 



1 


X 
X 
X 
X 


X 
X 
X 
X 


X 
X 
X 
X 


Internal Alphanumencs 
Internal Alphanumencs Inverted 
External Alphanumencs 
External Alphanumencs Inverted 


2 






1 
1 




1 


X 
X 


X 
X 


X 
X 


X 
X 


Semigraphics 4 (SG4) 
Semigraphics 6 (SG6) 


8 
8 




X 
X 
X 
X 
X 
X 
X 
X 


X 
X 
X 
X 
X 
X 
X 
X 


X 
X 
X 
X 
X 
X 
X 
X 







1 
1 
1 
1 





1 
1 




1 
1 




1 



1 



1 



1 


64x64 Color Graphics One (CG1) 
128x64 Resolution Graphics One (RG1) 
128x64 Color Graphics Two (CG2) 
128x96 Resolution Graphics Two (RG2) 
128x96 Color Graphics Three (CG3) 
128 x 192 Resolution Graphics Three (RG3) 
128 x 192 Color Graphics Six (CG6) 
256 x 192 Resolution Graphics Six (RG6) 


4 
2 
4 
2 
4 
2 
4 
2 



shift of one full 3 58 MHz cycle One of the differences be- 
tween these access times, in the short access time frame, is 
a shift of one full 3 58 MHz cycle from the corresponding 
normal long access time frame, as shown in Figure 6 The 
modes using short access times read memory twice as often 
as the long access modes 



OPERATION OF THE VDG 

A simplified block diagram of the VDG is shown in Figure 
17a and a detailed block diagram is shown in Figure 17b 

The externally generated 3 58 MHz color burst clock drives 
the VDG Referring to Figures 11 and 12, note that the 
horizontal screen span from blanking to blanking is 193 1 
clock periods ( » 53 95 fis) The display window is offset from 
the left-hand edge by 283 periods and lasts for 128 periods 
(35 75 fis) Of the 242 lines on the vertical screen from blank- 
ing to blanking, 192 lines are used for the display The 
display window is offset from the top by 25 lines Under the 
constraint of the master clock, the smallest display element 
possible for the VDG is half period of the 3 58 MHz clock 
wide by one scan line high All other display elements are 
multiples of this basic size 

DISPLAY MEMORY ADDRESS DRIVERS 

The address drivers normally drive the video refresh ad- 
dress into the display memory so characters may be 
displayed on the CRT When the memory select pin (MS) is 
pulled low by an external decoder, the driver outputs go to a 
high-impedance state so external three-state drivers may 
switch the MPU produced address onto the display memory 
address bus, the MPU may directly manipulate data in the 
display memory 



of every horizontal blanking period This color burst is sup- 
pressed during vertical sync and equalizing intervals Color 
burst is also suppressed in the most dense two color graphic 
modes This leads to some interesting rainbow effects on the 
display which is frequency and pattern dependent. The ver- 
tical timing for the VDG is given in Figure 18 Vertical retrace 
is initiated by the luminance signal being brought to the 
blanking level The vertical blanking period begins with three 
lines of equalizing pulses followed by three lines of serrated 
vertical sync pulses followed by three more lines of equaliz- 
ing pulses The remaining vertical blanking period contains 
the normal horizontal sync pulses T he equalizing and serra- 
tion pulses are at half line frequency Notice the difference in 
spacing between the last horizontal sync pulse and the first 
equalizing pulse in even and odd fields. It is the half line dif- 
ference between fields that produces the interlaced picture in 
a frame. Vertical timing between fields for the non-interlaced 
VDG, on the other hand, is identical The equalizing and ser- 
ration pulses are, however, at the horizontal frequency 

The 3 58 MHz color frequency is also used to clock the 
video shift register load counter This counter and the video 
shift clock inhibit circuitry derive the dot-clock for the output 
of the video shift registers and the load signals for the video 
shift registers' input latches The vertical and horizontal ad- 
dress counters generate the addresses for the external 
display memory 

INTERNAL CHARACTER GENERATOR ROM 

Since many uses of the VDG will involve the display of 
alphanumeric data, a character-generator ROM is included 
on the chip This ROM will generate 64 standard 5x7 dot 
matrix characters from standard 6-bit ASCII input A stan- 
dard character set is included in the MC6847 although the 
ROM is custom programmable 



VIDEO TIMING AND CONTROL 

This subsystem of the VDG includes the mode decoding, 
timing generation, and associated row counter logic, and 
uses the 3 58 MHz color frequency to generate horizontal 
and vertical timing information (via linear shift register 
counters), which the video and chroma encoder uses to 
generate color video information The horizontal timing for 
the VDG is summarized in Figure 7 Ten and one-half cycles 
of the 3 58 MHz subcarner are transmitted on the back porch 



INTERNAL/EXTERNAL CHARACTER GENERATOR 
MULTIPLEXER 

The internal/external multiplexer allows the use of either 
the internal ROM or an external character generator This 
multiplexer may be switched on a character-by-character 
basis to allow mixed internal and external characters on the 
CRT. The external character may be any desired dot-pattern 
in the standard 8x12 one-character display matrix, thus 
allowing the maximum 256 x 192 screen density. 
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FIGURE 17a - SIMPLIFIED VDG BLOCK DIAGRAM 

MPU Address Bus 



MPU Data Bus 





Parallel To 

Serial Shift Register, 

Video Chroma Encoder 



Luminance 

*A 

0B 



VIDEO AND COLOR SUBSYSTEM 

The 8-bit output of the internal/external multiplexer is 
serialized in an 8-bit shift register clocked at the dot-clock 
frequency. 

The luminance information from the shift register is sum- 
med with the horizontal and vertical sync signals to produce 
a composite video signal less the chrominance information, 



called Y. The luminance signal, Y, and the two chrominance 
outputs, <f>A (R-Y) and tf>B (B-Y), can be combined 
(modulated) by an MC1372 into a composite video signal 
with color. Figures 8, 9, 10, and 16 show the relationship be- 
tween the luminance and chrominance signals and the resul- 
tant color. 
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FIGURE 17b - DETAILED VDG BLOCK DIAGRAM 
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FIGURE 18 - NON-INTERLACE VERTICAL TIMING 
(For Interlace Vertical Timing Use Inserts) 
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NOTES 1 [ ]# of 31 468 kHz clocks 

( 1/31 .468 kHz) = 31 .7783 ^s 
Non-Parentheses =# of 3 58 MHz Clocks 
1/3.58 M Hz = 279.366 ns 
Time marks 455 and are the same points in time 



#t HBNK could actually be considered as part of the border - 
especially for purposes of writing to the screen The same holds 
true for the upper border. 



Example Timing Calculations. 
t H ST= (227.5-0) x 279 366 ns = 63.5MS 

= (455-227.5) x 279.366 ns = 63.5 M s 
t W HS = (455-438) x 279.366 ns= 4 75 /is 
Lower Border = (524-472) x 31 .7783 /*s-t|HBNK 
= 1 .6525 ms-1 1 6 ns= 1 64 ms 

Upper Border =(88- 38) x 31 7783 /*s-tHBNK = 
= 1.5889 0S-1 1.6 us =1 58 ms 

2. tRp= 12 horizontal scan lines 

3. t V BNK = 20.tpHS = 20.(227.5.1/f) 

4. tF = 262»tpHS = 262»(227 5.1/f) for Non-lnterlace. 
t F = 262.5.TpHS = 262 5*(227.5*1/f) for Interlace 
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FIGURE 18 - NON-INTERLACE VERTICAL TIMING 

(For Interlace Vertical Timing Use Inserts) 

(Continued) 
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DISPLAY MODES 

There are two major display modes in the VDG Major 
mode 1 contains four alphanumeric and two limited graphic 
modes. Major mode 2 contains eight graphic modes. Of 
these, four are full color graphic and four restricted color 
graphic modes. The mode selection for the VDG is sum- 
marized in Table 2. The mnemonics of these fourteen modes 
are explained in the following sections. 

In major mode 1 the display window is divided into 32 col- 
umns by 16 character element rows thus requiring 512 bytes 
of memory. Each character element is 8 half periods by 12 
scan lines in size as shown in Figure 19. The area outside the 
display window is black. 

The VDG has a built-in character generator ROM contain- 
ing the 64 ASCII characters in a 5x 7 format (see Figure 20). 



The 5x7 character font is positioned two columns to the 
right and three rows down within the 8x 12 character ele- 
ment. Six bits of the 8-bit data word are typically used for the 
internal ASCII character generator The remaining two bits 
may be used to implement inverse video, color switching, or 
external character generator ROM selection on a character- 
by-character basis. For those who wish to display lower case 
letters, special characters, or even limited-graphics, an exter- 
nal ROM may be used If such external ROM is used, all of 
the 8x 12 picture elements, or pixels, in the character ele- 
ment can be utilized. Characters may be either green on a 
dark green background or orange on a dark orange 
background, depending on the state of the CSS pin The in- 
vert pin can be used to display dark characters on a bright 
background. 




TABLE 2 - SUMMARY OF MODES 
Major Mode 1 — Alpha Modes 



Title 



Alphanumencs 
(Internal) 



Alphanumencs 
(External) 



Memory 



512x8 



512x8 



Display Elements 



2-*- 


H- 


7 


• • 

• • 

• • 

• • 


2 


• • 

• • 


t 


• •• 

• • • 

• • 




• • 

• • 

• • 

• • 

• • 

• • 
• 



T 

12 



12 



Colors 



4-518 



MC6847*MC6847Y 



TABLE 2 - SUMMARY OF MODES 

Major Mode 1 — Alpha Modes 

(Continued) 



Title 



Semigraphic 4 



Semigraphic 6 



Memory 



512x8 



512x8 



Display Elements 









m 










H- 







Element 



Element 



Colors 




Major Mode 2 — Graphics Modes 



Title 


Memory 


Colors 


Comments 


64x64 Color Graphic 


1 kx8 


4 


Matrix 64 x 64 Elements 


128x64 Graphics* 


1 kx8 


2 


Matrix 128 Elements Wide by 


128x64 Color Graphic 


2kx8 


4 


64 Elements High 


128x96 Graphics* 


1.5kx8 


2 


Matrix 128 Elements Wide by 


128x96 Color Graphic 


3kx8 


4 


96 Elements High 


128x192 Graphics* 


3kx8 


2 


Matrix 128 Elements Wide by 


128x192 Color Graphic 


6kx8 


4 


192 Elements High 


256x192 Graphics 


6kx8 


2 


Matrix 256 Elements Wide by 
192 Elements High 



'Graphics mode turns on or off each element. The color may be one of two. 
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TABLE 3 - DETAILED DESCRIPTION OF VDG MODES 



VDG Pins 


Color 






MS 


G/A 


S/A 


EXT/ INT 


GM2 


GM1 


GMO 


CSS 


INV 


Character Color 


Background 


Border 


Display Mode 




1 





c 





X 


X 


X 




1 




1 




Green 
Black 
Orange 
Black 


Black 
Green 
Black 
Orange 


Black 
Black 


32 Characters 
per row 
16 Characters 
in rows 




1 








1 


X 


X 


X 




1 




1 



1 


Green 
Black 
Orange 
Black 


Black 
Green 
Black 
Orange 


Black 
Black 


32 Characters 
per row 
16 Characters 
in rows 




1 





1 





X 


X 


X 


X 


X 


Lx 

1 

1 

1 

1 
1 


C2 
X 




1 
1 


CI 
X 




CO 
X 






1 



1 


Color 

Black 

Green 

Yellow 

Blue 

Red 

Buff 

Cyan 

Magenta 

Orange 


Black 


64 Display elements 
per row 

32 Display elements 




1 





' 


1 


X 


X 


X 





X 


Lx 


1 


1 

1 
1 




C1 
X 


CO 
X 


1 



X 


1 



1 


Color 

Black 

Green 

Yel'ow 

Blue 

Red 

Black 

Buff 

Cyan 

Magenta 

Orange 


Black 


64 Display elements 
per row 

48 Display elements 
m rows 




' 


1 


X 


X 













1 


X 




CI 



CO 




1 




1 


Color 

Green 

Yellow 

Blue 

Red 

Buff 

Cyan 

Magenta 

Orange 


Green 
Buff 


64 Display elements 
per row 

64 Display elements 




' 


• 


X 


X 








< 




1 


X 


Lx 

1 


1 




Color 
Black 
Green 
Black 
Buff 


Green 
Buff 


128 Display elements 
per row 

64 Display elements 
in rows 




< 


' 


X 


X 





1 







1 


X 


Same color as 
Color Graphics 
One 




Green 
Buff 


128 Display elements 
per row 

64 Display elements 
in rows 




1 


• 


X 


X 





• 


1 




1 


X 


Same color as 
Resolution 
Graphics One 




Green 
Buff 


128 Display elements 
per row 

96 Display elements 
in rows 




1 


1 


X 


X 


1 










1 


X 


Same color as 
Color Graphics 
One 




Green 
Buff 


128 Display elements 
per row 

96 Display elements 
in rows 




1 


1 


X 


X 


1 





1 





X 


Same color as 
Resolution 
Graphics One 




Green 
Buff 


128 Display elements 
per row 

192 Display elements 
in rows 




1 


1 


X 


X 


< 


• 








X 


Same color as 
Color Graphics 
One 




Green 
Buff 


128 Display elements 
per row 

192 Display Elements 
in rows 




1 


' 


X 


X 


1 


< 


1 





X 


Same color as 
Resolution 
Graphics One 




Green 
Buff 


256 Display elements 
per row 

192 Display elements 
in rows 
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TABLE 3 - DETAILED DESCRIPTION OF VDG MODES 
(Continued) 




Internal Alphanumencs 



TFT 



+4»fr+4»j 



One 
Element 



M^W^ 



1 


L5 


L4 


< 


L3 


L2 


* 


L1 


LO 



One 
Element 



lE&EOD|. 



L7 1 L6 J L 5 J Ui I L 3 1 L 2 I L1 1 mT| 3 



2|ei|eq| ; 



M I I I I I lj 

7 LO^ 



rrrre: 

E 3 E y 




♦ <2k- ♦ 
i i » i 1 4= 

E3 E 4 






VDG Data Bus 



One Row of 
Custom Characters 





c 2 |ci 


Co 


L3 


L2 I Li 


LO 



C! C L 5 U L 3 L 2 H I L 



C1 C I Ci C Ci C Ci Co 



> | L 6 | L 5 | U (l3| 



Ci I C Ci Co Ci Cq Ci Co 



L7 Le I L 5 I U L 3 



Ci Co I Ci I Co I Ci 



I L 6 I L 5 I u|l 3 



| ci j cp| ci jcp I Ci 



[l 7 l 6 |l 5 u|l 3 



The ALPHANUMERIC INTERNAL mode uses an internal character 
generator (which contains the following five dot by seven dot 
characters ,@ ABCDEFGHIJKLMNOPQRSTUVWXYZ 

[\Hi-*-SP !"#$%&'( )* + ,-, 0123456789 ,< = >? The six bit 
ASCII code leaves two bits free and these may be externally con- 
nected to the mode pins (G/A, S/A, EXT/INT, GM2, GM1, GMO, 
CSS or INV) 



The ALPHANUMERIC EXTERNAL mode uses an external character 
generator as well as a row counter Thus, custom character fonts or 
graphic symbol sets with up to 256 different 8x 12 dot "characters" 
may be displayed 



The SEMIGRAPHICS FOUR mode uses an internal "course graphics" 
generator in which a rectangle (eight dots by twelve dots) is divided 
into four equal parts The luminance of each part is determined by a 
corresponding bit on the VDG data bus The color of illuminated parts 
is determined by three bits 



The SEMIGRAPHIC SIX mode is similar to the SEMIGRAPHIC FOUR 
mode with the following differences The eight dot by twelve dot rec- 
tangle is divided into six equal parts Color is determined by the two 
remaining bits 



The COLOR GRAPHICS ONE mode uses a maximum of 1024 bytes of 
display RAM in which one pair of bits specifies one picture element 



The RESOLUTION GRAPHICS ONE mode uses a maximum of 1024 
bytes of display RAM in which one bit specifies one picture element 



The COLOR GRAPHICS TWO mode uses a maximum of 2048 bytes 
of display RAM in which one pair of bits specifies one picture element 



The RESOLUTION GRAPHICS TWO mode uses a maximum of 1536 
bytes of display RAM in which one bit specifies one picture element 



The COLOR GRAPHICS THREE mode uses a maximum of 3072 bytes 
of display RAM in which one pair of bytes specifies one picture ele- 
ment 



The RESOLUTION GRAPHICS THREE mode use: 
3072 bytes of display RAM in which one bit specifies one picture ele- 
ment 



The COLOR GRAPHICS SIX mode uses a maximum of 6144 bytes of 
display RAM in which one pair of bits specifies one picture element 



The RESOLUTION GRAPHICS SIX mode uses a maximum of 6144 
bytes of display RAM in which one bit specifies one picture element 
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FIGURE 19 - ALPHANUMERIC MODE (INTERNAL) 
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FIGURE 20 - AVAILABLE ALPHANUMERICS 
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Black Background 
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MD4=INV = D4 
MD7 = AS = D7 

Illuminated Background, 
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OOOOOOOOOOOOOOtl 

•otoooo^ooooeoeo 
ooooooooooee#o#o 



The two limited graphic modes are Semigraphics 4 and 
Semigraphics 6 In Semigraphics 4, the 8x12 dot character 
block is divided into four pixels (each pixel is four half-clocks 
by six scan lines). The four low-order bits (DD0-DD3) of each 
incoming byte of data select one of sixteen possible illumina- 
tion patterns while the next three bits (DD4-DD6) determine 
the color of the illuminated elements. The most significant 
bit is unused Figure 21 shows the color and pattern selec- 
tions. In Semigraphics 6 the 8x12 dot character block is 
divided into six pixels, each four half-clocks by four scan 
lines. The six low-order bits of each byte of incoming data 
select one of 64 possible illumination patterns while the CSS 
input and the high-order data bits (DD6-DD7) determine the 
color of the illuminated elements 

The display window in major mode 2 (full graphics) has a 
less rigorous format than in major mode 1 The display 
elements vary from one scan line to three scan lines in 
height. The length of the display element is either eight or 
sixteen half-periods wide Each display element is divided in- 
to four or eight pixels. The former corresponds to a full color 
mode while the latter a restricted color mode, like the 
semigraphics modes, represents illumination data When it is 
high the pixel is illuminated with the color chosen by the col- 
or set select (CSS) pin. When it is low the pixel is black In 
the full color modes, pairs of data bits choose one of four 
colors in one of two color sets defined by the CSS pin 
Depending on the state of the CSS pin, the area outside the 
display window is either green or buff The display formats 
and color selection for this major mode are summarized in 
Figure 19. 

THE 64x64 COLOR GRAPHICS ONE (CG1) MODE - 

The 64x64 color graphics mode generates a display matrix 
of 64 elements wide by 64 elements high. Each element may 
be one of four colors. A 1k x 8 display memory is required 
The display RAM is accessed 16 times per horizontal line. 
Each pixel equals four half-clocks by three scan lines 

THE 128x64 RESOLUTION GRAPHICS ONE (RG1) 
MODE — The 128x64 graphics mode generates a matrix 
128 elements wide by 64 elements high. Each element may 
be either ON or OFF. However, the entire display may be one 
of two colors, selected by using the color set select pin. A 
1k x 8 display memory is required. The display RAM is ac- 
cessed 16 times per horizontal line Each pixel equals two 
half-clocks by three scan lines. 



THE 128x64 COLOR GRAPHICS TWO (CG2) MODE - 

The 128 x 64 color graphics mode generates a display matrix 
128 elements wide by 64 elements high. Each element may 
be one of four colors A 2k x 8 display memory is required 
The display RAM is accessed 32 times per horizontal line 
Each pixel equals two half-clocks by three scan lines 

THE 128x96 RESOLUTION GRAPHICS TWO (RG2) 
MODE — The 128x96 graphics mode generates a display 
matrix 128 elements wide by 96 elements high Each element 
may be either ON or OFF However, the entire display may 
be one of two colors selected by using the color set select 
pin A 1 5k x 8 display memory is required The display RAM 
is accessed 16 times per horizontal line Each pixel equals 
two half-clocks by two scan lines 

THE 128 x 96 COLOR GRAPHICS THREE (CG3) MODE - 

The 128x96 color graphics mode generates a display 128 
elements wide by 96 elements high Each element may be 
one of four colors A 3k x 8 display memory is required The 
display RAM is accessed 32 times per horizontal line Each 
pixel equals two half-clocks by two scan lines 

THE 128x192 RESOLUTION GRAPHICS THREE (RG3) 
MODE — The 128 x 192 graphics mode generates a display 
matrix 128 elements wide by 192 elements high Each ele- 
ment may be either ON or OFF, but the ON element may be 
one of two colors selected with the color set select pin A 
3k x 8 display memory is required. The display RAM is ac- 
cessed 16 times per horizontal line Each pixel equals two 
half-clocks by one scan line 

THE 128 x 192 COLOR GRAPHICS SIX (CG6) MODE - 

The 128 x 192 color graphics mode generates a display 128 
elements wide by 192 elements high Each element may be 
one of four colors. A 6k x 8 display memory is required The 
display RAM is accessed 32 times per horizontal line Each 
pixel equals two half-clocks by one scan line 

THE 256x192 RESOLUTION GRAPHICS SIX (RG6) 
MODE - The 256 x 193 graphics mode generates a display 
256 elements wide by 192 elements high. Each element may 
be either ON or OFF, but the ON element may be one of two 
colors selected with the color set select pin A 6k x 8 display 
memory is required. The display RAM is accessed 32 times 
per horizontal line. Each pixel equals one half-clock by one 
scan line. 
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FIGURE 21 - SEMIGRAPHIC MODE ENCODING 
(a) Data and Display Formats 
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FIGURE 22 - GRAPHIC MODE ENCODING 



(a) Data Format 
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(b) Display Format 
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(c) Color Selection 
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TYPICAL SYSTEM IMPLEMENTATION 

The block diagram in Figure 23 shows how the VDG is 
related to other functional blocks in a typical system 
(non-6883). A negative row preset signal (FTP) generated by 
the VDG initializes the row scan counter for the external 
character generator once every twelve scan lines, while the 
negative horizontal sync (RS) acts as clock to this counter. 
The negative field sync (FS) generates an interrupt to the 
MPU, signifying that the display memory can be updated 
without interference with the VDG display function This 
signal must not be confused with the system vertical sync 
signal. Field sync is activated by the end of the vertical 
display window and deactivated by the trailing edge of ver- 
tical sync. This gives the MPU a total of thirty-two scan lines 
or 2.03 ms to update the display memory. The MPU 
acknowledges the interrupt request from the VDG by bring- 
ing the negative memory select input (MS) to the VDG low 
This puts the address bus output from the VDG into high- 
impedance state, thus relinquishing bus control to the MPU. 
The timing relationship of horizontal sync, row preset, and 
field sync are shown in Figures 7, 8, and 13. 

The display memory is an element-by-element map of the 
display window on the screen The VDG addresses the 
display memory storage locations in succession and 
translates their contents into luminance and chrominance 
levels. The frequency of address update is dependent on the 
length of the display element. Recall that display elements in 
major mode 1 are four periods and major mode 2 are either 
four or eight periods of the master clock. Data from the 
display memory is latched on every address transition. 
Hence, the data for the first display element must be stable 
four or eight periods before the horizontal display window 
depending on the display mode selected. This timing require- 
ment is illustrated in Figure 6. 

Examination of Figures 21 and 22 reveal that all display 
elements within major mode 1 are similar while those within 
major mode 2 are largely dissimilar Therefore, mode switch- 
ing between alphanumeric modes and semigraphic modes 
can be carried out freely Care must be taken, however, 
when performing mode switching in major mode 2. The only 
compatible modes are between CG1 and RG1, and between 
CG6 and RG6 Minor mode switching within the same major 
mode in a given element row can be achieved as long as it is 
between compatible modes. It should be quite apparent that 
major mode switching on an element-by-element basis is im- 
practical. It can be achieved, however, at the expense of 
added component count The element formats in the VDG 
lend themselves to major mode switching between element 



rows The presence of row preset in major mode 1 serves as 
a flag for the beginning of a new element row Detection of 
this signal can initiate a major mode switch from 1 to 2 

Display memory size is a function of the display density 
Quite often a graphic display contains shapes that are several 
times larger than that of the display elements in the VDG 
This is particularly true of certain video games Much of the 
display consists of a fixed background The vertical size of a 
display element can be doubled or quadrupled by simply ig- 
noring the lowest order or the first two low order vertical ad- 
dresses, respectively, from the VDG. Reduction of address 
lines naturally leads to reduction in memory size Another 
method of memory reduction is to store objects or object 
fragments in ROM and store their display addresses in the 
RAM portion of display memory Here, the larger the object 
fragment, the greater the memory saving 
ASSOCIATED DEVICES 

MC6883 - SYNCHRONOUS ADDRESS MULTIPLEXER 
(SAM) 

This device, a linear bipolar companion to the MC6800 or 
MC6809E (external clock inputs), is primarily a VDG 
transparent-access controller. It allows the microprocessor 
to load and store to VDG display memory ("screen RAM") 
without waiting for a blank screen interval Figure 1 shows a 
typical system using the SAM and the MC6809E The in- 
herent interleaved direct memory accesses (I DMA) which 
occur, continuously keep the VDG updated with the proper 
data (independently of mode), as well as keeping the 
dynamic memory (used as system memory with the MC6833) 
refreshed This is done through a IDM A process as well, dur- 
ing the time the VDG does not need display data (horizontal 
and vertical sync times) 

In addition to being a transparent memory access and 
dynamic memory controller, the SAM also functions as an 
external clock generator for the MC6800/6809E (slight addi- 
tional circuitry is required for the MC6800). 

MC1372/1373 CHROMA/RF MODULATOR 

The MC1372 is a chrominance phase-shift modulator with 
built in RF up-converter. The part may be used without the 
RF modulator for chroma only, or the RF oscillator may be 
defeated and composite chrominance and luminance can be 
obtained. 

The MC1373 is an RF modulator only (similar to the sec- 
ond half of the MC1372) and can be used to up-moduiate 
separate luma and chroma signals at the receiver for high 
quality video reception 
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FIGURE 23 - TYPICAL VDG SYSTEM 
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APPENDIX A 
CUSTOM MC6847 ORDERING INFORMATION 

The following information is recjuired when ordering a 
custom MCU This information may be transmitted to 
Motorola in the following media 

PROM(s) MCM2716s or MCM2708s 

MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative 

PROMs - The MCM2708 or MCM2716 type PROMs, pro- 
grammed with the customer program (positive logic sense 
for address and data), may be submitted for pattern genera- 
tion The PROMs must be clearly marked to indicate which 
PROM corresponds to which address space (000-3FF HEX), 
(400-7FF) or (000-7FF) See Figure 24 for recommended 
marking procedure 

After the PROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 



FIGURE 24 - PROM MARKING 





xxx = Customer ID 

VERIFICATION MEDIA 

All original pattern media (PROMs or Floppy Disk) are filed 
for contractual purposes and are not returned A computer 
listing of the ROM code will be generated and returned along 
with a listing verification form The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program a blank 
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2716 EPROM (supplied by the customer) from the data file 
used to create the custom mask to aid in the verification pro- 
cess 
ROM VERIFICATION UNITS 

Ten MC6847s containing the customer's ROM pattern will 
be sent for program verification These units will have been 
made using the custom mask but are for the purpose of 
ROM verification only For expediency they are usually un- 
marked, packaged in ceramic, and tested only at room 
temperature and 5 volts These RVUs are included in the 
mask charge and are not production parts 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 



disk with a felt-tip pen The floppies are not to be returned by 
Motorola as they are used for archival storage The minimum 
MDOS system files must be on the disk as well as the ab- 
solute binary object file (filename LO type of file) An object 
file made from a memory dump using the ROLLOUT com- 
mand is also admissable Consider submitting a source 
listing as well as the following files filename LX (EXOR- 
ciser® loadable format) and filename SA (ASCII Source 
Code) These files will of course be kept confidential and are 
used 1) to speed up the process in house if any problems 
arise, and 2) to speed up our customer to factory interface if 
a user finds anv software errors and needs assistance quickly 
from the factory representatives 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORcisers, or EXORsets, 
etc 



FIGURE A-2 
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ASYNCHRONOUS COMMUNICATIONS INTERFACE 
ADAPTER (ACIA) 

The MC6850 Asynchronous Communications Interface Adapter pro- 
vides the data formatting and control to interface serial asynchronous 
data communications information to bus organized systems such as the 
MC6800 Microprocessing Unit 

The bus interface of the MC6850 includes select, enable, read/ write, 
interrupt and bus interface logic to allow data transfer over an 8-bit 
bidirectional data bus The parallel data of the bus system is serially 
transmitted and received by the asynchronous data interface, with pro 
per formatting and error checking The functional configuration of the 
ACIA is programmed via the data bus during system initialization A 
programmable Control Register provides variable word lengths, clock 
division ratios, transmit control, receive control, and interrupt control. 
For peripheral or modem operation, three control lines are provided 
These lines allow the ACIA to interface directly with the MC6860L 
0-600 bps digital modem 

• 8- and 9-Bit Transmission 

• Optional Even and Odd Parity 

• Parity, Overrun and Framing Error Checking 

• Programmable Control Register 

• Optional -1, -16, and -64 Clock Modes 

• Up to 1 Mbps Transmission 

• False Start Bit Deletion 

• Peripheral/ Modem Control Functions 

• Double Buffered 

• One- or Two-Stop Bit Operation 



MC6850 ASYNCHRONOUS COMMUNICATIONS INTERFACE ADAPTER 
BLOCK DIAGRAM 
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MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6850, MC68A50, MC68B50 
MC6850C, MC68A50C, MC68B50C 


T A 


T L to T H 

to 70 

-40 to +85 


°c 


Storage Temperature Range 


T stq 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


0JA 


120 
60 
65 


°c/w 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either V$s 
or V C c) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta + (Pd»0JA> (1) 

Where 

Ta = Ambient Temperature, °C 

0JA 55 Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD s P|NT+PPORT 

P|NT S 'CC X VCC* Watts — Chip Internal Power 
PpORjsPort Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT an d can De neglected PpoRT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

PD=K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = Pd»(Ta + 273°C) + 0ja»PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Prj (at equilibrium) 
for a known Ta. Using this value of K the values of Pp and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 

DC ELECTRICAL CHARACTERISTICS ( V C c = 5 Vdc + 5% , Vss = 0, Ta = Tl to Th unless otherwise noted ) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


VSS+20 


- 


vcc 


V 


Input Low Voltage 


V|L 


Vss-03 


- 


Vss + 08 


V 


Input Leakage Current R/W, CS0, CS1 , CS2, Enable 
(V in = 0to5 25V) RS,RxD,RxC,CTS, DCD 


•in 


- 


1 


25 


^A 


Three-State (Off State) Input Current D0-D7 
(V, n = 0.4to2 4 V) 


'TSI 


- 


20 


10 


*A 


Output High Voltage D0-D7 
(l Load= -205 mA, Enable Pulse Width <25 /is) 
(l Load= -100/tA, Enable Pulse Width < 25 ps) TxData, RTS 


voh 


VSS+24 
VsS+24 


- 


- 


V 


Output Low Voltage (li_oad= 1 6 mA, Enable Pulse Width < 25 /*s) 


vol 


- 


- 


VsS+04 


V 


Output Leakage Current (Off State) (Voh = 2 4 V) TrO 


iloh 


- 


1 


10 


M A 


Internal Power Dissipation (Measured at Ta = Ti_) 


pint 


- 


300 


525 


mW 


Internal Input Capacitance 
(V in = 0,T A = 25 o C,f=1 MHz) D0-D7 
E, Tx CLK, Rx CLK, R/W, RS, Rx Data, CS0, CS1, CS2, CTS, DCD 


Cm 


- 


10 
70 


12 5 
75 


pF 


Output Capacitance RTS, TxData 
(V in = 0,T A = 25°C,f=1 0MHz) IRQ 


Cout 


- 


— 


10 
50 


pF 
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SERIAL DATA TIMING CHARACTERISTICS 



Characteristic 


Symbol 


MC6850 


MC68A50 


MC68B50 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Data Clock Pulse Width, Low + 16, +64 Modes 
(See Figure 1) + 1 Mode 


PW C L 


600 
900 


- 


450 
650 


- 


280 
500 


- 


ns 


Data Clock Pulse Width, High ■+■ 16, + 64 Modes 
(See Figure 2) + 1 Mode 


PW C H 


600 
900 


_ 


450 
650 


- 


280 
500 


- 


ns 


Data Clock Frequency +16, +64 Modes 

+ 1 Mode 


fc 


- 


08 
500 


- 


1 
750 


- 


1 5 
1000 


MHz 
kHz 


Data Clock-to-Data Delay for Transmitter (See Figure 3) 


tTDD 


- 


600 


- 


540 


- 


460 


ns 


Receive Data Setup Time (See Figure 4) ■+■ 1 Mode 


tRDS 


250 


- 


100 


- 


30 


- 


ns 


Receive Data Hold Time (See Figure 5) -+• 1 Mode 


*RDH 


250 


- 


100 


- 


30 


- 


ns 


Interrupt Request Release Time (See Figure 6) 


t|R 


- 


1 2 


- 


09 


- 


07 


M s 


Request-to- Send Delay Time (See Figure 6) 


tRTS 


- 


560 


- 


480 


- 


400 


ns 


Input Rise and Fall Times (or 10% of the pulse width if smaller) 


V, tf 


- 


1 


- 


05 


- 


0.25 


lis 



FIGURE 1 - CLOCK PULSE WIDTH, LOW-STATE 
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FIGURE 2 - CLOCK PULSE WIDTH, HIGH-STATE 
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FIGURE 3 - TRANSMIT DATA OUTPUT DELAY 
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FIGURE 4 - RECEIVE DATA SETUP TIME 
( + 1 Mode) 
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FIGURE 5 - RECEIVE DATA HOLD TIME 
( + 1 Mode) 
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FIGURE 6 - REQUEST-TO-SEND DELAY AND 
INTERRUPT-REQUEST RELEASE TIMES 
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Note Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2 volts, unless otherwise noted 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2 and Figure 7) 



Ident. 
Number 


Characteristic 


Symbol 


MC6860 


MC68A50 


MC68B50 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1.0 


10 


67 


10 


0.5 


10 


MS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


pw E h 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


*AH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


100 


20 


100 


20 


100 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


*DDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


*DSW 


165 


- 


80 


- 


60 


- 


ns 



FIGURE 7 - BUS TIMING CHARACTERISTICS 
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1 Voltage levels shown are V L <0 4 V, VhS:2 4 V, unless otherwise specified 

2 Measurement points shown are 8V and 20 V, unless otherwise specified 



FIGURE 8 - BUS TIMING TEST LOADS 
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FIGURE 9 - EXPANDED BLOCK DIAGRAM 



Transmit Clock 4 - 
Enable 14 - 

Read /Write 13 - 

Chip Select 8 - 

Chip Select 110- 

Chip Select 2 9 - 

Register Select 11 - 



Chip 

Select 

and 

Read/Write 

Control 




lj> Data Z^> 

Register 



Transmit 

Shift 
Register 



Status 
Register 



Transmit 
Control 



^T 



Interrupt 
Logic 



3 



V C c=Pm 12 
V SS = Pm 1 



Control 
Register 



Receive 

Data 
Register 



■ 6 Transmit Data 

24 Clear-to-Send 

► 7 Interrupt Request 
• 23 Data Carrier Detect 

*■ 5 Request -to -Send 



Receive 
Control 



Parity 
Check 



c= 



Receive 

Shift 
Register 



Receive Clock 



Sync 
Logic 



E 



2 Receive Data 



DEVICE OPERATION 

At the bus interface, the ACI A appears as two addressable 
memory locations. Internally, there are four registers, two 
read-only and two write-only registers The read-only 
registers are Status and Receive Data; the write-only 
registers are Control and Transmit Data The serial interface 
consists of serial input and output lines with independent 
clocks, and three peripheral/modem control lines. 

POWER ON/MASTER RESET 

The master reset (CRO, CRD should be set during system 
initialization to insure the reset condition and prepare for pro- 
gramming the ACIA functional configuration when the com- 
municatio ns c hann el is required. During the first master 
reset, the IRQ and RTS outpu ts are held at level 1 On all 
other master resets, the RTS output can be programmed 
high or low with the IRQ output held high. Control bits CR5 
and CR6 should also be programmed to define the state of 
RTS whenever master reset is utilized. The ACIA also con- 
tains internal power-on reset logic to detect the power line 
turn-on transition and hold the chip in a reset state to pre- 
vent erroneous output transitions prior to initialization This 
circuitry depends on clean power turn-on transitions. The 



power-on reset is released by means of the bus-programmed 
master reset which must be applied prior to operating the 
ACIA. After master resetting the ACIA, the programmable 
Control Register can be set for a number of options such as 
variable clock divider ratios, variable word length, one or two 
stop bits, parity (even, odd, or none), etc 

TRANSMIT 

A typical transmitting sequence consists of reading the 
ACIA Status Register either as a result of an interrupt or in 
the ACIA's turn in a polling sequence. A character may be 
written into the Transmit Data Register if the status read 
operation has indicated that the Transmit Data Register is 
empty. This character is transferred to a Shift Register where 
it is serialized and transmitted from the Transmit Data output 
preceded by a start bit and followed by one or two stop bits 
Internal parity (odd or even) can be optionally added to the 
character and will occur between the last data bit and the 
firststop bit. After the first character is written in the Data 
Register, the Status Register can be read again to check for a 
T-ansmit Data Register Empty condition and current 
peripheral status. If the register is empty, another character 
can be loaded for transmission even though the first 
character is in the process of being transmitted (because of 
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double buffering). The second character will be automatical- 
ly transferred into the Shift Register when the first character 
transmission is completed. This sequence continues until all 
the characters have been transmitted. 

RECEIVE 

Data is received from a peripheral by means of the Receive 
Data input A divide-by-one clock ratio is provided for an ex- 
ternally synchronized clock (to its data) while the divide- 
by-16 and 64 ratios are provided for internal synchronization 
Bit synchronization in the divide-by-16 and 64 modes is in- 
itiated by the detection of 8 or 32 low samples on the receive 
line in the divide-by-16 and 64 modes respectively False start 
bit deletion capability insures that a full half bit of a start bit 
has been received before the internal clock is synchronized 
to the bit time As a character is being received, parity (odd 
or even) will be checked and the error indication will be 
available in the Status Register along with framing error, 
overrun error, and Receive Data Register full. In a typical 
receiving sequence, the Status Register is read to determine 
if a character has been received from a peripheral. If the 
Receiver Data Register is full, the character is placed on the 
8-bit ACIA bus when a Read Data command is received from 
the MPU. When parity has been selected for a 7-bit word (7 
bits plus parity), the receiver strips the parity bit (D7 = 0) so 
that data alone is transferred to the MPU. This feature 
reduces MPU programming. The Status Register can con- 
tinue to be read to determine when another character is 
available in the Receive Data Register The receiver is also 
double buffered so that a character can be read from the 
data register as another character is being received in the 
shift register The above sequence continues until all 
characters have been received. 



INPUT/OUTPUT FUNCTIONS 

ACIA INTERFACE SIGNALS FOR MPU 

The ACIA interfaces to the M6800 MPU with an 8-bit 
bidirectional data bus, three chip select lines, a register select 
line, an interrupt request line, read/write line, and enable 
line These signals permit the MPU to have complete control 
over the ACIA. 

ACIA Bidirectional Data (D0-D7) - The bidirectional data 
lines (D0-D7) allow for data transfer between the ACIA and 
the MPU. The data bus output drivers are three-state devices 
that remain in the high-impedance (off) state except when 
the MPU performs an ACIA read operation. 

ACIA Enable (E) - The Enable signal, E, is a high- 
impedance TTL-compatible input that enables the bus in- 
put/output data buffers and clocks data to and from the 
ACIA. This signal will normally be a derivative of the MC6800 
02 Clock or MC6809 E clock. 

Read/Write (R/W) - The Read/ Write line is a high- 
impedance input that is TTL compatible and is used to con- 
trol the direction of data flow through the ACIA's input/out- 
put data bus interface. When Read/Write is high (MPU Read 
cycle), ACIA output drivers are turned on and a selected 
register is read When it is low, the ACIA output drivers are 



turned off and the MPU writes into a selected register. 
Therefore, the Read/Write signal is used to select read-only 
or write-only registers within the ACIA. 

Chip Select {CSO, CS1, CS2) - These three high- 
impedance TTL-compatible input lines are used to address 
the ACIA The ACIA is selected when CSO and CS1 are high 
and CS2 is low. Transfers of data to and from the ACIA are 
then performed under the control of the Enable Signal, 
Read/Write, and Register Select 

Register Select (RS) - The Register Select line is a high- 
impedance input that is TTL conipatible. A high level is used 
to select the Transmit/ Receive Data Registers and a low 
level the Control/ Status Registers. The Read/ Write signal 
line is used in conjunction with Register Select to select the 
read-only or write-only register in each register pair. 

Interrupt Request (IRQ) - Interrupt Request is a TTL- 
compatible, open-drain (no internal pullup), activ e low out- 
put that is used to interrupt the MPU The IRQ output re- 
mains low as long as the cause of the interrupt is present and 
the_ appropriate interrupt enable within t he A CIA is set The 
IRQ status bit, when high, indicates the IRQ output is in the 
active state. 

Interrupts result from conditions in both the "transmitter 
and receiver sections of the ACIA The transmitter section 
causes an interrupt when th e Tra nsmitter Interrupt Enabled 
condition is selected (CR5«CR6), and the Transmit Data 
Register Empty (TDRE) status bit is high. The TDRE status 
bit indicates the current status of the Transmi tter Data 
Register except when inhibited by Clear-to-Send (CTS) be- 
ing high or the ACIA being maintained in the Reset condi- 
tion. The interrupt is cleared by writing data into the 
Transmit Data Register. The interrupt is masked by disabling 
the T ransmitter Interrupt via CR5 or CR6 or by the loss of 
CTS which inhibits the TDRE status bit The Receiver sec- 
tion causes an interrupt when the Receiver Interrupt Enable 
is set and the Receive Data Register Full (RDRF) statu s bit is 
high, an Overrun has occurred, or Data Carrier Detect (DCD) 
has gone high An interrupt resulting from the RDRF status 
bit can be cleared by reading data or re setting the ACIA. In- 
terrupts caused by Overrun or loss of DCD are cleared by 
reading the status register after the error condition has oc- 
curred and then reading the Receive Data Register or reset- 
ting the ACIA The receiver interrupt is masked by resetting 
the Receiver Interrupt Enable. 

CLOCK INPUTS 

Separate high-impedance TTL-compatible inputs are pro- 
vided for clocking of transmitted and received data Clock 
frequencies of 1, 16, or 64 times the data rate may be 
selected. 

Transmit Clock (Tx CLK) - The Transmit Clock input is 
used for the clocking of transmitted data. The transmitter in- 
itiates data on the negative transition of the clock. 

Receive Clock (Rx CLK) - The Receive Clock input is 
used for synchronization of received data. (In the - 1 mode, 
the clock and data must be synchronized externally ) The 
receiver samples the data on the positive transition of the 
clock 



4-532 



MC685OMC68A5OMC68B50 



SERIAL INPUT/OUTPUT LINES 

Receive Data (Rx Data) — The Receive Data line is a high- 
impedance TTL-compatible input through which data is 
received in a serial format Synchronization with a clock for 
detection of data is accomplished internally when clock rates 
of 16 or 64 times the bit rate are used 



ACIA REGISTERS 

The expanded block diagram for the ACIA indicates the in- 
ternal registers on the chip that are used for the status, con- 
trol, receiving, and transmitting of data. The content of each 
of the registers is summarized in Table 1 



Transmit Data (Tx Data) - The Transmit Data output line 
transfers serial data to a modem or other peripheral. 

PERIPHERAL/ MODEM CONTROL 

The ACIA includes several functions that permit limited 
control of a peripheral or modem. The functions included are 
Clear-to-Send, Request-to-Send and Data Carrier Detect 

Clear-to-Send (CTS) - This high-impedance TTL- 
compatible input provides automatic control of the transmit- 
ting end of a communications link via the modem Clear-to- 
Send active low output by inhibiting the Transmit Data 
Register Empty (TDRE) status bit. 

Request-to-Send (RTS) — The Request-to-Send output 
enables the MPU to control a peripheral or modem via the 
data bus. The RTS output corresponds to the state of the 
Control Register bits CR5 a nd CR6 When CR6 = or both 
CR5 and CR6=1, the RTS output is low (the active state) 
This output can also be used for Data Terminal Ready (DTR) 

Data Carrier Detect (DCD) — This high-impedance TTL- 
compatible input provides automatic control, such as in the 
receiving end of a communications lin k by means of a 
modem Data Carrier Detect output. The DCD input inhibits 
and initializes the receiver section of the ACIA when high A 
low-to-high transition of the Data Carrier Detect initiates an 
interrupt to the MPU to indicate the occurrence of a loss of 
carrier when the Receive Interrupt Enab le bit is set The 
Rx CLK must be running for proper DCD operation 



TRANSMIT DATA REGISTER (TDR) 

Data is written in the Transmit Data Register during the 
negative transition of the enableJE) when the ACIA has been 
addressed with RS high and R/W low. Writing data into the 
register causes the Transmit Data Register Empty bit in the 
Status Register to go low. Data can then be transmitted If 
the transmitter is idling and no character is being transmit- 
ted, then the transfer will take place within 1-bit time of the 
trailing edge of the Write command If a character is being 
transmitted, the new data character will commence as soon 
as the previous character is complete The transfer of data 
causes the Transmit Data Register Empty (TDRE) bit to in- 
dicate empty 

RECEIVE DATA REGISTER (RDR) 

Data is automatically transferred to the empty Receive 
Data Register (RDR) from the receiver deserializer (a shift 
register) upon receiving a complete character This event 
causes the Receive Data Register Full bit (RDRF) in the 
status buffer to go high (full). Data may then be read 
through the bus by addressing the ACIAjand selecting the 
Receive Data Register with RS and R/W high when the 
ACIA is enabled. The non-destructive read cycle causes the 
RDRF bit to be cleared to empty although the data is re- 
tained in the RDR. The status is maintained by RDRF as to 
whether or not the data is current. When the Receive Data 
Register is full, the automatic transfer of data from the 
Receiver Shift Register to the Data Register is inhibited and 
the RDR contents remain valid with its current status stored 
in the Status Register 



TABLE 1 - DEFINITION OF ACIA REGISTER CONTENTS 



Data 

Bus 

Line 

Number 


Buffer Address 


RS • R/W 
Transmit 

Data 
Register 


RS • R/W 
Receive 

Data 
Register 


RS« r7w 

Control 
Register 


RS • R/W 

Status 
Register 


(Write Only) 


(Read Only) 


(Write Only) 


(Read Only) 





Data Bit 0* 


Data Bit 


Counter Divide 
Select 1 (CRO) 


Receive Data Register 
Full JRDRF) 


1 


Data Bit 1 


Data Bit 1 


Counter Divide 
Select 2 iCRD 


Transmit Data Register 
fcmpty (TDRE) 


2 


Data Bit 2 


Data Bit 2 


Word Select 1 
(CR2) 


Data Carrier Detect 

(DCD) 


3 


Data Bit 3 


D^ata Bit 3 


Word Select 2 
(CR3) 


Clear to Send 

(CTS") 


4 


Data Bit 4 


Data Bit 4 


Word Select 3 
(CR4) 


Framing Error 
(FE) 


5 


Data Bit 5 


Data Bit 5 


Transmit Control 1 
(CR5) 


Receiver Overrun 
(OVRN) 


6 


Data Bit 6 


Data Bit 6 


Transmit Control 2 
(CR6) 


Parity Error (PE) 


7 


Data Bit 7* * * 


Data Bit 7 * ' 


Receive Interrupt 
Enable (CR7) 


Interrupt Request 

(IRQ) 



' Leading bi 

Data bit w 

' Data bit is 



t = LSB = Bit 

ill be zero in 7 bit plus parity modes 

"don't care" in 7 bit plus parity modes 
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CONTROL REGISTER 

The ACIA Control Register consists of eighty bits of write- 
only buffer that are selected when RS and R/W are low. This 
register controls the function of the receiver, transmitter, in- 
terrupt enables, and the Request-to-Send peri- 
pheral/modem control output. 

Counter Divide Select Bits (CRO and CRD - The Counter 
Divide Select Bits (CRO and CRD determine the divide ratios 
utilized in both the transmitter and receiver sections of the 
ACIA. Additionally, these bits are used to provide a master 
reset for the ACIA which clear s th e Stat us Register (except 
for external conditions on CTS and DCD) and initializes both 
the receiver and transmitter. Master reset does not affect 
other Control Register bits Note that after power-on or a 
power fail'/ restart, these bits must be set high to reset the 
ACIA. After resetting, the clock divide ratio may be selected. 
These counter select bits provide for the following clock 
divide ratios: 



■ 



CR1 


CRO 


Function 





1 
1 




1 



1 


+ 1 

+ 16 

+ 64 

Master Reset 



Word Select Bits (CR2, CR3, and CR4) - The Word 
Select bits are used to select word length, parity, and the 
number of stop bits. The encoding format is as follows: 



CR4 


CR3 


CR2 


Function 











7 Bits + Even Parity + 2 Stop Bits 








1 


7 Bits -I- Odd Parity + 2 Stop Bits 





1 





7 Bits + Even Parity +1 Stop Bit 





1 


1 


7 Bits + Odd Parity +1 Stop Bit 


1 








8 Bits + 2 Stop Bits 


1 





1 


8 ^its+1 Stop Bit 


1 
1 


1 
1 




1 


8 Bits + Even parity +1 Stop Bit 
8 B, its + Odd Parity +1 Stop Bit 



Word length, Parity Select, and Stop Bit changes are not 
buffered and therefore become effective immediately. 

Transmitter Control Bits (CR5 and CR6) - Two Transmit- 
ter Control bits provide for the control of the interrupt from 
the Tra nsm it Data Register Empty condition, the Request-to- 
Send (RTS) output, and the transmission of a Break level 
(space). The following encoding format is used: 



CR6 


CR5 


Function 





1 
1 



1 


1 


RTS = low, Transmitting Interrupt Disabled. 

RTS = low, Transmitting Interrupt Enabled. 

RTS = high, Transmitting Interrupt Disabled 

RTS = low, Transmits a Break level on the 
Transmit Data Output Transmitting Inter- 
rupt Disabled; 



Receive Interrupt Enable Bit (CR7) - The following inter- 
rupts will be enabled by a high level in bit position 7 of the 
Control Register (CR7): Receive Data Register Full, Ov errun , 
or a low-to-high transition on the Data Carrier Detect (DCD) 
signal line. 



STATUS REGISTER 

Information on the status of the ACIA is available to the 
MPU by reading the ACIA Status Register This read-only 
register is selected when RS is low and R/W is high. Infor- 
mation stored in this register indicates the status of the 
Transmit Data Register, the Receive Data Register and error 
logic, and the peripheral/modem status inputs of the ACIA. 

Receive Data Register Full (RDRF), Bit - Receive Data 
Register Full indicates that received data has been trans- 
ferred to the Receive Data Register RDRF is cleared after an 
MPU read of the Receive Data Register or by a master reset. 
The cleared or empty state indicates that the contents of the 
Receive Data Register are not current. Data Carrier Detect 
being high also causes RDRF to indicate empty 

Transmit Data Register Empty (TDRE), Bit 1 - The 

Transmit Data Register Empty bit being set high indicates 
that the Transmit Data Register contents have been trans- 
ferred and that new data may be entered The low state in- 
dicates that the register is full and that transmission of a new 
character has not begun since the last write data command 

Data Carrier Detect (DCD), Bit 2 - The Data Carrier 
Detect bit will be high when the DCD input from a modem 
has gone high to indicate that a carrier is not present. This bit 
going high causes an Interrupt Request to be generated 
when the Rec eive Interrupt Enable is set It remains high 
after the DCD input is returned low until cleared by first 
reading the Status Register and t hen t he Data Register or 
until a master reset occurs. If the DCD input remains high 
after read status and read d ata or master reset has occurred, 
the interrupt is clear ed, the DCD status bit remains high and 
will follow the DCD input. 

Clear-to-Send (CTS), Bit 3 - The Clear-to-Send bit in- 
dicates the state of the Clear-to-Send input from a modem. 
A low CTS indicates that there is a Clear-to-Send from the 
modem. In the high state, the Transmit Data Register Empty 
bit is inhibited and the Clear-to-Send status bit will be high 
Master reset does not affect the Clear-to-Send status bit. 

Framing Error (FE), Bit 4 — Framing error indicates that 
the received character is improperly framed by a start and a 
stop bit and is detected by the absence of the first stop bit. 
This error indicates a synchronization error, faulty transmis- 
sion, or a break condition. The framing error flag is set or 
reset during the receive data transfer time. Therefore, this er- 
ror indicator is present throughout the time that the 
associated character is available. 

Receiver Overrun (OVRN), Bit 5 - Overrun is an error flag 
that indicates that one or more characters in the data stream 
were lost. That is, a character or a number of characters 
were received but not read from the Receive Data Register 
(RDR) prior to subsequent characters being received. The 
overrun condition begins at the midpoint of the last bit of the 
second character received in succession without a read of 
the RDR having occurred. The Overrun does not occur in the 
Status Register until the valid character prior to Overrun has 
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been read. The RDRF bit remains set until the Overrun is 
reset. Character synchronization is maintained during the 
Overrun condition. The Overrun indication is reset after the 
reading of data from the Receive Data Register or by a 
Master Reset. 

Parity Error (PE), Bit 6 - The parity error flag indicates 
that the number of highs (ones) in the character does not 
agree with the preselected odd or even parity. Odd parity is 
defined to be when the total number of ones is odd. The 
parity error indication will be present as long as the data 



character is in the RDR. If no parity is selected, then both the 
transmitter parity generator output and the receiver partly 
check results are inhibited. 

Interrupt Request (IRQ), Bit 7 - The IRQ bit indicates the 
state of the TrO output. Any interrupt condition with its ap- 
plicable enable will be in dicate d in this status bit. Anytime 
the IRQ output is low the IRQ bit w ill be high to indicate the 
interrupt or service request status. IRQ is cleared by a read 
operation to the Receive Data Register or a write operation 
to the Transmit Data Register. 



i 
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SYNCHRONOUS SERIAL DATA ADAPTER (SSDA) 

The MC6852 Synchronous Serial Data Adapter provides a bidirec- 
tional serial interface for synchronous data information interchange. It 
contains interface logic for simultaneously transmitting and receiving 
standard synchronous communications characters in bus organized 
systems such as the M6800 Microprocessor systems. 

The bus interface of the MC6852 includes select, enable, read/write, 
interrupt, and bus interface logic to allow data transfer over an 8-bit bi- 
directional data bus The parallel data of the bus system is serially 
transmitted and received by the synchronous data interface with syn- 
chronization, fill character insertion/deletion, and error checking The 
functional configuration of the SSDA is programmed via the data bus 
during system initialization. Programmable control registers provide 
control for variable word lengths, transmit control, receive control, syn- 
chronization control, and interrupt control Status, timing and control 
lines provide peripheral or modem control. 

Typical applications include floppy disk controllers, cassette or car- 
tridge tape controllers, data communications terminals, and numerical 
control systems. 

• Programmable Interrupts from Transmitter, Receiver, and Error 
Detection Logic 

• Character Synchronization on One- or Two-Sync Codes 

• External Synchronization Available for Parallel-Serial Operation 

• Programmable Sync Code Register 

• Up to 1.5 MHz Transmission 

• Peripheral/ Modem Control Functions 

• Three Bytes of FIFO Buffering on Both Transmit and Receive 

• 7-, 8-, or 9-Bit Transmission 

• Optional Even and Odd Parity 

• Parity, Overrun, and Underflow Status 



SYNCHRONOUS SERIAL DATA ADAPTER BLOCK DIAGRAM 

Address/ Control 
and Interrupt 

\ t 




Select and Control 


^. Peripheral/ 

Modem 
**~~ Control 




♦ 












Data 
I/O 


Control 




FIFO 




Receiver 


Receive 

Data 








__> 






FIFO 




Transmitter 


^ Transmit 
Data 














J 


i 








Sync Code 
Register 































MC6852 

(1.0 MHz) 

MC68A52 

(1.5 MHz) 

MC68B52 

(2.0 MHz) 



MOS 

(N-CHANNEL, SILICON-GATE) 

SYNCHRONOUS SERIAL 
DATA ADAPTER 





P SUFFIX 

PLASTIC PACKAGE 
CASE 709 



L SUFFIX 

CERAMIC PACKAGE 
CASE 716 




S SUFFIX 

CERDIP PACKAGE 
CASE 623 





PIN ASSIGNMENT 




VssC 


1. ^ 


24 


]CTS 


RxDataC 


2 


23 


]DCD 


RxCLK[ 


3 


22 


]D0 


TxCLKC 


4 


21 


JD1 


sm/dTrc 


5 


20 


]D2 


Tx Data £ 


6 


19 


]D3 


IrqC 


7 


18 


]D4 


TUF[ 


8 


. 17 


]D5 


RESET[ 


9 


16 


]D6 


CSC 


10 


15 


]D7 


RS[ 


11 


14 


]E 


vccC 


12 


13 


]R/W 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


- 3 to +70 


V 


Input Voltage 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 
MC6852, MC68A52, MC68B52 
MC6852C, MC68A52C 


T A 


T L to T H 

to +70 

-40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic Package 
Ceramic Package 
Cerdip Package 


0JA 


120 
60 
65 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advsied that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum-rated voltages 
to this high-impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e g , either 
Vss or Vcc> 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 1 

Tj = t a +(Pd»0ja) (1) 

Where 

Ta = Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD=P|NT+PP0RT 

P INT — 'CC X V CC' Watts — Chip Internal Power 
PpORjs-Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device ic configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpORT is neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives - 

K = Pq*(Ta + 273°C) + 0j A*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pq and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta. 



DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc ±5%, V S s = 0, T A = T L 


to Th unless otherwise noted) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


Vss+20 


- 


- 


V 


Input Low Voltage 


V|L 


- 


- 


Vss+08 


V 


Input Leakage Current Tx CLK, Rx CLK, Rx Data, Enable, 
(V in = 0to5 25V) RESET, RS, R/W, CS, DCD, CTS 


"in 


- 


1 


25 


ma 


Three-State (Off-State) Input Current D0-D7 
(V in = 4to2 4V, Vcc = 5 25V) 


hz 


- 


20 


10 


/*A 


Output High Voltage 
(l Load= -205/tA, Enable Pulse Width < 25 ps) D0-D7 
(lLoad= " 100 M A, Enable Pulse Width < 25 ps) TX Data, DTR, TUF 


voh 


Vss + 25 
Vss + 24 


- 


- 


V 


Output Low Voltage (lLoad = 1 6 mA , Enable Pulse Width < 25 /*s) 


vol 


- 


- 


Vss+04 


V 


Output Leakage Current (Off-State) (Voh = 2 4 V) IRQ 


ioz 


- 


1.0 


10 


MA 


Internal Power Dissipation (Measured at Ta = T|_) 


pint 


- 


300 


525 


mW 


Input Capacitance 
(V in = 0,TA = 25°C,f=1 0MHz) D0-D7 

All Other Inputs 


Cm 


- 


- 


12 5 
75 


pF 


Output Capacitance Tx Data, SM/DTR, TUF 
(V in = 0,T A = 25°C,f=1 0MHz) IRQ 


Cout 


- 


- 


10 
50 • 


PF 
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AC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 V ±5%, Vss = 0, Ta = Tl to Th unless otherwise noted) 



Characteristic 


Symbol 


MC6852 


MC68A52 


MC68B52 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Serial Clock Pulse Width, Low (Figure 1) 


PW CL 


700 


- 


400 


- 


280 


- 


ns 


Serial Clock Pulse Width, High (Figure 2) 


PW CH 


700 


- 


400 


- 


280 


- 


ns 


Serial Clock Frequency (Rx CLK, Tx CLK) 


fc 


- 


600 


- 


1000 


- 


1500 


kHz 


Receive Data Setup Time (Figure 3, 7) 


tRDSU 


350 


- 


200 


- 


160 


- 


ns 


Receive Data Hold Time (Figure 3) 


tRDH 


350 


- 


200 


- 


160 


- 


ns 


Sync Match Delay Time (Figure 3) 


tSM 


- 


1 


- 


0666 


- 


0500 


lis 


Clock-to-Data Delay for Transmitter (Figure 4) 


Tdd 


- 


1 


- 


0666 


- 


500 


us 


Transmitter Underflow (Figures 4, 6) 


*TUF 


- 


1 


- 


0666 


- 


0500 


/IS 


DTE Delay Time (Figure 5) 


tDTR 


- 


1 


- 


666 


- 


500 


MS 


Interrupt Request Release Time (Figure 5) 


t|R 


- 


1 6 


- 


1 1 


- 


850 


/IS 


RESET Pulse Width 


tRESET 


1 


- 


666 


- 


500 


- 


US 


CTS Setup Time (Figure 6) 


*CTS 


200 


- 


150 


- 


120 


- 


ns 


DCD Setup Time (Figure 7) 


tDCD 


500 


- 


350 


- 


250 


- 


ns 


Input Rise and Fall Times (Except Enable) 


tr. tf 


- 


1 0* 


- 


1 0* 


- 


1 0* 


/tS 



1 



*1.0 /ts or 10% of the pulse width, whichever is smaller 
FIGURE 1 - CLOCK PULSE WIDTH, LOW-STATE 

— pw cl H 



FIGURE 2 - CLOCK PULSE WIDTH, HIGH-STATE 



Tx CLK ' 

or 
RxCLK 



"\ 



/ 



TxCLK 



Rx CLK 



/ \ 



-PW CH - 



FIGURE 3 - RECEIVE DATA SETUP AND HOLD TIMES AND SYNC MATCH DELAY TIME 

D n -1 



tRDSU " 



Sync Match 




«— ^jIZD «« XZZs^^( 



n = Number of Bits in Character 
£\3 = Don't Care 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 4 - TRANSMIT DATA OUTPUT DELAY AND 
TRANSMITTER UNDERFLOW DELAY TIME 



FIGURE 5 - DATA TERMINAL READY AND INTERRUPT 
REQUEST RELEASE TIMES 



TxCLK \ / \ 



tTDD-J 
Tx Data 



x 



tTUF- 



D n 



X 



DO 



/ V 



«Tx CLK High 
■ — Period — > 



n = Number of bits in character 



f\ 



X 



-tDTR 



FIGURE 6 - CLEAR-TO-SEND SETUP TIME 
CTS ~"V 



FIGURE 7 - DATA CARRIER DETECT SETUP TIME 



TxCLK 



-*CTS 



,' V r 



tTDD- 



X 




© @ ® 



Notes 

a Must occur before DCD goes low. 

b First data bit placed in Rx shift register 

c Last data bit of byte placed in Rx shift register 

d Rx data byte transferred from shift re giste r to Rx FIFO 

e Clock edge required for generation of IRQ by RDA status 

Note Refer to Figure 3 for the Rx data setup and hold times 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



BUS TIMING TEST LOADS 



Loa d A 
(D0-D7, DTR, Tx Data, TUF) 



R|_ = 2 5kfl 



Test Point ° — f 




![ MMD7000 

^ f or Equiv 



Loa d B 
(IRQ Only) 



50 V 



Test Point ° ' ' 



100 pF 



C=130pFfor D0-D7 
= 30 pF for DTR, Tx Data, and TUF 



R = 11 7 kfl for D0-D7 
= 24 kQ for DTR, Tx Data, and TUF 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Indent 
Number 


Characteristic 


Symbol 


MC6852 


MC68A52 


MC68B52 


Unit 


Mm 


Max 


Min 


Max 


Min^ 


Max 


1 


Cycle Time 


*cyc 


1 


10 


67 


10 


05 


10 


l*s 


2 


Pulse Width, E Low 


PW EL 


430 


- 


280 


- 


210 


- 


ns 


3 


Pulse Width, E High 


PW EH 


450 


- 


280 


- 


220 


~ 


ns 


4 


Clock Rise and Fall Time 


tr-tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


*CH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


50* 


20 


50* 


30 


50* 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


tDSW 


165 


- 


80 


- 


60 


- 


ns 



*The data bus output buffers are no longer sourcing or sinking current by tDHRmax (High Impedance) 



FIGURE 8 - BUS TIMING CHARACTERISTICS 
(READ/WRITE INFORMATION) 





Notes 
1. Voltage levels shown are V[_<0 4 V, Vh2:2 4 V, unless otherwise specified 
2 Measurement points shown are 0.8 V and 2 V, unless otherwise specified 
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EXPANDED BLOCK DIAGRAM 
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DEVICE OPERATION 

At the bus interface, the SSDA appears as two ad- 
dressable memory locations Internally, there are seven 
registers two read-only and five write-only registers The 
read-only registers are Status and Receive Data, the write- 
only registers are Control 1 , Control 2, Control 3, Sync Code 
and Transmit Data The serial interface consists of serial in- 
put and output lines with independent clocks, and four 
peripheral/modem control lines. 

Data to be transmitted is transferred directly into the 
3-byte Transmit Data First-ln First-Out (FIFO) Register from 
the data bus. Availability of the input to the FIFO is indicated 
by the TDRA bit in the Status Register, once data is entered, 
it moves through the FIFO to the last empty location. Data at 
the output of the FIFO is automatically transferred from the 
FIFO to the Transmitter Shift Register as the shift register 
becomes available to transmit the next character If data is 
not available from the FIFO (underflow condition), the 
Transmitter Shift Register is automatically loaded with either 
a sync code or an all "1's" character The transmit seciton 
may be programmed to append even, odd, or no parity to 
the transmitted word. An external control line (Clear-to- 
Send) is provided to inhibit the transmitter without clearing 
the FIFO. 

Serial data is accumulated in the receiver based on the 
synchronization mode selected. In the external sync mode, 
used for para llel-serial operation, the receiver is synchronized 
by the DCD (Data Carrier Detect) input (Figure 9) and 
transfers successive bytes of data to the input of the 
Receiver FIFO. The single-sync-character mode requires that 
a match occur between the Sync Code Register and one in- 
coming character before data transfer to the FIFO begins. 
The two-sync-character mode requires that two sync codes 
be received in sequence to establish synchronization. Subse- 
quent to synchronization in any mode, data is accumulated 
in the shift register, and parity is optionally checked An in- 
dication of parity error is carried through the Receiver FIFO 
with each character to the last empty location. Availability of 
a word at the FIFO output is indicated by the RDA status bit 
in the Status Register, as is a parity error (PE) 

The SSDA and its internal registers are selected by RS, 
CS, Read/Write (R/W) and Enable control lines. To con- 
figure the SSDA, Control Registers are selected and the ap- 
propriate bits set. The Status Register is addressable for 
reading status. 

Other I/O lines, in ad dition to Clear-to-Send (CTS) and 
Data Carrier Detect (DCD), include SM/DTR (Sync 
Match/Data Terminal Ready) and Transmitter Underflow 
(TUF). The transmitter and receiver each have individual 
clodk inputs allowing simultaneous operation under separate 
clock control. Signals to t he m icroprocessor are the Data 
Bus and Interrupt Request (IRQ). 

INITIALIZATION 

Durin g a power-on sequence, the SSDA is reset via the 
RESET input and internally latched in a reset condition to 
prevent erroneous output transitions. The Receiver Shift 
Register is set to all "1's". The Sync Code Register, Control 
Register 2, and Control Register 3 should be programmed 
prior to the programmed release of the Transmitter and/or 
Receiver Reset bits; these b its in Control Register 1 should 
be cleared after the RESET line has gone high. 



TRANSMITTER OPERATION 

Data is transferred to the transmitter section in parallel 
form by means of the data bus and Transmit Data FIFO The 
Transmit Data FIFO is a 3-byte register whose status is in- 
dicated by the Transmitter Data Register Available status bit 
(TDRA) and its associated interrupt enable bit Data is 
transferred through the FIFO on negative edges of Enable (E) 
pulses Two data transfer modes are provided in the SSDA 
The 1-byte transfer mode provides for writing data to the 
transmitter section (and reading from the receiver section) 
one oyte at a time The 2-byte transfer mode provides for 
writing two data characters in succession 

Data will automatically transfer from the last register loca- 
tion in the Transmit Data FIFO (when it contains data) to the 
Transmitter Shift Register during the last half of the last bit 
of the previous character A character is transferred into the 
Shift Register by the Transmitter Clock Data is transmitted 
LSB first, and odd or even parity can be optionally append- 
ed. The unused bit positions in short word length characters, 
from the data bus, are "don't cares" (Note The data bus in- 
puts may be reversed for applications requiring the MSB to 
be transferred first, eg., IBM format for floppy disks, 
however, care must be taken to properly program the control 
registers — Table 1 will have its bit positions reversed ) 

When the Shift Register becomes empty, and data is not 
available for transfer from the Transmit Data FIFO, an 
"underflow" occurs, and a character is inserted into the 
transmitter data stream to maintain character synchroniza- 
tion The character transmitted on underflow will be either a 
"Mark" (all "1's") or the contents of the Sync Code 
Register, depending upon the state of the Transmit Sync 
Code on Underflow control bit The underflow condition is 
indicated by a pulse ( = 1 Tx CLK high period) on the 
Underflow output (when in Tx Sync on underflow mode) 
The Underflow output occurs coincident with the transfer of 
the last half of the last bit preceding the underflow character 
The Underflow status bit is set until cleared by means of the 
Clear Underflow control bit This output may be used in flop- 
py disk systems to synchronize write operations and for ap- 
pending CRCC 

Transmission is initiated by clearing the Transmitter Reset 
bit in Control Register 1 When the Transmitter Reset bit is 
cleared, the first ft;// positive half-cycle of the Transmit Clock 
will initiate the transmit cycle, with the transmission of data 
or underflow characters beginning on the negative edge of 
the Transmit Clock pulse which started the cycle. If the 
Transmit Data FIFO was not loaded, an underflow character 
will be transmitted (see Figu re 4). 

The Clear-to-Send (CTS) input provides for automatic 
control of the transmitt er by means of external system hard- 
ware; e.g. , the modem CTS output prov ides the control in a 
data communications system The CTS input resets and in- 
hibits the transmitter section when high, but does not reset 
the T ransmit Data FIFO. The TDRA status bit is inhibited by 
CTS being high in either the one-sync character or two-sync 
character mode of oper ation . In the external sync mode, 
TDRA is unaffected by CTS in order to provide Transmit 
Data FIFO status for preloa ding and operating the transmit- 
ter under the control of the CTS input. When the Transmit- 
ter Reset bit (Tx Rs) is set, the Transmit Data FIFO is cleared 
and the TDRA status bit is cleared. After one E clock has oc- 
curred, the Transmit Data FIFO becomes available for new 
data with TDRA inhibited. 
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RECEIVER OPERATION 

Data and a presynchronized clock are provided to the 
SSDA receiver section by means of the Receive Data (Rx 
Data) and Receive Clock (Rx CLK) inputs. The data is a con- 
tinuous stream of binary data bits without means for identi- 
fying character boundaries within the stream It is, therefore, 
necessary to achieve character synchronization for the data 
at the beginning of the data block Once synchronization is 
achieved, it is assumed to be retained for all successive 
characters within the block. 

Data communications systems utilize the detection of sync 
codes during the initial portion of the preamble to establish 
character synchronization. This requires the detection of a 
single code or two successive sync codes Floppy disk and 
cartridge tape units require sixteen bits of defined preamble 
and cassettes require eight bits of preamble to establish the 
reference for the start of record All three are functionally 
equivalent to the detection of sync codes Systems which do 
not utilize code detection techniques require custom logic 
external to the SSDA for character synchronization and use 
of the parallel-to-senal (external sync) mode (Note The 
Receiver Shift Register is set to ones when reset ) 

SYNCRHONIZATION 

The SSDA provides three operating modes with respect to 
character synchronization one-sync-character mode, two- 
sync-character mode, and external sync mode The external 
sync mode requires synchronization and contro l of the 
receiving section through the Data Carrier Detect (DCD) in- 
put (see Figure 7) This external synchronization could con- 
sist of direct line control from the transmitting end of the 
serial data link or from external logic designed to detect the 
start of the message block The one-sync-character mode 
searches on a bit-by-bit basis until a match is achieved be- 
tween the data in the Shift Register and the Sync Code 
Register The match indicates character synchronization is 
complete and will be retained for the message block In the 
two-sync-character mode, the receiver searches for the first 
sync code match on a bit-by-bit basis and then looks for a se- 
cond successive sync code character prior to establishing 
character synchronization If the second sync code character 
is not received, the bit-by-bit search for the first sync code is 
resumed 

Sync codes received prior to the completion of syn- 
chronization (one or two character) are not transferred to the 
Receive Data FIFO Redundant sync codes during the 
preamble or sync codes which occur as "fill characters" can 
automatically be stripped from the data, when the Strip 
Sync control bit is set, to minimize system loading The 
character synchronization will be retained until cleared by 
means of the Clear Sync bit, which also inhib.ts synchroniza- 
tion search when set 

RECEIVING DATA 

Once synchronization has been achieved, subsequent 
characters are automatically transferred into the Receive 
Data FIFO and clocked through the FIFO to the last empty 
location by E pulses (MPU System 02) The Receiver Data 
Available status bit (RDA) indicates when data is available to 
be read from the last FIFO location (#3) when in the 1-byte 
transfer mode. The 2-byte transfer mode causes the RDA 
status bit to indicate data is available when the last two FIFO 



register locations are full Data being available in the Receive 
Data FIFO causes an interrupt request if the Receiver Inter- 
rupt Enable (RIE) bit is set. The MPU will then read the 
SSDA Status Register which will indicate that data is 
available for the MPU read from the Receive Data FIFO 
register The IRQ and RDA status bits are reset by a read 
from the FIFO. If more than one character has been received 
and is resident in the Receive Data FIFO, subsequent E 
clocks will cause the FIFO to update and the RDA and IRQ 
status bits will again be set The read data operation for the 
2-byte transfer mode requires an intervening E clock be- 
tween reads to allow the FIFO data to shift Optional parity is 
automatically checked as data is received, and the parity 
status condition is maintained with each character until the 
data is read from the Receive Data FIFO Parity errors will 
cause an interrupt request if the Error Interrupt Enable (EIE) 
has been set The parity bit is not transferred to the data bus 
but must be checked in the Status Register NOTE In the 
2-byte transfer mode, parity should be checked prior to 
reading the second byte, since a FIFO read clears the error 
bit 

Other status bits which pertain to the re ceiver section are 
Receiver Overrun and, Data Carrier Detect (DCD) The Over- 
run status bit is automatically set when a transfer of a 
character to the Receive Data FIFO occurs and the first 
register of the Receive Data FIFO is, full Overrun causes an 
interrupt if Error Interrupt Enable (EIE) has been set The 
transfer of the overrunning character into the FIFO causes 
the previous character in the FIFO input register location to 
be lost The Overrun status bit is cleared by reading the 
Status Register (when the overrun condition is present), 
followed by a Receive data FIFO Register read Overrun can- 
not occur and be cleared without providing an opportunity to 
detect its occurrence via the Statu s Register 

A positive transition on the DCD input causes an interrupt 
if the EIE control bit has been set The interrupt caused by 
DCD is cleared by reading the Status Register when the DCD 
status bit is high, followed by a Receive data FIFO read The 
DCD status bit will subsequently follow the state of the DCD 
input when it goes low 



INPUT/OUTPUT FUNCITONS 

SSDA INTERFACE SIGNALS FOR MPU 

The SSDA interfaces to the MC6800 MPU with an 8-bit bi- 
directional data bus, a chip-select line, a register-select line, 
an interrupt-request line, read/write line, an enable line, and 
a reset line These signals, in conjunction with the MC6800 
VMA output, permit the MPU to have complete control over 
the SSDA 

SSDA Bi- Directional Data (D0-D7) - The bi-directional 
data lines (D0-D7) allow for data transfer between the SSDA 
and the MPU The data bus output drivers are three-state 
devices that remain in the high-impedance (off) state except 
when the MPU performs an SSDA read operation 

SSDA Enable (E) - The Enable signal, E, is a high- 
impedance TTL-compatible input that enables the bus in- 
put/output data buffers, clocks data to and from the SSDA, 
and moves data through the FIFO Registers 
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Read/Write (R/W) - The Read/Write line is a high- 
impedance input that is TTL compatible and is used to con- 
trol the direction of data flow through the SSDA's in- 
put/output data bus interface When Read/ Write is high 
(MPU read cycle), SSDA output drivers are turned on if the 
chip is selected and a selected register is read When it is 
low, the SSDA output drivers are turned off and the MPU 
writes into a selected register The Read/Write signal is also 
used to select read-only or write-only registers within the 
SSDA. 

Chip Select (CS) — This high-impedance TTL-compatible 
input line is used to address the SSDA. The SSDA is 
selected when CS is low VMA should be used in generating 
the CS input to insure that false selects will not occur 
Transfers of data to and from the SSDA are then performed 
under the control of the Enable signal, Read/Write, and 
Register Select 

Register Select (RS) - The Register Select line is a high- 
impedance input that is TTL compatible. A high level is used 
to select Control Registers C2 and C3, the Sync Code 
Register, and the Transmit/ Receive Data Registers. A low 
level selects the Control 1 and Status Registers (see Table 1) 

Interrupt Request (IRQ) - Interrupt Request is a TTL 
compatible, open-dram (no internal pullup), active low out- 
put that is used to interrupt the MPU The Interrupt Request 
remains low until cleared by the MPU 



RESET Input — The RESET input provides a means of 
resetting the SS DA from an external source In the low 
state, the RESET input causes the following 

1 Receiver Reset (Rx Rs) and Transmitter Reset (Tx Rs) 
bits are set causing both the receiver and transmitter 
sections to be held in a reset condition 

2 Peripheral Contr ol bits PC1 and PC2 are reset to zero, 
causing the SM/DTR output to be high 

3 The Error Interrupt Enable (EIE) bit is reset 

4 An internal synchronization mode is selected 

5. The Transmitter Data Register Available (TDRA) 

status bit is cleared and inhibited 
6 The Receiver Shift Register is set to 1's 
When RESET returns high (the inactive state), the 
transmitter and receiver sections will remain in the reset state 
until the Receiver Reset and Transmitter Reset bits are 
cleared via the data bus u nder so ftware control The control 
Register bits affected by RESET (Rx Rs, Tx Rs, PC 1, PC2, 
EIE, and E/l Sync) cannot be changed when RESET is low 

CLOCK INPUTS 

Separate high-impedance TTL-compatible inputs are pro- 
vided for clocking of transmitted and received data. 

Transmit Clock (Tx CLK) — The Transmit Clock input is 
used for the clocking of transmitted data The transmitter 
shifts data on the negative transition of the clock 

Receive Clock (Rx CLK) - The Receive Clock input is us- 
ed for clocking in received data The clock and data must be 
synchronized externally The receiver samples the data on 
the positive transition of the clock. 



SERIAL INPUT/OUTPUT LINES 

Receive Data (Rx Data) - The Receive Data line is a high- 
impedance TTL-compatible input through which data is 
received in a serial format 

Transmit Data (Tx Data) - The Transmit Data output line 
transfers serial data to a modem or other peripheral. 

PERIPHERAL/MODEM CONTROL 

The SSDA includes several functions that permit limited 
control of a peripheral or modem The functions included are 
Clear-to-Send, Sync Match/ Data Terminal Ready, Data Car- 
rier Detect, and Transmitter Underflow 

Clear-to-Send (CTS) — The CTS input provides a real- 
time inhibit to the transm itter section (the Tx Data FIFO is 
not disturbed) A positive CTS transition resets the Tx Shift 
Register and inhibits the TDRA status bit and its associated 
interrupt in both the one-sync-character and two-sync- 
character modes of operation TDRA is not affected by the 
CTS input in the external s ync m ode 

The positive transition of CTS is stored within the SSDA 
to insure that its o ccurr ence will be acknowledged by the 
system. The stored CTS information and its associa ted I RQ 
(if enabled) are cleared by writing a "1" in the Clear CT S bit 
in Control Register 3 or in the Trans mitter Reset bit The CTS 
status bit subsequently follows the CTS input when it goes 
low 

The CTS input provides character timing for transmitter 
data when in the external sync mode Transmission is in- 
itiated on the negative transition of the first full positive clock 
pulse of the transmitter clock (Tx CLK) after the release of 
CTS (see Figure 6) 

Data Carrier Detect (DCD) - The DCD input provides a 
real-time mhbit to the rece iver section (the Rx FIFO is not 
disturbed). A positive DCD transition resets and mhibts the 
receiver section except for t he Re ceive FIFO and the RDRA 
status bit and its associate d IRQ 

The positive transition of DCD is stored within the SSDA 
to insure that its o ccurr ence will be acknowledged by the 
system The stored DCD information and its associated IRQ 
(if enabled) are cleared by reading the Status Register and 
then the Recei ver F IFO, or by writing a "1" into the Rec eiver 
Reset bit The DCD status bit subs equently follows the DCD 
input when it goes low. The DCD input provides character 
synchronization timing for the receiver during the external 
sync mode of operation The receiver will be initialized and 
data will be sampled on the positive transi tion of the first full 
Receive Clock cycle after release of DCD (see Figure 7) 

Sync Match/ Data Terminal Ready (SM/DTR) - The 

SM/DTR output provides four functions (see Table 1) 
depending on the state of the PC1 and PC2 control bits 
When the Sync Match' mode is selected (PC = "1", 
PC2= "0"), the output provides a one-bit-wide pulse when a 
sync code is detected. This pulse occurs for each sync code 
match even if the receiver has already attained synchro niza- 
tion The SM output is inhibited when PC2= "1" The DTR 
mode (PC1 = "0") provid es an output level corresponding to 
the complement of PC2 (DTR = "0" when PC2= "1") (See 
Table 1.) 
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TABLE 1 - SSDA PROGRAMMING MODEL 



Register 


Co 
In. 


itrol 
juts 


Address 
Control 


Register Content 


RS 


R/W 


AC2 


AC1 


Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


Bit 


Status (S) 





1 


X 


X 


Interrupt 
Request 
(IRQ) 


Receiver 
Parity 
Error 
(PE) 


Receiver 
Overrun 
(Rx Ovrn) 


Transmitter 

Undeiflow 

(TUF) 


Clear-to- 
Send 
(CTS) 


Data Cairier 
Detect 
(DCD) 


Tiansmitter 

Data 

Registei 

Available 

(TDRA) 


Receiver 

Data 

Available 

(RDA) 


Control 1 
(CD 








X 


X 


Address 

Control 2 

(AC2) 


Addiess 

Contiol 1 

(AC1) 


Receiver 

Interrupt 

Enable 

(RIE) 


Tiansmittei 

Intei rupt 

Enable 

(TIE) 


Cleat 
Sync 


Snip Sync 
Chaiacteis 
(Strip Sync) 


Transmitter 

Reset 

(Tx Rs) 


Receiver 

Reset 
(Rx Rs) 


Receive 
Data FIFO 


1 


1 


X 


X 


D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


Control 2 
(C2) 


1 











Error 
Interrupt 
Enable 

(EIE) 


Transmit 
Sync Code 

on 
Underflow 
(Tx Sync) 


Word 
Length 
Select 3 
(WS3) 


Word 
Length 
Select 2 

(WS2) 


Woid 
Length 
Select 1 

(WS1) 


1-Byte/2-Byte 

Tiansfei 
(1-Byte/2 Byte) 


Peripheral 

Control 2 

(PC2) 


Peripheral 

Contiol 1 

(PCD 


Control 3 

(C3) 


1 








1 


Not Used 


Not Used 


Not Used 


Not Used 


Clear 

Transmitter 

Underflow 

Status 

(CTUF) 


Clear CTS 

Status 
(Clear CTS) 


One-Sync- 
Character/ 
Two-Sync 
Character 
Mode Control 
(1 Sync/ 
2 Sync) 


External/ 
Internal 

Sync Mode 
Control 

(E/l Sync) 


Sync Code 


1 





1 





D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


Transmit 
Data FIFO 


1 





1 


1 


D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 



STATUS REGISTER 



PE 

Rx Ovrn 



Bit 5 



TUF 
CTS 



DCD 



TDRA 
RDA 



The IRQ flag is cleared when the source of the IRQ is 

cleared The source is determined by the enables in the 

Control Registers TIE, RIE, EIE 

indicate the SSDA status at a point in time, and can be 

reset as follows 

Bit 6 Read Rx Data FIFO, or a"1" into Rx Rs (C1 Bit 0) 

Read Status and then Rx Data FIFO, or a "1" into 

Rx Rs (C1 Bit 0) 

A "1" into CTU F (C3 Bit 3) or into Tx Rs (CI Bit D 

A "1" into Clear CTS (C3 Bit 2) or a "1" into Tx Rs 

(C1 BitD 

Read Status and then Rx Data FIFO or a "1" into 

RxRs (C1 Bit 0) 
Bit 1 Wnte into Tx Data FIFO 
Bit Read Rx Data FIFO. 



Bit 4 
Bit 3 



Bit 2 



CONTROL REGISTER 1 

AC2, AC1 Bits 7, 6 Used to access other registers, as shown above 

RIE Bit 5 When "1", enables interrupt on RDA (S Bit 0) 

TIE Bit 4 When "1", enables interrupt on TDRA (S Bit D 

Clear Sync Bit 3 When "1", clears receiver character synchronization 

Strip Sync Bit 2 When "1", strips all sync codes from the received 

data stream 

Tx Rs Bit 1 When "1", resets and inhibits the transmitter section 

Rx Rs Bit When "1", resets and inhibits the receiver section 

CONTROL REGISTER 3 

CTUF Bit 3 When "1", clear s TUF (S Bit 4), and IRQ if enabled 

Clear CTS Bit 2 When "1", clears CTS (S Bit 3), and IRQ if enabled 

1 Sync/2 Sync Bit 1 When "1", selects the one-sync-character mode, when 

"0", selects the two-sync-character mode 
E/l Sync Bit When "1", selects the external sync mode, when "0", 

selects the internal sync mode 



CONTROL REGISTER 2 

EIE Bit 7 When "1", ena bles th e PE, Rx Ovrn, 

TUF, CTS, and DCD interrupt flags 
(S Bits 6 th.ough 2) 

Tx Sync Bit 6 When "1", allows 3 ync code contents 

to be transferred on underflow, and 
enables the TUF Status bit and out- 
put. When "0", an all mark character 
is transmitted on underflow 

WS3, 2, 1 Bits 5-3 Word Length Select 



Bit 5 
WS3 


Bit 4 
WS2 


Bit 3 
WS1 


Word Length 







1 
1 
1 
1 




1 
1 




1 
1 



1 

1 

1 


1 


6 Bits + Even Parity 

6 Bits 4 Odd Parity 

7 Bits 

8 Bits 

7 Bits t Even Parity 

7 Bits 4 Odd Parity 

8 Bits 4 Even Parity 
8 Bits 4- Odd Parity 



1-Byte/2-Byte Bit 2 When "1 ", enables the TDRA and 
RDA bits to indicate when a 1-byte 
transfer can occur, when "0", the 
TDRA and RDA bits indicate when 
a 2-byte transfer can occur 

PC2, PC1 Bits 1-0 SM/DTR Output Control 



Bit 1 
PC2 


Bit 
PC1 


SM/DTR Output at Pin 5 







1 


Pulse J L, 1 Bit Wide, on SM 


1 
1 



1 



SM Inhibited, 



NOTE When the SSDA is used in applications requiring the MSB of data to 
be received and transmitted first, the data bus inputs to the SSDA may be 
reversed (DO to D7, etc ) Caution must be used when this is done since the 
bit positions in this table will be reversed, and the parity should not be selected. 
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Transmitter Underflow (TUF) — The Underflow output in- 
dicates the occurrence of a transfer of a "fill character" to 
the Transmitter Shift Register when the last location (#3) in 
the Transmit Data FIFO is emtpy The Underflow output 
pulse is approximately one Tx CLK high period wide and oc- 
curs during the last half of the last bit of the character 
preceding the "Underflow" (see Figure 4). The Underflow 
output pulse does not occur when the Tx Sync bit is in the 
reset state 

SSDA REGISTERS 

Seven registers in the SSDA can be accessed by means of 
the data bus. The registers are defined as read-only or write- 
only according to the direction of information flow The 
Register Select input (RS) selects two registers in each state, 
one being read-only_and the other write-only. The 
Read/ Write input (R/W) defines which of the two selected 
registers will actually be accessed. Four registers (two read- 
only and two write-only) can be accessed via the bus at any 
particular time These registers and the required addressing 
are defined in Table 1. 

CONTROL REGISTER 1 (CD 

Control Register 1 is an 8-bit write-only register that can be 
directly addressed from the data bus Control Register 1 is 
accessed when RS = "0" and R/W = "0". 

Receiver Reset (Rx Rs), C1 Bit - The Receiver Reset 
control bit provides both a reset and inhibit function to the 
receiver section When Rx Rs is set, it clears the receiver 
control iogic, sync logic, error logic, Rx Data FIFO Control, 
Parity Error status bit, and DCD interrupt The Receiver Shift 
Register is set to ones. The Rx R s bit mu st be cleared after 
the occurrence of a low level on RESET in order to enable 
the receiver section of the SSDA. 

Transmitter Reset (Tx Rs), C1 Bit 1 — The Transmitter 
Reset control bit provides both reset and inhibit to the 
transmitter section When Tx Rs is set, it clears the transmit- 
ter control section, Transmitter Shift Register, Tx Data FIFO 
Control (the Tx Data FIFO can be reloaded after one E clo ck 
pulse), the Transmitter Underflow status bit, and the CTS in- 
terrupt, and inhibits the TDRA status bit (in the one-sync- 
character and two-sync-character modes) The Tx Rs bit 
must be cleared after the occurrence of a low level on RESET 
in order to enable the transmitter section of the SSDA If the 
Tx FIFO is not preloaded, it must be loaded immediately after 
the Tx Rs release to prevent a transmitter underflow condi- 
tion , 

Strip Synchronization Characters (Strip Sync), C1 Bit 2 — 

If the Strip Sync bit is set, the SSDA will automatically strip 
all received characters which match the contents of the Sync 
Code Register The characters used for synchronization (one 
or two characters of sync) are always stripped from the 
received data stream 

Clear Synchronization (Clear Sync), C1 Bit 3 — The Clear 
Sync control bit provides the capability of dropping receiver 
character synchronization and inhibiting resynchronization 
The Clear Sync bit is set to clear and inhibit receiver syn- 
chronization in all modes and is reset to zero to enable resyn- 
chronization 



Transmitter Interrupt Enable (TIE), CI Bit 4 — TIE enables 
both the Interrupt Request output (IRQ) and Interrupt Re- 
quest status bit to indicate a transmitter service requ est 
When TIE is set and the TDRA status bit is high , the IRQ out- 
put will go low (the active state) and the IRQ status bit will 
go high 

Receiver Interrupt Enable (RIE), CI B it 5 - RIE enables 
both the Interrupt Request output (IRQ) and the Interrupt 
Request stacus bit to indicate a receiver service request. 
When RIE is set and the RDA status bit is high, the IRQ out- 
put will go low (the active state) and the IRQ status bit will 
go high 

Address Control 1 (AC1) and Address Control 2 (AC2), C1 
Bits 6 and 7 — AC1 and AC2 select one of the write-only 
registers - Control 2, Control 3, Sync Code, or Tx Data 
FIFO — as shown in Table 1, when RS = "1" and 
R/W="0" 

CONTROL REGISTER 2 (C2) 

Control Register 2 is an 8-bit write-only register which can 
be programmed from the data bus when the Address Control 
bits in Control Register 1 (AC1 and AC2) are reset, RS = "1" 
and R/W = "0" 

Peripheral Control (PCD and Peripheral Control 2 (PC2), 
C2 Bits and 1 - Two control bits, PC1 and PC2, deter mine 
the operating characteristics of the Sync Match/ DTR out- 
put PC1, when high, selects the Sync Match mod e PC2 
provides the inhibit/enable control for the SM/DTR output 
in the Sync Match mode A one-bit-wide pulse is generated 
at the output when PC2 is "0", and a match occurs between 
the contents of the Sync Code Register and the incoming 
data even if sync is inhibited (Clear Sync bit="1") The 
Sync Match pulse is referenced to the negative edge of Rx - 
CLK pulse causing the match (see Figure 3) 

The Data Terminal Ready (DTR) mode is selected when 
PC1 is low When PC2 = "1" the SM/DTR output="0" and 
vice versa The operation of PC2 and PC1 is summarized in 
Table 1 

1-Byte/2-Byte Transfer (1-Byte/2-Byte), C2, Bit 2 - 

When 1-Byte/2-Byte is set, the TDRA and RDA status bits 
will indicate the availabithy of their respective data FIFO 
registers for a single-byte data transfer Alternately, if 
1-Byte/2-Byte is reset, the TDRA and RDA status bits in- 
dicate when two bytes of data can be moved without a se- 
cond status read An intervening Enable pulse must occur 
between data transfers 

Word Length Selects (WS1, WS2, WS3), C2 Bits 3, 4, 5 

- Word Length Select bits WS1, WS2, and WS3 select 
word lengths of 7, 8, or 9 bits including parity as shown in 
Table 1 

Transmit Sync Code on Underflow (Tx Sync), C2 Bit 6 - 

When Tx Sync is set, the transmitter will automatically send 
a sync character when data is not available for transmission 
If Tx Sync is reset, the transmitter will transmit a Mark 
character (including the parity bit position) on underflow 
When the underflow is detected, a pulse approximately one 
Tx CLK high period wide will occur on the underflow output 
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if the Tx Sync bit is set Internal parity generation is inhibited 
during underflow except for sync code fill character 
transmission in 8-bit plus parity word lengths 

Error Interrupt Enable (EIE), C2 Bit 7^ When EIE is set, 
the IRQ status bit will go high and the IRQ output will go low 
if 

1 A receiver overrun occurs The interrupt is cleared by 
reading the Status Register and reading the Rx Data 
FIFO 

2 DCD input has gone to a "1" The interrupt is cleared 
by reading the Status Register and reading the Rx 
Data FIFO 

3 A parity error exists for the character in the last loca- 
tion (#3) of the Hx Data FIFO The interrupt is cleared 
by r eadin g the Rx Data FIFO 

4. The CTS input has gone to a "1" The interrupt is 
cleared by writing a "1" in the Clear CTS bit, C3 bit 2, 
or by a Tx Reset 
5 The transmitter has underflowed (in the Tx Sync on 
Underflow mode) The interrupt is cleared by writing a 
"1" into the Clear Underflow, C3 bit 3, or Tx Reset 
When EIE is a "0", the "IRQ status bit and the IRQ output 
are disabled for the above error conditions A low level on 
the RESET input resets EIE to "0" 

CONTROL REGISTER 3 (C3) 

Control Register 3 is a 4-bit write-only register which can 
be programmed from the data bus whe RS = "1" and 
R/W = "0" and Address Control bit AC1 = "1" and 
AC2="0" 

External/ Internal Sync Mode Conrol (E/l Sync), C3, BitO 

- When the E/l Sync Mode bit is high, the SSDA is in the 
external sync mode and the receiver synchronization logic is 
disab led Synchronization can be achieved by means of the 
DCD input or by starti ng Rx CLK at the midpoint of data bit 
of a cahracter with DCD low Both the transmitter and 
receiver sections operate as parallel — serial converters in 
the External Sync mode The Clear Sync bit in Control 
Register 1 acts as a receiver sync inhibit when high to pro- 
vide a bus controllable inhibit The Sync Code Register can 
serve as a transmitter fill character register a nd a re ceiver 
match register in this mode A "low" on the RESET input 
resets the E/l Sync Mode bit placing the SSDA in the inter- 
nal sync mode 

One-Sync-Character/Two-Sync-Character Mode Control 
(1-Sync/2-Sync), C3 Bit 1 - When the 1-Sync/2-Sync bit is 
set, the SSDA will synchronize on a single match between 
the received data and the contents of the Sync Code 
Register When the 1-Sync/2-Sync bit is reset, two suc- 
cessive sync characters must be received prior to receiver 
synhnchronization. If the second sync character is not 
detected, the bit-by-bit search resumes from the first bit in 
the second character See the description of the Sync Code 
Register for more details. 

Clear CTS Status ( Clear CTS), C3 Bit 2 - When a "1" is 
written into the Clear CTS bit, th e stor ed status and interrupt 
are cleared Subsequently, the CTS status bit reflects the 



state of t he CT S input The Clear CTS control bit does not 
affect the CTS input nor its inhibit of the transmitter section 
The Clear CTS command bit is self-clearing, and writing a 
"0" into this bit i c a nonfunctional operation 

Clear Transmit Underflow Status (CTUF), C3 Bit 3 - 

When a "1" is written into the CTUF status bit, the CTUF bit 
and its associated interrupt are reset The CTUF command 
bit is self-clearing and writing a "0" into this bit is a nonfunc- 
tional operation 

SYNC CODE REGISTER 

The Sync Code Register is an 8-bit register for storing the 
programmable sync code required for received data character 
synchronization in the one-sync-character and two-sync- 
character modes The Sync Code Register also provides for 
stripping the sync/fill characters from the received data (a 
programmable option) as well as automatic insertion of fill 
characters in the transmitted data stream The Sync Code 
Register is not utilized for receiver character synchronization 
in the external sync mode, however, it provides storage of 
receiver match and transmit fill characters. 

The Sync Code Register can be loaded when AC2 and 
AC1 are a "1" and "0", respectively, and R/W = "0" and 
RS = "1" 

The Sync Code Register may be changed after the detec- 
tion of a match with the received data (the first sync code 
having been detected) to synchronize with a double-word 
sync pattern. (This sync code change must occur prior to the 
completion of the second character.) The sync match (SM) 
output can be used to interrupt the MPU system to indicate 
that the first eight bits have matched The service routine 
would then change the sync match register to the second 
half of the pattern Alternately, the one-sync-character mode 
can be used for sync codes for 16 or more bits by using soft- 
ware to check the second and subsequent bytes after 
reading them from the FIFO 

The detection of the sync code can be programmed to ap- 
pear on the Sync Match/DTR output by writing a "1" in PC1 
(C2 bit 0) and a "0" in PC2 (C2 bit 1) The Sync Match out- 
put will go high for one bit time beginning at the character in- 
terface between the sync code and the next character (see 
Figure 3) 



PARITY FOR SYNC CHARACTER 

Transmitter 

Transmitter does not generate parity for the sync 
character except 9-bit mode 

. 9-bit (8-bit-f- parity) 8-bit sync character + parity 
8-bit (7-bit-h parity) 8-bit sync character (no parity) 
7-bit (6-bit + parity). 7-bit sync character (no parity) 

Receiver 

At Synchronization 

Receiver automatically strips the sync character(s) (two 
sync characters if '2 sync' mode is selected) which is used to 
establish synchronization Parity is not checked for these 
sync characters. 
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After Synchronization Is Established 

When 'strip sync' bit is selected, the sync characters (fill 
characters) are stripped and parity is not checked for the 
stripped sync (fill) characters. When "strip sync" bit is not 
selected (low), the sync character is assumed to be normal 
data and it is transferred into FIFO after parity checking 
(When non-parity format is selected, parity is not checked.) 



Strip Sync 
(C1, Bit 2) 



WS0-WS2 
(Data Format) 
(C2, Bits 3-5) 



With Parity 



No transfer of sync code 
No parity Check of sync code 



'Transfer data and sync codes 
Parity check 



\m *u * n » Transfer data and sync codes 
Without Panty ., . , 

No parity check 



'Subsequent to synchronization 

It is necessary to consider parity in the selected sync 
character in the following cases Data Format is (6+ parity), 
(7 + parity), strip sync is not selected (low), and when syr.c 
code is used as a fill character after synchronization 

The transmitter sends a sync character without parity, but 
the receiver checks the parity as if it is normal data 
Therefore, the sync character should be chosen to match the 
parity check selected for the receiver in this special case. See 
the following section for unused bit assignment in short- 
word length 

RECEIVE DATA FIRST-IN FIRST-OUT REGISTER (Rx Data 
FIFO) 

The Receive Data FIFO Register consists of three 8-bit 
registers which are used for buffer storage of received data. 
Each 8-bit register has an internal status bit which monitors 
its full or empty condition Data is always transferred from a 
full register to an adjacent empty register. The transfer from 
register to register occurs on E pulses The RDA status bit 
will be high when data is available in the last location of the 
Rx Data FIFO 

In an Overrun condition, the overrunning character will be 
transferred into the full first stage of the FIFO register and 
will cause the loss of that data character Successive over- 
runs continue to overwrite the first register of the FIFO This 
destruction of data is indicated by means of the Overrun 
status bit The Overrun bit will be set when the overrun oc- 
curs and remains set until the Status Registe r is read, follow- 
ed by a read of the Rx Data FIFO. 

Unused data bits for short word lengths (including the 
parity bit) will appear as "O's" on the data bus when the Rx 
Data FIFO is read 

TRANSMIT DATA FIRST-IN FIRST-OUT REGISTER (Tx 
Data FIFO) 

The Transmit Data FIFO Register consists of thee 8-bit 
registers which are used for buffer storage of data to be 
transmitted Each 8-bit register has an internal status bit 
which monitors its full or empty condition. Data is always 
transferred from a full register to an adjacent empty register 
The transfer is clocked by E pulses 

The TDRA status bit will be high if the Tx Data FIFO is 
available for data 



Unused data bits for short word lengths will be handled as 
"don't cares." The parity bit is not transferred over the data 
bus since the SSDA generates parity at transmission. 

When an Underflow occurs, the Underflow character will 
be either the contents of the Sync Code Register or an all 
"1's" character The underflow will be stored in the Status 
Register until cleared and will appear on the Underflow out- 
put as a pulse approximatley one Tx CLK high period wide 

STATUS REGISTER (S) 

The Status Register is an 8-bit read-only register which 
provides the real-time status of the SSDA and the associated 
serial data channel. Reading the Status Register is a non- 
destructive process The method .of clearing status bits 
depends upon the function each bit represents and is 
discussed for each bit in the register. 

Receiver Data Available (RDA), S Bit - The Receiver 
Data Available status bit indicates when receiver data can be 
read from the Rx Data FIFO The receiver data being present 
in the last register (#3) of the FIFO causes RDA to be high for 
the 1-byte transfer mode The RDA bit being high indicates 
that the last two registers (#2 and #3) are full when in the 
2-byte transfer mode The second character can be read 
without a second status read (to determine that the 
character is available). An E pulse must occur between reads 
of the Rx Data FIFO to allow the FIFO to shift. Status must 
be read on a word-by-word basis if receiver data error check- 
ing is important. The RDA status bit is reset automatically 
when data is not available 

Transmitter Data Register Available (TDRA), S Bit 1 — 

The TDRA status bit indicates that data can be loaded into 
the Tx Data FIFO Register The first register (#1) of the Tx 
Data IFFO being empty will be indicated by a high level in the 
TDRA status bit in the 1-byte transfer mode The first two 
registers (#1 and #2) must be empty for TDRA to be high 
whon in the 2-byte transfer mode The Tx Data FIFO can be 
loaded with two bytes without an intervening status read, 
however, one E pulse must occur b etween loads TDRA is 
inhibited by the Tx Reset or RESET When Tx Reset is set, 
the Tx Data FIFO is cleared and then released on the next E 
clock pulse The Tx Data FIFO can then be loaded with up to 
three characters of data, even though TDRA is inhibited 
This feature allows preloadin g dat a prior to the release of Tx 
Reset A high level on the CTS input inhibits the TDRA 
status bit in either sync mode of op eration (one-sync- 
character or two-sync-character) CTS does not affect 
TDRA in the external sync mode This enables the SSDA to 
operate under the control of the CTS input with TDRA in- 
dicating the status of the Tx Data FIFO The CTS input does 
not clear the Tx Data FIFO in any operating mode 

Data Carrier Detect (DCD), S Bit 2 - A positive transition 
on the DCD input is stored in the SSDA until cleared by 
reading both Status and R x Dat a FIFO A "1 " writ ten into Rx 
Rs also clears the stored D CD sta tus The DCD status bit, 
when set, indicates that the DCD input has gone high The 
reading of Status followed by reading of the Receive Data 
FIFO allows Bit 2 of subsequent Status reads to indicate the 
state of the DCD input until the next positive transition 
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C lear- to-Send (CTS), S Bit 3 — A positive transition on 
the CTS input is stor ed in the SSDA until cleared by writing 
a "1 " into the Clear CTS control bit or the Tx Rs bit. The 
CTS status bit, when set, i ndicates that the CTS input has 
gone high. The Clear CTS command (a "1" into C3 Bit 2) 
allows Bit 3 of subsequent Status reads to indicate the state 
of the CTS input until the next positive transition 

Transmitter Underflow (TUF), S Bit 4 - When data is not 
available for the transmitter, an underflow occurs and is so 
indicated in the Status Register (in the Tx Sync on underflow 
mode) The underflow status bit is cleared by writing a "1" 
into the Clear Underflow (CTUF) control bit or the Tx Rs bit 
TUF indicates that a sync character will be transmitted as the 
next character A TUF is indicated on the output only when 
the contents of the Sync Code Register is to be transferred 
(transmit sync code on underflow = "1") 

Receiver Overrun (Rx Ovrn), S Bit 5 - Overrun indicates 
data has been received when the Rx Data FIFO is full, 



resulting in data loss The Rx Ovrn status bit is set when 
overrun occurs The Rx Ovrn status bit is cleared by reading 
Status followed by reading the Rx Data FIFO or by setting 
the Rx Rs control bit 

Receiver Parity Error (PE), S Bit 6 - The parity error 
status bit indicates that parity for the character in the last 
register of the Rx Data FIFO did not agree with selected pari- 
ty The parity error is cleared when the character to which it 
pertains is read from the Rx Data FIFO or when Rx Rs oc- 
curs The DCD input does not clear the Parity Error or Rx 
Data FIFO status bits 

Interrupt Request (IRQ), S Bit 7 - The Interrupt Request 
status bit indicates when the IRQ output is in the active state 
(IRQ output= "0"). The IRQ status bit is subject to the same 
inter rupt enables (RIE, TIE, and EIE) as the TRU output The 
IRQ status bit simplifies status inquiries for polling systems 
by providing single bit indication of service requests 
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ADVANCED DATA-LINK CONTROLLER (ADLC) 

The MC6854 ADLC performs the complex MPU/data communication 
link function for the "Advanced Data Communication Control Pro- 
cedure" (ADCCP), High-Level Data-Link Control (HDLC) and Syn- 
chronous Data-Link Control (SDLC) standards. The ADLC provides key 
interface requirements with improved software efficiency. The ADLC is 
designed to provide the data communications interface for both primary 
and secondary stations in stand-alone, polling, and loop configurations. 

• M6800 Compatible 

• Protocol Features 

• Automatic Flag Detection and Synchronization 

• Zero Insertion and Deletion 

• Extendable Address, Control and Logical Control Fields (Optional) 

• Variable Word Length Information Field - 5-, 6-, 7-, or 8-Bits 

• Automatic Frame Check Sequence Generation and Check 

• Abort Detection and Transmision 

• Idle Detection and Transmission 

• Loop Mode Operation 

• Loop Back Self-Test Mode 

• NRZ/NRZI Modes 

• Quad Data Buffers for Each Rx and Tx 

• Prioritized Status Register (Optional) 

• MODEM/ DMA/ Loop Interface 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0.3 to +7.0 


V 


Input Voltage 


V,n 


-0.3 to +7 


V 


Operating Temperature Range 
MC6854, MC68A54, MC68B54 
MC6854C, MC68A54C 


TA 


(T L to T H ) 

0to70 
-40 to 85 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°c 


THERMAL CHRACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Ceramic 
Cerdip 


*JA 


115 
60 
65 


°c/w 



This device contains circuitry to protect the inputs against damage due to high 
static voltages or electric fields, however, it is advised that normal precautions 
be taken to avoid application of any voltage higher than maximum rated voltages 
to this high-impedance circuit Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level (e g , either V$$ or Vfjc> 



MC6854 

(1.0 MHz) 

MC68A54 

(1.5 MHz) 

"JOT 4 



MOS 

(N-CHANNEL, SILICON GATE) 

ADVANCED DATA-LINK 
CONTROLLER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



P SUFFIX 

PLASTIC PACKAGE 



S SUFFIX 

CERDIP PACKAGE 
CASE 733 



PIN DESCRIPTION 
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Control 
Register 

#2 



Control 
Register 

#3 



FIGURE 1 - ADLC GENERAL BLOCK DIAGRAM 

cs_ 1 i RS 



Control 
Register 



Trfl 



Data A K 

Bus ( ) 

D0-D7 \ ]/ 



Data 

Bus 

I nterf ace 



^l 



Control 
Register 



V ss Pin 1 
V cc Pin 14 



Receive 
Data 
FIFO 



I 



— < DCD 
-< RxC 



Status 
Register 

#2 



Zero 
Deletion 



Register 



K 



FIFO 
Register 
(3 Bytes) 



Flag/Abort/ldle 
Detect 



FCS Generator 



Flag/Abort 
Generator 



Transmitter 



IRQ "4- 
TDSR +- 



RDSR ^_ 



Zero 

Insertion 



TxC 
CTS 




► LOC/DTR 

RTS 
-< RESET 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A +(PD»0JA) d> 

Where 

Ta = Ambient Temperature, °C 

0JA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

P|NT s| CC x V CC- Watts - Chip Internal Power 
PpORjsPort Power Dissipation, Watts — User Determined 
For most applications PpORT<P|NT ancl can be- neglected PpORT m 9Y become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

PD-K-(T"j + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = Pd»(Ta + 273°C) + 0J A # PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T a Using this value of K the values of PpandTj can be obtained by solving equations (1) and (2) iteratively for any 
value of T/\ 
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DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc ±5%, Vss = Q> TA = T L toT H unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


VsS+20 


- 


- 


V 


Input Low Voltage 


V|L 


- 


- 


VSS+08 


V 


Input Leakage Current (V m = to 5 25 V) All Inputs Except D0-D7 


"in 


- 


1 


25 


M A 


Three-State (Off-State) Input Current D0-D7 
(V in = 4to2 4V, V C C = 5 25V) 


hz 


- 


20 


10 


ma 


DC Output High Voltage 
( 1 Load =~ 205 /iA) D0-D7 
< v Load=-100>A) All Others 


VOH 


VsS+24 
VSS+24 


- 


- 


V 


DC Output Low Voltage (lLoad= 1 6 mA > 


vol 


- 


- 


VSS + 04 


V 


Output Leakage Current (Off State) (Voh = 2 4 V) TKO 


ioz 


- 


1 


10 


ma 


Internal Power Dissipation (measured at Ta = Ti_) 


pint 


- 


- 


850 


mW 


Capacitance 
(V m = 0,TA = 25°C,f=1 0MHz) D0-D7 

All Other Ihputs 

Trq 

All Others 


Qn 


- 


- 


12 5 
75 


pF 


'--out 


- 


- 


50 
10 


pF 



AC ELECTRICAL CHARACTERISTICS (V C c = 5 V ±5%, V S s = 0, T A = T 


_ to Th unless otherwise noted) 








Characteristic 


Symbol 


MC6854 


MC68A54 


MC68B54 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Clock Pulse Width, Low (RxC, TxC) 


PW CL 


700 


- 


450 


- 


280 


- 


ns 


Clock Pulse Width, High (RxC, TxC) 


PW CH 


700 


- 


450 


- 


280 


- 


ns 


Serial Clock Frequency (RxC, TxC) 


fsc 


- 


66 


- 


1 


- 


1 5 


MHz 


Receive Data Setup Time 


tRDSU 


150 


- 


100 


- 


50 


- 


ns 


Receive Data Hold Time 


tRDH 


60 


- 


60 


- 


60 


- 


ns 


Request-to-Send Delay Time 


tRTS 


- 


680 


- 


460 


- 


340 


ns 


Clock-to-Data Delay for Transmitter 


tTDD 


- 


300 


- 


250 


- 


200 


ns 


Flag Detect Delay Time 


tFD 


- 


680 


- 


460 


- 


340 


ns 


DTR Delay Time 


tDTR 


- 


680 


- 


460 


- 


340 


ns 


Loop On-Line Control Delay Time 


tLOC 


- 


680 


- 


460 


- 


340 


ns 


RDSR Delay Time 


tRDSR 


- 


540 


- 


400 


- 


340 


ns 


TDSR Delay Time 


tTDSR 


- 


540 


- 


400 


- 


340 


ns 


Interrupt Request Release Time 


t|R 


- 


1 2 


- 


09 


- 


07 


US 


RESET Pulse Width 


tRESET 


1 


- 


65 


- 


40 


- 


IIS 


Input Rise and Fall Times (Except Enable) (0 8 V to 2 V) 


tptf 


- 


1 0* 


- 


1 0* 


- 


1 0* 


(IS 



*1 /ts or 10% of the pulse width, whichever is smaller 



FIGURE 2 - BUS TIMING TEST LOADS 



Load A 

(D0- D7 RTS, TxD, RDSR, T DSR 
FLAG DET, LOC/DTR) 




Load B 
(FRO" Only) 



Test Point O- 



100 pF 



C=130pFfor D0-D7 
= 30 pF for others 

R = 1 1 7 kfi for D0-D7 
= 24 kft for others 
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FIGURE 3 RECEIVER DATA SETUP/ HOLD, FLAG DETECT AND LOOP ON-LINE CONTROL DELAY TIMING 
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FIGURE 4 - TRANSMIT DATA OUTPUT DELAY AND REQUEST-TO-SEND DELAY TIMING 
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FIGURE 5 - TDSR/RDSR DELAYS, IRQ RELEASE DELAY, RTS AND DTR DELAY TIMING 



TDSR 
RDSR 



< tRTS > 



"\ 



X 



f 



tRDSR 

tTDSR 

Note' Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Ident. 
Number 


Characteristics 


Symbol 


MC6864 


MC68A54 


MC68B54 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


1.0 


10 


0.67 


10 


0.5 


10 


lis 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


pw E h 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


100 


20 


TOO 


20 


100 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


tDSW 


165 


- 


80 


- 


60 


- 


ns 



I 



FIGURE 6 - BUS TIMING 
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R/W, Address 
(Non-Muxed) 
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1 Voltage levels are V|_<0 4 V, Vh^2 4 V, unless othewise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FRAME FORMAT 



The ADLC transmits and receives data (information or 
control) in a format called a frame All frames start with an 
opening flag (F) and end with a closing flag (F) Between the 



opening flag and closing flag, a frame contains an address 
field, control field, information field (optional) and frame 
check sequence field 



FIGURE 7 - DATA FORMAT OF A FRAME 

A Frame 



r 

8 Bits | 

Per Byte | 

L 



01111110 



8 Bits 
Per Byte 



8 Bits 
Per Byte 



Variable 
Length 



01111110 



(Opening) 
Flag 

'Extendable (Optional) 



Address* 
Field 



Control* 
Field 



Logical Control 
Sub-Field (Option) 

Information Field 

(Optional) 



Frame Check (Closing) 

Sequence Field Flag 



Flag (F) — The flag is the unique binary pattern 
(01111110) It provides the frame boundary and a reference 
for the position of each field of the frame. 

The ADLC transmitter generates a flag pattern internally 
and the opening flag and closing flags are appended to a 
frame automatically. Two successive frames can share one 
flag for a closing flag of the first frame and for the opening 
flag of the next frame, if the "FF'V'F" control bit in the con- 
trol register is reset 

The receiver searches for a flag on a bit-by-bit basis and 
recognizes a flag at any time The receiver establishes the 
frame synchronization with every flag The flags mark the 
frame boundary and reference for each field but they are not 
transferred to the Rx FIFO The detection of a flag is in- 
dicated by the Flag Detect output and by a status bit in the 
status register 

Order of Bit Transmission — Address, control and infor- 
mation field bytes are transferred between the MPU and the 
ADLC in parallel by means of the data bus The bit on DO 
(data bus bit 0, pin 22) is serially transmitted first, and the 
first serially received bit is transferred to the MPU on DO The 
FCS field is transmitted and received MSB first 

Address (A) Field - The 8 bits following the opening flag 
are the address (A) field The A-field can be extendable if the 
Auto-Address Extend Mode is selected in control register #3 
In the Address Extend Mode, the first bit (bit 0) in every ad- 
dress octet becomes the extend control bit When the bit is 
"0", the ADLC assumes another address octet will follow, 
and when the bit is "1", the address extension is terminated 
A "null" address (all "0's") does not extend. In the receiver, 
the Address Present status bit distinguishes the address field 
from other fields When an address byte is available to be 
read in the receive FIFO register, the Address Present status 
bit is set and causes an interrupt (if enabled) The Address 
Present bit is set for every address octet when the Address 
Extend Mode is used 



Control (C) Field — The 8 bits following the address field is 
the control (link control) field When the Extended Control 
Field bit in control register #3 is selected, the C-field is ex- 
tended to 16 bits 

Information (I) Field - The l-field follows the C-field and 
precedes the FCS field The l-field contains "data" to be 
transferred but is not always necessarily contained in every 
frame The word length of the l-field can be selected from 5 
to 8 bits per byte by control bits in control register #4 The 
l-field will continue until it is terminated by the FCS and clos- 
ing flag The receiver has the capability to handle a "partial" 
last byte. The last information byte can be any word length 
between 1 and 8 bits If the last byte in the l-field is less than 
the selected word length, the receiver will right justify the 
received bits, fill the remaining bits of the receiver shift 
register with zeros, and transfer a full byte to the Rx FIFO 
Regardless of selected byte length, the ADLC will transfer 8 
bits of data to the data bus Unused bits for word lengths of 
5, 6, and 7 will be zeroed 

Logical Control (LC) Field — When the Logical Control 
Field Select bit, in control register #3, is selected the ADLC 
separates the l-field into two sub-fields The first sub-field is 
the Logical Control field and the following sub-field is the 
"data" portion of the l-field The logical control field is 8 bits 
and follows the C-field, which is extendable by octets, if it is 
selected The last bit (bit 7) is the extend control bit, and if it 
is a "1", the LC-field is extended one octet 

NOTE 

Hereafter the word "Information field" or "l-field" is 
used as the data portion of the information field, and 
excludes the logical control field This is done in order 
to keep the consistency of the meaning of "Informa- 
tion field" as specified in SDLC, HDLC, and ADCCP 
standards 
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Frame Check Sequence (FCS) Field - The 16 bits 
preceding the closing flag is the FCS field. The FCS is the 
"cyclic redundancy check character (CRCC)." The 
polynomial x16 + x12 + x 5+ 1 is used both for the transmitter 
and receiver. Both the transmitter and receiver polynomial 
registers are initialized to all "1's" prior to calculation of the 
FCS. The transmitter calculates the FCS on all bits of the ad- 
dress, control, logical control (if selected), and information 
fields, and transmits the complement of the resulting re- 
mainder as FCS. The receiver performs the similar computa- 
tion on all bits of the address, control, logical control (if 
selected), information, and received FCS fields and com- 
pares the result to F0B8 (Hexadecimal). When the result 
matches F0B8, the Frame Valid status bit is set in the status 
register. If the result does not match, the Error status bit is 
set. The FCS generation, transmission, and checking are 
performed automatically by the ADLC transmitter and 
receiver. The FCS field is not transferred to the Rx FIFO. 

Invalid Frame — Any valid frames should have at least the 
A-field, C-field, and FCS field between the opening flag and 
the closing flag. When invalid frames are received, the ADLC 
handles them as follows. 

1 . A short frame which has less than 25 bits between 
flags - the ADLC ignores the short frame and its 
reception is not reported to the MP U 
2 A frame less than 32 bits between the flags, or a frame 
32 bits or more with an extended A-field or C-field that 
is not completed. — This frame is transferred into the 
Rx FIFO. The FCS/ IF Error status bit indicates the 
reception of the invalid frame at the end of the frame. 
3. Aborted Frame — The frame which is aborted by 
receiving an abort or DCD failure is also an invalid 
frame. Refer to "Abort" and "DCD status bit". 

Zero Insertion and Zero Deletion — The Zero insertion and 
deletion, which allows the content of the frame to be 
transparent, are performed by the ADLC automatically. A 
binary is inserted by the transmitter after any succession of 
five "1's" within a frame (A, C, LC, I, and FCS field). The 
receiver deletes a binary that follows successive five con- 
tinuous "1's" within a frame. 

Abort - The function of prematurely terminating a data 
link is called "abort." The transmitter aborts a frame by 
sending at least eight consecutive "1's" immediately after 
the Tx Abort control bit in control register #4 is set to a "1". 
(Tx FIFO is also cleared by the Tx Abort control bit at the 
same time.) The abort can be extended up to (at least) 16 
consecutive "1's", if the Abort Extend control bit in the con- 
trol register #4 is set when an abort is sent. This feature is 
useful to force mark idle transmission Reception of seven or 
more consecutive "1's" is interpreted as an abort by the 
receiver. The receiver responds to a received abort as 
follows. 

1. An abort in an "out of frame" condition — an abort 
during the idle or time fill has no meaning. The abort 
reception is indicated in the status register as long as 
the abort condition continues; but neither an interrupt 
nor a stored condition occurs. The abort indication 
disappears after 15 or more consecutive "1's" are 
received (Received Idle status is set.) 

2. An abort "in frame" after less than 26 bits are received 
after an opening flag — under this condition, any field 



of the aborted frame has not transferred to the MPU 
yet. The ADLC clears the aborted frame data in the 
FIFO and clears flag synchronization. Neither an inter- 
rupt nor a stored status occurs. The status indication 
is the same as (1) above. 
3. An abort "in frame" after 26 bits or more are received 
after an opening flag — under this condition, some 
fields of the aborted frame might have been transfer- 
red onto the data bus. The abort status is stored in the 
receiver status register and the data of the aborted 
frame in the ADLC is cleared The synchronization is 
also cleared. 

Idle and Time Fill — When the transmitter is in an "out of 
frame" condition (the transmitter is not transmitting a 
frame), it is in an idle state. Either a series of contiguous flags 
(time fill) or a mark idle (consecutive "1's" on a bit-by-bit 
basis) is selected for the transmission in an idle state by the 
Flag/ Mark Idle control bit. When the receiver receives 15 or 
more consecutive "1's", the Receive Idle status bit is set and 
causes an interrupt. The flags and mark idle are not transfer- 
red to the Rx FIFO. 



OPERATION 

INITIALIZATION 

Durin g a power-on sequence, the ADLC is reset via the 
RESET input and internally latched in a reset condition to 
prevent erroneous output transitions. The four control 
registers must be programmed prior to the release of the 
reset condition. The release of the reset condition is perform- 
ed via software by writing a "0" into the Rx RS control bit 
(receiver) and/ or Tx RS control bit (transmitter) . The re lease 
of the reset condition must be done after the RESET input 
has gone high 

At any time during operation, writing a "1" into the Rx RS 
control bit or Tx RS control bit causes the reset condition of 
the receiver or the transmitter. 

TRANSMITTER OPERATION 

The Tx FIFO register cannot be pre-loaded when the 
transmitter is in a reset state. After the reset release, the 
Flag/ Mark Idle control bit selects either the mark idle state 
(inactive idle) or the Flag "time fill" (active idle) state. This 
active or inactive mark idle state will continue until data is 
loaded into the Tx FIFO. 

The availability of the Tx FIFO is indicated by the TDRA 
status bit under the control of the 2- Byte/ 1- Byte control bit 
TDRA status is inhibited by the Tx RS bit or CTS input being 
high. When the 1-Byte mode is selected, one byte of the 
FIFO is available for data transfer when TDRA goes high 
When the 2- Byte mode is selected, two successive bytes can 
be transferred when TDRA goes high 

The first byte (Address field) should be written into the Tx 
FIFO at the "Frame Continue" address. Then the transmis- 
sion of a frame automatically starts. If the transmitter is in a 
mark idle state, the transfer of an address causes an opening 
flag within two or three transmitter clock cycles. If the 
transmitter has been in a time fill state, the current time fill 
flag being transmitted is assumed as an opening flag and the 
address field will follow it 
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FIGURE 8a - ADLC TRANSMITTER STATE DIAGRAM 
(Cjbj refers to control register bit) 



I TX Reset J 



FIFO Empty 



Data Being Transmitted: 



F = 
A - 
C = 



flag 

address 
(link) control 
LC = logical control (optional) 
I = information 
FCS = frame check sequence 
ABT = abort 



Flag Idle (C2b2 ■= 1) 

or 

2F Interframe (C4b0 = 1) 





Extend Logical Control 



C3b1 Extend Control 
(1 Byte only) 
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FIGURE 8b - ADLC RECEIVER STATE DIAGRAM 



More 
Data 
(C 4 b 3 & C4D4) 





•Out-of -frame Abort (No IRQ) 



„ C 3 b 1 , 
Control 



A frame continues as long as data is written into the Tx 
FIFO at the "Frame Continue" address. The ADLC internally 
keeps track of the field sequence in the frame. The frame for- 
mat is described in the "FRAME FORMAT" section. 

The frame is terminated by one of two methods. The most 
efficient way to terminate the frames from a software stand- 
point is to write the last data character into the Transmit 
FIFO "Frame Terminate" address (RS1, RS0=11) rather 
than the Transmit FIFO "Frame Continue" address (RS1, 
RS0= 10). An alternate method is to follow the last write of 
data in the Tx FIFO "Frame Continue" address with the set- 
ting of the Transmit Last Data control bit. Either method 



causes the last character to be transmitted and the FCS field 
to automatically be appended along with a closing flag. Data 
for a new frame can be loaded into the Tx FIFO immediately 
after the old frame data, if TDRA is high. The closing Flag 
can serve as the opening Flag of the next frame or separate 
opening and closing Flags may be transmitted. If a new 
frame is not ready to be transmitted, the ADLC will 
automatically transmit the Active (Flag) or Inactive (Mark) 
Idle condition. 

If the Tx FIFO becomes empty at any time during frame 
transmission (the FIFO has no data to transfer into transmit- 
ter shift register during transmission of the last half of the 
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next to last bit of a word), an underrun will occur and the 
transmitter automatically terminates the frame by transmit- 
ting an abort. The underrun state is indicated by the Tx 
Underrun status bit. 

Any time the Tx ABORT Control bit is set, the transmitter 
immediately aborts the frame (transmits at least 8 con- 
secutive "1's") and clears the Tx FIFO If the Abort Extend 
Control bit is set at the time, an idle (at least 16 consecutive 
"1's") is transmitted. An abort or idle in an "out of frame" 
condition can be useful to gain 8 or 16 bits of delay. (For an 
example, see "Programming Considerati ons." ) 

The CTS (Clear-to-Send) input and RTS (Request-to- 
Send) output are provided for a MODEM or other hardware 
interface. 

The TDRA/FC status bit (when selected to be Frame 
Complete Status) can cause an interrupt upon frame com- 
pletion (i.e., a flag or abort completion). 

Details regarding the inputs and outputs, status bits, con- 
trol bits, and FIFO operation are described in their respective 
sections. 

RECEIVER OPERATION 

Data and a pre-synchronized clock are provided to the 
ADLC receiver section by means of the Receive Data (RxD) 
and Receive Clock (RxC) inputs. The data is a continuous 
stream of binary bits with the characteristic that a maximum 
of five "1's" can occur in succession unless Abort, Flag, or 
Idling condition occurs. The receiver continuously (on a bit- 
by-bit basis) searches for Flags and Aborts. 

When a flag is detected, the receiver establishes frame 
synchronization to the flag timing. If a series of flags is 
received, the receiver resynchronizes to each flag. 

If the frame is terminated before the internal buffer time 
expires (the frame data is less than 25 bits after an opening 
flag), the frame is simply ignored. Noise on the data input 
(RxD) during time fill can cause this kind of invalid frame. 

The received serial data enters a 32-bit shift register (clock- 
ed by RxC) before it is transferred into the Rx Data FIFO. 
Synchronization is established when a Flag is detected in the 
first eight locations of the shift register. Once synchroniza- 
tion has been achieved, data is clocked through to the last 
byte location of the shift register where it is transferred byte- 
per-byte into the Rx Data FIFO. The Rx Data FIFO is clocked 
by E to cause received data to move through the FIFO to the 
last empty register location. The Receiver Data Available 
status bit (RDA) indicates when data is present in the last 
register (Register #3) for the 1-Byte Transfer Mode. The 
2-Byte Transfer Mode causes the RDA status bit to indicate 
data is available when the last two FIFO register locations 
(Registers #2 and #3) are full. If the data character present in 
the FIFO is an address octet, the status register will exhibit 
an Address Present status condition. Data being available in 
the Rx Data FIFO causes an interrupt to be initiated (assum- 
ing the receiver interrupt is enabled, RIE="1"). The MPU 
will read the ADLC Status Register as a result of the interrupt 
or in its turn in a polling sequence. RDA or Address Present 
will indicate that receiver data is available and the MPU 
should subsequently read the Rx Data FIFO register. The in- 
terrupt and status bit will then be reset automatically. If more 
than one character had been received and was resident in the 
Rx Data FIFO, subsequent E clocks will cause the FIFO to 
update and the RDA status bit and interrupt will again be 
SET. In the 2-Byte Transfer Mode both data bytes may be 



read on consecutive E cycles. Address Present provides for 1 
byte transfers only. 

The sequence of each field in the received frame is 
automatically handled by the ADLC. The frame format is 
described in the "FRAME FORMAT" section. 

When a closing flag is received, the frame is terminated. 
The 16 bits preceding the closing flag are regarded as the 
FCS and are not transferred to the MPU. Whatever data is 
present in the most-significant byte portion of the receiver 
buffer register it is right justified and transferred to the Rx 
FIFO. The frame boundary pointer, which is explained in the 
"Rx FIFO REGISTER" section, is set simultaneously in the 
Rx FIFO. The frame boundary pointer sets the Frame Valid 
status bit (when the frame was completed with no error) or 
the FCS/ IF Error Status bit (when the frame was completed 
with error) when the last byte of the frame appears at the last 
location of the Rx FIFO. As long as the Frame Valid or 
FCS/IF Error status bit is set, the data transfer from the 
second location of the Rx FIFO to the last location of the Rx 
FIFO is inhibited. 

Any time the Frame Discontinue control bit is set, the 
ADLC discards the current frame data in the ADLC without 
dropping flag synchronization. This feature can be used to 
ignore a frame which is addressed to another station. 

The reception of an abort or idle is explained in the 
"FRAME FORMAT" section. The details regarding the in- 
puts, outputs, status bits, control bits, and Rx FIFO opera- 
tion are described in their respective sections. 



LOOP MODE OPERATION 

The ADLC in the loop mode, not only performs the 
transmission and receiving of data frames in the manner 
previously described, but also has additional features for 
gaining and relinquishing loop control. In Figure 9a, a con- 
figuration is shown which depicts loop mode operation. The 
system configuration shows a primary station and several 
secondary stations. The loop is always under control of the 
primary station. When the primary wants to receive data, it 
transmits a Poll sequence and allows frame transmission to 
secondary stations on the loop. Each secondary is in series 
and adds one bit of delay to the loop. Secondary A in the 
figure receives data from the primary via its Rx Data Input, 
delays the data 1 bit, and transmits it to secondary B via its 
Tx Data Output. Secondaries B, C, and D operate in a similar 
manner. Therefore, data passes through each secondary and 
is received back by the primary controller. 

Certain protocol rules must be followed in the manner by 
which the secondary station places itself on-loop (connects 
its transmitter output to the loop), goes active on the loop 
(starts transmitting its own station's data on the loop), and 
goes off the loop (disconnects its transmitter output). Other- 
wise loop data to other stations down loop would be in- 
terfered. The data stream always flows the same way and 
the order in which secondary terminals are serviced is deter- 
mined by the hardware configuration. The primary controller 
times the delay through the loop. Should it exceed n + 1 bit 
times, where n is the number of secondary terminals on the 
loop, it will indicate a loop failure. Control is transferred to a 
secondary by transmitting a "Go Ahead" signal following the 
closing Flag of a polling frame (request for a response from 
the secondary) from the primary station. The "Go Ahead" 
from the primary is a "0" and seven "1's" followed by mark 
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FIGURE 9a - TYPICAL LOOP CONFIGURATION 
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FIGURE 9b - EXAMPLE OF EXTERNAL LOOP LOGIC 
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idling. The primary can abort its response request by inter- 
rupting its idle with flags. The secondary should immediately 
stop transmission and return control back to the primary 
When the secondary completes its frame, a closing flag is 
transmitted followed by all "1's". The primary detects the 
final 01111111.. ("Go Ahead" to the primary) and control is 
given back to the primary. Note that, if a down-loop secon- 
dary (eg., station D) needs to insert information following 
an up-loop station (e.g., station A), the go ahead to station 
D is the last "0" of the closing flag from station A followed 
by'Ts". 

The ADLC in the primary station should operate in a non- 
loop full-duplex mode. The ADLC in the secondaries should 
operate in a loop mode, monitoring up-loop data on its 
receiver data input. The ADLC can recognize the necessary 
sequences in the data stream to automatically go on /off the 
loop and to insert its own station data. The procedure is the 
following and is summarized in Table 1 . 

(1) Go On-Loop - When the ADLC powers up, the ter- 
minal station will be off line. The first task is to become an 
active terminal on the loop. The ADLC must be connected to 
a Loop Link via an external switc h as s how n in Figure 9a. 
After a hardware reset, the ADLC LOC/DTR Output will be 
in the high state and the up-loop receive data repeated 



through gate A to the down Loop stations. Any Up-Loop 
transmission will be received by the ADLC The Loop 
Mode/ Non-Loop Mode Control bit (bit 5 in Control Register 
3) must be set to place the ADLC in the Loop Mode. The 
ADLC now monitors its Rx Data input for a string of seven 
consecutive "1's" which will allow a station to go on line. 
The Loop operation may be monitored by use of the Loop 
Status bit in Status Register 1 After power up and reset, this 
bit is a zero. When seve n consecutive "1's" are received by 
the ADLC the LOC/DTR output will go to a low level, disabl- 
ing gate A (refer to Figure 9b), enabling gate B and connec- 
ting the ADLC Tx Data output to the down Loop stations. 
The up Loop data is now repeated to the down Loop stations 
via the ADLC. A 1-bit delay is inserted in the data (in NRZI 
mode, there will be a 2-bit delay) as it circulates through the 
ADLC. The ADLC is now on-line' and the Loop Status bit in 
Status Register 1 will be at a one. 

(2) Go Active after Poll — The receiver section will monitor 
the up-hnk data for a general or addressed poll command 
and the Tx FIFO should be loaded with data so that when the 
go ahead sequence of a zero followed by seven "1's" 
(01111111 — ) is detected, transmission can be initiated im- 
mediately. When the polling frame is detected, the Go- 
Active-On-Poll control bit must be set (bit 6 in Control 
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TABLE 1 - SUMMARY OF LOOP MODE OPERATION 



STATE 


RX SECTION 


TX SECTION 


LOOP 
STATUS BIT 


OFF-LOOP 


Rx section receives data from loop and searches 
tor 7 "1's" (when On-Loop Control bit set) to go 
ON-LOOP 


Inactive 

DNRZMODE Tx data output is maintained 
"high" (mark). 

2) NRZI MODE. Tx data output reflects the Rx 
data input state delayed by one 
bit time (Not normally con- 
nected to loop.) The NRZI data 
is internally decoded to provide 
error-free transitions to On-Loop 
mode. 


"0" 


ON-LOOP 


1) When Go-Active on poll bit is set, Rx section 
searches for 01111111 pattern (the EOP or 'Go 
Ahead') to become the active terminal on the 
loop 

2) When On-Loop control bit is reset, Rx section 
searches for 8 "1's" to go OFF-Loop 


Inactive 

1) NRZ MODE Tx data output reflects Rx data 

input state delayed one bit time. 

2) NRZI MODE.Tx data output reflects Rx data 

input state delayed 2 bit times 


"1" 


ACTIVE 


Rx section searches for flag (an interrupt from the 
loop controller) at Rx data input Received flag 
causes FD output to go low IRO is generated if 
RIE and FDSE control bits are set 


Tx data originates within ADLC until Go Active on 
Poll bit is reset and a flag or Abort is completed 
Then returns to ON-Loop state 


"0" 



I 



Register 3) A maximum of seven bit times are available to 
set this control bit after the closing flag of the poll When the 
Go-Ahead is detected by the receiver, the ADLC will 
automatically change the seventh one to a zero so that the 
repeated sequence out gate B in Figure 9b is now an opening 
flag sequence (011111110) Transmission now continues 
from the Tx FIFO with data (address, control, etc ) as 
previously described When the ADLC has gone active-on- 
poll, the Loop Status bit in Status Register 1 will go to a 
zero The receiver searches for a flag, which indicates that 
the primary station is interrupting the current operation 

(3) Go Inactive when On -Loop — The Go-Active-On-Poll 
control bit may be RESET at any ftme during transmission 
When the frame is complete (the closing Flag or abort is 
transmitted), the Loop is automatically released and the sta- 
tion reverts back to being just a 1 -bit delay in the Loop, 
repeating up-link data If the Go-Active-On-Poll control bit is 
not reset by software and the final frame is transmitted 
(Flag/ Mark Idle bit == 0), then the transmitter will mark idle 
and will not release the loop to up-loop data A Tx Abort 
command would have to be used in this case in order to go 
inactive when on the loop Also, if the Tx FIFO was not 
preloaded with data (address, control, etc ) prior to chang- 
ing the "Go Ahead Character" to a Flag, the ADLC will either 
transmit flags (active idle character) until data is loaded 
(when Flag/ Mark Idle Control bit is high) or will go into an 
underrun condition and transmit an Abort (when Flag/ Mark 
Idle control bit is low) When an abort is transmitted, the Go- 
Active-on-Poll control bit is reset automatically and the 
ADLC reverts to its repeating mode, (TxD = delayed RxD) 
When the ADLC transmitter lets go of the loop, the Loop 
Status bit will return to a "1", indicating normal on-loop 
retransmission of up-loop data 



(4) Go Off-Loop - The ADLC can drop off the Loop (go 
off-line) similar to the way it went on-line When the Loop 
On-Line control bit is reset the ADLC receive r section l ooks 
for eight successive "1's" before allowing the LOC/DTR out- 
put to return high (the inactive state) Gate A in Figure 9b 
will be enabled and gate B disabled allowing the loop to 
maintain continuity without disturbance The Loop Status 
bit will show an off-line condition (logical zero) 



SIGNAL DESCRIPTIONS 

All inputs of ADLC are high-impedance and TTL- 
compatible level inputs All outputs of the ADLC are com- 
patible with standard TTL Interrupt Request (IRQ), 
however, is an open-drain output (no internal pullup) 

INTERFACE FOR MPU 

Bidirectional Data Bus (D0-D7) - These data bus I/O 
ports allow the data transfer between ADLC and system bus 
The data bus drivers are three-state devices that remain in 
the high-impedance (off) state except when the MPU per- 
forms an ADLC read operation 

Enable Clock (E) — _E activates the address inputs (CS, 
RS0, and RS1) and R/W input and enables the data transfer 
on the data bus E also moves data through the Tx FIFO and 
Rx FIFO E should be a free-running clock such as the 
MC6800 MPU system clock 

Chip Select (CS) — An ADLC read or write operation is 
enabled only_when the CS input is low and the E clock input 
is high (E.CS) 
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Register Selects (RS0,JRS1) - When the Register Select 
inputs are enabled by (E»CS), they select internal registers in 
conjunction with the Read/Write input and Address Control 
bit (control register 1 , bit 0). Register addressing is defined in 
Table 2. 

Read/ Write Control Line (R/W) - The R/W input con- 
trols the direction of data flow_on the data bus when it is 
enabled by (E»CS). When R/W is high, the I/O Buffer acts 
as an output driver and as an input buffer when low. It also 
selects the Read Only and Write Only registers within the 
ADLC. 



i 



Reset Input (RESET) - The RESET input provides a 
means of resettin g the A DLC from a hardware source. In the 
"low state," the RESET input causes the following: 
*Rx Reset and Tx Reset are SET causing both the Receiv- 
er and Transmitter sections to be held in a reset condi- 
tion. 

'Resets the following control bit s: Tra nsmit Abort, RTS, 
Loop Mode, and Loop On-Line/DTR. 
'Clears all store d st atus condit ion of the status registers. 
•Outputs: RTS and LOC/DTR go high TxD goes to the 
mark state ("1's" are transmitted). 
When RESET returns "high" (the inactive state) the 
transmitter and receiver sections will remain in the reset state 
until Tx Reset and Rx Reset are cleared via the data bus 
under s oftware control. The Contr ol Regis ter bits affected by 
RESET cannot be changed when RESET is "low." 

Interrupt Request Output (IRQ) - IRQ will be low if an in- 
terrupt situation exists and the appropriate interrupt enable 
has been set. The interrupt remains as long as th e cause for 
the interrupt is prese nt and the enable is set. IRQ will be low 
as long as the IRQ status bit is set and is high if the IRQ 
status bit is not set. 

CLOCK AND DATA OF TRANSMITTER AND RECEIVER 

Transmitter Clock Input (TxC) - The transmitter shifts 
data on the negative transition of the TxC clock input. When 
the Loop Mode or Test Mode is selected, TxC should be the 
same frequency and phase as the RxC clock The data rate of 
the transmitter should not exceed the E frequency. 

Receiver Clock Input (RxC) - The receiver samples the 
data on the positive transition of the RxC clock RxC should 
be synchronized with receive data externally. 

Transmit Data Output (TxD) - The serial data from the 
transmitter is coded in NRZ or NRZI (Zero Complement) data 
format. 

Receiver Data Input (RxD) - The serial data to be re- 
ceived by the ADLC can be coded in NRZ or NRZI (Zero 
Complement) data format. The data rate of the receiver 
should not exceed the E frequency. If a partial byte reception 
is possible at the end of a frame, the maximum data rate of 
the receiver is indicated by the following relationship: 



fRxC^ : 
where t£ is the period of E. 



1 



2tE + 300 ns 



PERIPHERAL/MODEM CONTROL 

Request-to-Send Output (RTS) - The Request-to-Send 
output is controlled by the Request-to-Send control bit in 
con junct ion with the state of th e transmitter section. When 
the RTS bit goes high, the R TS ou tput is forced low. When 
the RTS bit returns low, the RTS output remains low until 
the end of the frame and there is no further da ta in the Tx 
FIFO for a new frame. The positive transition of RTS occurs 
after the completion of a Flag, an Abort, or when the RTS 
control bit is reset duri ng a mark idling state. When the 
RESET input is low, the RTS output goes high. 

Clear-to-Send Input (CTS) -. The CTS input provides a 
real-time inhibit to the TDRA statu s bit and its associated in- 
terrupt. The positive transition of CTS is stored within the 
ADLC to ensure its occu rrence will be acknowledged by the 
system. The stored CTS information and its associated IRQ 
(if enabled) are cleared by writing a "1" in the Clear Tx 
Status bit or in the Transmitter Reset bit. 

Data-Carrier-Detect Inupt (DCD) - The DCD input pro- 
vides a real-t ime inhibit to the receiver section. A high level 
on the DCD input resets and inhibits the receiver register, 
but data in the Rx FIFO from a pre vious frame is not disturb- 
ed. The positive transition of DCD is stored within the ADLC 
to ensure that its occurr ence will be acknowledged by the 
system. The stored DCD information and its associated IRQ 
(if enabled) are cleared by means of the Clear Rx Status Con- 
trol bit or by the Rx Reset bit. 

Loop On - Line Contr o l/ Da ta Terminal Read y Ou tput 
(LOC/DTR) - The LOC/DTR output serves as a DTR out- 
put in the non-loo p mo d e or as a Loop Control ou tput in the 
loop mode. When LOC/DTR output perform s the DTR_f unc- 
tion, it is turned o n and off b y means of the LOC/DTR con- 
trol bit. When the LOC/DTR control bit is high th e DTR out- 
put will be low. In the loop mode the LOC/DTR output pro- 
vides the means of controlling the externa l loo p inte rface 
hardware to go On-line or Off-line. When the LOC/DTR con- 
trol bit is SET and the loo p has "idle d" for 7 bit times or more 
(RxD = 011 11Tn.. .), the LOC/DTR output will g o low (on- 
Ime) The RESET input being low will cause the LOC/DTR 
output to be high. 

Flag Detect Output (FD) - An output to indicate the 
reception of a flag and initiate an external time-out counter 
for the loop mode operation. The FD output goes low for 1 
bit time beginning at the last bit of the flag character, as 
sampled by the receiver clock (RxC). 



DMA INTERFACE 

Receiver Data Service Request Output (RDSR) - The 

RDSR Output is provided primarily for use in DMA Mode 
operation and indicates (when high) that the Rx FIFO re- 
quests service (RSDR output reflects the RDA status bit 
regardless of the state of the RDSR mode control bit in 
CRD. If the prioritized Status Mode is selected, RDSR will 
be inhibited when any other receiver status conditions are 
present. RDSR goes low when the Rx FIFO is read 
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Transmitter Data Service Request Output (TDSR) - The 

TDSR Output is provided for DMA mode operation and in- 
dicates (when high) that the Tx FIFO request service 
regardless of the state of the TDSR Mode Control bit in CR1 
TDSR goes low when the Tx FIFO is loaded. TDSR is in- 
hibited by: the Tx RS control bit being SET, RESET being 
low, or CTS being high. If the prioritized status mode is us- 
ed, Tx Underrun also inhibits TDSR. TDSR reflects the 
TDRA status bit except in the FC mode. In the FC mode the 
TDSR line is inhibited. 

ADLC REGISTERS 

Eight registers in the ADLC can be accessed by means of 
the MPU data and address buses. The registers are defined 
as read-only or write-only according to the direction of infor- 
mation flow. The addresses of these registers are defined in 
Table 2. The transitter FIFO register can be accessed by two 
different addresses, the "Frame Terminate" address and the 
"Frame Continue" address. (The function of these addresses 
are discussed in the FIFO section.) 

TABLE 2 - REGISTER ADDRESSING 



Register Selected 


R/W 


RS1 


RSO 


Address 

Control Bit 

(C^q) 


Write Control Register #1 











X 


Write Control Register #2 








1 





Write Control Register #3 








1 


1 


Write Transmit FIFO 
(Frame Continue) 





1 





X 


Write Transmit FIFO 
(Frame Terminate) 





1 


1 





Write Control Register #4 





1 


1 


1 


Read Status Register #1 


1 








X 


Read Status Register #2 


1 





1 


X 


Read Receiver FIFO 


1 


1 


X 


X 



RECEIVER DATA FIRST-IN FIRST-OUT REGISTER 

Rx FIFO — The Rx FIFO consists of three 8-bit registers 
which are used for the buffer storage of received data. Data 
bytes are always transferred from a full register to an adja- 
cent empty register; and both phases of the E input clock are 



used for the data transfer. Each register has pointer bits 
which point the frame boundary. When these pointers ap- 
pear at the last FIFO location, they update the Address Pre- 
sent, Frame Valid, or FCS/IF Error status bits. 

The RDA' status bit indicates the state of the Rx FIFO. 
When RDA status bit is "1", the Rx FIFO is ready to be read. 
The RDA status is controlled by the 2-Byte/1-Byte control 
bit. When overrun occurs, the data in the first byte of the Rx 
FIFO are not longer valid. 

Both the Rx Reset bit and RESET input cl ear th e Rx FIFO. 
Abort ("in Frame") and a high level on the DCD input also 
clears the Rx FIFO, but the last bytes of the previous frame, 
which are separated by the frame boundary pointer, are not 
disturbed. 



TRANSMITTER DATA FIRST-IN FIRST-OUT REGISTER 

Tx FIFO - The Tx FIFO consists of three 8-bit registers 
which are used for buffer storage of data to be transmitted. 
Data is always transferred from a full register to an empty ad- 
jacent register; the transfer occurs on both phases of the E 
input clock. The Tx FIFO can be addressed by two different 
register addresses, the "Frame Continue" address and the 
"Frame Terminate" address. Each register has pointer bits 
which point to the frame boundary. When a data byte is writ- 
ten at the "Frame Continue" address, the pointer of the first 
FIFO register is set. When a data byte is written at the 
"Frame Terminate" address, the pointer of the first FIFO 
register is reset. Rx RS control bit or Tx Abort control bit 
resets all pointers. The pointer will shift through the FIFO. 
When a positive transition is detected at the third location of 
FIFO, the transmitter initiates a frame with an open flag. 
When the negative transition is detected at the third location 
of FIFO, the transmitter closes a frame, appending the FCS 
and closing Flag to the last byte. 

The Tx last control bit can be used instead of using the 
"Frame Terminate" address. When the Tx last control bit is 
set with a "1", the logic searches the last byte location in the 
FIFO and resets the pointer in the FIFO register. 

The status of Tx FIFO is indicated by the TDRA status bit. 
When TDRA is "1", the Tx FIFO is available for loading data. 
The TDRA status is controlled by the 2-Byte/ 1- Byte c ontrol 
bit. The Tx FIFO is reset by both Tx Reset and RESET input. 
During this reset condition or when CTS input is high, the 
TDRA status bit is suppressed and data loading is inhibited. 
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ADLC INTERNAL REGISTER STRUCTURE 







RS1 RSO = 00 


RS1 RSO - 01 


RS1 RSO - 10 


RS1 RSO - 1 1 






Receiver Data 






Bit# 


Status Register #1 


Status Register #2 


Register 







RDA 


Address Present 


BitO 




S2 


1 


Status #2 


Frame Valid 


Bit 1 




to 

9 




Read Request 








2 


Loop 


Inactive Idle Received 


Bit 2 




> 


3 


Flag Detected 


Abort Received 


Bit 3 




o 




(When Enabled) 






Same as RS1, RSO =10 


"0 
IQ 


4 


CTS 


FCS Error 


Bit 4 




tc 


5 


Tx Underrun 


DCD 


Bit 5 






6 


TDRA/Frame 
Complete 


Rx Overrun 


Bit 6 






7 


IRQ Present 


RDA (Receiver Data Available) 


Bit 7 





I 



2 


Bit # 






Transmitter 
Data 


Transmitter 
Data 




Control Register #1 


Control Register #2 
(Cib = 0) 


Control Register #3 
(Cib -1) 


(Continue Data) 


(Last Data) 
(C^o^O) 


Control Register #4 
(C-ibQ-D 





Address Control (AC) 


Prioritized Status 
Enable 


Logical Control 
Field Select 


BitO 


BitO 


Double Flag/Single 
Flag Interframe 
Control 


'5> 

Q) 

£C 
>• 

"c 



1 


Receiver Interrupt 
Enable (RIE) 


2 Byte/1 Byte 
Transfer 


Extended Control 
Field Select 


Bit 1 


Bit 1 


Word Length Select 
Transmit #1 


2 


Transmitter Interrupt 
Enable (TIE) 


Flag/Mark Idle 


Auto, Address 
Extension Mode 


Bit 2 


Bit 2 


Word Length Select 
Transmit #2 


0) 


3 


RDSR Mode (DMA) 


Frame Complete/ 
TDRA Select 


01/11 Idle 


Bit 3 


Bit 3 


Word Length Select 
Receive #1 


4 


TDSR Mode (DMA) 


Transmit Last Data 


Flag Detected 
Status Enable 


Bit 4 


Bit 4 


Word Length Select 
Receive #2 




5 


Rx Frame 
Discontinue 


CLR Rx Status 


Loop/Non-Loop Mode 


Bit 5 


Bit 5 


Transmit Abort 




6 


Rx RESET 


CLR Tx Status 


Go Active on Poll/Test 


Bit 6 


Bit 6 


Abort Extend 




7 


Tx RESET 


RTS Control 


Loop On-Line 
Control DTR 


Bit 7 


Bit 7 


NRZI/NRZ 
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CONTROL REGISTERS 



CONTROL REGISTER 1 (CRD 



RS1 




RSO R/W AC 
X 



7 


6 


5 


4 


3 


2 


1 





TxRS 


RxRS 


Discontinue 


TDSR 
Mode 


RDSR 
Mode 


TIE 


RIE 


AC 



bO — Address Control (AC) - AC provides another RS 
(Register Select) signal internally The AC bit is used in con- 
junction with RSO, RS1, and R/W inputs to select particular 
registers, as shown in Table 2 

b1 — Receiver Interrupt Enable (RIE) - RIE 

enables/disables the interrupt request caused by the receiver 
section 1 enable, disable 

b2 — Transmitter Interrupt Eanble (TIE) - TIE 

enables/disables the interrupt request caused by the 
transmitter 1 enable, disable 

b3 — Receiver Data Service Request Mode (RDSR 
MODE) - The RDSR MODE bit provides the capability of 
operation with a bus system in the DMA mode when used in 
conjunction with the prioritized status mode When RDSR 
MODE is set, an interrupt request caused by RDA status is 
inhibited, and the ADLC does not request data transfer via 
the IRQ output 

b4 — Transmitter Data Service Request Mode (TDSR 
MODE) - The TDSR MODE bit provides the capability of 
operation with a bus system in the DMA mode when used in 
conjunction with the prioritized status mode When TDSR 
MODE is set, an interrupt request caused by TDRA status is 
inhibited, and the ADLC does not request a data transfer via 
the IRQ output 



b5 - Rx Frame Discontinue (DISCONTINUE) - When 
the DISCONTINUE bit is set, the currently received frame is 
ignored and the ADLC discards the data of the current 
frame The DISCONTINUE bit only discontinues the current- 
ly received frame and has no affect on subsequent frames, 
even if a following frame has entered the receiver section 
The DISCONTINUE bit is automatically reset when the last 
byte of the frame is discarded When the ignored frame is 
aborted by receiving an Abort or DCD failure, the DISCON- 
TINUE bit is also reset 

b6 — Receiver Reset (Rx RS) - When the Rx RS bit is 

"1", the receiver section stays in the reset condition AH 
reciever sections, including the Rx FIFO register and the 
receiver status bits in both status registers, are reset (During 
reset, the s tored DCD status is reset but the DCD status bit 
foll ows the DCD input ) Rx RS is set by forcing a low level on 
the RESET input or by writing a "1" into the bit from the 
data bus Rx RS m ust be reset by writing a "0" from the data 
bus after RESET has gone high 

b7 ~ Transmitter Reset (Tx RS) - When the Tx RS bit is 

"V, the transmitter section stays in the reset condition and 
transmits marks ("1's"). All transmitter sections, including 
the Tx FIFO and the transmitter status bits, are reset (FIFO 
cannot be loaded) During reset, the s tored CTS status is 
reset but the CTS status bit foll ows the CTS input Tx RS is 
set by forcing a low level on the RESET input or by writing a 
"1" fro m the data bus It must be reset by writing a "0" after 
RESET has gone high 
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CONTROL REGISTER 2 (CR2) 



RS1 




RSO R/W AC 
1 



7 


6 


5 


4 


3 


2 


1 





RTS 


CLR 
TxST 


CLR 
RxST 


Tx 
Last 


FC/TDRA 
Select 


F/M 
Idle 


2/1 
Byte 


PSE 



1 



bO - Prioritized Status Enable (PSE) - When the PSE bit 
is SET, the status bits in both status registers are prioritized 
as defined in the Status Register section. When PSE is low, 
the status bits indicate current status without bit suppre ssion 
by other status bits. The exception to this rule is the CTS 
status bit which always supresses the TDRA status. 

b1 - 2-Byte/1-Byte Transfer (2/1 Byte) - When the 2/1 
Byte bit is RESET the TDRA and RDA status bits then will in- 
dicate the availability of their respective data FIFO registers 
for a single-byte data transfer. Similarly, if 2/1 Byte is set, 
the TDRA and RDA status bit indicate when two bytes of 
data can be moved without a second status read. 

b2 - Flag/Mark Idle Select (F/M Idle) - The F/M Idle bit 
selects Flag characters or bit-by-bit Mark Idle for the time fill 
or the idle state of the transmitter. When Mark Idle is 
selected, Go- Ahead code can be generated for loop opera- 
tion in conjunction with the 01/11 Idle control bit (C3D3). 
1...Flag time fill, O...Mark Idle. 

b3 - Frame Complete/TDRA Select (FC/TDRA 
Select) - The FC/TDRA Select bit selects TDRA status or 
FC status for the TDRA/FC status bit indication 1 . FC 
status, 0.. TDRA status. 

b4 — Transmit Last Data (Tx Last) - Tx Last bit provides 
another method to terminate a frame This bit should be set 



after loading the last data byte and before the Tx FIFO emp- 
ties. When the Tx Last bit is set, the ADLC assumes the byte 
is the last byte and terminates the frame by appending CRCC 
and a closing Flag. This control bit is useful for DMA opera- 
tion. Tx Last bit automatically returns to the "0" state. 

b5 — Clear Receiver Status (CLR Rx ST) - When a "1" is 
written into the CLR Rx ST bit, a reset signal is generated for 
the receiver status bits in status registers #1 and #2 (except 
AP and RDA bits). The reset signal is enabled only for the 
bits which have been present during the last "read status" 
operation. The CLR Rx ST bit automatically returns to the 
"0" state. 

b6 - Clear Transmitter Status (CLR Tx ST) - When a 
"1" is written into CLR Tx ST bit, a reset signal is generated 
for the transmitter status bits in status register #1 (except 
TDRA). The reset signal is enabled for the bits which have 
been present during the last "read status" operation. The 
CLR Tx ST bit automatically returns to the "0" state. 

b7 - Request-to-Send Control (RTS) - The RTS bit, 
when high, causes the RTS output to be low (the active 
state). When the RTS bit returns low and data is being 
transmitted, the RTS output remains low until the last 
character of the frame (the closing Flag or Abort) has been 
completed and the Tx FIFO is empty. If t he tr ansmitter is idl- 
ing when the RTS bit returns low, the RTS output will go 
high (the inactive state) within two bit times 
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CONTROL REGISTER 3 (CR3) 



RS1 




RSO R/W AC 
1 1 



7 


6 


5 


4 


3 


2 


1 





LOC/ 
DTR 


GAP/ 
TST 


Loop 


FDSE 


01/11 
Idle 


AEX 


CEX 


LCF 



bO - Logical Control Field Select (LCF) - The LCF select 
bit causes the first byte(s) of data belonging to the informa- 
tion field to remain 8-bit characters until the logical control 
field is complete. The logical control field (when selected) is 
an automatically extendable field which is extended when bit 
7 of a logical control character is a "1 ." When the LCF Select 
bit is reset the ADLC assumes no logical control field is pre- 
sent for either the transmit or received data channels. When 
the logical control field is terminated, the word length of the 
information data is then defined by WLSi and WLS2 

b1 — Extended Control Field Select (Cgx) - When the 
Cex bit is a "1", the control field is extended and asusmed to 
be 16 bits. When Cex is "0", the control field is assumed to 
be 8 bits. 

b2 — Auto/ Address Extend Mode (Agx) - The Aex bit 

when "low" allows full 8 bits of the address octet to be utiliz- 
ed for addressing because address extension is inhibited. 
When the Aex bit is "high," bit of address octet equal to 
"0" causes the Address field to be extended by one octet. 
The exception to this automatic address field extension is 
when the first address octet is all "0's" (the Null Address). 

b3 - 01/11 Idle (01/11 Idle) - The 01/11 Idle Control bit 
determines whether the inactive (Mark) idle condition begins 
with a "0" or not. If the 01 / 1 1 Idle Control is SET, the closing 
flag (or Abort) will be followed by a 01 1111... pattern. This is 
required of the controller for the "Go Ahead" character in 
the Loop Mode. When 01/11 is RESET, the idling condition 
will be all "1's" 

b4 - Flag Detect Status Enable (FDSE) - The FDSE bit 
enables the FD status bit in Status Register #1 to indicate the 
occurrence of a received Flag character. The status indica- 
tion will be accompanied by an interrupt if RIE is SET Flag 



detection will cause the Flag Detect output to go low for 1 bit 
time regardless of the state of FDSE. 

b5 - LOOP/ NON-LOOP Mode (LOOP) - When the 
LOOP bit is set, loop mode operation is selected and the 
GAP/TST control bit, LOC/ DTR control bit and LOC/ DTR 
output are selected to perform the loop control functions. 
When LOOP is reset, the ADLC operates in the point-to- 
point date communications mode. 

b6 - Go Active On Poll/Test (GAP/TST) - In the Loop 
Mode — The GAP/TST bit is used to respond to the poll se- 
quence and to begin transmission. When GAP/TST is set, 
the receiver searches for the "Go Ahead" (or End of Poll, 
EOP). The receiver "Go ahead" is converted to an opening 
Flag and the ADLC starts its own transmission. When 
GAP/TST is reset during the transmission, the end of the 
frame (the completion of Flag or Abort) causes the termina- 
tion of the "go-active-on-poll" operation and the Rx Data to 
Tx Data link is re-established. The ADLC then returns to the 
"loop-on-line" state. 

In the Non-Loop Mode — The GAP/TST bit is used for 
self-test purposes. If GAP/TST bit is set, the TxD output is 
connected to the RxD input internally, and provides a "loop- 
back" feature. For normal operation, the GAP/TST bit 
should be reset. 

b7 - Loop On-Line Control/ DTR Control (LOC/ DTR) - 

In the Loop Mode — The LOC/ DTR bit is used to go on-line 
or to go off-line. When LOC/ DTR is set, the ADLC goes to 
the on-line state after 7 consecutive "1's" occur at the RxD 
input. When LOC/ DTR is reset, the ADLC goes to the "off- 
line" state after eight consecutive "1's" occur at the RxD in- 
put. 

In the Non-Loop Mod e - The LOC/ DTR bit direc tly con- 
trols the Loop On-Li ne/DT R output state 1...DTR output 
goes to low level, 0...DTR output goes to high level. 
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CONTROL REGISTER 4 (CR4) 


RS1 RSO R/W AC 
110 1 


7 


6 


5 


4 


3 


2 


1 





NRZI/NRZ 


ABTex 


ABT 


WLS2 


Rx 
WLSi 


Tx 
WLS2 WLSi 


"FF'VF 



















I 



bO — Double Flag/Single Flag Interframe Control 
("FF'VF") - The "FF'VF" Control bit determines 
whether the transmitter will transmit separate closing and 
opening Flags when frames are transmitted successively. 
When the "FF'VF" control bit is low, the closing flag of the 
first frame will serve as the opening flag of the second frame 
When the bit is high, independent opening and closing flags 
will be transmitted. 

t>1, b2 - Transmitter Word Length Select (Tx WLS1 and 
WLS2) - Tx WLS1 and WLS2 are used to select the word 
length of the transmitter information field. The encoding for- 
mat is shown in Table 3. 

b3, b4 - Receiver Word Length Select (Rx WLS1 and 
WLS2) - Rx WLS1 and WLS2 are used to select the word 
length of the receiver information field. The encoding format 
is shown in Table 3. 



TABLE 3 - I-PIELD CHARACTER LENGTH SELECT 



WLS-i 


WLS 2 


I-Field Character Length 








5 bits 


1 





6 bits 





1 


7 bits 


1 


1 


8 bits 



b5 — Transmit Abort (ABT) - The ABT bit causes an 
Abort (at least 8 bits of "1" in succession) to be transmitted 
The Abort is initiated and the Tx FIFO is cleared when the 
control bit goes high. Once Abort begins, the Tx Abort con- 
trol bit assumes the low state 

b6 - Abort Extend (ABTex) - If ABTex is set, the abort 
code initiated by ABT is extended up to at least 16 bits of 
consecutive "1's", the mark Idle State. 

b7 — NRZI (Zero Complement)/NRZ Select 
(NRZI/NRZ) - NRZI/NRZ bit selects the transmit/ receive 
data format to be NRZI or NRZ in both Loop Mode or Non- 
Loop mode operation When the NRZI Mode is selected, a 



1-bit delay is added to the transmitted data (TxD) to allow for 
NRZI encoding. 1...NRZI, 0...NRZ. 

NOTE 

NRZI coding — The serial data remains in the same 
state to send a binary "1" and switches to the op- 
posite state to send a binary "0". 



STATUS REGISTER 

The Status Register #1 is the main status register. The IRQ 
bit indicates whether the ADLC requests service or not The 
S2RQ bit indicates whether any bits in status register #2 re- 
quest any service. TDRA and RDA, because they are most 
often used, are located in bit positions that are more conve- 
nient to test. RDA reflects the state of the RDA bit in status 
register #2. 

The Status Register #2 provides the detailed status infor- 
mation contained in the S2RQ bit and these bits reflect 
receiver status. The FD bit is the only receiver status which is 
not indicated in status register #2 

The prioritized status mode provides maximum efficiency 
in searching the status bits and indicates only the most im- 
portant action required to service the ADLC The priority 
trees of both status registers are provided in Figure 10. 

Reading the status register is a non-destructive process 
The method of clearing status depends upon the bit's func- 
tion and is discussed for each bit in the register 

FIGURE 10 - STATUS REGISTER PRIORITY TREE (PSE= 1) 
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STATUS REGISTER 1 (SR1) 



RS1 RSO R/W AC 
1 X 



7 


6 


5 


4 


3 


2 


1 





IRQ 


TDRA/FC 


TXU 


CTS 


FD 


LOOP 


S2RQ 


RDA 



bO — Receiver Data Available (RDA) - The RDA status 
bit reflects the state of the RDA status bit in status register 
#2. It provides the means of achieving data transfers of 
received data in the full Duplex Mode without having to read 
both status registers. 

b1 - Status Register #2 Read Request (S2RQ) - All the 

status bits (stored conditions) of status register #2 (except 
RDA bit) are logically ORed and indicated by the S2RQ 
status bit. Therefore, S2RQ indicates that status register #2 
needs to be read. When S2RQ is "0", it is not necessary to 
read status register #2. The bit is cleared when the ap- 
propriate bits in status register #2 are cleared or when Rx 
Reset is used. 

b2 - Loop Status (LOOP) - The LOOP status bit is used 
to monitor the loop operation of the ADLC. This bit does not 
cause an IRQ. When Non-Loop Mode is selected, LOOP bit 
stays "0". When Loop Mode is selected, the LOOP status bit 
goes to "1" during "On-Loop" condition. When ADLC is in 
an "Off-Loop" condition or "Go-Active-On-Poll" condition, 
the LOOP status bit is a "0" 

b3 - Flag Detected (FD) - The FD Status bit indicates 
that a flag has been received if the Flag Detect Enable control 
bit has been set. The bit goes high at the last bit of the Flag 
Character received (when the Flag Detect Output goes low) 
and is stored until cleared by Clear Rx Status or Rx Reset 

b4 — Clear-to-Send (CTS) - The CTS input positive tran- 
sition is stored in the status register and causes an IRQ (if 
Enabled). The stored CTS condition and its IRQ are cleared 
by Clear Tx Status control bit or Tx Reset bit. After the 
stor ed st atus is reset, the CTS status bit reflects the state of 
the CTS input. 



b5 — Transmitter Underrun (TxU) - When the transmit- 
ter runs out of data during a frame transmission, an underrun 
occurs and the frame is automatically terminated by 
transmitting an Abort. The underrun condition is indicated 
by the TxU status bit. TxU can be cleared by means of the 
Clear Tx Status Control bit or by Tx Reset 

b6 — Transmitter Data Register Available/ Frame Com- 
plete (TDRA/FC) - The TDRA Status bit serves two pur- 
poses depending upon the state of the Frame Com- 
plete/TDRA Select control bit. When this bit serves as a 
TDRA status bit, it indicates that data (to be transmitted) 
can be loaded into the Tx Data FIFO register. The first 
register (Register #1) of the Tx Data FIFO being empty 
(TDRA = "1") will be indicated by the TDRA Status bit in the 
"1-Byte Transfer Mode." The first two registers (Registers 
#1 and #2) must be empty for TDRA to be high when in the 
"2-B yte Transfer Mode." TDRA is inhibited by Tx Reset, or 
CTS being high. 

When the Frame Complete Mode of operation is selected, 
the TDRA/FC status bit goes high when an abort is transmit- 
ted or when a flag is transmitted with no data in the Tx FIFO. 
The bit remains high until cleared by resetting the TDRA/FC 
control bit or setting the Tx Reset bit. 

b7 — Interrpt Request (I RQ) — The Interrupt Request 
statu s bit indicates when the IRQ output is in the active state 
(IRQ Output = "0"). The IRQ stat us bit is subject to the same 
interrupt enables (RIE, TIE) as the IRQ output, i.e., with both 
transmitter and receiver interrupts enabled, the IRQ status 
bit is a logical ORed indication of Status Register 1 status 
bits. The IRQ bit only reflects the set status bits which have 
interrupts enabled. The IRQ status bit simplifies status in- 
quiries for polling systems by providing single bit indication 
of service requests. 
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STATUS REGISTER 2 (SR2) 
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bO — Address Present (AP) — The AP status bit provides 
the frame boundary and indicates an Address octet is 
available in the Rx Data FIFO register. In the Extended Ad- 
dressing Mode, the AP bit continues to indicate addresses 
until the Address field is complete. The Address present 
status bit is cleared by reading data or by Rx Reset. 

b1 — Frame Valid (FV) — The FV status bit provides the 
frame boundary indication to the MPU and also indicates 
that a frame is complete with no error. The FV status bit is 
set when the last data byte of a frame is transferred into the 
last location of the Rx FIFO (available to be read by MPU). 
Once FV status is set, the ADLC stops further data transfer 
into the last location of the Rx FIFO (in order to prevent the 
mixing of two frames) until the status bit is cleared by the 
Clear Rx Status bit or Rx Reset. 

b2 — Inactive Idle Received (Rx Idle) - The Rx Idle status 
bit indicates that a minimum of 15 consecutive "Vs" have 
been received. The event is stored within the status register 
and can cause an interrupt. The interrupt and stored condi- 
tion are cleared by the Clear Rx Status Control bit. The 
Status bit is the Logical OR of the receiver idling detector 
(which continues to reflect idling until a "0" is received) and 
the stored inactive idle condition. 



Abort condition is cleared by the Clear Rx Status Control bit 
or Rx Reset. 

b4 — Frame Check Sequence/ Invalid Frame Error 
(ERR) - When a frame is complete with a cyclic redundancy 
check (CRC) error or a short frame error (the frame does not 
have complete Address and Control fields), the ERR status 
bit is set instead of the Frame Valid status bit. Other func- 
tions, frame boundry indication and control function, are ex- 
actly the same as for the Frame Valid status bit. Refer to the 
FV status bit. 

b5 — Dat a Carrier Detect (DCD) - A positive transition 
on the DCD input is stored in the status register and causes 
an IRQ (if enabled). The stored DCD condition and its IRQ 
are cleared by the Clear Rx Status Control bit or RX Reset. 
After stored status is reset, the DCD status bit follows the 
state of the input. Both the stored DCD condition and the 
DCD input cause the reset of the receiver section when they 
are high. 

b6 — Receiver Overrun (OVRN) - OVRN status indicates 
that receiver data has been transferred into the Rx FIFO 
when it is full, resulting in data loss. The OVRN status is 
cleared by the Clear Rx Status bit or Rx Reset Continued 
overrunning only destroys data in the first FIFO Register. 



b3 - Abort Received (RxABT) - The RxABT status bit 
indicates that seven or more consecutive "Vs" have been 
received. Abort has no meaning under out-of-frame condi- 
tions; therefore, no interrupt nor storing of the status will oc- 
cur unless a Flag has been detected prior to the Abort. An 
Abort Received when "in frame" is stored in the status 
register and causes an IRQ. The status bit is the logical OR of 
the stored conditions and the Rx Abort detect logic, which is 
cleared after 15 consecutive " Vs" have occurred. The stored 



b7 — Receiver Data Available (RDA) - The Receiver Data 
Available status bit indicates when receiver data can be read 
from the Rx Data FIFO. When the prioritized status mode is 
used, the RDA bit indicates that non-address and non-last 
data are available in the Rx FIFO. The receiver data being 
present in the last register of the FIFO causes RDA to be high 
for the "1-Byte Transfer Mode." The RDA bit being high in- 
dicates that the last two registers are full when in the "2-Byte 
Transfer Mode." The RDA status bit is reset automatically 
when data is not available 
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PROGRAMMING CONSIDERATIONS 



1 . Status Priority - When the prioritized status mode is us- 
ed, it is best to test for the lowest priority conditions first. 
The lowest priority conditions typically occur more fre- 
quently and are the most likely conditions to exist when 
the processor is interrupted. 

2. Stored vs Present Status - Certain status bits (DCD, 
CTS, Rx Abort, and Rx Idle) indicate a status which is the 
logical OR of a stored and a present condition. It is the 
stored status that causes an interrupt and which is 
cleared by a Status Clear control bit. After being cleared, 
the status register will reflect the present condition of an 
input or a receiver input sequence. 

3. Clearing Status Registers — In order to clear an interrupt 
with the two Status Clear control bits, a particular status 
condition must be read before it can be cleared. In the 
prioritized mode, cleari ng a higher priority condition 
might result in another IRQ caused by a lower priority 
condition whose status was suppressed when a status 
register was first read. This guarantees that a status con- 
dition is never inadvertently cleared. 

4. Clearing the Rx FIFO - An Rx Reset will effectively clear 
the contents of all three Rx FIFO bytes. However, the 
FIFO may contain data from two different frames when 
abort or DCD failure occurs. When this happens, the data 
from a previously closed frame (a frame whose closing 
flag has been received) will not be destroyed. 

5. Servicing the Rx FIFO in a 2- Byte Mode - The procedure 
for reading the last bytes of data is the same, regardless of 
whether the frame contains an even or an odd number of 
bytes. Continue to read 2 bytes until an interrupt cocurs 
that is caused by an end-of-frame status (FV or ERR) 
When this occurs, indicating the last byte either has been 
read or is ready to be read, switch temporarily to the 
1-byte mode with no prioritized status (control register 2). 



Test RDA to indicate whether a 1-byte read should be 
performed. Then clear the frame end status. 

6. Frame Complete Status and RTS Release - In many 
cases, a MODEM will require a delay for releasing RTS. 
An 8-bit or 16-bit delay can be added to the ADLC RTS 
output by using an Abort. At the end of a transmission, 
frame complete status will indicate the frame completion. 
After frame complete status goes high, write "1" into the 
Abt control bit (and Abt Extend bit if a 16-bit delay is re- 
quired). After the Abt control bit is set, write "0" into the 
RTS control bit. The tr ansm itter will transmit eight or six- 
teen "Vs" and the RTS output will then go high 
(inactive). 

7. Note to users not using the MC6800 - (a) Care shoukJ be 
taken when performing a write followed by a read on suc- 
cessive E pulses at a high frequency rate. Time must be 
allowed for status changes to occur. If this is done, the 
time that E is low between successive write/ read E pulses 
should be at least 500 ns. (b) The ADLC is a completely 
static part. However, the E frequency should be high 
enough to move data through the FIFOs and to service 
the peripheral requirements. Also, the period between 
successive E pulses should be less than the period of RxC 
or TxC in order to maintain synchronization between the 
data bus and the peripherals 

8. Clear-to-Send (CTS) - The CTS input, when high, pro- 
vides a real-time inhibit to the TDRA status bit and its 
associated interrupt. All othe r stat us bits will be opera- 
tional. Since it inhibits TDRA, CTS also inhibts the TDSR 
DMA request. The CTS input being high does not affect 
any other part of the transmitter Information in the Tx 
FIFO and Tx Shift Register will, therefore, continue to be 
transmitted as long as the Tx CLK is running. 
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MC68A54CP 



Motorola Integrated Circuit - 

M6800 Family 

Blanks=1 MHz 

A=1 5MHz 

B = 20MHz 

Device Designation 

In M6800 Family 

Temperature Range 

Blank = 0°— +70°C 

C= -40°^+85°C 

Package 

P= Plastic 

S = Cerdip 

L= Ceramic 

BETTER PROGRAM 
Better program processing is available on all types listed Add 
suffix letters to part number 

Level 1 add "S" Level 2 add "D" Level 3 add "DS" 



Level 1 "S" = 10 Temp Cycles - ( - 25 to 150°C), 

Hi Temp testing at Ta max 
Level 2 "D"= 168 Hour Burn-in at 125°C 
Level 3 "DS" = Combination of Level 1 and 2 



Speed 


Device 


Temperature Range 


1.0 MHz 


MC6854P.L.S 
MC6854CP,CL,CS 


to 70°C 
-40 to +85°C 


1 5 MHz 


MC68A54P,L,S 
MC68A54CP,CL,CS 


0to+70°C 
-40 to +85°C 


2 MHz 


MC68B54P,L,S 


Oto +70°C 



4-571 



® 



MOTOROLA 



MC6855 



Product Preview 



HMOS 

(HIGH-DENSITY, N-CHANNEL 
SILICON-GATE) 

MC6855 SERIAL DIRECT MEMORY ACCESS PROCESSOR 

The Serial Direct Memory Access Processor is intended as a high-speed serial link between MRU's or other intelligent con- 
trollers This device can automatically transfer data to or from memory and receive or transmit that data over a serial link Using 
bit oriented protocols (i e , SDLC, HDLC, X 25), the SDMAP is capable of handling multidrop, point-to-point, or loop con- 
figurations in a full or half duplex environment Bit rates of up to 4 MHz full duplex can be used The Data Link is configured with 
a primary SDMAP connected to one or more secondary SDMAP's The primary station (SDMAP and its associated local MPU) 
has responsibility for the data link control, such as mode of operation and polling of the secondary SDMAP's The secondary 
stations which are relatively transparent to the local MPU will respond only to link commands from the primary station Each 
SDMAP has the ability to respond to link-level commands with automatic responses or station status and handle link level error 
recovery without intervention by the local MPU 

An internal DMA controller is contained in the SDMAP and is capable of handling both a transmit and receive channel 
simultaneously The DMA controller is transparent to the user The local MPU only needs to write the location of a parameter 
table to the SDMAP This parameter table contains the start address, message length, type of message, etc The SDMAP 
automatically reads and loads the parameters into it's internal registers and then starts to transmit (or receive) data 

The SDMAP contains 7 control registers and 3 status registers The control registers are used to configure the SDMAP, con- 
trol reception and transmission of frames, and selectively mask interrupts The status registers are used to monitor link activity, 
error conditions, and status of the SDMAP 

Other registers are included for local and group station addresses, test, l-frame counts (SDLC secondary only), and pointer 
registers used to define blocks of frames to transmit and blocks of receive buffers 



Up to 4 MHz Bit Rate 

External Data Recovery 

External Clocks 

DMA Chaining 

Automatic Processing of a Subset of SDLC Commands 

HDLC/SDLC Protocols 

Full/Half Duplex Operation 

DMA Capability 

Normal or System Address Detection 

MC6809 Compatibility 

NRZ Operation 

Internal Byte Synchronization 

Point-to-Point Mode 

Multidrop Mode 

Loop Mode 

Separately Powered Pass- Through Logic (Loop Mode) 
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MPU INTERFACE PINS 

Power — The SDMAP uses a single supply with two pins 
dedicated to +5 V and two pins for ground 



RESET - The RESET pin is an input used to reset the 
SDMAP and place it in the Power-On-Reset mode 

R/W (Read/Write) - R/W determines the direction of 
data transfers on the data bus fc register or DMA accesses 



DATA TRANSFERS 

When DMAGNT is asserted and the DMAREQ was 
generated by the SDMAP, the R/W pin is generated as an 
output The condition of the R/W pin (low or high) is depen- 
dent upon the direction of data as determined by the 
SDMAP When DMAGNT is low, R/W is an input controlled 
bv the external processor and determines the direction of 
data transfers to or from the SDMAP registers 

IRQ (Output) - "IRQ will be set low by the SDMAP to in- 
terrupt the MPU 

CS (Chip Select Input) - The CS input, in conjunction 
with the E input, is used to enable data transfers on D0-D7 E 
must be a high level and CS must be a low level to enable the 
transfer The DMA Grant input being a high level performs a 
similar function as CS being a low level while in the DMA 
mode CS is invalid during a DMA cycle 

E Clock (Input) — The E input to the SDMAP causes data 
transfers to occur between the SDMAP and the system con- 
trolling the SDMAP (MC6809 MPU, etc ) 

Q (Quadrature Clock Input) - Q is an input to the SDMAP 
which precedes E by 90 degrees It is used as an internal tim- 
ing signal 



DMAR (DMA Request Output) - The DMAR is 
develope d at the rising edge of Q to request the bus for data 
transfer DMAR is dropped during Q. 

DMAGNT (DMA Grant Input) - DMAGNT goes active on 
the falling edge of E placing the MPU bus in a 3-state mode 
and allowing the requesting device to become a bus master 
DMAGNT takes the place of CS when in a DMA operation 

A0-A15 (Address jkis Bidirectional) - A0-A15, in con- 
junction with the R/W input, are used to select one of the 
MPU accessible registers in the SDMAP for programmed 
data transfer. 

During any DMA operation A0-A15 are ignored as register 



select inputs and are used only as outputs to select the pro- 
per memory location 

D0-D7 (Data Bus Bidirectional) - The 8 bidirectional data 
lines allow the transfer of data between the SDMAP and the 
controlling system 

MCLK - The MCLK input supplied to the SDMAP is a 
crystal controlled 8 MHz clock used to supply the internal 
timing of the SDMAP 



MRDY (Memory Ready Output) - MRDY is output by the 
SDMA to stretch the falling edge of E during a register read 
or write operation to allow time for the data to be stable on 
the data bus prior to the falling edge of E 



DMAVM A (DMA Valid Memory Address Output) - 

DMAVMA goes low at the beginning of a DMA cycle to 
allow time for one controlling device to rele ase the bu s and 
another device to become the bus master DMAVMA goes 
to zero on the rising edge of DMAGNT and returns to a one 
state on the next falling edge of E It is during this time that 
address lines are allowed to switch 

TDATA (Transmit Data Output) - TDATA is the serial bit 
stream sent by the SDMAP in a synchronous format 
TDATA is shifted out in an NRZ format on the negative edge 
of TXCLK 

TXCLK (Transmit Clock Input) - TXCLK is an input to the 
SDMAP generated by an external crystal oscillator source 
This input takes standard TTL levels and is a X1 input 

RDATA (Receive Data Input) - RDATA is the serial bit 
stream received by the SDMAP in a synchronous format 
The RDATA is synchronized externally to the RXCLK and is 
strobed into the SDMAP on the positive edge of the clock 
The SDMAP requires the data to be input in an NRZ data for- 
mat 

RXCLK (Receive Clock Input) - RXCLK is an input to the 
SDMAP generated by an external crystal oscillator source It 
is a standard TTL level externally synchronized to the receive 
data and strobes the data into the SDMAP on the positive 
edge of the X1 Receive Clock 

RTS (Request to Send Output) — The RTS pin, when us- 
ed in systems requiring modems, signals the mode m to t urn 
on the transmit carrier and initi ate t he return of CTS In 
systems not requiring modems, RTS is used as needed to 
control the flow of data on the serial line 

CT S (Clear to Se nd In put) — In systems using modems, 
CTS is a function of RTS and the modem's require ment s for 
line turnaro und In syste ms not using modems, CTS is a 
function of RTS or RTS and an extern al de lay circuit No 
data is transmitted by the SDMAP until CTS is true 
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Advance Information 



DATA SECURITY DEVICE 



The MC6859 Data Security Device (DSD) is a monolithic MOS in- 
tegrated circuit designed to be integrated into a wide range of equip- 
ment requiring protection of data by the employment of cryptographic 
measures. 

The cryptographic algorithm utilized by the device is the Data Encryp- 
tion Standard (DES) as adopted by the U.S. Department of Commerce, 
National Bureau of Standards (NBS), in publication FIPS PUB 46 
(1-15-1977) 

Through the use of flexible on-chip control and status circuitry and 
external control lines, the DSD provides direct capability of adapting the 
functional implementation of the DES algorithm for various specific 
system requirements for data protection. 

• Direct Compatibility with the M6800 Microprocessor Family 

• Data Encryption Standard Algorithm 

• Two Separate Interrupt Output Lines for Program Controlled 
Interrupt Capability 

• Up to 400 KBPS Throughput Rate of 64-Bit Block Cipher (Exclusive 
of Software Overhead) 

• TTL Compatible 

• Single +5 V Power Supply 



DATA SECURITY DEVICE BLOCK DIAGRAM 
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NOTICE 

This product may not be exported 
without prior approval from the U.S. 
Department of State, Office of Muni- 
tions Control. 
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MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6859 
MC6859C 


T A 


Tl to T H 

0to70 

- 40 to +85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 
Cerdip Package 


0JA 


60 
65 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precuations be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e g , either 
VSS or VCC) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = t a +(Pd # 0ja) (D 

Where. 

Ta s Ambient Temperature, °C 

0JA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

p INT s ICC xVcc» Watts - Chip Internal Power 
p PORT s Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

p D =KXTj + 273°C) (2) 

Solving equations 1 and 2 for K gives' 

K = Pd # (Ta + 273°C) + 0J A*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta- Using this value of K the values of Pd and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 



DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, V S S = 0, T A = T L to T H , unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


VSS+20 


- 


vcc 


V 


Input Low Voltage 


V|L 


Vss-03 


- 


Vss+08 


V 


Input Leakage Current (V, n = to 5 25 V) 


"in 


- 


1 


25 


ma 


Three-State (Off State) Input Current (V, n = to 5 25 V) D0-D7 


l|Z 


- 


20 


10 


ma 


Output High Voltage dLoad= -205 fiA) (See Figure 2) D0-D7 


VOH 


Vss + 24 


- 


- 


V 


Output Low Voltage 

( | Load =1 6mA) D0-D7 
('Load = 3 2 mA) (See Figure 2) IRQPE, IRQR 


vol 


- 


- 


VsS+04 
VSS+06 


V 


Output Leakage Current (Off State) (Vqh = 2 4 V) IRQPE, IRQR 


ioz 


- 


1 


10 


M A 


Internal Power Dissipation (Measured at Ta = T[_) 


Pint 


- 


1000 


- 


mW 


Input Capacitance(V in = 0, Ta = 25°C, f=1 0MHz) D0-D7 

All Others 


Cm 


: 


- 


12 5 
75 


pF 


Output Capacitance(V, n = 0, Ta = 25°C, f=1 MHz) IRQPE, IRQR 


c out 


- 


- 


50 


PF 
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BUS TIMING CHARACTERISTICS (See Notes 1 and 2) 



Indent 
Number 


Characteristic 


Symbol 


MC6859 


MC68A59 


MC68B59 


Unit 


Min 


Max 


Min 


Max 


Mm 


Max 


1 


Cycle Time 


*cyc 


1 


10 


67 


10 


05 


10 


us 


2 


Pulse Width, E Low 


PW EL 


430 


- 


280 


- 


210 


- 


ns 


3 


Pulse Width, E High 


PW EH 


450 


- 


280 


- 


220 


- 


ns 


4 


Clock Rise and Fall Time 


tptf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


100 


20 


100 


20 


100 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


tDSW* 


165 


- 


80 


- 


60 


- 


ns 



"See Mask Sets for mask set AK6 Data Setup time 
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FIGURE 1 - BUS TIMING 
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1 Voltage levels shown are V|_<0 4 V, V|-|S2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 2 - BUS TIMING TEST LOADS 
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FIGURE 3 - INTERRUPT RELEASE TIME 
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Note Timing measurements are referenced from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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BUS INTERFACE 

The MC6859 Data Security Device (DSD) interfaces to the 
M6800 bus via an 8-bit_bidirectional data b us, five chip select 
lines, a read/write (R/W) line, an external RESET line, three 
register select lines, an Enable (System <f>2) line, a 2XEnable 
(2XE) clock line, and two interrupt request lines These 
signals permit the M6800 MPU to control the DSD and per- 
form data transfers between the two 

Bidirectional Data Bus (D0-D7) - The bidirectional data 
lines (D0-D7) allow the transfer of information between the 
MPU and DSD. The data bus input/output drivers are three- 
state devices which remain in the high-impedance (off) state 
except when the MPU performs a DSD read or write opera- 
tion. 

Chip Select (CSO, CS1, CS2, CS3, and CS4) - These five 
signals are used to activate the data bus interface and allow 
DSD data transfers When CS0= CS3= CS4= 1 and 
CS1 = CS2 = 0, the device is selected 

Read/Write (R/W) - With the DSD selected, this input 
controls the direction of data transfer on the data bus When 
R/W is high, data in the DSD is read by the MPU on the trail- 
ing edge of E. A low state on the R/W line enables data 
transfer from the MPU on the trailing edge of the 2XE signal 
on the AK6 mask set and on the trailing edge of E for all 
other mask sets. (See Mask Sets ) 

Enable (E) and 2XEnable (2XE) - The rising edge of the 
Enable input initiates data transfer from the DSD to the MPU 
during a read cycle The falling edge of the Enable input lat- 
ches MPU data into the DSD during a write cycle The 2XE 
input is used in processing the encryption/decryption 
algorithm for all mask sets E and 2XE are completely asyn- 
chronous. See section on Mask Sets for exceptions on prior 
revision of the DSD 



Modes — Operational and control modes are invoked by 
addressing DSD registers at the addresses in Tables 1 and 2 

TABLE 1 - OPERATIONAL MODES 



Reset (RESET) — This input signal is used to initialize the 
internal control logic, status flags, and counters of the DSD 
The contents of the activ e key re gister and major key register 
remain unchanged The RESET function should be coupled 
with the system power-on reset to provide orderly system 
initialization It may also be used as a master reset to the chip 
during system operation 

To abort the encryption algorithm before the required 320 
clock c ycles (2XE) have occurred, it is necessary to provide a 
RESET signal or a software reset command to the DSD 
When this occurs, information in the data register and active 
key register is no longer valid The contents of the major key 
register are unaffected 

Address Lines (A0, AV, A2) — These inputs are used in 
conjunction with the R/W line to select one of eleven possi- 
ble DSD operations, as shown in Tables 1 and 2 The DSD is 
accessed via MPU read and write operations in much the 
same manner as a memory device 

NOTE: 

Instructions performing operations directly on memory 
should not be used when the DSD is accessed Since the 
DSD uses the R/W line as an additional register select input, 
read-modify-wnte type instructions will conflict with normal 
operation of the Data Security Device 



Control Address 


Operational Mode 


A0, A1, A2 


R/W 





w 


Write Data/"C" Key Operation (1st 7 bytes) 


*1 1 


w 


Encipher Data 


•o 1 


w 


Decipher Data 


1 


R 


Read Data 


1 


R 


Read Status 



TABLE 2 - CONTROL MODES 



Control Address 


Control Mode 


A0, A1, A2 


R/W 


1 


w 


Reset/ Initialize 


1 


w 


Enter Major Key 


1 1 


w 


Enter Plain Secondary Key 


*0 1 1 


w 


Decipher Secondary Key 


•1 1 1 


w 


Encipher Secondary Key 


1 o o 


R 


Transfer Major Key 



Instruction initiated after eighth byte of Key Block entry 

Interrupt Requests - These open drain outputs are used 
to convey internal DSD status information to the MPU. 

Ready Interrupt Request (IRQR) - This ac- 
tive low output signals the MPU that the D SD is 
ready to initiate another operation The IRQR 
signal will be inactive during encryption/decryp- 
tion or key transfer 

Parity Error interrupt Request (IRQPE) - This 
active low output is used to signal the M PU that 
the DSD has detected a parity error The IRQPE 
signal will remain low until a hardware or soft- 
ware reset is received 



DSD FUNCTIONAL DESCRIPTION 

The MC6859 Data Security Device appears to an MPU 
system as an interface adapter device An example of a 
system with the encryption function is shown in Figure 4 

Internal construction of the DSD is illustrated by the block 
diagram The device consists of a single 8-bit data bus buffer 
with three-state operation, through which data may be 
entered into 

1) the 56-bit active key register 

2) the 64-bit major key register 

3) the 64-bit data register 

Output data from the status register or the data register is 
also switched through the data bus buffers 

At the bus interface, the DSD data register appears as 
eight addressable memory locations to the MPU, through 
which the operational mode of the chip may be selected, 
chip status monitored, key or data written into the device, 
and data read from the device 
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OPERATING MODES 

As shown in Table 1 , the operation of the DSD is split into 
five major modes: 

1) status readout 

2) loading of data or encrypted key 

3) data encryption 

4) data decryption 

5) data readout 

These and additional control modes are activated by three 
address input lines and a read/write input line. 



Read Status - Only two bits are us ed in th e status 
readout, D7= Parity Error (PE) and D6= READY The re- 
maining six bits are always read as logic zeros A read of the 
status register does not change these bits. 

The PE flag is set when a parity error is detected while 
loading either a major or secondary key or when the active 
key is checked du ring alg orithm operation The PE flag re- 
mains set and the IRQPE signal will remain low until a hard- 
ware/software reset is received. 

The READY flag is set and the IRQR output goes high 
whenever the devic e is pr ocessing a block of data. The flag is 
cleared, pulling the IRQR output low, whenever the D SD is 
not encoding/ deco ding data or transferring major key IRQR 
may be tied to IRQ of a M6800 family processor for i nter rupt- 
dnven encryption if no other peripherals share the IRQ line. 

Encipher Data — To encipher an 8 byte block of data, the 
first seven bytes are written to the Write Data/"C" Key 
register The eighth byte is written to the Encipher Data 
register. This automatically initiates the encryption process 



Data is always processed using the current Active Key Dur- 
ing algorithm operation, the DSD constantly performs parity 
checking on the contents of the active key register The busy 
flag will be set during encryption and then reset when the 
algorithm has finished Completion requires 320 cycles of 
2XE During this time the DSD will ignore all external com- 
mands except status read, hardware reset and software 
reset 

Decipher Data — This process is identical to encipher data 
except that the eighth byte is written to the Decipher Data 
register. During decipher or encipher only a read status 
register, hardware reset, or software reset will be recogniz- 
ed All other commands will be ignored 

Read Data — This command is normally executed upon 
complet ion of the encipher/decipher algorithm (indicated by 
READY = 0). A read prior to completion of busy will result in 
all zeros being read from D0-D7 As each byte of data is read, 
zeros are automatically shifted into the data register to en- 
sure data security. 

CONTROL MODES 

Shown in Table 2 are the control modes which facilitate 
programming of the primary and secondary keys 

Reset/ Initialize - The DSD may be software reset by 
writing the reset/ initialize command at any time the data bus 
is ignored Like the hardware reset, this command initializes 
the internal control logic, status flags, and counters without 
altering the contents of the active key register or the major 
key register. If a hardware or software reset is issued during 
the algorithm processing, the information in the data register 
and active key register will no longer be valid However, the 
contents of the major key register are not affected. 



FIGURE 4 - M6800 MICROCOMPUTER FAMILY BLOCK DIAGRAM 
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Load Major Key — An unencrypted key will be entered in- 
to both the active key register and the major key register 
when eight consecutive bytes are written into the Enter Ma- 
jor Key Register Parity error checking is automatically per- 
formed 

Load Plain Secondary Key — An unencrypted key may be 
loaded into the active key register and simultaneously 
checked for parity errors by writing eight consecutive bytes 
into the Enter Plain Secondary Key Register The Major Key 
Register is unaffected 

Encipher Secondary Key — After a secondary key is load- 
ed, it can be enciphered or deciphered (the source of an en- 
crypted key is usually another DSD) A secondary key may 
be enciphered by loading the first seven bytes of plain text to 
the Write Data/"C" Key register The eighth byte is entered 
to the Encipher Secondary Key register This causes the 
secondary key to be enciphered using the current major key 
and automatically loaded into the Active Key register and 
checked for parity This operation requires 328 cycles of 2XE 

Decipher Secondary Key — This function is similar to the 
Encipher Secondary Key operation The first seven bytes of 
the key are loaded into the Write Data/"C" Key register The 
eighth byte is entered by addressing the Decipher Secondary 
Key register The secondary key is then deciphered using the 
current major key and automatically loaded into the Active 
Key register and checked for parity This operation requires 
328 cycles of 2XE 

Transfer Major Key - The contents of the Major Key 
register will be transferred to the Active Key register by a 
read of the Transfer Major Key register The data bus is ig- 
nored The Major Key register remains unchanged This 
operation requires eight cycles of 2XE 

KEY CONVENTIONS 

The key used for coding is a 56-bit data word plus eight 
bits of odd parity In the DSD seven bits of key and the parity 
bit make up a key character Eight key characters make up 
the total key information required by the DSD if parity errors 
are to be checked via the PE signal If parity is not needed for 
some reason, then the parity bit need not be calculated and 
can be left as a zero An example key with parity is shown in 
Table 3 





TABLE 3 - 


EXAMPLE KEY 




Key Character 


Hex Value 


Binary Value 


Parity 


Byte 1 


7C 


111110 





Byte 2 


A1 


10 10 


1 


Byte 3 


10 


10 





Byte 4 


45 


10 10 


1 


Byte 5 


4A 


10 10 1 





Byte 6 


1A 


1 10 1 





Byte 7 


6E 


110 111 





Byte 8 


57 


10 10 11 


1 


Data Lines 




D7 D6 D5 D4 D3 D2 D1 


DO 



TYPICAL SYSTEM OPERATION 

For a communications link between a sender and one or 



more receivers, the following typical sequence might be used 
to transmit confidential data 

1) A software reset is issued to each DSD by its MPU 

2) The sending MPU loads a major key (eight bytes) into 
its DSD. This will serve as the active key if a secondary 
key is not entered 

3) The receiving station must also load this same major 
key before data transmission can begin. If the current 
major (or secondary) key is not known in advance, it 
can be transmitted by the sending MPU, but may not 
be encoded as the receiving MPU system has no key 
to decode it by The MPU at the receiving station must 
be programmed with the mode and format being used 
for data transmission so its DSD can process the data 
correctly At this point both the transmitting and 
receiving stations are ready for data transfer 

4) The sending MPU writes eight bytes of data into its 
DSD which enciphers them 

5) The sending MPU retrieves eight bytes of encrypted 
data from its DSD and transmits them to the receiving 
MPU 

6) The receiving MPU writes these eight bytes of data in- 
to its DSD to be deciphered 

7) The receiving MPU retrieves eight bytes of data from 
its DSD in the original plain text form. 

Steps four through seven are repeated for each 8-byte 
block of data to be transmitted If the major key or secondary 
key is to be changed, steps two and three must also be car- 
ried out 

SECURITY CONSIDERATIONS 

The security of a system employing the NBS Data Encryp- 
tion Standard (DES) depends only upon the key used, not 
the availability of the algorithm or of equipment used to im- 
plement the algorithm The key is the most critical piece of 
information in the system and security of the key itself must 
be maintained both inside and outside the system 

Guidelines to be used in selecting a key are 

• Consider the key to be a single 56-bit number 

• Avoid bias in selecting the key 

• Change key as frequently as practical 

One way to help ensure the security of the key is to make 
frequent use of secondary keys Secondary keys can be 
generated by the sender and distributed selectively to one or 
more receivers Since the MC6859 can encipher or decipher 
secondary keys using the major key, the sender can transmit 
the secondary key in encrypted form to further ensure 
system security However, the receiver must be aware that a 
secondary key is being transmitted and must decrypt the key 
if it was sent in encrypted form 

Assuming that secrecy of the key is maintained, it is nearly 
impossible for an unauthorized user to decode an in- 
tercepted message into its original form. Since the DES 
algorithm utilizes a 56-bit active key, there are 2 56 (or about 
7x10^6) possible encrypted messages which must be 
searched to retrieve the original message. In addition, if the 
key were changed regularly only a small portion of the 
message would be retrieved for each successful exhaustive 
search Therefore, the basic "block cipher" technique 
described in the Typical System Operation section is ade- 
quate for today's data security applications 
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If additional security is required for some reason, several 
techniques can be used to increase data security These in- 
clude 

• Perform multiple encryption and/or decryption using 
the same key or different keys 

• Reverse the algorithm (decipher-transmit-encipher) 

• Utilize cipher feedback or other feedback techniques 
The process of multiple encryption or decryption is an 

easy way to effectively increase the size of the key to any 
desired length. For example, the sender might successively 
encipher, decipher, and encipher a block of data using one 
key for the encipher operations and another for the decipher 
operation. The receiver would then have to decipher, en- 
cipher, and decipher the data using the same pair of keys 
This technique would greatly increase data security while 
reducing throughput by a factor of three Many such multi- 
ple encryption combinations are possible 

An easy way to increase security without reducing 
throughput is to perform the DES algorithm "in reverse " In 
other words, data or keys can be deciphered by the sender 
and then enciphered by the receiver to yield the original 
message This technique works because the enciphering and 
deciphering algorithms are "mirror images" of each other 

Many different feedback techniques are available as alter- 
natives to the basic 64-bit block cipher One of these, known 
as cipher feedback (CFB), is described below CFB is a byte- 
oriented implementation in that only one byte is transmitted 
at a time Thus, throughput is reduced by a factor of eight 
(excluding software overhead) Implementation of the CFB 
technique is more dependent upon the system configuration 
than is the block cipher. 

CFB ENCIPHER 

The basic flow of the CFB encipher procedure is shown in 
Figure 5 

An initial eight byte fill of the RAM buffer must be done 
prior to accepting plain text bytes for enciphering This infor- 
mation can be considered to be a data subset of the key, but 
may be any combination of eight-bit bytes as long as the 
deciphering device uses the same initial fill 

After the block of data in the RAM buffer is enciphered, 
one byte of enciphered data is read from the DSD This byte 
is the key byte (Kt+1) The plain text byte (Pt+1) is ex- 
clusive ORed with the key byte and the result is the cipher 
text byte (Ct + 1 ) The cipher text byte is shifted into the bot- 
tom of the RAM buffer and now is the newest byte in the 
block The oldest previous byte is discarded The cipher text 
byte is now available for use The new RAM buffer block is 
loaded into the DSD for enciphering and yields the next key 
for further processing 



CFB DECIPHER 

The basic flow of the decipher CFB operation is shown in 
Figure 6 

The same initial fill as used for enciphering must be used 
to initialize the decipher RAM buffer The same key used to 
encipher must also be used to load the DSD active key 
register prior to receiving cipher text bytes When a cipher 
text byte is received it is exclusive ORed with the key byte 
generated by the DSD and the result is the plain text data 
byte. The received cipher text byte is shifted into the RAM 
buffer and becomes the newest RAM buffer byte The oldest 
RAM buffer byte is discarded and the eight byte RAM buffer 
is loaded into the DSD for block deciphering One byte of the 
DSD data register is read out and this byte becomes the key 
byte for the next cipher text byte received 

FIGURE 5 - CFB ENCIPHER DATA FLOW 
(TRANSMITTING) 
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FIGURE 6 - CFB ENCIPHER DATA FLOW 
(RECEIVING) 
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To purchase a copy of the NBS Data Encryption Standard ask for the Federal Information 
Processing Standards (FIPS) Publication, FIPSP 46 at the following address 

National Technical Information Service 

U S. Department of Commerce 

5285 Port Royal Road 

Springfield, VA 22161 
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MASK SETS 

Devices marked "AK6XXXX", where "AK6" is the mask 
set designation, latch MPU data into the DSD on the falling 
edge of 2XEnable during a write cycle as shown in Figure 7 
E and 2XE must be synchronized. Devices marked with a 
mask set designation other than "AK6" latch MPU data into 
the DSD on the falling edge of Enable during a write opera- 
tion as described in this data sheet. This is the only opera- 
tional difference between devices manufactured using the 



old "AK6" mask set and those using the more recent mask 
sets. 

The change to the " AK6" mask set allows the user to treat 
the DSD like any other M6800 peripheral since all data 
transfers are referenced to the Enable clock E and 2XE are 
asynchronous on all mask sets except AK6. For this reason 
devices will no longer be produced using the "AK6" mask 
set. The "AK6" mask set can be identified by the "AK6" 
designation preceding the data code on top of the package 



FIGURE 7 - BUS WRITE TIMING CHARACTERISTICS 

(WRITE INFORMATION INTO DSD) 

(AK6 MASK SET ONLY) 
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*Data is latched into the internal registers on the falling edge of 2XE and while Enable is high. Therefore, for system considerations tDSW = 
tDSW1 +tp + 2X tf Minimize tp to ensure operation at 1 MHz tpSW1 is the data setup time for the "AK6" mask set 

Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



Circuit diagrams external to or containing Motorola products are included as a means of illustration only Complete informa- 
tion sufficient for construction purposes may not be fully illustrated Although the information herein has been carefully checked 
and is believed to be reliable, Motorola assumes no responsibility for inaccuracies. Information herein does not convey to the 
purchaser any license under the patent rights of Motorola or others. 

The information contained herein is for guidance only, with no warranty of any type, expressed or implied. Motorola reserves 
the right to make any changes to the information and the product(s) to which the information applies and to discontinue 
manufacture of the product(s) at any time. 
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0-600 bps DIGITAL MODEM 

The MC6860 is a MOS subsystem designed to be integrated into a 
wide range of equipment utilizing serial data communications 

The modem provides the necessary modulation, demodulation and 
supervisory control functions to implement a serial data communica- 
tions link, over a voice grade channel, utilizing frequency shift keying 
(FSK) at bit rates up to 600 bps The MC6860 can be implemented into a 
wide range of data handling systems, including stand alone modems, 
data storage devices, remote data communication terminals and I/O in- 
terfaces for minicomputers. 

N-channel silicon-gate technology permits the MC6860 to operate us- 
ing a single-voltage supply and be fully TTL compatible 

The modem is compatible with the M6800 microcomputer family, in- 
terfacing directly with the Asynchronous Communications Interface 
Adapter to provide low-speed data communications capability 

• Originate and Answer Mode 

• Crystal or External Reference Control 

• Modem Self Test 

• Terminal Interfaces TTL-Compatible 

• Full-Duplex or Half-Duplex Operation 

• Automatic Answer and Disconnect 

• Compatible Functions for 100 Series Data Sets 

• Compatible Functions for 1001 A/ B Data Couplers 



FIGURE 1 - TYPICAL MC6860 SYSTEM CONFIGURATION 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6860 
MC6860S, MC6860C 


T A 


T L to T H 

0to70 

- 40 to + 85 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit 

Reliability of operation is enhanced if unus- 
ed inputs are tied to an appropriate logic 
voltage level (e g , either V$s or Vcc> 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 
Cerdip 
Plastic 
Ceramic 


0JA 


65 
120 
60 


°C/W 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd # *JA) (1) 

Where 

Ta = Ambient Temperature, °C 

0jA — Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

P|NT-'CC X V CC< Watts - Chip Internal Power 
PpORj^Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpoRT m ay become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpoRT IS neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K=PD # (TA + 273 O C)+0JA*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Prj (at equilibrium) 
for a known Ta Using this value of K the values of Ppand Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 
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DC ELECTRICAL CHARACTERISTICS 

(Vcc = 5 ±5% Vdc, all voltages referenced to Vss = 0, T/\ = Tl to Th, all outputs loaded as shown i 



Figure 2 unless otherwise noted ) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage, All Inputs Except Crystal 


V|H 


20 


- 


vcc 


V 


Input Low Voltage, All Inputs Except Crystal 


V|L 


vss 


- 


80 


V 


Crystal Input Voltage 
(Crystal Input Driven from an External Reference, Input Coupling Capacitor = 200 pF, 
Duty Cycle =50 ±5%) 


V,n 


1 5 


- 


20 


Vp-p 


Input Current 

<Vm = Vss> All Inputs Except Rx Car, Tx Data, TD/TST^RI, SH 

Rl, SH Inputs 


"in 


- 


- 


-02 
-1 6 


mA 


Input Leakage Current (V in = 7 V, Vcc = VSS< T A = 25°C) 


IlL 


- 


- 


1 


f»A 


Output High Voltage, All Outputs Except An Ph and Tx Car 
('OH1 = -0 04 mA, Load A) 


v OH1 


24 


- 


vcc 


V 


Output Low Voltage, All Outputs Except An Ph and Tx Car doL1 = 1 6 mA, Load A) 


VOL1 


vss 


- 


40 


V 


Output High Current, An Ph (VoH2 = 8 V, Load B) 


IOH2 


30 


- 


- 


mA 


Output Low Voltage, An Ph doL2 = 0, Load B) 


VOL2 


vss 


- 


30 


V 


Input Capacitance (f = 1 MHz, Ta = 25°C) 


Cm 


- 


50 


- 


pF 


Output Capacitance (f = 1 MHz, Ta=25°C) 


Cout 


- 


10 


- 


PF 


Transmit Carrier Output Voltage (Load C) 


vco 


20 


35 


50 


V(RMS) 


Transmit Carrier Output 2nd Harmonic (Load C) 


V 2 H 


-25 


-32 


- 


dB 


Input Transition Times, All Inputs Except Crystal 
(Operating in the Crystal Input Mode, from 10% to 90% Points) 


tf 


- 


— 


1 0* 
1 0* 


(IS 


Input Transition Times, Crystal Input 
(Operating in External Input Reference Mode) 


tr 
tf 


_ 


: 


30 
30 


ns 


Output Transition Times, All Outputs Except Tx Car 
(From 10% to 90% Points) 


tr 
tf 


_ 


- 


50 
50 


/IS 


Internal Power Dissipation (All Inputs at Vgs and All Outputs Open) (Measured at Ta = T|_! 


Pint 


- 


- 


340 


mW 



'Maximum Input Transition Times are <0 1 x Pulse Width or the specified maximum of 1 /is, whichever is smaller 



FIGURE 2 - OUTPUT TEST LOADS 



Load A — TTL Output Load for Receive Break, Digital Carrier, Mode, Clear-to-Send, 
and Receive Data Outputs 



Load B — Answer Phone Load 



v cc Q 



MMD61bO 
or Equiv 




Simulated TTL Load 



Cj = 20 pF = total parasitic capacitance, which includes probe, wiring, and load capacitai 



«l 

2 67 k 

± 1% 



1 

/TN CT 



Load C — Transmit Carrier Load 
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FIGURE 3 - BLOCK DIAGRAM 



Data Terminal 
Ready 



1 




Test Clock 1 



NOTE 1 

ESD Enable Space Disconnect 

ELS Enable Long Space Disconnect 

ESS Enable Short Space Disconnec t 



6 

Self Test 1 6 22 5 6 ESS"(Not. 
ESD ELS" 



DEVICE OPERATION* 



GENERAL 

Figure 1 shows the modem and its interconnections The 
data to be transmitted is presented in serial format to the 
modulator for conversion to FSK signals for transmission on 
the telephone line (refer to Figure 3). The modulator output 
is buffered before driving the line 

The FSK signal from the remote modem is received via the 
telephone line and filtered to remove extraneous signals such 
as the local Transmit Carrier This filtering can be either a 
bandpass which passes only the desired band of frequencies 
or a notch which rejects the known interfering signal The 
desired signal is then limited to preserve the axis crossings 
and fed to the demodulator where the data is recovered from 
the received FSK carrier 

The Supervisory Control provides the necessary com- 
mands and responses for handshaking with the remote 
modem, along with the interface signals to the data coupler 
and communication terminal If the modem is a built-in unit, 

'See Tables 1 and 2 for delay time tolerances 



all input-output (I/O) logic need not be RS-232 compatible. 
The use of MC1488 and MC1489A line drivers and receivers 
will provide a RS-232 interface conforming to the El A 
specification. 



ANSWER MODE 

Automatic answering is first initiated by a receipt of a Ring 
Indicator (Rl) signal. This can be either a low level for at least 
51 ms as would come from a CBS data coupler, or at least 
20 cycles of a 20-47 Hz ringing singal (low level >50% of the 
duty cycle) as would come from a CBT data coupler The 
presence of the Ring Indicator signal places the modem in 
the Answer Mode; if the Data Terminal Ready line is low, in- 
dicating the communication terminal is ready to send or 
receive data, the Answer Phone output goes high This out- 
put is designed to drive a transistor switch which will activate 
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the Off Hook (OH) and Data Transmission (DA) relays in the 
data coupler Upon answering the phone the 2225-Hz 
Transmit Carrier is turned on 

The originate modem at the other end detects this 2225-Hz 
signal and after a 450 ms delay (used to disable any echo 
suppressors in the telephone network) transmits a 1270-Hz 
signal which the local answering modem detects, provided 
the amplitude and frequency requirements are met The 
amplitude threshold is set external to the modem chip If the 
signal level is sufficient the TD input should be low for 20 /is 
at least once every 32 ms. The absence of a threshold indica- 
tion for a period greater than 51 ms denotes the loss of 
Receive Carrier and the modem_begins hang-up procedures 
Hang-up will occur 17 s after Rl has been released provided 
the handshaking routine is not re-established The frequeny 
tolerance during handshaking is ± 100 Hz from the Mark fre- 
quency. 

After the 1270-Hz signal has been received for 150 ms, the 
Receive Data is undamped from a Mark condition and data 
can be received. The Clear-to-Send output goes low 450 ms 
after the receipt of carrier and data presented to the answer 
modem is transmitted Refer to Figure 4 

AUTOMATIC DISCONNECT 

Upon receipt of a space of 150 ms or greater duration, the 
modem clamps the Receive Break high. This condition exists 
until a Break Release command is issued at the receiving sta- 
tion Upon receipt of a 3 s space, with Enable Short Space 
Disconnect at the most negative voltage (low), the modem 
automatically hangs up If Enable Long Space Disconnect is 
low, the modem requires 1 5 s of continuous space to hang 
up Refer to Figure 5 

ORIGINATE MODE 

Upon receipt of a Switch Hook (SH) command the 
modem function is placed in the Originate Mode If the Data 
Terminal Ready input is enabled (low) the modem will pro- 
vide a logic high output at Answer Phone The modem is 
now ready to receive the 2225-Hz signal from the remote 
answering modem It will continue to look for this signal until 
17 s after SH has been released Disconnect occurs if the 
handshaking routine is not established. 

Upon receiving 2225 ± 100 Hz for 150 ms at an acceptable 
amplitude, the receive Data output is undamped from a 
Mark condition and data reception can be accomplished 
450 ms after receiving a 2225-Hz signal, a 1270-Hz signal is 
transmitted to the remote modem 750 ms after receiving the 
2225-Hz signal, the Clear-to-Send output is taken low and 
data can now be transmitted as well as received Refer to 
Figure 6 

INITIATE DISCONNECT 

In order to command the remote modem to automatically 
hang up, a disconnect signal is sent by the local modem 
This is accomplished by pulsing the normally low Data Ter- 
minal Ready into a high state for greater than 34 ms. The 
local modem then sends a 3 s continuous space and hangs 
up provided the Enable Space Disconnect is low. If the 
remote modem hangs up before 3 s, loss of Threshold 
Detect will cause loss of Clear-to-Send, which marks the line 
in Answer Mode and turns the carrier off in the Originate 
Mode. 



If ESD is high the modem will transmit data until hang-up 
occurs 3 s later Receive Break is clamped 150 ms following 
the Data Terminal Ready interrupt Refer to Figure 7 

INPUT/OUTPUT FUNCTIONS 

Figure 8 shows the I/O interface for the low speed 
modem The following is a description of each individual 
signal 

Receiver Carrier (Rx Car) 

The Receive Carrier is the FSK input to the demodulator 
The local Transmit Carrier must be balanced or filtered out 
and the remaining signal hard limited. The conditioned 
receive carrier is measured by the MC6860 Any half-cycle 
period greater than or equal to 429 ± 1 fis for the low band 
or 235 ± 1 /as for the high band is detected as a space 
Resultant peak phase jitter is as follows 



Data Rate 


Answer Mode 


Originate Mode 


Bits per Second 


<t>j (Peak %) 


<f>j (Peak %) 


300 


70 


37 


200 


47 


25 


150 


35 


1 8 


110 


26 


1 4 



Ring Indicator (Rl) 

The modem function will recognize the receipt of a call 
from the CBT data coupler if at least 20 cycles of the 
20-47 Hz ringing singal (low level >50% of the duty cycle) 
are present. The CBS data coupler Rl signal must be level- 
converted to TTL according to the El A RS-232 specification 
before interfacing it with the modem function The receipt of 
a call from the CBS data coupler is recognized if the Rl signal 
is present for at least 51 ms This input is held high except 
during ringing. An Rl signal automatically places the modem 
function in the Answer Mode 

Switch Hook (SH) 

SH interfaces directly with the CBT data coupler and via 
the EIA RS-232 level conversion for the CBS data coupler 
An SH signal automatically places the modem function in the 
Originate Mode 

SH is low during origination of a call The modem will 
automatically hang up 17 s after releasing SH if the hand- 
shaking routine has not been accomplished 

Threshold Detect (TD) 

This input is derived from an external threshold detector If 
the signal level is sufficient, the TD input must be low for 
20 /is at least once every 32 ms to maintain normal opera- 
tion An insufficient signal level indicates the absence of the 
Receive Carrier, an absence for less than 32 ms will not 
cause channel establishment to be lost, however, data dur- 
ing this interval will be invalid 

If the signal is present and the level is acceptable at all 
times, then the threshold input can be low permanently. 

Loss of threshold for 51 ms or longer results in a loss of 
Clear-to-Send. The Transmit Carrier of the originate modem 
is clamped off and a constant Mark is transmitted from the 
answer modem 
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TIMING DIAGRAMS 
FIGURE 4 - ANSWER MODE 



Call Received 
J 51 ms 



Ring Indicator 1 

CBS L 

Ring Indicator 



CBT 



uiAnju 



r Originate 
I Answer 



Data Terminal On (Low) 

Ready 
Answer Phone 



Transmit Carrier 



Receive Carrier 
Threshold Detect 



Clear to Send 



Answer (Low) 



-2225 Hz, 900 ms - 



-2025 Hz or 2225 Hz 



V\AAAAAAAAAA/V\A/VV\AAAAAAAAAAAAAAAAy 



-1270 Hz, 300 ms- 



(High) 



Off (High) 



vvwwvwww 

~~ i — i — i — r 



Transmit f Mark 

Data I Space Clamped at Mark - 

Receive j Mark 

Data I Space 



-Clamped - 
at Mark 



-1070 Hz or 1270 Hz- 



n — r 



i i i i r 

On (Low) 



^ 



FIGURE 5 - AUTOMATIC DISCONNECT - LONG OR SHORT SPACE 



Ring I ndicator ■ 
R ing Indicator • 

Mode 
Data Terminal 

Ready 
Answer Phone 



Answer (Low) 



-2025 Hz or 2225 Hz- 



Transmit Carrier 



vAAAAAAAAAAAAAA/WVWVWV 



— 1070 Hz or 1270 Hz- 



Continuous Space - 1070 Hz 



Receive Carrier 
Threshold Detect 



Clear to Send 
„ f Mark 



Receive r Mark 
Data *• Space 



L_u. 



"03 s FSS or 1 5 s ELS " 



Clamped at Mark 



_[ Clamped at Mark 
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FIGURE 6 - ORIGINATE MODE 



Switch Hook 

Data Terminal 
Ready 
r Originate 
Mode i Answer 

Answer Phone 

Receive Carrier 
Threshold Detect 

Receive Data 





SH Can Be Released 


1 


V///////////M^^^^ 


On (Low) 


Originate (High) 


W/////K 




Answer ( High) 



-Establish Call 



Clamped at Mark • 



fVWWWWVAAA/WVWVWVW 

T — I I I I — I ! I ! I ! I 



-2225 Hz, 450 ms - 



.2225 Hz, 450 ms - 



i i i i ! — n — i — i — i — r 



-1270 Hz ►K 



Clamped at Mark — 

Enable Space ° n (Low) 

Disconnect 



1070 Hz or 




I 



Switch Hook 



Data Terminal On (Low) 

Ready 



Originate (High) 



FIGURE 7 - INITIATE DISCONNECT 



■ 34 ms Pulse Initiates Space Disconnect 



Answer Phone 



03 s ESS 
-1 5 s ELS" 



2025 Hz or 2225 Hz — 

Receive earner vAAAAAAAAAAAAAAAAAAA^ 



Threshold Detect 



50 ms Internal Threshold Detect Delay 



-1070 Hz or 12 >0 Hz 



Transmit Carrier 



Clear to Send 




Clamped at Mark 



Transmit Data !%£% Undamped^ 

Enable Space On (Low) 

Disconnect 



Clamped at Space 



Clamped at Mark 
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Receive Data Rate (Rx Rate) 

The demodulator has been optimized for signal-to-noise 
performance at 300 bps and 600 bps. The Receive Data Rate 
input must be low for 0-600 bps and should be high for 
0-300 bps 

Transmit Data (Tx Data) 

Transmit Data is the binary information presented to the 
modem function for modulation with FSK techniques. A 
high level represents a Mark 

Data Terminal Ready (DTR) 

The Data Terminal Ready signal must be low before the 
mod em function will be enabled To initiate a disconnect, 
DTR is held high for 34 ms minimum. A disconnect will oc- 
cur 3 s later. 

Break Release (Brk R) 

After receiving a 150 ms space signal, the clamped high 
condition of the Receive Break output can be removed by 
holding Break Release low for at least 20 /ts. 



i 



Transmit Break (Tx Brk) 

The Break command is used to signal the remote modem 
to stop sending data 

A Transmit Break (low) greater than 34 ms forces the 
modem to send a continuous space sign al fo r 233 ms 
Transmit Break must be initiated only after CTS has been 
establi shed T his is a negative edge sense input Prior to in- 
itiating Tx Brk, this input must be held high for a minimum of 
34 ms. 



Enabled Space Disconnect (ESD) 

When ESD is strapped low and DTR is pulsed to initiate a 
disconnect, the modem transmits a space for either 3 s or 
until a loss of threshold is detected, whichever occurs first If 
ESD is strapped high, data instead of a space is transmitted 
A disconnect occurs at the end of 3 s 

Enable Short Space Disconnect (ESS) 

ESS is a strapping option which, when low, will 
automatically hang up the phon e upo n rec eipt of a con- 
tinuous space for 3s ESS and ELS must not be 
simultaneously strapped low. 

Enable Long Space Disconnect (ELS) 

ELS is a strapping option which, when low, will 
automatically hang up the phone upon receipt of a con- 
tinuous space for 1 5 s 

Crystal (Xtal) 

A 1 MHz crystal with the following parameters is re- 
quired to utilize the on-chip oscillator A 1.0-MHz square 
wave can also be fed into this input to satisfy the clock re- 
quirement 



Mode - 
Frequency 
Series Resistance 
Shunt Capacitance- 
Temperature 
Test Level 
Load Capacitance. 



Parallel 

1 MHz ±0 1% 

750 ohms max 

7 pF max 

0-70 °C 

1 OmW 

13 pF 



FIGURE 8- 



l/O INTERFACE CONNECTIONS FOR MC6860 
(ORIGINATE/ANSWER MODEM) 
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Modem 


""«"'"= 


Transmit Carrier 
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Receive Data 
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Filter 


Enable Long Space Disconnect 
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*XJ ' 


Data Terminal 
Ready 
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- V 

1 


Receive Data Rate 




Clear to Send 




V 


Enable Short Space Disconnec 




Receive Break 




Enable Space Disconnect 


Transmit Break 


Switch Hook 
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Break Release 


DT 
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When utilizing the 1.0 MHz crystal, external parasitic 
capacitance, including crystal shunt capacitance, must be 
^9 pF at the crystal input. Reliable crystal oscillator start-up 
requires that the Vcc power-on transition time be >15 
milliseconds. 

Test Clock (TST) 

A test signal input is provided to decrease the test time of 
the chip. In normal operation this input must be strapped 
low. 

Self Test (ST) 

When a low voltage level is placed on this input, the 
demodulator is switched to the modulator frequency and 
demodulates the transmitted FSK signal. Channel 
establishement, which occurred during the initial handshake, 
is not lost during self test. The Mode Control ouput changes 
state during Self Test, permitting the receive filters to pass 
the local Transmit Carrier 



ST 


SH 


Rl 


Mode 


H 


—\-J~* 


H 


H 


H 


H 


L 


L 


L 


"LJ~* 


H 


L 


L 


H 


L 


H 



"Note maximum SH low time in Table 1 

Answer Phone (An Ph) 

Upon receipt of Ring Indicator or Switch Hook signal and 
D ata Termi nal R eady, the Answer Phone output goes high 
l(SH + RI)»DTR]. This signal drives the base of a transistor 
which activates the Off Hook, and Data Transmission control 
lines in the data coupler Upon call completion, the Answer 
Phone signal returns to a low level. 

Mode 

The Mode output indicates the Answer (low) or Originate 
(high) status of the modem. This output changes state when 
a Self Test command is applied. 

Clear-To-Send (CTS) 

A low on the CTS output indicates the Transmit Data in- 
put has been undamped from a steady Mark, thus allowing 
data transmission. 

Receive Data (Rx Data) 

The Receive Data output is the data resulting from 
demodulating the Receive Carrier A Mark is a high level 

Receive Break (Rx Brk) 

Upon receipt of a continuous 150 ms space, the modem 
automatically clamps the Receive Break output high This 
output is also clamped high until Clear-to-Send is establish- 
ed 

Digital Carrier (FO) 

A test signal output is provided to decrease the chip test 
time The signal is a square wave at the transmit frequency. 

Transmit Carrier (Tx Car) 

The Transmit Carrier is a digitally-synthesized sine wave 
(Figure 9) derived from the 1 MHz crystal reference. The 
frequency characteristics are as follows' 



Mode 


Data 


Transmit 
Frequency 


Tolerance* 


Originate 
Originate 
Answer 
Answer 


Mark 
Space 
Mark 
Space 


1270 Hz 
1070 Hz 
2225 Hz 
2025 Hz 


-0 15 Hz 
90 Hz 
-0 31 Hz 
-0 71 Hz 



"The reference frequency tolerance is not included 

The proper output frequency is transmitted within 3.0 fis 
following a data bit change with no more than 2 ^s phase 
discontinuity The typical output level is 0.35 V (RMS) into 
100 k ohm load impedance. 

The second harmonic is typically 32 dB below the fun- 
damental (see Figure 10). 

POWER-ON RESET 

Power-on reset is provided on-chip to insure that when 
power is first applied the Answer Phone output is in the low 
(inactive) state. This holds the modem in the inactive or idle 
mode until a SH or Rl signal has been applied. Once power 
has been applied, a momentary loss of power at a later time 
may not be of sufficient time to guarantee a chip reset 
through the power-on reset circuit 

To insure initial power^on reset action, the external 
parasitic capacitance on Rl and SH should be <30pF 
Capacitance values >30 pF .may require the use of an exter- 
nal pullup resistor to Vcc on these inputs in addition to the 
pullup devices already provided on chip 





Time (0 2 ms/Div) 

FIGURE 9 - TRANSMIT CARRIER SINE WAVE 




Fundamental 



Frequency 

FIGURE 10 - TRANSMIT CARRIER 
FREQUENCY SPECTRUM 
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TABLE 1 - ASYNCHRONOUS INPUT PULSE WIDTH AND OUTPUT DELAY VARIATIONS 
(Time delays specified do not include the 1-MHz reference tolerance ) 



Due to the asynchronous nature of the input signals witr 
pulse width requirement will exist Time delay A is the maximurr 
mum time required to guarantee an input response Input signa 
than B) may or may not be recognized as valid 

For output delays, time A is the minimum delay before an output will respond Time B is the maximum delay for an output 
to respond Output signal response may or may not occur in the cross-hatched region (i e., greater than A but less than B) 



aspect to the circuit internal clock, a delay variation or input 
ne for which no response will occur Time delay B is the mini 
idths in the cross hatched region (i e , greater than A but less 



INPUT PULSES 



OUTPUT DELAYS 



1 









(from CBS) 




W////, 




A = 32 ms -J 












V/////A 




A - 16 ms U 

B = 34 ms - 










A = 32 ms 


W////f 




( Loss of 
Threshold) 












dTr 








V/////A 




( Initiate Space 
Disconnect) 


A - 16 ms|- 

- B - 34 ms- — - 






Tx Brk 


W//M 




A,- 16 ms|- 

-• B = 34 ms »- 







DTR 






(Initiate 
Space Disconnect) 






Tx Car* 
ESD = Low 


M k /s P V//////A 


Space 


-*-A = 16 ms-H 








DTR 




'' 


( Initiate Space 
Disconnect) 






An Ph 


V//////A 




-•-A = 3027 ms-*) 








DTR 
(Initiate 






i>pace 
Disconnect) 


W////A 




Rx Brk 


- A - 165 ms - 






Answer Mo 


de 

TD due to Rx Car (1270 Hz) 


TO 






CTS or Rx Brk 


V/////A 




A = 432 ms ^ 










I 






V//////A 




Rl or SH = Low 


—A - 16 ms-J 











'Digital Representation 
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TABLE 1 - OUTPUT DELAY VARIATIONS (continued) 

















Tx Brk 






Tx Car* 


m*'sp V/////A 


Space 


—A = 16 ms— J 










Space 


Rx Data 






An Ph 

ESS~= Low 
ELS= High 


V/////A 




— A = 282 ms H 










.. S P ace 


Rx Data 






An Ph 

ESS = High 

ELS -- Low 


V//////A 




——A - 1496 ms— j 

— B - 1 520 ms *- 






Space 


Rx Data 




^^ 




Rx Brk 


— — A =• 132 ms — «►] 

B = 151 ms *■ 







'Digital Representation 



ESS = High 
ELS= High 



- A = 16949 ms —*\ 



- B = 17034 ms - 



™ r 



( Loss of 
Threshold) 




W////A 




CTS or Rx Brk 


A 


= 32 ms •►] 








m., 





Originate Mode 

TB 1 



TDdue to Rx Car (2225 Hz) 



CTS or Rx Brk 



-y t- 



- A = 731 ms — | 

B - 752 ms- 



Onginate Mode 

To 1 



TDdue to Rx Car (2225 Hz) 



Tx Car 
(1270 Hz) 



- A = 432 ms - 



I 



TABLE 2 - TRANSMIT BREAK AND DISCONNECT DELAYS 



Function Description 


Mm 


Max 


Unit 


Tx Brk (Space Duration) 


232 


235 


ms 


Space Disconnect (Space Duration) 
(DTR = High, ESD and TD - Low) 


3010 


3023 


ms 


Loss of Carrier Disconnect 

(Measured from positive edge of CTS to nega- 
tive edge of An Ph, with rT, SH, and TD = High) 


16965 


17034 


ms 


Override Disconnect 

(Measured from positive edge of R I or SH to 
negative edge of An Ph, with TD = High) 


16916 


17101 


ms 
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FIGURE 11 - FLOW DIAGRAM 
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FIGURE 11 - FLOW DIAGRAM (CONTINUED) 
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Note 1 Transmit Break, Initiate Space Disconnect, 

and Receive Space are mutually exclusive events 



CTS And Rx Brk 

Go High 

Tx Car Off 



Note 2 Due to loss of Rx Car, the modem will (lamp 
Tx Data to a Mark in the Answer Mode and will 
turn off Tx Car in the Oriqinate Mode If Rx 
Car is detected hefore completion of Tx Brk or 
Initiate Space Disconnect, normal operation of 
Tx Brk or Initiate Space Disconnect will con 
tinue until completion of their respective time 
delays 



4-595 



MC6860 



FIGURE 11 - FLOW DIAGRAM (CONCLUDED) 
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2400 bps DIGITAL MODULATOR 

The MC6862 is a MOS subsystem designed to be integrated into a 
wide range of equipment utilizing serial data communication. 

The modulator provides the necessary modulation and control func- 
tions to implement a serial data communication link over a voice grade 
channel, utilizing differential phase shift keying (DKSP) at bit rates of 
1200 or 2400 bps. Phase options are provided for both the U S. and in- 
ternational markets The MC6862 can be implemented into a wide range 
of data handling systems, including stand-alone modems, data storage 
devices, remote data commuication terminals, and I/O interfaces for 
counters. 

N-channel silicon-gate technology permits the MC6862 to operate us- 
ing a single voltage supply and be fully TTL compatible 

The modulator is compatible with the M6800 microcomputer family, 
and provides medium-speed data communications capability 



Clear-to-Send Delay Options 

511 -Bit CCITT Test Pattern 

Terminal Interfaces are TTL Compatible 

Compatible Functions for 201 B/C Data Sets 

CCITT and U S Phase Options 

1200/2400 bps Operation 

Answer-Back Tone 



BLOCK DIAGRAM 
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»0 24 Dibit Clock 



1800 Hz 

Carrier 

Generator 



■»0 22 
«K5 21 
*0 20 
*0 19 
»-0 18 



6- Bit 
• Data 
Word 



MOS 

(N-CHANNEL, SILICON-GATE) 

2400 bps 
MODULATOR 



^^^M W& SUFFIX 


^ Rnll! - CERDIP PACKAGE 


WfP' 1 CASE.3 


^^rik !m p SUFFIX 


■■ ■PPTtMn U J PLASTIC PACKAGE 


^w" CASE709 


rWj^j» L sup F ,x 


[p^Spm] | I J 1 l CERAMIC PACKAGE 


-[111,1 



drTsC 
TpeC 
rTsC 

TxMkC 

Tx DataC 

CLK[ 

Ex CLKE 



vcct 12 



PIN A SSIGNMENT 

VssC i • 

CTS2C 2 
CTS1C 3 
CTSC 4 
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18 ]B1 
17 ]B0 
16 ]PSS 
15 ]DRS 
14 ]Ar7Bk 
13 3TST 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 
MC6862 
MC6862S, MC6862C 


T A 


T L to T H 

0to70 

-40 to +85 


°c 


Storage Temperature Range 


T stq 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 
Plastic Package 
Cerdip Package 


*JA 


60 
120 
65 


°c/w 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields however, it is advised that nor 
mat precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit Reliability of 
operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e g , either 
Vss or V CC> 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from - 

Tj = T A +(Pd # 0JA> (1) 

Where: 

T^s Ambient Temperature, °C 

0jA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD«P|NT+PP0RT 

P|NT S 'CC X VCC' W atts — Chip Internal Power 
ppORT^Port Power Dissipation, Watts - User Determined 
For most applications PpORT"*P|NT and can De neglected PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpORT 1S neglected) is 

P D = K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives - 

K = PD«n"A + 273 o C) + 0jA»PD 2 <3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta. Using this value of K the values of Pp and T j can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 

DC ELECTRICAL CHARACTERISTICS 

(Vcc = 5 ±0 25 Vdc, V$s = 0. "Ja = T|_ t0 T H< a" outputs loaded as shown in Figure 1 unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V|H 


Vss + 20 


- 


vcc 


V 


Input Low Voltage 


V|L 


vss 


- 


Vss+08 


V 


Input Current 
(V in = Vss> CTS1.CTS2, PSS, DRS, An Bk, and Tx MK 

RTSandTPE 


"in 


- 


- 


-02 
-1 6 


mA 


Input Leakage Current (V in = 5 25 V, Vcc = Vss> 


hL 


- 


- 


25 


M A 


Output High Voltage 
(l0H= -0 04 mA, Load A) 
UOH = mA, Load B) 


VOH1 
VOH2 


Vss+24 
Vcc-0 5V 


- 


vcc 
vcc 


V 


Output Low Voltage (l0L = 1 6 mA, Load A) 


vol 


vss 


- 


Vss+04 


V 


Input Capacitance (f = 1 MHz, T/\ = 25°C) 


Cm 


- 


50 


- 


pF 


Internal Power Dissipation (Measured at Ta = T|_) 
(All inputs at Vss except Pin 13=57 6 kHz and ALL outputs open) 


pint 


- 


210 


315 


mW 


Input Transition Times, All Inputs Except 1 8432 MHz Input 
(From 10% to 90% points) 


tr.tf 


- 


- 


1 0* 


/tS 


Input Transition Times, 1.8432 MHz Input (From 8 V to 2 V) 


tr-tf 


- 


- 


40 


ns 


Input Clock Duty Cycle, 1 8432 MHz Input (Measured at 1 5 V level) 


D C 


30 


- 


70 


% 


Tx Data Setup Time (Figure 2) 


ts 


35 


- 


- 


,iS 


Tx Data Hold Time (Figure 2) 


tH 


35 


- 


- 


/iS 


Output Transition Times 


tr.tf 


- 


- 


50 


MS 



"Maximum Input Transition Times are <0 1 x Pulse Width or the specified maximum of 1 ps, whichever is smaller 
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FIGURE 1 - OUTPUT TEST LOAD 

9 Vrr I 




Cj = 20 pF = total parasitic capacitance, which includes 
probe, wiring, and load capacitances 



FIGURE 2 - TRANSMIT DATA SETUP 
AND HOLD TIME 



/ 



XZZK 



■tH 



Note Timing measurements are referenced to and from a low 
voltage of 8 volts and a high voltage of 2 volts, unless 
otherwise noted 



FIGURE 3 - 2400 bps MODULATOR INTERFACE 




Transmit 
Clock 



Clear 
to Send 



Request 
to Send " 



Transmit 
Data 



RS 232 
if Required 

r--_---| 



1/2 MC1488 



-or h 



-oc r 



I 1 






1/2 MC1489 | 



MC6862 
Modulator 



1 8432 MHz 
±0 005% 



MC1406 

D/A 
Converter 







1.0 2.0 3.0 

kHz 

Option A (CCITT) 
Signal Spectra 


Low Pass 
Filter 


__ DPSK Signal 


•** to Line 






Option B (U.S.) 
Signal Spectra 




4-599 



MC6862 



DELAY TIMINGS (See Figures 4 and 5) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


TTH5" to DBC Delay 


tl 


- 


- 


8 


lis 


DBC to RTS Delay 


*2 


45 


- 


- 


flS 


RTS"-DR"TS" Delay 


t3 


- 


- 


35 


flS 


RTS-CTS Delay 
CTS1=0, CTS2=1 
CTS1 = 1, CTS2 = 
CTS1 = 1, CTS2=1 
CTS1=0, CTS2 = 


W 



8 55 
24 9 
147 


- 


35 
9 35 
26 4 
1540 


ms 
ms 
ms 


CTS-DBC Delay 
CTS1 = 1, CTS2 = 
CTS1 = 1, CTS2=1 
CTS1=0, CTS2 = 


t5 


- 


- 


35 
35 
35 


lis 


RTS to CTS Low 


t6 


- 


- 


1 60 


ms 


RTS Mm Delay 


*7 


- 


- 


1 67 


ms 


DBC to DRTS Delay 


t8 


- 


- 


35 


(IS 


DBC Cycle Time 


*DBC 


833 28 


833 33 


833 37 


MS 



I 



"The reference frequency tolerance is not included 



FIGURE 4 - RTS-CTS AND RTS-DRTS DELAYS 
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RTS-CTS delay options are selected by the CT S1 a nd CTS2 in- 
puts, and are stated as time delay interval X4 An RTS input signal 
synchronized about point A will synchronize CTS with the positive 
transition of DBC (Dibit Cl ock) Delay {4 is measured with respect to 
th e neg ative transition of RTS 

RTS signals synchronized wit h the positive transition of DBC 
(point B), will result i n the same CTS delay (t4> For this case the 
negative transition of CTS is synchronized with the negative transi- 
tion of DBC with delay t4 measured with respect to the negative 
transition of RTS. 



DRTS will go low within t3 of the ne gative transition of RTS With 
the exception of the no-delay option, CTS will go low within t5 of 
the positive tr ansit ion of DBC, following the t4 delay selected This 
appl ies w hen RTS is synchronized to Point A as shown 

If RTS goes high an d remains h igh > 20 fis within time interv al t4, 
a reset of the internal RTS-CTS timer function will occur If RTS 
goes high for less than 20 u s, the circuit may or may not respond to 
this momentary loss of the RTS signal 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 5 - LOSS OF RTS TO DRTS DELAY 




A positive transition of RTS after CTS has be come acti ve can 
result in different functional characteristics of the CTS and DRTS 
output signals, depending on the time duration that RTS remains in- 
active 

Under all conditio ns, C TS will go high within t3 following a 
positive transition of RTS If RTS goes high in the shaded region 
shown (i e , synchronized to the positive transition of D BC) and re- 
mains high beyond the time interval defined as ty, then DRTS will 



go high within tg of the next nega tive transition of DBC If RTS were 
to go low after ty, the RTS-CTS delay times given in Figure 4 will 

result 

If RTS goes high in the shaded region shown, a nd th en returns 
low within time i nterval t 6, the negative transition of CTS will follow 
within 35 /is, and DRTS will re main i n the active or low state Under 
these conditions , the normal RTS-C TS de lay times are not en- 
countered when RTS is reactivated If RTS goes low for less than 
20 (is, the circuit may or may not respond 



NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 



DEVICE OPERATION 



GENERAL 

Figure 3 shows the modulator and its intra-connections 
The data to be transmitted is presented in synchronous serial 
format to the modulator for conversion to DPSK signals 
used in transmission The modulator output is digital, 
therefore, a D/ A converter and a filter transform the signal to 
an analog form 

The control functions provide four different Clear-to-Send 
delay options An Answer-Back tone is available for 
automatic answering applications The modulator has a 
built-in 511-bit pseudorandom pattern generator for use in 
system diagnostic tests. 

INPUT/OUTPUT FUNCTIONS 

Request to Send (RTS) 

The RTS signal from the data terminal cont rols transmis- 
sion from the modulator A low level on RTS activates the 
modulator data output A c on stant mark, for synchroniza- 
tion, is sent during the RTS to CTS delay interval Term ma- 
tion of the transmission is accomplished by taking RTS high 
(see Figures 4 and 5). 



Delayed Request to Send (DRTS) 

This output can be used to control tr ansmis sion as 
specified by the Transmit Mark control input DRTS follows 



the negative transition of R TS, and goes negative within t3 
of the negative transi tion o f RTS (Figure 4) The del ay from a 
positive transition of RT S to a positive transition of DRTS is 
shown in Figure 5 The DRTS delay aliows data within the 
modulator to be transmitted before transmission is inhibited 

Clear to Send (CTS) 

CTS follows RTS to both the logic an d logic 1 levels The 
delay from a negative transition of RTS to a negative CTS 
transition is selectable by external strapping of CTS1 and 
CTS2 The d elay from a positive transition of RTS to a 
p ositive CTS transition is less than t4 

CTS will go low within t5 after the positive transition of the 
Dibit Clock (see Figure 4) except wh en th e non- delay option 
is selected For the no-delay option, CTS follows RTS within 
t5 

RTS-C TS Delay O ptions (CTS1, CTS2) 

The RTS-CTS delays are selectable according to the 
following strapping options 



RTS-CTS Delay 


CTS1 


CTS2 


+ 035 ms, -0 ms 
8 55 to 9 35 ms 
24 90 to 26 4 ms 
147 to 154 ms 



1 
1 



1 


1 
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Transmit Mark (Tx Mk) 

The Transmit Mark control allows the system designer to 
select whether the Delayed Request to Send activitates and 
deactivates the transmission on the modulator chip or off the 
chip in the output amplifier. 

When Tx Mk is high, transmission is controlled on the 
modulator chip, and occurs from the chip only when DRTS 
or Answer Back is in the logic state (see Figure 6) 

When Tx Mk is low, transmission is controlled off the 
modulator chip. In this mode, the modulator chip transmits 
marks at all times except when data or an Answer- Back tone 
is being transmitted (see Figure 6). 

Test Pattern Enable (TPE) 

A 511 -bit test pattern generator is contained on the 
modulator chip This pattern is in accord with CCITT 
specification V52. 

Th e 51 1-bit test pattern is activated by applying a logic to 
TPE . A m ark (logic 1) condition on the Transmit Data input 
with TPE activated (logic 0) causes the test pattern to appear 
at th e dat a output. A space (logic 0) condition on Tx Data 
with TPE activated causes the test pattern data to appear in- 
verted at the data output. 

Although the Motorola 2400 bps modulator contains a 
CCITT 511 test pattern generator it does not incorporate the 
51 1 data randomizer or scrambler. 

Random data applied to Tx data with TPE activated causes 
the test pattern data to be scrambled (exclusive NORed) with 
the data, and the result appears at the data output 

The MC6863 demodulator do es co ntain a built-in data 
descrambler, which is enabled by TPE input going active To 
scramble data using the modulator, the circuit in Figure 7 
must precede the TX Data input of the modulator Tx Data is 
added to the scrambler output pattern. Then the data is 
delayed by a full data bit before being transmitted by the 
modem. This assures a proper Transmit Data/Transmit 
Clock phase relationship. 

If the data scrambler is to be an optional feature, then the 
transmit data multiplexer would also have to be built This is 



selected by the Test Pattern Enable signal or any other signal 
that is found suitable 

The scrambling of data in the data comm environment is 
not done in an attempt to encrypt information in the normal 
sense of the word Rather, the purpose of the scrambling of 
data is to guarantee that with respect to the modem carrier, 
there is always random data on the line with little chance for 
a long string of ones or zeros to exist This is particularly im- 
portant if an adaptive equalizer is being incorporated at the 
demodulator. The adaptive equalizer will require reasonably 
evenly distributed data to optimize its statistical response to 
the incoming signal The normally used code is the CCITT 
511 sequence which is EXOR'd with data. 

T he tes t pattern gen erato r can be enabled only when CTS 
and RTS are logic 0. If TPE is a ctiva t ed ou tside this t i me in- 
terval, the previously stated RTS-CTS and RTS-DRTS 
delays, shown in Figures 4 and 5, are not valid 

Data-Rate Select (DRS) 

The modulator can transmit at either 2400 bps or 1200 bps 
Both data rates utilize an 1800 Hz carrier signal and employ 
phase shifting at 1200 Hz. The 2400 bps rate is obtained by 
encoding two bits of data into each phase shift. The 2400 Hz 
rate is selected by applying a logic 1 to the Data-Rate Select 
lead. The 1200 Hz rate is selected by applying a logic to 
DRS. 

Phase-Shift Select (PSS) 

Option A (CCITT) or Option B (U S ) phase shift can be 
selected for 2400 bps operation The input data format and 
phase shift relationship for these two options are as follows: 





PSS = 


PSS = 1 


Data 


Option A* 


Option B 


00 


0° 


+ 45° 


01 


+ 90° 


+ 135° 


11 


+ 180° 


4-225° 


10 


+ 270° 


+ 315° 



'See example Figure 8 



FIGURE 6 - TRANSMIT MARK CONTROL 
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FIGURE 7 - MODULATOR CCITT 511 DATA SCRAMBLER 
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FIGURE 8 - EXAMPLE-CARRIER PHASE SHIFTS FOR OPTION A 



11011000 
Dibit 



11 
180° 



01 
90° 



10 
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Data 


Phase Shift 




00 


0° 




01 


90 


00 


11 


180 


0° 


10 


270 
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For 1200 bps operation, Option C (CCITT) or Option D 
(US) phase shift can be selected 



Data 


PSS = 
Option C 


PSS=1 
Option D 



1 


+ 90° 
+ 270° 


+ 45° 
+ 225° 



Option C is selected by applying a logic to the Phase 
Shift Select lead when the Data Rate Select lead is strapped 
for 1200 bps operation (logic 0) Option D is selected by ap- 
plying a logic 1 to PSS with DRS at logic The phase shifts 
shown are the difference in phase between the signal at the 
end of one dibit period and the new signal at the beginning 
of the next dibit. 



Transmit Data (Tx Data) 

Transmit Data is the serial binary information presented 
for DPSK modulation A high level represents a mark For 
timing, see Transmit Clock (Figure 4). 

Transmit Clock (Tx CLK) 

A 2400/1200 Hz Transmit Clock output is provided for the 
communication terminal The Transmit Data signal is sampl- 
ed on the positive transition of Transmit Clock The Transmit 
Data to Transmit Clock setup and hold time requirements are 
shown in the Electrical Characteristics Table and in Figure 2. 

Dibit Clock (DBC) 

A 1200 Hz Dibit Clock identifies the modulation timing 
This signal goes negative less than 100 j*s prior to the start of 
dibit modulation 
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External Clock (Ex CLK) 

A 2400/1200 Hz clock signal applied to the External Clock 
lead causes Transmit Clock to be synchronized with Ex CLK 
This input must have an accuracy within ±0.005% 

When no transitions occur on this input, the internal clock 
provides the 2400/1200 Hz transmit timing signal. Fast syn- 
chronization of Tx CLK to Ex CLK is not provided on the 
chip. When Ex CLK is not used, it should be tied to either the 
logic or logic 1 state. 

1.8432 MHz (CLK) 

This input must be a square wave with rise and fall times 
of less than 40 ns and a 50 ± 20% duty cycle The clock ac- 
curacy must be written ±0.005% 

Answer Back (An Bk) 

A logic level applied to Answer Back causes a 2025 Hz 
carrier to be generated on the modulator chip instea d of a 
phase shifted 1800 Hz carrier A logic 1 level applied to An Bk 
enables the modulator to generate the normal phase shifted 
1800 Hz carrier signal, as shown in Figure 6 The time delay 



from a transition on An Bk to the appropriate signal at the 
modulator chip output is less than 2 ms 

Activation of An Bk (a logic ) will disable all other o pera- 
tion modes including the Tx Mk fun ction, and will reset CTS 
to an in active state along with the RTX-CTS internal timer 
An B k should therefore be ac tivated only before initiating 
RTS or after loss of the D RTS output sig nal T he combina- 
tion of a logic on An Bk with a logic on TPE is not used in 
normal system operation, and hence is used as a reset input 
during device test 

Digital Output (B0-B5) 

These outputs are designed to interface with a 6-bit 
digital-to-analog converter The resultant signal out of the 
D/ A is the differential phase shift keyed signal quantized at a 
14.4 kHz rate A low-pass filter can then be used to smooth 
the data transitions. B0 is the least-significant bit, and the 
positive level the active state 

Test Clock (TST) 

A test signal input is provided to decrease test time of the 
chip. In normal operation this input must be strapped low 
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Two-Phase Microprocessor Clocks 

Designed to drive the Motorola MC6800 MPU 



The Functional Module approach to data communications hardware 
design significantly decreases the time between the "idea" stage and 
the marketable product. 

A fundamental building block in a modular microcomputer system is 
the 2-phase clock oscillator used to drive the microprocessor 
Motorola is uniquely qualified to provide this building block because of 
expertise in the three relevant fields oscillator design, quartz crystal 
technology, and thick film hybrid integrated circuit manufacturing 
This one-of-a-kind expertise has created several clocks designed to 
drive Motorola's MC6800 Microprocessor This plug-in unit contains 
the crystal, the oscillator circuit, the NMOS and TTL drivers, and the 
waveshaping and interface circuitry, all the components necessary to 
provide the critical non-overlapping 2-phase waveforms used by the 
MC6800 MPU 

FEATURES 

Clock Module — Each clock module requires only a single 5 volt 
power supply The NMOS outputs can drive highly capacitive loads 
ranging from 80 pf to 160 pf and meet all MPU input waveshape and 
timing requirements 

Each TTL output signal leads the $2 NMOS so that additional system 
device delays can be accommodated All TTL outputs are buffered so 
they can drive 5 TTL devices and maintain all output specifications 
Each module is crystal-controlled and is compensated for variations in 
temperature, voltage, and load The standard frequency of each 
model is 1 MHz; however, other frequencies between 250 kHz and 2 5 
MHz can be ordered 



Reliability— Decreased Component Count— Thick film hybrids 
offer a reliability advantage that comes primarily from reduced com- 
ponent count and therefore reduced interconnections Further, the 
single hermetic seal on the hybrid package reduces the failure rate 
whereas in a discrete design a separate sealing process with an 
associated failure rate is needed for each component 
High Density Packaging— The hybrid MPU clock allows compact 
microcomputer design It takes up only 1 34 "x .840" space and has a 
seated height of 200" 

Ruggedized Design — Maximum reliability at minimum cost is the 
result of combining three of Motorola's fields of experience, quartz 
crystal technology, clock oscillator design, and thick film hybrid inte- 
grated circuit manufacturing. Mass automated production techniques 
assure volume production. Gold plating of all crystals and Class 100 
clean room processing testify that no short cuts are taken that might 
diminish reliability Environmental testing proves the effectiveness of 
the rugged design for those applications in which shock and vibration 
are likely hazards 

Complete Process Control — Motorola is the only totally integrated 
manufacturer of quartz frequency control devices; full control of all 
processes from growing, sawing, lapping, and finishing quartz to 
combining it with other components into an electronic product— the 
MC6870A, MC6871A, and MC6871B MPU clocks. 
Volume Production — Production facilities are oriented to mass 
automated production techniques. And, if required, capital for expan- 
sion is available to meet even greater requirements. 




environmental specifications 

Temperature Cycle: ±5 ppm max , to 

120 6 C, 3 cycles, 2 hrs max each, 25 

±2°C ref 

Shock: lOOOG's 35 millisec, Va sine wave, 

3 shocks each plane 

Vibration: 10-55 Hz, 060" D A , 55-2000Hz, 

35 G's Duration Time— 12 Hours 

Humidity: 85% Rel Humidity, @ +85°C, 

250 Hours 

mechanical specifications 

Gross Leak Test: All units 100% leak tested 
in de-ionized H?0 

Hermetic Sealed Package: Mass spectrom- 
eter leak rate less than 2 x 10 8 atmos 
cc/sec of helium 

Seal Strengh: 20 lbs max force perpen- 
dicular to top and bottom 
Pin Material: Phosphor bronze, V* hard, 
Grade A 00003" thick gold flash finish 
Bend Test: Will withstand maximum bend 
of 90° reference to base for 1 bend 
Marking Ink: Epoxy, heat cured 
Solvent Resistance: Isopropyl Alcohol 
Tncholoroethane Freon TMC No marking or 
seal destruction Dipped 1 minute @ +25°C 
±5°C in solvent 
Note (1) Unit can be cleaned by only one 

type solvent listed 
Note (2) Ultrasonic degreaser not to be 

used unless frequency and vibration 

of cleaner specified 



severability specifications 

Materials: 

1 1 Solder 60% tin and 40% lead 

1 2 Flux The flux shall be 25 percent by 
weight of Grade WW rosin and 75 percent 
by weight of 99 percent isopropyl alcohol 
Procedure: 

2 1 Solder Bath The solder bath shall be 
maintained at 232 ±6°C 

2 2 Solderabihty Dip the terminals into the 
flux to the depth that is to be soldered or to 
a maximum depth of 025" from the body 

of the oscillator Keep them in the flux for at 
least 5 seconds Withdraw them from the 
flux Dip them immediately into the molten 
solder to the same depth Keep them in the 
molten solder for 2 to 5 seconds 
Withdraw them and allow the solder to 
cool in air 
Requirements: 

3 1 The terminals are considered solderable 
and acceptable for electrical connection 
purposes if 90 percent of the cold solder 
surface is uniform and free from breaks and 
pinholes The other 10 percent of the cooled 
solder surface may show only pinholes, 
voids, or rough spots that are not 
concentrated in one area 
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MC6870A 

limited function microprocessor clock 
250 kHz to 2.5 MHz 



+5V DC o-> 
GND °£ 



MC6870A 



->o 0' NMOS 
-»o 02 NMOS 
->° 02 TTL 



specifications 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


Vcc 


5,00±5% 


Vdc 


Operating Temperature Range 


T A 


to +70 


°C 


Storage Temperature 


T,tg 


-55 to +125 


°C 


Power Supply Drain (max.) 


Ipd 


100 


mA 



ELECTRICAL CHARACTERISTICS (V cc = 5.0 ± 
= 0° to 70°C, unless otherwise noted) 


5%, V 


. = 0,T A 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Frequency 












Operating Frequency 


fc 


.250 




2.5 


MHz 


Frequency stability (inclusive 
of calibration tolerance at 
+25°C, operating temperature, 
input voltage change, load 
change, aging, shock and 
vibration) 






±.01 




% 


NMOS Outputs at 1.0 MHz Open 


ition** 








Pulse Width (meas. at 
V cc = -.3Vdc level) 


T0.H 
T0 2 H 


430 
450 






ns 
ns 


Logic Levels 


Vouc 
Vohc 


V..-.1 
Vcc 3 





V„+3 

Vcc+.1 


Vdc 
Vdc 


Rise and Fall Times 


tr 
tf 


5 
5 


12 
12 


50 
50 


ns 
ns 


*Overshoot/Undershoot 
Logic "1" 
Logic "0" 


Vos 


Vcc-. 5 
V..-.5 




V cc +.5 
V..+.5 


Vdc 
Vdc 


Pulse duration of any over- 
shoot or undershoot 


Tos 






40 


ns 


Period @ 0.3V dc Level 


tcyc 




1.00 




us 


Edge Timing @ V fC =0.3V dc 


Tx 


940 






ns 


NMOS Relationship 
@ +0.5V dc Level 


td. 

td2 _, 








8.0 


us 


TTL Outputs 


lnref.to0 2 NMOS@O.3Vdc 












02 TTL @ +1.4 Vdc 


Ta 
T h 


15 
10 


30 
25 


45 
40 


ns 
ns 


Logic Levels 


VoH 

Vol 


2.4 


3.2 
.3 


.4 


Vdc 
Vdc 


Rise and Fall Times 

.4V and 2.4V 

2.4V and .4V 


tr 

tf 






15 
15 


ns 
ns 


Logic "0" Sink (/Gate) 


lot 






-1.6 


mA 


Logic "1" Source (/Gate) 


loH 






+40 


uA 


Current Output Shorted 


Isc 


-18 




-57 


mA 


Load 


NMOS-Load Capacity 0,, 2 


Cnmos 


80 


120 


160 


pf 


TTL— No. of Loads 








5 


ttl 


TTL— Load Capacity 


Cttl 






50 


Pf 



* Into specified test load 
* "Apply the following parameters for frequencies other than 1 MHz 
T0iH=O5 (P-140) ns 
T0 2 H=O5 (P-100) ns 
Tx=(P-60) ns 
where P=desired period of operation in nanoseconds 



PIN 


CONNECTION 


1 


GND 


3 


NC 


5 


02 TTL 


7 


Vcc (+5VDC) 


12 


2 NMOS 


13 


0, NMOS 


18 


GND 


20 


NC 


22 


NC 


24 


NC 



Note All dimensions are in inches 
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MC6870A (continued) 



FREQ- 



.227 ± .010 



DIMENSIONS 



.1.340- 
MAX 



MC6870A 
MPU CLOCK 



M) MOTOROLA 



.840 
MAX. 



-SYMBOL DENOTES 
PIN #1 LOCATION 



1 



TTT~~TT_ 



L [ .183 MAX. 



.020 ± .010 



Ht- 015-021 (DIA PINS) 



.600 
t .005 



,120 REF._ 



. 1.100. 



.005 



± .005 



•<§M 

13 5 7 

' , I 

24 22 20 18 



12 



.120 REF.— 
.200 ±. .005" 



WAVEFORM TIMING 

(ALL TIME IN NANOSECONDS) 



.400 
: .005 



(°)- -m 



V«-.3V- 




POWER 
SUPPLY 



+5VDC 



\ 



.-LI 



1.0/xF 



66 o 



TEST CIRCUIT 



^c TTL 

-4- O 02TTL 



6oi 

MC6870A 

oooo c 



-tt 



1.0/tF 



Cttl — MAX CAPACITY 50 pF 

Cnmos— 1 20 pF ± 40 pF IS THE SPECIFIED 
MAX LOAD CAPACITANCE 
THAT SIMULATES THE MOTOROLA 
MC6800 MPU INPUT 



-*A*— f- < * NMOS 

-*: Cnmos out 



H 



Rs 



T CnmOS < 01 NMOS 

OUT 



Rs-(22ft) SIMULATES 
REAL PART OF MPU 



SCOPE 

PROBES 

2 5 pFd MAX. 



OSCILLOSCOPE 
TEKTRONIX 
7904 OR EQUIV 
B 



100 MHz 
FREQUENCY 
COUNTER 
HP5327C 
OR EQUIV 



TO EXTERNAL 

FREQUENCY 

STANDARD 
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MC6871A 

full function microprocessor clock 
850 kHz to 2.5 MHz 



+5VDC O-* 
GND O f*— 



MC6871A 



specifications 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


Vcc 


5.00±5% 


Vdc 


Operating Temperature Range 


T A 


to +70 


°C 


Storage Temperature 


Tjtg 


-55 to +125 


°C 


Power Supply Dram (max.) 


Ipd 


100 


mA 



ELECTRICAL CHARACTERISTICS (V cc = 
= 0° to 70°C, unless otherwise noted) 


5.0 ± 


5%, V 


» = O.Ta 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Frequency 












Operating Frequency 


fc 


850 




25 


MHz 


Frequency stability (inclusive 
of calibration tolerance at 
+25°C, operating temperature, 
input voltage change, load 
change, aging, shock and 
vibration) 






±01 




% 


NMOS Outputs at 1.0 MHz Operation*** 


Pulse Width (meas. at 
V cc = - 3V dc level) 


T0,H 
T0 2 H 


430 
450 






ns 
ns 


Logic Levels 


Volc 

VoHC 


V„-.1 
Vcc- 3 





V„+.3 

Vcc+.1 


Vdc 
Vdc 


Rise and Fall Times 


t r 
tf 


5 
5 


12 

12 


50 
50 


ns 
ns 


* Overshoot/ Undershoot 
Logic "1" 
Logic "0" 


Vos 


V cc -.5 
V„-5 




V C c+5 
V JS +5 


Vdc 
Vdc 


Pulse duration of any over- 
shoot or undershoot 


Tos 






40 


ns 


Period @ 0.3V dc Level 


tcvc 




1 00 




us 


Edge Timing @ V C c=0 3V dc 


Tx 


940 






ns 


NMOS Relationship 
@ + 5V dc Level 


td. 

td2 








80 


us 


TTL Outputs 


In ref to 2 NMOS @ 3V dc 












2 TTL 
@ 1 4V dc 


T A 
T H 


15 
10 


30 
25 


45 
40 


ns 
ns 


Memory Clock 
@ 1 4Vdc 


Tc 


30 
20 


50 
40 


70 
60 


ns 

ns 


2xfc @ 1 4V dc 


T B 


40 


80 


120 


ns 


Logic Levels 


VOH 

Vol 


24 


32 
.3 


.4 


Vdc 
Vdc 


Rise and Fall Times 

,4V and 2.4V 

2.4V and .4V 


t r 

tf 






15 

15 


ns 
ns 


Logic "0" Sink (/Gate) 


IOL 






-1 6 


mA 


Logic "1" Source (/Gate) 


loH 






+40 


uA 


Current Output Shorted 


Isc 


-18 




-57 


mA 


Load 












NMOS-Load Capacity 0,, 2 


CnmOS 


80 


120 


160 


pf 


TTL— No. of Loads 








5 


ttl 


TTL— Load Capacity 


Cttl 






50 


Pf 


Logic Inputs** ("0" Level Applies HOLD or MEMORY READY) 


Holds 0, NMOS'High', 2 

NMOS 'Low', 2 TTL 'Low' 


HOLD1 


-.2 




+ 4 


Vdc 


Holds 0, NMOS 'Low', 2 NMOS 
'High', 02 TTL 'High', and 
MEMORY CLOCK 'High' 


MEM- 
ORY 
READY 


-2 




+ 4 


Vdc 



* Into specified test load 

"Must be externally held at "1" level (2 4V mm , 5 0V max ) if not used 

'Apply the following parameters for frequencies other than 1 MHz 

T0iH=O5 (P-140) ns 

T0 2 H=O5 (P-100) ns 

Tx=(P-60) ns 

where P=desired period of operation in nanoseconds 




HOLD1 MEMORY 
READY 



MEMORY CLOCK 



PIN 


CONNECTION 


1 


GND 


3 


MEMORY CLOCK 


5 


02 TTL 


7 


Vcc (+5VDC) 


12 


02 NMOS 


13 


0, NMOS 


18 


GND 


20 


HOLD1 


22 


MEMORY READY 


24 


2xfc 



Note All dimensions are in inches 
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MC6871A (continued) 



-1.340- 
MAX 



MC6871A 
MPU CLOCK 



DIMENSIONS 



(M; MOTOROLA 
z SYMBOL D 



,840 



V CC -,3V-- 



T0, 
NMOS 



V CC -,3V" 



nmos..*; 



5V 
+ 3V 



T0 2 -1 1.4V 
TTL \ 



MEMORY 
CLOCK 

4- 1,4 V 



ENOTES 
PIN #1 LOCATION 



.600 
± .005 



X- 



•-— rzTTTT T 

-|[- .015-. 021 DIA (PINS) 



\ 1 .183 MAX 



—.600 

Jt .005 



1 3 5 



-.020 ± .010 



.120 REF H 
.200 ± .005-" 



WAVEFORM TIMING 

(ALL TIME IN NANOSECONDS) 

T0,H- 
V CC -.3V V CC -.3V- 



.5V 

::.3V 



.5V 
--.3V 



1 .4V - - 



V C -.3V 



.5V 
.3V 



.5V 
4-.3V 



,5V 
,3V 



-tcyc- 



_-5V 
,3V 



1 ,4V - - 



L, 



-- 1.4V 



-~| .400 
.005 



V, C -.3V-J 



V CC -.3V-- 



5V 
±L.3V 



--1,4V 



<p = @- 



24 22 20 18 13 
|(g)-®-(g 



POWER 
SUPPLY 



GND 






+ 5VDC 

1_ 



6006 



S 



TEST CIRCUIT 

3: 



rfr 



■O MEMORY CLOCK 



mt 



1 OmF 



O-HVNA^ 

Rs 



T<° 2 



OUT 



-S Pi r4MOS 

OUT 



SCOPE 
PROBES 
2 5 pF MAX 



-< HOLD1 
-^MEMORY READY 
-<" 2xfc 



Cttl - MAX CAPACITY 50 pF 

Cnmos - 120 pF ± 40 pF IS THE SPECIFIED 
MAX LOAD CAPACITANCE 
THAT SIMULATES THE MOTOROLA 
MC6800 MPU INPUT 

*HOLD AND MEMORY READY MUST 
BE EXTERNALLY HELD AT 1 
LEVEL (2 4VDC MIN , 5 0VDC MAX ) 
WHEN NOT USED 



Rs-(22Ii) SIMULATES 
REAL PART OF MPU 



OSCILLOSCOPE 
TEKTRONIX 
7904 OR EQUIV 
B 



100 MHz 
FREQUENCY 
COUNTER 
HP5327C 
OR EQUIV 



TO EXTERNAL 

FREQUENCY 

STANDARD 



4-609 



MC6871B 

alternate function microprocessor clock 
250 kHz to 2.5 MHz 






-*— O 2xfc 
-4— O 0, NMOS 
-j — S 2 NMOS 

-> — O 02 TTL 


+5VDC 0—> — 
GNDO|4— 


MC6871B 


HOLD 1 HOLD 2 





specifications 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v cc 


5.00±5% 


Vdc 


Operating Temperature Range 


T A 


to +70 


°C 


Storage Temperature 


T,tq 


-55 to +125 


°C 


Power Supply Dram (max ) 


Ipd 


100 


mA 



ELECTRICAL CHARACTERISTICS (V cc = 
= 0° to 70°C, unless otherwise noted) 


50 ± , 


5%, V 


,. = 0,T A 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Frequency 












Operating Frequency 
Frequency stability (inclusive 
of calibration tolerance at 
+ 25°C, operating temperature, 
input voltage change, load 
change, aging, shock and 
vibration) 


fc 


250 


±01 


25 


MHz 
% 


NMOS Outputs at 1.0 MHz Operation*** 


Pulse Width (meas at 
V C c= -3Vdc level) 


T0,H 
T0 2 H 


430 
450 






ns 
ns 


Logic Levels 


Volc 

VoHC 


V SJ - 1 

Vcc" 3 


— 


V„+3 
Vcc-M 


Vdc 
Vdc 


Rise and Fall Times 


tr 
tf 


5 
5 


12 
12 


50 
50 


ns 
ns 


* Overshoot/Undershoot 
Logic "1" 
Logic "0" 


Vos 


Vcc- 5 
Vss-5 




Vcc+.5 
V„+.5 


Vdc 
Vdc 


Pulse duration of any over- 
shoot or undershoot 


Tos 






40 


ns 


Period @ 3V dc Level 


tcyc 




1 00 




us 


Edge Timing @ V rc =0 3V dc 


Tx 


940 






ns 


NMOS Relationship 
@ +0 5Vdc 


t d . 

td2 








8.0 


us 


TTL Outputs 


Inref to 2 NMOS @ 3V dc 












2 TTL @ 1 4V dc 


T A 
T h 


15 
10 


30 
25 


45 
40 


ns 
ns 


2 Ungated @ 1 4Vdc 


Tc 
Tj 


30 
20 


50 
40 


70 
60 


ns 
ns 


2xfc @ 1 4V dc 


T B 


40 


80 


120 


ns 


Logic Levels 


Voh 
Vol 


2.4 


3.2 
.3 


.4 


Vdc 
Vdc 


Rise and Fall Times 

.4V and 2.4V 

2.4V and 4V 


t r 
tf 






15 
15 


ns 
ns 


Logic "0" Sink (/Gate) 


loL 






-1 6 


mA 


Logic "1" Source (/Gate) 


I OH 






+40 


uA 


Current Output Shorted 


Isc 


-18 




-57 


mA 


Load 


NMOS-Load Capacity 0,, 2 


CnmOS 


80 


120 


160 


pf 


TTL— No. of Loads 








5 


ttl 


TTL-Load Capacity 


Cttl 






50 


Pf 


Logic Inputs** ("0" Level applies HOLD) 


Holds 0, NMOS 'High', 2 

NMOS 'Low', 02 TTL 'Low' 


HOLD1 


-.2 




+ .4 


Vdc 


Holds 0, NMOS 'Low', 2 NMOS 
'High\0 2 TTL 'High* 


HOLD 2 


-.2 




+•4 


Vdc 



•Into specified test load 
"Must be externally held at "1" level (2 4V mm , 5 0V max ) if not used 
** 'Apply the following parameters for frequencies other than 1 MHz 
T0 ( H=O5 (P-140) ns 
T0 2 H=O 5 (P-100) ns 
Tx=(P-60) ns 
where P=desired period of operation in nanoseconds 



PIN 


CONNECTION 


1 


GND 


3 


02 TTL UNGATED 


5 


02 TTL 


7 


V C c (+5VDC) 


12 


02 NMOS 


13 


0, NMOS 


18 


GND 


20 


HOLD1 


22 


HOLD 2 


24 


2xfc 



Note 4xfc available on request 
Note All dimensions are in inches 
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MC6871 (continued) 



FREQ- 



-1,340- 



MC6871B 
MPU CLOCK 



DIMENSIONS 2Z 



(jj) MOTOROLA 



SYMBOL DENOTES 
PIN #1 LOCATION 



.840 



MAX 



♦600 
±.005 



;.005 




<oH 



24 22 20 18 



J \ t \ .18 3 MAX J20 REf"- 

H|- .015-.021 DIA (PINS) 



.400 I— 
: .005 



12 
13 



WAVEFORM TIMING 

ALL TIME IN NANOSECONDS. 



V«-«3V - 



T0, 
NMOS 



T0 ; 
NMOS 



-td 2 



V«-,3V 



5V 
*\3V 



T0 2 +1.4V 
TTL \ 



T0,W 
UN- 1 



GATED 



td 2 - 



.5V 



1 4V-L 



-T0 2 H- 



-T A 



1.4V 



V«-.3V 



,5V 
:t,3V 



A 



-T0,H- 



...5V 
_-.3V 



u 



r^_j 



Vcc-.3VH 



,5V 
,3V 



-tcyc- 



\ U— T0 2 H J 

" Vcc-.3V Vcc-.3VT" 



,5V 
:J.3V 



T A - 
1.4V - L 



1.4V - - 



T-MV 



T H -*j 



1.4V 



4-1.4' 



uf 



POWER 
SUPPLY 



OmF 



+ 5 V DC 



\1M 



TEST CIRCUIT 



>02 TTL 
UNGATED 



^:Cttl 

■F^Cttl 
3— O 02 TTL 



0000 



MC6871B 



Rs 



^ 02 NMOS 

Cnmos N out 



O-HWV^ < 0' nmos 



1 OmF 



Cttl - MAX CAPACITY 50 pF 



Cnmos - 120 pF ± 40 pF IS THE SPECIFIED 
MAX LOAD CAPACITANCE 
THAT SIMULATES THE MOTOROLA 
MC6800 MPU INPUT 



1 



-<HOLD1 
-< HOLD 2 
-<2xfc 



Cttl 



SCOPE 
PROBES 
2 5 pF MAX 



OSCILLOSCOPE 
TEKTRONIX 
7904 OR EQUIV 
B 



'HOLD 1 AND HOLD 2 MUST BE 
EXTERNALLY HELD AT "1" LEVEL 
(2 4VDCMIN, 5 0VDC MAX) 
WHEN NOT USED 



Rs-(22ft) SIMULATES 
REAL PART OF MPU 



100 MHz 
FREQUENCY 
COUNTER 
HP5327C 
OR EQUIV 



4-611 



TO EXTERNAL 

FREQUENCY 

STANDARD 



® 



MOTOROLA 



MC6875 
MC6875A 



Specifications and Applications 

Information 



M6800 CLOCK GENERATOR 

Intended to supply the non-overlapping 01 and 02 clock signals 
required by the microprocessor, this clock generator is compatible 
with 1.0, 1.5, and 2.0 MHz versions of the MC6800. Both the 
oscillator and high capacitance driver elements are included along 
with numerous other logic accessory functions for easy system 
expansion. 

Schottky technology is employed for high speed and PNP-buffered 
inputs are employed for NMOS compatibility. A single +5 V power 
supply, and a crystal or RC network for frequency determination 
are required. 



M6800 TWO-PHASE 
CLOCK GENERATOR/DRIVER 

SCHOTTKY MONOLITHIC 
INTEGRATED CIRCUIT 



Typical MPU System with Bus Extenders 



MC6875 
CLOCK 



GND +5 V 



I I 4 x fo MPU 



X 



£ 



O O 001 



MC6800 
MPU 



H- 



MC6885/MC8T95 

thru 
MC6888/MC8T98 
BUS EXTENDER 



ADDRESS 

AND 
CONTROL 

BUS 



MC6880A/MC8T26A 
MC6889/MC8T28 



MC6830 
ROMs 



MC6810 
RAMs 



MC6820 
PIAs 



DATA 
BUS 



MC6850 
ACIAs 



MC6860 

MODEM 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620 



PIN CONNECTIONS 




\_y - - 




X1 c= 


1 


16 


=>v cc 


X2 C= 
Ext In CZ 


2 
3 


15 
14 


Z=3 MPU 01 


— ) Reset Output 


4xfoCZ 


4 


13 


=3 MPU 02 


2x fo IZZ 


5 


12 


ZZD Power -On Reset 


Memory __ 


6 


11 


=ZJ DMA/Ref Grant 


Bus 02 CZ 


7 


10 


=3 DMA/Ref Req 


Ground CZI 


8 


9 


mj Memory Clock 











ORDERING INFORMATION 


Device 


Temperature Range 


Package 


MC6875L 


to +70°C 


Ceramic Dip 


MC6875AL 


-55to+125°C 


Ceramic Dip 



4-612 



MC6875-MC6875A 



ABSOLUTE MAXIMUM RATINGS (Unless otherwise noted T A = 25°C.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


+7.0 


Vdc 


Input Voltage 


V| 


+5.5 


Vdc 


Operating Ambient Temperature Range 
MC6875L 
MC6875AL 


T A 


to +70 
-55 to +125 


°c 


Storage Temperature Range 
Ceramic Package 


T stg 


-65 to +150 


°C 


Operating Junction Temperature 
Ceramic Package 


Tj 


175 


°C 


RECOMMENDED OPERATING CONDITIONS 


Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


+4.75 to +5.25 


Vdc 


Operating Ambient Temperature Range 


T A 


to +70 


°C 



NOTE 

MC6875AL requires the use of a 
heat sink See note in Thermal Data. 



ELECTRICAL CHARACTERISTICS 

(Unless otherwise noted specifications apply over recommended power supply and temperature ranges. 
Typical values measured at Vcc = 5.0 V and T/\ = 25°C.) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Output Voltage - High Logic State 
MPU 01 and 02 Outputs 

(V CC = 4.75 V, I hm " "200 mA) 

(V CC = 5.25 V, loHMK = +5.0 mA) 
Bus 02 Output 

(V C C = 4.75 V. I HB = " 1 mA) 

(Vcc = 5.25 V, loHBK = +5 ° mA > 
4 x to Output 

(V C c = 4 - 75 v ' V IH = 2.0 V, IOH4X * - 500 MA) 
2 x fo, DMA/Refresh Grant and Memory Clock Outputs 

(V C c = 4 - 75 v « 'OH = -500 mA) 
Reset Output 

(V C C = 47 5 V, V| H = 3.3 V, l HR = ~ 1 °0 MA) 


v OHM 
v OHMK 


V C C " 6 


- 


v C c + 1 o 


V 


v OHB 
v OHBK 


24 


- 


v cc + 1 o 


V 


v OH4X 


2.4 


_ 


- 


V 


VOH 


2.4 


- 


- 


V 


v OHR 


2.4 


- 


- 


V 


Output Voltage — Low Logic State 
MPU 01 and 02 Outputs 

(V C c = 47 5 V, l LM = +200 mA) 

(V C c = 4 - 75 V, Ic-LMK = "5.0 mA) 
Bus 02 Output 

(V C c = 4 - 75 V, l LB = +4 8 mA) 

(Vcc = 4 - 7 5 V, loLBK = "50 mA) 
4 x fo Output 

(V C c = 4 - 75 V, V| L = 0.8 V, IOL4X = 16 mA) 
2 x fo, DMA/Refresh Grant and Memory Clock Outputs 

(V C c = 4 75 V,I 0L = 16mA) 
Reset Output 

(V C c = 4 - 75 V, V, L = 0.8 V, I 0L r = 3.2 mA) 


v OLM 
v OLMK 


- 


- 


0.4 
-1 


v 1 


v OLB 
v OLBK 


- 


- 


05 
-1.0 


V 


v OL4X 


_ 


_ 


05 


V 


vol 


~ 


— 


05 


V 


v OLR 


~ 


— 


0.5 


V 


Input Voltage - High Logic State 


V| H 


2.0 


- 


- 


V 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 


Input Voltage — Low Logic State 


V|L 


- 


- 


08 


V 


Ext In, Memory Ready and DMA/Refresh Request Inputs 


Input Thresholds - Power-On Reset Input (See Figure 2) 
Output Low to High 
Output High to Low 


V|LH 
V|HL 


0.8 


2.8 
1.4 


3.6 


V 


Input Clamp Voltage MC6875L 
(V C c " 4 - 7 5 V, I ic = -5.0 mA) MC6875AL 


V|C 


: 


- 


-1.0 
-1.5 


V 


Input Current — High Logic State 


l|H 
'IHR 


- 


- 


25 
50 


MA 
MA 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 

(Vcc =4 . 7 5 V,V| H =5.0V) 
Power-On Reset 

(V C c = 5.0 V,V| H R = 5.0 V) 


Input Current - Low Logic State 


Ml 

'ILR 


- 


- 


-250 
-250 


MA 

ma 


Ext. In, Memory Ready and DMA/Refresh Request Inputs 

(V CC = 5.25V,V| L =0.5V) 
Power-On Reset Input * 

(V C C = 5.25 V,V| L =0.5V) 
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OPERATING DYNAMIC POWER SUPPLY CURRENT 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Power Supply Currents 

(V CC = 5.25 V, f osc = 8.0 MHz, V| L = V, V m = 3.0 V) 
Normal Operation 


'CCN 


- 


- 


150 


mA 


(Memory Ready and DMA/Refresh Request Inputs at 
High Logic State) 
Memory Ready Stretch Operation 

(Memory Ready Input at Low Logic State; 
DMA/Refresh Request Input at High Logic State) 


'CCMR 






135 


mA 


DMA/Refresh Request Stretch Operation 
(Memory Ready Input at High Logic State, 
DMA/Refresh Request Input at Low Logic State) 


'CCDR 






135 


mA 



SWITCHING CHARACTERISTICS 

(These specifications apply whether the Internal Oscillator (see Figure 9) or an External Oscillator is used (see Figure 10) 
Typical values measured at Vqc = 5.0 V, Ta = 25°C, fo = 1 .0 MHz (see Figure 8). 



Characteristic 



| Symbol [ Min | Typ 



MPU 01 AND 02 CHARACTERISTICS 



Output Period (Figure 3) 


to 


500 


- 


- 


ns 


Pulse Width (Figure 3) 
(fo = 1.0MHz) 
(fo = 1.5 MHz) 
(fo = 2.0 MHz) 


tPWM 


400 
230 
180 


- 


- 


ns 


Total Up Time (Figure 3) 
(fo = 1.0MHz) 
(fo = 1.5 MHz) 
(fo = 2.0 MHz) 


tUPM 


900 
600 
440 


- 


- 


ns 


Delay Time Referenced to Output Complement (Figure 3) 
Output High to Low State (Clock Overlap at 1 .0 V) 


*PLHM 





_ 


_ 


ns 


Delay Times Referenced to 2 x fo (Figure 4 MPU 02 only) 
Output Low to High Logic State 
Output High to Low Logic State 


tpLHM2X 
*PHLM2X 


- 


- 


85 
70 


ns 
ns 


Transition Times (Figure 3) 

Output Low to High Logic State 
Output High to Low Logic State 


tTLHM 
*THLM 


- 


- 


25 
25 


ns 
ns 



BUS 02 CHARACTERISTICS 



Pulse Width - Low Logic State (Figure 4) 
(fo = 1.0 MHz) 
(fo = 1.5 MHz) 
(fo = 2.0MHz) 


tpWLB 


430 
280 
210 


- 


- 


ns 


Pulse Width - High Logic State 
(fo = 1.0MHz) 
(fo = 1.5MHz) 
(fo =2.0 MHz) 


tPWHB 


450 
295 
235 


- 


- 


ns 


Delay Times - (Referenced to MPU 01 ) (Figure 4) 
Output Low to High Logic State 
(fo = 1 .0 MHz) 
(fo- 1.5 MHz) 
(fo = 2.0 MHz) 
Output High to Low Logic State 
(C L = 300 pF) 
(C L = 100 pF) 


tPLHBMI 
tPHLBMI 


480 
320 
240 


- 


25 
20 


ns 


Delay Times (Referenced to MPU 02) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHBM2 
tPHLBM2 


-30 



- 


+25 
+40 


ns 
ns 


Transition Times (Figure 4) 

Output Low to High Logic State 
Output High to Low Logic State 


*TLHB 
tTHLB 


- 


- 


20 
20 


ns 
ns 
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SWITCHING CHARACTERISTICS (continued) 



J Symbol Min Typ j 



Characteristic 



MEMORY CLOCK CHARACTERISTICS 



Delay Times (Referenced to MPU 02) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tpLHCM 
tPHLCM 


-50 



- 


+25 
+40 


ns 
ns 


Delay Times (Referenced to 2 x fo) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


*PLHC2X 
tPHLC2X 


- 


- 


65 
85 


ns 
ns 


Transition Times (Figure 4) 
Output Low to High State 
Output High to Low State 


*TLHC 
tTHLC 


- 


- 


25 
25 


ns 
ns 



2 x fo CHARACTERISTICS 



Delay Times (Referenced to 4 x fo) (Figure 4) 
Output Low to High Logic State 
Output High to Low Logic State 


tpLH2X 
tPHL2X 


- 


- 


50 
65 


ns 
ns 


Delay Time (Referenced to MPU 01) (Figure 4) 
Output High to Low Logic State 
(fo = 1.0MHz) 
(fo= 1.5 MHz) 


tPHL2XM1 


365 
220 


- 


- 


ns 


Transition Times (Figure 4) 

Output Low to High Logic State 
Output High to Low Logic State 


*TLH2X 
*THL2X 


- 


- 


25 
25 


ns 
ns 



4 x fo CHARACTERISTICS 



Delay Times (Referenced to Ext. In) (Figure 4) 












Output Low to High Logic State 


tPLH4X 


- 


- 


50 


ns 


Output High to Low Logic State 


tPHL4X 


- 


- 


30 


ns 


Transition Time (Figure 4) 












Output Low to High Logic State 


*TLH4X 


- 


- 


25 


ns 


Output High to Low Logic State 


tTHL4X 


_ 


- 


25 


ns 



MEMORY READY CHARACTERISTICS 



Set-Up Times (Figure 5) 
Low Input Logic State 
High Input Logic State 


*SMRL 
tSMRH 


55 
75 


- 


- 


ns 
ns 


Hold Time (Figure 5) 
Low Input Logic State 


tHMRL 


10 


- 


- 


ns 



DMA/REFRESH REQUEST CHARACTERISTICS 



Set-Up Times (Figure 6) 
Low Input Logic State 
High Input Logic State 


tSDRL 
tSDRH 


65 
75 


- 


- 


ns 
ns 


Hold Time (Figure 6) 
Low Input Logic State 


tHDRL 


10 


- 


- 


ns 



DMA/REFRESH GRANT CHARACTERISTICS 



Delay Time Referenced to Memory Clock (Figure 6) 












Output Low to High Logic State 


tPLHG 


-15 


- 


+25 


ns 


Output High to Low Logic State 


tPHLG 


-25 


- 


+ 15 


ns 


Transition Times (Figure 6) 












Output Low to High Logic State 


*TLHG 


- 


- 


25 


ns 


Output High to Low Logic State 


*THLG 


- 


- 


25 


ns 



RESET CHARACTERISTICS 



Delay Time Referenced to Power-On Reset (Figure 7) 
Output Low to High Logic State 
Output High to Low Logic State 


tPLHR 
tPHLR 


- 


- 


1000 
250 


ns 
ns 


Transition Times (Figure 7) 

Output Low to High Logic State 
Output High to Low Logic State 


tTLHR 
tTHLR 


_ 


_ 


100 
50 


ns 
ns 



DESCRIPTION OF PIN FUNCTIONS 



> 4 x f o - A free running oscillator at four times the MPU clock rate useful for a system sync signal 
» 2 x f o - A free running oscillator at two times the MPU clock rate 
» DMA/RE F REQ - An asynchronous input used to freeze the MPU clocks in the 01 high, 02 low 

dynamic memory refresh or cycle steal DMA (Direct Memory Access) 

> REF GRANT - A synchronous output used to synchronize the refresh or DMA operation to the MPU 
» MEMORY READY - An asynchronous input used to freeze the MPU clocks in the 01 low, 02 high state for slow 

memory interface 

> MPU 01 - Capable of driving the 01 and 02 inputs on two MC6800s 
MPU 02 



• BUS 02 - An output nominally in phase with MPU 02 having MC8T26A type drive capability 

• MEMORY CLOCK - An output nominally in phase with MPU 02 which free runs during a refresh request cycle 
for • POWER-ON RESET- A Schmitt trigger input which controls Reset A capacitor to ground is required to set the 

desired time constant Internal 50 k resistor to Vqq See General Design Suggestions for 
Manual Reset Operation 

• RESET - An output to the MPU and I/O devices 

• XI , X2 ~ Provision to attach a series resonant crystal or RC network 

• EXT IN — Allows driving by an external TTL signal to synchronize the MPU to an external system 
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FIGURE 1 - BLOCK DIAGRAM 
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FIGURE 2 - TYPICAL HYSTERESIS CHARACTERISTIC 



OF RESET FUNCTION 
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V|, INPUT VOLTAGE (VOLTS), P0WER-0N RESET PIN 



FIGURE 3 - TIMING DIAGRAM FOR 
MPU01 AND 02 



*TLHM1 - 
MRU 01 



"*- *PWM 1 -*j 

7Tv cc -06 VT 
MOV „ v f- 



tPLHM-*- 



MPU02 



- t 

— t UPM - 



V cc -0.6 V 

r,1 V 



\ 



l THLM2 



v OV = 1 V = Clock Overlap 

measurement point 
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FIGURE 4 - TIMING DIAGRAM FOR NON-S TRETCHED OPERATION 

(Memory Ready and DMA/Refresh Request held high continuously) 

Ext. In Input Voltage: V to 3.0 V, f = 8.0 MHz, Duty Cycle = 50%, tjLHEX = tTHLEX = 50 ns 




-«-tPHL4X 



t PLH2X- 



20 V-E" 



tTLHEX-*- 



^tTHLEX-^JU # I | 
II t THL4X »• U mJi — t TLH4X 

im/wwwam 



t PLHC2X — 
tPLHCM - 



08 V / 0.8 V- 



t :' 



/ 

V C c - 0.6 V 



Memory Clock 



V 



V cc -0.6 V\ 



~tPHLBM1 
tPHLM22X 




-2 V 

08V -\-08V I 08V 

H t PHL2XM1 
tPLHBM! 



«■ t PHLBM2 

"■ X P\NLB 1 

2 0V 



— tTLHB 



- L 20 V 



-(-2 V 



~c_ 



-tTLHC 



-2 0V 2 0V- 

— - 08 V 08 V 



- t THLC 



DMA/Refresh Grant 
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FIGURE 5 - TIMING DIAGRAM FOR MEMORY READY STRETCH OPERATION 
(Minimum Stretch Shown) 
Input Voltage: 3.0 to V, t THLMR ■ t TL HMR = 50 ns 




vcc L » _ i __\ v cc 

- A — t PWMR ---^--_ 



Memory 
Clock 



/ ' ,,,v "" fo \ 



DMA/Refresh Grant 
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FIGURE 6 -TIMING DIAGRAM FOR DMA/REFRESH REQUEST STRETCH OPERATION 

(Minimum Stretch Shown) 

Input Voltage: 3.0 to V, t THLDR " t TLHDR = 5 -° ns 



Memory Ready 




tSDRL — 
tHDRL - 



2.0 V- 



D MA/ Refresh Request 



t THLDR- 





-tSDRH 



■ t TLHDR 



m 



m 




MPU 02 



_ 1-5 
tPWDMA- -^Q— 



V C C 



Memory j 
Clock 



DM A/ Refresh Grant 



tPLHG ' 

t TLHG " 



\ / I 



-J-0.8V 



-tpHLG 
-tfHLG 
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FIGURE 7 - POWER ON RESET 
Input Voltage: to 5.0 V, f ■ 100 kHz - Pulse Width * 1 .0 us, tjLH = t THL " 25 ns 



tTLH »■ 
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— 3.6 V 

♦•'PLHR* 
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FIGURE 8 - LOAD CIRCUITS 



For MPU <M and MPU 02 



To Scope 
Input 



To Output 
Pin 



Rd 



To Scope 
Input 



To Output 
Pin 



RLH 
20 k 



_AII diodes are 1N916 
-or equivalent 



RLL 
68 



H— ■ 



RLH 
240 



MPU 01 C L = 35 pF, R D =20I2 
MPU 02 C L = 70 pF, R D - 15 12 



For 4 x fo, 2 x fo. Memory Clock and DMA/Refresh Grant 

Q+5 Volts 



it 



^ All diodes are 1 N916 
-W- or equivalent 



For Reset Output 



To Scope 
Input 



To Output 
Pin 



CL* 
100 pF 



To Scope 
Input 



* RLL = 240 




All diodes are 1N916 
or equivalent 



C L * . 
100 pF' 



- RLL = 1.2 k 




All diodes are 1N916 
or equivalent 



* Load capacitance includes fixture and probe capacitance 
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APPLICATIONS INFORMATION 



FIGURE 9 - TYPICAL RC FREQUENCY versus VOLTAGE 
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FIGURE 10 - TYPICAL RC FREQUENCY 
versus TEMPERATURE 
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FIGURE 11 - TYPICAL FREQUENCY versus 
RESISTANCE FOR C VARIABLE 
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GENERAL 

The MC6875 Clock Generator/Driver should be located 
on the same board and within two inches of the MC6800 
MPU. Series damping resistors of 10-30 ohms may be 
utilized between the MC6875 and the MC6800 on the 01 
and 02 clocks to suppress overshoot and reflections. 

The Vqc Pi n <P |n 1 6) of the MC6875 should be 
bypassed to the ground pin (pin 8) at the package with a 
0.1 /LtF capacitor. Because of the high peak currents 
associated with driving highly capacitive loads, an ade- 
quately large ground strip to pin 8 should be used on the 
MC6875. Grounds should be carefully routed to minimize 
coupling of noise to the sensitive oscillator inputs. Unnec- 
essary grounds or ground planes should be avoided near 
pin 2 or the frequency determining components. These 
components should be located as near as possible to the 
respective pins of the MC6875. Stray capacitance near 
pin 2 or the crystal, can affect the frequency. The can of 
the crystal should not be grounded. The ground side 
of the crystal or the C of the R-C oscillator should be con- 
nected as directly as possible to pin 8. 

Unused inputs should be connected to Vqc or ground. 
Memory Ready, DMA/Refresh Request and Power-On 
Reset should be connected to Vqc when not used. 
The External Input should be connected to ground 
when not used. 

OSCILLATOR 

A tank circuit tuned to the desired crystal frequency 
connected between terminals X-| and X2 as shown in 
Figure 12, is recommended to prevent the oscillator from 
starting at other than the desired frequency. The 1k£2 
resistor reduces the Q sufficiently to maintain stable 
crystal control. Crystal manufacturers may recommend a 
capacitance (C\J to be used in series with the crystal for 
optimum performance at series resonance. 

See Figures 9 and 10 for typical oscillator temperature 
and Vcc supply dependence for R-C operation. 

FIGURE 12 - OSCILLATOR-CRYSTAL OPERATION 



E 



2 3 4 5 

4 Xfo, FREQUENCY (MHz) 



L-r Z±ZC T 



L _,, 

EZD XTAL 



MC6875 
X 2 



I 



•Required by some 
Crystal manufacturers 



r4 X f o = Crystal frequency 

4 x f ° = U-^~ 



2.5 mH < L T < 22 HH 
75 pF < C T < 200 pF 
R T = 1kn 
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TABLE 1 - OSCILLATOR COMPONENTS 



TANK CIRCUIT 
PARAMETERS 


APPROXIMATE 
CRYSTAL PARAMETERS 


CTS KNIGHTS 

400 REIMANN AVE. 

SANDWICH, IL 

60548 
(815)786-8411 


McCOY ELECT. CO. 

WATTS & CHESTNUTS STS. 

MT. HOLLY SPRING, PA 

17065 

(717)486-3411 


TYCO CRYSTAL PRODUCTS 

3940 W. MONTECITO 

PHOENIX, AZ 

85019 
(602) 272-7945 


L T 


C T 
pF 


Rs 

Ohms 


Co 
pF 


Cl 
mpF 


fo 
MHz 


10 
4.7 


150 
82 


15-75 
8-45 


3-6 
4-7 


12 
23 


4.0 
8.0 


MP-04A 
• 390 pF 

MP-080 
*47pF 


113-31 
113-32 


150-3260 
150-3270 



I 



RC OPERATION 





(1) 


*1 






< R 








(2) 


x 2 






JlC 




MC6875 




(3) 


Ext In 




I 



Inductors may be obtained from Cotlcraft, Gary, IL 60013 (312) 639-2361 

a solid Vql output level until V*cc has reached 3.5 to 
4.0 V. During this time transients may appear on the 
clock outputs as the oscillator begins to start. This 
happens at approximately Vcc = 3 V. At some VqC ' eve ' 



EXTERNAL INPUT 

(1) 



External Pulse 
Generator 





To precisely time a crystal to desired frequency, a 
variable trimmer capacitor in the range of 7 to 40 pF 
would typically be used. Note it is not a recommended 
practice to tune the crystal with a parallel load capaci- 
tance. 

The table above shows typical values for Or and Lt, 
typical crystal characteristics, and manufacturers' part 
numbers for 4.0 and 8.0 megahertz operation. 

The MC6875 will function as an R-C oscillator when 
connected as shown in Figure 13. The desired output 
frequency (M01) is approximately: 

Formula 

4 x fo «*- 



320 



C in picofarads 

R in K ohms 

4 x fo in Megahertz 



C (R+ .27) + 23 
(See Figure 11) 

It would be desirable to select a capacitor greater than 
15 pF to minimize the effects of stray capacitance. It is 
also desirable to keep the resistor in the 1 to 5 k 12 
range. There is a nominal 270 Q, resistor internally at 
Xi which is in series with the external R. By keeping 
the external R as large as possible, the effects due to 
process variations of the internal resistor on the frequency 
will be reduced. There will, however, stili be some 
variation in frequency in a production lot both from 
the resistance variations, external and internal, and 
process variations of the input switching thresholds. 
Therefore, in a production system, it is recommended 
a potentiometer be placed in series with a fixed R 
between Xi and X2. 
POWER-ON RESET 

As t he power to the MC6875 comes up, the Reset 
Output will be in a high impedance state and will not give 



above that, where Reset Output goes low, all the clock 
outputs will begin functioning normally. This phenom- 
enon of the start-up sequence should not cause any 
problems except possibly in systems with battery back-up 
memory. The transients on the clock lines during the 
time the Reset Output is high impedance could initiate 
the system in some unknown mode and possibly write 
into the backup memory system. Therefore in battery 
backup systems, more elaborate reset circuitry will 
be required. 

Please note that the Power-On Reset input pin of the 
MC6875 is not suitable for use with a manual MPU reset 
switch if the DMA/Ref Req or Memory Ready inputs are 
going to be used. The power on reset circuitry is used to 
initialize the internal control logic and whenever the 
inpu t is switched low, the MC6875 is irresponsive to 
the DMA/Ref Req or Memory Ready inputs. This may 
result in the loss of dynamic memory and/or possibly 
a byte of slow static memory. The circuit of Figure 14 
is recommended for applications which do not utilize the 
DMA/Ref Req or Memory Ready inputs. The circuit of 
Figure 15 is recommended for those applications that do. 
FIG URE 14 - MANUAL RESET FOR APPLICATIONS NOT USING 

DMA/REFRESH REQUEST OR MEMORY READY INPUTS 
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FIGURE 15 - MANUAL RESET FOR SYSTEMS USING 

DYNAMIC RAM OR SLOW STATIC RAM IN CONJUNC TION 

WITH MEMORY READY OR DMA/REFRESH REQUEST INPUTS 
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NOTE: 

Operation of the MC6875AL over the full military tem- 
perature range (to maximum T/\) will result in excessive 
operating junction temperature. 

The use of a clip on 16 pin heat sink similar to AAVID 
Engineering, Inc., Model 5007 (RflCA = 18°C/W) is 
recommended above Ta ^ 95°C. 



Contact AAVID Engineering, Inc. 
30 Cook Court 

Laconia, New Hampshire 03246 
Tel. (603) 524-4443 



OUTLINE DIMENSIONS 



-wn 




-It-D 

nn n n nn nn 



SEATING 
PLANE 



WWWOT 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


19 05 


19.81 


0.750 


780 


B 


6.22 


6 98 


0.245 


275 


C 


4 06 


5.08 


0160 


0.200 





0.38 


0.51 


0.015 


0.020 


F 


1.40 


165 


0.055 


065 


G 


2.54 BSC 


0.100 BSC 


H 


0.51 


1 14 


0.020 


0.045 


J 


0.20 


30 


0.008 


0.012 


K 


3.18 


4.06 


0125 


0.160 


L 


7 37 


7 87 


290 


310 


M 


_ 


15° 


- 


15° 


N 


0.51 


1.02 


0.020 


0.040 



NOTES 

1 LEADS WITHIN 0.13 mm (0 005) RADIUS 
OF TRUE POSITION AT SEATING PLANE 
AT MAXIMUM MATERIAL CONDITION 

2 PKG INDEX NOTCH IN LEAD 
NOTCH IN CERAMIC OR INK DOT 

3 DIM "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 

CASE 620-02 

R 0JA = 100°C/W (Typ) 
R0JC(peak) = 15°C/W 



THERMAL INFORMATION 



The maximum power consumption an integrated circuit 
can tolerate at a given operating ambient temperature, can 
be found from the equation 

Tj(max) -T A 
PD(T A' - RfljA 
Where Pd(T/\) = Power Dissipation allowable at a given 
operating ambient temperature. This must be greater than 



the sum of the products of the supply voltages and supply 
currents at the worst case operating condition 
Tj(max) = Maximum Operating Junction Temperature 

as listed in the Maximum Ratings Section 
T/\ = Maximum Desired Operating Ambient 

Temperature 
^0JA = Thermal Resistance Junction to Ambient 
R0JC = Thermal Resistance Junction to Case 
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QUAD THREE-STATE BUS TRANSCEIVER 

This quad three-state bus transceiver features both excellent MOS 
or MPU compatibility, due to its high impedance PIMP transistor 
input, and high-speed operation made possible by the use of Schottky 
diode clamping. Both the -48 mA driver and -20 mA receiver out- 
puts are short-circuit protected and employ three-state enabling inputs. 

The device is useful as a bus extender in systems employing the 
M6800 family or other comparable MPU devices. The maximum 
input current of 200 /iA at any of the device input pins assures 
proper operation despite the limited drive capability of the MPU 
chip The inputs are also protected with Schottky-barner diode 
clamps to suppress excessive undershoot voltages. 

The MC8T26A is identical to the NE8T26A and it opeiates from 
a single +5 V supply. 

• High Impedance Inputs 

• Single Power Supply 

• High Speed Schottky Technology 

• Three- State Drivers and Receivers 

• Compatible with M6800 Family Microprocessor 



MC6880A 
MC8T26A 

This device may be ordered under 
either of the above type numbers. 



QUAD THREE-STATE 
BUS TRANSCEIVER 

MONOLITHIC SCHOTTKY 
INTEGRATED CIRCUITS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620 




P SUFFIX 

PLASTIC PACKAGE 
CASE 648 







MICROPROCESSOR BUS EXTENDER APPLICATION 

(Clock) 
GND +5 V 01 02 

1111 












M6800 

MPU 
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sj 
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. *7 
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MC6885/MC8T95 

thru 
MC6888/MC8T98 
BUS EXTENDER 






MC6880A/MC8T26A 
BUS EXTENDER 








I > 












DATA 
BUS 








ADDRESS 

AND 
CONTROL 




IS 


MC6830 
ROMs 


N 












V 


V 




1 1 1 1 




IS 


MC6810 
RAMs 


A K 


BUS 












V 


si V 




I I I I 




fs 


MC6820 
PIAs 


a r\ 














V 


si V 




I I I I 




N 


MC6850 
ACIAs 


A IS 










SI |^ 






1/ 












I I I I 




TO 






MC6860 
MODEM 






DAA 



































PIN CONNECTIONS - MC6880A 
MC8T26A 



-\_y~ 




ORDERING INFORMATION 


Device 


Alternate 


Temperature 
Range 


Package 


MC6880AL 


MC8T26AL 


to +75°C 


Ceramic DIP 


MC6880AP 


MC8T26AP 


to +75 U C 


Plastic DIP 
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MAXIMUM RATINGS (T A = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Junction Temperature 
Ceramic Package 
Plastic Package 


Tj 


175 
150 


°C 


Operating Ambient Temperature Range 


t a 


to +75 


°C 


Storage Temperature Range 


T stg 


-65 to + 150 


°C 



ELECTRICAL CHARACTERISTICS (4.75 V <. V CC < 5.25 V and 0°C < T A <. 75°C unless otherwise noted.) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input Current - Low Logic State 

(Receiver Enable Input, V|l(re) = 4 V) 
(Driver Enable Input, V|l(de) = ° 4 V * 
(Driver Input, V||_( D ) = 4 V) 
(Bus (Receiver) Input, V| l(B) = 4 V) 


'lL(RE) 
'IL(DE) 
'IL(D) 
'IL(B) 


- 


- 


-200 
-200 
-200 
-200 


MA 


Input Disabled Current — Low Logic State 
(Driver Input, V||_(d) = 0.4 V) 


'lL(D) DIS 


_ 


_ 


-25 


m a 


Input Current-High Logic State 

(Receiver Enable Input, V|H(RE) = 5 25 V) 
(Driver Enable Input, V )H ( D e) - 5 25 V) 
(Driver Input, V| H (D) = 5 25 V) 
(Receiver input, Vm(B) = 5.25 V) 


'lH(RE) 

'lH(DE) 
'IH(D) 
l|H(B) 


- 


- 


25 

25 

25 

100 


MA 


Input Voltage - Low Logic State 
(Receiver Enable Input) 
(Driver Enable input 
(Driver Input) 
(Receiver Input) 


V IL(RE) 
V IL(DE) 
V IL(D) 
V IL(B) 


- 


- 


85 
85 
85 
85 


V 


Input Voltage - High Logic State 
(Receiver Enable Input) 
(Driver Enable Input) 
(Driver Input) 
(Receiver Input) 


V|H(RE) 
V IH(DE) 
V IH(D) 
V|H(B) 


20 
20 
20 
2.0 


- 


- 


V 


Output Voltage — Low Logic State 

(Bus Driver) Output, loL(B) = 48 mA) 
(Receiver Output, loL(R) = 20 mA) 


v OL(B) 
v OL(R) 


- 


- 


05 
05 


V 


Output Voltage — High Logic State 

(Bus (Driver) Output, loH(B) = -10 mA) 

(Receiver Output, loH(R) = _2 -° mA ^ 

(Receiver Output, loH(R) = -100/ mA, Vqc = 5.0 V) 


v OH(B) 
VOH(R) 


2.4 
2.4 
3.5 


3 1 
3 1 


- 


V 


Output Disabled Leakage Current - High Logic State 
(Bus Driver) Output, Vqh(B) = 2.4 v > 
(Receiver Output, VoH(R) = 2.4 V) 


'OHL(B) 
'OHL(R) 


- 


- 


100 
100 


ma 


Output Disabled Leakage Current — Low Logic State 
(Bus Output, Vql(B) = °- 5 V) 
(Receiver Output, Vql(R) = 0.5 V) 


'OLL(B) 
'OLL(R) 


- 


- 


-100 
-100 


ma 


Input Clamp Voltage 

(Driver Enable Input l|D(DE) = ~"12 m A) 
(Receiver Enable Input Ijc(RE) = + 12 mA) 
(Driver Input l|C(D) = — 12 mA) 


V|C(DE) 
V IC(RE) 
V IC(D) 


- 


- 


-1 
-1 
-1 


V 


Output Short-Circuit Current, Vqc = 5 25 V H* 
(Bus (Driver) Output) 
(Receiver Output) 


'OS(B) 
•OS(R) 


-50 
-30 


- 


-150 
-75 


mA 


Power Supply Current 
(V CC = 5.25 V) 


•cc 


- 


~ 


87 


mA 




(1) Only one output may be short-circuited at a time. 
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SWITCHING CHARACTERISTICS (Unless otherwise noted, specifications apply at T A = 25°C and V cc - 5.0 V) 



Characteristic 


Symbol 


Figure 


Min 


Max 


Unit 


Propagation Delay Time from Receiver (Bus) Input to 
High Logic State Receiver Output 


tPLH(R) 


1 


- 


14 


ns 


Propagation Delay Time from Receiver (Bus) Input to 
Low Logic State Receiver Output 


tPHL(R) 


1 


— 


14 


ns 


Propagation Delay Time from Driver Input to 
High Logic State Driver (Bus) Output 


tPLH(D) 


2 


— 


14 


ns 


Propagation Delay Time from Driver Input to 
Low Logic State Driver (Bus) Output 


tPHL(D) 


2 


- 


14 


ns 


Propagation Delay Time from Receiver Enable Input to 
High Impedance (Open) Logic State Receiver Output 


tPLZ(RE) 


3 


- 


15 


ns 


Propagation Delay Time from Receiver Enable Input to 
Low Logic Level Receiver Output 


tPZL(RE) 


3 


- 


20 


ns 


Propagation Delay Time from Driver Enable Input to 
High Impedance Logic State Driver (Bus) Output 


tPLZ(DE) 


4 


- 


20 


ns 


Propagation Delay Time from Driver Enable Input to 
Low Logic State Driver (Bus) Output 


tPZL(DE) 


4 


- 


25 


ns 



1 



FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY FROM 
BUS (RECEIVER) INPUT TO RECEIVER OUTPUT, t PL H(R) ANDt PH L(R) 



t TLH ^ 5 -0 ns " 
2.6 V 



Input 



t PHL(R)~ 
VOH- 



7 



90% 
1.5 V 



v OH . 

Output 15V J_ 

vol ^ 



" t THL ** 5.0 ns 



\ 1.5 V 

yio% 



Input Pulse Frequency = 10 MHz 
-tpi_H(R) Duty Cycle = 50% 



/ 



To Scope 
(Input) 



(XL) 



Enable 
Input 



To Scope 
(Input) 



Pulse 
Generator V_^ 



»put r\ 



SUSJ 



Receiver (Bus) 
Input 
O- 



Receiver 

Output 

— O 




Driver 
Input 
O 



1N916 
or Equiv. 
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FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER INPUT TO BUS (DRIVER) OUTPUT, tp L H(D) AND tp H L(D) 



t-fHL ^ 50 ns 



Input 




nput Pulse Frequency = 10 MHz 
Duty Cycle = 50% 



To Scope Dnver 

(Input) 




To Scope 
(Output) 



1N916 
or Equiv 

— w— 



300 pF 



FIGURE 3 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER ENABLE INPUT TO RECEIVER OUTPUT, t PL2 ( RE ) AND t PZL ( RE ) 



t TLH ^ 5 -° ns ~ 
2.6 V 



tPLZ(RE) " 
«3.5 V 




To Scope 2.6 V 

(Input) • 



Pu.se (XL) 
Generator 



Receiver Enable 
Input 



<> <Ol 



Receiver (Bus) 

Input 
O < 



Driver Enable 

Input 

•— O 





-t-rHL^ 50 ns 



A 



Input Pulse Frequency =50 MHz 
Duty Cycle = 50% 



To Scope 
(Output) 



Receiver 

Output 

O 



_i_ 1N916 

5.0k< ^p30pF IZ. or Equiv 
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FIGURE 4 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIMES FROM 
DRIVER ENABLE INPUT TO DRIVER (BUS) OUTPUT, tp L 2(DE) AND tp Z L(DE) 
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5.0 V 
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Driver (Bus) 
Output 



50k? ?k 300 pF 
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FIGURE 5 - BIDIRECTIONAL BUS APPLICATIONS 
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L SUFFIX 

CERAMIC PACKAGE 
| CASE 620-02 

R 0JA = 100°C/W(Typ) 



wmm 



.1 -J.i-JU 



^1 



-~Lj M—i \ 



NOTES: 

1 LEADS WITHIN 0.13 mm (0.005) RADIUS 
OF TRUE POSITION AT SEATING PLANE 
AT MAXIMUM MATERIAL CONDITION 

2 PKG. INDEX. NOTCH IN LEAD 
NOTCH IN CERAMIC OR INK DOT 

3 DIM "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


19.05 


19.81 


0.750 


0.780 


B 


6.22 


6.98 


0.245 


0.275 


C 


4.06 


5.08 


0.160 


0.200 


D 


0.38 


0.51 


0.015 


0.020 


F 


1.40 


1.65 


0.055 


0.065 


G 


2.54 BSC 


0.1 OC 


BSC 


H 


0.51 


1.14 


0.020 


0.045 


J 


0.20 


0.30 


0.008 


0.012 


K 


3.18 


4.06 


0.125 


0.160 


L 


7 37 


7.87 


0.290 


0.310 


M 


- 


15° 


- 


15° 


N 


0.51 


1.02 


0.020 


0.040 



. nnnnnnnn 




P SUFFIX 

f PLASTIC PACKAGE 
CASE 64805 
R 0JA = 100°C/W(Typ) 

OPTIONAL LEAD 
CONFIG. (1.8,9,8.16) 



_„|. -la U- JL D s \ ATlNC kJ 4~j mJU 




NOTES. 

1. LEADS WITHIN 0.13 mm 
(0.005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION. 

2. DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL. 



3. DIMENSION "B" DOES NOT 
INCLUDE MOLD FLASH. 

4. "F" DIMENSION IS FOR FULL 
LEADS. "HALF" LEADS ARE 
OPTIONAL AT LEAD POSITIONS 
1,8, 9, and 16). 

5. ROUNDED CORNERS OPTIONAL 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


18.80 


21.34 


0.740 


0.840 


B 


6.10 


6.60 


0.240 


0.260 


C 


4.06 


5.08 


0.160 


0.200 





0.38 


0.53 


0.015 


0.021 


F 


1.02 


1.78 


0.040 


0.070 


G 


2 54 BSC 


0.100 BSC 


H 


0.38 


2.41 


0.015 


0.095 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.30C 


BSC 


M 


0* 


10° 


0° 


100 


N 


0.51 


1.02 


0.020 


0.040 



THERMAL INFORMATION 



The maximum power consumption an integrated circuit 
can tolerate at a given operating ambient temperature, can 
be found from the equation 

D _ Tj( m ax) -Ta 

D(TA) = R0JA<Typ) 
Where. Pq(Ta) = Power Dissipation allowable at a given 
operating ambient temperature. This must be greater than 



the sum of the products of the supply voltages and supply 
currents at the worst case operating condition. 

Tj(max) = Maximum Operating Junction Temperature 

as listed in the Maximum Ratings Section 
Ta = Maximum Desired Operating Ambient 

Temperature 
R#jA(Typ) = Typical Thermal Resistance Junction to 
Ambient 
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MOTOROLA 



Advance Information 



SYNCHRONOUS ADDRESS MULTIPLEXER 

The SN74LS783/MC6883 brings together the MC6809E 
(MPU), the MC6847 (Color Video Display Generator) and dy- 
namic RAM to form a highly effective, compact and cost ef- 
fective computer and display system. 

• MC6809E, MC6800, MC6801E, MC68000 and MC6847 (VDG) 

Compatible 

• Transparent MPU/VDG/Refresh 

• RAM size — 4K, 8K, 16K, 32K or 64K Bytes (Dynamic or 

Static) 

• Addressing Range — 96K Bytes 

• Single Crystal Provides All Timing 

• Register Programmable: 

VDG Addressing Modes 

VDG Offset (0 to 64K) 

RAM Size 

Page Switch 

MPU Rate (Crystal - 16 or - 8) 

MPU Rate (Address Dependent or Independent) 

• System "Device Selects" Decoded 'On Chip' 

• Timing is Optimized for Standard Dynamic RAMs 

• +5.0 V Only Operation 

• Easy Synchronization of Multiple SAM Systems 

• DMA Mode 



SYSTEM BLOCK DIAGRAM 



j£ 



Device Selects 



<= 



To 

ROMs 

and 

I/O 
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R/W 
E 
Q 



MC6809E 
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TTT 



TV Display Section 
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RAS" we 

DYNAMIC 
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SN74LS783 
MC6883 



SYNCHRONOUS 

ADDRESS 

MULTIPLEXER 



LOW POWER SCHOTTKY 



flUIWr 


^0 

'[. N SUFFIX 


40^P W 


PLASTIC PACKAGE 


f fc« 


CASE 711 


1 

^_ J gU||p 


IW 


Wm 


J SUFFIX 


1 


CERAMIC PACKAGE 




CASE 734 



PIN ASSIGNMENT 


1 lz 


A11 


vcc 


Z3 40 


2 lz 


A10 


A12 


Z3 39 


3CZ 


A9 


A13 


ZD 38 


4LZ 


A8 


A14 


ZD 37 


5EZ 
6*Z 


Osq n 
Oscout 


A15 
Z7 


Zl 36 


Z3 35(RAS1) 


7 LZ 


VCIk 


Z6 


Z3 34 


8 LZ 


DAO 


Z5 


Zl 33 


9 CZ 


HS 


Z4 


ZD 32 


10 LZ 


WE 


Z3 


Zl 31 


11 LZ 


CAS 


Z2 


Zl 30 


12 LZ 


RASO 


Z1 


Zl 29 


13 LZ 


Q 


zo 


ZJ 28 


14 LZ 


E 


SO 


Zl 27 


15 LZ 


R/W 


SI 


Zl 26 


16 LZ 


A0 


S2 


Z3 25 


17 LZ 


A1 


A7 


Zl 24 


18 LZ 


A2 


A6 


Zl 23 


19 ZH 


A3 


A5 


Zl 22 


20 lz: 


Gnd 


A4 


ZJ 21 











4-630 



SN74LS783-MC6883 



MAXIMUM RATINGS Oa - 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


-0.5 to +7.0 


Vdc 


Input Voltage (Except Osq n ) 


V| 


-0.5 to 10 


Vdc 


Input Current (Except Osc| n ) 


ll 


-30 to +5.0 


mA 


Output Voltage 


vo 


-0.5 to +7.0 


Vdc 


Operating Ambient Temperature Range 


T A 


Oto +70 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°C 


Input Voltage Osc| n 


V|Osc, n 


-0.5 to Vcc 


Vdc 


Input Current Osq n 


"I0sc, n 


-0.5 to +5.0 


mA 


RECOMMENDED OPERATING CONDITIONS 


Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


vcc 


4.75 to 5.25 


Vdc 


Operating Ambient Temperature Range 


T A 


Oto +70 


°C 



DC CHARACTERISTICS (Unless otherwise noted specifications apply over recommended power supply and 
temperature ranges.) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Units 


Input Voltage — High Logic State 


V|H 


2.0 


— 


— 


V 


Input Voltage — Low Logic State 


V|L 


— 


— 


0.8 


V 


Input Clamp Voltage 
(Vcc = Min, lj n = -18 mA) All Inputs Except Osc| n 


V|K 


— 


— 


-1.5 


V 


Input Current — High Logic State at Max Input Voltage 
(Vcc = Max, Vj n = 5.25 V) VCIk Input 
(Vcc = Max, V jn = 5.25 V) DA0 Input 
(Vcc = Max, Vjn = 5.25 V) Oscout '"P"* 
(Vcc = Max, V m = 7.0 V) All Other Inputs Except Osc| n 


"I 


- 


- 


200 
100 
250 
100 


u.A 


Input Current High Logic State 
(Vcc = Max, Vj n = 2.7 V) All Inputs Except VCIk, Osc in * 


l|H 








20 


H.A 


Input Current — Low Logic State 
(Vcc = Max, Vj n = 0.4 V) DA0 Input 
(Vcc = Max, V, n = 0.4 V) VCIk Input 
(Vcc = Max, Vj n = 0.4 V, Oscj n = Gnd) OscQut ln P ut 
(Vcc = Max, Vj n = 0.4 V) All Other Inputs Except Osc| n 


"IL 


— 


-30 


-1.2 
-60 
-8 
-.4 


mA 


Output Voltage — High Logic State 
(Vcc = M'"' 'OH = -1.0 mA) RAS0, RAS1, CAS, WE 
(Vcc = Min, loH = -0.2 mA) E, Q 
(Vcc = Min, Ioh - -0 - 2 mA ) A " Other Outputs 


VOH(C) 

VOH(E) 

VOH 


3.0 

V C C " 0.75 

2.7 


- 


- 


V 


Output Voltage — Low Logic State 
(Vcc = Min, Iol = 8.0 mA) RAS0, RAS1, CAS, WE 
(Vcc = Min, Iol = 40 mA > E » Q Outputs 
(Vcc = Min, Iol = 0.8 mA) VCIk Output 
(Vcc = Min, Iol = 4 -° mA > All Other Outputs 


VOL(C) 
VOL(E) 
VOL(V) 

vol 


— 


- 


0.5 
0.5 
0.6 
0.5 


V 


Power Supply Current 


ice 


— 


180 


230 


mA 


Output Short-Circuit Current 


'OS 


30 


— 


225 


mA 




•Including OscQut (when Osq n is grounded). 
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AC CHARACTERISTICS (4.75 V^V C c^5.25 V and 0<T A ^70°C, unless 


otherwise noted). 






Characteristic 


Symbol 


Min 


Typ 


Max 


Units 


Propagation Delay Times 
(See Circuit in Figure 9) Oscillator-ln ~\_ to Oscillator-Out^r 
Oscillator-ln_/~to Oscillator-Out^- 

(Cl = 195 pF) AO thru A15 to ZO, Z1, Z2 thru Z7 
(Cl = 30 pF) AO thru A15, R/W to SO, SI, S3 

(Cl = 95 pF) Oscillator-Out ~X_to RASP -f 
(Cl = 95 pF) Oscillator-Out ~X_to RASO "X. 

(Cl = 95 pF) Oscillator-Out >_to RAS1 jT 
(Cl = 95 pF) Oscillator-Out X.to RAS1 X. 

(Cl = 195 pF) Oscillator-Out "X. to CAS JT 
(Cl = 195 pF) Oscillator-Out X_to CAS X. 

(Cl = 195 pF) Oscillator-Out X_ to WE jT 
(Cl = 195 pF) Oscillator-Out X.to WE X_ 

(Cl = 100 pF) Oscillator-Out "Xto E JT 
(Cl = 100 pF) Oscillator-Out Xto E X_ 

(Cl = 100 pF) Oscillator-Out X_ to Q_*"~ 
(Cl = 100 pF) Oscillator-Out X_ to Q"X 

(Cl = 30 pF) Oscillator-Out_>T to VCIk jT 

(Cl = 30 pF) Oscillator-Out _>T to VCIkX. 

(Cl = 195 pF) Oscillator-Out X to Row Address 

(Cl = 195 pF) Oscillator-Out X to Column Address 

(Cl = 15 pF) Oscillator-Out X to DA0_iT Earliest (D 
(Cl = 15 pF) Oscillator-Out X to DA0 -*~Latest(D 

(Cl=95 pF on RAS, Cl = 195 pFon CAS) CASXto RAS_jT 


td(OL-OH) 
td(OH-OL) 


- 


3.0 
20 


~ 


ns 


td(A-Z) 
td(A-S) 


— 


28 
18 





td(OL-ROH) 
td(OL-ROL) 





20 
18 


— 


*d(OL-R1H) 
td(OL-R1L) 


— 


22 

20 





td (OL-CH) 
td(OL-CL) 


— 


20 
20 


— 


td(OL-WH) 
td(OL-WL) 


— 


22 
40 


— 


td(OL-EH) 
td(OL-EL) 





55 
25 


I 


td(OL-QH) 
td(OL-QL) 





55 
25 





td(OH-VH) 
td(OH-VL) 


— 


50 
65 


— 


td(OL-AR) 
td(OL-AC) 


— 


36 
33 


— 


td(OL-DH) 
td(OL-DH) 





-15 

+ 15 


— 


td(CL-RH) 


— 


208 


— 


Setup Time for A0 thru A1 5, R/W Rate = -16 

Rate = - 8 


tsu(A) 


— 


28 
28 


— 


ns 


Hold Time for A0 thru A1 5, R/W Rate = -16 

Rate = - 8 


*h(A) 





30 
30 


— 


ns 


Width of HS Low 2 


twL(HS) 


2.0 


5.0 


6.0 


(JLS 



Notes* 1 When using the SAM with an MC6847, the rising edge of DA0 is confined within the range shown in the timing diagrams (unless the 
synchronizing process is incomplete ) The synchronization process requires a maximum of 32 cycles of Oscrjut f° r completion 
2- tyVL(HS) wider than 6 \ls may yield more than 8 sequential refresh addresses 
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PIN DESCRIPTION TABLE 







Name 


No. 


Function 




o 
a. 


vcc 


40 


Apply + 5 volts ± 5%. SAM draws less than 230 mA. 




Gnd 


20 


I Return Ground for +5 volts. 




A15 


36 


Most Significant Bit. 






A14 


37 








A13 


38 


MPU address bits A0-A15. These 16 signals come directly from the MPU and are used to 




o 


A12 


39 


directly address up to 64K memory locations or to indirectly address up to 96K memory 




** 


A11 


1 


locations. (See pages 17 and 18 for memory maps). Each input is approximately equivalent 




o 
a 


A10 


2 


to one low power Schottky load. 




A9 


3 






c 


A8 


4 






CO 
(A 


A7 


24 






(0 
CD 


A6 


23 




(A 

C 


■o 


A5 


22 




£ 


< 


A4 


21 




3 


D 


A3 


19 




a 


a. 
5 


A2 
A1 


18 
17 








AO 


16 


Least Significant Bit. 


R/W 


15 


MPU READ or WRITE. This signal comes directly from the MPU and is used to enable writing 










to the SAM control register, dynamic RAM (via WE), and to enable device select #0. 




0sc| n 


5 


Apply 14.31818* MHz crystal and 2.5-30 pF trimmer to ground. See page 12. 




DAO 


8 


Display Address DAO. The primary function of this pin is to input the least significant bit of a 










16-bit video display address. The more significant 15-bits are outputs from an internal 15-bit 










counter which is clocked by DAO. The secondary function of this pin is to indirectly input the 




of 






logic level of the VDG "FS" (field synchronization pulse) for vertical video address updating. 




HS 


9 


Horizontal Synchronization. The primary function of this pin is to detect the falling edge of 




> o 






VDG "HS" pulse in order to initiate eight dynamic RAM refresh cycles. The secondary function 
is to reset up to 4 least significant bits of the internal video address counter. 






VCIk 


7 


VDG Clock. The primary function of this pin is to output a 3.579545 MHz square wave** to the 
VDG "Clk" pin. The secondary function resets the SAM when this VCIk pin is pulled to logic 
"0" level, acting as an input. 




OscQut 


6 


Apply 1.5 kO resistor to 14.31818* MHz crystal and 33 pF capacitor to ground. See page 12. 




S2 


25 


Most Significant Bit (Device Select Bits). The binary value of S2, S1, SO selects one of eight 




o t> 


S1 


26 


"chunks" of MPU address space (numbers through 7). Varying in length, these "chunks" 




> « 






provide efficient memory mapping for ROMs, RAMs, Input/Output devices, and MPU Vectors. 




® cut 






(Requires 74LS 138-type demultiplexer). 






SO 


27 


Least Significant Bit. 


CO 


E 


14 


E (Enable Clock) "E" and "Q" are 90° out of phase and are both used as MPU clocks for the 




3 •* 

0- ** 






MC6809E. For the MC6800 and MC6801E, only "E" is used. "E" is also used for many MC6800 


Cft 


5- 
o 






peripheral chips. 


** 

3 




Q 


13 


Q (Quadrature Clock). 




Z7t 


35 


Most Significant Bit 


a 




Z6t 


34 


First, the least significant address bits from the MPU or "VDG" are presented to Z0-Z5 (4K 


O 


Mi 


Z5t 


33 


x 1 RAMs) or Z0-Z6 (16K x 1 RAMs) or Z0-Z7 (64K x 1 RAMs). Next, the most significant 




2» » 


Z4t 


32 


address bits from the MPU or "VDG" are presented to Z0-Z5 (4K x 1 RAMs) or Z0-Z6 




2 ?| 


Z3t 


31 


(16K x 1 RAMs) or Z0 -Z7 (64K x 1 RAMs). Note that for 4K x 1 and 16K x 1 RAMs, Z7 (Pin 




<, 


Z2t 


30 


35) is not needed for address information. Therefore, Pin 35 is used for a second row 






Z1t 


29 


address select which is labeled (RAS1). 






ZOt 


28 


Least Significant Bit. 




RAS1t 


35 


Row Address Strobe One. This pulse strobes the least significant 6,7 or 8 address bits into 










dynamic RAMs in Bank #1. 




S2 


RASOt 


12 


Row Address Strobe Zero. This pulse strobes the least significant 6,7 or 8 address bits into 




< c 
AC o 

o 






dynamic RAMs in Bank #0. 




CASt 


11 


Column Address Strobe. This pulse strobes the most significant 6,7 or 8 address bits into 










dynamic RAMs. 






WEt 


10 


Write Enable. When low, this pulse enables the MPU to write into dynamic RAM. 



M4.31818 MHz is 4 times 3.579545 MHz television color subcarrier. Other frequencies may be used. (See page 12.) 
**When VDG and SAM are not yet synchronized the "square wave" will stretch (see page 10.) 
t Due to fast transitions, ferrite beads in series with these outputs may be necessary to avoid high frequency (= 60 MHz) resonances. 
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FIGURE 2 — TIMING WAVEFORMS for MPU RATE = SLOW 
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•Timing points marked with "*" are defined elsewhere (specifically, 8 cycles of "Oscrjut" to tne ,ert or ri 9 nt ' 

Note 1 The period of "VCIk" is four times that of "Oscout" unless the synchronization process is incomplete Also, 
VCIk may rise within t<j(OH-VH) nanoseconds of tO, t1, t2 or tF 
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FIGURE 3— TIMING WAVEFORMS for MPU RATE = FAST 
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•Timing points marked with "*" are defined elsewhere (specifically, 8 cycles of "Osco u t" to the left or the right ) 
Notes 1 * In the "fast MPU rate" mode, the time slot otherwise used for a VDG address is used for a second MPU address 
2: The period of "VCIk" is four times that of "OscQut" uniess the synchronization process is incomplete 
Also, VCIk may rise within td(OH-VH) nanoseconds of tO, t1, t2, or tF 
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FIGURE 4 — SAM BLOCK DIAGRAM 
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(See page 9 for signal 
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% 
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M1 
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RO 
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]]dao 



VDGTiming 

Error 

Detector 

A J Error 
Start 
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Reset 



X» ,E « 



-~HR* 



Automatic 

(Internal) 

Reset 



VCCA 



Bit and Polarity "p 



Select (AO-A4) 
2 



Master 
Timing 
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,HR IER. 
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-^ Window 
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See Text . . . Page 8. 
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SAM BLOCK DIAGRAM DESCRIPTION 

MPU Addresses (AO - A15): 

These 16 signals come directly from the MPU and are used to directly address up to 64K memory locations 
(K = 1024) or to indirectly address up to 96K memory locations, by using a paging bit "?" (see pages 17 and 
18 for memory maps.) Each input is approximately equivalent to one low power Schottky load, 

VDG Address Counter (BO - B15): 

These 16 signals are derived from one input (DAO) which is the least significant bit of the VDG address. Most 
of the counter is simply binary. However, to duplicate the various addressing modes of the MC6847 VDG, 
ADDRESS MODIFIER logic is used. Selected by three VDG mode bits (V2, VI, and VO) from the SAM CONTROL 
REGISTER, eight address modifications are obtained as shown in Figure 5. 

Also, notice that bits B9-B15 may be loaded from bits F0-F6 from the CONTROL REGISTER. This allows the 
starting address of the VDG display to be offset (in V2K increments) from $0000 to $FFFFt . B9-B15 are loaded 
when a VERTICAL PRE-LOAD(VP) pulse is generated. VP goes active (high) when HS from the VDG rises if DAO 
is high (or a high impedance.) This condition should occur only while the TV electron beam is in vertical 
blanking and is simply implemented by connecting FS and MS together on the MC6847. The VP pulse also 
dears bits B1 - B8. 

Finally, a HORIZONTAL RESET (HR) pulse may also affect the counter by clearing bits B1 - B3 or B1 - B4 
when HS from the VDG is LOW (see Figure 5.) The HR pulse should occur only while the TV electron beam is 
in horizontal blanking. 

In summary, DAO clocks the VDG ADDRESS COUNTER; HR initializes the horizontal portion and VP initializes 
the vertical portion of the VDG ADDRESS COUNTER. 

REFresh Address Counter (CO - C6): 

A seven bit binary counter with outputs labeled CO - C6 supplies bursts of eight* sequential addresses 
triggered by a HS high to low transition. Thus, while the TV electron beam is in horizontal blanking, eight 
sequential addresses are accessed. Likewise, the next eight addresses are accessed during the next horizontal 
blanking period, etc. In this manner, all 128 addresses are refreshed in less than 1.1 milliseconds. 

Address Multiplexer: 

Occupying a large portion of the block diagram in Figure 4, is the address multiplexer which outputs bits 
Z0-Z7 (as addresses to dynamic RAM's.) Inputs to the address multiplexer include the VDG address (BO - B15) 
the REFresh address (CO- C6) and the MPU address (AO - A15) or (AO - A14 plus one paging bit "P".) The paging 
bit "?" is one bit in the SAM CONTROL REGISTER that is used in place of A15 when memory map TYpe #0 is 
selected (via the SAM CONTROL REGISTER "TY" bit.) 

Figure 6 shows which i nputs are routed to Z0 - Z7 and when the routing occurs relative to one SAM machine 
cycle. Notice that Z7 and RAS1 share the same pin. Z7 is selected if "Ml" in the SAM CONTROL REGISTER IS 
HIGH (Memory size = 64K.) 

Address Decode: 

At the top left of Figure 4, is the Address Decode block. Outputs S2, S1, and SO form a three bit encoded 
binary word(S). Thus S may be one of eight values (0 through 7) with each value representing a different range 
of MPU addresses. (To enable peripheral ROM's or I/O, decode the S2, SI, and SO bits into eight seperate 
signals by using a 74LS138, 74LS155 or 74LS156. Notice that S2, S1, and SO are not gated with any timing 
signals such as E or Q.) 

Along with the A5 - A15 inputs is the MEMORY MAP TYpe bit (TY.) This bit is soft-programmable (as are all 
16 bits in the SAM CONTROL REGISTER,) and selects one of two memory maps. Memory map #0 is intended 
to be used in systems that are primarily ROM based. Whereas, memory map #1 is intended for a primarily 
RAM based system with 64K contiguous RAM locations (minus 256 locations.) The various meanings of S2, S1, 
SO are tabulated in Figure 16 (page 19) and again on pages 17 and 18. 

In addition to S2, S1, and SO outputs is a decode of $FFCO through $FFDF which, when gated with E and 
R/W, results in the write strobe for the SAM CONTROL REGISTER. 

SAM Control Register 

As shown in Figure 4, the CONTROL REGISTER has 16 "outputs": 
VDG Addressing Modes: V2, V1,V0 MPU Rate: R1, R0 

VDG Address OFFset: F6, F5, F4, F3, F2, F1, F0 Memory Size (RAM): M1, M0 

32K Page Switch: P Memory Map TYpe: TY 

When the SAM is reset (see page 10,) all 16 bits are cleared. To set any one of these 16 bits, the MPU simply 
writes to a unique** odd address (within $FFC1 through $FFDF.) To clear any one of these 16 bits, the MPU 

* If HS is held low longer than 8 |xs, then the number of sequential addresses in one refresh "BURST" is proportional to the time interval 
during which HS is low. 
** See pages 17 or 18 for specific addresses, 
t In this document, the "$" symbol always preceeds hexidecimal characters 
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simply writes to a unique** even address (within $FFCO through $FFDE.) Note that the data on the MPU data 
bus is irrevelant. 

Inputs to the control register include A4, A3, A2, A1 (which are used to select which one of 16 bits is to be 
cleared or set), AO (which determines the polarity . . . clear or set,) and R/W, E and $FFCO - $FFDF (which 
restrict the method, timing and addresses for changing one of the 16 bits.) For more detailed descriptions of 
the purposes of the 16 control bits, refer to related sections in the BLOCK DIAGRAM DESCRIPTION (pages 8 
through 12) and the PROGRAMMING GUIDE (pages 14 through 18). 

** See pages 17 or 18 for specific addresses. 



FIGURE 5 — VDG ADDRESS MODIFIER 




Mode 


Division Variables 


Bits Cleared by HS (low) 


V2 V1 VO 


X Y 


B1-B4 
B1-B3 



1 


1 12 
3 1 


1 
1 1 


1 3 

2 1 


B1-B4 
B1-B3 


1 
1 1 


1 2 

1 1 


B1-B4 
B1-B3 


1 1 

1 1 1 


1 1 
1 1 


B1-B4 

None (DMA MODE) 



FIGURE 6 — SIGNAL ROUTING for ADDRESS MULTIPLEXER 



Memory Size 


Signal 
Source 


Row/Column 


Signals Routed to Z0-Z7 


Timing 
(Figure 2) 


Ml MO 




Z7 


Z6 


Z5 


Z4 


Z3 


Z2 


Z1 


ZO 
























4K 


MPU 


ROW 


* 


A6 


A5 


A4 


A3 


A2 


A1 


A0 


T7-TA 


COL 


* 


L 


A11 


A10 


A9 


A8 


A7 


A6 


TA-TF 


VDG 


ROW 


* 


B6 


B5 


B4 


B3 


B2 


B1 


B0 


TF-T2 


COL 


* 


L 


B11 


B10 


B9 


B8 


B7 


B6 


T2-T7 


REF 


ROW 


* 


C6 


C5 


C4 


C3 


C2 


C1 


CO 


TF-T2 


COL 


* 


L 


L 


L 


L 


L 


L 


L 


T2-T7 
























16K 1 


MPU 


ROW 


* 


A6 


A5 


A4 


A3 


A2 


A1 


A0 


T7-TA 


COL 


* 


A13 


A12 


A11 


A10 


A9 


A8 


A7 


TA-TF 


VDG 


ROW 


* 


B6 


B5 


B4 


B3 


B2 


B1 


B0 


TF-T2 


COL 


* 


B13 


B12 


B11 


B10 


B9 


B8 


B7 


T2-T7 


REF 


ROW 


* 


C6 


C5 


C4 


C3 


C2 


C1 


CO 


TF-T2 


COL 


* 


L 


L 


L 


L 


L 


L 


L 


T2-T7 


64K (dynamic) 

1 


MPU 


ROW 


A7 


A6 


A5 


A4 


A3 


A2 


A1 


A0 


T7-TA 


COL 


P/A15*** 


A14 


A13 


A12 


A11 


A10 


A9 


A8 


TA-TF 


VDG 


ROW 


B7 


B6 


B5 


B4 


B3 


B2 


B1 


B0 


TF-T2 


COL 


B15 


B14 


B13 


B12 


B11 


B10 


B9 


B8 


T2-T7 


REF 


ROW 


L 


C6 


C5 


C4 


C3 


C2 


C1 


CO 


TF-T2 


COL 


L 


L 


L 


L 


L 


L 


L 


L 


T2-T7 


64K (static) 

1 1 


MPU 


ROW 


A7 


A6 


A5 


A4 


A3 


A2 


A1 


A0 


T7-T9 


COL 


P/A15*** 


A14 


A13 


A12 


A11 


A10 


A9 


A8 


T9-TF 


VDG 


ROW 


B7 


B6 


B5 


B4 


B3 


B2 


B1 


B0 


TF-T1 


COL 


B15 


B14 


B13 


B12 


B11 


B10 


B9 


B8 


T1-T7 


REF 


ROW 


L 


C6 


C5 


C4 


C3 


C2 


C1 


CO 


TF-T1 


COL 


L 


L 


L 


L 


L 


L 


L 


L 


T1-T7 



Notes: "L" implies logical LOW level. 

*T? functions as RAS 1 and its level is address dependent. For example, when using two banks of 16K x 1 RAMs, RAS0 is active for addresses 
$0000 to $3FFF and RAS1 is active for addresses $4000 to $7FFF. 
***lf Map TYpe = 0, then page bit "P" is the output (otherwise A15). 
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Internal Reset 

By lowering Vcc below 0.6 volts for at least one millisecond, a complete SAM reset is initiated and is 
completed within 500 nanoseconds after Vcc ris es above 4.25 volts. 

NOTE: In some applications, (for example, multiple "VDG-RAM" systems controlled by a single MPU) 
multiple SAM ICs can be synchronized as follows: 

• Drive all SAM's from one external oscillator. 

• Stop external oscillator. 

• Lower Vcc below 0.6 volts for at least 1.0 millisecond. 

• Raise Vcc t0 5 -° volts. 

• Start external oscillator. 

• Wait at least 500 nanoseconds. 

Now, the "E" clocks from all SAM's should be in-phase. 

External Reset 

When the VCIk pin on SAM is forced below 0.8 volts for at least eight cycles of "oscillator-out", the SAM 
becomes partially reset. That is, all bits in the SAM control register are cleared. However, signals such as RAS, 
CAS, WE, E or Q are not stopped (as they are with an internal reset), since the SAM must maintain dynamic 
RAM refresh even during this external reset period. 

Figure 7 shows how VCIk can be pulled low through diode D1 when node "A" is low.* When node "A" is 
high, only the backbiased capacitance of diode D1 loads the 3.58 MHz on VCIk. Diode D2 helps discharge C1 
(Power-on-Reset capacitor) when power is turned off. Diode D3 allows the MPU reset time constant R2C2 to 
be greater than the SAM reset time constant. Thereby, ensuring release of the SAM reset prior to attempting 
to program the SAM control register. 



FIGURE 7 — EXTERNAL RESET CIRCUITRY 
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VDG Synchronization 

In order for the VDG and MPU to share the same dynamic RAM (see page 13,) the VDG clock must be stopped 
until the VDG data fetch and MPU data fetch are synchronized as shown in Figure 12. Once synchronized, the 
VDG clock resumes its 3.579545 MHz rate and is not stopped again unless an extreme temperature change (or 
SAM reset) occurs. When stopped, the VDG clock remains stopped for no more than 32 OscQut c Y c 'es (ap- 
proximately 2 microseconds.) 

In the block diagram in Figure 4, DA0 e nters a block labeled VDG Timing Error Detector. If DA0 rises between 
time reference points** t^ and tq, then Error is high and VCIk is the result of div iding BOSC (Buffered OscQut 
~ 14 MHz) by four. However, if DA0 rises outside the time Window t^ to tq, then Error goes LOW and the VDG 
stops. A START pulse at time reference point tb (center of Window) restarts the VDG . . . properly synchronized. 

*Use a diode with sufficiently low forward voltage drop to meet Vjl requirement at VCIk 
**See timing diagrams on page 5 and 6. 



4-639 



SN74LS783*MC6883 



Changing the MPU Rate (by changing SAM control register bits RO, R1). 

Two bits in the SAM control register determine the period of both "E" and "Q" MPU clocks. Three rate modes 
are implemented as follows: 



RATE MODE R1 RO 



SLOW 



A.D. 1 

(Address Dependent) 



FAST 



The frequency of "E" (and "Q") is f crystal - 16. This rate mode is automatically selected when 
the SAM is reset. Note that system timing is least critical in this "SLOW" rate mode. 



The frequency of "E" (and "Q") is either f crystal 
the MPU is presenting. 



16 or f crystal - 8, depending on the address 



The frequency of "E" (and "Q") is f crystal - 8. This is accomplished by stealing the time that 
is normally used for VDG/REFRESH, and using this time for the MPU. Note: Neither VDG display 
nor dynamic RAM refresh are available in the "FAST" rate mode. (Both are available in SLOW 
and A.D. rate modes). 



When changing between any two of the three rate modes, the following procedures must be followed to 
ensure that MPU timing specifications are met: 



■ 



RATE MODE 



SLOW 



A.D. 



FAST 



-^ 



Set RO 



•^-Set R1 



* ^-Sequence #1 



X-Se 



(See Below) 
Set RO, then CLEAR R1 



This direct path is f 
f not allowed except by \ 

V-Set R1. 



hardware reset. ~A 



May be ANY address from $0000 to $7FFF. 
SEQUENCE #1: _*_ 
7D 00 00 TST #$0000 . . . Synchronizes STA instruction to write during T2-TG (See Figure #8).* 
21 00 BRN 00 

B7 FF D6 STA #$FFD6 . . . Clears bit R0 

*Note: "TST" instruction affects MC6809E condition code register 

Changing the MPU Rate (In Address Dependent Mode) 

When the SAM control register bits "R1", and "R0" are programmed to "0" and "1", respectively, the 
Address Dependent Rate Mode is selected. In this mode, the ■*• 16 MPU rate is automatically used when 
addressing within $0000 to $7FFF* or $FF00 to $FF1F ranges. Otherwise the -r 8 MPU rate is automatically 
used. (Refer to Figure 8 for sample "E" and "Q" waveforms yielding - 8 to - 16 and - 16 to - 8 rate 
changes). This mode often nearly doubles the MPU throughput while still providing transparent VDG and 
dynamic, RAM refresh functions. For example, since much of the MPU's time may be spent performing 
internal MPU functions (address = $FFFF)**, accessing ROM (address = $8000 to $FEFF) or accessing I/O 
(address = $FF20 — $FF5F), the faster f crystal -5- 8 MPU rate may be used much of the time. 

Note The VDG operates normally when using the SLOW or A.D rate modes However, in the FAST rate mode, the VDG is not allowed access to 
the dynamic RAM. 

FIGURE 8 — RATE CHANGE E AND Q WAVEFORMS 




"slow" address detected here 



"fast" address detected here 



*When using Memory Map 0, addresses $0000 to $7FFF may access Dynamic RAM 

*The MC6809 outputs $FFFF on A0-A15 when no other valid addresses are being presented 
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Oscillator 

In Figure 4, an amplifier between Osc| n and OscQut provides the gain for oscillation (using a crystal as shown 
in Figure 9.) Alternately, Pin 5 (Osc| n ) may be grounded while Pin 6 (OscQutJ mav De driven at low-power 
Schottky levels as shown in Figure 10. Also, see Vm, V|[_ on page 2. 



OscQut- 




AC Specifications* 





Max 


Typ 


Min 


Units 


tpH(Osc) 


— 


30 


22 


ns 


tpL(Osc) 


— 


30 


22 


ns 


tcycfOsc) 


— 


70 


62.4 


ns 



FIGURE 9 — CRYSTAL OSCILLATOR 



SAM 
MC6883 



— c<- 



I 



o -V Y V 

5 
Osc| 






OsCQut 



R1 
-WVr- 



X 



^ 



Suggested Component Values 



Freq. 
MHz 


cv* 


CF* 


R1* 


?</* 


;;;;* 


X1 


14.31818 


2.5-30 
pF 


33 
PF 


1.5 


~ 100K 


10K 


* 


16.0000 


2.5-30 
pF 


33 
PF 


1.5 


~ 100K 


10K 


* 




Recommended Crystal Parameters 





14.31818 MHz** 


16.0000 MHz** 


Rs 


10 ft ± 2.0 ft 


10 a ± 2.0 n 


CO 


5.0 pF ± 1.5 pF 


6.0 pF ± 1.0 pF 


C1 


0.0245 pF ± 15% 


0.0319 pF ± 15% 


L1 


5.05 mH 


3.1 mH 


Q 


50K ± 10K 


40K ± 10K 



Calibration Tolerance 002% at 26°C 
Temperature Tolerance 001% 0°C to 70°C 




FIGURE 10 — TTL CLOCK INPUT 



SAM 
MC6883 



I 



5 
Osc| n 



"1 (R4 = 200 a Typ, 50 ft Min) 

" R4 



1 "Y 74LS00 

(Used as an input) 



"Optimum values depend on characteristics of the crystal (X1). For many applications, VCIk must be 3.579545 MHz ± 50 Hz' Hence, 
Oscout must be made similarly "drift resistant" (by balancing temperature coefficients of X1, CV, CF, R1, R2 and R3). 

♦Specifically cut for MC6883 are International Crystal Manufacturing, Inc. Crystals (#167568 for 14.31818 MHz or #167569 for 16.0 MHz). 
However, other crystals may be used 
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THEORY OF OPERATION 

Video or No Video 

Although the MC6883 may be used as a dynamic RAM controller without a video display*, most applications 
are likely to include a MC6847 video display generator (VDG). Therefore, this document emphasizes MC6883 
with MC6847 systems. 

Shared RAM (with interleaved DMA) 

To minimize the number of RAM and interface chips, both the MPU and VDG share common dynamic RAM. 
Yet, the use of common RAM creates an apparent difficulty. That is, the MPU and VDG must both access the 
RAM without contention. This difficulty is overcome by taking advantage of the timing and architecture of 
Motorola MPU's (MC6800, MC6801E, MC6809E, MC68000). Specifically, all MPU accesses of external memory 
always occur in the latter half of the machine cycle, as shown below: 

FIGURE 11 — MOTOROLA MPU TIMING 

One Machine Cycle 

A ^ 



(Approx. 1 MHz) 1 I 1 I 1 I « 



'^ ,, 'V 



V 

MPU Address MPU Data MPU Address MPU Data 

Window Window 

Similarly, the MC6847 (non-interlaced) VDG transfers a data byte in a half machine cycle (E or<f>2). Thus, 
when properly positioned, VDG and MPU RAM accesses interleave without contention as shown below: 



FIGURE 12 — MOTOROLA MPU WITH VDG TIMING 



VDG Address 
A 



'E' Clock:-. 
(Approx. 1 MHz) |__ 



This Interleaved Direct Memory Access (IDMA) is synchronized via the MC6883 by centering the VDG data 
window half-way between MPU data windows.** 

The result is a shared RAM system without MPU/VDG RAM access contention, with both MPU and VDG 
running uninterrupted at normal operating speed, each transparent to the other. 

RAM Refresh 

Dynamic RAM refresh is accomplished by accessing eight*** sequential addresses every 64*** microseconds 
until 128 consecutive addresses have been accessed. To avoid RAM access contention between REFRESH and 
MPU, each of the 128 refresh accesses occupies the "VDG half" of the interleaved DMA (IDMA). Furthermore, 
refresh accesses occur only during the television retrace period (at which time the VDG doesn't need to access 
RAM). 

In summary, the VDG, MPU and MC6883's Refresh Counter all transparently access the common dynamic 
RAM without contention or interruption. 

Why IDMA? 

Use of the interleaved direct memory access results in fast modification to variable portions of display RAM, 
by the MPU, without any distracting flashes on the screen (due to RAM access contention.) In addition, the 
MPU is not slowed down nor stopped by the MC6883; thereby, assuring accurate software timing loops without 
costly additional hardware timers. Furthermore, additional hardware and software to give "access permission" 
to the MPU is eliminated since the MPU may access RAM at any time. 

* Only 1 pin, (DAO) out of 40 pins is dedicated to the video display 
** See VDG synchronization (page 10) for more detail. 
*** When not using a MC6847, HS may be wired low for continuous transparent refresh 
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"Systems On Silicon" Concept 

Total Timing 

For most applications, the SAM can supply complete system timing from its on-chip precision 14.31818 MHz 
oscillat or. T his includes buffered MP U clo cks (E and Q), VDG clock, color subcarrier (3.58 MHz), row address 
select (RAS), column address select (CAS) and write enable (WE). 

Total Address Decode 

For most applications, the SAM plus a "1 of 8 decoder" chip completely decodes I/O, ROM and RAM chip 
selects without wasting memory address space and without needlessly chopping-up contiguous address space. 
Chip selects are positioned in address space to allow three types of memory (RAM, local ROM and cartridge 
ROM) independent room for growth. For example, RAM may grow from address $0000-up, cartridge ROM may 
grow from address $FEFF-down and local ROM may grow from $FBFF-down. Alternately, if the application 
requires minimum ROM and maximum contiguous RAM, a second choice of two memory maps places RAM 
from $0000 to $FEFF. (See pages 17 and 18.) 

In both memory maps all I/O, MPU vectors, SAM control registers, and some reserved address spaces are 
efficiently contained between addresses $FF00 and $FFFF. 

How Much RAM? 

Using nine SAM pins (Z0 - Z7 and RASO) the following combinations require no additional address logic. 

FIGURE 13 — RAM CONFIGURATIONS 

Address: Chip Select: 

MSB LSB 

Z5Z4Z3Z2Z1Z0 RASO ) 

Z5Z4Z3Z2Z1Z0 RAS1 ( = Z7) y " " " - - One or two banks of 4K x 8 (like MCM4027's) 

Z6Z5Z4Z3Z2Z1Z0 RASO ) 

Z6Z5Z4Z3Z2Z1Z0 RAS1 ( = Z7) \ "" ~ " - - One or two banks of 16Kx8 (like MCM4116's) 

Z7Z6Z5Z4Z3Z2Z1Z0 RASO One bank of 64K x 8 (like MCM6665's) 




PROGRAMMING GUIDE 

SAM — Programmability 

The SAM contains a 16-bit control register which allows the MC6809Eto program the SAM for the following 
options: 

VDG Addressing Mode 3-bits 

VDG Address Offset 7-bits 

32K Page Switch 1-bit 

MPU Rate 2-bits 

Memory Size 2-bits 

Map Type 1-bit 

Note that when the SAM is reset by first applying power or by manual hardware reset, t all control register 
bits are cleared (to a logic "0"). 

VDG Addressing Mode 

Three bits (V2, V1, V0) control the sequence of DISPLAY ADDRESSES generated by the SAM (which are used 
to scan dynamic RAM for video information). For example, if you wish to display Dynamic RAM data as 
INTERNAL ALPHANUMERICS VIDEO, you should program* the MC6847 for the INTERNAL ALPHANUMERICS 
MODE and CLEAR BITS V2, V1 and V0 in the SAM. The table on the following page summarizes the available 
modes: 

t See Figure 7 for manual reset circuit. 

* Typically, part of a PIA (MC6821) at location $FF22 is used to control MC6847 modes. (See MC6847 Data Sheet.) 
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Mode Type 


MC6847 Mode 


SAM Mode 


G/A 


GM2 


GM1 


GM0 
EXT/I 


CSS 


V2 


VI 


vo 


Internal Alphanumerics 





X 


X 





X 











External Alphanumerics 





X 


X 


1 


X 











OSemigraphics — 4 





X 


X 





X 











Semigraphics — 6 





X 


X 


1 


X 











Semigraphics — 8* 





X 


X 





X 





1 





Semigraphics — 12* 





X 


X 





X 


1 








Semigraphics — 24* 





X 


X 





X 


1 


1 





Full Graphics — 1C 













X 








1 


Full Graphics — 1R 










1 


X 








1 


Full Graphics — 2C 







1 





X 





1 





Full Graphics — 2R 







1 


1 


X 





1 


1 


Full Graphics — 3C 




1 








X 










Full Graphics — 3R 




1 





1 


X 







1 


Full Graphics — 6C 




1 


1 





X 




1 





Full Graphics — 6R 




1 


1 


1 


X 




1 





Direct Memory Accesst 


X 


X 


X 


X 


X 




1 


1 



*S8, S12, & S24 modes are not described in the MC6847 Data Sheet. See appendix "A". 
tDMA is identical to 6R except as shown in Figure 5 on page 9 

VDG Address Offset 

Seven bits (F6, F5, F4, F3, F2, F1 and FO) determine the Starting Address for the video display. The 
"Starting Address" is defined as "the address corresponding to data displayed in the Upper Left corner of 
the TV screen". The "Starting Address" is shown below in binary: 



F6 


F5 


F4 


F3 


F2 


F1 


FO 


| 





| 















I 



Most 

Significant 

Bit 



Least 

Significant 

Bit 



7 



Note that the "Starting Address" may be placed anywhere within the 64K address space with a resolution of 

VaK (the size of one alphanumeric page). 

The F6-F0 bits take effect during the TV vertical synchronization pulse (i.e., when FS from MC6847 is low). 

Page Switch 

One bit (P1) is used "in place of" A15 from the MC6809E in order to refer access within $00Q0-$7FFF to one 
of two 32K byte 1 pages of RAM. If the system does not use more than 32K bytes of RAM, P1 can be ignored.** 

**When using 4K x 1 RAMS, two banks of eight IC's are allowed This accounts for Addresses $0000-1 FFF. Also, this same RAM can be 
addressed at $2000-$3FFF, $4000-$5FFF and $6000-$7FFF 
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MPU Rate 

Two bits (R1, RO) control the clock rate to the MCB809E MPU. The options are: 



RATE (FREQUENCY OF "E" CLOCK) 


R1 


RO 


0.9 MHz (Crystal Frequency -s- 16) Slow 
0.9/1.8 MHz (Address Dependent Rate) 
1.8 MHz (Crystal Frequency - 8) Fast 




1 



1 
X 


(Typical Crystal Frequency = 14.31818 MHz) 



In the "address dependent rate" mode, accesses to $0000-$7FFF and $FF00-$FF1F are slowed to 0.9 MHz 
(crystal frequency -j- 16) and all other addresses are accessed at 1.8 MHz (crystal frequency - 8.) 

Memory Size 

Two bits (M1 and MO) determine RAM memory size. The options are: 



SIZE 


m 


MO 


One or two banks of 4K x 1 dynamic RAMs 
One or two banks of 16K x 1 dynamic RAMs 
One bank of 64K x 1 dynamic RAMs 

Up to 64K static RAM* 





1 
1 



1 


1 




♦Requires a latch for demultiplexing the RAM address 

IMPORTANT! 

Note: Be sure to program the SAM for the correct memory size before using RAM (i.e., for a subroutine 
stack). 

Map Type 

One bit (TY) is used to select between two memory map configurations. 

Refer to pages 17, 18 and 19 for details. When using Map Type "TY = 1", only the "Slow" MPU rate may 
be used. Future versions of the SAM may allow use of all rates. 



Writing To The SAM Control Register 

Any bit in the control register (CR) may be set by writing to a specific unique address. Each bit has two unique 
addresses . . . writing to the even # address clears the bit and writing to the odd # address sets the bit. (Data 
on the data bus is irrelevant in this procedure.) The specific addresses are tabulated on pages 17 and 18. 

If desired, a short routine may be written to program the SAM CR "a word at a time". For example, the 
following routine copies "B" bits from "A" register to SAM CR addresses beginning with address "X". 



SAM1 


46 




ROR 


A 




24 


06 


BCC 


SAM2 




30 


01 


INX 


(LEAX1,X) 




A7 


80 


STA 


0,X + 




20 


02 


BRA 


SAM3 


SAM2 


A7 


81 


STA 


0,X + + 


SAM3 


5A 




DEC 


B 




26 


F2 


BNE 


SAM1 




39 




RTS 





c 



7 


6 


5 


4 


3 


2 


1 






















O) 
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FIGURE 14 — MEMORY MAP (TYPE #0) 



I 



COURSE 



MC6809E 
Vectors, 

SAM 
Control, 

I/O 



MC6809E 
^_ 8 Address 

Bits f 

$FFFF 



ROM2** 
(S = 3) 



--<$C000 



ROM1** 
(S = 2) 



«-<$A000 



ROM0** 
(S= 1) 



RAM_ 
(S = if R/W = 1) 
(S = 7 if R/W = 0) 



16K 



<f 



$FF00 



--<$8000 



--<$4000 



-<$1000 
<$0000 



Page 1 Page 



FINE 



S2, 
S1, S0MC6809E 
Value Address 
t t 



Label 



Definitions 



( = 0) 




-64KS Static 



I-64KD I 

r 16K 

l___lr— ^K 



Dynamic 



r-FAST 

r FAST ) ^ 

r-A.D. ( Transparent 

j I [-SLOW ) Refresh 



MPU Addresses from $0000 to $7FFF 
Apply to page #1 if P1 = '1.' 

Address of "Upper-Left-Most 

Display Element = $0000 + (V4K» Offset) 

r-DMA 

G6R, G6C 
r-G3R 



-G3C 
I-G2R 



1111 



-G2C 

nG1C, G1R 

I T~AI, AE, S4, S6 



Reserved for Future 

Control Registers or Special I/O 



♦Note: 

M.S. = Most Significant S ■ Set Bit j 
L.S. ■ Least Significant C ■ Clear Bit j 

S = Device Select value = 4 x S2 + 2 x S1 + 1 x SO 



*May also be RAM 



(All bits are cleared when SAM is reset.) 
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FIGURE 15 — MEMORY MAP (TYPE #1) 



COURSE 



MC6809E 
Vectors, 

SAM 
Control 
I/O, Boot 

ROM 



7 




MC6809E 
8 _^ Address 
"Bits \ 

3-<$FFFF 

^$FF00 



(S = 3 

_if 

R/W =0) 

(S = 

R/W =1) 
(S~2~** 

_if 

R/W =0) 

(S = 

if 

R/W = 1) 

RAM 

(S = 1 

if 

R/W = 0) 

(S = 

if 

R/W =1) 



<$C000 



-<$A000 



V 



(S = 
R/W = 1) 



(S = 7 

Jf 

R/W = 0) 



--($8000 



<$0000 



FINE 



S2, 
SI, SO MC6809E 
Value Address 

J t 



Label 



Definitions 



< S 7*^ 



$FFF F 



FFFE 



FFFD 



FFFC 



FFFB 



FFFA 



FFEP 



FFE 2 



FFE1 



FFEQ 



FFP F 



FFP8 



FFP7 



FFD6 



FFC3 



FFC? 



FFC1 



FFCO 



FFB F 



FF5 F 



FF42 



FF41 



FF4Q 



FF3F 



FF23 



FF22 



FF21 



FF2P 



FF1F 



FFQ1 



FFQQ 



LSx! 



RS. 



LS. 



Mi 



Reserved 

for future 

MPU 

enhancements. 

Do not use 1 



Map 
T yP e 



Memory 
Size 



MPU 
Rate 



Page #1 



Display 
Offset 
(Binary) 



VDG 
Mode 
(SAM) 



ROM Boot Load** 
& MC6809 Vectors 



I/02 



l/Oi 



I/Oq(SIow) 



f— 64KS Static 

i— 64KD i 

r 16K \ 



Dynamic 



FAST 
r FAST 

[>r ft 



r Transparent 
SLOW Refresh 



\ i (No effect in this map type) 



Address of "Upper-Left-Most 

Display Element" = $0000 + (V4K» Offset) 



-DMA 

r-G6R, G6C 
-G3R 
-G3C 



r-GIC, G1R 

| r-AI, AE, S4, S6 



♦Decode S2, S1, and SO with an open 

collector SN74LS156 and 'wire-or' state 7 

with state 2. (See Appendix B for 

suggested decode circuit.) 
•To avoid ROM enable during R/W - LOW^ 

the ROM at S = 2 must be gated with R/W. 

(See Appendix B for suggested decode circuit.) 



*Note: 
M.S. 
L.S. i 



Most Significant 
Least Significant 



S * Set Bit f 

n nt~- o-* \ (All bits are cleared when SAM is reset.) 

u ■ Clear Bit > 

S = Device Select value = 4 x S2 + 2 x S1 + 1 x SO 
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FIGURE 16 — MEMORY ALLOCATION TABLE 

(Also, see the memory MAPs on pages 17 and 18.) 



Type # 0: (Primarily for ROM based systems) 





S = 4(S2) + 2 








(SD + S0 






Address Range 


S Value 


Intended Use 




$FFF2 to FFFF 


2 


MC6809E Vectors: Reset , NMI, SWI, IRQ, FIRQ, SWI2, SWI3. 




FFEO to FFF1 


2 


Reserved for future MPU enhancements. 




FFCO to FFDF 


7 


SAM Control Register: V0, - V2, F0 - F6, P, R0, R1, M0, M1, TY. 




FF60 to FFBF 


7 


Reserved for future control register enhancements. 




FF40 to FF5F 


6 


I/O2: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FF20 to FF3F 


5 


I/O1 : Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0- A4. 




FFOOto FF1F 


4 


I/Oo: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




C000 to FEFF 


3 


ROM2: 16K addresses. External cartridge ROM*. 




A000 to BFFF 


2 


ROM1 : 8K addresses. Internal ROM*. Note that MC6809E vector addresses 
ROM*. 


select this 


8000 to 9FFF 


1 


ROM0: 8K addresses. Internal ROM*. 




0000 to 7FFF 


if R/W = 1 
7 if R/W =0 


RAM: 32K addresses. RAM shared by MPU and VDG. 





*Not restricted to ROM. For example, RAM or I/O may be used here. 



Type # 1: (Primarily for RAM based systems) 





S = 4(S2) + 2 








(S1) + S0 






Address Range 


S Value 


Intended Use 




$FFF2 to FFFF 


2 


MC6809E Vectors: Reset, NMl, SWI, IRQ, FIRQ, SWI2, SWI3.. 




FFEOtoFFFI 


2 


Reserved for future MPU enhancements. 




FFCO to FFDF 


7 


SAM Control Register: V0 - V2, F0 - Fe, P, R0, R1, M0, M1, TY. 




FF60 to FFBF 


7 


Small ROM: Boot load program and initial MC6809 vectors. 




FF40 to FF5F 


6 


I/O2: Input/Output (PIAs* ACIAs, etc.) To subdivide, use A0-A4. 




FF20 to FF3F 


5 


I/Oi : Input/Output (PIAs, ACIAs, etc.) To subdivide, use A0-A4. 




FFOOto FF1F 


4 


I/Oq: Input/Output (PIAs, ACIAs, etc.) To subdivide, use A2-A4. 




0000 to FEFF 


if R/W = 1 


RAM: 64K(-256) addresses, shared by MPU and VDG. 








(If R/W = then S = 3 for $C000-$FEFF; S = 2 for $A000-$BFFF; S = 


= 1 for 






$8000-$9FFF and S = 7 for $0000-$7FFF.) 
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APPENDIX A 



VDG/SAM Video Display 

Paul 

There are three new modes created when the VDG 
and SAM are used together in a video display sys- 
tem. These modes offer alphanumeric compatibility 
with 8 color low-to-high resolution graphics, 
64H*64V, 64H*96V, 64H*192V. The new modes S8, 
S12, and S24 are created by placing the VDG in the 
Alpha Internal mode and having the SAM in a 2K, 
3K or 6K full color graphics mode. In all modes the 
VDG's S/A and Inv. pins are connected to data bits 
DD7 and DD6 to allow switching on the fly between 
Alpha and Semigraphics and between inverted 
and non-inverted alpha. This method is used in 
most VDG systems to obtain maximum flexibility. 

The three modes dividethe standard 8*12 dot box 
used by the VDG for the standard alpha and semi- 
graphics modes into eight 4*3 dot boxes for the S8 
mode, twelve 4*2 dot boxes for the S12 mode, and 
twenty-four 4*1 dot boxes for the S24 mode. Figure 
17 shows the arrangement of these boxes. One byte 
is needed to control two horizontally consecutive 
boxes. It therefore takes four bytes for the S8, six 
bytes for the S12, and 12 bytes for the S24 mode to 
control the entire 8*12 dot box. These two horizon- 
tally consecutive boxes have four combinations of 
luminance controlled by bits BO - B3. For conven- 



System Offers 3 New Modes 

by 
Fletcher 

fence B2 should be made equal to BO and B3 should 
be made equal to B1. This eliminates a screen place- 
ment problem which would cause other codes to 
change patterns when moved vertically on the 
screen. The illuminated boxes can be one of eight 
colors which are controlled by B4 - B6 (see Figure 
18). The bytes needed to control all the boxes in the 
8*12 dot box must be spaced 32 address spaces 
apart in the display RAM because of the addressing 
scheme orginally used in the VDG and duplicated 
by the SAM. This means to place an alphanumeric 
character on the TV screen it requires 4, 6, or 12 
bytes depending on the mode used. These bytes are 
placed 32 memory locations apart in the display 
RAM (see Figure 18). This multiple byte format al- 
lows the mixing of character rows of different char- 
acters in the same 8*12 dot box creating new char- 
acters and symbols. It also allows overlining and 
underlining in eight colors by switching to semi- 
graphics at the correct time. 

These new modes optimize the memory versus 
screen density tradeoffs for RF performance on 
color TVs. This could make them the most versatile 
of all the modes depending on the users creativity 
and the software sophistication. 



APPENDIX B 
Memory Decode for "MAP TYPE = V 



JT 



s 2 >- 



From SAM < 



JT 

S1> 



s > 



MPU Vectors and 
Boot Load ROM 
128X8 (or 256X8) 
EN EN 



T E a 



- 13 



V C C = 16 
Gnd = 8 



7 (0 3a ) 
"6(0 2a ) 
5(0 la ) 
4 (O 0a ) 



SN74LS156 



Eb 

A1 
Arj 



3 (0 3b ) 
2(0 2b ) 
T(0 1b ) 
O(Oob) 



+ 5.0-WAr n 



4 
+ 5.0 



5.0-VW-i 

#— 1 



+ 5.0-VVV-, 



+ 5.0AAAr-i 



► NC 



>NC 
+ 5.0V 



T 



->l/0 2 



->l/Oi 



->i/o 



-VW-i 



RAM READ 
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FIGURE 17 — DISPLAY MODES S8, S12, S24 
Bit/Visible Dot Correlation 



Scan 
Lines 



S8 









Left Right 

i i i 








i 
1 
1 


k 


















r 






Address Byte 

$XX00 ($01) 

$XX20 ($01) I 

$XX40 ($01) ( 

$XX60 ($01) 



$01 is the 
VDG "ASCII" 
code for 'A'. 



Alphanumeric Compatible 




Scan 
Lines 



S12 



-* 8 ► 

Dots 

i i i 










i 
1 

1 


k 












2 
















r 



Left 



Right » # » 

$XX00 ($BF) 

$XX20 ($AA) 

$XX40 ($85) 

$XX60 ($FF) 

$XX80 ($80) 

$XXA0 ($9F) 

• Options: One of 8 colors for 

L or R or both. Off = Black 



Red 


Red 


Blue 


Off 


Off 


Green 


Orange 


Orange 


Off 


Off 


Yellow 


Yellow 



Scan 
Lines 



S24 



^ 8 ► 

i i i 










i 
1 


\ 






























2 


































i 



Blue 


Blue 


Black 


Black 


Black 


Black 






• 


• 


• 


• 


• 








• 








• 










• 




• 














• 














• 















• 








• 








• 








• 




Black 


Black 


Green 


Green 




Underline, Overline 



• Mix Character Dot Rows 



* Characters will always remain in standard VDG positions. 
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FIGURE 18 — S8 DISPLAY FORMAT EXAMPLES 






S8 



(1 


? 1» 




)• 




L1 


LO 


i 
1 
1 


l 
(a) 


L1 


LO 


(b) 

2 

(0 
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FIGURE 19 — EXAMPLE of MCI 
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64 KEY 

KEYBOARD 

CONNECTS 
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I and MC6847 COMPUTER 
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•This pin number on 8 different RAM chips is connected to this point 
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FIGURE 20 — EQUIVALENT OF OSCILLATOR INPUT AND OUTPUT 
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FIGURE 21 — DAO INPUT 
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FIGURE 22 — VCIk INPUT/OUTPUT 
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FIGURE 23 — E AND Q OUTPUTS 
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FIGURE 24 — TYPICAL INPUT 
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FIGURE 25— TYPICAL OUTPUT 
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NON-INVERTING 
QUAD THREE-STATE BUS TRANSCEIVER 

This quad three-state bus transceiver features both excellent MOS 
or MPU compatibility, due to its high impedance PNP transistor 
input, and high-speed operation made possible by the use of Schottky 
diode clamping. Both the -48 mA driver and -20 mA receiver outputs 
are short-circuit protected and employ three-state enabling inputs. 

The device is useful as a bus extender in systems employing the 
M6800 family or other comparable MPU devices. The maximum 
input current of 200 jiA at any of the device input pins assures 
proper operation despite the limited drive capability of the MPU 
chip. The inputs are also protected with Schottky-barrier diode 
clamps to suppress excessive undershoot voltages. 

Propagation delay times for the driver portion are 1 7 ns maximum 
while the receiver portion runs 17 ns. The MC8T28 is identical to 
the NE8T28 and it operates from a single +5 V supply. 

• High Impedance Inputs 

• Single Power Supply 

• High Speed Schottky Technology 

• Three- State Drivers and Receivers 

• Compatible with M6800 Family Microprocessor 

• Non-Inverting 



MC6889 
MC8T28 



This device may be ordered under 
either of the above type numbers. 



NON-INVERTING 
BUS TRANSCEIVER 

MONOLITHIC SCHOTTKY 
INTEGRATED CIRCUITS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 620 




m 



P SUFFIX 

PLASTIC PACKAGE 
CASE 648 







MICROPROCESSOR BUS EXTENDER APPLICATION 
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PIN CONNECTIONS - MC6889 
MC8T28 



Receiver 



Enable 
Input L 
Receiver 
Output I 




ORDERING INFORMATION 



Temperature 
Alternate Range 



to +75 C 



Package 

Ceramic DIP 
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MAXIMUM RATINGS (T A = 25°C unless otherwise noted.) 



Rating 


Symbol 


Value 


Unit 


Power Supply Voltage 


v C c 


8.0 


Vdc 


Input Voltage 


V| 


5.5 


Vdc 


Junction Temperature 
Ceramic Package 
Plastic Package 


Tj 


175 
150 


°C 


Operating Ambient Temperature Range 


T A 


Oto +75 


°C 


Storage Temperature Range 


T stg 


-65 to +150 


°C 



ELECTRICAL CHARACTERISTICS (4.75 V < V cc < 5.25 V and 0°C < T A < 75°C unless otherwise noted.) 



l 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input Current - Low Logic State 

(Receiver Enable Input, V)l(re) = 4 V) 
(Driver Enable Input, V|i_(DE) = 0.4 V) 
(Driver Input, V||_(d) = 4 V) 
(Bus (Receiver) Input, V|jjg) = 0.4 V) 


'IL(RE) 
'IL(DE) 
'IL(D) 
'IL(B) 


- 


- 


-200 
-200 
-200 
-200 


ma 


Input Disabled Current — Low Logic State 
(Driver Input, V|l(d) = 0.4 V) 


'lL(D) DIS 


_ 


_ 


-25 


ma 


Input Current-High Logic State 

(Receiver Enable Input, V|H(RE) = 5 25 V) 
(Driver Enable Input, V||_|(DE) = 5 25 V) 
(Driver Input, V| H (D) = 5 25 V) 


'IH(RE) 

'lH(DE) 
'IH(D) 


- 


- 


25 
25 
25 


MA 


Input Voltage - Low Logic State 
(Receiver Enable Input) 
(Driver Enable Input 
(Driver Input) 
(Receiver Input) 


V IL(RE) 
V IL(DE) 
V IL(D) 
V IL(B) 


- 


- 


85 
85 
85 
0.85 


V 


Input Voltage - High Logic State 
(Receiver Enable Input) 
(Driver Enable Input) 
(Driver Input) 
(Receiver Input) 


V IH(RE) 
V IH(DE) 
V IH(D) 
V|H(B) 


20 
20 
20 
2.0 


- 


- 


V 


Output Voltage — Low Logic State 

(Bus Driver) Output, loL(B) = 48 mA) 
(Receiver Output, loL(R) = 20 mA ) 


v OL(B) 
v OL(R) 


- 


- 


05 
0.5 


V 


Output Voltage - High Logic State 

(Bus (Driver) Output, Ioh(B) = —10 mA) 

(Receiver Output, ioH(R) = — 2.0 mA) 

(Receiver Output, loH(R) = -100/mA, \/qC = 50 v > 


v OH(B) 
VOH(R) 


2.4 
2.4 
3.5 


3 1 
3.1 


- 


V 


Output Disabled Leakage Current - High Logic State 
(Bus Driver) Output, Vqh(B) = 2 - 4 v ) 
(Receiver Output, Vqh(R) = 2 - 4 v > 


'OHL(B) 
'OHL(R) 


- 


- 


100 
100 


ma 


Output Disabled Leakage Current — Low Logic State 
(Bus Output, Vql(B) = °- 5 v > 
(Receiver Output, Vql(R) = 0.5 V) 


'OLL(B) 
'OLLJR) 


- 


- 


-100 
-100 


MA 


Input Clamp Voltage 

(Driver Enable Input l|D(DE) = — ^ 2 mA) 
(Receiver Enable Input l|c(RE) = +12 mA) 
(Driver Input l|c(D) = -12 mA > 


V|C(DE) 
V|C(RE) 
V IC(D) 


- 


- 


-1 
-1 
-1 


V 


Output Short-Circuit Current, Vcc = 5 25 V ' D 
(Bus (Driver) Output) 
(Receiver Output) 


'OS(B) 
'OS(R) 


-50 
-30 


- 


-150 
-75 


mA 


Power Supply Current 
(V C C = 5.25 V) 


'cc 


— 


~ 


110 


mA 



(1) Only one output may be short-circuited at a time 
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SWITCHING CHARACTERISTICS (Unless otherwise noted, V cc - 5.0 V end T A - 2SOC) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Propagation Delay Time-Receiver (Cl ■ 30 pF) 


tPLH(R) 
tPHL(R) 


- 


17 
17 


ni 


Propagation Delay Time-Driver (Cl = 300 pF) 


tPLH(D) 
tPHL(D) 


- 


17 
17 


m 


Propagation Delay Time-Enable (Cl e 30 pF) 

- Receiver 

- Driver Enable (Cl 300 pF) 


tPZL(R) 
tPLZ(R) 

tPZL(D) 
tPLZ(D) 


- 


23 

18 

28 
23 


ni 



FIGURE 1 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY FROM 
BUS (RECEIVER) INPUT TO RECEIVER OUTPUT, t PLH ( R ) AND tp HL ( R ) 
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2 6 V : - 



V- 



t PHL(R) ■• 

V OH 

Output t 5 

Vol 



\l5V /i 

[Vio% 10%/ 



To Scope 

(Input) 
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- t-|-(_| |_ < 5 ns 



90% 
5 V 



Input Pulse Frequency = 10 MHz 
" t PLH(R) Duty Cycle = 50% 



/ 




To Scope 

(Input) 



>1.3k 7fe30pF 



1N916 
or Equiv. 
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FIGURE 2 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
DRIVER INPUT TO BUS (DRIVER) OUTPUT, t PLH (D) AND tp H L(D) 
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FIGURE 3 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIME FROM 
RECEIVER ENABLE INPUT TO RECEIVER OUTPUT, tp L2 ( RE ) AND t P2L (RE) 
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FIGURE 4 - TEST CIRCUIT AND WAVEFORMS FOR PROPAGATION DELAY TIMES FROM 
DRIVER ENABLE INPUT TO DRIVER (BUS) OUTPUT, t PL2 ( DE ) AND tp ZL ( DE ) 
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FIGURE 5 - BIDIRECTIONAL BUS APPLICATIONS 
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L SUFFIX 

CERAMIC PACKAGE 
CASE 620-02 

R 0JA = 100°C/W (Typ) 



P^ 



1 



4L -hh-X. 



TfZ 



— /L_, M— J l— 



NOTES 

1 LEADSWITHIN 13 mm (0005) RADIUS 
OF TRUE POSITION AT SEATING PLANE 
AT MAXIMUM MATERIAL CONDITION 

2 PKG INDEX NOTCH IN LEAD 
NOTCH IN CERAMIC OR INK DOT 

3 DIM "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


19 05 


19 81 


750 


780 


e 


6 22 


6 98 


245 


275 


c 


4 06 


5 08 


0160 


200 





38 


51 


0015 


020 


F 


140 


165 


055 


065 


G 


2 54 BSC 


100 BSC 


H 


051 


1 14 


020 


045 


J 


20 


30 


008 


0012 


K 


3 18 


4 06 


125 


0160 


L 


7 37 


7 87 


290 


310 


M 


_ 


15° 


- 


15° 


N 


051 


102 


020 


040 



P SUFFIX 

PLASTIC PACKAGE 

CASE 648-05 

R 0JA = 100°C/W (Typ) 



, n nnnnnnn 



o 



uuuuyuuui 
— JfI— 



OPTIONAL LEAD 
CONFIG. (1,8,9, & 16) 



"' Dl AMC 




. LEADSWITHIN 0.13 mm 
(0.005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION. 

!. DIMENSION "L" TO 
CENTER OF LEADS 
WHEN FORMED 
PARALLEL 



3. DIMENSION "8" DOES NOT 
INCLUDE MOLD FLASH. 

4. "F" DIMENSION IS FOR FULL 
LEADS. "HALF" LEADS ARE 
OPTIONAL AT LEAD POSITIONS 
1,8, 9, and 16} 

5. ROUNDED CORNERS OPTIONAL 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


18.80 


21.34 


0.740 


0.840 


B 


6.10 


6.60 


0.240 


0.260 


C 


4.06 


5.08 


0.160 


0.200 


D 


0.38 


0.53 


0.015 


0.021 


F 


1.02 


1.78 


0.040 


0.070 


G 


2 54 BSC 


0100 


BSC 


H 


0.38 


2.41 


0.015 


0.095 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


7.62 BSC 


0.300 


BSC 


M 


0° 


10O 


0° 


10° 


N 


051 


1.02 


0.020 


0.040 



THERMAL INFORMATION 



The maximum power consumption an integrated circuit 
can tolerate at a given operating ambient temperature, can 
be found from the equation 

D _Tj( max )-T A 

D(TA) = "R"0JA(TVP) 
Where Pd(Ta) = P° wer Dissipation allowable at a given 
operating ambient temperature This must be greater than 



the sum of the products of the supply voltages and supply 
currents at the worst case operating condition 

Tj(max) = Maximum Operating Junction Temperature 

as listed in the Maximum Ratings Section 
T/\ = Maximum Desired Operating Ambient 

Temperature 
RfljA(Typ) = Typical Thermal Resistance Junction to 
Ambient 
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Advance Information 



16-BIT MICROPROCESSING UNIT 

Advances in semiconductor technology have provided the capability 
to place on a single silicon chip a microprocessor at least an order of 
magnitude higher in performance and circuit complexity than has been 
previously available The MC68000 is the first of a family of such VLSI 
microprocessors from Motorola It combines state-of-the-art 
technology and advanced circuit design techniques with computer 
sciences to achieve an architecturally advanced 16-bit microprocessor. 

The resources available to the MC68000 user consist of the following. 

• 32- Bit Data and Address Registers 

• 16 Megabyte Direct Addressing Range 

• 56 Powerful Instruction Types 

• Operations on Five Main Data Types 

• Memory Mapped I/O 

• 14 Addressing Modes 

As shown in the programming model, the MC68000 offers seventeen 
32-bit registers in addition to the 32-bit program counter and a 16-bit 
status register The first eight registers (D0-D7) are used as data 
registers for byte (8-bit), word (16-bit), and long word (32-bit) data 
operations The second set of seven registers (A0-A6) and the system 
stack pointer may be used as software stack pointers and base address 
registers In addition, these registers may be used for word and long 
word address operations All seventeen registers may be used as index 
registers 
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PROGRAMMING MODEL 

16,15 8 7 
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I I 
I I 
I I 
I I 
I I 
I I 
I I 
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D5 

D6 

D7 
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1615 
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i 


AO 
A1 

A2 Seven 
A3 Address 
A4 Registers 

A5 
A6 














User Stack Pointer "| 


Two Stack 
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Supervisor Stack Pointer 


A7 Pointers 
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I 


Program 
Counter 

Status 
Register 






15 8i7 




|System Byte^ User Byte | 



MC68000L4 

(4 MHz) 

MC68000L6 

(6 MHz) 

MC68000L8 

(8 MHz) 

MC68000L10 

(10 MHz) 



HMQS 

(HIGH-DENSITY, N-CHANNEL, 
SILICON-GATE DEPLETION LOAD) 

16-BIT 
MICROPROCESSOR 




L SUFFIX 

CERAMIC PACKAGE 

CASE 746 



PIN ASSIGNMENT 



D4C 

D3C2 

D2Q3 

D1 

DO 

ASC 

UDSC 

LDS 

R/WC 



C4 

C5 



C8 



DTACKC 
BGI 



BGACKC 



BRC13 



vccd 

CLKC 

GNP C 

HALTC 



14 
15 
16 
17 

RESETC 18 
"VMAEI19 
EC 20 



VPAC 



BERRC 22 
TPL2C23 
IPPC:24 
IPLOC 25 
FC2C 26 
FC1C 27 
FCOC 28 
C29 



A1 

A2C 

A3C31 



A4C 



^m 



64DD5 
63 DD6 
62DD7 
61DD8 
60DD9 
59 DD10 
58DD11 
57 I3D12 
56PD13 
D14 
54tJD15 
53I3GND 
52DA23 
51 D A22 
50DA21 



21 



UVcc 
I3A20 
UA19 
DA18 
DA17 
I3A16 
43DA15 
42, UAH 
41UA13 
3A12 
39IZIA11 
38IDA10 
DA9 
3A8 



35 3A7 
34DA6 
33DA5 
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MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-03* to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


T A 


0to70 


°c 


Storage Temperature 


T stg 


-55 to 150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 


0JA 


30 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is advis- 
ed that normal precautions be taken to avoid 
application of any voltage higher than 
maximum-rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either Vss 
or Vqc 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd # 0JA> (1) 

Where 

Ta = Ambient Temperature, °C 

0JA- Package Thermal Resistance, Junction-to-Ambient, °C/W 
p D = P|NT+P|/0 

p INT = ICC x VCC, Watts - Chip Internal Power 
P|/O s Power Dissipation on Input and Output Pins — User Determined 
For most applications P|/0^P|NT and can be neglected 

An approximate relationship between Pp and Tj (if P|/o is neglected) is 

PD=K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = P D »(T A + 273°C) + 0j A »Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring P[) (at equilibrium) 
for a known Ta Using this value of K the values of Pq and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 

DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, Vss = Vdc, T A = 0°C to 70°C, See Figures 1, 2, and 3) 



Characteristic 


Symbol 


Min 


Max 


Unit 


Input High Voltage 


V|H 


20 


vcc 


V 


Input Low Voltage 


VlL 


VsS-03 


08 


V 


Input Leakage Current @ 5 25 V BERR, BGACK, BR, DTACK, 

CLK, IPL0-IPL2, VPA 
HALT, RESET 


'in 


- 


25 
20 


M A 


Three-State (Off State) Input Current @ 2 4 V/0 4 V AS, A1-A23, D0-D15 

FC0-FC2, LDS, R/W, UDS, VMA 


'TSI 


- 


20 


MA 


Output High Voltage (Ioh = -400 ^A) E* 

AS, A1-A23, BG, D0-D15 
FC0-FC2, LDS, R/W, UDS, VMA 


VOH 


V C C -0 75 
24 


— 


V 


Output Low Voltage 

(IOL=16mA) HALT 
(IOL = 3 2mA) A1-A23, BG, FC0-FC2 


vol 


- 


05 
05 
05 
05 


V 


IIOL = 35 0mA) RESET 
(l L = 53mA) E, AS, D0-D15, LDS, R/W 

UDS, VMA 


Power Dissipation (Clock Frequency = 8 MHz) 


Pd 


- 


1 5 


W 


Capacitance (V, n = V, Ta = 25°C, Frequency =1 MHz) 


Cm 


- 


100 


PF 



* With external pullup resistor of 470 fl 
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FIGURE 1 - RESET TEST LOAD FIGURE 2 - HALT TEST LOAD 



FIGURE 3 - TEST LOADS 



+ 5 


V 

" 910 

> 

- 130 pF 


RESET 
O < 





+ E 
HALT 


V 
* 2.9 kQ 

-70pF 





+ 5V 



Test 
Point 



MMD6150 
or Equivalent 



1 ; ■ ; ; 
If I 



MMD7000 
or Equivalent 



C L =130pF 

(Includes all Parasitics) 
Rt_=6 0kflfor __ 

A"S\ A1-A23, BG, DO-DI^E "" 

FC0-FC2, LDS, R/W, UDS, VMA 
# R = 1 22 kQ for A1-A23, BG, 

E, FC0-FC2 



CLOCK TIMING (See Figure 4) 



Characteristic 


Symbol 


4 MHz 
MC68000L4 


6 MHz 
MC68000L6 


8 MHz 
MC68000L8 


10 MHz 
MC68000L10 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Frequency of Operation 


F 


2.0 


40 


20 


6.0 


20 


80 


20 


10.0 


MHz 


Cycle Time 


tcyc 


250 


500 


167 


500 


125 


500 


100 


500 


ns 


Clock Pulse Width 


tCL 
tCH 


115 
115 


250 
250 


75 
75 


250 
250 


55 
55 


250 
250 


45 
45 


250 
250 


ns 


Rise and Fall Times 


tCr 
tCf 


— 


10 
10 


— 


10 
10 


— 


10 
10 


- 


10 
10 


ns 




FIGURE 4 - INPUT CLOCK WAVEFORM 

^ t cvc >> 
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I 



AC ELECTRICAL SPECIFICATIONS <V C c = 5 Vdc ±5%, V S s = Vdc, T A 


= 0°C to70°C 


See Figures 


5 and 6) 






Number 


Characteristic 


Symbol 


4 MHz 
MC6800L4 


6 MHz 
MC6800L6 


8 MHz 
MC6800L8 


10 MHz 
MC6800L10 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Clock Period 


tcyc 


250 


500 


167 


500 


125 


500 


100 


500 


ns 


2 


Clock Width Low 


tCL 


115 


250 


75 


250 


55 


250 


45 


250 


ns 


3 


Clock Width High 


tCH 


115 


250 


75 


250 


55 


250 


45 


250 


ns 


4 


Clock' Fall Time 


tCf 


- 


10 


- 


10 


- 


10 


- 


10 


ns 


5 


Clock Rise Time 


tCr 


- 


10 


- 


10 


- 


10 


- 


10 


ns 


6 


Clock Low to Address 


tCLAV 


- 


90 


- 


80 


- 


70 


- 


55 


ns 


6A 


Clock High to FC Valid 


tCHFCV 


- 


90 


- 


80 


- 


70 


- 


60 


ns 


7 


Clock High to Address Data High Impedance 
(Maximum) 


tCHAZx 


- 


120 


- 


100 


- 


80 


- 


70 


ns 


8 


Clock High to Address/ FC Invalid (Minimum) 


tCHAZn 





- 





- 





- 





- 


ns 


91 


Clock High to AS, DS Low (Maximum) 


tCHSLx 


- 


80 


- 


70 


- 


60 


- 


55 


ns 


10 


Clock High to AS, DS Low (Minimum) 


tCHSLn 





- 





- 





- 





- 


ns 


112 


Address to AS, DS (Read) Low/ AS Write 


tAVSL 


55 


- 


35 


- 


30 


- 


20 


- 


ns 


11A2 


FC Valid to AS, US, (Read) Low/ AS Write 


tFCVSL 


80 


- 


70 


- 


60 


- 


50 


- 


ns 


121 


Clock Low to AS, DS High 


tCLSH 


- 


90 


- 


80 


- 


70 


- 


55 


ns 


132 


AS, DS High to Address/FC Invalid 


tSHAZ 


60 


- 


40 


- 


30 


- 


20 


- 


ns 


142,5 


AS, DS Width Low (Read)/AS Write 


tSL 


535 


- 


337 


- 


240 


- 


195 


- 


ns 


14 A 2 


DS Width Low (Write) 




285 


- 


170 


- 


115 


- 


95 


- 


ns 


152 


AS, DS Width High 


tSH 


285 


- 


180 


- 


150 


- 


105 


- 


ns 


16 


Clock High to AS, DS High Impedance 


tCHSZ 


- 


120 


- 


100 


- 


80 


- 


70 


ns 


172 


AS, DS High to R/W High 


tSHRH 


60 


- 


50 


- 


40 


- 


20 


- 


ns 


181 


Clock High to R/W High (Maximum) 


tCHRHx 


- 


90 


- 


80 


- 


70 


- 


60 


ns 


19 


Clock High to R/W High (Minimum) 


tCHRHn 





- 





- 





- 





- 


ns 


201 


Clock High to R/W Low 


tCHRL 


- 


90 


- 


80 


- 


70 


- 


60 


ns 


212 


Address Valid to R/W Low 


tAVRL 


45 


- 


25 


- 


20 


- 





- 


ns 


21 A2 


FC Valid to R/W Low 


tFCVRL 


80 


- 


70 


- 


60 


- 


50 


- 


ns 


222 


R/W Low to DS Low (Write) 


tRLSL 


200 


- 


140 


- 


80 


- 


50 


- 


ns 


23 


Clock Low to Data Out Valid 


tCLDO 


- 


90 


- 


80 


- 


70 


- 


55 


ns 


252 


DS High to Data Out Invalid 


tSHDO 


60 


- 


40 


- 


30 


- 


20 


- 


ns 


262 


Data Out Valid to DS Low (Write) 


*DOSL 


55 


- 


35 


- 


30 


- 


20 


- 


ns 


276 


Data In to Clock Low (Setup Time) 


tDICL 


30 


- 


25 


- 


15 


- 


15 


- 


ns 


282 


AS, DS High to DTACK High 


tSHDAH 





240 





160 





120 





90 


ns 


29 


DS High to Data Invalid (Hold Time) 


tSHDI 





- 





- 





- 





- 


ns 


30 


AS, DS High to BERR High 


tSHBEH 





- 





- 





- 





- 


ns 


312.6 


DTACK Low to Data in (Setup Time) 


tDALDI 


- 


180 


- 


120 


- 


90 


- 


65 


ns 


32 


HALT and RESET Input Transition Time 


tRHrf 





200 





200 





200 





200 


ns 


33 


Clock High to BG Low 


tCHGL 


- 


90 


- 


80 


- 


70 


- 


60 


ns 


34 


Clock High to BG High 


tCHGH 


- 


90 


- 


80 


- 


70 




60 


ns 


35 


BR' Low to BG Low 


tBRLGL 


1 5 


30 


1 5 


30 


1 5 


30 


1 5 


30 


Clk Per 


36 


BR High to BG High 


tBRHGH 


1 5 


30 


1 5 


30 


1 5 


30 


1 5 


30 


Clk Per 


37 


BGACK Low to BG" High 


tGALGH 


1 5 


30 


1 5 


30 


1 5 


30 


1 5 


30 


Clk Per 


38 


BG Low to Bus High Impedance (With AS High) 


*GLZ 


- 


120 


- 


100 


- 


80 


— 


70 


ns 


39 


BG Width High 


*GH 


1 5 


- 


1 5 


- 


1 5 


- 


1 5 


- 


Clk Per 


46 


BGACK Width 


*BGL 


1 5 


- 


1 5 


- 


1 5 


- 


1 5 


- 


Clk Per 


476 


Asynchronous Input Setup Time 


*ASI 


30 


- 


25 


- 


20 


- 


20 


- 


ns 


48 


BERR Low to DTACK Low (Note 3) 


tBELDAL 


50 


- 


50 


- 


50 


- 


50 


- 


ns 


53 


Data Hold from Clock High 


tCHDO 





- 





- 





- 





- 


ns 


55 


R/W to Data Bus Impedance Change 


tRLDO 


55 


- 


35 


- 


30 


- 


20 


- 


ns 


56 


Halt/ RESET Pulse Width (Note 4) 


tHRPW 


10 


- 


10 


- 


10 


- 


10 


- 


Clk Per 



For a loading capacitance of less than or equal to 500 picofarads, subtract 5 nanoseconds from the values given in these columns 
Actual value depends on clock period 



If #47 is satisfied for both DTACK and BERR, #48 may be ns 
After Vcc has been applied for 100 ms 

For T6E, BF4, and R9M mask sets #14 and #14A are one clock per iod less than the given number 
6 If the asynchronous setup time (#47) requirements are satisfied, the DTACK low-to-data setup time (#31) requirement can be ignored The 
data must only satisfy the data-in to clock-low setup time (#27) for the following cycle 



4-664 



MC68000L4»MC68000L6»MC68000L8»MC68000L10 



FIGURE 5 - READ CYCLE TIMING 



V S0 S1 S2 S3 S4 S5 S6 S7 





NOTES 



1 Setup time for the asynchronous inputs BGACK, IPL0-IPL2, and VPA guarantees their recognition at the next falling edge of the clock 

2 BR need fall at this time only in order to insure being recognized at the end of this bus cycle 

3 Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 6 - WRITE CYCLE TIMING 



CLK 



f 



LDS/UDS 






Data Out 



U^ 



X 



-0 



SO S1 S2 S3 S4 S5 S6 S7 SO 



-©- 



A 



X 



K<9) 



X 



::t- 



20 



\ 



*"@- 



■;: 



Asynchronous 
Inputs 



X 



HALT/RESET 



<§H> 



F 



^@ 



BERR/BR 



\ 



<D 



f 



J- 



>ZL. 



(16) 



^c. 



> 



-®-*» 



7° 



< (28)- 



r" 



NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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AC ELECTRICAL SPECIFICATIONS - BUS ARBITRATION! V c c = 5 Vdc ±5%, Vss = Vdc, T A = 0°C to 70°C, See Figure 7) 



Number 


Characteristic 


Symbol 


4 MHz 
MC68000L4 


6 MHz 
MC68000L6 


8 MHz 
MC68000L8 


10 MHz 
MC68O00L10 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


33 


Clock High to BG Low 


*CHGL 


- 


90 


- 


80 


- 


70 


- 


60 


ns 


34 


Clock High to BG High 


tCHGH 


- 


90 


_ 


80 


_ 


70 


- 


60 


ns 


35 


BR Low to BG 7 Low 


tBRLGL 


1 5 


35 


1 5 


35 


1 5 


35 


1 5 


35 


Clk Per 


36 


BR High to BG~ High 


tBRHGH 


1 5 


30 


1 5 


30 


1 5 


30 


1 5 


30 


Clk Per 


37 


BGACK Low to BG High 


tGALGH 


1 5 


30 


1 5 


30 


1 5 


30 


1 5 


30 


Clk Per 


38 


BG Low to Bus High Impedance (with AS High) 


*GLZ 


- 


120 


- 


100 


- 


80 


- 


70 


ns 


39 


BG Width High 


tGH 


1 5 


- 


1 5 


- 


1 5 


- 


1 5 


- 


Clk Per 


46 


BGACK Width 


*BGL 


1 5 


- 


1 5 


- 


1 5 


- 


1 5 


- 


Clk Per 



FIGURE 7 - AC ELECTRICAL WAVEFORMS - BUS ARBITRATION 



These waveforms should only be referenced in regard to the edge-to-edge measurement of the timing specifications. They are not 
intended as a functional description of the input and output signals. Refer to other functional descriptions and their related 
diagrams for device operation. 





NOTES 

1 Setup time for the asynchronous inputs BERR, BGACK, BR, DTACK, IPL0-IPL2, and VPA guarantees their recognition at the next falling 
edge of the clock 

2 Waveform measurements for all inputs and outputs are specified at logic high = 2 volts, logic low=0 8 volts 
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SIGNAL DESCRIPTION 



The following paragraphs contain a brief description of the 
input and output signals A discussion of bus operation dur- 
ing the various machine cycles and operations is also given 

SIGNAL DESCRIPTION 

The input and output signals can be functionally organized 
into the groups shown in Figure 8. The following paragraphs 
provide a brief description of the signals and also a reference 
(if applicable) to other paragraphs that contain more detail 
about the function being performed. 

FIGURE 8 - INPUT AND OUTPUT SIGNALS 



VCC(2) . 



GND(2)_ 



n I 



Status N ^ FC2 



M6800 

Peripheral' 

Control 



4: 



SystemJ RESET , 



Controh HALT 



(D ata Bu s>D0-D15 



MC68000 
Microprocessor 



£ 



Bus >A1-A23 



Asynchronous 
> Bus 
Control 



BG ^ U3us Arbitration 
, BGACK | Control 



1 Interrupt 
~ ? Control 



ADDRESS BUS (A1 THROUGH A23). This 23-bit, 
unidirectional, three-state bus is capable of addressing 8 
megawords of data. It provides the address for bus operation 
during all cycles except interrupt cycles During interrupt 
cycles, address lines A1, A2, and A3 provide information 
about what level interrupt is being serviced while address 
lines A4 through A23 are all set to a logic high 

DATA BUS (DO THROUGH D15). This 16-bit, bidirec- 
tional, three-state bus is the general purpose data path It 
can transfer and accept data in either word or byte length 
During an interrupt acknowledge cycle, an external device 
supplies the vector number on data lines D0-D7. 

ASYNCHRONOUS BUS CONTROL. Asynchronous data 
transfers are handled using the following control signals' ad- 
dress strobe, read/write, upper and lower data strobes, and 
data transfer acknowledge These signals are explained in 
the following paragraphs. 

Address Strobe (AS). This signal indicates that there is a 
valid address on the address bus. 

Read/Write (R/W). This signal defines the data bus 
transfer as a read or write cycle. The R/W signal also works 
in conjunction with the upper and lower data strobes as ex- 
plained in the following paragraph. 



Upper And Lower Data Strobes (UDS, LDS). These 
signals control the data on the data bus, as shown in Table 
1 When the R/W line is high, the processor will read from 
the data bus as indicated When the R/W line is low, the 
processor will write to the data bus as shown 

TABLE 1 - DATA STROBE CONTROL OF DATA BUS 



UD§ 


LDS 


R/W 


D8-D15 


D0-D7 


High 


High 


- 


No valid data 


No valid data 


Low 


Low 


High 


Valid data bits 
8-15 


Valid data bits 
0-7 


High 


Low 


High 


No valid data 


Valid data bits 
0-7 


Low 


High 


High 


Valid data bits 
8-15 


No valid data 


Low 


Low 


Low 


Valid data bits 
8-15 


Valid data bits 
0-7 


High 


Low 


Low 


Valid data bits 
0-7* 


Valid data bits 
0-7 


Low 


High 


Low 


Valid data bits 
8-15 


Valid data bits 
8-15* 



*These conditions are a result of current implementation and may 
not appear on future devices 



Data Transfer Acknowledge (DTACK). This input in- 
dicates that the dat a transf er is completed When the pro- 
cessor recognizes DTACK during a read cycl e, data is 
latched and the bus cycle terminated When DTACK is 
recognized during a write cycle, the bus cycle is terminated 

An a ctive transition of data transfer acknowledge, 
DTACK, indicates the termination of a data transfer on the 
bus 

if the system must run at a maximum rate determined by 
RAM access t imes, the relationship between the times at 
which DTACK and DATA are sampled are important 

All control and data lines are sampled during the 
MC68000's clock high time The clock is internally buffered, 
which results in some slight differences in the sampling and 
recognition of various signals. MC6800 mask sets prior to 
CC1 (R9M and T6E), allowed DTACK to be reco gnized as 
early as S2 (bus state 2), and all devices allow BERR or 
DTACK to be recogni zed in S4, S6, etc , which terminates 
the cycle The DTACK signal, like other control signals, is in- 
ternally synchronized to allow for valid operation in an asyn- 
chronou s system . If the required setup time (#47) is met dur- 
ing S4, DTACK will be recognized during S5 and S6, and 
data will be captured during S6 The data must meet the re- 
quired setup time (#27). 

If an asynchronous control signal does not meet the re- 
quired setup time, it is possible that it may not be recognized 
during that cycle . Becau se of this, asynchronous systems 
must not allow DTACK to precede data by more than 
parameter #31 

Asserting DTACK (or BERR) on the rising edge of a clock 
(such as S4) after the assertion of address strobe will allow a 
MC68000 system to run at its maximum bus rate If setup 
times #27 and #47 are guaranteed, #31 may be ignored. 
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BUS ARBITRATION CONTROL. These three signals form 
a bus arbitration circuit to determine which device will be the 
bus master device 

Bus Request (BR). This input is wire ORed with all other 
devices that could be bus masters This input indicates to the 
processor that some other device desires to become the bus 
master 

Bus Grant (BG). This output indicates to all other potential 
bus master devices that the processor will release bus con- 
trol at the end of the current bus cycle 



Bus Grant Acknowledge (BGACK). This input indicates 
that some other device has become the bus master This 
signal cannot be asserted until the following four conditions 
are met 

I a Bus Grant has been received 
2. Address Strobe is inactive which indicates that the 
microprocessor is not using the bus 

Data Transfer Acknowledge is inactive which in- 
dicates that neither memory nor peripherals are using 
the bus 
4 Bus Grant Acknowledge is inactive which indicates 
that no other device is still claiming bus mastership 

INTERRUPT CONTROL (IPLO, IPL1, IPL2). These input 
pins indicate the encoded priority level of the device re- 
questing an interrupt Level seven is the highest priority 
while level zero indicates that no inte rrupts are requested 
The least significant bit is giv en in IPLO and the most signifi- 
cant bit is contained in IPL2. 

SYSTEM CONTROL. The system control inputs are used 
to either reset or halt the processor and to indicate to the 
processor that bus errors have occurred The three system 
control inputs are explained in the following paragraphs. 

Bus Error (BERR). This input informs the processor that 
there is a problem with the cycle currently being executed. 
Problems may be a result of. 
1 nonresponding devices 

2. interrupt vector number acquisition failure 

3. illegal access request as determined by a memory 
management unit 

4 other application dependent errors 

The bus error signal interacts with the halt signal to deter- 
mine if exception processing should be performed or the cur- 
rent bus cycle should be retried. 

Refer to BUS ERROR AND HALT OPERATION paragraph 
for additional information about the interaction of the bus er- 
ror and halt signals. 



Reset (RESET). This bidirectional signal line acts to reset 
(initiate a system initialization sequence) the processor in 
response to an external reset signal An internally generated 
reset (result of a RESET instruction) causes all external 
devices to be reset and the internal state of the processor is 
not affected. A total system reset (processor and external 
devices) is the result of external HALT and RESET signals 
applied at the same time Refer to RESET OPERATION 
paragraph for additional information about reset operation 



Halt (HALT). When this bidirectional line is driven by an 
external device, it will cause the processor to stop at the 
completion of the current bus cycle. When the processor has 
been halted using this input, all control signals are inactive 
and all three-state lines are put in their high-impedance state 
Refer to BUS ERROR AND HALT OPERATION paragraph 
for additional information about the interaction between the 
halt and bus error signals 

When the processor has stopped executing instructions, 
such as in a double bus fault condition, the halt line is driven 
by the processor to indicate to external devices that the pro- 
cessor has stopped 

M6800 PERIPHERAL CONTROL. These control signals are 
used to allow the interfacing of synchronous M6800 
peripheral devices with the asynchronous MC68000 These 
signals are explained in the following paragraphs 

Enable (E). This signal is the standard enable signal com- 
mon to all M6800 type peripheral devices The period for this 
output is ten MC68000 clock periods (six clocks low, four 
clocks high) 

Valid Peripheral Address (VPA). This input indicates that 
the device or region addressed is a M6800 family device and 
that data transfer should be synchronized with the enable ( E) 
signal This input also indicates that the processor should 
use automatic vectoring for an interrupt Refer to INTER- 
FACE WITH M6800 PERIPHERALS 

Valid Memory Address (VMA). This output is used to in- 
dicate to M6800 peripheral devices that there is a valid ad- 
dress on the address bus and the processor is synchronized 
to ena ble. T his signal only responds to a valid peripheral ad- 
dress (VPA) input which indicates that the peripheral is a 
M6800 family device 

PROCESSOR STATUS (FCO, FC1, FC2). These function 
code outputs indicate the state (user or supervisor) and the 
cycle type currently being executed, as shown in Table 2 
The information indicated by the function code outputs is 
valid whenever address strobe (AS) is active 

TABLE 2 - FUNCTION CODE OUTPUTS 



FC2 


FC1 


FCO 


Cycle Type 


Low 


Low 


Low 


(Undefined, Reserved) 


Low 


Low 


High 


User Data 


Low 


High 


Low 


User Program 


Low 


High 


High 


(Undefined, Reserved) 


High 


Low 


Low 


(Undefined, Reserved) 


High 


Low 


High 


Supervisor Data 


High 


High 


Low 


Supervisor Program 


High 


High 


High 


Interrupt Acknowledge 



CLOCK (CLK). The clock input is a TTL-compatible signal 
that is internally buffered for development of the internal 
clocks needed by the processor The clock input shall be a 
constant frequency 

SIGNAL SUMMARY. Table 3 is a summary of all the 
signals discussed in the previous paragraphs. 
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TABLE 3 - SIGNAL SUMMARY 



Signal Name 


Mnemonic 


Input/ Output 


Active State 


Three 
State 


Address Bus 


A1-A23 


output 


high 


yes 


Data Bus 


D0-D15 


input/output 


high 


yes 


Address Strobe 


AS" 


output 


low 


yes 


Read/Write 


R/W 


output 


read-high 
write-low 


yes 


Upper and Lower Data Strobes 


DTJ5, IDS 


output 


low 


yes 


Data Transfer Acknowledge 


DTACK 


input 


low 


no 


Bus Request 


BTT 


input 


low 


no 


Bus Grant 


BG 


output 


low 


no 


Bus Grant Acknowledge 


BGACk 


input 


low 


no 


Interrupt Priority Level 


TPTO", IP LI , IPO 


input 


low 


no 


Bus Error 


BERR 


input 


low 


no 


Reset 


RESET 


input/output 


low 


no* 


Halt 


HALT 


input/output 


low 


no* 


Enable 


E 


output 


high 


no 


Valid Memory Address 


VMA 


output 


low 


yes 


Valid Peripheral Address 


VPA 


input 


low 


no 


Function Code Output 


FCO, FC1, FC2 


output 


high 


yes 


Clock 


CLK 


input 


high 


no 


Power Input 


vcc 


input 


- 


- 


Ground 


GND 


input 


- 


- 



*open dram 



REGISTER DESCRIPTION AND DATA ORGANIZATION 



The following paragraphs describe the registers and data 
organization of the MC68000 

OPERAND SIZE 

Operand sizes are defined as follows' a byte equals 8 bits, 
a word equals 16 bits, and a long word equals 32 bits The 
operand size for each instruction is either explicitly encoded 
in the instruction or implicitly defined by the instruction 
operation All explicit instructions support byte, word or long 
word operands Implicit instructions support some subset of 
all three sizes 

DATA ORGANIZATION IN REGISTERS 

The eight data registers support data operands of 1 , 8, 16, 
or 32 bits. The seven address registers together with the ac- 
tive stack pointer support address operands of 32 bits 



Address registers do not support byte sized operands 
Therefore, when an address register is used as a source 
operand, either the low order word or the entire long word 
operand is used depending upon the operation size When 
an address register is used as the destination operand, the 
entire register is affected regardless of the operation size If 
the operation size is word, any other operands are sign ex- 
tended to 32 bits before the operation is performed. 



STATUS REGISTER 

The status register contains the interrupt mask (eight 
levels available) as well as the condition codes, extend (X), 
negative (N), zero (Z), overflow (V), and carry (C). Addi- 
tional status bits indicate that the processor is in a trace (T) 
mode and/or in a supervisor (S) state. 



DATA REGISTERS. Each data register is 32 bits wide. 
Byte operands occupy the low order 8 bits, word operands 
the low order 16 bits, and long word operands the entire 32 
bits The least significant bit is addressed as bit zero; the 
most significant bit is addressed as bit 31 

When a data register is used as either a source or destina- 
tion operand, only the appropriate low-order portion is 
changed; the remaining high-order portion is neither used 
nor changed. 

ADDRESS REGISTERS. Each address register and the 
stack pointer is 32 bits wide and holds a full 32 bit address. 



STATUS REGISTER 



System Byte 



~^~ 



User Byte 
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DATA ORGANIZATION IN MEMORY 

Bytes are individually addressable with the high order byte 
having an even address the same as the word, as shown in 
Figure 9 The low order byte has an odd address that is one 
count higher than the word address Instructions and 
multibyte data are accessed only on word (even byte) boun- 
daries If a long word datum is located at address n (n even), 
then the second word of that datum is located at address 
n + 2 

The data types supported by the MC68000 are bit data, in- 
teger data of 8, 16, or 32 bits, 32-bit addresses and binary 
coded decimal data Each of these data types is put in 
memory, as shown in Figure 10 

BUS OPERATION 

The following paragraphs explain control signal and bus 
operation during data transfer operations, bus arbitration, 
bus error and halt conditions, and reset operation 

DATA TRANSFER OPERATIONS. Transfer of data be- 
tween devices involves the following leads. 

• Address Bus A1 through A23 

• Data Bus DO through D15 

• Control Signals 

The address and data buses are separate parallel buses used 
to transfer data using an asynchronous bus structure In all 
cycles, the bus master assumes responsibility for deskewing 
all signals it issues at both the start and end of a cycle In ad- 
dition, the bus master is responsible for deskewing the 
acknowledge and data signals from the slave device. 



The following paragraphs explain the read, write, and 
read-modify-wnte cycles The indivisible read-modify-wnte 
cycle is the method used by the MC68000 for interlocked 
multiprocessor communications 

NOTE 
The terms assertion and negation will be used extensively 
This is done to avoid confusion when dealing with a mixture 
of "active-low" and "active-high" signals. The term assert or 
assertion is used to indicate that a signal is active or true in- 
dependent of whether that voltage is low or high The term 
negate or negation is used to indicate that a signal is inactive 
or false. 



Read Cycle. During a read cycle, the processor receives 
data from memory or a peripheral device The processor 
reads bytes of data in all cases If the instruction specifies a 
word (or double word) operation, the processor reads both 
bytes When the instruction specifies byte operation, the 
processor uses an internal A0 bit to determine which byte to 
read and then issues the data strobe required for that byte 
For byte operations, when the A0 bit equals zero, the upper 
data strobe is issued When the A0 bit equals one, the lower 
data strobe is issued. When the data is received, the pio 
cessor correctly positions it internally 

A word read cycle flow chart is qivon in I icjuro 1 1 A dytr 
read cycle flow chart is given in Figure YJ Road cydo limine) 
is given in Figure 13 Figure 14 details word and byte road < y 
cle operations 
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FIGURE 9 - WORD ORGANIZATION IN MEMORY 
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FIGURE 10 - DATA ORGANIZATION IN MEMORY 

Bit Data 
1 Byte = 8 Bits 
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Integer Data 
1 Byte =8 Bits 
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Addresses 
1 Address = 32 Bits 
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MSB = Most Significant Bit 
LSB = Least Significant Bit 

Decimal Data 
2 Binary Coded Decimal Digits =1 Byte 
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FIGURE 11 - WORD READ CYCLE FLOW CHART 
BUS MASTER SLAVE 



Address Device 
Set R/W to Read 
Place Address on A1-A23 
Place Function Code on FC0-FC2 

Assert Address Strobe (AS) 

Assert Upper D ata S trobe (UDS) and Low- 
er Data Strobe (LDS) 



Input Data 

1) Decode Address 

2) Place Data on D0-D15 

3) Assert D ata Transfer Acknowledge 
(DTACK) 



Acquire Data 

1) Latch Data 

2) Negate UDS and LDS 

3) Negate AS 



FIGURE 12 - BYTE READ CYCLE FLOW CHART 



BUS MASTER 

Address Device 

Set R/W to Read 

Place Address on A1-A23 

Place Function Code on FC0-FC2 

Assert Address Strobe (AS) 

Assert Upper Data Strobe (UDS) or Lower 
Data Strobe (LDS) (based on AO) 

I . 



SLAVE 



Input Data 

1 ) Decode Address 

2) Place Data on D0-D7 or D8-D15 (based on 
UDS or LDS) 

3) Assert D ata Transfer Acknowledge 
(DTACK) 



Acquire Data 

1) Latch D ata 

2) Negate UDS or LDS 

3) Negate AS 




Terminate Cycle 
Remove Data from D0-D15 



2) Negate DTACK 



Terminate Cycle 

1) Remov e Data fr om D0-D7 or D8-D15 

2) Negate DTACK 



Start Next Cycle 



Start Next Cycle 



FIGURE 13 - READ AND WRITE CYCLE TIMING DIAGRAM 
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* Internal Signal Only 
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Write Cycle. During a write cycle, the processor sends 
data to memory or a peripheral device The processor writes 
bytes of data in all cases If the instruction specifies a word 
operation, the processor writes both bytes When the in- 
struction specifies a byte operation, the processor uses an 
internal AO bit to determine which byte to write and then 
issues the data strobe required for that byte For byte opera- 
tions, when the AO bit equals zero, the upper data strobe is 
issued When the AO bit equals one, the lower data strobe is 
issued. A word write cycle flow chart is given in Figure 15 A 
byte write cycle flow chart is given in Figure 16 Write cycle 
timing is given in Figure 13 Figure 17 details word and byte 
write cycle operation 



Read- Modify- Write Cycle. The read-modify-wnte cycle 
performs a read, modifies the data in the arithmetic-logic 
unit, and writes the data back to the same address In the 
MC68000 this cycle is indivisible in that the address strobe is 
asserted throughout the entire cycle The test and set (TAS) 
instruction uses this cycle to provide meaningful com- 
munication between processors in a multiple processor en- 
vironment. This instruction is the only instruction that uses 
the read-modify-wnte cycles and since the test and set in- 
struction only operates on bytes, all read-modify-wnte cycles 
are byte operations. A read-modify-wnte cycle flow chart is 
given in Figure 18 and a timing diagram is given in Figure 19. 



BUS ARBITRATION. Bus arbitration is a technique used 
by master-type devices to request, be granted, and 
acknowledge bus mastership In its simplest form, it consists 
of 

1 Asserting a bus mastership request 

2 Receiving a grant that the bus is available at the end 
of the current cycle 

3 Acknowledging that mastership has been assumed. 

Figure 20 is a flow chart showing the detail involved in a 
request from a single device Figure 21 is a timing diagram 
for the same operations This technique allows processing of 
bus requests during data transfer cycles. 

The timing diagram shows that the bus request is negated 
at the time that an acknowledge is asserted This type of 
operation would be true for a system consisting of the pro- 
cessor and one device capable of bus mastership In systems 
having a number of devices capable of bus mastership, the 
bus request line from each device is wire ORed to the pro- 
cessor In this system, it is easy to see that there could be 
more than one bus request being made The timing diagram 
shows that the bus grant signal is negate d a few c lock cycles 
after the transition of the acknowledge (BGACK) signal 

However, if the bus requests are still pending, the pro- 
cessor will assert another bus grant within a few clock cycles 
after it was negated This additional assertion of bus grant 
allows external arbitration circuitry to select the next bus 
master before the current bus master has completed its re- 
quirements. The following paragraphs provide additional in- 
formation about the three steps in the arbitration process 
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FIGURE 15 - WORD WRITE CYCLE FLOW CHART 



FIGURE 16 - BYTE WRITE CYCLE FLOW CHART 



BUS MASTER 

Address Device 

1) Place Address on A1-A23 

2) Place Function Code on FC0-FC2 

3) Assert ^ddress Strobe (AS) 

4) Set R/W to Write 

5) Place Data on D0-D15 

6) Assert Upper Data Strobe (UDS) and 
Lower Data Strobe (LDS) 



SLAVE 



BUS MASTER 

Address Device 



SLAVE 



1) Place Address on A1-A23 

2) Place Function Code on_FC0-FC2 

3) Assert _Address Strobe (AS) 

4) Set R/W to Write 

5) Place Data on D0-D7 or D8-D15 (according 
to AO) 

6) Assert Upper Data Strobe (UDS) or Lower 
Data Strobe (LDS) (based on AO) 



Input Data 

1 ) Decode Address 

2) Store Data on D0-D15 

3) Assert D ata Transfer Acknowledge 
(DTACK) 



Input Data 

1) Decode Address 

2) Store Data on D0-D7 if LDS is asserted 
Store Data on D8-D15 if UDS is asserted 

3) Assert D ata Transfer Acknowledge 
(DTACK) 



Terminate Output Transfer 

1) Negate UDS and LDS 

2) Negate AS 

3) RemoyeJJata from D0-D15 

4) Set R/W to Read 



Terminate Output Transfer 

1) Negate UDS and LPS 

2) Negate AS 

3) RemoyejData from D0-D7 or D8-D15 

4) Set R/W to Read 




Terminate Cycle 



1) Negate DTACK 



Terminate Cycle 



1) Negate DTACK 



Start Next Cycle 



Start Next Cycle 



FIGURE 17 - WORD AND BYTE WRITE CYCLE TIMING DIAGRAM 
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FIGURE 18 - READ-MODIFY-WRITE CYCLE FLOW CHART 
BUS MASTER 



Address Device 

1) Place Address on A1-A23 

2) Set R/W to Read 

3) Assert Address Strobe (AS) 

4) Assert Upper Data Strobe (UDS) or Lower 
Data Strobe (LDS) 

L 



Acquire Data 

1) Latch D ata 

2) Negate UDS or LDS 

3) Start Data Modification 



I 



Start Output Transfer 

1) Set R/W to Write 

2) Place Data on D0-D7 or D8 -D15 

3) Assert Upper Data Strobe (UDS) or Lower 
Data Strobe (LDS) 



1) 



Terminate Output Transfer 
Negate UDS or LDS 



2) Negate AS 

3) RemoveJData from D0-D7 or D8-D15 

4) Set R/W to Read 



Start Next Cycle 



SLAVE 



Input Data 

1 ) Decode Address 

2) Place Data on D0-D7 or D8-D15 

3) Assert D ata Transfer Acknowledge 
(DTACK) 



Terminate Cycle 

1) Remov e Data fr om D0-D7 or D8-D15 

2) Negate DTACK 



Input Data 

1) Store Data on D0-D7 or D8-D15 

2) Assert D ata Transfer Acknowledge 
(DTACK) 



Terminate Cycle 
1) Negate DTACK 



FIGURE 19 - READ-MODIFY-WRITE CYCLE TIMING DIAGRAM 
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FIGURE 20 - BUS ARBITRATION CYCLE FLOW CHART 
PROCESSOR REQUESTING DEVICE 

Request the Bus 
1) Assert Bus Request (BR) 



Grant Bus Arbitration 



1) Assert Bus Grant (BG) 
I 



Acknowledge Bus Mastership 

1) External arbitration determines next bus 
master 

2) Next bus master waits for current cycle to 
complete 

3) Next bus mast er assert s Bus Grant 
Acknowledge (BGACK) to become new 
master 

4) Bus master negates BR 
, I 



Terminate Arbitration 



1) Negate BG (and watt for BGACK to be 
negated) 



Operate as Bus Master 
1) Perform Data Transfers (Read and Write 
cycles) according to the same rules the pro- 
cessor uses . 

♦ 

Release Bus Mastership 

J 



1) Negate BGACK 



Re-Arbitrate or Resume Processor 
Operation 



Requesting the Bus. External devices capable of becoming 
bus masters request the bus by asserting the bus request 
(BR) signal This is a wire ORed signal (although it need not 
be constructed from open collector devices) that indicates to 
the processor that some external device requires control of 
the external bus The processor is effectively at a lower bus 
priority level than the external device and will relinquish the 
bus after it has completed the last bus cycle it has started 

When no acknowledge is received before the bus request 
signal goes inactive, the processor will continue processing 
when it detects that the bus request is inactive This allows 
ordinary processing to continue if the arbitration circuitry 
responded to noise inadvertently 

Receiving the Bus Grant. The processor asserts bus grant 
(BG) as soon as possible Normally this is immediately after 
internal synchronization The only exception to this occurs 
when the processor has made an internal decision to execute 
the next bus cycle but has not progressed far_enough into 
the cycle to have asserted the address strobe (AS) signal In 
this case, bus grant will not be asserted until one clock after 
address strobe is asserted to indicate to external devices that 
a bus cycle is being executed 

The bus grant signal may be routed through a daisy- 
chained network or through a specific priority-encoded net- 
work. The processor is not affected by the external method 
of arbitration as long as the protocol is obeyed 

Acknowledgement of Mastership. Upon receiving a bus 
grant, the requesting device waits until address strobe, data 
transfer acknowledge, and bus gran t acknowledge are 
negated before issuing its own BGACK The negation of the 
address strobe indicates that the previous master has com- 
pleted its cycle, the negation of bus grant acknowledge in- 
dicates that the previous master has released the bus (While 
address strobe is asserted no device is allowed to "break in- 
to" a cycle.) The negation of data transfer acknowledge in- 
dicates the previous slave has terminated its connection to 
the previous master. Note that in some applications data 
transfer acknowledge might not enter into this function. 
General purpose devices would then be connected such that 



FIGURE 21 - BUS ARBITRATION CYCLE TIMING DIAGRAM 
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they were only dependent on address strobe When bus 
grant acknowledge is issued the device is bus master until it 
negates bus grant acknowledge Bus grant acknowledge 
should not be negated until after the bus cycle(s) is (are) 
completed Bus mastership is terminated at the negation of 
bus grant acknowledge 

The bus request from the granted device should be drop- 
ped after bus grant acknowledge is asserted If a bus request 
is still pending, another bus grant will be asserted within a 
few clocks of the negation of bus grant Refer to Bus 
Arbitration Control section Note that the processor does not 
perform any external bus cycles before it re-asserts bus 
grant 

BUS ARBITRATION CONTROL. The bus arbitration con- 
trol unit in the MC68000 is implemented with a finite state 
machine A state diagram of this machine is shown in Figure 
22 All asynchronous signals to the MC68000 are synchroniz- 
ed before being used internally This synchronization is ac- 
complished in a maximum of one cycle of the system clock, 
assuming that the asynchronous input setup time (#47) has 

FIGURE 22 - STATE DIAGRAM OF MC68000 BUS 
ARBITRATION UNIT 




R= Bus Request Internal 

A= Bus Grant Acknowledge Internal 

G=Bus Grant 

T= Three-State Control to Bus Control Logic 

X= Don't Care 

* State machine will not change state if bus is in SO Refer to 
BUS ARBITRATION CONTROL for additional information 



been met (see Figure 23) The input signal is sampled on the 
falling edge of the clock and is valid internally after the next 
falling edge 

As shown in Figure 22, input signals labeled R and A are 
internally synchronized on the bus request and bus grant 
acknowledge pins respectively The bus grant output is 
labeled G and the internal three-state control signal T If T is 
true, the address, data, and control buses are placed in a 
high-impedance state when AS is negated All signals are 
shown in positive logic (active high) regardless of their true 
active voltage level 

State changes (valid outputs) occur on the next rising 
edge after the internal signal is valid 

A timing diagram of the bus arbitration sequence during a 
processor bus cycle is shown in Figure 24 The bus arbitra- 
tion sequence while the bus is inactive (i e , executing inter- 
nal operations such as a multiply instruction) is shown in 
Figure 25 

If a bus request is made a t a time when the MPU has 
already begun a bus cycle but AS has not been asserted (bus 
state SO), BG will not be asserted on the next rising edge In- 
stead, BG will be delayed until the second rising edge follow- 
ing it's internal assertion This sequence is shown in Figure 
26 

BUS ERROR AND HALT OPERATION. In a bus architec- 
ture that requires a handshake from an external device, the 
possibility exists that the handshake might not occur Since 
different systems will require a different maximum response 
time, a bus error input is provided. External circuitry must be 
used to determine the duration between address strobe and 
data transfer acknowledge before issuing a bus error signal 
When a bus error signal is received, the processor has two 
options' initiate a bus error exception sequence or try runn- 
ing the bus cycle again 



FIGURE 23 - TIMING RELATIONSHIP OF EXTERNAL 
ASYNCHRONOUS INPUTS TO INTERNAL SIGNALS 
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This delay time is equal to parameter #33,tfjHGL 
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FIGURE 24 - BUS ARBITRATION DURING PROCESSOR BUS CYCLE 
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FIGURE 25 - BUS ARBITRATION WITH BUS INACTIVE 
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FIGURE 26 - BUS ARBITRATION DURING PROCESSOR BUS CYCLE SPECIAL CASE 



-BR asserted 
BR sampled 
Bus three stated - 

BG asserted 

BR valid internal 



!!A. 



BG- 




BGACK - 
A1-A23- 
AS- 

UDS- 
LDS- 

FC0-FC3_ 

R/W] 



DTACK- 
D0-D15- 



Bus released from three state and 
Processor starts next bus cycle — 

BGACK negated internal 

BGACK sampled 

BGACK negated 




SO S1 S2 S3 S4 S5 S6 S7 



Processor 






_T- 



~\ r 



Alternate Bus Master 



SO S1 S2 S3 S4 S5 S6 S7 SO S1 



Processor 



J-C 



3d 



Exception Sequence. When the bus error signal is 
asserted, the current bus cycle is terminated If BERR is 
asserted before the falling edge of S4, AS wil l be ne gated in 
S7 in either a read or write cycle As long as BERR remains 
asserted, the data and addres s buses will be in the high- 
impedance state When BERR is negated, the processor will 
begin stacking for exception processing Figure 27 is a timing 
diagram for the exception sequence The sequence is com- 
posed of the following elements 

1 Stacking the program counter and status register 

2 Stacking the error information 



Reading the bus error vector table entry 
Executing the bus error handler routine 



The stacking of the program counter and the status 
register is the same as if an interrupt had occurred Several 
additional items are stacked when a bus error occurs These 
items are used to determine the nature of the error and cor- 
rect it, if possible. The bus error vector is vector number two 
located at address $000008 The processor loads the new 
program counter from this location A software bus error 
handler routine is then executed by the processor Refer to 
EXCEPTION PROCESSING for additional information 
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Re-Running the Bus Cycle. When, during a bus cycle, the 
processor receives a bus error signal and the halt pin is being 
driven by an external device, the processor enters the re-run 
sequence Figure 28 is a timing diagram for re-running the 
bus cycle 

The processor terminates the bus cycle, then puts the 
address and data output lines in the high-impedance state 
The processor remains "halted," and will not run another 
bus cycle until the halt signal is removed by external logic 
Then the processor will re-run the previous bus cycle using 



the same address, the same function codes, the same data 
(for a write operation), and the same controls The bus error 
signal should be removed at least one clock cycle before the 
halt signal is removeo 

NOTE 

The processor will not re-run a read-modify-wnte cycle 
This restriction is made to guarantee that the entire cycle 
runs correctly and that the write operation of a Test-an d-Se t 

oper ation is performed without ever releasing AS If BERR 
and HALT are asserted during a read- modify- write bus cycle, 
a bus error operation results 



FIGURE 27 - BUS ERROR TIMING DIAGRAM 
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FIGURE 28 - RE-RUN BUS CYCLE TIMING INFORMATION 
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The processor terminates the bus cycle, then puts the ad- 
dress, data and function code output lines in the high- 
impedance state The processor remains "halted," and will 
not run another bus cycle until the halt signal is removed by 
external logic Then the processor will re-run the previous 
bus cycle using the same address, the same function codes, 
the same data (for a write operation), and the same controls 
The bus error signal should be removed before the halt signal 
is removed 



Halt Operation with No Bus Error. The halt input signal to 
the MC68000 performs a Halt/ Run/ Single-Step function in a 
similar fashion to the M6800 halt function The halt and run 
modes are somewhat self explanatory in that when the halt 
signal is constantly active the processor "halts" (does 
nothing) and when the halt signal is constantly inactive the 
processor "runs" (does something) 

The single-step mode is derived from correctly timed tran- 
sitions on the halt signal input It forces the processor to ex- 
ecute a single bus cycle by entering the "run" mode until the 
processor starts a bus cycle then changing to the "halt" 
mode Thus, the single-step mode allows the user to pro- 
ceed through (and therefore debug) processor operations 
one bus cycle at a time 

Figure 29 details the timing required for correct single-step 
operations Some care must be exercised to avoid harmful 
interactions between the bus error signal and the halt pin 
when using the single cycle mode as a debugging tool This 
is also true of interactions between the halt and reset lines 
since these can reset the machine 

When the processor completes a bus cycle after recogniz- 
ing that the halt signal is active, most three-state signals are 
put in the high-impedance state These include - 

1 address lines 

2 data lines 



This is required for correct performance of the re-run bus cy- 
cle operation 

While the processor is honoring the halt request, bus 
arbitration performs as usual That is, halting has no effect 
on bus arbitration It is the bus arbitration function that 
removes the control signals from the bus 

The halt function and the hardware trace capability allow 
the hardware debugger to trace single bus cycles or single in- 
structions at a time These processor capabilities, along with 
a software debugging package, give total debugging flexibili- 
ty 

Double Bus Faults. When a bus error exception occurs, 
the processor will attempt to stack several words containing 
information about the state of the machine If a bus error ex- 
ception occurs during the stacking operation, there have 
been two bus errors in a row This is commonly referred to as 
a double bus fault When a double bus fault occurs, the pro- 
cessor will halt Once a bus error exception has occurred, 
any bus error exception occurring before the execution of 
the next instruction constitutes a double bus fault 

Note that a bus cycle which is re-run does not constitute a 
bus error exception, and does not contribute to a double bus 
fault Note also that this means that as long as the external 
hardware requests it, the processor will continue to re-run 
the same bus cycle 

The bus error pin also has an effect on processor operation 
after the processor receives an external reset input. The pro- 
cessor reads the vector table after a reset to determine the 
address to start program execution If a bus error occurs 
while reading the vector table (or at any time before the first 
instruction is executed), the processor reacts as if a double 
bus fault has occurred and it halts Only an external reset will 
start a halted processor. 



FIGURE 29 - HALT SIGNAL TIMING CHARACTERISTICS 
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THE RELATIONSHIP OF DTACK, BERR, AND HALT 



In order to properly control ter mination of a bu s cycl e for a 
re-run or a bus error condition, DTACK, BERR, and HALT 
should be asserted and negated on the rising edge of the 
MC68000 clock This will assure that when two signals are 
asserted simultaneously, the required setup time (#47) for 
both of them will be met during the same bus state 

This, or some equivalent precaution, should be designed 
external to the MC68000. Parameter #48 is intended to en- 
sure this operation in a totally asynchronous system, and 
may be ignored if the above conditions are met 

The preferred bus cycle terminations may be summarized 
as follows (case numbers refer to Table 4) 



Normal Terminatio n: DTA CK occurs first (case 1) 

Halt T erminatio n: HALT is asserted at same time, or 
precedes DTACK (no BERR) cases 2 and 3 

Bus Error Termin ation: B ERR is asserted in lieu of, at same 
time, or prec eding DT ACK (case 4), BERR negated at same 
time, or after DTACK 

Re-Run Terminati on: HAL T and BERR a sserted at the 
same time, or before DTACK (cases 6 and 7) , HALT m ust be 
negated at least 1 cycle after BERR (Case 5 indicates BERR 



may precede HALT on all except R9M and T6E < early mask 
sets> which allows fully asynchronous assertion). 

Table 4 details the resulting bus cycle termination under 
various combinations of control signal sequences The nega- 
tion of these sam e control signals under several conditions is 
shown in Table 5 (DTACK is assumed to be nega ted n ormal- 
ly in all cases, for best results, both DTACK and BERR 
should be negated when address strobe is negated ) 

Example A: A system uses a watch-dog timer to ter- 
minate accesse s to un-populated address space The timer 
asserts DTACK and BERR simultaneously after time-out 
(case 4) 

Example B: A system use s error de tection on RAM con- 
tents. Design er m ay (a) d elay DTACK until data verified, and 
return BERR and HALT si multaneou sly to re-r un error cycle 
(case 6), or if valid, retur n DTA CK, (b) delay D TACK un til 
data verified, and return BER R at sam e time as DTACK if 
data in error (case 4) , (c) return DTACK p sor to data verifica- 
tion, as described in previous section If data invalid, BERR is 
asserted (case 1) in next cycle Error-handling software must 
know how to recover error cycle 



TABLE 4 - DTACK, BEER, HA"LT ASSERTION RESULTS 



Case 
No. 


Control 
Signal 


Asserted on Rising 
Edge of State 


Result 


N 


N + 2 


1 


DTACK 
BERR 
HALT 


A 

NA 
NA 


S 
X 
X 


Normal cycle terminate and continue 


2 


DTACK 
BERR 
HALT 


A 

NA 
A 


s 

X 

s 


Normal cycle terminate and halt Continue when HALT removed 


3 


DTACK 
BERR 
HALT 


NA 
NA 
A 


A 

NA 
S 


Normal cycle terminate and halt Continue when HALT removed 


4 


DTACK 
BERR" 
HALT 


X 
A 
NA 


X 
S 
NA 


Terminate and take bus error trap 


5 


DTACK 
BERR 
HALT 


NA 
A 
NA 


X 
S 
A 


R9M, T6E, BF4: Unpredictable results, no re-run, no error trap, 
usually traps to vector number 
All others: terminate and re-run 


6 


DTACK 
BERR 
HALT 


X 
A 
A 


X 
S 
S 


Terminate and re-run 


7 


DTACK 
BERR 
HALT 


NA 
NA 
A 


X 
A 
S 


Terminate and re-run when HALT removed 



I 



Legend 
N - the number of the current even bus state (e g , S4, S6, etc ) 
A — signal is asserted in this bus state 
NA — signal is not asserted in this state 
X — don't care 
S — signal was asserted in previous state and remains asserted in this state 

TABLE 5 - BERR AND HALT NEGATION RESULTS 



Conditions of 

Termination in 

Table A 


Control 
Signal 


Negated on Rising 
Edge of State 


Results — Next Cycle 


N N + 2 


Bus Error 


BERR 
HALT 


• or • 

• or • 


Takes bus error trap 


Re-run 


BERR 
HALT 


• or • 

• 


Illegal sequence, usually traps to 
vector number 


Re-run 


BERR 
HALT 


• 

• 


Re-runs the bus cycle 


Normal 


BERR 
HALT 


• 

• or • 


May lengthen next cycle 


Normal 


BERR 
HALT 


• 
• or none 


If next cycle is started it will 
be terminated as a bus error 
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RESET OPERATION. The reset signal is a bidirectional 
signal that allows either the processor or an external signal to 
reset the system Figure 30 is a timing diagram for reset 
operations Both the halt and reset lines must be applied to 
ensure total reset of the processor 

When the reset and halt lines are driven by an external 
device, it is recognized as an entire system reset, including 
the processor The processor responds by reading the reset 
vector table entry (vector number zero, address $000000) 
and loads it into the supervisor stack pointer (SSP) Vector 
table entry number one at address $000004 is read next and 
loaded into the program counter. The processor initializes 
the status register to an interrupt level of seven No other 



registers are affected by the reset sequence. 

When a RESET sequence is executed, the processor 
drives the reset pin for 124 clock pulses. In this case, the pro- 
cessor is trying to reset the rest of the system. Therefore, 
there is no effect on the internal state of the processor All of 
the processor's internal registers and the status register are 
unaffected by the execution of a RESET instruction All ex- 
ternal devices connected to the reset line should be reset at 
the completion of the RESET instruction 

Asserting the Reset and Halt pins for 10 clock cycles will 
cause a processor reset, except when Vcc is initially ap- 
plied to the processor In this case, an external reset must 
be applied for 100 milliseconds 



FIGURE 30 - RESET OPERATION TIMING DIAGRAM 
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PROCESSING STATES 



The MC68000 is always in one of three processing states 
normal, exception, or halted The normal processing state is 
that associated with instruction execution, the memory 
of the bits in the supervisor portion of the status register are 
covered: the supervisor/ user bit, the trace enable bit, and 
the processor interrupt priority mask. Finally, the sequence 
of memory references and actions taken by the processor on 
exception conditions is detailed. 

The MC68000 is always in one of three processing states 
normal, exception, or halted. The normal processing state is 
that associated with instruction execution; the memory 
references are to fetch instructions and operands, and to 
store results. A special case of the normal state is the 
stopped state which the processor enters when a STOP in- 
struction is executed. In this state, no further memory 
references are made. 

The exception processing state is associated with inter- 
rupts, trap instructions, tracing and other exceptional condi- 
tions. The exception may be internally generated by an in- 
struction or by an unusual condition arising during the ex- 
ecution of an instruction. Externally, exception processing 
can be forced by an interrupt, by a bus error, or by a reset. 
Exception processing is designed to provide an efficient con- 
text switch so that the processor may handle unusual condi- 
tions. 



The halted processing state is an indication of catastrophic 
hardware failure For example, if during the exception pro- 
cessing of a bus error another bus error occurs, the pro- 
cessor assumes that the system is unusable and halts Only 
an external reset can restart a halted processor Note that a 
processor in the stopped state is not in the halted state, nor 
vice versa 

PRIVILEGE STATES 

The processor operates in one of two states of privilege 
the "user" state or the "supervisor" state The privilege state 
determines which operations are legal, is used by the exter- 
nal memory management device to control and translate ac- 
cesses, and is used to choose between the supervisor stack 
pointer and the user stack pointer in instruction references 

The privilege state is a mechanism for providing security in 
a computer system Programs should access only their own 
code and data areas, and ought to be restricted from access- 
ing information which they do not need and must not 
modify. 

The privilege mechanism provides security by allowing 
most programs to execute in user state In this state, the ac- 
cesses are controlled, and the effects on other parts of the 
system are limited The operating system executes in the 
supervisor state, has access to all resources, and performs 
the overhead tasks for the user state programs 
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SUPERVISOR STATE. The supervisor state is the higher 
state of privilege For instruction execution, the supervisor 
state is determined by the S-bit of the status register, if the 
S-bit is asserted (high), the processor is in the supervisor 
state All instructions can be executed in the supervisor 
state The bus cycles generated by instructions executed in 
the supervisor state are classified as supervisor references 
While the processor is in the supervisor privilege state, those 
instructions which use either the system stack pointer im- 
plicitly or address register seven explicitly access the super- 
visor stack pointer 

All exception processing is done in the supervisor state, 
regardless of the setting of the S-bit The bus cycles 
generated during exception processing are classified as 
supervisor references All stacking operations during excep- 
tion processing use the supervisor stack pointer 

USER STATE. The user state is the lower state of 
privilege For instruction execution, the user state is deter- 
mined by the S-bit of the status register, if the S-bit is 
negated (low), the processor is executing instructions in the 
user state 

Most instructions execute the same in user state as in the 
supervisor state However, some instructions which have 
important system effects are made privileged User programs 
are not permitted to execute the STOP instruction, or the 
RESET instruction To ensure that a user program cannot 
enter the supervisor state except in a controlled manner, the 
instructions which modify the whole status register are 
privileged To aid in debugging programs which are to be 
used as operating systems, the move to user stack pointer 
(MOVE USP) and move from user stack pointer (MOVE from 
USP) instructions are also privileged 

The bus cycles generated by an instruction executed in 
user state are classified as user state references This allows 
an external memory management device to translate the ad- 
dress and to control access to protected portions of the ad- 
dress space While the processor is in the user privilege 
state, those instructions which use either the system stack 
pointer implicitly, or address register seven explicitly, access 
the user stack pointer 

PRIVILEGE STATE CHANGES. Once the processor is in 
the user state and executing instructions, only exception 
processing can change the privilege state During exception 
processing, the current setting of the S-bit of the status 
register is saved and the S-bit is asserted, putting the pro- 
cessing in the supervisor state Therefore, when instruction 
execution resumes at the address specified to process the 
exception, the processor is in the supervisor privilege state 

REFERENCE CLASSIFICATION. When the processor 
makes a reference, it classifies the kind of reference being 
made, using the encoding on the three function code output 
lines This allows external translation of addresses, control of 
access, and differentiation of special processor states, such 
as interrupt acknowledge Table 6 lists the classification of 
references 



TABLE 6 - 


- REFERENCE CLASSIFICATION 


Function Code Output 


Reference Class 


FC2 


FC1 


FCO 











(Unassigned) 








1 


User Data 





1 





User Program 





1 


1 


(Unassigned) 


1 








(Unassigned) 


1 





1 


Supervisor Data 


1 


1 





Supervisor Program 


1 


1 


1 


Interrupt Acknowledge 



EXCEPTION PROCESSING 

Before discussing the details of interrupts, traps, and trac- 
ing, a general description of exception processing is in order 
The processing of an exception occurs in four steps, with 
variations for different exception causes During the first 
step, a temporary copy of the status register is made, and 
the status register is set for exception processing In the sec- 
ond step the exception vector is determined, and the third 
step is the saving of the current processor context In the 
fourth step a new context is obtained, and the processor 
switches to instruction processing 

EXCEPTION VECTORS. Exception vectors are memory 
locations from which the processor fetches the address of a 
routine which will handle that exception All exception vec- 
tors are two words in length (Figure 31), except for the reset 
vector, which is four words All exception vectors lie in the 
supervisor data space, except for the reset vector which is in 
the supervisor program space A vector number is an eight- 
bit number which, when multiplied by four, gives the 
address of an exception vector Vector numbers are 
generated internally or externally, depending on the cause of 
the exception In the case of interrupts, during the interrupt 
acknowledge bus cycle, a peripheral provides an 8-bit vector 
number (Figure 32) to the processor on data bus lines DO 
through D7 The processor translates the vector number into 
a full 24-bit address, as shown in Figure 33 The memory 
layout for exception vectors is given in Table 7 

As shown in Table 7, the memory layout is 512 words 
long (1024 bytes), it starts at address and proceeds 
through address 1023. This provides 255 unique vectors, 
some of these are reserved for TRAPS and other system 
functions Of the 255, there are 192 reserved for user inter- 
rupt vectors. However, there is no protection on the first 64 
entries, so user interrupt vectors may overlap at the discre- 
tion of the systems designer 

KINDS OF EXCEPTIONS. Exceptions can be generated by 
either internal or external causes The externally generated 
exceptions are the interrupts and the bus error and reset re- 
quests. The interrupts are requests from peripheral devices 
for processor action while the bus error and reset inputs are 
used for access control and processor restart The internally 
generated exceptions come from instructions, or from ad- 
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FIGURE 31 - EXCEPTION VECTOR FORMAT 
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FIGURE 32 - PERIPHERAL VECTOR NUMBER FORMAT 
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Where 
v7 is the MSB of the Vector Number 
vO is the LSB of the Vector Number 



FIGURE 33 - ADDRESS TRANSLATED FROM 8-BIT VECTOR NUMBER 
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TABLE 7 - 


- EXCEPTION VECTOR ASSIGNMENT 


Vector 
Number(s) 


Address 


Assignment 


Dec 


Hex 


Space 








000 


SP 


Reset- Initial SSP 


- 


4 


004 


SP 


Reset Initial PC 


2 


8 


008 


SD 


Bus Error 


3 


12 


00C 


SD 


Address Error 


4 


16 


010 


SD 


Illegal Instruction 


5 


20 


014 


SD 


Zero Divide 


6 


24 


018 


SD 


CHK Instruction 


7 


28 


01 C 


SD 


TRAPV Instruction 


8 


32 


020 


SD 


Privilege Violation 


9 


36 


024 


SD 


Trace 


10 


40 


028 


SD 


Line 1010 Emulator 


11 


44 


02C 


SD 


Line 1111 Emulator 


12* 


48 


030 


SD 


(Unassigned, reserved) 


13* 


52 


034 


SD 


(Unassigned, reserved) 


14* 


56 


038 


SD 


(Unassigned, reserved) 


15 


60 


03C 


SD 


Uninitialized Interrupt Vector 


16-23* 


64 


04C 


SD 


(Unassigned, reserved) 




95 


05F 




- 


24 


96 


060 


SD 


Spurious Interrupt 


25 


100 


064 


SD 


Level 1 Interrupt Autovector 


26 


•104 


068 


SD 


Level 2 Interrupt Autovector 


27 


108 


06C 


SD 


Level 3 Interrupt Autovector 


28 


112 


070 


SD 


Level 4 Interrupt Autovector 


29 


116 


074 


SD 


Level 5 Interrupt Autovector 


30 


120 


078 


SD 


Level 6 Interrupt Autovector 


31 


124 


07C 


SD 


Level 7 Interrupt Autovector 


32-47 


128 


080 


SD 


TRAP Instruction Vectors 




191 


0BF 




- 


48-63* 


192 


0C0 


SD 


(Unassigned, reserved) 




255 


OFF 




- 


64-255 


256 


100 


SD 


User Interrupt Vectors 




1023 


3FF 




- 



"Vector numbers 12, 13, 14, 16 through 23 and 48 through 63 are reserv- 
ed for future enhancements by Motorola. No user peripheral devices 
should be assigned these numbers. 
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dress errors or tracing The trap (TRAP), trap on overflow 
(TRAPV), check register against bounds (CHK) and divide 
(DIV) instructions all can generate exceptions as part of their 
instruction execution In addition, illegal instructions, word 
fetches from odd addresses and privilege violations cause ex- 
ceptions Tracing behaves like a very high priority, internally 
generated interrupt after each instruction execution 

EXCEPTION PROCESSING SEQUENCE. Exception pro- 
cessing occurs in four identifiable steps In the first step, an 
internal copy is made of the status register. After the copy is 
made, the S-bit is asserted, putting the processor into the 
supervisor privilege state Also, the T-bit is negated which 
will allow the exception handler to execute unhindered by 
tracing For the reset and interrupt exceptions, the interrupt 
priority mask is also updated 

In the second step, the vector number of the exception is 
determined For interrupts, the vector number is obtained by 
a processor fetch, classified as an interrupt acknowledge 
For all other exceptions, internal logic provides the vector 
number This vector number is then used to generate the ad- 
dress of the exception vector 

The third step is to save the current processor status, ex- 
cept for the reset exception The current program counter 
value and the saved copy of the status register are stacked 
using the supervisor stack pointer The program counter 
value stacked usually points to the next unexecuted instruc- 
tion, however for bus error and address error, the value 
stacked for the program counter is unpredictable, and may 
be incremented from the address of the instruction which 
caused the error Additional information defining the current 
context is stacked for the bus error and address error excep- 
tions 

The last step is the same for all exceptions The new pro- 
gram counter value is fetched from the exception vector 
The processor then resumes instruction execution. The in- 
struction at the address given in the exception vector is 
fetched, and normal instruction decoding and execution is 
started 

MULTIPLE EXCEPTIONS. These paragraphs describe the 
processing which occurs when multiple exceptions arise 
simultaneously Exceptions can be grouped according to 
their occurrence and priority. The Group exceptions are 
reset, bus error, and address error These exceptions cause 
the instruction currently being executed to be aborted, and 
the exeception processing to commence within two clock 
cycles The Group 1 exceptions are trace and interrupt, as 
well as the privilege violations and illegal instructions These 
exceptions allow the current instruction to execute to com- 
pletion, but preempt the execution of the next instruction by 
forcing exception processing to occur (privilege violations 
and illegal instructions are detected when they are the next 
instruction to be executed) The Group 2 exceptions occur as 
part of the normal processing of instructions The TRAP, 
TRAPV, CHK, and zero divide exceptions are in this group 
For these exceptions, the normal execution of an instruction 
may lead to exception processing 

Group exceptions have highest priority, while Group 2 
exceptions have lowest priority Within Group 0, reset has 
highest priority, followed by bus error and then address er- 
ror Within Group 1, trace has priority over external inter- 
rupts, which in turn takes priority over illegal instruction and 



privilege violation Since only one instruction can be ex- 
ecuted at a time, there is no priority relation within Group 2. 
The priority relation between two exceptions determines 
which is taken, or taken first, if the conditions for both arise 
simultaneously Therefore, if a bus error occurs during a 
TRAP instruction, the bus error takes precedence, and the 
TRAP instruction processing is aborted In another example, 
if an interrupt request occurs during the execution of an in- 
struction while the T-bit is asserted, the trace exception has 
priority, and is processed first Before instruction processing 
resumes, however, the interrupt exception is also processed, 
and instruction processing commences finally in the inter- 
rupt handler routine. A summary of exception grouping and 
priority is given in Table 8 

TABLE 8 - EXCEPTION GROUPING AND PRIORITY 



Group 


Exception 


Processing 





Reset 

Bus Error 

Address Error 


Exception processing begins 
within two clock cycles 


1 


Trace 
Interrupt 

Illegal 
Privilege 


Exception processing begins before 
the next instruction 


2 


TRAP, TRAPV, 

CHK, 

Zero Divide 


Exception processing is started by 
normal instruction execution 



I 



EXCEPTION PROCESSING DETAILED DISCUSSION 

Exceptions have a number of sources, and each exception 
has processing which is peculiar to it. The following 
paragraphs detail the sources of exceptions, how each 
arises, and how each is processed. 

RESET. The reset input provides the highest exception 
level The processing of the reset signal is designed for 
system initiation, and recovery from catastrophic failure. 
Any processing in progress at the time of the reset is aborted 
and cannot be recovered The processor is forced into the 
supervisor state, and the trace state is forced off The pro- 
cessor interrupt priority mask is set at level seven The vector 
number is internally generated to reference the reset excep- 
tion vector at location in the supervisor program space. 
Because no assumptions can be made about the validity of 
register contents, in particular the supervisor stack pointer, 
neither the program counter nor the status register is saved. 
The address contained in the first two words of the reset ex- 
ception vector is fetched as the initial supervisor stack 
pointer, and the address in the last two words of the reset 
exception vector is fetched as the initial program counter. 
Finally, instruction execution is started at the address in the 
program counter The power-up/ restart code should be 
pointed to by the initial program counter 

The RESET instruction does not cause loading of the reset 
vector, but does assert the reset line to reset external 
devices. This allows the software to reset the system to a 
known state and then continue processing with the next in- 
struction. 

INTERRUPTS. Seven levels of interrupt priorities are pro- 
vided. Devices may be chained externally within interrupt 
priority levels, allowing an unlimited number of peripheral 
devices to interrupt the processor Interrupt priority levels 
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are numbered from one to seven, level seven being the 
highest priority The status register contains a three-bit mask 
which indicates the current processor priority, and interrupts 
are inhibited for all priority levels less than or equal to the 
current processor priority 

An interrupt request is made to the processor by encoding 
the interrupt request level on the interrupt request lines, a 
zero indicates no interrupt request Interrupt requests arriv- 
ing at the processor do not force immediate exception pro- 
cessing, but are made pending Pending interrupts are 
detected between instruction executions If the priority of 
the pending interrupt is lower than or equal to the current 
processor priority, execution continues with the next instruc- 
tion and the interrupt exception processing is postponed 
(The recognition of level seven is slightly different, as ex- 
plained in a following paragraph ) 

If the priority of the pending interrupt is greater than the 
current processor priority, the exception processing se- 
quence is started First a copy of the status register is saved, 
and the privilege state is set to supervisor, tracing is sup- 
pressed, and the processor priority level is set to the level of 
the interrupt being acknowledged The processor fetches 
the vector number from the interrupting device, classifying 
the reference as an interrupt acknowledge and displaying the 
level number of the interrupt being acknowledged on the ad- 
dress bus If external logic requests an automatic vectoring, 
the processor internally generates a vector number which is 
determined by the interrupt level number If external logic in- 
dicates a bus error, the interrupt is taken to be spurious, and 
the generated vector number references the spurious inter- 
rupt vector The processor then proceeds with the usual ex- 
ception processing, saving the program counter and status 
register on the supervisor stack The saved value of the pro- 
gram counter is the address of the instruction which would 
have been executed had the interrupt not been present The 
content of the interrupt vector whose vector number was 
previously obtained is fetched and loaded into the program 
counter, and normal instruction execution commences in the 
interrupt handling routine A flow chart for the interrupt 
acknowledge sequence is given in Figure 34, a timing 
diagram is given in Figure 35, and the interrupt exception 
timing sequence is shown in Figure 36 



- INTERRUPT ACKNOWLEDGE SEQUENCE 
FLOW CHART 

PROCESSOR INTERRUPTING DEVICE 



Request Interrupt 



Grant Interrupt 
Compare interrupt level in status register 
and wait for current instruction to complete 
Place interrupt level on A1, A2, A3 
Set R/W to read 
Set function code to interrupt acknowledge 

Assert address strobe (ASJ 

Assert lower data strobe (LDS) 



Provide Vector Number 

1) Place vector number of D0-D7 

2) Assert data transfer acknowledge (DTACK) 



Acquire Vector Number 

1) Latch v ector number 

2) Negate LDS 

3) Negate AS 



1) Negate DTACK 



Start Interrupt Processing 



FIGURE 35 - INTERRUPT ACKNOWLEDGE SEQUENCE TIMING DIAGRAM 
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FIGURE 36 - INTERRUPT EXCEPTION TIMING SEQUENCE 
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Priority level seven is a special case Level seven interrupts 
cannot be inhibited by the interrupt priority mask, thus pro- 
viding a "non-maskable interrupt" capability An interrupt is 
generated each time the interrupt request level changes from 
some lower level to level seven Note that a level seven inter- 
rupt may still be caused by the level comparison if the re- 
quest level is a seven and the processor priority is set to a 
lower level by an instruction 

UNINITIALIZED INTERRUPT. An interrupting device 
asserts VPA or provides an interrupt vector during an inter- 
rupt acknowledge cycle to the MC68000 If the vector 
register has not been initialized, the responding M68000 
Family peripheral will provide vector 15, the unitialized inter- 
rupt vector This provides a uniform way to recover from a 
programming error 

SPURIOUS INTERRUPT. If during the in terrupt a cknowl- 
edge cycle no device responds by asserting DTACK or VPA, 
the bus error line should be asserted to terminate the vector 
acquisition The processor separates the processing of this 
error from bus error by fetching the spurious interrupt vector 
instead of the bus error vector The processor then proceeds 
with the usual exception processing 

INSTRUCTION TRAPS. Traps are exceptions caused by 
instructions They arise either from processor recognition of 
abnormal conditions during instruction execution, or from 
use of instructions' whose normal behavior is trapping 

Some instructions are used specifically to generate traps 
The TRAP instruction always forces an exception, and is 
useful for implementing system calls for user programs The 
TRAPV and CHK instructions force an exception if the user 
program detects a runtime error, which may be an arithmetic 
overflow or a subscript out of bounds 

The signed divide (DIVS) and unsigned divide (DIVU) in- 
structions will force an exception if a division operation is at- 
tempted with a divisor of zero 

ILLEGAL AND UNIMPLEMENTED INSTRUCTIONS. Il- 
legal instruction is the term used to refer to any of the word 
bit patterns which are not the bit pattern of the first word of 
a legal instruction During instruction execution, if such an 
instruction is fetched, an illegal instruction exception occurs 

Word patterns with bits 15 through 12 equaling 1010 or 
1111 are distinguished as unimplemented instructions and 
separate exception vectors are given to these patterns to per- 
mit efficient emulation This facility allows the operating 
system to detect program errors, or to emulate 
unimplemented instructions in software 



PRIVILEGE VIOLATIONS. In order to provide system 
security, various instructions are privileged An attempt to 
execute one of the privileged instructions while in the user 
state will cause an exception The privileged instructions are 
STOP AND (word) Immediate to SR 

RESET EOR (word) Immediate to SR 

RTE OR (word) Immediate to SR • 

MOVE to SR MOVEUSP 

TRACING. To aid in program development, the MC68000 
includes a facility to allow instruction by instruction tracing 
In the trace state, after each instruction is executed an ex- 
ception is forced, allowing a debugging program to monitor 
the execution of the program under test 

The trace facility uses the T-bit in the supervisor portion of 
the status register If the T-bit is negated (off), tracing is 
disabled, and instruction execution proceeds from instruc- 
tion to instruction as normal If the T-bit is asserted (on) at 
the beginning of the execution of an instruction, a trace ex- 
ception will be generated after the execution of that instruc- 
tion is completed If the instruction is not executed, either 
because an interrupt is taken, or the instruction is illegal or 
privileged, the trace exception does not occur The trace ex- 
ception also does not occur if the instruction is aborted by a 
reset, bus error, or address error exception If the instruction 
is indeed executed and an interrupt is pending on comple- 
tion, the trace exception is processed before the interrupt ex- 
ception If, during the execution of the instruction, an excep- 
tion is forced by that instruction, the forced exception is pro- 
cessed before the trace exception 

As an extreme illustration of the above rules, consider the 
arrival of an interrupt during the execution of a TRAP in- 
struction while tracing is enabled First the trap exception is 
processed, then the trace exception, and finally the interrupt 
exception Instruction execution resumes in the interrupt 
handler routine 

BUS ERROR. Bus error exceptions occur when the exter- 
nal logic requests that a bus error be processed by an excep- 
tion The current bus cycle which the processor is making is 
then aborted Whether the processor was doing instruction 
or exception processing, that processing is terminated, and 
the processor immediately begins exception processing 

Exception processing for bus error follows the usual se- 
quence of steps The status register is copied, the supervisor 
state is entered, and the trace state is turned off The vector 
number is generated to refer to the bus error vector Since 
the processor was not between instructions when the bus er- 



i 
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ror exception request was made, the context of the pro- 
cessor is more detailed To save more of this context, addi- 
tional information is saved on the supervisor stack The pro- 
gram counter and the copy of the status register are of 
course saved The value saved for the program counter is ad- 
vanced by some amount, two to ten bytes beyond the ad- 
dress of the first word of the instruction which made the 
reference causing the bus error If the bus error occurred 
during the fetch of the next instruction, the saved program 
counter has a value in the vicinity of the current instruction, 
even if the current instruction is a branch, a jump, or a return 
instruction Besides the usual information, the processor 
saves its internal copy of the first word of the instruction be- 
ing processed, and the address which was being accessed 
by the aborted bus cycle Specific information about the ac- 
cess is also saved whether it was a read or a write, whether 
the processor was processing an instruction or not, and the 
classification displayed on the function code outputs when 
the bus error occurred The processor is processing an in- 
struction if it is in the normal state or processing a Group 2 
exception, the processor is not processing an instruction if it 
is processing a Group or a Group 1 exception Figure 37 il- 
lustrates how this information is organized on the supervisor 
stack Although this information is not sufficient in general 
to effect full recovery from the bus error, it does allow soft- 
ware diagnosis Finally, the processor commences instruc- 
tion processing at the address contained in the vector It is 
the responsibility of the error handler routine to clean up the 
stack and determine where to continue execution 

If a bus error occurs during the exception processing for a 
bus error, address error, or reset, the processor is halted, 
and all processing ceases This simplifies the detection of 
catastrophic system failure, since the processor removes 
itself from the system rather than destroy all memory con- 
tents Only the RESET pin can restart a halted processor 

ADDRESS ERROR. Address error exceptions occur when 
the processor attempts to access a word or a long word 
operand or an instruction at an odd address The effect is 
much like an internally generated bus error, so that the bus 
cycle is aborted, and the processor ceases whatever process- 
ing it is currently doing and begins exception processing 
After exception processing commences, the sequence is the 
same as that for bus error including the information that is 
stacked, except that the vector number refers to the address 
error vector instead Likewise, if an address error occurs dur- 



ing the exception processing for a bus error, address error, 

or reset, the processor is halted As shown in Figure 38, an 
address error will execute a short bus cycle followed by ex- 
ception processing 



INTERFACE WITH M6800 PERIPHERALS 

Motorola's extensive line of M6800 peripherals are directly 
compatible with the MC68000 Some of these devices 
that are particularly useful are 

MC6821 Peripheral Interface Adapter 

MC6840 Programmable Timer Module 

MC6843 Floppy Disk Controller 

MC6845 CRT Controller 

MC6850 Asynchronous Communication Interface Adapter 

MC6852 Synchronous Serial Data Adapter 

MC6854 Advanced Data Link Controller 

MC68488 General Purpose Interface Adapter 

To interface the synchronous M6800 peripherals with the 
asynchronous MC68000, the processor modifies its bus cycle 
to meet the M6800 cycle requirements whenever an M6800 
device address is detected This is possible since both pro- 
cessors use memory mapped I/O Figure 39 is a flow chart of 
the interface operation between the processor and M6800 
devices 

DATA TRANSFER OPERATION 

Three signals on the processor provide the M680 inte r- 
face They are enable (E), v alid memory address (VMA), 
and valid peripheral address (VPA) Enable corresponds to 
the E or <jf>2 signal in existing M6800 systems The bus fre- 
quency is one tenth of the incoming MC68000 clock frequen- 
cy The timing of E allows 1 MHz peripherals to be used with 
an 8 MHz MC68000 Enable has a 60/40 duty cycle, that is, it 
is low for six input clocks and high for four input clocks This 
duty cycle allows the processor to do successive VPA ac- 
cesses on successive E pulses 

M6800 cycle timing is given in Figures 40 and 41 At state 
zero (SO) in the cycle, the address bus and function codes 
are in the high-impedance state One-half clock later, in state 
1, the address bus and function code outputs are released 
from the hiqh-impedance state 



FIGURE 37 - SUPERVISOR STACK ORDER (GROUP 0) 
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FIGURE 38 - ADDRESS ERROR TIMING 
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During state 2, the address strobe (AS) is asserted to in- 
dicate that there is a valid address on the address bus. If the 
bus cycle is a read cycle, the upper and/or lower data 
strobes are also asserted m_ state 2 If the bus cycle is a write 
cycle, the read/write (R/W) signal is switched to low (write) 
during state 2 One half clock later, in state 3, the write data 
is placed on the data bus, and in state 4 the data strobes are 
issued to indicate valid data on the data bus 

The processo r now inse rts w ait states until it recognizes 
the assertion of VPA The VPA input signals the processor 
that the address on the bus is the address of an M6800 
device (or an area reserved for M6800 devices) and that the 
bus should conform to the 4>2 transfer characteristics of the 
M6800 bus Valid peripheral address is derived by decoding 
the address bus, condition ed b y address strobe 

After the recognition of VPA, the processor assures that 
the Enable (E) is low , by waiting if necessary, and subse- 
quently asserts VMA Valid memory address is then used as 
part of the chip select equation of the peripheral This en- 
sures that the M6800 peripherals are selected and deselected 
at the correct time The peripheral now runs its cycle during 
the high portion of the E signal Figures 40 and 41 depict the 
best and worst case M6800 cycle timing This cycle length is 
dependent strictly upon when VPA is asserted in relationship 
to the E clock 

During a read cycle, the processor latches the peripheral 
data in state 6 For all cycles, the processor negates the ad- 
dress and data strobes one half clock cycle later in state 7, 
and the Enable signal goes low at this time Another half 
clock later, the address bus is put in the high-impedance 
state During a write cycle, the data bus is put in the high- 
impedance state and the read/w rite s ignal is switched high 
The peripheral logic must remove VPA within one clock after 
address strobe is negated 

DTACK should not b e ass erted while VPA is asserted 
Notice that the MC68000 VMA is active low, contrasted with 
the active high M6800 VMA This allows the processor to put 
its buses in the high-impedance state on DMA requests 
without inadvertently selecting peripherals 



FIGURE 39 - M6800 INTERFACING FLOW CHART 
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Initiate Cycle 
1) The processor starts a normal Read or 
Write cycle 
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I 



Define M6800 Cycle 
1) External hardw are asserts Valid Peripheral 
Address (VPA) I 



Synchronize With Enable 

1) The processor monitors Enable (E) until it i 
low (Phase 1) 

2) The pr ocess or asserts Valid Memory Ad- 
dress (VMA) I 



Transfer Data 
1) The peripheral waits until E is active and 
then transfers the data 



Terminate Cycle 

1) The processor waits until E goes low (On a 
Read cycle the data is latched as E goes 
low internally) 

2) The processor negates VMA 

3) The processor negates AS, UDS, and LDS 



Start Next Cycle 
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INTERRUPT OPERATION 

During an interrupt acknowledg e cyc le while the pro- 
cessor is fetching t he ve ctor, if VPA is asserted, the 
MC68000 will assert VMA and complete a normal M6800 
read cycle as shown in Figure 42 The processor will then use 
an internally generated vector that is a function of the inter- 
rupt being serviced This process is known as autovectonng 
The seven autovectors are vector numbers 25 through 31 
(decimal) 

This operates in the same fashion (but is not restricted to) 
the M6800 interrupt sequence. The basic difference is that 



there are six normal interrupt vectors and one NMI type vec- 
tor. As with both the M6800 and the MC68000's normal vec- 
tored interrupt, the interrupt service routine can be located 
anywhere in the address space This is due to the fact that 
while the vector numbers are fixed, the contents of the vec- 
tor table entri es are assigned by the user 

Since VMA is asserted during autovectonng, the M6800 
peripheral address decoding should prevent unintended ac- 
cesses. 



FIGURE 42 - AUTOVECTOR OPERATION TIMING DIAGRAM 
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AC ELECTRICAL SPECIFICATIONS (V cc = 5 0Vdc ±5%, V S s = 0Vdc, 


T A = 


°C to 70°C, refer to 


Figures 30 and 31) 






Number 


Characteristic 


Symbol 


4 MHz 
MC68000L4 


6 MHz 
MC68000L6 


8 MHz 
MC68000LS 


10 MHz 
MC68000L10 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


24 


Clock High to R/W, VMA High Impedance 


*CHRZ 


- 


120 


- 


100 


- 


80 


- 


70 


ns 


40 


Clock Low to VMA Low 


tCLVML 


- 


90 


- 


80 


- 


70 


- 


70 


ns 


41 


Clock Low to E Transition 


*CLC 


- 


100 


- 


85 


- 


70 


- 


55 


ns 


42 


E Output Rise and Fall Time 


tErf 


- 


25 


- 


25 


- 


25 


- 


25 


ns 


43 


VMA Low to E High 


tVMLEH 


325 


- 


240 


- 


200 


- 


150 


- 


ns 


44 


AS, DS~ High to VPA High 


tSHVPH 





240 





160 





120 





90 


ns 


45 


E Low to Address/ VM A/ FC Invalid 


tELAI 


55 


- 


35 


- 


30 


- 


10 


- 


ns 


49 


E Low to AS, DS 1 Invalid 


*ELSI 


-80 




-80 




-80 




-80 




ns 


50 


E Width High 


tEH 


900 


- 


600 


- 


450 


- 


350 


- 


ns 


51 


E Width Low 


tEL 


1400 


- 


900 


- 


700 


- 


550 


- 


ns 


52 


E Extended Rise Time 


tCIEHX 


80 


- 


80 


_ 


80 


- 


80 


- 


ns 


54 


Data Hold from E Low (Write) 


tELDOZ 


60 


- 


40 


- 


30 


- 


20 


- 


ns 


23 


Clock Low to Data Out Valid 


tCLDO 


- 


90 


- 


80 


- 


70 


- 


55 


ns 


27 


Data In to Clock Low (Setup Time) 


*DICL 


30 


- 


25 


- 


15 


- 


15 


- 


ns 


47 


Asynchronous Input Setup Time 


tAS1 


30 


- 


25 


- 


20 


- 


20 


- 


ns 



DATA TYPES AND ADDRESSING MODES 

Five basic data types are supported These data types are. 

• Bits 

• BCD Digits (4-bits) 

• Bytes (8-bits) 

• Word (16-bits) 

• Long Words (32-bits) 

In addition, operations on other data types such as memory 
addresses, status word data, etc , are provided for in the in- 
struction set 



The 14 addressing modes, shown in Table 9, include six 
basic types 

• Register Direct 

• Register Indirect 

• Absolute 

• Immediate 

• Program Counter Relative 

• Implied 

Included in the register indirect addressing modes is the 
capability to do postmcrementing, predecrementmg, offset- 
ting and indexing. Program counter relative mode can also 
be modified via indexing and offsetting 



TABLE 9 - ADDRESSING MODES 



Mode 


Generation 


Register Direct Addressing 




Data Register Direct 


EA=Dn 


Address Register Direct 


EA = An 


Absolute Data Addressing 




Absolute Short 


EA= (Next Word) 


Absolute Long 


EA= (Next Two Words) 


Program Counter Relative Addressing 




Relative with Offset 


EA=(PC) + di 6 


Relative with Index and Offset 


EA=(PC) + (Xn) + d 8 


Register Indirect Addressing 




Register Indirect 


EA=(An) 


Postincrement Register Indirect 


EA=(An), An<— An + N 


Predecrement Register Indirect 


An*-An-N, EA=(An) 


Register Indirect with Offset 


EA=(An) + die 


Indexed Register Indirect with Offset 


EA=(An) + (Xn) + d 8 


Immediate Data Addressing 




Immediate 


DATA = Next Word(s) 


Quick Immediate 


Inherent Data 


Implied Addressing 




Implied Register 


EA=SR, USP, SP, PC 



NOTES: 

EA = Effective Address 

An = Address Register 

Dn = Data Register 

Xn = Address or Data Register used 

as Index Register 
SR = Status Register 
PC = Program Counter 
( ) = Contents of 



d 8 =Eight-bit Offset 

(displacement) 
die= Sixteen-bit Offset 

(displacement) 
N=1 for Byte, 2 for 

Words and 4 for Long 

Words 
*- = Replaces 
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INSTRUCTION SET OVERVIEW 

The MC68000 instruction set is shown in Table 10. Some 
additional instructions are variations, or subsets, of these 
and they appear in Table 1 1 . Special emphasis has been given 
to the instruction set's support of structured high-level 
languages to facilitate ease of programming. Each instruc- 
tion, with few exceptions, operates on bytes, words, and 



long words and most instructions can use any of the 14 ad- 
dressing modes. Combining instruction types, data types, 
and addressing modes, over 1000 useful instructions are pro- 
vided These instructions include signed and unsigned 
multiply and divide, "quick" arithmetic operations, BCD 
arithmetic and expanded operations (through traps) 



TABLE 10 - INSTRUCTION SET 




Mnemonic 


Description 


Mnemonic 


Description 


Mnemonic 


Description 


ABCD 

ADD 

AND 

ASL 

ASR 


Add Decimal with Extend 
Add 

Logical And 
Arithmetic Shift Left 
Arithmetic Shift Right 


EOR 
EXG 
EXT 


Exclusive Or 
Exchange Registers 
Sign Extend 


PEA 


Push Effective Address 


RESET 

ROL 

ROR 

ROXL 

ROXR 

RTE 

RTR 

RTS 


Reset External Devices 
Rotate Left without Extend 
Rotate Right without Extend 
Rotate Left with Extend 
Rotate Right with Extend 
Return from Exception 
Return and Restore 
Return from Subroutine 


JMP 
JSR 


Jump 

Jump to Subroutine 


BCC 

BCHG 

BCLR 

BRA 

BSET 

BSR 

BTST 


Branch Conditionally 
Bit Test and Change 
Bit Test and Clear 
Branch Always 
Bit Test and Set 
Branch to Subroutine 
Bit Test 


LEA 
LINK 
LSL 
LSR 


Load Effective Address 
Link Stack 
Logical Shift Left 
Logical Shift Right 


MOVE 

MOVEM 

MOVEP 

MULS 

MULU 


Move 

Move Multiple Registers 
Move Peripheral Data 
Signed Multiply 
Unsigned Multiply 


SBCD 

S CC 
STOP 
SUB 
SWAP 


Subtract Decimal with Extend 

Set Conditional 

Stop 

Subtract 

Swap Data Register Halves 


CHK 
CLR 
CMP 


Check Register Against Bounds 

Clear Operand 

Compare 


NBCD 
NEG 
NOP 
NOT 


Negate Decimal with Extend 

Negate 

No Operation 

One's Complement 


TAS 
TRAP 
TRAPV 
TST 


Test and Set Operand 

Trap 

Trap on Overflow 

Test 


DBcc 

DIVS 
DIVU 


Test Condition, Decrement and 

Branch 
Signed Divide 
Unsigned Divide 


OR 


Logical Or 


UNLK 


Unlink 



TABLE 11 - VARIATIONS OF INSTRUCTION TYPES 



Instruction 
Type 


Variation 


Description 


Instruction 
Type 


Variation 


Description 


ADD 


ADD 

ADDA 
ADDQ 
ADDI 
ADDX 


Add 

Add Address 
Add Quick 
Add Immediate 
Add with Extend 


MOVE 


MOVE 

MOVEA 
MOVEQ 
MOVE from SR 
MOVE to SR 
MOVE to CCR 
MOVE USP 


Move 

Move Address 

Move Quick 

Move from Status Register 

Move to Status Register 

Move to Condition Codes 

Move User Stack Pointer 


AND 


AND 

ANDI 


Logical And 
And Immediate 


CMP 


CMP 

CMPA 
CMPM 
CMPI 


Compare 

Compare Address 
Compare Memory 
Compare Immediate 


NEG 


NEG 

NEGX 


Negate 

Negate with Extend 


OR 


OR 

ORI 


Logical Or 
Or Immediate 


EOR 


EOR 

EORI 


Exclusive Or 
Exclusive Or Immediate 


SUB 


SUB 

SUBA 
SUBI 
SUBQ 
SUBX 


Subtract 

Subtract Address 
Subtract Immediate 
Subtract Quick 
Subtract with Extend 
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The following paragraphs contain an overview of the form 
and structure of the MC68000 instruction set The instruc- 
tions form a set of tools that include all tne machine func- 
tions to perform the following operations 

Data Movement 

Integer Arithmetic 

Logical 

Shift and Rotate 

Bit Manipulation 

Binary Coded Decimal 

Program Control 

System Control 
The complete range of instruction capabilities combined 
with the flexible addressing modes described previously pro- 
vide a very flexible base for program development 

ADDRESSING 

Instructions for the MC68000 contain two kinds of infor- 
mation the type of function to be performed, and the loca- 
tion of the operand(s) on which to perform that function 
The methods used to locate (address) the operand(s) are ex- 
plained in the following paragraphs 

Instructions specify an operand location in one of three 
ways 

Register Specification — the number of the register is 

given in the register field of the instruction 
Effective Address — use of the different effective 

address modes 
Implicit Reference — the definition of certain instruc- 
tions implies the use of specific registers 

DATA MOVEMENT OPERATIONS 

The basic method of data acquisition (transfer and 
storage) is provided by the move (MOVE) instruction The 
move instruction and the effective addressing modes allow 
both address and data manipulation Data move instructions 
allow byte, word, and long word operands to be transferred 
from memory to memory, memory to register, register to 
memory, and register to register Address move instructions 
allow word and long word operand transfers and ensure that 
only legal address manipulations are executed In addition to 
the general move instruction there are several special data 
movement instructions move multiple registers (MOVEM), 
move peripheral data (MOVEP), exchange registers (EXG), 
load effective address (LEA), push effective address (PEA), 
link stack (LINK), unlink stack (UNLK), and move quick 
(MOVEQ) Table 12 is a summary of the data movement 
operations 

INTEGER ARITHMETIC OPERATIONS 

The arithmetic operations include the four basic opera- 
tions of add (ADD), subtract (SUB), multiply (MUD, and 
divide (DIV) as well as arithmetic compare (CMP), clear 
(CLR), and negate (NEG) The add and subtract instructions 
are available for both address and data operations, with data 
operations accepting all operand sizes Address operations 
are limited to legal address size operands (16 or 32 bits). 
Data, address, and memory compare operations are also 
available The clear and negate instructions may be used on 
all sizes of data operands 



The multiply and divide operations are available for signed 
and unsigned operands using word multiply to produce a 
long word product, and a long word dividend with word 
divisor to produce a word quotient with a word remainder 

Multiprecision and mixed size arithmetic can be ac- 
complished using a set of extended instructions These in- 
structions are add extended (ADDX), subtract extended 
(SUBX), sign extend (EXT), and negate binary with extend 
(NEGX) 

A test operand (TST) instruction that will set the condition 
codes as a result of a compare of the operand with zero is 
also available Test and set (TAS) is a synchronization in- 
struction useful in multiprocessor systems Table 13 is a sum- 
mary of the integer arithmetic operations 



TABLE 12 - DATA MOVEMENT OPERATIONS 



Instruction 


Operand Size 


Operation 


EXG 


32 


Rx — Ry 


LEA 


32 


EA — An 


LINK 


- 


An— SP@- 

SP — An 
SP + d— SP 


MOVE 


8, 16, 32 


(EA)s— EAd 


MOVEM 


16,32 


(EA) — An, Dn 
An, Dn— EA 


MOVEP 


16, 32 


(EA) — Dn 
Dn— EA 


MOVEQ 


8 


#xxx— Dn 


PEA 


32 


EA— SP@- 


SWAP 


32 


Dn[31 16] — Dn[15 0] 


UNLK 


- 


An— Sp 
SP@+— An 



NOTES 
s = source 
d = destination 
[ ] = bit numbers 



5 - = indirect with predecrement 
) + = indirect with postdecrement 



INSTRUCTION FORMAT 

Instructions are from one to five words in length, as 
shown in Figure 43 The length of the instruction and the 
operation to be performed is specified by the first word of 
the instruction which is called the operation word The re- 
maining words further specify the operands These words 
are either immediate operands or extensions to the effective 
address mode specified in the operation word 

PROGRAM/DATA REFERENCES 

The MC68000 separates memory references into two 
classes: program references, and data references Program 
references, as the name implies, are references to that sec- 
tion of memory that contains the program being executed. 
Data references refer to that section of memory that contains 
data. Generally, operand reads are from the data space. All 
operand writes are to the data space. 

REGISTER SPECIFICATION 

The register field within an instruction specifies the 
register to be used. Other fields within the instruction specify 
whether the register selected is an address or data register 
and how the register is to be used. 
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TABLE 13 


- INTEGER ARITHMETIC OPERATIONS 


Instruction 


Operand Size 


Operation 


ADD 


8, 16, 32 
16, 32 


Dn+(EA)— Dn 
(EA) + Dn — EA 
(EA) + #xxx— EA 
An + (EA) — An 


ADDX 


8, 16, 32 
16,32 


Dx+Dy+X— Dx 
Ax@ - Ay@ - + X — Ax@ 


CLR 


8, 16, 32 


0— EA 


CMP 


8, 16, 32 
16, 32 


Dn-(EA) 

(EA)-#xxx 

Ax@ + - Ay@ + 

An-(EA) 


DIVS 


32+16 


Dn/(EA)— Dn 


DIVU 


32+16 


Dn/(EA)— Dn 


EXT 


8—16 
16—32 


(Dn>8— 'Dn-|6 
(Dn)-|6~ ,> Dn32 


MULS 


16*16—32 


Dn*(EA) — Dn 


MULU 


16*16-32 


Dn*(EA>— Dn 


NEG 


8, 16, 32 


O-(EA) — EA 


NEGX 


8, 16, 32 


0-(EA)-X-EA 


SUB 


8, 16, 32 
16,32 


Dn-(EA) — Dn 
(EA)-Dn— EA 
(EA)-#xxx— EA 
An-(EA) — An 


SUBX 


8, 16, 32 


Dx-Dy-X— Dx 
Ax(g> Ay@ X — Ax@ 


TAS 


8 


(EA)-O, 1 — EA[7] 


TST 


8, 16, 32 


(EA)-O 



NOTE. [ ] = bit number 



EFFECTIVE ADDRESS 

Most instructions specify the location of an operand by us- 
ing the effective address field in the operation word For ex- 
ample, Figure 44 shows the general format of the single 
effective address instruction operation word The effective 
address is composed of two 3-bit fields the mode field, and 
the register field The value in the mode field selects the dif- 
ferent address modes The register field contains the number 
of a register 

The effective address field may require additional informa- 
tion to fully specify the operand. This additional information, 
called the effective address extension, is contained in the 
following word or words and is considered part of the in- 
struction, as shown in Figure 43 The effective address 
modes are grouped into three categories register direct, 
memory addressing, and special 

REGISTER DIRECT MODES. These effective addressing 
modes specify that the operand is in one of the 16 multifunc- 
tion registers 

Data Register Direct. The operand is in the data register 
specified by the effective address register field 

Address Register Direct. The operand is in the address 
register specified by the effective address register field 

MEMORY ADDRESS MODES. These effective address- 
ing modes specify that the operand is in memory and provide 
the specific address of the operand 

Address Register Indirect. The address of the operand is in 
the address register specified by the register field The 
reference is classified as a data reference with the exception 
of the jump and jump to subroutine instructions 



FIGURE 43 - INSTRUCTION FORMAT 



15 14 13 12 



Operation Word 
(First Word Specifies Operation and Modes) 



Immediate Operand 
(If Any, One or Two Words) 



Source Effective Address Extension 
(If Any, One or Two Words) 



Destination Effective Address Extension 
(If Any, One or Two Words) 



FIGURE 44 - SINGLE-EFFECTIVE-ADDRESS 
INSTRUCTION OPERATION WORD GENERAL FORMAT 



15 


14 


13 


12 


11 


10 


9 


8 


7 


6 


5 


3 2 1 





X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


Effective Address 
Mode j Register 
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Address Register Indirect With Postincrement. The 

address of the operand is in the address register specified by 
the register field After the operand address is used, it is in- 
cremented by one, two, or four depending upon whether the 
size of the operand is byte, word, or long word If the 
address register is the stack pointer and the operand size is 
byte, the address is incremented by two rather than one to 
keep the stack pointer on a word boundary The reference is 
classified as a data reference 

Address Register Indirect With Predecrement. The 

address of the operand is in the address register specified by 
the register field Before the operand address is used, it is 
decremented by one, two, or four depending upon whether 
the operand size is byte, word, or long word If the address 
register is the stack pointer and the operand size is byte, the 
address is decremented by two rather than one to keep the 
stack pointer on a word boundary The reference is classified 
as a data reference 

Address Register Indirect With Displacement. This 
address mode requires one word of extension The address 
of the operand is the sum of the address in the address 
register and the sign-extended 16-bit displacement integer in 
the extension word The reference is classified as a data 
reference with the exception of the jump to subroutine in- 
structions 

Address Register Indirect With Index. This address mode 
requires one word of extension The address of the operand 
is the sum of the address in the address register, the sign- 
extended displacement integer in the low order eight bits of 
the extension word, and the contents of the index register 
The reference is classified as a data reference with the excep- 
tion of the jump and jump to subroutine instructions 

SPECIAL ADDRESS MODE. The special address modes 
use the effective address register field to specify the special 
addressing mode instead of a register number 

Absolute Short Address. This address mode requires one 
word of extension The address of the operand is the exten- 
sion word The 16-bit address is sign extended before it is 
used The reference is classified as a data reference with the 
exception of the jump and jump to subroutine instructions 

Absolute Long Address. This address mode requires two 
words of extension The address of the operand is developed 
by the concatenation of the extension words The high-order 
part of the address is the first extension word, the low-order 
part of the address is the second extension word The 
reference is classified as a data reference with the exception 
of the jump and jump to subroutine instructions 

Program Counter With Displacement. This address mode 
requires one word of extension The address of the operand 
is the sum of the address in the program counter and the 
sign-extended 16-bit displacement integer in the extension 
word The value in the program counter is the address of the 



extension word The reference is classified as a program 
reference 

Program Counter With Index. This address mode requires 
one word of extension This address is the sum of the 
address in the program counter, the sign-extended displace- 
ment integer in the lower eight bits of the extension word, 
and the contents of the index register The value in the pro- 
gram counter is the address of the extension word This 
reference is classified as a program reference 

Immediate Data. This address mode requires either one or 
two words of extension depending on the size of the opera- 
tion 

Byte operation — operand is low order byte of exten- 
sion word 
Word operation - operand is extension word 
Long word operation — operand is in the two extension 
words, high-order 16 bits are in the first extension 
word, low-order 16 bits are in the second extension 
word 

Condition Codes or Status Register. A selected set of in- 
structions may reference the status register by means of the 
effective address field These are 

ANDI toCCR 

ANDI to SR 

EORI to CCR 

EORI toSR 

ORI to CCR 

ORI to SR 

EFFECTIVE ADDRESS ENCODING SUMMARY 

Table 14 is a summary of the effective addressing modes 
discussed in the previous paragraphs 

TABLE 14 - EFFECTIVE ADDRESS ENCODING SUMMARY 



Addressing Mode 


Mode 


Register 


Data Register Direct 


000 


register number 


Address Register Direct 


001 


register number 


Address Register Indirect 


010 


register number 


Address Register Indirect with 
Postincrement 


011 


register number 


Address Register Indirect with 
Predecrement 


100 


register number 


Address Register Indirect with 
Displacement 


101 


register number 


Address Register Indirect with 
Index 


110 


register number 


Absolute Short 


111 


000 


Absolute Long 


111 


001 


Program Counter with 
Displacement 


111 


010 


Program Counter with Index 


111 


011 


Immediate 


111 


100 
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IMPLICIT REFERENCE 

Some instructions make implicit reference to the program 
counter (PC), the system stack pointer (SP), the supervisor 
stack pointer (SSP), the user stack pointer (USP), or the 
status register (SR) 



SYSTEM STACK. The system stack is used implicitly by 
many instructions, user stacks and queues may be created 
and maintained through the addressing modes Address 
register seven (A7) is the system stack pointer (SP) The 
system stack pointer is either the supervisor stack pointer 
(SSP) or the user stack pointer (USP), depending on the 
state of the S-bit in the status register If the S-bit indicates 
supervisor state, SSP is the active system stack pointer, and 
the USP cannot be referenced as an address register If the 
S-bit indicates user state, the USP is the active system stack 
pointer, and the SSP cannot be referenced Each system 
stack fills from high memory to low memory 



LOGICAL OPERATIONS 

Logical operation instructions AND, OR, EOR, and NOT 
are available for all sizes of integer data operands. A similar 
set of immediate instructions (ANDI, ORI, and EORI) provide 

these logical operations with all sizes of immediate data 
Table 15 is a summary of the logical operations 



TABLE 15 - LOGICAL OPERATIONS 



TABLE 16 - SHIFT AND ROTATE OPERATIONS 



Instruction 


Operand Size 


Operation 


AND 


8, 16, 32 


DnA(EA)— Dn 
(EA)ADn- EA 
(EA)A#xxx— EA 


OR 


8, 16, 32 


Dn v (EA) — Dn 
(EA> v Dn— EA 
(EA) v#xxx— EA 


EOR 


8, 16, 32 


(EA)®Dy— EA 
(EA)©#xxx— EA 


NOT 


8, 16, 32 


~(EA) — EA 



NOTE ~ = invert 



SHIFT AND ROTATE OPERATIONS 

Shift operations in both directions are provided by the 
arithmetic instructions ASR and ASL and logical shift in- 
structions LSR and LSL The rotate instructions (with and 
without extend) available are ROXR, ROXL, ROR, and ROL 
All shift and rotate operations can be performed in either 
registers or memory Register shifts and rotates support all 
operand sizes and allow a shift count specified in the instruc- 
tion of one to eight bits, or to 63 specified in a data register 

Memory shifts and rotates are for word operands only and 
allow only single-bit shifts or rotates 
Table 16 is a summary of the shift and rotate operations 



Instruc- 
tion 



ASL 



8, 16, 32 



8, 16, 32 



ROR 



Operand 
Size 



8, 16, 32 



8, 16, 32 



Operation 



S*-G 



>0 



Cf 



T-»M 



f^cH-T 



>0 



CD* 1 



kZh*C 



jkn 



BIT MANIPULATION OPERATIONS 

Bit manipulation operations are accomplished using the 
following instructions bit test (BTST), bit test and set 
(BSET), bit test and clear (BCLR), and bit test and change 

(BCHG) Table 17 is a summary of the bit manipulation 
operations (Bit 2 of the status register is Z ) 

TABLE 17 - BIT MANIPULATION OPERATIONS 



Instruction 


Operand Size 


Operation 


BTST 


8, 32 


-bit of (EA) — Z 


BSET 


8, 32 


-bit of (EA) — Z 
1 — bit of EA 


BCLR 


8, 32 


-bit of (EA) — Z 
0— bit of EA 


BCHG 


8, 32 


-bit of (EA) — Z 
-bit of (EA) — bit of EA 



BINARY CODED DECIMAL OPERATIONS 

Multiprecision arithmetic operations on binary coded 
decimal numbers are accomplished using the following in- 
structions add decimal with extend (ABCD), subtract 
decimal with extend (SBCD), and negate decimal with ex- 
tend (NBCD) Table 18 is a summary of the binary coded 
decimal operations 

TABLE 18 - BINARY CODED DECIMAL OPERATIONS 



instruction 


Operand 
Size 


Operation 


ABCD 


8 


Dxio+Dyio+X— Dx 
Ax<g>--io + Ay(S)- 10 +X- Ax@ 


SBCD 


8 


Dx-|o-Dyin-X— Dx 
Ax@ - 10- Ay@ - 10- X — Ax@ 


NBCD 


8 


0-(EA)io-X— EA 
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PROGRAM CONTROL OPERATIONS 

Program control operations are accomplished using a 
series of conditional and unconditional branch instructions 
ana return instructions These instructions are summarized 
in Table 19 

The conditional instructions provide setting and branching 
for the following conditions 



cc 


- carry clear 


LS 


— low or same 


cs 


- carry set 


LT 


— less than 


EQ 


- equal 


Ml 


— minus 


F 


— never true 


NE 


— not equal 


GE 


- greater or equal 


PL 


— plus 


GT 


— greater than 


T 


— always true 


HI 


- high 


VC 


— no overflow 


LE 


- less or equal 


VS 


— overflow 



TABLE 19 - PROGRAM CONTROL OPERATIONS 



Instruction 


Operation 


Conditional 




BCC 


Branch conditionally (14 conditions) 




8- and 16-bit displacement 


DB C C 


Test condition, decrement, and branch 




16-bit displacement 


S CC 


Set byte conditionally (16 conditions) 


Unconditional 




BRA 


Branch always 




8- and 16-bit displacement 


BSR 


Branch to subroutine 




8- and 16-bit displacement 


JMP 


Jump 


JSR 


Jump to subroutine 


Returns 




RTR 


Return and restore condition codes 


RTS 


Return from subroutine 



SYSTEM CONTROL OPERATIONS 

System control operations are accomplished by using 
privileged instructions, trap generating instructions, and in- 
structions that use or modify the status register These in- 
structions are summarized in Table 20 

TABLE 20 - SYSTEM CONTROL OPERATIONS 



Instruction 


Operation 


Privileged 




RESET 


Reset external devices 


RTE 


Return from exception 


STOP 


Stop program execution 


ORI to SR 


Logical OR to status register 


MOVE USP 


Move user stack pointer 


ANDI to SR 


Logical AND to status register 


EORI to SR 


Logical EOR to status register 


MOVE EA to SR 


Load new status register 


Trap Generating 




TRAP 


Trap 


TRAPV 


Trap on overflow 


CHK 


Check register agasnst bounds 


Status Register 




ANDI to CCR 


Logical AND to condition codes 


EORI to CCR 


Logical EOR to condition codes 


MOVE EA to CCR 


Load new condition codes 


ORI to CCR 


Logical OR to condition codes 


MOVE SR to EA 


Store status register 
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INSTRUCTION SET 




The following paragraphs provide information about the 
addressing categories and instruction set of the MC68000. 

ADDRESSING CATEGORIES 

Effective address modes may be categorized by the ways 

in which they may be used. The following classifications will 

be used in the instruction definitions. 

Data If an effective address mode may be 

used to refer to data operands, it is 
considered a data addressing effective 
address mode. 

Memory If an effective address mode may be 

used to refer to memory operands, it is 
considered a memory addressing ef- 
fective address mode 

Alterable If an effective address mode may be 

used to refer to alterable (writeable) 
operands, it is considered an alterable 
addressing effective address mode 

Control If an effective address mode may be 

used to refer to memory operands 
without an associated size, it is con- 
sidered a control addressing effective 
address mode 

Table 21 shows the various categories to which each of the 
effective address modes belong Table 22 is the instruction 
set summary 

The status register addressing mode is not permitted 
unless it is explicitly mentioned as a legal addressing mode 



These categories may be combined, so that additional, 
more restrictive, classifications may be defined For exam- 
ple, the instruction descriptions use such classifications as 
alterable memory or data alterable The former refers to 
those addressing modes which are both alterable and 
memory addresses, and the latter refers to addressing modes 
which are both data and alterable 

INSTRUCTION PRE-FETCH 

The MC68000 uses a 2-word tightly-coupled instruction 
prefetch mechanism to enhance performance This 
mechanism is described in terms of the microcode opera- 
tions involved If the execution of an instruction is defined to 
begin when the microroutine for that instruction is entered, 
some features of the prefetch mechanism can be described 

1 ) When execution of an instruction begins, the operation 
word and the word following have already been fetch 
ed The operation word is in the instruction decoder 

2) In the case of multi-word instructions, as each addi- 
tional word of the instruction is used internally, a fetch 
is made to the instruction stream to replace it 

3) The last fetch from the instruction stream is made 
when the operation word is discarded and decoding is 
started on the next instruction 

4) If the instruction is a single-word instruction causing a 
branch, the second word is not used But because this 
word is fetched by the preceding instruction, it is im- 
possible to avoid this superfluous fetch In the case of 
an interrupt or trace exception, both words are not 
used 

5) The program counter usually points to the last word 
fetched from the instruction stream 



TABLE 21 - EFFECTIVE ADDRESSING MODE CATEGORIES 



Effective 
Address 
Modes 


Mode 


Register 


Data 


Addressing Categories 


Memory 


Control 


Alterable 


Dn 
An 
An@ 


000 
001 
010 


register number 
register number 
register number 


X 
X 


X 


X 


X 
X 
X 


An@ + 
An@- 
An@(d) 


011 
100 
101 


register number 
register number 
register number 


X 
X 
X 


X 
X 
X 


X 


X 
X 
X 


An@(d, ix) 
xxx W 
xxx L 


110 

111 
111 


register number 
000 
001 


X 
X 
X 


X 
X 
X 


X 
X 
X 


X 
X 
X 


PC@(d) 

PC@(d, ix) 

#xxx 


111 
111 
111 


010 
011 
100 


X 
X 
X 


X 
X 
X 


X 
X 


- 



4-702 



MC68000L4*MC68000L6*MC68000L8»MC68000L10 



TABLE 22 - INSTRUCTION SET 



Mnemonic 


Description 


Operation 


Condition 
Codes 


X 


N 


z 


V 


C 


ABCD 


Add Decimal with Extend 


(Destination)-|o+ (Source)io - ** Destination 


* 


U 


• 


u 


• 


ADD 


Add Binary 


(Destination) + (Source) — * Destination 












ADDA 


Add Address 


(Destination) + (Source) — Destination 












ADDI 


Add Immediate 


(Destination) + Immediate Data — Destination 












ADDQ 


Add Quick 


(Destination) + Immediate Data— * Destination 












ADDX 


Add Extended 


(Destination) +• (Source) + X—* Destination 












AND 


AND Logical 


(Destination) A (Source)— * Destination 


- 


* 


• 








ANDI 


AND Immediate 


(Destination) A Immediate Data - * Destination 


- 


* 


• 








ASL, ASR 


Arithmetic Shift 


(Destination) Shifted by < count > — Destination 












BCC 


Branch Conditionally 


If CC ^en PC + d — PC 












BCHG 


Test a Bit and Change 


~(<bit number>) OF Destination— *Z 
~(<bit number>) OF Destination—* 
<bit number> OF Destination 


- 


- 


• 


- 


- 


BCLR 


Test a Bit and Clear 


~(<bit number>) OF Destination — * Z 
0—* < bit number> —'OF Destination 


- 


- 


• 


- 


- 


BRA 


Branch Always 


PC + d— PC 












BSET 


Test a Bit and Set 


- ( < bit number> ) OF Destination — Z 
1 — <bit number> OF Destination 


- 


- 


• 


- 


- 


BSR 


Branch to Subroutine 


PC— SP@-, PC + d— PC 












BTST 


Test a Bit 


~(<bit number>) OF Destination — Z 


^ 


- 


• 


- 


- 


CHK 


Check Register against Bounds 


If Dn <0 or Dn> (<ea>) then TRAP 


- 


* 


u 


u 


u 


CLR 


Clear an Operand 


0— Destination 


- 





1 








CMP 


Compare 


(Destination) - (Source) 


- 


* 


* 


* 


• 


CMPA 


Compare Address 


(Destination) - (Source) 


- 


• 


• 


* 


* 


CMPI 


Compare Immediate 


(Destination)- Immediate Data 


- 


• 


• 


* 


• 


CMPM 


Compare Memory 


(Destination) - (Source) 


- 


• 


* 


* 


* 


DB CC 


Test Condition, Decrement and Branch 


If— CC tnen Dn-1 — Dn, if Dn# -1 then PC + d— PC 












DIVS 


Signed Divide 


(Destination)/ (Source) — * Destination 


- 


* 


* 


* 





DIVU 


Unsigned Divide 


(Destination)/ (Source) — Destination 


- 


* 


• 


* 





EOR 


Exclusive OR Logical 


(Destination) © (Source) — - Destination 


- 


* 


• 








EORI 


Exclusive OR Immediate 


(Destination) ® Immediate Data - * Destination 


- 


* 


* 








EXG 


Exchange Register 


Rx— Ry 












EXT 


Sign Extend 


(Destination) Sign-extended — Destination 


- 


* 


• 








JMP 


Jump 


Destination - * PC 












JSR 


Jump to Subroutine 


PC— SP@-, Destination— PC 












LEA 


Load Effective Address 


Destination — - An 












LINK 


Link and Allocate 


An— SP@-, SP — An, SP + d— SP 












LSL, LSR 


Logical Shift 


(Destination) Shifted by <count> — Destination 


* 


* 


* 





* 


MOVE 


Move Data from Source to Destination 


(Source)— * Destination 


- 


• 


* 








MOVE to CCR 


Move to Condition Code 


(Source)-* CCR 












MOVE to SR 


Move to the Status Register 


(Source)— SR 













* affected 
— unaffected 



cleared 

1 set 



U defined 
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TABLE 22 - INSTRUCTION SET (CONTINUED) 



Mnemonic 


Description 


Operation 


Condition 
Codes 


X 


N 


z 


V 


c 


MOVE from SR 


Move from the Status Register 


SR — Destination 












MOVEUSP 


Move User Stack Pointer 


USP— An, An— USP 












MOVEA 


Move Address 


(Source)—*- Destination 












MOVEM 


Move Multiple Registers 


Registers — Destination 
(Source)— " Registers 












MOVEP 


Move Peripheral Data 


(Source) — * Destination 












MOVEQ 


Move Quick 


Immediate Data— * Destination 


- 


* 


* 








MULS 


Signed Multiply 


(Destination)*(Source)— *■ Destination 


- 


* 


* 








MULU 


Unsigned Multiply 


(Destination) •(Source) - * Destination 


- 


* 


* 








NBCD 


Negate Decimal with Extend 


0- (Destination)-iQ- X—* Destination 


* 


U 


* 


u 


• 


NEG 


Negate 


0- (Destination) — Destination 












NEGX 


Negate with Extend 


0- (Destination)- X— * Destination 












NOP 


No Operation 


- 












NOT 


Logical Complement 


- (Destination) — Destination 


- 


* 


• 








OR 


Inclusive OR Logical 


(Destination) v (Source)— *■ Destination 


- 


• 


• 








ORI 


Inclusive OR Immediate 


(Destination) v Immediate Data —* Destination 


- 


* 


* 








PEA 


Push Effective Address 


Destination— SP@- 












RESET 


Reset External Devices 


- 












ROL, ROR 


Rotate (Without Extend) 


(Destination) Rotated by < count > — * Destination 


- 


* 


* 





• 


ROXL, ROXR 


Rotate with Extend 


(Destination) Rotated by < count > — Destination 


* 


• 


* 





* 


RTE 


Return from Exception 


SP@+— SR, SP@+ — PC 












RTR 


Return and Restore Condition Codes 


SP@+— CC, sp@ + — PC 












RTS 


Return from Subroutine 


SP@+ — PC 












SBCD 


Subtract Decimal with Extend 


(Destination)io- (Sourcehfj- X— Destination 


* 


u 


• 


u 


• 


Sec 


Set According to Condition 


If CC tnen 1's— * Destination else 0's — Destination 












STOP 


Load Status Register and Stop 


Immediate Data— SR, STOP 












SUB 


Subtract Binary 


(Destination) - (Source) — Destination 












SUBA 


Subtract Address 


(Destination) - (Source) — Destination 












SUBI 


Subtract Immediate 


(Destination) - Immediate Data - * Destination 












SUBQ 


Subtract Quick 


(Destination) - Immediate Data— * Destination 


* 


* 


* 


• 


* 


SUBX 


Subtract with Extend 


(Destination) - (Source) - X — * Destination 












SWAP 


Swap Register Halves 


Register [31 16]— Register [15 0] 


- 


* 


* 








TAS 


Test and Set an Operand 


(Destination) Tested— CC, 1 — [7] OF Destination 


- 


* 


* 








TRAP 


Trap 


PC— SSP@-, SR — SSP@-, (Vector) — PC 












TRAPV 


Trap on Overflow 


If V then TRAP 












TST 


Test an Operand 


(Destination) Tested— CC 


- 


• 


* 








UNLK 


Unlink 


An— SP, SP@+— An 













[ ] = bit number 

* affected cleared 

- unaffected 1 set 
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INSTRUCTION EXECUTION TIMES 



The following paragraphs contain listings of the instruc- 
tion execution times in terms of external clock (CLK) 
periods In this timing data, it is assumed that both memory 
read and write cycle times are four clock periods Any wait 
states caused by a longer memory cycle must be added to 
the total instruction time The number of bus read and write 
cycles for each instruction is also included with the timing 
data This data is enclosed in parenthesis following the 
execution periods and is shown as (r/w) where r is the 
number of read cycles and w is the number of write cycles 

NOTE 

The number of periods includes instruction fetch and all 
applicable operand fetches and stores 

EFFECTIVE ADDRESS OPERAND CALCULATION TIMING 

Table 23 lists the number of clock periods required to com- 
pute an instruction's effective address It includes fetching 
of any extension words, the address computation, and 
fetching of the memory operand The number of bus read 
and write cycles is shown in parenthesis as (r/w) Note there 
are no write cycles involved in processing the effective ad- 
dress 



MOVE INSTRUCTION CLOCK PERIODS 

Tables 24 and 25 indicate the number of clock periods for 
the move instruction This data includes instruction fetch, 
operand reads, and operand writes The number of bus read 
and write cycles is shown in parenthesis as (r/w) 



STANDARD INSTRUCTION CLOCK PERIODS 

The number of clock periods shown in Table 26 indicates 
the time required to perform the operations, store the 
results, and read the next instruction The number of bus 
read and write cycles is shown in parenthesis as (r/w) The 
number of clock periods and the number of read and write 
cycles must be added respectively to those of the effective 
address calculation where indicated 

In Table 26 the headings have the following meanings 
An = address register operand, Dn = data register operand, 
ea = an operand specified by an effective address, and 
M = memory effective address operand 

IMMEDIATE INSTRUCTION CLOCK PERIODS 

The number of clock periods shown in Table 27 includes 
the time to fetch immediate operands, perform the opera- 
tions, store the results, and read the next operation The 
number of bus read and write cycles is shown in parenthesis 
as (r/w) The number of clock periods and the number of 
read and write cycles must be added respectively to those of 
the effective address calculation where indicated 

In Table 27, the headings have the following meanings 
#= immediate operand, Dn = data register operand, An = 
address register operand, M = memory operand, and 
SR = status register 

SINGLE OPERAND INSTRUCTION CLOCK PERIODS 

Table 28 indicates the number of clock periods for the 
single operand instructions The number of bus read and 
write cycles is shown in parenthesis as (r/w) The number 
of clock periods and the number of read and write cycles 
must be added respectively to those of the effective address 
calculation where indicated 



TABLE 23 - EFFECTIVE ADDRESS CALCULATION TIMING 



Addressing Mode 


Byte, Word 


Long 


Dn 
An 


Register 
Data Register Direct 
Address Register Direct 


0(0/0) 
0(0/0) 


0(0/0) 
0(0/0) 


An@ 
An@ + 


Memory 
Address Register Indirect 
Address Register Indirect with Postincrement 


4(1/0) 
4(1/0) 


8(2/0) 
8(2/0) 


An@- 
An@(d) 


Address Register Indirect with Predecrement 
Address Register Indirect with Displacement 


6(1/0) 
8(2/0) 


10(2/0) 
12(3/0) 


An@(d, ix) # 
xxx.W 


Address Register Indirect with Index 
Absolute Short 


10(2/0) 
8(2/0) 


14(3/0) 
12(3/0) 


xxx. L 
PC@(d) 


Absolute Long 

Program Counter with Displacement 


12(3/0) 
8(2/0) 


16(4/0) 
12(3/0) 


PC@(d, ixr 
#xxx 


Program Counter with Index 
Immediate 


10(2/0) 
4(1/0) 


14(3/0) 
8(2/0) 



"The size of the index register (ix) does not affect execution time 
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TABLE 24 - MOVE BYTE AND WORD INSTRUCTION CLOCK PERIODS 



Source 


Destination 


Dn 


An 


An@ 


An@ + 


An@- 


An@(d) 


An@(d,ix)* 


xxx.W 


xxx.L 


Dn 
An 
An<S> 


4(1/0) 
4(1/0) 
8(2/0) 


4(1/0) 
4(1/0) 
8(2/0) 


8(1/1) 
8(1/1) 
12(2/1) 


8(1/1) 
8(1/1) 
12(2/1) 


8(1/1) 
8(1/1) 
12(2/1) 


12(2/1) 
12(2/1) 
16(3/1) 


14(2/1) 
14(2/1) 
18(3/1) 


12(2/1) 
12(2/1) 
16(3/1) 


16(3/1) 
16(3/1) 
20(4/1) 


An@ + 
An@- 
An@{d) 


8(2/0) 
10(2/0) 
12(3/0) 


8(2/0) 
10(2/0) 
12(3/0) 


12(2/1) 
14(2/1) 
16(3/1) 


12(2/1) 
14(2/1) 
16(3/1) 


12(2/1) 
14(2/1) 
16(3/1) 


16(3/1) 
18(3/1) 
20(4/1) 


18(3/1) 
20(3/1) 
22(4/1) 


16(3/1) 
18(3/1) 
20(4/1) 


20(4/1) 
22(4/1) 
24(5/1) 


An@(d, ix)* 
xxx.W 
xxx. L 


14(3/0) 
12(3/0) 
16(4/0) 


14(3/0) 
12(3/0) 
16(4/0) 


18(3/1) 
16(3/1) 
20(4/1) 


18(3/1) 
16(3/1) 
20(4/1) 


18(3/1) 
16(3/1) 
20(4/1) 


22(4/1) 
20(4/1) 
24(5/1) 


24(4/ 1 ) 
22(4/1) 
26(5/1) 


22(4/1) 
20(4/1) 
24(5/1) 


26(5/1) 
24(5/1) 
28(6/1) 


PC@(d) 
PC@(d, ix)* 
#xxx 


12(3/0) 
14(3/0) 
8(2/0) 


12(3/0) 
14(3/0) 
8(2/0) 


16(3/1) 
18(3/1) 
12(2/1) 


16(3/1) 
18(3/1) 
12(2/1) 


16(3/1) 
18(3/1) 
12(2/1) 


20(4/1) 
22(4/1) 
16(3/1) 


22(4/1) 
24(4/1) 
18(3/1) 


20(4/1) 
22(4/1) 
16(3/1) 


24(5/1) 
26(5/1) 
20(4/1) 



The size of the index register (ix) does not affect execution time 



TABLE 25 - MOVE LONG INSTRUCTION CLOCK PERIODS 




Source 


Destination 


Dn 


An 


An@ 


An@ + 


An@- 


An@(d) 


An@(d,ix)* 


xxx.W 


xxx.L 


Dn 
An 
An@ 


4(1/0) 
4(1/0) 
12(3/0) 


4(1/0) 
4(1/0) 
12(3/0) 


12(1/2) 
12(1/2) 
20(3/2) 


12(1/2) 
12(1/2) 
20(3/2) 


14(1/2) 
14(1/2) 
20(3/2) 


16(2/2) 
16(2/2) 
24(4/2) 


18(2/2) 
18(2/2) 
26(4/2) 


16(2/2) 
16(2/2) 
24(4/2) 


20(3/2) 
20(3/2) 
28(5/2) 


An@ + 
An@- 
An@(d) 


12(3/0) 
14(3/0) 
16(4/0) 


12(3/0) 
14(3/0) 
16(4/0) 


20(3/2) 
22(3/2) 
24(4/2) 


20(3/2) 
22(3/2) 
24(4/2) 


20(3/2) 
22(3/2) 
24(4/2) 


24(4/2) 
26(4/2) 
28(5/2) 


26(4/2) 
28(4/2) 
30(5/2) 


24(4/2) 
26(4/2) 
28(5/2) 


28(5/2) 
30(5/2) 
32(6/2) 


An@(d, ix)* 

xxx.W 

xxx.L 


18(4/0) 
16(4/0) 
20(5/0) 


18(4/0) 
16(4/0) 
20(5/0) 


26(4/2) 
24(4/2) 
28(5/2) 


26(4/2) 
24(4/2) 
28(5/2) 


26(4/2) 
24(4/2) 
28(5/2) 


30(5/2) 
28(5/2) 
32(6/2) 


32(5/2) 
30(5/2) 
34(6/2) 


30(5/2) 
28(5/2) 
32(6/2) 


34(6/2) 
32(6/2) 
36(7/2) 


PC@(d» 
PC@(d, ix)* 
#xxx 


16(4/0) 
18(4/0) 
12(3/0) 


16(4/0) 
18(4/0) 
12(3/0) 


24(4/2) 
26(4/2) 
20(3/2) 


24(4/2) 
26(4/2) 
20(3/2) 


24(4/2) 
26(4/2) 
20(3/2) 


28(5/2) 
30(5/2) 
24(4/2) 


30(5/2) 
32(5/2) 
26(4/2) 


28(5/2) 
30(5/2) 
24(4/2) 


32(5/2) 
34(6/2) 
28(5/2) 



*The size of the index register (ix) does not affect execution time 



TABLE 26 - STANDARD INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


op < ea > , An 


op <ea>, Dn 


op Dn, <M> 


ADD 


Byte, Word 


8(1/0) + 


4(1/0) + 


8(1/1) + 


Long 


6(1/0) + ** 


6(1/0) + ** 


12(1/2) + 


AND 


Byte, Word 


- 


4(1/0) + 


8(1/1) + 


Long 


- 


6(1/0) + ** 


12(1/2) + 


CMP 


Byte, Word 


6(1/0) + 


4(1/0) + 


- 


Long 


6(1/0) + 


6(1/0) + 


- 


DIVS 


- 


- 


158(1/0) + * 


- 


DIVU 


- 


- 


140(1/0) + * 


- 


EOR 


Byte, Word 


- 


4(1/0)*** 


8(1/1) + 


Long 


- 


8(1/0)*** 


12(1/2) + 


MULS 


- 


- 


70(1 /0{ + * 


- 


MULU 


- 


- 


70(1/0) + * 


- 


OR 


Byte, Word 


- 


4(1/0) + 


8(1/1) + 


Long 


- 


6(1/0) + ** 


12(1/1) + 


SUB 


Byte, Word 


8(1/0) + 


4(1/0) + 


8(1/1) + 


Long 


6(1/0) + ** 


6(1/0) + ** 


12(1/2) + 



+ add effective address calculation time ** total of 8 clock periods for instruction if the effective address is register direct 
' indicates maximum value *** only available effective address mode is data register direct 
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TABLE 27 - IMMEDIATE INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


op #, Dn 


op #, An 


op #, M 


ADDI 


Byte, Word 


8(2/0) 


- 


12(2/1) + 


Long 


16(3/0) 


- 


20(3/2) + 


ADDQ 


Byte, Word 


4(1/0) 


8(1/0)* 


8(1/1)-+ 


Long 


8(1/0) 


8(1/0) 


12(1/2) + 


ANDI 


Byte, Word 


8(2/0) 


- 


12(2/1) + 


Long 


16(3/0) 


- 


20(3/1) + 


CMPI 


Byte, Word 


8(2/0) 


8(2/0) 


8(2/0) + 


Long 


14(3/0) 


14(3/0) 


12(3/0) + 


EORI 


Byte, Word 


8(2/0) 


- 


12(2/1) + 


Long 


16(3/0) 


- 


20(3/2) + 


MOVEQ 


Long 


4(1/0) 


- 


- 


ORI 


Byte, Word 


8(2/0) 


- 


12(2/1) + 


Long 


16(3/0) 


- 


20(3/2) + 


SUBI 


Byte, Word 


8(2/0) 


- 


12(2/1) + 


Long 


16(3/0) 


- 


20(3/2) + 


SUBQ 


Byte, Word 


4(1/0) 


8(1/0)* 


8(1/D + 


Long 


8(1/0) 


8(1/0) 


12(1/2) + 



+ add effective address calculation time 
*word only 



TABLE 28 - SINGLE OPERAND INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


Register 


Memory 


CLR 


Byte, Word 


4(1/0) 


8(1/1) + 


Long 


6(1/0) 


12(1/2) + 


NBCD 


Byte 


6(1/0) 


8(1/1) + 


NEG 


Byte, Word 


4(1/0) 


8(1/1) + 


Long 


6(1/0) 


12(1/2) + 


NEGX 


Byte, Word 


4(1/0) 


8(1/1) + 


Long 


6(1/0) 


12(1/2) + 


NOT 


Byte, Word 


4(1/0) 


8(1/1) + 


Long 


6(1/0) 


12(1/2) + 


sec 


Byte, False 


4(1/0) 


8(1/1) + 


Byte, True 


6(1/0) 


8(1/1) + 


TAS 


Byte 


4(1/0) 


10(1/1) + 


TST 


Byte, Word 


4(1/0) 


4(1/0) 


Long 


4(1/0) 


4(1/0) + 



+ add effective address calculation time 



SHIFT/ROTATE INSTRUCTION CLOCK PERIODS 

Table 29 indicates the number of clock periods for the shift 
and rotate instructions The number of bus read and write 
cycles is shown in parenthesis as. (r/w) The number of 
clock periods and the number of read and write cycles must 
be added respectively to those of the effective address 
calculation where indicated. 

BIT MANIPULATION INSTRUCTION CLOCK PERIODS 

Table 30 indicates the number of clock periods required for 
the bit manipulation instructions The number of bus read 
and write cycles is shown in parenthesis as: (r/w) The 
number of clock periods and the number of read and write 
cycles must be added respectively to those of the effective 
address calculation where indicated. 



CONDITIONAL INSTRUCTION CLOCK PERIODS 

Table 31 indicates the number of clock periods required for 
the conditional instructions The number of bus read and 
write cycles is indicated in parenthesis as 1 (r/w). The number 
of clock periods and the number of read and write cycles 
must be added respectively to those of the effective address 
calculation where indicated. 

JMP, JSR, LEA, PEA, MOVEM INSTRUCTION CLOCK 
PERIODS 

Table 32 indicates the number of clock periods required for 
the jump, jump to subroutine, load effective address, push 
effective address, and move multiple registers instructions. 
The number of bus read and write cycles is shown in paren- 
thesis as: (r/w). 
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TABLE 29 - SHIFT/ROTATE INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


Register 


Memory 


ASR, ASL 


Byte, Word 


6 + 2n(1/0) 


8(1/1) + 


Long 


8 + 2n(1/0) 


- 


LSR, LSL 


Byte, Word 


6 + 2n(1/0) 


8(1/1) + 


Long 


8 + 2n(1/0) 


- 


ROR, ROL 


Byte, Word 


6 + 2nM/0) 


8(1/1) + 


Long 


8 + 2n(1/0) 


- 


ROXR, ROXL 


Byte, Word 


6 + 2n(1/0) 


8(1/1) + 


Long 


8 + 2n(1/0) 


- 



TABLE 30 - BIT MANIPULATION INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


Dynamic 


Static 


Register 


Memory 


Register 


Memory 


BCHG 


Byte 


- 


8(1/1) + 


- 


12(2/1) + 


Long 


8(1/0)* 


- 


12(2/0)* 


- 


BCLR 


Byte 


- 


8(1/1) + 


- 


12(2/1) + 


Long 


10(1/0)* 


- 


14(2/0)* 


- 


BSET 


Byte 


- 


8(1/1) + 


- 


12(2/1) + 


Long 


8(1/0)* 


- 


12(2/0)* 


- 


BTST 


Byte 


- 


4(1/0) + 


_ 


8(2/0) + 


Long 


6(1/0) 


- 


10(2/0) 


- 



+ add effective address calculation time 
: indicates maximum value 



TABLE 31 - CONDITIONAL INSTRUCTION CLOCK PERIODS 



Instruction 


Displacement 


Trap or Branch 
Taken 


Trap or Branch 
Not Taken 


BCC 


Byte 


10(2/0) 


8(1/0) 


Word 


10(2/0) 


12(2/0) 


BRA 


Byte 


10(2/0) 


- 


Word 


10(2/0) 


- 


BSR 


Byte 


18(2/2) 


- 


Word 


18(2/2) 


- 


DB C C 


CC true 


_ 


12(2/0) 


CC false 


10(2/0) 


14(3/0) 


CHK 


- 


40(5/3)+ * 


8(1/0) + 


TRAP 


- 


34(4/3) 


- 


TRAPV 


- 


34(5/3) 


4(1/0) 



+ add effective address calculation time 
* indicates maximum value 
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TABLE 32 - JMP, JSR, LEA, PEA, MOVEM INSTRUCTION CLOCK PERIODS 



Instr 


Size 


An@ 


An@ + 


An@- 


An@(d) 


An@(d, ix) * 


xxx.W 


xxx. L 


PC@(d) 


PC@(d, ix)* 


JMP 


- 


8(2/0) 


- 


- 


10(2/0) 


14(3/0) 


10(2/0) 


12(3/0) 


10(2/0) 


14(3/0) 


JSR 


- 


16(2/2) 


- 


- 


18(2/2) 


22(2/2) 


18(2/2) 


20(3/2) 


18(2/2) 


22(2/2) 


LEA 


- 


4(1/0) 


- 


- 


8(2/0! 


12(2/0) 


8(2/0) 


12(3/0) 


8(2/0) 


12(2/0) 


PEA 


- 


12(1/2) 


- 


- 


16(2/2) 


20(2/2) 


16(2/2) 


20(3/2) 


16(2/2) 


20(2/2) 


MOVEM 
M -*R 


Word 


12+4n 

(3+n/O) 


12 + 4n 

(3+n/O) 


- 


16 + 4n 

(4+n/0) 


18 + 4n 

(4 + n/O) 


16 + 4n 

(4 + n/O) 


20 + 4n 

(5 + n/O) 


16 + 4n 

(4+n/O) 


18+4n 

(4 + n/0> 


Long 


12 + 8n 

(3 + 2n/0) 


12 + 8n 

(3 + 2n/0) 


- 


16 + 8n 

(4+2n/0) 


18 + 8n 

(4 + 2n/0) 


16 + 8n 

(4+2n/0) 


20 + 8n 

(5+2n/0) 


16 + 8n 

(4 + 2n/0) 


18 + 8n 

(4+2n/0> 


MOVEM 
R — M 


Word 


8 + 5n 

(2/n) 


- 


8+5n 

(2/n) 


12 + 5n 

(3/n) 


14 + 5n 

(3/n) 


12+ 5n 

(3/n) 


16 + 5n 

(4/n) 


- 


- 


Long 


8+10n 

(2/2n) 


- 


8+10n 

(2/2n) 


12+10n 

(3/2n) 


14+10n 

(3/2n) 


12+10n 

(3/2n) 


16+10n 

(4/2n> 


- 


- 



n is the number of registers to move 

* is the size of the index register (ix) does not affect the instruction's execution time 



MULTI-PRECISION INSTRUCTION CLOCK PERIODS 

Table 33 indicates the number of clock periods for the 
multi-precision instructions The number of clock periods in 
eludes the time to fetch both operands, perform the opera- 
tions, store the results, and read the next instructions. The 



number of read and write cycles is shown in parenthesis as: 
(r/w). 

In Table 33, the headings have the following meanings 
Dn = data register operand and M = memory operand 




TABLE 33 - MULTI-PRECISION INSTRUCTION CLOCK PERIODS 



Instruction 


Size 


op Dn, Dn 


op M, M 


ADDX 


Byte, Word 


4(1/0) 


18(3/1) 


Long 


8(1/0) 


30(5/2) 


CMPM 


Byte, Word 


- 


12(3/0) 


Long 


- 


20(5/0) 


SUBX 


Byte, Word 


4(1/0) 


18(3/1) 


Long 


8(1/0) 


30(5/2) 


ABCD 


Byte 


6(1/0) 


18(3/1) 


SBCD 


Byte 


6(1/0) 


18(3/1) 



MISCELLANEOUS INSTRUCTION CLOCK PERIODS 

Table 34 indicates the number of clock periods for the 
following miscellaneous instructions The number of bus 
read and write cycles is shown in parenthesis as - (r/w) The 
number of clock periods plus the number of read and write 
cycles must be added to those of the effective address 
calculation where indicated 



EXCEPTION PROCESSING CLOCK PERIODS 

Table 35 indicates the number of clock periods for excep- 
tion processing The number of clock periods includes the 
time for all stacking, the vector fetch, and the fetch of the 
first instruction of the handler routine. The number of bus 
read and write cycles is shown in parenthesis as: (r/w). 
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TABLE 34 - MISCELLANEOUS INSTRUCTION CLOCK PERIODS 




Instruction 


Size 


Register 


Memory 


Register ---Memory 


Memory -^Register 


MOVE from SR 


- 


6(1/0) 


8(1/1) + 


- 


- 


MOVE to CCR 


- 


12(2/0) 


12(2/0) + 


- 


- 


MOVE to SR 


- 


12(2/0) 


12(2/0) + 


- 


- 


MOVEP 


Word 


- 


- 


16(2/2) 


16(4/0) 


Long 


- 


- 


24(2/4) 


24(6/0) 


EXG 


- 


6(1/0) 


- 


- 


- 


EXT 


Word 


4(1/0) 


- 


- 


- 


Long 


4(1/0) 


- 


- 


- 


LINK 


- 


16(2/2) 


- 


- 


- 


MOVE from USP 


- 


4(1/0) 


- 


- 


- 


MOVE to USP 


- 


4(1/0) 


- 


- 


- 


NOP 


- 


4(1/0) 


- 


- 


- 


RESET 


- 


132(1/0) 


- 


- 


- 


RTE 


- 


20(5/0) 


- 


- 


- 


RTR 


- 


20(5/0) 


- 


- 


- 


RTS 


- 


16(4/0) 


- 


- 


- 


STOP 


_ 


4(0/0) 


- 


- 


- 


SWAP 


- 


4(1/0) 


- 


- 


- 


UNLK 


- 


12(3/0) 


- 


- 


- 



add effective address calculation time 



TABLE 35 - EXCEPTION PROCESSING CLOCK PERIODS 



Exception 


Periods 


Address Error 


50(4/7) 


Bus Error 


50(4/7) 


Interrupt 


44(5/3)* 


Illegal Instruction 


34(4/3) 


Privileged Instruction 


34(4/3) 


Trace 


34(4/3) 



*The interrupt acknowledge bus cycle is assumed 
to take four external clock periods 
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MOTOROLA 



Advance Information 



INTELLIGENT PERIPHERAL CONTROLLER 

The MC68120/MC68121 Intelligent Peripheral Controller (IPC) is a 
general purpose, mask programmable peripheral controller. The IPC 
provides the interface between an M68000 or M6800 Family 
microprocessor and the final peripheral devices through a system bus 
and control lines. System bus data is transferred to and from the IPC via 
dual-port RAM while the software utilizes the semaphore registers to 
control RAM tasking or any other shared resource. Multiple operating 
modes range from a single chip mode with 21 I/O lines and 2 control 
lines to an expanded mode supporting an address space of 64K bytes. 
The MC68120 has 2K bytes of on-chip ROM to make full use of all 
operating modes The MC68121 utilizes only the expanded address 
modes, due to the absence of on-chip ROM. 

A serial communications interface, 16-bit timer, dual-ported RAM 
and semaphore registers are available for use by the IPC in all operating 
modes. 



• System Bus Compatible with the Asynchronous M68000 Family 

• System Bus Compatible with the MC6809 and Other M6800 Family 
Processors/ Peripherals 

• Local Bus Allows Interface with all M6800 Peripherals 

• MC6801 Source and Object Code Compatible 

• Upward Compatible with MC6800 Source and Object Code 

• 2048 Bytes of ROM (MC68120 Only) 

• 128 Bytes of Dual-Ported RAM 

• Multiple Operation Modes Ranging from Single Chip to Expanded, 
with 64K Byte Address Space 

• Six Shared Semaphore Registers 

• 21 Parallel I/O Lines and 2 Handshake Lines (5 I/O Lines on 
MC68121) 

• Serial Communications Interface (SCI) 

• 16-Bit Three-Function Timer 

• 8-Bit CPU and Internal Bus 

• Halt/ Bus Available Capability Control 

• 8x8 Multiply Instruction 

• TTL Compatible Inputs and Outputs 

• External and Internal Interrupts 



MC68120 


MC68121 


(1.0 MHz) 


(1.0 MHz) 


MC68120-1 MC68121-1 


(1.25 MHz) 


(1.25 MHz) 



HMOS 



(HIGH-DENSITY N-CHANNEL 
SILICON-GATE) 

INTELLIGENT PERIPHERAL 
CONTROLLER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 740 



V SS[1 i 

IRQi [2 
jjATT/r 3 
BA/NMI L 
EC4 

SR/WC5 

DTACK[6 

CS [7 

SA7C8 

SA6 [ 

SA5 C 

SA4 C 

VccC 

SA3 [ 
SA2C 
SA1[ 
SAO C 16 
SDO C 
SD1 [ 
SD2[ 
SD3 C 
SD4 [ 21 
SD5[22 
SD6 C 23 
SD7 C 24 



J ASSIGNMENT 



DreseT 

]P24 
3P23 



45 3P22 
]P21 
DP20 
3SC2 
]SC1 

40 ] P30 

39DP31 

38]P32 

37 ] P33 

36 

35 

34 

33 

32 

31 

30 

29 

28 

27 

26 

25 



]P34 
]P35 
]P36 
DP37 
]P40 
DP41 
DP42 
DP43 
3P44 
3P45 
]P46 
]P47 
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MC68120/MC68121 INTELLIGENT PERIPHERAL CONTROLLER - BLOCK DIAGRAM 





TTTTTTTTTT 



Single Chip j^;-. ^^^^^ ^ g|<£ 
Expanded Non-Multiplexed 1 o § o § 8 a a 8 '§ Ig 



Expanded Multiplexed 



Q|^ w 
<< <<<<< < oc 

Q-a.Q-a-Q-a.Q-a.£5c/) 



oooooooo\ 



LO^OOCNJr-Ocjjool 



Q-Q-Q.Q-Q-Q.Q.Q. 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


T A 


0to70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic Package 


0JA 


50 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit For proper operation it is 
recommended that V m and V ou t be con- 
strained to the range Vss=£(V m or 
Vout^Vcc 

Unused inputs must always be tied to an 
appropriate logic voltage level (e g , either 
Vss or Vcc> 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A +(PD»0JA> < 1) 

Where 

T/\s Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT + PPORT 

P|NT-'CC X VcC- Watts — Chip Internal Power 
PpORT=Port Power Dissipation, Watts - User Determined 
For most applications PpoRT^PlNT anc ' can be neglected PpORT ma Y become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

p D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = Pd*<Ta + 273°C) + 0ja«PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 



DC LOCAL BUS ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, V S s = 0, T A = 

(Refer to Figures 1 and 2) 


= 0° to 70°C unless otherwise noted) 


Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage E 


VEIH 


VCC-0 75 


- 


vcc 


V 


Input Low Voltage E 


veil 


VSS-03 


- 


Vss + 06 


V 


Input High Voltage RESET 

Other Inputs* 


v, H 


vss+ 4 o 

VSS+20 


_ 


v C c 
vcc 


V 


Input Low Voltage All Inputs* 


V|L 


VSS-03 


- 


VSS + 08 


V 


Input Load Current Port 4 
(V m = 0to24V) SC1 


"in 


- 


- 


05 
08 


mA 


Input Leakage Current 

(V in = 0to5 25V) HAlT/NMi.TRQT, RESET 


l.n 


- 


l 5 


25 


liA 


Three-State (Off State) Input Current 

(V in = 5 to 2 4 V) SD0-SD7, P30-P37 

P20-P24 


ITSI 


- 


20 
10 


10 
100 


M A 


Output High Voltage 
<l|oad=-205 M A,V C C = min) P30-P37 
(l| 0ad =-145/tA,V C C = min) P40-P47, SC1, SC2 
(l| oa( j = - 100 /tA, Vqc = mm) Other Outputs 


V H 


Vss+24 
Vss+24 
VSS+24 


- 


- 


V 


Output Low Voltage 

(l| oa( j = 2 0mA, Vcc=min) All Outputs 


vol 


- 


- 


Vss+05 


V 


Internal Power Dissipation (measured at Ta = 0°C) 


pint 


- 


- 


1200 


mW 


Input Capacitance 
(V in = 0,T A = 25 o C,f o =1 MHz) P30-P37, P40-P47, SC1 

Other Inputs 


Cm 


- 


" 


12 5 
10 


PF 



"Except Mode Programming Levels, See Figure 31 
FIGURE 1 - CMOS LOAD 




TIMING TEST LOAD PORTS 2, 3, 4 

9 v cc 



;30pF 



Test Point 
O 



►R|_= 2 k« 

> MMD6150 
or Equiv 



^ MMD7000 
or Equiv 



C = 90 pF for P30-P37, P40-P4 7, SC1, SC2 
= 30 pF for P20-P24, HALT/BA/NMI 

R = 16 5 kQ for P40-P47, SC1, SC2 

= 12 kfl for P30-P37 

= 24 kfi for P20-P24, HTalT/BA/NMI 
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DC SYSTEM BUS ELECTRICAL CHARACTERISTICS 

(Vcc = 5 Vdc ±5%, VSS = 0, Ta = 70°C unless otherwise noted) (Refer to Figure 3) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


V|H 


VsS+20 


- 


vcc 


V 


Input Low Voltage 


CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


V|L 


Vss-03 


- 


Vss + 08 


V 


Output High Voltage (l^pad = 


= -400/tA, Vcc = min) DTACK, SD0-SD7 


VOH 


VSS+24 


- 


- 


V 


Output Low Voltage (I Load = 


5 3 mA, Vcc = mm) DTACK, SD0-SD7 


vol 


- 


- 


Vss+05 


V 



FIGURE 3 



• TIMING TEST LOAD SD0-SD7, DTACK 

9 v cc 



= 130pF 
= 6kfl 



MMD6150 
or Equiv 



MMD7000 
or Equiv 



PERIPHERAL PORT TIMING (Refer to Figures 4 through 7) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Peripheral Data Setup Time 


tPDSU 


200 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


_ 


ns 


Delay Time, Enable Positive Transition to 0S3 Negative Transition 


tOSD1 


- 


350 


ns 


Delay Time, Enable Positive Transition to 0S3 Positive Transition 


tOSD2 


_ 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid (Ports 2, 3, 4) 


tPWD 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral CMOS Data Valid 


*CMOS 


- 


20 


flS 


Input Strobe Pulse Width 


tpwis 


200 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


ns 


Input Capture Pulse Width (Timer Function) 


tpwic 


2 


- 


Ecyc 



FIGURE 4 - DATA SETUP AND HOLD TIMES 
(MPU READ LOCAL BUS) 



Veih^- 

VlH-F 



tPDSU' 



veilV 

#3 



P20-P24 
P40-P47 
Inputs 

P30-P37 
Inputs* 



-MPU Read 

VEIH 
V|H 

.veil 



<• •-tpotf' 



V Data Valid j/ 



tPDSU- 



V Data Valid / 



'Port 3 Non-Latched Operation (LATCH ENABLE-- 0) 



FIGURE 5 - DATA SETUP AND HOLD TIMES 
(MPU WRITE LOCAL BUS) 



r 



/ 



-tCMOS- 
-tPWD-* 



All Data 
Port Outputs 



7 V C C 



Data Valid 



Notes 

1 10 k Pullup resistor required for Port 2 to reach 7 Vcc 

2 Not applicable to P21 

3 Port 4 cannot be pulled above Vcc 



FIGURE 6 - PORT 3 OUTPUT STROBE TIMING 
(SINGLE CHIP MODE) 



r M 



PL) Access of Port 3* 



V 



A ) 



X 



A, 



-*OSD1 



/ 



-tOSD2 



FIGURE 7 - PORT 3 LATCH TIMING 
(SINGLE CHIP MODE) 



P30-P37 
Inputs 



Z51 



_t| S _ 



\ / 



i— tpwiS- 
►t!H* 



X 



'Access matches Output Strobe Select (OSS = 0, a read, 
OSS = 1, a write) 
Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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LOCAL BUS TIMING (See Notes 1 and 2) 



Ident. 
Number 


Characteristics 


Symbol 


MC68120/ 
MC68121 


MC68120-1/ 
MC68121-1 


Unit 


Min 


Max 


Mm 


Max 


1 


Cycle Time 


l cyc 


1 


20 


08 


20 


(IS 


2 


Pulse Width, E Low 


PW EL 


430 


1000 


360 


1000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


1000 


360 


1000 


ns 


4 


Clock Rise and Fall Time 


tr, tf 


- 


25 


- 


25 


ns 


9 


Non-Muxed Address Hold Time 


tAH 


20 


- 


20 


- 


ns 


11 


Address Delay From E Low 


tAD 


- 


260 


- 


220 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


70 


- 


ns 


18 


Read Data Hold Time 


*DHR 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


*DDW 


- 


225 


- 


200 


ns 


21 


Write Data Hold Time 


*DHW 


20 


- 


20 


- 


ns 


23 


Muxed Address Delay from AS 


*ADM 


- 


90 


- 


70 


ns 


25 


Muxed Address Hold Time 


tAHL 


20 


110 


20 


110 


ns 


26 


Delay Time E to AS Rise 


tASD 


100 


- 


80 


- 


ns 


27 


Pulse Width, AS High 


PW ASH 


220 


- 


170 


- 


ns 


28 


Delay Time AS to E Rise 


*ASED 


100 


- 


80 


- 


ns 


29 


Usable Access Time (Note 9) 


tACC 


570 


- 


435 


- 


ns 




Enable Rise Time Extended 


*ERE 


- 


80 


- 


80 


ns 




Processor Control Setup Time 


tpcs 


200 


- 


200 


- 


ns 




Processor Control Hold Time 


tPCH 


20 


40 


20 


40 


ns 




0, 



R/W, Address 
(Non-Muxed) . 



Addr/Data 
Muxed 



0- 



VEIH 

< — 



FIGURE 8 - LOCAL BUS TIMING 







Addr/Data 
Muxed 







Address 
Strobe (AS) 



.veil 



<y 



veil. 



+-Q 



: roro : 





r® 



i^hk$: 



> 



f 



^a: 



E-/23W 



©^ 



-0 



Note 3 



H-O 



-0- 



\ 



> 



-*ERE 



V|H 



<?> 



\J 



0^ 



Read Data Muxed 



-0- 



Write Data Muxed 



-0- 



VEIH 
: r VEIL 



1 







-0 



m 



*0 



r 



> 



^0 



NOTES 

1 Voltage levels shown are V|_<0 5 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 Address valid on the occurrence of the latest of 11 or 23 

4 Usable access time is competed by 1 - (4+ 11 + 17), see note 8 
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ASYNCHRONOUS SYSTEM BUS TIMING (Refer to Figures 9, 10, 11 and 12) 












Characterisic 


Symbol 


Min 


Typ 


Max 


Unit 


Cycle Time 


tcyc 


08 


- 


20 


lis 


System Address Setup 


tSAS 


30 


- 


- 


ns 


System Address Hold 


tSAH 





- 


- 


ns 


System Data Delay Read 
Semaphore 
RAM 


*SDDR 


03 


- 


3 + t cyc * 


us 


tSDDR 


- 


315 


~ 


ns 


System Data Valid 


tSDV 





- 


- 


ns 


System Data Hold Read 


tSDHR 


30 


- 


90 


ns 


System Data Delay Write 
Semaphore 
RAM 


*SDDW 


.. 


- 


.. 


ns 


tSDDW 


- 


- 


60 


ns 


System Data Hold Write 


tSDHW 





- 


- 


ns 


Data Acknowledge 
Semaphore 
RAM 


tDAL 


05 


- 


5 + tcyc" 


jis 


tDAL 


- 


315 


- 


ns 


Data Acknowledge High 


tDAH 


- 


- 


60 


ns 


Data Acknowledge Three-State 


*DAT 


- 


- 


90 


ns 


Data Acknowledge Low to CS High 


tDCS 


60 


- 


- 


ns 



'Actual value dependent upon clock period 
**Data need not be valid on write to Semaphore Registers 



FIGURE 9 - ASYNCHRONOUS READ OF SEMAPHORE REGISTER FIGURE 10 - ASYNCHRONOUS WRITE OF SEMAPHORE REGISTER 



i= 



/ 



m: 



-tQAL- 



• f SDV 
-tDCS—* 
tDAH" 



> 



:*— 



;^. 



SR/W V 



-!. 



\ 



■w 



tDAH lS »— H 



}- 



FIGURE 11 - ASYNCHRONOUS READ OF RAM 



< 



tSAS 
tDCSH 



\ 



DTACK - 



Three State 



> 



State !. J 1 



FIGURE 12 - ASYNCHRONOUS WRITE OF RAM 



DTACK 



^. 



M 



A 



> 



- l SAS 



\ 



{ DCS- 

»-tDAL* 



£ 



13 



■tDAT 

tDAH 



Three State 
Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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SYNCHRONOUS SYSTEM BUS TIMING (See Notes 1 and 2) 



Idem 
Number 


Characteristic 


Symbol 


MC68120/ 
MC68121 


MC68120-1 
MC68121-1 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


080 


10 


MS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


360 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


360 


9566 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


*AH 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


70 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


70 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


*DHR 


30 


100 


30 


85 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


*DDR 


- 


290 


- 


240 


ns 


31 


Input Data Setup Time 


<DSW 


165 


- 


120 


- 


ns 




Clock Enable Rise Time Extended 


*ERE 


- 


80 


- 


80 


ns 



FIGURE 13 - SYNCHRONOUS SYSTEM BUS TIMING 



R/W, Address 



Read Data 



Write Data 




I 



Notes 

1 Voltage levels shown are VlsO 5 V, Vh2:2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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INTRODUCTION 



I 



The MC68120/MC68121 is an 8-bit Intelligent Peripheral 
Controller (IPC) which can be configured to function in a 
wide variety of applications. This extraordinary flexibility is 
provided by its ability to be hardware programmed into eight 
different operating modes. These operating modes allow the 
IPC to operate on its local bus and communicate with an ex- 
ternal system bus through the internal dual-ported RAM 
The operating mode controls the configuration of 18 of the 
48 pins on the IPC, the available on-chip resources, the 
memory map, the location (internal or external) of interrupt 
vectors, and the type of local bus. The configuration of the 
remaining 30 pins is not controlled by the operating mode 

The dual-ported RAM provides a vehicle for devices on 
two separate buses to exchange data without directly affect- 
ing the devices on the other bus. The dual-ported RAM is ac- 
cessible from the MC68120/MC68121 CPU and accessible 
synchronously or asynchronously to the system bus through 
Port 1 . Semaphore registers are provided as a software tool 
to arbitrate shared resources such as the dual-ported RAM 
The semaphore registers are accessible from both buses in 
the same way each bus accesses the dual-ported RAM. 



The remaining ports (2, 3, and 4) are I/O ports. Each port 
is controlled by its Data Direction Register The CPU has 
direct access to the port pins of each port through its Data 
Register Port pins are labeled as P,j where i identifies one of 
three ports and j indicates the particular bit Port 2 is a 5-bit 
port which may be configured for I/O or for use of the on- 
chip timer and Serial Communications Interface (SCI) Ports 
3 and 4 may be used as 16 bits of I/O or may form a local ad- 
dress and data bus with control lines allowing communica- 
tions with external memory and peripherals 

The IPC contains an enhanced M6800 MPU with addi- 
tional capabilities and greater throughput It is upward 
source and object code compatible with the MC6800 and 
directly compatible with the MC6801 The programming 
model is depicted in Figure 14, where accumulator D is a 
concatenation of accumulators A and B. 

The MC68121 has all of the features of the MC68120 with 
the exception of on-chip ROM Thus the MC68121 normally 
operates in the modes utilizing external ROM (modes 2 and 
3) Therefore, modes 0, 1, 4, 5, 6 and 7 should not be used 



FIGURE 14 - PROGRAMMING MODEL 



7 


A 


1 I 7 


B 





15 




D 









15 




X 









15 




SP 









15 




PC 








7 
1 1 H I N Z V C 


a i 


LZ 







8-Bit Accumulators A and B 
Or 1 6- Bit Double Accumulator D 

Index Register (X) 

Stack Pointer (SP) 

Program Counter (PC) 



Condition Code Register (CCR) 

Carry/Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 
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DUAL-PORTED RAM AND SEMAPHORE 
REGISTERS 



The dual-ported RAM may be accessed from both the 
MC68120/MC68121 CPU and the external system bus The 
six semaphore registers are tools provided for the program- 
mer's use in arbitrating simultaneous accesses of the same 
resource 

For the internal CPU, the dual-ported RAM is located from 
$0080 through $00FF in all modes except 3 and 4 In mode 3, 



the dual-ported RAM has been relocated in high memory 
from $C080 through $C0FF thus allowing use of direct ad- 
dressing mode on external memory/peripherals Note that 
no direct addressing of internal control registers is possible in 
mode 3 In mode 4, the internal RAM is not fully decoded 
and appears in locations $XX80 through $XXFF From the 
external system bus, the dual-ported RAM is found in loca- 
tions % 10000000-1 1111111, as shown below in Table 1 



TABLE 1 - LOCATION OF SEMAPHORE REGISTERS AND DUAL-PORTED RAM 



System Bus Address 
(SA7-SA0) 


Feature 


IPC Address* 


%0000 0000 - 0001 0110 


Reserved 







Internal Registers 


$00-16 


0001 0111 - 0001 1100 


Semaphore Registers 


17-1C 


0001 1101 - 0111 1111 


Reserved 


1D-1F 





External Mem /Unusable* 


20-7F 


1000 0000 - 1111 1111 


Dual-Ported RAM 


80-FF 



% = Binary, $ = Hexadecimal 
•Mode Dependent 

The reserved memory areas %0-0001 0110 and %0001 
1 101-% 01 1 1 1111 cannot be written to from the System bus 
If read from the System bus these memory locations return a 
value of $FF. 

The dual-ported RAM is accessed from the external 
System bus by way of eight address lines (SA0-SA7) and 
eight data lines (SD0-SD7). Three control lines provide for 
synchronous or asynchronous access to the dual-ported 
RAM through Port 1 . Figure 15 shows an example of a syn- 
chronous interface (using MC6809) and Figure 16 shows an 
example of an asynchronous interface (using MC68000) The 
dual-ported RAM is selectedjn each case by address lines 
SA0-SA7 and Chip Select (CS) from the system bus The 



direction of data_ transfer is selected by the System 
Read/W rite (SR/W) line. The Data Transfer Acknowledge 
(DTACK) signal is the asynchr onous handshake required by 
an MC68000. Refer to DTA CK unde r Functional Pin Descrip- 
tion for more information. DTACK can be used to control a 
Memory Ready signal on the M6800 Family processor where 
Memory Ready capability is provided (see Figure 17). The lat- 
ter would allow the M6800 Family processor to run asyn- 
chronously with the MC68120/MC68121. It should be noted 
that if the Memor y Ready s ignal (on M6800 processors) is to 
be used with the DTACK signal, the system clock must be 
faster than or equal to the clock driving the IPC. Example 
clock circuits are shown in Figures 18 and 19 



i 



FIGURE 15 - SYNCHRONOUS SYSTEM BUS ACCESS INTERFACE 
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FIGURE 18 - ASYNCHRONOUS SYSTEM BUS INTERFACE 
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FIGURE 17 - MEMORY READY - DTACK CONFIGURATION 

E 



MC68120 



AS* 



CS 



Clock 
Circuit 



-r 



|VCC 



Chip Select 
Circuit 




Uppei 

Address 

nes 



/\ Lines 



c 



SA0-SA7 



Address Lines 



'Only needed in expanded multiplexed modes 



MRDY 







4-720 



MC68120*MC68121*MC68120-1*MC68121-1 



FIGURE 13 - CLOCK CIRCUIT EXAMPLE 1 - SCHEMATIC AND TIMING 
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The semaphore registers allow arbitration between shared 
resources, which may be part or all of the dual-port RAM, or 
a peripheral The semaphore registers may also be used to in- 
dicate that non-reentrant code is in use or that a task is in 
process or is complete To prevent the writing or reading of 
erroneous data from the dual-ported RAM, all simultaneous 
accesses involving a write to the dual-ported RAM should be 
avoided The responsibility for mutual exclusion resides in 
software. The semaphore registers are a convenient means 
for the software to control the simultaneous accesses involv- 
ing a write to the dual-ported RAM Each of the six 
semaphore registers consist of a semaphore bit (SEM, bit 7) 
and an ownership bit (OWN, bit 6) The remaining six bits 
(b0-b5) will read all zeros 

SEMAPHORE REGISTER 



7 6 


5 


4 


3 


2 


1 





| SEM |0WN | 


o 


° I 





o 


o 


° I 



The semaphore bits are test and set bits with hardware ar- 
bitration during simultaneous accesses. Basically, the 
semaphore bit is cleared when written and set when read, 
during a single processor access This is shown in Table 2 



TABLE 2 - 



SINGLE PROCESSOR SEMAPHORE 
BIT TRUTH TABLE 



Original 
SEM Bit 


R/W 


Data 
Read 


Resulting 
SEM Bit 





R 


0* 


1 


1 


R 


1* 


1 





W 


- 





1 


W 


- 






*0 - Resource Available 
1 - Resource Not Available 
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FIGURE 19 - CLOCK CIRCUIT EXAMPLE 2 - SCHEMATIC AND TIMING 
Schematic 
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The data written is disregarded and the information obtained 
from the Read may be interpreted as. - resource available, 
1 - resource not available Thus, any write to a semaphore 
clears the semaphore bit and makes the associated resource 
"available " 

An access where both the IPC and system processors at- 
tempt to read or write the same semaphore register 
simultaneously is a contested access During a contested ac- 
cess, the hardware decides which processor reads a clear 
semaphore bit and which reads a set semaphore bit. Table 3 
describes contested operation of a semaphore bit 

The IPC always reads the actual semaphore bit, the 
system processor reads the semaphore bit in all cases except 
the simultaneous read of a clear semaphore bit. This arbitra- 
tion during a simultaneous read ensures that only one pro- 
cessor reads a clear bit and therefore controls the resource, 
that processor is arbitrarily the IPC 



In Table 3, the first four states are considered proper and 
they occur in correctly written software. The last four states 
are improper and only exist in improperly written software 

The ownership bit is a read-only bit that indicates which 
processor sets the semaphore bit If the semaphore bit is set, 
the ownership bit indicates which processor set it If the 
semaphore bit is not set, the ownership bit indicates which 
processor last set the semaphore bit, OWN = 0, the other 
processor set SEM, OWN = 1, this processor set SEM 

The reset state of the semaphore and ownership bits is 
defined in Table 4 All of the semaphore bits are set after an 
MC681207MC68121 reset The IPC owns all of them except 
the second semaphore which is owned by the system pro- 
cessor This configuration should prevent the system pro- 
cessor from reading a clear semaphore and implying the 
system processor set it when the IPC RESET is held low 
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TABLE 3 - DUAL PROCESSOR SEMAPHORE BIT TRUTH TABLE 



Original 
SEM BH 


IPC 


System 


Resulting 
SEM Bit 




R/W 


Data 
Read 


R/W 


Data 
Read 





R 


0* 


R 


r 


1 


PROPER 


1 


R 


r 


W 


- 





1 


W 


- 


R 


r 





1 


R 


1 


R 


r 


1 





W 


_ 


W 


- 





IMPROPER 





R 


0* 


W 


- 


1 


1 


W 


- 


W 


- 








W 


- 


R 


0* 


1 



*0 - Resource Available 
1 - Resource Not Available 





TABLE 4 - RESET STATE OF SEMAPHORE REGISTER 




SEM 
Reg 
No. 


IPC 


System 


Sem 


Own 


Sem 


Own 


1 




1 







2 









1 


3 




1 







4 




1 







5 




1 







6 




1 








I 



PROGRAM STORAGE MEMORY - ROM 



The standard MC68120 comes preprogrammed with a 
monitor in the ROM. Custom programs are placed in ROM 
by special order (see Appendix A) . 

The MC68120 contains 2048 bytes of on-chip, mask pro- 
grammable read-only memory (ROM) in memory locations 
$F800 through $FFFF The contents of this ROM allows the 
IPC to perform a custom function for the user The interrupt 
vectors $FFF0-$FFFF are decoded to provide vectors at the 
top of resident ROM Address lines A12 and A13 of the 



decoder for the ROM may be mask programmed as a or a 1 
to change the ROM starting address from $F800 to $C800, 
$D800 or $E800 A12 and A13 may also be "don't cares" in 
this decoder. Address $FFEF is reserved for the checksum 
value for the ROM This value is the complement of the "Ex- 
clusive OR" of the 2047 bytes of mask programmed ROM 
An IPC without ROM is also available as the MC68121. The 
MC68121 should only be used in modes 2 and 3 to access ex- 
ternal ROM after reset 



FUNCTIONAL PIN DESCRIPTIONS 



Vcc AND Vss 

Vcc and Vss provide power and ground to the IPC The 
power supply should provide +5 volts (±5%) to Vcc ancl 
Vss should be tied to ground Total power dissipation 
should not exceed Pp milliwatts 

RESET 

The reset function is used for three purposes The first is 
to provide the IPC with an orderly and defined start-up pro- 
cedure from a powerdown condition The second is to return 
to start-up conditions without an intervening powerdown 
condition The third is to provide a control signal to latch the 
operating mode 

During reset (low logic level on RESET pin), execution of 
the current instruction is suspended and the CPU enters a 
"reset state." The register contents are not pushed onto the 
stack and their contents become undefined during reset The 
"reset state" initializes the IPC, as shown in Table 5 



On the positive edge of RESET, the IPC latches the 
operating mode from P22, P21 and P20, and then configures 
Port 3, Port 4, SC1 and SC2 The restart vector is then 
fetched and transferred to the program counter, then in- 
struction execution begins. 

Reset timing is illustrated in Figure 20 The RESET line 
must be held low for a minimum of three E-cycles for the IPC 
to complete its entire reset sequence. An external RC- 
network may be used to obtain the required timing 

ENABLE - E 

The E clock input is required for timing to synchronize 
Data Bus transfers A "CPU E-cycle" (or bus cycle) consists 
of a negative half-cycle of E followed by a positive half-cycle. 
For any given bus cycle, the address is valid during the 
negative half-cycle of E and the selected device must be 
enabled to the Data Bus during the next positive half-cycle. 
The data bus is active only while E is high. It should be noted 
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TABLE 5 - STATE OF IPC DURING RESET 


Bits or Registers 


Effective Stats 


CPU l-Bit 


set (IRQ1 and IRQ2 disabled) 


NMI Interrupt Latch 


cleared (NMI disabled) 


Halt Control Bit 


cleared (HALT/BA selected) 


All Data Direction Registers 


cleared 


SCI Rate and Mode Control Register 


cleared 


Receive Data Register 


cleared 


Timer Control and Status Register 


cleared 


Free Running Counter 


cleared 


Buffer for LSB of Counter 


cleared 


Port 3 Control and Status- Register 


cleared 


Port 2, 3, 4 Data Registers 


undefined after Power-up Reset, and not changed after 




Reset 


SCI Transmit/ Receive Control and Status Register 


Preset to $20 


Output Compare Register 


Preset to $FFFF 


Semaphore Bits 


Preset to Vs 


Ownership Bit of Semaphore Register 2 


Preset to System Ownership 


All other Ownership Bits 


Preset to IPC Ownership 


All Ports 2 and 3 Lines 


High Impedance (inputs) 


All Port 4 Lines 


High Impedance (inputs) with pullup resistors 


scr 


High Impedance with pullup resistors 


SC2 


Active High 



"If in mode 5, SC1 will go active high, otherwise it will remain in the high impedance state 



FIGURE 20 - RESET TIMING 
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that this input should have some provision to obtain the 
specified logical high level which is greater than standard 
TTL levels 

Enable is the primary IPC system timing signal and all tim- 
ing data specified as cycles is assumed to be referenced to 
this clock unless otherwise noted 



HALT/BUS AVAI LABLE /NON-MASKABLE 
INTERRUPT - HALT/BA/NMI 

The HALT/BA/NMI (pin 3) serves one of two functions. 
These functions are NMI or Ha!t/BA and the function 
selected is determined by the Halt Control (HC, bit 2) bit of 
the Functional Control Regis ter (location $14). If the HC bit is 
set (to a "1"), then the NMI function is activated. Alternate- 
ly, if HC is cleared (to a "0" as it is during reset), the Halt/ B A 



function is activated An external pullup resistor to V'cc is re- 
quired on pin 3 for euner function Typical pullup resistor 
values range from 3K to 10K depending on the drive capabili- 
ty of the exte rnal d evice 

When the NMI function is implemented, pin 3 is con- 
figured as an input A negative edge on pin 3 then requests 
an IPC non-maskable interrupt sequence, but the current in- 
struction will be completed before responding t o thi s re- 
quest. To assure an interrupt under all cond itions, NMI must 
be held low for at least one E-cycle NMI may be used to 
cause the IPC to exit the Wait instruction For interrupt tim- 
ing specifications, see the interrupt portion of the Operating 
Mode Section. 

When configured to utilize the Halt/ B A function of this 
pin, such as after reset, the circuit of Figu re 21 i s recom- 
mended to detect and supply continuous HALT and BA 
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signals Figure 22 shows the appropriate timing diagram for 
Halt/ B A with the recommended circuit. The pullup r esistor 
shown in the circuit maintains a high logic level when HALT 
is not active. During a positive half-cycle of E, pin 3 is an in- 
put sampled to determine if the Halt State is requested (ac- 
tive low). During the negative half cycle of E, the BA signal is 
output through pin 3 After the request for Halt State signal 
is detected and the processor completes recurrent instruc- 
tion, the CPU is halted and the active low BA signal is output 
through pin 3 during the negative half cycle of E. The local 
bus is then available for other devices to utilize until the Halt 
State signal has returned to a high level, thus allowing the 



IPC back on the local bus. During the Halt State, the R/W is 
high, and the address bus displays the address of the next in- 
struction 

When single instruction operation is desired, in program 
debug for instance, it_is advantageo us to s ingle step through 
instructions After BA goes low, HALT must be brought 
high for one E-cycle and returned low again to single step 
through instructions. Figure 22 illustrates the timing involved 
while single stepping through a single byte, two bus cycle in- 
struction, such as CLR A. 

BA is not output in response to the Wait instruction If in- 
terrupts are to be utilized in removing the processor from a 



FIGURE 22 - HALT/BA TIMING DIAGRAM 
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Wait State while in the Halt/BA mode then, IRQ1 and IRQ2 
are the only interrupts which may do so; therefore, their 
masks must be cleared before entering the Wait State. 

MASKABLE INTERRUPT REQUEST 1 - IROT 

This level-sensitive input can be used to request an inter- 
rupt sequence. The IPC will complete the current instruction 
before it responds to the request. If the interrupt mask bit 
(l-bit) in the Condition Code Register is clear, the IPC will 
begin an interrupt sequence: a vector is fetched from $FFF8 
and $FFF9, transferred to the Program Counter, and instruc- 
tion execution is continued at the new location. This is ex- 
plained in greater detail in the Interrupt Section. 

IRQ1 typically requires an external resistor (3K to 10K 
depending on externa l dev ices drive capability) to Vcc for 
wire-OR applications. IRQ1 has no internal pullup resistor. 

STROBE CONTROL 1 AND 2 - SC1 and SC2 

The functions of SC1 and SC2 depend on the operating 
mode SC1 is configured as an input in all modes except 
the Expanded Non-Multiplexed Mode, whereas SC2 is al- 
ways an output. SC1 and SC2 can drive one Schottky load 
and90pF 

Single Chip Modes - In these modes, SC1 and SC2 are 
configured as an input and output, respectively, and both 
function as Port 3 control lines. SC1 functions as an input 
strobe (I S3) and can be used to indicate that Port 3 input 
data is ready or output data has been accepted. Three op- 
tions associated with I S3 are controlled by the Control and 
Status Register for Port 3 and are discussed in the Port 3 
description. 

SC2 is configured as an output strobe (OS3) and can be 
used to strobe output data or acknowledge input data for 
Port 3. It is controlled by Output Strobe Select (OSS) in the 
Port 3 Control and Status Register The strobe is generated 
by a read (OS S = 0) or write (OSS = 1) to xhe Port 3 Data 
Register. OS3 timing is shown in Figure 6 



Expanded Non-Multiplexed Mode - In this mode, both 
SC1 and SC2 are configured as outputs SC1 functions as 
Input/Output Select (IOS) and is asserted (active-low) only 
when addresses $0100 through $01 FF are accessed. SC2 is 
configured as R/W and is used to control the direction of 
local data bus transfers. An MPU read is enabled when R/W 
and E are high. 

Expanded Multiplexed Modes - In these modes, SC1 is 
configured as an input and SC2 is configured as an output 
In the expanded multiplexed modes, the IPC has the ability 
to access a 64K byte address space SC1 functions as an in- 
put, Address Strobe, which controls demultiplexing and 
enabling of the eight least significant addresses and the data 
buses. 

By using a transparent latch such as an SN74LS373 or 
MC6882, Address Strobe (AS) can also be used to de- 
multiplex the two buses external to the IPC. (See Figure 23.) 
SC2 provides the local Data Bus control_ signal called 
Read/Write (R/W) SC2 is configured as R/W and is used to 
control the direction of local data bus transfers An MPU 
read is enabled when R/W and E are high 

SYSTEM BUS INTERFACE 

Port 1 is a mode-independent 8-bit data port which per- 
mits the external system bus to access the dual-ported RAM 
and semaphore registers either asynchronously or syn- 
chronously with respect to the E clock In addition to the 
eight data lines (SD0-SD7), ei ght addr ess (SA0-SA7) and 
three control lines (SR/W, CS, DTACK) are used to access 
the dual-ported RAM and semaphore registers 

Port 1 Data Lines (SD0-SD7) - These data lines are bi- 
directional data lines which allow data transfer between the 
dual-ported RAM or the semaphore registers, and the 
system bus The data bus output drivers are three-state 
devices which remain in the high-impedance state except 



FIGURE 23 - TYPICAL LATCH ARRANGEMENT 
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during a read of the IPC dual-ported RAM or semaphore 
registers by the system processor 

System Address Lines (SA0-SA7) - The address lines 
together with the Chip Select signal allow any of the 128 
bytes of RAM or six semaphore registers to be uniquely 
selected from the system bus. The address lines must be 
valid before the CS signal goes low for the asynchronous in- 
terface and valid before the E signal goes high for the syn- 
chronous interface. The system interface must be deselected 
between reads or between writes for the asynchronous 
operation. 

System Read/Write (SR/W) - This signal is generated by 
the system bus to control the direction of data transfer on 
the data bus. With the IPC selected, a low on the SR/W line 
enables the input buffers, and data is transferred from the 
system processor to the IPC. When SR/W is high and the 
chip is selected, the data output buffers are turned on and 
data is transferred from the IPC to the system bus 

Chip Select (CS) — This signal is a TTL compatible input 
signal, used to activate the system bus interface and allows 
transfer of data between the IPC and the system processor 
during synchronous or asynchronous accesses C5 provides 
the synchronizing signal for the Semaphore registers during 
access by the system bus 



Data Transf er Acknowledge (DTACK) - This bidirectional 
control line is used to determine synchronous or asyn- 
chronous system bus accesses and to provide the data 
acknowledge signal for asynchronous data transfers 

As an input, it is sampled on the falling edge of CS by the 
IPC to determine if the system bus is being accessed syn- 
chro nously o r asynchronously with respect to the E clock 

If DTACK is low when sampled, the system bus is syn- 
chronous and data will be transferred during E high as shown 
in Fi gure 13 . 

If DTACK is high wh en samp led, the system bus is asyn- 
chronous In this mode DTACK becomes an output that is 
asserted low when data is on the bus during a system read or 
when a data transfer is completed during a system write 
Re fer to F igures 9 through 12 

DTACK requires an external pullup resistor when the 
system bus is run asynchronously since it is then a bidirec- 
tional handshake line for information transfer on the system 
data bus. 

PORT 2 - P20-P24 

Port 2 is a mode independent 5-bit I/O port where each 
line is configured by its Data Direction Register During 
reset, all lines are configured as inputs The TTL compatible 
three-state output buffers can drive one Schottky TTL load 
and 30 pF, or CMOS devices using external pullup resistors 
P20, P21 and P22 must always be connected to provide the 
operating mode 

PORT 2 DATA REGISTER 
76 543210 

[ PC2 | PC1 | PCO | P24 | P23 | P22 | P21 | P20 | $03 



Inputs on P20, P21 and P22 determine the operating mode 
which is latched into the Program Control Register on the 
positive edge of RESET. The mode may be read from the 
Port 2 Data Register (PC2 is latched from pin 45) 

Port 2 also provides an interface for the Serial Com- 
munications Interface and Timer Bit 1, if configured as an 
output, is dedicated to the Timer Output Compare function 
and cannot be used to provide output from the Port 2 Data 
Register. 

PORT 3 - P30-P37 

Port 3 can be configured as an I/O port, a bi-directional 
8-bit data bus, or a multiplexed address/data bus depending 
upon the operating mode. The TTL compatible three-state 
output buffers can drive one Schottky TTL load and 90 pF 

Single Chip Modes - In these modes, Port 3 is an 8-bit 
I/O port where each line is configured by the Port 3 Data 
Dire ction Register Associated with Port 3 are two lines, IS3 
and OS3, which can be used to control Port 3 data transfers 

Three Port 3 options, controlled by the Port 3 Control and 
Status Register and available only in the Sin gle C hip Modes 
ace* 1) Por t 3 in put data can be latched using IS3 as a control 
signal, 2) OS3 can be generated by either an IPC read or 
write to the Port 3 Data Register, and 3) an IRQ1 interrupt 
can be enabled by an IS3 negative edge Port 3 latch timing 
is shown in Figure 7 

PORT 3 CONTROL AND STATUS REGISTER 
7 6 5 4 3 2 10 



IS3 


IS3 


X 


OSS 


LATCH 


X 


X 


X 


FLAG 


IRQ1 
ENABLE 






ENABLE 









Bits 0-2 Not used. 

Bit 3 LATCH ENABLE This bit controls the input l atch 
for Port 3 If set, input data is latched by an IS3 
negative edge The latch is transparent after a read 
of the Port 3 Data Register LATCH ENABLE is 
cleared by Reset 

Bit 4 OSS (Output Strobe Select) This bit determines 
whether OS3 will be generated by a read or write of 
the Port 3 Data Register When clear, the strobe is 
generated by a read, when set, it is generated by a 
write OSS is cleared by Reset 

Bit 5 Not used. 

Bit 6 IS3-IRQ1 ENABLE When jet, an IRQ1 interrupt 
will be enabled whenever IS3 FLAG is set, when 
clear, the interrupt is inhibited This bit is cleared by 
Reset 

Bit 7 IS3 FLAG This read-only status bit is set by an IS3 
negative edge It is cleared by a read of the Port 3 
Control and Status Register (with IS3 FLAG set) 
followed by a read or write to the Port 3 Data 
Register or by Reset 

Expanded Non-Multiplexed Mode — In this mode, Port 3 
is configured as a bi-directional data bus (D0-D7) The direc- 
tion of data transfers is controlled by R/W (SC2) Data 
transfers are clocked by E (Enable) 
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Expanded Multiplexed Modes - In these modes, Port 3 is 
configured as a time-multiplexed address (A0-A7) and data 
bus (D0-D7). Address Strobe (AS) must be input on SC1, 
and can be used externally to de-multiplex the two buses. 
Port 3 is held in a high-impedance state between valid ad- 
dress and data to prevent potential bus conflicts. 

PORT 4 - P40-P47 

Port 4 is configured as 8-bit I/O port, as address outputs, 
or as data inputs depending on the operating mode. Port 4 
can drive one Schottky TTL load and 90 pF and is the only 
port with internal pullup resistors. 

Single Chip Modes - In these modes, Port 4 functions as 
an 8-bit I/O port where each line is configured by the Port 4 
Data Direction Register. Internal pullup resistors allow the 
port to directly interface with CMOS at 5 volt levels. External 



pullup resistors to more than 5 volts, however, cannot be 
used. 

Expanded Non-Multiplexed Mode - In this mode, Port 4 
is configured from reset as an 8-bit input port, where the 
Data Direction Register can be written, to provide any or all 
of address lines A0-A7. Internal pullup resistors are intended 
to pull the lines high until the Data Direction Register is con- 
figured. 

Expanded Multiplexed Mode — In all these modes except 
Mode 6, Port 4 functions as half of the address bus and pro- 
vides A8 to A15. In Mode 6, the port is configured from reset 
as an 8-bit parallel input port, the Port 4 Data-Direction 
Register must be written to provide any or all of address 
lines, A8 to A15. Internal pullup resistors are intended to pull 
the lines high until the Data Direction Register is configured 
(bit controls A8, etc ). 



OPERATING MODES 



The IPC provides eight different operating modes which 
are selectable by hardware programming and referred to as 
Modes through 7. The operating mode controls the 
memory map, configuration of Port 3, Port 4, SC1 and SC2 
and the address location of the interrupt vectors 

FUNDAMENTAL MODES 

The eight modes of the IPC can be grouped into three fun- 
damental modes which refer to the type of bus it supports 
Single Chip, Expanded Non-Multiplexed, and Expanded 
Multiplexed Single Chip includes Modes 4 and 7, Expanded 
Non-Multiplexed is Mode 5 and the remaining five are Ex- 
panded Multiplexed modes A system utilizing three 
MC68120's, one in each of the fundamental operating 
modes, is shown in Figure 24 Table 6 summarizes the 
characteristics of the operating modes 



Single Chip Modes (4, 7) - In Single Chip Mode, three of 
the four IPC ports are configured as parallel input/output 
data ports, as shown in Figure 25. The IPC functions as a 
complete microcomputer in these two modes without exter- 
nal address or data buses A maximum of 21 I/O lines and 
two Port 3 control lines are provided 

In Single Chip Test Mode (4), the RAM responds to ad- 
dresses $XX80 (X = don't care) through $XXFF and the ROM 
is removed from the internal address map A test program 
must first be loaded into the RAM using Modes 0, 1 , 2, or 6 
If the IPC is reset and then programmed into Mode 4, execu- 
tion will begin at $XXFE XXFF Mode 5 can be irreversibly 
entered from Mode 4 without going through reset by setting 
bit 5 of the Port 2 Data Register This mode is used primarily 
to test Port 3 and 4 in the Single Chip and Non-Multiplexed 
Modes 



TABLE 6 - SUMMARY OF IPC OPERATING MODES 



Common to all Modes 
System Bus Interface 
Reserved Register Area 
6 Semaphore Registers 
I/O Port 2 

Programmable Timer 
Serial Communications Interface 
128 bytes of Dual Ported RAM 


Expanded Multiplexed Modes 
Four Memory Space Options (64K Address Space) 

(1) MDOS Compatible 

(2) No ROM 

(3) External Vector Space 

(4) ROM with Partial Address Bus* 
External Memory Space Accessed Through 

Port 3 as a Multiplexed Address/ Data Bus 

Port 4 as an Address Bus (High) 
SC1 is Address Strobe Bus (AS) Input 
SC2 is Read/Write (R/W) 


Single Chip Mode* 
2048 Bytes of ROM (Internal) 
Port 3 is a Parallel I/O Port with Two Control Lines 
Port 4 is a Parallel I/O Port 
SC1 is Input Strobe 3 (IS3) 
SC2 is Output Strobe 3 (OS3) 


Test Modes 

Expanded Multiplexed Test Mode 

May be Used to Test RAM and ROM* 
Single Chip and Non-Multiplexed Test Mode* 

May be Used to Test Ports 3 and 4 as I/O Ports 

•MC68120 only 


Expanded Non-Multiplexed Mode* 
2048 Bytes of ROM (Internal) 
256 Bytes of External Memory Space 
Port 3 is an 8-Bit Data Bus 
Port 4 is an Address Bus 
SC1 is Input/Output Select (IOS) 
SC2 is Read/Write (R/W) 
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FIGURE 24 - IPC FUNDAMENTAL OPERATING MODES 
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Expanded Non-Multiplexed Mode (5) — A modest amount 
of external memory space is provided in the Expanded Non- 
Multiplexed Mode while retaining significant on-chip 
resources Port 3 functions as an 8-bit bi-directional data bus 
and Port 4 is configured as an input data port Any combina- 
tion of A0 to A7 may be provided while retaining the re- 
mainder as input data lines. Any combination of the eight 
least-significant address lines may be obtained by writing to 
the Port 4 Data Direction Register Internal pullup resistors 
are provided to pull Port 4 lines high until it is configured 

Figure 26 illustrates the external resources available in the 
Expanded Non-Multiplexed Mode. The IPC interfaces direct- 
ly with M6800 Family parts and can access 256 bytes of ex- 
ternal address space at $100 through $1FF IOS provides an 
address decode of external memory ($100-$1 FF) and may be 
used as an address or chip select line 



Expanded-Multiplexed Modes (0, 1, 2, 3, 6) - In the Ex- 
panded Multiplexed Modes, the IPC has the ability to access 
a 64K-byte memory space Port 3 functions as a time- 
multiplexed address/data bus with address valid on the 
negative edge of Address Strobe (AS) and the data bus valid 
while E is high In Modes to 3, Port 4 provides address lines 
A8-A15. However, in Mode 6, Port 4 can provide any subset 
of A8 to A15 while retaining the remainder as input lines 
Writing Vs to the desired bits in the Data Direction Register 
(DDR) will output the corresponding address lines while the 
remaining bits will remain inputs (as configured from reset or 
from 0's written to the DDR). Internal pullup resistors are 
provided to pull Port 4 lines high until software configures 
the port. Initialization of Port 4 in Mode six must be done to 
obtain any upper address lines externally. 
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FIGURE 25 - SINGLE CHIP MODE 
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FIGURE 26 - EXPANDED NON-MULTIPLEXED MODE 
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Figure 27 depicts the external resources available in the 
Expanded-Multiplexed Modes. Address Strobe can be used 
to control a transparent D-type latch to capture addresses 
A0-A7, as shown in Figure 23. This allows Port 3 to function 
as a Data Bus when E is high. 

In Mode 0, the reset vector is external at $BFFE and $BFFF 



after the positive edge of RESET In addition, the internal 
and external data buses are connected together so there 
must be no memory map overlap (to avoid potential bus con- 
flicts). Mode is used primarily to verify the ROM pattern 
and monitor the internal data bus with automated test equip- 
ment 



FIGURE 27 - 



EXPANDED MULTIPLEXED MODE 
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MODE PROGRAMMING 

The operating mode is programmed by the levels asserted 
on P22, P21, and P20 during the positive edge of RESET 
These are latched into PC2, PC1, and PCO of the program 
control register. The operating mode may be read from the 
Port 2 Data Register and programming levels and timing 
must be met as shown in Figure 28 and Table 7 A brief 
outline of the operating modes is shown in Table 8 

Circuitry to provide the programming levels is primarily 
dependent on the normal system use of the three pins. If 
configured as outputs, the circuit shown in Figure 29 may be 



used, otherwise, the three-state buffers can be used to pro- 
vide isolation while programming the mode 

MEMORY MAPS 

The IPC provides up to 64K bytes of address space 
depending upon the operating mode. A memory map for 
each operating mode is shown in Figure 30. In Modes 1 R and 
6R, the "R" means the ROM has been relocated by a mask 
option. The first 32 locations of each map are reserved for 
the IPC internal register area, as shown in Table 9, with ex- 
ceptions as indicated. 



Mode Inputs 
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FIGURE 28 - MODE PROGRAMMING TIMING 
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TABLE 7 - MODE PROGRAMMING SPECIFICATIONS (See Figure 30) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Mode Programming Input Voltage Low 


V MPL 


- 


- 


18 


V 


Mode Programming Input Voltage High 


Vmph 


40 


- 


- 


V 


Mode Programming Diode Differential (if Diodes are Used) 


Vmpdd 


0.6 


- 


- 


V 


RTSTT Low Pulse Width 


pwrstl 


30 


- 


- 


E-Cycles 


Mode Programming Setup Time 


*MPS 


20 


- 


.. 


E-Cyc!es 


Mode Programming Hold Time 


*MPH 



100 


- 


_ 


ns 


RESET Rise Time £1 ps 
RESET Rise Time <1 its 



TABLE 8 - MODE SELECTION SUMMARY 



1 



Mode 


Pin 46 
P22 
PC2 


Pin 44 
P21 
PC1 


Pin 43 
P20 
PC0 


ROM 


RAM 


interrupt 
Vectors 


Bus 
Mode 


Operating 
Mode 


7 


H 


H 


H 


I 


I 


I 


I 


Single Chip 


6 


H 


H 


L 


I 


I 


I 


MUX* 5 - 6 > 


Multiplexed/ Partial Decode* 5 * 


5 


H 


L 


H 


I 


I 


I 


NMUX (5 < 6) 


Non-Multiplexed/ Partial Decode* 5 * 


4 


H 


L 


L 


,(2) 


,(1) 


I 


I 


Single Chip Test 


3 


L 


H 


H 


E 


,(7) 


E 


MUX (4) 


Multiplexed/ R AM (4) 


2 


L 


H 


L 


E 


I 


E 


MUX (4) 


Multiplexed/ RAM (4> 


1 


L 


L 


H 


I 


I 


E 


MUX (4) 


Multiplexed/ RAM and ROM (4) 





L 


L 


L 


I 


I 


E (3) 


MUX (4) 


Multiplexed Test* 4 * 



Legend - 
I - internal 
E - External 
MUX - Multiplexed 
NMUX - Non-Multiplexed 
L - Logic "0" 
H - Logic "1" 



Notes. 

(1) Internal RAM is addressed at $XX80 

(2) Internal ROM is disabled 

(3) Interrupt vectors externally located at $BFF0-$BFFF 

(4) Addresses associated with Ports 3 and 4 are considered external in Modes 0, 1 , 2, and 3 

(5) Addresses associated with Port 3 are considered external in Modes 5 and 6 

(6) Port 4 default is user data input, address output is optional by writing to Port 4 Data Direction Register 

(7) Internal RAM and registers located at $C0XX (for use with MDOS) 



FIGURE 29 



■ TYPICAL MODE PROGRAMMING CIRCUIT 
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Notes 

1 Mode 7 as shown 

2 R2»C= Reset time constant 

3 R1 = 10k (typical) 

4 D=1N914, 1N4001 (typical) 
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FIGURE 30 - IPC MEMORY MAPS 



Multiplexed Test Mode 



MC68120 
Mode 



$0000* 1) 
$001 F 
$0080 

$00FF 



$BFF0 
$BFFF 
$F800 



$FFFF (2) 





Internal Registers 
External Memory Space 

Internal RAM 

> External Memory Space 

> External Interrupt Vectors' 2 ' 

► External Memory Space 

► Internal ROM (5) 



Excludes the following addresses which may be 
used externally $04, $05, $06, $07 and $0F 
The interrupt vectors are externally located at 
$BFF0-$BFFF 

There must be no overlapping of internal and ex- 
ternal memory spaces to avoid driving the data 
bus with more than one device 
This mode is the only mode which may be used 
to examine the int errupt v ectors in internal ROM 
using an external RESET vector 
MC68120 only 



MC68120 
Mode 



Multiplexed/RAM and ROM 
$0000 



$001 F 
$0080 ^ 

$00FF 



$FFEF 
$FFF0 
$FFFF 




(1) 



> Internal Registers' 

> External Memory Space 

► Internal RAM 

► External Memory Space 
►Internal ROM 



> External Interrupt Vectors' 2 ' 



Notes 

1) Excludes the following addresses which may be 
used externally $04, $05, $06, $07 and $0F 

2) Internal ROM addresses $FFF0 to $FFFF are not 
usable 



MC68120 
Mode 



Multiplexed/RAM and ROM 
$0000 



$001 F 
$0080 

$00FF 



////// { Internal Registe 



$XFFF 



$FFF0 
$FFFF 




J1) 



■ External Memory Space 

■ Internal RAM 

► External Memory Space 

► Internal ROM (2) 

► External Memory Space 

* External Interrupt Vectors 



Notes 

1) Excludes the following addresses which may be 
used externally $04, $05, $06, $07, and $0F 

2) Starting addresses for the internal ROM may be 
$C800, $D800 or $E800 as a mask option 
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FIGURE 30 - IPC MEMORY MAPS (CONTINUED) 



MC68120/ 

MC68121 

Mode 



Multiplexed/ RAM 
$0000 



$001 F 
$0080 

$00FF 



^ 




$FFF0 
$FFFF 



; (1) 



> Internal Registers' 
^External Memory Space 

> Internal RAM 



> External Memory Space 



> External Interrupt Vectors 



Notes 
1) Excludes the following addresses which may be 
used externally $04, $05, $06, $07, and $0F 



MC68120 
Mode 



$0000| 
$001 F 



Single Chip Test (2) 

\S/yy/yfo Internal Registers' 5 * 



Unusable (1)(4) 



> Internal RAM (4) 
Internal Interrupt Vectors 



$XX80 (3) cr- 

$xxffl2 

Notes 

1) The internal ROM is disabled 

2) Mode 4 may b e chan ged to Mode 5 without hav- 
ing to assert RESET by writing a "1" into bit 5 (PCO) 
of Port 2 Data Register 

3) Addresses A8 to A15 are treated as "don't 
cares" to decode internal RAM 

4) Internal RAM will appear at $XX80 to $XXFF 

5) MPU Read of Port 3 Data Direction Register will 
access Port 3 Data Register instead 



MC68120/ 

MC68121 

Mode 



Multiplexed/RAM, MDOS Compatible l 



$0000 



$C00G^ 
$C01F 



$C080 



^ 



> External Memory Space 

> Internal Registers' 2 ' 

> External Memory Space 

> Internal RAM 

> External Memory Space 
* External Interrupt Vectors 



$FFF0 
$FFFF 

Notes 

1) Relocating the internal registers and the internal 
RAM to high memory allows processor to run 
MDOS 

2) Excludes the following addresses which may be 
used externally $C004, $C005, $C006, $C007, 
and $C00F 



MC68120 
Mode 



Non-Multiplexed/ Partial Decode (2) (3) 

$oooo (1) r 



;r^>» 



$001 F 

Unusable 
$0080 » 3 fl> 



iternal Registers 




Internal RAM 

External Memory Space 



Internal ROM 



Internal interrupt Vectors 

Excludes the following addresses which m ay no t 
be used externally $04, $06, and $0F (no IOS) 
This mode may be entered without going 
through Reset by using Mode 4 and subsequent- 
ly writing a "1" into bit 5 (PCO) of Port 2 Data Register 
Address lines A0 to A7 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "1's" in the appropriate bits 
These address lines will assert "1's" until made 
outputs by writing the Data Direction Register 
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FIGURE 30 - IPC MEMORY MAPS (CONCLUDED) 
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$F800 



$FFFF 




^Internal Registers 1 ' 



(1X2) 

External Memory Space 
Internal RAM 



> External Memory Space 



^Internal ROM 



Internal Interrupt Vectors 



Notes 

1) Excludes the following addresses which may be 
used externally $04, $06, $0F 

2) Address lines A8-A15 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "1's" in the appropriate bits 
These address lines will assert "1's" until made 
outputs by writing the Data Direction Register 



MC68120 
Mode 



Multiplexed/ Partial Decode 
$0000 



$001 F 
$0080 



urn 



m> 




(1)(2) 



► Internal Registers 
^External Memory Space 

Internal RAM 

>External Memory Space 

►Internal ROM (3> 

► External Memory Space 
>External Interrupt Vectors 



$X800 (3) 

$XFFF 
$FFF0 
$FFFF 



Notes 

1) Excludes the following addresses which may be 
used externally $04, $06, $0F 

2) Address lines A8-A15 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "1's" in the appropriate bits 
These address lines will assert "1's" until made 
outputs by writing the Data Direction Register 

3) Starting addresses for the internal ROM may be 
$C800, $D800 or $E800 



MC68120 
Mode 



Single Chip 
$0000 p- 

$001 F 

Unusable 
$0080 



$O0FF 



^> 



Internal Registers' 1 




Internal RAM 



1) MPU reads of Port 3's Data Direction Register 
will access Port 3's Data Register instead 



$F800 



$FFFF 




fnternafROM 

Internal Interrupt Vectors 
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TABLE 9 - INTERNAL REGISTER AREA 



Register 


Address**** 
(Hexadecimal) 


Register 


Address**** 
(Hexadecimal) 


Reserved 

Port 2 Data Direction Register*** 

Reserved 

Port 2 Data Register 


00 
01 
02 
03 


SCI Rate and Mode Control Register 
Transmit/ Receive Control and Status Register 
SCI Receive Data Register 
SCI Transmit Data Register 


10 
11 
12 
13 


Port 3 Data Direction Register*** 
Port 4 Data Direction Register*** 
Port 3 Data Register 
Port 4 Data Register 


04* 
05** 
06* 
07** 


Function Control Register 

Counter Alternate Address (High Byte) 

Counter Alternate Address (Low Byte) 

Semaphore 1 

Semaphore 2 

Semaphore 3 

Semaphore 4 

Semaphore 5 

Semaphore 6 

Reserved 


14 
15 
16 
17 
18 
19 
1A 
1B 
1C 
1D-1F 


Timer Control and Status Register 

Counter (High Byte) 

Counter (Low Byte) 

Output Compare Register (High Byte) 


08 
09 

0A 
0B 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
0D 
OE 
OF* 



'These external addresses in Modes 0, 1, 2, 3, 5, 6 cannot be ac- 
cessed in Mode 5 (no IOS) 
*These are external addresses in Modes 0, 1, 2, 3 



*"*1 = Output, 0= Input 
****These addresses relocated at $C000-$C01F in Mode 3 



INTERRUPTS 



The IPC supports two types of interrupt requests 
Mask able and Non-Maskable. A Non-Maskable Interrupt 
(NMD is always recognized and acted upon at the comple- 
tion of the current instruction. Maskable interrupts are con- 
trolled by the Condition Code Register (-bit and by individual 
enable bits. The l-bit controls all maskable i nterru pts Of the 
maskable interrupts, there are two types. IRQ1 and IRQ2. 
The Programmable Ti mer a nd Serial Communications Inter- 
face use an internal IRQ2 interrupt line, as shown in the 
block dia gram of the IPC. External devices (and IS3) use 
IRQ1 An IRQ1 interrupt is serviced before an IRQ2 interrupt 
if bot h are pending 

All IRQ2 interrupts use hardware prioritized vectors The 



single SCI interrupt and three timer interrupts are serviced in 
a prioritized order where each is vectored to a separate loca- 
tion AH IPC vector locations are shown in Table 10, from 
highest (top) to lowest (bottom) priority 

The interrupt flowchart is depicted in Figure 31. The Pro- 
gram Counter, Index Register, Accumulator A, Accumulator 
B, and Condition Code Register are pushed to the stack. The 
l-bit is set to inhibit maskable interrupts and a vector is 
fetched corresponding to the current highest priority inter- 
rupt. The vector is transferred to the Program Counter and 
instruction execution is resumed. The general int errupt t im- 
mg sequence is shown in Figure 32. The Interrupt HALT/ B A 
timing is illustrated in Figure 21 and 22. 



TABLE 10 - MCU VECTOR LOCATIONS* 



MSB 


LSB 


Interrupt 


$FFFE 


FFFF 


RESET** 


FFFC 


FFFD 


NMI 


FFFA 


FFFB 


Software Interrupt (SWI) 


FFF8 


FFF9 


iRQi (or IS3) 


FFF6 


FFF7 


ICF (Input Capture) 


FFF4 


FFF5 


OCF (Output Compare) 


FFF2 


FFF3 


TOF (Timer Overflow) 


FFF0 


FFF1 


SCI (RDRF + ORFE + TDRE) 



'These locations are relocated at $BFF0-$BFFF in Mode 
'Highest priority 
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FIGURE 31 - INTERRUPT FLOWCHART 




Stack Machine State 
PC, X, A, B, CC 




Condition Code Register 
| 1 I 1 j H | J | N| Z | V | C 



1-ITMP 
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SCI = TIE»TDRE+RIE«(RDRF + ORFE) 
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Vector- PC 




ModeO 


Modes 1-7 




NMI 


BFFC-BFFD 


FFFC-FFFD 


Non-Maskable Interrupt 


SWI 


BFFA-BFFB 


FFFA-FFFB 


Software Interrupt 


IRQ1 


BFF8-BFF9 


FFF8-FFF9 


Maskable Interrupt Request 1 


ICF 


BFF6-BFF7 


FFF6-FFF7 


Input Capture Interrupt 


OCF 


BFF4-BFF5 


FFF4-FFF5 


Output Compare Interrupt 


TOF 


BFF2-BFF3 


FFF2-FFF3 


Timer Overflow Interrupt 


SCI 


BFF0-BFF1 


FFF0-FFF1 


SCI Interrupt (TDRE+ RDRF + ORFE) 
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FIGURE 32 - INTERRUPT SEQUENCE 
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PROGRAMMABLE TIMER 



The Programmable Timer can be used to perform input 
waveform measurements while independently generating an 
output waveform. Pulse widths can vary from several 
microseconds to many seconds. A block diagram of the 
Timer is shown in Figure 33. 

TIMER CONTROL AND STATUS REGISTER ($08) 

The Timer Control and Status Register (TCSR) is an 8-bit 
register of which all bits are readable while bits 0-4 can be 
written. The three most significant bits provide the timer 
status and they indicate: 

• a proper level transition has been detected, or 

• a match has been found between the free-running 
counter and the output compare register, or 

• the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR 

TIMER CONTROL AND STATUS REGISTER 
(TSCR) 
7654 3210 

| ICF | OCF | TQF | EICi | EQCI | ETOI 1 1EDG [ QLVL | $08 

Bit OLVL Output level. OLVL is clocked to the output level 
register by a successful output compare and will 
appear at P21 if Bit 1 of the Port 2 Data Direction 
Register is set It is cleared by reset 

Bit 1 IEDG Input Edge. IEDG is cleared by reset and con- 
trols which level transition will trigger a counter 
transfer to the Input Capture Register. 
IEDG = Transfer on a negative edge 
IEDG = 1 Transfer on a positive edge 

Bit 2 ETOI Enab le Timer Overflow Interrupt When set, an 
IRQ2 interrupt is enabled for a timer overflow; 



when clear, the interrupt is inhibited. It is 
cleared by reset. 

Bit 3 EOCI Enab le Output Compare Interrupt When set, an 
IRQ2 interrupt is enabled for an output com- 
pare, when clear, the interrupt is inhibited. It is 
cleared by reset. 

Bit 4 EICI Enab le Input Capture Interrupt. When set, an 
IRQ2 interrupt is enabled for an input capture, 
when clear, the interrupt is inhibited. It is 
cleared by reset 

Bit 5 TOF Timer Overflow Flag. TOF is set when the 
counter contains all Vs. It is cleared by reading 
the TCSR (with TOF set) followed by reading 
the highest byte of the counter ($09), or by 
reset Reading the counter at $15 will not clear 
TOF 

Bit 6 OCF Output Compare Flag OCF is set when the Out- 
put Compare Register matches the free-running 
counter It is cleared by reading the TCSR (with 
OCF set) and then writing to the Output Com- 
pare Register ($0B or $0C), or by reset. 

Bit 7 ICF Input Capture Flag ICF is set to indicate a pro- 
per level transition" It is cleared by reading the 
TCSR (with ICF set) and then reading the Input 
Capture" Register High Byte ($0D), or by reset. 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (Enable) It is cleared during reset 
and is a read-only with one exception - a write to the counter 
($09) will preset it to $FFF8 This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock TOF is set whenever 
the counter contains all 1's. The counter may also be read at 
location $15 and $16 to avoid the clearing of the TOF. 
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FIGURE 33 - PROGRAMMABLE TIMER - BLOCK DIAGRAM 
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OUTPUT COMPARE REGISTER ($0B:0C) 

The Output Compare Register is a 16-bit Read/Write 
register used to control an output waveform or provide an ar- 
bitrary timeout flag It is compared with the free-running 
counter on each E-cycle. When a match is found, OCF is set 
and OLVL is clocked to an output level register If Port 2, bit 
1 is configured as an output, OLVL will appear at P21 The 
Output Compare Register and OLVL can then be changed 
for the next compare The compare function is inhibited for 
one cycle after a write to the high byte of the counter ($0B) 
to ensure a valid compare The Output Compare Register is 
set to $FFFF by reset 



INPUT CAPTURE REGISTER ($QD:0E) 

The Input Capture Register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by IEDG Port 2, bit should 
be configured as an input, but the edge detect circuit always 
senses P20, even when configured as an output. An input 
capture can occur independently of ICF the input capture 
register always contains the most current value regardless of 
whether ICF was previously set or not Counter transfer is in- 
hibited, however, between accesses of a double byte IPC 
read. The input pulse width must be at least two E-cycles to 
ensure an input capture under all conditions. 



SERIAL COMMUNICATIONS INTERFACE (SCI) 



A full-duplex asynchronous Serial Communications Inter- 
face (SCI) is provided with two data formats and a choice of 
Baud rates The SCI transmitter and receiver are functionally 
independent, but use the same data format and bit rate 
Serial data formats include standard mark/space (NRZ) and 
Bi-phase. Both formats provide one start bit, eight data bits, 
and one stop bit. "Baud" and "bit rate" are used 
synonymously in the following description 

WAKE-UP FEATURE 

In a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 



beginning of the message. In order to allow uninterested 
MPUs to ignore the remainder of the message, a wake-up 
feature is included whereby ail further SCI receiver flag (and 
interrupt) processing can be inhibited until the data line goes 
idle. An SCI receiver is re-enabled by an idle string of ten 
consecutive 1's or by reset Software must provide the re- 
quired idle string between consecutive messages and pre- 
vent it within messages. 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable: 
• format- standard mark/space (NRZ) or Bi-phase 
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• clock: external or internal clock source 

• Baud rate: one of four per E-clock frequency, or one- 
eighth of the external clock input to P22 

• wake-up features: enabled or disabled 

• interrupt requests: enabled individually for transmitter 
and receiver 

• clock output: interna* bit rate clock enabled or disabled 
toP22 

SERIAL COMMUNICATIONS REGISTERS 

The Serial Communications Interface includes four ad- 
dressable registers as depicted in Figure 34. It is controlled 
by the Rate and Mode Control Register and the 
Transmit/ Receive Control and Status Register. Data is 
transmitted and received utilizing a write-only Transmit 
Register and read-only Receive Register. The shift registers 
are not accessible by software. 

Rate and Mode Control Register ($10) - The Rate and 
Mode Control Register (RMCR) controls the SCI Baud rate, 
format, clock source, and under certain conditions, the con- 
figuration of P22. The register consists of four write-only bits 
which are cleared by reset The two least significant bits con- 
trol the Baud rate of the internal clock and the remaining two 
bits control the format and clock source. 



RATE AND MODE CONTROL REGISTER (RMCR) 
7654 3210 

| X I X | X | X | CC1 | CCO | SS1 | SSO | $10 

Bit 1: Bit SS1.SS0 Speed Select. These two bits select 
the Baud rate when using the internal clock 
Four rates may be selected which are a function 
of the IPC input frequency (E). Table 11 lists bit 
times and rates for three selected IPC frequen- 
cies. 
Bit 3: Bit 2 CC1.CC0 Clock Control and Format Select 
These two bits control the format and select the 
serial clock source. If CC1 is set, the Data Direc- 
tion Register (DDR) value for P22 is forced to 
the complement of CCO and cannot be altered 
until CC1 is cleared. If CC1 is cleared after hav- 
ing been set, its DDR value is unchanged Table 
12 defines the format, clock source, and use of 
P22 
If both CC1 and CCO are set, an external TTL compatible 
clock must be connected to P22 at eight times (8X) the 
desired Baud rate, but not greater than E, with a duty cycle 
of 50% (±10%). If CC1.CC0=10, the internal Baud rate 
clock is provided at P22 regardless of the values for TE or RE 

NOTE: The source of SCI internal baud rate clock is the 
free-running counter of the timer. An IPC write to the 
counter can disturb serial operations. 



FIGURE 34 - SCI REGISTERS 
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TABLE 11 - SCI BIT TIMES AND RATES 



SS1:SS0 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





-16 


26 ms/38,400 Baud 


16 ^s/62,500 Baud 


13 /ts/76,800 Baud 


1 


-128 


208 /is/4,800 Baud 


128 M s/7812 5Baud 


104 2 /is/9,600 Baud 


1 


-1024 


1 67 ms/600 Baud 


1 024 ms/976,6 Baud 


833 3 /*s/ 1,200 Baud 


1 1 


-4096 


6 67ms/ 150 Baud 


4 096 ms/244 1 Baud 


3 33 ms/300 Baud 



TABLE 12 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CC1:CC0 


Format 


Clock 
Source 


Port 2 
Bit 2 





Bi-Phase 


internal 


Not Used 


1 


NRZ 


Internal 


Not Used 


1 


NRZ 


Internal 


Output 


1 1 


NRZ 


External 


Input 



Transmit/ Receive Control and Status Register ($11) - 

The Transmit/ Receive Control and Status Register (TRCSR) 
controls the transmitter, receiver, wake-up features, and two 
individual interrupts and monitors the status of serial opera- 
tions. All eight bits are readable while only bits to 4 are 
writable. The register is initialized to $20 by reset. 

TRANSMIT/RECEIVE CONTROL AND STATUS REGISTER 
(TRCSR) 
7654 3210 

|rdrf|qrfe|tdre| rie| re | tie | te | wu ~| $11 

BitOWU "Wake-up" on Idle Line. When set, WU 
enables the wake-up function, it is cleared by 
ten consecutive 1's or by reset WU will not set 
if the line is idle. 

Bit 1 TE Transmit Enable. When set, the P24 DDR bit is 

set, cannot be changed, and will remain set if 
TE is subsequently cleared When TE is 
changed from clear to set, the transmitter is 
connected to P24 and a preamble of nine con- 
secutive 1's is transmitted TE is cleared by 
reset 

Bit 2 TIE Transmit Interrupt Enable When set, an IRQ2 
interrupt is enabled when TDRE is set, when 
clear, the interrupt is inhibited. TIE is cleared 
by reset. 

Bit 3 RE Receive Enable. When set, the P23 DDR bit is 

cleared, cannot be changed, and will remain 
clear if RE is subsequently cleared. While RE is 
set, the SCI receiver is enabled. RE is cleared 
by reset 

Bit 4 RIE Receiver Interrupt Enable. When set, an IRQ2 
interrupt is enabled when RDRF and/or ORFE 
is set; when clear, the interrupt is inhibited. 
RIE is cleared by reset. 

Bit 5 TDRE Transmit Data Register Empty TDRE is set 
when the contents of the Transmit Data 
Register is transferred to the output serial shift 
register or by reset. It is cleared by reading the 
TRCSR (with TDRE set) and then writing to 
the Transmit Data Register Additional data 



will be transmitted only if TDRE has been 
cleared. 

Bit 6 ORFE Overrun Framing Error. If set, ORFE indicates 
either an overrun or framing error. An overrun 
occurs when a new byte is ready to transfer to 
the Receiver Data Register with RDRF still set. 
A receiver framing error has occurred when 
the byte boundaries of the bit stream are not 
synchronized to the bit counter. An overrun 
can be distinguished from a framing error by 
the value of RDRF: if RDRF is set, then an 
overrun has occurred, otherwise, a framing er- 
ror has been detected. Data is not transferred 
to the Receive Data Register in an overrun 
condition. ORFE is cleared by reading the 
TRCSR (with ORFE set) then reading the 
Receive Data Register, or by reset. 

Bit 7 RDRF Receive Data Register Full. RDRF is set when 
the contents of the input serial shift register is 
transferred to the Receive Data Register. It is 
cleared by reading the TRCSR (with RDRF 
set), and then reading the Receive Data 
Register, or by reset. 



SERIAL OPERATIONS 

The SCI is initialized by writing the control bytes first to 
the Rate and Mode Control Register and then to the 
Transmit/ Receive Control and Status Register. When TE is 
set, the output of the Transmit Shift Register is connected to 
P24 and serial output is initiated by the transmission of a 
9-bit preamble of Vs. 

At this point one of two situations exist: 1) if the Transmit 
Data Register is empty (TDRE=1), a continuous string of 1's 
will be sent indicating an idle line, or 2) if a byte has been 
written to the Transmit Data Register (TDRE = 0), the byte 
will be transferred to the Transmit Shift Register (syn- 
chronized with the bit rate clock), TDRE will be set, and 
transmission will begin. 

The start bit (0), eight data bits (beginning with bitO) and a 
stop bit (1), will be transmitted. If TDRE is still set when the 
next byte transfer should occur, 1's will be sent until more 
data is provided. Receive operation is controlled by RE which 
configures P23 as an input and enables the receiver. In Bi- 
phase format, the output toggles at the start of each bit and 
at half time when a "1" is sent. SCI data formats are il- 
lustrated in Figure 35. In receiving Bi-phase, a "1" is input 
when two transitions occur in less than 3/4 bit-time, and a 
"0" is input when more than 3/4 bit-time passes after a tran- 
sition on P23. 



■ 
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FIGURE 35 - SCI DATA FORMATS 
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INSTRUCTION SET 



The MC68120/MC68121 is upward source and object code 
compatible with the MC6800 processor and directly compati- 
ble with the M6801 Family processors. 



PROGRAMMING MODEL 

A programming model for the MC68120/MC68121 is 
shown in Figure 14. Accumulator A can be concatenated 
with accumulator B and jointly referred to as accumulator D 
where A is the most significant byte. Any operation which 
modifies the double accumulator will also modify ac- 
cumulator A and/or B. Other registers are defined as 
follows: 

Program Counter — The program counter is a 16-bit 
register which always points to the next instruction. 

Stack Pointer - The Stack Pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue The stack resides in ran- 
dom access memory at a location specified by the software. 

Index Register — The Index Register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing 

Accumulators - The IPC contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU). They can also be 
concatenated and referred to as the D (double) accumulator. 

Condition Code Register — The Condition Code Register 
indicates the results of an instruction and includes the 
following five condition bits' Negative (N), Zero (Z), 
Overflow (V), Carry/ Borrow from MSB (C), and half carry 
from bit 3 (H). These bits are testable by the conditional 
branch instructions Bit 4 is the interrupt mask (l-bit) and in- 
hibits all maskable interrupts when set. The two unused bits 
b6 and b7, are read as ones. 

ADDRESSING MODES 

The MC68120/MC68121 provides six addressing modes 
which can be used to reference memory A summary of ad- 
dressing modes for all instructions is presented in Tables 13, 
14, 15 and 16 where execution times are provided in 



E-cycles Instruction execution times are summarized in 
Table 17. With an input frequency (E) of 1 MHz, E-cycles are 
equivalent to microseconds. A cycle-by-cycle description of 
bus activity for each instruction is provided in Table 18 and a 
description of selected instructions is shown in Figure 38. 

Immediate Addressing — The operand is contained in the 
following byte(s) of the instruction where the number of 
bytes matches the size of the register. These are two or three 
byte instructions. 

Direct Addressing - The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00. 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access (refer to Table 1) 
In most applications, this 256-byte area is reserved for fre- 
quently referenced data. Note that no direct addressing of 
internal control registers is possible in Mode 3 

Extended Addressing — The second and third bytes of the 
instruction contain the absolute address of the operand. 
These are three byte instructions 

Indexed Addressing - The unsigned offset contained in 
the second byte of the instructions is added with carry to the 
Index Register and used to reference memory without 
changing the Index Register These are two byte instruc- 
tions. 

Inherent Addressing - The operand(s) are registers and 
no memory reference is required. These are single byte in- 
structions. 

Relative Addressing — Relative addressing is used only for 
branch instructions. If the branch condition is true, the Pro- 
gram Counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current Program Counter. This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction 
These are two byte instructions. 
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TABLE 13 - 


- INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 










Pointer Operations 


Mnemonic 


Immed 


Direct 


Index 


Extnd 


Inherent 


Boolean/ 
Arithmetic Operation 


Condition Codes 


5 


4 3 


2 1 





OP 




# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


I N 


Z V 


c 


Compare Index Reg 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X- M M+ 1 




• I 


f | 


1 


Decrement Index Reg 


DEX 


























09 


3 


1 


X- 1 — X 




• • 


| • 




Decrement Stack Pntr 


DES 


























34 


3 


1 


SP - 1 — SP 










Increment Index Reg 


INX 


























08 


3 


1 


X + 1 — X 




• • 


| • 




Increment Stack Pntr 


INS 


























31 


3 


1 


1 SP + 1 —SP 










Load Index Reg 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M — X H , (M + 1)— Xl 






R 




Load Stack Pntr 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M — SPh, (M + 1)— SPl 






R 




Store Index Reg 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








Xh-*m, Xl— (m + 1) 






R 




Store Stack Pntr 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SPh— M, SP L — (M + 1) 






R 




Index Reg — Stack Pntr 


TXS 


























35 


3 


1 


X- 1 — SP 










Stack Pntr — Index Reg 


TSX 


























30 


3 


1 


SP + 1 — x 










Add 


ABX 


























3A 


3 


1 


B + X— X 










Push Data 


PSHX 


























3C 


4 


1 


X L — MSP, SP - 1 —SP 
Xh — msr SP - 1 — SP 










Pull Data 


PULX 


























38 


5 


1 


SP + 1 — SP, MSP — x H 
SP + 1 ^SP, MSP — Xl 











TABLE 14 - ACCUMULATOR AND MEMORY INSTRUCTIONS 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 


Condition Codes 


Op 


~ 


# 


Opj 


~ 


# 


Op, 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Expression 1 


i 1 


N 


Z 


V 


C 


Add Acmltrs 


ABA 


























1B 


2 


1 


A + B —A 


_JL, 


f 


I 


1 


f 


Add B to X 


ABX 


























3A 


3 


1 


00 B + X — X 4 


» • 


• 


& 


• 


• 


Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A + M + C —A 








j 


| 


ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B + M + C—B 






i 


1 


1 


Add 


ADDA 


8B 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB 


4 


3 








A + M —A 






t 


{ 


1 


ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M — A 








t 


j 


Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D + MMH*D 4 






1 


I 


1 


And 


ANDA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A • M — A 4 








R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B • M — B 4 






J 


R 


• 


Shift Left, 
Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 














1 


t 


| 


ASLA 


























48 


2 


1 








J 


( 


1 


ASLB 


























58 


2 


1 








j 


1 


} 


Shift Left Dbl 


ASLD 


























05 


3 


1 










1 


{ 


Shift Right, 
Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 
















t 


I 


ASRA 


























47 


2 


1 










I 


{ 


ASRB 


























57 


2 


1 










I 


I 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A • M 4 








R 


• 


BITB 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B • M 4 








R 


• 


Compare Acmltrs 


CBA 


























11 


2 


1 


A - B 4 






I 


{ 


1 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00 -M 4 




R 


S 


R 


R 


CLRA 


























4F 


2 


1 


00 -A 4 




R 


S 


R 


R 


CLRB 


























5F 


2 


1 


00— B 4 




R 


S 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








AM 4 




| 




i 


( 


CMPB 


C1 


2 


2 


D1 


3 


2 


E1 


4 


2 


F1 


4 


3 








B - M 4 




j 




{ 


t 


1 s Complement 


COM 














63 


6 


2 


73 


6 


3 








IVS — M 4 




J 




R 


S 


COMA 


























43 


2 


1 


A"*A 4 




| 




R 


S 


COMB 


























53 


2 


1 


B-B 4 




{ 




R 


s 


Decimal Adj, A 


DAA 


























19 


2 


1 


Adj binary sum to BCD 4 




1 




j 


1 


Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 — M 4 




I 




i 


• 


DECA 


























4A 


2 


1 


A- 1 *A 4 




( 




( 


• 


DECB 


























5A 


2 


1 


B - 1 *B 4 




I 




| 


• 


Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A © M —A 4 




1 


! 


R 


• 


EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B © M — B 4 




I 


♦ 


R 


• 
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TABLE 14 - ACCUMULATOR AND MEMORY INSTRUCTIONS (CONTINUED) 



Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes 


Op 


~ 


# 


Op|~ # 


opIz_ 


# 


Op 


~ 


# 


Op 


~ 


# 


H 


1 


N 


Z V 


C 


Increment 


INC 














"6T 


6 


2 


"7TT 


6 


3 








M+ 1 -M 






' r 


1 




• 


INCA 


























4C 


2 


1 


A + 1 —A 












• 


INCB 


























5C 


2 


1 


B + 1 — B 








j 




• 


Load Acmltrs 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M —A 








j 


R 


• 


LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 










R 


• 


Load Double 


LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


FC 


5 


3 








MM + 1*D 








T 


R 


• 


Logical Shift, 
Left 


LSL 














68 


6 


2 


78 


6 


3 
















I 


j 






LSLA 


























48 


2 


1 










1 


1 






LSLB 


























58 


2 


1 










i 








LSLD 


























05 


3 


1 














i 






Shift Right, 
Logical 


LSR 














64 


6 


2 


74 


6 


3 














R 












LSRA 


























44 


2 


1 








R 


t 


1 






LSRB 


























54 


2 


1 








R 






j 


I 


LSRD 


























04 


3 


1 








R 






j 


{ 


Multiply 


MUL 


























3D 


10 


1 


AXB*D 






• 


• 


• 


i 


2's Complement 
(Negate) 


NEG 














60 


6 


2 


70 


6 


3 








00 - M — M 






t 


} 


1 


1 


NEGA 


























40 


2 


1 


00- A— A 






1 


} 


I 


| 


NEGB 


























50 


2 


1 


00 - B — B 






» 


\ 


f 


1 


No Operation 


NOP 














\ 




' x 








01 


2 


1 


PC + 1 — PC 






• 


• 


• 


• 


Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A + M —A 






| 


I 


R 


• 


ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


a 


FA 


4 


3 








B + M — B 






| 


i 


R 


• 


Push Data 


PS HA 


























36 


3 


1 


A --Stack 






9 


• 


• 


• 


PSHB 


























37 


3 


1 


B —Stack 






• 


• 


• 


• 


Pull Data 


PULA 


























32 


4 


1 


Stack —A 






® 


• 


• 


• 


PULB 


























33 


4 


1 


Stack — B 






• 


• 


• 


• 


Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 
















i 




\ 


ROLA 


























49 


2 


1 










i 




» 


ROLB 


























59 


2 


1 










i 








Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 
















I 








RORA 


























46 


2 


1 










i 






. 


RORB 


























56 


2 


1 










i 








Subtract Acmltr 


SBA 


























10 


2 


1 


A - B — A 






1 


( 








Subtract with 
Carry 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A - M - C —A 






{ 


i 








SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B - M - C — B 








t 








Store Acmltrs 


STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A — M 






| 


! 


R 


• 


STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M 






J 


i 


R 


• 


STD 








DD 


4 


2 


ED 


5 


2 


FD 


5 


3 








D —MM + 1 






1 


i 


R 





Subtract 


SUBA 


80^ 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A - M —A 








i 


I 


t 


SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B - M — B 








1 


1 


} 


Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D - MM + 1 — D 








! 


I 


1 


Transfer Acmltr 


TAB 


























16 


2 


1 


A— B 








j 


R 


• 


TBA 


























17 


2 


1 


B— A 








j 


R 


• 


Test, Zero or 
Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M - 00 








1 


R 


R 


TSTA 


























4D 


2 


1 


A- CO 








i 


R 


R 


TSTB 


























5D 


2 


1 


B -00 








i 


R 


R 



The Condition Code Register notes are listed after table 16 
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TABLE 15 - JUMP AND BRANCH INSTRUCTIONS 



Operations 


Mnemonic 
































Branch Test 


Cond. Code Reg 


Direct 


Relative 


Index 


Extnd 


Inherent 


5 


4 


3 


2 


1 





OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Branch Always 


BRA 








20 


3 


2 




















None 














Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C= 1 














Branch If = Zero 


BEQ 








27 


3 


2 




















Z = 1 














Branch If > Zero 


BGE 








2C 


3 


2 




















N0V = O 














Branch If > Zero 


BGT 








2E 


3 


2 




















Z + (N0V) = O 














Branch If Higher 


BHI 








22 


3 


2 




















C + Z =0 














Branch If Higher or Same 


BHS 








24 


3 


2 




















C=0 














Branch If < Zero 


BLE 








2F 


3 


2 




















Z + (N0V) = 1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C = 1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z = 1 














Branch If < Zero 


BLT 








2D 


3 


2 




















N©V = 1 














Branch If Minus 


BMI 








2B 


3 


2 




















N = 1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V= 1 














Branch If Plus 


BPL 








2A 


3 


2 




















N =0 














Branch To Subroutine 


BSR 








8D 


6 


2 




















\ See Special 
/ Operations — 
' Figure 38 














Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


1 
















Return From Interrupt 


RTI 


























3B 


10 


1 


I See Special 
> Operations - 
I Figure 38 


I 


I 


> 


♦ 


I 


f 


Return From Subroutine 


RTS 


























39 


5 


1 














Software Interrupt 


SWI 


























3F 


12 


1 


• 


S 


• 


• 


• 


• 


Wait For Interrupt 


WAI 


























3E 


9 


1 
















TABLE 16 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Cond Code Reg 


Inherent 


5 


4 


3 


2 


1 





Mnemonic 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Clear Carry 


CLC 


OC 


2 


1 


0*C 




• 






• 


R 


Clear Interrupt Mask 


CLI 


OE 


2 


1 


0— I 




R 






• 


• 


Clear Overflow 


CLV 


OA 


2 


1 


0-V 




• 






R 


• 


Set Carry 


SEC 


OD 


2 


1 


1 *C 




• 






• 


s 


Set Interrupt Mask 


SEI 


OF 


2 


1 


1 —I 




S 






• 


• 


Set Overflow 


SEV 


OB 


2 


1 


1 —V 




• 






S 


• 


Accumulator A — CCR 


TAP 


06 


2 


1 


A* CCR 


T 


1 


1 


1 


I 


I 


CCR -"-Accumulator A 


TPA 


07 


2 


1 


CCR *A 















LEGEND 



CONDITION CODE SYMBOLS 



OPOperation Code (Hexadecime 


I) 


H 


Half-carry from bit 3 


~ Number of MPU Cycles 
MSP Contents of memory location 


pointed to by Stack Pointer 


I 
N 


Interrupt mask 
Negative (sign bit) 


# Number of Program Bytes 




Z 


Zero (byte) 


+ Arithmetic Plus 




V 


Overflow, 2's complement 


- Arithmetic Minus 




C 


Carry/Borrow from MSB 


• Boolean AND 




R 


Reset Always 


X Arithmetic Multiply 




s 


Set Always 


+ Boolean Inclusive OR 




{ 


Affected 


© Boolean Exclusive OR 




• 


Not Affected 


M Complement of M 








-»- Transfer Into 








Bit = Zero 








00 Byte = Zero 
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TABLE 17 - INSTRUCTION EXECUTION TIMES IN E-CYCLES 






ADDRESSING MODE 




<D 
CO 

'■6 

CD 

E 
E 


o 
S 
5 


■o 

CO 
CO 

X 

LU 


■o 

CD 

s 

■o 

c 


c 
£ 

CO 

JZ 
JC 


CO 

> 

« 
"5 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 




• 
• 
3 
3 
5 
3 






2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEQ 

BGE 

BGT 










3 
2 


3 
3 
3 
3 
3 


BHI 
BHS 
BIT 
BLE 
BLO 
BLS 
BLT 












3 
3 
• 
3 
3 
3 
3 


BMI 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 












3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 






6 

• 

4 




2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 
6 

• 
6 
• 
• 
4 
6 
• 


6 

• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




© 
to 

CO 

E 

£ 


o 

CO 

5 


CO 

•a 
c 

9 
X 
LU 


CO 

3 

c 


c 

CO 
CO 

JC 

c 


CO 

> 

CO 

DC 


INX 
JMP 
JSR 
LDA 
LDD 
LDS 
LDX 


• 
• 
• 
2 
3 
3 
3 


• 
• 
5 
3 
4 
4 


• 

3 
6 
4 
5 
5 
5 


• 

3 
6 
4 
5 
5 
5 


3 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 




• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 




10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


5 
5 
5 
4 
6 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 






• 
• 
• 
• 
6 
• 
• 
• 




2 
2 
2 
2 
2 
3 
3 
9 





4-746 



MC6812OMC68121*MC68120-1»MC68121-1 



FIGURE 38 - SPECIAL OPERATIONS 

JSR, Jump to Subroutine 

Main Program \ 



Direct < 



PC 



$9D = JSR 



Next Main Instr 



K = Direct Address 



Next Main Instr 



$BD = JSR 


SH = Subr 


Addr 


SL=Subr 


Addr 


Next Main 


Instr 



>^> 



BSR, Branch to Subroutine 

Main Program 



WAI, Wait for Interrupt 

Main Program 



PC 

RTN 





$8D=BSR 




± K = Offset 




Next Main Instr 


RTS, Return from 


Subroutine 

Subroutine 


PC 


$39= RTS | 






SWI, Software Int 


errupt 

Mam Program 


PC 


$3F=SWI 


RTN 





RTI, Return from Interrupt 

Interrupt Program 






K I Next Instruction \ 

Legend 

RTN = Address of next instruction in Main Program to be executed upon return from subroutine 
RTNn = Most significant byte of Return Address 
RTN|_ = Least significant byte of Return Address 



SP 


Stack 


SP-2 




SP-1 


RTN H 


SP 


RfN L 


SP 


Stack 


SP 




SP+1 


RTN H 


SP + 2 


RTN L 


SP 


Stack 


SP-7 




SP-6 


Condition Code 


SP-5 


Acmltr B 


SP-4 


Acmltr A 


SP-3 


Index Register (Xh) 


SP-2 


Index Register (X|_) 


SP-1 


RTN H 


SP 


RTN L 


SP 


Stack 


SP 




SP+1 


Condition Code 


SP + 2 


Acmltr B 


SP + 3 


Acmltr A 


SP + 4 


Index Register (X|-|) 


SP + 5 


Index Register (X|_ 


SP + 6 


RTN H 


SP + 7 


RTN L 


Ar* 


Main Program 


fPC 


$7E=JMP 


J 


Kn = Next Address 


ed<^ 


K|_=Next Address 


| 




l 


Next Instruction 



-§»= Stack pointer after execution 
K = 8-bit unsigned value 
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CYCLE-BY-CYCLE OPERATION SUMMARY 



Table 18 provides a detailed description of the information 
present on the Address Bus, Data Bus, and the R/W line 
during cycle of each instructions. 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed. The information is categorized in 
groups according to addressing mode and number of cycles 
per instruction. In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner. Exceptions are indicated in the table. 



Note that during MPU reads of internal locations, the 
resultant value will not appear on the external Data Bus ex- 
cept in Mode "High order" byte refers to the most signifi- 
cant byte of a 16-bit value. 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 19 There are 220 valid machine codes, 34 unassigned 
codes and 2 reserved for test purposes 



TABLE 18 - CYCLE BY CYCLE OPERATION 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



IMMEDIATE 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address Bus FFFF 




Op Code 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




Op Code 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Destination Address 





Op Code 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand + 1 






Op Code 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Subroutine Address 
Stack Pointer 
Stack Pointer + 1 






Op Code 

Irrelevant Data 

First Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 
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TABLE 18 - CYCLE BY CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



JMP 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Jump Address (High Order Byte) 






3 


Op Code Address + 2 




Jump Address (Low Order Byte) 


ADC EOR 


4 


1 


Op Code Address 




Op Code 


ADD LDA 




2 


Op Code Address + 1 




Address of Operand 


AND ORA 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


BIT SBC 




4 


Address of Operand 




Operand Data 


CMP SUB 












STA 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Destination Address 
(High Order Byte) 






3 


Op Code Address + 2 




Destination Address 
(Low Order Byte) 






4 


Operand Destination Address 





Data from Accumulator 


LDS 


5 


1 


Op Code Address 




Op Code 


LDX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


LDD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 




Operand Data (High Order Byte) 






5 


Address of Operand + 1 




Operand Data (Low Order Byte) 


STS 


5 


1 


Op Code Address 




Op Code 


STX 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


STD 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 






4 


Address of Operand 





Operand Data (High Order Byte) 






5 


Address of Operand + 1 





Operand Data (Low Order Byte) 


ASL LSR 


6 


1 


Op Code Address 




Op Code 


ASR NEG 




2 


Op Code Address + 1 




Address of Operand 
(High Order Byte) 


CLR ROL 




3 


Op Code Address + 2 




Address of Operand 
(Low Order Byte) 


COM ROR 




4 


Address of Operand 




Current Operand Data 


DEC TST 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 




6 


Address of Operand 





New Operand Data 


CPX 


6 


1 


Op Code Address 




Op Code 


SUBD 




2 


Op Code Address + 1 




Operand Address 
(High Order Byte) 


ADDD 




3 


Op code Address + 2 




Operand Address 
(Low Order Byte) 






4 


Operand Address 




Operand Data (High Order Byte) 






5 


Operand Address + 1 




Operand Data (Low Order Byte) 






6 


Address Bus FFFF 




Low Byte of Restart Vector 


JSR 


6 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Address of Subroutine 
(High Order Byte) 


/ 




3 


Op Code Address + 2 




Address of Subroutine 
(Low Order Byte) 






4 


Subroutine Starting Address 




Op Code of Next Instruction 






5 


Stack Pointer 





Return Address 
(Low Order Byte) 






6 


Stack Pointer - 1 





Return Address 
(High Order Byte) 



- Continued - 
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TABLE 18 - CYCLE BY CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 




JMP 


3 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 


ADC EOR 


4 


1 


Op Code Address 




Op Code 


ADD LDA 




2 


Op Code Address + 1 




Offset 


AND ORA 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


BIT SBC 




4 


Index Register Plus Offset 




Operand Data 


CMP SUB 












STA 


4 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 





Operand Data 


LDS 


5 


1 


Op Code Address 




Op Code 


LDX 




2 


Op Code Address + 1 




Offset 


LDD 




3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 




Operand Data (High Order Byte) 






5 


Index Register Plus Offset + 1 




Operand Data (Low Order Byte) 


STS 


5 


1 


Op Code Address 




Op Code 


STX 




2 


Op Code Address + 1 




Offset 


STD 




3 


Address Bus" FFFF 




Low Byte of Restart Vector 






4 


Index Register Plus Offset 





Operand Data (High Order Byte) 






5 


Index Register Plus Offset + 1 





Operand Data (Low Order Byte) 


ASLLSR 


6 


1 


Op Code Address 




Op Code 


ASR NEG 




2 


Op Code Address + 1 




Offset 


CLR ROL 




3 


Address Bus FFFF 




Low Byte of Restart Vector 


COM ROR 




4 


Index Register Pius Offset 




Current Operand Data 


DECTST(1) 




5 


Address Bus FFFF 




Low Byte of Restart Vector 


INC 




6 


Index Register Plus Offset 





New Operand Data 


CPX 


6 


1 


Op Code Address 




Op Code 


SUBD 




2 


Op Code Address + 1 




Offset 


ADDD 




3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register + Offset 




Operand Data (High Order Byte) 






5 


Index Register + Offset + 1 




Operand Data (Low Order Byte) 






6 


Address Bus FFFF 




Low Byte of Restart Vector 


JSR 


6 


1 


Op Code Address 




Op Code 






2 


Op Code Address + 1 




Offset 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Index Register + Offset 




First Subroutine Op Code 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer - 1 





Return Address (High Order Byte) 



- Continued — 
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TABLE 18 - CYCLE BY CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



ABA DAA SEC 
ASL DEC SEI 
ASR INC SEV 
CBA LSR TAB 
CLC NEG TAP 
CLI NOP TBA 
CLR ROL TPA 
CLV ROR TST 
COM SBA 


2 


1 
2 


Op Code Address 
Op Code Address +1 


1 

1 


Op Code 

Op Code of Next Instruction 


ABX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevent Data 

Low Byte of Restart Vector 


ASLD 
LSRD 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevant Data 

Low Byte of Restart Vector 


DES 
INS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Previous Register Contents 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


INX 
DEX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PSHA 
PSHB 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 





Op Code 

Op Code of Next Instruction 

Accumulator Data 


TSX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


TXS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PULA 
PULB 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 

Operand Data from Stack 


PSHX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer -1 






Op Code 

Irrelevant Data 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 


PULX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 
Stack Pointer +2 




Op Code 

Irrelevant Data 

Irrelevant Data 

Index Register (High Order Byte) 

Index Register (Low Order Byte) 


RTS 


5 


1 
2 
3 
4 

5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 

Stack Pointer +2 




Op Code 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction 

(High Order Byte) 

Address of Next Instruction 

(Low Order Byte) 


WAI 


9 


1 
2 
3 
4 

5 
6 
7 
8 
9 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer -1 

Stack Pointer -2 
Stack Pointer -3 
Stack Pointer -4 
Stack Pointer -5 
Stack Pointer -6 












Op Code 

Op Code of Next Instruction 

Return Address (Low Order Byte) 

Return Address 

(High Order Byte) 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 

Contents of Accumulator A 

Contents of Accumulator B 

Contents of Cond Code Register 



— Continued — 



4-751 



MC68120*MC68121«MC68120-1*MC68121-1 



TABLE 18 - CYCLE BY CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



MUL 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Contents of Cond Code Reg 
from Stack 






5 


Stack Pointer +2 




Contents of Accumulator B 
from Stack 






6 


Stack Pointer +3 




Contents of Accumulator A 
from Stack 






7 


Stack Pointer +4 




Index Register from Stack 
(High Order Byte) 






8 


Stack Pointer +5 




Index Register from Stack 
(Low Order Byte) 






9 


Stack Pointer +6 




Next Instruction Address from 
Stack (High Order Byte) 






10 


Stack Pointer +7 




Next Instruction Address from 
Stack (Low Order Byte) 


SWI 


12 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer -1 





Return Address 
(High Order Byte) 






5 


Stack Pointer -2 





Index Register (Low Order Byte) 






6 


Stack Pointer -3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Cond Code Register 






10 


Stack Pointer -7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine 
(High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine 
(Low Order Byte) 



RELATIVE 



BCC BHT BNE BLO 


3 


1 


Op Code Address 


1 


Op Code 


BCS BLE BPL BHS 




2 


Op Code Address +1 


1 


Branch Offset 


BEQ BLS BRA BRN 




3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMT BVS 












BSR 


6 


1 


Op Code Address 


1 


Op Code 






2 


Op Code Address +1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Op Code of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer -1 





Return Address (High Order Byte) 
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TABLE 19 - 


- CPU INSTRUCTION MAP 






















OP 


MNEM 


MODE 


~ # 


OP 


MNEM MODE ~ U 


OP 


MNEM 


MODE 


~ 





OP 


MNEM 


MODE 


-v » 


OP 


MNEM 


MODE 


~ 


n 


00 








34 


DES INHER 3 1 


68 


ASL 


INDXD 


6 


2 


9C 


CPX 


DIR 


5 2 


DO 


SUBB 


DIR 


3 


2 


01 


NOP 


IN 


^R 


2 1 


35 


TXS i 


l 3 1 


69 


ROL 


, I 


6 


2 


9D 


JSR 


A 


5 2 


D1 


CMPB 


il 


3 


2 


02 




1 


1 




36 


PSHA 


3 1 


6A 


DEC 






6 


2 


9E 


LDS 


? 


4 2 


D2 


SBCB 






3 


2 


03 










37 


PSHB 


3 1 


6B 












9F 


STS 


DIR 


4 2 


D3 


ADDD 






5 


2 


04 


LSRD 






3 1 


38 


PULX 


5 1 


6C 


INC 






6 


2 


40 


SUBA 


INDXD 


4 2 


D4 


ANDB 






3 


2 


Ob 


ASLD 






3 1 


39 


RTS 


5 1 


6D 


TST 






6 


2 


Al 


CMPA 


,k 


4 2 


D5 


BITB 






3 


2 


06 


TAP 






2 1 


3A 


ABX 


3 1 


6E 


JMP 


V 


3 


2 


A2 


SBCA 






4 2 


D6 


LDAB 






3 


2 


07 


TPA 






2 1 


3B 


RTI 


10 1 


6F 


CLR 


INDXD 


6 


2 


A3 


SUBD 






6 2 


D7 


STAB 






3 


2 


08 


INX 






3 1 


3C 


PSHX 


4 1 


70 


NEG 


EXTND 


6 


3 


A4 


ANDA 






4 2 


D8 


EORB 






3 


2 


09 


DEX 






3 1 


3D 


MUL 


10 1 


71 












A5 


BITA 






4 2 


D9 


ADCB 






3 


2 


OA 


CLV 






2 1 


3E 


WAI 


9 1 


72 












A6 


LDAA 






4 2 


DA 


ORAB 






3 


2 


OB 


SEV 






2 1 


3F 


SWI 


12 1 


73 


COM 






6 


3 


A7 


STAA 






4 2 


DB 


ADDB 






3 


2 


OC 


CLC 






2 1 


40 


NEGA 


2 1 


74 


LSR 






6 


3 


A8 


EORA 






4 2 


DC 


LDD 






4 


2 


OD 


SEC 






2 1 


41 






75 












A9 


ADCA 






4 2 


DD 


STD 


' ' 




4 


2 


OE 


CLI 






2 1 


42 






76 


ROR 






6 


3 


AA 


ORAA 






4 2 


DE 


LDX 




4 


2 


OF 


SEI 






2 1 


43 


COMA 


2 1 


77 


ASR 






6 


3 


AB 


ADDA 






4 2 


DF 


STX 


DIR 


4 


2 


10 


SBA 






2 1 


44 


LSRA 


2 1 


78 


ASL 






6 


3 


AC 


CPX 






b 2 


EO 


SUBB 


INDXD 


4 


2 


11 


CBA 






2 1 


45 






79 


ROL 






6 


3 


AD 


JSR 






6 2 


El 


CMP8 


Jl 


4 


2 


12 










46 


RORA 


2 1 


7A 


DEC 






6 


3 


AE 


LDS 


J 


5 2 


E2 


SBCB 






4 


2 


13 










47 


ASRA 


2 1 


78 












AF 


STS 


INDXD 


S 2 


E3 


ADDD 






6 


2 


14 










48 


ASLA 


2 1 


7C 


INC 






6 


3 


BO 


SUBA 


FXTND 


4 3 


E4 


ANDB 






4 


2 


15 










49 


ROLA 


2 1 


7D 


TST 






6 


3 


B1 


CMPA 


it 


4 3 


E5 


BITB 






4 


2 


16 


TAB 






I 1 


4A 


DECA 


2 1 


7E 


JMP 


w 


3 


3 


B2 


SBCA 






4 3 


E6 


LDAB 






4 


2 


17 


TBA 




' 


2 1 


4B 






7F 


CLR 


EXTND 


6 


3 


B3 


SUBD 






6 3 


E7 


STAB 






4 


2 


18 




1 




4C 


INCA 


2 1 


80 


SUBA 


IMMED 


2 


2 


B4 


ANDA 






4 3 


E8 


EORB 






4 


2 


19 


DAA 


INHER 


2 1 


4D 


TSTA 


2 1 


81 


CMPA 




1 


2 


2 


B5 


BITA 






4 3 


E9 


ADCB 






4 


2 


1A 








4E 


T 




82 


SBCA 


, 


2 


2 


B6 


LDAA 






4 3 


EA 


ORAB 






4 


2 


1B 


ABA 


INHER 


2 1 


4F 


CLRA 


2 1 


83 


SUBD 






4 


3 


B7 


STAA 






4 3 


EB 


ADDB 






4 


2 


1C 








50 


NEGB 


2 1 


84 


ANDA 






2 


2 


B8 


FORA 






4 3 


EC 


LDD 






5 


2 


1D 








51 






85 


BITA 






2 


2 


B9 


ADCA 






4 3 


ED 


STD 






5 


2 


1E 








52 






86 


LDAA 






? 


2 


BA 


ORAA 






4 3 


EF 


LDX 


' 


5 


2 


1F 








53 


COMB 


2 1 


87 












BB 


ADDA 






4 3 


EF 


STX 


INDXD 


5 


2 


20 


BRA 


REL 


3 2 


54 


LSRB 


? 1 


88 


EORA 






2 


2 


BC 


CPX 






6 3 


FO 


SUBB 


EXTND 


4 


3 


21 


BRN 


i 


i 


3 2 


55 






89 


ADCA 






2 


2 


BD 


JSR 






6 3 


Fl 


CMPB 


it 


4 


3 


22 


BHI 






3 2 


56 


RORB 


2 1 


8A 


ORAA 






2 


2 


BE 


LDS 


'' 


5 3 


F2 


SBCB 






4 


3 


23 


BLS 






3 2 


57 


ASRB 


2 1 


8B 


ADDA 


' 


f 


2 


2 


BF 


STS 


EXTND 


5 3 


F3 


ADDD 






6 


3 


24 


BCC 






3 2 


58 


ASLB 


2 1 


8C 


CPX 


IMMED 


4 


3 


CO 


SUBB 


IMMED 


2 2 


F4 


ANDB 






4 


3 


25 


BCS 






3 2 


59 


ROLB 


2 1 


8D 


BSR 


REL 


6 


2 


CI 


CMPB 


J 


I 


2 2 


r 5 


BITB 






4 


3 


26 


BNE 






3 2 


5A 


DECB 


2 1 


8E 


LDS 


IMMED 


3 


3 


C2 


SBCB 






2 2 


F6 


LDAB 






4 


3 


27 


BEQ 






3 2 


5B 






8F 










C3 


ADDD 






4 3 


F7 


STAB 






4 


3 


28 


BVC 






3 2 


5C 


INCB 


2 1 


90 


SUBA 


DIR 


3 


2 


C4 


ANDB 






2 2 


F8 


EORB 






4 


3 


29 


BVS 






3 2 


5D 


TSTB 


2 1 


91 


CMPA 


i 


I 


3 


2 


Cb 


BITB 






2 •> 


F9 


ADCB 






4 


3 


2A 


BPL 






3 2 


5E 


T 1 


' 


92 


SBCA 






3 


2 


C6 


LDAB 






2 2 


FA 


ORAB 






4 


3 


2B 


BMI 






3 2 


5F 


CLRB INH 


;r 2 i 


93 


SUBD 






5 


2 


C7 










FB 


ADDB 






4 


3 


2C 


BGE 






3 2 


60 


NEG IND 


XD b 2 


94 


ANDA 






3 


2 


C8 


EORB 






2 2 


FC 


LDD 






5 


3 


2D 


BLT 




r 


3 2 


61 


J 


{ 


95 


BITA 






3 


2 


C9 


ADCB 






2 2 


FD 


STD 






5 


3 


2E 


BGT 


1 


3 2 


62 


• 


1 


96 


LDAA 






3 


2 


CA 


ORAB 






2 2 


FE 


LDX 


' 


5 


3 


2F 


BLE 


REL 


3 2 


63 


COM 


6 2 


97 


STAA 






3 


2 


CB 


ADDB 






2 2 


FF 


STX 


EXTND 


5 


3 


30 


TSX 


INHER 


3 1 


64 


LSR 


6 2 


98 


EORA 






3 


2 


CC 


LDD 


1 


' 


3 3 












31 
32 


INS 
PULA 


| 


3 1 

4 1 


65 
66 


ROR ' 




99 
9A 


ADCA 
ORAA 


1 


1 


3 

3 


2 
2 


CD 
CE 


LDX 


/1FD 


3 3 




UNDEFINED OP CODE 




33 


PULB 


INHER 


4 1 


67 


ASR INC 


XD 6 2 


9B 


ADDA 




3 


2 


CF 



















NOTES 

1 Addressing Modes 

INHER = Inherent 
REL= Relative 



INDXD^Indexed IM MED = Immediate 

EXTND = Extended DIR = Direct 



2 Unassigned opcodes are indicated by "*" and should not be executed 

3 Codes marked by "T" force the PC to function as a 16-bit counter 
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APPENDIX A 
MC68120 CUSTOM ORDERING INFROMATION 



A.O 

Address $FFEF is Reserved for the Checksum value for the 
ROM, to be generated at the factory. 

A.1 CUSTOM MC68120 ORDERING INFORMATION 

The custom MC68120 specifications may be transmitted to 
Motorola in any of the following media: 

A) EPROM(s) 

B) MDOS diskette 

The specification should be formatted and packaged, as 
indicated in the appropriate paragraph below, and mailed 
prepaid and insured with a cover letter (see Figure A-1) to' 

Motorola Inc. 

MPU Marketing L2787 

3501 Ed Bluestein Blvd. 

Austin, Texas 78721 
A copy of the cover letter should also be mailed separately 

A.2 EPROMs 

MCM2708 and MCM2716 type EPROMs, programmed 
with the custom program (positive logic notation for address 
and data), may be submitted for pattern generation. The 



MC2708s must be clearly marked to indicate which PROM 
corresponds to which address space ($X800-$XFFF) See 
Figure A-2 for recommended marking procedure. 



FIGURE A-2 



XXX = Customer ID 



After the EPROM(s) are marked, they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam. 

A.3 MDOS DISKETTE 

The file name and start/end location should be written on 
the label 



FIGURE A-1 




rn^THMFR NAMF 




AnnRFSS 


STATF TITY 


7IP 


PHDNIF FXTFNSIDN 




mNTAP.T MS/MR 




niSTDMFR PART # 


ROM START ADDRESS OPTION PATTERN MEDIA 


TEMPERATURE RANGE 


□ $C800 □ 2708 EPROM 


□ 0° to 70°C 


□ $D800 □ 2716 EPROM 




□ $E800 □ Diskette (MDOS) 


PACKAGE TYPE 


D $F800 


□ Ceramic 


□ A12 and A13 don't care 






MARKING 


RAM START ADDRESS OPTION 


□ Standard 


□ $0080 


□ Special 


INInto 1) 




NOTE (1) Other Media Require Prior Factory Approval 




RinNATIIRF 




TITIF 



4-754 



® 



MOTOROLA 



Advance Information 



MC68122 CLUSTER TERMINAL CONTROLLER 

The MC68122 Cluster Terminal Controller (CTC) relieves a host MPU 
of the time consuming tasks related to communicating with devices 
such as terminals and line printers The CTC performs the tasks 
necessary to handle strings of characters and the proper control func- 
tions for communicating with asynchronous, communications- 
compatible components The MC68000 asynchronous bus and the 
MC6800/MC6809 synchronous bus are readily supported by the CTC 
The CTC provides the host MPU with the following features 

• Automatic Collection of Text Strings During Input, Automatic 
Transmission of Text Strings During Output 

• Broadcast Messages Can Be Sent to All Devices 

• Notification of Attention, I/O Request Termination, and Error 
Conditions 

• Wide Range of Control Options Which Can Be Uniquely Speci- 
fied for Each Device 

• Controlled Halting or Ignoring of Output Line Features Available 
for Interactive Terminals 

• Conversational Protocol Between Host MPU and CTC - Ideal for 
Multi-Tasking Implementations 

• Operates in Two Configurations: Stand Alone and Expanded 

• Stand Alone — An Internal Serial Communications Interface 
Performs All Data Transfer to a Single Terminal 

• Expanded - MC6850 Asynchronous Communications Interface 
Adapters (ACIA) are Used on the CTC Local Bus 

• The Number of Communication Devices May Be Specified at 
Power-up 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


-0.3 to +7.0 


V 


Operating Temperature Range 


T A 


0to70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic 


0JA 


50 


°C/W 



This device contains circuitry to protect the inputs against damage due to high static 
voltages or electric fields, however, it is advised that normal precautions be taken to avoid 
application of any voltage higher than maximum rated voltages to this high-impedance cir- 
cuit For proper operation it is recommended that V, n and Vout be constrained to the range 
Vss ^ (Vin or Vout) ^ VCC Reliability of operation is enhanced if unused inputs are tied to 
an appropriate logic voltage level (e g , either V§s or VCC) 



MC68122 

(1.0 MHz) 

MC68122-1 

(1.25 MHz) 



HMOS 

(HIGH-DENSITY N-CHANNEL 
SILICON-GATE) 

CLUSTER TERMINAL 
CONTROLLER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 740 



PIN ASSIGNMENTS 
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FIGURE 1 - CTC FUNCTIONAL BLOCK DIAGRAM 
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Local Bus 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd # 0JA) (1) 

Where: 

T/\s Ambient Temperature, °C 

0JA 35 Package Thermal Resistance, J unction-to- Ambient, °C/W 
PD s P|NT+PPORT 

P|NT s ICC xV CC/ Watts - Chip Internal Power 
PpORT s Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected PpORT roay become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpORT is neglected) is: 

P D =K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd»(Ta + 273°C) + dj A »Pd 2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta- Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 
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LOCAL BUS ELECTRICAL CHARACTERISTICS (V CC = 5 Vdc +5%. V S s = 0, 

(Refer to Figures 2 and 3) 


Ta = to 70°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage E 


V E IH 


Vcc-0 75 


- 


vcc 


V 


Input Low Voltage E 


veil 


Vss-03 


- 


Vss+06 


V 


Input High Voltage RESET 

Other Inputs* 


V|H 


Vss+40 
VsS+20 


_ 


vcc 
vcc 


V 


Input Low Voltage All Inputs* 


V|L 


VSS-03 


- 


VSS+08 


V 


Input Load Current 
(V in = 0to24V) AS 


"in 


- 


- 


08 


mA 


Input Leakage Current 

(V in = 0to5 25V) RESTT 


l,n 


- 


1 5 


25 


M A 


Three-State (Off State) Input Current 

(V in = 5to2 4V) SD0-SD7, AD0-AD7, 

A8-A15, C1-C5 


hrsi 


- 


20 
10 


10 
100 


MA 


Output High Voltage 

(, Load = -205/tA, Vcc=Min) AD0-AD7 
('Load= - 145 jtA, Vcc= Mm) A8-A15, R/W 
(l Load= -100^A, Vcc=Min) Other Outputs 


VOH 


Vss+24 
VSS+24 
VSS+24 


- 


- 


V 


Output Low Voltage 
(lLoad = 2 0mA, Vcc=Min) All Outputs 


vol 


- 


- 


Vss+05 


V 


Internal Power Dissipation (Measured at Ta = 0°C) 


pint 


- 


- 


1200 


mW 


Input Capacitance 
(V in = 0,T A = 25 o C,f o =1 MHz) AS 

Other Inputs 


Cm 


- 


- 


12 5 
10 


PF 




"Except Mode Programming Levels, See Figure 23 



DC SYSTEM BUS ELECTRICAL CHARACTERISTICS 

(Vcc = 5 Vdc i5%, Vss = 0, Ta = 70°C unless otherwise noted) (Refer to Figure 2) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


V|H 


VSS + 20 




vcc 


V 


Input Low Voltage CS, DTACK, SA0-SA7, SD0-SD7, SR/W 


V|L 


Vss-03 


- 


VSS+08 


V 


Output High Voltage (l Loa d= -400 M A, Vcc = min) DTACK, SD0-SD7 


VOH 


VSS+24 


- 


- 


V 


Output Low Voltage ( I Load = 5 3 mA - V CC = min) DTACK, SD0-SD7 


vol 


- 


- 


Vss+05 


V 



FIGURE 2 - TIMING TEST LOAD 



vcc 



Test Point 
o 



MMD6150 
or Equiv 

-w — 



;rl 



MMD7000 
or Equiv 



C = 90 pF for AD0-AD7, A8-A15, E, AS, R/W 
= 130 pF for SD0-SD 7, DTAC K 

R = 6 kO for SD0-SD7, DTACK 
= 12kQfor AD0-AD7 _ 
= 16 5kQfor A8-A15, R/W _ 

RL=2.0 kG for AD0-AD7, A8-A15 , R/W, SA0-SA7 
= 750 kG for SD0-SD7, DTACK 
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LOCAL BUS TIMING (Refer to Figures 4 and 15) 




Idem. 
Number 


Characteristics 


Symbol 


MC68122 


MC68122-1 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcvc 


1 


20 


08 


20 


MS 


2 


Pulse Width, E Low 


PW EL 


430 


1000 


360 


1000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


1000 


360 


1000 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 ' 


Non-Multiplexed Address Hold Time 


tAH 


20 


- 


20 


- 


ns 


11 


Address Delay from E Low 


*AD 


- 


260 


- 


220 


ns 


17 


Read Data Setup Time 


tDSR 


80 


- 


70 


- 


ns 


18 


Read Data Hold Time 


tDHR 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


tDDW 


- 


225 


- 


200 


ns 


21 


Write Data Hold Time 


tDHW 


20 


- 


20 


- 


ns 


23 


Multiplexed Address Delay from AS 


tADM 


- 


90 


- 


70 


ns 


25 


Multiplexed Address Hold Time 


tAHL 


20 


110 


20 


- 


ns 


26 


Delay Time E to AS Rise 


tASD 


100 


- 


80 


- 


ns 


27 


Pulse Width, AS High 


pwash 


220 


- 


170 


- ^ 


ns 


28 


Delay Time AS to E Rise 


tASED 


100 


- 


80 


- 


ns 


29 


Usable Access Time (Note 9) 


tACC 


570 


- 


435 


- 


ns 




Enable Rise Time Extended 


tERE 


- 


80 


- 


80 


ns 




Processor Control Setup Time 


tPCS 


200 


- 


200 


- 


ns 




Processor Control Hold Time 


tPCH 


20 


40 


20 


40 


ns 



FIGURE 3 - LOCAL BUS TIMING 




NOTES 

1 Voltage levels shown are V(_<0 5 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 Address valid on the occurrence of the latest of 11 or 23 

4 Usable access time is computed by 1 - (4+ 11 + 17) 
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ASYNCHRONOUS SYSTEM BUS TIMING (Refer to Figures 54, 5, 6, and 7) 



Charactensic 


Symbol 


Mm 


Typ 


Max 


Unit 


Cycle Time 


*cyc 


08 


- 


20 


flS 


System Address Setup 


*SAS 


30 


- 


- 


ns 


System Address Hold 


tSAH 





- 


- 


ns 


System Data Delay Read 
Semaphore 
RAM 


*SDDR 


03 


- 


3 + t cyc * 


MS 


tSDDR 


- 


315 


- 


ns 


System Data Valid 


*SDV 





- 


- 


ns 


System Data Hold Read 


tSDHR 


30 


- 


90 


ns 


System Data Delay Write 
Semaphore 
RAM 


*SDDW 




_ 


*• 


ns 


tSDDW 


- 


- 


60 


ns 


System Data Hold Write 


tSDHW 





- 


- 


ns 


Data Acknowledge 
Semaphore 
RAM 


tDAL 


05 


_ 


5 + tcyc* 


ps 


*DAL 


- 


315 


- 


ns 


Data Acknowledge High 


tDAH 


- 


- 


60 


ns 


Data Acknowledge Three-State 


tDAT 


- 


- 


90 


ns 


Data Acknowledge Low to CS High 


*DCS 


60 


- 


- 


ns 



'Actual value dependent upon clock period 
"Data need not be valid on write to Semaphore Registers 



FIGURE 4 - ASYNCHRONOUS READ OF SEMAPHORE REGISTER FIGURE 5 - ASYNCHRONOUS WRITE OF SEMAPHORE REGISTER 
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FIGURE 6 - ASYNCHRONOUS READ OF RAM 
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FIGURE 7 - ASYNCHRONOUS WRITE OF RAM 
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Three State 
Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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SYNCHRONOUS SYSTEM BUS TIMING [See Noies I and 2) 



Ident 
Number 


Characteristic 


Symbol 


MC68122 


MC68122-1 


Unit 


Mm 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


80 


10 


MS 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


360 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


360 


9500 


ns 


4 


Clock Rise and Fall Time 


tr. tf 


- 


25 


- 


25 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


70 


- 


ns 


14 


Chip Select Setup Time Before E 


tcs 


80 


- 


70 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


<DHR 


30 


100 


30 


85 


ns 


21 


Write Data Hold Time 


tDHW 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


240 


ns 


31 


Input Data Setup Time 


*DSW 


165 


- 


120 


- 


ns 




Clock Enable Rise Time Extended 


*ERE 


- 


80 


- 


80 


ns 




FIGURE 8 - SYNCHRONOUS SYSTEM BUS TIMING 
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Notes 

1 Voltage levels shown are V[_<0 5 V, Vh^2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 
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INTRODUCTION 

The CTC is normally used between a host microprocessor 
(MC68000 or M680X) bus and a local bus consisting of RAM 
and ACI As. The number of ACIAs connected to the local bus 
is determined by the number of devices required, and may be 
a maximum of 128. 

The CTC acts as a "front-end processor" which receives 
commands and text from a host MPU and then distributes 
data to and collects data from the appropriate devices con- 
nected to the local bus. This data transfer is accomplished by 
a dual-port RAM area in the CTC known as the Transfer Area 
RAM This RAM area is dual ported in that it may be access- 
ed by both the host MPU and by the CTC execution unit 
Host MPU commands are written to registers within the 
CTC The CTC then asynchronously executes the command 
Status is returned to the host MPU when execution of the 
command is complete 

The CTC operates in one of two configurations' Stand 
Alone or Expanded. In the Stand Alone Configuration, no 
external RAM or ACIAs are required. A single serial port is 
provided for a device (terminal, printer, etc.) with baud rates 
provided by the CTC. This configuration is basically provided 
for user evaluation of the CTC. For systems requiring high 
data throughput for more than one device, the CTC provides 
an extra amount of system processing power in the Expand- 
ed Configuration 

The Expanded Configuration provides servicing of up to 
128 ACIAs located on the local bus These ACIAs can be 
connected to any serial-type device such as a CRT terminal 
or line printer Besides servicing the ACIAs, the CTC also 
supports the RAM used to contain device parameter infor- 
mation and text distribution areas. 

CTC MPU EXECUTION UNIT 

The execution unit of the CTC contains an enhanced 
MC6800 central processing unit. All CTC functions as well as 
actual program execution within the CTC are totally 
transparent to the user. 

SERIAL COMMUNICATIONS INTERFACE 

A full-duplex asynchronous serial communications inter- 
face (SCI) is provided in the Stand Alone Configuration with 
two data formats and a variety of data rates. The SCI 
transmitter and receiver are functionally independent, but 
use the same data format and bit rate. Serial data formats in- 
clude standard mark/space (NRZ) and bi-phase and both 
provide one start bit, eight data bits, and one stop bit. 

TRANSFER AREA 

The Transfer Area is accessed from the system bus by 
using the eight address lines (SAO through SA7) and the 
eight dat a lines (S DO through SD7). Three control lines (CS, 
SR/W, DTACK) provide either synchronous or asyn- 
chronous access to the Transfer Area through the system 
bus interface. The Transfer Area is selected for either type of 
access by address lines SAO through S A7 and the chip select 
(CS) input. The direction of data transfer is selected by the 
system b us read/ write (SR/W) input. Data Acknowledge 
(DTACK) is the control line used to configure the system bus 
in either a synchronous or asynchronous interface. When 



grounded, DTACK configures the system bus into a syn- 
chronous interface In the asy nchronous mode the data 
transfer acknowledge (DTACK) output provides the asyn- 
chronous handshake signal required by the MC68000 pro- 
cessor. It can also be used as a memory ready (MRDY) signal 
for slow memory access on the M6800 Family processors 
where memory ready capability is provi ded. Not e that if the 
MRDY signal is to be used with the DTACK signal, the 
system clock must be faster than, or equal to, the clock driv- 
ing the CTC. 

REQUEST REGISTERS 

There are four request registers which can be accessed by 
the host MPU or the CTC. These registers control the owner- 
ship of the Transfer Area RAM, interrupts from the CTC, and 
other management type functions. The registers are called 
Lock Register, Parameter Qualification Register, Service Re- 
quired Register, and Interrupt Request Mirror Register Each 
register is located at a specific location into the host/ CTC 
address space (see Table 1) Only the most significant bit of 
each register is used 

TABLE 1 - LOCATION OF REGISTERS 
AND TRANSFER AREA RAM 



Feature 


CTC Address 


Internal Registers (Reserved) 


$00-$ 16 


Lock Register 


$17 


Parameter Qualification Request 


$18 


Service Required Register 


$19 


Interrupt Request Mirror Request 


$1A 


Reserved/ Unusable 


$1B-7F 


Transfer Area RAM 


$80-FF 



$= Hexadecimal 
TRANSFER AREA RAM AND REQUEST REGISTERS 

The Transfer Area RAM may be accessed from both the 
CTC execution unit and the external system bus The request 
registers are tools provided for the progammer's use in ar- 
bitrating simultaneous accesses of the same resource * 

The CTC's Transfer Area RAM is located from $0080 
through $00FF 

The reserved memory areas $00-16 and $1B-7F cannot be 
written from the system bus and should not be read. 

The Transfer Area RAM is accessed from the external 
system bus by way of eight address lines (SA0-SA7) and 
eight data lines (SD0-SD7) Three control lines provide for 
synchronous or asynchronous access to the Transfer Area 
RAM through port 1 Figure 9 shows an example of a syn- 
chronous interface (using MC6809) and Figure 10 shows an 
example of an asynchronous interface (using MC68000). The 
dual-ported RAM is selected in each case by address lines 
SA0-SA7 and chip select (CS) from the system bus. The 
direction of data transfer is selected by the system 
r ead/wri te (SR/W) line The data transfer acknowledge 
(DTACK) sig nal is the asynchronous handshake required by 
an MC68000. DTACK can be used to control a memory ready 
signal on the M6800 Family processor where memory ready 
capability is provided (see Figure 11). The latter would allow 
the M6800 Family processor to run asynchronously with the 



•These request registers are of the "test and set" variety, i e , if when read, the register is clear, it will be automatically set The host processor 
software must take this into account, and reset the request register in the scanning routine 
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FIGURE 9 - SYNCHRONOUS SYSTEM BUS ACCESS INTERFACE 
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Clock 
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Circuit S. 



Upper 
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*E and Q are inputs for MC6809E 
'Only needed in Expanded Mode 



FIGURE 10 - ASYNCHRONOUS SYSTEM BUS INTERFACE 
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Chip Select 
Circuit 




< 
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Lower Data Lines 







SA0-SA7 



Lower Address Lines 



*Only needed in Expanded Mode 



MC68000 



MC68122. It should be noted that if the mem ory ready signal 
(on M6800 processors) is to be used with the DTACK signal, 
the system clock must be faster than or equal to the clock 
driving the CTC. Example clock circuits are shown in Figures 
12 and 13. 



LOCK REGISTER 

This register, located at $17, is used in determining owner- 
ship of the Transfer Area. When read, the high-order bit in- 
dicates one of two results: if set, the Transfer Area was 
already claimed by the host MPU or is currently under 
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FIGURE 11 - MEMORY READY - DTACK CONFIGURATION 
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'Only needed in Expanded Mode 

FIGURE 12 - CLOCK CIRCUIT EXAMPLE 1 - SCHEMATIC AND TIMING 
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FIGURE 13 - CLOCK CIRCUIT EXAMPLE 2 - SCHEMATIC AND TIMING 
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ownership of the CTC; if clear, the Transfer Area was free, 
but now belongs to the host MPU. 

The Transfer Area should not be read or written by the 
host MPU until ownership is obtained. 

PARAMETER QUALIFICATION REGISTER 

This register, located at $18, indicates when set that the 
CTC is in parameter qualification. 

SERVICE REQUIRED REGISTER 

This register, located at $19, is set by the host MPU and is 
used to indicate to the CTC that ownership of the Transfer 



Area has now been passed to the CTC and that service is re- 
quired. The CTC scans this register at least once every 
millisecond. 

INTERRUPT REQUEST MIRROR REGISTER 

This register, located at $1 A, is used to mirror the status of 
the interrupt input. In some systems, where interrupts are 
either not allowed or not required, a polling routine may be 
employed by the host MPU to determine when the CTC re- 
quires servicing. This latch would be the location scanned to 
determine if a returned response is ready in the CTC. A zero 
indicates that host service is required. 
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FUNCTIONAL PIN DESCRIPTIONS 



Vcc AND Vss 

Vcc and Vss provide power and ground to the CTC. The 
power supply should provide +5 volts (±5%) to Vcc and 
Vss should be tied to ground. Total power dissipation 
should not exceed Pp milliwatts. 

RESET 

The reset function is used for three purposes. The first is 
to provide the CTC with an orderly and defined start-up pro- 
cedure from a power-down condition. The second is to 
return to start-up conditions without an intervening power- 
down condition. The third is to provide a control signal to 
latch the operating mode. 

On the positive edge of RESET, the CTC latches the 
operating mode from pin C5, the restart vector is fetched 
and transferred to the program counter, and instruction ex- 
ecution then begins.* 

Reset timing is illustrated in Figure 14. The RESET line 
must be held low for a minimum of three E-cycles for the 
CTC to complete its entire reset sequence. An external RC 
network may be used to obtain the required timing. 

ENABLE - E 

The E clock input is required for timing to synchronize 
local data bus transfers. A "CPU E-cycle" (or bus cycle) con- 
sists of a negative half-cycle of E followed by a positive half- 
cycle. For any given bus cycle, the address is valid during the 
negative half-cycle of E and the selected device must be 
enabled to the data bus during the next positive half-cycle. 
The data bus is valid only while E is high. It should be noted 
that this input shuld have some provision to obtain the 
specified logical high level which is greater than standard 
TTL levels. 

Enable is the primary CTC system timing signal and all tim- 
ing data specified as cycles is assumed to be referenced to 
this clock unless otherwise noted. 



SYSTEM BUS INTERFACE 

The system bus interface is a configuration-independent 
8-bit data port which permits the external system bus to ac- 
cess the Transfer Area RAM and request registers either 
asynchronously or synchronously with respect to the 
E clock. The complete system interface consists of eight 
data lines (SD0-SD7), eight ad dress lin es (SA0-SA7), and 
three control lines (SR/W, CS, DTACK). 

DATA LINES (SD0-SD7) - These bidirectional data lines 
allow data transfer between the Transfer Area RAM or the 
request registers, and the system bus. The data bus output 
drivers are three-state devices which remain in the high- 
impedance state except during a read of the CTC Transfer 
Area RAM or request registers by the system processor. 

ADDRESS LINES (SA0-SA7) - The address lines, 
together with the chip select (CS) signal, allow any of the 
128 bytes of the Transfer Area RAM or the request registers 
to be uniquely selected. The address lines must be valid 
before the CS signal goes low for the asynchronous transfer 
and valid before the E signal goes low for the synchronous 
transfer. The system interface must be deselected between 
reads or writes for the asynchronous operation. 

SYSTEM READ/WRITE (SR/W) - This signal is 
generated by the system bus to control the direction of data 
transfer _on the data bus. With the CTC selected, a low on 
the SR/W line enables the input buffers and data is transfer- 
red from the system processor to the CTC. When SR/W is 
high and the chip is selected, the data output buffers are 
turned on and data is transferred from the CTC to the system 
bus. 

CHIP SELECT (CS) - This signal is a TTL-compatible in- 
put signal used to activate the system bus interface and 



*lf operating in the Stand Alone Mode, the serial communications interface formats are latched in on pins 29, 30, 31 , and 32 See Tables 3 and 4 



FIGURE 14 - RESET TIMING 
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allows transfer of data between the CTC and the system pro- 
cessor during synchronous or asynchronous accesses. CS 
provides the synchronizing signal for the request registers 
during access by the system bus 



DATA TRANSFER ACKNOWLEDGE (DTACK) - This 
signal is a handshake line for information transfer on the 
system data bus In an asynchronous transfer it is generated 
by the CTC as an acknowledge to the CS signal A low out- 
put indicates that valid data is on the bus for transfer during 
the system read cycle or that data has been written during a 
system write cycle The asynchronous operation uses this 
signal to synchronize the system bus with the CTC processor 
as illustrated by Fi gures 4, 5, 6, and 7 

A low input on DTACK during the falling edge of CS in- 
dicates a synchronous system and data will transfer during 
the positive level of the system E clock The timing for this 
transfer is shown in Figures 12 an d 13. 

The output characteristics for DTACK are the same as 
those for the system data bus with allowance for an external 
pullup resistor Logic characteristics should be such that the 
external pullup resistor is a holding resistor (i e. , driven to the 
high level first, then to the high-impedance state). 

LOCAL BUS INTERFACE 

The local bus interface is used to connect the CTC to local 
bus components such as RAM, ACIAs, etc , when the CTC 
is used in the expanded configuration. In the Stand Alone 
Configuration, this interface is left unconnected 

READ/WRITE (R/W) 

This signal is used to control the direction of data transfer 
on the local bus This pin can drive one Schottky TTL load 
and 90 pF. 

ADDRESS STROBE (AS) 

This input signal is used to control the time-multiplexed 
address/ data lines A0-A5/D0-D7 Address strobe may also 
be used to de-multiplex the two buses for address map ex- 



pansion AS is required only in the Expanded Mode of opera- 
tion. Figure 15 shows how to demultiplex the bus 

MULTIPLEXED ADDRESS/DATA BUS 
(A0-A15/D0-D7) 

These sixteen lines function as a multiplexed address/data 
bus. These lines are held in the high-impedance state bet- 
ween valid address and data times to prevent potential bus 
conflicts All lines can drive one Schottky TTL load and 90 
pF 

OPERATING MODES 

The CTC provides two different operating modes which 
are selectable by hardware programming and are referred to 
as the Stand Alone Mode, and the Expanded Mode (see 
Figure 16) The configuration select interface is used to 
select the operating mode for the CTC. The logic levels pre- 
sent on C5 when the positive edge of the Reset input signal 
occurs are latched into the CTC and select the appropriate 
mode. See Figure 20. 

In the Stand Alone Configuration, the serial communica- 
tions interface of the CTC is available at pins 45, 46, and 47 
of this interface Also, an interrupt output is available at pin 
43 See Figure 17 

In the expanded configuration, pin 45 is an interrupt out- 
put which should be tied to the system interrupt line 

Figures 18 and 21 are examples of how the MC68122 is to 
be used in the Expanded Mode The Expanded Mode 
memory map is denoted in Figure 22 

MODE PROGRAMMING 

The operating mode is progra mmed b y the level asserted 
on C5 during the positive edge of RESET. See Figure 19 and 
Table 2. 

Circuitry to provide the programming levels is primarily 
dependent on the normal system use of the three pins. 
Figure 20 is an example of how to program the modes of the 
CTC. 



FIGURE 15 - TYPICAL LATCH ARRANGEMENT 
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FIGURE 16 - CTC FUNDAMENTAL OPERATING MODES 
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FIGURE 17 - STAND ALONE MODE 
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FIGURE 18 - EXPANDED MODE 
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FIGURE 19 - MODE PROGRAMMING TIMING 
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TABLE 2 - MODE PROGRAMMING SPECIFICATIONS (See Figure 20) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Mode Programming Input Voltage Low 


vmpl 


- 


- 


1 8 


V 


Mode Programming Input Voltage High 


Vmph 


40 


- 


- 


V 


Mode Programming Diode Differential (if Diodes are Used) 


VMPDD 


06 


- 


- 


V 


RESET Low Pulse Width 


pwrstl 


30 


- 


- 


E-Cycles 


Mode Programming Setup Time 


tMPS 


20 


- 


- 


E-Cycles 


Mode Programming Setup Time 
RESET Rise Time>1 ps 
RESET RiseTime<1 ps 


*MPH 



100 


- 


- 


ns 




FIGURE 20 - TYPICAL MODE PROGRAMMING CIRCUIT 
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FIGURE 21 - MC68122 SYSTEM 
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MC68122 



FIGURE 22 - CTC MEMORY MAP - EXPANDED MODE 
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RAM used for buffer storage Amount of RAM required is 
specified by the following formula 
► Size= 128+ (128+ buf size). N 
N = number of devices specified 
Buf size = device buffer size specified in bytes (even number) 



> Maximum of 128 ACIAs starting at $E000 
Device IDs start at 1 
E000-E001 = ID1 
E002-E003=ID2 



This memory map is the entire 64K map of the CTC Note that the buf- 
fer size should be the maximum data transmitted to or received from a 
device without host MRU notification required 

NOTE As the Stand Alone Mode of the CTC uses no external RAM 
or ACIAs, the memory map is irrelevant 
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INTERRUPTS 

The CTC has no user interrupts, but does have lines which 
are connected to the host MPU for a "shoulder tapping" 
type of operation. In the Stand Alone Mode, C5 is an inter- 
rupt line to the host, while in the Expanded Mode, C3/EI 
should be used as the interrupt output 



SERIAL COMMUNICATIONS INTERFACE 

In the Stand Alone Mode, a full-duplex asynchronous 
serial communications interface is provided for connection 
to an outside terminal. Two available data formats include 
the standard mark/space (NRZ) and bi-phase Both formats 
provide one start bit, eight data bits, and one stop bit 



PROGRAMMABLE OPTIONS 

The following features of the SCI are programmble 

• Format, standard mark/space (NRZ) or bi-phase (see 
Table 4) 

• Clock* external or internal clock source 

• Baud rate* one of four per E-clock frequency, or one- 
eighth of the external clock input to C3 (see Table 3) 

• Clock output - internal bit rate clock enabled or disabled 
to C3 

The programmable options listed above are selected by 
putti ng spec ific logic levels on pins 29, 30, 31 , and 32 at the 
time RESET is asserted. Tables 3 and 4 provide the logic level 
information required for programming the SCI and Figure 23 
details two available data formats 







TABLE 3 - 


- SCI BIT TIMES AND RATES (STAND ALONE MODE) 


Pin 32 


Pin 31 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 








+ 16 


26 fts/38,400 Baud 


16 M s/62,500Baud 


13 0/*s/76,800 Baud 





1 


+ 128 


208 ps/4,800 Baud 


128^/7812.5 Baud 


104 2 M s/9,600 Baud 


1 





+ 1024 


1 67 ms/600 Baud 


1 024 ms/976.6 Baud 


833 3 ms/ 1,200 Baud 


1 


1 


+ 4096 


6.67 ms/150 Baud 


4 096 ms/244 1 Baud 


3.33 ms/300 Baud 



TABLE 4 - 


- SCI FORMAT AND CLOCK SOURCE CONTROL 


Pin 29 


Pin 30 


Format 


Clock 
Source 


C3 
(Pin 45) 








Bi-Phase 


Internal 


Not Used 





1 


NRZ 


Internal 


Not Used 


1 





NRZ 


Internal 


Output 


1 


1 


NRZ 


External 


Input 
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FIGURE 23 - SCI DATA FORMATS (STAND ALONE MODE) 
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MC68122 SYSTEM OPERATION 

TRIGGERS 

Throughout the following paragraphs, the term "trigger" 
will appear frequently This explanation of the trigger con- 
cept in data handling is offered to familiarize the CTC user 
with the concept 

In the trigger concept, the first character is called the 
match character and the remaining characters are called 
replacement characters For triggers associated with input, 
these characters serve as echoes back to the device, and the 
echoed characters themselves may activate output triggers. 
Only the match character is sent to the host MPU, never the 
echo character Each non-NULL incoming character is com- 
pared to the match character, and if matched, the characters 
following the match are echoed back to the input device For 
output, triggers effectively serve as a replacement string. 

For example, an input trigger can be set up to provide a 
carriage return, line feed, and a prompt character as shown 

CR - Match Character 

CR - Carriage Return 

LF - Line Feed 

(>) - Prompt Symbol 
Whenever a carriage return character is input and matched 
with the match character of the trigger, the following three 
items (CR, LF, >) are automatically echoed to the input 
device. 

Some triggers perform more complex functions such as 
backspace control and padding transmission counts. Also, 
some triggers do not have echo strings or may provide a 
range of two characters for match determination The trigger 
functions are listed in the following pages. 

STAND ALONE CONFIGURATION - 
DETAILED OPERATION 

The CTC, while designed for a multi-device system with 
several ACIAs, can also be used in a Stand Alone Configura- 
tion. This configuration gives the designer the capability of 
evaluating the CTC without requiring several terminals. 
There is no parameter qualification required in this configura- 
tion and the device profile shown below resides completely 



in the Transfer Area at all times. There are no default condi- 
tions in this configuration. The host must set these values 
before input or output starts 



Offset into 






Host/ CTC 






Address Space 


Bytes 


Function 


$80 


1 


Host Request 


$81 


1 


Error Status Bits (Latched) 


$82 


1 


SCI Status 


$83 


1 


Single Chip Options 


$84 


1 


Output Termination Null Count 


$85 


4 


Output Echo String 


$89 


2 


Input Termination Range 


$8B 


1 


Input Termination Match Character 


$8C 


1 


Input "AND" Mask Byte 


$8D 


4 


Reserved 


$91 


1 


Output/ Input Text Length 


$92 


100 


Text Buffer 


$F6 


10 


Internal CTC Use 



FUNCTION DESCRIPTION 

$80 - Host Request 

This byte denotes which state the CTC is to enter: 
$00 - idle mode 
$01 — input mode 
$02 - output mode 

$81 - ERROR STATUS BITS 

These bits denote any errors which may have occurred on 
the serial communications interface This status information 
is latched for an entire host MPU request. 

$04 — framing error 

$20 - transmitter data register empty 

$40 - overrun/framing error* 

$80 - SCI reads flag - data register contains data 

$82 - SCI STATUS 

This byte is a mirror image of the previous byte, only it is 
continuously updated rather than line by line. Usually only 
bits $20 and $80 are used in this byte. 



'Framing error turns on two bits to distinguish it from an overrun error 
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$83 - SINGLE CHIP OPTIONS 

The options are: 
$40 - echo input termination match character 
$80 — echo input to output 

$84 - OUTPUT TERMINATION NULL COUNT 

This byte should be set to the number of nulls required 
after sending of the output echo string. 

$85 - OUTPUT ECHO STRING 

These four bytes represent the output string which is 
transmitted at the termination of all output text, and when 
input terminates due to a match with an input termination 
match trigger The normal string is a CR, LF combination 

$89 - INPUT END-OF-LINE TERMINATION RANGE 

These bytes are used to initiate an end-of-line response to 
the host MPU when any character or character within a 
specified range is encountered. No output echo string is 
sent 

$8B - INPUT END-OF-LINE MATCH CHARACTER 

This byte is used to define the end-of-line match character 
which is commonly a CR When this character is matched, 
an output echo string will be transmitted and the input is ter- 
minated. 

$8C - INPUT "AND" MASK BYTE 

Each character that is entered is automatically ANDed 
with this byte before further processing. A common value is 
$7F, which is normally used to strip off parity bits for seven 
bit data characters. 

$8D - RESERVED 

$91 - OUTPUT/ INPUT TEXT LENGTH 

This byte represents the number of bytes that are to be 
transmitted to/ from the host. The number must be within a 
range from to 100. 

$92 - TEXT BUFFER 

These one hundred bytes are used for the text buffer 

$F6 - INTERNAL CTC USE 

These 10 bytes are reserved for internal CTC use. 



PARAMETER QUALIFICATION - 
EXPANDED MODE ONLY 

Immediately after a Reset, the CTC enters parameter 
qualification. The parameter qualification register in the CTC 
addressing space is used to indicate this state, allowing aux- 
iliary "sub-system" resetting local to the CTC to be detected 
by the host MPU During parameter qualification, certain 
parameters in the Transfer Area are made available to the 
host MPU for examination and/or modification. These 
parameters are. the number of devices being supported, the 
size of the communications buffer for all devices, and the 
global default profile values. 



Before examining or changing any parameters, the 
Transfer Area must be owned by setting the Lock Register. 
When the host MPU is ready to allow the CTC to begin nor- 
mal processing, it sets the Service Required Register. 

EXPANDED CONFIGURATION - 
DETAILED OPERATION 

In the Expanded Mode, there is a self-test feature which 
can be used at parameter qualification time. By entering a 
$06 at the Initialization Mode Switch and setting the Service 
Required Register, local RAM is checked starting at address 
$1000 The address of the first byte of memory which fails 
self-check is returned at offset $81 and $82 within the 
host/ CTC address space segement This allows functional 
verification of the RAM on the local bus After the RAM self- 
check is completed, the host MPU must again obtain control 
of the Transfer Area to perform whatever functions were 
desired during parameter qualification. This time when the 
transfer area is claimed and the service required register set, 
the CTC will then begin normal processing and exit 
parameter qualification mode. The definition of the Transfer 
Area RAM at this time is: 





Offset into 








Host/ CTC 








Address Space 


Bytes 


Definition 


Control 


$80 


1 


Initialization Mode Switch 


Parameter 


$81 


2 


Result of RAM Self-Test 




$83 


4 


Reserved 




$87 


2 


Number of Devices 




$89 


2 


Device Buffer Size 




$8B 


4 


Reserved 


Device 


$8F 


1 


Device Type Options 


Profile 






($50=ACIA) 


Parameter 


$90 


2 


Attribute Bytes 




$92 


1 


ACIA Control Register 
Parameter 




$93 


1 


Input "AND" Character Byte 




$94 


4 


Input End-of-Line Trigger and 
Echo 




$98 


4 


Input Backspace Trigger and 
Echo 




$9C 


5 


Input Misc Trigger and Echo 




$A1 


5 


Input Cancel-Line Trigger and 
Echo 




$A6 


2 


Input Terminate Range Trigger 




$A8 


2 


Output Carriage Return Null 
Count 




$AA 


2 


Output Linefeed Null Count 




$AC 


1 


Output Default Nulls 




$AD 


5 


Output CR Trigger and Echo 




$B2 


5 


Output Misc Trigger and 
Echo 1 




$B7 


5 


Output Misc Trigger and 
Echo 2 




$BC 


1 


Output Freeze Control 
Character 




$BD 


2 


Output Screen Roll Count/ Echo 




$BF 


1 


Output Flush Control Character 



The device parameters listed are initialized to default 
values These parameters may be changed for each in- 
dividual device separately during normal processing, or may 
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be changed for all devices at one time during parameter 
qualification. 

DEVICE PARAMETERS 

The location and description of the default values for the 
device parameters are as follows. 



Offset 



Definition/Value 



Device Type — In the current CTC, this value will always 
be $50 



Attribute Byte 1 - The first attribute byte may be set to 
any combination of the following values Default value is 
$10 

$40 — Inhibit broadcast messages (output only) 

$20 - Honor break key during idle 

$10 - Echoplex enabled 

$08 - Monitor input during idle 

$04 - Honor backspace delete (input only) 

$02 — Force ASCII upper case (input only) 



Attribute 2 — The second attribute byte is used to denote 

the following Default value is $00 
$00 - Accept bad input characters 
$40 — Immediate return on input error 
$80 — Ignore input error — no echo 



INHIBIT BROADCAST MESSAGES - Some com- 
munication devices may be controlling equipment which can 
be highly sensitive to unwanted text being intermixed with 
normal transmission to the devices. Examples would be 
graphics or word processing systems where tightly con- 
nected streams of data must be kept pure. Since the CTC 
broadcast feature may be harmful in such applications, the 
option can be used to inhibit such interference on a device or 
global basis 

HONOR BREAK KEY - Determines whether the break 
condition is ignored or notifies the host MPU while in the idle 
mode Breaks outside of IDLE mode are treated as I/O er- 
rors. 

ECHOPLEX ENABLED - Allows all input characters 
which do not match triggers to be repeated back to the com- 
munications device Echoed characters may cause output 
triggers to be activated for text substitutions and null pad- 
ding extensions 

MONITOR INPUT DURING IDLE - Allows the CTC to 
automatically go from the idle mode to the input mode if it 
receives characters from a device 

HONOR BACKSPACE DELETE - Causes the previous 
character received to be deleted from the internal device buf- 
fer. If the buffer is empty, the matched input character is ig- 
nored. 

FORCE ASCII UPPERCASE - Causes all lowercase ASCII 
characters received to be converted to uppercase characters 

ACCEPT BAD INPUT CHARACTER - The CTC will not 
reject any invalid character due to input errors. They will be 
echoed if echoplex is enabled However, at input comple- 
tion, the status flags will reflect the fact that an input error 
was detected. 



IMMEDIATE RETURN ON INPUT ERROR - The CTC will 
store the invalid character, flag the error, and terminate input 
processing No echoing will be performed 

IGNORE INPUT ERROR - NO ECHO - The QTC will 
disregard any invalid character without echoing However, at 
input completion, the status flags will reflect the fact that an 
input error was detected Default value is $00 

$92 - ACIA CONTROL REGISTER PARAMETER 

This byte controls the mode, number of bits, and parity of 
each device ACIA. The default value ($16) represents a 
divide-by-64 function, with 8 bits, odd parity, and one stop 
bit The following tables denote the encoding format: 



B 


B0 


Function 




1 



1 



+ 1 

-16 

^64 



B3 



B2 



Function 



7 Bits + Even Parity + 2 Stop Bits 
7 Bits + Odd Parity + 2 Stop Bits 
7 Bits+Even Panty+1 Stop Bit 

7 Bits + Odd Parity +1 Stop Bit 

8 Bits + 2 Stop Bits 
8 Bits+1 Stop Bit 

8 Bits + Even Parity +1 Stop Bit 
8 Bits + Odd Parity +1 Stop Bit 



$93 - INPUT "AND" CHARACTER BYTE 

Each character that is entered is automatically ANDed 
with this byte before further processing This value may be 
changed to $FF, or any other value required. The default 
value is $7F, which is normally used to strip off parity bits for 
seven bit data characters. 

$94 - INPUT END-OF-LINE TRIGGER AND ECHO 

The default trigger recognizes a CR and then echoes a CR 
to terminate the line. Default value is $0D, $0D, $00, $00. If 
defaults are unchanged, the output CR trigger echoes both a 
CR and LF when encountering the CR return from this input 
trigger The input mode terminates when this trigger is 
matched and the echo (if any) completes 

$98 - INPUT BACKSPACE TRIGGER AND ECHO 

The CTC matches on the defined backspace character and 
echoes to the terminal Default value is $08, $08, $00, $00. 
This trigger also causes character deletion from the device 
buffer if the honor backspace delete attribute is set. If there 
are no characters in the buffer, the echo is supressed. 

$9C - INPUT MISCELLANEOUS TRIGGER AND ECHO 

This trigger is user definable and may be used for any type 
of input matching. Default value is $00, $00, $00, $00, $00, 
which means this trigger is disabled by default. 

$A1 - INPUT CANCEL-LINE TRIGGER AND ECHO 

This trigger, while not enabled by default, allows the 
device to cancel the previous line of data. Default value is 
$00, $0D, $00, $00, $00. If matched, the complete device 
buffer is purged, and input mode continues after the echo 
string is sent. The default echo may express significant text 
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such as "CAN" or "XXX" Even longer strings may be 
echoed by having one of these characters trigger a 
miscellaneous output trigger 

$A6 - INPUT TERMINATE RANGE TRIGGER 

This trigger may be set up to terminate the input mode 
upon reception of any character or any character within a 
specified range of characters For example, a range of $30 to 
$39 will cause termination if any ASCII number is entered, a 
range of $00 to $FF will cause termination when any input 
character is received. Default value is $00, $00 A zero sec- 
ond character disables this trigger. 

$A8 - OUTPUT CARRIAGE RETURN NULL COUNT 

Whenever this trigger is matched on output, the CTC 
echoes the specified null count Default match and count is 
$0D, $05. A zero count is allowed 

$AA - OUTPUT LINEFEED NULL COUNT 

Whenever a match is detected on the output, the CTC 
echoes the specified null count Default match and count is 
$0A, $02 A zero count is allowed 

$AC - OUTPUT DEFAULT NULLS 

This trigger controls how many null characters are sent 
out after each character. For example, a $03 placed here 
would output three nulls after each character except for the 
matches on CR and LF as just explained Default value is 
$00 

$AD - OUTPUT CARRIAGE RETURN TRIGGER AND 
ECHO 

Upon matching a CR in the output stream, the CTC pro- 
vides a default CR-LF combination to the device. Default 
value is $0D, $0D, $0A, $00, $00 

$B2 - OUTPUT MISCELLANEOUS TRIGGER AND ECHO 1 

This trigger is disabled by default and therefore, not used 
until redefined by the user. Enough characters are provided 
for a match character and four echoes. Default value is $00, 
$00, $00, $00, $00. 

$B7 - OUTPUT MISCELLANEOUS TRIGGER AND ECHO 2 

This is a second identical output trigger available to the 



$BC - OUTPUT FREEZE CONTROL CHARACTER 

This trigger allows stopping of any further transmissions 
from a device when a defined input character is matched. 
Entering any character will resume transmission. Default 
value is $00 (disabled) 

$BD - OUTPUT SCREEN ROLL COUNT/ ECHO 

This trigger is used to halt transmission of data after a line 
counter has decremented to zero. Any match of the output 
CR trigger decrements this counter, or if the last character 
transmitted for any one request does not match that trigger, 
the counter is decremented by one. Every read causes this 
counter to be reset. Data transmission may be resumed by 
sending any character from the device. The echo character 
will be displayed every time the display stops. A useful echo 
character is a bell ($07). Default value is $00, $00. 



$BF - OUTPUT FLUSH CONTROL CHARACTER 

At times it is convenient for the operator of a terminal type 
of communications device to ignore all output messages un- 
til the next input request. The CTC offers a flush output op- 
tion. If, after the completion of any transmitted line to a 
device, an input character that matches the flush output 
control character is detected from that device, then the 
"flush output" condition is set into effect All output lines for 
the specified device are ignored. This condition continues 
until the device is reset by the host, input is requested by the 
host, or the communications device sends any input to the 
CTC Default value is $00 (disabled) 

NORMAL PROCESSING TRANSFER AREA FORMAT 

After parameter qualification, the Transfer Area takes on a 
different function It is used to send requests to the CTC, 
and receive request responses back in return For instance, 
to write a message to a specific device, several items of con- 
trol information are required in addition to the actual 
message text. The following table lists the Transfer Area 
definition after parameter qualification processing 



Offset 


Bytes 


Function 


$80 


6 


Reserved 


$86 


1 


Function Requested or 
Function Return Code 


$87 


1 


Device Identification Number 


$88 


1 


Device Status 


$89 


1 


Device Mode 


$8A 


2 


Parameter 


$8C 


2 


Message Length 


$8E 


104 


Message Text Buffer 


$F8 


8 


Reserved 



DATA PROCESSING 

Any communications device connected to the CTC is 
always considered to be in one of three operating modes 
idle, input, or output After power-up, reset, and parameter 
qualification processing, all devices are reset and placed into 
the idle mode A device will also be put in the idle mode any 
time the host MPU requests a reset device service function 

IDLE MODE — Idle mode means that the associated 
device does not currently have any on-going operations in 
progress with respect to the host MPU. However, the device 
may initiate activity on its own The current setting of the at- 
tribute bits for the device determines the type of processing 
that is to occur if device initiated activity occurs The at- 
tribute bits reside in a double byte and may be examined or 
reset by the host MPU at any time using the service func- 
tions. The following defines the attribute bits, in each device 
profile, which are relevant to idle processing. 
Attribute Byte 1 ($90) 



Mask Value 


Bit Position 


Definition 


$20 
$08 


1 . 
1 . 


Honor Break Key 
Monitor Input During Idle 



If a break condition is detected on the communications 
line, it will either cause a service interrupt to the host MPU or 
will be ignored depending on the setting of the mask value. If 
a service interrupt is generated it will return a function code 
of 4 (return device profile image) back to the host MPU, and 
the device will remain in idle mode. 
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If a character is received, its disposition is determined by 
the setting of the monitor input during idle bit If set, the 
device will immediately go into input mode processing and 
follow the handling defined for that mode using the 
character received If not set, the character is ignored 
Therefore, the host MPU has the option of allowing 
automatic switching to the input mode from the idle mode or 
retaining exclusive control of line turn around conventions 

It may be possible for the host MPU to request an output 
service function at the very same time the device emits a 
character which switches it to input mode processing If this 
occurs, the request of the host MPU for output will be re- 
jected with a function code of 8 (device active) in the Func- 
tion Return Code register ($86) Note that the automatic 
switch from idle mode to input mode and the break monitors 
are the only type of situation where the host MPU may 
receive interrupts from a device not directly associated with a 
request issued to that device 

INPUT MODE - A communications device may be placed 
into input mode in one of two ways. First by the host MPU 
issuing a read message from device or conversational write 
service request The second occurs if the attributes for the 
device allow monitor input during idle and an input character 
is received from the device while in the idle state The input 
mode is terminated by a match on termination trigger or 
range termination trigger 

A variety of actions may occur during the course of pro- 
cessing input The attribute bits which are applicable to input 
mode are 

Attribute Byte 1 ($90) 



Mask Value 


Bit Position 


Definition 


$10 
$08 
$02 


1 
1 
1 


Echoplex Enabled 
Active Backspace Delete 
Force ASCII Upper Case 



Attribute Byte 2 ($91) 



Mask Value 


Bit Position 


Definition 


$00 
$40 

$80 


1 
1 


Accept Bad Input Character 

Immediate Return On Input 

Error 

Ignore Input Error — No Echo 



OUTPUT MODE — A communications device may be 
placed into output mode in one of two ways - directly by the 
host MPU requesting that text be sent to the device via the 
write to device, or conversational write service functions, or 
indirectly by the issuance of a broadcast message to all 
devices. 

A variety of paths may be taken in the course of process- 
ing output The attribute bits which are applicable to the out- 
put mode are 

Attribute Byte 1 ($90) 



Mask Value 


Bit Position 


Definition 


$01 


1 


Ignore Broadcast Messages 



CTC RESPONSES TO HOST SERVICE REQUEST 

For each function sent to the CTC, a related "completed 
service" interrupt is returned to the host MPU with informa- 
tion appropriate to the function serviced. However, this in- 



terrupt response may not be immediate Therefore, the CTC 
may return a "Transfer Area free" interrupt, or if there is a 
completed service interrupt for any other device, then that 
completed service interrupt is returned This guarantees that 
the host MPU is either immediately notified that the Transfer 
Area is again free, or that the Transfer Area is now being 
passed back to the host MPU with a completed service inter- 
rupt which may or may not be related to the last requested 
service 

The completed service interrupt always returns at least the 
device identification and device status fields Depending on 
the type of completed service, other information such as text 
or error status indicators may also be returned 

TRANSFER AREA FREE INTERRUPT 

After each request is processed the CTC will attempt to 
return the Transfer Area to the host filled with a return code 
response from a previous request (or even the same request 
if possible) However, many times there will not be a 
response ready for a considerable time Also, the host may 
have another request to give to the CTC Therefore, if the 
CTC finds there is nothing immediately available to return to 
the host, it returns a special code indicating only that the 
Transfer Area is now available. 

After the interrupt the Transfer Area would contain only a 
return function code of zero 

RETURN CODE — indicating Transfer Area can be re-used 
As with any other CTC interrupt, the Transfer Area is owned 
by the host implicitly when the interrupt is signaled 



SERVICE FUNCTIONS PROVIDED BY THE CTC 

Several different types of requests may be made of the 
CTC Each request must present a function code Some re- 
quests may also require a terminal identification number and 
information in the message text buffer The following is a list 
of the service functions available Following this list is de- 
tailed information about each service function 

Host Request 1 - Write to Device (Fill Device Buffer) 

Host Request 2 - Perform Device Read 

Host Request 3 — Perform Conversational Write 

Host Request 4 — Return Device Profile Image 

Host Request 5 — Set Device Profile 

Host Request 6 — Reset Device 

Host Request 7 — Send Broadcast Message 

Host Request 8 - Cold Start the CTC 

Host Request 9 - Warm Start the CTC 

In describing the contents of the Transfer Area, an X is us- 
ed to show the variable bit position When set to a 1 , the in- 
dicated statement is occurring or has occurred 

HOST REQUEST 1 - WRITE TO DEVICE 
(FILL DEVICE BUFFER) 

This request submits text to the CTC for a specific device. 
The device must be in the idle mode for this request to be in- 
itially accepted The complete text may be passed in 
segments, in which case all but the first segment is append- 
ed to the previous text stored in the device buffer After final 
text is received, the CTC transmits the buffer to the 
associated device allowing output trigger operations and 
halt/freeze/flush processing. After text transmission, an in- 
terrupt will inform the host with an indication in the Transfer 
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Area that the device has completed output processing and is 
once again in the idle mode. This notification may be delayed 
due to freeze and roll halt output conditions. 

The text may contain embedded control characters and it 
is up to the host to ensure that the device is properly con- 
trolled. Text substitutions and supplemental NULL time-fill 
padding characters may appear in the actual stream 
transmitted to the device according to the current device 
profile 

Once the Transfer Area is owned or being re-used after the 
CTC has passed it back to the host after an interrupt return, 
the following fields must be properly initialized" 
FUNCTION 

REQUEST — set to 1 (one) indicating a buffer fill operation 
DEVICE ID - set to the proper device number 1 through N, 
where N is the total devices specified or defaulted 
at parameter qualification time 
PARM — must be set to the total remaining text data length 

to be given to the CTC including the current buffer 
text When this count is equal to the TEX- 
TLENGTH count, this indicates to the CTC that 
this is the last buffer fill and output transmission 
should begin. If not equal to TEXTLENGTH, then 
the CTC will expect yet another buffer fill opera- 
tion for this device 
TEXT- 
LENGTH — the current amount of text characters in the text 
area This value can range from to the maximum 
size of 104 
TEXT ARE A - the text to be added to the device buffer If the 
device was previously in idle mode, the text will be 
placed at the start of the device buffer and the 
device will enter output mode. If this is not the first 
buffer fill request for the device since it left idle 
mode, then this text is appended to the previous 
data in the device buffer 
Upon completing the field initialization, a request to the 
CTC is indicated by reading the Service Required Register. 
This implicitly passes ownership of the Transfer Area to the 
CTC. 

The CTC will eventually return a response to the fill buffer 
request by interrupting the host with a return code. The 
possible return codes are: 

RETURN CODE 1 — normal output completed for the device 

The device is in idle mode 

3 — device buffer appended This is returned 

when only a segment of output text is sent 

to the CTC The CTC will expect more text 

8 — request rejected, the device is not in idle 

mode 

9 — request rejected, invalid device ID or the 

text presented would overfill the device 
output buffer 
For codes 1, 3, and 9, where the ID is valid, the following 
describes the contents of the Transfer Area other than the 
return code: 

DEVICE ID - the device ID in the original request. 
STATUS — the current status of the device 

. . X. — device is flushing output 

MODE — the current mode for the device 

X — broadcast message is queued 
... 1 — device currently in output mode 
(must be set). 



The STATUS and MODE fields are not applicable if the 
return code is 9 and an invalid device ID was specified in the 
original request 

If the return code is 8, this indicates that the device was in 
input mode or already transmitting output text from a 
previous output request. The current mode is indicated by 
the MODE byte as follows. 
MODE — the current mode for the device 

1 — device in input processing 
. . 1 - device in output processing 

HOST REQUEST 2 - PERFORM DEVICE READ 

This request allows the specified device to send data to 
the CTC This function is automatically initiated if the 
"monitor input during idle" option is set in the device profile 
and a character is spontaneously received during idle mode 
Characters received from the device may be echoed and ac- 
tivate input triggers defined for input mode processing as 
determined by the current profile The device buffer is filled 
and input terminated whenever the input end-of-hne or 
range triggers are activated Input errors may also 
prematurely terminate input processing as defined by the at- 
tribute bits in the current device profile If the device buffer is 
not large enough to contain all characters received, an input 
error condition is indicated An explicit PERFORM DEVICE 
READ from the host also has the option of presenting two 
prompt characters which are sent to the device before input 
is processed. Both the input prompt characters as well as 
any input trigger echo strings are eligible to trip output trig- 
gers 

To present this request, the Transfer Area must be owned 
or being re-used after processing a return function from the 
CTC. At this time, the following fields must be properly in- 
itialized. 

FUNCTION 

REQUEST - set to 2 (two), indicating a device read 

DEVICE ID — set to the proper device number 1 through N, where 
N is the total number of devices specified or de- 
faulted at parameter qualification time 

PARM - contains up to two prompt characters to be sent be- 

fore the read is started If only one prompt char- 
acter is to be used, then the second byte must be a 
NULL If no prompt characters are to be used, then 
at least the first byte must be a NULL 

After initializing the above fields, the request must be sent 
to the CTC by setting the Service Required Register Even- 
tually the CTC will interrupt the host with a return code for 
this device. The possible return codes are 

RETURN CODE 2 - input completed without error 

6 — input aborted due to input error 

7 - input completed with error 

8 — request rejected, device already active 

9 — request rejected, invalid device ID 

For codes 2, 6, and 7, text is provided by sending 104 
character segments back to the host until the device buffer is 
exhausted The PARM field indicates the amount of text left 
to send back to the host including the current text in the 
Transfer Area. Therefore, when the PARM and TEXT- 
LENGTH fields contain identical values, the final interrupt 
response is indicated. If no more than 104 characters were 
received by the device, then only one response will be 
generated by the CTC. 
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The Return Transfer Area for codes 2, 6, and 7 is as 
follows 
RETURN 

CODE — 2, 6, or 7 as explained above 

DEVICE ID - the device ID in the original request 
STATUS - the input status of the device 

X — device buffer overflowed 

X — input parity error detected 

X - input overrun error detected 

X — input framing error detected 

MODE — the current device mode 

X - broadcast message is queued 
1 - input mode 
PARM — the remaining text length to send to the host includ- 

ing the current text buffer If not equal to TEXT- 
LENGTH, then the CTC will send more text with an- 
other response interrupt 



TEXT- 
LENGTH 



- count of current text in TEXTBUFFER Will be 
from 1 to 104 

- contains the text received from the device 



Note that return code 2 will never have the error indicators 
on in the status byte For return code 6, the error indicators 
will pertain to the last character received and sent to the host 
from the device buffer Return code 5 indicates that error(s) 
occurred somewhere during the reception of the data. Also, 
note that the first Response Transfer Area PARM will con- 
tain the total count of characters received from the device 
The host may use this for dynamic buffer allocation and the 
like. 

If the return code is 8, this indicates that the device was 
already in input or output mode The current mode is in- 
dicated by the MODE byte as follows. 
MODE — the current mode for the device 

1 - device in input processing 

1 — device in output processing 

Only the RETURN CODE and DEVICE ID fields are ap- 
plicable if the return code is 9 as an invalid device ID was 
specified in the original request 

HOST REQUEST 3 - PERFORM CONVERSATIONAL 
WRITE 

A conversational write is like the normal fill buffer func- 
tion, but after text transmission to the device is completed, a 
read device request is internally generated by the CTC. Thus, 
when the host has the foreknowledge of a pending read after 
the current write, it can avoid processing the normal "output 
done" interrupt by having a read queued for activation after 
the current write completes The conversational write is also 
useful when a complicated prompt needs to be performed 
before a read to a device, and the two character prompt for 
the normal read is found to be too limiting even if expanded 
with an output miscellaneous trigger. 

Conversational write is exactly like a combination of 
WRITE TO DEVICE followed by READ DEVICE except that 
the two character input prompt is not available. 

This request first submits text to the CTC for a specific 
device. The device must be in the idle mode for this request 
to be accepted. The complete text may be passed in 
segments, in which case all but the first is appended to the 
previous text stored in the device buffer. After final text is 
received, the CTC transmits the buffer to the associated 
device allowing output trigger operations and 
halt/freeze/flush processing. After text transmission, READ 



DEVICE processing will automatically be activated This ac- 
tivation may be delayed due to freeze or roll halt output con- 
ditions 

The text sent may contain embedded control characters 
and it is up to the host to ensure that the device is properly 
controlled. Text substitutions and supplemental NULL time- 
fill padding characters may appear in the actual stream 
transmitted to the device according to the current device 
profile. 

Once the Transfer Area is owned or being re-used after the 
CTC has passed it back to the host after an interrupt return, 
the following fields must be properly initialized. 
FUNCTION 
REQUEST — set to 3 (three) indicating conversational write buffer 

fill operation 
DEVICE ID — set to the proper device number 1 through N, where 
N is the total devices specified or defaulted at para- 
meter qualification time 
PARM — must be set to the total remaining text length to be 

given to the CTC including the current buffer text 
When this count is equal to the TEXTLENGTH 
count, it indicates to the CTC that this is the last buf- 
fer fill and output transmission should begin If not 
equal to TEXTLENGTH, then the CTC will expect 
another buffer fill operation for this device 
TEXT- 
LENGTH - the current amount of text characters in the text 
area. This value can range from to the maximum 
size of 104 
TEXT AREA - the text to be added to the device buffer If the de- 
vice was previously in idle mode, the text will be 
placed at the start of the device buffer and the de- 
vice will enter output mode If this is not the first 
buffer fill request for the device since it left idle 
mode, then this text is appended to the previous 
data in the device buffer 

Upon completing the field initialization, a request to the 

CTC is indicated by reading the Service Required Register. 

This implicitly passes ownership of the Transfer Area to the 

CTC 
If the CTC immediately returns a response interrupt to the 

host, then one of the following return codes will be 

presented 1 

RETURN CODE 3 - device buffer appended This is returned 
when only a segment of output text is sent 
to the CTC The CTC will expect more 
text 

8 — request rejected, the device is not in idle 

mode 

9 — request rejected, invalid device ID or the 

text presented would overfill the device 
output buffer 

For a code of 3 or 9 where the ID is valid, the following 
describes the contents of the Transfer Area other than the 
return code: 

DEVICE ID — the device ID is the original request 
STATUS - the current status of the device 

X . - device is flushing output 
MODE - the current mode for the device: 

... . X - broadcast message is queued 

1 . - device currently in output mode 

The STATUS and MODE fields are not applicable if the 
return code is 9 and an invalid device ID was specified in the 
original request. 
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If the return code is 8, this indicates that the device was in 
input mode or already transmitting output text from a 
previous output request. The current mode is indicated by 
the MODE byte as follows 
MODE - the current mode for the device 

1 - device in input processing 
1 - device in output processing 

If the last request completed sending output text to the 
CTC, then a response will not come back until that output is 
transmitted and an automatic read has been completed 
Then the return codes are the same as those for the READ 
DEVICE function request 

During the read, the CTC allows the specified device to 
send data to the CTC. Characters received from the device 
may be echoed and activate input triggers defined for input 
mode processing as determined by the current profile The 
device buffer is filled and input terminated whenever the in- 
put end-of-hne or range triggers are activated. Input errors 
may also prematurely terminate input processing as defined 
by the attribute bits in the current device profile If the device 
buffer is not large enough to contain all characters received, 
then this is handled as an input error condition. If input 
characters are echoed as determined by the current device 
profile, then they may activate output triggers as a result. 

After the read request terminates, these additional return 
codes may be sent to the host via a return code interrupt 
RETURN CODE 2 - input completed without error 

6 — input aborted due to input error 

7 — input completed with error 

For any return, text is provided by sending 104 character 
segments to the host until the device buffer is exhausted. 
The PARM field indicates the amount of text left to send 
back to the host including the current text in the Transfer 
Area Therefore, when the PARM and TEXTLENGTH fields 
contain identical values, the final interrupt response is in- 
dicated. If no more than 104 characters were received by the 
device, then only one response will be generated by the 
CTC. 

The Return Transfer Area for these codes are as follows: 
RETURN 

CODE - 2, 6, or 7 as explained above 

DEVICE ID - the device ID in the original request 
STATUS - the input status of the device: 

X — device buffer overflowed 

X — input parity error detected 

X - input overrun error detected 

X . — input framing error detected 

MODE — the current device mode 

X — broadcast message is queued 
1 — input mode 
1 - conversational write 
PARM — the remaining text length to send to the host includ- 

ing the current text buffer If not equal to TEXT- 
LENGTH, then the CTC will send more text with 
another response interrupt 
TEXT- 
LENGTH - count of current text in TEXTBUFFER Will be from 

1 to 104 
TEXT- 
BUFFER — contains the text received from the device. 

Note that return code 2 will never have the error indicators 
on in the status byte. For return code 6, the error indicators 
will pertain to the last character received and sent to the host 



from the device buffer. Return code 5 indicates that error(s) 
occurred somewhere during the reception of the data Also 
note that the first Response Transfer Area PARM will con- 
tain the total count of characters received from the device 
The host may use this for dynamic buffer allocation and the 
like. 

HOST REQUEST 4 - RETURN DEVICE PROFILE IMAGE 

The host may, at any time, investigate the current status, 
mode, and profile for any device. The profile contains input 
and output triggers along with several other types of device 
related control information and attributes. The host also has 
the privilege of setting the device profile at any time the 
device is in idle mode 

To obtain this information, the Transfer Area is first ob- 
tained by either claiming it by successfully setting the Lock 
Register, or by re-using it after the CTC has presented it to 
the host with return information from a previous request 
The following fields must be properly initialized 
FUNCTION 
REQUEST - set to 4 (four) indicating a return profile request is 

underway 
DEVICE ID - set to the desired device number from 1 to N, where 
N is the total number of devices allowed at para- 
meter qualification time 
After the above fields are filled in, the Service Required 
Register is set by reading it This causes the function request 
to be presented to the CTC. 

The CTC will respond with an interrupt, returning the 
following information* 
RETURN 

CODE - 5 indicating this is responding to a profile image re- 

quest 
DEVICE ID - the device ID in the original request 
STATUS - the current device status 

X - device buffer input overflowed 

X — input parity error detected 

X - input overrun detected 

X - input framing error detected 

X - output device has requested flush 

state (output ignored) 

X — output device is in wait due to a 
freeze command or roll output count has decre- 
mented to zero 
MODE - current device mode 

X - a conversational write is in progress 

00 - currently in idle mode 

1 — currently in output mode 
1 — currenly in input mode 

X — broadcast message is queued 
TEXT- 
LENGTH — the length of the profile image returned in TEXT- 
BUFFER 
TEXT- 
BUFFER - an image of the current device profile 

This image of the profile may conveniently be altered and 
used to change the device profile by issuing the SET DEVICE 
PROFILE request as the image is in the same position as re- 
quired by the CTC for that function. 

HOST REQUEST 5 - SET DEVICE PROFILE 

This function is used whenever the host desires to change 
or set the profile for a specific device. Usually it is used after 
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issuing the RETURN DEVICE PROFILE request. In essence, 
the device profile is remitahzed to the image supplied. 

In most cases the new profile options take effect im- 
mediately. However, a few need to have the device reset 
with the RESET DEVICE request function Changing the 
ACIA control register value requires the device to be reset, as 
only at that time is the control register loaded. If the current 
roll wait count is altered, then it will take effect at the next 
read If this is unacceptable, then the device may be reset 
with RESET DEVICE and the new count will take effect im- 
mediately. 

The Transfer Area must be assigned to the host by setting 
the Lock Register or re-using the Transfer Area after it is 
passed back to the host from a CTC return interrupt The 
following fields should then be initialized. 
FUNCTION 

REQUEST - 5 indicating the device profile is to be changed 
DEVICE ID - set to the desired device ID This must be a value 
from 1 to N where N is the maximum devices al- 
lowed at parameter qualification 
TEXT- 
LENGTH - length of the profile to be changed, starting from 
the first byte If the length is shorter than the avail- 
able profile length, then the reset will remain unal- 
tered 
TEXT- 
BUFFER — the image representing the new device profile 

After initializing the above fields, the CTC is notified that a 
request is available by setting the Service Required Register 
The CTC will return with an interrupt and a return code of 
one of the following 
RETURN CODE 5 - new profile accepted and image returned 

8 - request rejected, the device is not in idle 

mode 

9 — request rejected, invalid device ID 

If the return code is 5, then the following fields are 
available in the transfer buffer. 
DEVICE ID — the device ID in the original request 
STATUS — the current device status 

X — device has requested output flush 

(output ignored) 
MODE — current device mode 

- device in idle mode 

X - broadcast is queued to device 
TEXT- 
LENGTH - the length of the profile image returned in TEXT- 
BUFFER 
TEXT- 
BUFFER — an image of the current device profile 

If the return code is 8, this indicates that the device was in 
input or output mode. The current mode is indicated by the 
MODE byte as follows: 
MODE — the current mode for the device 

1 - device in input processing 
... 1 — device in output processing 
If code 9 is returned, then only the DEVICE ID field is ap- 
plicable as there is no such device. 

HOST REQUEST 6 - RESET DEVICE 

The host may at times wish to terminate current process- 
ing, or force certain profile changes to take effect immediate- 
ly. These are both accomplished with the RESET DEVICE re- 
quest. This function operates regardless of the current status 



or mode of the device. The device is forced into idle mode 
and any outstanding request for that device is terminated 
without notification This is true even if the device buffer is 
partially filled or emptied in response to a WRITE or READ 
DEVICE request, or the device was in an output wait due to 
freeze or roll halt states 

The final result is that the device is totally reinitialized as 
though from parameter qualification, except that the current 
profile remains intact The device ACIA has its control 
register reloaded with the value from the current profile. 
Note that if the ACIA was still actively transmitting a 
character, then that character may be incorrectly terminated. 

To initiate the function, the Transfer Area must be owned 
by setting the Lock Register or by re-using it after processing 
a CTC initiated interrupt. Then the following two fields must 
be properly initialized. 
FUNCTION 

REQUEST - 6 indicating a device reset 

DEVICE ID - set to the desired device ID from 1 to N where N is 
the maximum allowed at parameter qualification 
time 

At this time the Service Required Register must be set to 
indicate to the CTC that a request is available. The CTC will 
respond with an interrupt containing the following items in 
the Transfer Area. 
RETURN 

CODE - 5 current status and profile being returned 

DEVICE ID - same as that issued in the request 
STATUS - current device status 

- no errors or output conditions 
MODE — current device mode 

— no conversational write in progress 
— device in idle mode 

- no broadcast queued to device 
TEXT- 
LENGTH - length of the device profile image given in TEXT- 
BUFFER 
TEXT- 
BUFFER - an image of the current device profile as defined in 
the chapter on profiles 

HOST REQUEST 7 - SEND BROADCAST MESSAGE 

The CTC broadcast message facility allows text to be sent 
to all devices. Any device in idle mode immediately converts 
it to output mode and the CTC starts sending the text. 
Devices not in idle mode will convert and receive text the 
next time the idle mode is entered. The text may contain 
em',edded control characters (thus making them possibly 
multi-lined) and must be from to 104 bytes in length. A 
length of zero inactivates the broadcast facility. Devices may 
ignore broadcast if their profiles have been set with attribute 
bits specifying that broadcasts are to be inhibited. 

After obtaining ownership of the Transfer Area, the 
following fields must be properly initialized: 
FUNCTION 

REQUEST - 7 indicating broadcast text. 
TEXT- 
LENGTH - set to the length of the text from to 104 If zero, 
then broadcasts are temporarily inhibited If more 
than 104, then 104 is used. 
TEXT- 
BUFFER - contains the broadcast text if non-zero length. 

Once the above fields are initialized, the Service Required 
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Register must be set to signal to the CTC that a request is 
ready to process. 

This CTC request is one which does not return an overt in- 
terrupt. The request is taken to be satisfied immediately. Of 
course, the CTC will respond with an interrupt eventually to 
notify the host that the Transfer Area is free or with a return 
code from the result of a different request. 

HOST REQUEST 8 - COLD START THE CTC 

For certain purposes the host may wish to completely 
restart CTC processing. This could be done by having hard- 
ware hold the Reset line low, or by requesting the CTC to 
perform a restart on its own. This request causes the host to 
abandon all processing and act as though a hardware reset is 
underway. This request is available at any time after 
parameter qualification. The Interrupt Request Mirror 
Register is set, the Parameter Qualification Register is set, 
the Service Required Register is cleared, the Lock Register is 
set, and then parameter qualification begins again exactly as 
though from a power-up reset state. 

After obtaining the Transfer Area, only the function re- 
quest code need be specified: 

FUNCTION REQUEST - 8 indicating a cold start CTC 
request 

No interrupt response is generated as parameter qualifica- 
tion is immediately entered. 



HOST REQUEST 9 - WARM START THE CTC 

The host may effect a reset on all devices belonging to the 
CTC, in effect, causing a global reset. The WARM START 
function performs this service. This function operates 
regardless of any device status or mode. All devices are 
forced into idle mode and all outstanding requests are ter- 
minated without notification. 

The final result is that all devices are totally reinitialized as 
though from parameter qualification, except that all current 
profiles remain intact. All device ACIAs have their control 
registers reloaded with the values from their current profiles 
Note that if any ACIAs are still actively transmitting a 
character, then that character may be incorrectly transmit- 
ted. 

To initiate the function, the Transfer Area must be owned 
by setting the Lock Register or by re-using it after processing 
a CTC initiated interrupt. Then the following field must be 
properly initialized. 
FUNCTION REQUEST - 9 indicating a CTC warm start 

The Service Required Register must be set to indicate to 
the CTC that a request is available. 

This CTC request is one which does not return an overt in- 
terrupt. The request is taken to be satisfied immediately Of 
course, the CTC will respond with an interrupt eventually to 
notify the host that the Transfer Area is free or with a return 
code from the result of a different request. 




FIGURE 24 

The following equate table represents the Transfer Area RAM in packed form 
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0000503F 00000001 



INTM1T 
INTM2T 
INTFRZ 
INTSRC 
INTFLS 



DS.B 
DS.B 
DS.B 
DS.B 
DS.B 



FIGURE 24 (CONTINUED) 



OUTPUT MISCELANOUS TRIGGER ONE 
OUTPUT MISCELANOUS TRIGGER TWO 
OUTPUT FREEZE CONTROL CHARACTER 
OUTPUT SCREEN ROLL COUNT AND ECHO 
OUTPUT FLUSH CONTROL CHARACTER 



00005000 ORG SHRCI 

* TRANSFFR ARFA NORMAI 

00005000 00000006 DS.B 6 

00005006 00000001 XFNCTN DS.B 1 

00005007 00000001 XDTD DS.B 1 
00005000 00000001 XSTAT DS.B 1 
00005009 00000001 XMODE DS.B t 
0000500A 00000002 XPARM DS.B 2 
0000500C 00000002 XMSGI .N DS.B 2 
0000500E 00000066 XMSG DS.B 102 
00005074 0000000C DS.B 12 



EXECUTION DFF-INJTJDN 

RESERVED 
FUNCTION CODF 
DEVICE ID 
DEVICE STATUS 
DEVICE MODE 
PARAMF TER 
TFXT LENGTH 
TF"XT 



0000500E 
000Q50OF 
00005010 
00005011 
00005012 
00005013 
00005017 
0000501B 
00005020 
00005025 
00005027 
00005029 
0000502B 
0000502C 
00005031 
00005036 
0000503B 
0000503C 
0000503E 



0000500E 

00000001 
00000001 
00000001 
00000001 
00000001 
00000004 
00000004 
00000005 
00000005 
00000002 
00000002 
00000002 
00000001 
00000005 
00000005 
00000005 
00000001 
00000002 
00000001 



ORG XMSG 
x DEVICE PROFILE TRANSFER AREA I AYOUT 
XFRDEV DS.B 1 



XFRAT1 
XFRAT2 
XFRACN 
XFRIAB 
XFRLTT 
XFRBST 
XFRMST 
XFRCNT 
XFRRGT 
XFRCRN 
XFRLFN 
XFRDGN 
XFRCRT 
XFRM1T 
XFRM2T 
XFRFRZ 
XFRSRC 
XFRFLS 



DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 
DS.B 



DFVICE ID (*50) 
ATTRTEiUTE BYTE ONE 
ATTRIBUTE BYTF TWO 
ACE A CONTROL RFGISTFR 
INPUT 'AND' BYTE 
INPUT I TNE TERMINATOR TRTGGF.R 
INPUT BACKSPACE TRIGGER 
INPUT M'ISCELANEOUS TRIGGER 
INPUT CANCEt LINE TRIGGER- 
INPUT RANGE TERMINATOR 
INPUT CARRIAGE RETURN NULL COUNT 
ENPUT LLNEFEED NULL COUNT 
INPUT DEFAULT NULL COUNT 
OUTPUT CARRIAGE RETURN TRIGGFR 
OUTPUT MISCELANOUS TRIGGER ONE 
OUTPUT MISCELANOUS TRIGGER TWO 
OUTPUT FREEZE CONTROL CHARACTER 
OUTPUT SCREEN ROLL COUNT AND ECHO 
OUTPUT FLUSH CONTROL CHARACTER 



xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx 
x TRANSFER AREA DEFINITION (SINGLE-CHIP MODE) x 
xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx 





00005000 




ORG 


SHRCPY 


00005000 


00000001 


SCHREQ 


DS.B 


1 


00005001 


00000001 


SCERRL 


DS.B 


1 


00005002 


00000001 


SCSTAT 


DS.B 


1 


00005003 


00000001 


SCOPTS 


DS.B 


1 


00005004 


00000001 


SCONUL 


DS.B 


1 


00005005 


00000004 


SCECHO 


DS.B 


4 




00000004 


SCECHL 


EQU 


*- SCECHO 


00005009 


00000002 


SCIELR 


DS.B 


2 


0000500B 


00000001 


SCIELM 


DS.B 


1 


0000500C 


00000001 


SCIAND 


DS.B 


1 


0000500D 


00000004 




DS.B 


4 


00005011 


00000001 


SCTLEN 


DS.B 


1 


00005012 


00000064 


SCTEXT 


DS.B 


100 




00000064 


SCTMAX 


EQU 


*-SCTEXT 


00005076 


0000000A 




DS.B 


10 




0000507F 


SCSTK 


EQU 


x-1 



HOST REQUEST 

ERROR BTTS (LATCHED) 

SCI STATUS 

SINGLE-CHIP OPTIONS 

OUTPUT TERMINATION NULL COUNT 

OUTPUT ECHO STRING 

LENGTH OF ECHO STRING 

INPUT END-OF-LTNE TERMINATION RANGE 

INPUT END-OF-LINE MATCH CHARACTER 

INPUT 'AND' MASK BYTE 

RESERVED 

OUTPUT/ ENPUT TEXT I ENGTH 

TEXT BUFFER 

MAXIMUM LENGTH TEXT 

CTC STNGLE-CHTP STACK 



xxxxxxxxxxxxxxxxxxxxxxxxxxxx 
x STATUS/LATCH DEFINITIONS * 

000 00080 SCSRDF EQU *80 

00 000040 SCSOFF EQU *40 

00000020 SCSTRE EQU $20 

00000004 SCSFME EQU *04 



JJCL READER I LAG 
OVERRUN/FRAMING LRROR 
TRANSMIT TER DATA REGISTFR FMPTY 
FRAMING ERROR 



000000S0 
00000040 



xxxxxxxxxxxxxxxx 
x OF'TIONS BYTE x 

SCOECI EQU *80 
SCOEIM FIQU *40 



ECHO INPUT TO OUTPUT (ECHOPI EX) 
ECHO INPUT MATCH CHARACTER 
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Advance Information 



MC68230 PARALLEL INTERFACE/TIMER 

The MC68230 Parallel Interface/Timer provides versatile double buf- 
fered parallel interfaces and an operating system oriented timer to 
MC68000 systems The parallel interfaces operate in unidirectional or 
bidirectional modes, either 8 or 16 bits wide In the unidirectional 
modes, an associated data direction register determines whether the 
port pins are inputs or outputs In the bidirectional modes the data 
direction registers are ignored and the direction is determined 
dynamically by the state of four handshake pins These programmable 
handshake pins provide an interface flexible enough for connection to a 
wide variety of low, medium, or high speed peripherals or other com- 
puter systems The Pl/T ports allow use of vectored or autovectored in- 
terrupts, and also provide a DMA Request pin for connection to the 
MC68450 Direct Memory Access Controller or a similar circuit The Pl/T 
timer contains a 24-bit wide counter and a 5-bit prescaler The timer 
may be clocked by the system clock (Pl/T CLK pin) or by an external 
clock (TIN pip), and a 5-bit prescaler can be used It can generate 
periodic intenpts, a square wave, or a single interrupt after a pro- 
grammed time period Also it can be used for elapsed time measure- 
ment or as a device watchdog 

• MC68000 Bus Compatible 

• Port Modes Include 

Bit I/O 

Unidirectonal 8-Bit and 16-Bit 

Bidirectional 8-Bit and 16-Bit 

• Selectable Handshaking Options 

• 24-Bit Programmable Timer 

• Software Programmable Timer Modes 

• Contains Interrupt Vector Generation Logic 

• Separate Port and Timer Interrupt Service Requests 

• Registers are Read/Write and Directly Addressable 

• Registers are Addressed for MOVEP (Move Peripheral) and DMAC 
Compatibility 



MC68230L8 
MC68230L10 



HMOS 

(HIGH-DENSITY N-CHANNEL 
SILICON-GATE) 

PARALLEL INTERFACE/TIMER 




P SUFFIX 

PLASTIC PACKAGE 
AVAILABLE 2Q82 



L SUFFIX 

CERAMIC PACKAGE 
CASE 740 





PIN ASSIGNMENT 


D5C 


1 


^ 48 


]D4 


D6C 


2 


47 


]D3 


D7£ 


3 


46 


3D2 


PAOC 


4 


45 


3D1 


PA1 E 


5 


44 


] DO 


PA2C 


6 


43 


3r/w 


PA3 C 


7 


42 


3DTACK 


PA4 C 


8 


41 


3cs 


PA5 C 


9 


40 


3 CLK 


PA6 C 


10 


39 


3 RESET 


PA7 L" 


11 


38 


jvss 


vccC 


12 


37 


3PC7/TIACK 


HI C 


13 


36 


3 PC6/PIACK 


H2[ 
H3C 


14 
15 


35 
34 


3 PC5/PIRQ 


3PC4/DMAREQ 


H4C 


16 


33 


3PC3/TOUT 


PBOC 


17 


32 


3PC2/TIN 


PB1 C 


18 


31 


3 PC1 


PB2C 


19 


30 


3 pco 


PB3[ 


20 


29 


3 RS1 


PB4C 


21 


28 


}RS2 


PB5[ 


22 


27 


3RS3 


PB6C 


23 


26 


3RS4 


PB7 C 


24 


25 


3RS5 











4-783 



MC68230L8«MC68230L10 



FIGURE 1 - Pl/T SYSTEM BLOCK DIAGRAM 





rrrr 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from. 

Tj«Ta+(Pd»*JA> (1) 

Where: 

T/\« Ambient Temperature, °C 

0jA" Package Thermal Resistance, Junction-to-Ambient, °C/W 

Pd»Pint+pport 

P|NT"'CC X v CO Watts - Chip Internal Power 
PpORT*Port Power Dissipation, Watts - User Determined 
For most applications PpORT-* p INT a na " can De neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpORT is neglected) is. 

P D =K + (Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K = Pd* (T A + 273°C)+0JA*PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 
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MAXIMUM RATINGS 



Characteristics 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


t a 


0to70 


°c 


Storage Temperature 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic 


0JA 


50 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precuations be taken to 
avoid application of any voltage higher than 
maximum-rated voltages to this high- 
impedance circuit Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level (e g , either V$S 
or Vcc) 



DC ELECTRICAL CHARACTERISTICS (V cc = 5 Vdc ±5%, Ta = Q to 70°C unless otherwise noted) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Input High Voltage All Inputs 


V|H 


VSS + 20 


vcc 


V 


Input Low Voltage All Inputs 


V|L 


VSS-03 


VSS+08 


V 


Input Leakage Current (V m = to 5 25 V) H1, H3, R/W, RESET, CLK, RS1-RS5, C~S" 


lin 


- 


10 


MA 


Three-State (Off State) Input Current (V in = 4 to 2 4) DTACK, PC0-PC7, D0-D7 

H2, H4, PA0-PA7, PB0-PB7 


'TSI 


-0 1 


20 
-1 


M A 

mA 


Output High Voltage 


V H 


Vss+24 


- 


V 


(l Load = -400/xA, V C C=min) DTACK, D0-D7 
(l Load = -150/iA, Vcc = mini H2, H4, PB0-PB7, PA0-PA7 
< ! Load = -100mA, V C C=min) PC0-PC7 


Output Low Voltage 

(li naH = 8 8rnA, Vrr = mm) PC3/TOUT, PC5/PIRQ 
(l Load = 5 3mA, V C C = mm) D0-D7, DTACK 
(l Load = 2 4mA, Vcc=mm) PA0-PA7, PB0-PB7, H2, H4, PC0-PC2, PC4, PC6, PC7 


vol 


- 


05 


V 


Internal Power Dissipation (Measured at T/\ = 0°C) 


Pint 


- 


500 


mW 


Input Capacitance (V in = 0, Ta = 25°C, f= 1 MHz) 


c, n 


- 


15 


pF 




CLOCK TIMING (See Figure 2) 



Characteristic 


Symbol 


8 MHz 
MC68230L8 


10 MHz 
MC68230L10 


Unit 


Mm 


Max 


Mm 


Max 


Frequency of Operation 


f 


20 


80 


20 


10 


MHz 


Cycle Time 


*cvc 


125 


500 


100 


500 


ns 


Clock Pulse Width 


tCL 

*CH 


55 
55 


250 
250 


45 
45 


250 
250 


ns 


Clock Rise and Fall Times 


tCr 
tCf 


- 


10 
10 


- 


10 
10 


ns 



FIGURE 2 - INPUT CLOCK WAVEFORM 

- tcyc - 
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AC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, V S s = Vdc, T A 


= 0°C to70°C) 








Number 


Characteristic 


8 MHz 
MC68230L8 


10 MHz 
MC68230L10 


Unit 


Min 


Max 


Min 


Max 


1 


R/W, RS1-RS5 Valid to CS Low (Setup Time) 





- 





- 


ns 


2(11) 


CS Low to R/W and RS1-RS5 Invalid (Hold Time) 


100 


- 


65 


- 


ns 


3(1) 


CS Low to CLK Low (Setup Time) 


30 


- 


20 


- 


ns 


4(2) 


CS Low to Data Out Valid (Delay) 


- 


75 


- 


60 


ns 


5 


RS1-RS5 Valid to Data Out Valid (Delay) 


- 


140 


- 


100 


ns 


6 


CLK Low to DTACK Low (Read/Write Cycle) (Delay) 





70 





60 


ns 


7(3) 


DTACK Low to CS High (Hold Time) 





- 





- 


ns 


8 


CS High to Data Out Invalid (Hold Time) 





- 





- 


ns 


9 


CS High to D0-D7 High-Impedance (Delay) 


- 


50 


- 


45 


ns 


10 


CS or PIACK or TIACK High to DTACK High (Delay) 


- 


50 


- 


30 


ns 


11 


CS or PIACK or TIACK High to DTACK High Impedance (Delay) 


- 


100 


- 


55 


ns 


12 


Data In Valid to CS Low (Setup Time) 





- 





- 


ns 


13 


CS Low to Data In Invalid (Hold Time) 


100 


- 


65 


- 


ns 


14 


Input Data Valid to HKH3) Asserted (Setup Time) 


100 


- 


60 


- 


ns 


15 


HKH3) Asserted to Input Data Invalid (Hold Time) 


20 


- 


20 


- 


ns 


16 


Handshake Input (H1-H4) Pulse Width Asserted 


40 


- 


40 


- 


ns 


17 


Handshake Input (H1-H4) Pulse Width Negated 


40 


- 


40 


- 


ns 


18 


HKH3) Asserted to H2(H4) Negated (Delay) 


- 


150 


- 


120 


ns 


19 


CLK Low to H2(H4) Asserted (Delay) 


- 


100 


- 


100 


ns 


20(4; 


H2(H4) Asserted to HKH3) Asserted 





- 





- 


ns 


21(5) 


CLK Low to H2(H4) Pulse Negated (Delay) 


- 


125 


- 


125 


ns 


22(10) 


HKH3) Asserted to DMAREQ Low (See Figures 13 and 14) 


- 


25 


- 


25 


CLK Per (12) 


23 


DMAREQ Pulse Width Low 


3 


- 


3 


- 


CLK Per (12) 


24 


CLK Low to Output Data Valid (Delay) (Modes 0, 1) 


- 


150 


- 


120 


ns 


25 


HKH3) Asserted to Output Data Invalid (Modes 0, 1) 


1 5 


- 


1 5 


- 


CLK Per (12) 


26 


H1 Negated to Output Data Valid (Modes 2, 3) 


- 


70 


- 


50 


ns 


27 


H1 Asserted to Output Data High-Impedance (Modes 2, 3) 





70 





70 


ns 


28 


Read Data Valid to DTACK Low (Setup Time) 





- 





- 


ns 


29 


CLK low to Data Output Valid (Interrupt Acknowledge Cycle) 


- 


120 


- 


100 


ns 


30(7) 


HKH3) Asserted to CLK High (Setup Time) 


50 


- 


40 


- 


ns 


31 


PIACK or TIACK Low to CLK Low (Setup Time) 


50 


- 


40 


- 


ns 


32 




- 


3 


- 


3 


CLK Per (12) 


CS Low to DMAREQ Low (Delay) (See Figures 13 and 14) 


33(10) 


H2(H4) Negated to H2(H4) Asserted (Interlocked) 


35 


- 


35 


- 


CLK Per (12) 


34 


CLK Low to DTACK Low (Interrupt Acknowledge Cycle) (Delay) 


- 


75 


- 


60 


ns 


35 


CLK Low to DMAREQ Low (Delay) 





120 





100 


ns 


36 


CLK Low to DMAREQ High (Delay) 





120 





100 


ns 


- 


CLK Low to PIRQ Low or High-Impedance 


- 


200 


- 


150 


ns 


-(8) 


TIN Frequency (External Clock) — Prescaler Used 





1 





1 


Fclk (Hz) (6) 


-(9) 


TIN Frequency (External Clock) — Prescaler Not Used 





1/32 





1/32 


Fclk (Hz) (6) 


- 


TIN Pulse Width High or Low (External Clock) 


55 


- 


45 


- 


ns 


- 


TIN Pulse Width Low (Run/Halt Control) 


1 


- 


1 


- 


CLK 


- 


CLK Low to TOUT High, Low, or High-Impedance 





200 





150 


ns 


- 


CS, HACK, or TiACK High to CS, PLACK, or TlACK Low 


50 


- 


30 


- 


ns 



NOTES __ 

1 This specification only applies if the Pl/T had completed all operations initiated by the previous bus cycle when CS was asserted Follow- 
ing a normal read_or write bus cycle, all operations are complete within three CLKs after the falling edge of the CL K pin on which DTACK 
was asserted If CS is asserted prior to completion of these operations, the new bus cycle, and hence, DTACK is postponed 



If all operations of the previous bus cycle were complete when CS was asserted, this specification is made only to insure that DTACK is as- 
serted with respect to the fallin g edge of the CLK pin as shown in the timing diagram, not to guarantee operation of the part If the CS 
setup time is violated, DTACK may be asserted as shown, or may be asserted one clock cycle later 

2 Assuming the RS1-RS5 to Data Valid time has also expired 
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3 This specification imposes a lower bound on CS low time, guaranteeing that CS will be low for at least 1 CLK period 

4 This specification assures recognition of the asserted edge of HKH3) < 

5 This specification applies only when a pulsed handshake option is chosen and the pulse is not shortened due to an early asserted edge of 
HKH3) 

6 CLK refers to the actual frequency of the CLK pin, not the maximum allowable CLK frequency 

7 If timing number 30 is violated, HKH3) will be recognized no iater than the next rising edge of the clock 

8 This limit applies to the frequency of the signal at TIN compared to the frequency of the CLK signal during each clock cycle If any period of 
the waveform at TIN is smaller than the period of the CLK signal at that instant, then it is likely that the timer circuit will completely ignore 
one cycle of the TIN signal Since the frequency measured by a frequency counter is the average frequency of a signal over a specific length 
of time, the actual frequency at any one time will vary above and below the average These variations occur in both the TIN and CLK 
signals 

If these two signals are derived from different sources they will have different instantaneous frequency variations In this case the frequency 
applied to the TIN pin must be distinctly less than the frequency at the CLK pin to avoid lost cycles of the TIN signal Measurements have 
shown that with signals derived from different crystal oscillators applied to the TIN and CLK pins with fast rise and fall times The TIN fre- 
quency can approach 80 to 90% of the frequency of the CLK signal without a loss of a cycle of the TIN signal 

If these two signals are derived from the same frequency source then the frequency of the signal applied to TIN can be 100% of the fre- 
quency at the CLK pin They may be generated by different buffers from the same signal or one may be an inverted version of the other 
The TIN signal may be generated by an 'AND' function of the clock and a control signal 

9 This limit applies in every case There are no exceptions to this specification 

10 If a bus access and peripheral access occur at the same time, add one clock to specifications 22 and 33 

11 See BUS INTERFACE CONNECTION section for exception 

12 This Limit specifies the nominal output timing in Pl/T clock cycles To obtain the output timing in nanoseconds, add or subtract the appro- 
priate setup time and/or propagation time from the signals to the respective clock edges 

FIGURE 3 BUS READ CYCLE TIMING 



/~X_/~\_^~W 




DMAREQ 



NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 4 - BUS WRITE CYCLE TIMING 



CLK 



XSN, 



RS1-RS5 
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cs 



DTACK 



DMAREQ 
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X 



c 




-©- 



<39 *> 
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-o- 



> 



X 



J' 
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-©- 
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S 



FIGURE 5 - INTERRUPT ACKNOWLEDGE 
FUNCTIONAL TIMING DIAGRAM 




DTACK 



Note Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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FIGURE 6 - PERIPHERAL INTERFACE INPUT TIMING 





FIGURE 7 - PERIPHERAL INTERFACE OUTPUT TIMING 



hH§>*- 



i \ r 



PA(PB)0-7 
(MDO, 1) 



PA(PB)0-7 
(MD2.3) 



HKH3) 



j \ r 



— % 




-*@K 



-©- 



-(20> 



*-@— 






:c: 



©■ 



DMAREQ 



\_ttl_ r 



3- 



^ 



-(§H 



<§)- 



NOTE Timing measurements are referenced to and from a low voltage of 8 volts and a high voltage of 2 volts, unless otherwise noted 
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GENERAL DESCRIPTION 

The Pl/T consists of two logically independent sections 
the ports and the timer. The port section consists of Port A 
(PAO-7), Port B (PBO-7), four handshake pins (H1, H2, H3, 
and H4), two general I/O pins, and six dual-function pins 
The dual-function pins can individually operate as a third 
port (Port C) or an alternate function related to either Ports A 
and B, or the timer The four programmable handshake pins, 
depending on the mode, can control data transfer to and 
from the ports, or can be used as interrupt generating inputs, 
or I/O pins 



The timer consists of a 24-bit counter, optionally clocked 
by a 5-bit prescaler Three pins provide complete timer I/O 
PC2/TIN, PC3/TOUT, and PC7/TIACK Of course, only the 
ones needed for the given configuration perform the timer 
function, while the others remain Port C I/O 

The system bus interface provides for asynchronous 
transfer of data from the Pl/T to a bus ma ster ove r the data 
bus (D0-D7) Data transfer acknowledge (DTACK), register 
selects (RS1-RS5), chip select, t he rea d/write line (R/W), 
and Port Interr up Ack nowledge (PIACK) or Timer Interrupt 
Acknowledge (TIACK) control data transfer between the 
Pl/T and the MC68000 



38 

vss 



39 40 
RESET CLK 



FIGURE 8 - MC68230 BLOCK DIAGRAM 

42 43 44 



CS DTACK R/W DO 



45 


46 


47 


48 


1 


2 


3 


D1 


D2 


D3 


D4 


D5 


D6 


D7 
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Data Bus Interface and 
Interrupt Vector Registers 



Port 

Interrupt/ 

DMA 

Control 

Logic 



c 



Internal 
Data Bus 



Timer 



A 



Iz 



Handshake 
Controllers 

and 
Mode Logic 



S> 



Port 
A 



-PA0 4 

-PA1 5 

-PA2 6 

-PA3 7 

-PA4 8 

-PA5 9 

- PA6 10 

- PA7 11 

-Vcc 12 



Handshake 

Interface 

Logic 



H1 13 

-»-H2 14 

H3 15 

-»-H4 16 



1? 



V 



Port 
B 



PBO 


17 


PB1 


18 


PB2 


19 


PB3 


20 


PB4 


21 


PB5 


22 


PB6 


23 


PB7 


24 



Port C and Pin Function Multiplexer 



I I I ; Mil 

PC7/ PC6/ PC5/ PC4/ PC3/TOUT PC2/TIN PC1 PCO 

TIACK PIACK PTrQ DMAREQ 33 32 31 30 

37 36 35 34 



♦ ♦ ♦ ♦ ♦ 

RS1 RS2 RS3 RS4 RS5 
29 28 27 26 25 
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Pl/T PIN DESCRIPTION 

Throughout the data sheet, signals are presented using 
the terms active and inactive or asserted and negated in- 
dependent of whether the signal is active in the high-voltage 
state or low-voltage state (The active state of each logic pin 
is given below ) Active low signals are denoted by a 
superscript bar R/W indicates a write is active low and a 
read active high 

FIGURE 9 - LOGICAL PIN ASSIGNMENT 



D0-D7-**- 




-•♦►PAO-7 


S1-RS5 -»• 




-«-*~PB0-7 


R/W -*• 




-•— H1 


CS -»- 


MC68230 


-* — H3 


DTACK-*— 


l^*' H4 


RESET -*- 


Pl/T 


-•*~PC7/TIACK* 
«-PC6/PIACK # 
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* Individually Programmable Dual-Function Pin 

D0-D7 - Bidirectional Data Bus The data bus pins D0-D7 
form an 8-bit bidirectional data bus to/from the MC68000 or 
other bus master These pins are active high 



RS1-RS5 - Register Selects RS1-RS5 are active high 
high-impedance inputs that determine which of the 25 possi- 
ble registers is being addressed They are provided by the 
MC68000 or other bus master 

R/W - Read/Write Input - R/W is the high-impedance 
Read/Write signal from the MC68000 or bus master, in- 
dicating whether the current bus cycle is a read (high) or 
write (low) cycle 

CS - Chip Select Input CS is a high-impedance input 
that selects the Pl/T registers for the current bus cycle Ad- 
dress strobe and the data strobe (upper or lower) of the bus 
master, along with the appropriate address bits, must be in- 
cluded in the chip select equation A low level corresponds 
to an asserted chip select 



DTACK - Data Transfer Acknowledge Output DTACK is 
an active low output that signals the completion of the bus 
cycle During read or interrupt acknowledge cycles, DTACK 
is asserted by the MC68230 after data has been provided on 
the data bus, during write cycles it is asserted after data has 
been accepted at the data bus Data transfer acknowledge is 
compatible with the MC68000 and with other Motorola bus 
masters such as the MC68450 DMA co ntroller A holding 
resistor is required to maintain DTACK high between bus 
cycles 



RESET - Reset Input RESET is a high-impedance input 
used to initialize all Pl/T functions All control and data 
direction registers are cleared a nd mos t internal operations 
are disabled by the assertion of RESET (low) 

CLK — Clock Input The clock pin is a high-impedance TTL- 
compatible signal with the same specifications as the 
MC68000 The Pl/T contains dynamic logic throughout, and 
hence this clock must not be gated off at any time It is not 
necessary that this clock maintain any particular phase rela- 
tionship with the MC68000 clock It may be connected to an 
independent frequency source (faster or slower) as long as 
all bus specifications are met 

PA0-PA7 and PB0-PB7 - Port A and Port B Ports A and 
B are 8-bit ports that may be concatenated to form a 16-bit 
port in certain modes The ports may be controlled in con- 
junction with the handshake pins H1-H4 For stabilization 
during system power-up, Ports A and B have internal pullup 
resistors to Vcc All port pins are active high 

H1-H4 — Handshake pins (I/O depending on the Mode 
and Submode) Handshake pins H1-H4 are multi-purpose 
pins that (depending on the operational mode) may provide 
an interlocked handshake, a pulsed handshake, an interrupt 
input (independent of data transfers), or simple I/O pins For 
stabilization during system power-up, H2 and H4 have inter- 
nal pullup resistors to Vcc Their sense (active high or low) 
may be programmed in the Port General Control Register 
bits 3-0 Independent of the mode, the instantaneous level of 
the handshake pins can be read from the Port Status 
Register 

Port C - (PC0-PC7/ Alternate function) This port can be 
used as eight general purpose I/O pins (PC0-PC7) or any 
combination of six special function pins and two general pur- 
pose I/O pins (PC0-PC1) (Each dual function pin can be 
standard I/O or a special function independent of the other 
port C pins ) The dual function pins are defined in the follow- 
ing paragraphs When used as a port C pin, these pins are 
active high They may be individually programmed as inputs 
or outputs by the Port C Data Direction Register 

The alternate functions (TIN, TOUT, andTIACK) are timer 
I/O pins TIN may be used as a rising-edge triggered external 
clock input or an external run/ halt control pin (the timer is in 
the run state if run/halt is high and in the halt state if 
run/ halt is low) TOUT may provide an active low timer inter- 
rupt request outp ut or a general-purpose square-wave out- 
put, initially high TIACK is an active low high-impedance in- 
put used for timer interrupt acknowledge 

Port A and B function s hav e an independent pair of active 
l ow int errupt request (PIRQ) and interrupt acknowledge 
(PIACK ) pins 

The DMAREQ (Direct Memory Access Request) pin pro- 
vides an active low Direct Memory Access Controller 
(DM AC) request pulse of 3 clock cycles, completely com- 
patible with the MC68450 DMAC 

REGISTER MODEL 

A register model that includes the corresponding Register 
Selects is shown in Table 1 
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* 


* 


TOUT/TIACK 
Control 


Z D 

Ctrl 


# 


Clock 
Control 


Timer 
Enable 


Bit 
7 


Bit 
6 


Bit 


Bit 
4 


Bit 
3 


Bit 
2 


Bit 
1 


Bit 



* 


* 


* 


* 


* 


* 


*■ 


* 


Bit 
23 


Bit 
22 


Bit 
21 


Bit 
20 
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Bit 
17 


Bit 
16 


Bit 
15 
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Bit 
13 


Bit 
12 


Bit 
11 


Bit 
10 


Bit 
9 


Bit 
8 


Bit 
7 


Bit 
6 


Bit 
5 


Bit 
4 


Bit 
3 


Bit 
2 


Bit 
1 


Bit 



* 


* 


* 


* 


* 


* 


* 


* 


Bit 
23 


Bit 
22 


Bit 
21 


Bit 
20 


Bit 
19 


Bit 
18 


Bit 
17 


Bit 
16 


Bit 
15 


Bit 
14 


Bit 
13 


Bit 
12 


Bit 
11 


Bit 
10 


Bit 
9 


Bit 
8 


Bit 
7 


Bit 
6 


Bit 
5 


Bit 
4 


Bit 
3 


Bit 
2 


Bit 
1 


Bit 



* 


* 


* 


* 


* 


* 


* 


ZDS 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 


* 



Port General 
Control Register 
Port Service 
Request Register 
Port A Data 
Direction Register 
Port B Data 
Direction Register 

Port C Data 
Direction Register 

Port Interrupt 
Vector Register 

Port A Control 
Register 



Port B Control 
Register 



Port A Data 

Register 

Port B Data 

Register 

Port A Alternate 

Register 

Port B Alternate 

Register 

Port C Data 

Register 

Port Status 

Register 

(null) 

(null) 

Timer Control 
Register 

Timer Interrupt 
Vector Register 

(null) 

Counter Preload 
Register (High) 

(Mid) 

(Low) 

(null) 

Count Register 

(High) 

(Mid) 

(Low) 

Timer Status 

Register 

(null) 

(null) 

(null) 

(null) 

(null) 



*Unused, read as zero 
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PORT CONTROL STRUCTURE 

The primary focus of most applications will be on Ports A 
and B, the handshake pins, the port interrupt pins, and the 
DMA request pin They are controlled in the following way. 
the Port General Control Register contains a 2-bit field that 
specifies a set of four operation modes These govern the 
overall operation of the ports and determine their interrela- 
tionships Some modes require additional information from 
each port's control register to further define its operation In 
each port control register, there is a 2-bit submode field that 
serves this purpose Each port mode/submode combination 
specifies a set of programmable characteristics that fully 
define the behavior of that port and two of the handshake 
pins This structure is summarized in Table 2 and Figure 10 



TABLE 2 - PORT MODE CONTROL SUMMARY 

Mode (Unidirectional 8-Bit Mode) 
Port A 
Submode 00 - Double- Buffered Input 
- H1 - Latches input data 

H2 - Status/ interrupt generating input, general-purpose 
output, or operation with H1 in the interlocked or 
pulsed input handshake protocols 
Submode 01 - Double- Buffered Output 
H1 — Indicates data received by peripheral 
H2 - Status/interrupt generating input, general-purpose 
output, or operation with H1 in the interlocked or 
pulsed output handshake protocols 
Submode 1X - Bit I/O 
H1 — Status/ interrupt generating input 
H2 - Status/ interrupt generating input or general-purpose 
output 
Port B, H3 and H4 - Identical to Port A, H1 and H2 



FIGURE 10 - PORT MODE LAYOUT 
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Mode 1 (Unidirectional 16-Bit Mode) 
Port A - Double-Buffered Data (Most significant) 
Submode XX (not used) 
H1 — Status/ interrupt generating input 
H2 - Status/ interrupt generating input or general-purpose 
output 
Port B - Double-Buffered Data (Least significant) 
Submode X0 - Unidirectional 16-Bit Input 
H3 - Latches input data 

H4 - Status/ interrupt generating input, general-purpose 
output, or operation with H3 in the interlocked or 
pulsed input handshake protocols 
Submode X1 - Unidirectional 16-Bit Output 
H3 - Indicates data received by peripheral 
H4 - Status/ interrupt generating input, general-purpose 
output, or operation with H3 in the interlocked or 
pulsed output handshake protocols 

Mode 2 (Bidirectional 8-Bit Mode) 
Port A - Bit I/O (with no handshaking pins) 

Submode XX (not used) 
Port B - Bidirectional 8-Bit Data (Double-Buffered) 
Submode XX (not used) 
H1 — Indicates output data received by peripheral 
H2 — Operation with H1 in the interlocked or pulsed output 

handshake protocols 
H3 — Latches input data 

H4 - Operation with H3 in the interlocked or pulsed input 
handshake protocols 

Mode 3 (Bidirectional 16-Bit Mode) 
Port A - Double-Buffered Data (Most significant) 

Submode XX (not used) 
Port B - Double-Buffered Data (Least significant) 

Submode XX (not used) 
H1 - Indicates output data received by peripheral 
H2 - Operation with H1 in the interlocked or pulsed output 

handshake protocols 
H3 - Latches input data 

H4 - Operation with H3 in the interlocked or pulsed input 
handshake protocols 
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PORT GENERAL INFORMATION AND CONVENTIONS 

The following paragraphs introduce concepts that are 
generally applicable to the Pl/T ports independent of the 
chosen mode and submode For this reason, no particular 
port or handshake pins are mentioned, the notation H1 (H3) 
indicates that, depending on the chosen mode and sub- 
mode, the statement given may be true for either the H1 or 
H3 handshake pin 

Unidirectional vs Bidirectional — Figure 10 shows the con- 
figuration of Ports A and B and each of the handshake pins 
in each port mode and submode in Modes and 1, a data 
direction register is associated with each of the ports These 
registers contain one bit for each port pin to determine 
whether that pin is an input or an output Modes and 1 are, 
thus, called unidirectional modes because each pin assumes 
a constant direction, changeable only by a reset condition or 
a programming change These modes allow double-buffered 
data transfers in one direction This direction, determined by 
the mode and submode definition, is known as the primary 
direction Data transfers in the primary direction are con 
trolled by the handshake pins Data transfers not in the 
primary direction are generally unrelated, and single or un- 
buffered data paths exist 

In Modes 2 and 3 there is no concept of primary direction 
as in Modes and 1 Except for Port A in Mode 2 (Bit I/O), 
the data direction registers have no effect. These modes are 
bidirectional, in that the direction of each transfer (always 8 
or 16 bits, double-buffered) is determined dynamically by the 
state of the handshake pins. Thus, for example, data may be 
transferred out of the ports, followed very shortly by a 
transfer into the same port pins Transfers to and from the 
ports are independent and may occur in any sequence Since 
the instantaneous direction is always determined by the ex- 
ternal system, a small amount of arbitration logic may be re- 
quired 

Control of Double- Buffered Data Paths — Generally 
speaking, the Pl/T is a double-buffered device. In the 
primary direction, double-buffering allows orderly transfers 
by using the handshake pins in any of several programmable 
protocols. (When Bit I/O is used, double-buffering is not 
available and the handshake pins are used as outputs or 
status/ interrupt inputs.) 

Use of double-buffering is most beneficial in situations 
where a peripheral device and the computer system are 
capable of transferring data at roughly the same speed 
Double-buffering allows the fetch operation of the data 
transmitter to be overlapped with the store operation of the 
data receiver Thus, throughput measured in bytes or words- 
per-second may be greatly enhanced, if there is a large 
mismatch in transfer capability between the computer and 
the peripheral, little or no benefit is obtained In these cases 
there is no penalty in using double-buffering 

Double-Buffered Input Transfers - In all modes, the Pl/T 
supports double-buffered input transfers. Data that meets 
the port setup and hold times is latched on the asserted edge 



of HKH3) HKH3) is edge-sensitive, and may assume any 
duty-cycle as long as both high and low minimum times are 
observed The Pl/T contains a Port Status Register whose 
H1S(H3S) status bit is set anytime any input data is present 
in the double-buffered latches that has not been read by the 
bus master The action of H2(H4) is programmable, it may 
indicate whether there is room for more data in the Pl/T 
latches or it may serve other purposes. The following options 
are available, depending on the mode. 

1 H2(H4) may be an edge-sensitive input that is in- 
dependent of HKH3) and the transfer of port data 
On the asserted edge of H2(H4), the H2S(H4S) 
status bit is set It is cleared by the direct method 
( refer t o Direct Method of Resetting Status), the 
RESET pin being asserted, or when the H12 Enable 
(H34 Enable) bit of the Pet General Control Register 
isO 

2 H2(H4) may be a general purpose output pin that is 
always negated The H2S(H4S) status bit is 
always 0. 

3 H2(H4) mav be a general purpose output pin that is 
always asserted The H2S(H4S) status bit is always 


4 H2(H4) may be an output pin in the interlocked input 
handshake protocol It is asserted when the port in- 
put latches are ready to accept new data It is 
negated asynchronously following the asserted edge 
of the HKH3) input As soon as the input latches 
become ready, H2(H4) is again asserted When the 
input double-buffered latches are full, H2(H4) re- 
mains negated until data is removed Thus, anytime 
the H2(H4) output is asserted, new input data may 
be entered by asserting HKH3). At other times tran- 
sitions on HKH3) are ignored. The H2S(H4S) status 
bit is always When H12 Enable (H34 Enable) is 0, 
H2(H4) is held negated 

5 H2(H4) may be an output pin in the pulsed input 
handshake protocol It is asserted exactly as in the 
interlocked input protocol, but never remains 
asserted longer than 4 clock cycles Typically, a four 
clock cycle pulse is generated But in the case that a 
subsequent HKH3) asserted edge occurs before ter- 
mination of the pulse, H2(H4) is negated asyn- 
chronously. Thus, anytime after the leading edge of 
the H2(H4) pulse, new data may be entered in the 
Pl/T double-buffered input latches The H2S(H4S) 
status bit is always When H12 Enable (H34 Enable) 
is 0, H2(H4) is held negated 

A sample timing diagram is shown in Figure 11 The 
H2(H4) interlock ed and p ulsed input handshake protocols 
are shown The DMAREQ pin is also shown assuming it is 
enabled All handshake pin sense bits are assumed to be 
(refer to Port General Control Register), thus, the pins are in 
the low state when asserted Due to the great similarity be- 
tween modes, this timing diagram is applicable to all double- 
buffered input transfers 
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FIGURE 11 - DOUBLE-BUFFERED INPUT TRANSFERS 
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Double-Buffered Output Transfers - The Pl/T supports 
double-buffered output transfers in all modes Data, written 
by the bus master to the Pl/T, is stored in the port's output 
latch The peripheral accepts the data by asserting HKH3), 
which causes the next data to be moved to the port's output 
latch as soon as it is available The function of H2(H4) is pro- 
grammable, it may indicate whether new data has been mov- 
ed to the output latch or it may serve other purposes The 
H1S(H3S) status bit may be programmed for two interpreta- 
tions Normally the status bit is a 1 when there is at least one 
latch in the double-buffered data path that can accept new 
data After writing one byte/word of data to the ports, an in- 
terrupt service routine could check this bit to determine if it 
could store another byte/word, thus, filling both latches 
When the bus master is finished, it is often useful to be able 
to check whether all of the data has been transferred to the 
peripheral The H1S(H3S) Status Control bit of the Port A 
and B Control Registers provide this flexibility The program- 
mable options of the H2(H4) pin are given below, depending 
on the mode 

1 H2(H4) may be an edge-sensitive input pin indepen- 
dent of HKH3) and the transfer of port data On the 
asserted edge of H2(H4), the H2S(H4S) status bit is 
set It is reset by the direct metho d (refe r to Direct 
Method of Resetting Status), the RESET pin being 
asserted, or when the H12 Enable (H34 Enable) bit of 
the Port General Control Register is 

2 H2(H4) may be a general-purpose output pin that is 
always negated The H2S(H4S) status bit is 
always 

3 H2(H4) may be a general-purpose output pin that is 
always asserted The H2S(H4S) status bit is always 




\ 
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4 H2(H4) may be an output pin in the interlocked out- 
put handshake protocol H2(H4) is asserted two 
clock cycles after data is transferred to the double- 
buffered output latches The data remains stable and 
H2(H4) remains asserted until the next asserted edge 
of the HKH3) input At that time, H2(H4) is asyn- 
chronously negated As soon as the next data is 
available, it is transferred to the output latches 
When H2(H4) is negated, asserted transitions on 
HKH3) have no effect on the data paths As is ex- 
plained later, however, in Modes 2 and 3 they do 
control the three-state output buffers of the bidirec- 
tional port(s) The H2S(H4S) status bit is always 
When H12 Enable (H34 Enable) is 0, H2(H4) is held 
negated 

5 H2(H4) may be an output pin in the pulsed output 
• handshake protocol It is asserted exactly as in the 

interlocked output protocol above, but never re- 
mains asserted longer than four clock cycles 
Typically, a four clock pulse is generated But in the 
case that a subsequent HKH3) asserted edge occurs 
before termination of the pulse, H2(H4) is negated 
asynchronously shortening the pulse The H2S(H4S) 
status bit is always When H12 Enable (H34 Enable) 
isO H2(H4) is held negated 

A sample timing diagram is shown in Figure 12 The 
H2(H4) interlock ed and pu lsed output handshake protocols 
are shown The DMAREQ pin is also shown assuming it is 
enabled All handshake pin sense bits are assumed to be 0, 
thus, the pins are in the low state when asserted Due to the 
great similarity between modes, this timing diagram is ap- 
plicable to all double-buffered output transfer 



FIGURE 12 - DOUBLE-BUFFERED OUTPUT TRANSFERS 
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Requesting Bus Master Service - The Pl/T has several 
means of indicating a need for service by a bus master First, 
the processor may poll the Port Status Register It contains a 
status bit for each handshake pin, plus a level bit that always 
reflects the instantaneous state of that handshake pin A 
status bit is 1 when the Pl/T needs servicing, i e , generally 
when the bus master needs to read or write data to the ports, 
or when a handshake pin used as a simple status input has 
been asserted The interpretation of these bits is dependent 
on the chosen mode and submode 

Second, the Pl/T may be placed in the processor's inter- 
rupt structure As mentioned previously, the Pl/T contains 
Port A and B Control Registers that configure the handshake 
pins Other bits in these registers enable an interrupt 
associated with each hand shake pin This interrupt is made 
available through the PC5/PIRQ pin, if the PIRQ functi on is 
selected Three additional conditions are required for PIRQ 
to be asserted (1) the handshake pin status bit set, (2) the 
corresponding interrupt (service request) enable bit is set, (3) 
and DMA requests are not associated with that data transfer 
(H1 and H3 only) The conditions from each of the four 
handshake pins and corresponding status bits are ORed to 
determine PIRQ 

Th e third m ethod of requesting service is via the 
PC4/DMAREQ pin This pin can be associated with double- 
buffered transfers in each mode. If it is used as a DMA con- 
troller request, it can initiate requests to keep the Pl/T's 
input/output double-buffering empty/full as much as possi- 



ble It will not overrun the DMA controller The pin is com- 
patible with the MC68450 Direct Memory Access Controller 
(DMAC) 

Vectored, Prioritized Port Interrupts - Use of MC68000- 
comp atible vecto red interrupts with the Pl/T requires the 
PIRQ and PIACK pins When PIACK is asserted, the Pl/T 
places an 8-bit vector on the data pins D0-D7 Under normal 
conditions, this vector corresponds to highest priority, 
enabled, active port interrupt source with which the 
DMAREQ pin is not currently associated The most- 
significant six bits are provided by the Port Interrupt Vector 
Register (PIVR), with the lower two bits supplied by 
prioritiz ation logic according to conditions present when 
PIACK is asserted It is impoi tant to note that the only affect 
on the Pl/T caused by interrupt acknowledge cycles is that 
the vector is placed on the data bus Specifically, no 
registers, data, status, or other internal states of the Pl/T are 
affected by the cycle 

Several conditions may be present when the PIACK input 
is asserted to the Pl/T These conditions affect the Pl/T's 
response and the termination of the bus cycle If th e Pl/T 
has no interrupt function selecte d, or is n ot asser ting PIRQ, 
the Pl/T will make no response to PIA CK (D TACK will not be 
asserted) If the Pl/T is asserting PIRQ when PIACK is 
received, the Pl/T will output the contents of the Port Inter- 
rupt Vector Register and the prioritization bits If the PIVR 
has not been initialized, $0F will be read from this register 
These conditions are summarized in Table 3 



TABLE 3 - RESPONSE TO PORT INTERRUPT ACKNOWLEDGE 



Conditions 


PIRQ negated OR interrupt 
request function not selected 


PIRQ asserted 


PIVR has not been initialized 
since RESET 


No response from Pl/T 
No DTACK 


Pl/T provides $0F, the 
Uninitialized Vector * 


PIVR has been initialized 
since RESET 


No response from Pl/T 
No DTACK 


Pl/T provides PIVR contents 
with prioritization bits 



"The uninitialized vector is the value returned from an interrupt vector register before it has been initialized 



The vector table entries for the Pl/T appear as a con- 
tiguous block of four vector numbers whose common upper 
six bits are programmed in the PIVR. The following table 
pairs each interrupt source with the 2-bit value provided by 
the prioritization logic, when interrupt acknowledge is 
asserted. 

H1 source - 00 

H2 source - 01 

H3 source - 10 

H4 source — 1 1 

Autovecto red P ort Interrupts — Auto veco red interrupts 
use only the PIRQ pin. The operation of the Pl/T with vec- 
tored and autovectored interrupts is iden tical except that no 
vectors are supplied and the PC6/ PIACK pin can be used as 
a Port C pin. 

Direct Method of Resetting Status — In certain modes 
one or more handshake pins can be used as edge-sensitive 
inputs for sole purpose of setting bits in the Port Status 
Register These bits consist of simple flip-flops They are set 
(to 1) by the occurrence of the asserted edge of the hand- 



shake pin input Resetting a handshake status bit can be 
done by writing an 8-bit mask to the Port Status Register 
This is called the direct method of resetting To reset a status 
bit that is resettable by the direct method, the mask must 
contain a 1 in the bit position of the Port Status Register cor- 
responding to the desired bit Other positions must contain 
0's For status bits that are not resettable by the direct 
method in the chosen mode, the data written to the port 
status register has no effect For status bits that are reset- 
table by the direct method in the chosen mode, a in the 
mask has no effect 

Handshake Pin Sense Control - The Pl/T contains 
exclusive-OR gates to control the sense of each of the hand- 
shake pins, whether used as inputs or outputs Four bits in 
the Port General Control Register may be programmed to 
determine whether the pins are asserted in the low or high 
voltage state As wit h other control registers, these bits are 
reset to when the RESET pin is asserted, defaulting the 
asserted level to be low 

Enabling Ports A and B — Certain functions involved with 
double-buffered data transfers, the handshake pins, and the 
status bits, may be disabled by the external system or by the 
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programmer during initialization The Port General Control 
Register contains two bits, H12 Enable and H34 Enable, 
which control t hese fun ctions These bits are cleared to the o 
state when the RESET pin is asserted, and the functions are 
disabled The functions are the following 

1 Independent of other actions by the bus master or 
peripheral (via the handshake pins), the Pl/T's 
disabled handshake controller is held to the "empty" 
state, i e , no data is present in the double-buffered 
data path 

2 When any handshake pin is used to set a simple status 
flip-flop, unrelated to double-buffered transfers, these 
flip-flops are held reset to (See Table 2 ) 

3 When H2(H4) is used in an interlocked or pulsed hand- 
shake with HKH3), H2(H4) is held negated, regardless 
of the chosen mode, submode, and primary direction 
Thus, for double-buffered input transfers, the pro- 
grammer may signal a peripheral when the Pl/T is 
ready to begin transfers by setting the associated 
handshake enable bit to 1 

The Port A and B Alternate Registers - In addition to the 
Port A and B Data Registers, the Pl/T contains Port A and B 
Alternate Registers These registers are read-only, and 
simply provide the instantaneous level of each port pin They 
have no effect on the operation of the handshake pins, 
double-buffered transfers, status bits, or any other aspect of 
the Pl/T, and they are mode/submode independent 



PORT MODES 

This section contains information that distinguishes the 
various port modes and submodes General characteristics, 
common to all modes, have been defined previously 



MODE - UNIDIRECTIONAL 8-BIT MODE 

In Mode 0, Ports A and B operate independently Each 
may be configured in any of its three possible submodes 
Submode 00 - Double-Buffered Input 
Submode 01 - Double-Buffered Output 
Submode 1X - Bit I/O 
Handshake pins H1 and H2 are associated with Port A and 
configured by programming the Port A Control Register 
(The H12 Enable bit of the Port General Control Register 
enables Port A transfers ) Handshake pins H3 and H4 are 
associated with Port B and configured by programming the 
Port B Control Register (The H34 Enable bit of the Port 
General Control Register enables Port B transfers ) The Port 
A and B Data Direction Registers operate in all three sub- 
modes Along with the submode, they affect the data read 
and written at the associated data register according to Table 
4 They also e nable the output buffer associated with each 
port pin The DMAREQ pin may be associated with either 
(not both) Port A or Port B, but does not function if the Bit 
I/O submode is programmed for the chosen port 




TABLE 4 - MODE PORT DATA PATHS 



Mode 


Read Port A/B 
Data Register 


Write Port A/B 
Data Register 


DDR = 


DDR=1 


DDR = X 


Submode 00 
Submode 01 
Submode 1X 


FIL, D B 
Pin 
Pin 


FOL Note 3 
FOL Note 3 
FOL Note 3 


FOL, S B Note 1 

lOL/FOL, D B Note 2 

FOL, S B Note 1 


Abbreviations 

IOL - Initial Output Latch SB- Single Buffered 

FOL - Final Output Latch D B - Double Buffered 

FIL - Final Input Latch DDR - Data Direction Register 


Note 1 Data is latched in the output data registers (final output latch) and will be 

single buffered at the pin if the DDR is 1 The output buffers will be turned 

off if the DDR is 
Note 2 Data is latched in the double-buffered output data registers The data in the 

final output latch will appear on the port pin if the DDR is a 1 
Note 3 The output drivers that connect the final output latch to the pins are turned 

on 
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Port A or B Submode 00 (8-Bit Double- Buffered Input) 



Mode Submode 00 



n^ 



A (B) 



Latched, Double- 
Buffered Input 

« H1 (H3) 

•—►H2 (H4) 



I 



In Mode 0, double-buffered input transfers of up to 8-bits are 
available by programming Submode 00 in the desired port's 
control register The operation of H2 and H4 may be selected 
by programming the Port A and Port B Control Registers, 
respectively All five double-buffered input handshake op- 
tions, previously mentioned in the Port General Information 
and Conventions section, are available 

For pins used as outputs, the data path consists of a single 
latch driving the output buffer Data written to the port's 
data register does not affect the operation of any handshake 
pin, status bit, or any other aspect of the Pl/T Output pins 
may be used independently of the input transfer. However, 
read bus cycles to the data register do remove data from the 
port Therefore, care should be taken to avoid processor in- 
structions that perform unwanted read cycles 

Refer to PARALLEL PORTS Double-Buffered Input 
Transfers for a sample timing diagram (Figure 11) 



Port A or B Submode 1X (Bit I/O) - 

Mode Submode 1X 



o 



-H1 (H3) 
■ H2 (H4) 



In Mode 0, simple Bit I/O is available by programming Sub- 
mode 1X in the desired port's control register This submode 
is intended for applications in which several independent 
devices must be controlled or monitored Data written to the 
associated data register is single-buffered If the data direc- 
tion register bit for that pin is a 1 (output), the output buffer 
is enabled If it is (input), data written is still latched, but is 
not available at the pin Data read from the data register is 
the instantaneous value of the pin or what was written to the 
data register, depending on the contents of the data direc- 
tion register HKH3) is an edge-sensitive status input pin 
only and it controls no data-related function The H1S(H3S) 
status bit is set following the asserted edge o f the in put 
waveform It is reset by the direct method, the RESET pin 
being asserted, or when the H12 Enable (H34 Enable) bit is 
H2(H4) can be programmed as a simple status input (iden- 
tical to HKH3)), or as an asserted or negated output The in- 
terlocked or pulsed handshake configurations are not 
available 

MODE 1 - UNIDIRECTIONAL 16-BIT MODE 

In Mode 1, Ports A and B are concatenated to form a 
single 16-bit port The Port B Submode field controls the 
configuration of both ports The possible submodes are 



Port A or B Submode 01 (8-Bit Double-Buffered 
Output) - 



Port B Submode X0 - Double-Buffered Input 
Port B Submode X1 - Double-Buffered Output 



Mode Submode 01 





K 


-* \ A (B) 




/ o 




V 

Double-Buffered 




Output 




-* H1 (H3) 




«« »-H2 (H4) 



In Mode 0, double-buffered output transfers of up to 8 bits 
are available by programming submode 01 in the desired 
port's control register The operation of H2 and H4 may be 
selected by programming the Port A and Port B Control 
Registers, respectively All five double-buffered output 
handshake options, previously mentioned in the Port 
General Information and Conventions section, are available 

For pins used as inputs, data written to the associated 
data register is double-buffered and passed to the initial or 
final output latch, as usual, but the output buffer is disabled 

Refer to PARALLEL PORTS Double-Buffered Output 
Transfers for a sample timing diagram (Figure 12) 



Handshake pins H3 and H4, configured by programming the 
Port B Control Register, are associated with the 16-bit 
double-buffered transfer These 16-bit transfers, are enabled 
by the H34 Enable bit of the Port General Control Register 
Handshake pins H1 and H2 may be used as simple status in- 
puts not related to the 16-bit data transfer or H2 may be an 
output Enabling of the H1 and H2 handshake pins is done by 
the H12 Enable bit of the Port General Control Register The 
Port A and B Data Direction Registers operate in each sub- 
mode Along with the submode, they affect the data read 
and written at the data register according to Table 5 They 
also enable the output buffer associated with each port pin 
The DMAREQ pin may be associated only with H3 

Mode 1 can provide convenient, high-speed 16-bit 
transfers. The Port A and B data registers are addressed for 
compatibility with the MC68000 Move Peripheral (MOVEP) 
instruction and with the MC68450 DMAC To take advan- 
tage of this, Port A should contain the most-significant byte 
of data and always be read or written by the bus master first 
The interlocked and pulsed handshake protocols are keyed 
to accesses to the Port B Data Register in Mode 1 If it is ac- 
cessed last, the 16-bit double-buffered transfers proceed 
smoothly 
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TABLE 5 - MODE 1 PORT DATA PATHS 



Mode 


Read Port A/B 
Register 


Write Port A/B 
Register 


DDR = 


DDR=1 


DDR = 


DDR=1 


1 , Port B 
Submode XO 

1 , Port B 
Submode X1 


FIL, D B 
Pin 


FOL 
Note 3 

FOL 
Note 3 


FOL, S B 
Note 2 

lOL/FOL, 
D B , 
Note 1 


FOL, S B 
Note 2 

lOL/FOL, 
D B , 
Note 1 


Note 1 Data written to Port A goes to a temporary latch When the Port B data 

register is later written, Port A data is transferred to lOL/FOL 
Note 2 Data is latched in the output data registers (final output latch) and will be 

single buffered at the pin if the DDR is 1 The output buffers will be turned 

off if the DDR is 
Note 3 The output drivers that connect the final output latch to the pins are turned 

on 


Abbreviations 

IOL - Initial Output Latch SB- Single Buffered 

FOL - Final Output Latch D B - Double Buffered 

FIL - Final Input Latch DDR - Data Direction Register 



Port B Submode XO (16-Bit Double-Buffered Input) 

Mode 1 Port B Submode XO 



-H2 



<^ *" I A and B 

\| ' (16) 

Latched, Double- 
Buffered Input 

« H3 

« ^ H4 



In Mode 1 Port B Submode XO, double-buffered input 
transfers of up to 16 bits may be obtained. The level of all 16 
pins is asynchronously latched with the asserted edge of H3 
The processor may c heck H3S status bit to determine if new 
data is present The DMAREQ pin may be used to signal a 
DMA controller to empty the input buffers Regardless of the 
bus master, Port A data should be read first (Actually, Port 
A data need not be read at all ) Port B data should be read 
last. The ope ration of t he internal handshake controller, the 
H3S bit, and DMAREQ are keyed to the reading of the Port B 
data register (The MC68450 DMAC can be programmed to 
perform the exact transfers needed for compatibility with the 
Pl/T ) H4 may be programmed for all five of the handshake 
options mentioned in the Port General Information and Con- 
ventions section. 

For pins used as outputs, the data path consists of a single 
latch driving the output buffer Data written to the port's 
data register does not affect the operation of any handshake 
pin, status bit, or any other aspect of the Pl/T Thus, output 
pins may be used independently of the input transfer 
However, read bus cycles to the Port B Data Register do 
remove data, so care should be taken to avoid unwanted 
read cycles 



Port B Submode X1 (16-Bit Double-Buffered Output) 

Mode 1 Port B Submode XI 




A and B 
(16) 

Double-Buffered 
Output 

m H3 

c ^-H4 



Refer to PARALLEL PORTS Double-Buffered Input 
Transfers for a sample timing diagram (Figure 11) 
In Mode 1 Port B Submode X1, double-buffered output 
transfers of up to 16 bits may be obtained Data is written by 
the bus master (processor or DMA controller) in two bytes 
The first byte (most-significant) is written to the Port A Data 
Register It is stored in a temporary latch until the next byte 
is written to the Port B Data Register Then all 16 bits are 
transferred to the final output latches of Ports A and B Both 
options for interpretation of the H3S status bit, mentioned in 
Port General Information and Comments section, are 
available a nd apply to the 16-bit port as a whole The 
DMAREQ pin may be used to signal a DMA controller to 
transfer another word to the port output latches (The 
MC68450 DMAC can be programmed to perform the exact 
transfers needed for compatibility with the Pl/T ) H4 may be 
programmed for all five of the handshake options mentioned 
in the Port General Information and Comments section 

For pins used as inputs, data written to either data register 
is double-buffered and passed to the initial or final output 
latch, as usual, but the output buffer is disabled 

Refer to PARALLEL PORTS Double-Buffered Input/Out- 
put Transfer for a sample timing diagram (Figure 12) 
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MODE 2 - 


- BIDIRECTIONAL 8-BIT MODE 




Mode 2 






O ai8 ' 






NT 

Bit I/O 








O b ' 8 ' 

Bidirectional 8- Bit 

"* H1v Output 

► H2' Transfers 

"*■ H3\ Input 

^-H4' Transfers 



fers They are controlled by the level of H1 When H1 is 
negated, the Port B output buffers (all 8) are enabled and the 
pins drive the bidirectional bus Generally, H1 is negated in 
response to an asserted H2, which indicates that new output 
data is present in the double-buffered latches. Following ac- 
ceptance of the data, the peripheral asserts H1 , disabling the 
Port B output buffers Other than controlling the output buf- 
fer, H1 is edge-sensitive as in other modes Input transfers 
proceed identically to the double-buffered input protocol 
described in the Port General Information and Conventions 
Section In Mode 2, only the interlocked and pul sed hand- 
shake pin options are available on H2 and H4 The DMAREQ 
pin may be associated with either input transfers (H3) or out- 
put transfers (H1), but not both Refer to Table 6 for a sum- 
mary of the Port B Data Register responses in Mode 2 




In Mode 2, Port A is used for simple bit I/O with no 
associated handshake pins Port B is used for bidirectional 
8-bit double-buffered transfers H1 and H2, enabled by the 
H12 Enable bit in the Port General Control Register, control 
output transfers, while H3 and H4, enabled by the Port 
General Control Register bit H34 Enable, control input 
transfers The instantaneous direction of the data is deter- 
mined by the H1 handshake pin The Port B Data Direction 
Register is not used The Port A and Port B submode fields 
do not affect Pl/T operation in Mode 2 

Double-Buffered I/O (Port B) - The only aspect of 
bidirectional double-buffered transfers that differs from the 
unidirectional modes lies in controlling the Port B output buf- 



Bit I/O (Port A) - Mode 2, Port A performs simple bit I/O 
with no associated handshake pins This configuration is in- 
tended for applications in which several independent devices 
must be controlled or monitored Data written to the Port A 
data register is single-buffered If the Port A Data Direction 
Register bit for that pin is 1 (output), the output buffer is 
enabled If it is 0, data written is still latched but not available 
at the pin Data read from the data register is either the in- 
stantaneous value of the pin or what was written to the data 
register, depending on the contents of the Port A Data 
Direction Register This is summarized in Table 7 



TABLE 6 - MODE 2 PORT B DATA PATHS 


Mode 


Read Port B 
Data Register 


Write Port B 
Data Register 


2 


FIL, D B 


IOL/FOL, D B 


Abbreviations 

IOL - Initial Output Latch 

FOL - Final Output Latch D B - Double Buffered 

FIL - Final Input Latch 



TABLE 7 - MODE 2 PORT A DATA PATHS 



Mode 


Read Port A 
Data Register 


Write P< 
Data Re 


Dlt A 

sister 


DDR = 


DDR=1 


DDR = 


DDR=1 


2 


Pin 


FOL 


FOL 


FOL, S B 


Abbreviations 
SB- Single Buffered 
FOL - Final Output Latch 
DDR - Data Direction Register 
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MODE 3 - BIDIRECTIONAL 16-BIT DOUBLE- 
BUFFERED I/O 



Mode 3 



o 



A and B 
(16) 

Bidirectional 16-Bit 



■HK Output 

-R2' Transfers 

- H3 \ input 

• H4 / Transfers 



In Mode 3, Ports A and B are used for bidirectional 16-bit 
double-buffered transfers H1 and H2 control output 
transfers, while H3 and H4 control input transfers (H1 and 
H2 are enabled by the H12 Enable bit while H3 and H4 are 
enabled by the H34 Enable bit of the Port General Control 
Register ) The instantaneous direction of the data is deter- 
mined by the H1 handshake pin, and thus, the data direction 
registers are not used The Port A and Port B submode fields 
do not affect Pl/T operation in Mode 3 

The only aspect of bidirectional double-buffered transfers 
that differs from the unidirectional modes lies in controlling 
the Port A and B output buffers They are controlled by the 
level of H1 When H1 is negated, the output buffers (all 16) 
are enabled and the pins drive the bidirectional bus General- 
ly, H1 is negated in response to an asserted H2, which in- 
dicates that new output data is present in the double- 
buffered latches Following acceptance of the data, the 
peripheral asserts H1, disabling the output buffers Other 
than controlling the output buffers, H1 is edge-sensitive as in 



other modes Input transfers proceed identically to the 
double-buffered input protocol described in the Port General 
Information and Conventions section I Port A and B data is 
latched with the asserted edge of H3 In Mode 3, only the in- 
terlocked and p ulsed hand shake pin options are available to 
H2 and H4 The DMAREQ pin may be associated with either 
input transfers (H3) or output transfers (H1), but not both 
H2 indicates when new data is available in the Port B (and 
implicitly Port A) output latches, but unless the buffer is 
enabled by H1, the data is not driving the pins 

Mode 3 can provide convenient high-speed 16-bit 
transfers. The Port A and B Data Registers are addressed for 
compatibility with the MC68000's Move Peripheral (MOVEP) 
instruction and with the MC68450 DMAC To take advan- 
tage of this, Port A should contain the most-significant data 
and always be read or written by the bus master first The 
interlocked and pulsed handshake protocols are keyed to 
accesses to the Port B Data Register in Mode 3 If it ts 
accessed last, the 16-bit double-buffered transfer proceed 
smoothly Refer to Table 8 for a summary of the Port A and 
B data paths in Mode 3 



DMA REQUEST OPERATION 



The Direct Memory Access Request (DMAREQ) pulse can 
be associated with output or input transfers to keep the in- 
itial and final output latches full or initial and final input 
latches empty respectively Figures 13 and 14 show all the 
possible paths in generating DMA requests 



TABLE 8 - MODE 3 PORT A AND B DATA PATHS 



Mode 


Read Port A and B 
Data Register 


Write Port A and B 
Data Register 


3 


FIL, D B 


IOL/FOL, D B , Note 1 


Note 1 Data written to Port A goes to a temporary latch When the Port B data 
register is later written, Port A data is transferred to IOL/FOL 


Abbreviations 

IOL - Initial Output Latch SB- Single Buffered 
FOL - Final Output Latch D B - Double Buffered 
FIL - Final Input Latch 



FIGURE 13 - DMAREQ ASSOCIATED 
WITH OUTPUT TRANSFERS 

Data in Output Latches 



FIGURE 14 - DMAREQ ASSOCIATED 
WITH INPUT TRANSFERS 

Data in Input Latches 



DMA Request 




No DMA Request 



No DMA Request 
Peripheral Accepts Data 



DMA Request 



Peripheral Accepts Data 



Peripheral Provides Data 
DMA Request 



Peripheral Provides Data 
No DMA Request 



No DMA Request 

) 

Bus Read 




DMA Request 

) 

Bus Read 
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TIMER 

The MC68230 timer can provide several facilities needed 
by MC68000 operating systems. It can generate periodic in- 
terrupts, a square wave, or a single interrupt after a pro- 
grammed time period. Also, it can be used for elapsed time 
measurement or as a device watchdog. This section 
describes the programmable options available, capabilities, 
and restrictions that apply to the timer. 

The Pl/T timer contains a 24-bit synchronous down 
counter that is loaded from three 8-bit Counter Preload 
Registers. The 24-bit counter may be clocked by the output 
of a 5-bit (divide-by-32) prescaler or by an external timer in- 
put TIN. If the prescaler is used, it may be clocked by the 
system clock (CLK pin) or by the TIN external input. The 
counter signals the occurrence of an event primarily through 
zero detection. (A zero is when the counter of the 24- bit 
timer is equal to zero.) This sets the zero detect status (ZDS) 
bit in the Timer Status Register. It may be checked by the 
processor or may be used to generate a timer interrupt. The 
ZDS bit is reset by writing a 1 to the Timer Status Register in 
that bit position. 

The general operation of the timer is flexible and easily 
programmable. The timer is fully configured and controlled 
by programming the 8-bit Timer Control Register. It controls: 
(1) the choice between the Port C operation and the timer 
operation of three timer pins, (2) whether the counter is load- 
ed from the Counter Preload Register or rolls over when zero 
detect is reach, (3) the clock input, (4) whether the prescaler 
is used, and (5) whether the timer is enabled. 

RUN/HALT DEFINITION 

The overall operation of the timer is described in terms of 
the run or halt states The control of the current state is 
determined by programming the Timer Control Register 
When in the halt state, all of the following occur. 

1 . The prior contents of the counter is not altered and is 
reliably readable via the Count Registers. 

2. The prescaler is forced to $1 F whether or not it is used. 

3. The ZDS status bit is forced to 0, regardless of the 
possible zero contents of the 24-bit counter. 

The run state is characterized by: 

1. The counter is clocked by the source programmed in 
the Timer Control Register 

2. The counter is not reliably readable. 

3. The prescaler is allowed to decrement if programmed 
for use. 

4. The ZDS status bit is set when the 24-bit counter tran- 
sitions from $000001 to $000000. 

TIMER RULES 

This section provides a set of rules that allow easy applica- 
tion of the timer. 

1. Refer to the Run/ Halt Definition above. 

2. When the RESET pin is asserted, all bits of the Timer 
Control Register go to 0, configuring the dual function 
pins as Port C inputs. 

3. The contents of the Counter Preload Registers and 
counter are not affected by the RESET pin 

4. The Count Registers provide a direct read data path 
from each portion of the 24-bit counter, but data writ- 
ten to their addresses is ignored. (This results in a nor- 
mal bus cycle.) These registers are readable at any 
time, but their contents are never latched. Unreliable 
data may be read when the timer is in the run state. 



5. The Counter Preload Registers are readable and 
writable at any time and this occurs independently of 
any timer operation. No protection mechanisms are 
provided against ill-timed writes. 

6 The input frequency to the 24-bit counter from the TIN 
pin or prescaler output, must be between and the in- 
put frequency at CLK pin divided by 32 regardless of 
the configuration chosen. 

7. For configurations in which the prescaler is used (with 
the CLK pin or TIN pin as an input), the contents of 
the Counter Preload Register (CPR) is transferred to 
the counter the first time that the prescaler passes 
from $00 to $1 F (rolls over) after entering the run state 
Thereafter, the counter decrements or is loaded from 
the Counter Preload Register when the prescaler rolls 
over. 

8. For configurations in which the prescaler is not used, 
the contents of the Counter Preload Registers are 
transferred to the counter on the first asserted edge of 
the TIN input after entering the run state On subse- 
quent asserted edges the counter decrements or is 
loaded from the Counter Preload Registers. 

9. The lowest value allowed in the Counter Preload 
Register for use with the counter is $000001. 

TIMER INTERRUPT ACKNOWLEDGE CYCLES 

Several conditions may be present when the timer inter- 
rupt acknowledge pin (TIACK) is asserted. These conditions 
affect the Pl/T's response and the termination of the bus cy- 
cle. (See Table 9.) 

TABLE 9 - RESPONSE TO TIMER INTERRUPT ACKNOWLEDGE 



PC3/TOUT Function 


Response to Asserted TIACK 


PC3 - Port C Pin 


No response 
No DTACK 


TOUT - Square Wave 


No response 
No DTACK 


TOUT - Negated Timer 
Interrupt Request 


No response. 
No DTACK 


TOUT - Asserted Timer 
Interrupt Request 


Timer Interrupt Vector Contents 
DTACK Asserted 



PROGRAMMER'S MODEL 

The internal accessible register organization is represented 
in Table 10. Address space within the address map is re- 
served for future expansion. Throughout the Pl/T data sheet 
the following conventions are maintained: 

1 . A read from a reserved location in the map results in a 
read from the "null register." The null register returns 
all zeros for oata and results in a normal bus cycle. A 
write to one of these locations results in a normal bus 
cycle but no write occurs. 

2. Unused bits of a defined register are denoted by "*" 
and are read as zeroes. 

3. Bits that are unused in the chosen mode/submode but 
are used in others, are denoted by "X", and are 
readable and writeable. Their content, however, is ig- 
nored in the chosen mode/submode. 

4. All registers are addressable as 8-bit quantities. To 
facilitate operation with the MOVEP instruction and 
the DMAC, addresses are ordered such that certain 
sets of registers may also be accessed as words (2 
bytes) or long words (4 bytes). 
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TABLE 10 - Pl/T REGISTER ADDRESSING ASSIGNMENTS 



Register 


R 
Se 


egister 
ect Bits 


Accessible 


Affected 

by 

Reset 


Affected 

by Read 

Cycle 


5 


4 


3 


2 


1 


Port General Control Register (PGCR) 

















R W 


Yes 


No 


Port Service Request Register (PSRR) 














1 


R W 


Yes 


No 


Port A Data Direction Register (PADDR) 











1 





R W 


Yes 


No 


Port B Data Direction Register (PBDDR) 











1 


1 


R W 


Yes 


No 


Port C Data Direction Register (PCDDR) 








1 








R W 


Yes 


No 


Port Interrupt Vector Register (PIVR) 








1 





1 


R W 


Yes 


No 


Port A Control Register (PACR) 








1 


1 





R W 


Yes 


No 


Port B Control Register (PBCR) 








1 


1 


1 


R W 


Yes 


No 


Port A Data Register (PADR) 
















R W 


No 


* * 


Port B Data Register (PBDR) 













1 


R W 


No 


* * 


Port A Alternate Register (PAAR) 










1 





R 


No 


No 


Port B Alternate Register (PBAR) 










1 


1 


R 


No 


No 


Port C Data Register (PCDR) 







1 








R W 


No 


No 


Port Status Register (PSR) 







1 





1 


R W* 


Yes 


No 


Timer Control Register (TCR) 
















R W 


Yes 


No 


Timer Interrupt Vector Reqister (TIVR) 













1 


R W 


Yes 


No 


Counter Preload Register High (CPRH) 










1 


1 


R W 


No 


No 


Counter Preload Register Middle (CPRM) 







1 








R W 


No 


No 


Counter Preload Register Low (CPRL) 







1 





1 


R W 


No 


No 


Count Register High (CNTRH) 







1 


1 


1 


R 


No 


No 


Count Register Middle (CNTRM) 




1 











R 


No 


No 


Count Register Low (CNTRL) 




1 








1 


R 


No 


No 


Timer Status Register (TSR) 




1 





1 





R W* 


Yes 


No 



* A write to this register may perform a special status resetting operation 
** Mode dependent 



R=Read 
W = Write 



Port General Control Register (PGCR) 



7 


6 


5 


4 


3 


2 


1 





Port Mode 
Control 


H34 
Enable 


H12 
Enable 


H4 
Sense 


H3 
Sense 


H2 
Sense 


H1 
Sense 



The Port General Control Register controls many of the func- 
tions that are common to the overall operation of the ports 
The PGCR is composed of three major fields: bits 7 and 6 
define the operational mode of Ports A and B and affect 
operation of the handshake pins and status bits, bits 5 and 4 
allow a software controlled disabling of particular hardware 
associated with the handshake pins of each port, and bits 3-0 
define the sense of the handshake pins. The PGCR is always 
readable and writeable 
All bits are reset to when the RESET pin is asserted 
The Port Mode Control field should be altered only when 
the H12 Enable and H34 Enable bits are Except when 
Mode is desired, the Port General Control register must be 
written once to establish the mode, and again to enable the 
respective operation(s) 



PGCR 

Z A Port Mode Control 

Mode (Unidirectional 8-Bit Mode) 

1 Mode 1 (Unidirectional 16-Bit Mode) 

1 Mode 2 (Bidirectional 8-Bit Mode) 

1 1 Mode 3 (Bidirectional 16-Bit Mode) 



PGCR 
5 

Disabled 

1 Enabled 

PGCR 
4 

Disabled 

1 Enabled 



H34 Enable 



H12 Enable 



PGCR 


1 



Handshake Pin Sense 

The associated pin is at the high-voltage level when 

negated and at the low-voltage level when asserted. 

The associated pin is at the low-voltage level when 

negated and at the high-voltage level when asserted 
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Port Service Request Register (PSRR) 



7 


6 


5 


4 


3 


2 


1 





# 


SVCRQ 
Select 


Interrupt 
PFS 


Port Interrupt 
Priority Control 



The Port Service Request Register controls other functions 
that are common to the overall operation to the ports It is 
composed of four major fields- bit 7 is unused and is always 
read as 0, bits 6 and 5 define whether interrupt or DMA re- 
quests are generated from activity on the H1 and H3 hand- 
shake pins, bits 4 and 3 determine whether two dual function 
pins operate as Port C or port interrupt request/- 
acknowledge pins, and bits 2, 1, and control the priority 
among all port interrupt sources. Since bits 2, 1 , and affect 
interrupt operation, it is recommended that they be changed 
only when the affected interrupt(s) is (are) disabled or known 
to remain inactive The PSRR is always readable and 
wnteable. 



PSRR Port Interrupt 
2 1 Highest...., 


Priority 


Control 
..Lowest 





H1S H2S 


H3S 


H4S 


1 


H2S H1S 


H3S 


H4S 


1 


H1S H2S 


H4S 


H3S 


1 1 


H2S H1S 


H4S 


H3S 


1 


H3S H4S 


H1S 


H2S 


1 1 


H3S H4S 


H2S 


H1S 


1 1 


H4S H3S 


H1S 


H2S 


1 1 1 


H4S H3S 


H2S 


H1S 



All bits are reset to when the RESET pin is asserted 



Port A Data Direction Register (PADDR) - The Port A 
Data Direction Register determines the direction and buffer- 
ing characteristics of each of the Port A pins One bit in the 
PADDR is assigned to each pin A indicates that the pin is 
used as an input, while a 1 indicates it is used as an output 
The PADDR is always readable and wnteable This register is 
ignored in Mode 3 

All bits are reset to the (input) state when the RESET pin 
is asserted 



PSRR 
6 5 



SVCRQ Select 



X The PC4/DMAREQ pin carries the PC4 function, DMA 
is not used 



The PC4/DMAREQ pin carries the DMAREQ function 
and is associated with double-buffered transfers con- 
trolled by H1. H1 is removed from the Pl/T's interrupt 
structure, and thus, does no t cause in terrupt requests 
to be generated To obtain DMAREQ pulses, Port A 
Control Register bit 1 (H1 SVCRQ Enable) must be a 1 

1 The PC4/DMAREQ pin carries the DMAREQ function 
and is associated with double-buffered transfers con- 
trolled by H3 H3 is removed from the Pl/T's interrupt 
structure, and thus, does no t cause int errupt requests 
to be generated To obtain DMAREQ pulses, Port B 
Control Register bit 1 (H3 SVCRQ Enable) must be 1 



PSRR 
4 3 





Interrupt Pin Function Select 

The PC5/ PIRQ p in carries the PC5 function. 
The PC6/PIACK pin carries the PC6 function. 

1 The PC5/ PIRQ p in carries the PIRQ function 
The PC6/PIACK pin carries the PC6 function. 

1 The PC5/ PIRQ p in carries the P C5 fun ction 

The PC6/PIACK pin carries the PIACK function. 
1 1 The PC5/ PIRQ p in carries the PI RQ fu nction. 

The PC6/ PIACK pin carries the PIACK function 
Bits 2, 1, and determine port interrupt priority. The priority 
is shown in descending order left to right. 







Port B Data Direction Register (PBDDR) - The PBDDR is 
identical to the PADDR for the Port B pins and the Port B 
Data Register, except that this register is ignored in Modes 2 
and 3 

Port C Data Direction Register (PCDDR) - The Port C 
Data Direction Register specifies whether each dual-function 
pin that is chosen for Port C operation is an input (0) or an 
output (1) pin The PCDDR, along with bits that determine 
the respective pin's function, also specify the exact hardware 
to be accessed at the Port C Data Register address (See the 
Port C Data Register description for more details ) The 
PCDDR is an 8-bit register that is readable and wnteable at all 
times. Its operation is independent of the chosen Pl/T mode 

These bits are cleared to when the RESET pin is 
asserted 



Port Interrupt Vector Register (PIVR) 



7 


6 


5 


4 


3 


2 


1 





Interrupt Vector Number 


* 


* 



The Port Interrupt Vector Register contains the upper order 
six bits of the four port interrupt vectors The contents of 
this register may be read two ways, by an ordinary read cy- 
cle, or by a port interrupt acknowledge bus cycle. The exact 
data read depends on how the cycle was initiated and other 
factors. Behavior during a port interrupt acknowledge cycle 
is summarized above in Table 3. 
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From a normal read cycle (CS), there is never a conse- 
quence to reading this register Following negation of the 
RESET pin, but prior to writing to the PIVR, a $0F will be 
read After writing to the register, the upper 6 bits may be 
read and the lower 2 bits are forced to No prioritization 
computation is performed 

Port A Control Register (PACR) - 



7 


6 


5 


4 


3 


2 


1 





Port A 
Submode 


H2 Control 


H2 

Int 

Enable 


H1 
SVCRQ 
Enable 


H1 
Stat. 
Ctrl 



The Port A Control Register, in conjunction with the pro- 
grammed mode and the Port B submode, control the opera- 
tion of Port A and the handshake pins H1 and H2. The Port A 
Control Register contains five fields- bits 7 and 6 specify the 
Port A submode, bits 5, 4, and 3 control the operation of the 
H2 handshake pin and H2S status bit, bit 2 determines 
whether an interrupt will be generated when the H2S status 
bit goes to 1, bit 1 determines whether a service request (in- 
terrupt request or DMA request) will occur; bit controls the 
operation of the H1S status bit. The PACR is always 
readable and wnteable 

All bits are cleared to when the RESET pin is asserted. 

When the Port A submode field is relevant in a mode/ sub- 
mode definition, it must not be altered unless the H12 Enable 
bit in the Port General Control Register is (See Table 2.) 

The operation of H1 and H2 and their related status bits is 
given below, for each of the modes specified by Port General 
Control Register bits 7 and 6 This description is organized 
such that for each mode/submode all programmable options 
of each pin and status bit are given 

Bits 2 and 1 carry the same meaning in each mode/sub- 
mode, and thus are specified only once 

PACR 
2 H2 Interrupt Enable 

The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 



H1 SVCRQ Enable 



PACR 
1 

The H1 interrupt and DMA request are disabled. 

1 The H1 interrupt and DMA request are enabled 



PACR 
5 4 3 



PACR Mode Port A Submode 00 



H2 Control 



X X Input pin - status only. 

1 Output pin - always negated. 
1 1 Output pin - always asserted. 

1 1 Output pin - interlocked input handshake pro- 
tocol. 
1 1 1 Output pin - pulsed input handshake protocol. 



PACR 
_0 

X 



PACR 

5 4 3 
X 


1 



H1 Status Control 

Not Used 

PACR Mode Port a Submode 01 



H2 Control 



1 1 
PACR 

q 





X Input pin - status only. 

Output pin — always negated. 

1 Output pin - always asserted. 

Output pin — interlocked output handshake pro- 
tocol. 

1 Output pin - pulsed output handshake protocol 

H1 Status Control 

The H1S status bit is 1 when either the Port A initial or 
final output latch can accept new data It is when 
both latches are full and cannot accept new data. 
The H1 S status bit is 1 when both of the Port A output 
latches are empty It is when at least one latch is full. 



PACR Mode Port A Submode 1X 
PCR 
5 4 3 H2 Control 

X X Input pin — status only. 

1 X Output pin - always negated. 
1 X 1 Output pin - always asserted. 




PACR 

X Not used 



H1 Status Control 



PACR Mode 1 Port A Submode XX Port B Submode X0 
PACR 
5 4 3 H2 Control 

X X Input pin — status only 

1 X Output pin - always negated 
1 X 1 Output pin - always asserted. 



PACR 


X Not used. 



H1 Status Control 



PACR Mode 1 Port A Submode XX Port B Submode X1 
PACR 
5 4 3 H2 Control 

X X Input pin - status only. 

1 X Output pin — always negated. 
1 X 1 Output pin — always asserted. 



PACR 


X Not used. 



H1 Status Control 
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PACR 
5 4 3 



PACR Mode 2 
H2 Control 



X X Output pin - interlocked output handshake pro- 
tocol 
X X 1 Output pin - pulsed output handshake protocol 



PACR 






H1 Status Control 

The H1 S status bit is 1 when either the Port B initial or 
final output latch can accept new data. It is when 
both latches are full and cannot accept new data 
The H1S status bit is 1 when both of the Port B output 
latches are empty It is when at least one latch is full 



PACR Mode 3 
H2 Control 



PACR 
5 4 3 

X X Output pin - interlocked output handshake pro- 
tocol 
X X 1 Output pin - pulsed output handshake protocol 



PACR 






H1 Status Control 

The H1S status bit is 1 when either the initial or final 

output latch of Port A and B can accept new data It is 

when both latches are full and cannot accept new 

data 

The H1S status bit is 1 when both the initial and final 

output latches of Ports A and B are empty It is when 

either the initial or final latch of Ports A and B is full. 





Port B Control Register (PBCR) - 




7 


6 


5 


4 


3 


2 


1 





Port B 
Submode 


H4 Control 


H4 

Int 

Enable 


H3 
SVCRQ 
Enable 


H3 
Stat 
Ctrl 



The Port B Control Register specifies the operation of Port B 
and the handshake pins H3 and H4 The Port B control 
register contains five fields bits 7 and 6 specify the Port B 
submode, bits 5, 4, and 3 control the operation of the H4 
handshake pin and H4S status bit, bit 2 determines whether 
an interrupt will be generated when the H4S status bit goes 
to 1, bit 1 determines whether a service request (interrupt re- 
quest or DMA request) will occur, bit controls the opera- 
tion of the H3S status bit The PACR is always readable and 
wnteable. There is never a consequence to reading the 
register. 

All bits are cleared to when the RESET pin is asserted. 

When the Port B submode field is relevant in a mode/sub- 
mode definition, it must not be altered unless the H34 Enable 
bit in the Port General Control Register is (See Table 2 ) 

The operation of H3 and H4 and their related status bits is 
given below, for each of the modes specified by Port General 
Control Register bits 7 and 6. This description is organized 
such that for each mode/submode all programmable options 
of each pin and status bit are given. 

Bits 2 and 1 carry the same meaning in each mode/sub- 
mode, and thus are specified only once 



PBCR 
2 H4 Interrupt Enable 

The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 
1 H3 SVCRQ Enable 

The H3 interrupt and DMA request are disabled 

1 The H3 interrupt and DMA request are enabled 



PBCR Mode Port B Submode 00 



PBCR 
5 4 3 



1 1 



X Input pin — 

Output pin 

1 Output pin 

Output pin 
tocol 

1 Output pin 



PBCR 


X Not used 



H4 Control 

status only 

- always negated 

- always asserted. 

- interlocked input handshake pro- 

- pulsed input handshake protocol 



H3 Status Control 



PBCR 
5 4 3 



PBCR Mode Port B Submode 01 



H4 Control 



X X Input pin — status only. 

Output pin - always negated 

1 Output pin — always asserted 

1 Output pin — interlocked output handshake pro- 

tocol 
1 1 Output pin — pulsed output handshake protocol. 



PBCR 






H3 Status Control 

The H3S status bit is 1 when either the Port B initial or 
final output latch can accept new data It is when 
both latches are full and cannot accept new data 
The H3S status bit is 1 when both of the Port B output 
latches are empty. It is when at least one latch is full 



PBCR Mode Port B Submode 1X 
PBCR 
5 4 3 H4 Control 

X X Input Pin - status only. 

1 X Output pin — always negated 

1 X 1 Output pin — always asserted. 



PBCR 


X Not used 



H3 Status Control 



PBCR Mode 1 Port B Submode X0 
5 4 3 H4 Control 

X X Input pin — status only 

1 Output pin — always negated. 
1 1 Output pin — always asserted 

1 1 Output pin — interlocked input handshake pro- 
tocol 
1 1 1 Output pin — pulsed input handshake protocol 
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PBCR 


X Not used 



H3 Status Control 



PBCR 
5 4 3 

X 

1 
1 

1 1 



PBCR Mode 1 Port B Submode X1 



H4 Control 



1 1 

PBCR 






X Input pin — status only 

Output pin — always negated 

1 Output pin — always asserted 

Output pin — interlocked output handshake pro- 
tocol 

1 Output pin — pulsed output handshake protocol 



H3 Status Control 

The H3S status bit is 1 when either the initial or final 

output latch of Port A and B can accept new data It is 

when both latches are full and cannot accept new 

data 

The H3S status bit is 1 when both the initial and final 

output latches of Ports A and B are empty It is when 

neither the initial or final latch of Ports A and B is full 



Port B Data Register (PBDR) - The Port B Data Register 
is an address for moving data to and from the Port B pins 
The Port B Data Direction Register determines whether each 
pin is an input (0)or an output (1), and is used in configuring 
the actual data paths This is mode dependent and is 
described with the modes, above 

This register is readable and wnteable at all times Depend- 
ing on the chosen mode/submode, reading or writing may 
affect the double-buffered handshake mechanism T he Port 
B Data Register is not affected by the assertion of the RESET 
pin 

Port A Alternate Register (PAAR) - The Port A Alternate 
Register is an alternate address for reading the Port A pins It 
is a read-only address and no other Pl/T condition is af- 
fected In all modes and the instantaneous pin level is read 
and no input latching is performed except at the data bus in- 
terface (see Bus Interfac e Conn ection) Writes to this ad- 
dress are answered with DTACK, but the data is ignored 

Port B Alternate Register (PBAR) - The Port B Alternate 
Register is an alternate address for reading the Port B pins It 
is a read-only address and no other Pl/T condition is af- 
fected In all modes the instantaneous pin level is read and 
no input latching is performed except at the data bus inter- 
face (see Bus Inter face Co nnection) Writes to this address 
are answered with DTACK, but the data is ignored 



PBCR 
5 4 3 



PBCR Mode 2 
H4 Control 



X X Output pin — interlocked input handshake pro- 
tocol 
X X 1 Output pin — pulsed input handshake protocol 



PBCR 


X Not used 



PBCR 
5 4 3 



H3 Status Control 

PBCR Mode 3 
H4 Control 



X X Output pin - interlocked input handshake pro- 
tocol 
X X 1 Output pin - pulsed input handshake protocol 



PBCR 


X Not used 



H3 Status Control 



Port A Data Register (PADR) - The Port A Data Register 
is an address for moving data to and from the Port A pins 
The Port A Data Direction Register determines whether each 
pin is an input (0) or an output (1), and is used in configuring 
the actual data paths This is mode dependent and is 
described with the modes above 

This register is readable and wnteable at all times Depend- 
ing on the chosen mode/submode, reading or writing may 
affect the double-buffered handshake mechanism The Port 
A Data Register is not affected by the assertion of the 
RESET pin 



Port C Data Register (PCDR) - The Port C Data Register 
is an address for moving data to and from each of the eight 
Port C/alternate-function pins The exact hardware 
accessed is determined by the type of bus cycle (read or 
write) and individual conditions affecting each pin These 
conditions are (1) whether the pin is used for the Port C or 
alternate function, and (2) whether the Port C Data Direction 
Register indicates the input or output direction The Port C 
Data Register is single buffered for output pins and not buf- 
fered for input pins These conditions are summarized in 
Table 11 

The Port C Data Register is not affected by the assertion 
of the RESET pin 

The operation of the PCDR is independent of the chosen 
Pl/T mode 



TABLE 11 - PCDR HARDWARE ACCESSES 



Read Port C Data Register 


Port C function 
PCDDR=0 


Port C function 
PCDDR=1 


Alternate 
function 
PCDDR=0 


Alternate 
function 
PCDDR=1 


pin 


Port C 
output 
register 


pin 


Port C 
output 
register 


Write Port C Data Register 


Port C Function 
PCDDR=0 


Port C Function 
PCDDR=1 


Alternate 
function 
PCDDR=0 


Alternate 
function 
PCDDR=1 


Port C 

output register, 

buffer disabled 


Port C 

output register, 

buffer enabled 


Port C 
output register 


Port C 
output register 
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Note that two additional useful benefits result from this 
structure First, it is possible to directly read the state of a 
dual-function pin while used for the non-Port C function Se- 
cond, it is possible to generate program controlled transi- 
tions on alternate-function pins by switching back to the 
Port C function, and writing to the PCDR 

This register is readable and writeable at all times 



1 





Port Status Register (PSR 


- 




7 


6 


5 


4 


3 


2 


1 





H4 
Level 


H3 
Level 


H2 
Level 


H1 
Level 


H4S 


H3S 


H2S 


H1S 



The Port Status Register contains information about hand- 
shake pin activity Bits 7-4 show the instantaneous level of 
the respective handshake pin, and is independent of the 
handshake pin sense bits in the Port General Control 
Register Bit 3-0 are the respective, status bits referred to 
throughout this data sheet Their interpretation depends on 
the programmed mode/submode of the Pl/T For Bits 3-0 a 
1 is the active or asserted state 





Timer Control Register (TCR) - 




' 7 


6 


5 


4 


3 


2 


1 





TOUT/TIACK 
Control 


Z D 
Ctrl 


* 


Clock 
Control 


Timer 
Enable 



The Timer Control Register (TCR) determines all operations 
of t he tim er Bits 7-5 configure the PC3/TOUT and 
PC7/TIACK pins for Port C, square wave, vectored inter- 
rupt, or autovectored interrupt operation, bit 4 specifies 
whether the counter receives data from the Counter Preload 
Register or continues counting when zero detect is reached, 
bit 3 is unused and is read as 0, bits 2 and 1 configure the 
path from the CLK and TIN pins to the counter controller, bit 
enables the timer This register is readable and writeable at 

all times 

All bits are cleared to when the RESET pin is asserted 



TCR 
7 6 5 



TOUT/TIACK Control 



1 



1 



X X The dual-function pins PC3/TOUT and PC7/TI ACK 
carry the Port C function 

X The dual-function pin PC3/TOUT carries the TOUT 
function In the run state it is used as a square wave 
output and is toggled on zero detect The TOUT 
pin is hig h while in the halt state. The dual-function 
pin PC7/TIACK carries the PC7 function 

The dual-function pin PC3/TOUT carries the TOUT 
function In the run or halt state it is used as a timer 
interrupt request output The timer interrupt is 
disabled, thus, the pin i s alwa ys three-stat ed The 
dual-function pin PC7/TIACK carries the TIACK 
function, however, since interrupt request is 
negated, the Pl/ T produces no r espons e, i e , no 
data or DTACK, to an asserted TIACK Refer to 
Timer Interrupt Cycle section for details This com- 
bination and the 101 state below support vectored 
timer interrupts 



TCR 
4 





1 The dual-function pin PC3/TOUT carries the TOUT 
function and is used as a timer interrupt request 
output The timer interrupt is enabled, thus, the pin 
is low when the ti mer ZD S status bit i s 1 Th e dual 
function pin PC7/TIACK carries the TIACK func- 
tion and is used as a timer interrupt acknowledge 
input Refer to the Timer Interrupt Acknowledge 
Cycle section for details This combination and the 
100 state above support vectored timer interrupts 

The dual-function pin PC3/TOUT carries the TOUT 
function In the run or halt state it is used as a timer 
interrupt request output The timer interrupt is 
disabled, thus, the pin is alw ays three-stated The 
dual-function pin PC7/TIACK carries the PC7 func- 
tion 

1 The dual-function pin PC3/TOUT carries the TOUT 
function and is used as a timer interrupt request 
output The timer interrupt is enabled, thus, the pin 
is low when the ti mer ZD S status bit is 1 The dual- 
function pin PC7/TIACK carries the PC7 function 
and autovectored interrupts are supported 

Zero Detect Control 

The counter is loaded from the Counter Preload 
Register on the first clock to the 24-bit counter after 
zero detect, and resumes counting 
1 The counter rolls over on zero detect, then continues 
counting 

Bit 3 is unused and is always read as 

TCR 

2 I C lock Control 

The PC2/TIN input pin carries the Port C function and 
the CLK pin and prescaler are used The prescaler is 
decremented on the falling transition of the CLK pin, 
the 24-bit counter is decremented or loaded from the 
Counter Preload Registers when the prescaler rolls 
over from $00 to $1 F The Timer Enable bit determines 
whether the timer is in the run or halt state 

1 The PC2/TIN pin serves as a timer input and the CLK 

pin and prescaler are used The prescaler is 
decremented on the falling transition of the CLK pin, 
the 24-bit counter is decremented or loaded from the 
Counter Preload Registers when the prescaler rolls 
over from $00 to $1F The timer is in the run state 
when the Timer Enable bit is 1 and the TIN pin is high, 
otherwise the timer is in the halt state 

1 The PC2/TIN pin serves as a timer input and the 

prescaler is used The prescaler is decremented follow- 
ing the rising transition of the TIN pin after syncing 
with the internal clock The 24-bit counter is 
decremented or loaded from the counter preload 
registers when the prescaler rolls over from $00 to $1 F 
The Timer Enable bit determines whether the timer is 
in the run or halt state 
1 1 The PC2/TIN pin serves as a timer input and the 
prescaler is unused The 24-bit counter is decremented 
or loaded from the Counter Preload Registers follow- 
ing the rising edge of the TIN pin after syncing with 
the internal clock The Timer Enable bit determines 
whether the timer is in the run or halt state 
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TCR 


Disabled 

1 Enabled 



Timer Enable 



Timer Interrupt Vector Register (TIVR) — The timer inter- 
rupt vector register contains the 8-bi t vecto r supplied when 
the timer interrupt acknowledge pin TIACK is asserted The 
register is readable and writeable at all times, and the same 
value is always obtained from a no rmal re ad cycle and a timer 
interrupt acknowledge bus cycle (TIACK) When the RESET 
pin is asserted the value of $0F is automatically loaded into 
the register Refer to Timer Interrupt Acknowledge Cycle 
section for more details 

Counter Preload Register H, M, L (CPRH-L) 



7 


6 


5 


4 


3 


2 


1 





Bit 
23 


Bit 
22 


Bit 
21 


Bit 
20 


Bit 
19 


Bit 
18 


Bit 
17 


Bit 
16 


Bit 
15 


Bit 
14 


Bit 
13 


Bit 
12 


Bit 
11 


Bit 
10 


Bit 
9 


Bit 
8 


Bit 
7 


Bit 
6 


Bit 
5 


Bir 
4 


Bit 
3 


Bit 
2 


Bit 
1 


Bit 




CPRL 



The Counter Preload Registers are a group of three 8-bit 
registers used for storing data to be transferred to the 
counter Each of the registers is individually addressable, or 
the group may be accessed with the MOVEP L or the 
MOVEP W instructions The address one less than the ad- 
dress of CPRH is the null register, and is reserved so that 
zeros are read in the upper 8 bits of the destination data 
register when a MOVEP L is used Data written to this ad- 
dress is ignored 

The registers are readable and writeable at all times A 
read cycle proceeds independently of any transfer to the 
counter, which may be occuring simultaneously 

To insure proper operation of the Pl/T Timer, a value of 
$000000 may not be stored in the Counter Preload Registers 
for use with the counter 



The RESET pin does not affect the contents of these 
registers. 

Count Register H, M, L (CNTRH-L) - 
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The count registers are a group of three 8-bit addresses at 
which the counter can be read The contents of the counter 
are not latched during a read bus cycle; thus, the data read at 
these addresses is not guaranteed if the timer is in the run 



state (Bits 2, 1, and of the Timer Control Register specify 
the state ) Write operations to these addresses result in a 
normal bus cycle but the data is ignored 

Each of the registers is individually addressable, or the 
group may be accessed with the MOVEP L or the MOVEP W 
instructions The address one less than the address of 
CNTRH is the null register, and is reserved so that zeros are 
read in the upper 8 bits of the destination data register when 
a MOVEP L is used Data written to this address is ignored 



Timer Status Register (TSR) 
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The Timer Status Register contains one bit from which the 
zero detect status can be determined The ZDS status bit (bit 
0) is an edge-sensitive flip-flop that is set to 1 when the 24-bit 
counter decrements from $000001 to $000000 The ZDS 
status bit is cleared to following the direct clear operation 
(similar to that of the ports), or when the timer is halted 
Note also that when the RESET pin is asserted the timer is 
disabled, and thus enters the halt state 

This register is always readable without consequence A 
write access performs a direct clear operation if bit in the 
written data is 1 Following that, the ZDS bit is 

This register is constructed with a reset dominant S-R flip- 
flop so that all clearing conditions prevail over the possible 
zero detect condition 

Bits 7-1 are unused and are read as 



TIMER APPLICATIONS SUMMARY 

This section outlines programming of the Timer Control 
Register for several typical examples 



Periodic Interrupt Generator 
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1 X 1 00 or 1X changed 

In this configuration the timer generates a periodic inter- 
rupt The TOUT pin is connect ed to the system's interrupt 
request circuitry and the TIACK pin may be used as an inter- 
rupt acknowledge input to the timer The TIN pin may be 
used as a clock input 

The processor loads the Counter Preload Registers and 
Timer Control Register, and then enables the timer When 
the 24-bit counter passes from $000001 to $000000 the ZDS 
status bit is set and the TOUT (interrupt request) pin is 
asserted At the next clock to the 24-bit counter it is again 
loaded with the contents of the CPR's, and thereafter 
decrements In normal operation, the processor must direct 
clear the status bit to negate the interrupt request 



4-809 



MC68230L8*MC68230L10 



Square Wave Generator 
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In this configuration the timer produces a square wave at 
the TOUT pin The T OUT pin is connected to the user's cir- 
cuitry and the TIACK pin is not used The TIN pin may be us- 
ed as a clock input 

The processor loads the Counter Preload Registers and 
Timer Control Register, and then enables the timer When 
the 24- bit counter passes from $000001 to $000000 the ZDS 
status bit is set and the TOUT (square wave output) pin is 
toggled At the next clock to the 24-bit counter it is again 
loaded with the contents of the CPRs, and thereafter 
decrements in this application there is no need for the pro- 
cessor to direct clear the ZDS status bit, however, it is possi- 
ble for the processor to sync itself with the square wave by 
clearing the ZDS status bit, then polling it The processor 
may also read the TOUT level at the Port C address 

Note that the PC3/TO UT pin functions as PC3 following 
the negation of RESET If used in the square wave con- 
figuration a pullup resistor may be required to keep a known 
level prior to programming Prior to enabling the timer, 
TOUT is high 

Interrupt After Timeout 
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1 X 1 1 00 or 1X changed 

In this configuration the timer generates an interrupt after 
a programmed time period has expired The TOUT pin is 
connec ted to the system's interrupt request circuitry and the 
TIACK pin may be an interrupt acknowledge input to the 
timer. The TIN pin may be used as a clock input 

This configuration is similar to the periodic interrupt 
generator except that the Zero Detect Control bit is set This 
forces the counter roll over after Zero Detect is reached, 
rather than reloading from the CPRs. When the processor 
takes the interrupt it can halt the timer and read the counter 
This allows the processor to measure the delay time from 
Zero Detect (interrupt request) to entering the service 
routine Accurate knowledge of the interrupt latency may be 
useful in some applications 

Elapsed Time Measurement 

Elapsed time measurement takes several forms, two are 
described below 

System Clock 
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changed 

This configuration allows time interval measurement by 
software No timer pins are used 



The processor loads the Counter Preload Registers 
(generally with all 1s) and Timer Control Register, and then 
enables the timer The counter decrements until the ending 
event takes place When it is desired to read the time inter- 
val, the processor must halt the timer, then read the counter 

For applications in which the interval could have exceeded 
that programmable in this timer, interrupts can be counted 
to provide the equivalent of additional timer bits At the end, 
the timer can be halted and read 



External Clock 
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This configuration allows measurement (counting) of the 
number of input pulses occurring in an interval in which the 
counter is enabled The TIN in put pin provides the input 
pulses Generally the TOUT and TIACK pins are not used 

This configuration is identical to the Elapsed Time 
Measurement/ System Clock configuration except that the 
TIN pin is used to provide the input frequency It can be con- 
nected to a simple oscillator, and the same methods could be 
used Alternately, it could be gated off and on externally and 
the number of cycles occurring while in the run state can be 
counted. However, minimum pulse width high and low 
specifications must be met 

Device Watchdog 
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This configuration provides the watchdog function need- 
ed in many systems The TIN pin is the timer input whose 
period at the high ( 1 ) level is to be checked Once allowed by 
the processor, the TIN input pin controls the run/halt mode 
The TOUT pin is connected to external circuitry requiring 
notification when the TIN pin has been ass erted longer than 
the programmed time The TIACK pin (interrupt 
acknowledge) is only needed if the TOUT pin is connected to 
interrupt circuitry 

The processor loads the Counter Preload Register and 
Timer Control Register, and then enables the timer When 
the TIN input is asserted (1 , high) the timer transfers the con- 
tents of the Counter Preload Register to the counter and 
begins counting If the TIN input is negated before Zero 
Detect is reached, the TOUT output and the ZDS status bit 
remain negated If Zero Detect is reached while the TIN input 
is still asserted the ZDS status bit is set and the TOUT output 
is asserted (The counter rolls over and keeps on counting ) 

In either case, when the TIN input is negated the ZDS 
status bit is 0, the TOUT output is negated, the counting 
stops, and the prescaler is forced to all 1s 
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BUS INTERFACE CONNECTION 

The Pl/T has an asynchronous bus interface, primarily 
designed for use with the MC68000 microprocessor With 
care, however, it can be connected to synchronous 
microprocessor buses This section completely describes the 
Pl/T's bus interface, and is intended for the asynchronous 
bus designer unless otherwise mentioned 

In an asynchronous system the Pl/T CLK may operate at a 
significantly different frequency, either higher or lower, than 
the bus master and other system components, as long as all 
bus specifications are met The MC68230 CLK pin has the 
same specifications as the MC68000 CLK, and must not be 
gated off at any time 

The following signals generate normal_read and write 
cycles to the Pl/T CS (Chip Select), R/W (Read/Write), 
RS1-RS5 (five Regist er Selec t bits), D0-D7 (the8-bit bidirec- 
tional data bus), and DTACK (Data Transfer Ackn owledg e) 
To g enerate interrupt acknowledge cycles PC6/PIACK or 
PC7/TIACK is used instead of CS, and the Register Select 
pins are ignored No combinatio n of the foll owing pins may 
be asserted simultaneously CS, PIACK, or TIACK 

READ CYCLES VIA CHIP SELECT 

This catagory includes all register reads, except port or 
timer interrupt acknowledge_cycles When CS is asserted, 
the Register Select and R/W inputs are latched intemallly 
They must meet small setup and hold_time requirements with 
respect to the asserted edge of CS (See the AC ELEC- 
TRICAL CHARACTERISTICS table ) The Pl/T is not pro- 
tected against aborted (shortened) bus cycles generated by 
an Address Error or Bus Error exception in which it is 
addressed 

Certain operations triggered by normal read (or write) bus 
cycles are not complete within the time allotted to the bus 
cycle One example is transfers to/from the double-buffered 
latches that occur as a result of the bus cycle If the bus 
master's CLK is significantly faster than the Pl/T's the 
possibility exists that, following the bus cycle, CS can be 
negated then re-asserted before completion of these internal 
operations In this situation the Pl/T does not recognize the 
re-assertion of CS until these operations are complete Only 
at that time does it begin the internal sequencing necessary 
to react to the asserted CS Since CS also controls the 
DTACK response, this "bus cyc le reco very time" can be 
related to the CLK edge on which DTACK is asserted for that 
cycle The Pl/T will recognize the subsequent assertion of 
CS thre e (3) CLK periods after the CLK edge on which 
DTACK was previously asserted_ 

The Register Select and R/W inputs pass through an 
internal latch that_ is transparent when the Pl/T can 
recognize a new CS pulse (see above paragraph) Since the 
internal data bus of the Pl/T is continuously enabled for read 
transfers, the read access time (to the data bus buffers) 
begins when the Register Selects are stabilized internally 
Also, when the Pl/T is ready to begin a new bus cycle, the 
assertion of CS enables the data bus buffers within a short 
propagation delay This does not contribute to the overall 
read access time unless_CS is asserted significantly after the 
Register Select and R/W inputs are stabilized (as may occur 
with synchronous bus microprocessors) 

In addition to Chip Sel ect's pre viously mentioned duties, it 
controls the assertion of DTACK and latching of read data at 
the data bus interface Except for controlling input latches 



and enabling the_data bus buffers, all of these functions 
occur only after CS has been recognized internally and syn- 
chronized with the internal clock Chip Select is recognized 
on the falling edge of the CLK if the setup time is met, 
DTACK is asserted (low) on the next falling edge of the CLK 
Read data i s latche d at the Pl/T's data bus interface at the 
same time DTACK is asserted It is stable as long as Chip 
Select remains asserted independent of other external condi- 
tions 

From the above discussion it is clear that if the CS setup 
time prior to the falling edge of the CLK is met, the Pl/T can 
consistently respond to a new read or write bus cycle every 
four (4) CLK cycles This fact is especially useful in designing 
the Pl/ T's clock in synchronous bus systems not using 
DTACK (An extra CLK period is required in interrupt 
acknowledge cycles, see Read Cycles via Interrupt 
Acknowledge ) 

In asynchronous bus systems in which the Pl/T's CLK dif- 
fers from that of the bus master, generally there is no way to 
guarantee that the CS setup time with respect to the Pl/T 
CLK is met Thus, the only way to determine that the Pl/T 
recogniz ed the assertion of CS is to wait for the assertion of 
DTACK In this situation, all latch ed bus inputs to the Pl/T 
must be held stable until DTACK is asserted These include 
Register Select, R/W, and write data inputs (see below) 

System specifications impose a maximum delay from the 
trailing (negated) edge of Chip Select to the negated edge of 
DTACK As system speeds increase this becomes more dif- 
ficult to meet with a simple pullup resistor tied to the DTACK 
line Therefore, the Pl/T provides an internal active pullup 
device to reduce the rise time, a nd a lev el-sensitive circuit 
that later turns this device off DTACK is negated asyn- 
chronously as fast as possible following the rising edge of 
Chip Select, then three-stated to avoid interference with the 
next bus cycle 



■ 



The system designer must take care that DTACK is 
negated and three-stated quickly enough after each bus 
cycle to avoid interference with the next one With the 
MC68000 this necessitates a relatively fast external path from 
the data strobe to CS going negated 

WRITE CYCLES 

In many ways write cycles are similar to normal read cycles 
(see above) On write cycles, data at the D0-D7 pins must 
meet the_ same setup specifications as the Register Select 
and R/W lines Like these signals, write data is latched on 
the asserted edge of CS, and must meet small setup and 
hold time requirements with respect to that edge The same 
bus cycle recovery conditions exist as for normal read cycles 
No other differences exist 

READ CYCLES VIA INTERRUPT ACKNOWLEDGE 

Special internal operations take place on Pl/T interrupt 
acknowledge cycles The Port Interrupt Vector Register or 
the Timer Interrupt Vec tor Reg ister are implic itly addressed 
by the assertion of PC6/ PIACK or PC7/TIACK, respectively 
The signals are first synchronized with the falling edge of the 
CLK One clock period after they are recognized the data bus 
buffers are enabled and the vector is driven onto the bus 
DTACK is asserted after anoth er clock period t o allow the 
vector some setup time prior to DTACK DTACK is negated, 
then th re e-stated as with normal read or write cycle, when 
PIACK or TIACK is negated 
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DIRECT MEMORY ACCESS CONTROLLER 

Microprocessor implemented systems are becoming increasingly 
complex, particularly with the advent of high-performance 16-bit MPU 
devices with large memory addressing capability. In order to maintain 
high throughput, large blocks of data must be moved within these 
systems in a quick, efficient manner with minimum intervention by the 
MPU itself. 

The MC68450 Direct Memory Access Controller (DMAC) is designed 
specifically to complement the performance and architectural 
capabilities of the MC68000 MPU by providing the following features: 

• M68000 Bus Compatible 

• 4 Independent DMA Channels 

• Memory-to-Memory, Memory-to-Device, Device-to-Memory 
Transfers 

• Array-Chained and Lmked-Array-Chamed Operations 

• On-Chip Registers that allow Complete Software Control by the 
System MPU 

• Interface Lines that Provide for Requesting, Acknowledging, and 
Incidental Control of the Peripheral Devices 

• Transfers to/from M68000 or M6800 Peripherals 

• Variable System Bus Bandwidth Utilization 

• Programmable Channel Prioritization 

• 2 Vectored Interrupts for each Channel 

• Auto-Request and External-Request Transfer Modes 

• Up to 4 Megabytes/ Second Transfer Rates 

• + 5 Volt Operation 

The DMAC functions by transferring a series of operands (data) be- 
tween memory and device; operand sizes can be byte, word, or long 
word. A block is a sequence of operations, the number of operands in a 
block is determined by a transfer count. A single-channel operation may 
involve the transfer of several blocks of data between memory and 
device. 
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GENERAL FEATURES 



DATA TRANSFER MODES 

There are three modes for transferring data: 1 ) single block 
transfers, 2) continued operation, and 3) chained operations. 
The first two modes utilize on-chip registers while the last 
mode uses an on-chip address register to point to opera- 
tional parameters stored in external RAM. 

When transferring single blocks of data, the memory ad- 
dress and device address registers are initialized by their user 
to specify the source and destination of the transfer. Also in- 
itialized, is the memory transfer count register to count the 
number of operands transferred in a block. Repeated block 



transfers aie possible with the memory address and transfer 
count registers being automatically reinitialized upon com- 
pletion of a block transfer. See Figure 1 

The two chaining modes are array chaining and linked ar- 
ray chaining. The array chaining mode operates from a con- 
tiguous array in memory consisting of memory addresses 
and transfer counts. The base address register and base 
transfer count register are initialized to point to the beginning 
address of the array and the number of array entries, respec- 
tively. As each block transfer is completed, the next entry is 
fetched from the array. The base transfer count is 



M68000 



FIGURE 1 - SINGLE BLOCK TRANSFER 
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decremented, and the base address is incremented to point 
to the next array entry When the base transfer count 
reaches zero, the entry just fetched is the last block transfer 
defined in the array. See Figure 2. 

The linked array chaining mode is similar to the array 
chaining mode, except that each entry in the memory array 
also contains a link address which points to the next entry in 
the array. This allows a non-contiguous memory array The 
last entry contains a link address set to zero No base 
transfer count register is needed in this mode. The base ad- 
dress register is initialized to the address of the first entry in 
the array The link address is used to update the base ad- 
dress register at the beginning of each block transfer This 



chaining mode allows array entries to be easily moved or in- 
serted without having to reorganize the array into sequential 
order. Also, the number of entries in the array need not be 
specified to the DMAC See Figure 3. 

INTERRUPT OPERATION 

The DMAC will interrupt the MPU for a number of event 
occurrences such as the completion of a DMA operation, or 
at the request of a peripheral device using a PCL line. The 
user must write interrupt vectors into an on-chip vector 
register, for use on the M68000 vectored interrupt structure. 
Two vector registers are available for each channel. 



FIGURE 2 - ARRAY CHAIN TRANSFER 
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CHANNEL PRIORITY 

Each channel may be given a priority level of 0, 1 , 2, or 3. If 
several channel requests occur at the same priority level, a 
round-robin priority mode is entered automatically. 

REQUEST MODES - AUTO-REQUEST 

Requests may be externally generated by a device or inter- 
nally generated by the DMAC's auto-request mechanism. 
Auto-requests may be generated at the maximum rate, 
where the channel always has a request pending, or at a 
limited rate determined by selecting a proportion of the bus 
bandwidth. 



DEVICE PROTOCOLS 

The DM AC can communicate using any of the following 
protocols: 

1) MC68000 compatible device 

2) MC6800 compatible device 

3) Device with acknowledge 

4) Device with acknowledge and ready 

In the first two protocols, data is transferred from the 
source to an internal DMAC holding register, and then on 
the next bus cycle moved from the holding register to the 



FIGURE 3 - LINKED ARRAY CHAIN TRANSFER 
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destination. Protocols 3 and 4 require only one bus cycle for 
data transfer, since only one device needs to be addressed. 
With these protocols, communication is performed using a 
two-signal and three-signal handshake, respectively 

INTERNAL REGISTERS 

The DMAC contains seventeen on-chip registers for each 
of the four channels plus one general control register. All of 
these registers are under software control of the system 
MPU. These registers are shown in Figure 4. 

These registers contain status information on channel ac- 
tivity, PCL inputs, and various errors which can occur during 
DMA transfers. The type of transfer, operand size, device 
port size and type, use of the PCL, chaining mode, stepping 
direction, and transfer start/stop are all controlled through 
these registers. For data transfers, registers allow selection 
of channel priority, function codes, memory and device ad- 
dresses, transfer count, and chaining table address and 
length. The general control register selects the bus utilization 
factor to be used in DMA operations. 

Address/ Data (A8-A23/D0-D15) - Address (ouput) and 
data (input/output) are time-multiplexed. 

Lower Address Bits (A1-A7) - These lines serve two pur- 
poses. They address internal control/status registers as well 
as serving as the low order address bits of the location ad- 
dressed during DMA operations. 



M68000 Asynchronous Bus Interface Controls (AS, LDS, 
UDS, R/W, DTACK) - Bidirectional M68000 asynchronous" 
bus control lines for both register operations in the chip and 
for DMAC operation. 

Chip Select (CS) - In conjunction with A1-A7 address 
lines, CS selects registers in the DMAC. 

M68000 Asynchronous Bus Arbitration Controls (BR, BG, 
BGACK) - Allow the DMAC to gain mastership of the bus 
prior to a DMA operation. 

Bus Exception Controls (BEC0-BEC2) - These lines pro- 
vide an encoded signal which indicates different bus condi- 
tions/commands to the DMAC such as reset, bus error, halt, 
retry, and others. 

Function Codes (FC0-FC2) - During a DMA bus cycle, 
these three output lines will provide M68000 function codes. 
The codes are user programmable on each channel and can 
be used in conjunction with a memory management system. 

Peripheral Device Control Lines (REQ, ACK, PCL) - Each 
of the four channels has a set of these signals. Request 
(REQ) is an input from the peripheral device requesting a 
DMA operation. Acknowledge (ACK) is an output when the 
DMAC has gained control of the system bus. The peripheral 
control lines (PCL) are bidirectional and serve a variety of 



FIGURE 4 - DMAC ACCESSIBLE REGISTERS 
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functions which are selected by the user The desired func- 
tion is selected by the programmed state of an internal con- 
trol register These functions include an E (<j>2) clock for 
M6800 peripherals, a sense (status) input, an interrupt re- 
quest from the peripheral device, a single pulse to indicate 
that the DMAC channel is armed, an abort input, or a ready 
input from a slow interfaced device. 

Done — This bidirecitonal line is used to indicate the com- 
pletion of a DMA operation or to terminate a DMA opration 
when asserted externally. 

Device Transfer Complete (DTC) - The DTC line is an 
output used to signal the device that the data transfer is 
complete. On a wnte-to-memory operation, it indicates that 
the data has been successfully stored On a read-from- 
memory operation, it indicates that the data is present at the 
device and should be latched. 

Clock (CLK) - The system MPU clock 

Interrupt Request and Interrupt Acknowledge (IRQ and 



IACK) - M68000 interrupt controls 

Multiplex Control Lines (UAS, OWN, DDIR, DBEN) - 

These lines are used to control the multiplexing on the 
shared address/data pins, and bidirectional buffers in a buf- 
fered system Use of these lines is shown in Figure 5 

Upper Addres Strobe (UAS) - is used to latch the upper 
address bits (A8-A23) on the multiplexed address/data bus. 
The data direction (DDIR) line is used to indicate the direc- 
tion of data to/from the DMAC, for external bidirectional 
buffers. The data bus enable (DBEN) line controls the output 
of bidirectional buffers on the multiplexed address/data bus. 
The OWN signal is asserted when the DMAC has gained bus 
mastership, for use in a buffered system to control direction 
on the bidirectional lines 



High Byte (HIBYTE) - This signal indicates that data is 
present on the upper eight data bits when the operands are 
only one byte wide 




FIGURE 5 - DMA CONTROLLER EXTERNAL COMPONENTS 
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MEMORY MANAGEMENT UNIT (MMU) 

The MC68451 Memory Management Unit (MMU) provides address 
translation and protection for the 16 megabyte addressing range of the 
MC68000 MPU Each bus master (or processor) in the M68000 Family 
provides a function code and an address during each bus cycle The 
function code specifies an address space and the address specifies a 
location within that address space The function codes distinguish be- 
tween User and Supervisor spaces and, within these, between Data and 
Program spaces This separation of address spaces provides the basis 
for memory management and protection by the operating system Pro- 
vision is also made for other bus masters, such as the MC68450 DMAC, 
to have separate address spaces for efficient DMA A multi-tasking 
operating system is simplified and reliability is enhanced through the 
use of the MMU 

• MC68000 Bus Compatible 

• Provides Efficient Memory Allocation 

• Separates Address Spaces of System and User Resources 

• Provides Write Protection 

• Supports Paging and Segmentation 

• 32 Segments of Variable Size with Each MMU 

• Multiple MMU Capability to Expand to Any Number of Segments 

• Allows Inter-Task Communication through Shared Segments 

• Quick Context Switching to Cut Operating System Overhead 

• Simplifies Programming Model of Address Space 

• Increases System Reliability 

• DMA Compatible 



FIGURE 1 - SINGLE-MMU SYSTEM BLOCK DIAGRAM 
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GENERAL DESCRIPTION 

The MC68451 Memory Management Unit (MMU) is the 
basic element of a Memory Management Mechanism 
(MMM) in an MC68000- based system The operating system 
is responsible for insuring the proper execution of user tasks 
in the system environment and memory management is 
basic to this responsibility The MMM provides the operating 
system with the capability to allocate, control, and protect 
the system memory A block diagram of a smgle-MMU 
system is shown in Figure 1 

An MMM, implemented with one or more MC68451 
MMUs, can provide address translation, separation, and 
write protection for the system memory The MMM can be 
programmed to cause an interrupt when a chosen section of 
memory is accessed and can directly translate a logical ad- 
dress into a physical address making it available to the MPU 
for use by the operating system Using these features, the 
MMM can provide separation and security for user programs 
and allow the operating system to manage the memory in an 
efficient fashion for multi-tasking 

MEMORY SEGMENTS 

The MMM partitions the logical address space into con- 
tiguous pieces called segments Each segment is a section of 
the logical address space of a task which is mapped via the 
MMM into the physical address space Each task may have 
any number of segments Segments may be defined as user 
or supervisor, data-only or program-only, or program and 
data They may be accessed by only one task or shared bet- 
ween two or more tasks In addition, any segment can be 
write protected to insure system integrity A FAULT 
(MC68000 Bus Error) is generated by the MMM if an undefin- 
ed segment is accessed 

FUNCTION CODES AND ADDRESS SPACES 

Each bus master in the M68000 family (including the 
MC68450 DMAC) provides a function code during each bus 
cycle to indicate the address space to be used for that cycle 
The address bus then specifies a location within this address 
space for the operation taking place during that bus cycle 

The function codes appear on the FC0-FC2 lines of the 
MC68000 and divide the memory references into two logical 
address spaces — the Supervisor and the User spaces Each 
of these is further divided into Program and Data spaces A 
separate address space is also provided for interrupt 
acknowledge bus cycles giving a total of five defined func- 
tion codes 

In addition to the 3-bit function code provided by the 
MC68000, the MC68451 MMU also allows a fourth bit (FC3) 
which provides for the possibility of another bus master in 
the system In this cas e, FC3 would be tied to Bus Grant 
Acknowledge (BGACK) of the MC68000 to enable a second 
set of eight function codes This raises the total number of 



possible function codes to sixteen If there is only one bus 
master (the MPU), the FC3 pin on the MMU should be tied 
low and only eight address spaces can then be used 



ADDRESS SPACE NUMBERS 

To separate the address spaces of different tasks, each ad- 
dress space is given an identifying number This should not 
be confused with the address space indicated by the func- 
tion code Each function code defines a unique address 
space and within each of these there can exist a number of 
different tasks Each of these tasks need an Address Space 
Number (ASN) to distinguish it from the other tasks with 
which it may share an address space 

The Address Space Numbers are kept in the MMU in a set 
of registers called the Address Space Table (AST) The AST 
contains an 8-bit entry for each possible function code (16) 
Each entry can be assigned an ASN and, during a bus cycle, 
the function code is used to index into this table to select the 
Cycle Address Space Number This number is then 
associatively compared with the Address Space Numbers in 
each Descriptor to attempt to find a match 



DESCRIPTORS 

Address translation is done using Descriptors A Descrip- 
tor is a set of six registers (nine bytes) which describe a 
memory segment and how that segment is to be mapped to 
the physical addresses Each Descriptor contains base ad- 
dresses for the Logical and Physical spaces of each segment 
These base addresses are then masked with the Logical Ad- 
dress Masks The size of the segment is then defined by 
"don't cares" in the low-order bits of the masks This 
method allows segment sizes from a minimum of 256 bytes 
to a maximum of 16 megabytes in binary increments (i e , 
powers of two) This also forces both logical and physical 
addresses of segment boundaries to lie on a segment size 
boundary That is, a segment can only start on an address 
which is a multiple of 2 k The segments can be defined in 
such a way to allow them to be logically or physically shared 
between tasks A block diagram of the MC68451 MMU is 
shown in Figure 2 

During normal translation, the MMU translates the logical 
address provided by the MC68000 to produce a physical ad- 
dress which is then presented to the memory array This is 
accomplished by matching the logical address with the infor- 
mation in the Descriptors and then mapping it into the 
physical address space 

Refer to Figure 1 for the following. The logical address is 
composed of address lines A1-A23 The upper sixteen bits of 
this address (A8-A23) are translated by the MMU and map- 
ped into a physical address (PA8-PA23) The lower 7 bits of 
the logical address (A1-A7) bypass the MMU and become 
the low-order physical address bits (PA1-PA7) 
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MMU PIN DESCRIPTION 

Throughout this document, active low signals are denoted 
by a superscript bar This does not imply logical negation To 
avoid confusion, a signal in its true state is said to be 
asserted whether that signal is active high or low It is said to 
be negated when it is in its functionally inactive state A 
signal which can be placed in the high-impedance state is 
said to be three-stated. A signal line which is first driven high 
and then placed in the high-impedance state is said to be 
rescinded. 

Some MMU signal lines are classed as input/ output mean- 
ing that the bus buffers can be directed inward to input infor- 
mation into the MMU or outward to drive the bus These 
signals must be either inputs or outputs at any given time, 
they may not be both An example is the PAD port 

Still other types of signals can logically be both inputs or 
outputs at the same time The internal signal controller may 
assert or negate a signal and read it at the same time To 
distinguish between them, the suffix "in" will be used to 
denote the input signal and the suffix "out" will be used for 
the output signal 

Six pins on th e MMU have this property - IRQ, FAULT, 
MAS, GO, ANY, and ALL In a multiple-MMU system, they 
would be wired in parallel to provide a sin gle-s i gnal lev el for 
the e ntire system. Of these, three pins - IRQ, FAULT, and 
ANY are active low, wire-OR type signals As such, asserting 
any one of the parallel pins will drive the line low (true) If any 
of these signals are asserted on any MMU in the system, 
they will be detected as asserted on the corresponding "in" 
pin of all MMUs in the system. 

The ALL pin is an active-high, open-dram gate and, as 
such, all pins are wire-ANDed and must be driven high in 
order for the input to be high Therefore, even if ALLout is 
asserted by an MMU, ALLin will not be detected true by any 
MMU unless all of the corresponding pins on all MMUs in the 
system are asserted 




1 of 32 Descriptors 



The GO and MAS pins are not open drain but they can be 
put in the high-impedance state They should each be wired 
in parallel on all MMUs in the system since only one MMU at 
any given time will assert these signals A pullup resistor is 
required to hold the signal inactive when the pin is in the 
high-impedance state 

V(x» GND — These pins supply power to the MMU The 
two Vqc P |ns are ±5 volts and the two GND pins are 
ground 

CLOCK - (TTL, input) This signal must be the MC68000 
system clock and must not be gated off at any time 

CS - (Chip-Select, input) CS is used to activate the MMU 
for accesses tojhe registers and other MMU operations The 
assertion of CS, in conjunction with the address of a global 
operation on pins RS1-RS5, selects the MMU to be a 
"master" for that operation CS should be decoded from the 
physical address bus to protect the MMU registers from 
unauthorized access See MMU OPERATIONS. 

RS1-RS5 — (Register Selects, inputs) These five pins 
should_be the lower five bits of the physical address bus 
When CS is asserted, these pins select the operation to be 
performed and the register involved (if any) See Table 3 for 
the operations address map. 

R/W — (Read/Write, input) The R/W input signal controls 
the direction of the data bus during an MMU operation It is 
also used to compare against the matched Descriptor to de- 
termine if a write violation has occurred during translation 



RESET - (Input) Asserting the RESET in put will reset the 
MMU regardless of what state it is in The RESET pin must 
be held low for at leas t 16 clo ck cycles to reset the MMU. 
During power-up, the RESET pin must be held low for at 
least 100 milliseconds after Vcc >s established and the clock 
signal is present See RESET STATE 
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DTACK - (Data Transfer Acknowledge, output, rescin- 
dable) The MMU uses this output to signal the completion of 
the operation phase of a bus cycle to the proce ssor If the 
bus cycle is a processor read, the MMU asserts DTACK to 
indicate that the information on the data bu s is vali d If the 
bus cycle is a processor write to the MMU, DTACK is used 
to ackn owledge acceptance of the data by the MMU 
DTAC K may be asserted only by an MMU that has CS or 
IACK asserted 

UPS, LPS - (Upp er Data Strobe, Lower Data Strobe, in- 
puts) UDS and LDS are used during MMU operation (pro- 
cesor access of MMU registers) to indicate which byte of the 
data bus is to be used The assertion of the Upper Data 
Strobe indicates that the operation is to be performed at an 
even address using the upper byte of the data bus. The 
assertion of Lower Data Strobe, indicates the use of an odd 
address and the lower byte of the data bus During a pro- 
cessor write operation, the data strobes indicate to the MMU 
that valid data is on the data bus 

AS - (Address Strobe, input) This signal indicates to the 
MMU that a bus cycle is in progress, and that there is a valid 
address on the logical address bus The assertion of AS in- 
itiates the normal translation phase of the bus cycle. 

PAD0-PAD15 - (Physical Address and Data, multiplexed 
input/output, three-state) During MMU operations, these 16 
pins function as the data bus used to transfer data to and 
from the MMU During normal translation, the physical ad- 
dress PA8-PA23 is gated out on this bus. External octal data 
transceivers are used to isolate the system data bus from the 
phys ical address bus and the MMU provides the Enable Data 
(ED) signal to control these transceivers. See the description 
of the ED signal for more detail. 

ED — (Enable Data, output, three-state) The Enable Data 
signal is used to control the external bus transceivers on the 
PAD port. When ED is asserted, the transceivers should be 
enabled (i.e , they should drive the bus) When ED is 
negated, the transceivers should be in the high-impedance 

state. R/W is used to control the direc tion of the 

transceivers Only the MMU with CS or IACK asserted will 
assert ED 

NOTE _ 

A pair of 74LS245 data transceivers may be used ED will 
drive the Output Enable pin with no additional logic See the 
circuit diagram in Figure 7. 

HAD — (Hold Address, output, rescindable) HAD is used 
to control an external latc h on the physical address bus 
After normal translation, HAD is asserted to hold the 
physical address stable The latc h sh ould be of the 
transparent type such as a 74LS373 HAD can directly inter- 
face with the En able p in of this type of la tch T o provide ad- 
dress hold time, HAD is rescinded after MAS is rescinded 

MODE — (Input, three-level) The MODE input is used to 
program the mode of operation of the MAS signal There are 
three modes of operation A, S1, and S2 

Mode A is selected by leaving the MODE pin uncon- 
nected. Mode S1 is selected by tying MODE to Vcc and 



MODE S2 is selected by tying the MODE pin to ground For a 
description of the different modes, see MAS TIMING 
MODES in the section on HARDWARE CONSIDERATIONS 

IRQ - (Interrupt Request, input/output, open drain) 
IRQout is used to request an interrupt of the MPU FEDout is 
asserted if a Descriptor in which the I (Interrupt) bit is set, is 
matched in normal translation, and the Interrupt Enable (IE) 
bit in the Global Status Register (GSR) is set Clearing all IP 
(Interrupt Pending) bits in all Segment Status Registers or 
clea ring IE in the GSR will cause IRQ to be negated If [RQin 
and IACK are asserted, the MMU will perform the interrupt 
acknowledge operation. See MMU OPERATIONS The IRQ 
lines of all MMUs should be wire-ORed together and tied to 
VCC through a pullup resistor They should be isolated from 
the IRQ lines of other devices to prevent an MMU from 
detecting an erroneous interrupt. 

IACK - (Interrupt Acknowedge, input) An MM U will 
begin the interrupt acknowledge operation if IRQm and IACK 
are both asserted The interrupt vector supplied by the Inter- 
rupt Vector Register (IVR) is placed on the d ata bus for the 
MPU Only one MMU should have its IACK pin tied to the 
IACK circuitry from the processor, all other MMUs should 
have this pin tied high (inactive) 



FAULT - (Input/ output, open drain) During normal 
translation, if an MMU detects a writ e violati on or an 
undefined segment access, it asserts the FAULT line for 5 
clock cycles or until AS become s negated, whichever is 
longer If an MMU detects FAULTin asserted, it upd ates its 
Global and Local status registers to reflect this The FAULT 
lines of all MMUs in the system should be wire-OR ed and 
tied to Vcc through a pullup resistor. T he FA ULT signals 
can be connected directly to the MC68000 BERR pin but they 
should be isolated from any other Bus Error signals in the 
system to prevent the MMUs from detecting an erroneous 
FAULT See MULTIPLE MMU SYSTEMS. 

FC0-FC3 - (Function Code 0-3, inputs) The Function 
Code inputs specify the type of bus cycle being executed by 
the current bus master The function code indicates which 
Address Space is to be used for that cycle and is used to in- 
dex into the Address Space Table for the cycle address 
space number used in descriptor matching See FUNCTION 
CODES and ADDRESS SPACES The MC68000 MPU and 
the MC68450 DMAC provide only 3 bits of the function code 
FC0-FC2 In a system with more th an one bus master, the 
fourth pin could be tied to BGACK If the system has only 
one bus master, FC3 should be tied low. 

A8-A23 - (Inputs) These are the upper sixteen bits of the 
MPU address bus They form the logical address which the 
MMU translates into sixteen physical-address bits The lower 
seven address lines bypass the MMU 

GO — (Global Operation, input/output, rescindable) GO is 
an inter-MMU signal used in multiple^MU systems to in- 
dicate or detect global operations. If CS is asserted and the 
operation to be performed is global, The MMU is selected as 
the master for that operation GOout is then asserted by the 
master MMU to signal other MMUs that they are slaves in a 
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global operation Thus, if GOin is asserted while CS is 
negated, the M ML) is selected as a slave for that operation 
For a detailed description see MMU OPERATIONS 

ANY - (Input/output, open drain) They ANY signal is 
used in inter-MMU h andsh aking in multiple- MMU systems 
A slave MMU asserts ANY out during a global operation if it 
has a local event to report which is signi ficant if it occurs in 
one, but not necessarily all, MMUs The ANY pins are wire- 
ORed and require a pullup resistor to Vcc 

ALL — (Input/output, open dram) The ALL pin is similar 
to ANY except that it reports events that are significant only 
when they occur in all MMUs The ALL pins are wire-ANDed 
together and require a pullup resistor to Vcc 

MA S — (Mapped Address Strobe, input/output, rescin- 
dable) MASout is asserted by an MMU if an address match 
occurs during normal translation This indicates that a valid 
physi cal address is present at the PAD0-PAD15 outputs 
MASin is used by an MM U to detect a successful translation 
by another MMU MAS can be programmed to operate in an 
asynchronous or synchronous mode by the MODE pin 

WIN — (Write Inhibit, output, rescindable) WIN is provid- 
ed to protect write-protected segments during 
read/ modify/ write bus cycles Normally, write- p rotected 
segments are protec ted by the assertion of FAULT and the 
withholding of MAS upon detection of an attempted write to 
that segment However, during read/ modify/ write bus 
cycles, AS remains asserted, making it difficult to prevent 
the write portion of the instruction from writing to the pro- 
tected seg ment To provide write protection during these in- 
structions, WIN should be included in the decoding of the 



physical data strobes See PHYSICAL DATA STROBES 
under HARDWARE CONSIDERATIONS WIN is asserted 
with MAS each time a write- protected segment is accessed, 
whether the access is a read or a write 



NOTE 

In multiple-MMU systems, MAS, 



_ HAD, WIN, FAULT, 

DTACK, ED, and^O" should be connected in parallel to their 
respective pins on all MMUs Each should be tied to Vcc 
through a pullup resistor to insure that the signal is negated 
while the pin is in the high-impedance state 

MMU REGISTER DESCRIPTION 

Figure 3 shows a programmer's model of the MMU The 
MMU registers consist of two groups the Descriptors and 
the System registers Each of the 32 Descriptors is nine bytes 
long and defines one memory segment See DESCRIPTORS 
below 

In the following discussion, a segment access is defined as 
a successful match occurring on a segment during normal 
translation 

The System registers contain both information local to the 
MMU and information global to the MMM Each bit in the 
System registers and the Segment Status registers, except 
the Address Space Table, is one of four types 
Control Control bits can be set or cleared by the 

MPU to select MMU options These are 

read/ write bits 
Status Alterable SA bits are set or cleared by the MMU to 

indicate status information These are 

also read/write bits 



FIGURE 3 - MMU PROGRAMMER'S MODEL 
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Status Unalterable SU bits are set or cleared by the MMU to 
reflect status information These bits 
cannot be written by the MPU 
Reserved Reserved bits are reserved for future ex- 

pansion They cannot be written and are 
zero when read 
The System registers are all directly addressable from the 
physical-address space Accessing registers causes certain 
operations to be performed See OPERATIONS ADDRESS 
MAP for the locations of System registers The Descriptors 
are not directly addressable, but are accessed using the 
Descriptor Pointer and the Accumulator 

DESCRIPTORS 

Each MMU contains 32 Descriptors (0-31), each of which 
can define one memory segment A Descriptor is loaded by 
the MPU using the Accumulator and Discnptor Pointer with 
a Load Descriptor operation The Segment Status Register 
(SSR) can be written to by the MPU indirectly using the 
Descriptor Pointer Each Descriptor consists of the following 
registers. 

LOGICAL BASE ADDRESS (LBA) - The LBA is a 16-bit 
register which, together with the Logical Address Mask 
(LAM), defines the logical addressing range of a segment 
This is typically the first address in the segment, although it 
can be any address within the range defined by the LAM 



- SCHEMATIC LOGIC OF PHYSICAL 
ADDRESS GENERATION 




PBA(n) 



ADDRESS SPACE NUMBER (ASN) - The ASN is an 

8-bit number which, together with the Address Space Mask, 
is used in detecting a match with the cycle address space 
number See ADDRESS SPACE NUMBERS 



ADDRESS SPACE MASK (ASM) - The ASM is an 8-bit 
mask which defines the significant bit positions in the ASN 
to be used in descriptor matching As in the LAM, the bit 
positions which are set are used for matching and the bit 
positions that are clear are "don't cares" A space match oc- 
curs if, in the significant bit positions, the cycle address 
space number matches the ASN Address space matching is 
schematically similar to logical address matching as shown in 
Figure 4. 



LOGICAL ADDRESS MASK (LAM) - The LAM is a 

16-bit mask which defines the bit positions in the LBA which 
are to be used for range matching Ones, in the mask, mark 
significant bit positions while zeroes indicate "don't care" 
positions A range match occurs if, in each bit position in the 
LAM which is set to one, the LBA matches the incoming 
logical address The matching function is depicted 
schematically in Figure 4 



FIGURE 4 - SCHEMATIC LOGIC OF ADDRESS MATCHING 

Note LA(n) Indicates Bit N of Logical Address 



SEGMENT STATUS REGISTER (SSR) - Each Descriptor 
has an 8-bit SSR The SSR can be written to in two ways 
using the Load Descriptor operation or indirectly using the 
Descriptor Pointer in a Write Status Register operation Each 
bit is labeled as control or status alterable Bits 5 and 6 are 
reserved for future use 
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PHYSICAL BASE ADDRESS (PBA) - The PBA is a 

16-bit address which, with the LAM and the incoming logical 
address, is used to form the physical address The logical ad- 
dress is passed through to the physical address in those bit 
positions in the LAM which contain zeroes (the "don't 
cares") and the PBA is gated out in those positions which 
contain ones A schematic representation of the physical ad- 
dress generation mechanism is shown in Figure 5 



U (Used) is set by the MMU if the segment was ac- 
cessed since it was defined This bit is status 
alterable 

SET a) by a segment access (successful 

translation using the segment) 
b) by an MPU write of "1" 

CLEARED a) Reset (in segment #0 of Master) 
b) MPU write of "0" 

If the I (Interrupt) control bit is set, an interrupt is 
generated upon accessing the segment 



SET 



a) MPU writes "1" 



CLEARED a) MPU writes "0" 

b) Reset (segment #0 of Master) 
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IP (Interrupt Pending) is s et if the "I" bit is set when 
the segment is accessed IRQout is asserted if an IP 
bit, in one or more SSRs, is set and IE in the Global 
Status Register (GSR) is set TRDout is negated 
when all the IP bits in all SSRs are clear or IE is 
cleared IP is status alterable and should be cleared 
by the interrupt service routine 

SET a) segment access and "I" is set 

b) MPU writes "1" 

CLEARED a) MPU writes a "0" 

b) Reset (in segment #0 of Master) 

c) E bit is a "0" 

The M (Modified) bit is set by the MMU if the seg- 
ment has been written to since it was defined The M 
bit is status alterable 



ADDRESS SPACE TABLE (AST) - Each MMU has a 
local copy of the AST This table is organized as sixteen 
8-bit, read/ write registers located starting at address $00 
Each entry is programmed by the operating system with a 
unique address space number, each of which is associated 
with a task During a memory access, the MMU receives a 
4-bit function code (FC0-FC3) which is used to index into the 
AST to select the cycle address space number This number 
is then used to check for a match with the ASN in each of 
the 32 Segment Descriptors 

The MC68000 MPU and the MC68450 only provide a 3-bit 
function cod e, FC0- FC2 In a system with more than one bus 
master, the BGACK signal from the MPU could be inverted 
and used as FC3 This would result in the AST organization 
shown in Figure 6 



I 



WP 



SET a) Successful write to the segment 

b) MPU writes a "1" 

CLEARED a) MPU writes a "0" 

b) Reset (segment #0 in Master) 

If the WP (Write Protect) control bit is set, the seg- 
ment is write protected A write access to the seg- 
ment with WP set will cause a write violation 



FIGURE 6 - ADDRESS SPACE TABLE ORGANIZATION 



SET 



a) MPU writes a "1" 



CLEARED a) MPU writes a "0" 

b) Reset (segment #0 in Master) 

E (Enable) is a control bit which, when set, enables 
the segment to participate in the matching process 
E can be cleared (the segment disabled) by a write to 
the SSR, but a Load Descriptor operation must be 
performd to set it 

SET a) Load descriptor with AC7, bit #0 

b) Reset (segment #0 in Master) 

CLEARED a) MPU writes a "0" 

b) Unsuccessful load descriptor 
operation on this descriptor 

c) Load descriptor operation with 
AC7, bit #0 clear 



SYSTEM REGISTERS 

The System Registers consist of the Address Space Table, 
Accumulator, Global Status Register, Local Status Register, 
Descriptor Pointer, Result Descriptor Pointer, Interrupt 
Descriptor Pointer, and Interrupt Vector Register Each of 
these registers is described below 
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ACCUMULATOR (AC0-AC8) - The Accumulator (shown 
in Figure 3) is used to access the Descriptors, perform Direct 
Translation, and latch information during a fault The Ac- 
cumulator consists of nine 8-bit registers The register 
assignments for each operation in which it participates is 
shown in Table 1 



The contents of the Accumulator can be either local or 
global depending on the preceding operations The GAL and 
GAT bits in the Local Status Register (LSR) indicate whether 
the information in the Accumulator is sufficiently global to 
perform a Load Descriptor or Direct Translation operation 



TABLE 1 - ACCUMULATOR ASSIGNMENTS FOR OPERATIONS 



Register 
Assignment 


Load/ Read Descriptor 


Direct Translation 


Normal Translation (FAULT) 


ACO 


Logical Base Address (MSB) 


Logical Translation Register (MSB) 


Logical Address (MSB) 


AC1 


Logical Base Address (LSB) 


Logical Translation Register (LSB) 


Logical Address (LSB) 


AC2 


Logical Address Mask (MSB) 






AC3 


Logical Address Mask (LSB) 






AC4 


Physical Base Address (MSB) 


Physical Translation Register (MS13) 




AC5 


Pysical Base Address (LSB) 


Physical Translation Register (LSB) 




AC6 


Address Space Number 


Address Space Number 


Cycle Address Space Number 


AC7 


Segment Status 






AC8 


Address Space Mask 







GLOBAL STATUS REGISTER (GSR) - The GSR is an 

8-bit register used to reflect Faults and to enable interrupts 
from an MMU All MMUs maintain identical information in 
their GSRs Bits 1, 2, 3, 4, and 5 are reversed for future use 
The organization of the GSR is shown below 



LOCAL STATUS REGISTER (LSR) - The LSR is an 8-bit 
register which reflects information local to its MMU The 
LSR can be globally written but the GAL, GAT, and LIP bits 
will not be affected L4-L7 are cleared if F in the GSR is 
cleared All bits in the LSR are cleared on reset The 
organization of the LSR is shown below. 



GSR 



u ADDRESS 
IE I $2D 



7 6 5 4 3 2 10 ADDRESS 

$2F 



LSR | L7 | L6 | L5 | L4 |r\A/|GAT|GAL| LIP | 



DF 



F (Fault) is a st atus alt erable bit that is set by the 
MMU whenever FAULTin is detected Clearing the F 
bit automatically clears bits L4-L7 in the Local Status 
Register 



SET 



CLEARED 



a) Write violation detected in this 
MMU 

b) FAULTin detected (write violation 
in another MMU) 

c) ALLin detected (Undefined Seg- 
ment Access) 

d) MPU writes a "1" 

a) Reset asserted 

b) MPU writes a "0" 



DF (Double Fault) is set if a FAULTin signal was 
detected with F set DF is a status alterable bit 



SET 



CLEARED 



a) FAULTin detected and F- was 
previously set 

b) MPU writes a "1" 

a) Reset 

b) MPU writes a "0" 



If IE (Interrupt Enable) is set, the interrupt-request 
line is enabled This is a read/write control bit 



SET 
CLEARED 



a) MPU writes a "1" 

a) Reset 

b) MPU writes a "0" 



RW RW is a status alterable bi t which reflects the state of 
the R/W pin at the time FAULTin is asserted 

SET a) MPU writes a "1" 

b) Read of segment when F in SSR 
is set 

CLEARED a) Reset 

b) MPU writes a "0" 

c) Write of segment when F in SSR 
is set 

GAT (Global Accumulator for Translate) is set by the 
MMU if ACO, 1, and 6 are globally consistent See 
GLOBAL OPERATIONS 



GAT 



GAL 



SET a) If ACO, AC1, and AC6 are globally 

consistent (they were last 
modified as a result of a global 
write) 

CLEARED a) Reset 

b) If ACO, AC1, and AC6 are not 
globally consistent 

GAL (Global Accumulator for Load) is set if ACO, 1, 
2, 3, 6, and 8 are globally consistent 

SET a) If ACO, AC1, AC2, AC3, AC6, and 

AC8 are globally consistent 

CLEARED a) Reset 

b) If ACO, AC1 , AC2, AC3, AC6, and 
AC8 are not globally consistent 
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LIP LIP (Local Interrupt Pending) is set if one or more 
Descriptors have IP set in their Segment Status 
Registers 

SET: a) If IP is set in any Descriptor 

CLEARED: a) Reset 

b) If all IP bits are clear 



The bit assignments are shown below Bits 5 and 6 are 
reserved The RDP is initialized to $80 on reset 
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L4-L7 The status information encoded in L4-L7 reflects the 
status of the MMU after the last event (an operation 
or fault). These bits are encoded and changed as a 
unit. They are cleared whenever the F bit in the GSR 
is cleared and are alterable by the MPU. 



L7 L6 L5 L4 




l 



NO 



The MMU was not the source of the last 
event. 

A Direct Translation was locally suc- 
cessful. A match was found in one of 
the MMUs Descriptors. 
A Load Descriptor fault occurred A 
previously defined Descriptor conflicts 
with the Descriptor being loaded 
10 10 USA An Undefined Segment Access was at- 
tempted. The logical address was not 
matched in any Descriptor in the MMM 
A Write Violation occurred A segment 
defined in this MMU was write pro- 
tected and a write to that memory seg- 
ment was attempted. The NVR bit in the 
RDP will show whether the USA or WV 
occurred in this MMU See RESULT 
DESCRIPTOR POINTER. 



10 DT 



10 1 LD 



1 1 WV 



SET: 


a) 




b) 


CLEARED 


a) 



NVR If no Descriptor is selected by the Priority Encoder 
when the RDP is loaded, NVR (No Valid Result) is 
set, otherwise it is cleared This bit is status 
unalterable 

Reset 

No result from WV, LD, or DT 

A WV, LD failure of DT success in 

this MMU 

R0-R4 R0-R4 encode the number of the Descriptor selected 
by the Priority Encoder 

INTERRUPT DESCRIPTOR POINTER (IDP) - The IDP is 
an 8-bit read-only register that is read to determine which 
Descriptor caused an interrupt Each time it is read, the IDP 
is loaded from the Priority Encoder with the highest-priority 
Descriptor which has IP set in its SSR If no Descriptor has 
IP set, the No Valid Interrupt (NVI) bit is set See INTER- 
RUPT ACKNOWLEDGE 

The bit assignment is shown below Bits 5 and 6 are 
reserved 



7 6 5 4 3 2 1 Ar _ „ 

I 1 1 1 1 1 1 1 1 ADDR ESS 

IDP NVI 14 13 12 11 10 $39 



SET: 


a) Various bits set if DT, LD, USA or 




WV occur 




b) MPU writes a "1" 


CLEARED: 


a) Reset 




b) MPU writes a "0" 




c) When F bit in GSR is cleared 




d) If MMU was not the source of the 




last event (NO) 



NVI NVI is set if no Descriptor has IP set, otherwise it is 
cleared 



DESCRIPTOR POINTER (DP) - The DP is an 8-bit 
read/ write pointer register located at address $29. The five 
low-order bits identify the Descriptor to be used in the Load 
Descriptor, Read Segment Status (Transfer Descriptor), and 
Write Segment Status operations. Bits 5, 6, and 7 are re- 
served. 

The DP is initialized to $00 on reset. It can be globally wr«t- 
ten by the MPU. The DP is loaded by the MMU with the 
number of the Descriptor matched in a Direct Translation 
operation to allow a subsequent Transfer Descriptor opera- 
tion to load the matched Descriptor into the Accumulator. 
See GLOBAL OPERATIONS and DIRECT TRANSLATION. 

RESULT DESCRIPTOR POINTER (RDP) - The RDP is an 
8- bit, read-only register that identifies a Descriptor involved 
in the following events: a Write Violation, a Load Descriptor 
failure, or a Direct Translation success. The RDP is loaded 
from a Priority Encoder which determines the highest priority 
Descriptor involved. For example, in a Load Descriptor 
operation, more than one Descriptor currently in the MMU 
may collide with the Descriptor being loaded. Only the 
number of the highest priority Descriptor will be loaded into 
the RDP. Descriptor is considered to be the highest priority 
and 31 is the lowest. 



I0-I4 



These bits encode the number of the Descriptor 
selected by the Priority Encoder 



INTERRUPT VECTOR REGISTER (IVR) - The IVR is an 
8-bit read/write register containing the interrupt vector Its 
contents are put on the data lines, D0-D7, during the inter- 
rupt acknowledge operation to provide the processor with a 
vector number The IVR is initialized to $0F (the MC68000 
uninitialized-device vector number) on reset 

MMU FUNCTIONAL DESCRIPTION 
MULTIPLE MMU SYSTEMS 

The Memory Management Mechanism is comprised of 
one or more Memory Management Units Each MMU is 
capable of describing thirty-two segments If more than 
thirty-two segments are required in the system, more MMUs 
can be added to increase the number in 32-segment in- 
crements 

In order to perform its operations, some of the information 
in the MMU's registers must be global That is, it must be 
duplicated in all the MMUs in the system For example, the 
Address Space Table must be global to insure that the Ad- 
dress Space Numbers are common to all MMUs To allow 
this, certain operations are defined as global Any system 
register that can be written, is written globally This includes 
the Accumulator, the Address Space Table, the Descriptor 
Pointer, the Interrupt Vector Register, the Global Status 
Register, and the Local Status Register The Result Descrip- 
tor Pointer and the Interrupt Descriptor Pointer are read-only 
and, therefore, are local and not global 
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The ANY, ALL, and ~GU signal lines are used to connect 
multiple MMUs to form the MMM The MMM uses these in- 
put/output signals to communicate information between 
MMUs and maintain functional unity The GO (Global Opera- 
tion) pin is used to establish the Master-Sla ve rela tionship 
between MMUs for a given operation The ANY signal is 
detected as true if any MMU asserts it, allowing MMUs to 
report conditions that are important in even one device The 
ALL signal is detected as true only if all MMUs assert it It is 
used to verify that all MMUs in the system have performed 
some operation or are in the same state A sample circuit 
diagram of a two-MMU system is shown in Figure 7 

During each global operation, one MMU is specified as the 
Master, all others are designated as Slaves The MMU which 
has its Chip Select (CS) asserted becomes the Master by 
asserting the GOout signal This signals the other MMUs 
that they are Slaves for that operation Note that all MMUs 
may be accessed and, therefore, any one may be the Master 
for a given operation 



MMU FUNCTIONAL STATES 

At any time an MMU may be in one of five states Reset, 
Idle, Normal Translation, Local Operations, or Global Opera- 
tions In a Global Operation, an MMU may be a Master (if the 
CS signal is asserted) or a Slave (if GOin is asserted) In addi- 
tion, two actions can occur regardless of the current state 

1 If RESET is asserted, the Reset operation b egins T he 
MMM will remain in the Reset state until RESET is 
negated 

2 IRQout is asserted if LIP in the LSR and IE in the GSR 
are set, otherwise it is placed in the high-impedance 
state and should be negated with a pullup resistor 



THE RESET STATE - Asserting RESET will initiate the 
Reset sequence regardless of the state of t he M MU During 
Reset, GO, DTACK , ED, M AS, HAD , and WIN are rescind- 
ed The PAD port, FAULT, and ANY are pla ced in the high- 
impedance state Pullup resistors on FAULT and ANY keep 
these signals negated The ALL pin is driven low to negate it 

The GSR, LSR, DP, and the entire Address Space Table 
are initialized to $00 The RDP is initialized to $80 and the IVR 
to $0F All Descriptors are disabled by clearing the Enable 
bits in their Segment Status Registers 

In order to allow the address bus to function before the 
operating system can initialize the MMM, one MMU is 
selected to have Descriptor #0 initialized so that it maps any 
logical address unchanged to the physical address bus The 
MMU is selected for this by having its chip-select line 
asserted during Reset This circuit is shown in the diagram in 
Figure 7 

Descriptor in the selected MMU will have had its LAM 
and ASN cleared to $00, its ASM set to $FF, and the Enable 
bit set Because of this, the logical address passes to the 
physical address bus (via Descriptor #0) without alteration 
The Enable bits of Descriptors 1-31 are cleared to zero to 
disable them and their contents remain uninitialized If the 
MMU is not chip selected during Reset, the Enable bits in all 
Descriptors are cleared and no Descriptor is initialized 



THE IDLE STATE - The Idle state is used to terminate 
bus accesses and prepare for new ones. The MMU is 
"backed-off" the bus, i e , the data tranceivers are placed in 



the high-impedance state and the address latches are put in- 
to the transparent mode The ou tputs are driven to the same 
levels as in Reset except that HAD is rescinded one-half 
clock after MAS to provide address hold time 

While in the Idle state, the MMU uses the Function Code 
inputs to index into the AST to provide the Cycle Address 
Space Number If AS is asserted, a Normal Tr anslation is 
performed If AS is negated and CS, IACK, IRQin, GO, and 
the data strobes indicate an access from the physical bus, an 
operation is performed For further information, see MMU 
OPERATIONS 



NORMAL ADDRESS TRANSLATION 

At the start of a bus cycle, the processor presents the 
logical address, R/W, and the function code to the MMM 
The function code is used to index into the Address Space 
Table to select the Cycle Address Space number When AS 
is asserted, the Normal Translation phase begins by sending 
the Cycle Address Space Number, the logical address, and 
R/W to each Descriptor for matching 

Note 

The function codes must be valid before AS is asserted to 
allow for the table lookup Current versions of the MC68000 
provide this setup time, however, early masks sets (R9M, 
T6E) do not With these early mask sets, AS must be delayed 
to the MMU 

MATCHING — Matches can occur in two areas range 
and space 

A range match occurs if, in each bit position in the LAM 
which is set, the incoming logical address matches the LBA 

A space match occurs if, in each bit position in the ASM 
which is set, the cycle address space number matches the 
ASN 



SUCCESSFUL TRANSLATION - An address match oc- 
curs if there is a range match and a space match A write 
violation occurs if a write is attempted to a wnte-protected 
segment If there is an address match in a Descriptor and no 
write violation, the physical address is formed from the PBA 
of that Descriptor and the logical address The logical ad- 
dress is passed through in those bit positions in the LAM 
which are clear (the "don't cares") In the other bit positions 
the PBA is gated out to the physical address bus 

The U and, if the cycle was a write, the M bits in the Seg- 
ment Statu s Register are set If the I bit is set, then the IP bit 
is set WIN is asserted if the WP bit is set and the cycl e was a 
read or a read/ modify/ write If the cycle was a write, MAS is 
not asserted to prevent the write fro m mod ifying data 

After the Physical Address is stabl e, MA S is asserted to in- 
dicate a valid address is on the bus HAD is asserted to hold 
the address stable on the latches and the PAD0-PAD15 lines 
are then placed in the high-impedance state If AS is then 
negated, the cycle has terminated and the MMU returns to 
the idle state If AS is not negated, the cycle can continue in 
three ways 

1. if CS or IACK and TRQin are asserted, the MMU will 
begin an operation as a Master See Master Opera- 
tions 

2 If GOin is detected by an MMU it will begin a Slave 
operation See Slave Operations 
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FIGURE 7 - SAMPLE CIRCUIT DIAGRAM OF A TWO-MMU SYSTEM 
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3 If a high-to-low_transition is detected on R/W, in- 
dicating a write, AS remains asserted and the matched 
segment is write protected, a write violation occurs 
This would be the result of a read/ modify/ write bus 
cycle on a protected segment 

WRITE VIOLATION - If an address match occurs but the 
bus cycle was a write to a write protected segment, a write 
violation occurs In this case, the RDP is loaded from the 
Prionty Encoder, F is set in the GSR, and DF is set if F was 
previously set The state of the R/W line is latched into the 
RW bit of the LSR an d L4-L7 are encoded to indicate Write 
Violation (WV) The FAULTout signal is then asserted for 
five clock cycles or until AS is negated, whichever is greater 

The logical address is latched into ACO (MSB) and AC1 
(LSB) of the Accumulator (see Table 1) The cycle address 
space number is latched into AC6 These registers are 
marke d as no n-global with respect to the G AT and GAL bits 
If the FAULT pin has been connected to the BERR pin on the 
MC68000, AS will be negated as thejvlPU begins the Bus Er- 
ror exception processing When AS is negated, the MMU 
will enter the Idle state 



NO ADDRESS MATCH - If none of the Descriptors in a 
MMU ha s an a ddr ess mat ch, that MMU asserts ALLout, and 
monitors MASin, FAULTin, and ALLm There are then three 
possibilities 

1) The access was successfully translated in another 
MMU See External Translation 

2) The access caused a write violation in another MMU 
See External Write Violation 

3) The access was to a globally undefined segment See 
Undefined Segment Access 



EXTERNAL TRANSLATION - If MASin becomes 
asserted, the access was successfully translated by another 
MMU The MMU negates ALLout and prepares to end the 



normal translation phase The cycle can then continue in one 
of three ways 

1) If AS becomes negated, the MMU returns to the Idle 
state 

2) If CS, or TACK and IRQm are asserted, the MMU 
begins an operation as a Master 

3) If GOin is detected true, the MMU begins an operation 
as a Slave 



EXTERNAL WRITE VIOLATION - If the FAULTin line is 
detected true (low), a write violation occurred in another 
MMU The detecting MMU then sets the F bit in the GSR 
and the DF bit if the F bit was already set R/W is latched in- 
to the RW bit of the LSR, and L4-L7 are cleared to show that 
the violation did not take place in this MMU The cycle can 
then continue in one of the three ways described above in 
EXTERNAL TRANSLATION 

UNDEFINED SEGMENT ACCESS - If ALLm is detected 
true (high), none of the other MMUs in the system obtained 
a match, indicating the segment is globally undefined The 
MMU sets the_F bit in the GSR and the DF bit if F was set 
previously R/W is latched into the RW bit of the LSR and 
L4-L7 are encoded to show a USA 

The logical address is latched into the Accumulator, ACO 
(MSB), and AC1 (LSB) and the cycle address space number 
is latched into AC6 These registers are marked non-global 
with respect to the GA L and G AT bits 

All MMUs assert the FAULT line for five clock periods or 
until AS is negated, whichever is longer To assure the 
detection of ALLm by all MMUs, ALLout remains asserted 
for two clock cycles after ALLm is detected true ALLout is 
negated before the beginning of the FAULT pulse When AS 
is negated, the MMM returns to the Idle state 

MMU OPERATIONS 

Table 2 shows the operations which can be performed 
Each operation is initiated by the access of an address given 
on the Register Select lines RS1-RS5 and the Upper and 



TABLE 2 - SUMMARY OF MMU FUNCTIONS AND OPERATIONS 



Function 


Summary 


IDLE 


The MMU backs off the bus to prepare for a new access 


RESET 


The MMU is pre-emptively initialized 


NORMAL TRANSLATION 


The MMU attempts to translate an access from the logical address 
bus 


OPERATIONS 


The MMU is accessed from the logical or physical bus 


WRITE SYSTEM REGISTERS 


An operation to globally write Sysem Registers 


READ SYSTEM REGISTERS 


An operation to read the System Registers 


WRITE SEGMENT STATUS 


The SSR of a Descriptor can be quickly changed using this operation 
The Enable bit cannot be set using it, however 


LOAD DESCRIPTOR 


With this operation, the contents of the Accumulator are loaded into 
the Descriptor pointed to by the Descriptor Pointer 


TRANSFER DESCRIPTOR 


This operation transfers the contents of the selected Descriptor into 
the Accumulator 


DIRECT TRANSLATION 


An operation to globally translate a logical address for the operating 
system 


INTERRUPT ACKNOWLEDGE 


An operation that supplies a vector number to the MPU in response to 
IACK 
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Lower Data Strobes The access can be from either the 
logical or physical address bus In a mu I ti- processor system, 
an external processor could access the MMM from the 
physical address bus If the access is from the logical address 
bus, an address translation is first performed If the access is 
from the physical address bus, the operation state is entered 
directly from the Idle state 

The operation phase is always entered with PAD0-PAD15 
in the high-impedance state and either (in the case of an 
opera tion following a normal translation) one MMU asserting 
HAD to hold the physical address, or (in the case of an ac- 
cess from the physical_ bus) the e xtern al proce ssor holding 
the addr ess I f bot h CS and either UDS or LDS are asserted 
or IACK and IRQin are asserted, the MMU asserts ED to 
ena ble th e dat a tra nsceivers 

If IACK and IRQin are asserted, an in ter rupt acknowledge 
operation is performed If CS and UDS or LDS are asserted, 
the MMM determines which_ operation to perform by 
decoding RS1-RS5 and R/W These signals tell which 
register is associated with the operation, which operation to 
perform, and whether t he opera tion is local or global 

After each operation, DTACK is asserted to indicate to the 
process or tha t the opera t ion is fin ished When the processor 
negates UDS and LDS, DTACK and ED are rescinded and 
PAD0-PAD15 are placed in the high-impedance state If A5 
is negated, or had been negated since the last normal 
translation, the MM U enters the Idle state 
__After the D T ACK handshake, if AS remains asserted and 
CS and UDS or LD S are asserted, another master o perat ion 
is pe rformed If AS remains asserted and GOin and UDS or 
LDS are asserted, another Slave operation is performed 



OPERATIONS ADDRESS MAP 

Table 3 shows the operations address map Each system 
register has an address at which it can be read or written In 
addition, some addresses do not correspond to a register, 
but rather designate an operation to be performed by reading 
that location 

The data strobes are logically separate and operations us- 
ing both are independent The operation ends when both 
data strobes are negated 

Some addresses are reserved for future expansion Any 
access to an unused location will result in a null operation If 
the access is a read, the appropriate byte of the data bus is 
driven high If the access is a write, no side-effect occurs 



LOCAL OPERATIONS 

Some operations, such as reading the status registers af- 
fect only one MMU These are called local operations Local 
operations include Interrupt Acknowledge, Read System 
Registers, Transfer Descriptor, and Write Segment Status 
Register 



TABLE 3 - REGISTER/OPERATIONS ADDRESS MAP 



Addre& 


s 


Operation 




Register or Operation 


Binary 


Hex 


RRRRRR 








SSSSSS 




R 


W 






543210 












000000 


00 


L 


G 


AST0 


(Alternate, FC3 = 0) 


000010 


02 


L 


G 


AST 1 


(User Data) 


000100 


04 


L | 


G 


AST 2 


(User Program) 


000110 


06 


L 


G 


AST 3 


(Alternate, FC3-0) 


001000 


08 


L 


G 


AST 4 


(Alternate, FC3 = 0) 


001010 


0A 


L 


G 


AST 5 


(Supervisor Data) 


001100 


OC 


L 


G 


AST 6 


(Supervisor Program) 


001110 


0E 


L 


G 


AST 7 


(Interrupt Acknowledge) 


010000 


10 


L 


G 


AST 8 


(Alternate, FC3=1) 


010010 


12 


L 


G 


AST 9 


(Alternate, FC3=1) 


010100 


14 


L 


G 


AST 10 


(Alternate, FC3=1) 


010110 


16 


L 


G 


AST 11 


(Alternate, FC3-1) 


011000 


18 


L 


G 


AST 12 


(Alternate, FC3= 1) 


011010 


1A 


L 


G 


AST 13 


(Alternate, FC3=1) 


011100 


1C 


L 


G 


AST 14 


(Alternate, FC3=1) 


011110 


1E 


L 


G 


AST 15 


(Alternate, FC3=1) 


100000 


20 


L 


G 


A CO 


(LBA/Translation ADDR (MSB)) 


100001 


21 


L 


G 


AC1 


(LBA/Translation ADDR (LSB)) 


100010 


22 


L 


G 


AC2 


(LAM (MSB)) 


100011 


23 


L 


G 


AC3 


(LAM (LSB)) 


100100 


24 


L 


G 


AC4 


(PBA/Translated ADDR (MSB)) 


100101 


25 


L 


G 


AC5 


(PBA/Translated ADDR (LSB)) 


100110 


26 


L 


G 


AC6 


(Address Space Number) 


100111 


27 


I 


G 


AC7 


(Status Register) 


101000 


28 


L 


G 


AC8 


(Address Space Mask) 


101001 


29 


L 


G 


DP 


(Descriptor Pointer) 


101011 


2B 


L 


G 


IVR 


Intei rupt Vector Register 


101101 


2D 


L 


G 


GSR 


Global Status 


101111 


2F 


L 


G 


LSR 


Local Status 


110001 


31 


L 


L 


SSR 


Segment Status and Transfer 
Descriptor Operation 


111001 


39 


31 


LN 


IDP 


Interrupt Description Ptr 


111011 


3B 


L 


LN 


RDP 


Result Descriptor Ptr 


111101 


3D 


G 


LN 


Direct Translation Operation 


111111 


3F 


G 


LN 


Load Descriptor Operation 


{Otherw 


sej 


LN 


LN 


Null Operation 



G Global 



N Null Operation 



* RS0 is an inte rnal s ignal 
If UDS = 0and LDS = 1 -^RS0 = 
If UDS = 1 and LDS = — RS0= 1 
If UDS = and LDS = 0— RSO = X 
If UDS=1 and LDS=1 -*RSO = X 



INTERRUPT ACKNOWLEDGE - The Interrupt 
Acknowledge operation is performed if IACK and IRQin are 
asserted at the beginning of the operation phase During In- 
terrupt Acknowledge, the contents of the Interrupt Vector 
Register are placed on D0-D7, to provide the MPU with a 
vector number 



READ SYSTEM REGISTER - Each system register has 
an address at which it can be read Each MMU should be 
chip selected at a different location to access the registers in 
each. During a processor read of the IDP, the IDP is first 
loaded from the Priority Encoder and then gated onto 
D0-D7 
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TRANSFER DESCRIPTOR - In order to read the con- 
tents of a Descriptor, it must be transferred into the Ac- 
cumulator and read from there The Descriptor Pointer is 
first written by the processor with the number of the 
Descriptor desired The Transfer Descriptor operation is then 
performed by reading from the SSR address ($31) 

The contents of the selected Descriptor is then transferred 
into the Accumulator as shown in Table 1 and the contents 
of the SSR are gated onto D0-D7 The Descriptor registers 
may then be read from the Accumulator 

WRITE SEGMENT STATUS REGISTER - The SSR of 
any Descriptor can be written using Descriptor Pointer (DP) 
as a pointer Any bit may be written except the E bit Enable 
may be cleared using this operation but it may not be set 

GLOBAL OPERATIONS 

A global operation is one which is performed in parallel on 
all MMUs in the system Global operations include all writes 
to system registers, the Load Descriptor, Operation, and 
Direct Translation In global operation, one MMU must be 
the Master and th e res t must be Slaves The operation 
begins with CS and UDS or LDS asserted on one MMU The 
MMU with CS asserted becomes the Master for that opera- 
tion The Master asserts GOout and, upon detecting GOm as 
true, the other MMUs become Slaves in the operation 
Global operations include Global Write System Registers, 
Load Descriptor, and Direct Translation 

If there ]S_only one MMU present in the system, the ANY, 
ALL, and GO pins must be negated by tying them to the pro- 
per voltages through resistors Global operations then 
become local only 

WRITE SYSTEM REGISTER - Each system register that 
can be written to is written globally This includes ACO- 
AC8, AST0-AST15, DP, IVR, GSR, and LSR The operation 
is performed by writing tojhe desired register's address 

The MMU which has CS asserted becomes the Master by 
asserted GOout The other MMUs detect GOm and become 
Slaves Each MMU transfers the data on the data bus to the 
selected register If the write is to a byte of the Accumulator, 
that register is marked as global If F is cleared in the GSR, 
L4-L7 are also cleared 

When the transfer is completed in each MMU, each will 
assert ALLout After all MMUs have asserted ALLout, ALLin 
will be true and, upon detecting ALLin, the Master rescinds 
GO 

LOAD DESCRIPTOR OPERATION - Descriptors are 
loaded by transferring the contents of the Accumulator to 
the Descriptor after performing global checks for collisions 
A collision exists when two or more enabled Descriptors are 
programmed to translate the same logical address 

To prepare for Descriptor loading, the Accumulator must 
be loaded globally with the LBA, LAM, ASN, and ASM as 
described in ACCUMULATOR To make global collision 
checks, ACO, AC1, AC2, AC3, AC6, and AC8 must have 
been globally loaded If they are, the Global Accumulator for 
Load (GAL) bit in the LSR of each MMU is set To initiate the 
operation, a read from the address $3F is done If the load is 
successful, the data bus will be set to $00 If a collision is 
found, the load is unsuccessful and the data bus is set to 
$FF _ 

During the Load Descriptor operation, the MMU with CS 
asserted becomes the Master by asserting GOout The other 
MMUs detect GOm and become Slaves The Slave MMUs 



decode the o p erati on from RS1-RS5, R/W, and the data 
strobes (UDS, LDS) The Descriptor whose number is in the 
Descriptor Pointer is disabled (its E bit is cleared) so that it 
cannot cause a collision 

If the GAL bit in the GSR of_a Slave is clear, LA4-LA7 is 
encoded to indicate LD and ANY out is asserted If GAL is 
set, the Slave checks the enabled Descriptors against its Ac- 
cumulat or fo r collisions If a conflict is found, the Slave 
asserts ANY out and loads its RDP with the number of the 
Descriptor which caused the collision If no collision is 
detected, L4 -L7 a re cleared When Goin is detected, 
ALLout, and ANYout are negated and the operation ends 

The Master aborts the transfer if t here is a local Descriptor 
conflict, if the GAL bit is clear, or if ANYin is asserted If the 
failure was not local, L4-L7 are cleared Otherwise, L4-L7 are 
encoded with LD and ANYout is asserted by the Master The 
Master then puts $FF on D 0-D7 to indicate failure _to the 
MPU, negates ALLout and ANYout, and rescinds GOout 
When ANYin is negated, the operation is terminated 

If there were no local collisions, its GAL bit was set, and 
ALLin is asserted, the Master completes the transfer and 
enables the loaded Descriptor It then puts $00 on D0-D7 to 
indicate success, clears L4-L7, negates ALLout, and rescinds 
GOout 

DIRECT TRANSLATION - The Memory Management 
Mechanism can be used to directly translate the logical ad- 
dress into a physical address and make it available to the pro- 
cessor in the Accumulator The logical address to be 
translated is globally loaded into AC0-AC1 and the ASN to 
be used is loaded into AC6 Translation is initiated with a 
read from the address $3D 

If the translation is successful, the DP and RDP point to 
the Descriptor which performed the translation and the 
Physical address is loaded into AC4-AC5 The processor 
reads $00 from the data bus 

If the logical address could not be translated because it 
was globally undefined, the data bus is set to $FF to indicate 
the failure 

Using AC6 to supply the cycle address space number, 
each MMU attempts to match the logical address contained 
in AC0-AC1 with one of its enabled Descriptors Each MMU 
must have the same information in ACO, AC1 and AC6 The 
GAT (Global Accumulator for Translation) bit in the LSR is 
set if these registers have each been globally loaded 

If a match is found, and GAT is set, the physical address is 
formed as in normal translation and put into AC4-AC5 The 
RDP and DP are loaded from the Priority Encoder and L4-L7 
are encoded to indicate Direct Translation (DT) The Master 
puts $00 on D0-D7 to signal that the translation was suc- 
cessful, and rescinds GO to terminate the operation 

If no match is found, or GAT is clear, the MMU asserts 
ALLout and L4-L 7 in the LSR are cleared The Master 
moni tors t he ANYin and ALLin inputs 

If ANYin becomes asserted, then another MMU per- 
formed the translation The Master puts $00 on D0-D7 to in- 
dicat e suc cess negates ALLout and rescinds GOout It waits 
until ANYin is negated before terminating the operation 

If ALLin becomes asserted, then none of the MMUs per- 
formed the translation. The Master puts $FF on D0-D7 to in- 
dicate failure, negates ALLout, and rescinds G Oout to ter- 
minate the operation Each Slave MMU negates ANYout and 
ALLout when the Master MMU rescinds GO at the end of 
the operation. 
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HARDWARE CONSIDERATIONS 

MAS TIMING MODES AND PHYSICAL ADDRESS 
STROBES 

The Mapped Address Strobe signals that a valid translated 
address is present on the physical address bus It should be 
included in the generation of the Physical Address Strobe 
(PAS) which is then used to gate the memory decode cir- 
cuitry AS is also included in the PAS to effect a quick 
rel ease of the bus at the end of a cycle 

MAS can be programmed with the MODE pin in three 
modes 

Mode A MAS is asserted asynchronously MAS is 
asserted as soon as a match for the function code 
and logica l addr ess is found A circuit to generate 
PAS with MAS in Mode A is shown in Figure 8a 
The delay of AS should be the delay introduced 
by the MMU plus the desired setup time for the 
memory This allows the user to fine-tune the bus 
speed for maximum efficiency The delay can be 
implemented with delay lines or a clocked flip- 
flop^ 
Mode S1 MAS is asserted on the first rising edge of CLOCK 
after the physical address is valid This mode was 
intende d to al l ow the generation of PAS by ORmg 
AS and MAS MAS asserts PAS and AS negates 
it to release the bus quickly at the end of the cy- 



cle A circuit to generate PAS using MAS in 
mode S1 or S2 is shown in Figure 8b 

Mode S2 MAS is asserted on the first falling edge of 
CLOCK after the address is valid This mode was 
inte nded t o allow the generation of PAS using AS 
and MAS only A circuit to do this is shown in 
Figure 8 

PHYSICAL DATA STROBES 

The physical data strobes, Physical Upper Data Strobe 
(PUDS), and Physical Lower Data Strobe (PLDS) should_be 
generated using UDS or LDS gated with MAS and R/W 
This will hold off the strobes until the physical address is 
valid and protect write- protected memory during 
rea d/ mod ify/ w rite cy cles (see WIN) A circuit to generate 
the PUDS and PLDS is shown in Figure 9 

INTERRUPTS 

When the MC68000 responds to an interrupt, it places the 
Interrupt Acknowledge (IACK) function code on FC0-FC2 
and the level of the interrupt to which it is responding on the 
address lines A1-A3 This is not a_true memory access, but 
the MMU must translate it since AS is asserted To prevent 
the MMU from attempting to match an address during an in- 
terrupt acknowledge cycle, IACK should be_decoded from 
the function code lines and used to disable AS to the MMU 
A circuit to accomplish this is shown in Figure 10 



FIGURE 8 - PHYSICAL ADDRESS STROBE GENERATION 

a Asynchronous Mode 

PAS 



MAS 
A? 



Delay Element 

b Synchronous Modes (S1 or S2) 



MAN- 
AS'- 



O 



FIGURE 10 - CIRCUIT TO HOLD OFF AS DURING IACK 



AS 




D- 



AS to MMU 



FIGURE 9 - GENERATION OF PHYSICAL READ/WRITE 
AND PHYSICAL DATA STROBES 



R/W 1 V 

win y ^ /° 
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LDS(MMU) 



UDS(MMU) 
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SOFTWARE CONSIDERATIONS 



SEGMENT MAPPING EXAMPLE 

In constructing segments, the size of a given segment is 
determined by the Logical Address Mask Although there are 
no constraints on which bits are significant, one approach is 
to allow only contiguous, low order zeroes ("don't cares") 
With this constraint, if there are N zeroes, the size of the seg- 
ment is 2 <8+ N) bytes Since the seven low-order address 
lines bypass the MMU, the smallest possible segment is 128 
words (256 bytes) 

In the logical address space, a segment defined this way 
extends from the address formed by the LBA with zeroes in 
the "don't care" positions in the LAM to the address formed 



the LBA with ones in the "don't care" bit positions In the 
physical address space, the segment extends from the ad- 
dress formed by the PBA with zeroes in the "don't care" bit 
positions in the LAM to the address formed with ones in the 
"don't care" positions 

Figure 11 shows an example memory map In this 
example, the map has been divided between two users and 
the operating system The user tasks each have three 
segments A, B, and C The operating system also has three 
segments 0, V, and R 



FIGURE 11 - ADDRESS MAP EXAMPLE 



r 



Logical 



Physical 



Addresses 

{~ A J 000000 
**\ OFFFFF 
1FFFFF 



< 



i 




< 



K 



•{ 



V 



F00000 
FFFFFF 

Logical 



000000 


000000 


OFFFFF 


0003FF 




100000 


1FFFFF 


1FFFFF 




200000 




3FFFFF 


400000 




600000 


600000 


7FFFFF 


7FFFFF 


800000 


800000 


8003FF 




900000 




9FFFFF 




A00000 




AFFFFF 





> 



} 



EOOOOO 
EFFFFF 
FOOOOO 
FFFFFF 

Physical 



> 



"N 



} 




>■ 



>2C >H 



J 



Segment 


R 


V 





1A 


1B 


2C 


2A 


2B 


2C 


Logical Base Address (LBA) 


0000 


8000 


F000 


0000 


7FFF 


9000 


0000 


7FFF 


A000 


Logical Address Mask (LAM) 


0000 


FFFC 


FOOO 


EOOO 


COOO 


FOOO 


FOOO 


EOOO 


FOOO 


Physical Base Address (PBA) 


0000 


0000 


FOOO 


2000 


BFFF 


EOOO 


1000 


7FFF 


EOOO 


Address Space Number (ASN) 


FF 


80 


80 


01 


01 


01 


02 


02 


02 


Address Space Mask (ASM) 


FF 


80 


80 


7F 


7F 


7F 


7F 


7F 


7F 
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Segment R maps the logical addresses unchanged to the 
physical address space, but only for Address Space Number 
$00 This segment is automatically generated in Descriptor 
zero in the Master MMU on Reset Segments and V also 
belong to the operating system and are accessed only by 
ASNs with bit 7 set This is an arbitrary assignment and need 
not be followed 

Segments 1 A, 1 B, and 1 C belong to user number one, and 
are accessed by address space numbers $01 and $81 User 1 
would be assigned ANS $01 and the operating system would 
use $81 to access those segments A parallel situation exists 
with user 2 

Note that segments 1A and 2A are isolated from each 
other even though they share the same logical addresses 
User 1 is prevented from accessing the same memory as user 
2 because his ASN does not match segment 2 A Segments 
can overlap in physical memory, however, as 1C and 2C do 
here 

Note the manner in which segments 1B and 2B are de- 
fined Here the logical and physical base addresses are con- 
sidered to be the top of the segment rather than the bottom 
This is useful in describing push-down, pop-up stacks which 
grow towards low memory The same segment can be 
described in the other way, also An alternate Descriptor for 
segment 1 B is given below 

Descriptor 1 B 

Logical Base Address $4000 

Logical Address Mask $C000 

Physical Base Address $8000 

Address Space Number $01 

Address Space Mask $7F 



SEGMENTATION 

Since segment sizes must be multiples of two, multiple 
Descriptors can be used to map a segment of non-binary 
size For example, a segment of 70K bytes could be con- 
structed using two Descriptors one of 64K bytes and one of 
8K bytes, losing 2K bytes to internal fragmentation A purely 
binary system would allocate 128K bytes, wasting 58K bytes 

PAGING 

If each segment is the same size, a paged system could be 
implemented The Used and Modified bits in the Segment 
Status Registers allow a variety of placement algorithms and 
the use of virtual memory 

The MMM supports virtual processing The 16 bits of the 
logical address, the cycle address space number, and R/W 



are latched during a FAULT to provide enough information 
for an auxiliary processor to fix a page fault 



INITIALIZATION SOFTWARE 

After a Reset (power-on or processor initiated), the Master 
MMU (the MMU for which CS was asserted during Reset) 
will map the logical addresses unchanged into the physical 
address space using Descriptor (see RESET) This will 
allow the processor to fetch its Supervisor Stack and Pro- 
gram Counter (if it was a power-on Reset) and begin ex- 
ecuting the operating system initialization routine See the 
MC68000 Advance Information Data Sheet for more infor- 
mation 

The operating system would then set up Descriptors for 
itself and system resources (such as the MMU) The enable a 
Descriptor, the operating system loads the Descriptor 
number in the DP register, and the LBA, LAM, PBA, ASN, 
and ASM into the Accumulator as described in LOAD 
DESCRIPTOR 

The processor then reads from the appropriate physical 
address to begin the loading operation The MMM globally 
checks for conflicts and loads and enables the Descriptor if 
none are found As a result of the read, the processor gets a 
status byte in the low byte of the word The status will read 
$00 if the load was successful and $FF if there was a conflict 
If a conflict occurred, the RDP can be used to find the 
highest priority conflicting Descriptor 

A Descriptor can be quickly disabled by writing to its Seg- 
ment Status Register The I and WP bits can be programmed 
and the U and M bits can be cleared but the E bit can only be 
set by a Load Descriptor operation 

Descriptors would then be set up for the user tasks and a 
task would be selected to execute Address Space Table en- 
tries AST1 and AST2 would then be loaded with the Address 
Space Number of the task to be run These are the address 
spaces of User Data and User Program in the MC68000 The 
Program Counter and Status Register to be used by the task 
are then pushed onto the system stack The processor then 
executes an RTE instruction which fetches the Status 
register and program counter off of the stack The Status 
Register should have had the supervisor state bit cleared so 
that the processor will enter the user state and its accesses 
are then mapped through AST1 and AST2 to start the user 
task 

To return to the operating system from a user task, a 
watchdog timer could be used to interrupt the processor 
The exception processing caused by this would switch the 
processor to the supervisor state and the supervisor address 
spaces would be mapped by the operating systems Descrip- 
tors 
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CONTEXT SWITCHING 

Switching the MMU from one user task to the other is very 
efficient Suppose two user tasks were present in memory 
and the processor had returned to the operating system as 
described above To switch tasks, the operating system 
would change AST1 and AST2 to the ASN of the user task 
which it wished to execute It would then push the new 
Status Register and Program counter on the stack and 
execute an RTE 

Switching between two supervisor tasks is more complex 
If AST5 and AST6 are changed while the processor is in the 
supervisor state, subsequent accesses are immediately map- 
ped through the new address space A Move Multiple 



(MOVEM) using the predecrement mode followed by an il- 
legal instruction can be executed to perform the switch The 
processor fetches the MOVEM and the illegal instruction, 
alters AST6 and AST5 (data entry last), then traps through 
the illegal instruction routine to the new supervisor task A 
flag (possibly the illegal instruction opcode) is used to 
distinguish between normal illegal instructions and attempts 
to switch tasks in this manner 

Another method is to have a task in the user space per- 
form the switch The Supervisor Stack Pointer is set up, the 
processor alerts the Status Register to put itself in the User 
state, AST5 and AST6 are changed, and the processor traps 
to the supervisor task 
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GENERAL PURPOSE INTERFACE ADAPTER 

The MC68488 GPIA provides the means to interface between the 
IEEE-488 standard instrument bus and the M6800 MPU Family The 
GPIB instrument bus provides a means of controlling and moving data 
between instruments connected to it. 

The MC68488 will automatically handle all handshake protocol need- 
ed on the instrument bus. 



• Single- or Dual- Primary Address Recognition 

• Secondary Address Capability (Talker or Listener) 

• Complete Source and Acceptor Handshakes 

• Programmable Interrupts 

• RFD Holdoff to Prevent Data Overrun 

• Operates with DMA Controller 

• Serial- and Parallel-Polling Capability 

• Talk-Only or Listen-Only Capability 

• Selectable Automatic Features to Minimize Software 

• Synchronization Trigger Output 

• M6800 Bus Compatible 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0.3 to +7 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


T A 


Oto +70 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic 
Cerdip 
Plastic 


*JA 


50 
60 
100 


°C/W 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit. Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage (e.g , either V$s or 
VCC> 



MC68488 

(1.0 MHz) 

MC68A488 

(1.5 MHz) 

MC68B488 

(2.0 MHz) 



MOS 



(N-CHANNEL, SILICON-GATE 
DEPLETION LOAD) 

GENERAL PURPOSE 
INTERFACE ADAPTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



FIGURE 1 - PIN ASIGNMENT 
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FIGURE 2 - GPIB INTERFACE 
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Note The four MC3448A quad bus transceivers can be replaced by two MC3447 octal bus transceivers 



DC ELECTRICAL CHARACTERISTICS (V C c = 5 Vdc ±5%, Vss = 0, T A = to 70°C unless otherwise noted) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 


V| H 


VSS+2U 


- 


vcc 


V 


Input Low Voltage 


VlL 


Vss-03 


- 


Vss + 08 


V 


Input Leakage Current (V ln = to 5 25 V) 


l.n 


- 


1 


25 


ma 


Three State (Off State) Input Current (V in = 4 to 2 4 V) D0-D7 


ITSI 


- 


20 


10 


ma 


DC Output High Voltage (lj oac j = - 205 fiA) D0-D7 


VOH 


VSS+24 


- 


- 


V 


DC Output Low Voltage 
(l Load=1 6 mA) D0-D7 
(l Load = 3 2mA) SRQ, IRQ 


vol 


- 


- 


Vss+04 
Vss + 04 


V 


Output Leakage Current (Off State) (Vqh = 2 4 V) SRQ, IRQ 


•loh 


- 


1 


10 


ma 


Internal Power Dissipation 


pint 


- 


600 


750 


mW 


Input Capacitance 
(V |n = 0,T A = 25°C,f=1 0MHz) D0-D7 

All Others 


Cm 


- 


- 


12 5 
75 


pF 



4-837 



MC68488*MC68A488*MC68B488 



FIGURE 3 - SOURCE AND ACCEPTOR HANDSHAKE 
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This diagram displays logical voltage levels on the MC68488 pins The 
MC68488 pi ns are labeled as the complement of the specified 488 bus 
callout, i e . DAV rather than DAV RFD rather than NRFD and DAC 
rather than NDAC This was done to stay with standard positive logic 
format, which is used with all M6800 family devices 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from- 

Tj = T A + (PD*0JA> (1) 

Where - 

T/\ae Ambient Temperature, °C 

0JA= Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD*P|NT + PPORT 

p INT sl CC x V CC» Watts - Chip Internal Power 
PpORT^Port Power Dissipation, Watts - User Determined 
For most applications PpORT**P|NT and can be neglected. PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pp and Tj (if PpORT is neglected) is. 

P d = K-h(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = P D «(T A + 273°C) + dj a»Pd 2 < 3 > 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pq (at equilibrium) 
for a known T A - Using this value of K the values of Pq and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of T A . 
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BUS TIMING (See Notes 1, 2, and 3) 



Idem. 
Number 


Characteristics 


Symbol 


MC68488 


MC68A488* 


MC68B488* 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


1 


10 


67 


10 


05 


10 


Its 


2 


Pulse Width, E Low 


PW EL 


430 


9500 


280 


9500 


210 


9500 


ns 


3 


Pulse Width, E High 


PW EH 


450 


9500 


280 


9500 


220 


9500 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


tAH 


10 


- 


10 


- 


10 


- 


ns 


13 


Address Setup Time Before E 


tAS 


80 


- 


60 


- 


40 


- 


ns 


14 


Chip Select Setup Time Before E 


*CS 


80 


- 


60 


- 


40 


- 


ns 


15 


Chip Select Hold Time 


tCH 


10 


- 


10 


- 


10 


- 


ns 


18 


Read Data Hold Time 


tDHR 


20 


50* # 


20 


50** 


20 


50** 


ns 


21 


Write Data Hold Time 


*DHW 


10 


- 


10 


- 


10 


- 


ns 


30 


Output Data Delay Time 


tDDR 


- 


290 


- 


180 


- 


150 


ns 


31 


Input Data Setup Time 


*DSW 


165 


- 


80 


- 


60 


- 


ns 



•See Table 1 for GPIB transceiver considerations when using MC68A488 or MC68B488 

"The data bus output buffers are no longer sourcing or sinking current by tDHR maximum (high-impedance) 



FIGURE 4 - BUS TIMING 





NOTES 
1 . Not all signals are applicable to every part. 

2 Voltage levels shown are Vl<0 8 V, Vh^2.4 V, unless otherwise specified 
3. Measurement points shown are 8 V and 2 V, unless otherwise specified 
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FIGURE 5 - OUTPUT BUS TIMING 



Enable 



DAV, DAC, RFD, EOI, ATN 



Jf 08 V \_ 

* tHD 



T/R1, T/R2 



20V 
08 V 



■ tT/R1, 2D-^ 



X 



TABLE 1 - AC TIME VALUES 



I 



Characteristics 


Symbol* 


Typ 


Unit 


Settling Time for Multiple Message 


SH 


T1 


£2 


lis** 


Response to ATN 


SH,AH,T, L 


t3 


<200 


ns 


Interface Message Accept Timet 


AH 


T3 


>0 


§ 


Response to TFC or REN False 


T,TE,L, LE 


t4 


<100 


Its 


Response to ATN* EOI 


PP 


t5 


<200 


ns 



Time values specified by a lower case t indicate the maximum time allowed to make a state transition Time values specified by an upper 
case T indicate the minimum time that a funcion must remain in a state before exiting. 
If three-state drivers are used on the DIO-DAV and EOI lines, T-j may be 

(1) 2:1100 ns 

<2) Or ^700 ns if it is known that within the controller ATN is driven by a three-state dri ver 

(3) Or 2:500 ns for all subsequent bytes following the first sent after each false transition of ATN [the first byte must be sent in accordance 
with (1) or (2)] 
Time required for interface functions to accept, not necessarily respond to interface messages 
Implementation dependent 



When using an E clock of 1 5 MHz on the MC68A488, the GPIB data lines, DAV, and EOI lines must have three-state drivers - See Note ** 
When using an E clock of 2 MHz on the MC68B488 the GPIB data lines, DAV, EOI, and ATN lines must have three-state drivers - See 
Note *' 



GENERAL DESCRIPTION 

The IEEE-488 instrument bus standard is a bit-parallel, 
byte-serial bus structure designed for communication to and 
from intelligent instruments. Using this standard, many in- 
struments may be interconnected, remotely and 
automatically controlled, or programmed Data may be taken 
from, sent to, or transferred between instruments A bus 
controller dictates the role of each device by making the 
attention line true and sending talk or listen addresses on the 
instrument bus data lines; those devices which have 
matching addresses are activated Device addresses are set 
into each GPIA from switches or jumpers on a PC board by a 
microprocessor as a part of the initialization sequence. 

When the controller makes the attention line true, instru- 
ment bus commands may also be sent to single or multiple 
GPIAs 

Information is transmitted on the instrument bus data lines 
under sequential control of the three handshake lines No 



step in the sequence can be initiated until the previous step is 
completed Information transfer can proceed as fast as the 
devices can respond, but no faster than the slowest device 
presently addressed as active This permits several devices of 
different speeds to receive the same data concurrently. 

The GPIA is designed to work with standard 488-bus 
driver ICs (MC3447As or MC3448As) to meet the complete 
electrical specifications of the IEEE-488 bus. Additionally, a 
powered-off instrument may be powered-on without 
disturbing the 488 bus With some additional logic, the GPIA 
could be used with other microprocessors. 

The MC68488 GPIA has been designed to interface be- 
tween the M6800 family microprocessor and the complex 
protocol of the IEEE-488 instrument bus. Many instrument 
bus protocol functions are handled automatically by the 
GPIA and require no additional MPU action Other functions 
require minimum MPU response due to a large number of in- 
ternal registers conveying information on the state of the 
GPIA and the instrument bus. 
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FIGURE 6 - GPIA BLOCK DIAGRAM 



00 



RESET- 





MC68488*MC68A488*MC68B488 



FIGURE 7 - GPIB SYSTEM 



IC 



Device A 

Able To 

Talk, Listen, 

And Control 

(e g , Calculator) 



♦♦♦♦♦♦mo 



£ 



Device B 

Able To 

Talk And 

Listen 

(e g , Digital 

Multimeter) 



£ 



Device C 
Only Able 
To Listen 
(e g , Signal 
Generator) 



<=L 




\^> Mama c=d 




c 



MC3448A* 



MC3448A* 



MC3448A* 



Data Byte 
Transfer 
Control 



General 

Interface 

Management 



DIO 1-8 



'Two MC3447A octal transceivers can be used in place of four MC3448As 



-DAV 
-RFD 
"DAC 
. JFc 

• ATN 

• SRQ 

• REN 

• EOI 
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PIN DESCRIPTION 

All inputs to the GPIA are high impedance and TTL com- 
patible All outputs from the GPIA are c ompa tible with stan- 
dard TTL. IRQ (Interrupt Request) and SRQ, however, are 
open-drain outputs (no internal pullup). 

INTERFACE WITH MPU 

BIDIRECTIONAL DATA (D0-D7) - The bidirectional data 
lines allow the transfer of data between the MPU and GPIA. 
The data bus output drivers are three-state devices that re- 
main in the high-impedance (off) state except when the MPU 
performs a GPIA read operation or the DMA controller per- 
forms a memory write operation. The Read/ Write line is high 
when the GPIA is selected for a read operation. 

CHIP SELECT (CS) - This input signal is used to select 
the GPIA. C5 must be low for selection of the device. Chip 
Select decoding is normally accomplished with external 
logic. 

READ/WRITE INPUT (R/W) - This signal is generated 
by the MPU or DMA controller to control register access and 
direction of data transfer on the data bus. A low state on the 
GPIA Read/Write and DMA Grant lines allows for the selec- 
tion of one of seven write-only reigsters when used in con- 
junction with register select lines RSO, RS1, and RS2 A high 
state on the GPIA Read/Write and low state on the DMA 
Grant line allows for the selection of one of eight read-only 
registers when used in conjunction with register select lines 
RSO, RS1, and RS2. 

REGISTER SELECT (RSO, RS1, RS2) - The three register 
select inputs are used to select the various registers inside 
the GPIA. These three lines are used in conjunction with the 
Read/Write line to select a particular register that is to be 
written or read Table 2 shows the register select coding 

INTERRUPT REQUEST (IRQ) - The IRQ output goes to 
the common interrupt bus line for the MPU. This is an open- 
drain output which is wire-ORed to the IRQ bus line The IRQ 
is asserted low when an enable interrupt occurs and stays 
low until the MPU reads the interrupt status register 
Reading ROR will reset IRQ to the high state. 

TABLE 2 - REGISTER ACCESS 



RS2 


RS1 


RSO 


R/W 


Register Title 


Register 
Symbol 













Interrupt Status 


ROR 














Interrupt Mask 


ROW 












Command Status 


R1R 












Unused 


- 





1 







Address Status 


R2R 





1 







Address Mode 


R2W 





1 






Auxiliary Command 


R3R 





1 






Auxiliary Command 


R3W 












Address Switch* 


R4R 












Address 


R4W 











Serial Poll 


R5R 











Serial Poll 


R5W 




1 
1 
1 







Command Pass-Through 
Parallel Poll 
Data In 


R6R 
R6W 
R7R 




1 







Data Out 


R7W 


"Externa 


to MC6 


6488 









RESET - The RESET input provides a means of resetting 
the GP IA from a hardware source. In the low state, the 
RESET input causes the following- 

• The Interrupt "Mask" register is reset, 

• All status conditions are reset; 

• The GPIA is placed in the Untalk/Unhsten state, 

• The Parallel Poll, Serial Poll, Data In, and Data Out 
registers are reset, 

• The Address register and Address mode register are 
cleared, 

• All stored conditions in the Auxiliary Comand register 
except bit 7 are reset — (bit 7 is set), 

• T/R1, 2 will go to the low state. 



When RESET returns high (the inactive state) the GPIA 
will remain in the reset condition until the MPU writes bit 7 of 
the Auxiliary Command register (R3W) low Prior to the 
release of the software reset bit, the only register that can be 
acc essed is the Address register. The conditions affected by 
the RESET pin cannot be changed while this pin is low' 

E (ENABLE CLOCK) - E activates the address inputs (CS, 
RSO, RS1, and RS2) and R/W input and enables data 
transfer on the MPU data bus. It is also used internally as a 
state counter allowing the device to change interface states 
The E input should be connected to a free-running clock 
source such as the MC6800 <f>2 or the Enable Signal of other 
M6800 family MPUs. 

GPIA/GPIB INTERFACE BUS SIGNALS 

The GPIA provides a set of eighteen interface signal lines 
between the M6800 and the IEEE-488 Standard bus. 

NOTE 

The IEEE-488 Standard defines these signals as 
negative logic In this document all MPU and MC68488 
signals are defined as positive logic 

SIGNAL LINES (IB0-IB7) - These bidirectional lines allow 
for the flow of 7-bit ASCII interface messages and device 
dependent messages. Data appears on these lines in a bit- 
parallel byte-serial form These lines are buffered by 
transceivers and applied to the IEEE-488 Standard bus 
(DI01-DI08), 

BYTE TRANSFER LINES (DAC, RFD, DAV) - These 
lines allow for proper transfer of each data byte on the bus 
between sources and acceptors RFD goes passively high in- 
dicating "Ready For Data " A source will indicate the "data 
is valid" by pulling DAV low Upon the reception of valid 
data, DAC will go passively high indicating that the "data 
has been accepted" by all acceptors. The handshake lines 
have internal pullup resistors. 

BUS MANAGEMENT LINES (ATN, IFC, SRQ, EOI, 
REN) — These lines are used to manage an orderly flow of 
information across the interface lines 

ATTENTION (ATN) - is continuously monitored by the 
GPIA. The device responds to any changes on this line in less 
than 200 ns by_ activatin g the transmit/ receive control 
signals If the EOI line and ATN are low at the same time, 
GPIA will place the contents of a parallel poll register on the 
IEEE-488 Standard bus. 
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INTERFACE CLEAR (IFC) - is used by a system con- 
troller to put the GPIA in a known quiescent state. The oc- 
currence of IFC will place the GPIA in the Listener/Talker idle 
state (LIDS or TIDS). If the MC68488 is in a Listener Active 
stat e with a byte of data in the Data-in register (Bl bit set) an 
IFC will place the part in LIDS but will not destroy the receiv- 
ed byte nor the status indication (Bl). Any interface function 
that requires the device to be in either the Listener or Talker 
Active state (e g , a Serial Poll enable command) will be 
reset if an IFC occurs. A command that originates from the 
MPU (e.g., to, lo, fget, hlda)jwi]l only be affected during the 
occurrence of an IFC (when IFC is low) and will return to its 
programmed state when IFC returns high, i.e , IFC will not 
affect local messages. For example: if the GPIA is in TACS 
(Talker Active State) and has placed a byte in the Data-Out 
register it has made a new byte available (nba) If IFC occurs 
while the source handshake is in SDYS, the talker function 
will be returned to its idle state but nba (a local message) will 
not be destroyed. When the GPIA is again made a talker, the 
byte in the Data-Out register (placed there before IFC) will be 
placed onto the GPIB. The address register is not affected by 
an IFC 

SERVICE REQUEST (SRQ) - is used to indicate a need 
for attention in addition to requesting an interruption in the 
current sequence of events This indicates to the controller 
that a device on the bus is in need of service This output 
becomes active low by setting the rsv bit (bit 6) of R5W This 
line is an open drain and an external pullup resistor (nominal 
3 3k ohm) must be used. 



REMOTE ENABLE (REN) - is used to select one of two 
alternate sources of device programming data — local and 
remote control When this input is low the GPIA is enabled 
to move to the REMS state Note that REN being low is a 
necessary but not a sufficient condition for moving to 
REMS. 

END OF IDENTIFY (EOD - Serves a dual purpose When 
the GPIA is in TACS and the MPU writes bit 5 or R3W (feoi) 
this pin becomes an output and signals the end of a 
multibyte transfer If the s ystem controller makes the EOI line 
true in conjunction with ATN, the contents of the Parallel 
Poll register will be placed on the IEEE-488 Standard bus 

TRANSMIT/RECEIVE CONTROL SIGNALS (T/R1, 
T/R2) — These two signals are used to control the quad or 
octal transceivers which drive the interface bus It is assum- 
ed that transceivers equivalent to the MC3447 or MC3448A 
will be used where each transceiver has a separate 
Transmit/ Receive control pin. These pins can support one 
TTL load eac h. Th e outputs can then be grouped and the 
control for SRQ hardwir ed high to t rans mit The 
Transmit/ Receive inputs of REN, IFC, and ATN are hard- 
wired low to receive EOI is controlled by T/R1 through the 
MC3447/MC3448A (or equivalents) allowing it to transmit or 
receive. T/R1 operates exactly as T/R2 except during the 
parallel polling sequence D uring parallel poll, EOI will be 
made an input by T/R1 while DAV and IB0/IB7 lines are out- 
puts 



SPECIAL CONTROL SIGNALS 

DMA CONTROL LINES (DMA GRANT, DMA RE- 
QUEST - The DMA request line is used to signal a DMA 
controller that a data transfer is pending. The DMA request 
line is set high if either the Bl or BO status bits are set in the 
Interrupt Status Register (ROR). The DMA request line is 
cleared when the DMA Grant is true. The DMA Grant line is 
used to signal the GPIA that the DMA has control of the 
MPU data and address lines. The DMA Grant, when set 
high, selects register 7. It also inhibits the RSO, RS1, and 
RS2 lines During this time the CS input must_be high. The 
DMA Grant also inverts the function of the R/W line making 
it R/W. Thus, if the DMAC supplies a write function to a 
memory location, this same line will perform a read of the 
GPIA (R7R) and vice versa 



NOTE 

DMA GRANT MUST BE GROUNDED WHEN NOT IN 
USE 

TRIGGER OUTPUT (TRIG) - The TRIG pin provides an 
output corresponding to the GET and fget commands A 
hardware or software reset places this output at a low level. 
The trigger output can be programmed high by either of two 
methods. 

1 Setting fget (bit of R3W) by the MPU causes the 
trigger output to be set It remains set until the fget bit 
is programmed low or until a reset occurs. 
2. The Trigger Output is set upon reception of a GET 
command from the controller It is reset when the 
GPIA moves out of DTAS (Device Trigger Active 
State), i.e., when GET, LADS, or ACDS occur 

ADDRESS SWITCH ENABLE (ASE) - The ASE output is 
used to enable three-state buffers that connect instrument 
address switches to the MPU data bus. This output pin is 
pulsed low when the Address Switch Register of the GPIA is 
read (R4R), i.e., a read of R4R will drive the ASE line low for 
the E clock that is used to read R4R. 

GPIB HANDSHAKE SEQUENCE 

The GPIB handshake line transitions are debounced inside 
the GPIA with the E-clock to provide a high degree of noise 
immunity Due to the asynchronous nature between the 
GPIB handshake line transitions and the internal debounce 
circuit sampling, the time required for handshake completion 
can vary by 1 E clock cycle. 

LISTENER MODE - The handshake sequence begins 
when the GPIA makes RFD true (Figure 8). A second byte 
cannot be transferred on the GPIB until the GPIA again 
makes RFD true for the next handshake The total time re- 
quired by the GPIA to debounce all of the handshake lines in 
the appropriate time sequence is 7-8 E clock cycles. The 1 cy- 
cle variation is due to the asynchronous nature of the GPIB 
with respect to the GPIA debounce circuitry. To determine 
the maximum throughput rate add this number to the 
number of instructions or DMA cycles used to service each 
transfer. 



4-844 



MC68488*MC68A488*MC68B488 



TALKER MODE — The handshake sequence begins when 
the listener(s) on the GPIB make the RFD line true (Figure 9) . 
When this occurs and the MPU has written a byte to R7W 
the GPIA will make the DAV line low indicating to the 
listeners that valid data is on the GPIB. When this byte is ac- 
cepted and RFD is again made true the next transfer can 
begin. The GPIA debounce circuitry requires 6-7 E clock 



cycles to complete a handshake sequence. As with the 
listener there is a 1 E clock fluctuation due to the asyn- 
chronous nature between the GPIB handshake and the GPIA 
debounce circuitry. To determine the maximum throughput 
rate add this number to the number of instructions or DMA 
cycles used to service each transfer. 











FIGURE 8 
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GPIA IN LISTEN MODE* 



Not Ready 



s=f 



Ready 



DAC 
(GPIA) 



Not Data Accept 
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The GPIA in the listener mode controls the DAC and RFD lines The DAV line is controlled by the Talker on the GPIB. Note that the RFD and 
DAC lines are wire ANDed on the GPIB; thus, these lines returning to the high state are dependent on all devices programmed as listeners 
releasing the lines 

L The listener(s) on the GPIB causes this action 

T The talker on the GPIB causes this action 

1 The release of DAC may require action by the MPU (reading R7R for data byte transfers or writing dacr (R3W) high for certain commands). 
For some commands DAC is automatically released by the GPIA Consult the MC68488 user's manual for details 

2 The RFD line is normally automatically teleased by the GPIA Certain conditions, however, require MPU intervention to provide this release. 
Consult the MC68488 user's manual for details 




RFD 



Ready 



FIGURE 9 - GPIA IN TALKER MODE* 

Ready 



DAC 



Ready 




Not Accept 



* The GPIA in the talker mode controls the DAV line The RFD and DAC lines are controlled by the hstener(s) on the GPIB. 
L The listener(s) on the GPIB causes this action 
T The talker on the GPIB causes this action 

1 Two conditions must occur before the DAV line goes to the valid state The RFD line must be high and a data byte must be placed in the 
data out register (nba must be true) 
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GPIA INTERNAL CONTROLS AND REGISTERS* 

There are fifteen locations accessible to the MPU data bus 
which are used for transferring data to control the various 
functions on the chip and provide current chip status. Seven 
of these registers are write only and eight registers are read 
only. The various registers are accessed according to the 
three least-significant bits of the MPU address bus and the 
status of the Read/Write line. One of the fifteen registers is 
external to the IC but an address switch register is provided 
for reading the address switches. Table 2 shows actual bit 
contents of each of the registers. 

DATA-IN REGISTER R7R - The data-in register is an ac- 
tual 8-bit storage register used to move data from the inter- 
face bus when the chip is a listener Reading the register 
does not destroy information in the data-out register. DAC 
(data accepted) will remain low until the MPU removes the 
bytes from the data-in register. The chip will automatically 
finish the handshake by allowing DAC to go high In RFD 
(ready for data) Koldoff mode, a new handshake is not in- 
itiated until a command is "sent allowing the chip to release 
holdoff This will delay a talker until the available information 
has been processed 



Data-in Register 
(Read Only) 



D17 | D16 | D15 | D14 | D13 | D12 | D11 | D10 j 



D10-D1 7 - Correspond to DI01-DIQ8 of the 488-1975 Standard and 
IB0-IB7 of the MC68488 

'NOTE Upper and lower case type designations will be used with the 
register bits to indicate remote or local messages respectively 



DATA-OUT REGISTER R7W - The data-out register is an 
actual 8-bit storage register used to move data out of the 
chip onto the interface bus. Reading from the data-in 
register has no effect on the information in the data-out 
register. Writing to the data-out register has no effect on the 
information in the data-in register 

Data-Out Register 
(Write Only) 



D07 | D06 


D05 


D04 


D03 


D02 


D01 


DOO 



DO0-DO7_- Correspond to DI01-DI08 of the 488-1978 Standard 
and IB0-IB7 of the MC68488 

INTERRUPT MASK REGISTER ROW - The Interrupt 
Mask Register is a 7-bit storage register used to select the 
particular events that wiil cause an interrupt to be sent to the 
MPU. The seven control bits may be set independently of 
each other If dsel (bit 7 of the Address Mode Register) is set 
high CMD bit 2 will interrupt on SPAS or RLC. If dsel is set 
low CMD will interrupt on UACG, UUCG, and DCAS in addi- 
tion to RLC and SPAS. The Command Status Register R1R- 
may then be used to determine which command caused the 
interrupt Setting GET bit 5 allows an interrupt to occur on 
Group Execute Trigger Command. E ND b it 1 allows an inter- 
rupt to occur if EOI is true (low) and ATN is false (high). APT 
bit 3 allows an interrupt to occur indicating that a secondary 
address is available to be examined by the MPU if apte (bit 
of Address Mode Register) is enabled and listener or talker 
primary address is received and a Secondary Command 
Group is received. A typical response for a valid secondary 
address would be to set msa (bit 3 of Auxiliary Command 
Register) true and dacr (bit 4 Auxiliary Command Register) 
true, releasing the DAC handshake. Bl indicates that a data 



TABLE 3 - REGISTER CONTENTS 





7 


6 


5 


4 


3 


2 


1 





ROW 


IRQ 


BO 


GET 




APT 


CMD 


END 


B! 


ROR 


INT 


BO 


GET 




APT 


CMD 


END 


Bl 


R1R 


UACG 


REM 


LOK 




RLC 


SPAS 


DCAS 


UUCG 


R1W 






^■^^ 




^^^ 




^ — *" 


^^ 


R2R 


ma 


to 


lo 


ATN 


TAGS 


LACS 


LPAS 


"TPAS 


R2W 


dsel 


to 


lo 




hide 


hlda 


^^^ 


apte 


R3R 


RESET 


DAC 


DAV 


RFD 


msa 


rtl 


ulpa 


fget 


R3W 


rfdr 


feoi 


dacr 


dacd 


R4R ' 


UD3 


UD2 


UD1 


AD5 


AD4 


AD3 


AD2 


AD1 


R4W 


Isbe 


dal 


dat 


AD5 


AD4 


AD3 


AD2 


AD1 


R5R 


S7 


SRQS 


s§ - 


1 S4 


S3 


S2 


S1 


SO 


R5W 


rsv 


R6R 


B7 


B6 


B5 


B4 


B3 


B2 


B1 


BO 


R6W 


PPR8 


PPR7 


PPR6 


PPR5 


PPR4 


PPR3 


PPR2 


PPR1 


R7R 


DI7 


OI6 


DI5 


DI4 


DI3 


DI2 


DM 


DIO 


R7W 


D07 


D06 


D05 


D04 


D03 


D02 


D01 


DOO 



Interrupt "Mask Register" 
Interrupt Status Register 
Command Status Register 

Unused 

Address Status Register 

Address Mode Register 

Auxiliary Command Register 

Auxiliary Command Register 

Address Switch Register 

Address Register 

Serial Poll Register 

Command Pass-Through Register 

Parallel Poll Register 

Data In Register 

Data Out Register 



Notes 

1 Upper case letters indicate a message resulting from the IEEE-488 Standard bus 

2 Lower case letters indicate a message resulting from the MPU data bus 

3 The bit terminology of the Data In and Data registers represent the numbering of the IEEE-488 Standard bus and not the 6800 
MPU bus - see Section 3 1 2 
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byte is waiting in the data-in register. Bl is set high when 
data-in register is full. BO indicates that a byte from the data- 
out register has been accepted. BO is set when the data-out 
register is empty. IRQ enabled high allows any interrupt to be 
passed to the MPU. 

Interrupt Mask Register 
(Write Only) 



IRQ 



BO GET 



APT CMD END 



Bl 



IRQ - Mask bit for IRQ pin 

BO - Interrupt on byte output 

GET - Interrupt on Group Execute Trigger 

APT — Interrupt on Secondary Ad dress Pass-Through 

CMD - Interrupt on SPAS + RLC + dsel (DCAS + 

UUCG + UACG) 

END - Interrupt on EOI and ATN 

Bl — Interrupt on byte input 

THE INTERRUPT STATUS REGISTER ROR - The Inter- 
rupt Status Register is a 7-bit storage register which cor- 
responds to the interrupt mask register with an additional bit 
INT bit 7 Except for the INT bit the other bits in the status 
register are set regardless of the state of the interrupt mask 
register when the corresponding event occurs. The IRQ 
(MPU interrupt) is cleared when the MPU reads from the 
register. INT bit 7 is the logical OR of the other six bits AND- 
ed with the respective bit of ROW. 

Interrupt Status Register 
(Read Only) 



INT 



BO 



GET 



APT CMD END 



Bl 



INT - Logical OR of all other bits in this register ANDed 
with the respective bits in the interrupt mask 
register 

BO - A byte of data has been output 

GET — A Group Execute Trigger has occurred 

APT — An Address Pa ss-T hrough has occurred 

CMD - SPAS +RLC + dsel (DCAS + UUCG + UACG) 
has occurred 

END - An EOI has occurred with ATN = 

Bl - A byte has been received 

SERIAL POLL REGISTER R4R/W - The Serial Poll 
Register is an 8-bit storage register which can be both writ- 
ten into and read by the MPU It is used for establishing the 
status byte that the chip sends out when it is serial poll 
enabled. Status may be placed in bits through 5 and bit 7. 
Bit 6 rsv (req uest for service) is used to drive the logic which 
controls the SRQ line on the bus telling the controller that 
service is needed. This same logic generated the signal 
SRQS which is substituted in bit 6 position when the status 
byte is read by the MPU IB0-IB7. In order to initiate a rsv (re- 
quest for service), the MPU sets bit 6 true (generatin g rsv 
signal) and this in turn causes the chip to pull down the SRQ 
line. SRQS is the same as rsv when SPAS is false Bit 6 as 
read by the MPU will be the SRQS (Service Request State) 





Serial Poll Register 
(Read) 






S8 | SRQS 


S6 | S5 


S4 | S3 


S2 


S1 



S1-S8 - Status bits 

SRQS - Bus in Service Request State 



Serial Poll Register 
(Write) 

| S8 | rsv | S6 | S5 | S4 | S3 | S2 | S1 | 

S1-S8 - Status bits 

rsv - generate a service request 

PARALLEL POLL REGISTER R6W - This 
register will be loaded by the MPU and the bits in 
this register will be delivered to the instrument bus 
IB0-IB7 during PPAS (Parallel Poll Active State). 
This register powers up in the PPO (Parallel Poll No 
Capability) state The reset bit (Auxiliary Command 
Register bit 7) will clear this register to the PPO 
state 

The parallel poll interface function is executed by 
this chip using the PP2 subset (Omit Controller 
Configuration Capability) The controller cannot 
directly configure the parallel poll output of this 
chip. This must be done by the MPU. The con- 
troller will be able to indirectly configure the parallel 
poll by issuing an addressed command which has 
been defined in the MPU software. 



Parallel Poll Register 
(Write Only) 



PP8 PP7 PP6 PP5 PP4 PP3 



3 1 PP2 |PP1 I 



Bits delivered to bus during Parallel-Poll Active State 

(PPAS) 
Register powers up in the PPO state 
Parallel Poll is executed using the PP2 subset 

ADDRESS MODE REGISTER R2W - The address mode 
register is a storage register with six bits for control to, lo, 
hide, hlda, dsel, and apte. The to bit 6 selects the 
talker/ listener and addresses the chip to talk only. The lo bit 
5 selects the talker/ listener and sets the chip to listen only. 
The apte bit is used to enable the extended addressing 
mode. If apte is set low the device goes from the TPAS 
(Talker Primary Address State) directly to the TADS (Talker 
Addressed State). The hlda bit 2 holds off RFD (Ready for 
Data) on ALL DATA until rfdr is set true. The hide bit 3 holds 
off RFD on EOI enabled (low) and ATN not enabled (high) 
This allows the last byte in a block of data to be continually 
read as needed Writing rfdr true (high) will allow the next 
handshake to proceed. 



Address Mode Register 
(Write Only) 



to 



H 



hdle hdla 



apte 



dsel - configure for automatic completion of handshake 
sequence on occurrence of GET, UACG, UUCG, 
SDC, or DCL commands 

to — set to talk-only mode 

lo — set to listen-only mode 

hdle - Hold-off RFD on end (END = EOIAATN) 

hdla - Hold-off RFD on all data 

apte - Enable the address pass-through feature 
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ADDRESS STATUS REGISTER R2R - The address 
status register is not a storage register but simply an 8-bit 
port used to couple internal signal modes to the MPU bus. 
The status flags represented here are stored internally in the 
logic of the chip. These status bits indicate the addressed 
state of the talker/ listener as well as flags that specify 
whether the chip is in the talk only or listen only mode. The 
ATN, bit 4, contains the condition of the Attention Line The 
ma signal is true when the chip is in. 

TACS - Talker Active State 

TADS - Talker Addressed State 

LACS - Listener Active State 

LADS - Listener Addressed State 

SPAS - Serial Poll Active State 







Address Status Register 
(Read Only) 






1 ma 


to 


lo 


ATN | TACS 


LACS 


LPAS 


TPAS 



I 



ma — my address has occurred 

to - the talk-only mode is enabled 

lo — the listen-only mode is enabled 

ATN - the Attention command is asserted 

TACS - GPIA is in the Talker Active State 

LACS - GPIA is in the Listener Active State 

LPAS - GPIA is in the Listener Primary Addressed State 

TPAS - GPIA is in the Talker Primary Addressed State 



ADDRESS SWITCH REGISTER R4R - The address 
switch register is external to the chip There is an enable line 
(ASE) to be used to enable three-state drivers connected 
between the address switches and the MPU. Wh en the MPU 
addresses the address switch register the ASE line directs 
the switch information to be sent to the MPU. The five least- 
significant bits of the 8-bit register are used to specify the 
bus address of the device and the remaining three bits may 
be used at the discretion of the user. The most probable use 
of one or two of the bits is for controlling the listener only or 
talk only functions. 





Address Switch Register 
(Read Only) 






UD3 


UD2 | UD1 | AD5 | AD4 


AD3 


AD2 


AD1 



AD1-AD5 - Device address 

UD1-UD3 - User definable bits 

When this "register" is addressed, the ASE pin is set which allows 
external address switch information from the bus device to be read 

ADDRESS REGISTER R4W - The Address Register is an 
8-bit storage register The purpose of this register is to carry 
the primary address of the device The primary address is 
placed in the five least-significant bits of the register If exter- 
nal switches are used for device addressing these are normal- 
ly read from the Address Switch Register and then placed in 
the Address Register by the MPU. 

AD1 through AD5 bits 0-5 are for the device's address 
The Isbe bit 7 is set to enable the Dual Primary Addressing 
Mode. During this mode the device will respond to two con- 
secutive addresses, one address with AD1 equal to and the 
other address with AD1 equal to 1 For example, if the 
device's address is HEX OF, the Dual Primary Addressing 
Mode would allow the device to be addressed at both 



HEX, OF and HEX 0E. The dal bit 6 is set to disable the listener 
and the dat bit 5 is set to disa ble the talker 

This register is cleared by the RESET input only (not by the 
reset bit of th e Auxiliary Command Register bit 7) 

Whe n ATN is enabled and the primary address is received 
on the IBO-7 lines, the MC68488 will set bit 7 of the address 
status register (ma) . This places the MC68488 in the TPAS or 
LPAS 

When ATN is disabled the GPIA may go to one of three 
states- TACS, LACS, or SPAS 

Address Register 
(Write Only) 



Isbe 



dal dat AD5 AD4 AD3 AD2 AD1 



Isbe — enable dual primary addressing mode 

dal — disable the listener 

dat - disable the talker 

AD1-AD5 - Primary device address, usually read from address 

switch register 

Register is cleared by the RESET input pin only 

AUXILIARY COMMAND REGISTER R3R/W 

— Bit 7, reset, initializes the chip to the follow- 
ing states* (reset is set true by external RESET 
input pin and by writing into the register from 
the MPU) 

SIDS - Source Idle State 

AIDS - Acceptor Idle State 

TIDS - Talker Idle State 

LIDS - Listener Idle State 

LOCS - Local State 

NPRS- Negative Pol! Response State 

PPIS - Parallel Poll Idle State 

PUCS- Parallel Poll Unaddressed to Configure State 

PPO - Parallel Poll No capability 
rfdr (release RFD handshake) bit 6 allows for completion 

of the handshake that was stopped by RFD (Ready For Data) 

holdoff commands hlda and hide 

fget (force group execute trigger) bit has the same effect 
as the GET (Group Execute Trigger) command from the con- 
troller 

rtl (return to local) bit 2 allows the device to respond to 
local controls and the associated device functions are 
operative 

dacr (release DAC handshake) bit 4 is set high to allow 
DAC to go passively true. This bit is set to indicate that the 
MPU has examined a secondary address or an undefined 
command 

upla (upper/lower primary address) bit 1 will indicate the 
state of the LSB of the address received on the DI01-8 bus 
lines at the time the last Primary Address was received This 
bit can be read but not written by the MPU 

msa (valid secondary address) bit 3 is set true (high) when 
TPAS (Talker Primary Addressed State) or LPAS (Listener 
Primary Addressed State) is true. The chip will become ad- 
dressed to listen or talk The primary address must have been 
previously received 
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RFD, DAV, DAC - (Ready For Data, Data Valid, Data Ac- 
cepted) bits assume the same state as the corresponding 
signal on the MC68488 package pins The MPU may only 
read this bit. These signals are not synchronized with the 
MPU clock. 



dacd (data accept disable) bit 1 set high by the MPU will 
prevent completion of the automatic handshake on Ad- 
dresses or Commands, dacr is used to complete the hand- 
shake 



feoi (forced end or identify) bit 5 tells the chip to send EOI 
low. The EOI line is then returned high after the next byte is 
transmitted. NOTE: The following signals are not stored but 
revert to a false (low) level one clock cycle (MPU</>2) after 
they are set true (high)' 

1 rfdr 

2 feoi 

3 dacr 

These signals can be written but not read by the MPU 



Auxiliary Command Register 



reset 


rfdr 


feoi 


dacr 


msa 


rtl 


dacd 


fget 


DAC 


DAV 


RFE 


ulpa 



rtl - 



Write 
Read 



- initialize the chip to the following status 

(1) all interrupts cleared 

(2) following bus states are in effect SIDS, AIDS, TIDS, 
LIDS, LOCS , PPIS , PUCS, and PPO 

(3) bit is set by RESET input pin 

if GPIA is in LPAS or TDAS, setting msa will force GPIA to 

LADS or TADS 

return to local if local lookout is disabled 



ulpa - state of LSB of bus at last-primary-address receive time 
fget — force group execute trigger command from the MPU has 

occurred 
rfdr — continue handshake stopped by RFD holdoff 
feoi - set EOI true, clears after next byte transmitted 
dacr — MPU has examined an undefined command or secondary 

address 
dacd — prevents completion of automatic handshake on Addresses 

or Commands 



COMMAND STATUS REGISTER R1R - The command 
status register flags command or state as they occur These 
flags or states are simply coupled on the MPU bus There are 
five major address commands REM shows the remote/local 
state of the talker/ listener REM bit 6, set low, implies the 
local state LOK bit 5 shows the local lockout status of the 
talker/listener. RLC bit 3 is set when a change of state of the 
remote/ local flip-flop occurs and reset when the command 
status register is read. DC AS bit 1 indicates that either the 
device clear or selected device clear has been received ac- 
tivating the device clear function SPAS bit 2 indicates that 
the SPE command has been received activating the device 
serial poll function. UACG bit 7 indicates that an undefined 
address command has been received and depending on pro- 
gramming the MPU decides whether to execute or ignore it 
UUCG bit indicates that an undefined universal command 
has been received 







Command Status Registe 
(Read) 


r 


UACG 


REM 


LOK 


X 


RLC 


SPAS DCASJUUCG 



UACG- 
REM - 



Undefined Addressed Command 
Remote Enabled 



LOK - Local Lockout Enabled 

RLC - Remote/ Local State Changed 

SPAS - Serial Poll Active State is in effect 

DCAS - Device Clear Active State is in effect 

UUCG - Undefined Universal Command 

COMMAND PASS-THROUGH REGISTER R6R - The 

command pass through is an 8-bit port with no storage 
When this port is addressed by MPU it connects the instru- 
ment data bus (IB0-IB7) to the MPU data bus D0-D7 This 
port can be used to pass commands and secondary ad- 
dresses that aren't automatically interpreted through to the 
MPU for inspection 





Command Pass-Through Register 




(Read Only) 


B7 


B6 


B5 


B4 


B3 


B2 


B1 


BO | 



An 8-bit input port used to pass commands and secondary ad- 
dresses to MPU which are not automatically interpreted by the 
GPIA 

PROGRAMMING CONSIDERATIONS 

The following is a list of considerations when using the 
MH version of the MC68488- 
1 Handshake Interruption 

Once a handshake sequence begins on the IEEE-488 
bus it should be allowed to complete in a normal 
fashion, as described in the IEEE Standard If this se- 
quence is interrupted (e g , the controller forces the 
DAV line to the not data valid state prematurely) the 
integrity of the data is lost and the interface devices 
can go to unintended states, as explained in the stan- 
dard NOTE The MC68488 does not interrupt a hand- 
shake It always allows the handshake to complete in 
the correct sequence, however, it is possible for a 
device, other than a MC68488, connected to the bus 
to interrupt the sequence The controller can do this 
through an asynchronous Bus Take-over (asserting 
the ATN line during a handshake) If this occurs the 
controller should follow the asynchronous take-over 
with an IFC Uniline Command (ATN can be either 
asserted or not asserted at this time) It is also possible 
for some devices to interrupt the handshake by 
prematurely making the DAV line false (this type of in- 
terrupt should be avoided and it should be noted that 
the MC68488 does not interrupt the handshake se- 
quence) If the DAV handshake line is made false 
(high) before DAC is made false (high) during a hand- 
shake sequence, the listener GPIA(s) will respond as 
follows 

a) If IFC is sent by the controller with ATN false 
before another handshake sequence is initiated 
the MC68488 will reset back to an idle state The 
GPIA at this point is ready to be reprogrammed 
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The Bl status bit may be set, depending on 
when the handshake was interrupted, but any 
byte in R7R cannot be considered valid NOTE: 
if IFC is sent with ATN true, it must be sent 
again with ATN false, 
b) If another handshake is initiated before IFC is 
sent with ATN false, the GPIA does not 
generate interrupts for subsequent data bytes 
received by the listener GPIA(s) The device 
responds to commands and moves into and out 
of TAGS, LACS, etc., but no further Bl inter- 
rupts are generated The only solutions to this 
situation are to reset the MC68488 or have the 
MPU perform a read of R7R register in the 
GPIA. 



Interrupt Structure 

The status bits in ROR, when set, cause an interrupt 
(drives the IRQ line low) if the appropriate interrupt 
mask bits in ROW are set. The IRQ line is sensitive to a 
low-to-high transition produced by the logical OR of 
the appropriate bits in ROR If, for example the Bl 
status bit is set and causes an IRQ interrupt, the MPU 
reads ROR (this read will reset the IRQ line but not the 
status bit) and detect that the B! bit is set. The soft- 
ware should then direct the MPU to read the data byte 
from R7R, which in turn causes the Bl bit to be reset 
If after the status register (ROR) was read and before 
R7R is read, another interrupt status bit is set (e g , 
the CMD bit) this second condition does not cause an 
interrupt. The Bl_bit_ being set at the time CMD occur- 
red prevents the IRQ line from detecting the necessary 
low-to-high transition and an interrupt could be miss- 
ed. To prevent this, the last set of instructions in the 
software interrupt handler should be a reset of the in- 
terrupt mask register, followed by programming this 
same register to its original state. This always pro- 
duces the needed low-to-high transition, preventing 
missed interrupts. 
The "nba" for TAGS affects "nba" for SPAS 

If nba for TACS is false (there is not a data byte pen- 
ding in R7W) then the serial poll handshake sequence 
for the status byte to the controller occurs once If nba 
for TACS is true (there is a data byte in R7R waiting 
for a handshake to listeners) then the status byte will 
be sent to the controller each time the controller com- 
pletes a handshake and indicates that it is ready for 
more data. 
The "nba" for SPAS affects "nba" for TACS 

The controller places the GPIA into the Serial Poll 
Active State (SPAS) by sending serial Poll enable, 
sending the device talk address, and then releasing 
ATN If the controller does this and never accepts the 
serial Poll Status byte (never makes the RFD hand- 
shake line true) but rather the controller asserts ATN 
and sends Serial Poll Disable (SPD), then the GPIA 
moves into and out of SPAS without completing the 
status byte handshake routine. In this state the "nba" 
for SPAS remains true and affects "nba" for TACS in 
the following way: 

When the controller places the GPIA in TACS 



the part makes DAV true as soon as RFD is 
made true by the listeners in a normal sequence. 
However, the GPIA continues the handshake 
sequence, using the contents of R7W, over and 
over, (i.e., Each time the listeners accept the 
current data byte and makes RFD true, the GPIA 
makes DAV true automatically and begins 
another handshake sequence.) The BO status bit 
is set, however, and if the MPU writes to R7W 
the new data byte is sent to the listeners over 
and over, using a handshake routine. This con- 
tinual sending of data bytes occurs until the 
controller places the GPIA back in SPAS and 
completes the handshake routine for the Serial 
Poll Status byte making "nba" for SPAS false 
again. 
This situation does not occur if the controller hand- 
shakes the status byte when it places the GPIA in 
SPAS. 
Dual Addressing 

Dual addressing implies the use of two adjacent 
primary addresses and, as such, care should be taken 
when selecting the primary addresses for this mode 
Decimal address 30 (11110) should not be used 
because the dual address counterpart of decimal 30 is 
decimal 31 (11111). Since address 31 has the same bit 
code as that of either the Untalk or Unlisten Com- 
mands this value is an invalid primary address for the 
IEEE-488 system. 
"Ghost Interrupts" 

A "ghost interrupt" is an interrupt that occurs as a 
result of the MC68488, but when the status register is 
checked no status bits are set. There are two condi- 
tions that can legitimately cause a "ghost interrupt " 
They are- 

a) SPAS status bit 

If the controller conducts a serial poll by sen- 
ding Serial Poll Enable (SPE) and then sends the 
GPIA talk address, the SPAS status bit is set 
and can cause an interrupt. After the controller 
receives the Serial Poll Status byte it will send 
Serial Poll Disable (SPD) which resets the SPAS 
status bit If the controller can perform this se- 
quence of events before the interrupt handler 
can Gheck the SPAS status bit, the MPU will not 
find any status bits set ("ghost interrupt") The 
possibilities are twofold- 

1) If this device had actually requested the 
service, then the MPU, after receiving the 
interrupt ("ghost" or not), should check 
bit 6 of the Serial Poll register If this bit is 
reset the MPU knows that a Serial Poll 
was conducted and can reset the rsv as 
per normal Serial Poll handling pro- 
cedures 

2) If this device did not request the service 
request and SPAS is not set, the software 
should detect this as a "ghost interrupt," 
ignore it, and proceed with normal opera- 
tions. 

See "Serial Poll Procedure" (#11) for further Serial 
Poll operation. 
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b) BO status bit 

The BO Status bit is set whenever the 
MC68488 is in the Talker Active State and the 
output register (R7W) is empty. After the 
listener(s) accept the current data byte on the 
IEEE bus, the BO status bit will again be set and 
with the appropriate mask bits set, will cause an 
interrupt. When the talker sends the last byte of 
a string it is possible for the controller to detect 
this, synchronously take control of the bus, and 
untalk the talker; however, when the last byte is 
accepted the BO status bit is again set and if so 
programmed, causes another interrupt It is 
possible for the controller to untalk the device 
thereby resetting BO before the MPU interrupt 
handler is able to check the status register 
Under these conditions a "ghost interrupt" oc- 
curs. See "Send Last Byte Procedure" (#10) for 
further description and solution 
7 UACG Status Bit 

The UACG status bit is set anytime the GPIA 
receives an Undefined Address Command Group 
(UACG) message from the controller. This bit is not 
qualified with the addressed state of the part. The 
MPU software, after detecting a UACG, must check 
the ma bit in the address status register to see if the 
device is addressed. If the UACG message is a 
selected command only pertinent to addressed 
listeners, the software, after receiving the command 
by reading R6R, should release the handshake (write 
dacr high in R3W) This allows the controller to make 
ATN false. If the device has been addressed to 
listen/talk and ATN is made false the LACS/TACS 
status bit in the address status register will be set. The 
MPU can then check these bits 
8. END Status Bit 

The END status bit in ROR is used to indicate to ad- 
dressed listeners that the next byte received by the ad- 
dressed talker is the last byte of a string. This bit is not 
qualified with the handshake and thus occurs ahead of 
the reception of the last data byte This alerts the MPU 
that the final byte will soon follow Because of this, 
two interrupts, if so programmed, will occur One for 
the END bit and one for the Bl bit when the final byte 
is transferred with a handshake For those situations 
where it is inconvenient to have two interrupts the 
END status bit can be masked, not allowing it to cause 
an interrupt 
9 feoi (force end or identify) 

This control bit (bit 5, R3W) is used when the 
MC68488 is an Active Talker, to indicate to the 
listener(s) on the IEEE bus the end of a data string 
transfer. The MC68488 asserts the EOI management 
line when the feoi control bit is set and the device is in 
the Talker Active State (TACS). The feoi bit is set by 
the MPU writing this bit high and automatically resets 
one E clock cycle after it was set. The use of this func- 
tion is as follows: When sending a string of data the 
feoi control bit should be set prior to sending the final 
data byte. This causes the EOI management line to be 
asserted (low). The final data byte can now be sent 
The EOI line remains asserted until this byte is ac- 
cepted, at which time it returns high. 



Care must be used when setting the feoi control bit 
Once feoi has been written high, the EOI line is 
asserted when the MC68488 is an Active Talker and re- 
mains asserted until the next data byte is sent and ac- 
cepted. This is true even if feoi is written high while 
the device is not an Active Talker In this case the EOI 
management line is asserted as soon as the MC68488 
is again made an Active Talker. Once the feoi control 
bit is set, only a device reset prevents the END 
message from being sent when the MC68488 becomes 
an Active Talker 

10. Send Last Byte Procedure (Talker Mode) 

The procedure used for sending the last byte is 
described below When using the EOI management 
line, the MPU software must first set the feoi control 
bit (asserting EOI), and then send the last byte. When 
the last byte is accepted by all listeners, the BO status 
bit of the talker device is set. The BO status bit is not 
qualified with the EOI line, but is set whenever the cur- 
rent data byte is accepted by all listeners and the 
device is in the Talker Active State (TACS) (Note that 
when the controller asserts ATN to send commands, 
the GPIA moves out of TACS causi ng B O to reset and 
remains out of TACS as long as ATN is asserted.) 
After the data block trans fer, t he controller takes con- 
trol of the bus (asserts ATN) and reconfigures the 
GPIB system In performing this task, the controller 
sends command(s) that untalk the device (MLA, OTA, 
UNT) or reassigns it as a Talker (MTA) asking for fur- 
ther data transfers Since the GPIB operates asyn- 
chronously with respect to the device MPU bus, it is 
possible for the controller to take control of the GPIB 
and cause actions that change the state of the BO 
status bit in the middle of the MPU interrupt routine. 
As a result, care needs to be exercised when respon- 
ding to the BO status bit interrupt occurring after 
transferring the last byte. Any of the following condi- 
tions can occur 

1) Device Untalked - If either My Listen Address, 
Other Talk Address, or the Untalk command is 
sent, the device is placed in the Talker Idle State 
(TIDS) - the device is Untalked. In this case the 
BO status bit is set as soon as the last data byte 
is ac cepted, reset when the controller asse rts 
ATN, and BO will remain reset after ATN is 
released 

(a) The BO status bit indicates a set condition 
if the MPU reads the Interrupt Status 
Regi ster before the controller asserts 
ATN. This status indication, however, is 
misleading as another byte transfer is not 
intended The device is soon to be Untalk- 
ed 

(b) The BO status bit indicates a reset condi- 
tion if the MP U rea ds the Interrupt Status 
Register after ATN has been asserted - a 
"ghost interrupt" is produc ed. This BO 
status bit remains reset after ATN is made 
false (high) 

2) Device Reassigned as a Talker - The controller 
reassigns the device to talk by sending My Talk 
Address. In this case the BO status bit is set as 
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soon as the last data byte is a ccepted, reset 
when the controller a sserts ATN to send MTA, 
and is again set when ATN is made false by the 
controller. 

(a) The BO status bit indicates a set condition 
if the MPU reads the Interrupt Status 
Regis ter before the controller asserts 
ATN. This case is identical to part (a) for 
"Device Untalked" shown above 

(b) The BO status bit indicates a set condition 
if the MPU rea ds th e Interrupt Status 
Register while ATN is asserted — a 
"ghost interrupt" is produced 

(c) The BO status bit indicates a set condition 
if the MPU r eads the Interrupt Status 
Register after ATN is made false (high). 
This status indication is requesting a byte 
transfer and should be acted upon accor- 
dingly. 

To alleviate the above ambiguity and "ghost inter- 
rupt" situation, the GPIB handshake must be syn- 
chronized with action by the device MPU. The follow- 
ing step-by-step procedure provides this needed syn- 
chronization and eliminates the ambiguity when ser- 
vicing the BO status bit after sending the last byte 

1) Before sending the last byte of a block transfer, 
the feoi bit (if used) should be set. In addition, 
the dacd bit in R3W should be set, holding off 
the handshake upon reception of any command 
(establishes the required synchronization be- 
tween MPU and controller). 

2) If operating under interrupts, the BO interrupt 
mask should be reset. This prevents generation 
of a BO status interrupt when the last byte is 
received. 

3) Send the last data byte 

4) The MPU now monitors the ATN bit in the Ad- 
dress Stat us Re gister (R2R) When the ATN bit 
is set, the ATN line has been asserted and it will 
remain asserted until completion of the hand- 
shake The procedure, described herein, 
assumes that ATN line is asserted between 
block transfer s and at least one command sent. 
The fact that ATN is asserted indicates that the 
device is no longer in TAGS and, thus, the BO 
status bit is reset 

5) The dacd bit in R3W can now be written low, 
removing the manual handshake hold-off on 
subsequent commands With the same write in- 
struction, the dacr bit should be set, releasing 
the handshake on the current command (write a 
hex 10 to R3W) 

6) The BO interrupt mask bit can now be set, enabl- 
ing interrupts for another block transfer 

After following this procedure, a BO status condition 
will occur only if a second block of data is requested 
by the controller In addition, the possibility of a BO 
"ghost interrupt" is eliminated. 

11. Serial Poll Procedure 

The MPU initiates a service request by writing rsv 
(bit 6, R5W) high in the GPIA At the same time, the 



appropriate code should be pla ced in the other 7 bits. 
Bit 6 being set causes the SRQ management line to go 
low. The GPIA enters the Serial Poll Active State 
(SPAS) when it receives SPE and is an active talker 
When it enters SPAS, the following occurs: the SPAS 
status bit (bit 2, R1R) is set, the CMD status bit (bit 2, 
ROR) is set, the SRQ line is asserted passively false 
(high), the SRQ status bit (bit 6, R5R) is reset, and the 
contents of R5R is placed on the GPIB data bus. 

When the GPIA enters SPAS, the SPAS status bit 
(R1R) is set. This, in turn, causes the CMD status bit in 
ROR to be set. In an interrupt driven system with the 
CMD and IRQ mask bits set, this causes an MPU inter- 
rupt. These status bits are not latched conditions and 
only monitor the current state of the GPIA. If the con- 
troller places the GPIA in SPAS (sends SPE and 
MTA), receives the Serial Poll status byte and removes 
the GPIA from SPAS (sends SPD) before the MPU 
reads the Interrupt Status register, the contents of this 
register shows hex 10. Since the MPU knows that this 
device issued the service request, it should check bit 6 
of R5W if an MPU interrupt is generated but no status 
bit is set If bit 6, R5R, is reset, the MPU will know the 
controller has performed a Serial Poll on it. However, 
the SRQ status bit being reset does not indicate that 
the status byte was accepted by the controller - that 
is, the handshake was completed. Rather, it indicates 
that the GPIA has been placed in SPAS and that the 
status byte has been placed on the GPIB In systems 
with slow responding controllers, the SRQ bit in R5R 
can be reset while the SPAS status bit is still set In 
this case to determine when the status byte was ac- 
cepted, the MPU can monitor SPAS status bit This 
bit is reset when the controller has removed the GPIA 
from the SPAS Once in SPAS, the controller must 
accept the Serial Poll byte before removing the device 
from SPAS The rsv bit cannot be written low until the 
status byte has been accepted, but should be written 
low as soon as the status byte has been accepted by 
the controller 

If this device has issued a service request to the con- 
troller, the following provides a procedure for handling 
a SPAS interrupt. The procedure only discusses Serial 
Poll (SPAS) interrupts. Interrupts resulting from other 
sources need to be incorporated as appropriate for the 
system application In an interrupt driven system, the 
MPU normally reads the Interrupt Status Register to 
find the cause of the interrupt. The Inter rupt Status 
Register must be read to release the IRQ line and, in 
most cases, it will be read to check if something other 
than SPAS caused the interrupt However, since it is 
possible that the SPAS status can be set and then 
reset before the MPU reads the register, the following 
procedure should also be used (even though the 
SPAS status is reset) 

1) The MPU should monitor the SRQ bit in the 
Sena! Poll Register. This can occur as a result of 
either an interrupt or a polling routine. 

2) When the SRQ bit returns to zero, it indicates 
that the MC68488 has been placed in the Serial 
Poll Active State (SPAS). This does not mean 
that the device is in SPAS, because the con- 
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trailer could have placed the MC68488 in SPAS 
and then removed the device from SPAS before 
the MPU reads the Serial Poll Register (R5R) 

3) After the SRQ bit in R5R returns to zero, the 
MPU should read the Command Status Register 
and Monitor the SPAS status bit. When this bit 
returns to 0, it indicates that the Serial Poll 
Status byte has been accepted by the controller 
and that the MC68488 has been removed from 
the Serial Poll Active State (SPAS). 

4) After the SPAS status bit returns to 0, the rsv 
bit (in R5W) should be written low 

The GPIA uses the source handshake to send the 
Serial Poll status byte to the controller The GPIA does 
this by placing the status byte on the GPIB, and when 
the controller makes RFD true, the GPIA makes DAV 
true (low), and the handshake takes place according 
to the IEEE-488 Standard handshake protocol If nba 
for the GPIA TACS function is false at this time, the 
GPIA will send this byte only once, i.e., the GPIA does 
not make DAV true (low) a second time. If nba for the 
GPIA TACS function is true at this time, the GPIA 
sends this byte over and over, provided the controller 
continually makes RFD true at the end of the hand- 
shake without reconfigu ring t he device, i.e , the GPIA 
in this situation makes DAV true (low) each time it 
receives an RFD true from the controller The only 
time nba can be true for TACS is if the device was an 
active talker prior to the Serial Poll sequence, and the 
GPIA MPU had loaded a byte in R7W Now, tf the 
controller synchronously takes over the bus before this 
byte is placed on the GPIB, the nba for TACS will be 
true 

NOTE 

After a Serial Poll has been conducted on the GPIA 
and the SRQ bit (bit 6, R5W = 0) is reset, the MPU 
must write the rsv (bit 6, R5W) low before another ser- 
vice request can be initiated 



APPENDIX 

GPIA MASK SET DIFFERENCES 

There have been two mask sets produced for the GPIA 
(MC68488). They are. 

G6G MASK SET - sampled in the fall of 77 (first mask 
set). This mask set was produced through December of 1978 
and can be identified by the letters "GG" preceding the date 
code on top of the package 

M2H MASK SET - parts available January '79 (final mask 
set) Any parts ordered after this date will be M2H parts. The 
M2H mask set replaces the G6G mask set and can be ident- 
ified by the letters MH or M2H preceding the date code on 
top of the package The mask set designation for later pro- 
duction runs is P9W. The P9W mask set is identical to the 
M2H in all aspects. 

There are seven areas of differences between the G6G and 
M2H/P9W mask sets. They are. 

1. RLC Status bit 

This bit is used to implement the Remote/ Local in- 



terface function In the GG mask set the 
Remote/ Local option should not be used, because the 
RLC status bit in R1R will lock up in the zero state In 
the MH mask version the RLC bit is completely func- 
tional and will report any change in the REM status bit 
2 Extended Addressing 

The GG mask version of the GPIA will not discon- 
tinue secondary addressing when the primary address 
of another GPIA is sent by the controller, i e., after 
entering LP AS, the primary address of another device 
will not transfer the GPIA to LPIS This transition from 
LPAS to LPIS was not fully implemented in the GG 
mask set The MH mask set has fully implemented this 
interface function. With this version, if the GPIA is 
programmed for extended addressing and receives its 
primary address, it will move to LPAS. If at this point 
the primary address of another controller is sent, the 
GPIA will go to its idle state (LIDS/TIDS) as per 
IEEE-488 1978 standard requirements 

3. TPAS and LPAS Status Bits 

In the GG mask set the LPAS status bit will report 
either LPAS or LADS Likewise, the TPAS status bit 
will report either TPAS or TADS. In the MH mask set 
these bits only report LPAS and TPAS respectively 

4. DAC Release 

When the GPIA (GG mask set) in the listener mode 
receives a byte of data from the IEEE bus the DAC 
handshake will be held off until the MPU reads this 
data byte The E-pulse that reads this data from R7R 
also releases DAC, indicating to the talker that the 
byte has been accepted In the GG mask set the DAC 
handshake line is released on the low-to-high transi- 
tion (leading edge) of the E-pulse, but the data is ac- 
tually read (accepted by the MPU) on the high-to-low 
transition (trailing edge) If there is a very fast talker or 
long E-pulse width, it is possible for the talker to 
receive a data accept (DAC) and place the next data 
byte in the Data-in Register before the current one has 
been read out by the MPU. This will overwrite the data 
on the MPU bus and result in missed data For this to 
occur the talker must be able to detect the DAC line 
going high and place the next data byte on the bus 
(making DAV true) before the E-pulse goes low For a 
1 MHz E-pulse this is approximately 400 ns. The MH or 
M2H mask set corrects this by releasing DAC after the 
trailing edge of the E-pulse 

5 dsel (deselect) 

One of the functions of the dsel bit (bit 7 of R2W) is 
to deselect the Group Execute Trigger (GET) com- 
mand from setting the GET status bit and causing an 
interrupt The GG mask version of the GPIA, when 
dsel is set, prevents the GET status bit from being set, 
but it is still possible to get an IRQ (IRQ output goes 
low), if enabled, when the GET command is detected 
Thus, dsel inhibits the GET status condition, but not 
the associated interrupt The result is a "ghost inter- 
rupt" whenever the controller sends the GET com- 
mand The MH mask set, when in dsel mode, inhibits 
both, GET status and its associated interrupt and 
eliminates this "ghost interrupt." 
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hold-on-all-data (hlda) 

When in the listener mode, the GPIA provides a 
means of holding off the handshake on reception of 
data until the MPU releases the handshake. This mode 
occurs if the hlda (hold-on-all-data) bit in R2W is set. 
The MPU releases the handshake by writing rfdr 
(ready-for-data-release) in R3W high. In the GG mask 
version, if while receiving data in the listener mode the 
controller takes over synchronously and makes the 
GPIA a talker and then changes the GPIA at a later 
time, back to a listener, the RFD handshake will be 
held off on the listener command rather than waiting 
for the first data byte. The MH mask only holds off the 
handshake on data and does not hold off the hand- 
shake on any command, 
new-byte-available (nba) During a Serial Poll 

In the GG mask version, if the GPIA had been in the 
talker active state prior to the controller conducting a 
serial poll, it is possible for nba to be lost The situation 
is as follows: if a byte of data has been written into 
R7W and the controller takes over the bus syn- 
chronously at SDYS (SH state diagram, Figure 3, 
page 20, IEEE-488 1978 Specification) to perform a 
serial poll, the GG mask version of the GPIA will res- 
pond in one of two ways. 

a) If the controller never requests the contents of 
the Serial Poll Register from the GPIA, and 
when the GPIA is returned as a talker, the data 
in R7W is available to the listeners on the bus. 
(Data byte is not destroyed) 

b) If the controller requests the contents of the 
Serial Poll Register from the active talker, when 
the controller returns the GPIA to the Active 



Talker State, the data which was in R7W will 
have been handshaked as though it had been 
accepted by the active listeners (data byte will 
be destroyed). 
The original IEEE Standard had a discrepancy as to what 
happens to this data byte (nba) under these circumstances. 
This discrepancy has been alleviated. The MH mask con- 
forms to the latest revision and does not destroy the data in 
R7W when a Serial Poll occurs, i e., if in TACS with a nba 
pending when the controller releases the bus to the talker, 
the byte in R7W will be transferred, via handshake, to the 
listeners (data byte is not destroyed) 

SOFTWARE DIFFERENCES BETWEEN MASK SETS 

The seven changes mentioned in the previous sections are 
the only changes from the GG to the MH mask set All of 
these changes except number 3 (TPAS and LPAS status 
bits) are transparent to the user software. 

The change to TPAS and LPAS status bits is a functional 
change. In the GG mask, user software could monitor LPAS 
and TPAS for address recognition in the primary address 
mode because LPAS is set as soon as the GPIA receives its 
Listen Address (MLA) and TPAS is set as soon as the GPIA 
receives its Talker Address (MTA), i e., the LPAS bit is set 
when the GPIA enters LADS and the TPAS bit is set when 
the GPIA enters TADS. In the MH mask set these bits do not 
report LADS/TADS and as such they can only be used in the 
extended address mode In the primary address mode the 
software for the MH mask set should monitor LACS/TACS 
(bits 2 and 3 of the address status register) rather than 
LPAS/TPAS. TACS/ LACS indicates when the device is in 
the Talker/ Listener Active State 
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MC68701 MICROCOMPUTER UNIT (MCU) 

The MC68701 is an 8-bit single chip microcomputer unit (MCU) which 
significantly enhances the capabilities of the M6800 family of parts. It 
can be used in production systems to allow for easy firmware changes 
with minimum delay or it can be used to emulate the MC6801/03 for 
software development It includes an upgraded M6800 microprocessor 
unit (MPU) with upward source and object code compatibility. Execu- 
tion times of key instructions have been improved and several new in- 
structions have been added including an unsigned multiply. The MCU 
can function as a monolithic microcomputer or can be expanded to a 
64K byte address space. It is TTL compatible and requires one + 5 volt 
power supply for nonprogramming operation. An additional Vpp power 
supply is needed for EPROM programming. On-chip resources include 
2048 bytes of EPROM, 128 bytes of RAM, Serial Communications Inter- 
face (SCI), parallel I/O, and a three function Programmable Timer. A 
summary of MCU features includes: 

/• Enhanced MC6800 Instruction Set 
/ • 8x8 Multiply Instruction 

• Serial Communications Interface (SCI) 

• Upward Source and Object Code Compatibility with the MC6800 

• 16-Bit Three-Function Programmable Timer 

• Single-Chip or Expanded Operation to 64K Byte Address Space 

• Bus Compatibility with the M6800 Family 

• 2048 Bytes of UV Erasable, User Programmable ROM (EPROM) 

• 128 Bytes of RAM (64 Bytes Retainable on Powerdown) 

• 29 Parallel I/O and Two Handshake Control Lines 

• Internal Clock Generator with Divide-by-Four Output 



FIGURE 2 - MC68701 MICROCOMPUTER BLOCK DIAGRAM 
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FIGURE 1 - PIN ASSIGNMENT 



vsst 

XTAL1 

EXTAL 2 

NMI 

IRQI 



2 
3 

d 4 



[5 



RESET/V PP [ 

vccC 

P20[ 
P21[ 
P22[ 
P23[ 
P24[ 
P10[ 

pi 1 £ 

P12[ 
P13[ 
P14[ 
P15[ 
P16[ 
P17[ 



"vy- 



3e 

3sci 

]SC2 

]P30 

]P31 

3P32 

]P33 

]P34 

3P35 

]P36 

]P37 

]P40 

]P41 

]P42 

]P43 

] P44 

24 ] P45 

23 3 P46 

22 3 P47 

21 3 v cc 
1 Standby 



4-855 



MC68701 »MC68A701 »MC68701-1 •MC68B701 



MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


- 3 to +70 


V 


Input Voltage 


V,n 


- 3 to +70 


V 


Operating Temperature Range 


T A 


0to70 


°c 


Storage Temperature Range 


T stg 


to +85 


°c 


THERMAL CHARACTERISTICS 


Characteristic 


Symbol 


Value 


Rating 


Thermal Resistance 
Ceramic Package 


0JA 


50 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V, n and V ou t be con- 
strained to the range V$s ^ (V, n or V ut> ^ V CC 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either V$s or Vfjc) 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = Ta+(Pd # *JA> (1) 

Where 

Ta = Ambient Temperature, °C 

0jA = Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PP0RT 

P|NT-'CC X V CC< Watts - Chip Internal Power 
PpORj-Port Power Dissipation, Watts - User Determined 
For most applications PpfjRT^PlNT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 

An approximate relationship between Pp and Tj (if PpORT is neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = Pq*(Ta + 273°C) + 0j A'PD 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of Ta 



CONTROL TIMING (V cc = 5 V ±5%, Vss = 0. T A = 0to70°C) 



Characteristic 


Symbol 


MC68701 


MC6S70M 


MC68A701 


MC68B701 


Unit 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Frequency of Operation 


fo 


05 


1 


05 


1 25 


05 


1 5 


05 


20 


MHz 


Crystal Frequency 


f XTAL 


3 579 


40 


3 579 


50 


3 579 


60 


3 579 


80 


MHz 


External Oscillator Frequency 


4f 


20 


40 


20 


50 


20 


60 


20 


80 


MHz 


Crystal Oscillator Start Up Time 


trc 


- 


100 


- 


100 


- 


100 


- 


100 


ms 


Processor Control Setup Time 


tpcs 


200 


- 


170 


- 


140 


- 


110 


- 


ns 
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DC ELECTRICAL CHARACTERISTICS (V CC = 5 0Vdc ±5%, V SS = 0, T A = to 70°C unl 


ess otherwise noted) 






Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage RESET 

Other Inputs* 


V|H 


VSS+40 
VSS+20 




vcc 
vcc 


V 


Input Low Voltage RESET 

Other Inputs* 


V|L 


VSS-03 
VSS-03 


: 


VSS + 04 
VSS + 08 


V 


Input Current Port 4 
(V in = 0to2 4V) See Note SC1 


l.n 


_ 


- 


06 
1 


mA 


Input Current 
(V in = 0to5 25V) NMI, IRQ1 


l.n 


- 


1 5 


25 


M A 


Input Current RESET/Vpp 
(V in = 0to0 4V) See Note 
(V in = 4 0VtoV CC ) 


l.n 


- 


-20 


80 


mA 


Three-State (Off State) Input Current 

(V in = 5to2 4V) P10-P17, P30-P37 

P20-P24 


•tsi 


- 


2 
10 


10 
100 


*A 


Output High Voltage 

(l| 0ad = -205^A, V C C = rnin) P30-P37 
<l|oad= -145^A, Vcc = nnin) P40-P47, E, SC1, SC2 
(, load = - 100 jiA, Vqc = mm) Other Outputs 


V H 


VSS+24 
VSS+24 
Vss+24 


- 


- 


V 


Output Low Voltage 
(l| O ad = 2 0mA, Vcc = min) All Outputs 


vol 


- 


- 


Vss + 05 


V 


Darlington Drive Current 
(V =15V) P10-P17 


'OH 


1 


25 


100 


mA 


Internal Power Dissipation (measured at T/\ = 0°C in Steady-State Operation) 


pint 


- 


- 


1500 


mW 


Input Capacitance 
(V in = 0,T A = 25°C,f o =1 MHz) P30-P37, P40-P47, SC1 

Other Inputs 


Cm 


- 


- 


125 
10 


PF 


Vcc Standby Powerdown 

Powerup 


VSBB 
V S B 


40 
4 75 


— 


5 25 
5 25 


V 


Standby Current Powerdown 


'SBB 


- 


- 


60 


mA 


Programming Time (Per Byte) (T A = 25°C) 


tpp 


25 


- 


50 


ms 


Programming Voltage (Ta = 25°C) 


V PP 


20 


21 


22 


V 


Programming Current (VreseT = Vpp) (Ta = 25°C) 


Ipp 


- 


300 


500 


mA 




* Except Mode Programming Levels, See Figure 17 
NOTE Port 4, SC1, and RESET/Vpp l in differ from MC6801/03/03 NR Values 



PERIPHERAL PORT TIMING (Refer to Figures 3-6) 



Characteristics 


Symbol 


Mm 


Typ 


Max 


Unit 


Peripheral Data Setup Time 


tPDSU 


200 


- 


- 


ns 


Peripheral Data Hold Time 


tPDH 


200 


- 


- 


ns 


Delay Time, Enable Positive Transition to OS3 Negative Transition 


tOSD1 


- 


- 


350 


ns 


Delay Time, Enable Positive Transition to OS3 Positive Transition 


*OSD2 


- 


- 


350 


ns 


Delay Time, Enable Negative Transition to Peripheral Data Valid 
Port 1 
Port 2, 3, 4 


tp\A/D 


- 


- 


350 
350 


ns 


Delay Time, Enable Negative Tiansition to Peripheral CMOS Data Valid 


tCMOS 


- 


- 


20 


f*s 


Input Strobe Pulse Width 


tpwis 


200 


- 


- 


ns 


Input Data Hold Time 


t|H 


50 


- 


- 


ns 


Input Data Setup Time 


t|S 


20 


- 


- 


ns 
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FIGURE 3 - DATA SETUP AND HOLD TIMES 
(MPU READ) 
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•Port 3 Non-Latched Operation (LATCH ENABLE = 0) 



FIGURE 4 - DATA SETUP AND HOLD TIMES 
(MPU WRITE) 
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NOTES 

1 10 k Pullup resistor required for Port 2 to reach 7 VqC 

2 Not applicable to P21 

3 Port 4 cannot be pulled above Vqq 



FIGURE 5 - PORT 3 OUTPUT STROBE TIMING 
(SINGLE-CHIP MODE) 



FIGURE 6 - PORT 3 LATCH TIMING 
(SINGLE-CHIP MODE) 
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•Access matches Output Strobe Select (OSS = 0, a read, 
0SS = 1, a write) 



NOTE Timing measurements are referenced to a low voltage of 8 volts and a high voltage of 2 volts unless otherwise noted 



FIGURE 7 - CMOS LOAD 
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FIGURE 8 - TIMING TEST LOAD PORTS 1. 2. 3. 4 

vcc 

\ R L =18kQ 



Test Point o f ? H <> MMD6150 
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] \ or Equiv 



C = 90 pF for P30-P37, P40-P47, E, SC1, SC2 

= 30 pF for P10-P17, P20-P24 
R=165 kQ for P40-P47, E, SC1, SC2 

= 24 kfi for P10-P17, P20-P24 

= 12 kfi for P30-P37 
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BUS TIMING (See Notes 2 and 3) 



Idem 
Number 


Characteristic 


Symbol 


MC68701 


MC68701-1 


MC68A701 


MC68B701 


Unit 


Mm 


Max 


Mm 


Max 


Min 


Max 


Min 


Max 


1 


Cycle Time 


*cyc 


1 


20 


08 


20 


- 


20 


05 


20 


US 


2 


Pulse Width, E Low 


PW EL 


430 


1000 


360 


1000 


300 


1000 


210 


1000 


ns 


3 


Pulse Width, E High 


PW EH 


450 


1000 


360 


1000 


300 


1000 


220 


1000 


ns 


4 


Clock Rise and Fall Time 


t r . tf 


- 


25 


- 


25 


- 


25 


- 


20 


ns 


9 


Address Hold Time 


*AH 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


12 


Non-Muxed Address Valid Time to E* 


tAV 


200 


- 


150 


- 


115 


- 


70 


- 


ns 


17 


Read Data Setup Time 


*DSR 


80 


- 


70 


- 


60 


- 


40 


- 


ns 


18 


Read Data Hold Time 


*DHR 


10 


- 


10 


- 


10 


- 


10 


- 


ns 


19 


Write Data Delay Time 


*DDW 


- 


225 


- 


200 


- 


170 


- 


120 


ns 


21 


Write Data Hold Time 


*DHW 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


22 


Multiplexed Address Valid Time to E Rise* 


tAVM 


200 


- 


150 


- 


115 


- 


80 


- 


ns 


24 


Multiplexed Address Valid Time to AS Fall* 


tASL 


60 


- 


50 


- 


40 


- 


20 


- 


ns 


25 


Multiplexed Address Hold time 


tAHL 


20 


- 


20 


- 


20 


- 


10 


- 


ns 


26 


Delay Time, E to AS Rise* 


*ASD 


90** 


- 


70** 


- 


60** 


- 


45** 


- 


ns 


27 


Pulse Width, AS High* 


PW A SH 


220 


- 


170 


- 


140 


- 


110 


- 


ns 


28 


Delay Time, AS to E Rise* 


tASED 


90 


- 


70 


- 


60 


- 


45 


- 


ns 


29 


Usable Access Time* 


*ACC 


595 


- 


465 


- 


380 


- 


270 


- 


ns 



*At specified cycle time 

* #t ASD parameters listed assume external TTL clock drive with 50% +5% duty cycle Devices driven by an external TTL clock with 50% ±1% 

duty cycle or which use a crystal have the following t/^sD specification 100 ns mm (1 HMz devices), 80 ns mm (1 25 MHz devices), 65 ns 

mm (1 5 MHz devices), 50 ns mm (2 MHz devices) 

FIGURE 9 - BUS TIMING 

-©- 




R/W, Address 
(Non-Muxed) 




NOTES 

1 Voltage levels shown are V[_<0 5 V, Vh>2 4 V, unless otherwise specified 

2 Measurement points shown are 8 V and 2 V, unless otherwise specified 

3 Usable access time is computed by 12+3-17 + 4 

4 Memory devices should be enabled only during E high to avoid Port 3 bus contention 
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INTRODUCTION 



The MC68701 is an 8-bit monolithic microcomputer which 
can be configured to function in a wide variety of applica- 
tions The facility which provides this extraordinary flexibility 
is its ability to be hardware programmed into eight different 
operating modes The operating mode controls the con- 
figuration of 18 of the 40 MCU pins, available on-chip 
resources, memory map, location (internal or external) of in- 
terrupt vectors, and type of external bus The configuration 
of the remaining 22 pins is not dependent on the operating 
mode. 

Twenty-nine pins are organized as three 8-bit ports and 
one 5-bit port Each port consists of at least a Data Register 
and a write-only Data Direction Register The Data Direction 
Register is used to define whether corresponding bits in the 
Data Register are configured as an input (clear) or output 
(set). 

The term "port," by itself, refers to all of the hardware 
associated with the port When the port is used as a "data 
port" or "I/O port," it is controlled by the port Data Direc- 
tion Register and the programmer has direct access to the 
port pins using the port Data Register Port pins are tabled as 
Pij where i identifies one of four ports and j indicates the par- 
ticular bit. 

The Microprocessor Unit (MPU) is an enhanced MC6800 
MPU with additional capabilities and greater throughput It is 
upward source and object code compatible with the 
MC6800. The programming model is depicted in Figure 10 



where Accumulator D is a concatenation of Accumulators A 
and B A list of new operations added to the M6800 instruc- 
tion set are shown in Table 1 

The basic difference between the MC6801 and the 
MC68701 is that the MC6801 has an onboard ROM while the 
MC68701 has an onboard EPROM The MC68701 is pin and 
code compatible with the MC6801 and can be used to 
emulate the MC6801, allowing easy software development 
using the onboard EPROM Software developed using the 
MC68701 can then be masked into the MC6801 ROM 

In order to support the onboard EPROM, the MC68701 dif- 
fers from the MC6801 as follows 

(1) Mode in theMC6801 is a test mode only, while in the 
MC68701 Mode is also used to program the onboard 
EPROM and has interrupt vectors at $BFF0-$BFFF 
rather than $FFF0-$FFFF 

(2) TheMC68701 RAM/EPROM Control Register has two 
bits used to control the EPROM in Mode that are not 
defi ned in t he MC6801 RAM Control Register 

(3) The RESET/Vpp pin in the MC68701 is dual purpose, 
used to supply EPROM power as well as to r eset the 
device, while in the MC6801 the pin is called RESET 
and is used only to reset the device 

In addition, MC6801 modes 1R and6R, available as a mask 
option, are not available in the MC68701 



FIGURE 10 - MC68701/6801/6803 PROGRAMMING MODEL 
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A 


oyr- 


B 





15 




D 









15 




X 









15 




SP 









L 




PC 








8-Bit Accumulators A and B 
Or 16-Bit Double Accumulator D 



Index Register (K) 



1 
1 1 H I N Z V C 


n 


\± 







Stack Pointer (SP) 



Program Counter (PC) 



Condition Code Register (CCR) 

Carry/ Borrow from MSB 

Overflow 

Zero 

Negative 

Interrupt 

Half Carry (From Bit 3) 
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Instruction 



ABX 
ADDD 
ASLD or LSLD 
BHS 
BLO 
BRN 
JSR 
LDD 
LSL 

LSRD 
MUL 
PSHX 
PULX 

STD 
SUBD 

CPX 



TABLE 1 - NEW INSTRUCTIONS 



Description 



Unsigned addition of Accumulator B to Index Register 

Adds (without carry) the double accumulator to memory and leaves the sum in the double accumulator 

Shifts the double accumulator left (towards MSB) one bit, the LSB is cleared and the MSB is shifted into the C-bit 

Branch if Higher or Same, unsigned conditional branch (same as BCC) 

Branch if Lower, Unsigned conditional branch (same as BCS) 

Branch Never 

Additional addressing mode direct 

Loads double accumulator from memory 

Shifts memory or accumulator left (towards MSB) one bit, the LSB is cleared and the MSB is shifted into the C-bit (same as 

ASL) 

Shifts the double accumulator right (towards LSB) one bit, the MSB is cleared and the LSB is shifted into the C-bit 

Unsigned multiply, multiplies the two accumulators and leaves the product in the double accumulator 

Pushes the Index Register to stack 

Pulls the Index Register from stack 

Stores the double accumulator to memory 

Subtracts memory from the double accumulator and leaves the difference in the double accumulator 

Internal processing modified to permit its use with any conditional branch instruction 



OPERATING MODES 

The MCU provides eight different operating modes which 
are selectable by hardware programming and referred to as 
Mode through Mode 7 The operating mode controls the 
memory map, configuration of Port 3, Port 4, SC1, SC2, and 
the physical location of interrupt vectors. 

FUNDAMENTAL MODES 

The eight MCU modes can be grouped into three fun- 
damental modes which refer to the type of bus it supports: 
Single Chip, Expanded Non-Multiplexed, and Expanded 
Multiplexed. Modes 4 and 7 are single chip modes. Mode 5 is 
the expanded non-multiplexed mode, and the remaining 
modes are expanded multiplexed modes Table 2 sum- 
marizes the characteristics of the operating modes 

Single-Chip Modes (4, 7) 

In the Single-Chip Mode, the four MCU ports are con- 
figured as parallel input/output data ports, as shown in 
Figure 11. The MCU functions as a monolithic microcom- 
puter in these two modes without external address or data 
buses A maximum of 29 I/O lines and two Port 3 control 
lines are provided. Peripherals or another MCU can be inter- 
faced to Port 3 in a loosely coupled dual processor configura- 
tion, as shown in Figure 12. 

In Single-Chip Test Mode (4), the RAM responds to 
$XX80 through $XXFF and the EPROM is removed from the 
internal address map A test program must first be loaded in- 
to the RAM using modes 0, 1, 2, or 6. If the MCU is reset 
and then programmed into Mode 4, execution will begin at 
$XXFE:XXFF Mod e 5 can be irreversibly entered from Mode 
4 without asserting RESET by setting bit 5 of the Port 2 Data 
Register. This mode is used primarily to test Ports 3 and 4 in 
the Single-Chip and Non-Multiplexed Modes 



TABLE 2 - SUMMARY OF MC68701 OPERATING MODES 



Common to ail Modes: 

Reserved Register Area 

Port 1 

Port 2 

Programmable Timer 

Serial Communications Interface 



Single Chip Mode 7 

128 bytes of RAM; 2048 bytes of EPROM 

Port 3 is a parallel I/O port with two control lines 

Port 4 is a parallel I/O port 

SC1 is Input Strobe 3 (IS3) 

SC2 is Output Strobe 3 (OS3) 



Expanded Non-Multiplexed Mode 5 

128 bytes of RAM, 2048 bytes of EPROM 
256 bytes of external memory space 
Port 3 is an 8-bit data bus 
Port 4 is an input port/address bus 
SC1 is Input/Output Select (IOS) 
SC2 is Read/Write (R/W) 



Expanded Multiplexed Modes 1 , 2, 3, 6 

Four memory space options (64K address space) 

(1) No internal RAM or EPROM (Mode 3) 

(2) Internal RAM, no EPROM (Mode 2) 

(3) Internal RAM and EPROM (Mode 1) 

(4) Internal RAM, EPROM with partial address bus 
(Mode 6) 

Port 3 is a multiplexed address/ data bus 

Port 4 is an address bus (inputs/address in Mode 6) 

SC1 is Address StrobeJAS) 

SC2is Read/Write (R/W) 




Test Mode 4 

(1) May be changed to Mode 5 without going through 
Reset 

(2) May be used to test Ports 3 and 4 as I/O ports 



Expanded Multiplexed Mode 

(1) Interna! RAM and EPROM 

(2) External interrupt vectors located at $BFF0-$BFFF 

(3) Used to program EPROM 
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FIGURE 11 - SINGLE-CHIP MODE 



FIGURE 12 - SINGLE-CHIP DUAL PROCESSOR CONFIGURATION 
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FIGURE 13 - EXPANDED NON-MULTIPLEXED CONFIGURATION 
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Expanded Non-Multiplexed Mode (5) 

A modest amount of external memory space is provided in 
the Expanded Non-Multiplexed Mode while significant on- 
chip resources are retained. Port 3 functions as an 8-bit 
bidirectional data bus and Port 4 is configured initially as an 
input data port. Any combination of the eight least- 
significant address lines may be obtained by writing to the 
Port 4 Data Direction Register. Stated alternatively, any 
combination of AO to A7 may be provided while retaining the 
remainder as input data lines Internal pullup resistors are in- 
tended to pull the Port 4 lines high until the port is con- 
figured 

Figure 13 illustrates a typical system configuration in the 
Expanded Non-Multiplexed Mode. The MCU interfaces 
directly with M6800 family parts and can access 256 bytes of 
external address space at $100 through $1FF. IOS provides 
an address decode of external memory ($100-$1FF) and can 
be used as a memory page select or chip select line 

Expanded-Multiplexed Modes (0, 1, 2, 3, 6) 

In the Expanded-Multiplexed Modes, the MCU has the 
ability to access a 64K byte memory space. Port 3 functions 
as a time multiplexed address/data bus with address valid on 
the negative edge of Address Strobe (AS), and data valid 
while E is high. In Modes to 3, Port 4 provides address lines 
A8 to A15 . In Mode 6, however, Port 4 is initially configured 
at RESET as an input data port The Port 4 Data Direction 
Register can then be changed to provide any combination of 
address lines, A8 to A15. Stated alternatively, any subset of 
A8 to A15 can be provided while retaining the remaining Port 
4 lines as input data lines. Internal pullup resistors pull the 
Port 4 lines high until software configures the port. 

Figure 14 depicts a typical configuration for the Expanded- 
Multiplexed Modes. Address Strobe can be used to control a 
transparent D-type latch to capture addresses AO to A7, as 



shown in Figure 15. This allows Port 3 to function as a Data 
Bus when E is high 

In Mode 0, the internal and external data buses are con- 
nected, there must therefore be no memory map overlap in 
order to avoid potential bus conflicts. Mode is used to pro- 
gram the onboard EPROM. All interrupt vectors are external 
in this mode and are located at $BFFO-$BFFF. 

PROGRAMMING THE MODE 



The operating mode is determined at RESET by the levels 
asserted on P22, P21 , and P20. These levels are latched into 
PC2, PCI, and PCO of t he program control register on the 
positive edge of RESET The operating mode may be read 
from the Port 2 Data Register as shown below, and program- 
ming levels and timing must be met as shown in Figure 16. A 
brief outline of the operating modes is shown in Table 3 

PORT 2 DATA REGISTER 

7 6 5 4 3 2 10 



PC2 PC1 PCO P24 P23 P22 P21 P20 $0003 



Circuitry to provide the programming levels is dependent 
primarily on the normal system usage of the three pins. If 
configured as outputs, the circuit shown in Figure 17 may be 
used, otherwise, three-state buffers can be used to provide 
isolation while programming the mode. 

MEMORY MAPS 

The MCU can provide up to 64K byte address space 
depending on the operating mode A memory map for each 
operating mode is shown in Figure 18. The first 32 locations 
of each map are reserved for the MCU internal registers as 
shown in Table 4, with exceptions as indicated 



TABLE 3 - MODE SELECTION SUMMARY 



Mode 


P22 
PC2 


P21 
PC1 


P20 
PCO 


EPROM 


RAM 


Interrupt 
Vectors 


Bus 
Mode 


Operating 
Mode 


7 


H 


H 


H 


I 


I 


I 


I 


Single Chip 


6 


H 


H 


L 


I 


I 


I 


MUX (5 ' 6) 


Multiplexed/Partial Decode 


5 


H 


L 


H 


I 


I 


I 


NMUX (5 ' 6) 


Non-Multiplexed/Partial Decode 


4 


H 


L 


L 


,(2) 


,(1) 


I 


I 


Single Chip Test 


3 


L 


H 


H 


E 


E 


E 


MUX (4) 


Multiplexed/ No RAM or EPROM 


2 


L 


H 


L 


E 


I 


E 


MUX (4) 


Multiplexed/RAM 


1 


L 


L 


H 


I 


I 


E 


MUX (4) 


Multiplexed/ RAM and EPROM 





L 


L 


L 


I 


I 


|(3) 


MUX (4) 


Multiplexed/ Programming 



Legend 
I — Internal 
E — External 
MUX — Multiplexed 
NMUX - Non-Multiplexed 
L — Logic "0" 
H — Logic "1 " 



(1) Internal RAM is addressed at $XX80 

(2) Internal EPROM is disabled 

(3) Interrupt vectors located at $BFF0-$BFFF 

(4) Addresses associated with Ports 3 and 4 are considered external in Modes 0, 
1. 2, and 3 

(5) Addresses associated with Port 3 are considered external in Modes 5 and 6 

(6) Port 4 default is user data input, address output is optional by writing to Port 4 
Data Direction Register 
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FIGURE 14 - EXPANDED MULTIPLEXED CONFIGURATION' 




Port 1 
8 I/O Lines 



Port 3 

8 Lines 

Multiplexed Data Address 




NOTE To avoid data bus (Port 3) contention in the expanded multiplexed modes, memory devices should be enabled only during E high time 

FIGURE 15 - TYPICAL LATCH ARRANGEMENT 
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FIGURE 16 - MODE PROGRAMMING TIMING 
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MODE PROGRAMMING (Refer to Figure 16) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Mode Programming Input Voltage Low 


V MPL 


- 


- 


1 8 


V 


Mode Programming Input Voltage High 


VMPH 


40 


- 


- 


V 


Mode Programming Diode Differential 


V MPDD 


06 


- 


- 


V 


RESET Low Pulse Width 


PWrstl 


30 


- 


- 


E-Cycles 


Mode Programming Set-Up Time 


*MPS 


20 


- 


- 


E- Cycles 


Mode Programming Hold Time 
RESET RiseTime^l fis 
RESET Rise Time<1 /is 


tMPH 



100 


- 


- 


ns 



FIGURE 17 - TYPICAL MODE PROGRAMMING CIRCUIT 





VppO 



Notes. 

1 Mode as shown (switches closed) 

2 R1 = 10k oh ms (typical) 

3 The RESET time constant is equal to RC where R is the equivalent parallel resistance of R2 and the number of resistors (R1) 
placed in the circuit by closed mode control switches 

4 D=1N914, 1N4001 (typical) 

5 If V = V r.r., then R2 = 50 ohms (typical) to meet Vih for the RESET/Vpp pin V = Vcc is also compatible with MC6801 The 
RESET time constant in this case is ap proxim ately R2*C 

6 Switch S1 allows selection of normal (RESET) or programming (Vpp) as the input to the RESET/Vpp pin During swit- 
ching, the input level is held at a value determ ined by a diode (D), resistor (R2) and input voltage (V) 

7 While S1 is in t he "Pro gram" position, RESET should not be asserted 

8 From powerup, RESET must be held low for at least tpx The capacitor, C, is shown for conceptual purpose s only and is 
on the order of 1000 jiF for the circuit shown Typically, a buffer with an RC input will be used to drive RESET, eliminating 
the need for the larger capacitor 

9 Diode Vf should not exceed VMPDD mm 
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FIGURE 18 - MC68701 MEMORY MAPS 



MC68701 
Mode 



Multiplexed Test mode 




Internal Registers 
External Memory Space 

Internal RAM 

External Memory Space 

External Interrupt Vectors 
External Memory Space 

Internal EPROM 



Notes 

1 ) Excludes the following addresses which may 
be used externally $04, $05, $06, $07 and $0F 

2) There must be no overlapping of internal and 
external memory spaces to avoid driving the 
data bus with more than one device. 

3) This mode is used to program the onboard 
EPROM. 



MC68701 
Mode 



1 



Multiplexed/ RAM & EPROM 




Internal Registers 
External Memory Space 

nternal RAM 



^> External Memory Space 

Internal EPROM 

External Interrupt Vectors 



Notes 

1) Excludes the following addresses which may 
be used externally $04. $05. $06. $07 and 
$0F 

2) Internal EPROM addresses $FFFO to $FFFF are 
not usable 



MC68701 
Mode 



Multiplexed/RAM 
$0000 m r; 




$FFF0 
$FFFF 



Internal Registers 
External Memory Space 
• Internal RAM 



S External Memory Space 



External Interrupt Vectors 



Notes 

1) Excludes the following addresses which may 

be used externally $04, $05, $06, $07, and 

$0F 
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FIGURE 18 - MC68701 MEMORY MAPS (CONTINUED) 



MC68701 
Mode 



Multiplexed/ No RAM or EPROM 



00 



$FFFO 
$FFFF 



• Internal Registers 



> External Memory Space 



> External Interrupt Vectors 



Notes 

1) Excludes the following addresses which may be 
used externally $04, $05, $06, $07 and $0F 



MC68701 
Mode 



Single Chip Test 



$0000 17 
$001 F^ 



^Internal Registers^' 



^Internal RAM 

/Internal Interrupt Vectors 



1) The internal EPROM is disabled 

2) Mode 4 may b e chang ed to Mode 5 without hav- 
ing to assert RESET by writing a "1" into the 
PCO bit of Port 2 Data Register 

3) Addresses A8 to A15 are treated as "don't 
cares" to decode internal RAM 

4) Internal RAM will appear at $XX80 to $XXFF 

5) MCU read of the Port 3 Data Direction Register 
will access the Port 3 Data Register 



MC68701 
Mode 



Non-Multiplexed/ Partial Decode 
$0000 (1) p77 



vX/ j> Internal Registers 



$0080 
$00FF 


Unusable 

fin 


$0100 
$01 FF 











Internal RAM 

External Memory Space 




o 
8 

00 



> Internal EPROM 



Internal Interrupt Vectors 



Excludes the following addresses which may NOT 
be used externally $04, $06, and $0F (No IOS) 
This mo de ma y be entered without going 
through RESET by using Mode 4 and subse- 
quently writing a "1" into the PCO bit of Port 2 
Data Register 

Address lines A0 to A7 will not contain addresses 
until the Data Direction Register for Port 4 has 
been written with "Vs" in the appropriate bits 
These address lines will assert "Vs" until made 
outputs by writing the Data Direction Register 
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FIGURE 18 - MC68701 MEMORY MAPS (CONCLUDED) 




MC68701 
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$0000 (1 ' 
$001 F 
$0080 

$OOFF 




$FFFF 




Internal Registers 
External Memory Space 
Internal RAM 



> External Memory Space 



Internal EPROM 

Internal Interrupt Vectors 



Notes 

1 ) Excludes the following addresses wh ich may be 
used externally $04, $06, $0F 

2) Address lines A8-A15 will not contain 
addresses until the Data Direction Register for 
Port 4 has been written with "1's" in the 
appropriate bits These .address lines will 
assert "1 's" until made outputs by writing the 
Data Direction Register 



MC68701 
Mode 



Single Chip 
$0000^ 
$001 F 



$0080 ^ 



$00FF 




• Internal Registers" 



• Internal RAM 



Unusable 



$FFFF 




> Internal EPROM 
Internal Interrupt Vectors 



MCU read of the Port 3 Data Direction Register 
will access the Port 3 Data Register 



TABLE 4 - INTERNAL REGISTER AREA 



Register 


Address 


Port 1 Data Direction Register**" 


00 


Port 2 Data Direction Register*** 


01 


Port 1 Data Register 


02 


Port 2 Data Register 


03 


Port 3 Data Direction Register **" 


04* 


Port 4 Data Direction Register*** 


05** 


Port 3 Data Register 


06* 


Port 4 Data Register 


07** 


Timer Control and Status Register 


08 


Counter (High Byte) 


09 


Counter (Low Byte) 


OA 


Output Compare Register (High Byte) 


OB 



Register 


Address 


Output Compare Register (Low Byte) 
Input Capture Register (High Byte) 
Input Capture Register (Low Byte) 
Port 3 Control and Status Register 


OC 
OD 
OE 
OF* 


Rate and Mode Control Register 
Transmit/Receive Control and Status Register 
Receive Data Register 
Transmit Data Register 


10 
11 
12 
13 


RAM/ EPROM Control Register 
Reserved 


14 
15-1F 



'External addresses in Modes 0, 1 , 2, 3, 5, 6, cannot be accessed 
in Mode 5 (No IOS) 
** External addresses in Modes 0, 1, 2, 3 
**1 = Output, 0= Input 
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MC68701 INTERRUPTS 

The MCU supports two types of interrupt requests- 
maskable and non-maskable. A Non-Maskable Interrupt 
(NMD is always recognized and acted upon at the comple- 
tion of the current instruction Maskable interrupts are con- 
trolled by the Condition Code Register's l-bit and by in- 
dividual enable bits The l-bit controls all maskable i nter- 
rupt s Of the maskable interrupts, there are two types. IRQ1 
and IRQ2 The Programmable Time r and Serial Communica- 
tions Interface use an internal IRQ2 interr upt lin e, a s sho wn 
in Figure 2. External devic es (an d IS3) use IRQ1. An IRQ1 in- 
terrup t is s erviced before IRQ2 if both are pending 

All IRQ2 interrupts use hardware prioritized vectors. The 
single SCI interrupt and three timer interrupts are*serviced in 
a prioritized order and each is vectored to a separate loca- 
tion All MCU interrupt vector locations are shown in Table 
5 

TABLE 5 - MCU INTERRUPT VECTOR LOCATIONS 



ModeO 


Modes 1-7 


Interrupt 


MSB 


LSB 


MSB 


LSB 


BFFE 


BFFF 


FFFE 


FFFF 


RESET 


BFFC 


BFFD 


FFFC 


l_ FFFD 


NMI 


BFFA 


BFFB 


FFFA 


FFFB 


Software Interrupt (SWI) 


BFF8 


BFF9 


FFF8 


FFF9 


iRQT (or IS3) 


BFF6 


BFF7 


FFF6 


FFF7 


ICF (Input Capture) * 


BFF4 


BFF5 


FFF4 


FFF5 


OCF (Output Compare)* 


BFF2 


BFF3 


FFF2 


FFF3 


TOF (Timer Overflow)* 


BFFO 


BFF1 


FFFO 


FFF1 


SCI (RDRF + ORFE + TDRE)* 



*IRQ2 Interrupt 

The Interrupt flowchart is depicted in Figure 19 and is 
common to every MCU interrupt excluding reset. During in- 
terrupt servicing the Program Counter, Index Register, A Ac- 
cumulator, B Accumulator, and Condition Code Register are 
pushed to the stack The l-bit is set to inhibit maskable inter- 
rupts and a vector is fetched corresponding to the current 
highest priority interrupt The vector is transferred to the 
Program C ounter a nd instruction execution is resumed In- 
terrupt and RESET timing are illustrated in Figures 20 and 21. 

FUNCTIONAL PIN DESCRIPTIONS 



It is typical to power both Vcc and Vcc Standby from the 
same source during normal operation A diode must be used 
between them to prevent supplying power to Vcc during 
powerdown operation. Vcc Standby should be tied to 
ground in Mode 3 

XTAL1 AND EXTAL2 

These two input pins interface either a crystal or TTL com- 
patible clock to the MCU internal clock generator. Divide-by- 
four circuitry is included which allows use of the inexpensive 
3.58 MHz or 4 4336 MHz Color Burst TV crystals A 20 pF 
capacitor should be tied from each crystal pin to ground to 
ensure reliable startup and operation. Alternatively, EXTAL2 
may be driven by an external TTL compatible clock at 4f 
with a duty cycle of 50% (±5%) with XTAL1 connected to 
ground 

The internal oscillator is designed to interface with an AT- 
cut quartz crystal resonator operated in parallel resonance 
mode in the frequency range specified for fxTAL- The 
crystal should be mounted as close as possible to the input 
pins to minimize output distortion and startup stabilization 
time.** The MCU is compatible with most commercially 
available crystals. Nominal crystal parameters are shown in 
Figure 22. 



RESET/Vpp 

This input is used to reset the MCU internal state a nd pro- 
vide an orderly startup procedure During powerup, RESET 
must be held below 4 volts: (1) at least tpc after Vcc 
reaches 4.75 volts in order to provide sufficient time for the 
clock generator to stabiliz e, and (2) until Vcc Standby 
reaches V$B volts. RESET must be held low at least three 
E-cycles if asserted during powerup operation. 

This pin is also used to supply Vpp in Mode for program- 
ming the EPROM, and supplies operating power to the 
EPROM during powerup operation 

E (ENABLE) 

This is an output clock used primarily for bus synchroniza- 
tion. It is TTL compatible and is the slightly skewed divide- 
by-four result of the MCU input clock frequency It will drive 
one Schottky TTL load and 90 pF, and all data given in cycles 
is referenced to this clock unless otherwise noted 



V C C AND Vss 

Vcc and Vss provide power to a large portion of the 
MCU. The power supply should provide +5 volts (±5%) to 
Vcc< and Vss should be tied to ground Total power 
dissipation (including Vcc Standby), will not exceed Pq 
milliwatts 

Vcc STANDBY 

Vcc Standby provides power to the standby portion ($80 
through $BF) of the RAM and the STBY PWR and RAME 
bits of the RAM Control Register Voltage requirements de- 
pend on whether the MCU is in a powerup or powerdown 
state. In the powerup state, the power supply should provide 
+ 5 volts (±5%) and must reach VgB volts before RESET 
reaches 4.0 volts During powerdown, Vcc Standby must 
remain above V$BB (mm) to sustain the standby RAM and 
STBY PWR bit While in powerdown operation, the standby 
current will not exceed ISBB- 



NMI (NON-MASKABLE INTERRUPT) 

An NMI negative edge requests an MCU interrupt se- 
quence, but the current instruction will be completed before 
it responds to the request. The MCU will then begin an inter- 
rupt sequence. Finally, a vector is fetched from $FFFC and 
$FFFD (or $BFFC and $BFFD in Mode 0), transferred t o the 
Program Counter and instruction execution is resumed. NMI 
typically requires a 3 3 kfl (nomi nal) r esistor to Vcc- There is 
no internal NMI pullup resistor. NMI must be held low for at 
least one E-cycle to be recognized under all conditions. 

IRQ1 (MASKABLE INTERRUPT REQUEST 1) 

IRQ1 is a level-sensitive input which can be used to re- 
quest an interrupt sequence. The MPU will complete the cur- 
rent instruction before it responds to the request. If the inter- 

** Devices made with masks subsequent to T7A and CB4 incorpor- 
ate an advanced clock with improved startup characteristics 
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FIGURE 19 - INTERRUPT FLOWCHART 
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FIGURE 20 - INTERRUPT SEQUENCE 
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FIGURE 21 - RESET TIMING 
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rupt mask bit (l-bit) in the Condition Code Register is clear, 
the MCU will begin an interrupt sequence A vector is fetch- 
ed from $FFF8 and $FFF9 (or $BFF8 and $BFF9 in Mode 0), 
transferred to the Program Counter, and instruction execu- 
ti on is resumed 

IRQ1 typically requires an external 3 3 kfl (nominal) 
resistor to Vcc for wire-OR applications IRQ1 has no inter- 
nal pullup resistor 



SC1 AND SC2 (STROBE CONTROL 1 AND 2) 

The function of SC1 and SC2 depends on the operating 
mode SC1 is configured as an output in all modes except 
single chip mode, whereas SC2 is always an output SC1 
and SC2 can drive one Schottky load and 90 pF 



SC1 and SC2 In Single Chip Mode 

In Single Chip Mode, SC1 and SC2 are configured as an 
input and output, respectively, and both function as Port 3 
control lines SC1 functions as IS3 and can be used to in- 
dicate that Port 3 input data is ready or output data has been 
accepted Three options associated with IS3 are controlled 
by the Port 3 Control and Status Register and are discussed 
in the Port 3 description If unused, IS3 can remain uncon- 
nected 

SC2 is configured as OS3 and can be used to strobe out- 
put data or acknowledge input data It is controlled by Out- 
put Strobe Select (OSS) in the Port 3 Control and Status 
Register The strobe is generated by a read (OSS = 0) or 
write (OSS = 1) to the Port 3 Data Register OS3 timing is 
shown in Figure 5 



FIGURE 22 - MC68701 OSCILLATOR CHARACTERISTICS 
(a) Nominal Recommended Crystal Parameters 
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MC68701 Nominal Crystal Parameters 
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3.58 MHz 


4.00 MHz 


5.0 MHz 
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60 Q 
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30-50 fi 
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Co 


3 5pF 
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C1 
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025 pF 


01-0 02 pF 


01-0 02 pF 


01-0 02 pF 


Q 


>40k 
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>20k 


>20k 


>20k 



*Note These are representative AT-cut crystal parameters only. Crystals of other types of 
cuts may also be used 



C|_ = 20 pF (typical) 



NOTE 

TTL-compatible oscillators may be 
obtained from 

Motorola Component Products 
Attn Data Clock Sales 
2553 N Edginton St 
Franklin Park, IL 60131 
Tel 312-451-1000 
Telex 433-0067 
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(b) Oscillator Stabilization Time (tRfj) 
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SC1 And SC2 In Expanded Non-Multiplexed Mode 

In the Expanded Non-Multiplexed Mode, both SC1 and 
SC2 are con figu red as outputs SC1 functions as Input/Out- 
put Select (IOS) and is asserted only when $0100 through 
$01 FF is sensed on the internal address bus 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers An MPU read is enabled 
when Read/Write and E are high 

SC1 And SC2 In Expanded Multiplexed Mode 

In the Expanded Multiplexed Modes, both SC1 and SC2 
are configured as outputs SC1 functions as Address Strobe 
and can be used to demultiplex the eight least significant ad- 
dresses and the data bus A latch controlled by Address 
Strobe captures address on the negative edge, as shown in 
Figure 15 

SC2 is configured as Read/Write and is used to control 
the direction of data bus transfers An MPU read is enabled 
when Read/Write and E are high 

P10-P17(PORT1) 

Port 1 is a mode independent 8-bit I/O port with each line 
an input or output as defined by the Port 1 Data Direction 
Register The TTL compatible three-state output buffers can 
drive one Schottky TTL load and 30 pF, Darlington tran- 
sistors, or CMOS devices using ext ernal p ullup resistors It is 
configured as a data input port by RESET Unused lines can 
remain unconnected 

P20-P24 (PORT 2) 

Port 2 is a mode-independent, 5-bit, multipurpose I/O 
port The voltage levels present on P20, P21, and P22 on the 
rising edge of RESET determine the operating mode of the 
MCU The entire port is then configured as a data input port 
The Port 2 lines can be selectively configured as data output 
lines by setting the appropriate bits in the Port 2 Data Direc- 
tion Register The Port 2 Data Register is used to move data 
through the port However, if P21 is configured as an out- 
put, it will be tied to the timer Output Compare function and 
cannot be used to provide output from the Port 2 Data 
Register 

Port 2 can also be used to provide an interface for the 
Serial Communications Interface and the timer Input Edge 
function These configurations are described in the ap- 
propriate SCI and Timer sections of this publication 

The Port 2 three-state, TTL compatible output buffers are 
capable of driving one Schottky TTL load and 30 pF or 
CMOS devices using external pullup resistors 

PORT 2 DATA REGISTER 



PC2 PC1 PC0 P24 P23 P22 P21 P20 $0003 



IS3 
Flag 


IS3 
IRQ1 
Enable 


X 


OSS 


Latch 
Enable 


X 


X 


X 



P30-P37 (PORT 3) 

Port 3 can be configured as an I/O port, a bidirectional 
8-bit data bus, or a multiplexed address/data bus depending 
on the operating mode The TTL compatible three-state out- 
put buffers can drive one Schottky TTL load and 90 pF 
Unused lines can remain unconnected 



Port 3 In Single-Chip Mode 

Port 3 is an 8-bit I/O port in the Single-Chip Mode, with 
each line configured by the Port 3 Data Direction Register 
There are also two lines, IS3 and OS3, which can be used to 
control Port 3 data transfers 

Three Port 3 options are controlled by the Port 3 Control 
and Status Register and are available only in Single-Chip 
Mode (1) Port 3 i nput data can be latched using I S3 as a 
control signal, (2) OS3 can be generated by either an M PU 
read or write to the Port 3 Data Register, and (3) an IRQ1 in- 
terrupt can be enabled by an IS3 negative edge Port 3 latch 
timing is shown in Figure 6 

PORT 3 CONTROL AND STATUS REGISTER 

7 6 5 4 3 2 10 



$000F 



Bit 0-2 Not used 

Bit 3 LATCH ENABLE This bit controls the 

input latch for Port 3 If set, input data 
is latched by an I S3 negative edge. The 
latch is transparent after a read of Port 
3 Data Register LATCH ENABLE is 
cleared during reset 

Bit 4 OSS (Output Strobe S elect) This bit 

determines whether OS3 will be 
generated by a read or write of the Port 
3 Data Register When clear, the 
strobe is generated by a read, when 
set, it is generated by a write OSS is 
cleared during reset 

Bit 5 Not used 

Bit 6 IS3 IRQ1 ENABLE When set, an IRQI 

interrupt will be enabled whenever IS3 
FLAG is set, when clear, the interrupt 
is inhibited This bit is cleared during 
reset 

Bit 7 IS3 FLAG This read-only status bit is 

set by an IS3 negative edge It is 
cleared by a read of the Port 3 Control 
and Status Register (with IS3 FLAG 
set) followed by a read or write to the 
Port 3 Data Register or during reset 

Port 3 In Expanded Non-Multiplexed Mode 

Port 3 is configured as a bidirectional data bus (D7-D0) in 
the Expanded Non-Multiplexed Mode The direction of data 
transfers is controlled by Read/Write (SC2) Data is clocked 
by E (Enable) 

Port 3 In Expanded Multiplexed Mode 

Port 3 is configured as a time multiplexed address (A0-A7) 
and data bus (D7-D0) in the Expanded Multiplexed Modes 
where Address Strobe (AS) can be used to demultiplex the 
two buses Port 3 is held in a high impedance state between 
valid address and data to prevent potentional bus conflicts 
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P40-P47 (PORT 4) 

Port 4 is configured as an 8-bit I/O port, as address out- 
puts, or as data inputs depending on the operating mode 
Port 4 can drive one Schottky TTL load and 90 pF and is the 
only port with internal pullup resistors Unused lines can re- 
main unconnected 

Port 4 In Single Chip Mode 

In Single Chip Mode, Port 4 functions as an 8-bit I/O port 
with each line configured by the Port 4 Data Direction 
Register. Internal pullup resistors allow the port to directly in- 
terface with CMOS at 5 volt levels. External pullup resistors 
to more than 5 volts, however, cannot be used 

Port 4 In Expanded Non-Multiplexed Mode 

Port 4 is configured during reset as an 8-bit input port, 
where the Port 4 Data Direction Register can be written to 
provide any or all of eight address lines A0 to A7 Internal 
pullup resistors pull the lines high until the Port 4 Data Direc- 
tion Register is configured 

Port 4 In Expanded Multiplexed Mode 

In all Expanded Multiplexed modes except Mode 6, Port 4 
functions as half of the address bus and provides A8 to A15 
In Mode 6, the port is configured during reset as an 8-bit 
parallel input port, where the Port 4 Data Direction Register 
can be written to provide any or all of upper address lines A8 
to A15 Internal pullup resistors pull the lines high until the 
Port 4 Data Direction Register is configured, where bit con- 
trols A8. 

RESIDENT MEMORY 

The MC68701 has 128 bytes of onboard RAM and 2048 
bytes of onboard UV erasable EPROM This memory is con- 
trolled by four bits in the RAM/EPROM Control Register 

One half of the RAM is powered through the Vcc standby 
pin and is maintainable during Vcc powerdown This stand- 
by portion of the RAM consists of 64 bytes located from $80 
through $BF. 

Power must be supplied to Vcc standby if the internal 
RAM is to be used, regardless of whether standby power 
operation is anticipated. In Mode 3, Vcc standby should be 
tied to ground 

The RAM is controlled by the RAM/EPROM Control 
Register 

RAM/EPROM CONTROL REGISTER ($14) 

The RAM/EPROM Control Register includes four bits 
STBY PWR, RAME, PPC, and PLC Two of these bits, 
STBY PWR and RAME, are used to control RAM access and 
determine the adequacy of the standby power source during 
power-down operation. It is intended that RAME be cleared 
and STBY PWR be set as part of a power-down procedure 
RAME and STBY PWR are Read/Write bits 

The remaining two bits, PLC and PPC, control the opera- 
tion of the EPROM. PLC and PPC are readable in all modes 
but can be changed only m Mode The PLC bit can be writ- 
ten without restriction in Mode 0, but operation of the PPC 
bit is controlled by the state of PLC 

Associated with the EPROM are an 8-bit data latch and a 
16-bit address latch The data latch is enabled at all times, 



latching each data byte written to the EPROM The address 
latch is controlled by the PLC bit 

A description of the RAM/EPROM Control Register 
follows 

MC68701 RAM/EPROM CONTROL REGISTER 

7 6 5 4 3 2 10 

$14 



STBY 
PWR 


RAME 


X 


X 


X 


X 


PPC 


PLC 



BitO 



Bit 1 



Bit 2-5 

Bit 6 RAME 



programming 



PLC Programming Latch Control 
This bit controls (a) a latch which cap- 
tures the EPROM address to be pro- 
grammed and (b) whether the PPC bit 
can be cleared The latch is triggered 
by an MPU write to a location in the 
EPROM This bit is set during reset 
andean be cleared only in Mode The 
PLC bit is defined as follows 

PLC = EPROM address latch 
enabled, EPROM address is latched 
during MPU writes to the EPROM 

PLC=1 EPROM address latch is 
transparent 

PPC Programming Power Control 
This b it gates power from the 
RESET/Vpp pin to the EPROM pro- 
gramming circuit PPC is set during 
reset and whenever the PLC bit is set 
It can be cleared only if (a) operating in 
Mode 0, and (b) if PLC has been 
previously cleared The PPC bit is 
defined as follows 

PPC = EPROM 
power (Vpp) applied 

PPC=1 EPROM programming 
power (Vpp) is not applied 
Unused 

RAM Enable This Read/Write bit can 
be used to remove the entire RAM 
from the internal memory map RAME 
is set (enabled) during reset provided 
standby power is available on the 
positive edge of reset If RAME is 
clear, any access to a RAM address is 
external If RAME is set and not in 
Mode 3, the RAM is included in the in- 
ternal map 

Standby Power This bit is a 
Read/Write status bit which is cleared 
whenever Vcc Standby decreases 
below V$BB ( m 'n) It can be set only 
by software and is not affected during 
reset 



Note that if PPC and PLC are set, they cannot be 
simultaneously cleared with a single MPU write The PLC bit 
must be cleared prior to attempting to clear PPC If both PPC 
and PLC are clear, setting PLC will also set PPC In addition, 



Bit 7 STBY PWR 
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it is assumed that Vpp is applied to the RESET/Vpp pin 
whenever PPC is clear If this is not the case, the result is 
undefined 



ERASING THE MC68701 EPROM 

Ultraviolet erasure will clear all bits of the EPROM to the 
"0" state Note that this erased state differs from that of 
some other widely used EPROMs (such as the MCM68708) 
where the erased state is a "1" The MC68701 EPROM is 
programmed by erasing it to "0's" and entering "Vs" into 
the desired bit locations 

The MC68701 EPROM can be erased by exposure to high 
intensity ultraviolet light with a wave length of 2537A for a 
minimum of 30 minutes The recommended integrated dose 
(UV intensity X exposure time) is 15 Ws/cm The lamps 
should be used without shortwave filters and the MC68701 
should be positioned about one inch away from the UV 
tubes. 

The MC68701 transparent lid should always be covered 
after erasing This protects both the EPROM and light- 
sensitive nodes from accidental exposure to ultraviolet light 

PROGRAMMING THE MC68701 EPROM 

When the MC68701 is released from Reset in Mode 0, a 
vector is fetched from location $BFFE BFFF This provides a 
method for an external program to obtain control of the 
microcomputer with access to every location in the EPROM 

To program the EPROM, it is necessary to operate the 
MC68701 in Mode under the control of a program resident 
in external memory which can facilitate loading and pro- 
gramming of the EPROM After the pattern has been loaded 
into externa! memory, the EPROM can be programmed as 
follows 



Apply programming power (Vpp) to the RESET/Vpp 
pin 

Clear the PLC control bit and set the PPC bit by 
writing $FE to the RAM/EPROM Control Register 
Write data to the next EPROM location to be pro- 
grammed Triggered by an MPU write to the 
EPROM, internal latches capture both the EPROM 
address and the data byte 

Clear the PPC bit for programming time, t pp , by 
writing $FC to the RAM/EPROM Control Register 
and waiting for time, t pp This step ga tes the pro- 
gramming power (Vpp) from the RESET/Vpp pin to 
the EPROM which programs the location 
Repeat steps b through d for each byte to be pro- 
grammed 

Set the PLC and PPC bits by writing $FF to the 
RAM/EPROM control register 
Remov e the programming power (Vpp) from the 
RESET/Vpp pin The EPROM can now be read and 
verified 



Because of the erased state of an EPROM byte is $00, it is 
not necessary to program a location which is to contain $00 
Finally, it should be noted that the result of inadvertently 
programming a location more than once is the logical OR of 
the data patterns 



A routine which can be used to program the MC68701 
EPROM is provided at the end of this publication This non- 
reentrant routine requires four double byte variables named 
IMBEQ, IMEND, PNTR, and WAIT to be initialized prior to 
entry to the routine These variables indicate (a) the first and 
last memory locations which bound the data to be program- 
med into the EPROM, (b) the first EPROM location to be pro- 
grammed, and (c) a number which is used to generate 
the programming time delay The last variable, WAIT, takes 
into account the MCU input crystal (or TTL-compatible 
clock) frequency to insure the programming time, t pp , is 
met WAIT is defined as the number of MPU E-cycles that 
will occur in the real-time EPROM programming interval, 
tpp For example, if t pp = 50 milliseconds and the MC68701 
is being driven with a 4 00 MHz TTL-compatible clock 
WAIT (MPU E-cycles) = t pp »(MCU INPUT FREQ)/4»106 

= 50000(4« 106)/4*106 

= 50000 



NOTE 

A monitor program called PRObug® is available from 
Motorola Microsystems PRObug contains a user option for 
programming the on-board MC68701 EPROM 



PROGRAMMABLE TIMER 

The Programmable Timer can be used to perform input 
waveform measurements while independently generating an 
output waveform Pulse widths can vary from several 
microseconds to many seconds A block diagram of the 
Timer is shown in Figure 23 

COUNTER ($09:0A) 

The key timer element is a 16-bit free-running counter 
which is incremented by E (Enable) It is cleared during reset 
and is read-only with one exception, a write to the counter 
($09) will preset it to $FFF8 This feature, intended for 
testing, can disturb serial operations because the counter 
provides the SCI internal bit rate clock. TOF is set whenever 
the counter contains all Vs 

OUTPUT COMPARE REGISTER ($0B:0C) 

The Output Compare Register is a 16-bit Read/Write 
register used to control an output waveform or provide an ar- 
bitrary timeout flag It is compared with the free-running 
counter on each E-cycle When a match occurs, OCF is set 
and OLVL is clocked to an output level register If Port 2, bit 
1, is configured as an output, OLVL will appear at P21 and 
the Output Compare Register and OLVL can then be 
changed for the next compare. The function is inhibited for 
one cycle after a write to the high byte of the Compare 
Register ($0B) to ensure a valid compare The Output Com- 
pare Register is set to $FFFF during reset 

INPUT CAPTURE REGISTER ($0D:OE) 

The Input Capture Register is a 16-bit read-only register 
used to store the free-running counter when a "proper" in- 
put transition occurs as defined by IEDG Port 2, bit should 
be configured as an input, but the edge detect circuit always 
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FIGURE 23 - BLOCK DIAGRAM OF PROGRAMMABLE TIMER 
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senses P20 even when configured as an output. An input 
capture can occur independently of ICF: the register always 
contains the most current value. Counter transfer is in- 
hibited, however, between accesses of a double byte MPU 
read. The input pulse width must be at least two E-cycles to 
ensure an input capture under all conditions. 

TIMER CONTROL AND STATUS REGISTER ($08) 

The Timer Control and Status Register (TCSR) is an 8-bit 
register of which all bits are readable while bits 0-4 can be 
written. The three most significant bits provide the timer 
status and indicate if' 

• a proper level transition has been detected, 

• a match has occurred between the free-running 
counter and the output compare register, and 

• the free-running counter has overflowed. 

Each of the three events can generate an IRQ2 interrupt 
and is controlled by an individual enable bit in the TCSR 

TIMER CONTROL AND STATUS REGISTER (TCSR) 

7 6 5 4 3 2 10 



ICF OCF TOF EICI EOCI ETOI IEDG OLVL $0008 



Bit OLVL Output level. OLVL is clocked to the 

output level register by a successful 
output compare and will appear at P21 
if Bit 1 of the Port 2 Data Direction 
Register is set. It is cleared during 
reset. 

Bit 1 EIDG Input Edge IEDG is cleared during 

reset and controls which level transi- 
tion will trigger a counter transfer to 
the Input Capture Register 
IEDG = Transfer on a negative-edge 
IEDG = 1 Transfer on a positive-edge. 

Bit 2 ETOI Enable Timer Overflow interrupt. 

When set, an IRQ2 interrupt is enabled 
for a timer overflow; when clear, the 
interrupt is inhibited. It is cleared dur- 
ing reset 

Bit 3 EOCI Enable Outp ut C ompare Interrupt 

When set, an IRQ2 interrupt is enabled 
for an output compare, when clear, 
the interrupt is inhibited It is cleared 
during reset 

Bit 4 EICI Enable Input Capture Interrupt When 

set, an IRQ2 interrupt is enabled for an 
input capture, when clear, the inter- 
rupt is inhibited It is cleared during 
reset 
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Bit 5 TOF Timer Overflow Flag TOF is set when 

the counter contains all Vs It is 
cleared by reading the TCSR (with 
TOF set) then reading the counter high 
byte ($09), or by RESET 

Bit 6 OCF Output Compare Flag OCF is set 

when the Output Compare Register 
matches the free-running counter It is 
cleared by reading the TCSR (with 
OCF set) and then writing to the Out- 
put Compare Register ($0B or $0C), or 
by RESET 

Bit 7 ICF Input Capture Flag ICF is set to in- 

dicate a proper level transition, it is 
cleared by reading the TCSR (with ICF 
set) and then the Input Capture 
Register High Byte ($0D), or by 
RESET 



SERIAL COMMUNICATIONS INTERFACE (SCI) 

A full-duplex asynchronous Serial Communications Inter- 
face (SCI) is provided with two data formats and a variety of 
rates The SCI transmitter and receiver are functionally in- 
dependent, but use the same data format and bit rate Sena! 
data formats include standard mark/space (NRZ) and Bi- 
phase and both provide one start bit, eight data bits, and one 
stop bit "Baud" and "bit rate" are used synonymously in 
the following description 

WAKE-UP FEATURE 

In a typical serial loop multi-processor configuration, the 
software protocol will usually identify the addressee(s) at the 
beginning of the message In order to permit uninterested 
MPU's to ignore the remainder of the message, a wake-up 
feature is included whereby all further SCI receiver flag (and 
interrupt) processing can be inhibited until the data line goes 
idle An SCI receiver is re-enabled by an idle string of ten 
consecutive Vs or by RESET Software must provide for the 
required idle string between consecutive messages and pre- 
vent it within messages 

PROGRAMMABLE OPTIONS 

The following features of the SCI are programmable 

• format - standard mark/space (NRZ) or Bi-phase 

• clock - externa! or internal bit rate clock 

• Baud . one of 4 per E-clock frequency, or ex- 
terna! clock (X8 desired baud) 

• wake-up feature enabled or disabled 

• interrupt requests enabled individually for trans- 
mitter and receiver 

• clock output internal bit rate clock enabled or dis- 
abled to P22 

SERIAL COMMUNICATIONS REGISTERS 

The Serial Communications Interface includes four ad- 
dressable registers as depicted in Figure 24. It is controlled 
by the Rate and Mode Control Register and the 



Transmit/ Receive Control and Status Register Data is 
transmitted and received utilizing a write-only Transmit 
Register and a read-only Receive Register The shift registers 
are not accessible to software 

Rate and Mode Control Register (RMCR) ($10) 

The Rate and Mode Control Register controls the SCI bit 
rate, format, clock source, and under certain conditions, the 
configuration of P22 The register consists of four write-only 
bits which are cleared by RESET The two least significant 
bits control the bit rate of the internal clock and the remain- 
ing two bits control the format and clock source 



RATE AND MODE CONTROL REGISTER (RMCR) 



X 



4 3 2 10 

CC1 l cco l s$1 I sso l $°° 10 



X 



Bit VBit 



Bit 3-Bit 2 



SS1.SS0 Speed Select These two 
bits select the Baud when using the in- 
ternal clock Four rates may be 
selected which are a function of the 
MCU input frequency Table 6 lists bit 
time and rates for three selected MCU 
frequencies 

CC1 CCO Clock Control and Format 
Select These two bits control the for- 
mat and select the serial clock source 
If CC1 is set, the DDR value for P22 is 
forced to the complement of CCO and 
cannot be altered until CC1 is cleared. 
If CC1 is cleared after having been set, 
its DDR value is unchanged. Table 7 
defines the formats, clock source, and 
use of P22 
If both CC1 and CCO are set, an external TTL compatible 
clock must be connected to P22 at eight times (8X) the 
desired bit rate, but not greater than E, with a duty cycle of 
50% ( ± 10%) If CC1 CC0= 10, the internal bit rate clock is 
provided at P22 regardless of the values for TE or RE 
NOTE: The source of SCI internal bit rate clock is the timer 
free running counter An MPU write to the counter 
can disturb serial operations. 

Transmit/ Receive Control And Status Register 
(TRCSR) ($11) 

The Transmit/ Receive Control and Status Register con- 
trols the transmitter, receiver, wake-up feature, and two in- 
dividual interrupts and monitors the status of serial opera- 
tions All eight bits are readable while bits to 4 are also 
writable The register is initialized to $20 by RESET 



TRANSMIT/RECEIVE CONTROL AND STATUS 
REGISTER (TRCSR) 



RDRFORFETDRE RIE RE TIE TE WU $0011 
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TABLE 6 - SCI BIT TIMES AND RATES 



ssv.sso 


4*o- 


2.4576 MHz 


4.0 MHz 


4.9152 MHz 


E 


614.4 kHz 


1.0 MHz 


1.2288 MHz 





-16 


26 ms/38,400 Baud 


16/xs/62,500 baud 


13 ms/76,800 Baud 


1 


-128 


208 ^s/4,800 Baud 


128 M s/7812 3 Baud 


104 2 /iS/9,600 Baud 


1 


-1024 


1 67 ms/600 Baud 


1 024 ms/976 6 Baud 


833 3 /is/ 1,200 Baud 


1 1 


-4096 


6 67 ms/150 Baud 


4 096 ms/244 1 Baud 


3 33 ms/300 Baud 


External (P22) 


Up to 76,800 Baud 


Up to 125,000 Baud 


Up to 153,600 Baud 



TABLE 7 - SCI FORMAT AND CLOCK SOURCE CONTROL 



CC1-.CC0 


Format 


Clock Source 


Port 2, Bit 2 





Bi-Phase 


Internal 


Not Used 


1 


NRZ 


Internal 


Not Used 


1 


NRZ 


Internal 


Output 


1 1 


NRZ 


External 


Input 




FIGURE 24 - SCI REGISTERS 

Bit 7 Rate and Mode Control Register Bit 



CC1 CCO SS1 SSO $10 



Transmit' Receive Control and Status Register 



RDRF ORFE TDRE RIE RE TIE TE WU $11 



Receive Data Register 



i 



(Not Addressable) 



Receive Shift Register 



Clock 
Bit 
2 



Bit Rate 
Generator 



V (Not Addressable) 



Transmit Shift Register 



§ 



Transmit Data Register 
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Bit WU 



Bit 1 TE 



Bit 2 TIE 



Bit 3 RE 



Bit 4 RIE 



Bit5TDRE 



Bit6 0RFE 



"Wake-up" on Idle Line When set, 
WU enables the wake-up function, it is 
cleared by ten consecutive Vs or dur- 
ing reset WU will not set if the line is 
idle 

Transmit Enable When set, P24 DDR 
bit is set, cannot be changed, and will 
remain set if TE is subsequently 
cleared. When TE is changed from 
clear to set, the transmitter is con- 
nected to P24 and a preamble of nine 
consecutive Vs is transmitted TE is 
cleared during reset 
Tra nsmit Interrupt Enable. When set, 
an IRQ2 interrupt is enabled when 
TDRE is set, when clear, the interrupt 
is inhibited TE is cleared during reset 
Receive Enable When set, the P23 
DDR bit is cleared, cannot be chang- 
ed, and will remain clear if RE is subse- 
quently cleared While RE is set, the 
SCI receiver is enabled RE is cleared 
during reset 

Receiver Interrupt Enable When set, 
an IRQ2 interrupt is enabled when 
RDRF and/or ORFE is set, when clear, 
the interrupt is inhibited RIE is cleared 
during reset 

Transmit Data Register Empty. TDRE 
is set when the Transmit Data Register 
is transferred to the output serial shift 
register or during reset It is cleared by 
reading the TRCSR (with TDRE set) 
and then writing to the Transmit Data 
Register Additional data will be 
transmitted only if TDRE has been 
cleared. 

Overrun Framing Error. If set, ORFE in- 
dicates either an overrun or framing er- 
ror An overrun is a new byte ready to 
transfer to the Receiver Data Register 
with RDRF still set A receiver framing 
error has occurred when the byte 



boundaries of the bit stream are not 
synchronized to the bit counter An 
overrun can be distinguished from a 
framing error by the state of RDRF. if 
RDRF is set, then an overrun has oc- 
curred, otherwise a framing error has 
been detected. Data is not transferred 
to the Receive Data Register in an 
overrun condition. Unframed data 
causing a framed error is transferred to 
the Receive Data Register However, 
subsequent data transfer is blocked 
until the framing error flag is cleared * 
ORFE is cleared by reading the TRCSR 
(with ORFE set) then the Receive Data 
Register, or during reset 
Bit 7 RDRF Receive Data Register Full RDRF is 

set when the input serial shift register 
is transferred to the Receive Data 
Register. It is cleared by reading the 
TRCSR (with RDRF set), and then the 
Receive Data Register, or during reset. 



SERIAL OPERATIONS 

The SCI is initialized by writing control bytes first to the 
Rate and Mode Control Register and then to the 
Transmit/ Receive Control and Status Register. When TE is 
set, the output of the transmit serial shift register is con- 
nected to P24 and serial output is initiated by transmitting to 
9-bit preamble of Vs 

At this point one of two situations exist. 1) if the Transmit 
Data Register is empty (TDRE = 1), a continuous string of Vs 
will be sent indicating an idle line, or 2) if a byte has been 
written to the Transmit-Data Register (TDRE = 0), it will be 
transferred to the output serial shift register (synchronized 
with the bit rate clock), TDRE will be set, and transmission 
will begin 

The start bit (0), eight data bits (beginning with bit 0) and a 
stop bit (1), will be transmitted If TDRE is still set when the 



"Devices made with mask numbers T7A and CB4 do not transfer 
unframed data to the Receive Data Register 



FIGURE 25 - SCI DATA FORMATS 
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next byte transfer should occur, 1's will be sent until more 
data is provided In Bi-phase format, the output toggles at 
the start of each bit and at half-bit time when a "1" is sent 
Receive operation is controlled by RE which configures P23 
as an input and enables the receiver SCI data formats are il- 
lustrated in Figure 25. 



INSTRUCTION SET 

The MC68701 is upward source and object code compati- 
ble with the MC6800 Execution times of key instructions 
have been reduced and several new instructions have been 
added, including a hardware multiply. A list of new opera- 
tions added to the MC6800 instruction set is shown in 
Table 1. 

The coding of the first (or only) byte corresponding to an 
executable instruction is sufficient to identify the instruction 
and the addressing mode The hexadecimal equivalents of 
the binary codes, which result from the translation of the 82 
instructions in all valid modes of addressing, are shown in 
Table 8. There are 220 valid machine codes, 34 unassigned 
codes, and 2 reserved for test purposes. 

PROGRAMMING MODEL 

A programming model for the MC68701 is shown in Figure 
1 1 Accumulator A can be concatenated with accumulator B 
and jointly referred to as accumulator D where A is the most 
significant byte Any operation which modifies the double 
accumulator will also modify accumulator A and/or B. Other 
registers are defined as follows: 

Program Counter - The program counter is a 16-bit 
register which always points to the next instruction. 

Stack Pointer - The stack pointer is a 16-bit register 
which contains the address of the next available location in a 
pushdown/pullup (LIFO) queue The stack resides in ran- 
dom access memory at a location defined by the program- 
mer. 

Index Register - The Index Register is a 16-bit register 
which can be used to store data or provide an address for the 
indexed mode of addressing 

Accumulators — The MCU contains two 8-bit ac- 
cumulators, A and B, which are used to store operands and 
results from the arithmetic logic unit (ALU) They can also be 
concatenated and referred to as the D (double) accumulator. 

Condition Code Registers — The condition code register 
indicates the results of an instruction and includes the 



following five condition bits: Negative (N), Zero (Z), 
Overflow (V), Carry/Borrow from MSB (C), and Half Carry 
from bit 3 (H). These bits are testable by the conditional 
branch instructions Bit 4 is the interrupt mask (l-bit) and in- 
hibits all maskable interrupts when set. The two unused bits, 
b6 and b7 are read as ones. 

ADDRESSING MODES 

The MC68701 provides six addressing modes which can be 
used to reference memory A summary of addressing modes 
for all instructions is presented in Tables 9, 10, 11, and 12 
where execution times are provided in E-cycles. Instruction 
execution times are summarized in Table 13 With an input 
frequency of 4 MHz, E-cycles are equivalent to 
microseconds A cycle-by-cycle description of bus activity 
for each" instruction is provided in Table 14 and a description 
of selected instructions is shown in Figure 26. 

Immediate Addressing - The operand or "immediate 
byte(s)" is contained in the following byte(s) of the instruc- 
tion where the number of bytes matches the size of the 
register These are two or three byte instructions. 

Direct Addressing - The least significant byte of the 
operand address is contained in the second byte of the in- 
struction and the most significant byte is assumed to be $00 
Direct addressing allows the user to access $00 through $FF 
using two byte instructions and execution time is reduced by 
eliminating the additional memory access In most applica- 
tions, the 256-byte area is reserved for frequently referenced 
data 

Extended Addressing — The second and third bytes of the 
instruction contain the absolute address of the operand 
These are three byte instrutions 

Indexed Addressing — The unsigned offset contained in 
the second byte of the instruction is added with carry to the 
Index Register and used to reference memory without 
changing the Index Register. These are two byte instruc- 
tions 

Inherent Addressing — The operand(s) are registers and 
no memory reference is required. These are single byte in- 
structions. 

Relative Addressing — Relative addressing is used only for 
branch instructions If the branch condition is true, the Pro- 
gram Counter is overwritten with the sum of a signed single 
byte displacement in the second byte of the instruction and 
the current Program Counter This provides a branch range 
of - 126 to 129 bytes from the first byte of the instruction 
These are two byte instructions 
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TABLE 8 - CPU INSTRUCTION MAP 






















OP 


MNEM 


MODE 


n 


OP 


MNEM 


MODE # 


OP 


MNEM 


MODE 


« 


OP 


MNEM 


MODE 




# 


OP 


MNEM 


MODE 




* 


00 








34 


DES 


INH 


ER 3 1 


68 


ASL 


INDXD 6 


2 


9C 


CPX 


DIR 


5 


2 


DO 


SUBB 


DIR 


3 


2 


01 


NOP 


IN 


1ER 


2 1 


35 


TXS 


i 


> 3 1 


69 


ROL 


A 6 


2 


9D 


JSR 


t 


5 


2 


D1 


CMPB 


A 


3 


2 


02 




, 


L 




36 


PSHA 




3 1 


6A 


DEC 




6 


2 


9E 


LDS 


♦ 


4 


2 


D2 


SBCB 






3 


2 


03 










37 


PSHB 




3 1 


6B 










9F 


STS 


DIR 


4 


2 


D3 


ADDD 






5 


2 


04 


LSRD 






3 1 


38 


PULX 




5 1 


6C 


INC 




6 


2 


40 


SUBA 


INDXD 


4 


2 


D4 


ANDB 






3 


2 


Ob 


ASLD 






3 1 


39 


RTS 




5 1 


6D 


TST 




6 


2 


A1 


CMPA 


; 1 


4 


2 


05 


BITB 






3 


2 


06 


TAP 






2 1 


3A 


ABX 




3 1 


6E 


JMP 


W 3 


2 


A2 


SBCA 






4 


2 


D6 


LDAB 






3 


2 


07 


TPA 






2 1 


3B 


RTI 




10 1 


6F 


CLR 


INDXD 6 


2 


A3 


SUBD 






6 


2 


D7 


STAB 






3 


2 


08 


INX 






3 1 


3C 


PSHX 




4 1 


70 


N^G 


EXTND 6 


3 


A4 


ANDA 






4 


2 


D8 


EORB 






3 


2 


09 


DEX 






3 1 


3D 


MUL 




10 1 


71 




A 




A5 


BITA 






4 


2 


09 


ADCB 






3 


2 


OA 


CLV 






2 1 


3E 


WAI 




9 1 


72 










A6 


LDAA 






4 


2 


DA 


ORAB 






3 


2 


OB 


SEV 






2 1 


3F 


SWI 




12 1 


73 


COM 




b 


3 


A7 


STAA 






4 


2 


DP 


AODB 






3 


2 


OC 


CLC 






2 1 


40 


NEGA 




2 1 


74 


LSR 




6 


3 


A8 


EORA 






4 


2 


DC 


LDD 






4 


2 


OD 


SEC 






2 1 


41 








75 










A9 


ADCA 






4 


2 


DD 


STD 






4 


2 


OE 


CLI 






2 1 


42 








76 


ROR 




6 


3 


AA 


ORAA 






4 


2 


DE 


LDX 


" 


4 


2 


OF 


SEI 






2 1 


43 


COMA 




2 1 


77 


ASR 




6 


3 


AB 


ADDA 






4 


2 


DF 


STX 


DIR 


4 


2 


10 
11 


SBA 

C8A 






2 1 
2 1 


45 


LSRA 




2 1 


78 
79 


ASL 
ROL 




6 
6 


3 

3 


AC 
AD 


CPX 
JSR 






6 
6 


2 
2 


EO 
E1 


SUBB 
CMPB 


INDXD 
A 


I 


2 
2 


12 










46 


RORA 




2 1 


7A 


DEC 




6 


3 


AE 


LDS 


1' 


6 


2 


E2 


SBCB 






4 


2 


13 










47 


ASRA 




2 1 


78 










AF 


STS 


INDXD 


5 


2 


E3 


ADDD 






6 


2 


14 










48 


ASLA 




2 1 


7C 


INC 




6 


3 


BO 


SUBA 


EXTND 


4 


3 


E4 


ANDB 






4 


2 


15 










49 


ROLA 




2 1 


7D 


TST 




6 


3 


B1 


CMPA 


l\ 


4 


3 


E5 


BITB 






4 


2 


16 


TAB 






2 1 


4A 


DECA 




2 1 


7E 


JMP 


T 3 


3 


B2 


SBCA 






4 


3 


E6 


LDAB 






4 


2 


17 


TBA 






2 1 


4B 








7F 


CLR 


EXTND 6 


3 


B3 


SUBD 






6 


3 


E7 


STAB 






4 


2 


18 










4C 


INCA 




2 1 


80 


sueA 


IMMED 2 


2 


B4 


ANDA 






4 


3 


E8 


EORB 






4 


2 


19 


DAA 


\ 


' 


2 1 


40 
4E- 


TSTA 




2 1 


81 
82 


CMPA 
SBCA 


- 


i 2 
2 


2 
2 


B5 
B6 


BITA 
LDAA 






4 


3 

3 


E9 

EA 


ADCB 
ORAB 






* 


2 
2 


IB 


ABA 


INHER 


2 1 


4F 


CLRA 




2 1 


83 


SUBD 




4 


3 


B7 


STAA 






4 


3 


EB 


AODB 






4 


2 


1C 








50 


NEGB 




2 1 


84 


ANDA 




2 


2 


B8 


EORA 






4 


3 


EC 


LDD 






5 


2 


ID 








51 








85 


BITA 




2 


2 


B9 


ADCA 






4 


3 


ED 


STD 






5 


2 


IE 








52 








86 


LDAA 




2 


2 


BA 


ORAA 






4 


3 


EE 


LDX 






5 


2 


1F 








53 


COMB 




2 1 


87 










BB 


ADDA 






4 


3 


EF 


STX 


INDXD 


5 


2 


20 


BRA 


REL 


3 2 


54 


LSRB 




2 1 


88 


EORA 




2 


2 


BC 


CPX 






6 


3 


FO 


SUBB 


EXTND 


4 


3 


21 


BRN 


, 


k 


3 2 


55 








89 


ADCA 




2 


2 


BD 


JSR 






6 


3 


F1 


CMPB 


n 


4 


3 


22 


BHI 






3 2 


56 


RORB 




2 1 


8A 


ORAA 




2 


2 


BE 


LDS 


1 


5 


3 


F2 


SBCB 






4 


3 


23 


BLS 






3 2 


57 


ASRB 




2 1 


8B 


ADDA 


' 


2 


2 


BF 


STS 


EXTND 


5 


3 


F3 


ADDD 






6 


3 


24 


BCC 






3 2 


58 


ASLB 




2 1 


8C 


CPX 


IMMED 4 


3 


CO 


SUBB 
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2 


2 


F4 


ANDB 






4 


3 


25 


BCS 






3 2 


59 


ROLB 




2 1 


8D 


BSR 


REL 6 


2 


C1 


CMPB 


i 


k 


2 


2 


F5 


BITB 






4 


3 


26 


BNE 
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5A 


DECB 




2 1 


8E 


LDS 


IMMED 3 


3 


C2 


SBCB 






2 


2 


F6 


LDAB 






4 


3 


27 


8EQ 






3 2 


5B 








8F 








C3 


ADDD 






4 


3 


F7 


STAB 






4 


3 


28 


BVC 
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5C 


INCB 




2 1 


90 


SUBA 


DIR 3 


2 


C4 


ANDB 






2 


2 


F8 


EORB 






4 


3 


29 


BVS 






3 2 


50 


TSTB 




2 1 


91 


CMPA 


/ 


3 


2 


C5 


BITB 






2 


2 


F9 


ADCB 






4 


3 


2A 
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' 
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2 


C6 
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2 


2 


FA 
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3 


2B 
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5F 
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5 


2 
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FB 
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4 


3 


2C 
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60 
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94 
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3 


2 


C8 


EORB 






2 


2 


fC 


LDD 






5 


3 


20 


BLT 






3 2 


61 




I 


k 


95 


BITA 




3 


2 


C9 


ADCB 






2 


2 


FD 


STD 






5 


3 


2E 


BGT 


' 


' 


3 2 


62 








96 


LDAA 




3 


2 


CA 


ORAB 






2 


2 


FE 


LDX 


1 ' 


5 


3 


2F 


BLE 


REL 


3 2 


63 


COM 




6 2 


97 


STAA 




3 


2 


CB 


ADDB 






2 


2 


FF 


STX 


EXTND 


5 


3 


30 


TSX 


INHER 


3 1 


64 


LSR 




6 2 


98 


EORA 




3 


2 


CC 


LOD 






3 


3 












31 
32 


INS 
PULA 




3 1 

4 1 


65 
66 


ROR 


' 


6 2 


99 
9A 


ADCA 
ORAA 




3 
3 


2 
2 


CD 
CE 


LDX 


\ 

IMIV 


ED 


3 


3 




UNDEFINED OPCODE 




33 


PULB 


* 


4 1 


67 


ASR 


INDXD 6 2 


9B 


ADDA 


' 


' 3 


2 


CF 





















NOTES: 

1. Addressing Modes 

INHER ■ Inherent 
REL= Relative 
INDXD ■ Indexed 
EXTND = Extended 
I MM ED = Immediate 
Dirs Direct 

2. Unassigned op codes indicated by "*" 
and should not be executed. 

3. Codes marked by "T" force the PC to 
function as a 16-bit counter. 
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TABLE 9 - INDEX REGISTER AND STACK MANIPULATION INSTRUCTIONS 



Pointer Operations 


Mnemonic 
































Boolean/ 
Arithmetic Operation 


Condition Codes 


Immed 


Direct 


Index 


Extnd 


Inherent 


_5| 


4 


3 


2 1 





OP 




# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


I 


N Z V 


c 


Compare Index Reg 


CPX 


8C 


4 


3 


9C 


5 


2 


AC 


6 


2 


BC 


6 


3 








X-M M + 1 






I i 


I 


* 


Decrement Index Reg 


DEX 


























09 


3 


1 


X- 1 — X 






•i 


• 


• 


Decrement Stack Pntr 


DES 


























34 


3 


1 


SP -1 — SP 












Increment Index Reg 


INX 


























08 


3 


1 


X + 1 ^X 






• I 


• 


• 


Increment Stack Pntr 


INS 


























31 


3 


1 


1 SP + 1 — SP 












Load Index Reg 


LDX 


CE 


3 


3 


DE 


4 


2 


EE 


5 


2 


FE 


5 


3 








M -~X H , (M + 1) *X L 








R 


• 


Load Stack Pntr 


LDS 


8E 


3 


3 


9E 


4 


2 


AE 


5 


2 


BE 


5 


3 








M ^SPh, (M + 1) -~SPl 








R 


• 


Store Index Reg 


STX 








DF 


4 


2 


EF 


5 


2 


FF 


5 


3 








X H — M, X L *(M + 1) 








R 


• 


Store Stack Pntr 


STS 








9F 


4 


2 


AF 


5 


2 


BF 


5 


3 








SP H — M, SPl — (M + 1) 








R 


• 


Index Reg - Stack Pntr 


TXS 


























35 


3 


1 


X - 1 -~sp 












Stack Pntr — Index Reg 


TSX 


























30 


3 


1 


SP + 1 — X 












Add 


ABX 


























3A 


3 


1 


B + X — X 












Push Data 


PSHX 


























3C 


4 


1 


X L *MSP. SP - 1 —SP 
X H ^MsR SP - 1 — SP 












Pull Data 


PULX 


























38 


5 


1 


SP + 1 ~SP, M S P — X H 
SP+ 1 — SP, M S P — Xl 















TABLE 10 


- 


ACCUMULATOR AND MEMORY INSTRUCTIONS 












Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


Inher 


Boolean 


Condition Codes 


Op 


~ 


# 


Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


# 


Expression r 


i 1 


N 


z 


V 


C 


Add Acmltrs 


ABA 


























1B 


2 


1 


A * B -A 


' • 


j 


I 


1 


f 


Add B to X 


ABX 


























3A 


3 


1 


00 B + X * X < 












Add with Carry 


ADCA 


89 


2 


2 


99 


3 


2 


A9 


4 


2 


B9 


4 


3 








A + M + C *A 




{ 


1 


♦ 


( 


ADCB 


C9 


2 


2 


D9 


3 


2 


E9 


4 


2 


F9 


4 


3 








B + M + C *B 




i 


1 


) 


I 


Add 


ADDA 


8B 


2 


2 


9B 


3 


2 


AB 


4 


2 


BB 


4 


3 








A + M —A 






t 


♦ 


I 


ADDB 


CB 


2 


2 


DB 


3 


2 


EB 


4 


2 


FB 


4 


3 








B + M *A 




) 




t 


j 


Add Double 


ADDD 


C3 


4 


3 


D3 


5 


2 


E3 


6 


2 


F3 


6 


3 








D + M M + 1 — D t 




J 


1 


1 


! 


And 


ANDA 


84 


2 


2 


94 


3 


2 


A4 


4 


2 


B4 


4 


3 








A • M — A i 




j 




R 


• 


ANDB 


C4 


2 


2 


D4 


3 


2 


E4 


4 


2 


F4 


4 


3 








B • M — B « 




( 


1 


R 


• 


Shift Left, 
Arithmetic 


ASL 














68 


6 


2 


78 


6 


3 








- i 




1 


I 


| 


f 


ASLA 


























48 


2 


1 


(oK-f 1 1 nnTi'*-o i 




! 


j 


( 




A§LB 


























58 


2 


1 


b7 bO | 




1 


1 




1 
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TABLE 10 


— 


ACCUMULATOR AND MEMORY INSTRUCTION (CONTINUED) 














Accumulator and 
Memory Operations 


MNE 


Immed 


Direct 


Index 


Extend 


In her 


Boolean 
Expression 


Condition Codes 


Op 


~ 


# 


Op 


- 


# 


Op 


~ 


# 


Op 


~ 


# 


Op 


~ 


n 


H 


1 


N 


Z 


V 


C 


Shift Left Dbl 


ASLD 


























05 


3 


1 










{ 


I 


{ 


Shift Right, 
Arithmetic 


ASR 














67 


6 


2 


77 


6 


3 








i — » •• . , 










1 


I 


ASRA 


























47 


2 


1 


Wllllllhfc] 

b7 bO 










1 


{ 


ASRB 


























57 


2 


1 










( 


{ 


Bit Test 


BITA 


85 


2 


2 


95 


3 


2 


A5 


4 


2 


B5 


4 


3 








A • M 










R 


• 


BITB 


C5 


2 


2 


D5 


3 


2 


E5 


4 


2 


F5 


4 


3 








B M 










R 


• 


Compare Acmltrs 


CBA 


























11 


2 


1 


A - B 






_J 




\ 


} 


Clear 


CLR 














6F 


6 


2 


7F 


6 


3 








00 *M 






R 


s 


R 


R 


CLRA 


























4F 


2 


1 


00 -A 






R 


s 


R 


R 


CLRB 


























5F 


2 


1 


00 -B 






R 


s 


R 


R 


Compare 


CMPA 


81 


2 


2 


91 


3 


2 


A1 


4 


2 


B1 


4 


3 








A - M 






i 


j 


* 


j 


CMPB 


C1 


2 


2 


D1 


3 


2 


E1 


4 


2 


F1 


4 


3 








B - M 






J 


j 


} 


} 


1 s Complement 


COM 














63 


6 


2 


73 


6 


3 








Th *M 






J 


1 


R 


S 


COMA 


























43 


2 


1 


A" -A 






| 


1 


R 


S 


COMB 


























53 


2 


1 


B"-B 






) 


J 


R 


s 


Decimal Adj, A 


DAA 


























19 


2 


1 


Ad) binary sum to BCD 






| 


I 


j 


I 


Decrement 


DEC 














6A 


6 


2 


7A 


6 


3 








M - 1 — M 






| 




1 


• 


DECA 


























4A 


2 


1 


A - 1 —A 










1 


• 


DECB 


























5A 


2 


1 


B - 1 — B 






I 




} 


• 


Exclusive OR 


EORA 


88 


2 


2 


98 


3 


2 


A8 


4 


2 


B8 


4 


3 








A © M — A 






i 




R 


• 


EORB 


C8 


2 


2 


D8 


3 


2 


E8 


4 


2 


F8 


4 


3 








B © M -~B 






) 




R 


• 


Increment 


INC 














6C 


6 


2 


7C 


6 


3 








M + 1 — M 






\ 


I 


j 


• 


INCA 


























4C 


2 


1 


A + 1 — A 






I 






• 


INCB 


























5C 


2 


1 


B + 1 — B 










| 


• 


Load Acmltrs 


LDAA 


86 


2 


2 


96 


3 


2 


A6 


4 


2 


B6 


4 


3 








M —A 






) 




R 


• 


LDAB 


C6 


2 


2 


D6 


3 


2 


E6 


4 


2 


F6 


4 


3 








M — B 






1 




R 


• 


Load Double 


LDD 


CC 


3 


3 


DC 


4 


2 


EC 


5 


2 


FC 


5 


3 








M M + 1 — D 






{ 




R 


• 


Logical Shift, 
Left 


LSL 














68 


6 


2 


78 


6 


3 














1 




I 


t 


LSLA 


























48 


2 


1 


^ _ 






} 




I 


1 


LSLB 


























58 


2 


1 


IcHllllll Ko 






{ 




j 


j 


LSLD 


























05 


3 


1 


b7 bO 






i 


, 


j 


1 


Shift Right, 
Logical 


LSR 














64 


6 


2 


74 


6 


3 














R 




| 


1 




LSRA 


























44 


2 


1 


o-iiiiiimrc| 

b7 bO 






R 




1 


1 


LSRB 


























54 


2 


1 






R 






1 


LSRD 


























04 


3 


1 








R 




j 


I 


Multiply 


MUL 


























3D 


10 


1 


A X B — D 






• 


• 


• 


"j 


2's Complement 
(Negate) 


NEG 














60 


6 


2 


70 


6 


3 








00 - M — M 






i 


1 


1 


i 


NEGA 


























40 


2 


1 


00 - A — A 






1 


\ 


\ 


j 


NEGB 


























50 


2 


1 


00 - B — B 






♦ 


\ 


{ 


1 


No Operation 


NOP 


























01 


2 


1 


PC + 1 — PC 






• 


• 


• 




Inclusive OR 


ORAA 


8A 


2 


2 


9A 


3 


2 


AA 


4 


2 


BA 


4 


3 








A + M —A 








f 


R 




ORAB 


CA 


2 


2 


DA 


3 


2 


EA 


4 


2 


FA 


4 


3 








B + M — B 








I 


R 




Push Data 


PSHA 


























36 


3 


1 


A —Stack 






• 


• 


• 




PSHB 


























37 


3 


1 


B —Stack 






• 


• 


• 




Pull Data 


PULA 


























32 


4 


1 


Stack —A 






• 


• 


• 




PULB 


























33 


4 


1 


Stack — B 









• 


• 




Rotate Left 


ROL 














69 


6 


2 


79 


6 


3 








« 








< 




I 


ROLA 


























49 


2 


1 


0H1IIINK0 

UJ b7 bO *- J 








1 




1 


ROLB 


























59 


2 


1 








j 




I 


Rotate Right 


ROR 














66 


6 


2 


76 


6 


3 








. , »• 








1 




\ 


RORA 


























46 


2 


1 


[cHlMIU He] 








I 




\ 


RORB 


























56 


2 


1 


b7 bO 








\ 


j 




Subtract Acmltr 


SBA 


























10 


2 


1 


A - B —A 






J 


1 


( 


j 


Subtract with 
Carry 


SBCA 


82 


2 


2 


92 


3 


2 


A2 


4 


2 


B2 


4 


3 








A - M - C —A 






1 


1 


I 


1 


SBCB 


C2 


2 


2 


D2 


3 


2 


E2 


4 


2 


F2 


4 


3 








B - M - C — B 








1 


} 


1 


Store Acmltrs 


STAA 








97 


3 


2 


A7 


4 


2 


B7 


4 


3 








A — M 








i 


R 


• 


STAB 








D7 


3 


2 


E7 


4 


2 


F7 


4 


3 








B — M 






j 


1 


R 


• 


STD 








DD 


4 


2 


ED 


5 


2 


FDj 


5 


3 








D — M M + 1 






{ 


1 


R 


• 


Subtract 


SUBA 


80 


2 


2 


90 


3 


2 


AO 


4 


2 


BO 


4 


3 








A - M — A 






} 


I 


1 


1 


SUBB 


CO 


2 


2 


DO 


3 


2 


EO 


4 


2 


FO 


4 


3 








B - M — B 






| 


} 


♦ 


} 


Subtract Double 


SUBD 


83 


4 


3 


93 


5 


2 


A3 


6 


2 


B3 


6 


3 








D - MM + 1 — D 






1 


1 


1 


t 


Transfer Acmltr 


TAB 


























16 


2 


1 


A— B 






1 


f 


R 


• 


TBA 


























17 


2 


1 


B —A 






| 




R 


• 


Test, Zero or 
Minus 


TST 














6D 


6 


2 


7D 


6 


3 








M - 00 






| 


1 


R 


R 


TSTA 


























4D 


2 


1 


A - 00 






j 


t 


R 


R 


TSTB 


























5D 


2 


1 


B - 00 






1 


> 


R 


R 



The Condition Code Register symbol explanations are listed after Table 11 
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TABLE 11 


- JUMP AND BRANCH INSTRUCTIONS 
















Operations 


Mnemonic 


Direct 


Relative 


Index 


Extnd 


Inherent 


Branch Test 


Cond. Code Reg. 


5 


4 


3 


2 


1 





OP 




# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


OP 


~ 


# 


H 


1 


N 


Z 


V 


c 


Branch Always 


BRA 








20 


3 


2 




















None 














Branch Never 


BRN 








21 


3 


2 




















None 














Branch If Carry Clear 


BCC 








24 


3 


2 




















C = 














Branch If Carry Set 


BCS 








25 


3 


2 




















C= 1 














Branch If = Zero 


BEQ 








27 


3 


2 




















Z = 1 














Branch If > Zero 


BGE 








2C 


3 


2 




















N©V = 














Branch If > Zero 


BGT 








2E 


3 


2 




















Z + (N©V) = 














Branch If Higher 


BHI 








22 


3 


2 




















C + Z=0 














Branch If Higher or Same 


BHS 








24 


3 


2 




















c=o 














Branch If < Zero 


BLE 








2F 


3 


2 




















Z + (N©V) = 1 














Branch If Carry Set 


BLO 








25 


3 


2 




















C = 1 














Branch If Lower Or Same 


BLS 








23 


3 


2 




















C + Z= 1 














Branch If < Zero 


BLT 








2D 


3 


2 




















N©V = 1 














Branch If Minus 


BMI 








2B 


3 


2 




















N = 1 














Branch If Not Equal Zero 


BNE 








26 


3 


2 




















Z = 














Branch If Overflow Clear 


BVC 








28 


3 


2 




















V = 














Branch If Overflow Set 


BVS 








29 


3 


2 




















V= 1 














Branch If Plus 


BPL 








2A 


3 


2 




















N =0 


• 


• 


9 


• 


• 


• 


Branch To Subroutine 


BSR 








8D 


6 


2 




















\ See Special 
Operations 
J Figure 27 














Jump 


JMP 














6E 


3 


2 


7E 


3 


3 




















Jump To Subroutine 


JSR 


9D 


5 


2 








AD 


6 


2 


BD 


6 


3 




















No Operation 


NOP 


























01 


2 


1 






* 










Return From Interrupt 


RTI 


























3B 


10 


1 


1 See Special 
> Operations - 
4 Figure 27 


I 




\ 


» 


I 


f 


Return From Subroutine 


RTS 


























39 


5 


1 














Software Interrupt 


SWI 


























3F 


12 


1 


• 


s 


• 


• 


• 


• 


Wait For Interrupt 


WAI 


























3E 9 


1 















TABLE 12 - CONDITION CODE REGISTER MANIPULATION INSTRUCTIONS 



Operations 










Boolean Operation 


Cond Code Reg 


Inherent 


5 


4 


3 


2 


1 





Mnemonic 


OP 


~ 


# 


H 


1 


IM 


Z 


V 


c 


Clear Carry 


CLC 


oc 


2 


1 


0-C 


• 


• 


• 




9 


R 


Clear Interrupt Mask 


CLI 


OE 


2 


1 


-I 


• 


R 


• 




• 


• 


Clear Overflow 


CLV 


OA 


2 


1 


*v 


• 


• 


• 




R 


• 


Set Carry 


SEC 


OD 


2 


1 


1 ~c 












s 


Set Interrupt Mask 


SEI 


OF 


2 


1 


1 -I 


• 


s 


• 




• 


• 


Set Overflow 


SEV 


OB 


2 


1 


1 *v 


• 


• 


• 




S 


• 


Accumulator A -"-CCR 


TAP 


06 


2 


1 


A *CCR 


T 


I 


t 


I 


i 


J 


CCR -» Accumulator A 


TPA 


07 


2 


1 


CCR *-A 















LEGEND 

OPOperation Code (Hexadecimal) 
~ Number of MPU Cycles 
Msp Contents of memory location pointed to by Stack Pointer 

# Number of Program Bytes 
+ Arithmetic Plus 

- Arithmetic Minus 

• Boolean AND 

X Arithmetic Multiply 

Boolean Inclusive OR 

Boolean Exclusive OR 
rV/l Complement of M 

* Transfer Into 
Bit = Zero 
00 Byte = Zero 



© 



CONDITION CODE SYMBOLS 

H Half-carry from bit 3 

I Interrupt mask 

N Negative (sign bit) 

Z Zero (byte) 

V Overflow, 2's complement 

C Carry/Borrow from MSB 

R Reset Always 

S Set Always 

) Affected 

• Not Affected 
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TABLE 13 - INSTRUCTION EXECUTION TIMES IN E-CYCLES 





ADDRESSING MODE 




© 

« 
E 
E 


o 
S 
5 


» 

c 
© 

X 
LU 


1 

X 

© 

c 


X 

c 


0) 

> 
"3 


ABA 

ABX 

ADC 

ADD 

ADDD 

AND 

ASL 


• 
• 
2 
2 
4 
2 


• 
• 
3 
3 
5 
3 






2 
3 

• 
• 
• 
• 
2 




ASLD 

ASR 

BCC 

BCS 

BEQ 

BGE 

BGT 










3 
2 

• 
• 
• 
• 
• 


3 
3 
3 
3 
3 


BHI 
BHS 
BIT 
BLE 
BLO 
BLS 
BLT 










• 
• 
• 
• 
• 
• 
• 


3 
3 
• 
3 
3 
3 
3 


BM: 
BNE 
BPL 
BRA 
BRN 
BSR 
BVC 










• 
• 
• 
• 
• 
• 
• 


3 
3 
3 
3 
3 
6 
3 


BVS 

CBA 

CLC 

CLI 

CLR 

CLV 

CMP 








6 

• 
4 


• 
2 
2 
2 
2 
2 
• 


3 


COM 

CPX 

DAA 

DEC 

DES 

DEX 

EOR 

INC 

INS 






6 

• 


6 
6 

• 
6 
• 
• 
4 
6 
• 


2 

• 
2 
2 
3 
3 
• 
• 
3 







ADDRESSING MODE 




© 

2 
H5 
© 
E 
E 


o 

S 

5 


"S 

■o 
c 
© 

UJ 


■o 
© 

s 

c 


« 
© 

JC 


cc 


INX 
JMP 
JSR 
LDA 
LDD 
LDS 
LDX 


• 
• 
• 
2 
3 
3 
3 




• 

3 
6 
4 
5 
5 
5 


• 

3 
6 
4 
5 
5 
5 


3 




LSL 

LSLD 

LSR 

LSRD 

MUL 

NEG 

NOP 






6 

• 
6 

• 
• 
6 

• 


6 

• 
6 

• 
• 
6 

• 


2 
3 
2 
3 

10 
2 
2 




ORA 

PSH 

PSHX 

PUL 

PULX 

ROL 

ROR 






4 

• 
• 
• 
• 
6 
6 


4 

• 
• 
• 
• 
6 
6 


• 
3 
4 
4 
5 
2 
2 




RTI 

RTS 

SBA 

SBC 

SEC 

SEI 

SEV 






• 
• 
• 
4 

• 
• 
• 


• 
• 
• 
4 

• 
• 
• 


10 
5 
2 
• 
2 
2 
2 




STA 

STD 

STS 

STX 

SUB 

SUBD 

SWI 






4 
5 
5 
5 
4 
6 
• 


4 
5 
5 
5 
4 
6 
• 


12 




TAB 
TAP 
TBA 
TPA 
TST 
TSX 
TXS 
WAI 






• 
• 
• 
• 
6 
• 
• 
• 


• 
• 
• 
• 
6 
• 
• 
• 


2 
2 
2 
2 
2 
3 
3 
S 
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SUMMARY OF CYCLE-BY-CYCLE OPERATION 



Table 14 provides a detailed description of the information 
present on the Address Bus, Data Bus, and the Read/Write 
(R/W) line during each cycle of each instruction 

The information is useful in comparing actual with ex- 
pected results during debug of both software and hardware 
as the program is executed The information is categorized in 
groups according to addressing mode and number of cycles 



per instruction In general, instructions with the same ad- 
dressing mode and number of cycles execute in the same 
manner Exceptions are indicated in the table 

Note that during MPU reads of internal locations, the 
resultant value will not appear on the external Data Bus ex- 
cept in Mode "High order" byte refers to the most signifi- 
cant byte of a 16-bit value 



TABLE 14 - CYCLE-BY-CYCLE OPERATION 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



IMMEDIATE 



ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


2 


1 
2 


Op Code Address 
Op Code Address + 1 


1 
1 


Op Code 
Operand Data 


LDS 
LDX 
LDD 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address Bus FFFF 




Op Code 

Operand Data (High Order Byte) 
Operand Data (Low Order Byte) 
Low Byte of Restart Vector 


DIRECT 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


3 


1 

2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




Op Code 

Address of Operand 

Operand Data 


STA 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Destination Address 




Op Code 

Destination Address 
Data from Accumulator 


LDS 
LDX 
LDD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Operand Address + 1 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand + 1 






Op Code 

Address of Operand 

Register Data (High Order Byte) 

Register Data (Low Order Byte) 


CPX 

SUBD 

ADDD 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address + 1 
Address Bus FFFF 




Op Code 

Address of Operand 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Subroutine Address 
Stack Pointer 
Stack Pointer + 1 






Op Code 

irrelevant Data 

First Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address(High Order Byte) 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




Op Code 

Jump Address (High Order Byte) 

Jump Address (Low Order Byte) 


ADC EOR 
ADD LDA 
AND ORA 

BIT SBC 
CMP SUB 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 

Address of Operand 




Op Code 

Address of Operand 
Address of Operand 
(Low Order Byte) 
Operand Data 


STA 


4 


1 
2 

3 

4 


Op Code Address 
Op Code Address + 1 

Op Code Address + 2 

Operand Destination Address 





Op Code 

Destination Address 
(High Order Byte) 
Destination Address 
(Low Order Byte) 
Data from Accumulator 


LDS 
LDX 

LDD 


5 


1 
2 

3 

4 
5 


Op Code Address 
Op Code Address + 1 

Op Code Address + 2 

Address of Operand 
Address of Operand + 1 




Op Code 

Address of Operand 

(High Order Byte) 

Address of Operand 

(Low Order Byte) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 

STD 


5 


1 
2 

3 

4 
5 


Op Code Address 
Op Code Address + 1 

Op Code Address + 2 

Address of Operand 
Address of Operand + 1 


1 





Op Code 

Address of Operand 

(High Order Byte) 

Address of Operand 

(Low Order Byte) 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


ASL LSR 
ASR NEG 

CLR ROL 

COM ROR 
DEC TST 
INC 


6 


1 
2 

3 

4 
5 
6 


Op Code Address 
Op Code Address + 1 

Op Code Address + 2 

Address of Operand 
Address Bus FFFF 
Address of Operand 





Op Code 

Address of Operand 
(High Order Byte) 
Address of Operand 
(Low Order Byte) 
Current Operand Data 
Low Byte of Restart Vector 
New Operand Data 


CPX 
SUBD 

ADDD 


6 


1 
2 

3 

4 
5 
6 


Op Code Address 
Op Code Address + 1 

Op code Address + 2 

Operand Address 
Operand Address + 1 
Address Bus FFFF 




Op Code 

Operand Address 

(High Order Byte) 

Operand Address 

(Low Order Byte) 

•Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


6 


1 
2 

3 

4 
5 

6 


Op Code Address 
Op Code Address + 1 

Op Code Address + 2 

Subroutine Starting Address 
Stack Pointer 

Stack Pointer - 1 






Op Code 

Address of Subroutine 

(High Order Byte) 

Address of Subroutine 

(Low Order Byte) 

Op Code of Next Instruction 

Return Address 

(Low Order Byte) 

Return Address 

(High Order Byte) 



- Continued - 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INDEXED 



1 



JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 




Op Code 

Offset 

Low Byte of Restart Vector 


ADC EOR 
ADD LDA 
AND ORA 
BIT SBC 
CMP SUB 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register Plus Offset 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data 


STA 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register Plus Offset 





Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data 


LDS 
LDX 
LDD 


5 


1 
2 
3 
4 
5 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset + 1 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


STS 
STX 
STD 


5 


1 
2 
3 
4 
5 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Index Register Plus Offset + 1 






Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 


ASL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DECTST(1) 
INC 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 

Op Code Address + 1 

Address Bus FFFF 

Index Register Plus Offset 

Address Bus FFFF 

Index Register Plus Offset 





Op Code 

Offset 

Low Byte of Restart Vector 

Current Operand Data 

Low Byte of Restart Vector 

New Operand Data 


CPX 

SUBD 

ADDD 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Reg'ster + Offset 
Index Register + Offset + 1 
Address Bus FFFF 




Op Code 

Offset 

Low Byte of Restart Vector 

Operand Data (High Order Byte) 

Operand Data (Low Order Byte) 

Low Byte of Restart Vector 


JSR 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Address Bus FFFF 
Index Register + Offset 
Stack Pointer 
Stack Pointer - 1 






Op Code 

Offset 

Low Byte of Restart Vector 

First Subroutine Op Code 

Return Address (Low Order Byte) 

Return Address (High Order Byte) 



— Continued - 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONTINUED) 



Address Mode & 
Instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 



ABA DAA SEC 
ASL DEC SEI 
ASR INC SEV 
CBA LSR TAB 
CLC NEG TAP 
CLI NOP TBA 
CLR ROL TPA 
CLV ROR TST 
COM SBA 


2 


1 
2 


Op Code Address 
Op Code Address +1 


1 
1 


Op Code 

Op Code of Next Instruction 


ABX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevent Data 

Low Byte of Restart Vector 


ASLD 
LSRD 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Irrelevant Data 

Low Byte of Restart Vector 


DES 
INS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Previous Register Contents 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


INX 
DEX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PSHA 
PSHB 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 





Op Code 

Op Code of Next Instruction 

Accumulator Data 


TSX 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Stack Pointer 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 


TXS 


3 


1 
2 
3 


Op Code Address 
Op Code Address +1 
Address Bus FFFF 




Op Code 

Op Code of Next Instruction 

Low Byte of Restart Vector 


PULA 
PULB 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 




Op Code 

Op Code of Next Instruction 

Irrelevant Data 

Operand Data from Stack 


PSHX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer - 1 






Op Code 

Irrelevant Data 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 


PULX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 
Stack Pointer +2 




Op Code 

Irrelevant Data 

Irrelevant Data 

Index Register (High Order Byte) 

Index Register (Low Order Byte) 


RTS 


5 


1 
2 
3 

4 

5 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer +1 

Stack Pointer +2 




Op Code 

Irrelevant Data 

Irrelevant Data 

Address of Next Instruction 

(High Order Byte) 

Address of Next Instruction 

(Low Order Byte) 


WAI 


9 


1 
2 
3 
4 

5 
6 
7 
8 
9 


Op Code Address 
Op Code Address +1 
Stack Pointer 
Stack Pointer -1 

Stack Pointer -2 
Stack Pointer -3 
Stack Pointer -4 
Stack Pointer -5 
Stack Pointer -6 












Op Code 

Op Code of Next Instruction 

Return Address (Low Order Byte) 

Return Address 

(High Order Byte) 

Index Register (Low Order Byte) 

Index Register (High Order Byte) 

Contents of Accumulator A 

Contents of Accumulator B 

Contents of Cond Code Register 



— Continued - 
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TABLE 14 - CYCLE-BY-CYCLE OPERATION (CONCLUDED) 



Address Mode & 
instructions 


Cycles 


Cycle 

# 


Address Bus 


R/W 
Line 


Data Bus 



INHERENT 




MUL 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Address Bus FFFF 




Low Byte of Restart Vector 






4 


Address Bus FFFF 




Low Byte of Restart Vector 






5 


Address Bus FFFF 




Low Byte of Restart Vector 






6 


Address Bus FFFF 




Low Byte of Restart Vector 






7 


Address Bus FFFF 




Low Byte of Restart Vector 






8 


Address Bus FFFF 




Low Byte of Restart Vector 






9 


Address Bus FFFF 




Low Byte of Restart Vector 






10 


Address Bus FFFF 




Low Byte of Restart Vector 


RTI 


10 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 




Irrelevant Data 






4 


Stack Pointer +1 




Contents of Cond Code Reg 
from Stack 






5 


Stack Pointer +2 




Contents of Accumulator B 
from Stack 






6 


Stack Pointer +3 




Contents of Accumulator A 
from Stack 






7 


Stack Pointer +4 




Index Register from Stack 
(High Order Byte) 






8 


Stack Pointer +5 




Index Register from Stack 
(Low Order Byte) 






9 


Stack Pointer +6 




Next Instruction Address from 
Stack (High Order Byte) 






10 


Stack Pointer +7 




Next Instruction Address from 
Stack (Low Order Byte) 


SWI 


12 


1 


Op Code Address 




Op Code 






2 


Op Code Address +1 




Irrelevant Data 






3 


Stack Pointer 





Return Address (Low Order Byte) 






4 


Stack Pointer -1„ 





Return Address 
(High Order Byte) 






5 


Stack Pointer -2 





Index Register (Low Order Byte) 






6 


Stack Pointer -3 





Index Register (High Order Byte) 






7 


Stack Pointer -4 





Contents of Accumulator A 






8 


Stack Pointer -5 





Contents of Accumulator B 






9 


Stack Pointer -6 





Contents of Cond Code Register 






10 


Stack Pointer -7 


1 


Irrelevant Data 






11 


Vector Address FFFA (Hex) 


1 


Address of Subroutine 
(High Order Byte) 






12 


Vector Address FFFB (Hex) 


1 


Address of Subroutine 
(Low Order Byte) 


BCC BHT BNE BLO 


3 


1 


Op Code Address 


1 


Op Code 


BCS BLE BPL BHS 




2 


Op Code Address +1 


1 


Branch Offset 


BEQ BLS BRA BRN 




3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 


BGE BLT BVC 












BGT BMT BVS 












BSR 


6 


1 


Op Code Address 


1 


Op Code 






2 


Op Code Address +1 


1 


Branch Offset 






3 


Address Bus FFFF 


1 


Low Byte of Restart Vector 






4 


Subroutine Starting Address 


1 


Op Code of Next Instruction 






5 


Stack Pointer 





Return Address (Low Order Byte) 






6 


Stack Pointer -1 





Return Address (High Order Byte) 
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JSR, Jump to Subroui 



FIGURE 26 - SPECIAL OPERATIONS 



Next Main Instr 



K = Direct Address 





Main Program 


EC. 


SAD = JSR 




K = Offset 


RTN 


Next Main Instr 



■>=> 



SE 


Stack 


SP- 2 




SP- 1 


RTN H 


SP 


rtn l 



EC 


Main Program 


$BD = JSR 




SH = Subr Addr 




SL = Subr Addr 


RTN 


Next Main Instr 



BSR Branch To Subroutine 





Main Program 


££ 


S8D = BSR 




♦ K = Offset 


RTN 


Next Main Instr 



c=> 




RTS Return from Subroutine 



SWI Software Interrupt 



WAI, Wait for Interrupt 



PC. 





Main Program 


PC 


S3F = SWI 


RTN 





J\ 



^> 



SP 


Stack 


SP 




SP ♦ 1 


RTN H 


SP ♦ 2 


RTNl 





SP 
7 

- 6 
5 
4 
3 

2 
1 
SP 


Stack 


SP 




SP 


Condition Code 


SP 


Acmltr B 


SP 


Acmltr A 


SP 


Index Register (Xh) 


SP- 


Index Register (Xl) 


SP 


HTNh 




RTNl 



RTI, Return from Interrupt 



c=> 





S_P 
SP 

♦ 1 

♦ 2 
+ 3 

♦ 4 

+ 6 

■r 7 


Stack 






SP 


Condition Code 


SP 


Acmltr B 


SP 


Acmltr A 


SP 


Index Register (Xh) 


SP 


Index Register (Xl) 


SP 


rtn h 


SP 


RTNl 



$6E 


= JMP 


K = 


Offset 




[ Next Instruction ] 



Legend 

RTN -- Address of next instruction in Mam Prograi 
RTNh - Most significant byte of Return Address 
RTNl = Least significant byte of Return Address 
»= Stack Pointer After Execution 
K 8 bit Unsigned Value 



Mam Program 



Kh = Next Address 



Kl = Next Address 



Next Instruction 



to be executed upon return from subroutine 
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PAGE 001 EPROM 



EPROM PROGRAMMING ROUTINE 
.SA:1 EPROM *** ROUTINE TO PROGRAM THE MC68701 EPROM *** 



00001 

00002 

00003 

00004 

00005 

00006 

00007 

00008 

00009 

00010 

00011 

00012 

00013 

00014 

00015 

00016 

00017 

00018 

00019 

00020 

00021 

00022 

00023 

00024 

00025 

00026 

00027 

00028 

00029 

00030 

00031 

0003 2 

00033 

00034 

00035 

00036 

00037 

00038 

00039 

00040 

00041 

00042 

00043 

00044 

00045 

00046 

00047 

00048 

00049 

00050 

00051 

00052 

00053 

00054 

00055 

00056 

00057 

00058 



NAM EPROM 

OPT Z01,LLEN=80 

TTL *** ROUTINE TO PROGRAM THE MC68701 EPROM ** 

********************************************************* 



E P R M — A NON-REENTRANT ROUTINE 
THE MC68701 EPROM. 



TO PROGRAM 



THE ROUTINE PROGRAMS THE MC68701 EPROM 
STARTING AT ADDRESS "PNTR" FROM A 
BLOCK OF MEMORY STARTING AT "IMBEG" 
AND ENDING AT "IMEND". 

CALLING CONVENTION: 

JSR EPROM 

NOTES : 

1. THE ROUTINE EXPECTS FOUR DOUBLE BYTE VALUES 
TO BE INITIALIZED PRIOR TO BEING CALLED. 
THESE VALUES ARE: 



IMBEG 



IMEND 



PNTR 



WAIT 



A DOUBLE BYTE ADDRESS 
TO THE FIRST BYTE TO 
INTO THE EPROM. 



WHICH POINTS 
BE PROGRAMMED 



A DOUBLE BYTE ADDRESS WHICH POINTS 
TO THE LAST BYTE TO BE PROGRAMED IN- 
INTO THE EPROM. 

A DOUBLE BYTE ADDRESS WHICH POINTS 
TO THE FIRST BYTE IN THE EPROM TO BE 
PROGRAMMED . 

A DOUBLE BYTE COUNTER VALUE WHICH IS 
A FUNCTION OF THE MCU INPUT FREQUEN- 
CY AND IS USED WITH THE OUTPUT COM- 
PARE FUNCTION TO GENERATE A 50 MSEC 
TIMEOUT. IT IS EQUIVALENT TO 

50000 * (MCU INPUT FREQ) / 4 * 10**6 

VALUES FOR TYPICAL INPUT FREQS ARE: 

WAIT MCU INPUT FREQ 



30615 ($7797) 
50000 ($C350) 
61375 ($EFBF) 



2.45 MHZ 
4.00 MHZ 
4.91 MHZ 



2. 



IT IS ASSUMED THAT POWER (VPP) IS 
TO THE RESET PIN FOR PROGRAMMING. 



AVAILABLE 



3. THIS ROUTINE PERFORMS NO ERROR CHECKING. 

Routine parameter initialization, such as stack pointer, etc , must be done prior to entry 
(Use of PRObug® wil! ensure ail needed initialization ) 
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EPROM PROGRAMMING ROUTINE 
PAGE 002 EPROM ,SA:1 EPROM *** ROUTINE TO PROGRAM THE MC68701 EPROM *** 



0008 
0009 
000B 
0014 



0002 
0002 
0002 
0002 



80 



3C 
86 
97 



DF 84 
86 FC 
97 14 



00060 

00061 

00062 

00063 

00064 

00065 

00066 

00067 

00068 

00069 

000 70A 0080 

0007 1A 0080 

00072A 0082 

00073A 0084 

00074A 0086 

00075 

00076 

00077 

00078A 3000 

00079A 3000 DE 84 

00080A 3002 3C 

0008 1A 3003 DE 

00082 

00083A 3005 

00084A 3006 

00085A 3008 

00086A 300A A6 

00087A 300C DE 

00088A 300E A7 

00089A 3010 08 

00090A 3011 

0009 1A 3013 

0009 2A 3015 

00093 

00094 

00095 

00096A 3017 DC 86 

00097A 3019 D3 09 

00098A 30 IB 7F 0008 

00099A 30 IE DD OB 

00100A 3020 86 40 

00101 

00102A 3022 95 08 A 

00103A 3024 27 FC 3022 

00104A 3026 38 

00105A 3027 08 

00106A 3028 9C 82 A 

00107A 302A 23 D9 3005 



* EQUATES 



A TCSR 
A TIMER 
A OUTCMP 



EQU 
EQU 
EQU 



A EPMCNT EQU 



LOCAL 



$08 
$09 
$0B 
$14 



TIMER CONTROL /STAT REGISTER 
COUNTER REGISTER 
OUTPUT COMPARE REGISTER 
RAM/EPROM CONTROL REGISTER 



VARIABLES 



IMBEG 
IMEND 
PNTR 
WAIT 



ORG 
RMB 
RMB 
RMB 
RMB 



$80 

2 

2 

2 

2 



START OF MEMORY BLOCK 
LAST BYTE OF MEMORY BLOCK 
FIRST BYTE OF EPROM TO BE PGM'D 
COUNTER VALUE 



* EPROM 



STARTS 



HERE 



A EPROM 



ORG 
LDX 
PSHX 
LDX 



EPR002 PSHX 

LDAA 

STAA 

LDAA 

LDX 

STAA 

INX 

STX 

LDAA 

STAA 



$3000 

PNTR SAVE CALLING ARGUMENT 

RESTORE WHEN DONE 
IMBEG USE STACK 

SAVE POINTER ON STACK 
#$FE REMOVE VPP, SET LATCH 
EPMCNT PPC=1, PLC=0 
X MOVE DATA MEMORY-TO-LATCH 
PNTR GET WHERE TO PUT IT 
X STASH AND LATCH 

NEXT ADDR 
PNTR ALL SET FOR NEXT 
#$FC ENABLE EPROM POWER (VPP) 
EPMCNT PPC=0, PLC=0 




* NOW WAIT FOR 50 MSEC TIMEOUT USING OUTPUT COMPARE. 



00108A 302C 86 FF A 

00109A 302E 97 14 A 

00110A 3030 38 

0011 1A 3031 DF 84 A 

00112A 3033 39 

00113 

TOTAL ERRORS 00000-00000 



LDD 

ADDD 

CLR 

STD 

LDAA 

EPR004 BITA 
BEQ 
PULX 
INX 
CPX 
BLS 
LDAA 
STAA 
PULX 
STX 
RTS 
END 



WAIT 

TIMER 

TCSR 

OUTCMP 

#$40 

TCSR 
EPR004 



IMEND 
EPR002 
#$FF 
EPMCNT 

PNTR 



GET CYCLE COUNTER 
BUMP CURRENT VALUE 
CLEAR OCF 

SET OUTPUT COMPARE 
NOW WAIT FOR OCF 



NOT YET 

SETUP FOR NEXT ONE 

NEXT 

MAYBE DONE 

NOT YET 

REMOVE VPP, INHIBIT LATCH 

EPROM CAN NOW BE READ 

RESTORE PNTR 



THAT'S ALL 
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Advance Information 



8-BIT EPROM MICROCOMPUTER UNIT 

The MC68705P3 Microcomputer Unit (MCU) is an EPROM member 
of the M6805 Family of low-cost single-chip microcomputers. The user 
programmable EPROM allows program changes and lower volume 
applications in comparison to the factory mask programmable versions 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of the mask ROM versions This 
8-bit microcomputer contains a CPU, on-chip CLOCK, EPROM, 
bootstrap ROM, RAM, I/O, and a TIMER 

Because of these features, the MC68705P3 offers the user an 
economical means of designing an M6805 Family MCU into his system, 
either as a prototype evaluation, as a low-volume production run, or a 
pilot production run 

A comparison table of key features for several members of the M6805 
Family is shown on the last page of this data sheet 

HARDWARE FEATURES: 

• 8-Bit Architecture 

• 112 bytes of RAM 

• Memory Mapped I/O 

• 1804 Bytes of User EPROM 

• Internal 8-Bit Timer with 7-Bit Prescaler 

• Programmable Prescaler 

• Programmable Timer Input Modes 

• Vectored Interrupts — External, Timer, and Software 

• Zero-Cross Detection on INT Input 

• 20 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• On-Chip Clock Generator 

• Master Reset 

• Complete Development System Support on EXORciser® 

• Emulates the MC6805P2 and MC6805P4 

• Bootstrap Program in ROM Simplifies EPROM Programming 
SOFTWARE 



Similar to M6800 Family 

Byte Efficient Instruction Set 

Easy to Program 

True Bit Manipulation 

Bit Test and Branch Instructions 

Versatile Interrupt Handling 

Versatile Index Register 

Powerful Indexed Addressing for Tables 

Full Set of Conditional Branches 

Memory Usable as Registers/ Flags 

Single Instruction Memory Examine/ Change 

10 Powerful Addressing Modes 

All Addressing Modes Apply to EPROM, RAM, and I/O 
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HMOS 



(HIGH-DENSITY, N-CHANNEL 

DEPLETION LOAD, 

5 V EPROM PROCESS) 

8-BIT EPROM 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



FIGURE 1 - PIN ASSIGNMENTS 



vssl 
intC 
vcct 

EXTALl 
XTAL 
VppI 

timer/bootC 
pcoqs 

PC1| 
PC2j 
PC3| 
PBOi 
PB1 
PB2ldl4 



1 • 

2 

3 

4 
5 
6 

7 



28 1 RESIT 
27 1PA7 
26 1 PA6 
25 ) PA5 
24 ) PA4 
23 |PA3 
22 ) PA2 
21 ) PA1 
20 ) PAO 
19 ] PB7 
18 ) PB6 
17 )PB5 
16 )PB4 
15 1PB3 
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TIMER/BOOT 



FIGURE 2 - MC68705P3 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL EXTAL RESET INT 
V PP 




MAXIMUM RATINGS 




Rating 


Symbol 


Value 


Unit 


Supply Voltage 


vcc 


-0 3 to +7 


V 


Input Voltage 








EPROM Programming Voltage (Vpp Pin) 


Vpp 


-0 3 to +22 


V 


TIMER/BOOT Pin 








Normal Mode 


V,n 


-0 3 to +7 


V 


Bootstrap Programming Mode 


v BOOT 


-3 to +15 


V 


All Others 


V,n 


-0 3 to +7 


V 


Operating Temperature Range 


T A 


to +50 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 


T J 


+ 150 


°c 



THERMAL CHARACTERISTICS 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that no r - 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V, n and V out be con- 
strained to the range V$s < (V, n or V out ) < Vqc 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either V$s or Vqc' 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 


0JA 


50 


°C/W 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from- 

Tj = T A +(PD*0JA> U) 

Where: 

Ta« Ambient Temperature, °C 

0JA* Package Thermal Resistance, J unction-to- Ambient, °C/W 
PD-PINT + PPORT 

P|N7«ICcxVcC' Watts - Chip Internal Power 
PpORT»Port Power Dissipation, Watts - User Determined 
For most applications PpORT^PlNT and can be neglected. PpQRT may become significant if the device is configured to 
drive Darlington bases or sink LED loads. 
An approximate relationship between Pq and Tj (if PpoRT is neglected) is: 

P d =K-h(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K = Pd«(Ta + 273°C) + 0ja»Pd 2 (3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta. Using this value of K the values of Pp and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta. 
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PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS 

( Vcc = 5 25 Vdc ±0 5, V$S = GND, T A = 20° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage 


Vp P 


20 


21 


22 


V 


Vpp Supply Current 
Vpp = 5 25 V 
V PP = 21 V 


l P p 


- 


- 


8 
30 


mA 


Oscillator Frequency 


foscp 


09 


1 


1 1 


MHz 


Bootstrap Programming Mode Voltage (TIMER/ BOOT Pin) l, n =100^A Max 


VlHTP 


90 


12 


15 


V 



SWITCHING CHARACTERISTICS (Vcc= +5 25 Vdc ±0 5 Vdc, V SS = GND, T A = 0° to 50° unless otherwise noted) 



1 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


f osc 


04 


- 


42 


MHz 


Instruction Cycle Time (4/f osc ) 


*cyc 


950 


- 


10 


MS 


INT, INTTor Timer Pulse Width 


l WL- tWH 


*cyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 pF) 


tRHL 


100 


- 


- 


ms 


INT Zero Crossing Detection Input Frequency (for ±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Duty Cycle (EXTAL) (See Figure 12) 


- 


40 


50 


60 


% 



DC ELECTRICAL CHARACTERISTICS (V cc =+5 25 Vdc ±0 5 Vdc, V S s = GND, T A = 


0° to 50°C unless otherwise noted) 




Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<V CC <5 75) 




40 


- 


vcc 


V 


(V C C<4 75) 




Vcc-0 5 


- 


vcc 




INT (4 75<Vcc^5 75) 


V|H 


40 


* * 


vcc 


V 


(Vcc<4 75) 




Vcc-0 5 


* * 


vcc 




All Other 




20 


- 


vcc 


V 


Input High Voltage (TIMER/BOOT Pin) 












Timer Mode 


V|H 


20 


- 


vcc 


V 


Bootstrap Programming Mode 




90 


12 


150 


V 


Input Low Voltage 












RESET 




-0 3 


- 


08 


V 


INT 


V|L 


-03 


# * 


1 5 


V 


All Other 




-03 


- 


08 


V 


Internal Power Dissipation (No Port Loading, Vfjc = 5 25 V, T A = 0°C) 


pint 


- 


500 


TBD 


mW 


Input Capacitance 












EXTAL (@ f 0S c = 4 ° MHz) 


Cm 


- 


25 


- 


PF 


All Other 




- 


10 


- 


PF 


RESET Hysteresis Voltage (See Figure 11) 












Out of Reset Voltage 


V IRES + 


2 1 


- 


40 


V 


Into Reset Voltage 


V|RES- 


08 


- 


-20 


V 


Programming Voltage (Vpp Pin) 












Programming EPROM 


V PP * 


20 


21 


22 


V 


Operating Mode 




40 


vcc 


5 75 


V 


Input Current 












TIMER (V in = 4 V) 




- 


- 


20 




INT (V in = 4V) 




- 


20 


50 




EXTAL (Vm = 2 4 V to Vcc Crystal Option) 


l.n 


- 


- 


10 


HA 


(V, n = 4 V Crystal Option) 




- 


- 


-1600 




RESET (V in = 8 V) 




-4 


- 


-50 




(External Capacitor Changing Current) 













* Vpp is Pin 6 on the MC68705P3 and is connected to Vcc ,n tne Normal Operating Mode In the MC6805P2, Pin 6 is NUM and is connected to 
Vss m the Normal Operating Mode The user must allow for this difference when emulating the MC6805P2 ROM-based MCU 

* * Due to internal biasing, this input (when not used) floats to approximately 2 0V 
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PORT ELECTRICAL CHARACTERISTICS (V C c = +5 25 Vdc ±0 5 Vdc, V S s = 


GND, T A 


= 0° to 50°C unless otherwise noted) 




Characteristic | Symbol J Mm j Typ J Max | Unit 


Port A 


Output Low Voltage, l|_oad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, li_oad = -100 pA 


VOH 


24 


- 


- 


V 


Output High Voltage, l[_oad= -10/tA 


VOH 


35 


- 


- 


V 


Input High Voltage, l[_oad= -300 ^iA (Max) 


V|H 


20 


- 


vcc 


V 


Input Low Voltage, lLoad = -500 /*A (Max) 


V| L 


-03 


- 


08 


V 


Hi-Z State Input Current (V, n = 2 V to Vcc> 


l|H 


- 


- 


-300 


/*A 


Hi-Z State Input Current (V, n = 4 V) 


'IL 


- 


- 


-500 


ma 


Port B 


Output Low Voltage, I Load = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, l|_oad = 10 mA (Sink) 


vol 


- 


- 


1 


V 


Output High Voltage, I Load = - 200 M A 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vq= 1 5 V 


! OH 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V| L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


mA 


Port C 


Output Low Voltage, lLoad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, lLoad = -100/*A 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V| L 


-03 


- 


08 


V 


Hi-Z State Input Current 


•tsi 


- 


2 


20 


M A 



FIGURE 3 - TTL EQUIVALENT TEST LOAD 
(PORT B) 



FIGURE 4 - CMOS EQUIVALENT TEST LOAD 
(PORT A) 



Test 
Point °- 



?V CC = 575V 
MMD6150 I 
or Equiv s 1 5 kfi 



"T 5 12k0 H MMD7C 
,, J V. or Equ 



MMD7000 



C = 40 pF (total) 







J^ 30 pF (total) 



FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



Test Q 
Point , 



9 Vrc = 5 75 V 
MMC6150 L 
or Equiv £ 2 97 kfi 



*T> < 24 kQ j r 



C = 30 pF (total) 



MMD7000 
or Equiv 



SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc ar| d Vss _ Power is supplied to the MCU using two 
pins Vcc IS power and V$s is the ground connection 

INT — This pin allows an external event to asynchronously 
interrupt the processor It can also be used as a polled input 
using the BIL and BIH instructions Refer to INTERRUPTS 
for additional information 



XTAL and EXTAL - These pins provide connections to 
the on-chip clock oscillator circuit A crystal, a resistor, or an 
external signal, depending on the CLK bit (see MASK OP- 
TIONS), is connected to these pins to provide a system clock 
source with various stability/ cost tradeoffs Lead lengths 
and stray capacitance on these two pins should be mini- 
mized Refer to INTERNAL CLOCK GENERATOR OPTIONS 
for recommendations about these inputs 

TIMER/BOOT — This pin is used as an external input to 
control the internal timer/circuitry This pin also detects a 
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higher voltage level used to initiate the bootstrap program 
(see PROGRAMMING FIRMWARE) Refer to TIMER for 
additional information about the timer circuitry. 



RESET — This pin has a Schmitt Trigger inpu t and a n on- 
chip pullup The MCU can be reset by pulling RESET low 
Refer to RESETS for additional information 

Vpp — This pin is used when programming the EPROM 
By applying the programming voltage to this pin, one of the 
requirements is met for programming the EPROM. In normal 
operation, this pin is connected to Vcc Re fe r to PRO- 
GRAMMING FIRMWARE and ELECTRICAL 
CHARACTERISTICS. 

INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) - These 20 lines are arranged into two 8-bit ports 
(A and B) and one 4-bit port (C) All lines are programmable 
as either inputs or outputs, under software control of the 
Data Direction Registers (DDRs) Refer to INPUT/OUTPUT 



paragraphs for additional information, being sure to observe 
the Caution. 



MEMORY 

As shown in Figure 6, the MCU is capable of addressing 
2048 bytes of memory and I/O registers with its program 
counter The MC68705P3 MCU has implemented 2041 bytes 
of these locations This consists of 1804 bytes of user 
EPROM, 115 bytes of bootstrap ROM, 112 bytes of user 
RAM, an EPROM Mask Option Register (MOR), a Program 
Control Register (PCR), and eight bytes of I/O The user 
EPROM is located in two areas The main EPROM area is 
memory locations $080 to $783. The second area is reserved 
for eight interrupt/ reset vector bytes at memory locations 
$7F8 to $7FF The MCU uses nine of the lowest 16 memory 
locations for program control and I/O features such as ports, 
the port DDRs, and the timer The Mask Option Register at 
memory location $F38 completes the total. The 112 bytes of 
user RAM include up to 31 bytes for the stack. 



■ 



Page Zero 
Access with 

Short 
Instructions 




FIGURE 6 - MC68705P3 MCU MEMORY CONFIGURATION 

7 6 5 4 3 2 



1924 
1925 



2039 
2040 



2047 



I/O Ports Timer 

and 

RAM 

(128 Bytes) 


$000 
$07F 

uoso 

$0FF 
$100 

$783 > 

$784 
$785 

$7F7 
$7F8 

$7FF 



1 

2 
3 
4 
5 
6 
7 
8 
9 
10 

V 11 

\ 12 

\ 15 
\ 16 

127^ 


Port A 


Port B 


1111 


Port C 


Page Zero 
User EPROM 
(128 Bytes) 

Main User 

EPROM 

(1668 Bytes) 


Not Used 


Port A DDR* 


Port B DDR* 


1111 [Port C DDR 


Not Used 


Timer Data Reg 


Timer Control Reg 


Not Used 


Program Control Reg 


Mask Option Reg 


Not Used 


Bootstrap 

ROM 
(115 Bytes) 


RAM 


Interrupt 
Vectors 
EPROM 
(8 Bytes) 


(112 Bytes) 

Stack 

(31 Bytes Maximum) 

♦ 



$000 

$001 

$002 

$003 

$004 

$005 

$006 

$007 

$008 

$009 

$00A 

$00B 

$00C-00F 

$010 



Caution Data Direction Registers (DDRs) are write-only, they read as $FF 



The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state The register 
contents are pushed onto the stack in the order shown in 
Figure 7 Because the stack pointer decrements during 
pushes, the low order byte (PCD of the program counter is 
stacked first; then the high order three bits (PCH) are stack- 
ed This ensures that the program counter is loaded correct- 
ly during pulls from the stack since the stack pointer in- 
crements during pulls A subroutine call results in only the 
program counter (PCL, PCH) contents being pushed onto 
the stack, the remaining MCU registers are not pushed. 



FIGURE 7 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 10 Pull 

n+1 

n + 2 

n + 3 

n + 4 

n + 5 
Push 
* For subroutine calls, only PCH and PCL are stacked 



n-4 


1 1 1 


Condition 
Code Register 


n-3 


Accumulator 


n-2 


Index Register 


n-1 


1111 


PCH* 


n 


PCL* 
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CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration. Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal 
address, data, and control buses. 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer. They are shown in Figure 8 and are explained in 
the following paragraphs. 

FIGURE 8 - PROGRAMMING MODEL 

7 

A Accumulator 



Index Register 



Program Counter 



| | 0| | p| 1 | 1 | SP | Stack Pointer 

4 
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L_ 



Condition Code 
Register 

Carry/ Borrow 
Zero 
Negative 
Interrupt Mask 
Half Carry 



ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of the 
arithmetic calculations or data manipulations. 

INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode It contains an 
8-bit value that may be added to an instruction value to 
create an effective address. The index register can also be 
used for data manipulations using read/ modify/ write 
instructions. The index register may also be used as a tem- 
porary storage area 

PROGRAM COUNTER (PC) - The program counter is an 
11-bit register that contains the address of the next instruc- 
tion to be executed. 

STACK POINTER (SP) - The stack pointer is an 11-bit 
register that contains the address of the next free location on 
the stack During an MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stack pointer is set to location $07F 
The stack pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack The six most-significant bits of the stack pointer are 
permanently set to 000011 Subroutines and interrupts may 
be nested down to location $061 (31 bytes maximum), which 
allows the programmer to use up to 15 levels of subroutine 
calls (less if interrupts are allowed) 



CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each of the five bits is ex- 
plained below 

Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) - When this bit is set the timer and external 
interrupt (INT) are masked (disabled).. If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared 

Negative (N) - When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one) 

Zero (Z) - When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero. 

Carry/ Borrow (C) - When set, this bit indicates that a 
carry or borrow out of the arithmetic logic unit (ALU) occur- 
red during the last arithmetic operation. This bit is also af- 
fected during bit test and branch instructions plus shifts and 
rotates. 

TIMER 

The MC68705P3 MCU timer consists of an 8-bit software 
programmable counter which is driven by a 7-bit prescaler 
with selectable taps. Various timer clock sources may be 
selected ahead of the prescaler and counter. The timer selec- 
tions are made via the Timer Control Register (TCR) and/or 
the Mask Option Register (MOR) The TCR also contains the 
interrupt control bits The sections elsewhere entitled TIMER 
CONTROL REGISTER and MASK OPTIONS include addi- 
tional details on controlling this timer 

The MCU timer circuitry is shown in Figure 9. The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the fciN counter input (output 
of the prescaler option selection). Once the8-bit counter has 
decremented to zero, it sets the TIR (Timer Interrupt Re- 
quest) bit 7 (b7 of TCR) The TIM (Timer Interrupt Mask) bit 
(b6) can be software set to inhibit the interrupt request, or 
software cleared to pass the interrupt request to the pro- 
cessor When the l-bit in the Condition Code Register is 
cleared, the processor receives the Timer Interrupt. The CPU 
responds to this interrupt by saving the present CPU state on 
the stack, fetching the timer interrupt vector from locations 
$FF8 and $FF9 and executing the interrupt routine. The pro- 
cessor is sensitive to the level of the timer interrupt request 
line, therefore if the interrupt is masked, the TIR bit may be 
cleared by software (e g , BCLR) without generating an 
interrupt The TIR bit MUST be cleared, by the timer inter- 
rupt service routine, to clear the timer interrupt register. 

The counter continues to count (decrement) after falling 
through to $FF from zero Thus, the counter can be read at 
any time by the processor without disturbing the count. This 
allows a program to determine the length of time since the 
occurrence of a timer interrupt and does not disturb the 
counting process 
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FIGURE 9 -MC68705P3 TIMER FUNCTIONAL BLOCK DIAGRAM 




TIMER 



fpiN — Prescaler Input Frequency 
fCIN~ Counter Input Frequency 



Timer Control Register Bits 
TIR- Timer Interrupt Request Status 
TIM — Timer Interrupt Mask 
TIN -Timer Input Select 
TIE- Timer External Input Enable 
PSC- Prescaler Clear 
PS2, PS1, PSO- Prescaler Select 



Mask Option Register Bits. 
CLK- Clock Oscillator Type 
TOPT— Timer Mask/ Programmable Option 
CLS — Timer Clock Source 
P2, PI, P0- Prescaler Option 



2 
o 

1 

s 



NOTE. The TOPT bit in the Mask Option Register selects whether the timer is software programmable via the Timer Control Register or 
emulates the mask programmable ports via the MOR PROM byte 
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The clock input to the timer can be from an external 
source (decrementing the counter occurs on a positive tran- 
sition of the external source) applied to the TIMER input pin, 
or it can be the internal <j>2 signal. When the <f>2 signal is used 
as the source, it can be gated by an input applied to the 
TIMER pin allowing the user to easily perform pulse-width 
measurements (Note - When the MOR TOPT bit is set and 
the CLS bit is clear, an ungated 02 clock input is obtained by 
tying the TIMER pin to Vcc ) The source of the clock input 
is selected via the TCR or the MOR as described later. 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescaling TCR or 
MOR option selects one of eight taps on the 7-bit binary 
divider, the eighth tap bypasses prescaling To avoid trunca- 
tion errors, the prescaler is cleared when bit b3 of the TCR is 
written to a logic 1, when in the software controlled 
mode (TOPT = 0, more on these modes in later paragraphs) 
TCR bit b3 always reads as a logic to ensure proper opera- 
tion with read/ modify/ write instructions (bit set and clear for 
example) 

At Reset, the prescaler and counter are initialized to an all 
"1s" condition, the Timer Interrupt Request bit (TCR, b7) is 
cleared and the Timer Interrupt Request mask (TCR, b6) is 
set TCR bits bO through b5 are initialized by the correspond- 
ing Mask Option Register (MOR) bits at Reset They are then 
software selectable after Reset 

Note that the timer block diagram in Figure 9 reflects two 
separate timer control configurations - a) software controlled 
mode via the Timer Control Register (TCR), and b) MOR 
controlled mode to emulate a mask ROM version with the 
Mask Option Register In the software controlled mode, all 
TCR bits are read/write, except bit b3 which is write-only 
(always reads as a logic "0") In the MOR controlled mode, 
TCR bits b7 and b6 are read/ write, bit b3 is write-only, and 
the other five have no effect on a write and read as logic 
"1s" The two configurations provide the user with the 
capability to freely select timer options as well as accurately 
emulate the MC6805P2 and MC6805P4 mask ROM version 
In the following paragraphs refer to Figure 9 as well as the 
TIMER CONTROL REGISTER and MASK OPTIONS sec- 
tions 

The TOPT (Timer Option) bit (b6) in the Mask Option 
Register is EPROM programmed to a logical "0" to select the 
software controlled mode, which is described first TCR bits 
b5, b4, b3, b2, b1 , and bO give the program direct control of 
the prescaler and input selection options 

The Timer Prescaler input (fp||\|) can be configured for 
three different operating modes, plus a disable mode, 
depending upon the value written to TCR control bits b4 and 
b5 (TIE and TIN). 

When the TIE and TIN bits are programmed to "0", the 
timer input is from the internal clock i<f>2) and TIMER input 
pin is disabled The internal clock mode can be used for 
periodic interrupt generation as well as a reference for fre- 
quency and event measurement. 

When TIE=1 and TIN = 0, the internal clock and the 
TIMER input pin signals are ANDed to form the timer input 
fpiN- This mode can be used to measure external pulse wid- 



ths The external pulse simply gates in the internal clock for 
the duration of the pulse. The accuracy of the count in this 
mode is ± one count 

When TIE=0 and TIN= 1, no fpiN input is applied to the 
prescaler and the timer is disabled. 

When TIE and TIN are both programmed to a "1", the 
timer is from the external clock. The external clock can be 
used to count external events as well as provide an external 
frequency for generating periodic interrupts 

Bits bO, b1 , and b2 in the TCR are program controlled to 
choose the appropriate prescaler output. The prescaling 
divides the fpiN frequency by 1, 2, 4, etc. in binary multiples 
to 128 producing fciN frequency to the counter. The pro- 
cessor cannot write into or read from the prescaler, 
however, the prescaler is set to all "1s" by a write operation 
to TCR, b3 (when bit 3 of the written data equals "1"), 
which allows for truncation-free counting 

The MOR controlled mode of the timer is selected when 
the TOPT (Timer Option) bit (b6) in the MOR is programmed 
to a logical "1" to emulate the mask programmable 
prescaler of the MC6805P2 and MC6805P4. The timer cir- 
cuits are the same as described above; however, the Timer 
Control Register (TCR) is configured differently, as discuss- 
ed below 

The logical level for the functions of bits bO, b1 , b2, and b5 
in the TCR are all determined at the time of EPROM pro- 
gramming. They are controlled by corresponding bits within 
the Mask Option Register (MOR, $F38) The value program- 
med into MOR bits bO, b1, b2, and b5 controls the prescaler 
division and the timer clock selection Bit b4 (TIE) is set to a 
logical "1" in the MOR controlled mode (When read by soft- 
ware, these five TCR bits always read as logical "1s" ) As in 
the software programmable configuration, the TIM (b6) and 
TIR (b7) bits of the TCR are controlled by the counter and 
software as described above and in the TIMER CONTROL 
REGISTER section Bit b3 of the TCR, in the MOR controlled 
mode, always reads as a logical "0" and can be written to a 
logical "1" to clear the prescaler. The MOR controlled mode 
is designed to exactly emulate the MC6805P2 and MC6805P4 
which has only TIM and TIR in the TCR and have the 
prescaler options defined as manufacturing mask options. 

RESETS 

The MCU can be reset in tw o ways, by initial power-up, 
and by the external reset input (RESET) Up on pow er-up, a 
delay of tRHL ls needed before allowing the RESET input to 
go high. This time allows the internal cl ock ge nerator to 
stabilize Connecting a capacitor to the RESET input, as 
shown in Figure 10, typically provides sufficient delay 



FIGURE 10 - POWER-UP RESET DELAY CIRCUIT 
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The internal circuit connected to th e RES ET pin consists 
of a Schmitt trigger which senses the RESET line logic level 
The Schmitt trigger provides an inte rnal reset voltage when 
it senses logical "0" on the RESET pin. During power-up, 
the Sc hmitt trigger switches on (removes reset) when the 
RESET pin voltage rises to V|re$+ When the RESET pin 
voltage falls to a logical "0" for a period longer than one 
t cvc , the Schmitt trigger switches off to provide an internal 
reset voltage. The "switch off" voltage occurs at V|re$_ 
A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 11 See Figure 15 for the complete reset sequence 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs The Mask 



Option Register (EPROM) is programmed to select crystal or 
resistor operation The oscillator frequency is internally 
divided by four to produce the internal system clocks 
The different connection methods are shown in Figure 12 

FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 
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FIGURE 12 - CLOCK GENERATOR OPTIONS 
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When the TIMER/BOOT input pin is in the VjhtP range (in the bootstrap EPROM programming mode), the crystal option is forced When 
the TIMER/BOOT input is at or below Vcc< the clock generator option is determined by bit 7 of the Mask Option Register (CLK) 
The recommended C|_ value with a 4 MHz crystal is 27 pF maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin should be 
scaled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and approximately 25 pF 
on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 
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Crystal specifications are "given in Figure 13 A resistor selec- 
tion graph is given in Figure 14 



FIGURE 13 - CRYSTAL MOTIONAL-ARM 
PARAMETERS AND SUGGESTED PC BOARD LAYOUT 



FIGURE 14 - TYPICAL FREQUENCY SELECTION 
FOR RESISTOR OSCILLATOR OPTION 
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RESISTANCE (k OHMS) 

The crystal oscillator start-up time is a function of many 
variables crystal parameters (especially R s ), oscillator load 
capacitancs, IC parameters, ambient temperature, and 
supply voltage To ensure rapid oscillator start-up neither the 
crystal characteristics nor the load capacitances should ex- 
ceed recommendations 

BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to fetch data from an external device and 
transfer it into the MC68705P3 EPROM The bootstrap pro- 
gram provides, timing of programming pulses, timing of Vpp 
input, and verification after programming See PROGRAM- 
MING FIRMWARE section 

MASK OPTION REGISTER (MOR) 

The Mask Option Register is an 8-bit user programmed 
(EPROM) register in which six of the bits are used Bits in 
this register are used to select the type of system clock, the 
timer option, the timer/ prescaler clock source, and the 
prescaler option It is fully described in the MASK OPTIONS 
section 

INTERRUPTS 

The MC68705P3 MCU can be interrupted three different 
ways through the external interrupt (INT) input pin, the 
internal timer interrupt request, or the software interrupt in- 
struction (SWI). When any interrupt occurs the current in- 
struction (including SWI) is completed, processing is 
suspended, the present CPU state is pushed onto the stack, 
the interrupt bit (I) in the Condition Code Register is set, the 
address of the interrupt routine is obtained from the appro- 
priate interrupt vector address, and the interrupt routine is 
executed Stacking the CPU registers, setting the l-bit, and 
vector fetching requires a total of 1 1 t cvc periods for comple- 
tion. A flowchart of the interrupt sequence is shown in 
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Figure 15 The interrupt service routine must end with a 
return from interrupt (RTI) instruction which allows the CPU 
to resume processing of the program prior to the interrupt 
(by unstacking the previous CPU state) Table 1 provides a 
listing of the interrupts, their priority, and the address of the 
vector which contains the starting address of the appropriate 
interrupt service routine. The interrupt priority, applies to 
those pending when the CPU is ready to accept a new inter- 
rupt (RESET is listed in Table 1 because it is treated as an 
interrupt. However, it is not normally used as an interrupt ) 
When the interrupt mask bit in the Condition Code Register 
is set, the interrupt is latched for later interrupt execution 



TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 


1 


$7FE and $7FF 


SWI 


2* 


$7FC and $7FD 


INT 


3 


$7FA and $7FB 


TIMER 


4 


$7F8 and $7F9 



* Priority 2 applies only when the l-bit in the Condition Code 
Register is set (as when a service routine is occurring) When I = 
and all interrupts are being accepted, SWI has a priority of 4 (like 
any other instruction) The priority of TnT thus becomes 2 and the 
timer becomes 3 



FIGURE 15 - RESET AND INTERRUPT PROCESSING FLOWCHART 
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The external interrupt is internally synchronized and then 
latched on the falling edge of INT A sinusoidal input signal 
(f|NT maximum) can be used to generate an external inter- 
rupt, as shown in Figure 16a, for use as a Zero-Crossing 
Detector This allows applications such as servicing time-of- 
day routines and engaging/disengaging AC power control 
devices Off-chip full-wave rectification provides an interrupt 
at every zero crossing of the AC signal and thereby provides 
a 2f clock For digital applications, the INT pin can be driven 
by a digital signal at a maximum period of twL. as shown in 
Figure 16b 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register SWI's are usually used as break- 
points for debugging or as system calls 

INPUT/OUTPUT 

There are 20 input/output pins (The INT pin may be poll- 
ed with branch instructions to provide an additional input 



pin ) All pins on (Ports A, B, and C) are programmable as 
either inputs or outputs under software control of the cor- 
responding Data Direction Register (DDR) The port I/O pro- 
gramming is accomplished by writing the corresponding bit 
in the port DDR to a logic "1" for output or a logic "0" for in- 
put On Reset all the DDRs are initialized to a logic "0" state, 
placing the ports in the input mode The port output 
registers are not initialized on Reset but may be written to 
before setting the DDR bits to avoid undefined levels When 
programmed as outputs, the latched output data is readable 
as input data regardless of the logic levels at the output pin 
due to output loading, see Figure 17 When Port B is pro- 
grammed for outputs, it is capable of sinking 10 mA and 
sourcmg 1 mA on each pin 

All input/ output lines are TTL compatible as both inputs 
and outputs Port A lines are CMOS compatible as outputs 
while port B and C lines are CMOS compatible as inputs The 
memory map in Figure 6 gives the address of data registers 



FIGURE 16 - 
a — Zero Crossing Interrupt 
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FIGURE 17 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is a write-only register and reads as all 1's 
**Ports A (with CMOS drive disabled). B, and C are three state 
ports Port A has optional internal pullup devices to provide CMOS 
diive capability See Electrical Characteristics tables for complete 
information 
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and DDRs. The Register configuration is provided in Figure 
18. Figure 19 provides some examples of port connections 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006) 
A read operation on these registers is undefined Since 
BSET and BCLR are read/ modify/ write functions they 
cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set) It is recommended 



that all DDR bits in a port must be written using a 
single-store instruction 

The latched output data bit (see Figure 17) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 
used to initialize the data registers and avoid undefined out- 
puts, however, care must be exercised when using 
read/ modify/ write instructions since the data read cor- 
responds to the pin level if the DDR is an input (0) and cor- 
responds to the latched output data when the DDR is an out- 
put (1) 



FIGURE 18 - MCU REGISTER CONFIGURATION 



PORT DATA DIRECTION REGISTER (DDR) 
7 



PORT DATA REGISTER 
7 




(1) Write Only, reads as all 1s 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
PortC Addr=$006 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 (Bits 0-3) 



TIMER DATA REGISTER (TDR) 
7 



J MSB 


LSB | 


A/D RESULT REGISTER (ARR) 
7 





] MSB 


LSB | 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 

I I I l l l r-r~l « 

See detail description in TIMER CONTROL REGISTER 
section 

MASK OPTION REGISTER (MOR) 
7 6 5 4 3 2 1 



$784 



See detail description in MASK OPTIONS section 



PROGRAMMING CONTROL REGISTER (PCR) 
7 3 2 10 



$00B 



See detail description in ON-CHIP PROGRAMMING 
HARDWARE section 
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FIGURE 19 - TYPICAL PORT CONNECTIONS 
(a) Output Modes 
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TIMER CONTROL REGISTER (TCR) 

The configuration of the TCR is determined by the logic 
level of bit 6 (Timer Option, TOPT) in the Mask Option 
Register (MOR). Two configurations of the TCR are shown 
below, one for TOPT=1 and the other for TOPT = 
TOPT= 1 configures the TCR to emulate the MC6805P2 or 
MC6805P4. When TPOT = 0, it provides software control of 
the TCR. When TOPT= 1, the prescaler "mask" options are 
user programmable via the MOR. A description of each TCR 
bit is provided below (also see Figure 9 and TIMER section) 



b4. TIE 



b7 


b6 


b5 


b4 


b3 


b2 bl 


bO 


TIR 


TIM 


1 


1 


1 


' 1 i 


1 



Timer Control 
Register $009 

TCR with MOR TOPT=1 (MC6805P2/P4 Emulation) 



External Enable— Used to enable the external 
TIMER pin (7) or to enable the internal clock (if 
TIN = 0) regardless of the external timer pin 
state (disables gated clock feature) When 
TOPT= 1, TIE is always a logical "1" 

1 = Enables external timer pin 
0= Disables external timer pin 



TIN-TIE Modes 



TIN TIE 


CLOCK 




1 

1 
1 1 


Internal Clock (02) 

Gated (AND) of External and 

Internal Clocks 

No Clock 

External Clock 



1 



b7 


b6 


b5 


b4 


b3 


b2 


bl 


bO 


TIR 


TIM 


TIN 


TIE 


PSC* 


PS2 


PS1 


PSO 



Timer Control 
Register $009 



TCR with MOR TOPT = (Software Programmable Timer) 
* = write only, reads as a zero 



b7, TIR Timer Interrupt Request- Used to initiate the 
timer interrupt or signal a timer Data Register 
underflow when it is a logical "1" 

1 = Set when the Timer Data Register changes 

to all zeros. 
0= Cleared by external reset or under program 

control 



b6, TIM Timer Interrupt Mask- Used to inhibit the 
timer interrupt, to the processor, when it is a 
logical "1" 

1 = Set by an external reset or under program 

control 
0= Cleared under program control 



b3, PSC Prescaler Clear— This is a write-only bit It reads 
as a logical zero (when TOPT = 0) so the BSET 
and BCLR on the TCR function correctly 
Writing a 1 into PSC generates a pulse which 
clears the prescaler (When TOPT= 1 this bit is 
always a logical "1" and has no effect on the 
prescaler ) 



b2, PS2 
b1, PS1 



bO, PSO 



Prescaler Select— These bits are decoded to 
select one of eight taps on the timer prescaler 



The table shows the prescaler division resulting 
from decoding these bits 



PS2 


PS1 


PSO 


Prescaler Division 











1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 
1 




1 


64 
128 



b5, TIN External or Internal — Selects the input clock 
source to be either the external TIMER pin (7) 
or the internal <f>2. 

1 = Selects the external clock source 

0= Selects the internal <f>2 (f0SC^ 4 > clock 

source 



Note 

When changing the PS2-0 bits in software, the PSC 
bit should be written to a "1" in the same write cycle 
to clear the prescaler Changing the PS bits without 
clearing the prescaler may cause an extraneous toggle 
of the Timer Data Register. 
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MASK OPTIONS 

The MC68705R3 Mask Option Register is implemented in 
EPROM. Like all other EPROM bytes, the MOR contains all 
zeros prior to programming 

When used to emulate the MC6805P2 or MC6805P4, five 
of the eight MOR bits are used in conjunction with the 
prescaler Of the remaining, the b7 bit is used to select the 
type of oscillator clock, and bits b3 and b4 are not used Bits 
bO, bl , and b2 determine the division of the Timer prescaler 
Bit b5 determines the Timer clock source The value of the 
TOPT bit (b6) is programmed to configure the TCR (a logic 
"1" for MC6805P2/P4 emulation) 

If the MOR Timer Option (TOPT) bit is a 0, bits b5, b4, b2, 
b1, and bO set the initial value of their respective TCP bits 
during reset After initialization the TCR is software con- 
trollable 

A description of the MOR bits is as follows. 



b7 b6 



b5 



b4 



b3 b2 b1 bO Mask Option 



CLK TOPT CLS 



P2 



P1 



P0 Register $784 



b7, CLK Clock Oscillator Type 
1 = RC 
0= Crystal 

NOTE 

V|NTP on the TIMER/ BOOT pin (7) forces the crystal mode 



Two examples for programming the MOR are discussed 
below 



Example 1 To emulate an MC6805P2 to verfiy your pro- 
gram with an RC oscillator, and an event count 
input for the timer with no prescaling, the MOR 
would be set to "1111 1000" To write the MOR, 
it is simply programmed as any other EPROM 
byte 



Example 2 Suppose you wish to use the MC68705P3 pro- 
grammable prescaler functions, and you wish 
the initial condition of the prescaler to be divid- 
ed by 64, with the input disabled and an internal 
clock source If the clock oscillator was to be in 
the crystal mode, the MOR would be set to 
"00001110" 

ON-CHIP PROGRAMMING HARDWARE 

The Programming Control Register (PCR) at location $00B 
is an 8-bit register which utilizes the three LSBs (the five 
MSBs are set to logic "1s") This register provides the 
necessary control bits to allow programming the MC68705P3 
EPROM The bootstrap program manipulates the PCR when 
programming so that users need not be concerned with the 
PCR in most applications A description of each bit follows 



b6, TOPT Timer Option 

1 = MC6805P2/P4 type timer/ prescaler. All bits, 
except 6 and 7, of the Timer-Control Register 
(TCR) are invisible to the user Bits 5 2, 1,and0 
of the Mask Option Register determine the 
equivalent MC6805P2/P4 mask options 
0= All TCR bits are implemented as a Software 
Programmable Timer The state of MOR bits 5, 
4, 2, 1, and sets the initial values of their 
respective TCR bits (TCR is then software con- 
trolled after initialization) 

b5, CLS Timer/ Prescaler Clock Source 
1 = External TIMER pin 
0= Internal <f>2 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


1 


1 


1 


1 


1 




PGE 


PLE 


VPON 



Programming 
Control 
Register $00B 



bO, PLE Programming Latch Enable- When cleared this 
bit allows the address and data to be latched in- 
to the EPROM When this bit is set, data can be 
read from the EPROM 
1 = (set) read EPROM 
0= (clear) latch address and data into 

EPROM (read disabled) 

PLE is set during a Reset, but may be cleared 
any time Howev er, its effect on the EPROM is 
inhibited if VPON is a logic "1" 



b4 Not used if MOR TOPT=1 (MC6805P2/P4 

emulation) Sets initial value of TCR TIE if 
MOR TOPT = 

b3 Not used. 

b2, P2 Prescaler Option — the logical levels of these 

b1, P1 bits, when decoded, select one of eight taps on 

bO, P0 the timer prescaler The table below shows the 

division resulting from decoding combinations 

of these three bits 



P2 


P1 


P0 


Prescaler Division 











1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 
1 




1 


64 
128 



b1, PGE Program Enable— When clear ed, PGE enables 
programming of the EPR OM PGE can only be 
cleared if PLE is cleared PGE must be set when 
changing the address and data, i e , setting up 
the byte to be programmed 

1 = (set) inhibit EPROM programming 
0= (clear) enable EPROM programming (if 
__ PLE is low) 

PGE is set during a Reset, h owever, it has no 
effect on EPROM circuits if VPON is a logic 
"1" 

b2, VPON (Vpp ON) - VPTJN is a read-only bit and when at 
a logic "0" it indicates that a "high voltage" is 
present at the Vpp pin 

1 = no "high voltage" on Vpp pin 
0="high voltage" on Vpp pin 
VPON being "1" "disconnects" PGE and PLE 
from the rest of the chip, preventing accidental 
clearing of these bits from effecting the normal 
operating mode 
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Note 

VPON being "0" does not indicate that the Vpp 
level is correct for programming. It is used as a 
safety interlock for the user in the normal 
operating mode 



VPON 


PGE 


PLE 


Programming Conditions 











Programming mode (program EPROM byte) 


1 








PGE and PLE disabled from system 





1 





Programming disabled (latch address and 
data in EPROM) 


1 


1 





PGE and PLE disabled from system 








1 


Invalid state, PGE = iff PLE = 


1 





1 


Invalid state, PGE = iff PLT=0 




1 


1 
1 


1 
1 


"High voltage" on Vpp 
PGE and PLE disabled from system 
(Operating Mode) 



ERASING THE EPROM 

The MC68705P3 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 



2537 A The recommended integrated dose (UV intensity x 
exposure time) is 15 Ws/cm2. The lamps should be used 
without shortwave filters and the MC68705P3 should be 
positioned about one inch from the UV tubes. Ultraviolet 
erasure clears all bits of the MC68705P3 EPROM to the "0" 
state. Data is then entered by programming "1s" into the 
desired bit locations. 

Caution 

Be sure that the EPROM window is shielded from light 
except when erasing This protects both the EPROM 
and light-sensitive nodes. 

PROGRAMMING FIRMWARE 

The MC68705P3 has 115 bytes of mask ROM containing a 
bootstrap program which can be used to program the 
MC68705P3 EPROM. The vector at addresses $7F6 and $7F7 
is used to start executing the program This vector is fetched 
when V|HTP |S applie d to pi n 7 (TIMER/BOOT pin) of the 
MC68705P3 and the RESET pin is allowed to rise above 
V|RES + Figure 20 provides a schematic diagram of a circuit 
and a summary of programming steps which can be used to 
program the EPROM in the MC68705P3 




FIGURE 20 - PROGRAMMING CONNECTIONS SCHEMATIC DIAGRAM 

_, Run 
MC68705P3 




1N4748A 



1 N4742A 



V CC>~ 






VfjC - V DD =+50 volts typical 
Vss = 0volt 
Vp P =+21 V ±1 V 



Summary of Programming Steps 

1 When plugging in the MC68705P3 or the MCM2716, be sure that S1 and S2 are closed and that Vqc and +26 V are not applied 

2 To initiate programming, be sure S1 is closed, S2 is closed, and Vqq and +26 V are applied Then open S2, followed by S1 

3 Before removing the MC68705P3, first close S2 and then close SI Disconnect Vcc and +26 V, then remove the MC68705P3 
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PROGRAMMING STEPS 

The MCM2716 UV EPROM must first be programmed with 
an exact duplicate of the information that is to be transferred 
to the MC68705P3. Non-EPROM addresses are ignored by 
the bootstrap. Since the MC68705P3 and the MCM2716 are 
to be inserted and removed from the circuit they should be 
mounted in sockets In addition, the precaution below must 
be observed (refer to Figure 20)* 

Caution 

Be sure S1 and S2 are closed and Vcc an0 " + 26 V are 
not applied when inserting the MC68705P3 and 
MC M2716 i nto their respective sockets. This ensures 
that RESET is held low while inserting the devices 

When ready to program the MC68705P3 it is only 
necessary to provide Vcc anc l +26 V, open switch S2 (to 
apply Vpp and V|HTP)» an d tnen °P en S1 (to remove Reset) 
Once the voltages are applied and both S2 and S1 are open, 
the CLE AR out put control line (PB4) is clocked by the PB3 
output (COUNT) The counter selects the MCM2716 EPROM 
byte which is to load the equivalent MC68705P3 EPROM 
byte selected by th e bootst rap program Once the EPROM 
location is loaded, COUNT clocks the counter to the next 
EPROM location This continues until the MC68705P3 is 
completely programmed at which time the Programmed in- 
dicator LED is lit. The counter is cleared and the loop is 
repeated to verify the programmed data The Verified in- 
dicator LED lights if the programming is correct 

Once the MC68705P3 has been programmed and verified, 
close switch S2 (to remove Vpp and Vihtp) and close 
switch S1 (to Reset) Disconnect +26 V and Vcc- tnen 
remove the MC68705P3 from its socket 



MC6805P2 EMULATION 

The MC68705P3 emulates the MC6805P2, the Mask Op- 
tion Register (MOR), the MC6805P2 and MC6805P4 "exact- 
ly." MC6805P2/P4 mask feature^ are implemented in (MOR) 
EPROM byte on the MC68705P3. There are a few minor ex- 
ceptions to the exactness of emulation which are listed 
below 
1 The MC6805P2 "future ROM" area is implemented in 
the MC68705P3 and these 704 bytes must be left un- 
programmed to accurately simulate the MC6805P2/P4 
(The MC6805P2/P4 reads all zeros from this area.) 
2. The reserved ROM areas in the MC6805P2/P4 and 
MC68705P3 have different data stored in them and this 
data is subject to change without notice The 



MC6805P2 uses the reserved ROM for the self-check 
feature and the MC68705P3 uses this area for the 
bootstrap program. 

3 The MC6805P2 reads all ones in its 48 byte "future 
RAM" area This RAM is not implemented in the 
MC6805P2 mask ROM version, but is implemented in 
the MC68705P3 and MC68705P4. 

4 The Vpp line (pin 6) in the MC68705P3 must be tied to 
Vcc f° r normal operation In the MC6805P2, pin 6 is 
the NUM pin and is grounded in normal operation The 
MC6805P4 uses pin 6 for V$$ which is normally tied to 
Vcc. as Wlth tne MC68705P4 

5 The LVI feature is not available in the MC68705P3 
Processing differences are not presently compatible 
with proper design of this feature in the EPROM ver- 
sion 

6 The function in the Non-User Mode is not identical to 
the MC6805P2/P4 version Therefore, the MC68705P3 
does not function in the MEX6805 Support System In 
normai operation, all pin functions are the same as on 
the MC6805P2/P4 version, except for pin 6 as previous- 
ly noted 

7. The MC6805P4 provides a standby RAM feature which 

is not available on the MC68705P3 
The operation of all other circuitry has been exactly 
duplicated or designed to function exactly the same in both 
devices including Interrupts, Timer, Data Ports, and Data 
Direction Registers (DDRs) A stated design goal has been to 
provide the user with a safe inexpensive way to verify his 
program and system design before committing to a factory 
-programmed ROM 

SOFTWARE 
BIT MANIPULATION 

The MC68705P3 MCU has the ability to set or clear any 
single random-access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT paragraph), with a single instruction (BSET, BCLR) 
Any bit in the page zero memory can be tested, using the 
BRSET and BRCLR instructions and the program branches 
as a result of its state The Carry bit equals the value of the 
bit referenced by BRSET and BRCLR A Rotate instruction 
may then be used to accumulate serial input data in a RAM 
location or register This capability to work with any bit in 
RAM, ROM, or I/O allows the user to have individual flags in 
RAM or to handle I/O bits as control lines The coding exam- 
ple in Figure 21 illustrates the usefulness of the bit manipula- 
tion and test instructions Assume that the MCU is to com- 
municate with an external serial device The external device 



FIGURE 21 - BIT MANIPULATION EXAMPLE 
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has a data ready signal, a data output line, and a clock line to 
clock data one bit at a time, LSB first, out of the device The 
MCU waits until the data is ready, clocks the external device, 
picks up the data in the Carry flag (C-bit), clears the clock 
line, and finally accumulates the data bit in a RAM location 

ADDRESSING MODES 

The MC68705P3 MCU has 10 addressing modes which are 
explained briefly in the following paragraphs For additional 
details and graphical illustrations, refer to the M6805 Family 
Users Manual. 

The term "effective address" (EA) is used in describing the 
addressing modes EA is defined as the address from which 
the argument for an instruction is fetched or stored 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(eg., a constant used to initialize a loop counter) 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction This address area includes all on-chip 
RAM, I/O registers, and 128 bytes of EPROM Direct ad- 
dressing is an effective use of both memory and time 

EXTENDED - In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE — The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the8-bit signed byte following the opcode (the offset) is add- 
ed to the PC, if and only if, the branch condition is true 
Otherwise, control proceeds to the next instruction The 
span of relative addressing is from - 126 to +129 from the 
opcode address The programmer need not worry about 
calculting the correct offset when using the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch 



INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register Thus, this addressing 
mode can access the first 256 memory locations These in- 
structions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequency referenced RAM or I/O location 



INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and unsigned 
byte following the opcode This addressing mode is useful in 
selecting the kth element in an n element table With this 
2-byte instruction, k would typically be in X with the address 
of the beginning of the table in the instruction As such 
tables may begin anywhere within the first 256 addressable 
locations and could extend as far as location 511 ($1FE) 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This address mode can 
be used in a manner similar to indexed, 8-bit offset, except 
that this 3-byte instruction allows tables to be anywhere in 
memory As with Direct and Extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing 

BIT SET/CLEAR — In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction See Caution under the INPUT/OUTPUT 
paragraph 



BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing The bit which is to be tested and the 
condition (set or clear) is included in the opcode, and the 
address of the byte to be tested is in the single byte im- 
mediately following the opcode byte The signed relative 
8-bit offset is in the third byte and is added to the value of the 
PC, if the branch condition is true This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 locations of memory The 
span of branching is from -125 to + 130 from the opcode 
address The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Register See Caution under 
the INPUT/OUTPUT paragraph 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MC68705P3 MCU has a set of 59 basic instructions, 
which when combined with the 10 addressing modes pro- 
duce 207 usable opcodes One operand is either the ac- 
cumulator or the index register The other operand is obtain- 
ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operand Refer to Table 2 
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READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory locat'on or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph) The test for negative or zero (TST) instruc- 
tion is included in the read/ modify/write instructions, 
though it does not perform the write Refer to Table 3 



(see Caution under INPUT/OUTPUT paragraph) One group 
either sets or clears The other group performs the bit and 
test branch operations Refer to Table 5 

CONTROL INSTRUCTIONS -The control instructions 
control the MCU operations during program execution 
Refer to Table 6 



BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met Refer to Table 4 



ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 7 



BIT MANIPULATION INSTRUCTIONS - These instruc- 
tions are used on any bit in the first 256 bytes of the memory 



OPCODE MAP SUMMARY - Table 8 is an opcode map 

for the instructions used on the MCU 











TABLE 2 - REGISTER/ MEMORY INSTRUCTIONS 
















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


n 

Bytes 


n 

Cycles 


Op 
Code 


n 

Bytes 


n 
Cycles 


Op 
Code 


Bytes 


n 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


Bytes 


n 
Cycles 


OP 
Code 


Bytes 


Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 ^ 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


bB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 J 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


C1 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E*5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


~ 


" 




BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 












TABLE 3 - READ/ MODIFY/ WRITE INSTRUCTION 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


n 

Bytes 


it 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


n 

Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


B 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 4 - BRANCH INSTRUCTIONS 



I 



Function 


Mnemonic 


Relative Addressing Mode 


Op 
Code 


# 

Bytes 


# 

Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Half Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF Minus 


BMI 


2B 


2 


4 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


4 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 



TABLE 5 - BIT MANIPULATION INSTRUCTIONS 



Function 


Mnemonic 


Addressing Modes 


Bit Set/ Clear 


Bit Test and Branch 


Op 
Code 


I 

Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


- 


- 


- 


2» n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 + 2 • n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2* n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n (n = 7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 6 - CONTROL INSTRUCTIONS 



Function 


Mnemonic 


Op 
Code 


Inherent 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 
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TABLE 7 - INSTRUCTION SET 



Mnemonic 




























Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 

Set/ 
Clear 


Bit 
TestEr 
Branch 


H 


I 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 










A 






BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 










A 


BRSET 




















X 










A 


BSET 


















X 












• 


BSR 










X 




















• 


CLC 


X 































CU 


X 




























• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 



Condition Code Symbols 



H 


Half Carry (From Bit 3) 


I 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


c 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


• 


Not Affected 


? 


Load CC Register From Stack 


1 


Set 





Clear 



4-915 



MC68705P3 



TABLE 7 - INSTRUCTION SET (CONTINUED) 




Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Testa- 
Branch 


H 


I 


N 


Z 


C 


DEC 


X 




X 






X 


X 












A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 










A 


A 


• 


INC 


X 




X 






X 


X 












A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 






























RTI 


X 
























? 


? 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 































Condition Code Symbols 

H Half Carry (From Bit 3) 

Interrupt Mask 
Negative (Sign Bit) 
Zero 

Carry/ Borrow 

Test and Set if True, Cleared Otherwise 
Not Affected 

Load CC Register From Stack 
Set 
Clear 
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TABLE 8 - M6805 FAMILY INSTRUCTION SET OPCODE MAP 





Bit Manipulation 


Branch 


Raad/Modifv/Wrtte 


Control 


Register/ Mamory 




BTB 


BSC 


REL 


DIR 


INH1AI 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


<x 


S^< 





T 

0001 


2 

0010 


3 

0011 


0100 


5 

0101 


6 

0110 


7 

0111 


8 

1000 


9 

1001 


A 

1010 


B 
1011 


C 
1100 




1101 


e 
mo 


r 
mi 


HI ^*^ 





10 5 
BRSETO 
3 BTB 


7 5 

BSETO 
2 BSC 


4 3 

BRA 
2 REL 


6 
2 


NEG 
DIR 


4 3 
NEGA 

1 INH 


4 3 
NEGX 

1 INH 


; 6 
NEG 

2 1X1 


6 
NEG 


5 
IX 


9 9 

RTI 
1 INH 




T 
JL 


SUB 

IMM 


i 
JL 


SUB 

DIR 


JL 


SUB 

EXT 


6 5 

SUB 
3 1X2 


5 


' 4 
SUB 
1x1 


1 


3 
SUB 

IX 





1 

0001 


10 5 
BRCLRO 
3 BTB 


7 5 
BCLRO 

2 BSC 


4 3 

BRN 
2 REL 












6 6 

RTS 

1 INH 




2 
2 


2 
CMP 

IMM 


4 
2 


3 
CMP 

DIR 


b 
3 


4 

CMP 

EXT 


6 6 

CMP 
3 1X2 


5 
2 


CMP 

1x1 


4 

1 


CMP 

IX 


1 
0001 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 

2 BSC 


4 3 

BHI 
2 REL 
















2 
_2_ 


2 

SBC 

IMM 


4 
2 


SBC 

DIR 


T" 


4 

SBC 

EXT 


6 5 
SBC 

3 1X2 


2 


4 
SBC 
1x1 


T" 
1 


3 

SBC 

IX 


2 
0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 

BLS 

2 REL 


6 
JL 


5 
COM 

PIR 


4 3 

COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 

COM 
2 1X1 


6 
COM 


b 


11 10 

SWI 

1 INH 




2 
2 


2 
CPX 

IMM 


2 


3 
CPX 
DIR 


3 4 

CPX 
3 EXT 


6 b 

CPX 
3 1X2 


5 4 
CPX 

2 1X1 


T 


3 
CPX 

IX 


3 

0011 


4 

0100 


10 5 

BRSET2 
3 BTB 


7 5 

BSET2 
2 BSC 


4 3 

BCC 
2 REI. 


6 
2 


5 
LSR 
DIR 


4 3 

LSRA 

1 INH 


4 3 

LSRX 

1 INH 


7 6 

LSR 

2 1X1 


6 
LSR 

1 


b 






2 
JL 


2 
AND 

IMM 


4 3 

AND 
2 DIR 


5 
_2_ 


4 
AND 

EXT 


6 5 

AND 
3 1X2 


5 
2 


4 
AND 
1x1 


T 
_L 


3 
AND 

IX 


4 

0100 


5 

0101 


16 5 
BRCLR2 
3 BTB 


7 5 

BCLR2 

2 BSC 


4 J 

BCS 
2 REL 
















2 
JL 


2 
BIT 
IMM 


JL 


3 
BIT 

DIR 


5 
JL 


4 

BIT 
EXT 


6 I 

BIT 
3 1X2 


2 


4 
BIT 

1X1 


1 


3 

BIT 

IX 


5 

0101 


6 
0110 


10 5 
BRSET3 
3 BTB 


1 5 
BSET3 

2 BSC 


4 3 

BNE 
2 REL 


6 
JL 


5 
ROR 
DIR 


4 3 

RORA 

1 INH 


4 3 

RORX 

1 INH 


7 6 
ROR 

2 1X1 


6 

ROR 


b 
IX 






2 
2 


2 
LDA 

IMM 


4 
2 


3 
LDA 
DIR 


5 
3 


4 

LDA 

EXT 


6 5 

LDA 
3 1X2 


5 
2 


4 

LDA 

1X1 


^ 3 

LDA 

4- ,x 


6 

0110 


7 
0111 


10 5 
BRCLR3 

3 BTB 


1 5 
BCLR3 

2 BSC 


4 3 

BEQ 

2 REL 


6 
JL 


5 
ASR 
DIR 


4 3 

ASRA 

1 INH 


4 3 

ASRX 

1 . INH 


7 6 

ASR 
2 1X1 


6 

ASR 

1 


b 
IX 




2 2 

TAX 
1 INH 




JL 


A 
STA 
DIR 


JL 


5 
STA 

EXT 


7 5 

STA 
3 1X2 


2 


b 
STA 

1X1 


1 


4 
STA 

IX 


7 

0111 


8 

1000 


To 5 
BRSET4 
3 BTB 


1 5 
BSET4 

2 BSC 


4 3 

BHCC 
2 REL 


6 

l2_ 


5 
LSL 
DIR 


4 3 
LSLA 

1 INH 


4 3 

LSLX 

1 INH 


7 6 
LSL 

2 1X1 


6 

LSL 


b 




2 2 
CLC 

1 INH 


2 
JL 


2 
EOR 

IMM 


4 

JL 


3 
EOR 

DIR 


3 


EOR 

EXT 


6 I 
EOR 

3 1X2 


2 


4 

EOR 

1x1 


T~ 


3 
EOR 

IX 


8 

1000 


9 

1001 


10 5 
BRCLR4 
3 BTB 


7 5 
BCLR4 

2 . • BSC 


4 3 

BHCS 
2 REL 


6 
JL 


5 
ROL 
DIR 


4 3 

ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 

ROL 
2 ixi 


6 
ROL 

i 


b 
IX 




2 2 
SEC 

1 INH 


2 
2 


2 
ADC 

IMM 


4 
2 


3 
ADC 

DIR 


5 
3 


ADC 

EXT 


6 5 
ADC 

3 1X2 


^5 
2 


ADC 

1x1 


1 


3 

ADC 

IX 


9 

1001 


A 

1010 


To 5 
BRSET5 
3 BTB 


1 5 
BSET5 

2 BSC 


4 3 

BPL 

2 REL 


6 

2 


5 
DEC 
DIR 


4 3 

DECA 

1 INH 


4 3 

DECX 

1 INH 


7 6 

DEC 

2 1X1 


6 
DEC 

i 


5 




2 2 
CL! 

1 INH 


T 
2 


2 
ORA 

IMM 


2 


3 
ORA 
DIR 


3 


i 
ORA 

EXT 


6 5 
ORA 

3 1X2 


2 


4 

ORA 

1x1 


1 


ORA 

IX 


A 

1010 


B 

1011 


10 5 
BRCLR5 

3 BTB 


7 5 

BCLR5 
2 BSC 


4 3 

BMI 
? RE !c 














2 2 
SEI 

1 INH 


T 
2 


5 

ADD 

IMM 


"T 

2 


3 
ADD 

DIR 


a 


i 

ADD 

EXT 


S 5 

ADD 
3 1X2 


2 


4 
ADD 

1x1 


1 


3 
ADD 

IX 


B 

1011 


C 

1100 


TO 5 
BRSETK 

3 BIB 


J 1 

BSET6 
2 95C 


3 3 
BMC 

3 HE !c 


6 

_1_ 


5 
INC 
DIR 


4 3 
INCA 

1 INH 


4 3 

INCX 

1 INH 


7 6 

INC 

2 1X1 


6 

INC 


5 

IX 




2 2 

RSP 

1 INH 




3 
2 


2 
JMP 
DIR 


4 
3 


3 
JMP 
EXT 


5 4 

JMP 
3 1X2 


2 


JMP 

ixi 


T 

1 


5 
JMP 

IX 


C 

1100 


D 

1101 


10 5 

BRCLR6 
3 BTB 


1 I 
BCLR6 

2 BSC 


1 3 
BMS 

2 REL 


6 
2 


4 
TST 
DIR 


4 3 

TSTA 

1 INH 


4 3 

TSTX 

1 INH 


7 5 

TST 
2 1X1 


6 

TST 


4 
IX 




2 2 
NOP 

1 INH 


B 
2 


6 
BSR 
REL 


2 


5 
JSR 

DIR 


3 


6 
JSR 

EXT 


9 7 

JSR 
3 1X2 


T 
2 


6 
JSR 
1x1 


T 
1 


5 

JSR 

IX 


D 

1101 


E 

1110 


10 5 
BRSET7 
3 BTB 


7 5 

BSET7 
2 BSC 


4 3 

BIL 

2 REL 












* STOP 

1 INH 




T 
2 


2 
LDX 

IMM 


4 
2 


3 
LDX 

DIR 


T 
3 


i 
LDX 

EXT 


6 5 

LDX 
3 1X2 


T 

2 


4 
LDX 

1x1 


1 


3 
LDX 

IX 


E 

1110 


F 

1111 


10 5 
BRCLR7 
3 BTB 


7 I 

BCLR7 
2 BSC 


4 3 
BIH 

2 REL 


6 
2 


5 
CLR 
DIR 


4 3 

CLRA 

1 INH 


4 3 

CLRX 

1 INH 


7 6 

CLR 
2 1X1 


6 
CLR 

i 


5 
IX 


* 2 

* WAIT 

1 INH 


2 2 
TXA 

1 INH 




T 

2 


d 
STX 
DIR 


3 


5 
STX 

EXT 


? 6 

STX 
3 1X2 


2 


5 
STX 

1x1 


T 

1 


4 
STX 

IX 


F 

1111 



2 
o 



8 

CO 



Abbravtoiont for Addrwt Mode* 



LEGEND 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


1X2 


Indexed, 2 Byte (16-Bit) Offset 



#_of Cycles HMOS Versions . 

Mnemonic - 

Bytes - 

# of Cycles CMOS Versions 





f ^ 




Opcode in Hexadecimal 




1111^J 




^ 


» 


>4 3 


0000-*^ 


"~^^»» Opcode in Binary 




1 /IX 


--^"^ 








/ \ 


Address Mode 



* CMOS Versions Only 




M) MOTOROLA 

SEMICONDUCTORS 

3501 ED BLUESTEIN BLVD., AUSTIN, TEXAS 78721 



Advance Information 



8-BIT EPROM MICROCOMPUTER UNIT WITH A/D 

The MC68705R3 Microcomputer Unit (MCU) is an EPROM member 
of the M6805 Family of low-cost single-chip microcomputers The user 
programmable EPROM allows program changes and lower volume 
applications in comparison to the factory mask programmable versions 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of the mask ROM versions This 
8-bit microcomputer contains a CPU, on-chip CLOCK, EPROM, boot- 
strap ROM, RAM, I/O, A/D Converter, and a TIMER 

Because of these features, the MC68705R3 offers the user an 
economical means of designing an M6805 Family MCU into his system, 
either as a prototype evaluation, as a low-volume production run, or a 
pilot production run 

A comparison table of the key features for several members of the 
M6805 Family is shown on the last page of this data sheet 

HARDWARE FEATURES: 

• 8-Bit Architecture 

• 112 bytes of RAM 

• Memory Mapped I/O 

• 3776 Bytes of User EPROM 

• Internal 8-Bit Timer with 7-Bit Prescaler 

• Programmable Prescaler 

• Programmable Timer Input Modes 

• 4 Vectored Interrupts — External (2), Timer (1), and Software (1) 

• Zero-Cross Detection on INT Input 

• 24 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• 2-to-8 Digital Input Lines 

• A/D Converter 

• 8-Bit Conversion, Monotonic 

• 1-to-4 Multiplexed Analog Inputs 

• ± V2 LSB Quantizing Error 

• ± Vi LSB All Other Errors 

• ±1 LSB Total Error (Max) 

• Ratiometric Conversion 

• On-Chip Clock Generator 

• Master Reset 

• Complete Development System Support on EXORciser® 

• 5 V Single Supply 

• Emulates the MC6805R2 

• Bootstrap Program in ROM Simplifies EPROM Programming 
SOFTWARE 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Registers 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Registers/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to EPROM, RAM, and I/O 



MC68705R3 



HMOS 

(HIGH-DENSITY, N-CHANNEL 

DEPLETION LOAD, 

5 V EPROM PROCESS) 

8-BIT EPROM 
MICROCOMPUTER WITH A/D 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



FIGURE 1 



PIN ASSIGNMENTS 



40 ] PA7 
39 ] PA6 
38 ] PA5 
37 3 PA4 
36 ] PA3 
35 ] PA2 
34 ]PA1 
33 ] PAO 
32 ] PB7 
31 ] PB6 
30 ] PB5 
29 ] PB4 
28 3 PB3 
27 3 PB2 
26 3 PB1 
25 3 p B0 
24 3 PD0/AN0 
23 3 PD1/AN1 
22 3 PD2/AN2 
21 3 PD3/AN3 
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FIGURE 2 - MC68705R3 HMOS MICROCOMPUTER BLOCK DIAGRAM 



TIMER/BOOT 



Prescaler 



Timer/ 
Counter 



Timer Control 



XTAL EXTAL RESET NUM |RT 



i__L 



Oscillator 



flijr 




PDO/ANO 
PD1/AN1 
PD2/AN2 Port 
PD3/AN3 D 
PD4/Vrl ,n P ut 
PD5/Vrh L,nes 
PD6/INT2 
PD7 




PCO 




PC1 




PC2 


Port 


PC3 


C 


PC4 


-I/O 


PC5 


Lines 


PC6 





MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0 3 to +7 


V 


Input Voltage 
EPROM Programming Voltage (Vpp Pin) 
TIMER/BOOT Pin 

Normal Mode 

Bootstrap Programming Mode 
All Others 


Vpp 

V,n 

v BOOT 

V, n 


-0 3 to +22 

-0 3 to +7 
-3 to +15 
-0 3 to +7 


V 

V 
V 
V 


Operating Temperature Range 


T A 


to +50 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 


Tj 


+ 150 


°c 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V, n and V ou t be con- 
strained to the range V$s ^ (V, n or V ut> ^ V CC 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either V$s or Vcc> 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 


*JA 


50 


°C/W 
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POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, m °C can be obtained from 

Tj = Ta+(Pd»*JA> H) 

Where 

T/\s Ambient Temperature, °C 

0jA s Package Thermal Resistance, Junction-to-Ambient, °C/W 

Pd-Pint+pport 

P|NT— 'CC X Vcc Watts — Chip Internal Power 
PpORj=Port Power Dissipation, Watts — User Determined 
For most applications PpORT^PlNT and can be neglected PpORT m av become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pp and Tj (if PpORT is neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives 

K = Pd»(Ta + 273°C) + 0j A «Pd 2 < 3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pp and Tj can be obtained by solving equations ( 1 ) and (2) iteratively for any 
value of t a 



PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS 

(Vcc = 5 25 Vdc ±0 5, Vss = GND < T A = 20 ° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage 


v PP 


20 


21 


22 


V 


Vpp Supply Current 
Vpp-5 25 V 
V PP = 21 V 


lp P 


- 


- 


8 
30 


mA 


Oscillator Frequency 


foscp 


09 


1 


1 1 


MHz 


Bootstrap Programming Mode Voltage (TIMER/ BOOT Pin) @ l|HTP= 1 °0 f»A Max 


VlHTP 


90 


12 


150 


V 



A/D CONVERTER CHARACTERISTICS (V CC 


= +5 25 V ±0 5 Vdc, Vss = GND 


, Ta = 0° to 70° Unless Otherwise Noted) 


Characteristic 


Min 


Typ 


Max 


Unit 


Comments 


Resolution 


8 


8 


8 


Bits 




Non- Linearity 


- 


- 


±1/2 


LSB 


For Vrh = 4 to 5 V and Vrl = V 


Quantizing Error 


- 


- 


±1/2 


LSB 


For Vrh = 4 to 5 V and V RL = V 


Conversion Range 


vrl 




Vrh 


V 




Vrh 


- 


- 


50 


V 


A/D accuracy may decrease proportionately as 

Vrh is reduced below 4 0V The sum of Vrh and 

Vrl must not exceed Vqq 


Vrl 


vss 


— 


02 


V 


Conversion Time 


30 


30 


30 


tcyc 


Includes sampling time 


Monotonicity 


Inherent (within total error) 


Zero Input Reading 


00 


00 


01 


hexadecimal 


V,n = 


Ratiometric Reading 


FF 


FF 


FF 


hexadecimal 


V,n = V RH 


Sample Time 


5 


5 


5 


tcyc 




Sample/ Hold Capacitance, Input 


- 


- 


25 


pF 




Analog Input Voltage 


vrl 


~ 


vrh 


V 


Negative transients on Vrl are not allowed 
at any time during conversion 
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SWITCHING CHARACTERISTICS (Vcc= +5 25 Vdc ±0 5 Vdc, V S s=GND, T A = 0° to 50° unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


f osc 


04 


- 


42 


MHz 


Instruction Cycle Time (4/f osc ) 


tcyc 


950 


- 


10 


f*s 


INT, INT2 or Timer Pulse Width 


tWL- tWH 


tcyc+250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 jtF) 


tRHL 


100 


- 


- 


ms 


INT Zero Crossing Detection Input Frequency (for ±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Duty Cycle (EXTAL) (See Figure 12) 


- 


40 


50 


60 


% 



DC ELECTRICAL CHARACTERISTICS (Vcc- * 5 25 Vdc ±0 5 Vdc, Vss^GND, T A = 0° to 50°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<V C C^5 75) 




40 


- 


vcc 


V 


(V C c<4 75) 




Vcc-0 5 


- 


vcc 




INT (4 75<V C c^5 75) 


V|H 


40 


** 


vcc 


V 


(Vcc<4 75) 




Vcc-0 5 


** 


vcc 




All Other 




20 


- 


vcc 


V 


Input High Voltage (TIMER/ BOOT Pin) 












Timer Mode 


V|H 


20 


- 


vcc 


V 


Bootstrap Programming Mode 




90 


120 


150 


V 


Input Low Voltage 












RESET 




-03 


- 


08 


V 


iNT 


V|L 


-0 3 


** 


1 5 


V 


All Other 




-03 


- 


08 


V 


Internal Power Dissipation (No Port Loading, Vcc = 5 25 V, Ta = 0°C) 


pint 


- 


600 


TBD . 


mW 


Input Capacitance 












EXTAL 


C,n 


- 


25 


- 


PF 


All Other 




- 


10 


- 


pF 


RESET Hysteresis Voltage (See Figure 11) 












Out of Reset Voltage 


V IRES + 


2 1 


- 


40 


V 


Into Reset Voltage 


V IRES- 


08 


- 


20 


V 


Programming Voltage (Vpp Pin) 












Programming EPROM 


Vpp* 


20 


21 


22 


V 


Operating Mode 




40 


vcc 


5 75 


V 


Input Current 












TIMER (V, n = 4 V) 




- 


- 


20 




INT (V in = 4V) 




- 


20 


50 




EXTAL(V, n = 2 4 V to V CC ) 


l.n 


- 


- 


10 


M A 


(V in = 4V) 




- 


- 


-1600 




RESET(V in = 8V) 




-40 


- 


-50 




(External Capacitor Changing Current) 













Vpp is Pin 7 on the MC68705R3 and is connected to Vcc In tne Normal Operating Mode In the MC6805R2, Pin 7 is NUM and is connected to 
V$s m the Normal Operating Mode The user must allow for this difference when emulating the MC6805R2 ROM-based MCU 

**Due to internal biasing, this input (when not used) floats to approximately 2 0V 
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DC PORT ELECTRICAL CHARACTERISTICS <V C c= +5 25 Vdc ±0 5 Vdc, V S s = GND, T A = 0° to 50°C unless otherwise noted) 


Characteristic | Symbol j Min | Typ j Max | Unit 


Port A 


Output Low Voltage, l[_oad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, I Load ^ ~ 10 ° /* A 


voh 


24 


- 


- 


V 


Output High Voltage, iLoad^ -10jtA 


VOH 


35 


- 


- 


V 


Input High Voltage, lLoad = -300 /tA (Max) 


V| H 


20 


- 


v C c 


V 


Input Low Voltage, li_oad- -500 /*A (Max) 


V|L 


-0 3 


- 


08 


V 


Hi-Z State Input Current (V m = 2 V to Vcc> 


llH 


- 


- 


-300 


MA 


Hi-Z State Input Current (V m = -0 3 V to +0 8 V) 


IlL 


- 


- 


-500 


M A 


Port B 


Output Low Voltage, l|_ ad = 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, l|_oad = 10 mA (Sink) 


vol 


- 


- 


1 


V 


Output High Voltage, lLoad = -200/tA 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vq= 1 5 V 


•oh 


-1 


- 


-10 


mA 


Input High Voltage 


Vih 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


Itsi 


- 


2 


20 


#iA 


Port C 


Output Low Voltage, l|_oad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l|_oad = -100/iA 


voh 


24 


_ 


- 


V 


Input High Voltage 


vih 


20 


- 


vcc 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


'tsi 


- 


2 


20 


HA 


Port D (Input Only) 


Input High Voitage 


V|H 


20 


- 


vcc 


V 


Input Low Voltage 


V| L 


-0 3 


- 


08 


V 


Input Current* 


'in 


- 


- 


20 


tiA 



*The A/D conversion resistor (nominal 11 6 kfi) is connected internally between PD5/Vrh a nd PD4/Vri_ 



FIGURE 3 - TTL EQUIVALENT TEST LOAD 
(PORT B) 



9V CC = 5 75V 
MMD6150 I 
or Equiv < 1 5 kG 



Point * J T « ! , 

c^p |i2ko 3 ; MMD ^ 

J ! I or Eqi 



MMD7000 



C = 40pF (total) 



FIGURE 4 - CMOS EQUIVALENT TEST LOAD 
(PORT A) 









^ 30 pF (total) 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc and V SS _ Power is supplied to the MCU using two 
pins Vcc is power and V$S is the ground connection 

INT — This pin allows an external event to asynchronously 
interrupt the processor It can also be used as a polled input 
using the BIL and BIH instructions Refer to INTERRUPTS 
for additional information 

XTAL and EXTAL — These pins provide connections to 
the on-chip clock oscillator circuit A crystal, a resistor, or an 
external signal, depending on the CLK bit (see MASK OP- 
TIONS), is connected to these pins to provide a system clock 
source with various stability/cost tradeoffs Lead lengths 
and stray capacitance on these two pins should be mini- 
mized Refer to INTERNAL CLOCK GENERATOR OPTIONS 
for recommendations about these inputs 

TIMER/BOOT - This pin is used as an external input to 
control the internal timer/circuitry This pin also detects a 
higher voltage level used to initiate the bootstrap program 
(see PROGRAMMING FIRMWARE) Refer to TIMER for 
additional information about the timer circuitry 



RESET — This pin has a Schmitt Trigger inpu t and a n on- 
chip pullup The MCU can be reset by pulling RESET low 
Refer to RESETS for additional information 



Vpp - This pin is used when programming the EPROM 
By applying the programming voltage to this pin, one of the 
requirements is met for programming the EPROM In normal 
operation, this pin is connected to Vcc Refer to PRO- 
GRAMMING FIRMWARE and ELECTRICAL 
CHARACTERISTICS 

INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) - These 32 lines are arranged into four 8-bit ports 
(A, B, C, and D) Ports A, B, and C are programmable as 
either inputs or outputs, under software control of the Data 
Direction Register (DDRs) Port D has up to four analog in- 
puts, plus two voltage refe rence inputs when the A/D is 
used (Vp*H' Vri_), an INT2 input, and from one to eight 
digital inputs All port D lines can be directly read and used 
as binary inputs If any analog input is used, then the voltage 
reference pins (Vrh. Vri_) must be used in the analog 
mode Refer to INPUT/OUTPUT, A/D CONVERTER, and 
INTERRUPTS for additional information 

MEMORY 

As shown in Figure 6, the MCU is capable of addressing 
4096 bytes of memory and I/O registers with its program 
counter The MCU has implemented 4092 bytes of these 
locations This consists of. 3776 bytes of user EPROM, 191 
bytes of bootstrap ROM, 112 bytes of user RAM, and 
EPROM Mask Option Register (MOR), and Program Control 
Register (PCR), seven bytes of I/O, two Timer Registers, a 
Miscellaneous Register, and two A/D Registers. The user 
EPROM is located in two areas The main EPROM area is 
memory locations $080 to $F37. The second area is reserved 
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for eight interrupt/ reset vector bytes at memory locations 
$FF8 to $FFF. The MCU uses 13 of the lowest 16 memory 
locations for program control and I/O features such as ports, 
the port DDRs, the timer, and A/D registers The Mask Op- 
tion Register at memory location $F38 completes the total. 
The 112 bytes of user RAM include up to 31 bytes for the 
stack. 

The shared stack area is used during the processing of in- 
terrupt ana* subroutine calls. The contents of the MCU 
registers are pushed onto the stack in the order shown in 
Figure 7. Since the Stack Pointer decrements during pushes, 
the low order byte (PCD of the Program Counter is stacked 
first; then the higher order four bits (PCH) are stacked. This 
ensures that the program counter is loaded correctly as the 
stack pointer increments when it pulls data from the stack A 
subroutine call causes only the Program Counter (PCL, PCH) 
contents to be pushed onto the stack. 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent centra! pro- 
cessor communicating with I/O and memory via internal 
address, data, and control buses. 

REGISTERS 

The CPU has five registers available to the programmer. 
They are shown in Figure 8 and are explained in the following 
paragraphs. 

ACCUMULATOR {A) - The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of the 
arithmetic calculations or data manipulations. 



INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode. It contains an 
8-bit value that may be added to an instruction value to 
create an effective address. The index register can also be 
used for data manipulations using read/ modify/ write 
instructions The index register may also be used as a tem- 
porary storage area 

PROGRAM COUNTER (PC) - The program counter is a 
12-bit register that contains the address of the next instruc- 
tion to be executed. 



STACK POINTER (SP) - The stack pointer is a 12-bit 
register that contains the address of the next free location on 
the stack. During an MCU reset or the Reset Stack Point 
(RSP) instruction, the stack pointer is set to location $07F. 
The stack pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack The seven most significant bits of the stack point are 
permanently set to 000001 1 Subroutines and interrupts may 
be nested down to location $061 (31 bytes maximum), which 
allows the programmer to use up to 15 levels of subroutine 
calls (less if interrupts are allowed) 

CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state. Each of the five bits is ex- 
plained below 



FIGURE 7 - INTERRUPT STACKING ORDER 
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Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4 

Interrupt (I) — When this bit is set the timer and external 
interrupt (INT) are masked (disabled) If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared 

Negative (N) - When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one) 

Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero 

Carry/ Borrow (C) - When set, this bit indicates that a 
carry or borrow out of the arithmetic logic unit (ALU) occur- 
red during the last arithmetic operation This bit is also af- 
fected during bit test and branch instructions plus shifts and 
rotates 

TIMER 

The MCU timer consists of an 8-bit software program- 
mable counter which is driven by a 7-bit prescaler with 
selectable taps Various timer clock sources may be selected 
ahead of the prescaler and counter The timer selections are 
made via the Timer Control Register (TCR) and/or the Mask 
Option Register (MOR) The TCR also contains the interrupt 
control bits The sections elsewhere entitled TIMER CON- 
TROL REGISTER and MASK OPTIONS include additional 
details on controlling this timer 

The MCU timer circuitry is shown in Figure 9 The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the fciN counter input (output 
of the prescaler option selection) Once the 8-bit counter has 
decremented to zero, it sets the TIR (Timer Interrupt Re- 
quest) bit 7 (b7 of TCR) The TIM (Timer Interrupt Mask) bit 
(b6) can be software set to inhibit the interrupt request, or 
software cleared to pass the interrupt request to the pro- 
cessor When the 1-bit in the Condition Code Register is 
cleared, the processor receives the Timer Interrupt The CPU 
responds to this interrupt by saving the present CPU state on 
the stack, fetching the timer interrupt vector from locations 
$FF8 and $FF9 and executing the interrupt routine The pro- 
cessor is sensitive to the level of the timer interrupt request 
line, therefore if the interrupt is masked, the TIR bit may be 
cleared by software (e g , BCLR) without generating an 
interrupt The TIR bit MUST be cleared, by the timer inter- 
rupt service routine, to cl ear th e timer interrupt register 

The timer interrupt and INT2 share the same interrupt vec- 
tor The interrupt routine thus must check the two request 
bits to determine the source of the interrupt 

The counter continues to count (decrement) after falling 
through to $FF from zero Thus, the counter can be read at 
any time by the processor without disturbing the count This 
allows a program to determine the length of time since the 
occurrence of a timer interrupt and does not disturb the 
counting process 

The clock input to the timer can be from an external 
source (decrementing the counter occurs on a positive tran- 
sition of the external source) applied to the TIMER input pin, 



or it can be the internal </>2 signal When the 4>2 signal is used 
as the source, it can be gated by an input applied to the 
TIMER pin allowing the user to easily perform pulse-width 
measurements (Note When the MOR TOPT bit is set and 
the CLS bit is clear, an ungated <t>2 clock input is obtained by 
tying the TIMER pin to Vcc) The source of the clock input 
is selected via the TCR or the MOR as described later 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescalmg TCR or 
MOR option selects one of eight taps on the 7-bit binary 
divider, the eighth tap bypasses prescalmg To avoid trunca- 
tion errors, the prescaler is cleared when bit b3 of the TCR is 
written to a logic "1" TCR bit b3 always reads as a logic "0" 
to ensure proper operation with read/modify/write instruc- 
tions (bit set and clear for example) 

At Reset, the prescaler and counter are initialized to an all 
"1s" condition, the Timer Interrupt Request bit (TCR, b7) is 
cleared and the Timer Interrupt Request mask (TCR, b6) is 
set TCR bits 60 through b5 are initialized by the correspond- 
ing Mask Option Register (MOR) bits at Reset They are then 
software selectable after Reset 

Note that the timer block diagram in Figure 9 reflects two 
separate timer control configurations a) software controlled 
mode via the Timer Control Register (TCR), and b) MOR 
controlled mode to emulate a mask ROM version with the 
Mask Option Register In the software controlled mode, all 
TCR bits are read/write, except bit b3 which is write-only 
(always reads as a logic "0") In the MOR controlled mode, 
TCR bits b7 and b6 are read/write, bit b3 is write-only, and 
the other five have no effect on a write and read as logic 
"1s" The two configurations provide the user with the 
capability to freely select timer options as well as accurately 
emulate the MC6805R2 mask ROM version In the following 
paragraphs refer to Figure 9 as well as the TIMER CONTROL 
REGISTER and MASK OPTIONS sections 

The TOPT (Timer Option) bit (b6) in the Mask Option 
Register is EPROM programmed to a logical "0" to select the 
software controlled mode, which is described first TCR bits 
b5, b4, b3, b2, b1 , and bO give the program direct control of 
the prescaler and input selection options 

The Timer Prescaler input (fpifsj) can be configured for 
three different operating modes, plus a disable mode, 
depending upon the value written to TCR, control bits b4 
and b5 (TIE and TIN) Refer to TIMER CONTROL REGISTER 
section 

When the TIE and TIN bits are programmed to "0", the 
timer input is from the internal clock (#2) and TIMER input 
pin is disabled The internal clock mode can be used for 
periodic interrupt generation as well as a reference for fre- 
quency and event measurement 

When TIE=1 and TIN = 0, the internal clock and the 
TIMER input pin signals are ANDed to form the timer input 
This mode can be used to measure external pulse widths 
The external pulse simply gates to the internal clock for the 
duration of the pulse. The accuracy of the count in this mode 
is ± one count 

When TIE = and TIN= 1, no f p||\| input is applied to the 
prescaler and the timer is disabled 

When TIE and TIN are both programmed to a "1", the 
timer is from the external clock The external clock can be 
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FIGURE 9 - MC68705R3 TIMER FUNCTIONAL BLOCK DIAGRAM 
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used to count external events as well as provide an external 
frequency for generating periodic interrupts 

Bits bO, t>1, and b2 in the TCR are program controlled to 
choose the appropriate prescaler output. The prescaling 
divides the f pin frequency by 1, 2, 4, etc. in binary multiples 
to 128 producing fciN frequency to the counter The pro- 
cessor cannot write into or read from the prescaler, 
however, the prescaler is set to all "1s" by a write operation 
to TCR, b3 (when bit 3 of the written data equals "1"), 
which allows for truncation-free counting 

The MOR controlled mode of the timer is selected when 
the TOPT (Timer Option) bit (b6) in the MOR is programmed 
to a logical "1" to emulate the MC6805R2 mask- 
programmable prescaler The timer circuits are the same as 
described above, however, the Timer Control Register (TCR) 
is configured differently, as discussed below 

The logical level for the functions of bits bO, b1 , b2, and b5 
in the TCR are all determined at the time of EPROM pro- 
gramming They are controlled by corresponding bits within 
the Mask Option Register (MOR, $F38) The value program- 
med into MOR bits bO, b1, b2, and b5 controls the prescaler 
division and the timer clock selection. Bit b4 (TIE) is set to a 
logical "1" in the MOR controlled mode (When read by soft- 
ware, these five TCR bits always read as logical "1s" ) As in 
the software programmable configuration, the TIM (b6) and 
TIR (b7) bits of the TCR are controlled by the counter and 
software as described above and in the TIMER CONTROL 
REGISTER section. Bit b3 of the TCR, in the MOR controlled 
mode, always reads as a logical "0" and can be written to a 
logical "1" to clear the prescaler. The MOR controlled mode 
is designed to exactly emulate the MC6805R2 which has only 
TIM, TIR, and PSC in the TCR and has the prescaler options 
defined as manufacturing mask options 

RESETS 

The MCU can be reset in tw o ways by initial power-up, 
and by the external reset input (RESET) Up on pow er-up, a 
delay of tRHL is needed before allowing the RESET input to 
go high This time allows the internal cl ock ge nerator to 
stabilize Connecting a capacitor to the RESET input, as 
shown in Figure 10, typically provides s ufficien t delay 

The internal circuit connected to t he RES ET pin consists 
of a Schmitt trigger which senses the RESET line logic level 



FIGURE 10 - POWER-UP RESET DELAY CIRCUIT 
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The Schmitt trigger provides an inte rnal reset voltage when 
it senses logical "0" on the RESET pin During power-up, 
the Sch mitt trigger switches on (removes reset) when the 
RESET pin voltage rises to Vires + When the RESET pin 
voltage falls to a logical "0" for a period longer than one 
t C y C , the Schmitt trigger switches off to provide an internal 
reset voltage The "switch off" voltage occurs at Vires — 
A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 11 See Figure 15 for the complete reset sequence 



FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 
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INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs The Mask 
Option Register (EPROM) is programmed to select crystal or 
resistor operation The oscillator frequency is internally 
divided by four to produce the internal system clocks 

The different connection methods are shown in Figure 12 
Crystal specifications are given in Figure 13 A resistor selec- 
tion graph is given in Figure 14 

The crystal oscillator start-up time is a function of many 
variables crystal parameters (especially R s ), oscillator load 
capacitances, IC parameters, ambient temperature, and 
supply voltage To ensure rapid oscillator start-up neither the 
crystal characteristics nor the load capacitances should ex- 
ceed recommendations 

BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to fetch data from an external device and 
transfer it into the MC68705R3 EPROM The bootstrap pro- 
gram provides timing of programming pulses, timing of Vpp 
input, and verification after programming See PROGRAM- 
MING FIRMWARE section 

MASK QPTION REGISTER (MOR) 

The Mask Option Register is an 8-bit user programmed 
(EPROM) register in which six of the bits are used Bits in 
this register are used to select the type of system clock, the 
timer option, the timer/prescaler clock source, and the 
prescaler option It is fully described in the MASK OPTIONS 
section 
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FIGURE 12 - CLOCK GENERATOR OPTIONS 



6^ 

(See Note 2) CD 

CL EE 


XTAL 

MC68705R3 
EXTAL MCU 

(Crystal Option, MOR 
b7 = 0, See Note 1) 







6 


XTAL 
EXTAL 


MC68705R3 

MCU 
(RC Option, 
MOR b7=1) 


5 





Crystal 



Approximately 25% Accuracy 

Typical tcYC = 1 25 /*s 

External Jumper 



6 



External — 

Clock §. 

Input 



1 



XTAL 

MC68705R3 
EXTAL MCU 

(Crystal Option, 
MOR b7 = 0) 



External Clock 



A v C c 


XTAL 




R 
e Fig 14) 5 

No 
Connection 


EXTAL 


MC68705R3 

MCU 
(RC Option, 
MOR b7=1) 



Approximately 10% Accuracy 

External Resistor 
(Excludes Resistor Tolerance) 

When the TIMER/BOOT input pin is in the VmTP range (in the bootstrap EPROM programming mode), the crystal option is forced When 
the TIMER/BOOT input is at or below Vqc- tne clock generator option is determined by bit 7 of the Mask Option Register (CLK) 
The recommended C\_ value with a 4 MHz crystal is 27 pF maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin should 
be scaled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and approximately 
25 pF on XTAL The exact value depends on the Motional-Arm parameters of the crystal used 



FIGURE 13 - CRYSTAL MOTIONAL-ARM 
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FIGURE 14 - TYPICAL FREQUENCY SELECTION 
FOR RESISTOR OSCILLATOR OPTION 
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INTERRUPTS 

The MCU can be interrupted four different ways through 
the external interrupt (INT) input pin, the in ternal timer inter- 
rupt request, the external Port C bit 6 (INT2) input pin, or the 
software interrupt instruction (SWI) When any interrupt oc- 
curs the current instruction (including SWI) is completed, 
processing is suspended, the present CPU state is pushed 
onto the stack, the interrupt bit (I) in the Condition 
Code Register is set, the address of the interrupt routine is 
obtained from the appropriate interrupt vector address, and 
the interrupt routine is executed Stacking the CPU register, 
setting the l-bit, and vector fetching require a total of 1 1 t cvc 
periods for completion A flowchart of the interrupt se- 
quence is shown in Figure 15 The interrupt service routine 
must end with a return from interrupt (RTI) instruction which 
allows the MCU to resume processing of the program prior 
to the interrupt (by unstackmg the previous CPU state) 
Table 1 provides a listing of the interrupts, their priority, and 
the address of the vector which contains the starting address 
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of the appropriate interrupt service routine The interrupt 
priority applies to those pendin g when the CPU is ready to 
accept a new interrupt (RESET is listed in Table 1 because it 
is treated as an interrupt However, it is not normally used as 
an interrupt ) When the interrupt mask bit in the Condition 
Code Register is set the interrupt is latched for later interrupt 
execution 

Note 
The timer and INT2 share the same vector address The 
interrupt routine must determine the source by examining 
the interrupt request bits (TCR b7 and MR b7) Both TCR b7 
and MR b7 can only be written to "0" by software 



The external interrupt, INT and INT2, are synchronized 
and t hen latched on the falling edge of the input signal The 
INT2 interrupt has an interrupt request bit (bit 7) and a mask 
bit (bit 6) locat ed in t he Miscellaneous Register (MR), refer to 
Figure 18 The IN T2 interrupt is inhibited when the mask bit 
is se t The INT2 is always read as a digital input on Port D 
The INT2 and timer interrupt request bits, if set, cause the 
MCU to process an interrupt when the condition code l-bit is 
clear 



A sinusoidal input signl (f||\jT maximum) can be used to 
generate an external interrupt, as shown in Figure 16a, for 
use as a Zero-Crossing Detector. This allows applications 
such as servicing time-of-day routines and engag- 
ing/disengaging AC power control devices Off-chip full 
wave rectification provides an interrupt at every zero cross- 
ing of the AC signal and thereby provide a 2f clock. For 
digital application the INT pin can be driven by a digital signal 
at a maximum period of twi_ as shown in Figure 16b 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state of the l-bit in the 
Condition Code Register. SWI's are usually used as break- 
points for debugging or as system calls 

TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 


1 


$FFE and $FFF 


SWI 


2* 


$FFC and $FFD 


INT 


3 


$FFA and $FFB 


TIMER/INT2 


4 


$FF8 and $FF9 



* Priority 2 applies only when the l-bit in the Condition Code 
Register is set (as when a service routine is occurring) When I = 
and all interrupts are being accepted, SWI has a priority of 4 (like 
any other instruction) The priority of INT thus becomes 2 and the 
timer becomes 3 



FIGURE 16 - TYPICAL INTERRUPT CIRCUITS 
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INPUT/OUTPUT 

There are 32 input/ output pins The INT pin may be polled 
with branch instructions to provide an additional input pin 
All pins on ports A, B, and C are programmable as either in- 
puts or outputs under software control of the corresponding 
Data Direction Register (DDR). The port I/O programming is 
accomplished by writing the corresponding bit in the port 
DDR to a logic "1" for output or a logic "0" for input. On 
Reset all the DDRs are initialized to a logic "0" state, placing 
the ports in the input mode. The port output registers are not 
initialized on Reset and should be initialized by software 
before changing the DDRs from input to output When pro- 
grammed as outputs, all output ports read latched output 
data, regardless of the logic levels at the output pin due to 
output loading, refer to Figure 17 

All input/ output lines are TTL compatible as both inputs 
and outputs Port A lines are CMOS compatible as outputs 
while port B, C, and D lines are CMOS compatible as inputs 
Port D lines are input only, thus, there is no corresponding 
DDR When programmed as outputs, port B is capable of 
sinking 10 milhamperes and sourcing 1 milhampere on each 
pin. 

Port D pr ovides the multiplexed analog inputs, reference 
voltage, and INT2 All of these lines are shared with the port 
D digital inputs Port D may always be used as digital inputs 
and may also be used as analog inputs The Vrl and Vrh 
lines (PD4 and PD5) are internally connected to the A/D 



resistor Analog inputs may be prescaled to attain the Vrl to 
Vrh recommended input voltage 

The memory map in Figure 6 gives the addresses of data 
registers and DDRs The register configuration is provided in 
Figure 18 Figure 19 provides some example of port connec- 
tions 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006) 
A read operation on these registers is undefined Since 
BSET and BCLR are read/ modify/ write in function, 
they cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set) It is recommended 
that all DDR bits in a port must be written using a 
single-store instruction 

The latched output data bit (see Figure 17) may always be 
written Therefore, any write to a port writes all of its data 
bits even though the port DDR is set to input This may be 
used to initialize the data register and avoid undefined out- 
puts, however, care must be exercised when using 
read/ modify/ write instruction since the data read cor- 
responds to the pin level if the DDR is an input (0) and cor- 
responds to the latched output data when the DDR is an out- 
put (1) 



FIGURE 17 - TYPICAL PORT I/O CIRCUITRY 
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*DDR is a write-only register and reads as all Vs 

**Ports A (with CMOS drive disabled), B, and C are three state 

ports Port A has optional internal pullup devices to provide CMOS 
dnve capability See Electrical Characteristics tables for complete 

information 
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FIGURE 18 - MCU REGISTER CONFIGURATION 



PORT DATA DIRECTION REGISTER (DDR) 
7 



PORT DATA REGISTER 



(1) Write Only, reads as all 1s 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
PortC Addr=$006 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$0O2 
Port D Addr=$003 



TIMER DATA REGISTER (TDR) 



MSB 



LSB $008 



MISCELLANEOUS REGISTER (MR) 
7 6 

| | | 1 1 1 1 1 1 | $00A 

Bit 7-INT2 Interrupt R eques t Bit Set when falling 
edge detected on INT2 pin, must be cleared by 
softw are Cleared by to Reset 

BH6-INT2 Interrupt Mask Bit 1 = INT2 Interrupt 
masked (disabled) Set to 1 by Reset 

Bits 5, 4, 3, 2, 1, 0-Read as 1s- unused bits 



A/D CONTROL REGISTER (ACR) 

2 1 

I I l$00E 



1 1 



1 



1 



Bit 7- Conversion Complete Status Flag Set when con- 
version is complete, Cleared only on a write to 
ACR, readable, not writable 

Bits 2, 1, 0-A/D Input Mux Selection (see Table 2) 

Bits 6, 5, 4, 3- read as 1s- unused bits 



A/D RESULT REGISTER (ARR) 

7 

I MSB 



LSB | $00F 



TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 

«• 

See detail description in TIMER CONTROL REGISTER 



MASK OPTION REGISTER (MOR) 
7 6 5 4 3 2 1 

I I I I I I I I I ™ 

See detail description in MASK OPTIONS section 

PROGRAMMING CONTROL REGISTER (PCR) 
7 3 2 10 



HO 



See detail description in ON-CHIP PROGRAMMING 
HARDWARE section 
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FIGURE 19 - TYPICAL PORT CONNECTIONS 
a. Output Modes 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PAO 



- (CMOS Loads) 



Port A Bit 7 Programmed as Output Driving 
CMOS Loads and Bit 4 one TTL Load Directly 
(Using CMOS Output Openon) 





Port B, Bit and Bit 1 Programmed as Output, Dnv 
ing LEDs Directly 



b. Input Modes 



~£H 



MC74LS04 (Typical) 



-i>- 



PA7 
PA6 
PA5 
PA4 
PA3 



TTL Driving Port A Directly 



14069 ^* 



MC14069 
(Typical) 



4LS04 U^ 



16 


PC7 


15 


PC6 


14 


PC5 


13 


PC4 


12 


PC3 


11 


PC2 


10 


PC1 


9 


PCO 



MC74LS04 
(Typical) -v^-v 

CMOS and TTL Driving Port C Directly 



2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




CMOS Inverter 

MC 14049/ 14069 

(Typical) 



Port C, Bits 0-3 Programmed as Output, Driving 
CMOS Loads, Using External Pjllup Resistors 



~DH 



MC74LS04 or MC14069 
(Typical) 



-£>-: 



PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



CMOS or TTL Driving Port B Directly 
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23 
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AN3-* 


21 


o v — 


20 


+ 5 V — 


19 


s^ 


18 


^*°1 


17 








PDO. ANO 
PD1/AN1 
PD2/AN2 
PD3-AN3 

VRL 
VRH 

PD6/INT2 
PD7 



Port D used as 4-Channel A/D Input with Bit 7 t 
as CMOS Digital Input 
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ANALOG-TO-DIGITAL CONVERTER (A/D) - The MCU 

has an 8-bit A/D converter implemented on the chip using a 
successive approximation technique, as shown in Figure 20 
Up to four external analog inputs, via port D, are connected 
to the A/D through a multiplexer Four internal analog 
signals may be selected for calibration purposes (Vrh, 
VRH/2- v RH/4- and Vrl) 

The multiplexer selection is controlled by the A/D Control 
Register (ACR) bits 0, 1, and 2, see Table 2 This register is 
cleared during any Reset condition Refer to Figure 18 for 
Register Configuration 

Whenever the ACR is written, the conversion in progress 
is aborted, the conversion complete flag (ACR bit 7) is 
cleared, and the selected input is sampled and held 
internally 

The converter operates continuously using 30 machine 
cycles to complete a conversion of the sampled analog input 
When conversion is complete, the digitized sample or digital 
value is placed in the A/D Result Register (ARR), the conver- 



sion complete flag is set, the selected input is sampled again, 
and a new conversion is started 

The A/D is ratiometric Two reference voltages (Vrh and 
Vri_) are supplied to the converter via port D pins An input 
voltage equal to Vrh converts to $FF (full scale) and an in- 
put voltage equal to Vrj_ converts $00 An input voltage 
greater than Vrh converts to $FF and no overflow indication 
is provided For ratiometric conversions, the source of each 
analog input should use Vrh as the supply voltage and be 
referenced to Vrl 

Caution 
This device contains circuitry to protect the inputs 
against damage due to high static voltages or electric 
fields, however, the design of the input circuitry for 
the analog reference voltage pins (19 and 20) does not 
offer the SAME level of protection Precautions 
should be taken to avoid applications of any voltage 
higher than maximum-rated voltage or handled in any 
environment producing high-static voltages 



l 



FIGURE 20 - A/D BLOCK DIAGRAM 



Vrh. 
Vrl- 



PD0/AN0 
PD1/AN1 
PD2/AN2 — 
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TABLE 2 - A/D INPUT MUX SELECTION 



A/D Control Register 


Input Selected 


ACR2 


ACR1 


ACRC 











AN0 








1 


AN1 





1 





AN2 





1 


1 


AN3 


1 








vrh* 


1 





1 


vrl* 


1 
1 


1 
1 




1 


VRH/4* 

Vrh/2* 



* Internal (Calibration) levels 
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TIMER CONTROL REGISTER (TCR) 

The configuration of the TCR is determined by the logic 
level of bit 6 (Timer Option, TOPT) in the Mask Option 
Register (MOR). Two configurations of the TCR are shown 
below, one for TOPT=1 and the other for TOPT = 
TOPT=1 configures the TCR to emulate the MC6805R2. 
When TOPT = 0, it provides software control of the TCR 
When TOPT= 1, the prescaler "mask" options are user pro- 
grammable via the MOR. A description of each TCR bit is 
provided below (also see Figure 9 and TIMER section) 



Timer Control 
Register $009 



TCR with MOR TOPT=1 (MC6805R2 Emulation) 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


TIR 


TIM 


1 


1 


PSC* 


1 


1 


1 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


TIR 


TIM 


TIN 


TIE 


PSC* 


PS2 


PS1 


PSO 



Timer Control 
Register $009 



TCR with MOR TOPT = (Software Programmable Timer) 
* = write only, reads as a zero 



b7, TIR Timer Interrupt Request— Used to initiate the 
timer interrupt or signal a timer Data Register 
underflow when it is a logical "1" 
1 = Set when the Timer Data Register changes 

to all zeros 
0= Cleared by external reset or under program 

control 

b6, TIM Timer Interrupt Mask- Used to inhibit the 
timer interrupt, to the processor, when it is a 
logical "1" 
1 = Set by an external reset or under program 

control. 
0= Cleared under program control 

b5, TIN External or Internal- Selects the input clock 
source to be either the external TIMER pin (8) 
or the internal <f>2 

1 = Selects the external clock source 
0= Selects the internal <f>2 (f0SC-*"4) 

b4, TIE External Enable- Used to enable the external 
TIMER pin (8) or to enable the internal clock (if 
TIN = 0) regardless of the external timer pin 
state (disables gated clock feature). When 
TOPT= 1, TIE is always a logical "1" 
1 = Enables external timer pin 
0= Disables external timer pin. 



TIN-TIE Modes 



TIN TIE 


CLOCK 




1 

1 
1 1 


Internal Clock (<f>2) 

Gated (AND) of External and 

Internal Clocks 

No Clock 

External Clock 



b3, PSC 



b2, PS2 
b1, PS1 

bO, PSO 



Prescaler Clear— This is a write-only bit It reads 

as a logical zero so the BSET and BCLR on the 

TCR function correctly Writing a "1" into PSC 

generates a pulse which clears the prescaler 

Prescaler Select- These bits are decoded 

to select one of eight taps on the timer 

prescaler 

The table shows the prescaler division resulting 

from decoding these bits 



PS2 


PS1 


PSO 


Prescaler Division 











1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 

1 




1 


64 
128 



Note 

When changing the PS2-0 bits in software, the PSC 
bit should be written to a "1" in the same write cycle 
to clear the prescaler Changing the PS bits without 
clearing the prescaler may cause an extraneous toggle 
of the Timer Data Register 
MASK OPTIONS 

The MC68705R3 Mask Option Register is implemented in 
EPROM Like all other EPROM bytes, the MOR contains all 
zeros prior to programming 

When used to emulate the MC6805R2, five of the eight 
MOR bits are used in conjunction with the prescaler Of the 
remaining, the b7 bit is used to select the type of clock 
oscillator and bits b3 and b4 are not used Bits bO, b1 , and b2 
determine the division the Timer prescaler Bit b5 determines 
the Timer clock source The value of the TOPT bit (b6) is pro- 
grammed to configure the TCR (a logic "1" for MC6805R2 
emulation) 

If the MOR Timer Option (TOPT) bit is a 0, bits b5, b4, b2, 
b1, and bO set the initial value of their respective TCP bits 
during reset After initialization the TCR is software con- 
trollable 
A description of the MOR bits is as follows 



b7 b6 



b5 



b4 



b3 b2 b1 bO Mask Option 



CLK TOPT CLS 



P2 



P1 P0 Register $F38 



b7, CLK Clock Oscillator Type 

1 = RC 

0= Crystal 

Note 
Vintp on the TIMER/ BOOT pin (8) forces the crystal mode 

b6, TOPT Timer Option 

1 = MC6805R2 type timer/ prescaler All bits, 
except 3, 6, and 7, of the Timer Control 
Register (TRC) are invisible to the user 
Bits 5, 2, 1, and of the Mask Option 
Register determine the equivalent 
MC6805R2 mask options 
0= All TCR bits are implemented as a Soft- 
ware Programmable Timer. The state of 
bits 5, 4, 2, 1 , and set the initial values of 
their respective TCR bits (TCR is then soft- 
ware controlled after initialization) 
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65, CLS Timer/ Prescaler Clock Source 

1 = External TIMER pin 

0= Internal <f>2 
b4 Not used if MOR TOPT= 1 (MC6805R2 emulation) 

Sets initial value of TCR TIE if MOR TOPT = 
b3 Not used 

b2, P2 Prescaler Option -the logical levels of these 

t>1, P1 bits, when decoded, select one of eight taps 

bO, P0 on the timer prescaler The table below shows 

the division resulting from decoding combina- 
tions of these three bits 



b1, PGE 



P2 


P1 


P0 


Prescaler Division 











1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 
1 




1 


64 
128 



Two examples for programming the MOR are discussed 

below 

Example 1 To emulate an MC6805R2 to verfiy your pro- 
gram with an RC oscillator, and an event count 
input for the timer with no prescalmg, the MOR 
would be set to "1 1 1 1 1000" To write the MOR, 
it is simply programmed as any other EPROM 
byte 

Example 2 Suppose you wish to use the MC68705R3 pro- 
grammable prescaler functions, and you wish 
the initial condition of the prescaler to be divid- 
ed by 64, with the input disabled and an internal 
clock source If the clock oscillator was to be in 
the crystal mode, the MOR would be set to 
"00001110" 

ON-CHIP PROGRAMMING HARDWARE 

The Programming Control Register (PCR) at location $00B 
is an 8-bit register which utilizes the three LSBs (the five 
MSBs are set to logic "1s") This register provides the 
necessary control bits to allow programming the MC68705R3 
EPROM The bootstrap program manipulates the PCR when 
programming so that users need not be concerned with the 
PCR in most applications A description of each bit follows 



b3 



Programming 
bO Control 



1 VPON PGE PLE Register $00B 



bO, PLE Programming Latch Enable- When cleared this 
bit allows the address and data to be latched in- 
to the EPROM When this bit is set, data can be 
read from the EPROM 
1 = (set) read EPROM 
0= (clear) latch address and data into 

EPROM (read disabled) 

PLE is set during a Reset, but may be cleared 
any time Howeve r, its effect on the EPROM is 
inhibited if VPON is a logic "1" 



Program Enable- When clear ed, P GE enables 
programming of the EPR OM . PGE can only be 
cleared if PLE is cleared PGE must be set when 
changing the address and data, i.e., setting up 
the byte to be programmed 

1 = (set) inhibit EPROM programming 

0= (clear) enable EPROM programming (if 

PLE is low) 

PGE is set during a Reset, howev er, it has not 
effect on EPROM circuits if VPON is a logic "1" 



b2, VPON ( Vpp ON) - VPON is a read-only bit and when at 
a logic "0" it indicates that a "high voltage" is 
present at the Vpp pin 

1 = no "high voltage" on Vpp pin 

0= "high voltage" on Vpp pin 

VPON being "1" "disconnects" PGE and PLE 
from the rest of the chip, preventing accidental 
clearing of these bits from effecting the normal 
operating mode 

Note 

VPON being "0" does not indicate that the Vpp 
level is correct for programming It is used as a 
safety interlock for the user in the normal 
operating mode 

The Programming Control Register functions 
are shown below 



VPON 


PGE 


PLE 


Programming Conditions 











Programming mode (program EPROM byte) 


1 








PGE and PLE disabled from system 





1 





Programming disabled (latch address and 
data in EPROM) 


1 


1 





PGE and PLE disabled from system 








1 


Invalid state, PGE = iff PLE = 


1 





1 


Invalid state, PGE = iff PLE = 




1 


1 
1 


1 
1 


"High voltage" on Vpp 
PGE and PLE disabled from system 
(Operating Mode) 



ERASING THE EPROM 

The MC68705R3 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 
2537 A The recommended integrated does (UV intensity x 
exposure time) is 15 Ws/cm 2 . The lamps should be used 
without shortwave filters and the MC68705R3 should be 
positioned about one inch from the UV tubes Ultraviolet 
erasure clears all bits of the MC68705R3 EPROM to the "0" 
state Data is then entered by programming "1s" into the 
desired bit locations 

Caution 

Be sure that the EPROM window is shielded from light 
except when erasing This protects both the EPROM 
and light-sensitive nodes 

PROGRAMMING FIRMWARE 

The MC68705R3 has 191 bytes of mask ROM containing a 
bootstrap program which can be used to program the 



4-936 



MC68705R3 



MC68705R3 EPROM The vector at addresses $FF6 and $FF7 
is used to start executing the program This vector is fetched 
when V|HTP »s applie d to pi n 8 (TIMER/BOOT pin) of the 
MC68705R3 and the RESET pin is allowed to rise above 
V|RES + Figure 21 provides a schematic diagram of a circuit 
and a summary of programming steps which can be used to 
program the EPROM in the MC68705R3 

PROGRAMMING STEPS 

The MCM2532 UV EPROM must first be programmed with 
an exact duplicate of the information that is to be transferred 
to the MC68705R3 Non-EPROM addresses are ignored by 
the bootstrap Since the MC68705R3 and the MCM2532 are 
to be inserted and removed from the circuit they should be 
mounted in sockets In addition, the precaution below must 
be observed (refer to Figure 21) 
Caution 
Be sure S1 and S2 are closed and Vqc and + 26 V are 
not applied when inserting the MC68705R3 and 
MC M24332 into their respective sockets This ensures 
that RESET is held low while inserting the devices 
When ready to program the MC68705R3 it is only 
necessary to provide Vcc an d +26 V, open switch S2 (to 



apply Vpp and VmTp) a nd tn © n °Pen S1 (to remove Reset) 
Once the voltages are applied and both S2 and S1 are open, 
the CLEAR output control line (PBA) goes high and then 
low, then th e 12-bit c ounter (MC14040B) is clocked by the 
PB3 output (COUNT) The counter selects the MCM2532 
EPROM byte which is to load the equivalent MC68705R3 
EPROM byte selected by t he boot strap program Once the 
EPROM location is loaded, COUNT clocks the counter to the 
next EPROM location This continues until the MC68705R3 
is completely programmed at which time the Programmed 
indicator LED is lit The counter is cleared and the loop is 
repeated to verify the programmed data The Verified in- 
dicator LED lights if the programming is correct 

Once the MC68705R3 has been programmed and verified, 
close switch S2 (to remove Vpp and V|HTP) ar| d close 
switch S1 (to Reset) Disconnect +26 V and Vcc. then 
remove the MC68705R3 from its socket 



MC6805R2 EMULATION 

The MC68705R3 emulates the MC6805R2 "exactly " 
MC6805R2 mask features are implemented in the Mask Op- 
tion Register (MOR) EPROM byte on the MC68705R3 There 




FIGURE 21 - PROGRAMMING CONNECTIONS SCHEMATIC DIAGRAM 
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Summary of Programming Steps 

1 When plugging in the MC68705R3 or the MCM2532 be sure that S1 and S2 are closed and that Vcc and +26 V are not applied 

2 To initiate programming, be sure S1 is closed, S2 is closed and Vcc and +26 V are applied Then open S2, followed by S1 

3 Before removing the MC68705R3, first close S2 and then close S1 Disconnect Vcc and +26 V then remove the MC68705R3 
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are a few minor exceptions to the exactness of emulation 
which are listed below. 

1. The MC6805R2 "future ROM" area is implemented in 
the MC68705R3 and these 1728 bytes must be left un- 
programmed to accurately simulate the MC6805R2. 
(The MC6805R2 reads all zeros from this area.) 

2. The reserved ROM areas in the MC6805R2 and 
MC68705R3 have different data stored in them and this 
data is subject to change without notice The 
MC6805R2 uses the reserved ROM for the Self-Check 
feature and the MC68705R3 uses this area for the 
bootstrap program 

3. The MC6805R2 reads all ones in its 48 byte "future 
RAM" area. This RAM is not implemented in the 
MC6805R2 mask ROM version, but is implemented in 
the MC68705R3 

4. The Vpp line (pin 7) in the MC68705R3 must be tied to 
Vcc for normal operation In the MC6805R2, pin 7 is 
the NUM pin and is grounded in normal operation 

5 The LVI feature is not available in the MC68705R3 
Processing differences are not presently compatible 
with proper design of this feature in the EPROM ver- 
sion. 

6 The function in the Non-User Mode is not identical to 
the MC6805R2 version Therefore, the MC68705R3 
does not function in the MEX6805 Support System In 
normal operation, all pin functions are the same as on 
the MC6805R2 version, except for pin 7 as previously 
noted 

The operation of all other circuitry has been exactly 
duplicated or designed to function exactly the same way in 
both devics including Interrupts, Timer, Data Ports, and 
Data Direction Registers (DDRs) A stated design goal has 
been to provide the user with a safe inexpensive way to 
verify his program and system design before committing to a 
factory programmed ROM 



SOFTWARE 

BIT MANIPULATION 

The MCU has the ability to set or clear any single random- 
access memory or input/ output bit (except the Data Direc- 
tion Register, see Caution under INPUT/OUTPUT 
paragraph), with a single instruction (BSET, BCLR) Any bit 
in the page zero memory can be tested, using the BRSET 
and BRCLR instructions, and the program branches as a 
result of its state The Carry bit equals the value of the bit 
referenced by BRSET and BRCLR A Rotate instruction may 
then be used to accumulate serial input data in a RAM loca- 



tion or register This capability to work with any bit in RAM, 
ROM., or I/O allows the user to have individual flags in RAM 
or to handle I/O bits as control lines The coding example in 
Figure 22 illustrates the usefulness of the bit manipulation 
and test instructions. Assume that the MCU is to com- 
municate with an external serial device. The external device 
has a data ready signal, a data output line, and a clock line to 
clock data one bit at a time, LSB first, out of the device The 
MCU waits until the data is ready, clocks the external device, 
picks up the data in the Carry flage (C-bit), clears the clock 
line, and finally accumulates the data bit in a RAM location 

ADDRESSING MODES 

The MCU has 10 addressing modes which are explained 
briefly in the following paragraphs For additional details and 
graphical illustrations, refer to the M6805 Family User 
Manual 

The term "effective address" (EA) is used in describing the 
addressing modes EA is defined as the address from which 
the argument for an instruction is fetched or stored 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(e g , a constant used to initialize a loop counter) 

DIRECT - In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction This address area includes all on-chip 
RAM, I/O registers, and 128 bytes of EPROM Direct ad- 
dressing is an effective use of both memory and time 

EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE — The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the8-bit signed byte following the opcode (the offset) is add- 
ed to the PC, if and only if, the branch condition is true 
Otherwise, control proceeds to the next instruction The 



FIGURE 22 - BIT MANIPULATION EXAMPLE 
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span of relative addressing is from —126 to + 129 from the 
opcode address The programmer need not worry about 
calculating the correct offset when using the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch 

INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register Thus, this addressing 
mode can access the first 256 memory locations These in- 
structions are only one byte long. This mode is often used to 
move a pointer through a table or to hold the address of a 
frequency referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and unsigned 
byte following the opcode This addressing mode is useful in 
selecting the kth element in an n element table With this 
2-byte instruction, k would typically be in X with the address 
of the beginning of the table in the instruction As such 
tables may begin anywhere within the first 256 addressable 
locations and could extend as far as location 511 ($1FE) 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This address mode can 
be used in a manner similar to indexed, 8-bit offset, except 
that this 3-byte instruction allows tables to be anywhere in 
memory As with Direct and Extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing 

BIT SET/ CLEAR — In the bit set/ clear addressing mode, 
the bit to be set or cleared is part of the opcode and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction See Caution under the INPUT/OUTPUT 
paragraph 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing The bit which is to be tested and the 
condition (set or clear) is included in the opcode, and the 
address of the byte to be tested is in the single byte im- 
mediately following the opcode byte The signed relative 
8-bit offset is in the third byte and is added to the value of the 
PC, if the branch condition is true This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 locations of memory The 
span of branching is from —125 to + 130 from the opcode 



address. The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Register. See Caution under 
the INPUT/OUTPUT paragraph 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode. These instructions are 
one byte long 

INSTRUCTION SET 

The MCU has a set of 59 basic instructions, which when 
combined with the 10 addressing modes produce 207 usable 
opcodes They can be divided into five different types- 
register/ memory, read/ modify/ write, branch, bit manipula- 
tion, and control The following paragraphs briefly explain 
each type All the instructions within a given type are 
presented in individual tables 

REGISTERS/MEMORY INSTRUCTIONS - Most of 
these instructions use two operands One operand is either 
the accumulator or the index register The other operand is 
obtained from memory using one of the addressing modes. 
The jump unconditional (JMP) and jump to subroutine (JSR) 
instructions have no register operand. Refer to Table 3 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph) The test for negative or zero (TST) instruc- 
tion is included in the read/ modify/ write instructions, 
though it does not perform the write. Refer to Table 4. 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met Refer to Table 5 

BIT MANIPULATION INSTRUCTIONS - These instruc- 
tions are used on any bit in the first 256 bytes of the memory 
(see Caution under INPUT/OUTPUT paragraph) One group 
either sets or clears The other group performs the bit test 
and branch operations Refer to Table 6. 

CONTROL INSTRUCTIONS -The control instructions 
control the MCU operations during program execution 
Refer to Table 7 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 8 

OPCODE MAP SUMMARY - Table 9 is an opcode map 
for the instructions used on the MCU. 
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TABLE 3 - REGISTER/ MEMORY INSTRUCTIONS 


















Addressing Modes 




Immediate 


Direct 


Extended 


indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


# 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


Cycles 


OP 
Code 


tt 
Bytes 


tt 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


4 


C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


4 


CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


5 


C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


5 


CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


4 


CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


4 


C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


4 


CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


4 


C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


4 


C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


4 


CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


4 


C8 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


4 


C1 


3 


5 


FT 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


4 


C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


4 


C5 


3 


5 


F5 




4 


E5 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


3 


CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


7 


CD 


3 


8 


FD 




7 


ED 


2 


8 


DD 


3 


9 











TABLE 4 - 


READ/ MODIFY/ WRITE INSTRUCTION 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


tt 
Cycles 


Op 
Code 


# 
Bytes 


tt 
Cycles 


Op 
Code 


# 
Bytes 


tt 
Cycles 


Op 
Code 


tt 
Bytes 


tt 
Cycles 


Op 
Code 


# 
Bytes 


tt 
Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2's Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


66 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 
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TABLE 5 - BRANCH INSTRUCTIONS 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFFHigher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFFCarry Clear 


BCC 


24 


2 


4 


(BranchlFFHigher or Same) 


(BHS) 


24 


2 


4 


Branch IFFCarry Set 


BCS 


25 


2 


4 


(BranchlFF Lower) 


(BLO) 


25 


2 


4 


BranchlFFNot Equal 


BNE 


26 


2 


4 


BranchlFFEqual 


BEQ 


27 


2 


4 


Branch Half Carry Clear 


BHCC 


28 


2 


4 


BranchlFFHalf Carry Set 


BHCS 


29 


2 


4 


BranchlFF Plus 


BPL 


2A 


2 


4 


BranchlFF Minus 


BMI 


2B 


2 


4 


BranchlFFInterupt Mask 
Bit is Clear 


BMC 


2C 


2 


4 


BranchlFF Interrupt Mask 
Bit is Set 


BMS 


2D 


2 


4 


BranchlFFInterrupt Line 
is Low 


BIL 


2E 


2 


4 


BranchlFFInterrupt Line 
is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 




TABLE 6 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


_ 


- 


- 


2«n 


3 


10 


Branch IFF Bit n is clear 


BRCLR n (n = 7) 


- 


- 


- 


01 + 2»n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2»n 


2 


7 


— 


— 


— 


Clear bit n 


BCLR n (n = 7) 


11 + 2»n 


2 


7 


- 


- 


- 



TABLE 7 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




11 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


90 




2 
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TABLE 8 - INSTRUCTION SET 



I 



Mnemonic 










Addraasina Mods* 


















Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test& 
Branch 


H 


, 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 










A 


BRSET 




















X 










A 


BSET 


















X 












» 


BSR 










X 




















• 


CLC 


X 































CLI 


X 




























• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 



Condition Code Symbols 


H 


Half Carry (From Bit 3) 


I 


interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


c 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


• 


Not Affected 


? 


Load CC Register From Stack 


1 


Set 





Clear 
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TABLE 8 - INSTRUCTION SET (CONTINUED) 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 

Set/ 
Clear 


Bit 
Te*t& 

Branch 


H 


I 


N 


Z 


C 


DEC 


X 




X 






X 


X 












A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 










A 


A 


• 


INC 


X 




X 






X 


X 












A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 






























RTI 


X 
























? 


? 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 































Condition Code Symbols 


H 


Half Carry (From Bit 3) 


I 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


C 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


• 


Not Affected 


? 


Load CC Register From Stack 


1 


Set 





Clear 
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TABLE 9 - M6805 FAMILY INSTRUCTION SET OPCODE MAP 



CO 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


iNH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


IX2 


1X1 


IX 






0000 


1 

0001 


2 

0010 


3 

„,JKU,. 


4 

0100 


S 

01Q1 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 
.JJUfl 


B 

1011 


C 
1100 


D 

1101 


E 

1110 


F 
1111 


^^L^r 



0000 


10 5 
BRSET0 
3 BTB 


7 5 

BSETO 
2 BSC 


4 3 
BRA 

2 REL 


6 5 

NEG 
2 DIR 


4 3 
NEGA 

1 INH 


4 3 
NEGX 

1 INH 


7 6 
NEG 

2 1X1 


6 5 
NEG 


9 9 
RTI 

1 INH 




SUB 

2 IMM 


4 3 

SUB 
2 DIR 


5 4 
SUB 

3 EXT 


6 5 
SUB 

3 1X2 


5 4 

SUB 

2 1X1 


4 3 
SUB 

1 IX 



0000 


1 

0001 


10 5 
BRCLRO 
3 BTB 


7 5 

BCLRO 
2 BSC 


4 3 

BRN 
2 REL 












6 6 
RTS 

1 INH 




2 2 
CMP 

2 IMM 


CMP 

2 DIR 


5 4 
CMP 

3 EXT 


6 5 
CMP 

3 1X2 


5 4 

CMP 

2 1X1 


4 j 

CMP 


1 

0001 


2 

0010 


10 5 
BRSET1 
3 BTB 


7 5 

BSET1 
2 BSC 


4 3 
BHI 

2 REL 
















2 2 
SBC 

2 IMM 


4 3 
SBC 

2 DIR 


5 4 
SBC 

3 EXT 


6 5 
SBC 

3 1X2 


5 4 
SBC 

2 1X1 


4 3 
SBC 


2 

0010 


3 

0011 


10 5 
BRCLR1 
3 BTB 


7 5 

BCLR1 
2 BSC 


4 3 

BLS 

2 REL 


6 5 
COM 

2 DIR 


4 3 
COMA 

1 INH 


4 3 
COMX 

1 INH 


7 6 
COM 

2 1X1 


6 5 
COM 

1 IX 


11 10 

SWI 

1 INH 




2 2 
CPX 

2 -IMM 


4 3 

CPX 

2 DIR 


5 4 
CPX 

3 'EXT 


6 5 
CPX 

3 1X2 


5 4 

CPX 

2 1X1 


4 3 

CPX 


3 

0011 


4 

0100 


10 5 
BRSET2 

3 BTB 


7 5 

BSET2 
2 BSC 


4 3 
BCC 

2 REL 


6 5 
LSR 

2 DIR 


4 3 
LSRA 

1 INH 


4 3 
LSRX 

1 INH 


7 6 
LSR 

2 1X1 


6 5 
LSR 

1 IX 






2 2 
AND 

2 IMM 


4 3 
AND 

2 DIR 


5 4 
AND 

3 EXT 


6 5 
AND 

3 1X2 


5 4 

AND 
2 1X1 


4 3 

AND 


4 

0100 


5 

0101 


10 5 
BRCLR2 
3 BTB 


7 5 

BCLR2 
2 BSC 


4 3 
BCS 

2 REL 
















2 2 
BIT 

2 IMM 


4 3 

BIT 
2 DIR. 


5 4 
BIT 

3 EXT 


6 5 

BIT 
3 1X2 


5 4 
BIT 

2 IX1 


4 3 

BIT 


5 
0101 


6 

0110 


10 5 

BRSET3 
3 BTB 


7 5 

BSET3 

2 BSC 


4 3 
BNE 

2 REL 


6 5 

ROR 
2 DIR 


4 3 
RORA 

1 INH 


4 3 

RORX 

1 INH 


7 6 

ROR 

2 1X1 


6 5 

ROR 

1 IX 






2 2 
LDA 

2 IMM 


4 3 
LDA 

2 DIR 


5 4 

LDA 
3 EXT 


6 5 

LDA 
3 1X2 


5 4 
LDA 

2 IX1 


4 3 

LDA 


6 

0110 


7 

0111 


10 5 
BRCLR3 
3 BTB 


7 5 

BCLR3 
2 BSC 


4 3 
BEQ 

2 REL 


6 5 

ASR 
2 DIR 


4 3 

ASRA 

1 INH 


4 3 

ASRX 

1 INH 


7 6 
ASR 

2 1X1 


6 5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




5 4 
STA 

2 DIR 


6 5 

STA 
3 EXT 


7 6 
STA 

3 1X2 


6 5 
STA 

2 1X1 


5 4 
STA 

1 IX 


7 

0111 


8 

1000 


10 5 
BRSET4 

3 BTB 


7 5 

BSET4 
2 BSC 


4 3 

BHCC 
2 REL 


6 5 
LSL 

2 DIR 


4 3 

LSLA 
1 INH 


4 3 
LSLX 

1 INH 


7 6 

LSL 
2 1X1. 


6 5 

LSL 
1 IX 




2 2 
CLC 

1 INH 


2 2 

EOR 

2 IMM 


4 3 
EOR 

2 DIR 


5 4 
EOR 

3 EXT 


6 5 
EOR 

3 1X2 


5 4 

EOR 
2 1X1 


4 3 
EOR 


8 

1000 


9 

1001 


10 5 

BRCLR4 
3 BTB 


7 5 

BCLR4 
2 BSC 


4 3 

BHCS 
2 REL 


6 5 
ROL 

2 DIR 


4 3 
ROLA 

1 INH 


4 3 
ROLX 

1 INH 


7 6 
ROL 

2 1X1 


6 5 

ROL 




2 2 
SEC 

1 INH 


2 2 
ADC 

2 IMM 


4 3 
ADC 

2 DIR 


5 4 
ADC 

3 EXT 


6 5 
ADC 

3 1X2 


5 4 

ADC 

2 1X1 


4 3 

ADC 


9 

1001 


A 

1010 


10 5 
BRSET5 
3 BTB 


7 5 

BSET5 
2 BSC 


4 3 

BPL 
2 REL 


6 6 
DEC 

2 DIR 


4 3 
DECA 

1 INH 


4 3 
' DECX 

1 INH 


7 6 
DEC 

2 1X1 


6 5 
DEC 




2 2 
CLI 


2 2 
ORA 

2 IMM 


4 3 

ORA 
2 DIR 


5 4 
ORA 

3 EXT 


6 5 
ORA 

3 1X2 


5 4 

ORA 

2 IXi 


ORA 


A 

1010 


B 

1011 


10 5 
BRCLR5 
3 BTB 


7 5 

BCLR5 
2 BSC 


4 3 

BMI 
2 REL 














2 2 
SEI 

1 INH 


2 2 
ADD 

2 IMM 


4 3 
ADD 

2 DIR 


5 4 
ADD 

3 EXT 


6 5 
ADD 

3 1X2 


5 4 
ADD 

2 1X1 


4 3 

ADD 


B 

1011 


C 

1100 


10 5 
BRSET6 
3 BTB 


7 5 

BSET6 
2 BSC 


4 3 

BMC 
2 REL 


6 5 

INC 
2 DIR 


4 3 
INCA 

1 INH 


4 3 
INCX 

1 INH 


7 6 
INC 

2 1X1 


6 5 
INC 

1 IX 




2 2 
RSP 

1 INH 




3 2 
JMP 

2 DIR 


4 3 

JMP 

3 EXT 


5 4 
JMP 

3 1X2 


JMP 

2 1X1 


3 2 
JMP 


C 

1100 


D 

1101 


10 5 
BRCLR6 
3 BTB 


7 5 

BCLR6 
2 BSC 


4 3 

BMS 
2 REL 


6 4 

TST 
2 DIR 


4 3 
TSTA 

1 INH 


4 3 
TSTX 

1 INH 


7 5 
TST 

2 1X1 


6 4 

TST 

1 IX 




2 2 
NOP 

1 INH 


8 6 
BSR 

2 REL 


7 5 

JSR 
2 DIR 


8 6 

JSR 

3 EXT 


9 7 

JSR 

3 1X2 


8 6 
JSR 

2 1X1 


7 $ 
JSR 


D 

1101 


E 

1110 


10 5 
BRSET7 
3 BTB 


7 5 

BSET7 
2 BSC 


4 3 
BIL 

2 REL 












2 
STOP 

1 INH 




2 2 
LDX 

2 IMM 


4 3 
LDX 

2 DIR 


5 4 
LDX 

3 EXT 


6 5 
LDX 

3 1X2 


5 4 
LDX 

2 1X1 


4 3 
LDX 


E 
1110 


F 

1111 


10 5 
BRCLR7 
3 BTB 


7 5 

BCLR7 
2 BSC 


4 3 

BIH 
2 REL 


6 5 

CLR 
2 DIR 


4 3 
CLRA 

1 INH 


4 3 
CLRX 

1 INH 


7 6 
CLR 

2 1X1 


6 5 
CLR 

1 IX 


2 
WAIT 

1 INH 


2 2 
TXA 




5 4 
STX 

2 DIR 


6 5 
STX 

3 EXT 


7 6 
STX 

3 1X2 


6 5 
STX 

2 1X1 


5 4 

STX 


F 
1111 



o 

I 

en 

CO 



Abbreviations for Address Modes 



LEGEND 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


IX2 


Indexed, 2 Byte (16-Bit) Offset 


♦CMOS only 





# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





F «r 








1111-*— 








-4 3 

w Ql lOjt 


*^ 

0000-*^" 










• 1 /ix 









Opcode in Hexadecimal 
Opcode in Binary 

■ Address Mode 



® 



MOTOROLA 
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Advance Information 



8-BIT EPROM MICROCOMPUTER UNIT 

The MC68705U3 Microcomputer Unit (MCU) is an EPROM member 
of the M6805 Family of low-cost single-chip microcomputers The user 
programmable EPROM allows program changes and lower volume 
applications in comparison to the factory mask programmable versions 
The EPROM versions also reduce the development costs and turn- 
around time for prototype evaluation of the mask ROM versions This 
8-bit microcomputer contains a CPU, on-chip CLOCK, EPROM, 
bootstrap ROM, RAM, I/O, and a TIMER 

Because of these features, the MC68705U3 offers the user an 
economical means of designing the M6805 Family MCU into his system, 
either as a prototype evaluation, as a low-volume production run, or a 
pilot production run 

A comparison of the key features for several members of the M6805 
Family is shown on the last page of this data sheet 

HARDWARE FEATURES: 

• 8- Bit Architecture 

• 112 Bytes of RAM 

• Memory Mapped I/O 

• 3776 Bytes of User EPROM 

• Internal 8-Bit Timer with 7-Bit Prescaler 

• Programmable Prescaler 

• Programmable Timer Input Modes 

• 4 Vectored Interrupts - External (2), Timer (1), and Software (1) 

• Zero-Cross Detection on INT Input 

• 24 TTL/CMOS Compatible Bidirectional I/O Lines (8 Lines are 
LED Compatible) 

• 8 Digital Input Lines 

• On-Chip Clock Generator 

• Master Reset 

• Complete Development System Support on EXORciser® 

• 5 V Single Supply 

• Emulates the MC6805U2 

• Bootstrap Program in ROM Simplifies EPROM Programming 
SOFTWARE 

• Similar to M6800 Family 

• Byte Efficient Instruction Set 

• Easy to Program 

• True Bit Manipulation 

• Bit Test and Branch Instructions 

• Versatile Interrupt Handling 

• Versatile Index Register 

• Powerful Indexed Addressing for Tables 

• Full Set of Conditional Branches 

• Memory Usable as Registers/ Flags 

• Single Instruction Memory Examine/Change 

• 10 Powerful Addressing Modes 

• All Addressing Modes Apply to EPROM, RAM, and I/O 



HMOS 



(HIGH-DENSITY, N-CHANNEL 

DEPLETION LOAD, 

5 V EPROM PROCESS) 

8-BIT EPROM 
MICROCOMPUTER 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



FIGURE 1 - PIN ASSIGNMENTS 



VssC 


l • ^-^ 40 


]PA7 


RESETC 


2 


39 


]PA6 


INT[ 


3 


38 


]PA5 


vcc[ 


4 


37 


IPA4 


EXTAL[ 


5 


36 


3PA3 


XTAL[ 


6 


35 


]PA2 


V P p[ 


7 


34 


] PA1 


ER/BOOTC 


8 


33 


3PA0 


PC0[ 


9 


32 


3 PB7 


PC1[ 


10 


31 


3 PB6 


PC2[ 


11 


30 


1PB4 


PC3[ 


12 


29 


3PB5 


PC4[ 


13 


28 


3PB3 


PC5[ 


14 


27 


3PB2 


PC6[ 


15 


26 


] PB1 


PC7[ 


16 


25 


3 pbo 


PD7[ 


17 


24 


3PD0 


PD6/(NT2[ 


18 


23 


]PD1 


PD5[ 


19 


22 


3 PD2 


PD4[ 


20 


21 


1PD3 
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TIMER/BOOT 



FIGURE 2 - MC68705U3 HMOS MICROCOMPUTER BLOCK DIAGRAM 

XTAL EXTAL RESET w INT 
Vpp 




MAXIMUM RATINGS 



Rating 


Symbol 


Value 


Unit 


Supply Voltage 


v C c 


-0 3 to +7 


V 


Input Voltage 
EPROM Programming Voltage (Vpp Pin) 
TIMER/BOOT Pin 

Normal Mode 

Bootstrap Programming Mode 
All Others 


Vpp 

V,n 
v BOOT 


-0 3 to +22 

-0 3 to +7 
-3 to +15 
-03 to +70 


V 

V 
V 
V 


Operating Temperature Range 


T A 


to +50 


°c 


Storage Temperature Range 


T stg 


-55 to +150 


°c 


Junction Temperature 


Tj 


+ 150 


°c 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Ceramic Package 


0JA 


50 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera 
tion it is recommended that V m and V ou t be con 
strained to the range V$s ^ <V, n or V ut> ^ V CC 
Reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e g , either Vss or VqO 



POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from 

Tj = T A + (Pd»0JA> d) 

Where: 

T^ — Ambient Temperature, °C 

0jA s Package Thermal Resistance, Junction-to-Ambient, °C/W 
PD = P|NT+PPORT 

P|NT S ICC= Vcc, Watts - Chip Internal Power 
PpORT s Port Power Dissipation, Watts — User Determined 
For most applications PpORT<P|NT and can be neglected PpORT may become significant if the device is configured to 
drive Darlington bases or sink LED loads 
An approximate relationship between Pq and Tj (if PpORT is neglected) is 

P D =K-(Tj + 273°C) (2) 

Solving equations 1 and 2 for K gives. 

K=P d «(Ta + 273°C) + 0ja»Pd 2 (3) 

Where K is a constant pertaining to the particular part K can be determined from equation 3 by measuring Pp (at equilibrium) 
for a known Ta Using this value of K the values of Pd and Tj can be obtained by solving equations (1) and (2) iteratively for any 
value of Ta 
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PROGRAMMING OPERATION ELECTRICAL CHARACTERISTICS 

(Vcc = 5 25 Vdc ±0 5, Vss = GND, Ta = 20° to 30°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Programming Voltage 


V PP 


20 


21 


22 


V 


Vpp Supply Current 
Vpp = 5 25 V 
V PP = 21 V 


Ipp 


- 


- 


8 
30 


mA 


Oscillator Frequency 


foscp 


09 


1 


1 1 


MHz 


Bootstrap Programming Mode Voltage (TIMER/BOOT Pin) (@ l| H yp= 100 /aA Max) 


VlHTP 


90 


120 


150 


V 



SWITCHING CHARACTERISTICS (Vcc= + 5 25 Vdc ±0 5 V, Vss = GND, Ta = 0° to 50°C unless otherwise noted) 



Characteristic 


Symbol 


Min 


Typ 


Max 


Unit 


Oscillator Frequency 
Normal 


f osc 


04 


- 


42 


MHz 


Instruction Cycle Time (4/f osc ) 


tcyc 


950 


- 


10 


**s 


INT, INT2, or Timer Pulse Width 


tWL- tWH 


tcyc + 250 


- 


- 


ns 


RESET Pulse Width 


tRWL 


tcyc + 250 


- 


- 


ns 


RESET Delay Time (External Cap= 1 /*F) 


*RHL 


100 


- 


- 


ms 


TNT Zero Crossing Detection Input Frequency (for ±5° Accuracy) 


f INT 


03 


- 


1 


kHz 


External Clock Duty Cycle (EXTAL) (See Figure 12) 


- 


40 


50 


60 


% 




DC ELECTRICAL CHARACTERISTICS (V cc = +5 25 Vdc ±0 5 Vdc, V SS =GND, T A = 


to 50 °C unless otherwise noted) 




Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input High Voltage 












RESET (4 75<V C c^5 75) 




40 


- 


vcc 




(V CC <4 75) 




Vcc-0 5 


- 


vcc 




INT (4 75<V CC <5 75) 


V|H 


40 


* * 


vcc 


V 


(V CC <4 75) 




Vcc-0 5 




vcc 




All Other 




20 


- 


vcc 




Input High Voltage (TIMER/BOOT Pin) 












Timer Mode 


V|H 


20 


- 


vcc 


V 


Bootstrap Programming Mode 




90 


120 


150 




Input Low Voltage 












RESET 




-03 


- 


08 




INT 


V|L 


-03 


# * 


1 5 


V 


All Other 




-03 


- 


08 




Internal Power Dissipation (No Port Loading, V(x = 5 25 V, Ta = 0°C) 


pint 


- 


600 


TBD 


mW 


Input Capacitance 












EXTAL 


C,n 


- 


25 


- 


PF 


All Other 




- 


10 


- 




RESET Hysteresis Voltage (See Figure 11) 












Out of Reset Voltage 


V|RES + 


2 1 


- 


40 


V 


Into Reset Voltage 


V|RES- 


08 


- 


20 




Programming Voltage (Vpp Pin) 












Programming EPROM 


Vpp* 


20 


21 


22 


V 


Operating Mode 




40 


vcc 


5 75 




Input Current 












TIMER (V in = 04 V) 




- 


- 


20 




INT (V in = 4V) 




_ 


20 


50 




EXTAL (V, n = 2 4 V to Vqc Crystal Option) 


hn 


-. 


- 


10 


ma 


(V m = 4 V Crystal Option) 




- 


- 


-1600 




RESET (V in = 8 V) 




-4 


_ 


-50 




(External Capacitor Changing Current) 













* Vpp is Pin 7 on the MC68705U3 and is connected to Vcc m tne Normal Operating Mode In the MC68705U3, Pin 7 is NUM and is connected 
to V$s m the Normal Operating Mode The user must allow for this difference when emulating the MC68705U3 ROM-based MCU 

* * Due to internal biasing, this input (when not used) floats to approximately 2 0V 
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PORT ELECTRICAL CHARACTERISTICS (V CC = 


+ 5 25 Vdc ±0 5 Vdc, Vss = 


GND, Ta = 0° to50°C 


jnless otherwise noted) 




Characteristic 




Symbol 


Min | Typ J Max 


Unit 


Port A 


Output Low Voltage, li_oad~ 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, l|_oad = - 1 °0 M A 


Voh 


24 


- 


- 


V 


Output High Voltage, lLoad = -10/*A 


Voh 


35 


- 


- 


V 


Input High Voltage, lLoad = -300 /xA (Max) 


V|H 


20 


- 


v C c 


V 


Input Low Voltage, lLoad = -500/iA (Max) 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current (V, n = 2 V to Vqc' 


l|H 


- 


- 


-300 


HA 


Hi-Z State Input Current (V, n = 4 V) 


IlL 


- 


- 


-500 


M A 


Port B 


Output Low Voltage, iLoad^ 3 2 mA 


vol 


- 


- 


04 


V 


Output Low Voltage, lLoad = ^ mA (Sink) 


vol 


- 


- 


1 


V 


Output High Voltage, lLoad= -200jtA 


voh 


24 


- 


- 


V 


Darlington Current Drive (Source), Vq= 1 5 V 


'oh 


-1 


- 


-10 


mA 


Input High Voltage 


V|H 


20 


- 


v C c 


V 


Input Low Voltage 


V|L 


-03 


- 


08 


V 


Hi-Z State Input Current 


Lis I 


- 


2 


20 


M A 


Port C 


Output Low Voltage, lLoad = 1 6 mA 


vol 


- 


- 


04 


V 


Output High Voltage, lLoad= - 10 ° M A 


voh 


24 


- 


- 


V 


Input High Voltage 


V|H 


20 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0 3 


- 


08 


V 


Hi-Z State Input Current 


'TSI 


- 


2 


20 


tiA 


Port D (Input Only) 


Input High Voltage 


V|H 


20 


- 


Vcc 


V 


Input Low Voltage 


V|L 


-0 3 


- 


08 


V 


Input Current* 


I in 


- 


- 


20 


AiA 



*The A/D conversion resistor (nominal 11 5 kO) is connected internally between PD5/Vrh and PD4/Vri_ 



FIGURE 3 - TTL EQUIVALENT TEST LOAD 
(PORT B) 



9 Vqc = 5 75 V 
MMD6150 I 
y es t or Equiv ^ 1 5 kfi 
Point °™ T T— *- 



°- 1 1 *-!r 

C*p |12k0 y MMD/ 
,, J !f or Eqi 



/IMD7000 
quiv 



C-40pF (total) 



FIGURE 4 - CMOS EQUIVALENT TEST LOAD 
(PORT A) 









- 30 pF (total) 



FIGURE 5 - TTL EQUIVALENT TEST LOAD 
(PORTS A AND C) 



Test 
Point , 



9 Vcc = 5 75 V 
MMC6150 I 
or Equiv 5 2 97 kO 



<"p <24kQ jp 



% MMD7000 
or Equiv 



C = 30pF (total) 
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SIGNAL DESCRIPTION 

The input and output signals for the MCU, shown in 
Figure 1, are described in the following paragraphs 

Vcc a^ VSS ~~ ' D ° wer ,s SUPP' 1 ® " to the MCU using two 
pins. Vcc ,s power and V$S |S the ground connection. 

INT — This pin allows an external event to asynchronously 
interrupt the processor. It can also be used as a polled input 
using the BIL and BIH instructions Refer to INTERRUPTS 
for additional information. 

XTAL and EXTAL — These pins provide connections to 
the on-chip clock oscillator circuit A crystal, a resistor, or an 
external signal, depending on the CLK bit (see MASK OP- 
TIONS), is connected to these pins to provide a system clock 
source with various stability/ cost tradeoffs Lead lengths 
and stray capacitance on these two pins should be mini- 
mized Refer to INTERNAL CLOCK GENERATOR OPTIONS 
for recommendations about these inputs 

TIMER/ BOOT - This pin is used as an external input to 
control the internal timer/circuitry This pin also detects a 
higher voltage level used to initiate the bootstrap program 
(see PROGRAMMING FIRMWARE) Refer to TIMER for 
additional information about the timer circuitry 



RESET - This pin has a Schmitt Trigger inp ut and a n on- 
chip pullup The MCU can be reset by pulling RESET low 
Refer to RESETS for additional information 

Vpp - This pin is used when programming the EPROM 
By applying the programming voltage to this pin, one of the 
requirements is met for programming the EPROM In normal 
operation, this pin is connected to Vcc Refer to PRO- 
GRAMMING FIRMWARE and ELECTRICAL 
CHARACTERISTICS 



INPUT/OUTPUT LINES (PA0-PA7, PB0-PB7, PC0-PC7, 
PD0-PD7) - These 32 lines are arranged into four 8-bit ports 
(A, B, C, and D) Ports A, B, and C are programmable as 
either inputs or outputs, under software control of the Data 
Direction Register (DDRs) Port D is for di gital i nput only and 
PD6 may be used for a second interrupt, INT2 Refer to IN- 
PUT/OUTPUT and INTERRUPTS paragraphs for additional 
information, being sure to observe the Caution 

MEMORY 

As shown in Figure 6, the MCU is capable of addressing 
4091 bytes of memory and I/O registers with its program 
counter The MC68705U3 MCU has inplemented 4091 bytes 
of these locations. This consists of 3776 bytes of user 
EPROM, 191 bytes of bootstrap ROM, 112 bytes of user 
RAM, an EPROM Mask Option Register (MOR), a Program 
Control Register (PCR), seven bytes of I/O, two Timer 
Registers, and a Miscellaneous Register The user EPROM is 
located in two areas The mam EPROM area is memory loca- 
tions $080 to $F37 The second area is reserved for eight 
interrupt/ reset vector bytes at memory locations $FF8 to 
$FFF The MCU uses 11 of the lowest 16 memory locations 
for program control and I/O features such as ports, the port 
DDRs, and the timer The Mask Option Register at memory 
location $F38 completes the total The 112 bytes of user 
RAM include up to 31 bytes for the stack 

The stack area is used during the processing of interrupt 
and subroutine calls to save the processor state The con- 
tents of the MCU registers are pushed onto the stack in the 
order shown in Figure 7 Since the Stack Pointer decrements 
during pushes, the low order byte (PCD of the Program 
Counter is stacked first, then the higher order four bits (PCH) 
are stacked This ensures that the program counter is loaded 
correctly as the stack pointer increments when it pulls data 
from the stack A subroutine call causes only the Program 
Counter (PCL, PCH) contents to be pushed onto the stack, 
the remaining CPU registers are not pushed 



Page Zero 
Access With 

Shoit 
Instructions 





FIGURE 6 - MC68705U3 MCU MEMORY CONFIGURATION 

7 76543210 


000 


I/O Ports Timer 

and 

RAM 

(128 Bytes) 


$000 

$07F 
^$080 

$0FF 
$100 

$F37 > 

$F38 
$F39 

$FF7 
$FF8 

$FFF 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

V 11 

\ 12 

\ 15 
\ 16 

127* 


Port A Data 




Port B Data 


127 


Port C Data 


128 


Page Zero 
User EPROM 
(128 Bytes) 


Port D Data 


255 


Port A DDR* 


Port B DDR* 


256 


User 

Main 

EPROM 

(3640 Bytes) 




Port C DDR * 




Not Used 




Timer Data Reg 




Timer Control Reg 




Misc Reg 


3895 


Program Control Reg 


3896 


Mask Option Reg 




Not Used 


3897 


Bootstrap 

ROM 
(191 Bytes) 


4087 


RAM 

(112 Bytes) 

Stack 

(31 Bytes Maximum) 

♦ 


4088 
4095 


Interrupt 
Vectors 
EPROM 
(8 Bytes) 



* CAUTION Data Direction Registers (DDRs) are write-only, they read as 



$000 
$001 
$002 
$003 
$004 
$005 
$006 
$007 
$008 
$009 
$00A 
$00B 

$0OC-00F 

$010 



$07F 

$FF 
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FIGURE 7 - INTERRUPT STACKING ORDER 

7 6 5 4 3 2 10 Pull 



n-4 


1 1 1 


Condition 
Code Register 


n+ 1 


n-3 


Accumulator 


n + 2 


n-2 


Index Register 


n-f 3 


n-1 


1111 


PCH* 


n + 4 


n 


PCL* 


n-f 5 



Push 
* For subroutine calls, only PCH and PCL are stacked 

CENTRAL PROCESSING UNIT 

The CPU of the M6805 Family is implemented in- 
dependently from the I/O or memory configuration Conse- 
quently, it can be treated as an independent central pro- 
cessor communicating with I/O and memory via internal 
address, data, and control buses 

REGISTERS 

The M6805 Family CPU has five registers available to the 
programmer They are shown in Figure 8 and are explained in 
the following paragraphs 

ACCUMULATOR (A) — The accumulator is a general pur- 
pose 8-bit register used to hold operands and results of the 
arithmetic calculations or data manipulations 

INDEX REGISTER (X) - The index register is an 8-bit 
register used for the indexed addressing mode It contains an 
8-bit value that may be added to an instruction value to 
create an effective address The index register may also be 
used as a temporary storage area 

PROGRAM COUNTER (PC) - The program counter is a 
12-bit register that contains the address of the next instruc- 
tion to be executed 



STACK POINTER (SP) - The stack pointer is a 12-bit 
register that contains the address of the next free location on 
the stack. During an MCU reset or the Reset Stack Pointer 
(RSP) instruction, the stack pointer is set to location $07F 
The stack pointer is then decremented as data is pushed on- 
to the stack and incremented as data is then pulled from the 
stack The seven most-significant bits of the stack pointer 
are permanently set to 0000011 Subroutines and interrupts 
may be nested down to location $061 (31 bytes maximum), 
which allows the programmer to use up to 15 levels of 
subroutine calls (less if interrupts are allowed) 



CONDITION CODE REGISTER (CO - The condition 
code register is a 5-bit register in which four bits are used to 
indicate the results of the instruction just executed These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each of the five bits is ex- 
plained below 

Half Carry (H) - Set during ADD and ADC operations to 
indicate that a carry occurred between bits 3 and 4 

Interru pt (I) — When this bit is set the timer and external 
interrupt (INT) are masked (disabled) If an interrupt occurs 
while this bit is set, the interrupt is latched and is processed 
as soon as the interrupt bit is cleared 

Negative (N) — When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one) 

Zero (Z) — When set, this bit indicates that the result of 
the last arithmetic, logical, or data manipulation was zero 

Carry/ Borrow (C) — When set, this bit indicates that a 
carry or borrow out of the arithmetic logic unit (ALU) occur- 
red during the last arithmetic operation This bit is also af- 
fected during bit test and branch instructions plus shifts and 
rotates 



FIGURE 8 - PROGRAMMING MODEL 
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TIMER 

The MC68705U3 MCU timer consists of an 8-bit software 
programmable counter which is driven by a 7-bit prescaler 
with selectable taps Various timer clock sources may be 
selected ahead of the prescaler and counter The timer selec- 
tions are made via the Timer Control Register (TCR) and/or 
the Mask Option Register (MOR) The TCR also contains the 
interrupt control bits The sections elsewhere entitled TIMER 
CONTROL REGISTER and MASK OPTIONS include addi- 
tional details on controlling this timer 

The MCU timer circuitry is shown in Figure 9 The 8-bit 
counter may be loaded under program control and is 
decremented toward zero by the fciN counter input (output 
of the prescaler option selection) Once the 8-bit counter has 
decremented to zero, it sets the TIR (Timer Interrupt Re- 
quest) bit 7 (b7 of TCR) The TIM (Timer Interrupt Mask) bit 
(b6) can be software set to inhibit the interrupt request, or 
software cleared to pass the interrupt request to the pro- 
cessor When the 1-bit in the Condition Code Register is 
cleared, the processor receives the Timer Interrupt The CPU 
responds to this interrupt by saving the present CPU state on 
the stack, fetching the timer interrupt vector from locations 
$FF8 and $FF9 and executing the interrupt routine The pro- 
cessor is sensitive to the level of the timer interrupt request 
line, therefore if the interrupt is masked, the TIR bit may be 
cleared by software (e g , BCLR) without generating an 
interrupt The TIR bit MUST be cleared, by the timer inter- 
rupt service routine, to cl ear t he timer interrupt register 

The timer interrupt and INT2 share the same interrupt vec- 
tor The interrupt routine thus must check the two request 
bits to determine the source of the interrupt 

The counter continues to count (decrement) after falling 
through to $FF from zero Thus, the counter can be read at 
any time by the processor without disturbing the count This 
allows a program to determine the length of time since the 
occurrence of a timer interrupt and does not disturb the 
counting process 

The clock input to the timer can be from an external 
source (decrementing the counter occurs on a positive tran- 
sition of the external source) applied to the TIMER input pin, 
or it can be the internal 02 signal When the 02 signal is used 
as the source, it can be gated by an input applied to the 
TIMER pin allowing the user to easily perform pulse-width 
measurements (Note When the MOR TOPT bit is set and 
the CLS bit is clear, an ungated 02 clock input is obtained by 
tying the TIMER pin to Vcc ) The source of the clock input 
is selected via the TCR or the MOR as described later 

A prescaler option can be applied to the clock input that 
extends the timing interval up to a maximum of 128 counts 
before decrementing the counter This prescalmg TCR or 
MOR option selects one of eight taps on the 7-bit binary 
divider, the eighth tap bypasses prescalmg To avoid trunca- 
tion errors, the prescaler is cleared when bit b3 of the TCR is 
written to a logic 1 TCR bit b3 always reads as a logic to 
ensure proper operation with read/ modify/ write instructions 
(bit set and clear for example) 

At Reset, the prescaler and counter are initialized to an all 
"1s" condition, the Timer Interrupt Request bit (TCR, b7) is 
cleared and the Timer Interrupt Request mask (TCR, b6) is 
set TCR bO through b5 are initialized by the corresponding 
Mask Option Register (MOR) bits at Reset They are then 
software selectable after Reset 

Note that the timer block diagram in Figure 9 reflects two 
separate timer control configurations, a) software controlled 
mode via the Timer Control Register (TCR), and b) MOR 
controlled mode to emulate a mask ROM version with the 
Mask Option Register In the software controlled mode, ail 



TCR bits are read/write, except bit b3 which is write-only 
(always reads as a logic "0"). In the MOR controlled mode, 
TCR bits b7 and b6 are read/write, bit b3 is write-only, and 
the other five have no effect on a write and read as logic 
"1s" The two configurations provide the user with the 
capability to freely select timer options as well as accurately 
emulate the MC6805R2 mask ROM version. In the following 
paragraphs refer to Figure 9 as well as the TIMER CONTROL 
REGISTER and MASK OPTIONS sections 

The TOPT (Timer Option) bit (b6) in the Mask Option 
Register is EPROM programmed to a logical "0" to select the 
software controlled mode, which is described first. TCR bits 
b5, d4, b3, b2, b1 , and bO give the program direct control of 
the prescaler and input selection options 

The Timer Prescaler input (fpifsj) can be configured for 
three different operating modes, plus a disable mode, 
depending upon the value written to TCR, control bits b4 
and b5 (TIE and TIN) Refer to TIMER CONTROL REGISTER 
section 

When the TIE and TIN bits are programmed to "0", the 
timer input is from the internal clock (02) and TIMER input 
pin is disabled The internal clock mode can be used for 
periodic interrupt generation as well as a reference for fre- 
quency and event measurement 

When TIE=1 and TIN = 0, the internal clock and the 
TIMER input pin signals are ANDed to form the timer input 
This mode can be used to measure external pulse widths 
The external pulse simply gates to the internal clock for the 
duration of the pulse The accuracy of the count in this mode 
is ± one count 

When TIE = and TIN= 1, no fpiN input is applied to the 
prescaler and the timer is disabled 

When TIE and TIN are both programmed to a "1", the 
timer is from the external clock The external clock can be 
used to count external events as well as provide an external 
frequency for generating periodic interrupts 

Bits bO, b1, and b2 in the TCR are program controlled to 
choose the appropriate prescaler output The prescalmg 
divides the fpiN frequency by 1, 2, 4, etc in binary multiples 
to 128 producing fciN frequency to the counter. The pro- 
cessor cannot write into or read from the prescaler, 
however, the prescaler is set to all "1s" by a write operation 
to TCR, b3 (when bit 3 of the written data equals "1"), 
which allows for truncation-free counting. 

The MOR controlled mode of the timer is selected when 
the TOPT (Timer Option) bit (b6) in the MOR is programmed 
to a logical "1" to emulate ,the MC6805R2 mask- 
programmable prescaler The timer circuits are the same as 
described above, however, the Timer Control Register (TCR) 
is configured differently, as discussed below. 

The logical level for the functions of bits bO, b1, b2, and b5 
in the TCR are all determined at the time of EPROM pro- 
gramming They are controlled by corresponding bits within 
the Mask Option Register (MOR, $F38) The value program- 
med into MOR bits bO, b1, b2, and b5 controls the prescaler 
division and the timer clock selection. Bit b4 (TIE) is set to a 
logical "1" in the MOR controlled mode. (When read by soft- 
ware, these five TCR bits always read as logical "1s" ) As in 
the software programmable configuration, the TIM (b6) and 
TIR (b7) bits of the TCR are controlled by the counter and 
software as described above and in the TIMER CONTROL 
REGISTER section. Bit b3 of the TCR, in the MOR controlled 
mode, always reads as a logical "0" and can be written to a 
logical "1" to clear the prescaler The MOR controlled mode 
is designed to exactly emulate the MC6805R2 which has only 
TIM, TIR, and PSC in the TCR and has the prescaler options 
defined as manufacturing mask options. 
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FIGURE 9 - MC6805U3 TIMER FUNCTIONAL BLOCK DIAGRAM 
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fpjfg — Prescaler Input Frequency 
fCIN~ Counter Input Frequency 



Timer Control Register Bits 
TIR- Timer Interrupt Request Status 
TIM -Timer Interrupt Mask 
TIN — Timer Input Select 
TIE- Timer External Input Enable 
PSC-Prescaler Clear 
PS2, PS1, PSO-Prescaler Select 



Mask Option Register Bits 
CLK- Clock Oscillator Type 
TOPT- Timer Mask/ Programmable Option 
CLS- Timer Clock Source 
P2, P1, PO-Prescaler Option 



o 
01 

c 

GO 



NOTE The TOPT bit in the Mask Option Register selects whether the timer is software programmable via the Timer Control Register or 
emulates the mask programmable ports via the MOR PROM byte 
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RESETS 

The MCU can be reset in tw o ways by initial power-up, 
and by the external reset input (RESET) Up on pow er-up, a 
delay of tRHL is needed before allowing the RESET input to 
go high This time allows the internal cl ock ge nerator to 
stabilize Connecting a capacitor to the RESET input, as 
shown in Figure 10, typically provides s ufficien t delay 

The internal circuit connected to t he RES ET pin consists 
of a Schmitt trigger which senses the RESET line logic level 
The Schmitt trigger provides an inte rnal reset voltage when 
it senses logical "0" on the RESET pin During power-up, 
the Sc hmitt trigger switches on (removes reset) when the 
RESET pin voltage rises to Vires + When the RESET pin 
voltage falls to a logical "0" for a period longer than one 
tcyc< tne Schmitt trigger switches off to provide an internal 
reset voltage The "switch off" voltage occurs at V|res- 
A typical reset Schmitt trigger hysteresis curve is shown in 
Figure 11 See Figure 15 for the complete reset sequence 

INTERNAL CLOCK GENERATOR OPTIONS 

The internal clock generator circuit is designed to require a 
minimum of external components A crystal, a resistor, a 
jumper wire, or an external signal may be used to generate a 
system clock with various stability/cost tradeoffs The Mask 
Option Register (EPROM) is programmed to select crystal or 
resistor operation The oscillator frequency is internally 
divided by four to produce the internal system clocks 

The different connection methods are shown in Figure 12 



FIGURE 10 - POWER-UP RESET DELAY CIRCUIT 
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FIGURE 11 - TYPICAL RESET SCHMITT 
TRIGGER HYSTERESIS 
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FIGURE 12 - CLOCK GENERATOR OPTIONS 
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Approximately 25% Accuracy 

Typical tcYC = 1 25 ps 

External Jumper 



(See Fig 14) 5 

No 
Connection 



XTAL 



MC68705U3 

EXTAL mcu 



(RC Option, 
MOR b7=1) 



External Clock 



Approximately 10% Accuracy 

(Excludes Resistor Tolerance) 

External Resistor 



NOTE' 1 When the TIMER/ BOOT input pin is in the V|HTP range (in the bootstrap EPROM programming mode), the crystal option is forced When 
the TIMER/ BOOT input is at or below Vcc. the clock generator option is determined by bit 7 of the Mask Option Register (CLK) 
2 The recommended C|_ value with a 4 MHz crystal is 27 pF maximum, including system distributed capacitance There is an internal 
capacitance of approximately 25 pF on the XTAL pin For crystal frequencies other than 4 MHz, the total capacitance on each pin should 
be scaled as the inverse of the frequency ratio For example, with a 2 MHz crystal, use approximately 50 pF on EXTAL and approximately 
25 pF on XTAL The exact value depends on the Motional-Arrn parameters of the crystal used 
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Crystal specifications are given in Figure 13. A resistor selec- 
tion graph is given in Figure 14. 

The crystal oscillator start-up time is a function of many 
variables: crystal parameters (especially R s ), oscillator load 
capacitances, IC parameters, ambient temperature, and 
supply voltage. To ensure rapid oscillator start-up neither the 
crystal characteristics nor the load capacitances should ex- 
ceed recommendations 



FIGURE 13 - CRYSTAL MOTIONAL-ARM 
PARAMETERS AND SUGGESTED PC BOARD LAYOUT 



FIGURE 14 - TYPICAL FREQUENCY SELECTION FOR 
RESISTOR OSCILLATOR OPTION 
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BOOTSTRAP ROM 

The bootstrap ROM contains a factory program which 
allows the MCU to fetch data from an external device and 
transfer it into the MC68705U3 EPROM The bootstrap pro- 
gram provides timing of programming pulses, timing of Vpp 
input, and verification after programming See PROGRAM- 
MING FIRMWARE section 

MASK OPTION REGISTER (MOR) 

The Mask Option Register is an 8-bit user programmed 
(EPROM) register in which six of the bits are used Bits in 
this register are used to select the type of system clock, the 
timer option, the timer/ prescaler clock source, and the 
prescaler option It is fully described in the MASK OPTIONS 
section 

INTERRUPTS 

The MC68705U3 MCU can be interrupted four different 
ways through the external interrupt (INT) input pin, the 
i ntern al timer interrupt request, the external Port C bit 6 
(INT2) input pin, or the software interrupt instruction (SWI) 
When any interrupt occurs the current instruction (including 
SWI) is completed, processing is suspended, the present 
CPU state is pushed onto the stack, the interrupt bit (I) in 
the Condition Code Register is set, the address of the 
interrupt routine is obtained from the appropriate interrupt 
vector address, and the interrupt routine is executed Stack- 
ing the CPU register, setting the 1-bit, and vector fetching re- 
quire a total of 1 1 t C y C periods for completion A flowchart of 
the interrupt sequence is shown in Figure 15 The interrupt 
service routine must end with a return from interrupt (RTI) 
instruction which allows the MCU to resume processing of 
the program prior to the interrupt (by unstacking the 
previous CPU state) Table 1 provides a listing of the inter- 
rupts, their priority, and the address of the vector which con- 
tains the starting address of the appropriate interrupt service 
routine The interrupt priority applies to those pendin g when 
the CPU is ready to accept a new interrupt (RESET is listed 
in Table 1 because it is treated as an interrupt However, it is 
not normally used as an interrupt ) When the interrupt mask 
bit in the Condition Code Register is set the interrupt is latch- 
ed for later interrupt execution 
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TABLE 1 - INTERRUPT PRIORITIES 



Interrupt 


Priority 


Vector Address 


RESET 


1 


$FFE and $FFF 


SWI 


2* 


$FFC and $FFD 


INT 


3 


$FFA and $FFB 


TIMER 


4 


$FF8 and $FF9 



* Priority 2 applies only when the I- bit in the Condition Code 
Register is set (as when a service routine is occurring) When I = 
and all interrupts are being accepted, SW I has a priority of 4 (like 
any other instruction) The priority of INT thus becomes 2 and the 
timer becomes 3 



Note 

The timer and INT2 share the same vector address The 
interrupt routine must determine the source by examining 
the interrupt request bits (TCR b7 and MR b7) Both TCR b7 
and MR b7 can only be written to "0" by software 

The external interrupt, INT and INT2, are synchronized 
and t hen latched on the falling edge of the input signal The 
INT2 interrupt has an interrupt request bit (bit 7) and a mask 
bit (bit 6) locat ed in t he Miscellaneous Register (MR), refer to 
Figure 18 The IN T2 interrupt is inhibited when the mask bit 
is set The INT2 is always read as a digital input on Port D 
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The INT2 and timer interrupt request bits, if set, cause the 
MCU to process an interrupt when the condition code 1-bit is 
clear 

A sinusoidal input signl (f|NT maximum) can be used to 
generate an external interrupt, as shown in Figure 16a, for 
use as a Zero-Crossing Detector This allows applications 
such as servicing time-of-day routines and engag- 
ing/disengaging AC power control devices Off-chip full 
wave rectification provides an interrupt at every zero cross- 
ing of the AC signal _and thereby provide a 2f clock For 
digital application the INT pin can be driven by a digital signal 
at a maximum period of t\/VL as shown in Figure 16b 

A software interrupt (SWI) is an executable instruction 
which is executed regardless of the state or the l-bit in the 
Condition Code Register SWI's are usually used as break- 
points for debugging or as system calls 

INPUT/OUTPUT 

There are 32 input/output pins The FN? pin may be polled 
with branch instructions to provide an additional input pin 
All pins on ports A, B, and C are programmable as either in- 
puts or outputs under software control of the corresponding 



Data Direction Register (DDR) The port I/O programming is 
accomplished by writing the corresponding bit in the port 
DDR to a logic "1" for output or a logic "0" for input On 
Reset all the DDRs are initialized to a logic "0" state, placing 
the ports in the input mode The port output registers are not 
initialized on Reset and should be initialized by software 
before changing the DDRs from input to output When pro- 
grammed as outputs, all output ports read latched output 
data, regardless of the logic levels at the output pin due to 
output loading, refer to Figure 17 

All input/ output lines are TTL compatible as both inputs 
and outputs Port A lines are CMOS compatible as outputs 
while port B, C, and D lines are CMOS compatible as inputs 
Port D lines are input only, thus, there is n o cor responding 
DDR The second external interrupt input (INT2) is on bit 6 
of Port D When programmed as outputs, port B is capable 
of sinking 10 milliamperes and sourcing 1 milliampere on 
each pin 

The memory map in Figure 6 gives the addresses of data 
registers and DDRs The register configuration is provided in 
Figure 18 Figure 19 provides some example of port connec- 
tions 



FIGURE 16 - TYPICAL INTERRUPT CIRCUITS 
a — Zero Crossing Interrupt 
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FIGURE 17 - TYPICAL PORT I/O CIRCUITRY 
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See Electrical Characteristics Table for complete information 
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FIGURE 18 - MCU REGISTER CONFIGURATION 



PORT DATA DIRECTION REGISTER (DDR) 
7 



(1) Write Only, reads as all 1s 

(2) 1 = Output, 0= Input Cleared to by Reset 

(3) Port A Addr=$004 
Port B Addr=$005 
PortC Addr=$006 



PORT DATA REGISTER 



Port A Addr=$000 
Port B Addr=$001 
Port C Addr=$002 
Port D Addr=$003 



Caution 

The corresponding DDRs for ports A, B, and C are 
write-only registers (registers at $004, $005, and $006) 
A read operation on these registers is undefined Since 
BSET and BCLR are read/ modify/ write in function, 
they cannot be used to set or clear a single DDR bit (all 
"unaffected" bits would be set) It is recommended 
that all DDR bits in a port must be written using a 
single-store instruction 

The latched output data bit (see Figure 17) may always be 
written Therefore any write to a port writes all of its data bits 
even though the port DDR is set to input This may be used 
to initialize the data registers and avoid undefined outputs, 
however, care must be exercised when using 
read/ modify/ write instructions since the data read cor- 
responds to the pin level if the DDRis an input (0) and cor- 
responds to the latched output data when the DDR is an out- 
put (1) 



TIMER DATA REGISTER (TDR) 
7 

MSB ~~~~ "~LSB j 



MISCELLANEOUS REGISTER (MR) 
7 6 

1 I ] ] ] ] ] ] I $0 oa 



Bit 7— INT2 Interrupt R eques t Bit Set when falling 
edge detected on INT2 pin, must be cleared by 
softw are Cleared by to Reset 

Bit 6— INT2 Interrupt Mask Bit 1 = INT2 Interrupt 
masked (disabled) Set to 1 by Reset 

Bits 5, 4, 3, 2, 1, 0-Read as 1s- unused bits 

TIMER CONTROL REGISTER (TCR) 
7 6 5 4 3 2 1 



See detail description in TIMER CONTROL REGISTER 
section 



MASK OPTION REGISTER (MOR) 
7 6 5 4 3 2 1 

I I I I I I I I h 

See detail description in MASK OPTIONS section 

PROGRAMMING CONTROL REGISTER (PCR) 
7 3 2 10 



$00B 



TIMER CONTROL REGISTER (TCR) 

The configuration of the TCR is determined by the logic 
level of bit 6 (Timer Option, TOPT) in the Mask Option 
Register (MOR) Two configurations of the TCR are shown 
below, one for TOPT=1 and the other for TOPT = 
TOPT=1 configures the TCR to emulate the MC6805U2 
When TOPT = 0, it provides software control of the TCR 
When TOPT= 1, the prescaler "mask" options are user pro- 
grammable via the MOR A description of each TCR bit is 
provided below (also see Figure 9 and TIMER section) 



Timer Control 
Register $009 



TCR with MOR TOPT= 1 (MC6805R2 Emulation) 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


TIR 


TIM 


1 


1 


PSC* 


1 


1 


1 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


TIR 


TIM 


TIN 


TIE 


PSC* 


PS2 


PS1 


PS0 



See detail description in ON-CHIP PROGRAMMING 
HARDWARE section 



Timer Control 
Register $009 



TCR with MOR TOPT = (Software Programmable Timer) 
* = write only, reads as a zero 

b7, TIR Timer Interrupt Request- Used to initiate the 
timer interrupt or signal a Timer Data Register 
underflow when it is a logical "1" 
1 = Set when the Timer Data Register changes 

to all zeros 
0= Cleared by external reset or under program 

control 

b6, TIM Timer Interrupt Mask — Used to inhibit the 
timer interrupt, to the processor, when it is a 
logical "1" 
1 = Set by an external reset or under program 

control 
0= Cleared under program control 
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FIGURE 19 - TYPICAL PORT CONNECTIONS 



a. Output Modes 



PA7 
PA6 
PA5 
PA4 
PA3 
PA2 
PA1 
PAO 




- (CMOS Loads) 



Port A, Bit 7 Programmed as Output, Driving 
CMOS Loads and Bit 4 one TTL Load Directly 
(Using CMOS Output Operion) 





2N6386 (Typical) 



Port B, Bit 5 Programmed as Output, Driving 
Darlington-Base Directly 




Port B, Bit and Bit 1 Programmed as Output, Driv- 
ing LEDs Directly 



CMOS Inverter 

MC 14049/ 14069 

(Typical) 



Port C, Bits 0-3 Programmed as Output, Driving 
CMOS Loads, Using External Pullup Resistors 



b. Input Modes 



H>H 



MC74LS04 (Typical) 



-~~D>^ 



TTL Driving Port A Directly 



MC14069 
(Typical) 






74LS04 \r t 



~CH 



PA5 
PA4 
PA3 



MC74LS04 or MC14069 
(Typical) 



HH 



PB7 
PB6 
PB5 
PB4 
PB3 
PB2 
PB1 
PBO 



CMOS or TTL Driving Port B DirerHv 



PC7 
PC6 
PC5 
PC4 
PC3 
PC2 
PCI 
PCO 



MC 14069 

(Typical) 



MC74LS04 
(Typical) 



~£~ 


24 
23 
22 

21 


■^>- 


20 
19 
18 
17 



FDO 
PD1 
PD2 
PD3 
PD4 
PD5 
PD6 
PD7 



(Typical) 
CMOS and TTL Driving Port C Directly 



CMOS or LSTTL driving Port D directly 
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b5, TIN External or Internal— Selects the input clock 
source to be either the external TIMER pin (8) 
or the internal 02 

1 = Selects the external clock source 
0= Selects the internal 02 (fosc^ 4 ) 

b4, TIE External Enable- Used to enable the external 
TIMER pin (8) or to enable the internal clock (if 
TIN = 0) regardless of the external timer pin 
state (disables gated clock feature) When 
TOPT= 1, TIE is always a logical "1" 
1 = Enables external timer pin 
0= Disables external timer pin 

TIN-TIE Modes 



TIN 


TIE 


CLOCK 








Internal Clock (<f>2) 





1 


Gated (AND) of External and 
Internal Clocks 


1 
1 



1 


No Clock 
External Clock 



b3, PSC 



b2, PS2 
b1, PS1 



bO, PSO 



Prescaler Clear- This is a write-only bit It reads 

as a logical zero so the BSET and BCLR on the 

TCR function correctly Writing a "1" into PSC 

generates a pulse which clears the prescaler 

Prescaler Select- These bits are decoded 

to select one of eight taps on the timer 

prescaler 

The table shows the prescaler division resulting 

from decoding these bits 



PS2 


PS1 


PSO 


Prescaler Division 











1 (Bypass Prescaler) 








1 


2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 
1 




1 


64 
128 



Note 

When changing the PS2-0 bits in software, the PSC 
bit should be written to a "1" in the same write cycle 
to clear the prescaler Changing the PS bits without 
clearing the prescaler may cause an extraneous toggle 
of the Timer Data Register 

MASK OPTIONS 

The MC68705R3 Mask Option Register is implemented in 
EPROM Like all other EPROM bytes, the MOR contains all 
zeros prior to programming 

When used to emulate the MC6805U2, five of the eight 
MOR bits are used in conjunction with the prescaler Of the 
remaining, the b7 bit is used to select the type of clock 
oscillator and bits b3 and b4 are not used Bits bO, b1 , and b2 
determine the division the Timer prescaler Bit b5 determines 
the Timer clock source The value of the TOPT bit (b6) is pro- 
grammed to configure the TCR (a logic "1" for MC6805R2 
emulation) 

If the MOR Timer Option (TOPT) bit is a 0, bits b5, b4, b2, 
b1, and bO set the initial value of their respective TCP bits 



during reset After initialization the TCR is software con- 
trollable 
A description of the MOR bits is as follows 



b7 b6 



b5 



b4 



b3 b2 



CLK 


TOPT 


CLS 






P2 


P1 


P0 



b1 bO Mask Option 
Register $F38 



b7, CLK Clock Oscillator Type 
1 = RC 
0= Crystal 

Note 

V|NTP on tne TIMER/BOOT pin (8) forces the crystal mode 



b6, TOPT 



b5, CLS 



b4 



b3 

b2, P2 

b1, P1 

bO, P0 



Timer Option 

1 = MC6805U2 type timer/prescaler All bits, ex- 
cept 3, 6, and 7, of the Timer Control Register 
(TCT) are invisible to the user Bits 5, 2, 1 , and 
of the Mask Option Register determine the 
equivalent MC6805U2 mask options 
0= All TCR bits are implemented as a Software 
Programmable Timer The state of MOR bits 5, 
4, 2, 1, and sets the initial values of their 
respective TCR bits (TCR is then software con- 
trolled after initialization) 

Timer/ Clock Source 
1=^ External TIMER pin 
0= Internal 02 

Not used if MOR TOPT= 1 (MC6805R2 emulation) 
Sets initial value of TCR TIE if MOR TOPT = 

Not used 

Prescaler Option — the logical levels of these 
bits, when decoded, select one of eight taps on 
the timer prescaler The table below shows the 
division resulting from decoding combinations 
of these three bits 



P2 


P1 


P0 


Prescaler Division 












1 


1 (Bypass Prescaler) 
2 





1 





4 





1 


1 


8 


1 








16 


1 





1 


32 


1 
1 


1 
1 




1 


64 
128 



Two examples for programming the MOR are discussed 

below 

Example 1 To emulate an MC6805U2 to verify your pro- 
gram with an RC oscillator, and an event count 
input for the timer with no prescalmg, the MOR 
would be set to "1 1 1 1 1000" To write the MOR, 
it is simply programmed as any other EPROM 
byte 

Example 2 Suppose you wish to use the MC68705U3 pro- 
grammable prescaler functions, and you wish 
the initial condition of the prescaler to be divid- 
ed by 64, with the input disabled and an internal 
clock source If the clock oscillator was to be in 
the crystal mode, the MOR would be set to 
"00001110" 
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ON-CHIP PROGRAMMING HARDWARE 

The Programming Control Register (PCR) at location $00B 
is an 8-bit register which utilizes the three LSBs (the five 
MSBs are set to logic "1s") This register provides the 
necessary control bits to allow programming the MC68705U3 
EPROM The bootstrap program manipulates the PCR when 
programming so that users need not be concerned with the 
PCR in most applications A description of each bit follows 



Programming 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


1 


1 


1 


1 


1 


VPON 


PGE 


PLE 




Control 
Register $00B 



bO, PLE Programming Latch Enable — When cleared this 
bit allows the address and data to be latched in- 
to the EPROM When this bit is set, data can be 
read from the EPROM 

1 = (set) read EPROM 

0= (clear) latch address and data into 

EPROM (read disabled) 

PLE is set during a Reset, but may be cleared 
any time Howev er, its effect on the EPROM is 
inhibited if VPON is a logic "1" 
b1, PGE Program Enable — When cleared, PGE enables 
program ming of the EPR OM PGE can only be 
cleared if PLE is cleared PGE must be set when 
changing the address and data, i e , setting up 
the byte to be programmed 

1 = (set) inhibit EPROM programming 

0= (clear) enable EPROM programming (if 

PLE is low) 

PGE is set during a Reset, however, it has not 
effect on EPROM circuits if VPON is a logic "1" 
b2, VPON ( Vp P ON) - VPON is a read-only bit and when at 
a logic "0" it indicates that a "high voltage" is 
present at the Vpp pin 

1 = no "high voltage" on Vpp pin 

0= "high voltage" on Vpp pin 

VPON being "1" "disconnects" PGE and PLE 
from the rest of the chip, preventing accidental 
clearing of these bits from effecting the normal 
operating mode 

Note 

VPON being "0" does not indicate that the Vpp 
level is correct for programming It is used as a 
safety interlock for the user in the normal 
operating mode 

The Programming Control Register functions 
are shown below 



VPON 


PGE 


PLE 


Programming Conditions 











Programming mode (program EPROM byte) 


1 








PGE and PLE disabled from system 





1 





Programming disabled (latch address and 
data in EPROM) 


1 


1 





PGE and PLE disabled from system 








1 


Invalid state, PGE = iff PLE = 


1 





1 


Invalid state, PGE = iff PLT=0 



1 


1 
1 


1 
1 


"High voltage" on Vpp 
PGE and PLE disabled from system 
(Operating Mode) 



ERASING THE EPROM 

The MC68705U3 EPROM can be erased by exposure to 
high-intensity ultraviolet (UV) light with a wavelength of 
2537 A The recommended integrated dose (UV intensity x 
exposure time) is 15 Ws/cm^ The lamps should be used 
without shortwave filters and the MC68705R3 should be 
positioned about one inch from the UV tubes Ultraviolet 
erasure clears all bits of the MC68705U3 EPROM to the "0" 
state Data is then entered by programming "1s" into the 
desired bit locations 

Caution 

Be sure that the EPROM window is shielded from light 
except when erasing This protects both the EPROM 
and light-sensitive nodes 

PROGRAMMING FIRMWARE 

The MC68705U3 has 191 bytes of mask ROM containing a 
bootstrap program which can be used to program the 
MC68705U3 EPROM The vector at addresses $FF6 and 
$FF7 is used to start executing the program This vector is 
fetched when V|HTP is appli ed to pi n 8 (TIMER/BOOT pin) 
of the MC68705U3 and the RESET pin is allowed to rise 
above Vires + Figure 20 provides a schematic diagram of a 
circuit and a summary of piogramming steps which can be 
used to program the EPROM in the MC68705U3 



PROGRAMMING STEPS 

The MCM2532 UV EPROM must first be programmed with 
an exact duplicate of the information that is to be transferred 
to the MC68705U3 Non-EPROM addresses are ignored by 
the bootstrap Since the MC68705U3 and the MCM2532 are 
to be inserted and removed from the circuit they should be 
mounted in sockets In addition, the precaution below must 
be observed (refer to Figure 20) 

Caution 

Be sure S1 and S2 are closed and Vqq and + 26 V are 
not applied when inserting the MC68705R3 and 
MC M24332 into their respective sockets This ensures 
that RESET is held low while inserting the devices 

When ready to program the MC68705U3 it is only 
necessary to provide VfjC ar, d +26 V, open switch S2 (to 
apply Vpp and Vihtp) an d then open S1 (to remove Reset) 
Once the voltages are applied and both S2 and S1 are open, 
the CLEAR output control line (PBA) goes high and then 
low, then the 12-bit c ounter (MC14040B) is clocked by the 
PB3 output (COUNT) The counter selects the MCM2532 
EPROM byte which is to load the equivalent MC68705U3 
EPROM byte selected by t he boot strap program Once the 
EPROM location is loaded, COUNT clocks the counter to the 
next EPROM location This continues until the MC68705U3 
is completely programmed at which time the Programmed 
indicator LED is lit The counter is cleared and the loop is 
repeated to verify the programmed data The Verified in- 
dicator LED lights if the programming is correct 

Once the MC68705U3 has been programmed and verified, 
close switch S2 (to remove Vpp and V|HTP) an d close 
switch S1(to Reset) Disconnect +26 V and Vcc» tnen 
remove the MC68705U3 from its socket 
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FIGURE 20 - PROGRAMMING CONNECTIONS SCHEMATIC DIAGRAM 

MC68705U3 

2 

Htbtl 

21 



V CC> 



vcc 




VCC ► 



V C c= +5 V (typical) 

Vpp = 21 V ± 1 V (Programming Mode) 



Summary of Programming Steps 

1 When plugging in the MC68705R3 or the MCM2532 be sure that SI and S2 are closed and that Vqq and + 26 v are not applied 

2 To initiate programming, be sure SI is closed, S2 is closed and Vqq and + 26 V are applied Then open S2, followed by SI 

3 Before removing the MC68705R3, first close S2 and then close SI Disconnect Vqc and +26 V then remove the MC68705R3 



MC6805U2 EMULATION 

The MC68705U3 emulates the MC6805U2 "exactly " 
MC6805U2 mask features are implemented in the Mask Op- 
tion Register (MOR) EPROM byte on the MC68705U3 There 
are a few minor exceptions to the exactness of emulation 
which are listed below 

1 The MC6805U2 "future ROM" area is implemented in 
the MC68705U3 and these 1728 bytes must be left un- 
programmed to accurately simulate the MC6805U2 
(The MC6805U2 reads all zeros from this area ) 

2 The reserved ROM areas in the MC6805U2 and 
MC68705U3 have different data stored in them and this 
data is subject to change without notice The 
MC6805U2 uses the reserved ROM for the Self-Check 
feature and the MC68705U3 uses this area for the 
bootstrap program 

3 The MC6805U2 reads all ones in its 48 byte "future 
RAM" area This RAM is not implemented in the 
MC6805U2 mask ROM version, but is implemented in 
the MC68705U3 



4 The Vpp line (pin 7) in the MC68705U3 must be tied to 
Vqc f° r normal operation In the MC6805U2, pin 7 is 
the NUM pin and is grounded in normal operation 

5 The LVI feature is not available in the MC68705U3 
Processing differences are not presently compatible 
with proper design of this feature in the EPROM ver- 
sion 

6 The function in the Non-User Mode is not identical to 
the MC6805U2 version Therefore, the MC68705U3 
does not function in the MEX6805 Support System In 
normal operation, all pin functions are the same as on 
the MC6805U2 version, except for pin 7 as previously 
noted 

The operation of all other circuitry has been exactly 
duplicated or designed to function exactly the same way in 
both devics including Interrupts, Timer, Data Ports, and 
Data Direction Registers (DDRs) A stated design goal has 
been to provide the user with a safe inexpensive way to 
verify his program and system design before committing to a 
factory programmed ROM 
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SOFTWARE 

BIT MANIPULATION 

The MC68705U3 MCU has the ability to set or dear any 
single random-access memory or input/output bit (except 
the Data Direction Register, see Caution under INPUT/OUT- 
PUT paragraph), with a single instruction (BSET, BCLR) 
Any bit in the page zero memory can be tested, using the 
BRSET and BRCLR instructions, and the program branches 
as a result of its state The Carry bit equals the value of the 
bit referenced by BRSET and BRCLR A Rotate instruction 
may then be used to accumulate serial input data in a RAM 
location or register This capability to work with any bit in 
RAM, ROM, or I/O allows the user to have individual flags in 
RAM or to handle I/O bits as control lines The coding exam- 
ple in Figure 21 illustrates the usefulness of the bit manipula- 
tion and test instructions Assume that the MCU is to com- 
municate with an external serial device The external device 
has a data ready signal, a data output line, and a clock line to 
clock data one bit at a time, LSB first, out of the device The 
MCU waits until the data is ready, clocks the external device, 
picks up the data in the Carry flage (C-bit), clears the clock 
line, and finally accumulates the data bit in a RAM location 

ADDRESSING MODES 

The MCU has 10 addressing modes which are explained 
briefly in the following paragraphs For additional details and 
graphical illustration, refer to the M6805 Family Users 
Manual 

The term "effective address" (EA) is used in describing the 
addressing modes EA is defined as the address from which 
the argument for an instruction is fetched or stored 

IMMEDIATE — In the immediate addressing mode, the 
operand is contained in the byte immediately following the 
opcode The immediate addressing mode is used to access 
constants which do not change during program execution 
(eg., a constant used to initialize a loop counter) 

DIRECT — In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single 
2-byte instruction This address area includes all on-chip 
RAM, I/O registers, and 128 bytes of EPROM Direct ad- 
dressing is an effective use of both memory and time 



EXTENDED — In the extended addressing mode, the ef- 
fective address of the argument is contained in the two bytes 
following the opcode Instructions using extended address- 
ing are capable of referencing arguments anywhere in 
memory with a single 3-byte instruction When using the 
Motorola assembler, the programmer need not specify 
whether an instruction uses direct or extended addressing 
The assembler automatically selects the shortest form of the 
instruction 

RELATIVE — The relative addressing mode is only used in 
branch instructions In relative addressing, the contents of 
the 8-bit signed byte following the opcode (the offset) is add- 
ed to the PC, if and only if, the branch condition is true 
Otherwise, control proceeds to the next instruction The 
span of relative addressing is from - 126 to + 129 from the 
opcode address The programmer need not worry about 
calculting the correct offset when using the Motorola 
assembler, since it calculates the proper offset and checks to 
see if it is within the span of the branch 



INDEXED, NO OFFSET - In the indexed, no offset 
addressing mode, the effective address of the argument is 
contained in the 8-bit index register Thus, this addressing 
mode can access the first 256 memory locations These in- 
structions are only one byte long This mode is often used to 
move a pointer through a table or to hold the address of a 
frequency referenced RAM or I/O location 

INDEXED, 8-BIT OFFSET - In the indexed, 8-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and unsigned 
byte following the opcode This addressing mode is useful in 
selecting the kth element in an n element table With this 
2-byte instruction, k would typically be in X with the address 
of the beginning of the table in the instruction As such 
tables may begin anywhere within the first 256 addressable 
locations and could extend as far as location 511 ($1 FE) 

INDEXED, 16-BIT OFFSET - In the indexed, 16-bit offset 
addressing mode, the effective address is the sum of the 
contents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This address mode can 
be used in a manner similar to indexed, 8-bit offset, except 
that this 3-byte instruction allows tables to be anywhere in 



FIGURE 21 - BIT MANIPULATION EXAMPLE 
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memory. As with Direct and Extended addressing, the 
Motorola assembler determines the shortest form of indexed 
addressing. 

BIT SET/CLEAR - In the bit set/clear addressing mode, 
the bit to be set or cleared is part of the opcode and the byte 
following the opcode specifies the direct address of the byte 
in which the specified bit is to be set or cleared Thus, any 
read/write bit in the first 256 locations of memory, including 
I/O, can be selectively set or cleared with a single 2-byte in- 
struction See Caution under the INPUT/OUTPUT 
paragraph 

BIT TEST AND BRANCH - The bit test and branch 
addressing mode is a combination of direct addressing and 
relative addressing The bit which is to be tested and the 
condition (set or clear) is included in the opcode, and the 
address of the byte to be tested is in the single byte im- 
mediately following the opcode byte The signed relative 
8-bit offset is in the third byte and is added to the value of the 
PC, if the branch condition is true This single 3-byte instruc- 
tion allows the program to branch based on the condition of 
any readable bit in the first 256 locations of memory The 
span of branching is from —125 to +130 from the opcode 
address The state of the tested bit is also transferred to the 
Carry bit of the Condition Code Register See Caution under 
the INPUT/OUTPUT paragraph 

INHERENT — In the inherent addressing mode, all the in- 
formation necessary to execute the instruction is contained 
in the opcode Operations specifying only the index register 
or accumulator, as well as control instruction with no other 
arguments, are included in this mode These instructions are 
one byte long 

INSTRUCTION SET 

The MCU has a set of 59 basic instructions, which when 
combined with the 10 addressing modes produce 207 usable 
opcodes They can be divided into five different types 



register/ memory, read/ modify/ write, branch, bit manipula- 
tion, and control The following paragraphs briefly explain 
each type. All the instructions within a given type are 
presented in individual tables 

REGISTERS/MEMORY INSTRUCTIONS - Most of 
these instructions use two operands One operand is either 
the accumulator or the index register The other operand is 
obtained from memory using one "of the addressing modes. 
The jump unconditional ( JMP) and jump to subroutine ( JSR) 
instructions have no register operand Refer to Table 2 

READ/MODIFY/WRITE INSTRUCTIONS - These in- 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register (see Caution under INPUT/OUT- 
PUT paragraph) The test for negative or zero (TST) instruc- 
tion is included in the read/ modify/ write instructions, 
though it does not perform the write Refer to Table 3 

BRANCH INSTRUCTIONS - The branch instructions 
cause a branch from the program when a certain condition is 
met Refer to Table 4 

BIT MANIPULATION INSTRUCTIONS - These instruc- 
tions are used on any bit in the first 256 bytes of the memory 
(see Caution under INPUT/OUTPUT paragraph) One group 
either sets or clears The other group performs the bit test 
and branch operations Refer to Table 5 

CONTROL INSTRUCTIONS -The control instructions 
control the MCU operations during program execution 
Refer to Table 6 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 7 

OPCODE MAP SUMMARY - Table 8 is an opcode map 
for the instructions used on the MCU 









TABLE 2 - REGISTER/MEMORY INSTRUCTIONS 
















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8 Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


* 
Bytes 


# 

Cycles 


Op 
Code 


Bytes 


* 
Cycles 


Op 
Code 


Bytes 


« 
Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


* 
Bytes 


# 
Cycles 


OP 
Code 


# 
Bytes 


« 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 




C6 


3 


5 


F6 




4 


E6 


2 


5 


D6 


3 


6 


Load X from Memory 


LOX 


AE 


2 


2 


BE 


2 




CE 


3 


5 


FE 




4 


EE 


2 


5 


DE 


3 


6 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 




C7 


3 


6 


F7 




5 


E7 


2 


6 


D7 


3 


7 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 




CF 


3 


6 


FF 




5 


EF 


2 


6 


DF 


3 


7 


Add Memory to A 


ADD 


AB 


2 


? 


BB 


2 




CB 


3 


5 


FB 




4 


EB 


2 


5 


DB 


3 


6 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 




C9 


3 


5 


F9 




4 


E9 


2 


5 


D9 


3 


6 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 




CO 


3 


5 


FO 




4 


EO 


2 


5 


DO 


3 


6 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 




C2 


3 


5 


F2 




4 


E2 


2 


5 


D2 


3 


6 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 




C4 


3 


5 


F4 




4 


E4 


2 


5 


D4 


3 


6 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 




CA 


3 


5 


FA 




4 


EA 


2 


5 


DA 


3 


6 


Exclusive OR Memory 
with A 


EOR 


AB 


2 


2 


B8 


2 




CB 


3 


5 


F8 




4 


E8 


2 


5 


D8 


3 


6 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 




CI 


3 


5 


F1 




4 


E1 


2 


5 


D1 


3 


6 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 




C3 


3 


5 


F3 




4 


E3 


2 


5 


D3 


3 


6 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 




C5 


3 


5 


F5 




4 


ES 


2 


5 


D5 


3 


6 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 




CC 


3 


4 


FC 




3 


EC 


2 


4 


DC 


3 


5 


Jump to Subroutine 


JSR 


~ 


" 


- 


BD 


2 




CD 


3 


B 


FD 




7 


ED 


2 


6 


DD 


3 


9 
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TABLE 3 - 


READ 


/MODIF 


Y/WB 


ITE INSTRUCTION 














Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 

(No Offset) 


indexed 
(8 Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


Bytes 


# 
Cycles 


Op 
Code 


Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Increment 


INC 


4C 




4 


5C 




4 


3C 


2 


6 


7C 




6 


6C 


2 


7 


Decrement 


DEC 


4A 




4 


5A 




4 


3A 


2 


6 


7A 




6 


6A 


2 


7 


Clear 


CLR 


4F 




4 


5F 




4 


3F 


2 


6 


7F 




6 


6F 


2 


7 


Complement 


COM 


43 




4 


53 




4 


33 


2 


6 


73 




6 


63 


2 


7 


Negate 
(2 s Complement) 


NEG 


40 




4 


50 




4 


30 


2 


6 


70 




6 


60 


2 


7 


Rotate Left Thru Carry 


ROL 


49 




4 


59 




4 


39 


2 


6 


79 




6 


69 


2 


7 


Rotate Right Thru Carry 


ROR 


46 




4 


56 




4 


36 


2 


6 


76 




6 


psT" 


2 


7 


Logical Shift Left 


LSL 


48 




4 


58 




4 


38 


2 


6 


78 




6 


68 


2 


7 


Logical Shift Right 


LSR 


44 




4 


54 




4 


34 


2 


6 1 


74 




6 


64 


2 


7 


Arithmetic Shift Right 


ASR 


47 




4 


57 




4 


37 


2 


6 


77 




6 


67 


2 


7 


Test for Negative 
or Zero 


TST 


4D 


1 


4 


5D 


1 


4 


3D 


2 


6 


7D 


1 


6 


6D 


2 


7 




TABLE 4 - BRANCH INSTRUCTIONS 



Function 


Mnemonic 


Relative Addressing Mode 


Op 
Code 


# 

Bytes 


# 

Cycles 


Branch Always 


BRA 


20 


2 


4 


Branch Never 


BRN 


21 


2 


4 


Branch IFF Higher 


BHI 


22 


2 


4 


Branch IFF Lower or Same 


BLS 


23 


2 


4 


Branch IFF Carry Clear 


BCC 


24 


2 


4 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


4 


Branch IFF Carry Set 


BCS 


25 


2 


4 


(Branch IFF Lower) 


(BLO) 


25 


2 


4 


Branch IFF Not Equal 


BNE 


26 


2 


4 


Branch IFF Equal 


BEQ 


27 


2 


4 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


4 


Branch IFF Half Carry Set 


BHCS 


29 


2 


4 


Branch IFF Plus 


BPL 


2A 


2 


4 


Branch IFF Minus 


BMI 


2B 


2 


4 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


4 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


4 


Branch IFF interrupt Line is Low 


BIL 


2E 


2 


4 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


4 


Branch to Subroutine 


BSR 


AD 


2 


8 





TABLE 5 - BIT MANIPULATION INSTRUCTIONS 






Function 


Mnemonic 


Addressing Mode* 


Bit Set/Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 

Cycles 


Op 
Code 


t 

Bytes 


Cycles 


Branch IFF Bit n is set 


BRSET n (n = 7) 


- 


- 


- 


2« n 


3 


10 


Branch IFF Bit n is dear 


BRCLR n(n = 7) 


- 


- 


- 


01 + 2 • n 


3 


10 


Set Bit n 


BSET n (n = 7) 


10 + 2 • n 


2 


7 


- 


- 


- 


Clear Bit n 


BCLR n (n = 7) 


11 + 2 • n 


2 


7 


- 


- 


- 



TABLE 6 - CONTROL INSTRUCTIONS 



Function 


Mnemonic 


Op 
Code 


Inherent 


f 

Bytes 


Cycles 


Transfer A to X 


TAX 


97 


1 


2 


Transfer X to A 


TXA 


9F 


1 


2 


Set Carry Bit 


SEC 


99 


1 


2 


Clear Carry Bit 


CLC 


98 


1 


2 


Set Interrupt Mask Bit 


SEI 


9B 


1 


2 


Clear Interrupt Mask Bit 


CLI 


9A 


1 


2 


Software Interrupt 


SWI 


83 


1 


11 


Return from Subroutine 


RTS 


81 


1 


6 


Return from Interrupt 


RTI 


80 


1 


9 


Reset Stack Pointer 


RSP 


9C 


1 


2 


No-Operation 


NOP 


9D 


1 


2 
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TABLE 7 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Testfr 
Branch 


H 


1 


N 


Z 


C 


ADC 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 




A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ASL 


X 




X 






X 


X 












A 


A 


A 


ASR 


X 




X 






X 


X 












A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BH! 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 
















BLO 










X 






















BLS 










X 






















BMC 










X 






















BMi 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 










A 


BRSET 




















X 










A 


BSET 


















X 












• 


BSR 










X 




















• 


CLC 


X 































CLI 


X 




























• 


CLR 


X 




X 






X 


X 















1 


• 


CMP 




X 


X 


X 




X 


X 


X 










A 


A 


A 


COM 


X 




X 






X 


X 












A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 










A 


A 


A 



Condition Code Symbols 

H Half Carry (From Bit 3) 
i Interrupt Mask 
N Negative (S»gn Bit) 
2 Zero 


C 
A 


Carry/ Borrow 

Test and Set if True, Cleared Otherwise 


• 


Not Affected 


? 
1 



Load CC Register From Stack 

Set 

Clear 
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TABLE? - INSTRUCTION SET (CONTINUED) 




Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Testfr 
Branch 


H 


1 


N 


Z 


C 


DEC 


X 




X 






X 


X 












A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 










A 


A 


• 


INC 


X 




X 






X 


X 












A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 










A 


A 


• 


LSL 


X 




X 






X 


X 












A 


A 


A 


LSR 


X 




X 






X 


X 















A 


A 


NEQ 


X 




X 






X 


X 












A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 










A 


A 


• 


ROL 


X 




X 






X 


X 












A 


A 


A 


RSP 


X 






























RTI 


X 
























? 


? 


7 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SEC 


X 
























• 


• 


1 


SEI 


X 
























• 


• 


• 


STA 






X 


X 




X 


X 


X 










A 


A 


• 


STX 






X 


X 




X 


X 


X 










A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 










A 


A 


A 


SWI 


X 
























• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 












A 


A 


• 


TXA 


X 































Condition Code Symbols 



H 


Half Carry (From Bit 3) 


I 


Interrupt Mask 


N 


Negative (Sign Bit) 


Z 


Zero 


c 


Carry/ Borrow 


A 


Test and Set if True, Cleared Otherwise 


o 


Not Affected 


? 


Load CC Register From Stack 


1 


Set 





Clear 
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TABLE 8 - M6805 FAMILY INSTRUCTION SET OPCODE MAP 



_2K!L. 



2 

opio 



3 



4 



5 



6 



7 

_SU1_ 



8 
1000 



9 

JBPJL. 



A 

1PW 



c 

nop 



D 
_2!QL_ 



E 



Bfc Manipulrton 



i6 M I 
BRSET0 



BRCLR0 
L BIft 



BRSET1 
k 814 



BRSET2 



BRSET3 

k— "I 

BRCLR3 

?, fiie- 



BRSET4 
BRCLR4 

k — m 



BRSET5 



BRCLR5 
BRSET6 



BRSET7 

BRCLR7 
3 BTB 



BSET2 



BCLR2 
6S£_ 



BCLR3 
BS£ 



asc. 

BCLR4 

— *% 

BSET5 
BSiL 



BCLR6 



=¥= 



.jpjfiL 



BRA 

I — ■* 



BCC 

J BEL 



BCS 

* — B£ 3- 

BNE 

3 ^ 

BEQ 

i ^ 

BHCC 

i — ■% 

BHCS 

i — ■* 

BPL 

i — ^ 

BMI 

* — ■% 



BMC 

i "* 

BMS 

i B£L 



_J^ 



■JB11- 



NEG 

2 Die. 



LSR 

2 DIE. 



ROR 

2 DIB. 



DEC 

2 Q1B. 



S b 

INC 
J2!l 



i n 

TST 

2 eia. 



Ryd/Modjfy/Write 



JUflP- 



LSLA 

INH 



4 3 

INCA 



JUDL. 



-Sllfl- 



-filUL 



IN H 



8 
1«P 



_iaa- 



IMM 



SUB 

2 IMM 



SBC 

2 IMM 



LDA 

2 IMM 



EOR 

1 IMM. 



LDX 

2 IMM 



PJR 



B 

Jfiu_ 



SUB 

2 DIR 



SBC 

i DIR. 



AND 

2 DIR. 



BIT 

2 PJR. 



1 3~ 

ORA 



R<flwtf /MwTtofy 



-*¥- 



SUB 

3 EXT 



AND 

2 EXT. 



BIT 

? EXT 



S 6" 

JSR 



J 101 



_m&- 



BIT 
2 L2SJ_ 




QQQP. 



2 

0010 



5 

_J2M_ 



I 

CJ1 

c 



Abbreviations for Address Modes 



LEGEND 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


IX2 


Indexed, 2 Byte (16-Bit) Offset 



# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





F «tf 








1111^^ 








■4 3 


*^ 

0000-*^ 




^ 






• 1 /IX 









Opcode in Hexadecimal 
Opcode in Binary 

• Address Mode 



* CMOS Versions Only 




® 



MOTOROLA 



MC141000 
MC141200 
MC141099 



Advance Information 



4-BIT SINGLE-CHIP CMOS MICROCOMPUTERS 

The MC141000 and MC141200 are 4-bit, CMOS single-chip 
microcomputers These static microcomputers contain CPU, ROM, 
RAM, PLA, buffered inputs, and output drivers capable of sourcing 
more than 12 milhamperes The MC141200 has 16 individually alterable 
outputs (R-hnes) in a 40-pin package The MC141000 is a limited pmout 
version of the MC141200 with 1 1 R-hnes in a 28-pin package The out- 
put drivers for the MC141000 and MC141200 are mask programmed to 
be either open-emitter, open-drain, or active push-pull Both versions 
include 8 O-outputs from a mask programmable PLA 

The MC141099 is a 48-pin version of the MC141200 designed for use 
as a prototyping and debugging tool The MC141099 contains no ROM 
or PLA on-board, however, address and data lines required to interface 
to external ROM and PLA are provided All MC141099 outputs are ac- 
tive push-pull 



Features 


MC141000 


MC141200 


MC141099 


Package Pin Count 


28 Pins 


4(fPins 


48 Pins 


Instruction Read-Only Memory 


999x8(7992 Bits) 


None 


Data Random-Access Memory 


64x4 (256 Bits) 


"R" Individually Addressed Outputs 


11 | 16 


16 


"0" Parallel Latched Data Outputs 


8 Bits 


5 Bits 


"R" and "0" Output Drive 


Source 12 mA 


Maximum-Rated Voltage 


65 V 


"K" Inputs 


4 Bits 


Self-Test 


25x8 (200 Bits) | None 


Accumulator 


4 Bits 


"Y" Register 


4 Bits 


"X" Register 


2 Bits 


Instruction Set 


See Table 4 


External Address Lines 


None | 10 


On-Chip Oscillator 


Yes 


Maximum 

Power 

Dissipation 


5 V, 600 kHz 


12 5 mW 


5V, 100kHz 


3 0mW 


3 V, 200 kHz 


1 5 mW 


3 V, 30 kHz 


36mW 



CMOS LSI 

(LOW-POWER COMPLEMENTARY MOS) 

ONE-CHIP MICROCOMPUTERS 




L SUFFIX 

CERAMIC PACKAGE 
CASE 740 
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MAXIMUM RATINGS (Voltages referenced to Vss> 



Rating 


Symbol 


Value 


Unit 


DC Supply Voltage 


V D D 


-0 5 to +6 5 


V 


Input Voltage, All Inputs 


V,n 


-05 to Vdd + 05 


V 


DC Current Drain per Pin, All Inputs 


I 


10 


mA 


DC Current Dram, Vqd Pin 


I 


250 


mA 


DC Current Drain, V$s Pm 


I 


20 


mA 


Operating Temperature Range 


t a 


-40 to +85 


°C 


Storage Temperature Range 


T sta 


-65 to +150 


°C 


Total Power Dissipation 


PD 


See Figure 1 


mW 



RECOMMENDED OPERATING CONDITIONS (V S s = 0) 



Parameter 


Symbol 


Vaue 


Unit 


DC Supply Voltage 
High Speed Clock 
Full Range Operation 


V D D 


+ 4 75 to +6 
+ 3 to +6 


V 


Clock Frequency 
V DD = 5 0V ±5% 
VdD = 30V Mm 


fCLK 


DC to 600 
DC to 200 


kHz 



This device contains circuitry to protect the 
inputs against damage due to high static 
voltages or electric fields, however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
impedance circuit For proper operation it is 
recommended that V m and V out be con- 
strianed to the range Vss^(Vm or 
V 0Ut )<VDD Although internal pulldown 
resistors are used, it is recommended that all 
unused inputs be tied to an appropriate logic 
level (e g , either Vss or Vqd' 



MC1410Q0/MC141200 ONLY 

DC ELECTRICAL CHARACTERISTICS (V DD = 



f5 Vdc ±5%, VsS = V» unless otherwise noted) 



Characteristic 


Symbol 


TA = 0to70°C 


T A = 


-40 to 85 °C 


Unit 


Min 


Typ 


Max 


Mm 


Max 


Input Current - K Inputs and INIT 
V in = 50V 
V in = 00V 


•in 


35 


100 
-0 005 


165 

-1 


30 
-0 005 


215 
-1 


mA 


Input Voltage 


V|L 
V|H 


36 


_ 


1 4 


36 


1 4 


V 


Output Drive - R and O Outputs 
(Vql = 4 V, Vqd = 4 75 V) 
(Vqh = 2 4 V) - See Figure 1 


lOL 

•oh 


-15 


- 


1 6 


- 


1 5 


mA 


Average Supply Current 


'dd 


- 


- 


See Figure 6 


- 


See Figure 6 


mA 


Static Supply Current 


! DD 


- 


- 


See Figure 2 


- 


See Figure 2 


M A 


Oscillator Frequency (Vdd = 4 75 V) 


fCLK 


DC 


- 


600 


DC 


600 


kHz 


Internal Oscillator Frequency for R ex ^ = 25 kfi 


fCLK 


400 


500 


600 


400 


600 


kHz 



MC141099 ONLY 

DC ELECTRICAL CHARACTERISTICS (V DD =+5 Vdc, Vss = V, T A =25°C unless otherwise noted) 



Characteristic 


Symbol 


Mm 


Typ 


Max 


Unit 


Input Current — K Inputs and INIT 
(V in = 5 V) 
(V in = V) 


l.n 


65 


100 
-0 00001 


140 
-03 


mA 


Input Current — I Inputs 
(V in = 5 V) 
(V in = V) 


l.n 


- 


-0 00001 
-000001 


03 
-03 


mA 


Input Voltage - I Inputs 


V|L 
V|H 


20 


_ 


08 


V 


Input Voltage - Other Inputs 


V|L 
V|H 


36 


- 


1 4 


V 


Output Drive — R and Outputs 
(VoH = 2 4 VJ (See Figure 1) 
(Vql = 4 V) 


'OH 
lOL 


-15 
1 6 


- 


-12 


mA 


Output Drive - PA and PC Outputs 
(V H = 46 V) 
(Vql = 4 V) 


'OH 
lOL 


-100 
100 


- 


- 


mA 


Average Supply Current 


•dd 


- 


- 


See Figure 6 


^a 


Static Supply Current 


•dd 


- 


- 


See Figure 2 


ma 


Oscillator Frequency (Vqd = 4 75 V) 


fCLK 


DC 


- 


600 


kHz 


Internal Oscillator Frequency for Rext = 25 kfl 


fCLK 


400 


500 


600 


kHz 


Input Capacitance - K Inputs and INIT 


C,n 


- 


- 


75 


PF 


Input Capacitance - Clock Input 


Cm 


- 


- 


30 


pF 
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PIN ASSIGNMENTS 



MC141000 




R8C 1 • 

R9l 2 
R10[ 3 
R11[ 4 
R12 I b 

vsslb 

K1 I 7 
K2[ 8 

K4[ 9 
K8C '0 

initI ii 

07 [ 12 
NC[13 
NCC 14 
NCC 15 
06 1 lb 
05[1? 
04 1 18 
03[ 19 
NCl 20 



MC141200 



MC141089 



40 1 R7 

J9 ]R6 

38 ]R5 

3/ 1R4 

36 JR3 

35 ] R15 

34 ] R14 

33 ] R13 

32 ] NC 

31 3 R2 
]R1 
3 RO 
3 V DD 
3 0SC2 

3 osci 
3 oo 

3oi 

3 02 
3 NC 
3 NC 



BOM 

Address < 

Out 



Instruction 
Input 



R8C 
R9[ 
R10[ 
R1 1 C 

R12C 

vssC 

<1[ 

K2 [ 
K4[ 

K8 [ 

INIT C 
(LSB) PCO C 
PC1 C 
PC2 [ 
PC3C 
PC4 
PC5[ 
PAOC 
PA1 C 
PA2[ 
(MSB) PA3[ 

{'(MSB) I7[ 
I6C 
15 




qie 

17 
18 
19 
20 
21 
22 
23 
24 



PR7 
R6 
R5 
JR4 
lR3 
JR15 
3 R14 
JR13 
]R2 
3R1 

Jro 

3v D d 

J0SC2 

3osci 

J0SL(MSB)\ 

J08 

3 04 

3 02 

3 01 <LSB) 

310 (LSB) 

3n 

3I2 
]l3 
JI4 



PLA 

Address 

Out 



Instruction 
Input 



FIGURE 1 - MINIMUM OUTPUT SOURCE CURRENT 
versus OUTPUT VOLTAGE (R AND OUTPUTS) 



FIGURE 2 - POSITIVE SUPPLY VOLTAGE 
versus STATIC SUPPLY CURRENT 



5 20 

1 



J 









VOD- 


5.0 V 























500 
400 

^300 
§ 




1 1 










j^ 


°!L— *~ 














vss- 

INIT- 
f-DC 


6N0 

vss 


100 















1 2 3 

% OUTPUT V01TA6E (V) 



4 5 

Vrjo, POSITIVE SUPPLY (V) 
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FIGURE 3 - EXTERNAL COMPONENTS FOR QUARTZ 
CRYSTAL OR CERAMIC RESONATOR OSCILLATOR 



FIGURE 4 - EXTERNAL CLOCK SOURCE INPUT 



OSC1 OSC2 

Q 

15 M 



20 pF 




OSC1 OSC2 

Clock J J 

Input NC 



Component values typical for 500 kHz crystal 



FIGURE 5 - OSCILLATOR CIRCUIT WITH 
ONE EXTERNAL RESISTOR 



OSC1 OSC2 



(Input) (Output) 
I WNv 1 



FIGURE 6 - MAXIMUM OPERATING CURRENT 
versus OSCILLATOR FREQUENCY 



FIGURE 7 - TYPICAL OSCILLATOR FREQUENCY 
versus EXTERNAL RESISTANCE 



3000 
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y 
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No dc Load 1 


i 








V 
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FIGURE 8 - FUNCTIONAL BLOCK DIAGRAM - MC141000/ 1200/ 1099 
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with MC141099 
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I 



ROM 
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R Outputs 
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R-Output Register 



R-Output Decode 



Page 
Address 



^ 



Page 
Buffer 



Hj 
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K- Input 

Multiplexer 



K Inputs 



JT 



la T ^ ^y 
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Decode \~ \ Latch a 



Program 
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Subroutine 
Return 
Register 
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Logical 
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X 



7L~ 



PLA 

Input 
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File Decode 



RAM 
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FUNCTIONAL BLOCKS 

Figure 8 shows a block diagram of the resources available 
to the MC141000/ 1200/ 1099 programmer They are 
A The accumulator is used to store the result of 

an ALU operation for subsequent operations 
ALU The arithmetic logical unit performs calcula- 

tion and decision-making tasks 
K Inputs The K lines are the data input port. Since there 
are only four input lines, they are usually 
multiplexed under control of the R lines using 
external hardware The inputs are diode pro- 
tected and have a pulldown resistor of approx- 
imately 50k ohms, therefore, open inputs are 
read as a logic low. 
O Outputs The eight outputs of the PLA are connected to 
output drivers which comprise the O-outputs. 
These output drivers may be manufactured as 
open-emitter, open-dram, or push-pull at the 
user's option. 



PLA The output programmable logic array is mask- 

programmable to specify the state of each of 
the eight O-outputs for each of the 32 possible 
PLAIR outputs 

PLAIR The programmable logic drray input register is 

a 5-bit latch which latches the four ac- 
cumulator bits and the output of the status 
latch 

RAM Variable data is stored in the 64-word, 4-bit- 

per-word random-access memory Data is ac- 
cessed by decoding a 2-bit file address (X 
register) and 4-bit word address (Y register) 

ROM Array The user's instructions are mask programmed 
into the read-only memory (ROM) Instruc- 
tions are addressed by a page address register 
(PA) and program counter (PC) A single 
subroutine return register (SRR) and page buf- 
fer register (PB) permit subroutine calls to any 
location within the ROM 
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R Outputs The output of the Y register is decoded to 
select one of the R-output lines which can 
then be set or reset under program control 
The R-lmes are used as control lines to scan 
keyboards and displays, perform handshakes, 
and interface external bit The R-outputs 
may be manufactured as open-emitter, open- 
dram, or push-pull at the user's option 

S All branches and subroutine calls are depen- 

dent on the state of the status bit b3 It may be 
set or reset on logical or arithmetic operations 
and is set by the remainder of the instructions 

SL The state latch latches the state of the status 

logic in order to preserve it for subsequent 
O-output operations 
NOTE S and SL are NOT identical 

Y Register The 4-bit Y register is a multipurpose register 
used to address a word in a RAM file, to select 
an R-output for manipulation by subsequent 
instructions, or as a general purpose counting 
and storage register 

X Register This 2-bit register is used to address one of 
four RAM files 

PA The page address register is used to address 

one of 16 ROM pages 

PB The page buffer register is used with the 

subroutine return register to permit subroutine 
calls and branch outside of the current ROM 
page 

SRR The subroutine return register is used to store 

the return address from a subroutine 

CL The call latch is used to determine if a branch 

or subroutine call has to use the PA and PB for 
accesses beyond the current ROM page 

POWER-UP AND INITIALIZATION 

When power is applied, the registers shown in Table 1 are 
loaded as shown for power-up Al! other internal registers 
and RAM come up in an arbitrary state 

TABLE 1 - POWER-UP AND INITIALIZATION 





PC 


PA 


PB 


CL 


PLAIR 


R-Outputs 


Power-Up 





15 


15 











Initialize 





K 


K 












After power is applied, the initialize UNIT) input may be 
used to reinitialize the processor Internally, INIT has a 
50k ohm pulldown resistor which holds the INIT line low It 
must be held high for a minimum of 6 fuil clock cycles and 
then returned to the low staie If a mechanical switch or 
other mechnical device is used to control INIT, it may be 
necessary to include a method of contact debounce to en- 
sure a valid INIT pulse 

A valid INIT pulse will cause the registers to be loaded as 
shown in the table The contents of registers other than 
those shown will remain unchanged during initialization 
Note that the PA and PB are loaded with the 1 's complement 
of the K-input lines (K8=MSB) This feature allows the 
MC141000 to be initialized to the first instruction on any page 
by controlling the K-inputs during initialization This is useful 



where the same circuit may be used for several applications 
Since the K-inputs have 50k pulldown resistors, they will be 
a "0" (unless driven from another device) and the Vs com- 
plement (F) will be loaded into PA and PB 

After power-up or initialization, instruction execution will 
continue sequentially within the specified ROM page unless 
interrupted by a branch, subroutine call, subroutine return, 
or another initialization INIT may be used as an interrupt pin 
since it will execute the program from the ROM page 
specified by the K-inputs The interrupting device must force 
the desired ROM page in 1's complement format on the 
K-inputs No previous program information will be stored as 
in classical interrupts, however, program control can be 
altered via external hardware 

ARITHMETIC LOGICAL UNIT (ALU) 

The ALU is the calculating and decision-making protion of 
the MC141000 and consists of a 4-bit adder/comparator and 
the status bit 

The status bit will be selectively set or reset by add, sub- 
tract, increment, decrement, compare, and bit-test opera- 
tions Other instructions always set the status bit to a "1" 

The adder/comparator can add, subtract, compare two 
numbers, add +1, - 1, 6, 8, and 10 

The arithmetic instructions are 
AMAAC Add memory to accumulator, results to ac- 
cumulator Carry to status 
SAMAN Subtract accumulator from memory, results to 

accumulator If no borrow, one to status 
IMAC Load memory into accumulator, increment ac- 

cumulator Carry to status 
OMAN Load memory into accumulator, decrement ac- 

cumulator If no borrow, one to status 
IA Increment accumulator, no status effect 

IYC Increment Y register Carry to status 

DAN Decrement accumulator If no borrow, one to 

status 
DYN Decrement Y register If no borrow, one to 

status 
A8AAC Add 8 to accumulator, results to accumulator 

Carry to status 
A10AAC Add 10 to accumulator, results to accumulator 

Carry to status 
A6AAC Add 6 to accumulator, results to accumulator 

Carry to status 
CPAIZ Complement accumulator and increment If 

zero, one to status 
The logical instructions are 
ALEM If accumulator less than or equal to memory, 

one to status 
ALEC If accumulator less than or equal to a constant, 

one to status 
KNEZ If K-inputs not all zero, one to status 

MNEZ If memory not equal to zero, one to status 

TBIT1 If the selected bit is one, one to status 

YNEA If Y register not equal to accumulator, one to 

status and status latch 
YNEC If Y register not equal to a constant, one to 

status 
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INSTRUCTION DECODE 

The instruction decode logic latches every instruction 
fetched from ROM and configures the internal logic to cor- 
rectly execute the current instruction The MC141000 in- 
cludes within the instruction-decode logic the capability of 
modifying the standard instruction set Typical examples of 
useful nonstandard instructions are 
SRDY Set R-Output and decrement Y 

TDOIY Transfer A and SL to PLAIR and increment Y 

TKM Transfer K inputs to memory and increment the 

Y Register 
ANEM A not equal to M (X, Y) 

The factory should be consulted for feasibility of specific 
instruction-set modifications 

RANDOM ACCESS MEMORY - RAM 

RAM consists of 256-bits organized into 64 4-bit words 
For purposes of addressing, the 4-bit words are organized 
into four files of 16 4-bit words per file (see Figure 9) 

The X register is decoded to select one of the 4 RAM files, 
and the Y register is decoded to address one of the 16 words 
in the selected file 

Instructions which can be used to address the RAM file 
are the LDX which loads the X register from ROM, and the 
COMX instruction which complements the X register The Y 
register can be loaded from ROM (TCY), from RAM (TMY), 
or the accumulator (TAY) The Y register can also be in- 
cremented (IYC, TCMIY, and TAMIY) and 'decremented 
(DYN) 

Individual bits within the RAM can be set (SBIT), reset 
(RBIT), and tested (TBIT1) under program control The 
RAM word to be operated on is defined by the X and Y 
registers, and the 2-bit B field of the bit manipulation instruc- 
tion selects the bit to be operated on (see Table 4) 

Instructions which directly access RAM are 
ALEM Accumulator less than or equal to memory 

AMAAC Add memory to accumulator, store result in ac- 
cumulator 
DMAN Load accumulator with decremented memory 

contents 
I MAC Load accumulator with incremented memory 

contents 
MNEZ Compare for memory not equal to zero 

SAMAN Subtract the accumulator from the memory and 

store the result in the accumulator 
TAM Transfer accumulator to memory - 

TAMIY Transfer accumulator to memory, increment Y 

register 
TAMZA Transfer accumulator to memory, load the ac- 
cumulator with zero 
TMA Transfer memory to accumulator 

TMY Transfer memory to Y register 

XMA Exchange memory and accumulator 

Since the Y register is an integral part of the memory ad- 
dressing scheme, Y register manipulation instructions are 
important to RAM The Y register can be changed by the 
following instructions 
IYC Increment the Y register 

DYN Decrement the Y register 



TAY Transfer accumulator to Y register 

TCY Load the Y register with a constant. 

TMY Transfer memory to Y register 

TAMIY Transfer accumulator to memory, incremented 

to Y register 
TCMIY Transfer constant to memory, increment Y 

register 



FIGURE 9 - RAM ORGANIZATION 
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ROM ARRAY 

The ROM consists of 8192-bits of mask- prog rammed 
memory organized as 1024 8-bit instructions It is divided in- 
to 16 pages of 64 instructions per page The self-test pro- 
gram is located in the last 25 bytes of page These 25 bytes 
are not available for user programs, therefore, only 999 bytes 
are available for the user instructions See the Self-Test sec- 
tion for a detailed description 

FIGURE 10 - ROM ORGANIZATION 
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Instructions within ROM are addressed by the page ad- 
dress register (PA) which contains the page number, and the 
program counter (PC) which contains the location of the in- 
struction relative to the beginning of the page The PC is in- 
cremented prior to fetching the next instruction (unless 
diverted by a Branch or Call) so each instruction is accessed 
in the numerical order of its address A carry from the PC is 
not added to the PA so the program will "wraparound" 
within the page rather than executing the first instruction of 
the following page Upon power-up, the PC is set to zero 
and the PA and PB are set to 15 

INPUTS 

The input lines consist of the four K-input lines and the in- 
itialize UNIT) line All inputs are static-protected CMOS in- 
puts with pulldown of about 50 kft Thus, an open input is 
equivalent to logic The circuit is shown in Figure 15 
KNEZ - If the K input lines are not equal to zero, set the 

status logic to one 
TKA — Transfer the contents of the four input lines to the > 

accumulator 
Operation of the INIT is described previously (Table 1) 

OUTPUT PORTS 

Two output ports (R and 0) are included in the microcom- 
puter The MC141000 has 11 R-outputs and the MC141200 
has 16 R-outputs and both machines have eight O-outputs 
The number of R-outputs is the only difference between the 
MC141000 and the MC141200 

R-output lines are used primarily as control or "hand- 
shake" lines, and to multiplex external hardware The 
R-output which is to be operated on is selected by a binary 
decode of the contents of the Y register and is set by the 
SETR instruction and reset RSTR instruction 

The eight O-output lines are the decoded output of the 
contents of the 5-bit PLAIR Since the PLAIR is loaded from 
the A and the SL, these registers must be "setup" prior to an 
output operation The status latch can only be loaded by the 
YNEA (Y register not equal to accumulator) instruction while 
the contents of the accumulator may be modified by 
numerous other instructions 

The output instructions are 

TDO - Transfer data from the accumulator and status 
latch to the PLAIR 

CLO - Clear PLAIR, i e , load with zeros 

In a typical application, the first four R lines might be used 
as digit selects for outputting a four-digit decimal number us- 
ing the PLA programmed as a seven-segment decode as 
shown in Figure 11 The software needed to accomplish this 
task is shown in the application sections 

OUTPUT CONFIGURATIONS 

The MC141000/1200 outputs may be mask programmed in 
any of three configurations Figure 12 shows the open- 
emitter configuration capable of sourcing 15 mA at Vrj = 2 4 
V and Vqd = 5 V, which will drive an LED Figure 14 is the 
open-drain configuration capable of sinking 1 6 mA over 
temperature, which will drive one TTL load or four LSTTL 
loads The source and sink devices are combined in the ac- 
tive push-pull configuration of Figure 13 The MC141099 also 
has outputs as in Figure 13 
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FIGURE 11 - OUTPUT PLA EXAMPLE - 7-SEGMENT DISPLAY DECODE 
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FIGURE 12 - OPEN-EMITTER OUTPUT CIRCUIT 



FIGURE 13 - ACTIVE PUSH-PULL OUTPUT CIRCUIT 
(DEFAULT CONFIGURATION) 
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FIGURE 14 - OPEN-DRAIN OUTPUT CIRCUIT 



FIGURE 15 - INPUT CIRCUIT WITH PULLDOWN 
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MC141000/MC141200 SELF-TEST 

The self-test routine tests the RAM, K-inputs, R-lines, 
O-outputs, accumulator, status latch, status bit, X register, 
and Y-register The self-test program will load the value ob- 
tained from the K-input into RAM beginning at (0-15) Four 
load loops are made Each R-hne is set and reset as the 
Y-register is decremented RAM is then sequentially dumped 
to the O-outputs The self-test program is located in the last 
25 bytes of page in the instruction ROM (see Figure 10) 

To execute the self-test routine, perform the following 
after power-on reset 

1 Force INIT, R10, and all K-inputs high 

2 Clock 6 times 

3 Pull INIT low 

4 Clock 6 times 

5 Word zero of ROM page zero will be output on the 
O-outputs 

6 ROM will be dumped sequentially as the chip is clock- 
ed 

7 Dump up to word 39 and pull R10 low 

8 Load K-inputs with pattern for RAM 

9 Allow the clock to free-run to let self-test program 
begin execution 



EMULATION 

The MC141000/MC141200 can be emulated using the 
MC141099 and system external memory. The example 
system shown in Figure 16 uses MCM2708's to emulate the 
instruction ROM (999 bytes are needed) and the PLA (only 
32 bytes are needed) The MC141099 outputs are not mask 
programmable and are active push-pull. The user must add 
buffers to simulate other output driver configurations. 

STATUS AND STATUS LATCH 

All program-modifying instructions (BRanch or CALL) are 
conditional on the state of the status bit If status is set, the 
BRanch or CALL is executed by jumping to the ROM ad- 
dress specified by the operand field of the BRanch or CALL 
instruction and the contents of the page buffer register (PB) 
If status is reset, the BRanch or CALL is not to be taken, and 
the instruction following the BRanch or CALL is the next to 
execute The BRanch or CALL takes six clock cycles (one in- 
struction cycle) to execute whether the status is set or reset 

The status bit is normally set Whenever it is reset, the 
reset condition only lasts for one instruction cycle and then 
returns to the set state The only means to keep it reset for 




MC141000 SELF-TEST 



ROUTINE TO TEST RAM, K INPUTS, R-LINES, O-OUTPUTS, ACCUMULATOR, STATUS LATCH, 
X-REG, Y-REG, STATUS LOGIC (CONDITIONAL BR AND CALL) 
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FIGURE 16 - USING THE MC141099 TO EMULATE THE MC141000/MC141200 IN REAL-TIME 
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NOTE The OPLA EPROM outputs may require buffers depending on the requirements of the user's circuit. 
The EPROM outputs are TTL compatible 



more than one instruction cycle is to execute more than one 
instruction in series which causes it to reset in series 

The status latch takes the state of the status logic and 
saves it during the execution of a YNEA instruction 
Therefore, a YNEA instruction must be executed before a 
TDO instruction to ensure that the desired state of status 
latch is placed into the PLA input register. 



BRANCH, CALL AND RETURN OPERATIONS 
FIGURE 17 

The normal sequence of instruction execution may be 
diverted by branch (BR) or subroutine call (CALL) instruc- 
tions which are conditional on the state of the status bit If 
the status equals one, the BR or CALL will be executed If 
the status bit is zero the instruction following the BR or 
CALL will be executed 
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FIGURE 17 - INTERNAL BR, CALL, AND RETN OPERATION 
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BR (BRANCH) - A successful BR causes the PC to be 
loaded from the last six bits I (W) of the BR instruction If the 
call latch (CD is zero, the PA will also be loaded from the PB, 
however, if the CL is one, the PA will not be altered 

A load page (LDP) instruction can be used prior to a BR to 
cause program control to be transferred anywhere within the 
ROM 



Since there is a single level of subroutine-retum-aadress 
storage, nested subroutines are not permitted A CALL 
within a subroutine will cause the return PB to be loaded 
with the PA Branch instructions beyond the current page 
are not permitted within a subroutine since the PB is used as 
the storage register for the subroutine return page address 



1 



NOTE 

A BR within a subroutine CALL is limited to a short 
branch within the same page in order to preserve the 
subroutine return address 



CALL - The CALL instruction permits the use of 
subroutines in MC141000 programs The successful CALL 
instruction causes 

1 the PC to be incremented and stored in the subroutine 
return register (SRR), 

2 the PC to be loaded from the six least-significant bits 
of the CALL instruction, 

3 the call latch (CL) to be set to one, and 

4 the PB to be exchanged with the PA 



RETN - The return from subroutine instruction (RETN) 
causes the PC to be loaded from the SRR, the PA to be load- 
ed from the PB, and the CL to be reset 



BR AND CALL SUMMARY - FIGURE 18 - The condi- 
tions imposed on Branch and Call inductions are 

1 they will only be executed when status is set, 

2 a long BR or CALL off the current page will result if the 
PB is loaded by an LDP instruction prior to execution 
of the BR or CALL, 

3 only branches within the current page are allowed 
within a subroutine, and 

4 instruction execution requires six clock cycles whether 
or not the BR or CALL was successful 



FIGURE 18 - BR, CALL. AND RETN SUMMARY 
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X = Don't Care 

PA= Page Address Register 

PB=Page Buffer 

PC = Program Counter 

SRR = Subroutine Return Register 

CL=Call Latch 

l(W) = 6 Least-Significant Bits of a Call or BR 
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INSTRUCTION TABLES 



The MC141000 microcomputer instruction set consists of 
43 standard instructions These are summarized in Table 3, 



which lists the instructions by function, and Table 4 which 
lists the instructions alphabetically 





TABLE 3 - 


- MC141000/1200 INSTRUCTION SET, FUNCTION LIST 


Function 


Mnemonic 


Condition Setting Status 


Action 


ROM 
Addressing 


BR 


Always 


See Figure 18 


CALL 


Always 


See Figure 18 


LDP 


Always 


1(C) — PB 


RETN 


Always 


See Figure 18 


RAM X 
Addressing 


COMX 


Always 


X— X 


LDX 


Always 


KB) — X 


Output 


CLO 


Always 


0— PLAIR 


RSTR 


Always 


0— R(Y) 


SETR 


Always 


1-RM 


TDO 


Always 


SL, A— PLAIR 


Input 


KNEZ 


K-lnputs not zero 


K*0 


TKA 


Always 


K— A 


Internal 

Data 

Transfer 


CLA 


Always 


0— A 


TAM 


Always 


A— M(X,Y) 


TAMIY 


Always 


A— M(X,Y), Y + 1 — Y 


TAMZA 


Always 


A— M(X,Y),0— A 


TAY 


Always 


A-Y 


TCY 


Always 


1(C) — Y 


TCMIY 


Always 


1(C) — M(X,Y), Y + 1 — Y 


TMA 


Always 


M(X,Y) — A 


TMY 


Always 


M(X,Y) — Y 


TYA 


Always 


Y — A 


XMA 


Always 


M(X,Y)~A 


Bit 
Manipulation 


RBIT 


Always 


0— M(X,Y,B) 


SBIT 


Always 


1 — M(X,Y,B) 


TB1T1 


Bit equal to 1 


M(X,Y,B) = 1 


Arithmetic 


A6AAC 


Carry 


A + 6— A 


A8AAC 


Carry 


A + 8-A 


A10AA 


Carry 


A+10— A 


AMAAC 


Carry 


M(X,Y) + A— A 


CPAIZ 


Carry 


A+1 — A 


DAN 


Carry 


A-1 — A 


DMAN 


Carry 


M(X,Y)-1 — A 


DYN 


Carry 


Y-1 — Y 


IA 


Always 


A+1 — A 


IMAC 


Carry 


M(X,Y)+1 — A 


IYC 


Carry 


Y+1 — A 


SAMAN 


If no borrow 


M(X,Y)-A— A 


Logical 


ALEC 


Accumulator less than or equal to constant 


A<(C) 


ALEM 


Accumulator less than or equal to memory 


A<M(X,Y) 


MNEZ 


Memory not equal to zero 


M(X,Y)=jfcO 


YNEA 


Y-Register not equal to accumulator 


Y=jtA,S— SL 


YNEC 


Y-Register not equal to constant 


Y^(C) 
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TABLE 4 - MC141000/1200/1099 INSTRUCTION SET 



Opcode 


Mnemonic 


Description 


0111 (C) 


ALEC 


If accumulator is less than or equal to I(C) field, status = 1 




00101001 


ALEM 


If accumulator is less than or equal to M(X,Y), status = 1 




00100101 


AMAAC 


Add memory to accumulator Accumulator = result, status= carry 




00000110 


A6AAC 


Add 6 to accumulator Accumulator = result, status = carry 




00000001 


A8AAC 


Add 8 to accumulator Accumulator = result, status = carry 




00000101 


A10AAC 


Add 10 to accumulator Accumulator = result, status = carry 




10(W) 


BR 


Branch to label if status = 1 




1KW) 


CALL 


Call subroutine if status = 1 




00101111 


CLA 


Clear contents of accumulator 




00001011 


CLO 


Clear PLA Input Register 




00000000 


COMX 


Complement X-Register 




00101101 


CPAIZ 


Complement accumulator, then add 1 If accumulator = 0, status = 1 




00000111 


DAN 


Decrement accumulator If no borrow, status = 1 




00101010 


DMAN 


Load M(X,Y) into accumulator and decrement If no borrow, status = 1 




00101100 


DYN 


Decrement Y-register If no borrow, status = 1 




00001110 


IA 


Increment accumulator 




00101000 


IMAC 


Load M(X,Y) into accumulator and increment Status = carry 




00101011 


IYC 


Increment Y-Register Status = carry 




00001001 


KNEZ 


If K-inputs not equal to zero, status = 1 




0001 (C) 


LDP 


Load page buffer with I(C) field 




001111 (B) 


LDX 


Load X-register with KB) field 




00100110 


MNEZ 


If M(X,Y) not equal to zero, status = 1 




001101 (B) 


RBIT 


Reset bit KB) of M(X,Y) 




00001111 


RETN 


Return from subroutine 




00001100 


RSTR 


Reset R-line specified by Y-register 




00100111 


SAMAN 


Subtract accumulator from memory Accumulator = result If no borrow, 


status = 1 


001100(B) 


SBIT 


Set Bit KB) of M(X,Y) 




00001101 


SETR 


Set R-line specified by Y-register 




00000011 


TAM 


Transfer accumulator contents to M(X,Y) 




00100000 


TAMIY 


Transfer accumulator contents to M(X,Y), increment Y-register 




00000100 


TAMZA 


Transfer accumulator contents to M(X,Y), zero accumulator 




00100100 


TAY 


Transfer accumulator contents to Y-register 




001110(B) 


TBIT1 


If bit KB) of M(X,Y) is one, status= 1 




0100 (C) 


TCY 


Transfer I(C) field to Y-register 




0110(C) 


TCMIY 


Transfer KC) field to M(X,Y), increment Y-register 




00001010 


TDO 


Transfer status latch and accumulator to PLA input register 




00001000 


TKA 


Transfer K-inputs to accumulator 




00100001 


TMA 


Transfer M(X,Y) to accumulator 




00100010 


TMY 


Transfer M(X,Y) to Y-register 




00100011 


TYA 


Transfer Y-register contents to accumulator 




00101110 


XMA 


Exchange contents of M(X,Y) and accumulator 




00000010 


YNEA 


If Y-register is not equal to accumulator, status and status latch = 1 




0101 (C) 


YNEC 


If Y-register is not equal to KC) field, status= 1 





ORDERING INFORMATION 



Motorola Integrated Circuit- 
CMOS Family 

Device Designation ■ 
Family 

Temperature Range 

Blank = 0°— +70°C 
C= -40°— +85°C 
Package " 
P = Plastic 
S = Cerdip 
L - Ceramic 



MC141000CP 



BETTER PROGRAM 



Better program processing is available on all types listed Add 
suffix letters to part number 

Level 1 add "S" Level 2 add "D" Level 3 add "DS" 

Level 1 = "S" = 10Temp Cycles - (-25 to 150°C), 

Hi Temp testing at T/\ max 
Level 2 "D"= 168 Hour Burn-in at 125 °C 
Level 3 "DS" = Combination of Level 1 and 2 
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MC141(XX>MC1412(X>MC141099 



MC141000/MC141200 TEST REQUIREMENTS 
AND SUBMITTAL FORMAT 



TEST REQUIREMENTS 

To test the MC141000 or MC141200 thoroughly and 
economically, it is necessary to reserve the twenty-five loca- 
tions from page 0, address 27 through page 0, address 3F 
Motorola will insert a test routine in these locations If these 
locations are needed as part of the user's program, contact 
Motorola to discuss alternatives and additional costs 



SUBMITTAL FORMAT 

The required format for program submittal is either an 
MDOS compatible floppy disk or a Silent 700 compatible 
cassette containing the AF file from the Motorola assembler 
A card deck with Motorola object code is also acceptable 



(The source code is standard but the object code is not stan- 
dard among manufacturers ) See format below 

There must be a total of sixty-six records (64 data records 
and 2 OPLA records) where "XX" are the instruction opera- 
tion codes, "YYY" are the arithmetic sums of all "XX" and 
"ZZ" for that record, and "ZZ" are output PLA values (X, Y, 
and Z are hexadecimal ) 

Other media and formats (such as paper tape, EPROMS, 
paper listings, etc ) may be acceptable but may require extra 
charges for engineering time and will be handled on an in- 
dividual basis 

Use the MC141000 Program Submittal Form included in 
this data sheet with all program submittals 






^"zzzzzzzzzzzzzzzzzzzzzzzzzzzzzzzz 


YYY 


PLA TERMS 16 THRU 31 > 


AZZ ZZZZZZZZZZZZZ2ZZZZZZZZZ2ZZZZZZ 


YYY 


PLA TERMS 00 THRU 15 \ 




r XX XX XX XX XX XX XX XX XX XX XX XX XX XX XX XX 


YYY 


PAD F48 THRU F63 \ 



XX XX XX XX XX XX XX XX XX XX XX XX XX XX XX XX 



PAD 000 THRU 015 



• i i i i i s i i i i i i i i iiiiii iiiiiii i ii i mini 

i i s * % ■ iitaN*aM8«waaaKaaNaBnaaBnaD»»BS>isattau«e«t>a<tttvuuMUUt>NHuiiuuMftai'aaai>nn» arm una 

iiiiiiiiiiuit in 1 1 1 1 ii 1 1 m n m n 1 1 mi in urn 111 1 1 1 1 11 in iiniitnin nun 
iiiiitiiisitiimitf immimmmnmmimiinnmzmmnminmzm 



iiiiiii 

V » 11 ■ n m 
\\ 1 11 I 

MM! 

inn 
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MC141000«MC141200*MC141099 



MC141000 PROGRAM SUBMITTAL FORM 



Device Type MC141000 Q MC141200 Q 

Package Plastic Q Ceramic Q 



Customer Part # . 
File Name 



Marking Desired- 



_AF (from disk or cassette) 
plus 4-digit date code 



Mask # 


For Motorola Use Only 




MOT Part # 
Laver # _ 










Rec'd 











RAM utilization map (place 


K in each cell u 


sed) 














o = x 


































X=1 


































X = 2 


































X = 3 



































•< 



-<-<-< 



Output Configuration (check proper boxes) 

Push 
Pull 

RO □ 

R1 D 

R 2 D 

R3 Q 

R4 D 

R5 □ 

R6 D 

p 7 □ 

R8 D 

R9 Q 

R1 ° D 

R " D 

R12 D 

R13 □ 

R14 D 

R15 D 

00 □ 

01 D 

02 □ 

03 □ 

04 D 

05 D 

Ob □ 

07 D 



Open 
Emitter 
'Source 

D 
□ 
D 
D 
D 
D 
D 
□ 
D 
D 
□ 
D 
D 
D 
D 
D 
D 
□ 
D 
D 
D 
D 
D 
D 



Open 

Collector 

(Sink) 

• D 

• D 

• □ 

• D 

• D 

• D 

• D 

• D 

• D 

• □ 

• □ 

• D 

• D 

• D 

• D 

• D 

• D 

• D 
- D 

• D 

• D 

• D 

• D 

• D 



D 
D 
□ 
D 
D 
D 
D 
D 
D 
D 
D 
D 
D 
D 
□ 
D 
D 
D 
D 
D 
D 
D 
D 
D 
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MOTOROLA 



Advance Information 



8-BIT MICROPROCESSOR UNIT 

The MC146805E2 Microprocessor Unit (MPU) belongs to the M6805 
Family of microcomputers This 8-bit fully static and expandable 
microprocessor contains a CPU, on-chip RAM, I/O, and timer It is a 
low-power, low cost processor designed for low-end to mid-range ap- 
plications in the consumer, automotive, industrial, and communications 
markets where very low power consumption constitutes an important 
factor The following are the major features of the MC146805E2 MPU 
Hardware Features: 

• Typical Full Speed Operating Power of 35 mW @ 5V 

• Typical WAIT Mode Power of 5 mW 

• Typical STOP Mode Power of 25 /tW 

• 112 Bytes of On-Chip RAM 

• 16 Bidirectional I/O Lines 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• Full External and Timer Interrupts 

• Multiplexed Address/ Data Bus 

• Master Reset and Power-On Reset 

• Capable of Addressing Up to 8k Bytes of External Memory 

• Single 3 to 6 Volt Supply 

• On-Chip Oscillator 

• 40-Pin Dual-ln-Line Package 

• Chip-Carrier Also Available 
Software Features: 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes With Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Two Power Saving Standby Modes 



M6805 



-A Family of Microcomputers 



tA Part Number 
A Particular M6805 Family Version 



-EPROM Version 



MC146805E2 

~C A CMOS M6805 Family Member 

MC6805P2L1 

T^ An Evaluation Program Stored in ROM 

• A Package Type 



MC146805E2 



CMOS 

(HIGH PERFORMANCE SILICON GATE) 

8-BIT 
MICROPROCESSOR 




L SUFFIX 

CERAMIC PACKAGE 
CASE 715 



S SUFFIX 

CERDIP PACKAGE 
CASE 734 



P SUFFIX 

PLASTIC PACKAGE 
CASE 711 





PIN ASSIGNMENTS 




RESET [ 


1 • ^ 40 


3v DD 


Trq[ 


2 


39 


]OSC1 


LlC 


3 


38 


]OSC2 


DSC 


4 


37 


]TIMER 


R/WL* 


5 


36 


]PB0 


AS[ 


6 


35 


]PB1 


PA7[ 


7 


34 


]PB2 


PA6[ 


8 


33 


]PB3 


PA5[ 


9 


32 


]PB4 


PA4[ 


10 


31 


]PB5 


PA3[ 


11 


30 


]PB6 


PA2[ 


12 


29 


JPB7 


PA1[ 


13 


28 


]B0 


PA0[ 


14 


27 


]B1 


A12[ 


15 


26 


]B2 


A11[ 


16 


25 


]B3 


A10[ 


17 


24 


]B4 


A9[ 


18 


23 


|]B5 


A8[ 


19 


22 


]B6 


VssE 


20 


21 


3B7 
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MC146805E2 



MAXIMUM RATINGS (voltages referenced to V S s> 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


vdd 


- 3 to +80 


V 


All Input Voltages Except OSC1 


V,n 


VDD + 05 toVss-0 5 


V 


Current Drain Per Pin Excluding Vpp and V$S 


I 


10 


mA 


Operating Temperature Range 


t a 


to +70 


°C 


Storage Temperature Range 


Tstg 


-55 to +150 


°C 




THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Cerdip 


0JA 


60 


°C/W 


Ceramic 




50 




Chip-Carrier 




TBD 





This device contains circuitry to protect the 
inputs against damage due to high static volt- 
ages or electric fields; however, it is advised 
that normal precautions be taken to avoid ap- 
plication of any voltage higher than maxi- 
mum rated voltages to this high impedance 
circuit For proper operation it is recommend- 
ed that V in and V out be constrained to the 
range Vss=s(V, n or V 0Ut )^VDD- Reliability 
of operation is enhanced if unused inputs are 
tied to an appropriate logic voltage level 
(e g , either V$s or Vqd) 



FIGURE 1 - MICROPROCESSOR BLOCK DIAGRAM 



I/O 
Lines 




Timer/ 
g Counter 



Reg 



Data 
Dir 
Reg 




OSC1 OSC2 
39J 384 



RESET Load Inst 



Accumulator 



Index 
Register 



Condition 

Code 

5 Register cc 



Stack 
Pointer 



Program 

Counter 

5 High PCH 



Program 
Counter 
Low PCL 



J 



♦ fit 



CPU 
Control 







-^W8 




18 ■» A9 


Drive 


-1^A10 




-J^AII 




15 »A12 



Multiplexed 

Address/ 

Data 

Bus 




AS Address Strobe 
DS Data Strobe (02) 
R/W Read/Write 
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DC ELECTRICAL CHARACTERISTICS 3.0 V (V DD = 3 Vdc, V S s = 0, T A =0° to 70°C, unless otherwise noted) 




Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage IlOAD^ 10 pA 


vol 
Voh 


vdd-0 1 


01 


V 


Total Supply Current (C[_ = 50 pF - no DC loads) t cyc = 5 fis 
Run (V|i_ = 2 V, V|h = Vqd-0 2 V) 


•dd 




1 3 


mA 


Wait (Test Conditions — See Note Below) 


•dd 


- 


200 


MA 


Stop (Test Conditions - See Note Below) 


•dd 


- 


100 


/tA 


Output High Voltage 
('LOAD = 25 mA) A8-A12,B0-B7 


voh 


27 




V 


<'LOAD = 1 mA) PA0-PA7, PB0-PB7 


voh 


27 


- 


V 


<'LOAD = 25 mA) DS, AS, R/W 


voh 


27 


- 


V 


Output Low Voltage 
< I LOAD = 25 mA) A8-A12, B0-B7 


vol 




03 


V 


('LOAD = 25 mA) PA0-PA7, PB0-PB7 


vol 


- 


03 


V 


<I|_OAD = 25 mA) DS, AS, R/W 


vol 


- 


03 


V 


Input High Voltage 
PA0-PA7, PB0-PB7, B0-B7 


V| H 


21 




V 


TIMER, IRQ, RESET 


V| H 


25 


- 


V 


OSC1 


vih 


2 1 


_ 


V 


Input Low Voltage (All inputs) 


V|L 


- 


05 


V 


Frequency of Operation 
Crystal 


fosc 


032 


1.0- 


MHz 


External Clock 


fosc 


DC 


1 


MHz 


Input Current 
RESET, IRQ, Timer, OSC1 


l.n 


- 


±1 


*A 


Three-State Output Leakage 
PA0-OA7, PB0-PB7, B0-B7 


'tsl 


- 


±10 


*A 


Capacitance 
RESET, IRQ, Timer 


Cm 


- 


80 


PF 


Capacitance 

DS, AS, R/W, A8-A12, PA0-PA7, PB0-PB7, B0-B7 


^out 


- 


12 


PF 



Test conditions for Quiescent Current Values are 
Port A and B programmed as inputs 
V| L = 0.2 V for PA0-PA7 , PB0-P B7, and B0-B7 
V|H = VDD - 2 V for RESET, IRQ, and Timer 
OSC1 input is a squarewave from Vss + 0.2 V to Vqd — 2 V 
OSC2 output load (including tester) is 35 pF maximum 
Wait mode Iqd is affected linearly by this capacitance. 
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MC146805E2 



DC ELECTRICAL CHARACTERISTICS 5.0 V (V DD - 5 Vdc ± 10% , V S s = 0, T A = 


D° to 70°, unless otherwise noted) 




Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage li_OAD^ 10 ° /* A 


vol 
vqh 


Vdd-oi 


1 


V 
V 


Total Supply Current (C[_=130 pF - On Bus, C|_ = 5QpF - On Ports, 
No DC Loads, t cyc = 1 /is 

Run (V| L = 2 V, V| H = V DD - 2 V) 


! DD 


- 


10 


mA 


Wait (Test Conditions - See Note Below) 


•dd 


- 


1 5 


mA 


Stop (Test Conditions — See Note Below) 


'dd 


_ 


200 


^A 


Output High Voltage 

(lLOAD=1 6 mA) A8-A12, B0-B7 


VOH 


4 1 


- 


V 


dLOAD = 36 mA) PA0-PA7, PB0-PB7 


VOH 


4 1 


_ 


V 


< l LOAD= 1 6 mA > DS - AS - R/w 


VQH 


4 1 


- 


V 


Output Low Voltage 

( | LOAD= 1 6 mA) A8-A12, B0-B7 


vol 




04 


V 


<>LOAD=1 6 mA) PA0-PA7, PB0-PB7 


vol 


- 


04 


V 


< l LOAD=1 6 mA > DS, AS, R/W 


vol 


- 


04 


v 


Input High Voltage 
PA0-PA7, PB0-PB7 


ViH 


VDD-20 




V 


TIMER, IRQ, RESET 


V|H 


VdD-08 


- 


V 


OSC1 


V|H 


VdD-15 


- 


V 


Input Low Voltage (All Inputs) 


V|L 


- 


08 


V 


Frequency of Operation 
Crystal 


*OSC 


032 


50 


MHz 


External Clock 


f OSC 


DC 


50 


MHz 


Input Current 
RESET, IRQ, Timer, OSC1 


"in 


- 


±1 


M A 


Three-State Output Leakage 
PA0-PA7, PB0-PB7, B0-B7 


•tsi 


- 


±10 


M A 


Capacitance 

RESET, IRQ, Timer 


Cm 


- 


80 


pF 


Capacitance 

DS, AS, R/W, A8-A12, PA0-PA7, PB0-PB7, B0-B7 


Cout 


- 


120 


pF 



NOTE Test conditions for Quiescent Current Values are 
Port A and B programmed as inputs 
V|L = 2 V for PAQ-PA7 , PB0-PB7, a nd B0-B7 
V|H = Vqd - 2 V for RESET, IRQ, and Timer 
OSC1 input is a squarewave from V$s + 2 V to Vqd - 2 V 
OSC2 output load (including tester) is 35 pF maximum 
Wait mode Odd) is affected linearly by this capacitance 
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MC146805E2 



TABLE 1 - C0N1 


rROL TIM 


ING (V SS 


= 0, T A = 


0° to 70°C) 










V D D = 3.0V 
fOSC=1MHz 


V DD = 5.0V ± 10% 
f OSC = 5.0MHz 




Characteristics 


Symbol 


Min 


Typ 


Max 


Min 


Typ 


Max 


Unit 


I/O Port Timing - Input Setup Time (Figure 3) 


tPVASL 


500 


- 


- 


250 


- 


- 


ns 


Input Hold Time (Figure 3) 


tASLPX 


100 


- 


- 


100 


- 


- 


ns 


Output Delay Time (Figure 3) 


tASLPV 


- 


- 





- 


- 





ns 


Interrupt Setup Time (Figure 6) 


tILASL 


2 


- 


- 


04 


- 


- 


lis 


Crystal Oscillator Startup Time (Figure 5) 


toxov 


- 


30 


300 


- 


15 


100 


ms 


Wait Recovery Startup Time (Figure 7) 


tlVASH 


- 


- 


10 


- 


_ 


2 


MS 


Stop Recovery Startup Time (Crystal Oscillator) (Figure 8) 


tILASH 


- 


30 


300 


- 


15 


100 


ms 


Required Interrupt Release (Figure 6) 


tDSLIH 


- 


_ 


5 


- 


- 


1 


- I s . . 


Timer Pulse Width (Figure 7) 


*TH- tjL 


05 


- 


- 


05 


- 


- 


^yc 


Reset Pulse Width (Figure 5) 


tRL 


52 


- 


- 


1 05 


- 


- 


(IS 


Timer Period (Figure 7) 


*TLTL 


1 


- 


- 


1 


- 


- 


kyc 


Interrupt Pulse Width Low (Figure 16) 


tlLIH 


1 


- 


- 


1 


- 


- 


tcyc 


interrupt Pulse Period (Figure 16) 


tILIL 


* 


- 


- 


* 


- 


- 


tcyc 


Oscillator Cycle Period (1/5 of t cyc ) 


tQLOL 


1000 


- 


- 


200 


- 


- 


ms 


OSC1 Pulse Width High 


tOH 


350 


- 


- 


75 


_ 


_ 


ns 


OSC1 Pulse Width Low 


tOL 


350 


_ 


- 


75 


- 


- 


ns 



The minimum period \\\_\i should not be less than the number of t cyc cycles it takes to execute the interrupt service routine plus 20 t c < 
cycles 




FIGURE 2 - EQUIVALENT TEST LOADS 



TTL Equivalent 



MMD6150 
or Equiv 



-H- 




MMD7000 
or Equiv 



Pin 


Ri 


R2 


C 


PA0-PA7, PB0-PB7 


11 3k 


21 k 


50 pF 


B0-B7, A8-A12, 
R/W, DS, AS 


25k 


20k 


130 pF 



CMOS Equivalent 



Test Point o— 



C = 50 pF, PA0-PA7, PB0-PB7 _ 

= 130 pF, A8-A12, B0-B7, DS, AS, R/W 
with Vd D = 5 V ±10% 
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MC146805E2 



FIGURE 3 - I/O PORT TIMING 

(V|_OW = 8 V, V H | G H = V DD -2 V, V DD = 5 ± 10%, 
Temp = 0° to 70°C, Cl on Port = 50 pF, fQSC = 5 MHz) 




Address 
Strobe 


/ \ 


V 










Port > 


L 


V 

-J - 


Input \ 














*■ tPVASL ^ 


^ tASLPX 






S.W//////////////////////////////K 






*" tASLPV * 







*The address strobe of the first cycle of the next instruction as shown in Table 11 



TABLE 2 - BUS TIMING (T A = 0° to 70°C, Vss = V) See Figure 4 



Num 


Characteristics 


Symbol 


fQSC=1 MHz, 
Vdd = 3.0V 
50 pF Load 


fOSC = 5MHz 

Vdd = 5.0V ±10%, 

1 TTL 

and 130 pF Load 


Unit 


Min 


Max 


Min 


Max 


1 


Cycle Time 


tcyc 


5000 


DC 


1000 


DC 


ns 


2 


Pulse Width, DS Low 


PW EL 


2800 


- 


560 


- 


ns 


3 


Pulse Width, DS High or RD, WR, Low 


PW Eh 


1800 


- 


375 


- 


ns 


4 


Clock Transition 


tr. tf 


_ 


100 


- 


30 


ns 


8 


R/W Hold 


tRWH 


10 


- 


10 


- 


ns 


9 


Non-Muxed Address Hold 


tAH 


800 


- 


100 


- 


ns 


11 


R/W Delay from DS Fall 


tAD 


- 


500 


- 


300 


ns 


16 


Non-Muxed Address Delay from AS Rise 


tADH 





200 





100 


ns 


17 


MPU Read Data Setup 


tDSR 


200 


- 


115 


- 


ns 


18 


Read Data Hold 


tDHR 





1000 





160 


ns 


19 


MPU Data Delay, Write 


*DDW 


- 





- 


120 


ns 


21 


Write Data Hold 


tDHW 


800 


- 


55 


- 


ns 


23 


Muxed Address Delay from AS Rise 


tBHD 





250 





120 


ns 


24 


Muxed Address Valid to AS Fall 


tASL 


600 


- 


55 


- 


ns 


25 


Muxed Address Hold 


tAHl 


250 


750 


60 


180 


ns 


26 


Delay DS Fall to AS Rise 


tASD 


800 


_ 


160 


_ 


ns 


27 


Pulse Width, AS Hiqh 


PWASH 


850 


_ 


175 


_ 


ns 


28 


Delay, AS Fall to DS Rise 


tASED 


800 


- 


160 


- 


ns 
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FIGURE 4 - MC146805E2 BUS TIMING 



2 
o 



4*> 

■ 

CO 
CD 



-&* 



f X 

/— ©— »A 



DS 



\t 



*-© 



R/W 



B0-B7 
MPU Write 



B0-B7 
MPU Read 



(26} > 



-© 




-©, 



© 



© 



t@* 




D — C 



-® 



Vhigh* 
vlow 



<3 — H 



>/< © *\ 



©- 



*(§>» 



©- 






©-* 




♦TO* 



'} 



Valid 
Write 



{ 



■£L 



Valid Read Data 




-© 



SL 





} 



■® 



I 



*VWGH = 2 V, V L OW = 5 V for V DD = 3 V 
V HIGH = VDD -20 V, V LO w = 8V for V DD = 5 V ±10% 



fS 





FIGURE 5 - POWER-ON RESET AND RESET TIMING 



V DD_ 
OSC1 



^+TTr7m////////////}frrmm 



Unmux 

A8-A12 

Address Bus 




A8 - A12 TzmmnK 



M,.vnnn7 x FE FF First Instruction New PCH NewPCL 

D,.« CC PP ' Mo\A/ PPH MoiA/ DTI PP PC PP PP P.rot Inotr, ,/-t,/^r> 



R/W /////////// 



I 

CO 
CO 



Oscillator Waveform 



0SC1 Pin 




New PCH New PCL 

> 

FE FF First Instruction 



~yzzr 



Crystal Oscillator Connections 



38 
0SC2 



HDI 



T~ C 0SC2 



39 
0SC1 

: CQSC1 



Crystal Parameters Representative Frequencies 





5.0 MHz 


4.0 MHz 


1.0 MHz 


RS max 

CO 

C1 

Q 
C 0SC1 
C 0SC2 


500 

8pF 
02pF 

50k 
15-30 pF 
15-25 pF 


75Q 

7pF 
012 pF 

40 k 
15-30 pF 
15-25 pF 


400G 

5pF 

008 pF 

30 k 
15-40 pF 
15-30 pF 



38 
OSC2 



Crystal Circuit 
L C1 RS 



CO 



39 

OSC1 



OSC2 



-I0h 



o 



_ n + 1 —rnirn — n + 2 - 



FIGURE 6 - IRQ AND TCR 7 INTERRUPT TIMING 

-n + 3 — »|« — n + 4 — •{• — n + 5 » U — n + 6 — *f« — n f 7 — H* n + 8- 



AS 




nnnnnnnnn 


TV 


n n r 


DS 


i ii — ii — ii — ii — ii — ii — ii — i n 


~i i — i r 




Unmux 










A8-A12 


X 


X \ / X X 


4 X _* 


x k 


X 




Address Bus 


^ 


Next Op Code Address 1F 1F | n t 
*- ! ILASL Start 


Routine 
ng Addr 

L v- 


i 

Int Routine 
Last Addr 










30 or TCR 7 






* 



Mux B0-B7 

Address/ Data 

Bus 



SP-1 SP-2 SP- 



New_PCH New PCL 



ZX3CZZ)OCZZ3(!)CEcLl)C>CIciX3CIZxZxZEZ)OC100CIZ)C^ 



Next Op Code 



FA (IRQ) FB (IRQ) 1st Op Code 

F8 (Timer) F9 (Timer) Int Routine 






R/w ILL/ 



^dcxzzx: 



RTI 
Op Code 



"V 



B 



■ 

CO 
CO 
CO 



tDSLIH _ The interrupting device must release the IRQ line within this time to prevent subsequent recognition of the same interrupt 



internal/ External 
Clock 

TCR b7 



Unmux 

A8-A12 — \f 
. A_ 
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Mux B0-B7 
Address/ 
Bus 



tTL 



"tTH 



Op Code Add 



TV ne V^ 



FIGURE 7 - TIMER INTERRUPT AFTER WAIT INSTRUCTION: TIMING 

Timer 
|Coun,er= $ 00|^_ tTLTL ^J 

.ttu — I r~\ I I I l_ 



As _n n n 

DS 



-'IVASH- 



_TL 
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FIGURE 8 - INTERRUPT RECOVERY FROM STOP INSTRUCTION: TIMING 
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Represents the internal gating of the OSC1 input pin 

tcyc is one instruction cycle (for foSC = 5 MHz, t C yc= 1 j*s) 
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FUNCTIONAL PIN DESCRIPTION 



Vqd and Vss ~ ^DD ancl ^SS P rov,c)e Power to the 
chip Vqd provides power and Vss IS ground 

IRQ (Maskable Interrupt Request) - IRQ is a level- 
sensitive and edge sensitive input which can be used to re- 
quest an interrupt sequence The MPU completes the cur- 
rent instruction before it responds to the request IF IRQ is 
low and the interrupt mask bit (l-bit) in the Condition Code 
Register is clear, the MPU begins an interrupt sequence at 
the end of the current instruction The interrupt circuit 
recognizes both a "Wire ORed" level as well as pulses on the 
IRQ line (see Interrupt Section for more details) IRQ requires 
an external resistor to Vqd for "Wire OR" operation 



RESET — The RESET input is not required for start-up but 
can be used to reset the MPU's internal state and provide an 
orderly software start-up procedure Refer to the RESET 
section for a detailed description 

TIMER - The TIMER input is used for clocking the on- 
chip timer Refer to TIMER section for a detailed description 

AS (Address Strobe) - Address Strobe (AS) is an output 
strobe used to indicate the presence of an address on the 
8-bit multiplexed bus The AS line is used to demultiplex the 
eight least significant address bits from the data bus A latch 
controlled by Address Strobe should capture addresses on 
the negative edge. This output is capable of driving one stan- 
dard TTL load and 130 pF and is available at ffjSC ■- 5 when 
the MPU is not in the WAIT or STOP states. 

DS (Data Strobe) - This output is used to transfer data to 
or from a peripheral or memory. DS occurs anytime the MPU 
does a data read or write DS also occurs when the MPU 
does a data transfer to or from the MPU's internal memory. 
Refer to Table 2 and Figure 4 for timing characteristics This 
output is capable of driving one standard TTL load and 



130 pF DS is a continuous signal at foSC "^ when the 
MPU is not in WAIT or STOP state Some bus cycles are 
redundant reads of op code bytes. 

R/W (Read/Write) - The R/W output is used to indicate 
the direction of data transfer for both internal memory and 
I/O registers, and external peripheral devices and memories. 
This output is used to indicate to a selected peripheral 
whether the MPU is going to read or write data on the next 
Data Strobe (R/W low=_processor write, R/W 
high = processor read) . The R/W output is capable of driving 
one standard TTL load and 130 pF The normal standby state 
is Read (high). 

A8-A12 (High Order Address Lines) - The A8-A12 output 
lines constitute the higher order non-multiplexed addresses. 
Each output line is capable of driving one standard TTL load 
and 130 pF. 

B0-B7 (Address/ Data Bus) - The B0-B7 bidirectional 
lines constitute the lower order addresses and data These 
lines are multiplexed, with address present at Address 
Strobe time and data present at Data Strobe time. When in 
the data mode, these lines are bidirectional, transferring data 
to and from memory and peripheral devices as indicated by 
the R/W pin. As outputs in either the data or address 
modes, these lines are capable of driving one standard TTL 
load and 130 pF 

QSC1, OSC2 - The MC146805E2 provides for two types 
of oscillator inputs — crystal circuit or external clock The 
two oscillator pins are used to interface to a crystal circuit, as 
shown in Figure 5 If an external clock is used, it must be 
connected to OSC1 The input at these pins is divided by five 
to form the cycle rate seen on the AS and DS pins. The fre- 
quency range is specified by foSC The OSC1 to bus transi- 
tions relationships are provided in Figure 9 for system 
designs using oscillators slower than 5 MHz 



FIGURE 9 - OSC1 TO BUS TRANSITIONS 
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Crystal — The circuit shown in Figure 5 is recom- 
mended when using a crystal The internal oscillator is 
designed to interface with an AT-cut parallel resonant 
quartz crystal resonator in the frequency range 
specified for foSC in tne electrical characteristics 
table An external CMOS oscillator is recommended 
when crystals outside the specified ranges are to be 
used The crystal and components should be mounted 
as close as possible to the input pins to minimize out- 
put distortion and start-up stabilization time. 

External Clock - An external clock should be ap- 
plied to the 0SC1 input with the 0SC2 input not con- 
nected, as shown in Figure 10 

FIGURE 10 - EXTERNAL CLOCK CONNECTION 
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LI (Load Instruction) - This output is used to indicate that 
a fetch of the next opcode is in progress LI remains low dur 
ing an External or Timer interrupt The LI output is only used 
for certain debugging and test systems For normal opera- 
tions this pin is not connected The LI output is capable of 
driving one standard TTL load and 50 pF This signal 
overlaps Data Strobe 

PA0-PA7 - These eight pins constitute Input/Output 
Port A. Each line is individually programmed to be either an 
input or output under software control via its Data Direction 
Register as shown below An I/O pin is programmed as an 
output when the corresponding DDR bit is set to a "1," and 
as an input when it is set to a "0" In the output mode the 
bits are latched and appear on the corresponding output 
pins. An MPU read of the port bits programmed as outputs 
reflect the last value written to that location When program- 
med as an input, the input data bit(s) are not latched An 
MPU read of the port bits programmed as inputs reflects the 
current status of the corresponding input pins The 
Read/Write port timing is shown in Figure 3 See typical I/O 
Port Circuitry in Figure 11 During a Power-On Reset or ex- 
ternal RESET all lines are configured as inputs (zero jn Data 
Direction Register) The output port register is not initialized 
by reset The TTL compatible three-state output buffers are 
capable of driving one standard TTL load and 50 pF The 
DDR is a read/write register 

PB0-PB7 - These eight pins interface to Input/Output 
Port B Refer to PA0-PA7 description for details of opera- 
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FIGURE 11 - TYPICAL PORT I/O CIRCUITRY 



To 
And 
From 
CPU 



< 



\ 



Latched 
Output 
Data Bit 







I/O 
Pin 



TABLE 3 - I/O PIN FUNCTIONS 
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I/O Pin Functions 








The I/O pin is in input mode Data is written 
into the output data latch 





1 


Data is written into the output data latch and 
output to the I/O pin 


1 





The state of the I/O pin is read 


1 


1 


The I/O pin is in an output mode The output 
data latch is read 




MEMORY ADDRESSING 

The MC146805E2 is capable of addressing 8192 bytes of 
memory and I/O registers The address space is divided into 
internal memory space and external memory space, as 
shown in Figure 12 

The internal memory space is located within the first 128 
bytes of memory (first half of page zero) and is comprised of 
the I/O port locations, timer locations, and 112 bytes of 
RAM The MPU can read from or write to any of these loca- 
tions A program write to on-chip locations is repeated on 
the external bus to permit off-chip memory to duplicate the 
content of on-chip memory Program reads to on-chip loca- 
tions also appear on the external bus, but the MPU accepts 
data only from the addressed on-chip location Any read 
data appearing on the input bus is ignored 

The stack pointer is used to address data stored on the 
stack Data is stored on the stack during interrupts and 
subroutine calls. At power up, the stack pointer is set to $7F 
and it is decremented as data is pushed onto the stack 
When data is removed from the stack, the stack pointer is in- 
cremented A maximum of 64 bytes of RAM is available for 
stack usage Since most programs use only a small part of 
the allotted stack locations for interrupts and/or subroutine 
stacking purposes, the unused bytes are usable for program 
data storage 

All memory locations above location $007F are part of the 
external memory map In addition, ten locations in the I/O 
portion of the lower 128 bytes of memory space, as shown 



in Figure 12, are part of the external memory map All of the 
external memory space is user definable except the highest 
10 locations Locations $1FF6 to $1FFF of the external ad- 
dress space are reserved for interrupt and reset vectors (see 
Figure 12) 



REGISTERS 

The MC146805E2 contains five registers as shown in the 
programming model in Figure 13 The interrupt stacking 
order is shown in Figure 14 

ACCUMULATOR (A) - This Accumulator is an 8-bit 
general purpose register used for arithmetic calculations and 
data manipulations 

INDEX REGISTER (X) - The X register is an 8-bit register 
which is used during the indexed modes of addressing It 
provides an 8-bit operand which is used to create an effective 
address The index register is also used for data manipula- 
tions with the Read/ Modify/ Write type of instructions and 
as a temporary storage register when not performing ad- 
dressing operations 

PROGRAM COUNTER (PC) - The program counter is a 
13-bit register that contains the address of the next instruc- 
tion to be executed by the processor 
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FIGURE 12 - ADDRESS MAP 
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FIGURE 13 - PROGRAMMING MODEL 
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FIGURE 14 - STACKING ORDER 
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NOTE Since the Stack Pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc Pulling from the stack is in 
the reverse order 



STACK POINTER (SP) - The stack pointer is a 13-bit 
register containing the address of the next free location on 
the stack When accessing memory, the seven most- 
significant bits are permanently set to 0000001 They are ap- 
pended to the six least-significant register bits to produce an 
address within the range of $007F to $0040 The stack area of 
RAM is used to store the return address on subroutine calls 
and the machine state during interrupts During external or 
power-on reset, and during a "reset stack pointer" instruc- 
tion, the stack pointer is set to its upper limit ($007F) Nested 
interrupts and/or subroutines may use up to 64 (decimal) 
locations, beyond which the stack pointer "wraps around" 
and points to its upper limit thereby losing the previously 
stored information A subroutine call occupies two RAM 
bytes on the stack, while an interrupt uses five bytes 

CONDITION CODE REGISTER (CC) - The condition 
code register is a 5-bit register in which each bit is used to in- 
dicate the results of the instruction |ust executed These bits 
can be individually tested by a program and specific action 



taken as a result of their state. Each of the five bits is explain- 
ed below 

Half Carry Bit (H) — The H-bit is set to a one when a carry 
occurs between bits 3 and 4 of the ALU during an ADD or 
ADC instruction. The H-bit is useful in Binary Coded Decimal 
addition subroutines. 

Interrupt Mask Bit (I) - When the 1-bit is set, both the ex- 
ternal interrupt and the timer interrupt are disabled. Clearing 
this bit enables the above interrupts. If an interrupt occurs 
while the l-bit is set, the interrupt is latched and will be pro- 
cessed when the l-bit is next cleared. 

Negative Bit (N) - When set, this bit indicates that the 
result of the last arithmetic, logical, or data manipulation was 
negative (bit 7 in the result is a logical one). 

Zero Bit (Z) - When set, this bit indicates that the result 
of the last arithmetic, logical, or data manipulation was zero. 



4-999 



MC146805E2 



Carry Bit (C) - The C-bit is set when a carry or a borrow 
out of the ALU occurs during an arithmetic instruction The 
C-bit is also modified during bit test, shift, rotate, and branch 
types of instruction 

RESETS 

The MC146805 E2 has two reset modes an active low ex- 
ternal reset pin (RESET) and a Power-On Reset function, 
refer to Figure 5 



RESET (Pin #1) - The RESET input pin is used to reset 
the MPU and provide an orderly software st art-up p ro- 
cedure When using the external reset mode, t he RESE T pin 
must stay low for a minimum of one t C y C The RESET pin is 
provided with a Schmitt Trigger to improve its noise immuni- 
ty capability 

Power-On Reset — The Power-on Reset occurs when a 
positive transition is detected on Vqd The Power-on Reset 
is used strictly for power turn-on conditions and should not 
be used to detect any drops in the power supply voltage 
There is no provision for a power-down reset The power-on 
circuitry provides for a 1920 t C y C delay from the time of the 
first oscillator operation If the external reset pin is low at the 
end of the 1920 t C y C time out, the processor remains in the 
reset condition 

Either of the two types of reset conditions causes the 
following to occur 

- Timer control register interrupt request bit (bit 7) 

is cleared to a "0" 

- Timer control register interrupt mask bit (bit 6) is 

set to a "1" 

- All data direction register bits are cleared to a "0" 

(inputs) 

- Stack pointer is set to $007F 

- The address bus is forced to the reset vector 

($1FFE, $1FFF) 

- Condition code register interrupt mask bit (I) is set to 

a "1" 

- STOP and WAIT latches are reset 

- External interrupt latch is reset 

All other functions, such as other registers (including out- 
put ports) the timer, etc , are not cleared by the reset condi- 
tions 

INTERRUPTS 
The MC146805E2 is capable of operation with three dif- 
ferent interrupts, two hardware (timer interrupt and external 
interrupt) and one software (SWI) When any of these inter- 
rupts occur, normal processing is suspended at the end of 
the current instruction execution All of the program 
registers (the machine state) are pushed onto the stack, refer 
to Figure 14 for stacking order The appropriate vector point- 
ing to the starting address of the interrupt service routine is 
then fetched, refer to Figure 15 for the interrupt sequence 

The priority of the various interrupts from highest to 
lowest is as follows 

RESET—*— External Interrupt— Timer Interrupt 
TIMER INTERRUPT - If the timer mask bit (TCR6) is 
cleared, then each time the timer decrements to zero (transi- 
tions from $01 to $00) an interrupt request is generated The 
actual processor interrupt is generated only if the interrupt 



mask bit of the condition code register is also cleared When 
the interrupt is recognized, the current state of the machine 
is pushed onto the stack and the l-bit in the condition code 
register is set This masks further interrupts until the present 
one is serviced The processor now vectors to the timer in- 
terrupt service routine The address for this service routine is 
specified by the contents of $1 FF8 and $1 FF9 unless the pro- 
cessor is in a WAIT mode in which case users of mask ver- 
sions BP4XXXX and AW9XXXX should refer to the appendix 
for additional information regarding exceptions to this func- 
tion The contents of $1FF6 and $1FF7 specify the service 
routine. Also, software must be used to clear the timer inter- 
rupt request bit (TCR7) At the end of the timer interrupt ser- 
vice routine, the software normally executes an RTI instruc- 
tion which restores the machine state and starts executing 
the interrupted program. 

EXTERNAL INTERRUPT - If the interrupt mask bit of the 
condition code register is cleared and the external interrupt 
pin IRQ is "low," then the external interrupt occurs The ac- 
tion of the external interrupt is identical to the timer interrupt 
with the exception that the service routine address is 
specified by the contents of $1 FFA and $1 FFB The interrupt 
logic recognizes both a "wire ORed" level and pulses on the 
external interrupt line Figure 16 shows both a functional 
diagram and timing for the interrupt line The timing diagram 
shows two different treatments of the interrupt line (fFTQ) to 
the processor The first configuration shows many interrupt 
lines "wire ORed" to form the interrupts at the processor 
Thus, if after servicing an interrupt the IRQ remains low, 
then the next interrupt is recognized The second method is 
single pulses on the interrupt line spaced far enough apart to 
be serviced Users of mask versions BP4XXXX and 
AW9XXXX should refer to the appendix regarding excep- 
tions to this function The minimum time between pulses is a 
function of the length of the interrupt service routine Once a 
pulse occurs, the next pulse should not occur until the MPU 
software has exited the routine (an RTI occurs) This time 
(t|[_|L.) is obtained by adding 20 instruction cycles (one cycle 
t cyc = 5/fosc) t0 tne total number of cycles it takes to com- 
plete the service rouune including the RTI instruction, refer 
to Figure 6. 

SOFTWARE INTERRUPT (SWI) - The software interrupt 
is an executable instruction The action of the SWI instruc- 
tion is similar to the hardware interrupts The SWI is ex- 
ecuted regardless of the state of the interrupt mask in the 
condition code register The service routine address is 
specified by the contents of memory locations $1FFC and 
$1FFD See Figure 15 for Interrupt and Instruction Process- 
ing Flowchart 

The following three functions are not strictly interrupts, 
however, the y are tie d very closely to the interrupts These 
functions are RESET, STOP, WAIT 



RESET — The RESET input pin and the internal Power-on 
Reset function each cause the program to vector to an in- 
itialization program This vector is specified by the contents 
of memory locations $1FFE and $1FFF The interrupt mask 
of the condition code register is also set Refer to RESET 
section for details 



*Any current instruction including SWI 
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FIGURE 15 - INTERRUPT AND INSTRUCTION PROCESSING FLOWCHART 
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FIGURE 16 - EXTERNAL INTERRUPT 
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(b) Interrupt Mode Diagram 
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STOP - The STOP instruction places the MC146805E2 in 
a low power consumption mode In the STOP function the 
internal oscillator is turned off, causing all internal process- 
ing and the timer to be halted, refer to Figure 17 The DS and 
AS lines go to a low state and the R/W line goes to a high 
state The multiplexed address/data bus goes to the data in- 
put state. The high order address lines remain at the address 
of the next instruction The MPU remains in the STOP mode 
until an external interrupt or reset occurs, refer to Figure 8 
and 17 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timer interrupts. External 
interrupts are enabled in the condition code register. All 
other registers and memory remain unaltered. All I/O lines 
remain unchanged. 

FIGURE 17 - STOP FUNCTION FLOWCHART 
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WAIT - The WAIT instruction places the MC146805E2 in 
a low power consumption mode, but the WAIT mode con- 



sumes somewhat more power than the STOP mode, refer to 
Table 1 In the WAIT function, the internal clock is disabled 
from all internal circuitry except the Timer circuit, refer to 
Figure 18 Thus, all internal processing is halted except the 
Timer which is allowed to count in a normal sequence The 
R/W line goes to a high state, the multiplexed address/data 
bus goes to the data input state, and the DS and AS lines go 
to the low state. The high order address lines remain at the 
address of the next instruction. The MPU remains in this 
state until an external interrupt, timer interrupt, or a reset oc- 
curs, refer to Figures 7 and 18 

During the WAIT mode, the l-bit in the condition code 
register is cleared to enable interrupts All other registers, 
memory, and I/O lines remain in their last state The timer 
may be enabled to allow a periodic exit from the WAIT 
mode. If an external and a timer interrupt occur at the same 
time, the external interrupt is serviced first, then, if the timer 
interrupt request is not cleared in the external interrupt 
routine, the normal timer interrupt (not the timer WAIT inter- 
rupt) is serviced since the MCU is no longer in the WAIT 
mode 

TIMER 

The MPU timer contains a single 8-bit software program- 
mable counter with 7-bit software selectable prescaler The 
counter may be preset under program control and 
decrements towards zero. When the counter decrements to 
zero, the timer interrupt request bit, i e , bit 7 of the Timer 
Control Register (TCR) is set Then if the timer interrupt is 
not masked, i e , bit 6 of the TCR and the l-bit in the Condi- 
tion Code Register are both cleared, the processor receives 
an interrupt After completion of the current instruction, the 
processor proceeds to store the appropriate registers on the 
stack, and then fetches the timer vector address from loca- 
tions $1FF8 and $1FF9 in order to begin servicing the inter- 
rupt, unless it was in locations $1FF6 and $1 FF7 the WAIT 
mode 

The counter continues to count after it reaches zero, 
allowing the software to determine the number of internal or 
external input clocks since the timer interrupt request bit was 
set The counter may be read at any time by the processor 
without disturbing the count The contents of the counter 
becomes stable prior to the read portion of a cycle and does 
not change during the read The timer interrupt request bit 
remains set until cleared by the software If this happens 
before the timer interrupt is serviced, the interrupt is lost 
TCR7 may also be used as a scanned status bit in a non- 
interrupt mode of operation (TCR6= 1) 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer Bit 0, bit 1, and bit 2 of the 
TCR are programmed to choose the appropriate prescaler 
output which is used as the counter input The processor 
cannot write into or read from the prescaler, however, its 
contents are cleared to all "0's" by the write operation into 
TCR when bit 3 of the written data equals 1 , which allows for 
truncation-free counting 

The Timer input can be configured for three different 
operating modes, plus a disable mode depending on the 
value written to the TCR4, TCR5 control bits Refer to the 
TIMER CONTROL REGISTER section. 

Timer Input Mode 1 - If TCR4 and TCR5 are both pro- 
grammed to a "0", the input to the Timer is from an internal 
clock and the Timer input is disabled. The internal clock 
mode can be used for periodic interrupt generation, as well 
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FIGURE 18 - WAIT FUNCTION FLOWCHART 
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as a reference in frequency and event measurement. The in- 
ternal ciock is the instruction cycle clock and is coincident 
with Address Strobe (AS) except during a WAIT instruction. 
During a WAIT instruction the AS pin goes to a low state but 
the interna! clock to the Timer continues to run at its normal 
rate 

Timer Input Mode 2 - With TCR4= 1 and TCR5 = 0, the 
internal ciock and the TIMER input pin are ANDed together 
to form the Timer input signal. This mode can be used to 
measure externa! pulse widths. The external pulse simply 
turns on the internal ciock for the duration of the pulse. The 
resolution of the count in this mode is ± 1 clock and 
therefore accuracy improves with longer input pulse widths. 



Timer Input Mode 3 - If TCR4=0 and TCR5= 1, then all 
inputs to the Timer are disabled 

Timer Input Mode 4 - If TCR4= 1 and TCR5= 1, the in- 
ternal clock input to the Timer is disabled and the TIMER in- 
put pin becomes the input to the Timer. The external Timer 
pin can, in this mode, be used to count external events 
as well as external frequencies for generating periodic inter- 
rupts 



Figure 19 shows a block diagram of the Timer subsystem 
Power-on Reset and the STOP instruction cause the counter 
to be set to $F0 
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FIGURE 19 - TIMER BLOCK DIAGRAM 




Internal 
Clock 



NX- 
Software Functions 

NOTES 

1 Prescaler and 8-bit counter are clocked falling edge of the internal clock (AS) or external input. 

2 Counter is written to during Data Strobe (DS) and counts down continuously 




Timer Control Register (TCR) 



7 


6 


5 


4 3 


2 


• 1 





TCR7 


TCR6 


TCR5 


TCR4JTCR3 


TCR2 


TCR1 


TCRO 



All bits in this register except bit 3 are Read/Write bits 

TCR7 — Timer interrupt request bit* bit used to indicate 
the timer interrupt when it is logic "1" 

1 — Set whenever the counter decrements to zero, or un- 
der program control 

— Cleared on external reset, power-on reset, STOP in- 

struction, or program control 

TCR6 - Timer interrupt mask bit when this bit is a logic 
"1" it inhibits the timer interrupt to the processor 

1 — Set on external reset, power-on reset, STOP instruc- 

tion, or program control 

— Cleared under program control 

TCR5 — External or internal bit selects the input clock 
source to be either the external timer pin or the internal 
clock. (Unaffected by RESET > 

1 — Select external clock source. 

— Select interna! dock source (AS). 

TCR4 — External enable bit control bit used to enable the 
external timer pin. (Unaffected by RESET ) 

1 — Enable external timer pin 
— Disable externa! timer pin 












1 


1 





1 


1 



TCR5 TCR4 

Internal clock (AS) to Timer 

AND of internal clock (AS) and TIMER 

pin to Timer 

Inputs to Timer disabled 

TIMER pin to Timer 

Refer to Figure 19 for Logic Representation 



TCR3 — Timer Prescaler Reset bit writing a "1" to this bit 
resets the prescaler to zero A read of this location always in- 
dicates a "0 " (Unaffected by RESET ) 



TCR2, TCR1, TCRO - Prescaler address bits, decoded to 
select one of eight taps on the prescaler (Unaffected by 
RESET ) 

Prescaler 



TCR2 


TCR1 


~TCRCT 


Result 











-1 








1 


-2 





1 





-4 





1 


1 


-8 


1 








-16 


1 





1 


-32 


1 


1 





-64 


1 


1 


1 


-128 
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INSTRUCTION SET 

The MPU has a set of 61 basic instructions They can be 
divided into five different types register/memory, 
read/modify/write, branch, bit manipulation, and control 
The following paragraphs briefly explain each type All the 
instructions within a given type are presented in individual 
tables 

REGISTER/MEMORY INSTRUCTIONS - Most of these 
instructions use two operands One operand is either the ac- 
cumulator or the index register The other operand is obtain- 
ed from memory using one of the addressing modes The 
jump unconditional (JMP) and jump to subroutine (JSR) in- 
structions have no register operand Refer to Table 4 

READ/MODIFY/WRITE INSTRUCTIONS - These in 
structions read a memory location or a register, modify or 
test its contents, and write the modified value back to 
memory or to the register The test for negative or zero 
(TST) instruction is an exception to the read/modify/write 
sequence since it does not modify the value Refer to 
Table 5 

BRANCH INSTRUCTIONS - This set of instructions 
branches if a particular condition is met, otherwise no opera- 
tion is performed Branch instructions are two byte instruc- 
tions Refer to Table 6 

BIT MANIPULATION INSTRUCTIONS - The MPU is 
capable of setting or clearing any bit which resides in the first 
256 bytes of the memory space, where all port registers, port 
DDRs, timer, timer control, and on-chip RAM reside An ad- 
ditional feature allows the software to test and branch on the 
state of any bit within these 256 locations The bit set, bit 
clear and bit test and branch functions are all implemented 
with a single instruction For the test and branch instructions 
the value of the bit tested is also placed in the carry bit of the 
Condition Code Register Refer to Table 7 for instruction cy- 
cle timing 

CONTROL INSTRUCTIONS - These instructions are 
register reference instructions and are used to control pro- 
cessor operation during program execution Refer to Table 8 
for instruction cycle timing 

ALPHABETICAL LISTING - The complete instruction set 
is given in alphabetical order in Table 9 

OPCODE MAP SUMMARY - Table 10 is an opcode map 
for the instructions used on the MCU 

ADDRESSING MODES 

The MPU uses ten different addressing modes to give the 
programmer an opportunity to optimize the code to all situa- 
tions. The various indexed addressing modes make it possi- 
ble to locate data tables, code conversion tables and scaling 
tables anywhere in the memory space Short indexed ac- 
cesses are single byte instructions, while the longest instruc- 
tions (three bytes) permit tables throughout memory Short 
and long absolute addressing is also included Two byte 



direct addressing instructions access all data bytes in most 
applications Extended addressing permits jump instructions 
to reach all memory Table 9 shows the addressing modes 
for each instruction, with the effects each instruction has on 
the Condition Code Register An opcode map is shown in 
Table 10 

The term "Effective Address" or EA is used in describing 
the various addressing modes, which is defined as the ad- 
dress to or from which the argument for an instruction is fet- 
ched or stored The ten addressing modes of the processor 
are described beiow Parentheses are used to indicate "con- 
tents of," an arrow indicates "is replaced by" and a colon in- 
dicates concatenation of two bytes 



Inherent — In inherent instructions all the information 
necessary to execute the instruction is contained in the op- 
code Operations specifying only the index register or ac- 
cumulator, and no other arguments, are included in this 
mode 

Immediate — In immediate addressing, the operand is 
contained in the byte immediately following the opcode. Im- 
mediate addressing is used to access constants which do not 
change during program execution (e g , a constant used to 
initialize a loop counter) 

EA=PC+1, PC-PC + 2 

Direct - In the direct addressing mode, the effective ad- 
dress of the argument is contained in a single byte following 
the opcode byte Direct addressing allows the user to direct- 
ly address the lowest 256 bytes in memory with a single two 
byte instruction This includes all on-chip RAM and I/O 
registers and up to 128 bytes of off-chip ROM Direct ad- 
dressing is efficient in both memory and speed 
EA=(PC+1), PC-PC + 2 
Address Bus High-0, Address Bus Low-(PC+1) 

Extended — In the extended addressing mode, the effect- 
ive address of the argument is contained in the two bytes 
following the opcode Instructions with extended addressing 
modes are capable of referencing arguments anywhere in 
memory with a single three byte instruction When using the 
Motorola assembler, the user need not specify whether an 
instruction uses direct or extended addressing The 
assembler automatically selects the most efficient addressing 
mode. 

EA=(PC+1) (PC + 2), PC-PC + 3 
Address Bus High- (PC + 1), Address Bus Low- (PC + 2) 

indexed, No-Offset — In the indexed, no offset addressing 
mode, the effective address of the argument is contained in 
the 8-bit index register Thus, this addressing mode can ac- 
cess the first 256 memory locations These instructions are 
only one byte long This mode is used to move a pointer 
through a table or to address a frequently referenced RAM or 
I/O location 

EA=X, PC-PC + 1 
Address Bus High — 0, Address Bus Low— X 
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TABLE 4 - REGISTER/ MEMORY INSTRUCTIONS 



O 

o 

-si 





Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Indexed 
(16-BK Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 

Bytes 


I 

Cycles 


Op 
Code 


# 

Bytes 


I 

Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


C1 


3 


4 


F1 




3 


E1 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


_ 


- 


- 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 







TABLE 5 - 


READ/MODIFY/WRITE INSTRUCTIONS 


















Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 

Cycles 


Op 
Code 


# 
Bytes 


I 
Cycles 


Op 
Code 


# 

Bytes 


# 

Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 




5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 




5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 




5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 




5 


63 


2 


6 


Negate 
(2's Complement) 


NEG 


40 




3 


50 




3 


30 


2 


5 


70 




5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 




5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 




5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 




5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 




5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


n 




5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


7D 




4 


6D 


2 


5 



o 



(3 
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TABLE 6 - BRANCH INSTRUCTIONS 








Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 



TABLE 7 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is Set 


BRSETn(n = 7) 


- 


- 


- 


2«n 


3 


5 


Branch IFF Bit n is Clear 


BRCLRn(n = 7) 


- 


- 


- 


01+2*n 


3 


5 


Set Bit n 


BSETn(n = 7) 


10 + 2«n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLRn(n = 7) 


11+2«n 


2 


5 


- 


- 


- 



TABLE 8 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 



4-1008 



MC146805E2 



TABLE 9 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 
Set/ 
Clear 


Bit 
Test & 
Branch 


H 


1 


N 


z 


c 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 












BRSET 




















X 


• 


• 


• 


• 


A 


BSET 


















X 














BSR 










X 






















CLC 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEG 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 






























ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ROR 


X 




X 






X 


X 








• 


o 


A 


A 


A 


RSP 


X 




















• 


• 


• 


• 


• 


RTI 


X 




















... y 


> 


? 


> 


? 


RTS 


X 






























SBC 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


SEC 


X 




















• 


• 


• 


• 


1 


SEI 


X 




















•~1 


1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


STOP 


X 




















• 





• 


• 


• 


STX 






X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


SWI 


X 




















• 


1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 






x 


• 


• 


A 


A 


• 


TXA 


X 


















\ 












WAIT 


X 




















• 





• 


• 


• 



Condition Code Symbols 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 



A Test and Set if True Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 

Cleared 

1 Set 



4-1009 




TABLE 10 - MC6805/MC146805 INSTRUCTION SET OPCODE MAP 



o 



o 
o 





Bit Mai 


lipulation 


Branch 


Read/Modify/Write 


Control 




Register/ Memory 






BYB 


B$t 


R f L 


DIR 


INHtA) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


1X2 


1X1 


,X 




6 


T 

0001 


0010 


3 

0011 


0100 


5 

0101 


6 

0110 


7 
0111 


8 


9 

1001 


1010 


B 

19Ii 


t 

1100 


D 
1101 


E 

1110 


F 
1111 


Hi ^, — " 
^ low 




0000 


,ww 5 

BRSET0 

3 BTB 


BSET0 

2 BSC 


JL 


BRA 

REL 


NEG 

2 DIR 


NEGA 

1 INH 


3 
NEGX 

1 INH 


6 

NEG 

2 1X1 


5 
NEG 

1 IX 


9 
RTI 

1 INH 




JL 


2 
SUB 
IMM 


^^ 3 
SUB 

2 DIR 


4 
SUB 
3 EXT 


5 
SUB 
3 IX2 


4 

SUB 

2 ixi 


3 
SUB 

1 IX 



0000 


1 

0001 


BRCLR0 
3 BTB 


BCLR0 

2 BSC 


_2_ 


BRN 

REL 












6 
RTS 

1 INH 




2 


CMP 

IMM 


3 
CMP 

2 DIR 


4 

CMP 

3 EXT 


5 
CMP 

3 IX2 


4 

CMP 

2 1X1 


3 
CMP 

1 IX 


1 

0001 


2 

0010 


5 
BRSET1 
3 BTB 


5 

BSET1 

2 BSC 


JL 


3 
BHI 
REL 
















JL 


2 

SBC 

IMM 


3 
SBC 

2 DIR 


4 

SBC 

3 EXT 


SBC 

3 IX2 


4 

SBC 

2 1X1 


3 
SBC 

1 IX 


2 

0010 


3 

0011 


BRCLR1 
3 BTB 


5 
BCLR1 

2 BSC 


JL 


3 
BLS 
REL 


5 
COM 

2 DIR 


3 
COMA 

1 INH 


3 
COMX 

1 INH 


COM 

2 ixi 


5 
COM 


10 

SWI 

1 . INH 




2 


2 
CPX 

IMM 


3 
CPX 

2 DIR 


4 

CPX 

3 EXT 


5 
CPX 

3 IX2 


CPX 

2 1X1 


3 
CPX 

1 IX 


3 

0011 


4 

0100 


V 5 
BRSET2 
3 BTB 


5 

BSET2 

2 BSC 


JL 


3 

BCC 

REL 


5 

LSR 
2 DIR 


3 
LSRA 

1 INH 


3 
LSRX 

1 INH 


6 
LSR 

2 1X1 


5 
LSR 

1 IX 






2 


2 
AND 

IMM 


3 
AND 

2 DIR 


4 
AND 

3 EXT 


5 
AND 

3 IX2 


4 

AND 

2 IXI 


3 
AND 

1 IX 


4 

0100 


5 

0101 


9 I 
BRCLR2 
3 BTB 


5 
BCLR2 

2 BSC 


JL 


3 
BCS 

REL 
















JL 


2 
BIT 

IMM 


3 
BIT 

2 DIR 


BIT 

3 EXT 


5 
BIT 
3 IX2 


BIT 

2 ixi 


3 
BIT 


5 

Q101 


6 

0110 


BRSET3 
3 BTB 


5 
BSET3 

2 BSC 


JL 


3 
BNE 

REL 


ROR 

2 DIR 


RORA 

1 INH 


3 
RORX 

1 INH 


6 
ROR 

2 1X1 


5 
ROR 

1 IX 






JL 


2 
LDA 

IMM 


3 
LDA 
2 DIR 


4 
LDA 
3 EXT 


5 
LDA 
3 IX2 


LDA 

2 1X1 


3 
LDA 

1 IX 


6 

0110 


7 
0111 


9 5 
BRCLR3 
3 BTB 


5 
BCLR3 
2 BSC 


JL 


3 

BEQ 

REL 


5 
ASR 
2 DIR 


3 
ASRA 

1 INH 


3 
' ASRX 

1 INH 


6 
ASR 
2 IXI 


5 
ASR 

1 IX 




2 2 
TAX 

1 INH 




4 
STA 
2 DIR 


5 
STA 
3 EXT 


6 
STA 
3 IX2 


5 
STA 

2 1X1 


4 

STA 

1 IX 


7 

0111 


8 

1000 


9 | 

BRSET4 
3 BTB 


BSET4 
2 BSC 


JL 


3 
BHCC 
REL 


5 
LSL 
2 DIR 


3 
LSLA 

1 INH 


LSLX 

1 INH 


6 
LSL 

2 ' 1X1. 


5 
LSL 
1 IX 




2 2 
CLC 

1 INH 


JL 


EOR 

IMM 


3 
EOR 

2 DIR 


4 

EOR 

3 EXT 


6 5 
EOR 

3 IX2 


EOR 

2 1X1 


3 
EOR 

1 IX 


8 

1000 


9 

1001 


BRCLR4 
3 BTB 


BCLR4 
2 BSC 


JL 


3 
BHCS 

REL 


5 
ROL 
2 DIR 


ROLA 

1 INH 


3 
ROLX 

1 INH 


6 
ROL 
2 1X1 


5 
ROL 

1 IX 




2 2 
SEC 

1 INH 


2 


2 
ADC 

IMM 


ADC 

2 DIR 


4 
ADC 

3 EXT 


5 
ADC 
3 IX2 


4 

ADC 

2 1X1 


3 
ADC 


9 

1001 


A 

1010 


I 
BRSET5 

3 BTB 


5 
BSET5 

2 BSC 


JL 


3 
BPL 

REL 


5 
DEC 
2 DIR 


3 

DECA 

1 INH 


3 
DECX 

1 INH 


6 
DEC 

2 1X1 


5 
DEC 

1 IX 




2 2 
CLI 

1 INH 


2 


2 
ORA 

IMM 


3 
ORA 

2 DIR 


4 
ORA 

3 EXT 


5 
ORA 
3 IX2 


4 

ORA 

2 1X1 


3 
ORA 


A 

1010 


B 
1011 


5 

BRCLR5 

3 BTB 


5 
BCLR5 
2 BSC 


2 


3 

BMI 

REL 














2 2 
SEI 

1 INH 


2 


ADD 

IMM 


3 
ADD 

2 DIR 


4 
ADD 
3 EXT 


5 
ADD 
3 IX2 


4 

ADD 

2 1X1 


3 
ADD 


B 

'OH 


c 

1100 


5 

BRSET6 
3 BTB 


5 
BSET6 
2 BSC 


JL 


3 
BMC 

REL 


5 
INC 
2 DIR 


3 
INCA 
1 INH 


3 
INCX 

1 INH 


6 
INC 

2 1X1 


5 
INC 
1 IX 




2 2 
RSP 

1 INH 




2 
JMP 

2 DIR 


3 
JMP 
3 EXT 


4 
JMP 

3 IX2 


3 
JMP 
2 1X1 


2 
JMP 

1 IX 


c 

noo 


D 
1101 


5 
BRCLR6 

3 BTB 


BCLR6 

2 BSC 


JL 


3 
BMS 
REL 


4 
TST 
2 pIR 


3 
TSTA 

1 INH 


3 
TSTX 

1 INH 


5 
TST 
2 1X1 


4 
TST 

1 IX 




NOP 

1 INH 


2 


6 

BSR 

REL 


5 
JSR 

2 DIR 


6 
JSR 
3 EXT 


7 

JSR 

3 IX2 


6 
JSR 

2 1X1 


5 

JSR 


D 

1101 


E 

1110 


5 
BRSET7 

3 BTB 


BSET7 

2 BSC 


JL 


3 
BIL 
REL 












STOP 

1 INH 




2 


2 
LDX 

IMM 


3 
LDX 
2 DIR 


4 
LDX 

3 EXT 


5 
LDX 
3 IX2 


4 
LDX 

2 IXI 


3 
LDX 


E 

11 1C 


F 
1111 


5 

BRCLR7 
3 BTB 


BCLR7 

2 BSC 


2 


5 

BIH 

REL 


5 

CLR 
2 DIR 


3 
CLRA 

1 INH 


3 
CLRX 

1 INH 


6 
CLR 

2 1X1 


5 

CLR 

1 IX 


2 
WAIT 

1 INH 


2 2 
TXA 

1 INH 




4 
STX 
2 DIR 


5 
STX 
3 EXT 


6 
STX 

3 IX2 


5 
STX 

2 1X1 


4 

STX 

i i\ 


F 

I'll 






Abbreviations for Address Modes 

INH Inherent 

IMM Immediate 

DIR Direct 

EXT Extended 

REL Relative 

BSC Bit Set/Clear 

BTB Bit Test and Branch 

IX Indexed (No Offset) 

1X1 Indexed, 1 Byte (8-Bit) Offset 

IX2 Indexed, 2 Byte <16-Bit) Offset 

* CMOS Versions Only 



LEGEND 



# of Cycles (HMOS Versions) 

Mnemonic 
Bytes 

# of Cycles (CMOS Versions)- 





F .-r 








1111^_j 








-4 3 

_ w. CI ID^f 


*^ 

0000-*"" 










• 1 /ix 









Opcode in Hexadecimal 
Opcode in Binary 

• Address Mode 
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Indexed, 8-bit Offset - Here the EA is obtained by adding 
the contents of the byte following the opcode to that of the 
index register The operand is therefore located anywhere 
within the lowest 51 1 memory locations For example, this 
mode of addressing is useful for selecting the m-th element in 
an n element table. All instructions are two bytes. The con- 
tents of the index register (X) is not changed. The contents 
of (PC+ 1) is an unsigned 8-bit integer One byte offset in- 
dexing permits look-up tables to be easily accessed in either 
RAM or ROM 

EA=X + (PC+1), PC-PC+2 
Address Bus High— K; Address Bus Low— X-MPC+1) 
Where- K = The carry from the addition of X + (PC + 1 ) 

Indexed, 16-B'rt Offset - In the indexed, 16-bit offset ad- 
dressing mode the effective address is the sum of the con- 
tents of the unsigned 8-bit index register and the two un- 
signed bytes following the opcode This addressing mode 
can be used in a manner similar to indexed 8-bit offset, ex- 
cept that this three byte instruction allows tables to be 
anywhere in memory (e.g., jump tables in ROM). As with 
direct and extended, the M6805 assembler determines the 
most efficient form of indexed offset — 8 or 16 bit The con- 
tent of the index register is not changed. 

EA=X + [(PC+1) (PC + 2)], PC-PC + 3 

Address Bus High- (PC + D + K; 

Address Bus Low-X+(PC + 2) 

Where K = The carry from the addition of X + (PC + 2) 

Relative — Relative addressing is only used in branch in- 
structions. In relative addressing the contents of the 8-bit 
signed byte following the opcode (the offset) is added to the 
PC if and only if the branch condition is true Otherwise, 
control proceeds to the next instruction The span of relative 
addressing is limited to the range of -126 to +129 bytes 
from the branch instruction opcode location The Motorola 
assembler calculates the proper offset and checks to see if it 



is within the span of the branch 

EA= PC + 2 + (PC + 1); PC-EA if branch taken, 
otherwise PC- PC + 2 

Bit Set/ Clear - Direct addressing and bit addressing are 
combined in instructions which set and clear individual 
memory and I/O bits. In the bit set and clear instructions, the 
byte is specified as a direct address in the location following 
the opcode The first 256 addressable locations are thus ac- 
cessed. The bit to be modified within that byte is specified 
with three bits of the opcode The bit set and clear instruc- 
tions occupy two bytes, one for the opcode (including the bit 
number) and the second to address the byte which contains 
the bit of interest 

EA=(PC+1), PC-PC + 2 
Address Bus High— 0; Address Bus Low— (PC+1) 

Bit Test and Branch - Bit test and branch is a combina- 
tion of direct addressing, bit addressing and relative address- 
ing. The bit address and condition (set or clear) to be tested 
is part of the opcode The address of the byte to be tested is 
in the single byte immediately following the opcode byte 
(EA1) The signed relative 8-bit offset is in the third byte (EA2) and 
is added to the PC if the specified bit is set or clear in the 
specified memory location This single three byte instruction 
allows the program to branch based on the condition of any 
bit in the first 256 locations of memory 
EA1 = (PC+1) 
Address Bus High-0, Address Bus Low- (PC + 1) 
EA2=PC + 3+(PC + 2); PC- EA2 if branch taken, 
otherwise PC- PC + 3 

SYSTEM CONFIGURATION 

Figures 20 through 25 show in general terms how the 
MC146805E2 bus structure may be utilized Specified inter- 
face details vary with the various peripheral and memory 
devices employed 



FIGURE 20 - CONNECTION TO CMOS PERIPHERALS 
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FIGURE 21 - CONNECTION TO CMOS MULTIPLEXED MEMORIES 
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FIGURE 22 - CONNECTION TO M6800 PERIPHERALS 



NOTE In some cases, pullup resistors or other level 
shifting techniques may be required on signals 
going from NMOS to CMOS parts 
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FIGURE 23 - CONNECTION TO LATCHED NON-MULTIPLEXED CMOS ROM AND EPROM 
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FIGURE 24 - CONNECTION TO STATIC CMOS RAMS 
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FIGURE 25 - CONNECTION TO LATCHED NON-MULTIPLEXED CMOS RAM 
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Table 1 1 provides a detailed description_of the information 
present on the Bus, the Read/ Write (R/W) pin and the Load 
Instruction (LI) pin during each cycle for each instruction 

This information is useful in comparing actual with ex- 



pected results during debug of both software and hardware 
as the control program is executed. The information is 
categorized in groups according to addressing mode and 
number of cycles per instruction 



TABLE 11 - SUMMARY OF CYCLE BY CYCLE OPERATION 



Address Mode 


Cycles 


Cycle # 


Address Bus 


R/W 
Pin 


LI 
Pin 


Data Bus 


Instructions 


Inherent 


LSR LSL 
ASR NEG 
CLR ROL 
COM ROR 
DEC INC TST 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 




1 




Op Code 

Op Code Next Instruction 

Op Code Next Instruction 


TAX CLC SEC 
STOP CLI SEI 
RSP WAIT NOP TXA 


2 


1 
2 


Op Code Address 
Op Code Address + 1 




1 




Op Code 

Op Code Next Instruction 


RTS 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 
Stack Pointer + 2 
New Op Code Address 




1 








Op Code 

Op Code Next Instruction 

Irrelevant Data 

Irrelevant Data 

Irrelevant Data 

New Op Code 


SWI 


10 


1 
2 
3 
4 
5 
6 
7 
8 

Q 

10 


Op Code Address 

Op Code Address + 1 

Stack Pointer 

Stack Pointer - 1 

Stack Pointer - 2 

Stack Pointer - 3 

Stack Pointer -4 

Vector Address 1FFC (Hex) 

Vector Address 1FFD (Hex) 

Interrupt Routine Starting Address 








1 
1 
1 


1 












Op Code 

Op Code Next Instruction 
Return Address (LO Byte) 
Return Address (HI Byte) 
Contents of Index Register 
Contents of Accumulator 
Contents of CC Register 
Address of Int. Routine (HI Byte) 
Address of Int. Routine (LO Byte) 
Interrupt Routine First Opcode 


RTI 


9 


1 

2 
3 
4 
5 
6 
7 
8 
9 


Op Code Address 
Op Code Address + 1 
Stack Pointer 
Stack Pointer + 1 
Stack Pointer + 2 
Stack Pointer + 3 
Stack Pointer + 4 
Stack Pointer + 5 
New Op Code Address 


1 
1 
1 
1 
1 
1 
1 
1 
1 


1 











Op Code 

Op Code Next Instruction 
Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
New Op Code 


Immediate 


ADC EOR CPX 
ADD LDA LDX 
AND ORA BIT 
SBC CMB SUB 


2 


1 
2 


Op Code Address 
Op Code Address + 1 


1 
1 


1 




Op Code 
Operand Data 


Bit Set/ Clear 


BSET n 
BCLR n 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Address of Operand 
Address of Operand 


1 

1 
1 
1 




1 







Op Code 

Address of Operand 
Operand Data 
Operand Data 
Manipulated Data 


Bit Test and Branch 


BRSET n 
BRCLR n 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Op Code Address + 2 
Op Code Address + 2 


1 
1 
1 
1 
1 


1 







Op Code 

Address of Operand 
Operand Data 
Branch Offset 
Branch Offset 


Relative 


BCC BHI BNE BEQ 
BCS BPL BHCC BLS 
BIL BMC BRN BHCS 
BIH BMI BMS BRA 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 


1 
1 

1 


1 





Op Code 
Branch Offset 
Branch Offset 


BSR 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer - 1 


1 
1 
1 
1 





1 








Op Code 

Branch Offset 

Branch Offset 

First Subroutine Op Code 

Return Address (LO Byte) 

Return Address (HI Byte) 
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TABLE 11 - SUMMARY OF CYCLE BY CYCLE OPERATION (CONTINUED) 




Address Mode 


Cycles 


Cycles # 


Address Bus 


R/W 
Pin 


LI 
Pin 


Data Bus 


Instructions 


Direct 


JMP 


2 


1 
2 


Op Code Address 
Op Code Address + 1 




1 



Op Code 
Jump Address 


ADC EOR CPX 
ADD LDA LDX 
AND ORA BIT 
SBC CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Address of Operand 




1 





Op Code 

Address of Operand 

Operand Data 


TST 


4 


1 
2 
3 

4 


Op Code Address 
Op Code Address + 1 
Address of Operand 
Op Code Address + 2 




1 






Op Code 

Address of Operand 

Operand Data 

Op Code Next Instruction 


STA 
STX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Adrress + 1 
Op Code Address + 1 
Address of Operand 




1 






Op Code 

Address of Operand 
Address of Operand 
Operand Data 


LSL LSR DEC 
ASR NEG INC 
CLR ROL 
COM ROR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Operand Address 
Operand Address 
Operand Address 





1 







Op Code 

Address of Operand 
Current Operand Data 
Current Operand Data 
New Operand Data 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer - 1 






1 







Op Code 

Subroutine Address (LO Byte) 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 


Extended 


JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 




1 





Op Code 

Jump Address (HI Byte) 

Jump Address (LO Byte) 


ADC BIT ORA 
ADD CMP LDX 
AND EOR SBC 
CPX LDA SUB 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Address of Operand 




1 






Op Code 

Address Operand (HI Byte) 
Address Operand (LO Byte) 
Operand Data 


STA 
STX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 
Address of Operand 





1 







Op Code 

Address of Operand (HI Byte) 
Address of Operand (LO Byte) 
Address of Operand (LO Byte) 
Operand Data 


JSR 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Subroutine Starting Address 
Stack Pointer 
Stack Pointer - 1 






1 








Op Code 

Address of Subroutine (HI Byte) 
Address of Subroutine (LO Byte) 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 


Indexed, No-Offset 


JMP 


2 


1 
2 


Op Code Address 
Op Code Address + 1 




1 




Op Code 

Op Code Next Instruction 


ADC EOR CPX 
ADD LDA LDX 
AND ORA BIT 
SBC CMP SUB 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Index Register 




1 





Op Code 

Op Code Next Instruction 

Operand Data 


TST 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Index Register 
Op Code Address + 1 




v 1 






Op Code 

Op Code Next Instruction 

Operand Data 

Op Code Next Instruction 


STA 
STX 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Index Register 





1 






Op Code 

Op Code Next Instruction 
Op Code Next Instruction 
Operand Data 


LSL LSR DEC 
ASR NEG INC 
CLR ROL 
COM ROR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Index Register 
Index Register 
Index Register 





1 







Op Code 

Op Code Next Instruction 
Current Operand Data 
Current Operand Data 
New Operand Data 


JSR 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Index Register 
Stack Pointer 
Stack Pointer - 1 






1 







Op Code 

Op Code Next Instruction 
1st Subroutine Op Code 
Return Address (LO Byte) 
Return Address (HI Byte) 
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TABLE 11 - SUMMARY OF CYCLE BY CYCLE OPERATION (CONTINUED) 



Address Mode 


Cycles 


Cycles # 


Address Bus 


R/W 
Pin 


LI 
Pin 


Data Bus 


Instructions 


Indexed 8-Bit Offset 


JMP 


3 


1 
2 
3 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 




1 




Op Code 

Offset 

Offset 


ADC EOR CPX 
ADD LDA LDX 
AND ORA CMP 
SUB BIT SBC 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Index Register + Offset 




1 






Op Code 
Offset 
Offset 
Operand Data 


STA 
STX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Op Code Address + 1 
Index Register + Offset 





1 







Op Code 
Offset 
Offset 
Offset 
Operand Data 


TST 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Index Register + Offset 
Op Code Address + 2 




1 







Op Code 

Offset 

Offset 

Operand Data 

Op Code Next Instruction 


LSL LSR 
ASR NEG 
CLR ROL 
COM ROR 
DEC INC 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Op Code Address + 1 
Index Register + Offset 
Index Register + Offset 
Index Register + Offset 





1 








Op Code 

Offset 

Offset 

Current Operand Data 

Current Operand Data 

New Operand Data 


JSR 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address -r 1 
Op Code Address + 1 
Index Register + Offset 
Stack Pointer 
Stack Pointer - 1 






1 








Op Code 

Offset 

Offset 

1st Subroutine Op Code 

Return Address LO Byte 

Return Address HI Byte 


Indexed, 16-Bit Offset 


JMP 


4 


1 
2 
3 
4 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 




1 






Op Code 
Offset (HI Byte) 
Offset (LO Byte) 
Offset (LO Byte) 


ADC CMP SUB- 
ADD EOR SBC 
AND ORA 
CPX LDA 
BIT LDX 


5 


1 
2 
3 
4 
5 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 
Index Register + Offset 




1 







Op Code 
Offset (HI Byte) 
Offset (LO Byte) 
Offset (LO Byte) 
Operand Data 


STA 
STX 


6 


1 
2 
3 
4 
5 
6 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 
Op Code Address + 2 
Index Register + Offset 





1 








Op Code 
Offset (HI Byte) 
Offset (LO Byte) 
Offset (LO Byte) 
Offset (LO Byte) 
Operand Data 


JSR 


7 


1 
2 
3 
4 
5 
6 
7 


Op Code Address 
Op Code Address + 1 
Op Code Address + 2 
Op Code Address + 2 
Index Register + Offset 
Stack Pointer 
Stack Pointer - 1 






1 









Op Code 

Offset (HI Byte) 

Offset (LO Byte) 

Offset (LO Byte) 

1st Subroutine Op Code 

Return Address (LO Byte) 

Return' Address (HO Byte) 




4-1017 



MC146805E2 



TABLE 11 - SUMMARY OF CYCLE BY CYCLE OPERATION (CONTINUED) 




Instructions 


Cycles 


Cycles # 


Address Bus 


RESET 
Pin 


R/W 
Pin 


LI 
Pin 


Data Bus 


Other Functions 




5 


1 
2 
3 
4 
5 


$1FFE 
$1FFE 
$1FFE 
$1FFE 
$1FFE 
$1FFE 
Reset Vector 






1 
1 
1 
1 
1 
1 
1 











Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
Irrelevant Data 
Vector High 
Vector Low 
Op Code 


Hardware RESET 


Power on Reset 


1922 


1 


$1FFE 




1 





Irrelevant Data 


• • • • • • 

• • • • • • 

• • • • • • 


1919 
1920 
1921 
1922 


$1FFE 
$1FFE 
$1FFF 
Reset Vector 


1 

1 
1 
1 


1 
1 
1 
1 








Irrelevant Data 
Vector High 
Vector Low 
Op Code 


instruction 


Cycles 


Cycles # 


Address Bus 


IRQ 
Pin 


R/W 
Pin 


LI 
Pin 


Data Bus 


iRQ Interrupt 

(Timer Vector $1FF8, $1FF9) 


10 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 


Last Cycle of Previous 

Instruction 

Next Op Code Address 

Next Op Code Address 

SP 

SP-1 

SP-2 

SP-3 

SP-4 

$1FFA 

$1FFB 

IRQ Vector 





X 
X 
X 
X 
X 
X 
X 
X 
X 


X 

1 
1 






1 
1 

1 
















X 

Irrelevant Data 
Irrelevant Data 
Return Address (LO Byte) 
Return Address (HI Byte) 
Contents Index Reg 
Contents Accumulator 
Contents CC Register 
Vector High 
Vector Low 
Int Routine First 



APPENDIX 



MC146805E2 INTERRUPT CLARIFICATION 



Under certain circumstances, the MC146805E2 (BP4xxxx 
& AW9xxxx) 8-bit Microprocessor Unit fRQ interrupt does 
not conform to the operation described in this Advanced In- 
formation Sheet (ADI-850R1) 

1 . The level sensitive IRQ mode, which is by far the most 
frequently used, is FULLY OPERATIONAL; thus, most 
MC146805E2 applications are unaffected However, 
the edge-triggered IR(5 interrupt mode MIGHT NOT BE 
SERVICED under certain programming circumstances, 
therefore, it is recommended that the edge-triggered 
mode not be used. 

2 An interrupt-vector address CAN BE improperly 
generated in some circumstances _ There is a possibility 
that when an external interrupt (IRQ) and timer inter- 
rupt occur during the Wait mode (following a Wait in- 
struction), address locations $1FF2 and $1FF3 are 
selected instead of vector locations $1FF6 and $1FF7 
There are three specific examples listed below, two of 



these require no action and the third has a recommend- 
ed solution 

a Those not using the Wait mode need not take any 
action. 

b I f th e Wait mode is used without external interrupt 
(IRQ pin held high), no precautions are required. 

c.When IRQ can be active (low) during the Wait 
mode, the vector in locations $1FF6 and $1FF7 (the 
Wait mode Timer Interrupt Vector) should be 
duplicated in $1FF2 and $1FF3 In this way the cir- 
cumstances that caused selection of the second 
vector do not disturb normal program execution 

On future MC146805E2 parts, no special actions will be 
necessary If you have questions, contact your Motorola 
distributor or Motorola sales office, or contact Motorola 
Microprocessor Applications Engineering in Austin, Texas. 
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Product Preview 



8-BIT MICROCOMPUTER UNIT 

The MC146805F2 Microcomputer Unit (MCU) is a member of the 
M6805 Family of Microcomputers This 8-bit fully static microcomputer 
contains a CPU, on-chip ROM, RAM, I/O, and timer It is a low-power, 
low-cost processor designed for low-end to mid-range applications in 
the consumer, automotive, industrial, and communications markets 
where very low power consumption constitutes an important factor 
The following are the major features of the MC146805F2 MCU 

Hardware Features 

• Typical Full Speed Operating Power of 20 mW 

• Standby Power Modes to Less than 1 mW 

• 8- Bit Architecture 

• 1080 Bytes of Mask Programmed User ROM 

• 64 Bytes of On-Chip RAM 

• 16 Bidirectional I/O Lines 

• 4 Input Lines 

• Internal 8-Bit Timer with~Software Programmable 7-Bit Prescaler 

• External Timer Input 

• Full External and Timer Interrupts 

• Master Reset and Power-On Reset 

• Self-Check Mode 

• Single 3- to 6-Volt Supply 

• On-Chip Oscillator with Crystal or RC Mask Options 

• 28 Pin Dual-ln-Line Package 

• Chip Carrier Also Available 
Software Features 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Ten Addressing Modes With Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Two Power Saving Standby Modes 

• Some Self-Check Routines User Callable 



PROGRAMMING MODEL 



PC 



54 



Index Register 



Program Counter 



|o|o|o|o|l|l| SP "*| Stack Pointer 

I H J I |N | Z [c] Condition Code Register 



• Carry/ Borrow 

-Zero 
-Negative 
-Interrupt Mask 



-Half Carry 



CMOS 

(HIGH-PERFORMANCE SILICON-GATE) 

8-BIT 
MICROCOMPUTER 




P SUFFIX 

PLASTIC PACKAGE 
CASE 710 




L SUFFIX 

CERAMIC PACKAGE 
CASE 719 



C SUFFIX 

CERDIP PACKAGE 
CASE 733 



PIN ASSIGNMENTS 



resetC 
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MC146806F2 CMOS MiCROCOMPUTER 



PA0-« 

Port PA1 * 

A PA2 * 

I/O PA3 * 
l/u PA4**« 
Lines pA5 ^ 

PA6-< 
PA7-« 




Prescaler 



Timer/ 



Timer Control 



Port 

A 

Register 



Data 
Direction 
Register 



OSC1 OSC2 

LA 



NUM 



INTERRUPT 



Accumulator 

[8 A 



Condition 

Code 

5 Register cc 



Stack 
Pointer 



Program 
Counter 
High pch 



Program 
Counter 
Low pcl 



. y i JUT 



CPU 
Control 



CPU 




Data 
Direction 
Register 



Port 
B 

'Register 



►PBO 

* PB1 „ 
*PB2 Port 
-PB3 B 
^PB4 I/O 
M>B5 Lines 
*PB6 
*PB7 



Port 

C 

Register 



— - PCO 

— PC1 

— PC2 

K~ PC3 



1080x8 
ROM 



Self 
Check ROM 



64x8 
RAM 



External 
Input 



On' 



MC146805F2 PROGRAMMABLE TIMER/COUNTER 

Software Selectable 
Input and Prescaler Options 



#-o 



/I 



3> 



TTTTTTT 



Prescaler 
7 Bits 



Internal 
Clock 

• Timer 8-Bit Read/Write Counter 

7-Bit Software Selectable Prescaler 
Input Pin 
Timer Interrupt 



Counter 
8 Bits 



7\ 



Interrupt 
Control 



U V 

Write Read Interrupt 



Software Functions 
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Advance Information 



8-BIT MICROCOMPUTER UNIT 

The MC146805G2 Microcomputer Unit (MCU) belongs to the M6805 
Family of Microcomputers This 8-bit MCU contains on-chip oscillator 
CPU, RAM, ROM, I/O, and Timer The fully static design allows opera- 
tion at frequencies down to DC, further reducing its already low-power 
consumption It is a low-power processor designed for low-end to mid- 
range applications in the consumer, automotive, industrial, and com- 
munications markets where very low power consumption constitutes an 
important factor. The following are the major features of the 
MC146805G2 MCU 
Hardware Features 

• Typical Full Speed Operating Power of 15 mW at 5 V 

• Typical WAIT Mode Power of 4 mW 

• Typical STOP Mode Power of 25 pW 

• Fully Static Operation 

• 112 Bytes of On-Chip RAM 

• 2106 Bytes of On-Chip ROM 

• 32 Bidirectional I/O Lines 

• High Current Drive 

• Internal 8-Bit Timer with Software Programmable 7-Bit Prescaler 

• External Timer Input 

• External and Timer Interrupts 

• Self-Check Mode 

• Master Reset and Power-On Reset 

• Single 3 to 6 Volt Supply 

• On-Chip Oscillator with RC or Crystal Mask Options 

• 40-Pin Dual-ln-Line Package 

• Chip-Carrier Also Available 
Software Features 

• Similar to the MC6800 

• Efficient Use of Program Space 

• Versatile Interrupt Handling 

• True Bit Manipulation 

• Addressing Modes With Indexed Addressing for Tables 

• Efficient Instruction Set 

• Memory Mapped I/O 

• Most Self-Check Routines User Callable 

• Two Power Saving Standby Modes 



M6805 



-A Family of Microcomputers 



MC6805P2 



■jp A Part Number 



MC68705P3 
T 



— A Particular M6805 Family Version 

— EPROM Version 
MC146805G2 

~C A CMOS M6805 Family Member 

MC6805P2L1 

jT An Evaluation Program Stored in ROM 

* Package Type 



MC146805G2 



CMOS 

(HIGH-PERFORMANCE SILICON-GATE) 

8- BIT 
MICROCOMPUTER 



m0ti&^ 


] } I I I ' CERAMIC PACKAGE 


^^^^ CASE 715 


^UP^^^ * S SUFFIX 


v > l v " CERDIP PACKAGE 


CASE 734 


IBP 111 ' psu FF ,x 


\ I 1 [ 1 I L l PLASTIC PACKAGE 


[ CASE 711 





PIN ASSIGNMENTS 




RESET C 


1 • W 40 


3v DD 


IRQ C 


2 


39 


3 osci 


NUM C 


3 


38 


3 OSC2 


PA7 t 


4 


37 


3 TIMER 


PA6 E 


5 


36 


3 PD7 


PA5 C 


6 


35 


3 PD6 


PA4 [ 


7 


34 


3 PD5 


PA3 [ 


8 


33 


3 PD4 


PA2 t 


9 


32 


3 PD3 


PA1 [ 


10 


31 


3 PD2 


PAO [ 


11 


30 


3 PD1 


PBO [ 


12 


29 


3 PD0 


PB1 C 


13 


28 


3 pco 


PB2 C 


14 


27 


3 pci 


PB3 C 


15 


26 


3 PC2 


PB4 C 


16 


25 


3 PC3 


PB5 I 


17 


24 


3 PC4 


PB6 C 


18 


23 


3 PC5 


PB7 C 


19 


22 


3 PC6 


vss C 


20 


21 


3 PC7 
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MAXIMUM RATINGS (Voltages Referenced to Vss' 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


VDD 


-03 to +80 


V 


All Input Voltages Except 0SC1 


V,n 


Vss-0 5 to Vqd + 5 


V 


Current Dram Per Pin Excluding Vqq and V$s 


I 


10 


mA 


Operating Temperature Range 


T A 


to +70 


°C 


Storage Temperature Range 


T stq 


-55 to +150 


°C 


Current Drain Total (PD4-PD7 only) 


'OH 


40 


mA 



THERMAL CHARACTERISTICS 



Characteristics 


Symbol 


Value 


Unit 


Thermal Resistance 








Plastic 




100 




Cerdip 


0JA 


60 


°C/W 


Ceramic 




50 




Chip Carrier 




TBD 






This device contains circuitry to protect the 
inputs against damage due to high static 
voltages of electric fields; however, it is ad- 
vised that normal precautions be taken to 
avoid application of any voltage higher than 
maximum rated voltages to this high im- 
pedance circuit. For proper operation it is 
recommended that V m and V ut be con- 
strained to the range Vss^(Vm or 

Vout^VDD R e,,aD, ' ltv °f operation is 
enhanced if unused inputs except OSC2 and 
NUM are tied to an appropriate logic voltage 
level (e g , either Vss or Vdd>- 



FIGURE 1 - MC146805G2 CMOS MICROCOMPUTER 



OSC1 OSC2 RESET 



37 
Timer > 



Port 
A 

I/O 
Lines 



Port 
B 

I/O 
Lines 



PB1 
PB2 
PB3 
PB4 
PB5 
PB6 
PB7 



PA0 
PA1 
PA2 
PA3 
PA4 
PA5 
PA6 
PA7 



Prescaler 



Timer Control 



12 > 


Port 
A 
Reg 


Data 
Dir 
Reg 


< 13 > 


< i4 i 


« i5 J 


Z 16 * 


« 1 i 


< < 


J 19? 





11 » 


Port 
B 
Reg 


Data 
Dir 
Reg 


« 10* 


c 9 » 


< 8 * 


* 7* 

< 6 » 


< 6 » 


Z-£ 




Data 
Dir 
Reg 


Port 
D 
Reg 


« 29 > 


« 31 > 


< 32 I 


*33 » 

* 35 z 


36 



PD2 P - 

s r 

PD5 L ' neS 

PD6 

PD7 



12 
RAM 
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DC ELECTRICAL CHARACTERISTICS (See Note 2) (V DD = 5 Vdc ± 10%, Vss = Vdc, Ta = 0° to 70°C unless otherwise noted) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Output Voltage l|_ oa( j^10.0 /tA 


vol 
voh 


vdd-oi 


1 


V 
V 


Output High Voltage 
< l Load=-" | 00/iA) PB0-PB7, PC0-PC7 


voh 


24 


- 


V 


(l|_ oa d=-2mA)PA0-PA7 


voh 


24 


- 


V 


(l L oad=- 8m A)PD4-PD7 


voh 


24 


- 


V 


Output Low Voltage 
( I Load = 800 /t A) All Ports 
PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


vol 


- 


04 


V 


Input High Voltage 
Ports PA0-PA7, PB0-PB7, PC0-PC7, PD0-PD7 


V|H 


VDD-20 


_ 


V 


TIMER, IRQ, RESET 


V|H 


VDD-08 


- 


V 


0SC1 


V|H 


VdD-1 5 


- 


V 


Input Low Voltage All Inputs 


VlL 


- 


08 


V 


Total Supply Current (Cl = 50 pF 

on Ports, no DC Loads, t cyc = 1 ps) 
RUN (measured during self-check, 
V|i_ = 2 V, V|H = VDD-0 2 V) 


IDD 




6 


mA 


WAIT (See Note 1) 


•dd 


- 


3 


mA 


STOP (See Note 1) 


•dd 


- 


250 


M A 


I/O Ports Input Leakage 
PA0-PA7, PBO- PB7, PC0-PC7, PD0-PD7 


IlL 


_ 


±10 


MA 


Input Current 
RESET, IRQ, TIMER, OSC1 


l.n 


_ 


±1 


ma 


Capacitance 
Ports 


Cout 


_ 


12 


pF 


RESET, IRQ, TIMER, OSC1 


Cm 


- 


8 


pF 



NOTES 1 Test conditions for Iqd are as follows 
All ports programmed as inputs 
V| L = 0.2 V (PA0-PA7, PB0-PB7, P C0-PC7, PD0-PD7) 
V|H = Vqd-0 2 V for RESET, IRQ, TIMER 
OSC1 input is a squarewave from 2 V to Vdd _ 2 V 
OSC2 output load = 20 pF (wait Iqd is affected linearly by the OSC2 capacitance) 

2. Electrical Characteristics for Vqd = 3 V available soon 



TABLE 1 - CONTROL TIMING 

(V DD = 5.0Vdc ±10%, Vss = 0, TA = 0°to70°C, fQSC = 4 MHz) 



Characteristics 


Symbol 


Min 


Max 


Unit 


Crystal Oscillator Startup Time (Figure 5) 


toxov 


- 


100 


ms 


Stop Recovery Startup Time (Crystal Oscillator) (Figure 6) 


tILCH 


- 


100 


ms 


Timer Pulse Width (Figure 4) 


tTH, tTL 


05 


- 


tcyc 


Reset Pulse Width (Figure 5) 


tRL 


1 05 


- 


tcyc 


Timer Period (Figure 4) 


tTLTL 


1 


- 


tcyc 


Interrupt Pulse Width Low (Figure 14) 


tILIH 


1 


- 


tcyc 


Interrupt Pulse Period (Fiqure 14) 


tILIL 


* 


- 


tcyc 


OSC1 Pulse Width 


tOH, tOL 


100 


- 


ns 


Cycle Time 


tcyc 


1000 


- 


ns 


Frequency of Operation 
Crystal 


f OSC 


_ 


40 


MHz 


External Clock 


fosc 


DC 


40 


MHz 



The minimum period t|i_|L should not be less than the number of t C y C cycles it takes to execute the interrupt serivce routines plus 20 t C y C cycles 
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FIGURE 2 - EQUIVALENT TEST LOAD 



Port 


*i 


R2 


B and C 


24.3 kO 


4.32 kO 


A, PD0-PD3 


1.21 kO 


3.1 kO 


PD4-PD7 


249 


1.4 kO 



'Load 



Test Point O- 



50pF=±= 



V DD =45V 



MMD6150 
or Equiv 

— M — 



Ri 



MMD7000 
or Equiv 



FIGURE 3 - TYPICAL OPERATING CURRENT vs INTERNAL FREQUENCY 





V DD =6V 



V DD =5V 



0.2 



03 04 05 06 07 

Internal Frequency (1/tcyc) 



09 1 

(MHz) 
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FIGURE 4 - TIMER RELATIONSHIPS 



2 
o 



External 
Clock 



/Timer 1 

I Pin 37 I 1 



- tTLTL- 



tTH 



tTL 



L 



CJ1 

to 



o 



FIGURE 5 - POWER-ON RESET AND RESET 



Vdd X~ 



JtQXOV j 1920 t cyc 



-»t« 

i I i t 

I j f*- T cyc 

I 



</>2* 



Internal 

Address 

Bus* 



Internal 
Data 



RESET 






tRL 



A A 



* Internal timing signal not available externally 
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FIGURE 6 - STOP RECOVERY AND POWER-ON RESET 



OSC2 



^^zzzzzzzzzzzz^zzz 



~\ 



l ILCH 



-1920 t c , 



*2* 



* Interna! timing signals not available externally 
** Represents the internal gating of the OSC1 input pin 
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FUNCTIONAL PIN DESCRIPTION 

Vqd and V$S 

Power is supplied to the MCU using these two pins Vpp 
is power and V§s IS ground 

IRQjMASKABLE INTERRUPT REQUEST) 

IRQ is mask option selectable with the choice of interrupt 
sensitivity being both level and negative-edge or negative- 
edge only. The MCU completes the current instruction 
before it responds to the request. If IRQ is low and the inter- 
rupt mask bit (l-bit) in the Condition Code Register is clear, 
the MCU begins an interrupt sequence at the end of the cur- 
rent instruction. 

If the mask option is selected to include level sensitivity, 
then the IRQ input requires an external resistor to Vqd for 
"wire-OR" operation. (See INTERRUPT section for more 
detaii ) 



RESET 



The RESET input is not required for start-up but can be 
used to reset the MCU's internal state and provide an orderly 
software start-up procedure Refer to the RESET section for 
a detailed description 

TIMER 

The TIMER input may be used as an external clock for the 
on-chip timer Refer to TIMER section for a detailed descrip- 
tion 

NUM - NON-USER MODE 

This pin is intended for use in self-check only User 
applications should leave this pin connected to ground 
through a 10 k resistor 



OSC1, OSC2 

The MC146805G2 can be configured to accept either a 
crystal input or an RC network Additionally, the internal 
clocks can be derived by either a divide-by-two or divide-by- 
four of the external frequency (f0SC> Botn of tnese options 
are mask selectable 

RC — If the RC oscillator option is selected, then a resistor 
is connected to the oscillator pins as shown in Figure 7b The 
relationship between R and fQSC |S shown in Figure 8 



CRYSTAL — The circuit shown in Figure 7(a) is recom- 
mended when using a crystal. The internal oscillator is 
designed to interface with a AT-cut parallel resonant quartz 
crystal resonator in the frequency range specified for f0SC 
in the electrical characteristics table. Using an external 
CMOS oscillator is suggested when, crystals outside the 
specified ranges are to be used The crystal and components 
should be mounted as close as possible to the input pins to 
minimize output distortion and start-up stablization time. 
Crystal frequency limits are also affected by Vqd- Refer to 
Control Timing Characteristics for limits See Table 1. 



EXTERNAL CLOCK - An external clock should be ap- 
plied to the OSC1 input with the OSC2 input not connected, 
as shown in Figure 7(c). An external clock may be used with 
either the RC or Crystal oscillator mask option. toxOV or 
tILCH do not apply when using an external clock input. 
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FIGURE 7 - OSCILLATOR CONNECTIONS 





1 MHz 


4 MHz 


Units 


RSMAX \ 


400 


75 





Co 


5 


7 


PF 


Ci 


0008 


012 


mF 


COSC1 


15-40 


15-30 


PF 


COSC2 


15-30 


15-25 


PF 


R P 


10 


10 


Mfi 


Q 


30 


40 


- 



Crystal Parameters 



MC146805G2 
OSC1 OSC2 



39 RP 38 



<H0 



CQSC1 ~Z= Zjz CQSC2 



38 



L Ci Rs 




HDh 




Crystal Oscillator Connections 



(a) 



Equivalent Crystal Circuit 



MC146805G2 
OSC1 OSC2 



I vw» 1 



38 



MC146805G2 
OSC1 OSC2 






39 [38 

Unconnected 

— — — <T External Clock 



(b) RC Oscillator Connection 



(c) External Clock Source Connections 



FIGURE 8 - FREQUENCY vs RESISTANCE FOR 
RC OSCILLATOR OPTION ONLY 
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PA0-PA7 

These eight I/O lines comprise Port A The state of any 
pin is software programmable Refer to Input/Output Pro- 
gramming section for a detailed description. 

PB0-PB7 

These eight lines comprise Port B The state of any pin is 
software programmable Refer to Input/Output Program- 
ming section for a detailed description 



PC0-PC7 

These eight lines comprise Port C The state of any pin is 
software programmable Refer to the Input/Output Pro- 
gramming section for a detailed description 



PD0-PD7 

These eight lines comprise^ Port D PD4-PD7 also are 
capable of driving LED's directly The state of any pin is soft- 
ware programmable Refer to the Input/Output Programing 
section for a detailed description 

INPUT/OUTPUT PROGRAMMING 

Any port pin may be software programmed as an input or 
output by the state of the corresponding bit in the port Data 
Direction Register (DDR) A pin is configured as an output if 
its corresponding DDR bit is set to a logic '1 ' A pin is con- 
figured as an input if its corresponding DDR bit is cleared to 
a logic '0 ' At reset, all DDRs are cleared, which configures 
all port pins as inputs A port pin configured as an output 
will output the data in the corresponding bit of its port data 
latch Refer to Figure 9 and Table 2 



FIGURE 9 - TYPCIAL PORT I/O CIRCUITRY 




Internal * 

MC146805G2 C 
Connections 




Typical Port 

Data Direction 

Register 

Typical Port 
Register 



DDR 7 


DDR 6 


DDRS 


DDR 4 


DDR 3 


DDR 2 


DDR1 


DDRO 


I I 


I I I I I 



















rTTTTTTT 



P-7 P-6 P-5 P-4" P-3 



P-2 P-1 



P-0 



TABLE 2 - I/O PIN FUNCTIONS 



R/W 


DDR 


I/O Pin Function 








The I/O pin is in input mode Data is written into the output data latch 





1 


Data is written into the output data latch and output to the I/O pin 


1 





The state of the I/O pin is read 


1 


1 


The I/O pin is in an output mode The output data latch is read 
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SELF-CHECK 

The MC146805G2 self-check is performed using the circuit 
in Figure 10. Self-check is initiated by tying NUM and TIMER 
pins to a logic 1 then executing a reset After reset, five sub- 
routines are called that execute the following tests 

I/O- Functionally exercise port A, B, C, D 

RAM -Walking bit test 

ROM — Exclusive OR with odd Vs parity result 

Timer— Functionally exercise timer 

Interrupts— Functionally exercise external and timer inter- 
rupts 

Self-check results are shown in Table 3 The following 
subroutines are available to user programs and do not re- 
quire any external hardware. 

RAM SELF-CHECK SUBROUTINE 

Returns with the Z-bit clear if any error is detected, other- 
wise the Z-bit is set 

The RAM test must be called with the stack pointer at 
$07F. When run, the test checks every RAM cell except for 
$07F and $07E which are assumed to contain the return ad- 
dress 

A and X are modified All RAM locations except the top 2 
are modified (Enter at location $1F87 ) 



ROM CHECKSUM SUBROUTINE 

Returns with Z-bit cleared if any was found, otherwise 
Z=1. X = 0on return, and A is zero if the test passed RAM 
locations $040-$043 are overwritten (Enter at location 
1FA1 ) 
TIMER TEST SUBROUTINE 

Return with Z-bit cleared if any error was found, otherwise 
Z=1 

This routine runs a simple test on the timer In order to 
work correctly as a user subroutine, the internal clock must 
be the clocking source and interrupts must be disabled 
Also, on exit, the clock will be running and the interrupt 
mask not set so the caller must protect himself from inter- 
rupts if necessary 

A and X register contents are lost, this routine counts how 
many times the clock counts in 128 cycles The number of 
counts should be a power of two since the prescaler is a 
power of two If not, the timer probably is not counting cor- 
rectly The routine also detects if the timer is running ex all 
(Enter at location $1FBB ) 

MEMORY 

The MC146805G2 has a total address space of 8^92 bytes 
of memory and I/O registers The address space is shown in 
Figure 11 



FIGURE 10 - SELF-CHECK CIRCUIT 
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Access 

Via 

PageO 

Direct 

Addressing 



2223 
2224 



2303 
2304 



User 
Defined 
Interrupt 
Vectors 



8063 
8064 



8181 
8182 



8191 



TABLE 3 - SELF-CHECK RESULTS 



PD3 


PD2 


PD1 


PDO 


Remarks 







1 





Bad I/O 







1 


1 


Bad Timer 




1 








Bad RAM 




1 





1 


Bad ROM 




1 


1 





Bad Interrupt or Request Flag 




All Cycling 




Good Part 




All Others 




Bad Part 



FIGURE 11 - ADDRESS MAP 



I/O Ports 


$0000 





Timer 






RAM 


$007F 


2 

3 




$0080 
1 


2096 Bytes 
User ROM 


$00FF 
$01 00 

I 


4 
5 
6 




$08 A F 
$08B0 


7 


80 Bytes 


8 


Self-Check ROM 


$08FF 1 
$0900 1 


9 




10 


5760 Bytes 






Unused* 


$1F7F 
$1F80 

$1FF5 


15 
16 


118 Bytes 
Self-Check ROM 


1 63 
1 64 


Timer Interrupt From Wait State Only 


$1FF6-$1FF7 


Timer Interrupt 


$1FF8-$1 
$1FFA-$ 
$1FFC-$1 
$1FFE-$1 


FF9 


External Interrupt 


FFB 


SWI 


FFD 


RESET 


FFF 
1?7 



Port a Data Direction 



Port B Data Direction 



Port C Data Direction 



Port D Data Direction 



Timer Control 



6 Bytes 
Unused* 



RAM 
(112 Bytes) 



$0000 
$0001 
$0002 
$0003 
$0004 
$0005 
$0006 
$0007 
$0008 
$0009 
$000A 



$000 F 
$0010 



$003 F 
$0040 



'Stack (64 Bytes Max) 



*Reads of unused locations undefined 
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The first 128 bytes of memory (first half of page zero) is 
comprised of the I/O port locations, timer locations^ and 112 
bytes of RAM The next 2096 bytes comprise the user ROM 
The 10 highest address bytes contain the reset and interrupt 
vectors 

The stack pointer is used to address data stored on the 
stack Data is stored on the stack during interrupts and sub- 
routine calls At power-up, the stack pointer is set to $007F 
and it is decremented as data is pushed on the stack When 
data is removed from the stack, the stack pointer is incre- 
mented A maximum of 64 bytes of RAM is available for 
stack usage Since most programs use only a small part of 
the allocated stack locations for interrupts and/or 
subroutine stacking purposes, the unused bytes are usable 
for program data storage 



REGISTERS 

The MC146805G2 contains five registers as shown in the 
programming model in Figure 12 The interrupt stacking 
order is shown in Figure 13 



ACCUMULATOR (A) 

This accumulator is an 8-bit general purpose register used 
for arithmetic calculations and data manipulations 
INDEX REGISTER (X) 

The X register is an 8-bit register which is used during the 
indexed modes of addressing It provides an 8-bit operand 
which is used to create an effective address The index 
register is also used for data manipulations with the 
read/modify/write type of instructions and as a temporary 
storage register when not performing addressing operations 

PROGRAM COUNTER (PC) 

The program counter is a 13-bit register that contains the 
address of the next instruction to be executed by the pro- 
cessor 

STACK POINTER (SP) 

The stack pointer is a 13-bit register containing the 
address of the next free location on the stack When access- 
ing memory, the seven most-significant bits are permanently 
set to 0000001 These seven bits are appended to the six 
least-significant register bits to produce an address within 
the range of $007F to $0040 The stack area of RAM is used 
to store the return address on subroutine calls and the 



FIGURE 12 - PROGRAMMING MODEL 
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Index Register 
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FIGURE 13 - STACKING ORDER 



Increasing Memory 
Addresses 





7 









1 j 1 j 1 [ Condition Code Register 


R 
F 


Accumulator 


T 


Index Register 


R 
N 


« 


io 


| PCH 


PCL 



Unstack 



Decreasing Memory 
Addresses 



NOTE Since the Stack Pointer decrements during pushes, the PCL is 
stacked first, followed by PCH, etc Pulling from the stack is in 
the reverse order 
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machine state during interrupts During external or power- 
on reset, and during a "reset stack pointer" instruction, the 
stack pointer is set to its upper limit ($007F) Nested inter- 
rupts and/or subroutines may use up to 64 (decimal) loca- 
tions, beyond which the stack pointer "wraps around" and 
points to its upper limit thereby losing the previously stored 
information A subroutine call occupies two RAM bytes on 
the stack, while an interrupt uses five bytes 

CONDITION CODE REGISTER (CO 

The condition code register is a 5-bit register which in- 
dicates the results of the instruction just executed. These 
bits can be individually tested by a program and specific ac- 
tion taken as a result of their state Each bit is explained in 
the following paragraphs 

HALF CARRY BITS (H) - The H-bit is set to a one when 
a carry occurs between bits 3 and 4 of the ALU during an 
ADD or ADC instruction The H-bit is useful in binary coded 
decimal subroutines 

INTERRUPT MASK BIT (I) - When the l-bit is set, both 
the external interrupt and the timer interrupt are disabled 
Clearing this bit enables the above interrupts If an interrupt 
occurs while the l-bit is set, the interrupt is latched and is 
processed when the l-bit is next cleared 

NEGATIVE (N) — Indicates that the result of the last 
arithmetic, logical, or data manipulation is negative (bit 7 in 
the result is a logical one) 

ZERO (Z) — Indicates that the result of the last arithmetic, 
logical, or data manipulation is zero 



Either of the two types of reset conditions causes the 
following to occur 

— Timer control register interrupt request bit TCR7 is 
cleared to a "0 " 

— Timer control register interrupt mask bit TCR6 is set to a 
"1 " 

— All data direction register bits are cleared to a "0 " All 
ports are defined as inputs 

— Stack pointer is set to $007F 

— The internal address bus is forced to the reset vector 
($1FFE, $1FFF) 

— Condition code register interrupt mask bit (I) is set to a 
"1 " 

-STOP and WAIT latches are reset 

— External interrupt latch is reset 

All other functions, such as other registers (including out- 
put ports), the timer, etc , are not cleared by the reset condi- 
tions 

INTERRUPTS 

The MC146805G2 is capable of operation with three dif- 
ferent interrupts, two hardware (timer interrupt and external 
interrupt), and one software (SWI) When any of these in- 
terrupts occur, normal processing is suspended at the end of 
the current instruction execution All of the program 
registers (the machine state) are pushed onto the stack, refer 
to Figure 13 for stacking order The appropriate vector point- 
ing to the starting address of the interrupt service routine is 
then fetched, refer to Figure 14 for the interrupt sequence 

The priority of the various interrupts from highest to 
lowes t is as f ollows 

RESET— *— External Interrupt— Timer Interrupt 



CARRY/BORROW (C) - Indicates that a carry or borrow 
out of the arithmetic logic unit (ALU) occurred during the 
last arithmetic operation This bit is also affected during bit 
test and branch instructions, shifts, and rotates 

RESETS 

The MC1468 05G2 ha s two reset modes an active low ex- 
ternal reset pin (RESET) and a power-on reset function, refer 
to Figure 5 



RESET 



The RESET input pin is used to reset the MCU to provide 
an orderly software sta rt-up p rocedure When using the ex- 
ternal reset mode, the RESET pin must stay low for a mini- 
mum of one t cyc The RESET pin is provided with a Schmitt 
Trigger input to improve its noise immunity 

POWER-ON RESET 

The power-on reset occurs when a positive transition is 
detected on Vqd- The power-on reset is used strictly for 
power turn-on conditions and should not be used to detect 
any drops in the power supply voltage. There is no provision 
for a power-down reset The power-on circuitry provides for 
a 1920 t cyc delay from the time of the first oscillator opera- 
tion If the external RESET pin is low at the end of the 1920 
tcyc time out, the processor remains in the reset condition. 



TIMER INTERRUPT 

If the timer mask bit (TCR6) is cleared, then each time the 
timer decrements to zero (transitions from $01 to $00) an 
interrupt request is generated The actual processor interrupt 
is generated only if the interrupt mask bit of the condition 
code register is also cleared. When the interrupt is recogniz- 
ed, the current state of the machine is pushed onto the stack 
and the interrupt mask bit in the condition code register is 
set. This masks further interrupts until the present one is ser- 
viced The processor now vectors to the timer interrupt ser- 
vice routine. The address for this service routine is specified 
by the contents of $1FF8 and $1FF9 unless the processor is 
in a WAIT mode in which case the contents of $1FF6 and 
$1FF7 specify the timer service routine address. Software 
must be used to clear the timer interrupt request bit (TCR7). 
At the end of the timer interrupt service routine, the software 
normally executes an RTI instruction which restores the 
machine state and starts executing the interrupted program. 



EXTERNAL INTERRUPT 

If the interrupt mask bit of the condition code register is 
cleared and the external interrupt pin is "low," then the ex- 
ternal interrupt occurs The action of the external interrupt is 



*Any current instruction including SWI 



4-1032 



MC146805G2 



FIGURE 14 - INTERRUPT AND INSTRUCTION PROCESSING FLOWCHART 




♦NOTE The clear of TCR bit 7 must be accomplished with software 
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identical to the timer interrupt with the exception that the 
service routine address is specified by the contents of $1 FFA 
and $1 FFB Either a level- and edge-sensitive (or edge-sensi- 
tive only) are available as mask options Figure 15 shows 
both a functional diagram and timing for the interrupt line 
The timing diagram shows two different treatments of the 
interrupt line (IRQ) to the processor The first method is 
single pulses on the interrupt line spaced far enough apart to 
be serviced The minimum time between pulses is a function 
of the length of the interrupt service routine Once a pulse 
occurs, the next pulse should not occur until the MPU soft- 
ware has exited the routine (an RTI occurs) This time (t||_||_) 
is obtained by adding 20 instruction cycles (t C y C ) to the total 
number of cycles it takes to complete the service routine in- 
cluding the RTI instruction, refer to Figure 15 The second 
configuration shows many interrupt lines "wire ORed" to 
form the interru pts a t the processor Thus, if after servicing 
an interrupt the IRQ remains low, then the next interrupt is 
recognized 



SOFTWARE INTERRUPT (SWI) 

The software interrupt is an executable instruction. The 
action of the SWI instruction is similar to the hardware inter- 
rupts. The SWI is executed regardless of the state of the in- 
terrupt mask in the condition code register The service 
routin address is specified by the contents of memory loca- 
tions $1FFC and $1FFD See Figure 14 for interrupt and in- 
struction processing flowchart 

The following three functions are not strictly interrupts, 
however, the y are tie d very closely to the interrupts These 
functions are RESET, STOP, WAIT 



RESET 



The RESET input pin and the internal power-on reset 
function each cause the program to vector to an initialization 
program This vector is specified by the contents of memory 
locations $1 FFE and $1 FFF The interrupt mask of the condi- 
tion code register is also set Refer to Resets section for 
details 



FIGURE 15 - EXTERNAL INTERRUPT 
(a) Interrupt Functional Diagram 



Level Sensitive 



Interrupt Pin 




External Reset 

External Interrupt 
Being Serviced 



(b) Interrupt Mode Diagram 



IRQ 



-tlLIH 



-tlLIL- 



Edge Condition 
(The minimum pulse width (t||_n-i is one 
*cyc The period t\\_\L should not be 
less than the number of t C y C cycles it 
takes to execute the interrupt service rou- 
tine plus 20 t cyc cycles ) 



(2) IRQ (MPU) 



IRQ1 



■ tLIH- 



Mask Optional Level Sensitive 
(If after servicing an interrupt the IRQ re- 
mains low, then the next interrupt is re- 
cognized) 



IRQn 
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STOP 

The STOP instruction places the MC146805G2 in its 
lowest power consumption mode In the STOP function the 
internal oscillator is turned off, causing all internal process- 
ing and the timer to be halted, refer to Figure 16 

During the STOP mode, timer control register (TCR) bits 6 
and 7 are altered to remove any pending timer interrupt re- 
quests and to disable any further timer interrupts The timer 
prescaler is cleared External interrupts are enabled in the 
condition code register All other registers and memory re- 
main unaltered All I/O lines remain unchanged 

FIGURE 16 - STOP FUNCTION FLOWCHART 



except the timer circuit; refer to Figure 17 Thus, all internal 
processing is halted, however, the timer continues to count 
normally 

During the Wait mode, the l-bit in the condition code 
register is cleared to enable interrupts All other registers, 
memory, and I/O lines remain in their last state The timer 
may be enabled to allow a periodic exit from the Wait mode 
If an external and a timer interrupt occur at the same time, 
the external interrupt is serviced first, then, if the timer inter- 
rupt request is not cleared in the external interrupt 
routine, the normal timer interrupt (not the timer Wait inter- 
rupt) is serviced since the MCU is no longer in the WAIT 
mode 



f Stop J 



Stop Oscillator 
And All Clocks 
TCR Bit 7-0 

Bit 6-1 
Clear I Mask 




Turn on Oscillator 
Wait for Time 
Delay to Stabilize 



Fetch External 
Interrupt or 
Reset Vector 



WAIT 

The WAIT instruction places the MC146805G2 in a low 
power consumption mode, but the WAIT mode consumes 
somewhat more power than the STOP mode In the WAIT 
mode, the internal clock is disabled from all internal circuitry 



TIMER 

The MCU timer contains a 8-bit software programmable 
counter with7-bit software selectable prescaler The counter 
may be present under program control and decrements 
towards zero When the counter decrements to zero, the 
timer interrupt request bit, i e , bit 7 of the timer control 
register (TRC), is set Then, if the timer interrupt is not 
masked, i e , bit 6 of the TCR and the l-bit in the condition 
code register are both cleared, the processor receives an in- 
terrupt After completion of the current instruction, the pro- 
cessor proceeds to store the appropriate registers on the 
stack, and then fetches the timer vector address from loca- 
tions $1FF8 and $1FF9 (or $1FF6 and $1FF7 if in the WAIT 
mode) in order to beging servicing 

The counter continues to count after it reaches zero, 
allowing the software to determine the number of internal or 
external input clocks since the timer interrupt request bit 
was set The counter may be read at any time by the pro- 
cessor without disturbing the count The contents of the 
counter becomes stable prior to the read portion of a cycle 
and does not change during the read The timet interrupt re- 
quest bit remains set until cleared by the software If a read 
occurs before the timer interrupt is serviced, the interrupt is 
lost TCR7 may also be used as a scanned status bit in a non- 
interrupt mode of operation (TCR6=1) 

The prescaler is a 7-bit divider which is used to extend the 
maximum length of the timer Bit 0, bit 1 and bit 2 of the 
TCR are programmed to choose the apprupnate prescaler 
output which is used as the counter input The processor 
cannot write into or read from the prescaler, however, its 
contents are clearedto all "0's" by the write operation into 
TCR when bit 3 of the written data equals 1 This allows for 
truncation-free counting. 

The timer input can be configured for three different 
operating modes, plus a disable mode depending on the 
value written to the TCR4, TCR5 control bits Refer to the 
Timer Control Register section 



TIMER INPUT MODE 1 

If TCR4 and TCR5 are both programmed to a "0," the in- 
put to the timer is from an internal clock and the TIMER in- 
put pin is disabled The internal clock mode can be used for 
periodic interrupt generation, as well as a reference in fre- 
quency and event measurement The internal clock is the in- 
struction cycle clock During a WAIT instruction, the inter- 
nal clock to the timer continues to run at its normal rate 
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FIGURE 17 - WAIT FUNCTION FLOWCHART 



f Wait J 



Oscillator Active 

Clear l-Bit 

Timer Clock Active 

All Other Clocks 

Stop 





Restart 
Processor Clocks 



Fetch External 

Interrupt Reset, 

or Timer Interrupt 
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Mode only) 



TIMER INPUT MODE 2 

With TCR4=1 and TCR5 = 0, the internal clock and the 
TIMER input pin are ANDed together to form the timer input 
signal This mode can be used to measure external pulse 
widths The external pulse simply turns on the internal clock 
for the duration of the pulse The resolution of the count in 
this mode is ± 1 clock and, therefore, accuracy improves 
with longer input pulse widths 



TIMER INPUT MODE 3 

lfTCR4 = 0andTCR5 = 
disabled 



1, then all inputs to the Timer are 



TIMER INPUT MODE 4 

If TCR4= 1 and TCR5= 1, the internal clock input to the 
Timer is disabled and the TIMER input pm becomes the in- 
put to the Timer. The timer can, in this mode, be used to 
count external events as well as external frequencies for 
generating periodic interrupts. The counter is clocked on the 
falling edge of the external signal. 

Figure 18 shows a block diagram of the Timer subsystem 
Power-on Reset and the STOP instruction cause the counter 
to be set to $F0 
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FIGURE 18 - TIMER BLOCK DIAGRAM 




Selected by TCRO, 
TCR1, TCR2 
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^ 
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NOTES 

1 Prescaler and 8-bit counter are clocked on the falling edge of the internal clock or external input 

2 Counter counts down continuously 




Timer Control Register (TCR) 



TCR5 TCR4 



7 


6 


5 


4 3 


2 


1 





TCR7 


TCR6 


TCR5 


TCR4JTCR3 


TCR2 


TCR1 


TCRO 



Ail bits in this register except bit 3 are Read/Write bits 

TCR7 — Timer interrupt request bit bit used to indicate 
the timer interrupt when it is logic "1" 

1 — Set whenever the counter decrements to zero, or un- 
der program control 

— Cleared on external reset, power-on reset, STOP in- 

struction, or program control 

TCR6 — Timer interrupt mask bit when this bit is a logic 
"1" it inhibits the timer interrupt to the processor 

1 — Set on external reset, power-on reset, STOP instruc- 

tion, or program control 

— Cleared under program control 

TCR5 — External or internal bit. selects the input clock 
source to be either t he exte rnal timer pin or the internal 
clock (Unaffected by RESET ) 

1 — Select external clock source 

— Select internal clock source (AS) 

TCR4 — Externa! enable bit. con trol bit u sed to enable the 
external timer pin (Unaffected by RESET ) 

1 — Enable external timer pin. 
— Disable external timer pin. 












1 


1 





1 


1 



Internal clock to Timer 

AND of internal clock and TIMER 

pin to Timer 

Inputs to Timer disabled 

TIMER pin to Timer 



Refer to Figure 18 for Logic Represent. 



TCR3 - Timer Prescaler Reset bit writing a "1" to this bit 
resets the prescaler to zero A read of this location always in- 
dicates a "0" (Unaffected by RESET > 

TCR2, TCR1, TCRO - Prescaler select bits decoded to 
select o ne of eight taps on the prescaler (Unaffected by 
RESET ) 

Prescaler 



TCR2 


TCR1 


TCRO 


Result 
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1 





-4 
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1 








-16 


1 
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-32 
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1 





-64 


1 


1 


1 


-128 
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INSTRUCTION SET 

The MCU has a set of 61 basic instructions They can be 
divided into five different types: register/memory, 
read/modify/write, branch, bit manipulation, and control. 
The following paragraphs briefly explain each type. All the 
instructions within a given type are presented in individual 
tables. 

REGISTER/MEMORY INSTRUCTIONS 

Most of these instructions use two operands. One 
operand is either the accumulator or the index register The 
other operand is obtained from memory using one of the ad- 
dressing modes The operand for the jump unconditional 
(JMP) and jump to subroutine (JSR) instructions are the 
program counter Refer to Table 4 

READ/ MODIFY/ WRITE INSTRUCTIONS 

These instructions read a memory location or a register, 
modify or test its contents, and write the modified value 
back to memory or to the register. The test for negative or 
zero (TST) instruction is an exception to the 
read/modify/write sequence since it does not modify the 
value. Refer to Table 5. 

BRANCH INSTRUCTIONS 

Most branch instructions test the state of the Condition 
Code Register and if certain criteria are met, a branch is ex- 
ecuted This adds an offset between + 128 and - 127 to the 
current program counter Refer to Table 6. 

BIT MANIPULATION INSTRUCTIONS 

The MPU is capable of setting or clearing any bit which 
resides in the first 256 bytes of the memory space, where all 
port registers, port DDR's, timer, timer control, and on-chip 
RAM reside. An additional feature allows the software to 
test and branch on the state of any bit within these 256 loca- 
tions The bit set, bit clear and bit test and branch functions 
are all implemented with a single instruction. For the test 
and branch instructions the value of the bit tested is also 
placed in the carry bit of the Condition Code Register. Refer 
to Table 7 for instruction cycle timing > 

CONTROL INSTRUCTIONS 

These instructions are register reference instructions and 
are used to control processor operation during program ex- 
ecution. Refer to Table 8 for instruction cycle timing. 

ALPHABETICAL LISTING 

The complete instruction set is given in alphabetical order 
in Table 10. 

OPCODE MAP 

Table 9 is an opcode map for the instructions used on the 
MCU. 

ADDRESSING MODES 

The MCU uses ten different addressing modes to give the 
programmer an opportunity to optimize the code to all situa- 
tions. The various indexed addressing modes make it possi- 
ble to locate data tables, code conversion tables and scalling 
tables anywhere in the memory space. Short indexed ac- 
cesses are single byte instructions, while the longest instruc- 
tions (three bytes) permit tables throughout memory Short 



and long absolute addressing is also included. One and two 
byte direct addressing instructions access all data bytes in- 
most applications. Extended addressing permits jump in- 
structions to reach all memory. Table 10 shows the address- 
ing modes for each instruction, with the effects each in- 
struction has on the Condition Code Register. An opcode 
map is shown in Table 9. 

The term "Effective Address" (EA) is used in describing 
the various addressing modes, which is defined as the byte 
address to or from which the argument for an instruction is 
fetched or stored The ten addressing modes of the pro- 
cessor are described below Parentheses are used to indicate 
"contents of," an arrow indicates "is replaced by" and a col- 
on indicates concatenation of two bytes. For additional 
details and graphical illustrations, refer to the M6805 Family 
User Manual. 
INHERENT 

In inherent instructions all the information necessary to 
execute the instruction is contained in the opcode. Opera- 
tions specifying only the index register or accumulator, and 
no other arguments, are included in this mode. 

IMMEDIATE 

In immediate addressing, the operand is contained in the 
byte immediately following the opcode. Immediate address- 
ing is used to access constants which do not change during 
program execution (e.g., a constant used to initialize a loop 
counter). 

EA=PC+1, PC-PC + 2 

DIRECT 

In the direct addressing mode, the effective address of the 
argument is contained in a signle byte following the opcode 
byte. Direct addressing allows the user to directly address 
the lowest 256 bytes in memory with a single two byte in- 
struction. This includes ail on-chip RAM and I/O registers 
and 128 bytes of on-chip ROM. Direct addressing is efficient 
in both memory and time. 

EA=(PC+1), PC-PC + 2 
Address Bus High— 0, Address Bus Low— (PC+1) 
EXTENDED 

In the extended addressing mode, the effective address of 
the argument is contained in the two bytes following the op- 
code. Instructions with extended addressing modes are 
capable of referencing arguments anywhere in memory with 
a single thre byte instruction. When using the Motorola 
assembler, the user need not specify whether an instruction 
uses direct or extended addressing The assembler 
automatically selects the most efficient addressing mode 

EA=(PC+1).(PC + 2); PC-PC + 3 
Address Bus High-(PC+1); Address Bus Low-(PC + 2) 

INDEXED, NO-OFFSET 

In the indexed, no offset addressing mode, the effective 
address of the argument is contained in the 8-bit index 
register. Thus, this addressing mode can access the first 256 
memory locations These instructions are only one byte long 
and therefore are more efficient This mode is used to move 
a pointer through a table or to address a frequency refer- 
enced RAM or I/O location. 

EA=X; PC-PC+1 
Address Bus High— 0; Address Bus Low— X 
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INDEXED, 8-BIT OFFSET 

Here the EA is obtained by adding the contents of the byte 

following the opcode to that of the index register The 

operad is therefore located anywhere within the lowest 51 1 

memory locations For example, this mode of addressing is 

useful for selecting the m-th element in an n element table 

All instructions are two bytes The contents of the index 

register (X) is not changed The contents of (PC + 1) is an 

unsigned 8-bit integer One byte offset indexing permits 

look-up tables to be easily accessed in either RAM or ROM 

EA=+(PC+1), PC-PC + 2 

Address Bus High — K, Address Bus Low-X+(PC+1) 

Where K = The carry from the addition of X + ( PC + 1 ) 

INDEXED, 16-BIT OFFSET 

In the indexed, 16-bit offset addressing mode the effective 
address is the sum of the contents of the unsigned 8-bit 
index register and the two unsigned bytes following the op- 
code This addressing mode can be used in a manner similar 
to indexed 8-bit offset, except that this three byte instruction 
allows tables to be anywhere in memory (e g , jump tables in 
ROM) As with direct and extended, the M6805 assembler 
determines the most efficient form of indexed offset — 8 or 
16 bit The content of the index register is not changed 

EA=X + [(PC+1).(PC + 2)], PC-PC + 3 

Address Bus High-(PC + 1) + K, 

Address Bus Low-X + (PC + 2) 

Where K = The carry from the addition of X + ( PC + 2) 

RELATIVE 

Relative addressing is only used in branch instructions In 
relative addressing the contents of the 8-bit signed byte 
following the opcode (the offset) is added to the PC if and 
only if the branch condition is true Otherwise, control pro- 
ceeds to the next instruction The span of relative addressing 



is limited to the range of —126 to +129 bytes from the 
branch instruction opcode location The Motorola assembler 
calculates the proper offset and checks to see if it is within 
the span of the branch 

EA=PC + 2+(PC+1), PC-EA if branch taken, 
otherwise PC -PC + 2 
BIT SET/ CLEAR 

Direct addressing and bit addressing are combined in in- 
structions which set and clear individual memory and I/O 
bits In the bit set and clear instructions, the byte is specified 
as a direct address in the location following the opcode The 
first 256 addressable locations are thus accessed The bit to 
be modified within that byte is specified with three bits of the 
opcode The bit set and clear instructions occupy two bytes, 
one for the opcode (including the bit number) and the 
second to address the byte which contains the bit of interest 
EA=(PC+1), PC-PC+2 

Address Bus High-0, Address Bus Low-(PC + 1) 

BIT TEST AND BRANCH 

Bit test and branch is a combination of direct addressing, 
bit addressing and relative addressing The bit address and 
condition (set or clear) to be tested is part of the opcode 
The address of the byte to be tested is in the single byte im- 
mediately following the opcode byte (EA1) The signed 
relative 8-bit offset is in the third byte (EA2) and is added to 
the PC if the specified bit is set or clear in the specified 
memory location This single three byte instruction allows 
the program to branch based on the condition of any bit in 
the first 256 locations of memory 

EA1 = (PC+1) 

Address Bus High— 0, Address Bus Low-(PC + 1) 

EA2=PC + 3+(PC + 2), PC-EA2if branch taken, 

otherwise PC -PC + 3 
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TABLE 4 - 


REGISTER/MEMORY INSTRUCTIONS 




















Addressing Modes 




Immediate 


Direct 


Extended 


Indexed 
(No Offset) 


Indexed 
(8- Bit Offset) 


Indexed 
(16-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Load A from Memory 


LDA 


A6 


2 


2 


B6 


2 


3 


C6 


3 


4 


F6 




3 


E6 


2 


4 


D6 


3 


5 


Load X from Memory 


LDX 


AE 


2 


2 


BE 


2 


3 


CE 


3 


4 


FE 




3 


EE 


2 


4 


DE 


3 


5 


Store A in Memory 


STA 


- 


- 


- 


B7 


2 


4 


C7 


3 


5 


F7 




4 


E7 


2 


5 


D7 


3 


6 


Store X in Memory 


STX 


- 


- 


- 


BF 


2 


4 


CF 


3 


5 


FF 




4 


EF 


2 


5 


DF 


3 


6 


Add Memory to A 


ADD 


AB 


2 


2 


BB 


2 


3 


CB 


3 


4 


FB 




3 


EB 


2 


4 


DB 


3 


5 


Add Memory and 
Carry to A 


ADC 


A9 


2 


2 


B9 


2 


3 


C9 


3 


4 


F9 




3 


E9 


2 


4 


D9 


3 


5 


Subtract Memory 


SUB 


AO 


2 


2 


BO 


2 


3 


CO 


3 


4 


FO 




3 


EO 


2 


4 


DO 


3 


5 


Subtract Memory from 
A with Borrow 


SBC 


A2 


2 


2 


B2 


2 


3 


C2 


3 


4 


F2 




3 


E2 


2 


4 


D2 


3 


5 


AND Memory to A 


AND 


A4 


2 


2 


B4 


2 


3 


C4 


3 


4 


F4 




3 


E4 


2 


4 


D4 


3 


5 


OR Memory with A 


ORA 


AA 


2 


2 


BA 


2 


3 


CA 


3 


4 


FA 




3 


EA 


2 


4 


DA 


3 


5 


Exclusive OR Memory 
with A 


EOR 


A8 


2 


2 


B8 


2 


3 


C8 


3 


4 


F8 




3 


E8 


2 


4 


D8 


3 


5 


Arithmetic Compare A 
with Memory 


CMP 


A1 


2 


2 


B1 


2 


3 


C1 


3 


4 


F1 




3 


E1 


2 


4 


D1 


3 


5 


Arithmetic Compare X 
with Memory 


CPX 


A3 


2 


2 


B3 


2 


3 


C3 


3 


4 


F3 




3 


E3 


2 


4 


D3 


3 


5 


Bit Test Memory with 
A (Logical Compare) 


BIT 


A5 


2 


2 


B5 


2 


3 


C5 


3 


4 


F5 




3 


E5 


2 


4 


D5 


3 


5 


Jump Unconditional 


JMP 


- 


- 


- 


BC 


2 


2 


CC 


3 


3 


FC 




2 


EC 


2 


3 


DC 


3 


4 


Jump to Subroutine 


JSR 


- 


- 


- 


BD 


2 


5 


CD 


3 


6 


FD 




5 


ED 


2 


6 


DD 


3 


7 







TABLE 5 - 


READ/MODIFY/WRITE INSTRUCTIONS 


















Addressing Modes 




Inherent (A) 


Inherent (X) 


Direct 


Indexed 
(No Offset) 


Indexed 
(8-Bit Offset) 


Function 


Mnemonic 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


# 
Bytes 


Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Increment 


INC 


4C 




3 


5C 




3 


3C 


2 


5 


7C 


1 


5 


6C 


2 


6 


Decrement 


DEC 


4A 




3 


5A 




3 


3A 


2 


5 


7A 


1 


5 


6A 


2 


6 


Clear 


CLR 


4F 




3 


5F 




3 


3F 


2 


5 


7F 


1 


5 


6F 


2 


6 


Complement 


COM 


43 




3 


53 




3 


33 


2 


5 


73 


1 


5 


63 


2 


6 


Negate 
(2's Complement) 


NEG 


40 




3 


50 




3 


30 


2 


5 


70 


' 


5 


60 


2 


6 


Rotate Left Thru Carry 


ROL 


49 




3 


59 




3 


39 


2 


5 


79 


1 


5 


69 


2 


6 


Rotate Right Thru 
Carry 


ROR 


46 




3 


56 




3 


36 


2 


5 


76 


1 


5 


66 


2 


6 


Logical Shift Left 


LSL 


48 




3 


58 




3 


38 


2 


5 


78 


1 


5 


68 


2 


6 


Logical Shift Right 


LSR 


44 




3 


54 




3 


34 


2 


5 


74 


1 


5 


64 


2 


6 


Arithmetic Shift Right 


ASR 


47 




3 


57 




3 


37 


2 


5 


77 


1 


5 


67 


2 


6 


Test for Negative 
or Zero 


TST 


4D 




3 


5D 




3 


3D 


2 


4 


7D 


1 


4 


6D 


2 


5 



2 

o 



en 
ho 
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TABLE 6 - BRANCH INSTRUCTIONS 







Relative Addressing Mode 


Function 


Mnemonic 


Op 
Code 


I 

Bytes 


# 

Cycles 


Branch Always 


BRA 


20 


2 


3 


Branch Never 


BRN 


21 


2 


3 


Branch IFF Higher 


BHI 


22 


2 


3 


Branch IFF Lower or Same 


BLS 


23 


2 


3 


Branch IFF Carry Clear 


BCC 


24 


2 


3 


(Branch IFF Higher or Same) 


(BHS) 


24 


2 


3 


Branch IFF Carry Set 


BCS 


25 


2 


3 


(Branch IFF Lower) 


(BLO) 


25 


2 


3 


Branch IFF Not Equal 


BNE 


26 


2 


3 


Branch IFF Equal 


BEQ 


27 


2 


3 


Branch IFF Half Carry Clear 


BHCC 


28 


2 


3 


Branch IFF Half Carry Set 


BHCS 


29 


2 


3 


Branch IFF Plus 


BPL 


2A 


2 


3 


Branch IFF Minus 


BMI 


2B 


2 


3 


Branch IFF Interrupt Mask Bit is Clear 


BMC 


2C 


2 


3 


Branch IFF Interrupt Mask Bit is Set 


BMS 


2D 


2 


3 


Branch IFF Interrupt Line is Low 


BIL 


2E 


2 


3 


Branch IFF Interrupt Line is High 


BIH 


2F 


2 


3 


Branch to Subroutine 


BSR 


AD 


2 


6 




TABLE 7 - BIT MANIPULATION INSTRUCTIONS 







Addressing Modes 


Function 


Mnemonic 


Bit Set/ Clear 


Bit Test and Branch 


Op 
Code 


# 
Bytes 


# 
Cycles 


Op 
Code 


# 
Bytes 


# 
Cycles 


Branch IFF Bit n is Set 


BRSETn(n = 7) 


- 


- 


- 


2»n 


3 


5 


Branch IFF Bit n is Clear 


BRCLRn(n = 7) 


- 


- 


- 


01+2«n 


3 


5 


Set Bit n 


BSETn(n = 7) 


10 + 2«n 


2 


5 


- 


- 


- 


Clear Bit n 


BCLRn(n = 7) 


1 1 + 2»n 


2 


5 


- 


- 


- 



TABLE 8 - CONTROL INSTRUCTIONS 







Inherent 


Function 


Mnemonic 


Op 
Code 


# 

Bytes 


# 

Cycles 


Transfer A to X 


TAX 


97 




2 


Transfer X to A 


TXA 


9F 




2 


Set Carry Bit 


SEC 


99 




2 


Clear Carry Bit 


CLC 


98 




2 


Set Interrupt Mask Bit 


SEI 


9B 




2 


Clear Interrupt Mask Bit 


CLI 


9A 




2 


Software Interrupt 


SWI 


83 




10 


Return from Subroutine 


RTS 


81 




6 


Return from Interrupt 


RTI 


80 




9 


Reset Stack Pointer 


RSP 


9C 




2 


No-Operation 


NOP 


9D 




2 


Stop 


STOP 


8E 




2 


Wait 


WAIT 


8F 




2 
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TABLE 9- INSTRUCTION SET OPCODE MAP 



2 

o 



o 





Bit Manipulation 


Branch 


Read/ Modify/ Write 


Control 


Register/ Memory 




BTB 


BSC 


REL 


DIR 


INH(A) 


INH(X) 


1X1 


IX 


INH 


INH 


IMM 


DIR 


EXT 


IX2 


1X1 


IX 


Low ^ 




r. W 00 


1 
0001 


2 

0010 


3 

0011 


0100 


5 

0101 


6 

0110 


7 
0111 


8 

1000 


9 

1001 


A 

1010 


B 

1011 


C 

1100 


D 

1101 


E 

1110 


F 
1111 


Hi ^^^ 

^^■^ LOW 



0000 


5 
BRSET0 

3 BTB 


5 
BSET0 
2 BSC 


3 
BRA 

2 REL 


5 
NEG 

2 DIR 


3 
NEGA 

1 INH 


3 
NEGX 

1 INH 


6 
NEG 

2 1X1 


5 
NEG 

1 IX 


9 
RTI 

1 INH 




2 
SUB 

2 IMM 


3 
SUB 

2 DIR 


4 
SUB 
3 EXT 


5 
SUB 

3 IX2 


4 
SUB 
2 1X1 


3 
SUB 




WW 


1 

0001 


5 
BRCLR0 

3 BTB 


5 
BCLR0 
2 BSC 


3 
BRN 

2 REL 












6 
RTS 

1 INH 




2 
CMP 

2 IMM 


3 
CMP 

2 DIR 


CMP 

3 EXT 


5 
CMP 

3 IX2 


4 
CMP 

2 1X1 


3 
CMP 


1 

0001 


2 

0010 


5 
BRSET1 
3 BTB 


BSET1 
2 BSC 


3 
BHI 

2 REL 
















SBC 

2 IMM 


3 
SBC 

2 DIR 


4 

SBC 

3 EXT 


5 
SBC 

3 IX2 


SBC 

2 1X1 


3 
SBC 


2 

0010 


3 

0011 


5 
BRCLR1 
3 BTB 


5 
BCLR1 
2 BSC 


3 
BLS 

2 REL 


5 
COM 

2 DIR 


3 
COMA 

1 INH 


3 
COMX 

1 INH 


6 
COM 

2 1X1 


5 
COM 


10 
SWI 

1 INH 




2 
CPX 

2 IMM 


3 
CPX 

2 DIR 


4 
CPX 

3 EXT 


5 
CPX 

3 IX2 


4 
CPX 

2 1X1 


3 
CPX 


3 

0011 


4 

0100 


5 
BRSET2 

3 BTB 


5 
BSET2 
2 BSC 


3 
BCC 

2 REL 


5 
LSR 
2 DIR 


3 
LSRA 

1 INH 


3 
LSRX 

1 ' INH 


6 

LSR 

2 1X1 


5 
LSR 

1 IX 






2 
AND 

2 IMM 


3 
AND 

2 DIR 


4 
AND 
3 EXT 


5 
AND 
3 IX2 


4 
AND 
2 1X1 


3 
AND 

1 IX 


4 

0100 


5 

0101 


5 
BRCLR2 
3 BTB 


5 
BCLR2 
2 BSC 


3 
BCS 
2 REL 
















2 
BIT 

2 IMM 


3 

BIT 
2 DIR 


4 
BIT 
3 EXT 


5 
BIT 
3 IX2 


4 
BIT 
2 1X1 


3 
BIT 

1 IX 


5 

0101 


6 

0110 


5 
BRSET3 
3 BTB 


5 
BSET3 
2 BSC 


3 
BNE 

2 REL 


5 
ROR 

2 DIR 


3 

RORA 

1 INH 


3 

RORX 

1 INH 


6 
ROR 

2 1X1 


ROR 

1 IX 






2 
LDA 

2 IMM 


3 
LDA 

2 DIR 


LDA 

3 EXT 


5 
LDA 
3 IX2 


4 
LDA 

2 1X1 


3 
LDA 


6 

0110 


7 
0111 


5 
BRCLR3 
3 BTB 


5 
BCLR3 
2 3SC 


3 
BEQ 
2 REL 


5 
ASR 
2 DIR 


3 
ASRA 

1 INH 


3 

ASRX 

1 INH 


6 
ASR 
2 1X1 


5 
ASR 

1 IX 




2 
TAX 

1 INH 




STA 

2 DIR 


5 
STA 
3 EXT 


6 
STA 
3 IX2 


5 
STA 

2 iX1 


4 
STA 


7 

0111 


8 

1000 


5 
BRSET4 

3 BTB 


5 
BSET4 
2 BSC 


3 
BHCC 
2 REL 


5 
LSL 
2 DIR 


3 
LSLA 

1 INH 


3 
LSLX 

1 INH 


6 
LSL 

2 1X1 


5 
LSL 




2 

CLC 

1 INH 


2 
EOR 

2 IMM 


EOR 

2 DIR 


4 

EOR 

3 EXT 


5 
EOR 

3 IX2 


4 

EOR 

2 1X1 


3 
EOR 


8 

1000 


9 

1001 


5 
BRCLR4 
3 BTB 


5 
BCLR4 
2 BSC 


3 
BHCS 
2 REL 


5 
ROL 
2 DIR 


3 
ROLA 

1 INH 


3 
ROLX 

1 INH 


6 

ROL 

2 IX1 


5 

ROL 

1 IX 




2 
SEC 

1 INH 


2 
ADC 

2 IMM 


3 
ADC 

2 DIR 


4 
ADC 

3 EXT 


5 
ADC 

3 IX2 


4 

ADC 

2 1X1 


3 
ADC 

1 IX 


9 

1001 


A 

1010 


5 
BRSET5 

3 BTB 


5 
BSET5 
2 BSC 


3 
BPL 

2 REL 


5 
DEC 

2 DIR 


3 
DECA 

1 INH 


3 
DECX 

1 INH 


6 
DEC 

2 1X1 


5 
DEC 




2 
CLI 

1 INH 


ORA 

2 IMM 


3 
ORA 

2 DIR 


4 
ORA 

3 EXT 


5 
ORA 

3 IX2 


4 
ORA 

2 1X1 


3 
ORA 


A 

1010 


B 

1011 


5 
BRCLR5 
3 BTB 


5 
BCLR5 
2 BSC 


3 
BMI 
2 REL 














2 
SEI 

1 INH 


2 
ADD 

2 IMM 


3 
ADD 

2 DIR 


4 
ADD 

3 EXT 


5 
ADD 
3 IX2 


ADD 

2 1X1 


3 
ADD 


B 

1011 


C 

1100 


5 
BRSET6 

3 BTB 


5 
BSET6 
2 BSC 


3 
BMC 
2 REL 


5 
INC 
2 DIR 


3 
INCA 

1 INH 


3 
INCX 

1 INH 


6 
INC 
2 1X1 


5 
INC 

1 IX 




2 
RSP 

1 INH 




2 
JMP 

2 DIR 


3 
JMP 
3 EXT 


4 
JMP 
3 IX2 


3 
JMP 

2 1X1 


2 
JMP 


c 

1100 


D 

1101 


5 
BRCLR6 

3 BTB 


5 
BCLR6 
2 BSC 


3 
BMS 

2 REL 


4 

TST 
2 DIR 


3 
TSTA 

1 INH 


3 
TSTX 

1 INH 


5 
TST 

2 1X1 


4 
TST 
1 IX 




2 
NOP 

1 INH 


6 
BSR 

2 REL 


5 
JSR 
2 DIR 


6 
JSR 

3 EXT 


7 

JSR 

3 IX2 


6 

JSR 

2 1X1 


5 
JSR 


D 

1101 


E 
1110 


5 
BRSET7 

3 BTB 


5 
BSET7 

2 BSC 


3 
BIL 

2 REL 












2 

STOP 

1 INH 




2 
LDX 

2 IMM 


3 
LDX 

2 DIR 


4 

LDX 

3 EXT 


6 
LDX 

3 IX2 


4 
LDX 

2 1X1 


3 
LDX 

1 IX 


E 

1110 


F 

1111 


5 
BRCLR7 
3 BTB 


BCLR7 
2 BSC 


3 
BIH 
2 REL 


5 
CLR 
2 DIR 


3 
CLRA 

1 INH 


3 
CLRX 

1 INH 


6 
CLR 
2 1X1 


5 
CLR 


2 
WAIT 

1 INH 


2 
TXA 

1 INH 




4 
STX 

2 DIR 


5 
STX 

3 EXT 


6 
STX 

3 IX2 


5 
STX 

2 1X1 


4 

STX 


F 

1111 



Abbreviations for Address Modes 



LEGEND 



INH 


Inherent 


IMM 


Immediate 


DIR 


Direct 


EXT 


Extended 


REL 


Relative 


BSC 


Bit Set/ Clear 


BTB 


Bit Test and Branch 


IX 


Indexed (No Offset) 


1X1 


Indexed, 1 Byte (8-Bit) Offset 


IX2 


Indexed, 2 Byte (16-Bit) Offset 




Cycles 



Opcode in Hexadecimal 
Opcode in Binary 
Address Mode 



Q 
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TABLE 10 - INSTRUCTION SET 



Mnemonic 


Addressing Modes 


Condition Codes 


Inherent 


Immediate 


Direct 


Extended 


Relative 


Indexed 
(No Offset) 


Indexed 
(8 Bits) 


Indexed 
(16 Bits) 


Bit 

Set/ 
Clear 


Bit 
Testfr 
Branch 


H 


I 


N 


z 


c 


ADC 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


ADD 




X 


X 


X 




X 


X 


X 






A 


• 


A 


A 


A 


AND 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ASL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ASR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


BCC 










X 






















BCLR 


















X 














BCS 










X 






















BEQ 










X 






















BHCC 










X 






















BHCS 










X 






















BHI 










X 






















BHS 










X 






















BIH 










X 






















BIL 










X 






















BIT 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


BLO 










X 






















BLS 










X 






















BMC 










X 






















BMI 










X 






















BMS 










X 






















BNE 










X 






















BPL 










X 






















BRA 










X 






















BRN 










X 






















BRCLR 




















X 












BRSET 




















X 












BSET 


















X 














BSR 










X 






















CLC 


X 




















• 


• 


• 


• 





CLI 


X 




















• 





• 


• 


• 


CLR 


X 




X 






X 


X 








• 


• 





1 


• 


CMP 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


COM 


X 




X 






X 


X 








• 


• 


A 


A 


1 


CPX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


DEC 


X 




X 






X 


X 








• 


• 


A 


A 


e 


EOR 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


INC 


X 




X 






X 


X 








• 


• 


A 


A 


• 


JMP 






X 


X 




X 


X 


X 
















JSR 






X 


X 




X 


X 


X 
















LDA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LDX 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


LSL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


LSR 


X 




X 






X 


X 








• 


• 





A 


A 


NEG 


X 




X 






X 


X 








• 


• 


A 


A 


A 


NOP 


X 




















• 


• 


• 


• 


• 


ORA 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


ROL 


X 




X 






X 


X 








• 


• 


A 


A 


A 


ROR 


X 




X 






X 


X 








• 


• 


A 


A 


A 


RSP 


X 




















• 


• 


• 


• 


• 


RTI 


X 




















> 


"> 


"> 


? 


"> 


RTS 


X 




















• 


• 


• 


• 


• 


SBC 




X 


X 


X 




X 


X 


X 






e 


• 


A 


A 


A 


SEC 


X 




















e 


• 


• 


• 


1 


SEI 


X 




















• 


1 


• 


• 


• 


STA 






X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


STOP 


X 




















• 





• 


• 


• 


STX 






X 


X 




X 


X 


X 






• 


• 


A 


A 


• 


SUB 




X 


X 


X 




X 


X 


X 






• 


• 


A 


A 


A 


SWI 


X 




















• 


1 


• 


• 


• 


TAX 


X 






























TST 


X 




X 






X 


X 








• 


• 


A 


A 


• 


TXA 


X 






























WAIT 


X 




















• 





• 


• 


• 



Condition Code Symbols 

H Half Carry (From Bit 3) 

I Interrupt Mask 

N Negative (Sign Bit) 

Z Zero 

C Carry/ Borrow 



A Test and Set if True Cleared Otherwise 

• Not Affected 

? Load CC Register From Stack 

Cleared 

1 Set 
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ORDERING INFORMATION 

The following information is required when ordering a 
custom MCU This information may be transmitted to 
Motorola in the following media 

EPROM(s) MCM2716s or MCM2708s 

MDOS disk file 

To initiate a ROM pattern for the MCU it is necessary to 
first contact your local field service office, local sales person, 
or your local Motorola representative 

EPROMs - The MCM2708 or MCM2716 type EPROMs, 
programmed with the customer program (positive logic 
sense for address and data), may be submitted for pattern 
generation The EPROMs must be clearly marked to indicate 
which EPROM corresponds to which address space See 
Figure A-1 for recommended marking procedure 

After the EPROM(s) are marked they should be placed in 
conductive IC carriers and securely packed Do not use 
styrofoam 

FIGURE A-1 - EPROM MARKING 





xxx = Customer ID 

VERIFICATION MEDIA 

All original pattern media (EPROMs or Floppy Disk) are 
filed for contractual purposes and are not returned A com- 
puter listing of the ROM code will be generated and returned 



along with a listing verification form. The listing should be 
thoroughly checked and the verification form completed, 
signed, and returned to Motorola The signed verification 
form constitutes the contractual agreement for creation of 
the customer mask If desired, Motorola will program a 
blank 2716 EPROM (supplied by the customer) from the data 
file used to create the custom mask to aid in the verification 
process 

ROM VERIFICATION UNITS 

Ten MC146805G2s containing the customer's ROM pat- 
tern will be sent for program verification These units will 
have been made using the custom mask but are for the pur- 
pose of ROM verification only. For expediency they are 
usually unmarked, packaged in ceramic, and tested only at 
room temperature and 5 volts These RVUs are included in 
the mask charge and are not production parts These RVUs 
are not backed nor guaranteed by Motorola Quality 
Assurance 

FLEXIBLE DISKS 

The disk media submitted must be single-sided, single- 
density, 8-inch, MDOS compatible floppies The customer 
must write the binary file name and company name on the 
disk with a felt-tip pen The floppies are not to be returned 
by Motorola as they are used for archival storage The 
minimum MDOS system files as well as the absolute binary 
object fiie (file name LO type of file) from the M6805 cross 
assembler must be on the disk An object file made from a 
memory dump using the ROLLOUT command is also ad- 
missable Consider submitting a source listing as well as the 
following files - filename. LX (EXORciser© loadable format) 
and filename. S A (ASCII Source Code) These files will of 
course be kept confidential and are used 1) to speed up the 
process in house if any problems arise, and 2) to speed up 
our customer to factory interface if a user finds any software 
errors and needs assistance quickly from the factory 
representatives 

MDOS is Motorola's Disk Operating System available on 
development systems such as EXORcisers, or EXORsets, 
etc 
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Option List 

Select the options for your MCU from the following list. A manufacturing mask will be generated from this information . Select 
one in each section. 

Internal Oscillator Input 

□ Crystal 

□ Resistor 

Internal Divide 

□ +4 
D + 2 

Interrupt 

Q Edge- Sensitive 

□ Level- and Edge- Sensitive 



Customer Name . 

Address 

City 



Phone (_ 



Contact Ms/Mr_ 



State . 



Zip. 



. Extension . 




Customer Part Number.. 



Pattern Media 



2708 EPROM 
2716 EPROM 
MDOS Disk File 
Silent 700 Cassette 
Card Deck 
Tape of Card Deck 
(Note 2) 



Notes. (2) Other media require prior factory approval 



Signature . 
Title . 
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Advance Information 



REAL-TIME CLOCK PLUS RAM (RTC) 

The MC146818 Real-Time Clock plus RAM is a peripheral device 
which includes the unique MOTEL concept for use with various 
microprocessors, microcomputers, and larger computers This part 
combines three unique features' a complete time-of-day clock with 
alarm and one hundred year calendar, a programmable periodic inter- 
rupt and square-wave generator, and 50 bytes of low-power static 
RAM The MC146818 uses high-speed CMOS technology to interface 
with 1 MHz processor buses, while consuming very little power 

The Real-Time Clock plus RAM has two distinct uses First, it is 
designed as a battery powered CMOS part (in an otherwise NMOS/TTL 
system) including all the common battery backed-up functions such as 
RAM, time, and calendar Secondly, the MC146818 may be used with a 
CMOS microprocessor to relieve the software of the timekeeping 
workload and to extend the available RAM of an MPU such as the 
MC146805E2 

• Low-Power, High-Speed, High-Density CMOS 

• Internal Time Base and Oscillator 

• Counts Seconds, Minutes, and Hours of the Day 

• Counts Days of the Week, Date, Month, and Year 

• 24-Pin Dual-ln-Line Package 

• 3 and 5 V Operation 

• Time Base Input Options 4 194304 MHz, 1 048576 MHz, or 
32 768 kHz 

• Time Base Oscillator for Parallel Resonant Crystals 

• 40 to 200 /iW Typical Operating Power at Low Frequency Time Base 

• 4.0 to 20 mW Typical Operating Power at High Frequency Time 
Base 

• Binary or BCD Representation of Time, Calendar, and Alarm 

• 12- or 24-Hour Clock with AM and PM in 12-Hour Mode 

• Daylight Savings Time Option 

• Automatic End of Month Recognition 

• Automatic Leap Year Compensation 

• Microprocessor Bus Compatible 

• MOTEL Circuit for Bus Universality 

• Multiplexed Bus for Pin Efficiency 

• Interfaced with Software as 64 RAM Locations 

• 14 Bytes of Clock and Control Registers 

• 50 Bytes of General Purpose RAM 

• Status Bit Indicates Data Integrity 

• Bus Compatible Interrupt Signals (IRQ) 

• Three Interrupts are Separately Software Maskable and Testable 

• Time-of-Day Alarm, Once-per-Second to Once-per-Day 

• Periodic Rates from 30 5 ^*s to 500 ms 

• End-of-Clock Update Cycle 

• Programmable Square- Wave Output Signal 

• Clock Output May Be Used as Microprocessor Clock Input 

• At Time Base Frequency +1 or +4 

• 24- Pin Dual-ln-Line Package 

• Chip Carrier Also Available 



CMOS 



(HIGH-PERFORMANCE 
SILICON-GATE COMPLEMENTARY MOS) 

REAL-TIME CLOCK 
PLUS RAM 



P SUFFIX 

PLASTIC PACKAGE 
CASE 709 




CHIP CARRIER 
ALSO AVAILABLE 



S SUFFIX 

CERDIP PACKAGE 
CASE 623 



NO [ 
OSC1 [ 
OSC2 [ 
ADO [ 
AD1 [ 
AD2 [ 
AD3 [ 
AD4 [ 
AD5[ 
AD6[ 
AD7 C 

vss 



PIN ASSIGNMENTS 



2 
3 
4 
5 
6 
7 
8 
9 
10 
11 

di2 



24 ] V D D 
23 ] SOW 
22 ] PS 
21 3 CKOUT 
20 3 CKFS 
19 3 IRQ 
18 3 RESET 
17 3 DS 
16 3 NC 
15 3 R/W 
14 3 AS 
13 3CE 
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FIGURE 1 - BLOCK DIAGRAM 



OSC1- 
OSC2- 



Time Base 
Input/Osc 



*—•* 



Vdd- 
vss- 



♦-* 



r^> 



Divider 
Control 



^ 



+ 32 



i_i tftt t till 



+ 32 



Clock 
Output 



. CKOUT 
• CKFS 



an 



Periodic Interrupt/ Square Wave Rate 
Selection 



w •» V— 



CE ■ 
DS - 
R/W • 
AS 



AD0-AD7 {j**)> 



Bus 
Interface 



3 



^> 



Clock/ 
Calendar 
Update 



c 



BCD/ 

Binary 

Increment 



$ 



$> 



+ 2 



Square 
Wave Out 



■ SOW 



Registers 4 Bytes 



. IRQ 

•RESET 
• PS 




Clock, Alarm, 

Calendar RAM 

(10 Bytes) 



User RAM 
(50 Bytes) 



MAXIMUM RATINGS (Voltages referenced to Vss> 



Ratings 


Symbol 


Value 


Unit 


Supply Voltage 


vdd 


-0.3 to +8.0 


V 


All Input Voltages Except OSC1 


v, n 


Vss-O.BtoVDD + O^ 


V 


Current Drain per Pin Excluding 
Vqd and V SS 


i 


10 


mA 


Operating Temperature Range 


ta 


Oto +70 


°C 


Storage Temperature Range 


T stg 


-55 to +150 


°C 



THERMAL CHARACTERISTICS 



Characteristic 


Symbol 


Value 


Unit 


Thermal Resistance 
Plastic 
Cerdip 


*JA 


120 
65 


°C/W 



This device contains circuitry to protect the in- 
puts against damage due to high static voltages 
or electric fields, however, it is advised that nor- 
mal precautions be taken to avoid application of 
any voltage higher than maximum rated voltages 
to this high-impedance circuit For proper opera- 
tion it is recommended that V, n and V ou t be con- 
strained to the range Vss^Win or V out ) 
^Vcc Leakage currents are reduced and 
reliability of operation is enhanced if unused in- 
puts are tied to an appropriate logic voltage level 
(e.g , either V$s or Vcc>- 
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DC ELECTRICAL CHARACTERISTICS (V DD = 5 Vdc ±TBD%, V S s = Vdc 


, Ta = 0° to 70°C unless otherwise note 


d) 




Characteristics 


Symbol 


Min 


Max 


Unit 


Frequency of Operation 


f osc 


32 768 


4194 3 


kHz 


Output Voltage 
l Load< 1 0M A 


Vol 


- 


1 


V 


VOH 


vdd-0 1 


- 


IpD — Operating 
f osc = 4 194304 MHz, 

CKOUT = f osc , C L =130pF, C L (OSC2) = 10 pF, 
SOW Enabled, C L = 50pF, 
t cyc =1 lis. CE=V SS + 2 V, 
C L (Bus)=130 pF 


'DD1 




10 


mA 


IDD ~ Bus Idle 
CKOUT = f osc , C L =15pF, 
SOW Disabled, CE=V DD -0 2, 
C L (OSC2) = 10pF 
f osc =4 194304 MHz 
f osc = 1 048516 MHz 
f osc = 32 768 kHz 


'DD2 
!DD3 
!dD4 


- 


5 
2 
200 


mA 
mA 
MA 


IDD ~ Quiescent 
f sc =D C. 0SC1 = DC, 
All Other lnputs= Vdd~0 2 V, 
No Clock 


!DD5 




100 


HA 


Output High Voltage 0|_oad = ~ 1 6 mA , All Outputs Except IRQ and OSC2) 


VOH 


4 1 


- 


V 


Output Low Voltage (lLoad= 1 6 mA - All Outputs Except OSC2) 


vol 


- 


04 


V 


Input High Voltage AD0-AD7, DS, AS, 


R/W, CE, PS 
RESET 
OSC1 


VlH 


VqD-20 
VdD-08 

vdd-10 


vdd 
vdd 
vdd 


V 


Input Low Voltage AD0-AD7, 


AS, R/W, CE 

PS, RESET 

OSC1 

DS 


V|L 


v S s 
vss 
vss 
vss 


08 
08 
08 
TBD 


V 



BUS TIMING (Vqd = 5 Vdc ±TBD%, Vss = ° Vdc, Ta = 0° to 70°C unless otherwise noted) 



Ident. 
Number 


Characteristics 


Symbol 


Min 


Max 


Unit 


1 


Cycle Time 


tcyc 


953 


DC 


ns 


2 


Pulse Width, DS/E Low or RD/WR High 


PW EL 


300 


- 


ns 


3 


Pulse Width, DS/E High or RD/WR Low 


PW EH 


325 


- 


ns 


4 


Clock Rise and Fall Time 


tr.tf 


- 


30 


ns 


8 


R/W Hold Time 


tRWH 


10 


- 


ns 


13 


R/W Setup Time Before DS/E 


tRWS 


15 


- 


ns 


14 


Chip Enable Setup Time Before AS/ALE Fall 


tcs 


55 


- 


ns 


15 


Chip Enable Hold Time 


tCH 





- 


ns 


18 


Read Data Hold Time 


*DHR 


10 


100 


ns 


21 


Write Data Hold Time 


tDHW 





- 


ns 


24 


Muxed Address Valid Time to AS/ALE Fall 


tASL 


50 


- 


ns 


25 


Muxed Address Hold Time 


tAHL 


50 


- 


ns 


26 


Delay Time DS/E to AS/ALE Rise 


tASD 


50 


- 


ns 


27 


Pulse Width, AS/ALE High 


pwash 


100 


- 


ns 


28 


Delay Time, AS/ ALE to DS/E Rise 


tASED 


90 


- 


ns 


30 


Peripheral Output Data Delay Time From DS/E or RD 


*DDR 


20 


240 


ns 


31 


Peripheral Data Setup Time 


tDSW 


220 


- 


ns 



Note Designations E, ALE, RD, and WR refer to signals from alternative microprocessor signals 
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FIGURE 2 - MC146818 BUS TIMING 
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NOTE V H |GH = V DD- 20V ' V LO W = 8 V, forV DD = 5 0V ±TBD% 
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FIGURE 3 - BUS READ TIMING COMPETITOR MULTIPLEXED BUS 

©- 



ALE < Address Latch Enable) 
(AS Pin) 



RD (Read Output Enable) 
(DS Pin) 



A- 



WR (Write Enable) 
(R/W Pin) 



/ 



,C 3.V> 



-©- 



CE (Chip Enable) 




^m . 



AD0-AD7 
(Address/ Data Bus) 



® 



< 



V HIGH 
VLOW 



S^JJ 



Address 
Valid 



^ 7 Read Data V 

J \ Valld J 



J 



- Y-^—f 



— © 






■® 



ALE (Address Latch Enable) 
(AS Pin) 
(AS Pin) 



RD (Read Output Enable) 
(DS Pin) 



WR (Write Enable) 
(R/W Pin) 



CE (Chip Enable) 



AD0-AD7 
(Address/ Data Bus) 



FIGURE 4 - BUS WRITE TIMING COMPETITOR MULTIPLEXED BUS 
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Valid 
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Write Data 
Valid 
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NOTE Vhigh = VdD-20 V, Vlow=0 8 V, for V D D = 5 V ±TBD% 
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TABLE 1 - SWITCHING CHARACTERISTICS (V DD = 5 Vdc ±TBD%, V S s = Vdc, T A = 0° to 70°C) 



Description 


Symbol 


Min 


Max 


Unit 


Oscillator Startup 


tRC 


— 


100 


ms 


Reset Pulse Width 


tRWL 


5 


— 


US 


Reset Delay Time 


tRLH 


5 


— 


MS 


Power Sense Pulse Width 


tpWL 


5 


— 


MS 


Power Sense Delay Time 


tPLH 


5 


— 


MS 


IRQ Release from DS 


t|RDS 


2 


— 


MS 


IRQ Release from RESET 


t|RR 


2 


— 


MS 


VRT Bit Delay 


WRTD 


2 


— 


MS 



FIGURE 5 - IRQ RELEASE DELAY 
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RESET 



IRQ 



J ^c 



V|_OW 



^Vhigh ^^\^ 
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NOTE V H |GH = VdD- 2 V, V LO w = 8 V, for V D D = 5 V ±TBD% 
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FIGURE 6 - TTL EQUIVALENT TEST LOAD 



Point 



T 130 pF 

I- 



V D D( 



MMD6150 
or Equivalent 



<h 



2 55 k 



MMD7000 
or Equivalent 



V D D 
(IRQ Only) ^ 2 55 k 
Test Point O 



^fcl30pF 



All Outputs Except OSC2 (See Figure 10) 
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VpD P' n 



RESET Pin 



FIGURE 7 - POWER-UP 
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FIGURE 8 - CONDITIONS THAT CLEAR VRT BIT 
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VRT Bit 







sy 
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©, 



Q) The VRT bit is set to a "1" by reading Control Register #D There is no additional way to clear the VRT Bit (see section on VRT) 
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MOTEL 

The MOTEL circuit is a new concept that permits the 
MC146818 to be directly interfaced with many types of 
microprocessors No external logic is needed to adapt to the 
differences in bus control signals from common multiplexed 
bus microprocessors. 

Practically all microprocessors interface with one of two 
synchronous bus structures. One bus was originated by the 
Motorola MC6800 and the other by the Intel 8080 and its 
companion part, the 8228 

The MOTEL circuit (for MOT orola and IntEL bus com- 
patibility) is built into peripheral and memory ICs to permit 
direct connection to either type of bus. An industry standard 



bus structure is now available The MOTEL concept is 
shown logically in Figure 9. 

MOTEL selects one of two interpretations of two pins. In 
the Motorola case, DS and R/W are gated together to pro- 
duce the internal read enable. The_ internal write enable is a 
similar gating of the inverse of R/W With competitor buses, 
the inversion of RD and WR create functionally identical in- 
ternal read and write enable signals 

The MC146818 automatically selects the processor type by 
using AS/ ALE to latch the state of the DS/ RD pin Since DS 
is always low and RD is always high during AS and ALE, the 
latch automatically indicates which processor type is con- 
nected. 



FIGURE 9 - FUNCTIONAL DIAGRAM OF MOTEL CIRCUIT 



Motorola Type Competitor Type MC146818 
MPU Signals MPU Signals Pm Signals 



AS 



Competative Bus 



DS, E, or</>2 RD 




Internal 
Signals 



DS Q 



R/W 



WR 



R/W Q- 



rs 






Read Enable 



■ 



Write Enable 



SIGNAL DESCRIPTIONS 

The block diagram in Figure 1 , shows the pin connection 
with the major internal functions of the MC146818 Real-Time 
Clock plus RAM. The following paragraphs describe the 
function of each pin 

vdd, vss 

DC power is provided to the part on these two pins, Vqd 
being the most positive voltage. The minimum and max- 
imum voltages are listed in the Electrical Characteristics 
tables. 

OSC1, OSC2 - TIME BASE, INPUTS 

The time base for the time functions may be an external 
signal or the crystal oscillator. External square waves at 
4.194304 MHz, 1.048576 MHz, or 32.768 kHz may be con- 
nected to OSC1 as shown in Figure 10. The time-base fre- 
quency to be used is chosen in Register A. 

The on-chip oscillator is designed for a parallel resonant 



AT cut fundamental crystal at 4 194304 MHz or 1 048576 
MHz The crystal connections are shown in Figure 11 and 
the crystal characteristics in Figure 12. 

CKOUT - CLOCK OUT, OUTPUT 

The CKOUT pin is an output at the time-base frequency 
divided by 1 or 4 A major use for CKOUT is as the input 
clock to the microprocessor, thereby saving the cost of a se- 
cond crystal. The frequency of CKOUT depends upon the 
time-base frequency and the state of the CKFS pin as shown 
in Table 2. 

CKFS - CLOCK OUT FREQUENCY SELECT, INPUT 

The CKOUT pin is an output at the time-base frequency 
divided by 1 or 4. CKFS tied to Vqd causes CKOUT to be 
the same frequency as the time base at the OSC1 pin When 
CKFS is at Vss- CKOUT is the OSC1 time-base frequency 
divided by four. Table 2 summarizes the effect of CKFS 
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FIGURE 10 - EXTERNAL TIME-BASE CONNECTION 

vdd 

Optional 

(Vdd~ 1 o v) 



4 194304 MHz 

or 
1 048576 MHz 

or 
32 768 kHz 



1 




1 2 


OSC1 
OSC2 

MC146818 


3 





FIGURE 11 - CRYSTAL OSCILLATOR CONNECTION 



I 



4 194304 MHz | 10 M 

1 048576 MHz I— I 



X 




FIGURE 12 - CRYSTAL PARAMETERS 

Crystal Equivalent Circuit 
L1 C1 RS 



■vw 



CO 



n 



f08C 


4.194304 MHz 


1.048576 MHz 


Rs max 


75 


4000 


CO max » 


7pF 


5pF 


C1 


0.012 pF 


0.008 pF 


c in/C 0U t 


15-30 pF 


15-40 pF 


Q 


50k 


35k 
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TABLE 2 - CLOCK OUTPUT FREQUENCIES 



Time Base 

(OSC1) 
Frequency 


Clock Frequency 

Select Pin 

(CKFS) 


Clock Frequency 
Output Pin 
(CKOUT) 


4 194304 MHz 


High 


4.194304 MHz 


4.194304 MHz 


Low 


1 048576 MHz 


1 048576 MHz 


High 


1.048576 MHz 


1 048576 MHz 


Low 


262.144 kHz 


32 768 kHz 


High 


32 768 kHz 


32 768 kHz 


Low 


8.192 kHz 



SQW - SQUARE WAVE, OUTPUT 

The SQW pin can output a signal one of 15 of the 22 
internal-divider stages The frequency and output enable of 
the SQW may be altered by programming Register A, as 
shown in Table 5. The SQW signal may be turned on and off 
using a bit in Register B 

AD0-AD7 - MULTIPLEXED BIDIRECTIONAL AD- 
DRESS/DATA BUS 

Multiplexed bus processors save pins by presenting the 
address during the first portion of the bus cycle and using 
the same pins during the second portion for data. Address- 
then-data multiplexing does not slow the access time of the 
MC146818 since the bus reversal from address to data is oc- 
curring during the internal RAM access time 

The address must be valid just prior to the fall of AS /ALE 
at which time the MC146818 latches the address from ADO 
to AD5 Valid write data must be presented and held stable 
during the latter portion of the DS or WR pulses In a read 
cycle, the MC14681 8 outputs 8 bits of data during the latter 
portion of the DS or RD pulses, then ceases driving the bus 
(returns the output drivers to three- state) when DS falls in 
the Motorola case of MOTEL or RD rises in the other case. 

AS - MULTIPLEXED ADDRESS STROBE, INPUT 

A positive going multiplexed address strobe pulse serves 
to demultiplex the bus. The falling edge of AS or ALE causes 
the address to be latched within the MC146818. The 
automatic MOTEL in the MC146818 also latches the state of 
the DS pin with the falling edge of AS or ALE 

DS - DATA STROBE OR READ, INPUT 

The DS pin has two interpretations via the MOTEL circuit. 
When emanating from a Motorola type processor, DS is a 
positive pulse during the latter portion of the bus cycle, and 
is variously called DS (data strobe), t (enable), and <f>2 (<f>2 
clock). During read cycles, DS signifies the time that the 
RTC is to drive the bidirectional bus. In write cycles, the trail- 
ing edge of DS causes the Real-Time Clock plus RAM to 
latch the written data. 

The sec ond M OTEL interpretation of DS is that of ED, 
MEMR, or l/OR emanating from the competitor type pro- 
cessor. In this case, DS identifies the time period when the 
real-time clock plus RAM drives the bus with read data. This 
interpretation of DS is also the same as an output-enable 
signal on a typical memory. 

The MOTEL circuit, within the MC146818, latches the 
state of the DS pin on the falling edge of AS/ ALE. When the 
Motorola mode of MOTEL is desired DS must be low during 
AS/ ALE, which is the case with the Motorola multiplexed 



bus processors. To insure the competitor mode of MOTEL, 
the DS pin must remain high during the time AS/ ALE is 
high. 

R/W - READ/WRITE, INPUT _ 

The MOTEL circuit treats the R/W pin in one of twoways. 
When a Motorola type processor is connected, R/W is a 
level which indicates whether the current cycle is a read or 
write A read cycle is indicated with a high level on_R/W 
while DS is high, whereas a write cycle is a low on R/W dur- 
ing DS _ 

The second interp retati on of R/W is as a negative write 
pulse, WR, MEMW, and l/OW from competitor Jype pro- 
cessors The MOTEL circuit in th[S mode gives R/W pin the 
same meaning as the write (W) pulse on many generic 
RAMs 
CE - CHIP ENABLEJNPUT 

The chip-enable (CE) signal must be asserted (low) for a 
bus cycle in which the MC146818 is to be accessed CE is not 
latched and must be stable during DS a_nd AS (in the other 
Motorola case of MOTEL) and during RD and WR (in the 
MOTEL case) Bus cycles which take place without asserting 
CE cause no actions to take place within the MC146818 
When CE is high, the multiplexed bus output is in a high- 
impedance state _ 

When CE is high, all address, data, DS, and R/W inputs 
from the processor are disconnected within the MC146818. 
This permits the MC146818_to be isolated from a powered- 
down processor. When CE is held high, an unpowered 
device cannot receive power through the input pins from the 
real-time clock power source Battery power consumption 
can thus be reduced by using a pullup resistor or active 
clamp on CE when the main power is off 

IRQ - INTERRUPT REQUEST, OUTPUT 

The fRQ pin is an active low output of the MC146818 that 
may be used as an interrupt input to a processor The IRQ 
output remains low as long as the status bit causing the in- 
terrupt is present and the corresponding mterrupt-enable bit 
is set. To clear the IRQ pin, th e processor program normally 
reads Register C The RESET pin also clears pending inter- 
rupts. 

When no interrupt conditions are present, the IRQ level is 
in the high-impedance state Multiple interrupting devices 
may thus be connected to an IRQ bus with one pullup at the 
processor. 



RESET - RESET, INPUT 



The RESET pin does not affect the c lock, calendar, or 
RAM functions. On powerup, the RESET pin must be held 
low for the specified time, tRLH. m order to allow the power 
supply to stab ilize. Figure 13 shows a typical representation 
of the R ESET p in circuit 

When RESET is low the following occurs: 



Periodic Interrupt Enable (PIE) bit is cleared to zero, 

Alarm Interrupt Enable (AIE) bit is cleared to zero, 

Update ended Interrupt Enable (UIE) bit is cleared to 

zero, 

Update ended Interrupt Flag (UF) bit is cleared to zero, 

Interrupt Request status Flag (IRQF) bit is cleared to 

zero, 

Periodic Interrupt Flag (PF) bit is cleared to zero, 
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g) Alarm Interrupt Flag (AF) bit is cleared to zero, 
h) IRQ pin is in high-impedance state, and 
i) Square Wave output Enable (SQWE) bit is cleared to 
zero 

FIGURE 13 - TYPICAL POWER UP DELAY 
CIRCUIT FOR RESET 



System 

vdd " 
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005/xF Vss 
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Backup 
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RESET 
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D1 = D2=D3=1N4148 or Equivalent 



Note If the RTC is isolated from the MPU or MCU power by i 
diode drop, care must be taken to meet V, n requirements 



FIGURE 14 - TYPICAL POWERUP DELAY CIRCUIT 
FOR POWER SENSE 



PS - POWER SENSE, INPUT 

The power-sense pin is used in the control of the valid 
RAM and time (VRT) bit in Status Register 1. When the PS 
pin is low the VRT bit is cleared to zero 

During powerup, the PS pin must be externally held low 
for the specified time, tp|_ As power is applied the VTR bit 
remains low indicating that the contents of the RAM, time 
registers, and calendar are not guaranteed. When normal 
operation commences PS should be permitted to go high. 
Figure 14 shows a typical circuit connection for the power- 
sense pin 



POWER-DOWN CONSIDERATIONS 

In most systems, the MC146818 must continue to keep 
time when system power is removed In such systems, a 
conversion from system power to an alternate power supply, 
usually a battery, must be made During the transition from 
system to battery power, the designer of a battery backed-up 
RTC system must protect data integrity, minimize power 
consumption, and e_nsure hardware reliability 

The chip enableJCE) pin controls all bus inputs (R/W, DS, 
AS, AD0-AD7) CE, when negated, disallows any unintend- 
ed modification of the RTC data by the bus CE also reduces 
power consumption by reducing the number of transitions 
seen internally 

Power consumption may be further reduced by removing 
resistive and capacitive loads from the clock out (CKOUT) 
pin and the squarewave (SQW) pin 

During and after the power source conversion, the V||\j 
maximum specification must never be exceeded Failure to 
meet the Vjfsj maximum specification can cause a virtual 
SCR to appear which may result in excessive current drain 
and destruction of the part 
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ADDRESS MAP 

Figure 15 shows the address map of the MC146818 The 
memory consists of 50 general purpose RAM bytes, 10 RAM 
bytes which normally contain the time, calendar, and alarm 
data, and four control and status bytes. All 64 bytes are 
directly readable and writable by the processor program ex- 
cept Registers C and D which are read only Bit 7 of Register 
A and the seconds byte are also read only Bit 7, of the 
second byte, always reads "0". The contents of the four 
control and status registers are described in the Register sec- 
tion 

TIME, CALENDAR, AND ALARM LOCATIONS 

The processor program obtains time and calendar infor- 
mation by reading the appropriate locations. The program 
may initialize the time, calendar, and alarm by writing to 
these RAM locations. The contents of the 10 time, calendar, 
and alarm byte may be either binary or binary-coded decimal 
(BCD). 
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Before initializing the internal registers, the SET bit in 
Register B should be set to a "1" to prevent time/ calendar 
updates from occurring. The program initializes the 10 loca- 
tions in the selected format (binary or BCD), then indicates 
the format in the data mode (DM) bit of Register B All 10 
time, calendar, and alarm bytes must use the same data 
mode, either binary or BCD The SET bit may now be cleared 
to allow updates. Once initialized the real-time clock makes 
all updates in the selected data mode The data mode cannot 
be changed without reinitializing the 10 data bytes. 

Table 3 shows the binary and BCD formats of the 10 time, 
calendar, and alarm locations The 24/12 bit in Register B 
establishes whether the hour locations represent 1-to-12 or 



0-to-23 The 24/12 bit cannot be changed without reinitializ- 
ing the hour locations When the 12-hour format is selected 
the high-order bit of the hours byte represents PM when it is 
a"1" 

The time, calendar, and alarm bytes are not always ac- 
cessable by the processor program Once-per-second the 10 
bytes are switched to the update logic to be advanced by one 
second and to check for an alarm condition If any of the 10 
bytes are read at this time, the data outputs are undefined 
The update lockout time is 248 (is at the 4 194304 MHz and 
1 048567 MHz time bases and 1948 fis for the 32 768 kHz 
time base The Update Cycle section shows how to accom- 
modate the update cycle in the processor program 



FIGURE 15 - ADDRESS MAP 
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TABLE 3 - TIME, CALENDAR, AND ALARM DATA MODES 



Address 
Location 


Function 


Decimal 
Range 






Example* in Hex 




Binary 
Data Mode 


BCD 
Data Mode 


Binary Data Mode 


BCD Data Mode 





Seconds 


0-59 


$00-$3B 


$00-$59 


15 


21 


1 


Seconds Alarm 


0-59 


$00-$3B 


$00-$59 


15 


21 


2 


Minutes 


0-59 


$00-$3B 


$00-$59 


3A 


58 


3 


Minutes Alarm 


0-59 


$00-$3B 


$00-$59 


3A 


58 


4 


Hours 
(12 Hour Mode) 

Hours 
(24 Hour Mode) 


1-12 
0-23 


$01-10C (AM) and 
$81-$8C (PM) 

$00-$ 17 


$01-$12 (AM) and 
$81 -$92 (PM) 

$00-$23 


05 
05 


05 
05 


5 


Hours Alarm 
(12 Hour Mode) 

Hours Alarm 
(24 Hour Mode) 


1-12 
0-23 


$01-$0C (AM) and 
$81-$8C (PM) 

$00-$ 17 


$01-$12 (AM) and 
$81-$92 (PM) 

$00-23 


05 
05 


05 
05 


6 


Day of the Week 
Sunday =1 


1-7 


$01 -$07 


$01 -$07 


05 


05 


7 


Day of the Month 


1-31 


$01-$1F 


$01 -$31 


OF 


15 


8 


Month 


1-12 


$01-$0C 


$01-$12 


02 


02 


9 


Year 


0-99 


$00-$63 


$00-$99 


4F 


79 



"Example: 5:58:21 Thursday February 1979 
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The three alarm bytes may be used in two ways. When the 
program inserts an alarm time in the appropriate hours, 
minutes, and seconds alarm locations, the alarm interrupt is 
initiated at the specified time each day if the alarm enable bit 
is high. The alternate usage is to insert a "don't care" state in 
one or more of three alarm bytes. The "don't care" code is 
any hexadecimal byte from CO to FF. That is, the two most- 
significant bits of each byte, when set to "1", create a "don't 
care" situation. An alarm interrupt each hour is created with 
a "don't care" code in the hours alarm location Similarly, an 
alarm is generated every minute with "don't care" codes in 
the hours and minutes alarm bytes The "don't care" codes 
in all three alarm bytes create an interrupt every second 

STATIC CMOS RAM 

The 50 general purpose RAM bytes are not dedicated 
within the MC146818 They can be used by the processor 
program, and are fully available during the update cycle 

When time and calendar information must use battery 
back-up, very frequently there is other non-volatile data that 
must be retained when main power is removed The 50 user 
RAM bytes serve the need for low-power CMOS battery- 
backed storage, and extend the RAM available to the pro- 
gram 

When further CMOS RAM is needed, additional 
MC146818s may be included in the system The time/calen- 
dar functions may be disabled by holding the dividers, in 
Register A, in the reset state by setting the SET bit in CR2 or 
by removing the oscillator Holding the dividers in reset 
prevents interrupts or SOW output from operating while set- 
ting the SET bit allows these functions to occur With the 
dividers clear, the available user RAM is extended to 59 
bytes Bit 7 of Register A, Status Registers A and B, and the 
high-order Bit of the seconds byte cannot effectively be used 
as general purpose RAM 

INTERRUPTS 

The RTC plus RAM includes three separate fully automatic 
sources of interrupts to the processor The alarm interrupt 
may be programmed to occur at rates from once- per- second 
to one-a-day The periodic interrupt may be selected for 
rates from half-a-second to 30 517 /*s The update-ended 
interrupt may be used to indicate to the program that an up- 
date cycle is completed Each of these independent interrupt 
conditions are described in greater detail in other sections 

The processor program selects which interrupts, if any, it 
wishes to receive Three bits in Register B enable the three 
interrupts Writing a "1" to a interrupt-enable bit permits 
that interrupt to be initiated when the event occurs A "0" in 
the interrupt-enable bit prohibits the IRQ pin from being 
asserted due to the interrupt cause 

If an interrupt flag is already set when the interrupt 
becomes enabled, the IRQ pin is immediately activated, 
though the interrupt initiating the event may have occurred 
much earlier Thus, there are cases where the program 
should clear such earlier initiated interrupts before first 
enabling new interrupts 



When an interrupt event occurs a flag bit is set to a "1" in 
Register A. Each of the three interrupt sources have separate 
flag bits in Register A, which are set independent of the state 
of the corresponding enable bits in Register B. The flag bit 
may be used with or without enabling the corresponding 
enable bits. 

In the software scanned Case, the program does not 
enable the interrupt. The "interrupt" flag bit becomes a 
status bit, which the software interrogates, when it wishes. 
When the software detects that the flag is set, it is an indica- 
tion to software that the "interrupt" event occurred since the 
bit was last read. 

However, there is one precaution The flag bits in Register 
A are cleared (record of the interrupt event is erased) when 
Register A is read Double latching is included with Register 
A so the bits which are set are stable throughout the read 
cycle. All bits which are high when read by the program are 
cleared, and new interrupts (on any bits) are held until after 
the read cycle One, two, or three flag bits may be found to 
be set when Register A is read The program should inspect 
all utilized flag bits every time Register A is read to insure 
that no interrupts are lost 

The second flag bit usage method is with fully enabled 
interrupts When an mterrupt-flag bit is set and the cor- 
responding interrupt-enable bit is also set, the IRQ pin is 
asserted low IRQ is asserted as long as at least one of the 
three interrupt sources has its flag and enable bits both set. 
The IRQF bit in Register A is a "1" whenever the IRQ" pin is 
being driven low 

The processor program can determine that the RTC 
initiated the interrupt by reading Register A. A "1" in bit 7 
(IRQF bit) indicates that one or more interrupts have been 
initiated by the part The act of reading Register A clears all 
the then-active flag bits, plus the IRQF bit When the pro- 
gram finds IRQF set, it should look at each of the individual 
flag bits in the same byte which have the corresponding 
mterrupt-mask bits set and service each interrupt which is 
set Again, more than one mterrupt-flag bit may be set 



DIVIDER STAGES 

The MC146818 has 22 binary-divider stages following the 
time base as shown in Figure 1 . The output of the dividers is 
a 1 Hz signal to the update-cycle logic. The dividers are con- 
troller by three divider bus (DV2, DV1, and DVO) in Register 
A 

DIVIDER CONTROL 

The divider-control bits have three uses, as shown in Table 
4 Three usable operating time bases may be selected 
(4 194304 MHz, 1.048576 MHz, or 32.768 kHz). The divider 
chain may be held reset, which allows precision setting of 
the time. When the divider is changed from reset to an 
operating time base, the first update cycle is one second 
later The divider-control bits are also used to facilitate 
testing the MC146818 
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TABLE 4 - DIVIDER CONFIGURATIONS 



Time- Base 
Frequency 


Divider Bits 
Register A 


Operation 
Mode 


Divider 
Reset 


Bypass First 
N- Divider Bits 


DV2 


DV1 


DVO 


4 194304 MHz 











Yes 


- 


N = 


1 048576 MHz 








1 


Yes 


- 


N = 2 


32 768 kHz 





1 





Yes 


- 


N = 7 


Any 


1 


1 





No 


Yes 


- 


Any 


1 


1 


1 


No 


Yes 


- 



Note. Other combinations of divider bits are used for test purposes only 



SQUARE-WAVE OUTPUT SELECTION 

Fifteen of the 22 divider taps are made available to a 
1-of-15 selector as shown in Figure 1 The first purpose of 
selecting a divider tap is to generate a square-wave output 
signal in the SQW pin Four bits in Register A establish the 
square-wave frequency as listed in Table 5. The SQW fre- 
quency selection shares the 1-of-15 selector with periodic 
interrupts 

Once the frequency is selected, the output of the SQW pin 
may be turned on and off under program control with the 
square-wave enable (SQWE) bit in Register B Altering the 
divider, square-wave output selection bits, or the SQW 
output-enable bit may generate an asymetrical waveform at 
the time of execution The square-wave output pin has a 
number of potential uses. For example, it can serve as a fre- 
quency standard for external use, a frequency synthesizer, or 
could be used to generate one or more audio tones under 
program control 



PERIODIC INTERRUPT SELECTION 

The periodic interrupt allows the IRQ pin to be triggered 
from once every 500 ms to once every 30.517 /is. The 
periodic interrupt is separate from the alarm interrupt which 
may be output from once-per-second to once-per-day. 

Table 5 shows that the periodic interrupt rate is selected 
with the same Register A bits which select the square-wave 
frequency Changing one also changes the other But each 
function may be separately enabled so that a program could 
switch between the two features or use both The SQW pin 
is enabled by the SQWE bit Similarly the periodic interrupt is 
enabled by the PIE bit in Register B. 

Periodic interrupt is usable by practically all real-time 
systems. It can be used to scan for all forms of inputs from 
contact closures to serial receive bits or tyes. It can be used 
in multiplexing displays or with software counters to 
measure inputs, create output intervals, or await the next 
needed software function. 




TABLE 5 - PERIODIC INTERRUPT RATE AND SQUARE WAVE OUTPUT FREQUENCY 


Rate Select 
Control Register 1 


4.194304 or 1.048576 MHz 
Time Base 


32.768 kHz 
Time Base 


Periodic 


SQW Output 
Frequency 


Periodic 

Interrupt Rate 

tPI 


SQW Output 
Frequency 


RS3 


RS2 


RS1 


RS0 


tpi 














None 


None 


None 


None 








. 


1 


30 517 M s 


32 768 kHz 


3 90625 ms 


256 Hz 








1 





61 035 M s 


16 384 kHz 


7 8125 ms 


128 Hz 








1 


1 


122 070 M s 


8 192 kHz 


122 070 us 


8 192 kHz 





1 








244 141 M s 


4 096 kHz 


244 141 us 


4 096 kHz 





1 





1 


488 281 us 


2 048 kHz 


488 281 M s 


2 048 kHz 





1 


1 





976 562 fis 


1 024 kHz 


976 562 M s 


1 024 kHz 





1 


1 


1 


1 953125 ms 


512 Hz 


1 953125 ms 


512 Hz 













3 90625 ms 


256 Hz 


3 90625 ms 


256 Hz 










1 


7 8125 ms 


128 Hz 


7 8125 ms 


128 Hz 







1 





15 625 ms 


64 Hz 


15 625 ms 


64 Hz 







1 


1 


31.25 ms 


32 Hz 


31 .25 ms 


32 Hz 




1 








62 5 ms 


16 Hz 


62 5 ms 


16 Hz 




1 





1 


125 ms 


8 Hz 


125 ms 


8 Hz 




1 


1 





250 ms 


4 Hz 


250 ms 


4 Hz 




1 


1 


1 


500 ms 


2 Hz 


500 ms 


2 Hz 
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UPDATE CYCLE 

The MC146818 executes an update cycle once-per- 
second, assuming one of the proper time bases is in place, 
the divider is not clear, and the SET bit in Register B is clear 
The SET bit in the "1" state permits the program to initialize 
the time and calendar bytes by stopping an existing update 
and preventing a new one from occurring 

The primary function of the update cycle is to increment 
the seconds byte, check for overflow, increment the minutes 
byte when appropriate and so forth through to the year of 
the century byte The update cycle also compares each 
alarm byte with the corresponding time byte and issues an 
alarm if a match or if a "don't care" code (11XXXXXX) is 
present in all three positions 

With a 4 194304 MHz or 1 048576 MHz time base the up- 
date cycle takes 248 ps while a 32 768 kHz time base update 
cycle takes 1984 /*s During the update cycle, the time, calen- 
dar, and alarm bytes are not accessable by the processor 
program The MC146818 protects the program from reading 
transitional data This protection is provided by switching 
the time, calendar, and alarm portion of the RAM off the 
microprocessor bus during the entire update cycle If the 
processor reads these RAM locations before the update is 
complete the output will be undefined The update in pro- 
gress (UIP) status bit is set during the interval 

A program which randomly accesses the time and date in- 
formation finds data unavailable statistically once every 4032 
attempts Three methods of accommodating nonavailability 
during update are usable by the program In discussing the 
three methods it is assumed that at random points user pro- 
grams are able to call a subroutine to obtain the time of day 

The first method of avoiding the update cycle uses the 
update-ended interrupt If enabled, an interrupt occurs after 
every update cycle which indicates that over 999 ms are 
available to read valid time and date information During this 
time a display could be updated or the information could be 
transfered to continuously available RAM Before leaving the 
interrupt service routine, the IRQF bit in Register C should be 
cleared 

The second method uses the update-in-progress bit (UIP) 
in Register B to determine if the update cycle is in progress 
or not The UIP bit will pulse once-per-second Statistically, 
the UIP bit will indicate that time and date information is 
unavailable once every 2032 attempts After the UIP bit goes 
high, the update cycle begins 244 /*s later Therefore, if a low 
is read on the UIP bit, the user has at least 244 /is before the 
time/ calendar data will be changed If a "1" is read in the 



UIP bit, the time/ calendar data may not be valid. The user 
should avoid interrupt service routines that would cause the 
time needed to read valid time/ calendar data to exceed 
244 ps 

The third method uses a periodic interrupt to determine if 
an update cycle is in progress The UIP bit in Register A is set 
high between the setting of the PF bit in Register C (see 
Figure 16) Periodic interrupts that occur at a rate of greater 
than tBtjC + *UC allow valid time and date information to be 
read at each occurrence of the periodic interrupt The reads 
should be completed within (Tp|-*-2) + tBUC t0 insure that 
data is not read during the update cycle 

REGISTERS 

The MC146818 has four registers which are accessible to 
the processor program The four registers are also fully ac- 
cessible during the update cycle 



REGISTER A ($0A) 

MSB 



b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


UIP 


DV2 


DV1 


DVO 


RS3 


RS2 


RS1 


RSO 



LSB Read/Write 
Register 
except UIP 



UIP — The update in progress (UIP) bit is a status flag that 
may be monitored by the program When UIP is a "1" the 
update cycle is in progress or will soon begin When UIP is a 
"0" the update cycle is not in progress and will not be for at 
least 244 /is (for all time bases) This is detailed in Table 6 
The time, calendar, and alarm information in RAM is fully 
available to the program when the UIP bit is zero — it is not 
in transition The UIP bit is a read-only bit, and is not af- 
fected by Reset Writing the SET bit in Register B to a "1" 
inhibit any update cycle and then clear the UIP status bit 

TABLE 6 - UPDATE CYCLE TIMES 



UIP Bit 


Time Base 
(OSC1) 


Update Cycle Time 

(tuc> 


Minimum Time 
Before Update 
Cycle (tBUC> 


1 
1 
1 





4 194304 MHz 
1 048576 MHz 

32 768 kHz 
4 194304 MHz 
1 048576 MHz 

32 768 kHz 


248 /*s 
248 M s 
1984 us 


244 /ts 
244 /*s 
244 /ts 



FIGURE 16 - UPDATE-ENDED AND PERIODIC INTERRUPT RELATIONSHIPS 



UIP bit in 
Register A . 



UF bit in 
Register C 



tBUC- 



i 



■ tuc 



JTDL 



tpi 



Register C I MM 



tp|+2 



tPI 



nn_ 



* 2 -H 



JUL 



tp| = Periodic Interrupt Time Interval (500 ms, 250 ms, 125 ms, 62 5 ms, etc ) 

t(jc= Update Cycle Time (244 /ts) 

tBUC = Delay T,me Before Update Cycle (248 /ts or 1984 /*s) 



4-1060 



MC146818 



REGISTER B ($0B) 

MSB 








LSB 


b7 


b6 


b5 


b4 


b3 


b2 


bi 


bO 


SET 


PIE 


AIE 


UIE 


SQWE 


DM 


24/12 


DSE 



DV2, DV1 , DVO - Three bits are used to permit the pro- 
gram to select various conditions of the 22-stage divider 
chain. The divider selection bits identify which of the three 
time-base frequencies is in use Table 4 shows that time 
bases of 4 194304 MHz, 1 048576 MHz, and 32 768 kHz may 
be used The divider selection bits are also used to reset the 
divider chain When the time/ calendar is first initialized, the 
program may start the divider at the precise time stored in 
the RAM When the divider reset is removed the first update 
cycle begins one second later These three read/write bits 
are nev er modified by the RTC and are not affected by 
RESET 

RS3, RS2, RS1, RSO - The four rate selection bits select 
one of 15 taps on the 22-stage divider, or disable the divider 
output. The tape selected may be used to generate an output 
square wave (SQW pin) and/or a periodic interrupt. The pro- 
gram may do one of the following. 1) enable the interrupt 
with the PIE bit, 2) enable the SQW output pin with the 
SQWE bit, 3) enable both at the same time at the same rate, 
or 4) enable neither. Table 5 lists the periodic interrupt rates 
and the square-wave frequencies that may be chosen with 
the RS bits. These four bits are read/ write bits which are not 
affected by RESET and are never changed by the RTC 



Read /Write 
Register 



SET - When the SET bit is a "0", the update cycle func- 
tions normally by advancing the counts once-per-second. 
When the SET bit is written to a "1", any update cycle in 
progress is aborted and the program may initialize the time 
and calendar bytes without an update occurring in the midst 
of i nitializi ng SET is a read/ write bit which is not modified 
by RESET or internal functions of the MC146818 

PIE - The periodic interrupt enable (PIE) bit >s a 
read/ write bit which allows the penodic-interrupt flag (PF) 
bit to cause the IRQ pin to be driven low A program writes a 
"1" to the PIE bit in order to receive periodic interrupts at the 
rate specified by the RS3, RS2, RS1, and RSO bits in Control 
Register A. A zero in PIE blocks IRQ from being initiated by a 
periodic interrupt, but the periodic flag (PF) bit is still set at 
the periodic rate. PIE is not modified by a ny inte rnal 
MC146818 functions, but is cleared to "0" by a RESET. 

AIE - The alarm interrupt enable (AIE) bit is a read/write 
bit which when set to a "1" permits the alarm flag (AF) to 
assert IRQ. An alarm interrupt occurs for each second that 
the three time bytes equal the three alarm bytes (including a 
"don't care" alarm code of binary 11XXXXXX). When the 
AIE bit is a "0", the AF bit does not initiate an (RH signal. 
The RESET pin clears AIE to "0". The internal functions do 
not affect the AIE bit. 

UIE - The UIE (update-ended interrupt enabie) bit is a 
read/write bit w hich en ables the update-end flage (UF) bit to 
assert IRQ The RESET pin going low or the SET bit going 
high clears the UIE bit. 

SQWE - When the square-wave enable (SQWE) bit is set 
to a "1" by the program, a square-wave signal at the fre- 



MSB 














LSB 


b7 


b6 


b5 


b4 


b3 


b 


b1 


bO 


IRQF 


PF 


AF 


UF 















quency specified in the rate selection bits (RS3 to RSO) ap- 
pears on the SQW pin. When the SQWE bit is set to a zero 
the SQW p in is held low The state of SQWE is cleared by 
the RESET pin. SQWE is a read/write bit. 

DM — The data mode (DM) bit indicates whether time 
and calendar updates are to use binary or BCD formats The 
DM bit is written by the processor program and may be read 
by the pro gram, but is not modified by any internal functions 
or RESET. A "1" in DM signifies binary data, while a "0" in 
DM specifies binary-coded-decimal (BCD) data 

24/12 - The 24/12 control bit establishes the format of 
the hours bytes as either the 24-hour mode (a "1") or the 
12-hour mode (a "0"). This is a read/write bit, which is af- 
fected only by the software. 

DSE - The daylight savings enable (DSE) bit is a 
read/write bit which allows the program to enable two 
special updates (when DSE is a "1") On the last Sunday in 
April the time increments from 1.59.59 AM to 3:00 00 AM 
On the last Sunday in October when the time first reaches 
1 59 59 AM it changes to 1 00 00 AM These special updates 
do not occur when the DSE bit is a "0" DSE is not changed 
by any internal operations or reset 

REGISTER C ($0C) 



Read-Only 
Register 



IRQF - The interrupt request flag (IRQF) is set to a "1" 
when one or more of the following are true 

PF = PIE="1" 

AF = AIE = "1" 

UF = UIE = "1" 
i e , IRQF = PF.PIE + AF.AIE+UF.UIE 

Any time the IRQF bit is a "1", the IRQ pin is driven low 
All flag bits are cle ared aft er Register C is read by the pro- 
gram or when the RESET pin is low A program write to 
Status Register 2 does not modify any of the flag bits 

PF — The periodic interrupt flag (PF) is a read-only bit 
which is set to a "1" when a particular edge is detected on 
the selected tap of the divider chain The RS3 to RSO bits 
establish the periodic rate PF is set to a "1" independent of 
the state of the PIE bit. PF being a "1" initiates an IRQ signal 
and the IRQ F bit when PIE is also a "1 " The PF bit is cleared 
by a RESET or a software read of Register C 

AF — A "1" in the AF (alarm interrupt flag) bit indicates 
that the current time has matched the alarm time. A "1" in 
the AF causes the IRQ pin to go low, and a "1" to appe ar in 
the IRQF bit, when the AIE bit also is a "1 " A RESET or a 
read of Register C clears AF 

UF — The update-ended interrupt flag (UF) bit is set after 
each update cycle When the UIE bit is a "1", the "1" in UF 
causes the IRQF bit to be a "1", a sserting IRQ UF is cleared 
by a Register C read or a RESET. 

B3 TO B0 - The unused bits of Status Register 1 are read 
as "0's". They can not be written. 
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REGISTER D ($0D) 

MSB 








LSB 




b7 


b6 


b5 


b4 


b3 


b2 


b1 


bO 


Read Only 


VRT 























Register 




VRT - The valid RAM and time (VRT) bit indicates the 
condition of the contents of the RAM, provided the power 
sense (PS) pin is satisfactorily connected. A "0" appears in 
the VRT bit when the power-sense pin is low The processor 
program can set the VRT bit when the time and calendar are 
initialized to indicate that the RAM and time are vali d. The 
VRT is a read/only bit which is not modified by the RESET 
pin The VRT bit can only be set by reading the Register D 

b6 TO bO — The remaining bits of Register D are unused 
They cannot be written, but are always read as "O's " 

TYPICAL INTERFACING 

The MC146818 is best suited for use with microprocessors 
which generate an address-then-data multiplexed bus 
Figures 17 and 18 show typical interfaces to bus-compatible 
processors These interfaces assume that the address 
decoding can be done quickly However, if standard metal- 
gate CMOS gates are used the CE setup time may be 
violated Figure 19 illustrates an alternative method of chip 
selection which will accommodate such slower decoding 



The MC146818 can be interfaced to single-chip microcom- 
puters (MCU) by using eleven port lines as shown in Figure 
20 Non-multiplexed bus microprocessors can be interfaced 
with additional support. 

There are two methods of using the multiplexed bus 
MC146818 with non-multiplexed bus processors The first 
method uses available bus control signals to multiplex the 
address and data bus together An example using the 
MC68000 is shown in Figure 21 An octal non-inverting 
three-state buffer and an octal non-inverting bidirectional 
three-state buffer can be used to multi plex th e MC68000 ad- 
dress and data bus for the MC146818. VMA is used for AS, 
therefore, VPA must be asserted The second method uses 
software to load the address to the MC 14681 8 via the data 
bus The hardware for this method is shown in Figures 22 
and 23 Table 7 lists the software used for the Motorola com- 
patible bus microprocessors Software for other compatible 
microprocessors is listed in Table 8 In either case, the 
MC146818 multiplexed bus is connected only to the MPU's 
data bus The register address is written into the MC146818 
using an even-address location Data can then be written or 
read when the MC146818 is selected and A0 is high (odd ad- 
dress) CE is shown tied to V$s since the latched address is 
lost when CE is brought high The decoded address for 
selecting the MC146818 will not remain valid between 
generation of AS and DS unless a flip-flop is used 



FIGURE 17 - MC146818 INTERFACED TO 
MOTOROLA COMPATIBLE MULTIPLEXED BUS MICROPROCESSORS 
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FIGURE 18 - MC146818 INTERFACED TO 
COMPETITOR COMPATIBLE MULTIPLEXED BUS MICROPROCESSORS 



8085 
8048 
8049 


< 


1 


























8 


Address/ Data 






B> 


J 


Address Latch Enable (ALE) 






V 




Read (R) 




^ Other 




Write (W) 






Peripherals 




Interrupt Request 








■*" and Memory 






r 










8/4 


Address 


8/4 > 




I 1 


8085 A 

Only ^ 


H V 




♦ 






\> 










Address 
Decode 






- 


' 










7 






CE IRQ R/W DS AS AD0-AD7 
RESET 

MC146818 

CKOUT CKFS SQW 




















1 ' 


ZZZZ 4 194304 
L — -» MHz (Typ) 




RESET 


L_ . 






' 


' 


\ 


I 








i f 
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FIGURE 19 - MC146818 INTERFACE TO MC146805E2 
CMOS MULTIPLEXED MICROPROCESSOR WITH SLOW ADDRESSING DECODING 
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This illustrates the use of CMOS gating for address decoding 
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FIGURE 20 - MC146818 INTERFACED WITH THE PORTS OF A 
TYPICAL SINGLE CHIP MICROCOMPUTER 
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FIGURE 21 - MC68000 INTERFACE 
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TABLE 7 - SOFTWARE FOR MOTOROLA 
NON-MULTIPLEXED BUS MICROPROCESSORS 



* ACCUMULATOR A 

* ACCUMULATOR B 


DATA 
MC146814byteto 


be addressed 


RTC 


EQU 


$B000 






PUT 


STAB 
STAA 
RTS 


RTC 
RTC+1 


LATCH 
STORE 


ADDRESS 
DATA 


GET 


STAB 
LDAA 
RTS 


RTC 
RTC+1 


LATCH 
READ 


ADDRESS 
DATA 



TABLE 8 - SOFTWARE FOR OTHER 
NON-MULTIPLEXED BUS MICROPROCESSORS 



PUT 


LD 


RTC.B 




LD 


RTC+1.A 




RET 




GET 


LD 


RTC.B 




LD 


A, RTC+1 




RET 
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CMOS PARALLEL INTERFACE 

The CMOS MC146823 Parallel Interface (PI) provides a universal 
means of interfacing external signals with the MC146805E2 CMOS 
microprocessor, and other multiplexed bus microprocessors. The uni- 
que MOTEL circuit on-chip allows direct interfacing to most industry 
CMOS microprocessors, as well as many NMOS MPUs 

The MC146823 PI includes three bidirectional 8-bit ports, or 24 I/O 
pins. Each I/O line may be separately established as an input or an out- 
put under program control via data direction registers associated with 
each port Using the bit change and test instructions of the 
MC146805E2, each individual I/O pin can be separately accessed All 
port registers are read/write bytes to accommodate read/modify/write 
instructions 

• 24 Individual Programmed I/O Pins 

• MOTEL Circuit for Bus Compatibility with Many Microprocessors 

• Multiplexed Bus Compatible with. MC146805E2, MC6801, MC6803 
and Competitive Microprocessors 

• Data Direction Registers for Ports A, B, and C 

• Port C may also be Control Lines for 

Four Interrupt Inputs 
Input Byte Latch 
Output Pulse 

• 16 Registers Addressed as Memory Locations 

• Handshake Control Logic for Input and Output Peripheral Operation 

• Interrupt Output Pin 

• Reset Input to Clear Interrupts and Initialize Internal Registers 

• 40-Pin Package 



MC146823 PARALLEL INTERFACE 



Microprocessor 

Bus < A T~ Kv 

16 Addressable \ y/ 

Bytes 



3to6V 



Interrupt 



Mux 
Bus 



Bus 
Cont 



Port 
A 



. . 20-to-24 

C 8 y Bidirectional 
N V I/O 



Port 
B 



C^> 




40 Pins 



MC146823 



CMOS 

(HIGH-DENSITY HIGH-PERFORMANCE 
SILICON-GATE) 

PARALLEL INTERFACE 




P SUFFIX 

PLASTIC PACKAGE 
CASE 711 



CERDIP PACKAGE 



nm^ 




Z SUFFIX 

40-PIN 
CHIP CARRIER 



PIN ASSIGNMENTS 



PC2t 1 • 

PC1[ 2 

PC0[ 3 

PA0£ 4 

PA1[ 5 

PA2[6 

PA3C 

PA4£ 

PA5[ 

PA6[ 

PA7C 
AD0[ 
AD1[ 
AD2[ 
AD3[ 
AD4C 
AD5[ 
AD6C 
AD7t 

vssl 



"W 



40 3VDD 
39 JPC3 
38 ]PC4/CA1 
37 JPC5/CA2 
36 ]PC6/CB1 
35 IPC7/CB2 

]|PB0 

3PB1 

|PB2 

]PB3 

|PB4 

1PB5 

]PB6 

]PB7 
26 |IRQ 
25 JRESET 
24 ]DS 
23 ]R/W 
22]AS 



21 ]CE 



4-1066 



MC146823 



A TYPICAL CMOS MICROPROCESSOR SYSTEM 
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Decoder 
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'3 



"8 >'5 



MCM65516 
16K ROM 






-^ 



1 



MCM65516 
16K ROM 



a n n 
>'3 >1 



MC146823 
Parallel Interface 



8 >8 



/1 /1 / 

" if 



8 -3 



MC146823 
Parallel Interface 




An 8-Chip CMOS Microprocessor System Includes 
Powerful. 8-Bit Processor 
6K Bytes of ROM 
162 Bytes of RAM 
64 Parallel I/O Pins 



Up to 12 System Interrupts 

Timer Interrupt 

Periodic Interrupt 

Alarm Time Interrupt 

Update Cycle (1 Second) Interrupt 

Up to 8 External Event Interrupts 
Time-Of-Day and Calendar 
8-Bit Programmable Counter with 7-Bit Prescaler 



Four of the 24 I/O pins have multiple functions The mode of these 
four lines is selected by programming the Port C Pin Function Select 
Register. Any of the four control pins may be configured to initiate 
interrupts to the microprocessor via the IRQ pin. All four interrupts 
have separate programmable enables, status bits, methods of clearing 
the interrupt, and over-run detection. 

The interrupts are enabled and the port handshaking controls are 
established via the content of Control Registers associated with Ports A 
and j^.The interrupt conditions are indicated in a Status Register and 
the IRQ pin is asserted. The interrupts are normally cleared by reading 
or writing the associated port data. Ports A and B each have three 
addresses for reading/writing data. Two addresses access the data and 
clear an interrupt while the third accesses the data without modifying 
the interrupt status. 





MC146823 Registers 





Port A Data, Clear CA1 Interrupt 


1 


Port A Data, Clear CA2 Interrupt 


2 


Port A Data 


3 


Port B Data 


4 


Port C Data 


5 


Not Used 


6 


Data Direction Register for Port A 


7 


Data Direction Register for Port B 


8 


Data Direction Register for Port C 


9 


Control Register for Port A 


A 


Control Register for Port B 


B 


Pin Function Select Register for Port C 


C 


Port B Data, Clear CB1 Interrupt 


D 


Port B Data, Clear CB2 Interrupt 


E 


Interrupt Status Register 


F 


Interrupt Over-Run Warning Register 
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Mechanical Data 
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MECHANICAL DATA 

The package availability for each device is indicated on the front page of 
the individual data sheets. Dimensions for the packages are given in this 
chapter. 



24-PIN PACKAGES' 



CERAMIC PACKAGE 
CASE 716 









I 

B 

I 












A 







H ^y 



SEATING PLANE 

-D G 



J L K ^ M . 



-T 





NOTE: 

1. LEADS TRUE POSITIONED WITHIN 
0.25mm (0.010) DIA (AT SEATING 
PLANE) AT MAXIMUM MATERIAL 
CONDITION. 

2. DIM "L"T0 CENTER OF LEADS 
WHEN FORMED PARALLEL. 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


27.64 


30 99 


1.088 


1.220 


B 


14.73 


15.34 


0.580 


0.604 


C 


2.67 


4.32 


0.105 


0.170 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.40 


0.030 


0.055 


G 


2.54 BSC 


0.101 


3 BSC 


H 


0.76 


1.78 


0.030 


0.070 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.54 


4.57 


0.100 


0.180 


L 


14.99 


15.49 


0.590 


0.610 


M 


- 


10° 


- 


10° 


N 


1.02 


1.52 


0.040 


0.060 
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MECHANICAL DATA (CONTINUED) 



24-PIN PACKAGES (CONTINUED) 



PLASTIC PACKAGE 
CASE 709 



["ii" l i"ii"ii"ii n ii n ii n ii' , ii' , ii n i«V 




24 13 


1 




B 


P 


I 


VVViJVkJiJVVVVV 






.J— 



D SEATING ^ 
PLANE 

NOTES: 

1. POSITIONAL TOLERANCE OF LEADS (D), 
SHALL BE WITHIN 0.25 mm (0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

2. DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

3. DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


31.37 


32.13 


1.235 


1.265 


B 


13.72 


14.22 


0.540 


0.560 


C 


3 94 


5.08 


0.155 


200 


D 


0.36 


0.56 


0.014 


0.022 


F 


1.02 


1.52 


0.040 


060 


G 


2.54 BSC 


0.100 BSC 


H 


178 


2.03 


0.070 


0.080 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


15.24 BSC 


0.600 BSC 


M 


0° 


15" 


0« 


15° 


N 


0.51 


1.02 


0.020 


0.040 




CERDIP PACKAGE 
CASE 623 



nnnnnnnnr-innn 




24 13 


t 


\ 


1 
B 

! 


1 12 


1 


LJUUULJUUULJUULJ 




A 





SEATING PLANE 





NOTES: 

1.DIM "L"T0 CENTER OF 
LEADS WHEN FORMED 
PARALLEL. 

2. LEADS WITHIN 0.13 mm 
(0.005) RADIUS OF TRUE 
POSITION AT SEATING 
PLANE AT MAXIMUM 
MATERIAL CONDITION. 
(WHEN FORMED PARALLEL) 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


31.24 


32 77 


1.230 


1.290 


B 


12 70 


1549 


0.500 


0610 


C 


4 06 


5.59 


0.160 


220 


D 


0.41 


51 


0.016 


0.020 


F 


1.27 


1.52 


0.050 


060 


G 


2.54 BSC 


0.100 BSC 


J 


0.20 | 0.30 


0.008 


0.012 


K 


2.29 I 4.06 


090 


0.160 


L 


15 24 BSC 


0.600 BSC 


M 


0° 


15° 


0° 


15° 


N 


0.51 


1 27 


0.020 


0.050 
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MECHANICAL DATA (CONTINUED) 



•28-PIN PACKAGES! 



CERAMIC PACKAGE 
CASE 719 



H-h 





SEATING 

PLANE 



NOTES 



. LEADS, TRUE POSITIONED WITHIN 
0.25 mm (0.010) DIAMETER (AT 
SEATING PLANE) AT MAXIMUM 
MATERIAL CONDITION. 
DIMENSION "L"T0 CENTER OF 
LEADS WHEN FORMED PARALLEL. 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


35 20 


35.92 


1.386 


1.414 


B 


14 73 


15.34 


0.580 


0.604 


C 


3.05 


4.19 


0.120 


0.165 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.40 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 


H 


0.76 


1.78 


0.030 


0.070 


J 


0.20 


0.30 


0.008 


0.012 


K 


2.54 


4.19 


0.100 


0.165 


L 


14.99 


15.49 


0.590 


0.610 


M 


- 


10o 


- 


10° 


N 


0.51 


1.52 


0.020 


0.060 



PLASTIC PACKAGE 
CASE 710 





wmmwm^i /=^ 

ui i«L IL\ [ k i i-X 



H k -j a L_ JUJL\ lK Ji M J 

F D ^SEATING ^ \~- M 



^SEATING 

PLANE 

NOTES: 

1. POSITIONAL TOLERANCE OF LEADS (D), 
SHALL BE WITHIN 0.25mm(0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

2. DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL 

3. DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


36.45 


37.21 


1.435 


1.465 


B 


13.72 


14.22 


0.540 


0.560 


C 


3.94 


5.08 


0.155 


0.200 


D 


0.36 


0.56 


0.014 


0.022 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 


H 


1.65 


2.16 


0.065 


0.085 


J 


0.20 


0.38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


0.135 


L 


15.24 BSC 


0.600 BSC 


M 


0° 


15° 


0° 


T5° 


N 


0.51 


1.02 


0.020 


0.040 
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MECHANICAL DATA (CONTINUED) 



'28-PIN PACKAGES (CONTINUED) 



CERDIP PACKAGE 
CASE 733 



ft^A^iAAftftft^AA 




-W- -ILj.^— tj 




j-»- 



I 



NOTES 

i. dim Pa 7 ! is datum 

2 POSITIONAL TOL FOR LEADS" 

I $ 1 0.25 (0.010) (® | T | A(m)1 

3 GH] IS SEATING PLANE. 

4 DIM A AND B INCLUDES MENISCUS 

5 DIM -L- TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

6. DIMENSIONING AND TOLERANCING 
PER ANSI Y14 5, 1973. 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


36 45 


37 85 


1435 


1.490 


B 


12 70 


1537 


500 


605 


C 


4 06 


5.84 


160 


230 


D 


0.38 


56 


0.015 


022 


F 


127 


165 


050 


065 


G 


2.54 BSC 


100 BSC 


J 


0.20 


30 


008 


0012 


K 


2 54 


4 06 j 


0100 


0.160 


L 


15.24 BSC 


600 BSC 


M 


5° 


15° 


5° 


15° 


N 


51 


1.27 


020 


0.050 



CHIP CARRIER 
CASE 753 




-i G r 




llJL-flJL-ELELpI 

— — 1 1 — D -H I— H 




NOTES: 

1. DIMENSION A IS DATUM. (2 PLACES) 
2.fT] IS GUAGE PLANE. 

3. POSITIONAL TOLERANCE 

FOR TERMINALS (D): 24 P LACES 
l+lQ.25 (0.010) ©|T|A©[ 

4. DIMENSIONING AND TOLERANCING 
PER ANSI Y14.5, 1973. 



DIM 


MILLIMETERS 


INC 


HES 


MIN 


MAX 


MIN 


MAX 


A 


9.91 


10.41 


0.390 


0.410 


B 


9.78 


9.90 


0.385 


0.390 


C 


1.63 


1.93 


0.064 


0.076 


D 


0.39 


0.63 


0.015 


0.025 


G 


1.27 BSC 


0.050 BSC 


H 


0.77 


1.01 


0.030 


0.040 


N 


1.40 


1.65 


0.055 


0.065 
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MECHANICAL DATA (CONTINUED) 



40-PIN PACKAGES' 



CERAMIC PACKAGE 
CASE 715 





u 


„ 


I 




I 


eh 





# 



t — n 



I I I I I I I I I I I I I 
! I I I II I i J I M i r 




hV 




DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


50.29 


51.31 


1.980 


2 020 


B 


14.63 


15.49 


0.576 


0.610 


C 


3.18 


5.08 


0.125 


0.200 


D 


0.38 


0.53 


Q.015 


0.021 


F 


0.76 


1.52 


0.030 


0.060 


G 


254 BSC 


0.1 0( 


)BSC 


J 


0.20 


0.33 


0.008 


0.013 


K 


2.54 


4.57 


0.100 


0.180 


L 


14.99 


15.65 


0.590 


0.616 


M 


- 


10o 


- 


10o 


N 


1.02 


1.52 


0.040 


0.060 



NOTES- 

1. DIMENSIONS] IS DATUM 

2. POSITIONAL TOLERANCE FOR LEADS: 

l-folo.25 (0.010) (m)1t1a@1 

3. TO IS SEATING PLANE. 

4. DIMENSION "L"T0 CENTER OF LEADS 
WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING 
PER ANSI Y14.5, 1973. 



PLASTIC PACKAGE 
CASE 711 




^r»rii^ri^r»n^r.ri l ^ l ^ l ^n 1 ^^r l r>^ 



. A _ 



mmmmmmf : ^\ pH 

hU -JoU JU-F -JUo \ « T x M 



— F — iU—D 




NOTES. 

1. POSITIONAL TOLERANCE OF LEADS (D), 
SHALL BE WITHIN 0.25 mm (0.010) AT 
MAXIMUM MATERIAL CONDITION, IN 
RELATION TO SEATING PLANE AND 
EACH OTHER. 

2. DIMENSION L TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

3. DIMENSION B DOES NOT INCLUDE 
MOLD FLASH. 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


51.69 


52 45 


2.035 


2.065 


B 


13.72 


14.22 


0.540 


0.560 


C 


3.94 


5.08 


0.155 


0.200 


D 


0.36 


0.56 


0.014 


022 


F 


1.02 


1.52 


0.040 


0.060 


G 


2.54 BSC 


0.100 BSC 


H 


1.65 


2.16 


0.065 


0.085 


J 


0.20 


38 


0.008 


0.015 


K 


2.92 


3.43 


0.115 


135 


L 


15.24 BSC 


0.600 BSC 


M 


00 


15° 


0° 


15« 


N 


0.51 


1.02 


0.020 


0.040 
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MECHANICAL DATA (CONTINUED) 



140-PIN PACKAGES (CONTINUED) i 



CERDIP PACKAGE 
CASE 734 



nnnnnnnnnnnnnnnr^nrifl 




■ 



NOTES 

1 DIM -A- IS DATUM 

2 POSITIONAL TOLERANCE FO R LEADS" 
1 fl 0.25 ( 0.010) ©JT [ A© | 

3 [Tils SEATING PLANE. 

4 DIM LTO CENTER OF LEADSWHEN 
FORMED PARALLEL 

5 DIMENSIONS AANDB INCLUDE 
MENISCUS. 

6 DIMENSIONING AND TOLERANCING 
PER ANSI Y14 5, 1973 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


51.31 


53.24 


2.020 


2.096 


B 


12 70 


15.49 


500 


0.610 


C 


4 06 


5 84 


0.160 


0.230 


D 


0.38 


0.56 


0015 


022 


F 


1 27 


1.65 


050 


065 


G 


2.54 BSC 


100 BSC 


J 


20 


0.30 


0.008 


0012 


K 


318 


4 06 


125 


0.160 


L 


15 24 BSC 


600 BSC 


M 


5° 


15° 


5° 


15° 


N 


051 


1 27 


020 


0.050 
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MECHANICAL DATA (CONTINUED) 



■48-PIN PACKAGES' 



CERAMIC PACKAGE 
CASE 740 



E 




f— f 



TT 



JL 



m-/J, 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


60.35 


61.57 


2.376 


2.424 


B 


14.63 


15.34 


0.576 


0.604 


C 


3.05 


4.32 


0.120 


0.160 


D 


0.381 


0.533 


0.015 


0.021 


F 


0.762 


1.397 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 


J 


0.203 


0.330 


0.008 


0.013 


K 


2.54 


4.19 


0.100 


0.165 


L 


14.99 


15.65 


0.590 


0.616 


M 


0o 


10o 


00 


10O 


N 


1.016 


1.524 


0.040 


0.060 



NOTES: 

1. DIMENSION TO IS DATUM. 

2. POSTIONAL TOLERANCE FOR LEADS: 

I -frill 0.25 (0.01 0)®|TfA®| 

3.GH IS SEATING PLANE. 

4. DIMENSION "L" TO CENTER OF LEADS 
WHEN FORMED PARALLEL 

5. DIMENSIONING AND TOLERANCJNG PER 
ANSI Y14.5, 1973. 
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MECHANICAL DATA (CONCLUDED) 



'64-PIN PACKAGES 



CERAMIC PACKAGE 
CASE 746 



64 




33 






1 








B 




1° 




32 


| 








m 








L±J 









— i G i — 



I- j 



I L 



■ 



NOTES. 

1. DIMENSION GSIS DATUM. 

2. POSITIONAL TOLERANCE FO R LEADS: 
[■$-| 0.25 (0.01 0)©|T | A®] 

3. EQ IS SEATING PLANE. 

4. DIMENSION "L"TO CENTER OF LEADS 
WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING PER 
ANSI Y14.5, 1973. 



DIM 


MILLIMETERS 


INCHES 


MIN 


MAX 


MIN 


MAX 


A 


80.52 


82.04 


3.170 


3.230 


B 


22.25 


22.96 


0.876 


0.904 


C 


3.05 


4.32 


0.120 


0.170 


D 


0.38 


0.53 


0.015 


0.021 


F 


0.76 


1.40 


0.030 


0.055 


G 


2.54 BSC 


0.100 BSC 


J 


0.20 


0.33 


0.008 


0.013 


K 


2.54 


4.19 


0.100 


0.165 


L 


22.61 


23.11 


0.890 


0.910 


M 


- 


10O 


- 


10o 


N 


1.02 


1.52 


0.040 


0.060 
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Technical Training 
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TECHNICAL TRAINING SYSTEM DESIGN 



Since 1974 when Motorola first introduced the M6800 Family course 
around the United States, Motorola technical training courses have been 
among the most popular and effective methods for system designers to 
catch up or keep up with the microprocessor/microcomputer state-of-the- 
art. 

Motorola technical training courses are scheduled throughout the world 
with courses in the United States, Canada, Mexico, Europe, and Asia. The 
schedule is advertised periodically, and information is always available 
from the training headquarters in Phoenix. 

A special session of any Motorola technical training course may be held at 
your facility. This can be a standard course or a course designed to fulfill 
your particular needs. 

The following is a list of course offerings. For more detailed course descrip- 
tions, course schedule in your area, or enrollment procedures, write: 
Motorola Technical Training, P.O. Box 2953, Mail Drop TOM-57, Phoenix, 
Az. 85062. Or call 602-962-2345 or 602-244-4945. 



COURSE OFFERINGS 

Basic MC6800 Course — 4 Days (MTT1): 

Course covers the MC6800 Microprocessor, Instruction Set, RAMs, ROMs, 
Addressing Modes, Assembler, PIA and ACIA, and example programs for 
the MC6800. 

Basic M6801 Family — 2 Days (MTT2): 

Course covers the MC6801 Microcomputer, Instruction Set, RAMs, ROMs, 
Addressing Modes, Assembler and Input/Output Techniques, and example 
programs for the MC6801. 

MC6809 Update - 2 Days (MTT3): 

Course covers MC6809 Microprocessor, Instruction Set, Addressing 
Modes, Relocatable Macro Assembler, and example programs for the 
MC6809. 

High-Level Software — 4 Days (MTT4): 

This high-level software course generates a working knowledge of the resi- 
dent software packages available to users of EXORciser-based MDOS 
systems. 

Software covered are Pascal, MPL, Fortran, Macro Assembler, and Linking 
Loader. 
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MC6801 Update — 1 Day (MTT5): 

This course is an update course for students who are familiar with the 
MC6800 and need to be knowledgeable of the MC6801 Microcomputer. 

M6805 Family Basic Course — 2 Day (MTT6): 

This course covers the M6805 Family, the Instruction Set, RAMs, ROMs, 
Addressing Modes, Assembler, and example programs for the M6805 Fami- 
ly. 

Understanding Microprocessor Basics — 1 Day (MTT7): 

This course is a one-day non-technical course designed to acquaint 
Managers, Secretaries, Buyers, Salesmen, and other non-designers with 
microprocessors. We cover the whys, whats, and hows of microcomputer 
systems. We'll give you the buzz words and use simplified examples to ex- 
plain basic concepts. It's a good non-technical course. If you understand 
terms such as data bus, interrupt, multiplexing, mnemonics, etc., then this 
course isn't for you. 

MC68000 Microprocessor — 4 Day (MTT8): 

General features of the processor, such as Pin Features, Registers, Ad- 
dress Modes, and Instruction Sets are covered. Attention is directed to 
unique features such as High-Level Software Instructions, Multiprocessor 
Capability, and Exception Processing. In addition, development tools in- 
cluding the Assembler, Editor, and MC68000 Design Module are discussed. 
Lab time helps provide experience. 

Micromodules — 2 Days (MTT9): 

This course is designed to develop an understanding of the board-level 
computer system design approach for potential Micromodule users. The 
theme of the course is "Learning the use of Micromodules through Ex- 
amples." 

Development Systems — 2 Day (MTT10): 

This course is designed to prepare the student to understand and use the 
basic functions of the MC6800 and MC6809 development systems. Topics 
covered are EXORterm, EXORciser II, EXORdisk, System Analyzer, Usee, 
PROM Programmer, CRT Editor, Macro Assembler, Linking Loader, and Ap- 
plication Examples. 

Basic MC6809 Course — 4 Days (MTT11): 

This is a beginning course on microprocessors based on the powerful 
MC6809 hardware and software. It is very similar to course MTT1, but 
focuses on the MC6809 rather than the MC6800. 
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Pascal — 4 Days (MTT12): 

This course is designed to enable even the novice programmer to write 
well-constructed programs in Pascal. The first three days are for illustra- 
tion of standard Pascal and structured programming as taught in a college- 
level course. The fourth day includes Motorola extensions and implementa- 
tions for the MC6809 and MC68000. Each student has the opportunity to 
complete and execute several programs. Each receives, and keeps, a home 
lab diskette with sample exercises. 

EXORMacs — 2 Days (MTT13): 

This course aids the student in becoming familiar with EXORmacs. Includ- 
ed are the use of Utilities, Assemblers, Editors/Debuggers, and how to use 
Pascal on EXORmacs. 

MPL — 4Days(MTT14): 

This four day course provides detailed instructions and examples on how 
to program in MPL. 
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Memory Products 
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MEMORY PRODUCTS 

Motorola has developed a very comprehensive range of reliable MOS and 
bipolar memory products for virtually any digital data processing system 
application. 

The following selector guide lists the currently available MOS memory pro- 
ducts, as of August 1981 . Refer to the Motorola Memory Data Manual or the 
individual data sheet for the latest information on memory devices you 
wish to use. 

The Memory Data Manual and individual data sheets may be obtained from 
distributors, Motorola sales offices, or by writing to: 

Motorola Semiconductor Products, Inc. 

Literature Distribution Center 

P.O. Box 20924 

Phoenix, Az. 85036 



RAMs 

MOS DYNAMIC RAMs 







Access Time 


Power 


No. of 


Organization 


Part Number 


(ns max) 


Supplies 


Pins 


4096 x 1 


MCM4027AC-2 


150 


+ 12, ±5V 


16 


4096 x 1 


MCM4027AC-3 


200 


+ 12, ±5V 


16 


4096 x 1 


MCM4027AC-4 


250 


+ 12, ±5 V 


16 


16384 x 1 


MCM4116BP15 


150 


+ 12, ±5 V 


16 


16384 x 1 


MCM4116BP20 


200 


+ 12, ±5 V 


16 


16384 x 1 


MCM4116BP25 


250 


+ 12, ±5V 


16 


16384 x 1 


MCM4517P10 


100 


+ 5 V 


16 


16384 x 1 


MCM4517P12 


120 


+ 5 V 


16 


16384 x 1 


MCM4517P15 


150 


+ 5 V 


16 


16384 x 1 


MCM4517P20 


200 


+ 5 V 


16 


32768 x 1 


MCM6632L15 1 


150 


+ 5 V 


16 


32768 x 1 


MCM6632L20 1 


200 


+ 5 V 


16 


32768 x 1 


MCM6632L25 1 


250 


+ 5 V 


16 


32768 x 1 


MCM6633L15 


150 


+ 5 V 


16 


32768 x 1 


MCM6633L20 


200 


+ 5 V 


16 


32768 x 1 


MCM6633L25 


250 


+ 5 V 


16 


65536 x 1 


MCM6664L15 1 


150 


+ 5 V 


16 


65536 x 1 


MCM6664L20 1 


200 


+ 5 V 


16 


65536 x 1 


MCM6664L25 1 


250 


+ 5 V 


16 


65536 x 1 


MCM6665L15 


150 


+ 5V 


16 


65536 x 1 


MCM6665L20 


200 


+ 5 V 


16 


65536 x 1 


MCM6665L25 


250 


+ 5V 


16 
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MOS STATIC RAMs ( + 5 Volts) 










Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


128 x 8 


MCM6810 


450 


24 


128 x 8 


MCM68A10 


360 


24 


128 x 8 


MCM68B10 


250 


24 


1024 x 4 


MCM2114P20 


200 


18 


1024 x 4 


MCM2114P25 


250 


18 


1024 x 4 


MCM2114P30 


300 


18 


1024 x 4 


MCM2114P45 


450 


18 


1024 x 4 


MCM21L14P20 


200 


18 


1024 x 4 


MCM21L14P25 


250 


18 


1024 x 4 


MCM21L14P30 


300 


18 


1024 x 4 


MCM21L14P45 


340 


18 


1024 x 1 


MCM2115AC45 2 


45 


16 


1024 x 1 


MCM2115AC55 2 


55 


16 


1024 x 1 


MCM2115AC70 2 


70 


16 


1024 x 1 


MCM21L15AC45 2 


45 


16 


1024 x 1 


MCM21L15AC70 2 


70 


16 


1024 x 1 


MCM2125AC45 


45 


16 


1024 x 1 


MCM2125AC55 


55 


16 


1024 x 1 


MCM2125AC70 


70 


16 


1024 x 1 


MCM21L25AC45 


45 


16 


1024 x 1 


MCM21L25AC70 


70 


16 


4096 x 1 


MCM6641P20 


200 


18 


4096 x 1 


MCM6641P25 


250 


18 


4096 x 1 


MCM6641P30 


300 


18 


4096 x 1 


MCM6641P45 


450 


18 


4096 x 1 


MCM66L41P20 


200 


18 


4096 x 1 


MCM66L41P25 


250 


18 


4096 x 1 


MCM66L41P30 


300 


18 


4096 x 1 


MCM66L41P45 


450 


18 


4096 x 1 


MCM2147C55 


55 


18 


4096 x 1 


MCM2147C70 


70 


18 


4096 x 1 


MCM2147C85 


85 


18 



CMOS STATIC RAMs ( + 5 Volts) 



I 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


256 x 4 


MCM5101P65 


650 


22 


256 x 4 


MCM5101P80 


800 


22 


256 x 4 


MCM51L01P45 


450 


22 


256 x 4 


MCM51L01P65 


650 


22 


4096 x 1 


MCM65147P55* 


55 


18 


4096 x 1 


MCM65147P70* 


70 


18 


4096 x 1 


MCM65147P85* 


85 


18 
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ROMs 

MOS STATIC ROMs ( + 5 Volts) 

Character Generators 3 







Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


128 x (7x5) 


MCM6670P 


350 


18 


128 x (7x5) 


MCM6674P 


350 


18 


128 x (9x7) 


MCM66700P 


350 


24 


128 x (9x7) 


MCM66710P 


350 


24 


128 x (9x7) 


MCM66714P 


350 


24 


128 x (9x7) 


MCM66720P 


350 


24 


128 x (9x7) 


MCM66730P 


350 


24 


128 x (9x7) 


MCM66734P 


350 


24 


128 x (9x7) 


MCM66740P 


350 


24 


128 x (9x7) 


MCM66750P 


350 


24 


128 x (9x7) 


MCM66760P 


350 


24 


128 x (9x7) 


MCM66770P 


350 


24 


128 x (9x7) 


MCM66780P 


350 


24 


128 x (9x7) 


MCM66790P 


350 


24 



BINARY ROMs ( + 5 Volts) 










Access Time 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


1024 x 8 


MCM68A308P 


350 


24 


1024 x 8 


MCM68A308P7 4 


350 


24 


1024 x 8 


MCM68B308P 


250 


24 


2048 x 8 


MCM68A316EP 


350 


24 


2048 x 8 


MCM68A316EP91 4 


350 


24 


4096 x 8 


MCM68A332P 


350 


24 


4096 x 8 


MCM68A332P2 4 


350 


24 


8192 x 8 


MCM68A364P 


350 


24 


8192 x 8 


MCM68A364P3 4 


350 


24 


8192 x 8 


MCM68B364P 


250 


24 


8192 x 8 


MCM68365P25 


250 


24 


8192 x 8 


MCM68365P35 


350 


24 


8192 x 8 


MCM68366P25 


250 


24 


8192 x 8 


MCM68366P35 


350 


24 



CMOS ROMs ( + 5 Volts) 



Organization 


Part Number 


Access Time 
(ns max) 


No. of 
Pins 


256 x 4 

2048 x 8 
2048 x 8 
2048 x 8 


MCM14524 

MCM65516P43 

MCM65516P43M 4 

MCM65516P55 


1200 

430 
430 
550 


16 

18 
18 
18 
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EPROMs 

MOS EPROMs 







Access Time 


Power 


No. of 


Organization 


Part Number 


(ns max) 


Pins 


Pins 


1024 x 8 


MCM2708C 


450 


+ 12, ±5V 


24 


1024 x 8 


MCM27A08C 


300 


+ 12, ±5V 


24 


2048 x 8 


TMS2716C 


450 


+ 12, ±5V 


24 


2048 x 8 


TMS27A16C 


300 


+ 12, ±5V 


24 


2048 x 8 


MCM2716C 


450 


+ 5V 


24 


2048 x 8 


MCM2716C35 


350 


+ 5 V 


24 


4096 x 8 


MCM2532C 


450 


+ 5V 


24 


8192 x 8 


MCM68764L 


450 


+ 5 V 


24 


8192 x 8 


MCM68766L 


450 


+ 5 V 


24 


8192 x 8 


MCM68766L35 


350 


+ 5 V 


24 



EEPROM 

MOS EEPROM 







Access Time 


Power 


No. of 


Organization 


Part Number 


(ns max) 


Supplies 


Pins 


16 x 16 


MCM2801P 


10 fis 


+ 5 V 


14 


32 x 32 


MCM2802P* 


15 fis 


+ 5 V 


14 


2048 x 8 


MCM2816C* 


450 ns 


+ 5 V 


24 
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EPROM/ROM COMPARISON 



MOTOROLA'S PIN-COMPATIBLE EPROM FAMILY 



64K 



32K 



16K 



A7C1 • 

A6C2 

A5C3 

A4C4 

A3C5 

A2C8 

A1C7 

A0C8 

DQ0C9 

DQ1C10 

DQ2C11 

VSSC12 



24 DVCC 
23 DAS 
22 3A9 



21 1A12 
20DE/Vpp 
19 3A10 
18 3A11 



3DQ7 
3DQ6 
3DQ5 
3DQ4 
3DQ3 



C1§ 

C2 

C3 

C4 

CS 

ce 

C7 

C8 

C9 

C10 

C11 

C12 



24DVCC 



3A8 
3A9 



3VPP 
DBProgr 
3A10 
3A11 




3DQ7 

3DQ6 

3DQ5 

14 3DQ4 

13 3DQ3 



C8 
C9 
C10 



17 3DQ7 
16 3DQ6 
15 3DQ5 
14 3DQ4 
13 3DQ3 



MCM68764 



MOTOROLA'S 



64K 



MCM2532 

PIN-COMPATIBLE ROM 
32K 



MCM2716 



FAMILY 



16K 



A7C1« 
A8C2 
A5C3 
A4C4 
A3C5 
A2C6 
A1C7 
A0C8 
Q0C9 
Q1C10 
Q2C11 
VSSC12 



24 DVcc 
23 3A8 
22 3A9 



21 3A12 
20 3 E 
19 3A10 
18 3A11 



17DQ7 
16 3Q6 
15 3Q5 
14 304 
13 3Q3 



MCM68A364 




C3 



c 
c 

C6 
C7 



24DVCC 
23 3A8 
22 3A9 



C8 
C9 
C10 
C11 
C12 



21 3 S 
203S 
19 3A10 
183S 



17 307 
16 3Q6 
15 3Q5 
14 304 
13 3Q3 



MCM68A332 
INDUSTRY STANDARD PINOUTS 



MCM68A316E 



NOTES 

Not all package options are listed. 
Operating temperature range: 0°C to 70°C 

FOOTNOTES 

''Motorola's innovative pin #1 refresh. 

2AII MOS memory outputs are three-state except the open collector 

MCM2115A series. 
^Character generators include shifted and unshifted characters, ASCII 

alphanumeric control, math, Japanese, British, German, European and 

French symbols. 
^Standard Patterns for MOS ROMs: 

MCM68A308P7-MC6800 MIKbug/MINIbug 

MCM68A316EP91- Universal Code Converter and Character Generator 

MCM68A332P2- SINE/COSINE Look-up Table 

MCM68A364P3-LOG/ANTILOG Look-up Table 

MCM65516P43M-MC146805 Monitor Program 

*To be introduced 
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Development Systems and 
Board-Level Products 
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I MICROSYSTEMS I 



® 



MOTOROLA 
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Microcomputer 

Development 

Systems 




The key to developing a dedicated microcomputer system, 
and ultimately to manufacture and service the system, is a 
spectrum of support hardware and software ranging from 
evaluation and development aids to manufacturing and ser- 
vice instruments. 

Motorola supports its various microprocessor and micro- 
computer lines with an array of hardware and software de- 
velopment systems that meet a wide range of customer 
needs. 

EXORmacs 

The EXORmacs Development System supports both 16- 
bit and future 32-bit microprocessor designs by taking ad- 
vantage of the power and technological advancements of the 
16-bit MC68000 MPU. EXORmacs' capability ranges from 
singleuser to multiuser hardware and software development. 

EXORciser 

The EXORciser is a modularized, expandable system for 
M6800 and M6809 emulation. It transcends process tech- 
nologies to emulate or simulate a complete line of Motorola 
microcomputer components through dedicated plug-in 
accessories. 

EXORterm 

The EXORterm Development System adds video display 
and keyboard entry capability to the basic EXORciser, mak- 
ing it particularly suited to program development. Both 
EXORciser and EXORterm are never out-of-date. They can 



be expanded with new plug-in and add-ons as quickly as 
new or improved component families are introduced. They 
offer limitless flexibility at a modest cost. 

EXORset 

The EXORset is an innovative and compact development 
system based on the high-performance MC6809 processor 
which fills the gap between very low-cost microprocessor 
evaluation kits and the high-end development systems such 
as the EXORciser. 

ACCESSORIES 

Complementing the development systems is a selection 
of compatible peripherals — a series of dot-matrix printers, 
a keyboard entry/display terminal, a dual floppy disk, and a 
hard disk storage system. Each is equipped with the appro- 
priate interface circuitry that adapts it to Motorola develop- 
ment systems. 

And Motorola facilitates the involved task of program de- 
velopment with a comprehensive software library of editors, 
assemblers, interpreters, and compilers that provide the 
man/machine interface in a variety of languages. Assembly 
language, of course. But also available are "compilers" that 
permit high-level language entry with MPL, FORTRAN, 
BASIC, COBOL and PASCAL. 

At Motorola, product support development is a continuing 
large-scale effort that keeps pace with the development of 
the product itself. 



BASIC-M, EXORciser®, EXORbug, EXORdisk, EXORmacs, EXORset, EXORterm, FIVEbug, MACSbug, 
VERSAbus, and VERSAdos are trademarks of Motorola Inc 
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EXORmacs 

The EXORmacs is a state-of-the-art development system 
for designing and developing advanced 1 6-bit microproces- 
sor based systems using Motorola families of microproces- 
sors, microcomputers, and peripheral parts. It is also ideally 
suited for developing applications using the VERSAmodule 
family of 16-bit board level application products and 
accessories. 

Designed for flexibility and ease of use, EXORmacs takes 
advantage of the power and features of the MC68000 
microprocessor unit (MPU). EXORmacs reduces cost and 
development time by incorporating features which support 
16-bit and future 32-bit microprocessor designs, as well as 
providing high-level language support through PASCAL. With 
additional terminals and multichannel communications mod- 
ules, up to eight users may simultaneously develop M68000 
programs. Each multichannel communications module re- 
quires one backplane slot and supports up to four users. 

As a family of building blocks, EXORmacs capability ranges 
from the minimum requirements of a singleuser design up to 
a high performance multiuser hardware and software devel- 
opment system. 

EXORmacs System Software 

The M68000 software development package provides the 
user with a cost-effective and efficient Real-Time Operating 
System, structured Macro Assembler, Linkage Editor, CRT 
Text Editor, Symbolic Debugger and PASCAL Compiler. 

RESIDENT MODULES 
M68000 MPU Module 

Contains the MC68000 MPU chip, its clock system, a four- 
segment Memory Management Unit (MMU), primary and sec- 
ondary map switching logic and firmware that provides mod- 
ule diagnostics. The MMU allows the system to allocate mem- 
ory under control of the VERSAdos Operating System, and 
provides multitasking operation. This real-time multitasking 
operation system helps speed program development by al- 
lowing concurrent task execution. 

DEbug Module 

Houses MACSbug Firmware, bus arbitration logic, a par- 
allel printer port, the RS-232C terminal port, and a downline 
load RS-232C host port. 

Universal Disk Controller (Hard Disk Systems) 

Features an MC68120 microprocessor emulator used to 
handle data requests from the M68000 system, and to provide 
self-contained module diagnostics for the disk. The use of 
this multiprocessing technique offers increased system per- 
formance which results in more efficient utilization of the pro- 
cessor's time. A floppy disk controller module is provided for 
floppy disk based systems. 




256K Byte Dynamic Memory 

Two 128K byte Dynamic Memory Modules provide 
EXORmacs with 128K 16-bit words of RAM which include 
byte parity. Parity is read during memory access, providing 
the MC68000 MPU with soft error status such that a memory 
re-try may be initiated. The base address may be set by the 
user through switch inputs. The chassis can support up to 
eight RAM modules providing the user with a megabyte of 
directly addressable resident memory. 

EXORmacs System Peripherals 

The complete EXORmacs system is configured with an 
intelligent terminal and either a hard disk or a floppy disk. 
Hard disk storage capacity is available up to 192 megabytes; 
for floppy disk, up to 2 megabytes. 

EXORmacs System Printer (Optional) 

Hard copy for the EXORmacs Development System is pro- 
vided by a Model 703 matrix printer. 

Expansion Modules 

Multichannel Communications Module 

This serial communications module provides multiuser ter- 
minal operation for the hard disk based EXORmacs. This 
module provides an interface to four asynchronous RS-232C 
serial devices and one parallel mode line printer. This mul- 
tichannel module includes its own intelligent controller to in- 
terface directly with the VERSAbus. Each channel has its 
own baud rate select. 

Remote Development Station 

The Remote Development Station consists of a VERSAbus 
compatible 4-board slot chassis, power supply, station control 
module, USE module, and M68000 buffer pod and cable 
assembly. Built-in MACSbug firmware allows standalone de- 
bug capability plus host computer communications. 

Bus State Analyzer for VERSAbus 

The Real-Time Bus State Analyzer is a highly intelligent 
system diagnostic tool that is designed specifically for use 
with microprocessors. The Analyzer monitors 79 channels in 
real time and records events in a high speed 128 state trace 
memory. Supplied with the analyzer is a VERSAbus person- 
ality board. 
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VERSAbus Adapter Module 

The VERSAbus Adapter Module (VAM) is an interface be- 
tween an 8-bit EXORbus Module and the 16-bit VERSAbus. 
The EXORbus module mechanically inserts into the VAM, 
enabling VERSAbus to use various I/O modules, memory 
and Micromodules designed for the EXORbus. By using two 
VAMs at one address, a 16-bit communication ability is 
possible. 

User System Emulator Module 

Working with EXORmacs, the VERSAbus User System 
Emulator (USE) provides a complete software and hardware 
systems development station. It not only extends the debug 
power of the EXORmacs system into the user target system, 
but allows the user to specify whether the development sys- 
tem or his own system should respond to a given address. 
User System Emulator allows evaluation of prototype system 
hardware and software in the earliest stages of development, 
even before prototype memory and input/output facilities are 
built. 

VERSAbus Dynamic Memory Modules 

VERSAbus Dynamic Memory Modules offer a wide choice 
of RAM storage elements. These memory modules are sup- 
plied with byte parity, providing auto re-try on soft errors in 
the EXORmacs Development System. 

1 28K Byte Dynamic RAM with parity 
64K Byte Dynamic RAM with parity 
32K Byte Dynamic RAM with parity 

Auxiliary Modules 

The VERSAbus Extender Module provides a convenient 
means for the routine testing or troubleshooting of EXOR- 
macs modules. The module under test is mechanically in- 
serted into the Extender Module card guides, thus raising it 
to a convenient level for servicing. The Extender Module 
"extends" VERSAbus signals and power to the module under 
test. 

The VERSAbus Wirewrap Module permits the user to 
construct and incorporate his custom circuits into an 
EXORmacs system. Features include standard pin spacing 
for 14, 16, 18, 22, 40 and 64 pin wirewrap sockets; positions 
for four axial-lead type bulk filter capacitors; and provision 
for decoupling capacitors. 

EXORciser . . . 

for prototype development 

The EXORciser is an expandable development system that 
allows emulation of any Motorola 8-bit microprocessor or 
microcomputer configuration, from the simplest to the most 
elaborate. It comes with an MPU Module that provides system 
timing and a DEbug Module that contains system firmware. 



Both MC6800 or MC6809 MPU versions are offered in the 
EXORciser Development System. 

With optional accessories, the EXORciser design and di- 
agnostic functions can be extended to other members of the 
M6800 family, as well as other Motorola families including 
the NMOS MC68000, and CMOS MC1 46805 microcomputers. 

The EXORciser with a USE option can be used to test and 
evaluate equipment external to its chassis. By removing the 
microprocessing unit from the user's system and connecting 
the USE cable from the EXORciser into the MPU's socket, 
the EXORciser with its EXbug firmware can be used to debug 
and troubleshoot microprocessor systems. 

The EXORciser consists of a rugged cabinet with a built- 
in power supply, and a prewired bus-oriented 14-slot Moth- 
erboard with MPU and DEbug Modules. Together these ele- 
ments form a development microcomputer, with the capability 
of adapting the unit to a specific design problem by adding 
optional I/O and memory modules. Adequate Motorola mem- 
ory modules for the EXORciser can be selected to suit vary- 
ing system configurations, especially to meet the increased 
memory requirement for high-level languages. The concept 
of add-on modules permits the user to purchase as few or 
as many as needed for the anticipated end functions of the 
systems to be developed. Using one slot each for a floppy 
disk and printer function, ten slots remain for memory and 
I/O expansion. The EXORciser is a system that is never out- 
of-date, being at all times upgradable when new and ex- 
panded microcomputer functions become available. 



EXORterm . . . 

for program development 

The EXORterm 220 Development System adds video dis- 
play and keyboard entry facilities to the capabilities of the 
basic EXORciser, making it particularly useful for software 
development. It consists of an integral card cage containing 
the EXORciser MPU and DEbug Modules, with provisions 
for six more standard EXORciser modules for system design 
flexibility. 

EXORterm 220 contains a high-quality CRT with a full 
1 920-character screen and easily readable 7x9 ASCII 
characters. A 59-key detachable keyboard incorporates 12 
special keys encoded to invoke functions unique to a user's 
system. Its serial communications link has speeds to 9600 
baud for information exchange. 

The EXORciser/EXORterm card cage is compatible with 
the same wide selection of accessory boards. When the 
system is used in conjunction with a floppy disk system and 
printer, two of the six available Motherboard slots will be 
devoted to interface modules for these peripherals, leaving 
four slots for the expansion of memory, I/O, and/or accessory 
functions. 



I 
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EXORset 

Complete, Compact, Cost-effective 

This very reasonably-priced, self-contained, desk top sys- 
tem provides a productive means of efficient and fast software 
development. EXORset fills the gap between low-cost eval- 
uation kits and high-end development systems. EXORset 
offers these unique features in one system: 

• MC6809 high-performance processor — The expanded 
instruction set, addressing modes and architecture of the 
MC6809 allows sophisticated programming techniques 
such as structured programming, position independent 
codes, re-entrant routines and real-time operation. 

• Full ASCII keyboard with 16 user-assigned function 
keys 

• Dual mini-floppy disk drives and controller board — 
Together these drives provide 328K bytes of mass storage. 

• 9" CRT display 

— 22 lines of 80 characters 

— 16 lines of 40 characters 

— Full graphics 



EXORciser/EXORterm 
Expansion Options . . . 
for additional processors 

MC6801 DEVELOPMENT SYSTEM 

The MC6801 Development System upgrades Motorola 
M6800 or M6809 EXORcisers for development of MC6801 - 
based systems. All three modes of MC6801 operation — 
single-chip, expanded multiplexed and expanded non-mul- 
tiplexed — are supported by this system. 

This support system fosters realtime emulation of the 
MC6801 application hardware and facilitates the debugging 
of software developed for use on the hardware. 

MC6805 FAMILY DEVELOPMENT SYSTEM 

The MC6805P2 Development System adapts M6800 or 
M6809-based EXORcisers to the development of systems 
based on the MC6805P2 and MC6805R2 microcomputers. 
Included in the support system are the printed circuit board 
module, extended cables for USE for both HMOS MC6805 
versions, and an MDOS diskette containing the M6805 Cross 
Macro Assembler and FIVEbug (the system debug/monitor 
program). An optional adapter is available for MC6805R2/U2 




48K RAM and 12 sockets for 24K of EPROM/ROM 
Complete software development package 

— EXORbug system monitor firmware 

— XDOS operating system 

— MC6800, 01 , 05, 09 Macro Assembler 

— CRT Oriented Text Editor 

— Diagnostics 

— BASIC-M Interactive Compiler 
Standard parallel printer interface 




MC1 46805 DEVELOPMENT SYSTEM 

The purpose of this 8-bit CMOS system is to provide an 
M6800 or M6809-based EXORciser with the capability to 
debug MC1 46805 applications in the actual hardware and 
software configuration of the user's final system. 

It is possible to emulate all MC1 46805 inputs and to ex- 
amine all the corresponding outputs via software control, or 
control the inputs and outputs via external user hardware. 
Thus, this development system offers an economical and 
expedient means for developing new applications prior to 
committing the programs to the final production masks. 

MC1 41 000/1 200 DEVELOPMENT SYSTEM 

This 4-bit CMOS system is functionally similar to the 8-bit 
CMOS system, except that it is designed for simulating the 
MC1 41 000/1 200 microcomputer on an M6800-based 
EXORciser. It also requires 24K bytes of RAM and an 
EXORdisk. 
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VERSAmodules 



VERSAmodules represent a new class of 
modular subsystems with which to implement 
a complete microcomputer system. Based on 
the 16-bit MC68000 microprocessor, the line 
was introduced in late 1980 and is scheduled 
for rapid expansion. Its powerful MC68000 
microprocessor positions VERSAmodule mi- 
crocomputer systems in the performance cat- 
egory of low-to-medium performance range 
minicomputers. 
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Monoboard Microcomputer 
M68KVM01A Features 

1 . MC68000 MPU with 8 MHz clock 

2. VERSAbus interface 

3. 2 serial I/O ports (RS-232C), one programmable syn- 
chronous/asynchronous and strappable for RS-422; sec- 
ond port async only; both terminal/modem selectable 

4. 4 parallel I/O ports (each with 8 data and 2 handshake 
lines) 

5. Triple 1 6-bit programmable timer/counter 

6. Backplane input/output connector 

7. 8 sockets for up to 64K bytes of pin compatible 2-, 4-, 
or 8K-byte ROM or EPROM 

8. 32- or 64K-bytes DRAM with byte parity 

9. System test and reset switches and board status indi- 
cators (LEDs) 

10. System controller functions 
VERSAbus arbiter 
VERSAbus system clock, reset, test, etc. 



System Configuration 

As part of the VERSAmodule introductory offering are a 
number of support accessories that permit immediate imple- 
mentation of complete systems. The available support mod- 
ules include Dynamic RAM modules with 32K, 64K, and 128K 
byte capacity, a Floppy Disk Controller module, a Multichan- 
nel Communications module, a Universal Intelligent Periph- 
eral Controller module and a Universal Disk Controller Sys- 
tem. A number of additional modules are planned for 1981/ 
82 introduction. 

All VERSAmodules are compatibly designed to operate 
with Motorola's versatile VERSAbus interconnect system 
which is designed for Multiprocessor operation, Direct Mem- 
ory Access operations, Multi-Level Interrupt capability and 
Self -Test-control. 

Together with a packaging system including power sup- 
plies, card cages, and chassis, presently available VER- 
SAmodules permit the configuration of microcomputers suit- 
able for large-scale control and communications applications. 



EXORbus, VERSAbus, and VERSAmodule are trademarks of Motorola Inc 
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SUPPORT MODULES 

Dynamic Memory Modules 

• 128K, 64K and 32K bytes versions available now 

• Includes byte parity with automatic re-try on parity error 

• High density versions (256K/512K bytes) to be available 
Floppy Disk Controller Module 

• Controls up to four double-sided floppy disk drives 

• Based on Intelligent Peripheral Controller 
Multichannel Communications Module 

• Four asynchronous serial ports, RS-232C 

• Standard parallel printer port 

• Based on Intelligent Peripheral Controller 
Universal Intelligent Peripheral Controller Module 

• Contains processor, ROM, RAM 

• Performs self-test during power-up 

• Test and diagnostic serial port 

• High speed DMA to VERSAbus 




Universal Disk Controller System 

• Two-board system provides industry standard interface to 
floppy and hard-disk drives 

• Controls one or two 1 6M byte (expandable to 80M byte) 
fixed drives and 1 6M byte removable cartridge drives 

• Controls up to four double-sided floppy disk drives 



I 



PACKAGING AND ACCESSORIES 



5V*" Chassis with Power Supply 

• 4-sfot card cage, expandable to 12 slots in groups of 4 

• Power supply (15 A or 30 A options) 

• Forced air cooling 

• 1 9" rack mountabie with slides provided 

• 24" depth 

4-Slot Card Cage (stand-alone) 

• Expandable to 12 slots in groups of 4 
Power supplies 

• Power fail detect 

• Low power option (15 A @ 5 Vdc, ± 12 Vdc) 

• High power option (30 A @ 5 Vdc, ± 12 Vdc, + 15 Vdc) 




VERSAbus Adapter Module 

• Provides VERSAbus systems with the ability to utilize EX- 
ORbus family modules including Micromodules 

VERSAbus Extender Module 

• Mechanical inserters and ejectors for module under test 
to extender module 

• Full length card guides 
VERSAbus Wirewrap Module 

• Standard pin spacing for 14, 16, 18, 24, 40 and 64 pin 
wirewrap sockets 
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MICROPROCESSOR 
MODULES 

MONOBOARD MICROCOMPUTERS 

Choose from a selection of differently configured single- 
board microcomputers; add a suitable power supply and, 
perhaps, some additional external memory; put these into 
an appropriately available enclosure (or design your own); 
and you have a complete microcomputer — ready to receive 
your dedicated firmware and go to work. 

Motorola's Micromodule monoboard microcomputers offer 
a choice of variations to best match a particular end-use. 



Typical Monoboard Microcomputer 




M68MM19, 19A 



Part No. 


Parallel 
Input/Output 


Serial I/O 


Memory 


MPU 


Clock 
(MHz) 


Options 


RS-232C 


RS-422 


20mA 


ROM 


RAM 


M68MM01 


3 PIAs/60 Lines 








To4K 


1K 


6800 


1 




M68MM01A2 


2 PIAs/40 Lines 


1 ACIA 




Use 

MMir 


To8K 


1K 


6800 


1 




M68MM01B 


1 PIA/20 Lines 
1 PTM 








To4K 


128 


6802 


1 


Not Expandable 


M68MM01B1A 


1 PIA/20 bnes 
1 PTM 


1 ACIA 




Use 
MM11* 


To4K 


384 


6802 


1 


Cassette I/O 


M68MM01D 


Printer Port 
1 PTM 


1 ACIA 


(OPT) 
t 


Use 
MM11* 


To10K 




6800 


1, 15 


Use 2K RAMS in ROM Sockets 


M68MM17 


1 PIA/20 Lines 
1 PTM 


2 ACIA 




Use 
MM11* 


To48K 




6809 


1 


Use RAMs in ROM Sockets 


M68MM19/19A 


1 PIA/20 Lines 
1 PTM 


1 ACIA 

or 
SSDA 


(OPT) 
t 


Use 

MM11* 


To16K 


2K 


6809 


1(MM19) 
2(MM19A) 


Replace ACIA with SSDA t 



PIA =16 Programmable I/O Data Lines and 4 Control Lines 

PTM = Three 16-bit Programmable Counter/Timers 

ACIA = Asynchronous Communications 

SSDA = Synchronous Communications 



= Option-requires additional Micromodule (MM11) 
(RS-232C to 20 mA Current Loop Adapter) 
t = Option-requires slight board modification 



PROCESSOR SUBASSEMBLIES 

For greater design flexibility than a single monoboard com- 
puter can provide, a selection of processor subassemblies 
gives your system the characteristics it needs, at an afford- 
able cost. These subassemblies, in conjunction with the aux- 
iliary boards on the following pages, allow almost limitless 
diversification or expansion of microcomputer functional 
capabiiities. 




M68MM14, 14A 



Arithmetic Modulo 



Processor Module 



Part Number 


MPU 


Clock I 
MHz 


M68MM02 


6800 


1 ] 



Part Number 


APU 


Clock 
MHz 


M68MM14 


9511 


2 


M68MM14A 


8511 


3 



EXORtras BUFFERS 



M68MM02 
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INPUT/OUTPUT MODULES 



If your system requires additional input or output capabil- 
ities, the Micromodule product line provides an extensive 
offering of both digital and analog, input and output modules. 

Digital — Parallel 



These input/output modules are all compatible with the var- 
ious microprocessor modules. 



Part Number/Name 


TTL Level 


Relay 
Output 


Opto Isolated 


Input 


Output 


Input | Output 


M68MM03 32/32 Input/Output Module 


32 


32 






MEX6820, 6821-2 (2MHz) Input/Output Module 


2 PIAs/40 I/O 






M68MM13A Digital Output Module 






16 




M68MM13B Digital Output Module 






32 




M68MM13C Optically Isolated Digital Input Module 








24 (voltage in) 


M68MM13D Optically Isolated Digital Input Module 








24 (switch closures) 


M68MM23 Optically Isolated Input/Output Module 








1 to 16 AC or DC I/O Modules 



Digital — Serial 



Part Number/Name 


Interface 


IEEE 488-1978 
Bus 


RS-232C 


RS-422 


RS-423 


20 mA 


M68MM07 Quad Communications 
Module 


4* 


4* 


4* 


4* 




MEX6850 ACIA Module 


1 






1 




MEX6850-2 1MHz ACIA/SSDA Module 


.. 




** 


** 




M68MM 1 1 RS-232C to TTY Adapter 


RS-232C to 20 mA Translator 




M68MM12/12-1*" GPIB Listener/Talker/ 
Controller Module 










Listener/Talker 
Controller 


M68MM12A/12A1*** GPIB Listener/Talker Module 










Listener/Talker 


M68DIM2A Display Interface 


Composite Video at 5V, 75 ft (Compatible with M68MDM1 CRT) 



*AC!A or SSDA and Interface are User Options **SSDA and Interface must be installed by the user 



*"MM12, 12A for 6800-based systems 
MM12-1. 12A1 for 6809-based systems. 



Analog 



Part Number/Name 


A/D 


D/A 


High Level 12-Bit 


Low Level 16-Bit 


Voltage 


Current 


M68MM05A High-Level, 12-Bit 


8 Channel 
Differential 








M68MM05B High-Level, 12-Bit 


16 Channel 
Single Ended 








M68MM15A High-Level, 12-Bit 


8 Channel Differential 
16 Channel Single Ended 








M68MM15A1 High-Level, 12-Bit 


16 Channel Differential 
32 Channel Single Ended 








M68MM15B Low-Level, 16-Bit 




1 Channel Isolated 
Expandable to 16 channels 






M68MM15BEX Low-Level Expander Module 




1-4 Channel Expander 






M68MM05C Quad 12-Bit D/A Module 






4 Channel 




M68MM15CV Voltage D/A Module 






1-4 Channel 




M68MM15CI Current D/A Module 








1-4 Channel 



I 
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MEMORY MODULES 



System memory requirements for EPROM/ROM or RAM 
can be expanded through the inclusion of the various mem- 
ory modules offered in the micromodule product line. Addi- 



tional memory can be added to a system as the design 
requires. 



Part Number/Name 


EPROM/ROM 


RAM 


Static 


Hidden 
Refresh 


M68MM04 


16K EPROM/ROM Module 


1 to 16K 






M68MM04A 


ROM/EPROM Module 


1 to 64K 


(2 to 32K)* 




M68MM06 


2K Static RAM Module 




2K 




M68MM09 


4K Static CMOS RAM Module 




4K** 




MEX6816-1HR 


16K Dynamic RAM Module w/Hidden Refresh 






16Kt 


MEX68RR 


EPROM/RAM Module 


1 to 16K 


512 





'Using Pin Compatible RAMs "With On-Board Battery Backup f32K, 48K and 64K versions available 



FIRMWARE/SOFTWARE 

The Micromodule product line includes an offering of Mon- to assist you 
itor/DEbug ROMs, a high-level language BASIC Interpreter, debugging, 
a Real-Time FORTRAN Compiler and a Real-Time Executive 



in operating software development and 



Part Number/Name 


Functional Description 


M68MM08A 


MICRObug (6800) 


Monitor/DE ROM for use with M68MM01A2 


M68BASRC2 


BASIC (6800) 


BASIC in EPROMs for use with MICRObug 


M68BASRM2 


BASIC EPROMs on a module 


M68RTFR02M 


Real-Time FORTRAN (6800) 


Real-Time FORTRAN compiler with drivers for I/O Micromodules on MDOS Diskette 


M6809BASICM 


BASIC-M (6809) 


Interactive BASIC-M Compiler 


M6809RMS09 


Real-Time Executive (6809) 


Multitask Real-Time Executive that is relocatable and ROMable. 


M68MM12SWM 
M68MM12-1SWM 


Micromodule 12 Software 

(6800) 

(6809) 


Source code on MDOS diskette of on-board EPROM which provides implementation 

of GPIB protocol. 
Also includes a how-to-use training program 


M68MM12ASWM 
M68MM12A1SWM 


Micromodule 12A Software 
(6800) 

(6809) 


Source code on MDOS diskette of software required to implement the 
GPIB Listener/Talker protocol 

Also includes a how-to-use training program and a demonstration package 


M68MM19SB 


SUPERbug (6809) 


MM19 System Monitor with Utility, I/O, and Linkage Routines 
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PACKAGING/HARDWARE 

System packaging offerings include open-frame card 
cages, rack-mount chassis with power supply and fan, and 
a triple output power supply. To support custom circuit pro- 
totyping, two versions of a wirewrap module are available. 



Card Cages, Chassis and Power Supply 



Part 
Number/Name 


Dimensions (Inches) 
LxWxH 



Card Cages Only 



M68MMCC05 


5-slot Open-Frame Cage 


1 1 3 x 7 04 x 6 9 


M68MMCC10 


10-slot Open-Frame Cage 


1 1 3 x 1 1 04 x 6 9 




Chassis With Power Supply 



M68MMSC 


5-slot Rack Mount Chassis 


10 34x 19x6 97 


M68MMLC 


10-slot Rack Mount Chassis 


18 74x 19x6 97 


M68MMFLC 


14-slot Rack Mount Chassis 


19 50x 19 x 13.75 



Supply Only 



Power Supply + 5V, ± 12V 



95x6 25x50 



Auxiliary Support Modules 



Mou nti ng/Ha rdware 



M68MMLC 



Part Number/Name 


Dimension 


MEX68WW 


Wirewrap Board 


9 75 x 6.00 


MEX68USM 


Universal Support Module 


9 75 x 6.00 


MEX68XT 


Extender Module 


9.75 x 9 00 


M68MM10A 


Power Fail Detect 


9 75 x 6.00 


M68MM10B 


Power Fail Detect with Battery Backed-up 
Clock 


9 75 x 6 00 


M68MM10C 


Battery Backed-up Clock 


9 75 x 6.00 


M68MM16 


Combo ROM — RAM — I/O module 
2 PIA, 1 PTM, 1 ACIA, 2K RAM, To 32K 
ROM/EPROM 


9.75 x 6.00 


CRT Monitor 


| M68MDM1 


5" CRT Display Monitor 





Part Number/Name 


Functional Description 


M68MMLK 


Slide Kit, Long Chassis 


Rack Mounting slide kit for 
M68MMLC 


M68MMSK 


Slide Kit, Short Chassis 


Rack Mounting slide kit for 
M68MMSC 


M68MMFLK 


Slide Kit, Front-Load Chassis 


Rack Mounting slide kit for 
M68MMFLC 


M68MM23IKIT 


Installation Kit, Micromodule 23 


Installation kit for mounting 
two Optically Isolated I/O 
Modules in an M68MMFLC 


M68MMI/OC 


Parallel I/O Adapter Set 


Interfaces parallel port on 
MM 19 or MM 16 to standard 
optically isolated relay 
boards 




M68MMPS1-1 
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PRODUCT CATEGORY: EXORmacs (68000 only) 



Type Number 


Description 


M68KMCCM 


Multichannel Communications Module 


MEX68KADP 


6800 Bus Adapter Board 


M68KBSA 


68000 Bus State Analyzer 


M68KEXTM 


VERSAbus Extender Module 


M68KFD1102 


EXORdisk III for EXORmacs 


M68KMACSF1 


68000 EXORmacs Floppy Disk Development System 


M68KMACSH1 


68000 EXORmacs Hard Disk Development System (32MB Hard Disk) 


M68KMACSH1A 


68000 EXORmacs Hard Disk Development System (96MB Hard Disk) 


M68KUSE 


M68000 Single User Emulator (USE) 


M68KVAM 


VERSAbus Adapter Module 


M68KWW 


VERSAbus Wirewrap Module 


M68K32DP 


32K Byte VERSAbus RAM Module 


M68K64DP 


64K Byte VERSAbus RAM Module 


M68K128DP 


128K Byte VERSAbus RAM Module 


M68K703LP1 


EXORmacs Printer 703, 110 V 


M68KRDS1 


EXORmacs Remote Development Station with USE 


M68KRDS2 


EXORmacs Remote Development Station without USE 


M68KMACSRK 


EXORmacs Rack Mount Kit 



PRODUCT CATEGORY: EXORciser 



Type Number 


o 
| 


§ 


i 


1 


1 


§ 


Description 


MEX68IC 








X 


X 


X 


I/O Interconnect Cable (Use with MEX6820) 


MEX68IC2 








X 


X 


X 


I/O Interconnect Cable (Use with MEX6821-2) 


MEX68KDM 




X 










MC68000 Design Module 


MEX68RK2 




X 




X 


X 


X 


Rack Mounting Kit EXORciser I & II 


MEX68RR 




X 




X 


X 


X 


EPROM/RAM Module 


MEX68SA 












X 


System Analyzer 


MEX68SA2 












X 


System Analyzer II 


MEX68USEC 












X 


User System Evaluator 


MEX68USM 








X 




X 


Universal Support Module 


MEX68WW 








X 


X 


X 


Wirewrap Module 


MEX68XT 








X 


X 


X 


Extender Module 


MEX6801EVM 






X 








Evaluation Module 


MEX6801EVM1 






X 








68701 Programming Module 


MEX6801 






X 








Development System 


MEX6802-46 












X 


MC6802/46 Support Module 


MEX6805 










X 




Development System 


MEX6805R2 










X 




Adapter for MC6805R2/U2 


MEX6808-22 




X 


X 


X 


X 


X 


8K Static RAM Module with Parity 


MEX6809KT 








X 






6809 Upgrade for EXORciser or EXORterm 


MEX6812-1 




X 


X 


X 


X 


X 


2K Static RAM Module 


MEX6816-1HR 




X 


X 


X 


X 


X 


16K Dynamic RAM Module with Hidden Refresh 


MEX6816-22D 




X 


X 


X 


X 


X 


16K Dynamic RAM Module with Parity 


MEX6816-22S 




X 


X 


X 


X 


X 


16K Static RAM Module with Parity 


MEX6820 




X 


X 


X 


X 


X 


Input/Output Module 


MEX6821-2 




X 


X 


X 


X 


X 


Input/Output II Module 


MEX6832-1HR 




X 


X 


X 


X 


X 


32K Dynamic RAM Module with Hidden Refresh 


MEX6832-22 




X 


X 


X 


X 


X 


32K Dynamic RAM Module with Parity 


MEX6845 




X 


X 


X 


X 


X 


MC6845 CRT Controller Module 


MEX6848-1HR 




X 


X 


X 


X 


X 


48K Dynamic RAM Module with Hidden Refresh 


MEX6848-22 




X 


X 


X 


X 


X 


48K Dynamic RAM Module with Parity 


MEX6850 




X 


X 


X 


X 


X 


ACIA Module 


MEX6850-2 




X 


X 


X 


X 


X 


ACIA/SSDA Module 


MEX6854 




X 


X 


X 


X 


X 


MC6854 ADLC Support Module 


MEX6864-1HR 




X 


X 


X 


X 


X 


64K Dynamic RAM Module with Hidden Refresh 



■ 
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REFERENCE GUIDE: Selection by MPU/MCU Supported (continued) 
PRODUCT CATEGORY: EXORcisers (continued) 



Type Number 


o 
| 


i 


i 

i 


i 


1 


I 


Description 


MEX6864-22 




X 


X 


X 


X 


X 


64 Dynamic RAM Memory with Parity 


MEX141000M 


X 












MC1 41 000/1 200 Development System 


MEX 146805 










X 




MC146805E2 Development System 


MEX68488 




X 


X 


X 


X 


X 


MC68488 GPIA Support Module 


M68BASR010M 












X 


Resident BASIC Interpreter on 6800 MDOS Diskette 


M68COBOL010M 












X 


Resident ANS COBOL Compiler on 6800 MDOS Diskette 


M68FTNR012M 












X 


Resident FORTRAN Compiler and Linking Loader on 6800 MDOS Diskette 


M68K0XASMBL0 




X 










68000 Cross Macro Assembler on 6800 MDOS Diskette 


M68K0XASMBL1 




X 










68000 Cross Macro Assembler on 6809 MDOS Diskette 


M68K0XPASCL1 














Cross PASCAL Compiler on 6809 MDOS Diskette 


M68MPLR020M 












X 


Resident MPL Compiler on 6800 MDOS Diskette 


M68PANEL220 




X 


X 


X 


X 


X 


6809 Front Panel Con v. of EXORterrri 200 


M68PP3 




X 


X 


X 




X 


PROM Programmer III 


M68PP3-1 




X 


X 


X 




X 


Personality Module & Software for PPIII to allow Programming of MCM2532 and 
MCM68764 


M68RTFR02M 












X 


Resident Real-Time FORTRAN Compiler on MDOS Diskette for 6800 


M6800DOWNLD 






X 






X 


6800/6801 Down-Line-Load ROM 


M6800EXOR 












X 


M6800 EXORciser II Development 


M6800EXORU 












X 


M6800 EXORciser II USE Development System 110 V 


M6800SMDOS 












X 


6800 CRT Editor/Macro Assembler with MDOS 


M6800XASMBL1 






X 






X 


6800/6801 Cross Macro Assembler 


M6805MASC01M 










X 




6805 Cross Macro Assembler and Linking Loader on MDOS Diskette 


M6809BASICM 








X 






Resident BASIC-M Interactive Compiler 


M6809DOWNLD 








X 






6809 Down-Line-Load ROM 


M6809EXOR 








X 






M6809 EXORciser II Development System 110 V 


M6809FORTRN 








X 






6809 Resident FORTRAN Compiler 


M6809MASC01M 








X 






6809 Cross Macro Assembler and Linking Loader on MDOS Diskette 


M6809MPL 








X 






6809 Resident MPL Compiler on MDOS Diskette 


M6809PASCLC 








X 






6809 Resident PASCAL Compiler 


M6809PASCLI 








X 






Resident PASCAL Interpreter 


M6809SA 








X 






System Analyzer II 


M6809SMDOS 








X 






6809 CRT Editor/Macro Assembler with MDOS 


M6809USE 








X 






User System Evaluator 


M6822 












X 


Blank Cassette 


M6833 




X 


X 


X 


X 


X 


Blank Diskettes (SS/SD) 


M6834 




X 


X 


X 


X 


X 


Blank Diskette (DS/SD) 



PRODUCT CATEGORY: EXORterm 



Type Number 


S 
S 


i 


Description 


M6800TERM 
M6809TERM 


X 


X 


M6800 EXORterm 220 Development System 
M6809 EXORterm 220 Development System 



I 



PRODUCT CATEGORY: EXORset 






Type Number 


i 


I 


i 


I 


Description 


M6809SET301A 
M6835 

M68SETRAMEX 
M6809SXDOS 


X 
X 
X 
X 


X 
X 
X 
X 


X 
X 
X 
X 


X 
X 
X 
X 


M6809 EXORset 30A Development System 110 V 
Mini-Diskette (Package of 10) 
EXORset RAM Expansion Kit 
EXORset 30 to 30A Software Upgrade 
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REFERENCE GUIDE: Selection by MPU/MCU Supported (continued) 
PRODUCT CATEGORY: PERIPHERALS 





i 


I 


i 


i 


I 




Type Number 












Description 


M68DSK2 




X 


X 


X 


X 


EXORdiskll 110 V 


M68DSK3 




X 


X 


X 


X 


EXORdisk III 110 V 


M68SFDRK3 




X 


X 


X 


X 


Rack Mounting Kit, EXORdisk II and III 


M68SFDU1102E 




X 


X 


X 


X 


EXORdisk HIE Expansion Unit, 110 V 


M68SP702C10 




X 


X 


X 


X 


Microsystems Printer 702, 110 V 


MPRINT703 


X 


X 


X 


X 


X 


Microsystems Printer 703, 110 V 


M68SXD10155 


X 


X 


X 


X 


X 


EXORterm 155 


M68SVS20155 


X 


X 


X 


X 


X 


EXORterm 150 to 155 Conversion Kit 


M68KHDS32-1 


X 










32MB Hard Disk 


M68KHDS96-1 


X 










96MB Hard Disk 


M68KHDE32-1 


X 










32MB Hard Disk Expansion 


M68KHDE96-1 


X 










96MB Hard Disk Expansion 


M68CART 


X 










Hard Disk Cartridge 



PRODUCT CATEGORY: CROSS SOFTWARE 



Type Number 


§ 


i 


i 


i 


Description 


M68EML0211E 








X 


Simulator/Sigma 9/Punch Card 


M68EML0211F 








X 


Simulator/Sigma 9/Magnetic Tape 


M68EML0411E 








X 


Simulator/HP2100/Punch Card 


M68EML0411F 








X 


Simulator/HP2100 Magnetic Tape 


M68EML0711E 








X 


Simulator/IBM 360-370/Punch Card 


M68EML0711F 








X 


Simulator/IBM 360-370/Magnetic Tape 


M68EML0812E 








X 


Simulator/Nova/Punch Card 


M68EML0812F 








X 


Simulator/Nova/Magnetic Tape 


M68EML0911E 








X 


Simulator/HIS6000/Punch Card 


M68EML0911F 








X 


Simulator/HIS6000/Magnetic Tape 


M68EML1012F 








X 


Simulator/CDC6000/Magnetic Tape 


M68EML1111E 








X 


Simulator/PDP-11/Punch Card 


M68EML1111F 








X 


Simulator/PDP-11/Magnetic Tape 


M68K0SIMLTR2 


X 








Simulator/IBM370/Magnetic Tape 


M68K0XASMBL2 


X 








Cross Assembler/IBM370/Magnetic Tape 


M68K0XASMBL3 


X 








Cross Assembler/PDP-11/Magnetic Tape 


M68K0XPASCL2 


X 








Cross PASCAL/IBM 370/Magnetic Tape 


M68MPL0212E 








X 


MPL Compiler/Sigma 9/Punch Card 


M68MPL0212F 








X 


MPL Compiler/Sigma 9/Magnetic Tape 


M68MPL0712E 








X 


MPL Compiler/360-370/Punch Card 


M68MPL0712F 








X 


MPL Compiler/360-370/Magnetic Tape 


M68MPL0912E 








X 


MPL Compiler/HIS6000/Punch Card 


M68MPL0912F 








X 


MPL Compiler/HIS6000/Magnetic Tape 


M68MPL1012E 








X 


MPL Compiler/CDC6000/Punch Card 


M68MPL1012F 








X 


MPL Compiler/CDC6000/Magnetic Tape 


M68SAM0214E 








X 


Cross Assembler/Sigma 9/Punch Card 


M68SAM0214F 








X 


Cross Assembler/Sigma 9/Magnetic Tape 


M68SAM0413E 








X 


Cross Assembler/HP2100/Punch Card 


M68SAM0413F 








X 


Cross Assembler/HP2100/Magnetic Tape 


M68SAM0713E 








X 


Cross Assembler/IBM 360-370/Punch Card 


M68SAM0713F 








X 


Cross Assembler/IBM 360-370/Magnetic Tape 


M68SAM0814E 








X 


Cross Assembler/Nova/Punch Card 


M68SAM0814F 








X 


Cross Assembler/Nova/Magnetic Tape 


M68SAM0912E 








X 


Cross Assembler/HIS6000/Punch Card 


M68SAM0912F 








X 


Cross Assembler/HIS6000/Magnetic Tape 


M68SAM1014E 








X 


Cross Assembler/CDC6000/Punch Card 


M68SAM1014F 








X 


Cross Assembler/CDC6000/Magnetic Tape 


M68SAM1113F 








X 


Cross Assembler/PDP-11 /Magnetic Tape 


M6809XASMBL2 




X 






Cross Assembler/IBM370/Magnetic Tape 


M6809XASMBL3 




X 






Cross Assembler/PDP-11 /Magnetic Tape 
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REFERENCE GUIDE: Selection by MPU/MCU Supported (continued! 

PRODUCT CATEGORY: TEST EQUIPMENT 



Type Number 


i 


Description 


M68UCANA1 


X 


Microcomputer Analyzer 110 Volts 



PRODUCT CATEGORY. USERS GROUP (6800 only) 



Type Number 



Description 



M6800UG 



User's Group Library 



PRODUCT CATEGORY: VERSAmoduies (68000 only) 



Type Number 


Description 


M68K0RMS68K 


M68000 Real-Time Multitasking, Software (Object) on EXORmacs Diskette 


M68KVM01A1 


68000 16-Bit Monoboard Microcomputer, 32K RAM 


M68KVM01A2 


68000 16-Bit Monoboard Microcomputer, 64K RAM 


M68KVMCC1 


4-Slot Card Cage 


M68KVMCH1-1 


VERSAmodule System Chassis, 15 Amps-5 Vdc, 110 V 


M68KVM10-1 


32K Byte Dynamic RAM Module 


M6BKVM10-2 


64K Byte Dynamic RAM Module 


M68KVM10-3 


128K Byte Dynamic RAM Module 


M68KVM20 


Floppy Disk Controller Module 


M68KVM21 


Universal Disk Controller 


M68KVM30 


4-Channel Serial Communication Module 


M68KVM60 


Universal Intelligent Peripheral Controller Module 


M68KVBUG 


VERSAbug Debug Monitor Firmware Package 



PRODUCT CATEGORY: MICROMODULES 



1 



Type Number 


! 


I 


I 


Description 


MEC68MIN2 






X 


MINSBUG 2 ROM 


MEC68MIN3 






X 


MINIBUG 3 ROM 


M68BASRC1 






X 


Resident BASIC Interpreter ROM Set (MINIBUG ll-Based) 


M68BASRC2 






X 


Resident BASIC Interpreter ROM Set (MICRQbug-Based) 


M68BASRM1 






X 


Resident BASIC Interpreter Module (MINIBUG !i-Based) 


M68BASRM2 






X 


Resident BASIC interpreter Module (Micromodules) 


M68DIM2A 


X 


X 


X 


Display Interface Module 


M68EAB1 






X 


Resident Editor/Assembler and BASIC Interpreter Module (MINIBUG ll-Based) 


M68EAB2 






X 


Resident Editor/Assembler and BASIC Interpreter Module (Micromodules) 


M68EAM1 






X 


Resident Editor/Assembler Module (MINIBUG II and Micromodules) 


M68KBD1 


X 


X 


X 


ASCII Keyboard 


M68MDM1 


X 


X 


X 


5" Display Monitor 


M68MMCC05 


X 


X 


X 


Card Cage, 5-Card 


M68MMCC10 


X 


X 


X 


Card Cage, 1 0-Ca rd 


M68MMFLC1 


X 


X 


X 


Front Load Chassis, 14 Card, 110 V 


M68MMFLK 


X 


X 


X 


Rack Mounting Slide Kit, FLC 


M68MMLC1 


X 


X 


X 


Long Chassis, 10-Card, 110 V 


M68MMLK 


X 


X 


X 


Rack Mounting Kit, Long Chassis 


M68MMPS1-1 


X 


X 


X 


Micromodule, EXORciser, EXORterm, DC Power Supply, 110 V 
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REFERENCE GUIDE: Selection by MPU/MCU Supported (continued) 
PRODUCT CATEGORY: MICROMODULES (continued) 



Type Number 


i 


I 


g 

8 


Description 


M68MMSC1 


X 


X 


X 


Short Chassis, 5-Card, 110 V 




M68MMSK 


X 


X 


X 


Rack Mounting Kit, Short Chassis 




M68MM01 






X 


Monoboard Microcomputer 




M68MM01A2 






X 


Monoboard Microcomputer (with four 2K x 8 EPROM/ROM Sockets) 




M68MM01B 




X 




Monoboard Microcomputer 




M68MM01B1A 




X 




Monoboard Microcomputer 




M68MM01D 






X 


Monoboard Microcomputer 




M68MM02 






X 


CPU Module 




M68MM03 


X 


X 


X 


32/32 Input/Output Module 




M68MM03-1 


X 


X 


X 


32/32 Input/Output Module (with 4.7K Termination Option) 




M68MM03-2 


X 


X 


X 


32/32 Input/Output Module (with 330/220 Termination Option) 




M68MM04 


X 


X 


X 


16K EPROM/ROM Module 




M68MM04A 


X 


X 


X 


16 Socket EPROM, ROM or RAM Module 




M68MM05A 


X 


X 


X 


8-Channel, 12-Bit Differential Input A/D Module 




M68MM05B 


X 


X 


X 


16-Channel, 12-Bit Single Ended Input A/D Module 




M68MM05C 


X 


X 


X 


Quad 12-Bit D/A Module 




M68MM06 


X 


X 


X 


2K Static RAM Module 




M68MM07 


X 


X 


X 


Quad Communication Module 




M68MM08A 






X 


MICRObug Module-Consisting of MICRObug ROM (Use with MM01A2) 




M68MM09 


X 


X 


X 


4K CMOS RAM with Battery Backup 




M68MM10A 


X 


X 


X 


Power Fail Detect Module 




M68MM10B 


X 


X 


X 


Power Fail Detect Module with Battery Backed-up CMOS Time-of-Day Clock/Calendar 


M68MM10C 


X 


X 


X 


Battery Backed-up CMOS Time-of-Day Clock/Calendar 




M 68 MM 11 


X 


X 


X 


RS-232C to TTY Adapter Module 




M68MM12 




X 


X 


GPIB Listener/Talker/Controller Module (with 6800 Firmware) 




M68MM12-1 


X 






GPIB Listener/Talker/Controller Module (with 6809 Firmware) 




M68MM12A 


X 


X 


X 


GPIB Listener/Talker Module 




M68MM12ASWM 




X 


X 


Micromodule 12A Software 




M68MM12A1SWM 


X 






Micromodule 12A Software 




M68MM12SWM 




X 


X 


Micromodule 12 Software 




M68MM12-1SWM 


X 






Micromodule 12-1 Software 




M68MM13A 


X 


X 


X 


Digital-Output (Contact Closure) Module — 16 Outputs 




M68MM13B 


X 


X 


X 


Digital-Output (Contact Closures) Modules — 32 Outputs 




M68MM13C 


X 


X 


X 


Optically Isolated Digital Input Module-24 Voltage Inputs 




M68MM13D 


X 


X 


X 


Optically Isolated Digital Input Module-24 Contact Closure Inputs 




M68MM14 


X 


X 


X 


2 MHz Hardware Arithmetic Processor Unit 




M68MM14A 


X 


X 


X 


3 MHz Hardware Arithmetic Processor Unit 




M68MM15A 


X 


X 


X 


High-Level A/D Module 16 Channel 




M68MM15A1 


X 


X 


X 


High-Level A/D Module 32 Channel 




M68MM15B 


X 


X 


X 


Low-Level A/D Module 




M68MM15BEX4 


X 


X 


X 


4-Channel Low-Level Expander Module 




M68MM15CV4 


X 


X 


X 


High-Leve! Voltage D/A Module 4 Channel 




M68MM15CI4 


X 


X 


X 


Current D/A Module 4 Channel 




M68MM16 


X 


X 


X 


Combo ROM, RAM and I/O (Parallel and Serial) (1 or 2 MHz) 




M68MM17 


X 






6809 Monoboard Microcomputer 




M68MM19 


X 






6809 Monoboard Microcomputer (1 MHz) (For new designs use MM19-1, 


up to 32K EPROM) 


M68MM19A 


X 






6809 Monoboard Microcomputer (2 MHz) (For new designs use MM19A1 


up to 32K EPROM) 


M68MM19SB 


X 






SUPERbug Firmware ROM 




M68MMI/OC 


X 


X 


X 


Parallel I/O Adapter Set 




M68SAC1 






X 


Stand-Alone Computer Module 




M68XEARC1 




X 


X 


Resident Editor/Assembler ROM Set (MINIbug il/MICRObug-Based) 




M6809RMS09 


X 






M6809 Real-Time Multitasking Software 
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